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How to Use This Book Effectively 





This book is organized by chapters and sections within chapters. For a listing of contents, see pp. vii-xiv. Fundamental concepts 
and associated equations within each section lay the foundation for applications of engineering thermodynamics provided in solved 
examples, end-of-chapter problems and exercises, and accompanying discussions. Boxed material within sections of the book allows you 
to explore selected topics in greater depth, as in the boxed discussion of properties and nonproperties on p. 10. 

Contemporary issues related to thermodynamics are introduced throughout the text with three unique features: ENERGY © 
ENVIRONMENT discussions explore issues related to energy resource use and the environment, as in the discussion of hybrid 
vehicles on p. 41. BIOCONNECTIONS tie topics to applications in bioengineering and biomedicine, as in the discussion of 
control volumes of living things and their organs on p. 7 

Horizons - link subject matter to emerging technologies and thought-provoking issues, as in the discussion of nanotechnology 
on p. 15. 

Other core features of this book that facilitate your study and contribute to your understanding include: 


Examples 

> Numerous annotated solved examples are provided that feature the solution methodology presented in Sec. 1.9 and illustrated іп 
Example 1.1. We encourage you to study these examples, including the accompanying comments. 

> Each solved example concludes with a list of the Skills Developed in solving the example and a Quick Quiz that allows an 
immediate check of understanding. 


> Less formal examples are given throughout the text. They open with and close with ~= «< 4 4 4. These 
examples also should be studied. 


Exercises 


> Each chapter has a set of discussion questions under the heading that may be 
done on an individual or small-group basis. They allow you to gain a deeper understanding of the text material and think critically. 

> Every chapter has a set of questions in a section called that provide opportunity for individual 
or small group self-testing of the fundamental ideas presented in the chapter. Included are a variety of exercises, such as matching, 
fill-in-the-blank, short answer, and true-and-false questions. 

> A large number of end-of-chapter problems also are provided under the heading BERETA 2 ІП ІЛ“ sD. 
The problems are sequenced to coordinate with the subject matter and are listed in increasing order of difficulty. The problems are also 
classified under headings to expedite the process of selecting review problems to solve. Answers to selected problems are provided on 
the student companion website that accompanies this book at www.wiley.com/college/moran. 

> Because one purpose of this book is to help you prepare to use thermodynamics in engineering practice, design 
considerations related to thermodynamics are included. Every chapter has a set of problems under the heading 


ЇЗ ЕНИН ТИРЕГИН ШЕЛ COM ТУ УУ em that provide opportunities for practicing creativ- 


ity, formulating and solving design and open-ended problems, using the Internet and library resources to find relevant informa- 
tion, making engineering judgments, and developing communications skills. See, for example, problem 1.10 D on p. 36. 


Further Study Aids 


> Each chapter opens with an introduction giving the engineering context, stating the chapter objective, and listing the learning 


outcomes. 

> Each chapter concludes with a that provides a point of departure to study for 
examinations. 

> For easy reference, each chapter also concludes with lists of and FRSA T TDI. 

> Important terms are listed in the margins and coordinated with the text material at those locations. 

> Important equations are set off by a color screen, as for Eq. 1.8. 

> TAKE NOTE... in the margin provides just-in-time information that illuminates the current discussion, as on p. 8, or refines our 


problem-solving methodology, as on p. 12 and p. 22. 
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in the margin identifies an animation that reinforces the text presentation at that point. Animations can be viewed by going 
to the student companion website for this book. See TAKE NOTE... on p. 8 for further detail about accessing animations. 
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LL. in the margin denotes end-of-chapter problems where the use of appropriate computer software is recommended. 


For quick reference, conversion factors and important constants are provided on the next page. 
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A list of symbols is provided on the inside back cover. 


Conversion Factors 


Mass and Density 
1 kg 2.2046 1b 

1 g/cm? = 10° kg/m? 

1 g/cm? = 62.428 Ib/ft? 

11Һ - 0.4536 kg 

11b/fÜ = 0.016018 g/cm? 
11b/fÜ = 16.018 kg/m? 


|| 


Length 


1 ст = 0.3937 in. 
1m = 3.2808 ft 
lin. - 2.54 cm 

1ft = 0.3048 m 


Velocity 


1 km/h = 0.62137 mile/h 
1 mile/h — 1.6093 km/h 


Volume 

1 cm? = 0.061024 in? 
1m? = 35.315 ft? 

1L = 10° т 

1L = 0.0353 ft? 

1in? = 16.387 cm? 

1f? = 0.028317 n? 
1gal = 0.13368 ft? 

1gal = 3.7854 x 107° m? 


Force 

1N =1 kg: m3? 
1N = 022481 ЊЕ 

1 lbf = 32.174 Ib - ft/s? 
1 lbf = 4.4482 N 


Pressure 
1 Pa = 1 N/m? 
= 14504 x 10 * Ibf/in.? 
1 bar = 10° N/m? 
1 atm = 1.01325 bar 


1 Ibf/in2 = 6894.8 Ра 
1 Ibf/in2 = 144 Ibf/tt? 
1 atm = 14.696 Ibf/in.? 


Energy and Specific Energy 


= 1 N -m = 0.73756 ft - lbf 


i ^ = 73156 ft - ЊЕ 
1kJ — 0.9478 Btu 

1 kJ/kg = 042992 Btu/lb 
1ft- lbf = 135582] 
1Btu = 77817 ft ЊЕ 
1Btu = 10551 kJ 
1Btulb = 2.326 kJ/kg 
lkcal = 4.1868 kJ 


Energy Transfer Rate 


1W =1]% = 3413 Btu/h 
1kW = 1341 hp 

1Btuh = 0293 W 

1һр = 2545 Btu/h 

1һр = 550 ft - Ibf/s 

1hp = 0.7457 kW 


Specific Heat 


1 kJ/kg: K = 0.238846 Btu/lb - ^R 
1lkcalkg: К = 1 Btu/lb - ^R 
1 Btu/lb-°R = 4.1868 kJ/kg - K 


Others 


1 ton of refrigeration = 200 Btu/min = 211 kJ/min 
1 volt = 1 watt per ampere 


Universal Gas Constant 


8.314 kJ/kmol - K 
1545 ft - Ibf/Ibmol - ^R 
1.986 Btu/Ibmol · ^R 


Standard Acceleration of Gravity 


_ ate m/s? 
E = {32.174 tug 


Standard Atmospheric Pressure 


1.01325 bar 
1 atm = + 14.696 Ibf/in.? 
760 mm Hg - 29.92 in. Hg 


Temperature Relations 
TUTO 18 (К) 

T(*C) - T(K) - 27315 

T(°F) = T(*R) — 459.67 
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A Textbook for the 21° Century 


In the twenty-first century, engineering thermodynam- 
ics plays a central role in developing improved ways to 
provide and use energy, while mitigating the serious 
human health and environmental consequences accom- 
panying energy — including air and water pollution and 
global climate change. Applications in bioengineering, 
biomedical systems, and nanotechnology also continue 
to emerge. This book provides the tools needed by spe- 
cialists working in all such fields. For non-specialists, 
this book provides background for making decisions 
about technology related to thermodynamics— on the 
job and as informed citizens. 

Engineers in the twenty-first century need a solid set 
of analytical and problem-solving skills as the founda- 
tion for tackling important societal issues relating to 
engineering thermodynamics. The eighth edition devel- 
ops these skills and significantly expands our coverage 
of their applications to provide 


* current context for the study of thermodynamic 
principles. 


* relevant background to make the subject mean- 
ingful for meeting the challenges of the decades 
ahead. 


* significant material related to existing technologies 
in light of new challenges. 


In the eighth edition, we build on the core features 
that have made the text the global leader in engineering 
thermodynamics education. We are known for our clear 
and concise explanations grounded in the fundamen- 
tals, pioneering pedagogy for effective learning, and 
relevant, up-to-date applications. Through the creativity 
and experience of our author team, and based on excel- 
lent feedback from instructors and students, we con- 
tinue to enhance what has become the leading text in 
the field. 


New in the Eighth Edition 


In a major departure from all other texts intended for 
the same student population, in this edition we have 
introduced 700 new end-of-chapter problems under the 
heading, ШЧ ШЕ ИЛЕП. The new prob- 
lems provide opportunities for student self-testing of 
fundamentals and to serve instructors as easily graded 
homework, quiz, and exam problems. Included are a 
variety of exercises, such as matching, fill-in- 
the-blank, short answer, and true-and-false. 


еегеееееееееееееееееееееееееееееееееееееееееее .еевееееееееееееге 


The eighth edition also features a crisp new interior 
design aimed at helping students 


* better understand and apply the subject matter, and 


* fully appreciate the relevance of the topics to engi- 
neering practice and to society. 


Other Core Features 


This edition also provides, inside the front cover under 
the heading an updated 
roadmap to core features of this text that make it so 
effective for student learning. To fully understand all of 
the many features we have built into the book, be sure 
to see this important element. 

In this edition, several enhancements to improve stu- 
dent learning have been introduced or upgraded: 


е The p-A diagrams for two refrigerants: CO; (R-744) 
and R-410A are included as Figs. A-10 and A-11, 
respectively, in the appendix. The ability to locate 
states on property diagrams is an important skill 
that is used selectively in end-of-chapter problems. 


* Animations are offered at key subject matter loca- 
tions to improve student learning. When viewing 
the animations, students will develop deeper 
understanding by visualizing key processes and 
phenomena. 


* Special text elements feature important illustra- 
tions of engineering thermodynamics applied to 
our environment, society, and world: 


* New ENERGY & ENVIRONMENT presenta- 
tions explore topics related to energy resource use 
and environmental issues in engineering. 


* Updated BIOCONNECTIONS discussions tie 
textbook topics to contemporary applications in 
biomedicine and bioengineering. 


* Additional Horizons ә features have been 
included that link subject matter to thought- 
provoking 21st century issues and emerging 
technologies. 


Suggestions for additional reading and sources for 
topical content presented in these elements provided 
on request. 


End-of-Chapter problems in each of the four 
modes: conceptual, checking understanding, skill 
building, and design have been extensively revised 
and hundreds of new problems added. 
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* New and revised class-tested material contributes 
to student learning and instructor effectiveness: 


* Significant new content explores how thermody- 
namics contributes to meet the challenges of the 
21st century. 


* Key aspects of fundamentals and applications 
within the text have been enhanced. 


* [n response to instructor and student needs, class- 
tested changes that contribute to a more just-in- 
time presentation have been introduced: 


* TAKE NOTE... entries in the margins are expanded 
throughout the textbook to improve student 
learning. For example, see p. 8. 


* Boxed material allows students and instructors 
to explore topics in greater depth. For example, 
see p. 109. 


* Margin terms throughout aid in navigating sub- 
ject matter. 


Supplements 
The following supplements are available with the text: 


* Outstanding /nstructor and Student companion 
web sites (visit www.wiley.com/college/moran) 
that greatly enhance teaching and learning: 


* [nstructor Companion Site: Assists instructors in 
delivering an effective course with resources 
including 


o a new Steam Table Process Overview to assist 
students in mastering the use of the steam 
tables for retrieving data. 


o animations —with just-in-time labels in the margins. 


o chapter-by-chapter summary of Special Fea- 
tures, including 


» the subject of each solved example, 


= the topics of all ENERGY & ENVIRONMENT, 
BIOCONNECTIONS, and Horizons 
features, 


» the themes of the DESIGN & OPEN 
ENDED PROBLEMS 


o a complete solution manual that is easy to navigate. 





o solutions to computer-based problems for use 
with both IT: Interactive Thermodynamics as 
well as EES: Engineering Equation Solver. 


o image galleries with text images available in 
various helpful electronic formats. 


o sample syllabi on semester and quarter bases. 
o errata for both the text and problems. 


o chapter summary information, including Key 
Terms and Key Equations. 


o chapter learning outcomes. 


o correlation guides to ease transition between 
editions of this text and for switching to this 
edition from another book. 


o text Preface. 


Student Companion Site: Helps students learn 
the subject matter with resources including 


o Steam Table Process Overview—new in this 
edition. 


o animations. 
o answers to selected problems. 
o errata for both the text and problems. 


o chapter summary information, including Key Terms 
and Key Equations. 


o chapter learning outcomes. 


o chapter-by-chapter summary of Special Features as 
listed in the Instructor Companion Site. 


o text Preface. 


* Interactive Thermodynamics: IT software is avail- 
able as a stand-alone product or with the textbook. 
IT is a highly-valuable learning tool that allows 
students to develop engineering models, perform 
“what-if” analyses, and examine principles in more 
detail to enhance their learning. Brief tutorials of 
IT are included within the text and the use of IT 
is illustrated within selected solved examples. 


Skillful use of tables and property diagrams is pre- 
requisite for the effective use of software to 
retrieve thermodynamic property data. The latest 
version of /T provides data for CO; (R-744) and 
R-410A using as its source Mini REFPROP by 
permission of the National Institute of Standards 
and Technology (NIST). 


WileyPLUS is an online set of instructional, prac- 
tice, and course management resources, including 
the full text, for students and instructors. 


Visit www.wiley.com/college/moran or contact your 
local Wiley representative for information on the 
above-mentioned supplements. 


Ways to Meet Different Course Needs 


In recognition of the evolving nature of engineering 
curricula, and in particular of the diverse ways engi- 
neering thermodynamics is presented, the text is struc- 
tured to meet a variety of course needs. The following 


Type of course Intended audience 


Survey courses 


Two-course sequences Majors 
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table illustrates several possible uses of the textbook 
assuming a semester basis (3 credits). Courses could be 
taught using this textbook to engineering students with 
appropriate background beginning in their second year 
of study. 


Chapter coverage 


e Principles. Chaps. 1-6. 
e Applications. Selected topics from Chaps. 
8-10 (omit compressible flow in Chap. 9). 


e Principles. Chaps. 1-6. 
e Applications. Same as above plus selected 
topics from Chaps. 12 and 13. 


e First course. Chaps. 1-7. (Chap. 7 may be 
deferred to second course or omitted.) 

e Second course. Selected topics from Chaps. 
8-14 to meet particular course needs. 
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Fundamentals of 
Engineering 
Thermodynamics 


Although aspects of 
thermodynamics have been studied since ancient 
times, the formal study of thermodynamics began 
in the early nineteenth century through consider- 
ation of the capacity of hot objects to produce work. 
Today the scope is much larger. Thermodynamics 
now provides essential concepts and methods for 
addressing critical twenty-first-century issues, such 
as using fossil fuels more effectively, fostering 
renewable energy technologies, and developing 
more fuel-efficient means of transportation. Also 
critical are the related issues of greenhouse gas 
emissions and air and water pollution. 


Thermodynamics is both a branch of science and an 
engineering specialty. The scientist is normally 


2 





interested in gaining a fundamental understanding 
of the physical and chemical behavior of fixed quan- 
tities of matter at rest and uses the principles of 
thermodynamics to relate the properties of matter. 
Engineers are generally interested in studying sys- 
tems and how they interact with their surroundings. 
To facilitate this, thermodynamics has been extended 
to the study of systems through which matter flows, 
including bioengineering and biomedical systems. 


The objective of this chapter is to introduce you to 
some of the fundamental concepts and definitions 
that are used in our study of engineering thermody- 
namics. In most instances this introduction is brief, 
and further elaboration is provided in subsequent 
chapters. 








Getting Started 


Introductory Concepts 
and Definitions 


> LEARNING OUTCOMES 


When you complete your study of this chapter, you will be able to... 





4 » explain several fundamental concepts used throughout the book, 
including closed system, control volume, boundary and surroundings, 
property, state, process, the distinction between extensive and intensive 
properties, and equilibrium. 


» identify SI and English Engineering units, including units for specific 
volume, pressure, and temperature. 


» describe the relationship among the Kelvin, Rankine, Celsius, and 
Fahrenheit temperature scales. 


>» apply appropriate unit conversion factors during calculations. 


» apply the problem-solving methodology used in this book. 
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boundary 
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Engineers use principles drawn from thermodynamics and other engineering sciences, 
including fluid mechanics and heat and mass transfer, to analyze and design devices 
intended to meet human needs. Throughout the twentieth century, engineering applica- 
tions of thermodynamics helped pave the way for significant improvements in our qual- 
ity of life with advances in major areas such as surface transportation, air travel, space 
flight, electricity generation and transmission, building heating and cooling, and improved 
medical practices. The wide realm of these applications is suggested by Table 1.1. 

In the twenty-first century, engineers will create the technology needed to achieve 
a sustainable future. Thermodynamics will continue to advance human well-being by 
addressing looming societal challenges owing to declining supplies of energy resources: 
oil, natural gas, coal, and fissionable material; effects of global climate change; and 
burgeoning population. Life in the United States is expected to change in several 
important respects by mid-century. In the area of power use, for example, electricity 
will play an even greater role than today. Table 1.2 provides predictions of other 
changes experts say will be observed. 

If this vision of mid-century life is correct, it will be necessary to evolve quickly from 
our present energy posture. As was the case in the twentieth century, thermodynamics 
will contribute significantly to meeting the challenges of the twenty-first century, includ- 
ing using fossil fuels more effectively, advancing renewable energy technologies, and 
developing more energy-efficient transportation systems, buildings, and industrial prac- 
tices. Thermodynamics also will play a role in mitigating global climate change, air 
pollution, and water pollution. Applications will be observed in bioengineering, bio- 
medical systems, and the deployment of nanotechnology. This book provides the tools 
needed by specialists working in all such fields. For nonspecialists, the book provides 
background for making decisions about technology related to thermodynamics— on the 
job, as informed citizens, and as government leaders and policy makers. 
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The key initial step in any engineering analysis is to describe precisely what is being 
studied. In mechanics, if the motion of a body is to be determined, normally the first step 
is to define a free body and identify all the forces exerted on it by other bodies. Newton's 
second law of motion is then applied. In thermodynamics the term system is used to 
identify the subject of the analysis. Once the system is defined and the relevant interac- 
tions with other systems are identified, one or more physical laws or relations are applied. 

The system is whatever we want to study. It may be as simple as a free body or 
as complex as an entire chemical refinery. We may want to study a quantity of matter 
contained within a closed, rigid-walled tank, or we may want to consider something 
such as a pipeline through which natural gas flows. The composition of the matter 
inside the system may be fixed or may be changing through chemical or nuclear reac- 
tions. The shape or volume of the system being analyzed is not necessarily constant, 
as when a gas in a cylinder is compressed by a piston or a balloon is inflated. 

Everything external to the system is considered to be part of the system's surroundings. 
The system is distinguished from its surroundings by a specified boundary, which may 
be at rest or in motion. You will see that the interactions between a system and its 
surroundings, which take place across the boundary, play an important part in engi- 
neering thermodynamics. 

Two basic kinds of systems are distinguished in this book. These are referred to, respec- 
tively, as closed systems and control volumes. A closed system refers to a fixed quantity 
of matter, whereas a control volume is a region of space through which mass may flow. 
The term control mass is sometimes used in place of closed system, and the term open 
system is used interchangeably with control volume. When the terms control mass and 
control volume are used, the system boundary is often referred to as a control surface. 
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Selected Areas of Application of Engineering Thermodynamics 


Aircraft and rocket propulsion 
Alternative energy systems 
Fuel cells 
Geothermal systems 
Magnetohydrodynamic (MHD) converters 
Ocean thermal, wave, and tidal power generation 
Solar-activated heating, cooling, and power generation 
Thermoelectric and thermionic devices 
Wind turbines 
Automobile engines 
Bioengineering applications 
Biomedical applications 
Combustion systems 
Compressors, pumps 
Cooling of electronic equipment 
Cryogenic systems, gas separation, and liquefaction 
Fossil and nuclear-fueled power stations 














Heating, ventilating, and air-conditioning systems Р м Surfaces with thermal 
Absorption refrigeration and heat pumps control coatings 
Vapor-compression refrigeration and heat pumps International Space Station 


Steam and gas turbines 
Power production 
Propulsion 












Steam generator 


Electric 
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Condenser 


Cooling water 
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Turbojet engine Biomedical applications 
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Fig. 1.1 Closed system: A gas 
in a piston-cylinder assembly. 


control volume 





Predictions of Life in the United States in 2050 


» Homes are constructed better to reduce heating and cooling needs. 

» Homes have systems for electronically monitoring and regulating energy use. 
» Appliances and heating and air-conditioning systems are more energy-efficient. 
> Use of solar energy for space and water heating is common. 

» More food is produced locally. 


Transportation 

» Plug-in hybrid vehicles and all-electric vehicles dominate. 

» Hybrid vehicles mainly use biofuels. 

» Use of public transportation within and between cities is common. 
An expanded passenger railway system is widely used. 


v 


Lifestyle 

> Efficient energy-use practices are utilized throughout society. 

» Recycling is widely practiced, including recycling of water. 

» Distance learning is common at most educational levels. 

» Telecommuting and teleconferencing are the norm. 

» The Internet is predominately used for consumer and business commerce. 


Power generation 

Electricity plays a greater role throughout society. 

» Wind, solar, and other renewable technologies contribute a significant share of the nation's 
electricity needs. 

» Amix of conventional fossil-fueled and nuclear power plants provides a smaller, but still 
significant, share of the nation's electricity needs. 

> A smart and secure national power transmission grid is in place. 
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1.2.1 Closed Systems 


А closed system is defined when a particular quantity of matter is under study. A 
closed system always contains the same matter. There can be no transfer of mass 
across its boundary. A special type of closed system that does not interact in any way 
with its surroundings is called an isolated system. 

Figure 1.1 shows a gas in a piston-cylinder assembly. When the valves are closed, 
we can consider the gas to be a closed system. The boundary lies just inside the pis- 
ton and cylinder walls, as shown by the dashed lines on the figure. Since the portion 
of the boundary between the gas and the piston moves with the piston, the system 
volume varies. No mass would cross this or any other part of the boundary. If com- 
bustion occurs, the composition of the system changes as the initial combustible mix- 
ture becomes products of combustion. 


1.2.2 Control Volumes 


In subsequent sections of this book, we perform thermodynamic analyses of devices 
such as turbines and pumps through which mass flows. These analyses can be con- 
ducted in principle by studying a particular quantity of matter, a closed system, as it 
passes through the device. In most cases it is simpler to think instead in terms of a 
given region of space through which mass flows. With this approach, a region within 
a prescribed boundary is studied. The region is called a control volume. Mass crosses 
the boundary of a control volume. 

A diagram of an engine is shown in Fig. 12a. The dashed line defines a control 
volume that surrounds the engine. Observe that air, fuel, and exhaust gases cross the 
boundary. A schematic such as in Fig. 1.2b often suffices for engineering analysis. 
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Fig. 1.2 Example of a control volume (open system). An automobile engine. 





1.2.3 Selecting the System Boundary 


The system boundary should be delineated carefully before proceeding with any ther- 
modynamic analysis. However, the same physical phenomena often can be analyzed 
in terms of alternative choices of the system, boundary, and surroundings. The choice 
of a particular boundary defining a particular system depends heavily on the conve- 
nience it allows in the subsequent analysis. 
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Fig. 1.3 Example of a control volume (open system) in biology. system) in botany. 
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TAKE NOTE... 
Animations reinforce many 
of the text presentations. 
You can view these anima- 
tione by going to the 
student companion site 
for this book. 

Animations are keyed to 
specific content by an icon 
in the margin. 

The firet of these icons 
appears directly below. In 
this example, the label 
System Types refere to 
the text content while 
A.1-Tabs a, b, & c refers to 
the particular animation 
(А.1) апа the tabs (Tabs a, 
b, & c) of the animation 

recommended for viewing 
now to enhance your 
understanding. 
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Air compressor 

















Fig. 1.5 Air compressor and storage * 
tank. SER 


In general, the choice of system boundary is governed by two considerations: 
(1) what is known about a possible system, particularly at its boundaries, and (2) the 
objective of the analysis. 


Figure 1.5 shows a sketch of an air compressor connected to a 
storage tank. The system boundary shown on the figure encloses the compressor, tank, 
and all of the piping. This boundary might be selected if the electrical power input 
is known, and the objective of the analysis is to determine how long the compressor 
must operate for the pressure in the tank to rise to a specified value. Since mass 
crosses the boundary, the system would be a control volume. A control volume 
enclosing only the compressor might be chosen if the condition of the air entering 
and exiting the compressor is known, and the objective is to determine the electric 


power input < + 4 4 4 
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Engineers are interested in studying systems and how they interact with their sur- 
roundings. In this section, we introduce several terms and concepts used to describe 


systems and how they behave. 


1.3.1 Macroscopic and Microscopic Views of Thermodynamics 


Systems can be studied from a macroscopic or a microscopic point of view. The mac- 
roscopic approach to thermodynamics is concerned with the gross or overall behavior. 
This is sometimes called classical thermodynamics. No model of the structure of mat- 
ter at the molecular, atomic, and subatomic levels is directly used in classical thermo- 
dynamics. Although the behavior of systems is affected by molecular structure, clas- 
sical thermodynamics allows important aspects of system behavior to be evaluated 
from observations of the overall system. 

The microscopic approach to thermodynamics, known as statistical thermodynam- 
ics, is concerned directly with the structure of matter. The objective of statistical 
thermodynamics is to characterize by statistical means the average behavior of the 
particles making up a system of interest and relate this information to the observed 
macroscopic behavior of the system. For applications involving lasers, plasmas, high- 
speed gas flows, chemical kinetics, very low temperatures (cryogenics), and others, the 
methods of statistical thermodynamics are essential. The microscopic approach is used 
in this text to interpret internal energy in Chap. 2 and entropy in Chap 6. Moreover, 


1.3 Describing Systems and Their Behavior 


as noted in Chap. 3, the microscopic approach is instrumental in developing certain 
data, for example ideal gas specific heats. 

For a wide range of engineering applications, classical thermodynamics not only 
provides a considerably more direct approach for analysis and design but also requires 
far fewer mathematical complications. For these reasons the macroscopic viewpoint 
is the one adopted in this book. Finally, relativity effects are not significant for the 
systems under consideration in this book. 


1.3.2 Property, State, and Process 


To describe a system and predict its behavior requires knowledge of its properties 
and how those properties are related. A property is a macroscopic characteristic of a 
system such as mass, volume, energy, pressure, and temperature to which a numerical 
value can be assigned at a given time without knowledge of the previous behavior 
(history) of the system. 

The word state refers to the condition of a system as described by its properties. 
Since there are normally relations among the properties of a system, the state often 
can be specified by providing the values of a subset of the properties. All other prop- 
erties can be determined in terms of these few. 

When any of the properties of a system changes, the state changes and the system 
is said to undergo a process. A process is a transformation from one state to another. 
If a system exhibits the same values of its properties at two different times, it is in 
the same state at these times. A system is said to be at steady state if none of its 
properties changes with time. 

Many properties are considered during the course of our study of engineering 
thermodynamics. Thermodynamics also deals with quantities that are not properties, 
such as mass flow rates and energy transfers by work and heat. Additional examples 
of quantities that are not properties are provided in subsequent chapters. For a way 
to distinguish properties from nonpropertties, see the box on p. 10. 


1.3.3 Extensive and Intensive Properties 


Thermodynamic properties can be placed in two general classes: extensive and inten- 
sive. A property is called extensive if its value for an overall system is the sum of its 
values for the parts into which the system is divided. Mass, volume, energy, and sev- 
eral other properties introduced later are extensive. Extensive properties depend on 
the size or extent of a system. The extensive properties of a system can change with 
time, and many thermodynamic analyses consist mainly of carefully accounting for 
changes in extensive properties such as mass and energy as a system interacts with 
its surroundings. 

Intensive properties are not additive in the sense previously considered. Their val- 
ues are independent of the size or extent of a system and may vary from place to 
place within the system at any moment. Intensive properties may be functions of both 
position and time, whereas extensive properties can vary only with time. Specific 
volume (Sec. 1.5), pressure, and temperature are important intensive properties; sev- 
eral other intensive properties are introduced in subsequent chapters. 


to illustrate the difference between extensive and intensive prop- 
erties, consider an amount of matter that is uniform in temperature, and imagine that 
it is composed of several parts, as illustrated in Fig. 1.6. The mass of the whole is the 
sum of the masses of the parts, and the overall volume is the sum of the volumes of 
the parts. However, the temperature of the whole is not the sum of the temperatures 
of the parts; it is the same for each part. Mass and volume are extensive, but tem- 
perature is intensive. < 4 << 4 
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Fig. 1.6 Figure used to 
discuss the extensive and 
intensive property concepts. 


equilibrium 


equilibrium state 





(a) 


Distinguishing Properties from Nonproperties 

At a given state, each property has a definite value that can be assigned without 
knowledge of how the system arrived at that state. The change in value of a property 
as the system is altered from one state to another is determined, therefore, solely by 
the two end states and is independent of the particular way the change of state 
occurred. The change is independent of the details of the process. Conversely, if the 


value of a quantity is independent of the process between two states, then that quan- 
tity is the change in a property. This provides a test for determining whether a quan- 
tity is a property: A quantity is a property if, and only if, its change in value between 
two states is independent of the process. || follows that if the value of a particular 
quantity depends on the details of the process, and not solely on the end states, that 
quantity cannot be a property. 





1.3.4 Equilibrium 


Classical thermodynamics places primary emphasis on equilibrium states and changes 
from one equilibrium state to another. Thus, the concept of equilibrium is fundamen- 
tal. In mechanics, equilibrium means a condition of balance maintained by an equal- 
ity of opposing forces. In thermodynamics, the concept is more far-reaching, including 
not only a balance of forces but also a balance of other influences. Each kind of 
influence refers to a particular aspect of thermodynamic, or complete, equilibrium. 
Accordingly, several types of equilibrium must exist individually to fulfill the condi- 
tion of complete equilibrium; among these are mechanical, thermal, phase, and chem- 
ical equilibrium. 

Criteria for these four types of equilibrium are considered in subsequent discus- 
sions. For the present, we may think of testing to see if a system is in thermodynamic 
equilibrium by the following procedure: Isolate the system from its surroundings and 
watch for changes in its observable properties. If there are no changes, we conclude 
that the system was in equilibrium at the moment it was isolated. The system can be 
said to be at an equilibrium state. 

When a system is isolated, it does not interact with its surroundings; however, its 
state can change as a consequence of spontaneous events occurring internally as its 
intensive properties, such as temperature and pressure, tend toward uniform values. 
When all such changes cease, the system is in equilibrium. At equilibrium, tempera- 
ture is uniform throughout the system. Also, pressure can be regarded as uniform 
throughout as long as the effect of gravity is not significant; otherwise, a pressure 
variation can exist, as in a vertical column of liquid. 

It is not necessary that a system undergoing a process be in equilibrium during 
the process. Some or all of the intervening states may be nonequilibrium states. For 
many such processes, we are limited to knowing the state before the process occurs 
and the state after the process is completed. 


1.4 Measuring Mass, Length, Time, and Force 


Measuring Mass, Length, 
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When engineering calculations are performed, it is necessary to be concerned with 
the units of the physical quantities involved. A unit is any specified amount of a 
quantity by comparison with which any other quantity of the same kind is measured. 
For example, meters, centimeters, kilometers, feet, inches, and miles are all units of 
length. Seconds, minutes, and hours are alternative time units. 

Because physical quantities are related by definitions and laws, a relatively small 
number of physical quantities suffice to conceive of and measure all others. These are 
called primary dimensions. Тһе others are measured in terms of the primary dimen- 
sions and are called secondary. For example, if length and time were regarded as 
primary, velocity and area would be secondary. 

A set of primary dimensions that suffice for applications in mechanics is mass, 
length, and time. Additional primary dimensions are required when additional phys- 
ical phenomena come under consideration. Temperature is included for thermody- 
namics, and electric current is introduced for applications involving electricity. 

Once a set of primary dimensions is adopted, a base unit for each primary dimen- 
sion is specified. Units for all other quantities are then derived in terms of the base 
units. Let us illustrate these ideas by considering briefly two systems of units: SI units 
and English Engineering units. 


1.4.1 SI Units 


In the present discussion we consider the SI system of units that takes mass, length, 
and time as primary dimensions and regards force as secondary. SI is the abbreviation 
for Systéme International d'Unités (International System of Units), which is the 
legally accepted system in most countries. The conventions of the SI are published 
and controlled by an international treaty organization. The SI base units for mass, 
length, and time are listed in Table 1.3 and discussed in the following paragraphs. The 
SI base unit for temperature is the kelvin, K. 

The SI base unit of mass is the kilogram, kg. It is equal to the mass of a particular 
cylinder of platinum-iridium alloy kept by the International Bureau of Weights and 
Measures near Paris. The mass standard for the United States is maintained by the 
National Institute of Standards and Technology (NIST). The kilogram is the only base 
unit still defined relative to a fabricated object. 

The SI base unit of length is the meter (metre), m, defined as the length of the 
path traveled by light in a vacuum during a specified time interval. The base unit of 
time is the second, s. The second is defined as the duration of 9,192,631,770 cycles of 
the radiation associated with a specified transition of the cesium atom. 

The SI unit of force, called the newton, is a secondary unit, defined in terms of 
the base units for mass, length, and time. Newton's second law of motion states that 
the net force acting on a body is proportional to the product of the mass and the 


TABLE 1.3 


Units for Mass, Length, Time, and Force 


SI English 
Quantity Unit Symbol Unit Symbol 
mass kilogram kg pound mass lb 
length meter m foot ft 
time second S second S 
force newton N pound force lbf 


(= 1kg · m/s’) (= 32.1740 Ib - ft/s?) 





base unit 


SI base units 


11 


12 Chapter 1 Getting Started 


TAKE NOTE... 

Observe that in the calcula- 
tion of force in newtons, 
the unit conversion factor 
is set off by a pair of verti- 
cal lines. This device is used 
throughout the text to 
identify unit conversions, 





TABLE 1.4 


51 Unit Prefixes 


Factor Prefix Symbol 
10? tera Т 
10° giga G 
10$ mega M 
10? kilo k 
10? hecto h 
10? centi € 
1073 milli m 
10 * micro m 
10? nano n 
107? рісо р 





English base units 


acceleration, written F « ma. The newton is defined so that the proportionality con- 
stant in the expression is equal to unity. That is, Newton's second law is expressed as 
the equality 

F — ma (1.1) 
The newton, N, is the force required to accelerate a mass of 1 kilogram at the rate 
of 1 meter per second per second. With Eq. 1.1 


1N = (1kg)(1 m/s) = 1 kg · m/s? (1.2) 


to illustrate the use of the SI units introduced thus far, let us 
determine the weight in newtons of an object whose mass is 1000 kg, at a place on 
Earth’s surface where the acceleration due to gravity equals a standard value defined 
as 9.80665 m/s’. Recalling that the weight of an object refers to the force of gravity 
and is calculated using the mass of the object, m, and the local acceleration of gravity, 
g, with Eq. 1.1 we get 


Е = те 
= (1000 kg)(9.80665 m/s?) = 9806.65 kg • m/s? 


This force can be expressed in terms of the newton by using Eq. 12 as a unit conver- 
sion factor. 'That is, 


ke - 
F- (ововез 2 =) s 
5 1 Ко • m/s 


Since weight is calculated in terms of the mass and the local acceleration due to 
gravity, the weight of an object can vary because of the variation of the acceleration 
of gravity with location, but its mass remains constant. 





— 9806.65 N 





4 445 


if the object considered previously were on the surface of a 
planet at a point where the acceleration of gravity is one-tenth of the value used in 
the above calculation, the mass would remain the same but the weight would be one- 
tenth of the calculated value. < ~ 9 4 4 


SI units for other physical quantities are also derived in terms of the SI base units. 
Some of the derived units occur so frequently that they are given special names and 
symbols, such as the newton. SI units for quantities pertinent to thermodynamics are 
given as they are introduced in the text. Since it is frequently necessary to work with 
extremely large or small values when using the SI unit system, a set of standard 
prefixes is provided in Table 1.4 to simplify matters. For example, km denotes kilo- 
meter, that is, 107 m. 


1.4.2 English Engineering Units 


Although SI units are the worldwide standard, at the present time many segments of 
the engineering community in the United States regularly use other units. A large 
portion of America's stock of tools and industrial machines and much valuable engi- 
neering data utilize units other than SI units. For many years to come, engineers in 
the United States will have to be conversant with a variety of units. 

In this section we consider a system of units that is commonly used in the United 
States, called the English Engineering system. The English base units for mass, length, 
and time are listed in Table 1.3 and discussed in the following paragraphs. English 
units for other quantities pertinent to thermodynamics are given as they are intro- 
duced in the text. 


The base unit for length is the foot, ft, defined in terms of the meter as 
1 ft = 0.3048 m (1.3) 
The inch, in., is defined in terms of the foot: 
12 in. = 1 ft 


One inch equals 2.54 cm. Although units such as the minute and the hour are often 
used in engineering, it is convenient to select the second as the English Engineering 
base unit for time. 

The English Engineering base unit of mass is the pound mass, lb, defined in terms 
of the kilogram as 


1 Ib = 0.45359237 kg (1.4) 


The symbol Ibm also may be used to denote the pound mass. 

Once base units have been specified for mass, length, and time in the English 
Engineering system of units, a force unit can be defined, as for the newton, using 
Newton’s second law written as Eq. 1.1. From this viewpoint, the English unit of force, 
the pound force, Ibf, is the force required to accelerate one pound mass at 32.1740 ft/s’, 
which is the standard acceleration of gravity. Substituting values into Eq. 1.1, 


1 lbf = (1 Ib)(32.1740 ft/s”) = 32.1740 Ib - ft/s” (1.5) 


With this approach force is regarded as secondary. 

The pound force, lbf, is not equal to the pound mass, lb, introduced previously. 
Force and mass are fundamentally different, as are their units. The double use of the 
word “pound” can be confusing, so care must be taken to avoid error. 


to show the use of these units in a single calculation, let us deter- 
mine the weight of an object whose mass is 1000 Ib at a location where the local 
acceleration of gravity is 32.0 ft/s*. By inserting values into Eq. 1.1 and using Eq. 1.5 
as a unit conversion factor, we get 

1 lbf 
32.1740 lb - ft/s” 


This calculation illustrates that the pound force is a unit of force distinct from the 
pound mass, a unit of mass. 4 4 4 4 





ft 
F = mg = (1000 (320 ;) — 994.59 Ibf 


S 
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Three measurable intensive properties that are particularly important in engineering 
thermodynamics are specific volume, pressure, and temperature. Specific volume is 
considered in this section. Pressure and temperature are considered in Secs. 1.6 and 
1.7 respectively. 

From the macroscopic perspective, the description of matter is simplified by con- 
sidering it to be distributed continuously throughout a region. The correctness of this 
idealization, known as the continuum hypothesis, is inferred from the fact that for an 
extremely large class of phenomena of engineering interest the resulting description 
of the behavior of matter is in agreement with measured data. 

When substances can be treated as continua, it is possible to speak of their inten- 
sive thermodynamic properties *at a point." Thus, at any instant the density p at a 
point is defined as 


4 т 
p= lim, (%) (1.6) 


where V' is the smallest volume for which a definite value of the ratio exists. The 
volume V' contains enough particles for statistical averages to be significant. It is the 


1.5 Specific Volume 
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specific volume 


molar basis 


pressure 


Ext Int Properties 
A.3 - Tab d 


smallest volume for which the matter can be considered a continuum and is normally 
small enough that it can be considered a “point.” With density defined by Eq. 1.6, 
density can be described mathematically as a continuous function of position and time. 

The density, or local mass per unit volume, is an intensive property that may vary 
from point to point within a system. Thus, the mass associated with a particular vol- 
ume V is determined in principle by integration 


т- | рау (1.7) 
V 


and not simply as the product of density and volume. 

The specific volume v is defined as the reciprocal of the density, v — 1/p. It is the 
volume per unit mass. Like density, specific volume is an intensive property and 
may vary from point to point. SI units for density and specific volume are kg/m? 
and m*/kg, respectively. They are also often expressed, respectively, as g/cm? and 
cm?/g. English units used for density and specific volume in this text аге Ib/ft* and 
ТОЛЬ, respectively. 

In certain applications it is convenient to express properties such as specific vol- 
ume on a molar basis rather than on a mass basis. A mole is an amount of a given 
substance numerically equal to its molecular weight. In this book we express the 
amount of substance on a molar basis in terms of the kilomole (kmol) or the pound 
mole (Ibmol), as appropriate. In each case we use 


(1.8) 


ҸЕ 


The number of kilomoles of a substance, п, is obtained by dividing the mass, m, in 
kilograms by the molecular weight, M, in kg/kmol. Similarly, the number of pound 
moles, n, is obtained by dividing the mass, m, in pound mass by the molecular weight, 
M, in Ib/Ibmol. When т is in grams, Eq. 1.8 gives n in gram moles, or то! for short. 
Recall from chemistry that the number of molecules in a gram mole, called Avogadro's 
number, is 6.022 х 10%, Appendix Tables A-1 and A-1E provide molecular weights 
for several substances. 

To signal that a property is on a molar basis, a bar is used over its symbol. Thus, 
v signifies the volume per kmol or Ibmol, as appropriate. In this text, the units used 
for v are m*/kmol and ft*/lbmol. With Eq. 1.8, the relationship between v and v is 


v = Mv (1.9) 


where M is the molecular weight in kg/kmol or Ib/Ibmol, as appropriate. 
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Next, we introduce the concept of pressure from the continuum viewpoint. Let us 
begin by considering a small area, A, passing through a point in a fluid at rest. The 
fluid on one side of the area exerts a compressive force on it that is normal to the 
area, Formal An equal but oppositely directed force is exerted on the area by the fluid 
on the other side. For a fluid at rest, no other forces than these act on the area. The 
pressure, p, at the specified point is defined as the limit 


А-А 


а Fornal 
p= im А ) (1.10) 


where А” is the area at the “point” in the same limiting sense as used in the defini- 
tion of density. 


М HORIZONS 


Nanoscience is the study of molecules and 

molecular structures, called nanostructures, hav- 

ing one or more dimensions less than about 100 
nanometers. One nanometer is one-billionth of a meter: 
1nm = 1077 m. To grasp this level of smallness, a stack of 
10 hydrogen atoms would have a height of 1 nm, while a 
human hair has a diameter of about 50,000 nm. Nanotech- 
nology is the engineering of nanostructures into useful 
products. At the nanotechnology scale, behavior may differ 
from our macroscopic expectations. For example, the aver- 
aging used to assign property values at a point in the con- 
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Big Hopes for Nanotechnology 


tinuum model may no longer apply owing to the interactions 
among the atoms under consideration. Also at these scales, 
the nature of physical phenomena such as current flow may 
depend explicitly on the physical size of devices. After many 
years of fruitful research, nanotechnology is now poised to 
provide new products with a broad range of uses, including 
implantable chemotherapy devices, biosensors for glucose 
detection in diabetics, novel electronic devices, new energy 
conversion technologies, and smart materials as, for example, 
fabrics that allow water vapor to escape while keeping 
liquid water out. 





If the area A' was given new orientations by rotating it around the given point, 
and the pressure determined for each new orientation, it would be found that the 
pressure at the point is the same in all directions as long as the fluid is at rest. This 
is a consequence of the equilibrium of forces acting on an element of volume sur- 
rounding the point. However, the pressure can vary from point to point within a fluid 
at rest; examples are the variation of atmospheric pressure with elevation and the 
pressure variation with depth in oceans, lakes, and other bodies of water. 

Consider next a fluid in motion. In this case the force exerted on an area passing 
through a point in the fluid may be resolved into three mutually perpendicular com- 
ponents: one normal to the area and two in the plane of the area. When expressed on 
a unit area basis, the component normal to the area is called the normal stress, and 
the two components in the plane of the area are termed shear stresses. The magnitudes 
of the stresses generally vary with the orientation of the area. The state of stress in a 
fluid in motion is a topic that is normally treated thoroughly in fluid mechanics. The 
deviation of a normal stress from the pressure, the normal stress that would exist were 
the fluid at rest, is typically very small. In this book we assume that the normal stress 
at a point is equal to the pressure at that point. This assumption yields results of 
acceptable accuracy for the applications considered. Also, the term pressure, unless 
stated otherwise, refers to absolute pressure: pressure with respect to the zero pressure 
of a complete vacuum. The lowest possible value of absolute pressure is zero. 


absolute pressure 


Patm 
Gas at 


pressure p 





Manometer 
liquid 
1.6.1 Pressure Measurement 

Fig. 1.7 Manometer. 
Manometers and barometers measure pressure in terms of the length of a column of 
liquid such as mercury, water, or oil. The manometer shown in Fig. 1.7 has one end 
open to the atmosphere and the other attached to a tank containing a gas at a uniform 
pressure. Since pressures at equal elevations in a continuous mass of a liquid or gas 
at rest are equal, the pressures at points a and b of Fig. 1.7 are equal. Applying an 
elementary force balance, the gas pressure is 


Mercury vapor, Pyapor 


P = Pam + pgL (1.11) 





where Patm is the local atmospheric pressure, p is the density of the manometer liquid, 
g is the acceleration of gravity, and L is the difference in the liquid levels. 

The barometer shown in Fig. 1.8 is formed by a closed tube filled with liquid mer- 
cury and a small amount of mercury vapor inverted in an open container of liquid 
mercury. Since the pressures at points a and b are equal, a force balance gives the 





Fig. 1.8 Barometer. 
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Elliptical metal Pointer atmospheric pressure as 





Patm = Руарог T PmgL (1.12) 


where pm is the density of liquid mercury. Because the pressure of the 
mercury vapor is much less than that of the atmosphere, Eq. 1.12 can 


Bourdon tube 
ү; un be approximated closely as Pam = PmgLl. For short columns of liquid, 
MAS б B p and g in Eqs. 1.11 and 1.12 may be taken as constant. 


Pressures measured with manometers and barometers are frequently 
expressed in terms of the length L in millimeters of mercury (mmHg), 
inches of mercury (inHg), inches of water (inH;O), and so on. 


a barometer reads 750 mmHg. If pm = 13.59 g/cm? 





and g — 9.81 m/s?, the atmospheric pressure, in N/m”, is calculated as 
follows: 


Fig. 1.9 Pressure measurement 
by a Bourdon tube gage. Dam = PmgL 
1kg |% cm 


g 
= || 13.59 
( ij) 1032 


= 105М/т « 4 4 4 4 














1m | 1N 
1 kg • m/s? 





] [ssi (0% mmHg) 


1m 103 mm 


A Bourdon tube gage is shown in Fig. 1.9. The figure shows a curved tube having 
an elliptical cross section with one end attached to the pressure to be measured and 
the other end connected to a pointer by a mechanism. When fluid under pressure 
fills the tube, the elliptical section tends to become circular, and the tube straightens. 
This motion is transmitted by the mechanism to the pointer. By calibrating the 
deflection of the pointer for known pressures, a graduated scale can be determined 
from which any applied pressure can be read in suitable units. Because of its con- 
struction, the Bourdon tube measures the pressure relative to the pressure of the 
surroundings existing at the instrument. Accordingly, the dial 
reads zero when the inside and outside of the tube are at the 
same pressure. 

Pressure can be measured by other means as well. An impor- 
tant class of sensors utilizes the piezoelectric effect: A charge is 
generated within certain solid materials when they are deformed. 
This mechanical input/electrical output provides the basis for pres- 
sure measurement as well as displacement and force measure- 
ments. Another important type of sensor employs a diaphragm 
that deflects when a force is applied, altering an inductance, resis- 
Fig. 1.10 Pressure sensor with automatic data tance, or capacitance. Figure 1.10 shows a piezoelectric pressure 
acquisition. sensor together with an automatic data acquisition system. 





1.6.2 Buoyancy 


When a body is completely or partially submerged in a liquid, the resultant pressure 

buoyant force force acting on the body is called the buoyant force. Since pressure increases with 
depth from the liquid surface, pressure forces acting from below are greater than 
pressure forces acting from above; thus, the buoyant force acts vertically upward. The 
buoyant force has a magnitude equal to the weight of the displaced liquid (Archimedes’ 
principle). 


applying Eq. 1.11 to the submerged rectangular block shown in 
Fig. 1.11, the magnitude of the net force of pressure acting upward, the buoyant 
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force, is Рат 
F = А(рг — ру) = А(раш + pgL2) — А(раш + рр 14) 
= pgA(L; — Ly) 
= pgV Liquid with density p 


where V is the volume of the block and p is the density of the 
surrounding liquid. Thus, the magnitude of the buoyant force 
acting on the block is equal to the weight of the displaced 
liquid. < 4 4 4 4 


1.6.3 Pressure Units 





The SI unit of pressure and stress is the pascal: 


1 pascal = 1 N/m? Fig. 1.11 Evaluation of buoyant force for a 


b d body. 
Multiples of the pascal, the kPa, the bar, and the MPa, are frequently ташыш 


used. 


1 kPa = 10? N/m? 
1 bar = 10? N/m? 
1 MPa = 10° N/m? 


Commonly used English units for pressure and stress are pounds force per square 
foot, Ibf/ft^, and pounds force per square inch, Ibf/in.? 

Although atmospheric pressure varies with location on the earth, a standard refer- 
ence value can be defined and used to express other pressures. 


1.01325 x 10° N/m? 
1 standard atmosphere (atm) — 4 14.696 Ibf/in.? (1.13) 
760 mmHg - 29.92 inHg 


Since 1 bar (10? N/m?) closely equals one standard atmosphere, it is a convenient 
pressure unit despite not being a standard SI unit. When working in SI, the bar, MPa, 
and kPa are all used in this text. 
Although absolute pressures must be used in thermodynamic relations, pressure- 
measuring devices often indicate the difference between the absolute pressure of a 
system and the absolute pressure of the atmosphere existing outside the measuring 
device. The magnitude of the difference is called a gage pressure or a vacuum pressure. gage pressure 
The term gage pressure is applied when the pressure of the system is greater than the vacuum pressure 
local atmospheric pressure, pa. 


р(ваве) = p(absolute) — patm(absolute ) (1.14) 


| TAKE NOTE... 


When the local atmospheric pressure is greater than the pressure of the system, the 


term vacuum pressure is used. | | 
_ In this book, the term pres- 
| eure refe 
(1.15) | re to absolute 
| pressure unless indicated 


| otherwise. 
| 


p(vacuum) = Patm(absolute) — p(absolute) 


Engineers in the United States frequently use the letters a and g to distinguish between 
absolute and gage pressures. For example, the absolute and gage pressures in pounds 
force per square inch are written as psia and psig, respectively. The relationship among 
the various ways of expressing pressure measurements is shown in Fig. 1.12. 
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Fig. 1.12 Relationships among the absolute, atmospheric, gage, and vacuum pressures. 





In this section the intensive property temperature is considered along with means for 
measuring it. A concept of temperature, like our concept of force, originates with our 
sense perceptions. Temperature is rooted in the notion of the “hotness” or “coldness” 
of objects. We use our sense of touch to distinguish hot objects from cold objects and 
to arrange objects in their order of “hotness,” deciding that 1 is hotter than 2, 2 hotter 


than 3, and so on. But however sensitive human touch may be, we are unable to gauge 
this quality precisely. 

A definition of temperature in terms of concepts that are independently defined 
or accepted as primitive is difficult to give. However, it is possible to arrive at an 
objective understanding of equality of temperature by using the fact that when the 
temperature of an object changes, other properties also change. 

To illustrate this, consider two copper blocks, and suppose that our senses tell us 
that one is warmer than the other. If the blocks were brought into contact and iso- 
lated from their surroundings, they would interact in a way that can be described as 
a thermal (heat) interaction. During this interaction, it would be observed that the 
volume of the warmer block decreases somewhat with time, while the volume of the 
colder block increases with time. Eventually, no further changes in volume would 
be observed, and the blocks would feel equally warm. Similarly, we would be able 
to observe that the electrical resistance of the warmer block decreases with time 
and that of the colder block increases with time; eventually the electrical resistances 
would become constant also. When all changes in such observable properties cease, 
the interaction is at an end. The two blocks are then in thermal equilibrium. Consid- 
erations such as these lead us to infer that the blocks have a physical property that 
determines whether they will be in thermal equilibrium. This property is called 
temperature, and we postulate that when the two blocks are in thermal equilibrium, 
their temperatures are equal. 

It is a matter of experience that when two objects are in thermal equilibrium with 
a third object, they are in thermal equilibrium with one another. This statement, which 
is sometimes called the zeroth law of thermodynamics, is tacitly assumed in every 
measurement of temperature. If we want to know if two objects are at the same 
temperature, it is not necessary to bring them into contact and see whether their 
observable properties change with time, as described previously. It is necessary only 
to see if they are individually in thermal equilibrium with a third object. The third 
object is usually a thermometer. 


1.7.1 Thermometers 


Any object with at least one measurable property that changes as its temperature 
changes can be used as a thermometer. Such a property is called a thermometric 
property. The particular substance that exhibits changes in the thermometric property 
is known as a thermometric substance. 

A familiar device for temperature measurement is the liquid-in-glass thermometer 
pictured in Fig. 1.13a, which consists of a glass capillary tube connected to a bulb 
filled with a liquid such as alcohol and sealed at the other end. The space above the 
liquid is occupied by the vapor of the liquid or an inert gas. As temperature increases, 
the liquid expands in volume and rises in the capillary. The length L of the liquid in 
the capillary depends on the temperature. Accordingly, the liquid is the thermometric 
substance and L is the thermometric property. Although this type of thermometer is 
commonly used for ordinary temperature measurements, it is not well suited for appli- 
cations where extreme accuracy is required. 

More accurate sensors known as thermocouples are based on the principle that 
when two dissimilar metals are joined, an electromotive force (emf) that is primarily 
a function of temperature will exist in a circuit. In certain thermocouples, one ther- 
mocouple wire is platinum of a specified purity and the other is an alloy of platinum 
and rhodium. Thermocouples also utilize copper and constantan (an alloy of copper 
and nickel), iron and constantan, as well as several other pairs of materials. Electrical- 
resistance sensors are another important class of temperature measurement devices. 
These sensors are based on the fact that the electrical resistance of various materials 
changes in a predictable manner with temperature. The materials used for this pur- 
pose are normally conductors (such as platinum, nickel, or copper) or semiconductors. 


1.7 Temperature 
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Fig. 1.13 Thermometers. (a) Liquid-in-glass. (b) Electrical-resistance. (c) Infrared-sensing ear 
thermometer. 


Devices using conductors are known as resistance temperature detectors. Semiconduc- 
tor types are called thermistors. A battery-powered electrical-resistance thermometer 
commonly used today is shown in Fig. 1.136. 

A variety of instruments measure temperature by sensing radiation, such as the 
ear thermometer shown in Fig. 1.13c. They are known by terms such as radiation 
thermometers and optical pyrometers. This type of thermometer differs from those 
previously considered because it is not required to come in contact with an object to 
determine its temperature, an advantage when dealing with moving objects or objects 
at extremely high temperatures. 


& : 
ENERGY & The mercury-in-glass thermometer once 


1 prevalent in home medicine cabinets and industrial settings is fast disappear- 

ing because of toxicity of mercury and its harmful effects on humans. The 

American Academy of Pediatrics has designated mercury as too toxic to be pres- 

ent in the home. After 110 years of calibration service for mercury thermometers, 

the National Institute of Standards and Technology (NIST) terminated this service in 2011 to 

encourage industry to seek safer temperature measurement options. Alternative options for 

home and industrial use include digital electronic thermometers, alcohol-in-glass thermom- 
eters, and other patented liquid mixtures-in-glass thermometers. 

Proper disposal of millions of obsolete mercury-filled thermometers has emerged as an 
environmental issue because mercury is toxic and nonbiodegradable. These thermometers 
must be taken to hazardous-waste collection stations rather than simply thrown in the trash 
where they can be easily broken, releasing mercury. Mercury can be recycled for use in other 
products such as fluorescent and compact fluorescent bulbs, household switches, and 
thermostats. 





1.7.2 Kelvin and Rankine Temperature Scales 


Empirical means of measuring temperature such as considered in Sec. 1.71 have 
inherent limitations. 


жасыл алым 19-7 the tendency of the liquid in a liquid-in-glass thermometer to freeze 
at low temperatures imposes a lower limit on the range of temperatures that can be 


measured. At high temperatures liquids vaporize and, therefore, these temperatures also 
cannot be determined by a liquid-in-glass thermometer. Accordingly, several different 
thermometers might be required to cover a wide temperature interval. ~ ~ 4 4 4 


In view of the limitations of empirical means for measuring temperature, it is desir- 
able to have a procedure for assigning temperature values that do not depend on the 
properties of any particular substance or class of substances. Such a scale is called a 
thermodynamic temperature scale. The Kelvin scale is an absolute thermodynamic 
temperature scale that provides a continuous definition of temperature, valid over all 
ranges of temperature. The unit of temperature on the Kelvin scale is the kelvin (K). 
The kelvin is the SI base unit for temperature. The lowest possible value of 
temperature on an absolute thermodynamic temperature scale is zero. 

To develop the Kelvin scale, it is necessary to use the conservation of energy prin- 
ciple and the second law of thermodynamics; therefore, further discussion is deferred 
to Sec. 5.8 after these principles have been introduced. We note here, however, that 
the Kelvin scale has a zero of 0 K, and lower temperatures than this are not defined. 

By definition, the Rankine scale, the unit of which is the degree rankine (^R), is 
proportional to the Kelvin temperature according to 


T(*R) = 1.87(K) (1.16) 


As evidenced by Eq. 1.16, the Rankine scale is also an absolute thermodynamic scale 
with an absolute zero that coincides with the absolute zero of the Kelvin scale. In 
thermodynamic relationships, temperature is always in terms of the Kelvin or 
Rankine scale unless specifically stated otherwise. Still, the Celsius and Fahrenheit 
scales considered next are commonly encountered. 


1.7.3 Celsius and Fahrenheit Scales 


The relationship of the Kelvin, Rankine, Celsius, and Fahrenheit scales is shown in 
Но. 1.14 together with values for temperature at three fixed points: the triple point, 
ice point, and steam point. 

By international agreement, temperature scales are defined by the numerical value 
assigned to the easily reproducible triple point of water: the state of equilibrium 
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Fig. 1.14 Comparison of 
temperature scales. 
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Celsius scale 


Fahrenheit scale 


TAKE NOTE... 

When making engineering 
calculations, it’s usually 
okay to round off the last 
numbers in Eqs. 1.17 and 
1.18 to 273 and 460, 
respectively. This is fre- 
quently done in this book. 











among steam, ice, and liquid water (Sec. 3.2). As a matter of convenience, the 
temperature at this standard fixed point is defined as 273.16 kelvins, abbreviated as 
273.16 K. This makes the temperature interval from the ice point' (273.15 K) to the 
steam point equal to 100 K and thus in agreement with the Celsius scale, which 
assigns 100 degrees to the same interval. 

The Celsius temperature scale uses the unit degree Celsius (°C), which has the same 
magnitude as the kelvin. Thus, temperature differences are identical on both scales. 
However, the zero point on the Celsius scale is shifted to 273.15 K, as shown by the 
following relationship between the Celsius temperature and the Kelvin temperature: 


TCC) К) = 273.15 (1.17) 


From this it can be concluded that on the Celsius scale the triple point of water is 
0.01°C and that 0 К corresponds to —273.15°C. These values are shown on Fig. 1.14. 

A degree of the same size as that on the Rankine scale is used in the Fahrenheit 
scale, but the zero point is shifted according to the relation 


ТСЕ) = TCR) - 459.67 (1.18) 
Substituting Eqs. 1.17 and 1.18 into Eq. 1.16, we get 
MF) = ТЕСЕ) + 32 (1.19) 


This equation shows that the Fahrenheit temperature of the ice point (0°C) is 32°F 
and of the steam point (100°C) is 212°F. The 100 Celsius or Kelvin degrees between 
the ice point and steam point correspond to 180 Fahrenheit or Rankine degrees, as 
shown in Fig. 1.14. 


Cryobiology, the science of life at low temperatures, 
comprises the study of biological materials and systems (proteins, cells, tissues, 
and organs) at temperatures ranging from the cryogenic (below about 120 K) to 

the hypothermic (low body temperature). Applications include freeze-drying phar- 
maceuticals, cryosurgery for removing unhealthy tissue, study of cold-adaptation of 

animals and plants, and long-term storage of cells and tissues (called cryopreservation). 
Cryobiology has challenging engineering aspects owing to the need for refrigerators capa- 
ble of achieving the low temperatures required by researchers. Freezers to support research 


requiring cryogenic temperatures in the low-gravity environment of the International Space 
Station, shown in Table 1.1, are illustrative. Such freezers must be extremely compact and 
miserly in power use. Further, they must pose no hazards. On-board research requiring a 
freezer might include the growth of near-perfect protein crystals, important for understand- 
ing the structure and function of proteins and ultimately in the design of new drugs. 


The word engineer traces its roots to the Latin ingeniare, relating to invention. Today 
invention remains a key engineering function having many aspects ranging from 
developing new devices to addressing complex social issues using technology. In pur- 
suit of many such activities, engineers are called upon to design and analyze devices 
intended to meet human needs. Design and analysis are considered in this section. 


'The state of equilibrium between ice and air-saturated water at a pressure of 1 atm. 
?The state of equilibrium between steam and liquid water at a pressure of 1 atm. 


1.8 Engineering Design and Analysis 


1.8.1 Design 


Engineering design is a decision-making process in which principles drawn from engi- 
neering and other fields such as economics and statistics are applied, usually itera- 
tively, to devise a system, system component, or process. Fundamental elements of 
design include the establishment of objectives, synthesis, analysis, construction, testing, 
evaluation, and redesign (as necessary). Designs typically are subject to a variety of 
constraints related to economics, safety, environmental impact, and so on. 

Design projects usually originate from the recognition of a need or an opportunity 
that is only partially understood initially. Thus, before seeking solutions it is important 
to define the design objectives. Early steps in engineering design include developing 
quantitative performance specifications and identifying alternative workable designs 
that meet the specifications. Among the workable designs are generally one or more 
that are *best" according to some criteria: lowest cost, highest efficiency, smallest size, 
lightest weight, and so on. Other important factors in the selection of a final design 
include reliability, manufacturability, maintainability, and marketplace considerations. 
Accordingly, a compromise must be sought among competing criteria, and there may 
be alternative design solutions that are feasible.” 


1.8.2 Analysis 


Design requires synthesis: selecting and putting together components to form a coor- 
dinated whole. However, as each individual component can vary in size, performance, 
cost, and so on, it is generally necessary to subject each to considerable study or 
analysis before a final selection can be made. 


a proposed design for a fire-protection system might entail an 
overhead piping network together with numerous sprinkler heads. Once an overall 


configuration has been determined, detailed engineering analysis is necessary to spec- 
ify the number and type of the spray heads, the piping material, and the pipe diam- 
eters of the various branches of the network. The analysis also must aim to ensure 
all components form a smoothly working whole while meeting relevant cost con- 
straints and applicable codes and standards. = - << 4 


Engineers frequently do analysis, whether explicitly as part of a design process or 
for some other purpose. Analyses involving systems of the kind considered in this 
book use, directly or indirectly, one or more of three basic laws. These laws, which 
are independent of the particular substance or substances under consideration, are 


1. the conservation of mass principle 
2. the conservation of energy principle 
3. the second law of thermodynamics 


In addition, relationships among the properties of the particular substance or sub- 
stances considered are usually necessary (Chaps. 3, 6, 11-14). Newton's second law of 
motion (Chaps. 1, 2, 9), relations such as Fourier's conduction model (Chap. 2), and 
principles of engineering economics (Chap. 7) also may play a part. 

The first steps in a thermodynamic analysis are defining the system and identifying 
relevant interactions with the surroundings. Attention then turns to the pertinent 
physical laws and relationships that allow the behavior of the system to be described 
in terms of an engineering model. The objective in modeling is to obtain a simplified 
representation of system behavior that is sufficiently faithful for the purpose of the 


ЗЕог further discussion, see A. Bejan, G. Tsatsaronis, and M. J. Moran, Thermal Design and Optimization, 
John Wiley & Sons, New York, 1996, Chap. 1. 


design constraints 


engineering model 
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analysis, even if many aspects exhibited by the actual system are ignored. For example, 
idealizations often used in mechanics to simplify an analysis and arrive at a manage- 
able model include the assumptions of point masses, frictionless pulleys, and rigid 
beams. Satisfactory modeling takes experience and is a part of the art of engineering. 

Engineering analysis is most effective when it is done systematically. This is con- 
sidered next. 


Methodology for Solving 
_ Thermodynamics Problems 
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A major goal of this textbook is to help you learn how to solve engineering problems 
that involve thermodynamic principles. To this end, numerous solved examples and end- 
of-chapter problems are provided. It is extremely important for you to study the exam- 
ples and solve problems, for mastery of the fundamentals comes only through practice. 

To maximize the results of your efforts, it is necessary to develop a systematic approach. 
You must think carefully about your solutions and avoid the temptation of starting prob- 
lems in the middle by selecting some seemingly appropriate equation, substituting in 
numbers, and quickly *punching up" a result on your calculator. Such a haphazard 
problem-solving approach can lead to difficulties as problems become more complicated. 
Accordingly, it is strongly recommended that problem solutions be organized using the 
following five steps, which are employed in the solved examples of this text. 


@ Known: State briefly in your own words what is known. This requires that you read the problem carefully 
and think about it. 


@ Find: State concisely in your own words what is to be determined. 


Ө Schematic and Given Data: Draw a sketch of the system to be considered. Decide whether a closed system or 
control volume is appropriate for the analysis, and then carefully identify the boundary. Label the diagram 
with relevant information from the problem statement. 


Record all property values you are given or anticipate may be required for subsequent calculations. Sketch 
appropriate property diagrams (see Sec. 3.2), locating key state points and indicating, if possible, the processes 
executed by the system. 


The importance of good sketches of the system and property diagrams cannot be overemphasized. They are 
often instrumental in enabling you to think clearly about the problem. 


Ө Engineering Model: To form a record of how you model the problem, list all simplifying assumptions and 
idealizations made to reduce it to one that is manageable. Sometimes this information also can be noted on 
the sketches of the previous step. The development of an appropriate model is a key aspect of successful 
problem solving. 


© Analysis: Using your assumptions and idealizations, reduce the appropriate governing equations and relation- 
ships to forms that will produce the desired results. 


It is advisable to work with equations as long as possible before substituting numerical data. When the equa- 
tions are reduced to final forms, consider them to determine what additional data may be required. Identify 
the tables, charts, or property equations that provide the required values. Additional property diagram sketches 
may be helpful at this point to clarify states and processes. 


When all equations and data are in hand, substitute numerical values into the equations. Carefully check that 
a consistent and appropriate set of units is being employed. Then perform the needed calculations. 


Finally, consider whether the magnitudes of the numerical values are reasonable and the algebraic signs 
associated with the numerical values are correct. 
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The problem solution format used in this text is intended to guide your thinking, 
not substitute for it. Accordingly, you are cautioned to avoid the rote application of 
these five steps, for this alone would provide few benefits. Indeed, as a particular 
solution evolves you may have to return to an earlier step and revise it in light of a 
better understanding of the problem. For example, it might be necessary to add or 
delete an assumption, revise a sketch, determine additional property data, and so on. 

The solved examples provided in the book are frequently annotated with various 
comments intended to assist learning, including commenting on what was learned, 
identifying key aspects of the solution, and discussing how better results might be 
obtained by relaxing certain assumptions. 

In some of the earlier examples and end-of-chapter problems, the solution format 
may seem unnecessary or unwieldy. However, as the problems become more compli- 
cated you will see that it reduces errors, saves time, and provides a deeper understand- 
ing of the problem at hand. 

The example to follow illustrates the use of this solution methodology together 
with important system concepts introduced previously, including identification of 
interactions occurring at the boundary. 


Using the Solution Methodology and System Concepts 


A wind turbine-electric generator is mounted atop a tower. As wind blows steadily across the turbine blades, 
electricity is generated. The electrical output of the generator is fed to a storage battery. 


(a) Considering only the wind turbine-electric generator as the system, identify locations on the system boundary 
where the system interacts with the surroundings. Describe changes occurring within the system with time. 


(b) Repeat for a system that includes only the storage battery. 
SOLUTION 
Known: А wind turbine-electric generator provides electricity to a storage battery. 


Find: For a system consisting of (a) the wind turbine-electric generator, (b) the storage battery, identify locations 
where the system interacts with its surroundings, and describe changes occurring within the system with time. 


Schematic and Given Data: 
EE Part (a) Engineering Model: 







1. In part (a), the system is the control volume shown by 
the dashed line on the figure. 


Air flow i— Turbine-generator 


2. In part (b), the system is the closed system shown by 
> the dashed line on the figure. 


3. The wind is steady. 


Electtic р 1 Part (b) 
| 


current | (шы 
а 
| Storage 


battery 










| Thermal 
interaction 





Fig. E1.1 


Analysis: 


(a) In this case, the wind turbine is studied as a control volume with air flowing across the boundary. Another 
principal interaction between the system and surroundings is the electric current passing through the wires. 
From the macroscopic perspective, such an interaction is not considered a mass transfer, however. With a 
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current is generated. 
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steady wind, the turbine-generator is likely to reach steady-state operation, 
where the rotational speed of the blades is constant and a steady electric 


Ө (b) In this case, the battery is studied as a closed system. The principal 
interaction between the system and its surroundings is the electric current 
passing into the battery through the wires. As noted in part (a), this inter- 
action is not considered a mass transfer. As the battery is charged and 
chemical reactions occur within it, the temperature of the battery surface 
may become somewhat elevated and a thermal interaction might occur 
between the battery and its surroundings. This interaction is likely to be of 
secondary importance. Also, as the battery is charged, the state within 
changes with time. The battery is not at steady state. 


Q Using terms familiar from a previous physics course, the system of part (a) 
involves the conversion of kinetic energy to electricity, whereas the system 
of part (b) involves energy storage within the battery. 


Ability to... 

Ц apply the problem-solving 
methodology used in this 
book. 

Ц define a control volume and 
identify interactions on its 
boundary, 

О define a closed system and 
identify interactions on its 
boundary, 

О distinguish steady-state 
operation from nonsteady 

Operation. 





May an overall system consisting of the turbine-generator and 
battery be considered as operating at steady state? Explain. Ans. No. A 


system is at steady state only if none of its properties changes with time. 
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In this chapter, we have introduced some of the fundamental 
concepts and definitions used in the study of thermody- 
namics. The principles of thermodynamics are applied by 
engineers to analyze and design a wide variety of devices 
intended to meet human needs. 

An important aspect of thermodynamic analysis is to iden- 
tify systems and to describe system behavior in terms of prop- 
erties and processes. Three important properties discussed in 
this chapter are specific volume, pressure, and temperature. 

In thermodynamics, we consider systems at equilibrium 
states and systems undergoing processes (changes of state). 
We study processes during which the intervening states are 
not equilibrium states and processes during which the 
departure from equilibrium is negligible. 

In this chapter, we have introduced SI and English Engineer- 
ing units for mass, length, time, force, and temperature. You will 
need to be familiar with both sets of units as you use this book. 
For Conversion Factors, see inside the front cover of the book. 

Chapter 1 concludes with discussions of how thermody- 
namics is used in engineering design and how to solve ther- 
modynamics problems systematically. 


system, p. 4 
surroundings, p. 4 
boundary, p. 4 
closed system, p. 6 
control volume, p. 6 
property, p. 9 


state, p. 9 
process, p. 9 


equilibrium, p. 10 


extensive property, p. 9 
intensive property, p. 9 


This book has several features that facilitate study and 
contribute to understanding. For an overview, see How to 
Use This Book Effectively inside the front cover of the book. 

The following checklist provides a study guide for this 
chapter. When your study of the text and the end-of-chapter 
exercises has been completed you should be able to 


> write out the meanings of the terms listed іп the margin 
throughout the chapter and explain each of the related 
concepts. The subset of key concepts listed is particularly 
important in subsequent chapters. 


> identify an appropriate system boundary and describe 
the interactions between the system and its surroundings. 

> work on a molar basis using Eq. 1.8. 

> use 51 and English units for mass, length, time, force, and 
temperature and apply appropriately Newton's second 
law and Eqs. 1.16-1.19. 

> apply the methodology for problem solving discussed іп 
Sec. 1.9. 


pressure, p. 14 
temperature, p. 19 
Kelvin scale, p. 21 
Rankine scale, p. 21 


specific volume, p. 14 
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n = mM (1.8) р. 14 Relation between amounts of matter on a mass basis, m, and on a molar 
basis, n. 
TCR) = L87(K) (1.16) р. 21 Relation between the Rankine and Kelvin temperatures. 





ТОС) = T(K) – 273.15 | (1.17) p. 22 | Relation between the Celsius and Kelvin temperatures. 





ТСЕ) = TCR) — 459.67 | (1.18) p. 22 | Relation between the Fahrenheit and Rankine temperatures. 





TCF) = L87T(C) + 32 (1.19) p. 22 | Relation between the Fahrenheit and Celsius temperatures. 


EXERCISES: THINGS ENGINEERS THINK ABOUT ..................................... 


1. In 1998, owing to a mix-up over units, the NASA Mars 8. When one walks barefoot from a carpet onto a ceramic tile 
Climate Orbiter veered off course and was lost. What was floor, the tiles feel colder than the carpet even though each 
the mix-up? surface is at the same temperature. Explain. 


2. Operating rooms in hospitals typically have a positive 9. Why does ocean water temperature vary with depth? 
pressure relative to adjacent spaces. What does this mean 


and why dit done? 10. Are the systolic and diastolic pressures reported in blood 


pressure measurements absolute, gage, or vacuum pressures? 
3. The driver's compartment of race cars can reach 60°С 


during a race. Why? 11. How do forehead temperature strips work? 


Р 8 12. How does a pressure measurement of 14.7 psig differ from 

4. What causes changes in atmospheric pressure? à 

a pressure measurement of 14.7 psia? 

5. Why are passenger airplane cabins normally pressurized i What ane 
during flight? 

14. If a system is at steady state, does this mean intensive 

properties are uniform with position throughout the system 

or constant with time? Both uniform with position and 


constant with time? Explain. 


6. Laura takes an elevator from the tenth floor of her office 
building to the lobby. Should she expect the air pressure on 
the two levels to differ much? 


7. How do dermatologists remove precancerous skin blemishes 
cryosurgically? 


ӨГІЗ АТТЫ А ЛАУЫ» ІТСЫЗ....-.-..--.............................................. 


For problems 1-10, match the appropriate definition in the right column with each term in the left column. 


1. | Boundary A. The condition of a system as described by its properties 

2. . Closed system B. A region of space through which mass may flow 

3. __ Control volume C. Whatever is studied 

4. _ Extensive property D. A transformation from one state to another 

5. _ Intensive property E. A property whose value for an overall system is the sum of its values for the parts into which 
the system is divided 

6. __ Process Е Everything external to the system 

7. . Property G. A fixed quantity of matter 

8. State H. A property whose value is independent of the size or extent of a system and may vary 
from place to place within the system at any moment 

9, — Surroundings I. Distinguishes the system from its surroundings 

10. — System J. A macroscopic characteristic of a system to which a numerical value can be assigned at a 


given time without knowledge of the previous behavior of the system 
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1l. A special type of closed system that does not interact in 
any way with its surroundings is an 


12. Describe the difference between specific volume expressed 
on a mass basis and a molar basis 


13. A system is said to be at if none of its 


properties changes with time. 
14. A control volume is a system that 


(a) always contains the same matter. 

(b) allows a transfer of matter across its boundary. 
(c) does not interact in any way with its surroundings. 
(d) always has a constant volume. 


15. What is the objective of an engineering model in therm- 
odynamic analysis? 





16. is pressure with respect to the zero 
pressure of a complete vacuum. 


17. A gas contained within a piston-cylinder assembly 
undergoes Process 1-2-3 shown on the pressure-volume 
diagram in Fig. P1.17C. Process 1-2-3 is 








Fig. Р1.17С 


(a) a constant-volume process followed by constant-pressure 
compression. 

(b) constant-pressure compression followed by a constant- 
volume process. 

(c) a constant-volume process followed by a constant- 
pressure expansion. 

(d) constant-pressure expansion followed by a constant- 
volume process. 


18. The statement, "When two objects are in thermal equilibrium 
with a third object, they are in thermal equilibrium with each 
other," is called the 


19. SI base units include 


(a) kilogram (kg), meter (m), newton (N). 
(b) kelvin (K), meter (m), second (s). 

(c) second (s), meter (m) pound mass. 

(d) kelvin (K), newton (N), second (s). 


20. Explain why the value for gage pressure is always less than 
the corresponding value for absolute pressure. 


21. A system is at steady state if 


(a) none of its properties changes with time. 
(b) none of its properties changes with location within the 
system. 


(c) none of its properties changes with time or with location 
within the system. 
(d) none of the above. 


22. А system having a mass of 1500 Ib undergoes a process in 
which its elevation relative to Earth's surface increases by 
500 ft. If the local acceleration of gravity at its final state is 
g = 30.0 ft/s’, the weight of the system at that state is 

Ibf. 


23. Classify items a through g shown on the pressure-specific 
volume diagram in Fig. P1.23C as a property, a state, or a 
process. 


























U 
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Fig.P1.23C 





24. When a system is isolated, 


(a) its mass remains constant. 
(b) its temperature may change. 
(c) its pressure may change. 

(d) all of the above. 


25. Тһе resultant pressure force acting on a body completely 
or partially submerged in a liquid is the 


26. The list consisting only of intensive properties is 


(a) volume, temperature, pressure. 

(b) specific volume, mass, volume. 

(c) pressure, temperature, specific volume. 
(d) mass, temperature, pressure. 


Indicate whether the following statements are true or false. 
Explain. 


27. Gage pressure indicates the difference between the absolute 
pressure of a system and the absolute pressure of the 
atmosphere existing outside the measuring device. 


28. Systems can be studied only from a macroscopic point of 
view. 


29. Kilogram, second, foot, and newton are all examples of SI 
units. 


30. Temperature is an extensive property. 
31. Mass is an intensive property. 


32. The value of the temperature expressed using the Celsius 
temperature scale is always higher than its value expressed 
using the Kelvin scale. 


33. Intensive properties may be functions of both position and 
time, whereas extensive properties can vary only with time. 


34. Devices that measure pressure include barometers, 
Bourdon tube gages, and manometers. 


35. Both the Kelvin scale and the Rankine scale are absolute 
temperature scales. 


36. If a system is isolated from its surroundings and no changes 
occur in its observable properties, the system was in 
equilibrium at the moment it was isolated. 


37. The specific volume is the reciprocal of the density. 
38. Volume is an extensive property. 
39. The pound force, Ibf, is equal to the pound mass, Ib. 


40. The value of a temperature expressed using the Rankine 
scale is always higher than its value expressed using the 
Fahrenheit temperature scale. 


41. Pressure is an intensive property. 


42. A closed system always contains the same matter; there is 
no transfer of matter across its boundary. 


43. One nanosecond equals 10? seconds. 


44. A control volume is a special type of closed system that 
does not interact in any way with its surroundings. 


45. When a closed system undergoes a process between two 
specified states, the change in temperature between the end 
states is independent of details of the process. 


46. Body organs, such as the human heart, whose shapes 
change as they perform their normal functions can be 
studied as control volumes. 


Exploring System Concepts 


1.1 Using the Internet, obtain information about the operation 
of an application listed or shown in Table 1.1. Obtain 
sufficient information to provide a full description of the 
application, together with relevant thermodynamic aspects. 
Present your findings in a memorandum. 


1.2 As illustrated in Fig. P1.2, water circulates through a piping 
system, servicing various household needs. Considering the 
water heater as a system, identify locations on the system 
boundary where the system interacts with its surroundings 
and describe significant occurrences within the system. 
Repeat for the dishwasher and for the shower. Present your 
findings in a memorandum. 


1.3 Many public memorials and community landmarks include 
water features such as waterfalls, fountains, reflecting pools, 
and so on, as part of the design. Select one such memorial 
or landmark. Using the Internet research the history and 
overall design features of your selection. Identify an 
appropriate boundary for the water, and determine whether 
the water should be treated as a closed system or a control 
volume. Describe any devices required to achieve the water 
effect and to maintain appropriate water quality. Prepare a 
5-minute PowerPoint presentation summarizing your 
research to present to your class. 
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47. 1 N equals 1 kg • m/s? but 1 lbf does not equal 1 Ib - ft/s’. 

48. A vessel holding 0.5 kg of oxygen (O;) contains 16 Ib of 
О;. 

49. Specific volume, the volume per unit of mass, is an intensive 


property whereas volume and mass are extensive properties. 


50. In local surroundings at standard atmospheric pressure, a 
gage will indicate a pressure of 0.2 atm for a refrigerant 
whose absolute pressure is 1.2 atm. 


51. The kilogram for mass and the meter for length are 
examples of SI base units defined relative to fabricated 
objects. 


52. The Rankine degree is a smaller temperature unit than the 
Kelvin degree. 


53. If the value of any property of a system changes with time, 
that system cannot be at steady state. 


54. According to Archimedes' principle, the magnitude of the 
buoyant force acting on a submerged body is equal to the 
weight of the body. 


55. The composition of a closed system cannot change. 


56. Temperature is the property that is the same for each of 
two systems when they are in thermal equilibrium. 


57. The volume of a closed system can change. 


58. The pressure unit psia indicates an absolute pressure 
expressed in pounds force per square inch. 


PROBLEMS: DEVELOPING ПАЛ «ЕКНА...................................... 


Shower Dishwasher 


Hot water 
heater 





T 
Е Electric meter 


Drain lines 


Fig. P1.2 


30 Chapter 1 Getting Started 


Working with Units 
1.4 Perform the following unit conversions: 


(a) 1L to in? 

(b) 650 J to Btu 

(c) 0.135 kW to ft - Ibf/s 

(d) 378 g/s to Ib/min 

(e) 304 kPa to Ibf/in? 

(f) 55 m?/h to 02/5 

(g) 50 km/h to ft/s 

(h) 8896 N to ton (—2000 Ibf) 


L5 Perform the following unit conversions: 


(a) 122 in? to L 

(b) 778.17 ft - Ibf to kJ 

(c) 100 hp to kW 

(d) 1000 Ib/h to kg/s 

(e) 29.392 Ibf/in.? to bar 
(f) 2500 ft*/min to m/s 

(g) 75 mile/h to km/h 

(h) 1 ton (=2000 Ibf) to М 


1.6 Which of the following food items weighs approximately 
1 newton? 


a. a grain of rice 

b. a small strawberry 

c. a medium-sized apple 
d. a large watermelon 


Working with Force and Mass 


1.7 A person whose mass is 150 Ib weighs 144.4 Ibf. Determine 
(a) the local acceleration of gravity, in ft/s’, and (b) the 
person's mass, in lb, and weight, in ЊЕ if g = 32.174 ft/s’. 


1.8 The Phoenix with a mass of 350 kg was a spacecraft used 
for exploration of Mars. Determine the weight of the 
Phoenix, in N, (a) on the surface of Mars where the 
acceleration of gravity is 3.73 m/s? and (b) on Earth where 
the acceleration of gravity is 9.81 m/s?. 


1.9 Atomic and molecular weights of some common substances 
are listed in Appendix Tables A-1 and A-1E. Using data from 
the appropriate table, determine 


(a) the mass, in kg, of 20 kmol of each of the following: air, 
C, Н;О, CO). 

(b) the number of Ibmol in 50 Ib of each of the following: 
Н,, №, NH3, СУН. 


1.10 In severe head-on automobile accidents, a deceleration of 
60 g's or more (1 g = 322 ft/s”) often results in a fatality. 
What force, in lbf, acts on a child whose mass is 50 Ib, when 
subjected to a deceleration of 60 g's? 


1.11 At the grocery store you place a pumpkin with a mass of 
12.5 Ib on the produce spring scale. The spring in the scale 
operates such that for each 4.7 ЊЕ applied, the spring 
elongates one inch. If local acceleration of gravity is 32.2 ft/s’, 
what distance, in inches, did the spring elongate? 


1.12 A spring compresses in length by 0.14 in. for every 1 lbf 
of applied force. Determine the mass of an object, in pounds 
mass, that causes a spring deflection of 1.8 in. The local 
acceleration of gravity = 31 ft/s. 


1.13 At a certain elevation, the pilot of a balloon has a mass 
of 120 Ib and a weight of 119 lbf. What is the local acceleration 
of gravity, in ft/s’, at that elevation? If the balloon drifts to 
another elevation where g = 32.05 ft/s’, what is her weight, 
in lbf, and mass, in Ib? 


1.14 Estimate the magnitude of the force, in Ibf, exerted on a 
1246 goose in a collision of duration 10? s with an airplane 
taking off at 150 miles/h. 


1.15 Determine the upward applied force, іп ЊЕ required to 
accelerate a 4.5-lb model rocket vertically upward, as shown 
in Fig. P1.15, with an acceleration of 3 g's. The only other 
significant force acting on the rocket is gravity, and 1 g — 
322 ft/s*. 





Fig. P1.15 


1.16 An object is subjected to an applied upward force of 
10 lbf. The only other force acting on the object is the force 
of gravity. The acceleration of gravity is 32.2 ft/s. If the 
object has a mass of 50 Ib, determine the net acceleration of 
the object, in ft/s”. Is the net acceleration upward or downward? 


1.17 A communications satellite weighs 4400 N on Earth 
where g — 9.81 m/s?. What is the weight of the satellite, in 
N, as it orbits Earth where the acceleration of gravity is 0.224 
m/s’? Express each weight in ІМ. 


1.18 Using local acceleration of gravity data from the Internet, 
determine the weight, in N, of a person whose mass is 80 kg 
living in: 

(a) Mexico City, Mexico 

(b) Cape Town, South Africa 
(c) Tokyo, Japan 

(d) Chicago, IL 

(e) Copenhagen, Denmark 


1.19 A town has а 1-million-gallon storage capacity water 
tower. If the density of water is 62.4 lb/ft? and local 
acceleration of gravity is 32.1 ft/s’, what is the force, in ЊЕ 
the structural base must provide to support the water in the 
tower? 


Using Specific Volume, Volume, and Pressure 


1.20 A closed system consists of 0.5 kmol of ammonia 
occupying a volume of 6 m?. Determine (a) the weight of 
the system, in №, and (b) the specific volume, in m*/kmol and 
тука, Let g = 9.81 m/s?. 


1.21 A 2-Ib sample of an unknown liquid occupies a volume 
of 62.6 in.? For the liquid determine (a) the specific volume, 
in ЛЫ, and (b) the density, in Ib/ft?. 


1.22 A closed vessel having a volume of 1 liter holds 2.5 х 
10” molecules of ammonia vapor. For the ammonia, 
determine (a) the amount present, in kg and kmol, and (b) the 
specific volume, in m*/kg and m*/kmol. 


1.23 The specific volume of 5 kg of water vapor at 1.5 MPa, 
440°C is 0.2160 m?/kg. Determine (a) the volume, in m°, 
occupied by the water vapor, (b) the amount of water vapor 
present, in gram moles, and (c) the number of molecules. 


1.24 The pressure of the gas contained in the piston-cylinder 
assembly of Fig. 1.1 varies with its volume according to p — 
A + (B/V), where A, B are constants. If pressure is in Ibf/ft 
and volume is in f, what are the units of A and B? 


1.25 As shown in Figure P1.25, a gas is contained in a piston- 
cylinder assembly. The piston mass and cross-sectional area 
are denoted m and A, respectively. The only force acting on 
the top of the piston is due to atmospheric pressure, Patm- 
Assuming the piston moves smoothly in the cylinder and the 
local acceleration of gravity g is constant, show that the 
pressure of the gas acting on the bottom of the piston 
remains constant as gas volume varies. What would cause the 
gas volume to vary? 


Piston m, A 





Fig. P1.25 


1.26 As shown in Fig. P1.26, a vertical piston-cylinder assembly 
containing a gas is placed on a hot plate. The piston initially 
rests on the stops. With the onset of heating, the gas pressure 
increases. At what pressure, in bar, does the piston start 
rising? The piston moves smoothly in the cylinder and g — 
9.81 m/s". 
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Рат = 1 bar 





Fig. P1.26 


1.27 Three kg of gas in a piston-cylinder assembly undergo a 
process during which the relationship between pressure and 
specific volume is ри = constant. The process begins with 
pı = 250 kPa and V; = 15 m? and ends with p2 = 100 kPa. 
Determine the final specific volume, in тука, Plot the 
process on a graph of pressure versus specific volume. 


1.28 A closed system consisting of 4 Ib of a gas undergoes a 
process during which the relation between pressure and 
volume is pV" — constant. The process begins with p, — 
15 Ibf/in2, v, = 1.25 ft/lb and ends with p; = 53 Ibf/in, 
v, = 0.5 ft/lb. Determine (a) the volume, in ft, occupied by 
the gas at states 1 and 2 and (b) the value of n. (c) Sketch 
Process 1-2 on pressure-volume coordinates. 


1.29 A system consists of carbon monoxide (CO) in a piston- 
cylinder assembly, initially at p; = 200 Ibf/in.?, and occupying 
a volume of 2.0 m?. The carbon monoxide expands to p; — 
40 Ibf/in? and a final volume of 3.5 m°. During the process, 
the relationship between pressure and volume is linear. 
Determine the volume, in ft), at an intermediate state where 
the pressure is 150 Ibf/in?, and sketch the process on a graph 
of pressure versus volume. 


1.30 Figure P1.30 shows a gas contained in a vertical piston- 
cylinder assembly. A vertical shaft whose cross-sectional area 
is 0.8 cm? is attached to the top of the piston. Determine the 
magnitude, F, of the force acting on the shaft, in N, required if 
the gas pressure is 3 bar. The masses of the piston and attached 


Piston 


D = 10cm 





Fig. P1.30 
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shaft are 24.5 kg and 0.5 kg, respectively. The piston diameter 
is 10 cm. The local atmospheric pressure is 1 bar. The piston 
moves smoothly in the cylinder and g = 9.81 m/s’. 


1.31 A gas contained within a piston-cylinder assembly 
undergoes four processes in series: 


Process 1-2: Constant-pressure expansion at 1 bar from 
V, = 0.5 m toV; 22 n? 


Process 2-3: Constant volume to 2 bar 
Process 3-4: Constant-pressure compression to 1 m? 
Process 4-1: Compression with рУ! = constant 


Sketch the processes in series on a p-V diagram labeled with 
pressure and volume values at each numbered state. 


1.32 Referring to Fig. 1.7, 


(a) if the pressure in the tank is 1.5 bar and atmospheric 
pressure is 1 bar, determine L, in m, for water with a density 
of 997 kg/m? as the manometer liquid. Let g = 9.81 m/s’. 
(b) determine L, in cm, if the manometer liquid is mercury 
with a density of 13.59 g/cm? and the gas pressure is 1.3 bar. 
A barometer indicates the local atmospheric pressure is 
750 mmHg. Let g = 9.81 m/s”. 


1.33 Figure P1.33 shows a storage tank holding natural gas. In 
an adjacent instrument room, a U-tube mercury manometer 
in communication with the storage tank reads L — 1.0 m. If 
the atmospheric pressure is 101 kPa, the density of the 
mercury is 13.59 g/cm?, and g = 9.81 m/s’, determine the 
pressure of the natural gas, in kPa. 





Fig. P1.33 


1.34 As shown in Figure P1.34, the exit of a gas compressor 
empties into a receiver tank, maintaining the tank contents 
at a pressure of 200 kPa. If the local atmospheric pressure 
is 1 bar, what is the reading of the Bourdon gage mounted 
on the tank wall in kPa? Is this a vacuum pressure or a gage 
pressure? Explain. 


Inlet 





Fig. P1.34 


1.35 The barometer shown in Fig. P1.35 contains mercury 
(р = 13.59 g/cm’). If the local atmospheric pressure is 100 kPa 
and g — 9.81 m/s?, determine the height of the mercury 
column, L, in mmHg and inHg. 


Mercury vapor 






Pam = 100 kPa 





Liquid mercury, Pm = 13.59 g/cm? 
Fig. P1.35 


1.36 Liquid kerosene flows through a Venturi meter, as shown 
in Fig. P1.36. The pressure of the kerosene in the pipe 
supports columns of kerosene that differ in height by 12 cm. 
Determine the difference in pressure between points a and 
b, in kPa. Does the pressure increase or decrease as the 
kerosene flows from point a to point b as the pipe diameter 
decreases? The atmospheric pressure is 101 kPa, the specific 
volume of kerosene is 0.00122 m?/kg, and the acceleration 
of gravity is g = 9.81 m/s’. 


Pam = 101 kPa jy —— 7 
g =9.81 m/s? 
ћ=12 ст 


Кегозепе 
v = 0.00122 kg/m? 








Fig. P1.36 


1.37 Figure P1.37 shows a tank within a tank, each containing 
air. Pressure gage A, which indicates pressure inside tank A, 
is located inside tank B and reads 5 psig (vacuum). The 
U-tube manometer connected to tank B contains water with 
a column length of 10 in. Using data on the diagram, 
determine the absolute pressure of the air inside tank B and 
inside tank A, both in psia. The atmospheric pressure 
surrounding tank B is 14.7 psia. The acceleration of gravity 
is g = 322 ft/s?. 


1.38 As shown in Fig. Р1.38, an underwater exploration vehicle 
submerges to a depth of 1000 ft. If the atmospheric pressure 
at the surface is 1 atm, the water density is 62.4 Ib/ft?, and 
g = 32.2 ft/s’, determine the pressure on the vehicle, in atm. 











Peage, A = 5 psig (vacuum) Water (р = 62.4 Ib/ft?) 


g = 32.2 fus? 
Fig. P1.37 
Pam = 1 atm, 
g = 32.2 ft/s? 





Fig. P1.38 


1.39 Show that a standard atmospheric pressure of 760 mmHg 
is equivalent to 101.3 kPa. The density of mercury is 13,590 
kg/m? and g = 9.81 m/s?. 


1.40 A gas enters a compressor that provides a pressure ratio 
(exit pressure to inlet pressure) equal to 8. If a gage indicates 
the gas pressure at the inlet is 5.5 psig, what is the absolute 
pressure, in psia, of the gas at the exit? Atmospheric pressure 
is 14.5 Ibf/in? 


1.41 As shown in Figure P1.41, air is contained in a vertical 
piston-cylinder assembly such that the piston is in static 
equilibrium. The atmosphere exerts a pressure of 14.7 Ibf/in.? 
on top of the 6-in.-diameter piston. The absolute pressure of 
the air inside the cylinder is 16 Ibf/in.? The local acceleration 
of gravity is g = 32.2 ft/s’. Determine (a) the mass of the 
piston, in lb, and (b) the gage pressure of the air in the 
cylinder, in psig. 
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Pam = 14.7 Ibffin? 
g = 322 ft/s? 


D, 6 in. 3 





piston 7 














| 


Fig. P1.41 


1.42 Air is contained in a vertical piston-cylinder assembly 
such that the piston is in static equilibrium. The atmosphere 
exerts a pressure of 101 kPa on top of the 0.5-m-diameter 
piston. The gage pressure of the air inside the cylinder is 
1.2 kPa. The local acceleration of gravity is g = 9.81 m/s’. 
Subsequently, a weight is placed on top of the piston causing 
the piston to fall until reaching a new static equilibrium 
position. At this position, the gage pressure of the air inside 
the cylinder is 2.8 kPa. Determine (a) the mass of the piston, 
in kg, and (d) the mass of the added weight, in kg. 


1.43 The pressure from water mains located at street level may 
be insufficient for delivering water to the upper floors of tall 
buildings. In such a case, water may be pumped up to a tank 
that feeds water to the building by gravity. For an open 
storage tank atop a 300-ft-tall building, determine the 
pressure, in Ibf/in.”, at the bottom of the tank when filled to 
a depth of 20 ft. The density of water is 62.2 Ib/f, g = 32.0 
ft/s’, and the local atmospheric pressure is 14.7 Ibf/in? 


1.44 Figure P1.44 shows a tank used to collect rainwater having 
a diameter of 4 m. As shown in the figure, the depth of the 
tank varies linearly from 3.5 m at its center to 3 m along the 
perimeter. The local atmospheric pressure is 1 bar, 
the acceleration of gravity is 9.8 m/s?, and the density of the 
water is 9871 kg/m?. When the tank is filled with water, 
determine 


(a) the pressure, in kPa, at the bottom center of the tank. 
(b) the total force, in kN, acting on the bottom of the tank. 


Раш = 1 bar 





Fig. P1.44 


1.45 If the water pressure at the base of the water tower 
shown in Fig. P1.45 is 4.15 bar, determine the pressure of the 
air trapped above the water level, in bar. The density of the 
water is 10° kg/m? and g = 9.81 m/s’. 
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by a cable. Determine the force exerted by the cable, in N. 
The density of the lake water is 10° kg/m? and g = 9.81 m/s’. 


1.48 Because of a break in a buried oil storage tank, ground 
water has leaked into the tank to the depth shown in Fig. P1.48. 
Determine the pressure at the oil-water interface and at the 
bottom of the tank, each in Ibf/in.? (gage). The densities of 
the water and oil are, respectively, 62 and 55, each in Ib/ft. 
Let g = 322 ft/s’. 
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Fig. P1.45 Standpipe open 
to atmosphere 


1.46 As shown in Figure P1.46, an inclined manometer is used 
to measure the pressure of the gas within the reservoir, 
(a) Using data on the figure, determine the gas pressure, in 
Ibf/in.? (b) Express the pressure as a gage or a vacuum 
pressure, as appropriate, in Ibf/in.? (c) What advantage does 
an inclined manometer have over the U-tube manometer 
shown in Figure 1.7? 


17 ft 





Fig. P1.48 
Раш = 14.7 Ibffin.? 
g = 32.2 fs” 1.49 Figure P1.49 shows a closed tank holding air and oil to 
which is connected a U-tube mercury manometer and a 
pressure gage. Determine the reading of the pressure gage, 
in Ibf/in.? (gage). The densities of the oil and mercury are 55 
and 845, respectively, each in Ib/f. Let g = 32.2 ft/s’. 


Pressure , 
gage 





Oil (p = 54.2 Ib/ft?) 


Fig. P1.46 L,-3f 
L,-05ft 


1.47 Figure Р147 shows a spherical buoy, having a diameter of L;=0.75 ft 


15 m and weighing 8500 N, anchored to the floor of a lake 





Water p = 10? kg/m? 





Mercury (р = 845 lb/ft) 
g = 322 ft/s? 


Fig. P1.49 


Exploring Temperature 


1.50 The 30-year average temperature in Toronto, Canada, 
during summer is 19.5°C and during winter is —4.9°C. What 
are the equivalent average summer and winter temperatures 
in °F and °R? 





1.51 Convert the following temperatures from °F to °C: (a) 
86°F, (b) —22°F, (с) 50°F, (d) —40°Е, (e) 32°F, (f) -459.679Е 
Fig. P1.47 Convert each temperature to K. 
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1.52 Water in a swimming pool has a temperature of 24°С. 
Express this temperature in K, °F, and ^R. 


1.53 A cake recipe specifies an oven temperature of 350°Е. 
Express this temperature in ^R, K, and °C. 


1.54 Does the Rankine degree represent a larger or smaller 
temperature unit than the Kelvin degree? Explain. 


1.55 Figure P1.55 shows a system consisting of a cylindrical 
copper rod insulated on its lateral surface while its ends are 
in contact with hot and cold walls at temperatures 1000°R 
and 500°R, respectively. 


(a) Sketch the variation of temperature with position through 
the rod, x. 
(b) Is the rod in equilibrium? Explain. 


Insulation 

















Fig. P1.55 


1.56 What is (a) the lowest naturally occurring temperature 


recorded on Earth, (b) the lowest temperature recorded in 
a laboratory on Earth, (c) the lowest temperature recorded 
in the Earth’s solar system, and (d) the temperature of deep 
space, each in K? 


1.57 Air temperature rises from a morning low of 42°F to an 


afternoon high of 70°F. 


(a) Express these temperatures in °R, K, and °C. 

(b) Determine the temperature change in °F, °R, K, and °C 
from morning low to afternoon high. 

(c) What conclusion do you draw about temperature change 
for °F and °R scales? 

(d) What conclusion do you draw about temperature change 
for °C and K scales? 


1.58 For liquid-in-glass thermometers, the thermometric 


property is the change in length of the thermometer liquid 
with temperature. However, other effects are present that 
can affect the temperature reading of such thermometers. 
What are some of these? 


DESIGN & OPEN-ENDED PROBLEMS: EXPLORING ENGINEERING PRACTICE · · · · · 


1.1D In the United States today, nearly all of our electricity is 
produced by fossil-fuel power plants burning coal or natural 
gas, nuclear power plants, and hydroelectric power plants. 
Using the Internet, determine the percent contributions of 
these types of electricity generation to the U.S. total. For each 
of the four types, determine at least three significant 
environmental considerations associated with it and how such 
environmental aspects affect the respective plant design, 
operation, and cost. Write a report with at least three references. 


1.2D Hyperbaric chambers are used by medical professionals 
to treat several conditions. Research how a hyperbaric 
chamber functions, and identity at least three medical 
conditions for which time in a hyperbaric chamber may be 
part of the prescribed treatment. Describe how this treatment 
addresses each condition. Present your findings in a 
memorandum. 


1.3D Ecological footprints measure humankind's demands on 
nature. Using the Internet, estimate the amount of land and 
water needed annually to support your consumption of 
goods and services and to absorb your wastes. Prepare a 
memorandum reporting your estimates and listing at least 
three things you can do to reduce your footprint. 


1.4D One type of prosthetic limb relies on suction to attach 
to an amputee's residual limb. The engineer must consider 
the required difference between atmospheric pressure and 
the pressure inside the socket of the prosthetic limb to 
develop suction sufficient to maintain attachment. What 
other considerations are important as engineers design this 


type of prosthetic device? Write a report of your findings 
including at least three references. 


1.5D Design a low-cost, compact, lightweight, hand-held, 


human-powered air pump capable of directing a stream of 
air for cleaning computer keyboards, circuit boards, and 
hard-to-reach locations in electronic devices. The pump 
cannot use electricity, including batteries, or employ any 
chemical propellants. All materials must be recyclable. 
Owing to existing patent protections, the pump must be a 
distinct alternative to the familiar tube and plunger bicycle 
pump and to existing products aimed at accomplishing the 
specified computer and electronic cleaning tasks. 


1.6D Design an experiment to determine the specific volume 


of water. For the experiment develop written procedures 
that include identification of all equipment needed and 
specification of all required calculations. Conduct the 
experiment, compare your result to steam table data, and 
communicate your results in an executive summary. 


1.7D A major barrier to wider deployment of solar power 


systems by homeowners and small businesses is the initial 
cost to purchase and install rooftop components. Today some 
U.S. municipalities and utilities are developing plans to assist 
property owners to acquire such components through loans 
and leasing arrangements. Investigate and critically evaluate 
these and other options for fostering deployment of solar 
power systems discovered through  design-group 
brainstorming and use of the Internet. Report your findings 
in a poster presentation. 
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1.8D The sphygmomanometer commonly used to measure 
blood pressure is shown in Fig. P1.8D. During testing, the 
cuff is placed around the patient's arm and fully inflated by 
repeated squeezing of the inflation bulb. Then, as the cuff 
pressure is gradually reduced, arterial sounds known as 
Korotkoff sounds are monitored with a stethoscope. Using 
these sounds as cues, the systolic and diastolic pressures can 
be identified. These pressures are reported in terms of the 
mercury column length, in mmHg. Investigate the physical 
basis for the Korotkoff sounds, their role in identifying the 
systolic and diastolic pressures, and why these pressures are 
significant in medical practice. Write a report including at 
least three references. 
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Mercury column 


r- Inflation bulb 








Pressure release valve One-way valve 


Fig. P1.8D 


1.9D Photograph a municipal water tower in your locale. 
Determine the population served by the water tower, how 
it operates, and considerations for siting the tower. Investigate 
why municipal water towers are economically advantageous 
and if there are viable alternatives. Present your findings in 


a PowerPoint presentation that could be used to educate 
middle school students about water towers. 


1.10D Conduct a term-length design project in the realm of 


bioengineering done on either an independent or a small- 
group basis. The project might involve a device or technique 
for minimally invasive surgery, an implantable drug-delivery 
device, a biosensor, artificial blood, or something of special 
interest to you or your design group. Take several days to 
research your project idea and then prepare a brief written 
proposal, including several references, that provides a general 
statement of the core concept plus a list of objectives. During 
the project, observe good design practices such as discussed 
in Sec. 13 of Thermal Design and Optimization, John Wiley 
& Sons Inc., New York, 1996, by A. Bejan, G. Tsatsaronis, 
and M. J. Moran. Provide a well-documented final report, 
including several references. 


1110 Conduct a term-length design project involving the 


International Space Station pictured in Table 1.1 done on 
either an independent or a small-group basis. The project 
might involve an experiment that is best conducted in a low- 
gravity environment, a device for the comfort or use of the 
astronauts, or something of special interest to you or your 
design group. Take several days to research your project idea 
and then prepare a brief written proposal, including several 
references, that provides a general statement of the core 
concept plus a list of objectives. During the project, observe 
good design practices such as discussed in Sec. 1.3 of Thermal 
Design and Optimization, John Wiley & Sons Inc., 
New York, 1996, by A. Bejan, G. Tsatsaronis, and M. J. Moran. 
Provide a well-documented final report, including several 
references. 





Energy is a funda- 
mental concept of thermodynamics and one of the 
most significant aspects of engineering analysis. In 
this chapter we discuss energy and develop equa- 
tions for applying the principle of conservation of 
energy. The current presentation is limited to closed 
systems. In Chap. 4 the discussion is extended to 
control volumes. 


Energy is a familiar notion, and you already know a 
great deal about it. In the present chapter several 
important aspects of the energy concept are devel- 
oped. Some of these you have encountered before. A 
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basic idea is that energy can be stored within systems 
in various forms. Energy also can be converted from 
one form to another and transferred between sys- 
tems. For closed systems, energy can be transferred 
by work and heat transfer. The total amount of energy 
is conserved in all conversions and transfers. 


The objective of this chapter is to organize these 
ideas about energy into forms suitable for engineer- 
ing analysis. The presentation begins with a review 
of energy concepts from mechanics. The thermody- 
namic concept of energy is then introduced as an 
extension of the concept of energy in mechanics. 





Energy and the 
First Law of 
Thermodynamics 





> LEARNING OUTCOMES 


When you complete your study of this chapter, you will be able to... 


» explain key concepts related to energy and the first law of 
thermodynamics . . . including internal, kinetic, and potential energy, 
work and power, heat transfer and heat transfer modes, heat transfer 
rate, power cycle, refrigeration cycle, and heat pump cycle. 


» analyze closed systems including applying energy balances, 
appropriately modeling the case at hand, and correctly observing sign 
conventions for work and heat transfer. 


» conduct energy analyses of systems undergoing thermodynamic 
cycles, evaluating as appropriate thermal efficiencies of power cycles 
and coefficients of performance of refrigeration and heat pump cycles. 


39 


40 Chapter 2 Energy and the First Law of Thermodynamics 


TAKE NOTE... 

Boldface symbols denote 
vectors. Vector magnitudes 
are shown in lightface type. 









Reviewing Mechanical Concepts of Energy 


һ с ө ө ө ө с ө ө ө ө е ө ө ө ө е ө ө о ө ө ө с е ө ө ө ө е ө ө ө е ө ө ө ө ө ө ө ө ө е ө о ө ө ө ө ө ө е ө ө ө ө е 


Building on the contributions of Galileo and others, Newton formulated a general 
description of the motions of objects under the influence of applied forces. Newton's 
laws of motion, which provide the basis for classical mechanics, led to the concepts 
of work, kinetic energy, and potential energy, and these led eventually to a broadened 
concept of energy. The present discussion begins with an application of Newton's 
second law of motion. 


2.1.1 Work and Kinetic Energy 


The curved line in Fig. 2.1 represents the path of a body of mass т (a closed system) 
moving relative to the х-у coordinate frame shown. The velocity of the center of mass 
of the body is denoted by V. The body is acted on by a resultant force F, which may 
vary in magnitude from location to location along the path. The resultant force is 
resolved into a component F, along the path and a component F, normal to the path. 
The effect of the component F, is to change the magnitude of the velocity, whereas 
the effect of the component F, is to change the direction of the velocity. As shown 
in Fig. 2.1, s is the instantaneous position of the body measured along the path from 
some fixed point denoted by 0. Since the magnitude of F can vary from location to 
location along the path, the magnitudes of F, and F, are, in general, functions of s. 

Let us consider the body as it moves from s = sı, where the magnitude of its 
velocity is V4, to 5 = 52, where its velocity is V». Assume for the present discussion 
that the only interaction between the body and its surroundings involves the force F. 
By Newton's second law of motion, the magnitude of the component F, is related to 
the change in the magnitude of V by 


dV 
F, = m—- 2.1 
то (2.1) 


Using the chain rule, this can be written as 


dV ds dV 
Е, = т 257 mV E (2.2) 





where V — ds/dt. Rearranging Eq. 2.2 and integrating from s; to s; gives 


V2 $2 
| тУау- | F,ds (2.3) 


V 
1 
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x Fig. 2.1 Forces acting on a moving system. 
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The integral on the left of Eq. 2.3 is evaluated as follows 


У; 1 V2 1 

| mV dV = —mV?| = =т(У5 – V?) (2.4) 
v, 2 Ve 2 

The quantity тУ? is the kinetic energy, KE, of the body. Kinetic energy is a scalar 

quantity. The change in kinetic energy, AKE, of the body is 


1 
АКЕ = KE; - KE, = jm (2 - У?) (2.5) 


The integral on the right of Eq. 2.3 is the work of the force F, as the body moves 
from s, to 5; along the path. Work is also a scalar quantity. 
With Eq. 2.4, Eq. 2.3 becomes 


1 = 
> т(У2 - Vi) = | Е · 48 (2.6) 


5 


where the expression for work has been written in terms of the scalar product (dot 
product) of the force vector F and the displacement vector ds. Equation 2.6 states that 
the work of the resultant force on the body equals the change in its kinetic energy. 
When the body is accelerated by the resultant force, the work done on the body can 
be considered a transfer of energy to the body, where it is stored as kinetic energy. 

Kinetic energy can be assigned a value knowing only the mass of the body and 
the magnitude of its instantaneous velocity relative to a specified coordinate frame, 
without regard for how this velocity was attained. Hence, kinetic energy is a property 
of the body. Since kinetic energy is associated with the body as a whole, it is an 
extensive property. 


ENERGY & Did you ever wonder what happens to the 

7 kinetic energy when you step on the brakes of your moving car? Automotive engi- 

neers have, and the result is the hybrid vehicle combining regenerative braking, 

batteries, an electric motor, and a conventional engine. When brakes are applied in 

a hybrid vehicle, some of the vehicle's kinetic energy is harvested and stored on board 

electrically for use when needed. Through regenerative braking and other innovative features, 
hybrids get much better mileage than comparably sized conventional vehicles. 

Hybrid vehicle technology is quickly evolving. Today's hybrids use electricity to supple- 
ment conventional engine power, while future plug-in hybrids will use the power of a 
smaller engine to supplement electricity. The hybrids we now see on the road have enough 
battery power on board for acceleration to about 20 miles per hour and after that assist 
the engine when necessary. This improves fuel mileage, but the batteries are recharged by 
the engine—they are never plugged in. 

Plug-in hybrids achieve even better fuel economy. Instead of relying on the engine to 
recharge batteries, most recharging will be received from an electrical outlet while the car 
is idle—overnight, for example. This will allow cars to get the energy they need mainly from 
the electrical grid, not the fuel pump. Widespread deployment of plug-ins awaits develop- 
ment of a new generation of batteries and ultra-capacitors (see Sec. 2.7). 

Better fuel economy not only allows our society to be less reliant on oil to meet transportation 
needs but also reduces release of CO; into the atmosphere from vehicles. Each gallon of gaso- 
line burned by a саг engine produces about 9 kg (20 lb) of CO;. A conventional vehicle pro- 
duces several tons of CO; annually; fuel-thrifty hybrids produce much less. Still, since hybrids 
use electricity from the grid, we will have to make a greater effort to reduce power plant emis- 
sions by including more wind power, solar power, and other renewables in the national mix. 





kinetic energy 


TAKE NOTE... 

The symbol A always means 
“final value minus initial 
value.” 
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2.1.2 Potential Energy 


Equation 2.6 is a principal result of the previous section. Derived from Newton's 











mg 


2 t 


N 





second law, the equation gives a relationship between two defined concepts: 
kinetic energy and work. In this section it is used as a point of departure to 
extend the concept of energy. To begin, refer to Fig. 2.2, which shows a body of 
mass m that moves vertically from an elevation z, to an elevation 22 relative to 
the surface of Earth. Two forces are shown acting on the system: a downward 
force due to gravity with magnitude mg and a vertical force with magnitude R 
representing the resultant of all other forces acting on the system. 

The work of each force acting on the body shown in Fig. 2.2 can be determined 
by using the definition previously given. The total work is the algebraic sum of 
these individual values. In accordance with Eq. 2.6, the total work equals the 


change in kinetic energy. That is, 
Earth's surface 
22 


Fig. 2.2 Illustration used to 
introduce the potential energy 
concept. 


TAKE NOTE... 
Throughout this book it 
le assumed that the 
acceleration of gravity, g, 
can be assumed constant. 


gravitational potential 
energy 






1 Е 
jm O3 – VÎ) = | Rdz — | mg dz (2.7) 
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А minus sign is introduced before the second term оп the right because the gravita- 
tional force is directed downward and z is taken as positive upward. 

The first integral on the right of Eq. 2.7 represents the work done by the force R 
on the body as it moves vertically from 21 to 22. The second integral can be evaluated 
as follows: 


| та dz = mg(Z2 — zi) (2.8) 
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where the acceleration of gravity has been assumed to be constant with elevation. Ву 
incorporating Eq. 2.8 into Eq. 2.7 and rearranging 


1 2 
PLUME — Vi) + mg(z; — zı) = | R dz (2.9) 
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The quantity mgz is the gravitational potential energy, PE. The change in gravitational 
potential energy, APE, is 


APE = PE, — PE, = mg(z; — 71) (2.10) 


Potential energy is associated with the force of gravity and is therefore an attribute 
of a system consisting of the body and Earth together. However, evaluating the force 
of gravity as mg enables the gravitational potential energy to be determined for a 
specified value of g knowing only the mass of the body and its elevation. With this 
view, potential energy is regarded as an extensive property of the body. Throughout 
this book it is assumed that elevation differences are small enough that the accelera- 
tion of gravity, g, can be considered constant. The concept of gravitational potential 
energy can be formulated to account for the variation of the acceleration of gravity 
with elevation, however. 

To assign a value to the kinetic energy or the potential energy of a system, it is 
necessary to assume a datum and specify a value for the quantity at the datum. Val- 
ues of kinetic and potential energy are then determined relative to this arbitrary 
choice of datum and reference value. However, since only changes in kinetic and 
potential energy between two states are required, these arbitrary reference specifica- 
tions cancel. 


2.1 Reviewing Mechanical Concepts of Energy 


2.1.3 Units for Energy 


Work has units of force times distance. The units of kinetic energy and potential 
energy are the same as for work. In SI, the energy unit is the newton-meter, N · m, 
called the joule, J. In this book it is convenient to use the kilojoule, kJ. Commonly 
used English units for work, kinetic energy, and potential energy are the foot-pound 
force, ft - Ibf, and the British thermal unit, Btu. 

When a system undergoes a process where there are changes in kinetic and poten- 
tial energy, special care is required to obtain a consistent set of units. 


eb SINS) to illustrate the proper use of units in the calculation of such 
terms, consider a system having a mass of 1 kg whose velocity increases from 15 m/s 
to 30 m/s while its elevation decreases by 10 m at a location where g = 9.7 m/s”. Then 


1 
АКЕ- jm (3 - Vi) 























1 Ж > 1N 1kJ 
ШИЕЛІ 

2 5 5 І Ке • m/s“ | |10°N - m 
= 0.34kJ 

APE = mg(z2 — 21) 
m 1N 1kJ 

= (1k өл) —10 т | 

| њу: [сел 10N * m 


= —0.10 kJ 


For a system having a mass of 1 Ib whose velocity increases from 50 ft/s to 100 ft/s 
while its elevation decreases by 40 ft at a location where g = 32.0 ft/s’, we have 

















1 ftv ft | 1 lbf 1 Btu | 
AKE = -(11b)| | 100 50 
2\ ( Э ( 2) 32.2 lb - ft/s? | | 778 ft - ЊЕ 
= 0.15 Btu 
ft 1 lbf 1 Btu 
APE = (116) | 32.0 40 ft 
( ( 5) ^l Ib - ft/s? 11778 ft - а 








—0.05 Btu 4 4 4 4 


2.1.4 Conservation of Energy in Mechanics 


Equation 2.9 states that the total work of all forces acting on the body from the sur- 
roundings, with the exception of the gravitational force, equals the sum of the changes 
in the kinetic and potential energies of the body. When the resultant force causes the 
elevation to be increased, the body to be accelerated, or both, the work done by the 
force can be considered a transfer of energy to the body, where it is stored as gravi- 
tational potential energy and/or kinetic energy. The notion that energy is conserved 
underlies this interpretation. 

The interpretation of Eq. 2.9 as an expression of the conservation of energy prin- 
ciple can be reinforced by considering the special case of a body on which the only 
force acting is that due to gravity, for then the right side of the equation vanishes and 
the equation reduces to 


1 
5 "(№ — V5) + mg(z; — zı) = 0 (2.11) 
ог 


1 1 
ТАЁ + трг, = 24 + тё, 
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thermodynamic 
definition of work 


Under these conditions, the sum of the kinetic and gravitational potential energies 
remains constant. Equation 2.11 also illustrates that energy can be converted from one 
form to another: For an object falling under the influence of gravity only, the poten- 
tial energy would decrease as the kinetic energy increases by an equal amount. 


2.1.5 Closing Comment 


The presentation thus far has centered on systems for which applied forces affect 
only their overall velocity and position. However, systems of engineering interest 
normally interact with their surroundings in more complicated ways, with changes in 
other properties as well. To analyze such systems, the concepts of kinetic and poten- 
tial energy alone do not suffice, nor does the rudimentary conservation of energy 
principle introduced in this section. In thermodynamics the concept of energy is 
broadened to account for other observed changes, and the principle of conservation 
of energy is extended to include a wide variety of ways in which systems interact with 
their surroundings. The basis for such generalizations is experimental evidence. These 
extensions of the concept of energy are developed in the remainder of the chapter, 
beginning in the next section with a fuller discussion of work. 


Broadening Our Understanding 
of Work 


The work W done by, or on, a system evaluated in terms of macroscopically observ- 
able forces and displacements is 


W= | Е · ds (2.12) 
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This relationship is important in thermodynamics and is used later in the present 
section to evaluate the work done in the compression or expansion of gas (or liquid), 
the extension of a solid bar, and the stretching of a liquid film. However, thermody- 
namics also deals with phenomena not included within the scope of mechanics, so it 
is necessary to adopt a broader interpretation of work, as follows. 

A particular interaction is categorized as a work interaction if it satisfies the fol- 
lowing criterion, which can be considered the thermodynamic definition of work: Work 
is done by a system on its surroundings if the sole effect on everything external to the 
system could have been the raising of a weight. Notice that the raising of a weight is, 
in effect, a force acting through a distance, so the concept of work in thermodynam- 
ics is a natural extension of the concept of work in mechanics. However, the test of 
whether a work interaction has taken place is not that the elevation of a weight has 
actually taken place, or that a force has actually acted through a distance, but that 
the sole effect could have been an increase in the elevation of a weight. 


consider Fig. 2.3 showing two systems labeled A and B. In system 
A, a gas is stirred by a paddle wheel: The paddle wheel does work on the gas. In 
principle, the work could be evaluated in terms of the forces and motions at the 
boundary between the paddle wheel and the gas. Such an evaluation of work is con- 
sistent with Eq. 2.12, where work is the product of force and displacement. By con- 
trast, consider system B, which includes only the battery. At the boundary of system 
B, forces and motions are not evident. Rather, there is an electric current i driven by 
an electrical potential difference existing across the terminals a and b. That this type of 
interaction at the boundary can be classified as work follows from the thermodynamic 
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Fig. 2.3 Two examples of work. ---- - 
TAKE NOTE... 
The term work does not refer 
to what ie being transferred 
between eysteme or to what: 

| is stored within systems, 
Energy is transferred and 
stored when work is done. 


definition of work given previously: We can imagine the current is supplied to a 
hypothetical electric motor that lifts a weight іп the surroundings = ~ << 4 


Work is a means for transferring energy. Accordingly, the term work does not refer 
to what is being transferred between systems or to what is stored within systems. 
Energy is transferred and stored when work is done. 





2.2.1 Sign Convention and Notation 


Engineering thermodynamics is frequently concerned with devices such as internal 
combustion engines and turbines whose purpose is to do work. Hence, in contrast to 
the approach generally taken in mechanics, it is often convenient to consider such 
work as positive. That is, 


W > 0: work done by the system 


W < 0: work done on the system 
This sign convention is used throughout the book. In certain instances, however, it is sign convention for work 
convenient to regard the work done on the system to be positive, as has been done 
in the discussion of Sec. 2.1. To reduce the possibility of misunderstanding in any such 
case, the direction of energy transfer is shown by an arrow on a sketch of the system, 
and work is regarded as positive in the direction of the arrow. 

To evaluate the integral in Eq. 2.12, it is necessary to know how the force varies 
with the displacement. This brings out an important idea about work: The value of 
W depends on the details of the interactions taking place between the system and 
surroundings during a process and not just the initial and final states of the system. 
It follows that work is not a property of the system or the surroundings. In addition, 
the limits on the integral of Eq. 2.12 mean "from state 1 to state 2" and cannot be 
interpreted as the values of work at these states. The notion of work at a state has 
no meaning, so the value of this integral should never be indicated as У; – Wj. 


work is not a property 


HORIZONS 5 
Nanoscale Machines on the Move 


Engineers working in the field of nanotechnol- 

огу, the engineering of molecular-sized devices, 

look forward to the time when practical nanoscale 
machines can be fabricated that are capable of move- 


ment, sensing and responding to stimuli such as light and 
sound, delivering medication within the body, performing 
computations, and numerous other functions that promote 
human well-being. For inspiration, engineers study biologi- 
cal nanoscale machines in living things that perform func- 


tions such as creating and repairing cells, circulating oxy- 
gen, and digesting food. These studies have yielded positive 
results. Molecules mimicking the function of mechanical 
devices have been fabricated, including gears, rotors, ratch- 
ets, brakes, switches, and abacus-like structures. A particu- 
lar success is the development of molecular motors that 
convert light to rotary or linear motion. Although devices 
produced thus far are rudimentary, they do demonstrate the 
feasibility of constructing nanomachines, researchers say. 
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power 


units for power 





The differential of work, ôW, is said to be inexact because, in general, the following 
integral cannot be evaluated without specifying the details of the process 


2 
| ow=w 
1 


On the other hand, the differential of a property is said to be exact because the 
change in a property between two particular states depends in no way on the details 
of the process linking the two states. For example, the change in volume between two 
states can be determined by integrating the differential dV, without regard for the 
details of the process, as follows 


ue 
| dV = У, – ү; 
V. 


1 


where У; is the volume at state 1 and V; is the volume at state 2. The differential of 
every property is exact. Exact differentials are written, as above, using the symbol d. 
To stress the difference between exact and inexact differentials, the differential of 
work is written as ôW. The symbol 6 is also used to identify other inexact differentials 
encountered later. 


2.2.2 Power 


Many thermodynamic analyses are concerned with the time rate at which energy 
transfer occurs. The rate of energy transfer by work is called power and is denoted 
by W. When a work interaction involves a macroscopically observable force, the rate 
of energy transfer by work is equal to the product of the force and the velocity at 
the point of application of the force 


W=F-V (2.13) 


A dot appearing over a symbol, as in W, is used throughout this book to indicate a 
time rate. In principle, Eq. 2.13 can be integrated from time і to time 5 to get the 
total energy transfer by work during the time interval 


M b 
W = | уа= | ж-уа (214) 


t ћ 


The same sign convention applies for W as for W. Since power is a time rate of 
doing work, it can be expressed in terms of any units for energy and time. In SI, 
the unit for power is J/s, called the watt. In this book the kilowatt, kW, is generally 
used. Commonly used English units for power are ft - Ibf/s, Btu/h, and horse- 
power, hp. 


uina eS) to illustrate the use of Eq. 2.13, let us evaluate the power required 
for a bicyclist traveling at 20 miles per hour to overcome the drag force imposed by 
the surrounding air. This aerodynamic drag force is given by 


F,-iCApV? 


where C, is a constant called the drag coefficient, A is the frontal area of the bicycle 
and rider, and p is the air density. By Eq. 2.13 the required power is Fy · V or 


W = (1 C4ApV?)V 
= ICJApV? 
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Using typical values: Са = 0.88, A = 3.9 f, and р = 0.075 Ib/fC, together with V = 

20 mi/h — 29.33 ft/s, and also converting units to horsepower, the power required is 
1 lbf | 1 hp 

32.2 Ib - ft/s? | |550 ft - Ibf/s 





а 4 Ib iv 
W = 7 (0.88)(3.9 r)( 0.075% (29.33 : ) 











— 0.183 hp 4 4 44 


Drag сап be reduced by streamlining the shape of a moving object and using the 
strategy known as drafting (see box). 


Drafting 

Drafting occurs when two or more moving vehicles or individuals align closely to 
reduce the overall effect of drag. Drafting is seen in competitive events such as auto 
racing, bicycle racing, speed-skating, and running. 

Studies show that air flow over a single vehicle or individual in motion is charac- 
terized by a high-pressure region in front and a low-pressure region behind. The dif- 
ference between these pressures creates a force, called drag, impeding motion. Dur- 
ing drafting, as seen in the sketch below, a second vehicle or individual is closely 
aligned with another, and air flows over the pair nearly as if they were a single entity, 
thereby altering the pressure between them and reducing the drag each experiences. 


While race-car drivers use drafting to increase speed, non-motor sport competitors 
usually aim to reduce demands on their bodies while maintaining the same speed. 





2.2.3 Modeling Expansion or Compression Work 


There are many ways in which work can be done by or on a system. The remainder 
of this section is devoted to considering several examples, beginning with the impor- 
tant case of the work done when the volume of a quantity of a gas (or liquid) changes 
by expansion or compression. 

Let us evaluate the work done by the closed system shown in Fig. 2.4 consisting 
of a gas (or liquid) contained in a piston-cylinder assembly as the gas expands. Dur- 
ing the process, the gas pressure exerts a normal force on the piston. Let p denote 
the pressure acting at the interface between the gas and the piston. The force exerted 


r— System boundary 


Атеа= А Average pressure at 
the piston face 2 p 











Fig. 2.4 Expansion or compression 
of a gas or liquid. 
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© Measured data 


by the gas on the piston is simply the product pA, where A is the area of the piston 
face. The work done by the system as the piston is displaced a distance dx is 


8W = pA dx (2.15) 


The product A dx in Eq. 2.15 equals the change in volume of the system, dV. Thus, 
the work expression can be written as 


8W = рау (216) 


Since dV is positive when volume increases, the work at the moving boundary is 
positive when the gas expands. For a compression, dV is negative, and so is work 
found from Eq. 2.16. These signs are in agreement with the previously stated sign 
convention for work. 

For a change in volume from У; to V2, the work is obtained by integrating Eq. 2.16 


у; 
W= | рау (2.17) 


Vi 


Although Eq. 2.17 is derived for the case of a gas (or liquid) in a piston-cylinder 
assembly, it is applicable to systems of any shape provided the pressure is uniform 
with position over the moving boundary. 


2.2.4 Expansion or Compression Work in Actual Processes 


There is no requirement that a system undergoing a process be in equilibrium during 
the process. Some or all of the intervening states may be nonequilibrium states. For 
many such processes we are limited to knowing the state before the process occurs 
and the state after the process is completed. 

Typically, at а nonequilibrium state intensive properties vary with position at a 
given time. Also, at a specified position intensive properties may vary with time, 
sometimes chaotically. In certain cases, spatial and temporal variations in properties 
such as temperature, pressure, and velocity can be measured or obtained by solving 
appropriate governing equations, which are generally differential equations. 

To perform the integral of Eq. 2.17 requires a relationship between 
the gas pressure at the moving boundary and the system volume. How- 
ever, due to nonequilibrium effects during an actual expansion or com- 
pression process, this relationship may be difficult, or even impossible, to 


«e Curve fit obtain. In the cylinder of an automobile engine, for example, combustion 


P 
А” 
Фе 9 
Ps, 
e Org 


and other nonequilibrium effects give rise to nonuniformities throughout 
the cylinder. Accordingly, if a pressure transducer were mounted on the 
cylinder head, the recorded output might provide only an approximation 
for the pressure at the piston face required by Eq. 2.17 Moreover, even 
when the measured pressure is essentially equal to that at the piston face, 


а scatter might exist in the pressure-volume data, as illustrated in Fig. 2.5. 
© 


Still, performing the integral of Eq. 2.17 based on a curve fitted to the 





data could give a plausible estimate of the work. We will see later that in 
some cases where lack of the required pressure-volume relationship 


V 


Fig. 2.5 Pressure at the piston face versus keeps us from evaluating the work from Eq. 2.17 the work can be deter- 


cylinder volume. 


quasiequilibrium process 


mined alternatively from an energy balance (Sec. 2.5). 


2.2.5 Expansion or Compression Work in Quasiequilibrium 
Processes 


Processes are sometime modeled as an idealized type of process called a quasiequilib- 
rium (or quasistatic) process. A quasiequilibrium process is one in which the departure 
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from thermodynamic equilibrium is at most infinitesimal. All states through which the 
system passes in a quasiequilibrium process may be considered equilibrium states. 
Because nonequilibrium effects are inevitably present during actual processes, systems 
of engineering interest can at best approach, but never realize, a quasiequilibrium pro- 
cess. Still the quasiequilibrium process plays a role in our study of engineering thermo- 
dynamics. For details, see the box. 

To consider how a gas (or liquid) might be expanded or compressed in a quasi- 
equilibrium fashion, refer to Fig. 2.6, which shows a system consisting of a gas initially 
at an equilibrium state. As shown in the figure, the gas pressure is maintained uniform 
throughout by a number of small masses resting on the freely moving piston. Imagine 
that one of the masses is removed, allowing the piston to move upward as the gas 
expands slightly. During such an expansion, the state of the gas would depart only 
slightly from equilibrium. The system would eventually come to a new equilibrium 
state, where the pressure and all other intensive properties would again be uniform 
in value. Moreover, were the mass replaced, the gas would be restored to its initial 
state, while again the departure from equilibrium would be slight. If several of the 
masses were removed one after another, the gas would pass through a sequence of 
equilibrium states without ever being far from equilibrium. In the limit as the incre- 
ments of mass are made vanishingly small, the gas would undergo a quasiequilibrium 
expansion process. A quasiequilibrium compression can be visualized with similar 
considerations. 


Using the Quasiequilibrium Process Concept 

Our interest in the quasiequilibrium process concept stems mainly from two consid- 

erations: 

» Simple thermodynamic models giving at least qualitative information about the 
behavior of actual systems of interest often can be developed using the quasiequi- 


librium process concept. This is akin to the use of idealizations such as the point 
mass or the frictionless pulley in mechanics for the purpose of simplifying an 
analysis. 

The quasiequilibrium process concept is instrumental in deducing relationships 
that exist among the properties of systems at equilibrium (Chaps. 3, 6, and 11). 


Equation 2.17 can be applied to evaluate the work in quasiequilibrium expansion or 
compression processes. For such idealized processes the pressure p in the equation is 
the pressure of the entire quantity of gas (or liquid) undergoing the process, and not 
just the pressure at the moving boundary. The relationship between the pressure and 
volume may be graphical or analytical. Let us first consider a graphical relationship. 

A graphical relationship is shown in the pressure-volume diagram (p-V diagram) of 
Fig. 2.7 Initially, the piston face is at position хі, and the gas pressure is p;; at the con- 
clusion of a quasiequilibrium expansion process the piston face is at position x», and 
the pressure is reduced to р». At each intervening piston position, the uniform pressure 
throughout the gas is shown as a point on the diagram. The curve, or path, connecting 
states 1 and 2 on the diagram represents the equilibrium states through which the 
system has passed during the process. The work done by the gas on the piston during 
the expansion is given by fp dV, which can be interpreted as the area under the curve 
of pressure versus volume. Thus, the shaded area on Fig. 2.7 is equal to the work for 
the process. Had the gas been compressed from 2 to 1 along the same path on the p-V 
diagram, the magnitude of the work would be the same, but the sign would be negative, 
indicating that for the compression the energy transfer was from the piston to the gas. 

The area interpretation of work in a quasiequilibrium expansion or compression 
process allows a simple demonstration of the idea that work depends on the process. 





Incremental masses removed 
during an expansion of the 
gas or liquid 











Boundary 
Fig. 2.6 Illustration of a 
quasiequilibrium expansion 
or compression. 
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Fig. 2.7 Work of a quasiequilibrium Fig. 2.8 Illustration that work 
expansion or compression process. depends on the process. 
Comp_Work This can be brought out by referring to Fig. 2.8. Suppose the gas in a piston-cylinder 
А, A.4 - All Tabs e assembly goes from an initial equilibrium state 1 to a final equilibrium state 2 along 
Exp_Work two different paths, labeled A and B on Fig. 2.8. Since the area beneath each path 


A.5 – All Tabs represents the work for that process, the work depends on the details of the process 


as defined by the particular curve and not just on the end states. Using the test for 
a property given in Sec. 1.3.3, we can conclude again (Sec. 2.2.1) that work is not a 
property. The value of work depends on the nature of the process between the end 
states. 

The relation between pressure and volume, or pressure and specific volume, also 
can be described analytically. A quasiequilibrium process described by pV” = con- 

polytropic process stant, or pv" = constant, where n is a constant, is called a polytropic process. Additional 

analytical forms for the pressure-volume relationship also may be considered. 

The example to follow illustrates the application of Eq. 2.17 when the relationship 
between pressure and volume during an expansion is described analytically as 
pV" = constant. 


EXAMPLE 21 УО О О ГОЛ КТГ —__"___ ГТ КГС ~ | 


Evaluating Expansion Work 


A gas in a piston-cylinder assembly undergoes an expansion process for which the relationship between pressure 
and volume is given by 


pV" — constant 
The initial pressure is 3 bar, the initial volume is 0.1 т”, and the final volume is 0.2 m?. Determine the work for 
the process, in kJ, if (a) n = 1.5, (b) n = 1.0, and (c) n = 0. 
SOLUTION 
Known: А gas in a piston-cylinder assembly undergoes an expansion for which pV" — constant. 


Find: Evaluate the work if (a) n = 1.5, (b) n = 1.0, (c) n = 0. 
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Schematic and Given Data: The given p-V relationship and the given data for pressure and volume сап be used 
to construct the accompanying pressure-volume diagram of the process. 


Engineering Model: 









3.0 — 1. The gas is a closed 
system. 
Di 3.0 bar 
= 2oL V, 20.1 m? 2. The moving boundary is 
©, ---»- the only work mode. 
a 
йб V2=0.2m° з The expansion isa @ 








polytropic process. 








V (m?) Fig. E2.1 


Analysis: The required values for the work are obtained by integration of Eq. 2.17 using the given pressure- 
volume relation. 


(a) Introducing the relationship p = constant/V" into Eq. 2.17 and performing the integration 


"s Viconstant 
ТУ = | P dV = | — у dV 
Vi Vi 


(constant) VÀ" — (constant) Vi " 





1-п 


The constant in this expression сап be evaluated at either end state: constant = p,V{ = рМ}. The work expres- 
sion then becomes 


(р›УЗ)У» "— (pV) Vi” " рУ = рМ 
1-п 1-п 





W= (a) 


This expression is valid for all values of n except n = 1.0. The case n = 1.0 is taken up in part (b). 
To evaluate W, the pressure at state 2 is required. This сап be found by using p,V{ = р2У2, which on rear- 
rangement yields 


V. n ЗІ 1:5 
P2 = ph% = (3 var 94) — 1.06 bar 


Accordingly, 


1kJ 


e 10N:m 





_ ( (1.06 bar) (0.2 та?) — (3)(0.1) M |105 N/m? 
" ( [=з ) 1 bar 








= +17.6 kJ 


(b) For n = 1.0, the pressure-volume relationship is pV = constant or p = constant/V. The work is 





" V. V. 
W - constant | v^ (constant) Inv UD ту (b) 
Substituting values 
10° N/m? 1kJ (9) 
zi 0.1 m? = 420.79 k 
Шы ЕТТІ ТТЫ Т а 











(c) For n = 0, the pressure-volume relation reduces to р = constant, and the integral becomes W = p(V2 — V), which 
is a special case of the expression found in part (a). Substituting values and converting units as above, W — --30 kJ. 
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Ф In each case, the work for the process can be interpreted as the area under 
the curve representing the process on the accompanying p-V diagram. Note 
that the relative areas are in agreement with the numerical results. 


Ө Тһе assumption of a polytropic process is significant. If the given pressure- 
volume relationship were obtained as a fit to experimental pressure— 
volume data, the value of fp dV would provide a plausible estimate of 
the work only when the measured pressure is essentially equal to that 
exerted at the piston face. 


© Observe the use of unit conversion factors here and in part (b). 


@ In each of the cases considered, it is not necessary to identify the gas (or 
liquid) contained within the piston-cylinder assembly. The calculated values 
for W are determined by the process path and the end states. However, if it 


Evaluate the work, in kJ, for a two-step process consisting of 


an expansion with n = 1.0 from р; = 3 bar, V, = 0.1 m? to V = 0.15 m?, 
followed by an expansion with n = 0 from V = 0.15 m? to V; = 0.2 m’. 
ETE Ans. 22.16 К). 


евевгеевееееееееееееееееееееееееееееееееееееееееегеееееееееееееесе 





2.2.6 Further Examples of Work 


Ability to... 

Q) apply the problem-solving 
methodology, 

О define a closed system and 
identify interactions on its 
boundary, 

О evaluate work using 
ee) 2 7. 

О apply the pressure-volume 

relation pV" = constant. 





is desired to evaluate a property such as temperature, both the nature and amount of the substance must be 
provided because appropriate relations among the properties of the particular substance would then be required. 


Фееееееееееееееееегееееееегеееееее 


To broaden our understanding of the work concept, we now briefly consider several 


other examples of work. 


Extension of a Solid Bar 








w--| СА dx 


Xi 


2 


Consider a system consisting of а solid bar under tension, as shown in 
Fig. 2.9. The bar is fixed at x — 0, and a force F is applied at the other end. 
Let the force be represented as F = oA, where A is the cross-sectional area 
of the bar and а the normal stress acting at the end of the bar. The work 
done as the end of the bar moves a distance dx is given by ôW = -сА dx. 
The minus sign is required because work is done on the bar when dx is 
positive. The work for a change in length from x, to x; is found by integration 


(2.18) 


Fig. 2.9 Elongation of a solid bar. Equation 2.18 for a solid is the counterpart of Eq. 2.17 for a gas undergoing 


an expansion or compression. 
Rigid wire frame 





Stretching of a Liquid Film 


Surface of film 


Figure 2.10 shows a system consisting of a liquid film suspended on a wire 
frame. The two surfaces of the film support the thin liquid layer inside by the 
effect of surface tension, owing to microscopic forces between molecules near 
the liquid-air interfaces. These forces give rise to a macroscopically measurable 
force perpendicular to any line in the surface. The force per unit length across 
such a line is the surface tension. Denoting the surface tension acting at the 


y x movable wire by т, the force F indicated on the figure can be expressed as F = 


If the movable wire is displaced by dx, the work is given by ôW = -21т dx. 


P 2lr, where the factor 2 15 introduced because two film surfaces act at the wire. 
X 


The minus sign is required because work is done on the system when dx is 
Fig. 2.10 Stretching of a liquid film. positive. Corresponding to a displacement dx is a change in the total area of 
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the surfaces in contact with the wire of dA = 21 dx, so the expression for work can 

be written alternatively as ÂW = —7 dA. The work for an increase in surface area 

from A, to A; is found by integrating this expression 
A2 

W= -Í т аА (2.19) 


А 


Power Transmitted by a Shaft 

A rotating shaft is a commonly encountered machine element. Consider a shaft 
rotating with angular velocity w and exerting a torque J on its surroundings. 
Let the torque be expressed in terms of a tangential force F, and radius R: 9 — 
F,R. The velocity at the point of application of the force is V = Ro, where w is 
in radians per unit time. Using these relations with Eq. 2.13, we obtain an expres- 
sion for the power transmitted from the shaft to the surroundings 


W = FN = (SIR)(Ro) = Јо 


+ 


(2.20) 


A related case involving a gas stirred by a paddle wheel is considered in the dis- 
cussion of Fig. 2.3. 


Electric Power 
Shown in Fig. 2.11 is a system consisting of an electrolytic cell. The cell is connected 
to an external circuit through which an electric current, i, is flowing. The current is 
driven by the electrical potential difference © existing across the terminals labeled a 
and b. That this type of interaction can be classed as work is considered in the discus- 
sion of Fig. 2.3. 

The rate of energy transfer by work, or the power, is 


W = -&i (2.21) 


Since the current i equals dZ/dt, the work can be expressed in differential form as 


ôW = -%а2 (2.22) 


where dZ is the amount of electrical charge that flows into the system. The minus 
signs appearing in Eqs. 2.21 and 2.22 are required to be in accord with our previously 
stated sign convention for work. 


Work Due to Polarization or Magnetization 

Let us next refer briefly to the types of work that can be done on systems residing 
in electric or magnetic fields, known as the work of polarization and magnetization, 
respectively. From the microscopic viewpoint, electrical dipoles within dielectrics 
resist turning, so work is done when they are aligned by an electric field. Similarly, 
magnetic dipoles resist turning, so work is done on certain other materials when their 
magnetization is changed. Polarization and magnetization give rise to macroscopically 
detectable changes in the total dipole moment as the particles making up the mate- 
rial are given new alignments. In these cases the work is associated with forces 
imposed on the overall system by fields in the surroundings. Forces acting on the 
material in the system interior are called body forces. For such forces the appropriate 
displacement in evaluating work is the displacement of the matter on which the body 
force acts. 


2.2.7 Further Examples of Work in Quasiequilibrium Processes 


Systems other than a gas or liquid in a piston-cylinder assembly also can be envi- 
sioned as undergoing processes in a quasiequilibrium fashion. To apply the quasi- 
equilibrium process concept in any such case, it is necessary to conceive of an 


—————— 
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Fig. 2.11 Electrolytic cell 
used to discuss electric 
power. 


TAKE NOTE... 
When power 15 evaluated in 
terms of the watt, and the 
unit of current is the 
ampere (an SI base unit), 
the unit of electric potential 
is the volt, defined as 1 
watt per ampere. 
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TAKE NOTE... 

Some readers may elect to 
defer Secs. 2.2.7 and 2.2.8 
and proceed directly to 

бес. 2.3 where the energy 
concept is broadened. 





ideal situation in which the external forces acting on the system can be varied so 
slightly that the resulting imbalance is infinitesimal. As a consequence, the system 
undergoes a process without ever departing significantly from thermodynamic 
equilibrium. 

The extension of a solid bar and the stretching of a liquid surface can readily be 
envisioned to occur in a quasiequilibrium manner by direct analogy to the piston- 
cylinder case. For the bar in Fig. 2.9 the external force can be applied in such a way 
that it differs only slightly from the opposing force within. The normal stress is then 
essentially uniform throughout and can be determined as a function of the instan- 
taneous length: с = o(x). Similarly, for the liquid film shown in Fig. 2.10 the exter- 
nal force can be applied to the movable wire in such a way that the force differs 
only slightly from the opposing force within the film. During such a process, the 
surface tension is essentially uniform throughout the film and is functionally related 
to the instantaneous area: т - т(А). In each of these cases, once the required func- 
tional relationship is known, the work can be evaluated using Eq. 2.18 or 2.19, respec- 
tively, in terms of properties of the system as a whole as it passes through equilib- 
rium states. 

Other systems also can be imagined as undergoing quasiequilibrium processes. For 
example, it is possible to envision an electrolytic cell being charged or discharged in 
a quasiequilibrium manner by adjusting the potential difference across the terminals 
to be slightly greater, or slightly less, than an ideal potential called the cell electromo- 
tive force (emf). The energy transfer by work for passage of a differential quantity of 
charge to the cell, dZ, is given by the relation 


ôW = -%а2 (2.23) 


In this equation € denotes the cell emf, an intensive property of the cell, and not 
just the potential difference across the terminals as in Eq. 2.22. 

Consider next a dielectric material residing in a uniform electric field. The energy 
transferred by work from the field when the polarization is increased slightly is 


ôW = -E · d(VP) (2.24) 


where the vector E is the electric field strength within the system, the vector P is the 
electric dipole moment per unit volume, and V is the volume of the system. A simi- 
lar equation for energy transfer by work from a uniform magnetic field when the 
magnetization is increased slightly is 


8W = -uH - d(VM) (2.25) 


where the vector H is the magnetic field strength within the system, the vector M is 
the magnetic dipole moment per unit volume, and / is a constant, the permeability 
of free space. The minus signs appearing in the last three equations are in accord with 
our previously stated sign convention for work: W takes on a negative value when 
the energy transfer is into the system. 


2.2.8 Generalized Forces and Displacements 


The similarity between the expressions for work in the quasiequilibrium processes 
considered thus far should be noted. In each case, the work expression is written in 
the form of an intensive property and the differential of an extensive property. This 
is brought out by the following expression, which allows for one or more of these 
work modes to be involved in a process 


8W = p dV — od(Ax) - т dA — €dZ – E+ d(VP) - uH · d(VM) + (2.26) 





where the last three dots represent other products of an intensive property and the 
differential of a related extensive property that account for work. Because of the 
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notion of work being a product of force and displacement, the intensive property in 
these relations is sometimes referred to as a "generalized" force and the extensive 
property as a “generalized” displacement, even though the quantities making up the 
work expressions may not bring to mind actual forces and displacements. 

Owing to the underlying quasiequilibrium restriction, Eq. 2.26 does not represent 
every type of work of practical interest. An example is provided by a paddle wheel 
that stirs a gas or liquid taken as the system. Whenever any shearing action takes 
place, the system necessarily passes through nonequilibrium states. To appreciate 
more fully the implications of the quasiequilibrium process concept requires consid- 
eration of the second law of thermodynamics, so this concept is discussed again in 
Chap. 5 after the second law has been introduced. 


Broadening Our Understanding of Energy 
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The objective in this section is to use our deeper understanding of work developed 
in Sec. 2.2 to broaden our understanding of the energy of a system. In particular, we 
consider the total energy of a system, which includes kinetic energy, gravitational 
potential energy, and other forms of energy. The examples to follow illustrate some 
of these forms of energy. Many other examples could be provided that enlarge on 
the same idea. 

When work is done to compress a spring, energy is stored within the spring. When 
a battery is charged, the energy stored within it is increased. And when a gas (or 
liquid) initially at an equilibrium state in a closed, insulated vessel is stirred vigor- 
ously and allowed to come to a final equilibrium state, the energy of the gas is 
increased in the process. In keeping with the discussion of work in Sec. 2.2, we can 
also think of other ways in which work done on systems increases energy stored 
within those systems— work related to magnetization, for example. In each of these 
examples the change in system energy cannot be attributed to changes in the sys- 
tem's overall kinetic or gravitational potential energy as given by Eqs. 2.5 and 2.10, 
respectively. The change in energy can be accounted for in terms of internal energy, 
as considered next. 

In engineering thermodynamics the change in the total energy of a system is con- 
sidered to be made up of three macroscopic contributions. One is the change in 
kinetic energy, associated with the motion of the system as a whole relative to an 
external coordinate frame. Another is the change in gravitational potential energy, 
associated with the position of the system as a whole in Earth's gravitational field. 
АП other energy changes are lumped together in the internal energy of the system. 
Like kinetic energy and gravitational potential energy, internal energy is an extensive 
property of the system, as is the total energy. 

Internal energy is represented by the symbol U, and the change in internal energy 
іп a process is U, — U,. The specific internal energy is symbolized by и or и respec- 
tively, depending on whether it is expressed on a unit mass or per mole basis. 

The change in the total energy of a system is 


E» zm Еј = (0, m 0) ЧЕ (КЕ, = КЕ;) аР (РЕ; am PE) (2.27a) 
Or 
AE = AU + АКЕ + АРЕ (2.27Ь) 


АП quantities in Eq. 2.27 are expressed in terms of the energy units previously 
introduced. 

The identification of internal energy as a macroscopic form of energy is a signifi- 
cant step in the present development, for it sets the concept of energy in thermody- 
namics apart from that of mechanics. In Chap. 3 we will learn how to evaluate changes 
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microscopic interpretation 
of internal energy for a gas 





Hot plate 


energy transfer by heat 


sign convention for heat 
transfer 


НТ Modes 
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in internal energy for practically important cases involving gases, liquids, and solids 
by using empirical data. 

To further our understanding of internal energy, consider a system we will often 
encounter in subsequent sections of the book, a system consisting of a gas contained 
in a tank. Let us develop a microscopic interpretation of internal energy by thinking of 
the energy attributed to the motions and configurations of the individual molecules, 
atoms, and subatomic particles making up the matter in the system. Gas molecules 
move about, encountering other molecules or the walls of the container. Part of the 
internal energy of the gas is the translational kinetic energy of the molecules. Other 
contributions to the internal energy include the kinetic energy due to rotation of the 
molecules relative to their centers of mass and the kinetic energy associated with 
vibrational motions within the molecules. In addition, energy is stored in the chemical 
bonds between the atoms that make up the molecules. Energy storage on the atomic 
level includes energy associated with electron orbital states, nuclear spin, and binding 
forces in the nucleus. In dense gases, liquids, and solids, intermolecular forces play an 
important role in affecting the internal energy. 


€ о о ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө 


Thus far, we have considered quantitatively only those interactions between a system 
and its surroundings that can be classed as work. However, closed systems also can 
interact with their surroundings in a way that cannot be categorized as work. 


eb SONOS) when a gas in а rigid container interacts with a hot plate, the 
energy of the gas is increased even though no work is done. | - << 4 


This type of interaction is called an energy transfer by heat. 

On the basis of experiment, beginning with the work of Joule in the early part of 
the nineteenth century, we know that energy transfers by heat are induced only as a 
result of a temperature difference between the system and its surroundings and occur 
only in the direction of decreasing temperature. Because the underlying concept is 
so important in thermodynamics, this section is devoted to a further consideration of 
energy transfer by heat. 


2.4.1 Sign Convention, Notation, and Heat Transfer Rate 


The symbol Q denotes an amount of energy transferred across the boundary of a 
system in a heat interaction with the system's surroundings. Heat transfer into a sys- 
tem is taken to be positive, and heat transfer from a system is taken as negative. 


Q > 0: heat transfer to the system 
Q « 0: heat transfer from the system 


This sign convention is used throughout the book. However, as was indicated for work, 
it is sometimes convenient to show the direction of energy transfer by an arrow on 
a sketch of the system. Then the heat transfer is regarded as positive in the direction 
of the arrow. 

The sign convention for heat transfer is just the reverse of the one adopted for 
work, where a positive value for W signifies an energy transfer from the system to 
the surroundings. These signs for heat and work are a legacy from engineers and 
scientists who were concerned mainly with steam engines and other devices that 
develop a work output from an energy input by heat transfer. For such applications, 
it was convenient to regard both the work developed and the energy input by heat 
transfer as positive quantities. 


2.4 Energy Transfer by Heat 


The value of a heat transfer depends on the details of a process and not just the 
end states. Thus, like work, heat is not a property, and its differential is written as 6Q. 
The amount of energy transfer by heat for a process is given by the integral 


2 
О- | 60 (2.28) 
1 


where the limits mean “Ітоп state 1 to state 2" and do not refer to the values of heat 
at those states. As for work, the notion of “heat” at a state has no meaning, and the 
integral should never be evaluated as О; — Qi. 

The net rate of heat transfer is denoted by О. In principle, the amount of energy 
transfer by heat during a period of time can be found by integrating from time 4 to 
time t; 


Q- | ө dt (2.29) 


1 


To perform the integration, it is necessary to know how the rate of heat transfer var- 
ies with time. 

In some cases it is convenient to use the heat flux, q, which is the heat transfer 
rate per unit of system surface area. The net rate of heat transfer, Q, is related to 
the heat flux 4 by the integral 


Q- | 44А (2.30) 
А 


where А represents the area on the boundary of the system where heat transfer 
occurs. . 

The units for heat transfer О and heat transfer rate О are the same as those 
introduced previously for W and W, respectively. The units for the heat flux are those 
of the heat transfer rate per unit area: kW/m’ or Btu/h - ft’. 

The word adiabatic means without heat transfer. Thus, if a system undergoes a 
process involving no heat transfer with its surroundings, that process is called an 
adiabatic process. 


Medical researchers have found that by gradually 
increasing the temperature of cancerous tissue to 41-45?C the effectiveness of 
chemotherapy and radiation therapy is enhanced for some patients. Different 

approaches can be used, including raising the temperature of the entire body 
with heating devices and, more selectively, by beaming microwaves or ultrasound 


onto the tumor or affected organ. Speculation about why a temperature increase may be 
beneficial varies. Some say it helps chemotherapy penetrate certain tumors more readily 
by dilating blood vessels. Others think it helps radiation therapy by increasing the amount 
of oxygen in tumor cells, making them more receptive to radiation. Researchers report that 
further study is needed before the efficacy of this approach is established and the mecha- 
nisms whereby it achieves positive results are known. 





2.4.2 Heat Transfer Modes 


Methods based on experiment are available for evaluating energy transfer by heat. 
These methods recognize two basic transfer mechanisms: conduction and thermal 
radiation. In addition, empirical relationships are available for evaluating energy 
transfer involving a combined mode called convection. A brief description of each of 
these is given next. A detailed consideration is left to a course in engineering heat 
transfer, where these topics are studied in depth. 


heat is not a property 


rate of heat transfer 


adiabatic 
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Fig. 2.12 Illustration of 
Fourier's conduction law. 


Fourier's law 
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Stefan-Boltzmann law 
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Conduction 

Energy transfer by conduction can take place in solids, liquids, and gases. Conduction 
can be thought of as the transfer of energy from the more energetic particles of a sub- 
stance to adjacent particles that are less energetic due to interactions between particles. 
The time rate of energy transfer by conduction is quantified macroscopically by Fourier's 
law. As an elementary application, consider Fig. 2.12 showing a plane wall of thickness 
L at steady state, where the temperature 7(x) varies linearly with position x. By Fourier's 
law, the rate of heat transfer across any plane normal to the x direction, Q,, is propor- 
tional to the wall area, A, and the temperature gradient in the x direction, d T/dx: 


О, = "EAS (2.31) 


where the proportionality constant « is a property called the thermal conductivity. 
The minus sign is a consequence of energy transfer in the direction of decreasing 
temperature. 


2 ао” 445) in the case of Fig. 2.12 the temperature varies linearly; thus, the 
temperature gradient is 


dT 15-11 
—— m —t———(« 0 
dx L ( ) 


and the rate of heat transfer in the x direction is then 


145 
L 444 4 





Ò, = KA | 


Values of thermal conductivity are given in Table А-19 for common materials. Sub- 
stances with large values of thermal conductivity such as copper are good conductors, 
and those with small conductivities (cork and polystyrene foam) are good insulators. 


Radiation 

Thermal radiation is emitted by matter as a result of changes in the electronic con- 
figurations of the atoms or molecules within it. The energy is transported by electro- 
magnetic waves (or photons). Unlike conduction, thermal radiation requires no inter- 
vening medium to propagate and can even take place in a vacuum. Solid surfaces, 
gases, and liquids all emit, absorb, and transmit thermal radiation to varying degrees. 
The rate at which energy is emitted, Q., from a surface of area А is quantified mac- 
roscopically by a modified form of the Stefan-Boltzmann law 


Q. = eG АТ% (2.32) 


which shows that thermal radiation is associated with the fourth power of the abso- 
lute temperature of the surface, Т. The emissivity, €, is a property of the surface that 
indicates how effectively the surface radiates (0 = = = 1.0), and ø is the Stefan- 
Boltzmann constant: 


ос = 5.67 X 10 °Wim? · K* = 0.1714 x 10 ?Btu/h - ft? - ?^R* 


In general, the net rate of energy transfer by thermal radiation between two surfaces 
involves relationships among the properties of the surfaces, their orientations with 
respect to each other, the extent to which the intervening medium scatters, emits, and 
absorbs thermal radiation, and other factors. A special case that occurs frequently is 
radiation exchange between a surface at temperature Т, and a much larger surround- 
ing surface at T, as shown in Fig. 2.13. The net rate of radiant exchange between the 
smaller surface, whose area is А and emissivity is 2, and the larger surroundings is 


Ò. = scA[T$ – ТА (2.33) 
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Fig. 2.14 Illustration of Newton's law of cooling. 


Fig. 2.13 Net radiation exchange. 


Convection 

Energy transfer between a solid surface at a temperature Т, and an adjacent gas or 
liquid at another temperature Тү plays a prominent role in the performance of many 
devices of practical interest. This is commonly referred to as convection. As an illus- 
tration, consider Fig. 2.14, where Т, > Т. In this case, energy is transferred іп the 
direction indicated by the arrow due to the combined effects of conduction within the 
air and the bulk motion of the air. The rate of energy transfer from the surface to 
the air can be quantified by the following empirical expression: 


D S AC = Т) (2.34) 


known as Newton's law of cooling. In Eq. 2.34, A is the surface area and the propor- 
tionality factor h is called the heat transfer coefficient. In subsequent applications of 
Eq. 2.34, a minus sign may be introduced on the right side to conform to the sign 
convention for heat transfer introduced in Sec. 2.4.1. 

The heat transfer coefficient is not a thermodynamic property. It is an empirical 
parameter that incorporates into the heat transfer relationship the nature of the flow 
pattern near the surface, the fluid properties, and the geometry. When fans or pumps 
cause the fluid to move, the value of the heat transfer coefficient is generally greater 
than when relatively slow buoyancy-induced motions occur. These two general cate- 
gories are called forced and free (or natural) convection, respectively. Table 2.1 pro- 
vides typical values of the convection heat transfer coefficient for forced and free 
convection. 


2.4.3 Closing Comments 


The first step in a thermodynamic analysis is to define the system. It is only after 
the system boundary has been specified that possible heat interactions with the 
surroundings are considered, for these are always evaluated at the system boundary. 


Typical Values of the Convection Heat Transfer Coefficient 


Applications h (W/m? - K) h (Btu/h - ft? - ^R) 
Free convection 

Gases 2-25 0.35-4.4 

Liquids 50-1000 8.8-180 
Forced convection 

Gases 25-250 4.4-44 


Liquids 50-20,000 8.8-3500 
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TAKE NOTE... 
The term heat does not refer 
to what is being transferred 
or to what is stored within 
systems. Energy is trans- 
ferred and stored when heat 
transfer occurs. 


first law of thermodynamics 











In ordinary conversation, the term heat is often used when the word energy would 
be more correct thermodynamically. For example, one might hear, “Please close the 
door or ‘heat’ will be lost.” In thermodynamics, heat refers only to a particular means 
whereby energy is transferred. It does not refer to what is being transferred between 
systems or to what is stored within systems. Energy is transferred and stored, not 
heat. 

Sometimes the heat transfer of energy to, or from, a system can be neglected. 
This might occur for several reasons related to the mechanisms for heat transfer 
discussed above. One might be that the materials surrounding the system are good 
insulators, or heat transfer might not be significant because there is a small tem- 
perature difference between the system and its surroundings. A third reason is that 
there might not be enough surface area to allow significant heat transfer to occur. 
When heat transfer is neglected, it is because one or more of these considerations 
apply. 

In the discussions to follow, the value of Q is provided or it is an unknown in the 
analysis. When Q is provided, it can be assumed that the value has been determined 
by the methods introduced above. When Q is the unknown, its value is usually found 
by using the energy balance, discussed next. 


Energy Accounting: Energy Balance 
for Closed Systems 
As our previous discussions indicate, the only ways the energy of a closed system can 
be changed are through transfer of energy by work or by heat. Further, based on the 
experiments of Joule and others, a fundamental aspect of the energy concept is that 
energy is conserved; we call this the first law of thermodynamics. For further discussion 

of the first law, see the box. 


Joule's Experiments and the First Law 

In classic experiments conducted in the early part of the nineteenth century, Joule 
studied processes by which a closed system can be taken from one equilibrium state 
to another. In particular, he considered processes that involve work interactions but 
no heat interactions between the system and its surroundings. Any such process is 
an adiabatic process, in keeping with the discussion of Sec. 2.4.1. 

Based on his experiments Joule deduced that the value of the net work is the same 
for all adiabatic processes between two equilibrium states. In other words, the value 
of the net work done by or on a closed system undergoing an adiabatic process 
between two given states depends solely on the end states and not on the details of 
the adiabatic process. 

If the net work is the same for all adiabatic processes of a closed system between 
a given pair of end states, it follows from the definition of property (Sec. 1.3) that the 
net work for such a process is the change in some property of the system. This prop- 
erty is called energy. 

Following Joule's reasoning, the change in energy between the two states is 
defined by 


E; = E, = = Ила (а) 


where the symbol E denotes the energy of a system and W,, represents the net work 
for any adiabatic process between the two states. The minus sign before the work 
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term is in accord with the previously stated sign convention for work. Finally, note 
that since any arbitrary value £; can be assigned to the energy of a system at a given 
state 1, no particular significance can be attached to the value of the energy at state 1 
or at any other state. Only changes in the energy of a system have significance. 
The foregoing discussion is based on experimental evidence beginning with the 
experiments of Joule. Because of inevitable experimental uncertainties, it is not pos- 
sible to prove by measurements that the net work is exactly the same for all adiabatic 


processes between the same end states. However, the preponderance of experimen- 
tal findings supports this conclusion, so it is adopted as a fundamental principle that 
the work actually is the same. This principle is an alternative formulation of the first 
law and has been used by subsequent scientists and engineers as a springboard for 
developing the conservation of energy concept and the energy balance as we know 
them today. 





Summarizing Energy Concepts 
АП energy aspects introduced in this book thus far are summarized in words as follows: 


change in the amount net amount of energy net amount of energy 
of energy contained transferred in across transferred out across 
within a system = | the system boundary by | —| the system boundary 
during some time heat transfer during by work during the 
interval the time interval time interval 


This word statement is just an accounting balance for energy, an energy balance. It 
requires that in any process of a closed system the energy of the system increases or 
decreases by an amount equal to the net amount of energy transferred across its 
boundary. 

The phrase net amount used in the word statement of the energy balance must be 
carefully interpreted, for there may be heat or work transfers of energy at many dif- 
ferent places on the boundary of a system. At some locations the energy transfers 
may be into the system, whereas at others they are out of the system. The two terms 
on the right side account for the net results of all the energy transfers by heat and 
work, respectively, taking place during the time interval under consideration. 

The energy balance can be expressed in symbols as energy balance 


EB, — By-cQ-—W (2.35a) 
Introducing Eq. 2.27 an alternative form is 
АКЕ + APE + AU=Q-W (2.356) 


which shows that an energy transfer across the system boundary results in a change 
in one or more of the macroscopic energy forms: kinetic energy, gravitational poten- 
tial energy, and internal energy. All previous references to energy as a conserved 
quantity are included as special cases of Eqs. 2.35. 
Note that the algebraic signs before the heat and work terms of Eqs. 2.35 are dif- 
ferent. This follows from the sign conventions previously adopted. A minus sign 
appears before W because energy transfer by work from the system to the surround- 
ings is taken to be positive. A plus sign appears before Q because it is regarded to ЁПёгВУ Ва! Closed 5ys 
ids s | А.8 – АП Таб5 
be positive when the heat transfer of energy is into the system from the surroundings. 
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time rate form of the 
energy balance 


The energy required by animals to sustain life is 
derived from oxidation of ingested food. We often speak of food being burned 
in the body. This is an appropriate expression because experiments show that 

when food is burned with oxygen, approximately the same energy is released 
as when the food is oxidized in the body. Such an experimental device is the well- 
insulated, constant-volume calorimeter shown in Fig. 2.15. 
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Insulation Fig. 2.15 Constant-volume calorimeter. 





A carefully weighed food sample is placed in the chamber of the calorimeter together 
with oxygen (0;). The entire chamber is submerged in the calorimeters water bath. Тһе 
chamber contents are then electrically ignited, fully oxidizing the food sample. The energy 
released during the reaction within the chamber results in an increase in calorimeter tem- 
perature. Using the measured temperature rise, the energy released can be calculated from 
an energy balance for the calorimeter as the system. This is reported as the calorie value 
of the food sample, usually in terms of kilocalorie (kcal), which is the “Calorie” seen on 
food labels. 


2.5.] Important Aspects of the Energy Balance 


Various special forms of the energy balance can be written. For example, the energy 
balance in differential form is 


dE = 80 — ôW (2.36) 


where dE is the differential of energy, a property. Since О and W аге not properties, 
their differentials are written as 6О and ôW, respectively. 
The instantaneous time rate form of the energy balance is 


dE: . 
erum QE үү (2.37) 


The rate form of the energy balance expressed in words is 


time rate of change net rate at which net rate at which 

of the energy energy is being energy is being 

contained within |= | transferred іп |— | transferred out 
the system at by heat transfer by work at 


time t at time t time t 
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Since the time rate of change of energy is given by 


dE аке + аРЕ + ап 
dt — dt dt dt 





Equation 2.37 can be expressed alternatively as 


dKE | dPE | dU 
+ - 


27 ET 27 Q-W (2.38) 





Equations 2.35 through 2.38 provide alternative forms of the energy balance that 
are convenient starting points when applying the principle of conservation of energy 
to closed systems. In Chap. 4 the conservation of energy principle is expressed in 
forms suitable for the analysis of control volumes. When applying the energy balance 
in any of its forms, it is important to be careful about signs and units and to distin- 
guish carefully between rates and amounts. In addition, it is important to recognize 
that the location of the system boundary can be relevant in determining whether a 
particular energy transfer is regarded as heat or work. 


consider Fig. 2.16, in which three alternative systems are shown 
that include a quantity of a gas (or liquid) in a rigid, well-insulated container. In Fig. 
2.16a, the gas itself is the system. As current flows through the copper plate, there is 
an energy transfer from the copper plate to the gas. Since this energy transfer occurs 
as a result of the temperature difference between the plate and the gas, it is classified 
as a heat transfer. Next, refer to Fig. 2.165, where the boundary is drawn to include 
the copper plate. It follows from the thermodynamic definition of work that the 
energy transfer that occurs as current crosses the boundary of this system must be 
regarded as work. Finally, in Fig. 2.16c, the boundary is located so that no energy is 
transferred across it by heat or work. = ~ << 4 
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Fig. 2.16 Alternative choices for system boundaries. 
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Closing Comments 

Thus far, we have been careful to emphasize that the quantities symbolized by W and 
Q in the foregoing equations account for transfers of energy and not transfers of work 
and heat, respectively. The terms work and heat denote different means whereby 
energy is transferred and not what is transferred. However, to achieve economy of 
expression in subsequent discussions, W and Q are often referred to simply as work 
and heat transfer, respectively. This less formal manner of speaking is commonly used 
in engineering practice. 

The five solved examples provided in Secs. 2.5.2-2.5.4 bring out important ideas 
about energy and the energy balance. They should be studied carefully, and similar 
approaches should be used when solving the end-of-chapter problems. In this text, 
most applications of the energy balance will not involve significant kinetic or poten- 
tial energy changes. Thus, to expedite the solutions of many subsequent examples and 
end-of-chapter problems, we indicate in the problem statement that such changes can 
be neglected. If this is not made explicit in a problem statement, you should decide 
on the basis of the problem at hand how best to handle the kinetic and potential 
energy terms of the energy balance. 


TAKE NOTE... 
The terms heat and work 
denote means whereby energy 
iS transferred. However, W 
and Q are often referred to 
informally as work and heat: 
transfer, respectively. 









2.5.2 Using the Energy Balance: Processes of Closed Systems 


The next two examples illustrate the use of the energy balance for processes of closed 
systems. In these examples, internal energy data are provided. In Chap. 3, we learn 
how to obtain internal energy and other thermodynamic property data using tables, 
graphs, equations, and computer software. 


EXAMPLE 2,2 О те О О ГК КГ Т ТТ Г ГГ ret? 


Cooling a Gas їп a Piston-Cylinder 


Four-tenths kilogram of a certain gas is contained within a piston-cylinder assembly. The gas undergoes a process 
for which the pressure-volume relationship is 


pV? = constant 


The initial pressure is 3 bar, the initial volume is 0.1 па, and the final volume is 0.2 m°. The change in specific 
internal energy of the gas in the process is и; — ш = —55 kJ/kg. There are no significant changes in kinetic or 
potential energy. Determine the net heat transfer for the process, in kJ. 


SOLUTION 


Known: A gas within a piston-cylinder assembly undergoes an expansion process for which the pressure-volume 
relation and the change in specific internal energy are specified. 


Find: Determine the net heat transfer for the process. 


Schematic and Given Data: 


Engineering Model: 





р 1 
| Uy = цу = -55 kJ/kg i 
1. The gas is a closed system. 





2. The process is described by 


ру!5 = constant 
| РУ” = constant. 





3. There is no change in the 
kinetic or potential energy 
of the system. 














V Fig. E2.2 
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Analysis: An energy balance for the closed system takes the form 
AKE’ + APE + AU- О – У 


where the kinetic and potential energy terms drop out by assumption 3. Then, writing AU in terms of specific 
internal energies, the energy balance becomes 


ти = щ) = О - № 
where т is the system mass. Solving for О 
О = ти) = ш) + У 


The value of the work for this process is determined in the solution to part (a) of Example 2.1: W = +176 kJ. 
The change in internal energy is obtained using given data as 


k 
т(и» = u) = 0.4 e(-5s Е. = —22kJ 


Substituting values 


(2) Q = –22 + 17.6 = —4.4 KJ 


@ The given relationship between pressure and volume allows the process to be Cl Ski 
represented by the path shown on the accompanying diagram. The area under axo E El ou : 
the curve represents the work. Since they are not properties, the values of the Ability to... 
work and heat transfer depend on the details of the process and cannot be Q define a closed system and 


determined from the end states only. identify interactions on ite 
boundary. 


Ө The minus sign for the value of О means that a net amount of energy has 


been transferred from the system to its surroundings by heat transfer. H apply the closed-system 
energy balance. 





If the gas undergoes a process for which pV = constant and 


Au = 0, determine the heat transfer, in kJ, keeping the initial pressure 
....... апа given volumes fixed. Ans. 20.79 kJ. Февеееееееееееееееееееееееееееееегееееееее: 


In the next example, we follow up the discussion of Fig. 2.16 by considering two 
alternative systems. This example highlights the need to account correctly for the heat 
and work interactions occurring on the boundary as well as the energy change. 


EXAMPLE 2.3. Ж ОО О О О О О О О Л Л ГС ОК Г ТТ 


Considering Alternative Systems 


Air is contained in a vertical piston-cylinder assembly fitted with an electrical resistor. The atmosphere exerts 
a pressure of 14.7 Ibf/in? on the top of the piston, which has a mass of 100 Ib and a face area of 1 ft’. Electric 
current passes through the resistor, and the volume of the air slowly increases by 1.6 ft? while its pressure remains 
constant. The mass of the air is 0.6 Ib, and its specific internal energy increases by 18 Btu/Ib. The air and piston 
are at rest initially and finally. The piston-cylinder material is a ceramic composite and thus a good insulator. 
Friction between the piston and cylinder wall can be ignored, and the local acceleration of gravity is g = 32.0 ft/s’. 
Determine the heat transfer from the resistor to the air, in Btu, for a system consisting of (a) the air alone, 
(b) the air and the piston. 


SOLUTION 
Known: Data are provided for air contained in a vertical piston-cylinder fitted with an electrical resistor. 


Find: Considering each of two alternative systems, determine the heat transfer from the resistor to the air. 


66 Chapter 2 Energy and the First Law of Thermodynamics 


Schematic and Given Data: 
































Pist r- Pist 
шоп Dam = 14.7 Ibf/in2 var будан 
System Mpiston = 1006 = | Po Scns boundary 
boundary Bacon's! ft2 for part (b) 
for part (a) пи | | 
| 8 ae) + | Aes T 
| Air | Г | дт | = 
| 8 | | isi | 
| | | 1 | | | | 
| с — __ | eL 
APER TT та = 0.6 Ib [ж у а 
V; – V; = 1.6 f? 
Au. = 18 Btu/Ib ^ 
(a) > (b) Fig. E2.3 


Engineering Model: 


1. Two closed systems are under consideration, as shown in the schematic. 


2. The only significant heat transfer is from the resistor to the air, during which the air expands slowly and its 
pressure remains constant. 


3. There is no net change in kinetic energy; the change in potential energy of the air is negligible; and since 
the piston material is a good insulator, the internal energy of the piston is not affected by the heat transfer. 


4. Friction between the piston and cylinder wall is negligible. 
5. The acceleration of gravity is constant; g = 32.0 ft/s’. 
Analysis: (a) Taking the air as the system, the energy balance, Eq. 2.35, reduces with assumption 3 to 
(АКЕ? + ДРЕ? + Аја = О – У 
Or, solving for О, 
Q =W + AU, 
For this system, work is done by the force of the pressure p acting on the bottom of the piston as the air 


expands. With Eq. 2.17 and the assumption of constant pressure 


V 
We | pdV = p(V; — Vi) 
У: 

To determine the pressure p, we use a force balance on the slowly moving, frictionless piston. The upward 
force exerted by the air on the bottom of the piston equals the weight of the piston plus the downward force of 
the atmosphere acting on the top of the piston. In symbols 


P A piston = M piston 8 * p atm piston 


Solving for p and inserting values 




















u Mpiston 8 4 
А piston di 
100 1b)(32.0 ft/s? 1Ibf ii lbf lbf 
Е. X > ) 2 = PIAT ЗА 
1 ft 32.2 lb - ft/s^| 1144 in. in. in. 
Thus, the work is 
W= p(V2 = Vi) 
Ibf 144 in? 1Вш | 
=| 15.4 — |(1.6 f£ = 4.56 Bt 
( mi Ст? | |778 ft. bf id 











With AU, = т. (Аил), the heat transfer is 


Q = + Mair( Айа) 


= 4.56 Btu + (0.6 yis => = 1536 Btu 
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(b) Consider next a system consisting of the air and the piston. The energy change of the overall system is the 
sum of the energy changes of the air and the piston. Thus, the energy balance, Eq. 2.35, reads 
(ЛЕЕ? + APE’ + AU), + (AKE® + APE + Де ни = Q – W 
where the indicated terms drop out by assumption 3. Solving for Q 
О = W + (АРЕ) + (А0) 
For this system, work is done at the top of the piston as it pushes aside the surrounding atmosphere. Applying 


Eq. 2.17 


V2 
W = | рау = Pam( V2 =з Vi) 
V; 


1 


= (147 aa ft^) 


in. 


144 in.? 
112 











| 1 Btu 


778 ft - il = 498 Bu 


The elevation change, Az, required to evaluate the potential energy change of the piston can be found from 
the volume change of the air and the area of the piston face as 


V-V, 1.618 
Az = — ~ = — = 161 
A piston 1ft 





Thus, the potential energy change of the piston is 
(АРЕ) аа = piston gAz 


ft 1 lbf 
= (100 (320 jas ft) | 


32.2 lb - ft/s? 








| 1 Btu 


778 ft - il ш 


Finally, 


Q =W} (APE) piston + ТАИ 


Bt 
= 435 Btu + 02 Btu + (0.6 wis ни. = 15.35 Btu 


© Ө To within round-off, this answer agrees with the result of part (а). 


Q Although the value of Q is the same for each system, observe that the values 
for W differ. Also, observe that the energy changes differ, depending on (vf Skills Developed 
whether the air alone or the air and the piston is the system. 


Ability to... 
Ө For the system of part (b), the following energy balance sheet gives a full Q define alternative closed 
accounting of the heat transfer of energy to the system: systems and identify inter- 


actione on their boundaries. 
О evaluate work using 
15.35 Btu ic de 
Парріу the closed-system 
energy balance. 


Energy In by Heat Transfer 


Disposition of the Energy In 


* Energy stored О develop an energy balance 
Internal energy of the air 10.8 Btu (70.496) sheet. 
Potential energy of the piston 0.2 Btu ( 13%) 





* Energy out by work 4.35 Btu (28.396) 
15.35 Btu (100%) 
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2.5.3 Using the Energy Rate Balance: Steady-State Operation 


A system is at steady state if none of its properties change with time (Sec. 1.3). Many 
devices operate at steady state or nearly at steady state, meaning that property vari- 
ations with time are small enough to ignore. The two examples to follow illustrate 
the application of the energy rate equation to closed systems at steady state. 


EXAMPLE 2.4 ОООО О О ГИТЛЕР 
ы 
: 


Evaluating Energy Transfer Rates of a Gearbox at Steady State 


During steady-state operation, a gearbox receives 60 kW through the input shaft and delivers power through the 
output shaft. For the gearbox as the system, the rate of energy transfer by convection is 


О = -hA(T, – Т) 
where h = 0.171 kW/m’ - К is the heat transfer coefficient, А = 1.0 m? is the outer surface area of the gearbox, 
Ty = 300 К (27°С) is the temperature at the outer surface, and 7; = 293 К (20°С) is the temperature of the 
surrounding air away from the immediate vicinity of the gearbox. For the gearbox, evaluate the heat transfer 
rate and the power delivered through the output shaft, each in kW. 
SOLUTION 


Known: A gearbox operates at steady state with a known power input. An expression for the heat transfer rate 
from the outer surface is also known. 


Find: Determine the heat transfer rate and the power delivered through the output shaft, each in kW. 


Schematic and Given Data: 













| T, = 300 K Engineering Model: 
W, = –60 kw 1. The gearbox is a closed system at steady state. 
T,; = 293 K 


2. For the gearbox, convection is the dominant heat 
= 2 

Di ED EWK transfer mode. 

Input W 

shaft 























К — | Output 
Оет Габе “SoS SS SSS S— 
shaft 


A=1.0m Fig. E2.4 
Analysis: Using the given expression for Q together with known data, the rate of energy transfer by heat is 
ө Ò = -hA(T, – Т) 
kW 
- (oam 0 m^)(300 — 293) К 


m? ы 
= —1.2 kW 





The minus sign for О signals that energy is carried out of the gearbox by heat transfer. 
The energy rate balance, Eq. 2.37 reduces at steady state to 


Ap" з : 5 5 
о Æ -ò-W o W-Q 
The symbol W represents the net power from the system. The net power is the sum of W, and the output power W, 


У = №, + W, 
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With this expression for W, the energy rate balance becomes 

W, + №, = Q 
Solving for W>, inserting О = —1.2 kW, and W, = —60 kW, where the minus sign is required because the input 
shaft brings energy into the system, we have 


e үу; = Q m Ww, 
= (–1.2 kW) — (—60 kW) 
= +58.8 kW 


Ө The positive sign for W, indicates that energy is transferred from the system through the output shaft, as 
expected. 


@ In accord with the sign convention for the heat transfer rate in the energy | 
rate balance (Eq. 2.37), Eq. 2.34 is written with a minus sign: О is negative skills Developed 


since Т, is greater than Т; Ability to... 
Ө Properties of a system at steady state do not change with time. Energy E is U define a closed system and 
a property, but heat transfer and work are not properties. identify interactions on its 
boundary. 


© For this system, energy transfer by work occurs at two different locations, 


3 е . A . П evaluate the rate of 
and the signs associated with their values differ. и 


transfer by convection. 
O At steady state, the rate of heat transfer from the gearbox accounts for the О apply the energy rate 





difference between the input and output power. This can be summarized by balance for steady-state 
the following energy rate “balance sheet” in terms of magnitudes: operation. 
C) develop an energy rate 
Input Output balance sheet, 
60 kW (input shaft) 58.8 kW (output shaft) 
1.2 kW (heat transfer) 
Total: 60 kW 60 kW 


For an emissivity of 0.8 and taking 7, = 7; use Eq. 2.33 to 


: determine the net rate at which energy is radiated from the outer surface 
....... of the gearbox, in kW. Ans. 0.03 kW. Феевевевеевевееевееееееееееееееееееееееееееееевееее: 





EXAMPLE 25 Ж ООО О ООО О О О О Л ГТ О ——————Ó 


Determining Surface Temperature of a Silicon Chip at Steady State 


A silicon chip measuring 5 mm on a side and 1 mm in thickness is embedded in a ceramic substrate. At steady state, 
the chip has an electrical power input of 0.225 W. The top surface of the chip is exposed to a coolant whose tem- 
perature is 20°С. The heat transfer coefficient for convection between the chip and the coolant is 150 W/m? - K. If 
heat transfer by conduction between the chip and the substrate is negligible, determine the surface temperature of 
the chip, in °С. 


SOLUTION 


Known: A silicon chip of known dimensions is exposed on its top surface to a coolant. The electrical power input 
and convective heat transfer coefficient are known. 


Find: Determine the surface temperature of the chip at steady state. 
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Schematic and Given Data: 


Coolant Engineering Model: 


h = 150 W/m? - K 1. The chip is a closed system at steady state. 
Те= 20° С 





2. There is no heat transfer between the chip and the substrate. 


Ceramic substrate Fig. E2.5 


Analysis: The surface temperature of the chip, Tẹ, can be determined using the energy rate balance, Eq. 2.37, 
which at steady state reduces as follows 


ә Bow 


With assumption 2, the only heat transfer is by convection to the coolant. In this application, Newton’s law of 
cooling, Eq. 2.34, takes the form 


e Q = -hA(T, - Т) 
Collecting results 


0 = —hA(T, – T) - W 
Solving for T, 





Т = + Т 
БА f 
In this expression, W = –0.225 W,A = 25 x 10 5 m?, h = 150 W/m’ - K, and T; = 293 K, giving 
-(-0.225 W) 
qo + 293 K Skills Develo 
^^ (150 Wim? - K) (25 x 105m?) (9 skills Developed 
= 353 K (80°C) Ability to... 
О define a closed system and 
identify interactions on its 
@ Properties of a system at steady state do not change with time. Energy Е is boundary. 
a property, but heat transfer and work are not properties. Q evaluate the rate of energy 
1А . 
@ In accord with the sign convention for heat transfer in the energy rate bal- a Pe в 
ance (Eq. 2.37), Eq. 2.34 is written with a minus sign: О is negative since Т, d Pe rate 
: alance for steady-state 
is greater than Т. 
operation. 





If the surface temperature of the chip must be no greater than 


60°C, what is the corresponding range of values required for the convec- 
tive heat transfer coefficient, assuming all other quantities remain 
2.2... unchanged? Ans. h = 225 Wim? K. 2 ү--е-без%%%%%ее%%%9988885%55600000000ө0өө 0000 аа и. 


2.5.4 Using the Energy Rate Balance: Transient Operation 


Many devices undergo periods of transient operation where the state changes with 
time. This is observed during startup and shutdown periods. The next example illus- 
trates the application of the energy rate balance to an electric motor during startup. 
The example also involves both electrical work and power transmitted by a shaft. 
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EXAMPLE 2.6 — UNT 


Investigating Transient Operation of a Motor 


The rate of heat transfer between a certain electric motor and its surroundings varies with time as 

О = -02[1 – е9] 
where t is in seconds and О is in kW. The shaft of the motor rotates at a constant speed of о = 100 rad/s (about 
955 revolutions per minute, or RPM) and applies a constant torque of J = 18 N · m to an external load. The 


motor draws a constant electric power input equal to 2.0 kW. For the motor, plot Q and W, each in kW, and the 
change in energy ДЕ, in kJ, as functions of time from f = 0 to t = 120 s. Discuss. 


SOLUTION 


Known: A motor operates with constant electric power input, shaft speed, and applied torque. The time-varying 
rate of heat transfer between the motor and its surroundings is given. 


Find: Plot Q, W, and AE versus time. Discuss. 
Schematic and Given Data: 


F=18N-m Engineering Model: The system shown in the accompanying 
= 100 rad/s sketch is a closed system. 





= -0.2 [1 — eC9050] kW 
Fig. E2.6a 


Analysis: The time rate of change of system energy is 
dE. ; 
— = = W 
. dt “ . 
W represents the net power from the system: the sum of the power associated with the rotating shaft, Wu, and 
the power associated with the electricity flow, Westec: 


W- W hatt F Wetec 


The rate Walec is known from the problem statement: Wetec = —2.0 kW, where the negative sign is required 
because energy is carried into the system by electrical work. The term Улан can be evaluated with Eq. 2.20 as 


Waat = To = (18N + т)(100 rad/s) = 1800 W = +1.8 kW 


Because energy exits the system along the rotating shaft, this energy transfer rate is positive. 
In summary, 


W = Wetec ала = (72.0kW) + (+1.8 kW) = —0.2 kW 


where the minus sign means that the electrical power input is greater than the power transferred out along the shaft. 
With the foregoing result for W and the given expression for Q, the energy rate balance becomes 
dE 
"an e 9050] — (—0.2) = 0.247 0050 
Integrating 


f 
AE = | oai edi 
0 
0.2 : 
= (—0.05r) = 4 1 ES (= 0.051) 
(0.05) | poe 
e accompanying plots, Figs. E2.6b and c, are developed using the given expression for О and the expres- 
© Th ipanying plots, Figs. E2.6b and developed using the gi pression for Q and the exp 
sions for W and АЕ obtained in the analysis. Because of our sign conventions for heat and work, the values 
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Fig. E2.6b and c 


of О and W are negative. In the first few seconds, the net rate that energy is carried in by work greatly 

exceeds the rate that energy is carried out by heat transfer. Consequently, the energy stored in the motor 

increases rapidly as the motor “warms up.” As time elapses, the value of О approaches W, and the rate of 

energy storage diminishes. After about 100 s, this transient operating mode 

is nearly over, and there is little further change in the amount of energy 

stored, or in any other property. We may say that the motor is then at steady (vf Skills Developed 
өзге Ы  ц)ү њене 


Ability to... 
О define a closed system and 
@ Figures E.2.6b and c can be developed using appropriate software or can identify interactions on ite 
be drawn by hand. boundary. 


О apply the energy rate bal- 
ance for transient operation. 

О develop and interpret 

graphical data. 


“ев%е%еевеееееееееееееееееееееееееееееееееееееееееееееееееееееееееееееееееееееееее 


@ At steady state, the value of О is constant at —0.2 kW. This constant value 
for the heat transfer rate can be thought of as the portion of the electrical 
power input that is not obtained as a mechanical power output because of 
effects within the motor such as electrical resistance and friction. 


If the dominant mode of heat transfer from the outer surface 


of the motor is convection, determine at steady state the temperature 
Т, on the outer surface, in К, for h = 0.17 kW/m? · КА = 0.3 m?, and 
T, = 293 К. Ans. 297 К. 
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In this section the energy concepts developed thus far are illustrated further by appli- 

thermodynamic cycle cation to systems undergoing thermodynamic cycles. A thermodynamic cycle is a 
sequence of processes that begins and ends at the same state. At the conclusion of a 
cycle all properties have the same values they had at the beginning. Consequently, 
over the cycle the system experiences no net change of state. Cycles that are repeated 
periodically play prominent roles in many areas of application. For example, steam 
circulating through an electrical power plant executes a cycle. 

The study of systems undergoing cycles has played an important role in the devel- 
opment of the subject of engineering thermodynamics. Both the first and second laws 
of thermodynamics have roots in the study of cycles. Additionally, there are many 
important practical applications involving power generation, vehicle propulsion, and 
refrigeration for which an understanding of thermodynamic cycles is essential. In this 
section, cycles are considered from the perspective of the conservation of energy 
principle. Cycles are studied in greater detail in subsequent chapters, using both the 
conservation of energy principle and the second law of thermodynamics. 
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Fig. 2.17 Schematic 
diagrams of two 
important classes of 
cycles. (a) Power cycles. 
(b) Refrigeration and 


(a) (b) heat pump cycles. 


2.6.1 Cycle Energy Balance 


The energy balance for any system undergoing a thermodynamic cycle takes the form 
А Ёсусе = Qeycte ~ Wie (2.39) 


where Оса and Weycie represent net amounts of energy transfer by heat and work, 
respectively, for the cycle. Since the system is returned to its initial state after the 
cycle, there is no net change in its energy. Therefore, the left side of Eq. 2.39 equals 
Zero, and the equation reduces to 
Иба = Оа (2.40) 
Equation 2.40 is an expression of the conservation of energy principle that must be sat- 
isfied by every thermodynamic cycle, regardless of the sequence of processes followed by 
the system undergoing the cycle or the nature of the substances making up the system. 
Figure 2.17 provides simplified schematics of two general classes of cycles consid- 
ered in this book: power cycles and refrigeration and heat pump cycles. In each case 
pictured, a system undergoes a cycle while communicating thermally with two bodies, 
one hot and the other cold. These bodies are systems located in the surroundings of 
the system undergoing the cycle. During each cycle there is also a net amount of 
energy exchanged with the surroundings by work. Carefully observe that in using the 
symbols Ош and Оби on Fig. 2.17 we have departed from the previously stated sign 
convention for heat transfer. In this section it is advantageous to regard Qin and Qout 
as transfers of energy in the directions indicated by the arrows. The direction of the 
net work of the cycle, И, „ае, is also indicated by ап arrow. Finally, note that the direc- 
tions of the energy transfers shown in Fig. 2.17b are opposite to those of Fig. 2.17a. 


2.6.2 Power Cycles 


Systems undergoing cycles of the type shown in Fig. 2.17a deliver a net work transfer 
of energy to their surroundings during each cycle. Any such cycle is called a power cycle. 
From Eq. 2.40, the net work output equals the net heat transfer to the cycle, or 
Иса = On Orn (power cycle) (2.41) 
where Qin represents the heat transfer of energy into the system from the hot body, and 
Оба represents heat transfer out of the system to the cold body. From Eq. 2.41 it is clear 


| of the system and write the 


TAKE NOTE... 

When analyzing cycles, we 
normally take energy trans- 
fers as positive in the direc- 
tions of arrows on a sketch 









energy balance accordingly. 





power cycle 
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thermal efficiency 


Power Cycle 


O A.9 – Tabs a & b 


refrigeration and heat 
pump cycles 





that Qin must be greater than О, for a power cycle. The energy supplied by heat 
transfer to a system undergoing a power cycle is normally derived from the combus- 
tion of fuel or a moderated nuclear reaction; it can also be obtained from solar 
radiation. The energy Ош is generally discharged to the surrounding atmosphere or 
a nearby body of water. 

The performance of a system undergoing a power cycle can be described in terms 
of the extent to which the energy added by heat, Qin, is converted to a net work 
output, Wee. The extent of the energy conversion from heat to work is expressed by 
the following ratio, commonly called the thermal efficiency: 


Waals 
Qin 





т = (power cycle) (2.42) 


Introducing Eq. 2.41, an alternative form is obtained as 


те Qin = Фош _ 1 Оа (power cycle) (2.43) 


Qu Оһ 

Since energy is conserved, it follows that the thermal efficiency can never be greater 
than unity (100%). However, experience with actual power cycles shows that the value 
of thermal efficiency is invariably less than unity. That is, not all the energy added to 
the system by heat transfer is converted to work; a portion is discharged to the cold body 
by heat transfer. Using the second law of thermodynamics, we will show in Chap. 5 that 
the conversion from heat to work cannot be fully accomplished by any power cycle. 
The thermal efficiency of every power cycle must be less than unity: 7 < 1 (10096). 





#, ENERGY & Today fossil-fueled power plants can 

^ have thermal efficiencies of 40%, or more. This means that up to 60% of the 

/ energy added by heat transfer during the power plant cycle is discharged from 

the plant other than by work, principally by heat transfer. One way power plant 

cooling is achieved is to use water drawn from a nearby river or lake. The water 

is eventually returned to the river or lake but at a higher temperature, which is a practice 
having several possible environmental consequences. 

The return of large quantities of warm water to a river or lake can affect its ability to 
hold dissolved gases, including the oxygen required for aquatic life. If the return water 
temperature is greater than about 35°C (95°F), the dissolved oxygen may be too low to sup- 
port some species of fish. If the return water temperature is too great, some species also 
can be stressed. As rivers and lakes become warmer, nonnative species that thrive in the 
warmth can take over. Warmer water also fosters bacterial populations and algae growth. 

Regulatory agencies have acted to limit warm-water discharges from power plants, which 
has made cooling towers (Sec. 12.9) adjacent to power plants a common sight. 


2.6.3 Refrigeration and Heat Pump Cycles 


Next, consider the refrigeration and heat pump cycles shown in Fig. 2.175. For cycles 
of this type, Qin is the energy transferred by heat into the system undergoing the cycle 
from the cold body, and Q, is the energy discharged by heat transfer from the sys- 
tem 10 the hot body. To accomplish these energy transfers requires a net work input, 
Weycte- The quantities Qin, Ос, and Weycie are related by the energy balance, which for 
refrigeration and heat pump cycles takes the form 


усе = Оон — Qin (refrigeration and heat pump cycles) (2.44) 


Since Уус is positive in this equation, it follows that Оби is greater than Qin. 
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Although we have treated them as the same to this point, refrigeration and heat 
pump cycles actually have different objectives. The objective of a refrigeration cycle 
is to cool a refrigerated space or to maintain the temperature within a dwelling or 
other building below that of the surroundings. The objective of a heat pump is to 
maintain the temperature within a dwelling or other building above that of the sur- 
roundings or to provide heating for certain industrial processes that occur at elevated 
temperatures. 

Since refrigeration and heat pump cycles have different objectives, their perfor- 
mance parameters, called coefficients of performance, are defined differently. These 
coefficients of performance are considered next. 


Refrigeration Cycles 

The performance of refrigeration cycles can be described as the ratio of the amount 
of energy received by the system undergoing the cycle from the cold body, Qin, to the 
net work into the system to accomplish this effect, УЙ. Thus, the coefficient of 
performance, |8, is 


Qu 
Veste 





(8 = (refrigeration cycle) (2.45) 


Introducing Eq. 2.44, an alternative expression for В is obtained as 
= Qin 
Qout = Qin 


For a household refrigerator, Оби is discharged to the space in which the refrigerator 
is located. Weycje is usually provided in the form of electricity to run the motor that 
drives the refrigerator. 


in a refrigerator the inside compartment acts as the cold body 
and the ambient air surrounding the refrigerator is the hot body. Energy Qin passes 
to the circulating refrigerant from the food and other contents of the inside com- 
partment. For this heat transfer to occur, the refrigerant temperature is necessarily 
below that of the refrigerator contents. Energy Оба passes from the refrigerant to 
the surrounding air. For this heat transfer to occur, the temperature of the circulat- 
ing refrigerant must necessarily be above that of the surrounding air. To achieve 
these effects, а work input is required. For a refrigerator, Wc. is provided in the 
form of electricity. < 4 4 4 4 


B (refrigeration cycles) (2.46) 


Heat Pump Cycles 

The performance of Леаї pumps can be described as the ratio of the amount of energy 
discharged from the system undergoing the cycle to the hot body, Оба, to the net work 
into the system to accomplish this effect, Wycie- Thus, the coefficient of performance, y, is 


= Onn 


(heat pump cycle) (2.47) 
Visite 


y 


Introducing Eq. 2.44, an alternative expression for this coefficient of performance is 
obtained as 


= Qout 
Qout m Ош 


From this equation it can be seen that the value of y is never less than unity. For 
residential heat pumps, the energy quantity Qi, is normally drawn from the surround- 
ing atmosphere, the ground, or a nearby body of water. Wycie is usually provided by 
electricity. 


y (heat pump cycle) (2.48) 


coefficient of performance: 
refrigeration 


coefficient of performance: 
heat pump 


Refrig Cycle 
АЛО – Tabs a & b 


Heat_Pump_Cycle 
АЛТ – Tabs a & b 
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The coefficients of performance В and у are defined as ratios of the desired heat 
transfer effect to the cost in terms of work to accomplish that effect. Based on the 
definitions, it is desirable thermodynamically that these coefficients have values that 
are as large as possible. However, as discussed in Chap. 5, coefficients of performance 
must satisfy restrictions imposed by the second law of thermodynamics. 
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In this section we consider energy storage, which is deemed a critical national need 
today and likely will continue to be so in years ahead. The need is widespread, includ- 
ing use with conventional fossil- and nuclear-fueled power plants, power plants using 
renewable sources like solar and wind, and countless applications in transportation, 
industry, business, and the home. 


2.7.1 Overview 


While aspects of the present discussion of energy storage are broadly relevant, we 
are mainly concerned here with storage and recapture of electricity. Electricity 
can be stored as internal energy, kinetic energy, and gravitational potential energy 
and converted back to electricity when needed. Owing to thermodynamic limita- 
tions associated with such conversions, the effects of friction and electrical resis- 
tance for instance, an overall input-to-output [055 of electricity is always observed, 
however. 

Among technically feasible storage options, economics usually determines if, when, 
and how storage is implemented. For power companies, consumer demand for elec- 
tricity is a key issue in storage decisions. Consumer demand varies over the day and 
typically is greatest in the 8 a.m. to 8 p.m. period, with demand spikes during that 
interval. Demand is least in nighttime hours, on weekends, and on major holidays. 
Accordingly, power companies must decide which option makes the greatest economic 
sense: marketing electricity as generated, storing it for later use, or a combination — 
and if stored, how to store it. 


2.7.2 Storage Technologies 


The focus in this section is on five storage technologies: batteries, ultra-capacitors, 
superconducting magnets, flywheels, and hydrogen production. Thermal storage is 
considered in Sec. 3.8. Pumped-hydro and compressed-air storage are considered in 
Sec. 4.8.3. 

Batteries are a widely deployed means of electricity storage appearing in cell 
phones, laptop computers, automobiles, power-generating systems, and numerous 
other applications. Yet battery makers struggle to keep up with demands for lighter- 
weight, greater-capacity, longer-lasting, and more quickly recharged units. For years 
batteries have been the subject of vigorous research and development programs. 
Through these efforts, batteries have been developed providing significant improve- 
ments over the lead-acid batteries used for decades. These include utility-scale sodium- 
sulfur batteries and the lithium-ion and nickel-metal hydride types seen in consumer 
products and hybrid vehicles. Novel nanotechnology-based batteries promise even 
better performance: greater capacity, longer service life, and a quicker recharge time, 
all of which are essential for use in hybrid vehicles. 

Ultra-capacitors are energy storage devices that work like large versions of com- 
mon electrical capacitors. When an ultra-capacitor is charged electrically, energy is 


stored as a charge on the surface of a material. In contrast to batteries, ultra-capacitors 
require no chemical reactions and consequently enjoy a much longer service life. 
This storage type is also capable of very rapid charging and discharging. Applica- 
tions today include starting railroad locomotives and diesel trucks. Ultra-capacitors 
are also used in hybrid vehicles, where they work in tandem with batteries. In 
hybrids, ultra-capacitors are best suited for performing short-duration tasks, such 
as storing electricity from regenerative braking and delivering power for accelera- 
tion during start-stop driving, while batteries provide energy needed for sustained 
vehicle motion, all with less total mass and longer service life than with batteries 
alone. 

Superconducting magnetic systems store an electrical input in the magnetic field 
created by flow of electric current in a coil of cryogenically cooled, superconducting 
material. This storage type provides power nearly instantaneously, and with very low 
input-to-output loss of electricity. Superconducting magnetic systems are used by 
high-speed magnetic-levitation trains, by utilities for power-quality control, and by 
industry for special applications such as microchip fabrication. 

Flywheels provide another way to store an electrical input—as kinetic energy. 
When electricity is required, kinetic energy is drained from the spinning flywheel and 
provided to a generator. Flywheels typically exhibit low input-to-output loss of elec- 
tricity. Flywheel storage is used, for instance, by Internet providers to protect equip- 
ment from power outages. 

Hydrogen has also been proposed as an energy storage medium for electricity. 
With this approach, electricity is used to dissociate water to hydrogen via the elec- 
trolysis reaction, ЊО >Н, + % O2. Hydrogen produced this way can be stored to 
meet various needs, including generating electricity by fuel cells via the inverse reac- 
tion: Н, + % О; э Н,О. A shortcoming of this type of storage is its characteristically 
significant input-to-output loss of electricity. For discussion of hydrogen production 
for use in fuel cell vehicles, see Horizons in Sec. 5.3.3. 


Batteries provide convenient and por- 

J table power for many household uses as well as many commercial and indus- 

trial applications. They play an ever-increasing role in our lives and their use 

will expand significantly in coming years. Batteries are great while they work, 

but when their useful life is over, we must find ways to dispose of them that don't 

harm the environment. Already a big concern, this challenge becomes more concerning as 
battery use proliferates. 

Most batteries rely on chemical reactions involving heavy metals such as lead, cadmium, 
and nickel with electrolytes to produce power. Finding ways to deal with these chemicals 
is a difficult yet critical environmental issue. Federal, state, and local regulations are in 
place to govern the collection and management of used batteries and other hazardous 
wastes. Many municipal and commercial programs attempt to reduce the quantities of these 
materials that end up in solid waste landfills or incinerators. The success of such programs 
depends greatly on consumer behavior to separate used batteries from other domestic 
waste and to make sure that the batteries are disposed of properly. 

A related approach to the problem of disposal is to greatly expand the use of recharge- 
able batteries and battery recycling. Widespread use of rechargeable batteries can greatly 
reduce the waste stream. Despite their higher initial cost, rechargeable batteries have been 
shown to be lower in total cost than disposable types. Recycling is also very promising 
since the heavy metals and other materials that make up the batteries can often be 
reclaimed for reuse. Many local communities have established programs for battery recy- 
cling and such programs can also reduce the waste stream significantly. 
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Chapter 2 Energy and the First Law of Thermodynamics 


CHAPTER SUMMARY AND STUDY ЫЫ 0... 


In this chapter, we have considered the concept of energy 
from an engineering perspective and have introduced energy 
balances for applying the conservation of energy principle to 
closed systems. A basic idea is that energy can be stored 
within systems in three macroscopic forms: internal energy, 
kinetic energy, and gravitational potential energy. Energy 
also can be transferred to and from systems. 

Energy can be transferred to and from closed systems by 
two means only: work and heat transfer. Work and heat 
transfer are identified at the system boundary and are not 
properties. In mechanics, work is energy transfer associated 
with macroscopic forces and displacements. The thermody- 
namic definition of work introduced in this chapter extends 
the notion of work from mechanics to include other types of 
work. Energy transfer by heat to or from a system is due to 
a temperature difference between the system and its sur- 
roundings and occurs in the direction of decreasing tem- 
perature. Heat transfer modes include conduction, radiation, 
and convection. These sign conventions are used for work 
and heat transfer: 


> и, i| > o: work done by the system 
« о: work done on the system 
> o: heat transfer to the system 


« o: heat transfer from the system 


> 004 


Energy is an extensive property of a system. Only changes 
in the energy of a system have significance. Energy changes 


KEY ENGINEERING CONCEPTS  —— 


kinetic energy, p. 41 

gravitational potential energy, p. 42 
work, p. 44 

sign convention for work, p. 45 
power, p. 46 

internal energy, p. 55 


p. 56 
adiabatic, p. 57 


ЧАТ. 


heat transfer, p. 56 
sign convention for heat transfer, 


are accounted for by the energy balance. The energy balance 
for a process of a closed system is Eq. 2.35 and an accom- 
panying time rate form is Eq. 2.37. Equation 2.40 is a special 
form of the energy balance for a system undergoing a ther- 
modynamic cycle. 

The following checklist provides a study guide for this 
chapter. When your study of the text and end-of-chapter 
exercises has been completed, you should be able to 


> write out the meanings of the terms listed іп the margins 
throughout the chapter and understand each of the 
related concepts. The subset of key concepts listed below 
is particularly important in subsequent chapters. 


» evaluate these energy quantities 
-kinetic and potential energy changes using Eqs. 2.5 and 
2.10, respectively. 
—work and power using Eqs. 2.12 and 2.13, respectively. 
-expansion or compression work using Eq. 2.17 
> apply closed system energy balances in each of several 
alternative forms, appropriately modeling the case at 


hand, correctly observing sign conventions for work and 
heat transfer, and carefully applying SI and English units. 


> conduct energy analyses for systems undergoing thermody- 
namic cycles using Eq. 2.40, and evaluating, as appropriate, 
the thermal efficiencies of power cycles and coefficients of 
performance of refrigeration and heat pump cycles. 


thermodynamic cycle, p. 72 
power cycle, p. 73 
refrigeration cycle, p. 74 
heat pump cycle, p. 74 


first law of thermodynamics, p. 60 
energy balance, p. 61 


AE = AU + АКЕ + АРЕ 
1 
АКЕ = KE, - КЕ, = PUE - V1) 


APE = РЕ, - PE; = mg(z; — zi) 


(2.27) p. 55 
(2.5) p. 41 


(2.10) p. 42 


Change in total energy of a system. 
Change in kinetic energy of a mass m. 


Change in gravitational potential energy of a mass m at 
constant g. 
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E-E = О - № (2.35а) р. 61 | Energy balance for closed systems. 
ШЕ =0О- У (2.37) р. 62 Energy rate balance for closed systems. 
W= | 3 Е · ds (2.12) р. 44 Work due to action of a force Е. 
W 2р OV (2.13) p. 46 Power due to action of a force F. 
W = | г рау (2.17) р. 48 Expansion ог compression work related to fluid pressure. 
Vi See Fig. 2.4. 





Thermodynamic Cycles 











Woe = On: = Оби (2.41) p. 73 Energy balance for a power cycle. As in Fig. 2.17a, all 
quantities are regarded as positive. 
үу; cle 
n= о, (2.42) р. 74 Thermal efficiency of а power cycle. 
се = Ош = Qin (2.44) p. 74 Energy balance for a refrigeration or heat pump cycle. As in 
Fig. 2.17b, all quantities are regarded as positive. 
B= 7 (2.45) p. 75 Coefficient of performance of a refrigeration cycle. 
cycle 
y= wet (2.47) p. 75 Coefficient of performance of a heat pump cycle. 
cycle 


EXERCISES: THINGS ENGINEERS THINK ABOUT ЛЕКЕНИК TTE? 


1. Why are aerodynamic drag coefficients of Formula One conversion of electromagnetic radiation into motion. Should 
race cars typically much greater than for ordinary the incident light be considered work or heat transfer? 
automobiles? 


10. For polytropic expansion or compression, what causes the 
2. What are several things you as an individual can do to value of n to vary from process to process? 
reduce energy use in your home? While meeting your 


transportation needs? 11. In the differential form of the closed system energy balance, 


dE = 60 - ôW, why is d and not ô used for the differential 
3. How does the kilowatt-hour meter in your house measure on the left? 


i 9 
electric energy usage: 12. When two amusement park bumper cars collide head-on 


4. Why is it incorrect to say that a system contains heat? and come to a stop, how do you account for the kinetic 


| ч ar 
5. What examples of heat transfer by conduction, radiation, and Energy US pai Kad just ыы 


convection do you encounter when using a charcoal grill? 13. What form does the energy balance take for an isolated 


9 
6. After running 5 miles on a treadmill at her campus rec MERE 


center, Ashley observes that the treadmill belt is warm to 14. What forms of energy and energy transfer are present in 
the touch. Why is the belt warm? the life cycle of a thunderstorm? 


7. When microwaves are beamed onto a tumor during cancer 15. How would you define an efficiency for the motor of 
therapy to increase the tumor's temperature, this interaction Example 2.6? 


: : 9 
а ааа 16. Steve has а pedometer that reads kilocalories burned. How 


8. For good acceleration, what is more important for an many miles does he need to walk to burn off the candy bar 
automobile engine, horsepower or torque? he ate while watching a movie? 


9. Experimental molecular motors are reported to exhibit 17. How many tons of СО; are produced annually by a 
movement upon the absorption of light, thereby achieving a conventional automobile? 
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ӨЗІ“ АТТЫ ЛА ЛАУЛТӘЛТСЕН..-ӛ-..---..--..--..-.-...-...-................................. 


Match the appropriate definition or expression іп the right column with the corresponding term in the left column. 


1. __ Refrigeration cycle 


A. Energy transfer for which the sole effect on everything external to the 


system could have been the raising of a weight 


2. __ Change in total energy 
3. __ Adiabatic €. 


B. A sequence of processes that begins and ends at the same state 


Energy transfer induced only as a result of a temperature difference between 


a system and its surroundings 


4. — Sign convention for work D. 


A cycle where energy is transferred by heat into the system undergoing the 


cycle from the cold body and energy is transferred by heat from the system 


to the hot body 


5. . Change in specific kinetic energy E. 
6. __ Energy balance 

7. __ Thermodynamic cycle С. mg(z; — 2) 
. _ Energy transfer by heat 
LAE-Q-W 


J. AKE + PE + 


8 
9. __ Change in potential energy 
10. __ Energy transfer by work 


11. Why does evaluating work using Eq. 2.17 for expansion of 
a gas require knowing the pressure at the interface between 
the gas and the moving piston during the process? 


12. The symbol A is always used to denote 


(a) initial value minus final value 
(b) no change in value 
(c) final value minus initial value 
(d) none of the above 


13. Each of the cycle performance parameters defined in this 
chapter is in the form of the desired energy transfer divided 
by an energy input quantity. For each of the three types of 
cycles considered, identify the energy transfers that play the 
respective roles. 


14. During a quasiequilibrium process, the departure of the state 
of the system from thermodynamic equilibrium is at most 
infinitesimal. How accurate is this model for a real expansion? 


15. In mechanics, the work of a resultant force acting on a 
body equals the change in its 


16. What direction is the net energy transfer by work for a 
power cycle: in or out? The net energy transfer by heat? 


17. The differential of work, ôW, is said to be an 
differential. 


18. Kinetic and gravitational potential energies are extensive 
properties of a closed system. Explain. 


19. What direction is the net energy transfer by work for a 
refrigeration or heat pump cycle: in or out? The net energy 
transfer by heat? 


20. Define a polytropic process. 


21. An object of known mass and initially at rest falls from a 
specified elevation. It hits the ground and comes to rest at 
zero elevation. Is energy conserved in this process? Discuss. 


22. List the three modes of energy transfer by heat and discuss 
the differences among them. 


Н. 1/2 (V? – У?) 


Energy transfer out of the system is considered positive 


Е A process involving no energy transfer by heat 


AU 


V; 
23. In order to evaluate work using W — | рау, we must 
Vi 
specify how p varies with V during the process. It follows 
that work is not a 


24. What is the thermodynamic definition of work? 


25. State the sign convention used in thermodynamics for 
energy transfer by heat for a closed system. 


26. State the sign convention used in thermodynamics for 
energy transfer by work for a closed system. 


27. What are the three modes of energy storage for individual 
atoms and molecules making up the matter within a system? 


28. When a system undergoes a process, the terms work and 
heat do not refer to what is being transferred. is 
transferred when work and/or heat transfer occurs. 


29, The change in total energy of a closed system other than 
changes in kinetic and gravitational potential energy are 
accounted for by the change in 


30. Based on the mechanisms of heat transfer, list three reasons 
why energy transfer by heat may be negligible. 


Indicate whether the following statements are true or false. 
Explain. 


31. A spring is compressed adiabatically. Its internal energy 
increases. 


32. Ifasystem’s temperature increases, it must have experienced 
heat transfer. 


33. The total energy of a closed system can change as a result 
of energy transfer across the system boundary by heat and 
work and energy transfer accompanying mass flow across 
the boundary. 


34. The energy of an isolated system can only increase. 


35. If a closed system undergoes a thermodynamic cycle, there 
can be no net work or heat transfer. 


36. Іп principle, expansion or compression work can be 
evaluated using fp dV for both actual and quasiequilibrium 
expansion processes. 


37. For heat pumps, the coefficient of performance у is always 
greater than or equal to one. 


38. The heat transfer coefficient, h, in Newton's law of cooling 
is not a thermodynamic property. It is an empirical parameter 
that incorporates into the heat transfer relationship the 
nature of the flow pattern near the surface, the fluid 
properties, and the geometry. 


39. For a system at steady state, no property values change 
with time. 


40. Only changes in the internal energy of a system between 
two states have significance: No significance can be attached 
to the internal energy at a state. 


41. The rate of heat transfer at steady state by conduction 
through a plane wall is greater if the wall is fabricated from 
plywood than from concrete, assuming the same wall area 
and temperature gradient. 


42. A process that is adiabatic cannot involve work. 
43. Thermal radiation can occur in vacuum. 


44. Current passes through an electrical resistor inside a tank 
of gas. Depending on where the system boundary is located, 
the energy transfer can be considered work or heat. 


Exploring Energy Concepts 


2.1 A baseball has a mass of 0.3 Ib. What is the kinetic energy 
relative to home plate of a 94 mile per hour fastball, in Btu? 





Fig. P2.1 


2.2 Determine the gravitational potential energy, in kJ, of 2 m? 
of liquid water at an elevation of 30 m above the surface of 
Earth. The acceleration of gravity is constant at 9.7 m/s? and 
the density of the water is uniform at 1000 kg/m. Determine 
the change in gravitational potential energy as the elevation 
decreases by 15 m. 


2.3 An object whose weight is 100 Ibf experiences a decrease 
in kinetic energy of 500 ft - Ibf and an increase in potential 
energy of 1500 ft - ЊЕ The initial velocity and elevation of 
the object, each relative to the surface of the earth, are 40 ft/s 
and 30 ft, respectively. If g = 32.2 ft/s’, determine 
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45. Cooling of computer components achieved by a fan-induced 
air flow falls within the realm of radiation heat transfer. 


46. For any cycle, the net amounts of energy transfer by heat 
and work are equal. 


47. A rotating flywheel stores energy in the form of kinetic 
energy. 


48. Work is not a property. 


49. If a closed system undergoes a process for which the 
change in total energy is positive, the heat transfer must be 
positive. 


50. If a closed system undergoes a process for which the work 
is negative and the heat transfer is positive, the total energy 
of the system must increase. 


51. According to the Stefan-Boltzmann law, all objects emit 
thermal radiation at temperatures higher than 0 К (0°R). 


52. The change in gravitational potential energy of a 2-Ib mass 
whose elevation decreases by 40 ft where g = 32.2 ft/s? is 
—2576 ft - ТЫ. 


53. Power is related mathematically to the amount of energy 
transfer by work by integrating over time. 


54. A dielectric material in a uniform electric field can 
experience energy transfer by work if its polarization 
changes. 


PROBLEMS: DEVELOPING ENGINEERING . ............................... 


(a) the final velocity, in ft/s. 
(b) the final elevation, in ft. 


2.4 A construction crane weighing 12,000 Ibf fell from a height 
of 400 ft to the street below during a severe storm. For 2 = 
32.05 ft/s?, determine the mass, in lb, and the change in 
gravitational potential energy of the crane, in ft - Ibf. 


2.5 An automobile weighing 2500 lbf increases its gravitational 
potential energy by 2.25 x 10* Btu in going from an elevation 
of 5183 ft in Denver to the highest elevation on Trail Ridge 
Road in the Rocky Mountains. What is the elevation at the 
high point of the road, in ft? 


2.6 An object of mass 1000 kg, initially having a velocity of 
100 m/s, decelerates to a final velocity of 20 m/s. What is the 
change in kinetic energy of the object, in kJ? 


27 A 30-seat turboprop airliner whose mass is 14,000 kg 
takes off from an airport and eventually achieves its 
cruising speed of 620 km/h at an altitude of 10,000 m. For 
g — 9.78 m/s?, determine the change in kinetic energy and 
the change in gravitational potential energy of the airliner, 
each in kJ. 


2.8 An automobile having a mass of 900 kg initially moves 
along a level highway at 100 km/h relative to the highway. 
It then climbs a hill whose crest is 50 m above the level 
highway and parks at a rest area located there. For the 
automobile, determine its changes in kinetic and potential 
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energy, each in kJ. For each quantity, kinetic energy and 
potential energy, specify your choice of datum and reference 
value at that datum. Let g — 9.81 m/s?. 


2.9 Vehicle crumple zones are designed to absorb energy 
during an impact by deforming to reduce transfer of energy 
to occupants. How much kinetic energy, in Btu, must a 
crumple zone absorb to fully protect occupants in a 3000-Ib 
vehicle that suddenly decelerates from 10 mph to 0 mph? 


2.10 An object whose mass is 300 Ib experiences changes in 
its kinetic and potential energies owing to the action of a 
resultant force R. The work done on the object by the 
resultant force is 140 Btu. There are no other interactions 
between the object and its surroundings. If the object's 
elevation increases by 100 ft and its final velocity is 200 ft/s, 
what is its initial velocity, in ft/s? Let g = 32.2 ft/s’. 


2.11 A disk-shaped flywheel, of uniform density p, outer radius 
R, and thickness w, rotates with an angular velocity о, in 
rad/s. 


(a) Show that the moment of inertia, 1 = fo prd V. can be 
expressed as J = mpwR*/2 and the kinetic energy can Бе 
expressed as KE = 1072. 

(b) For a steel flywheel rotating at 3000 RPM, determine 
the kinetic energy, in М. m, and the mass, in kg, if R = 038 m 
and w — 0.025 m. 

(c) Determine the radius, in m, and the mass, in kg, of an 
aluminum flywheel having the same width, angular velocity, 
and kinetic energy as in part (b). 


2.12 Using KE = 102/2 from Problem 2.11a, how fast would 
a flywheel whose moment of inertia is 200 Ib - ft? have to 
spin, іп RPM, to store an amount of kinetic energy 
equivalent to the potential energy of a 100 Ib mass raised 
to an elevation of 30 ft above the surface of the earth? Let 
g= 32.2 ftis. 


2.13 Two objects having different masses are propelled 
vertically from the surface of Earth, each with the same 
initial velocities. Assuming the objects are acted upon only 
by the force of gravity, show that they reach zero velocity at 
the same height. 


Initial location 


Final location 





Fig. P2.15 


2.14 An object whose mass is 100 lb falls freely under the 
influence of gravity from an initial elevation of 600 ft above 
the surface of Earth. The initial velocity is downward with a 
magnitude of 50 ft/s. The effect of air resistance is negligible. 
Determine the velocity, in ft/s, of the object just before it 
strikes Earth. Assume g = 31.5 ft/s”. 


2.15 During the packaging process, a can of soda of mass 0.4 kg 
moves down a surface inclined 20° relative to the horizontal, 
as shown in Fig. P2.15. The can is acted upon by a constant 
force R parallel to the incline and by the force of gravity. The 
magnitude of the constant force R is 0.05 N. Ignoring friction 
between the can and the inclined surface, determine the can's 
change in kinetic energy, in J, and whether it is increasing or 
decreasing. ЇЇ friction between the can and the inclined surface 
were significant, what effect would that have on the value of 
the change in kinetic energy? Let g = 9.8 m/s’. 


2.16 Beginning from rest, an object of mass 200 kg slides 
down a 10-m-long ramp. The ramp is inclined at an angle of 
40? from the horizontal. If air resistance and friction between 
the object and the ramp are negligible, determine the 
velocity of the object, in m/s, at the bottom of the ramp. Let 
g = 9.81 m/s’. 


2.17 Jack, who weighs 150 Ibf, runs 5 miles in 43 minutes on a 
treadmill set at a one-degree incline (Fig. P2.17). The 
treadmill display shows he has burned 620 kcal. For Jack to 
break even calorie-wise, how much vanilla ice cream, in cups, 
may he have after his workout? 








Evaluating Work 


2.18 An object initially at an elevation of 5 m relative to 
Earth's surface with a velocity of 50 m/s is acted on by an 
applied force R and moves along a path. Its final elevation 
is 20 m and its velocity is 100 m/s. The acceleration of gravity 
is 9.81 m/s?. Determine the work done on the object by the 
applied force, in kJ. 


2.19 An object of mass 10 kg, initially at rest, experiences a 
constant horizontal acceleration of 4 m/s? due to the action 
of a resultant force applied for 20 s. Determine the total 
amount of energy transfer by work, in kJ. 


2.20 An object initially at rest experiences a constant horizontal 
acceleration due to the action of a resultant force applied 
for 10 s. The work of the resultant force is 10 Btu. The mass 
of the object is 55 lb. Determine the constant horizontal 
acceleration in ft/s’. 


2.21 Тһе drag force, F4, imposed by the surrounding air оп a 
vehicle moving with velocity V is given by 


Fy = CjAipV? 


where Са is a constant called the drag coefficient, A is the 
projected frontal area of the vehicle, and p is the air density. 
Determine the power, in hp, required to overcome 
aerodynamic drag for an automobile moving at (a) 25 miles 
per hour, (b) 70 miles per hour. Assume Са = 028, A = 25 ft’, 
and p — 0.075 Ib/ft?. 


2.22 A major force opposing the motion of a vehicle is the 
rolling resistance of the tires, F,, given by 


Е, = fW 


where f is a constant called the rolling resistance coefficient 
and W is the vehicle weight. Determine the power, in kW, 
required to overcome rolling resistance for a truck weighing 
322.5 kN that is moving at 110 km/h. Let f — 0.0069. 


2.23 'The two major forces opposing the motion of a vehicle 
moving on a level road are the rolling resistance of the tires, 
Е„ and the aerodynamic drag force of the air flowing around 
the vehicle, Fy, given respectively by 


Е, = fW, Fy = C;AlpV? 


where f and Са are constants known as the rolling resistance 
coefficient and drag coefficient, respectively, W and A are 
the vehicle weight and projected frontal area, respectively, V 
is the vehicle velocity, and p is the air density. For a passenger 
car with W = 3040 Ibf, А = 6.24 #2, and C4 = 0.25, and when 
f = 0.02 and p = 0.08 ІМ 


(a) determine the power required, in hp, to overcome rolling 
resistance and aerodynamic drag when V is 55 mi/h. 

(b) plot versus vehicle velocity ranging from 0 to 75 mi/h 
(i) the power to overcome rolling resistance, (ii) the power 
to overcome aerodynamic drag, and (iii) the total power, all 
in hp. 


What implication for vehicle fuel economy can be deduced 
from the results of part (b)? 


EG Measured data for pressure versus volume during the 


compression of a refrigerant within the cylinder of a 
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refrigeration compressor are given in the table below. Using 
data from the table, complete the following: 


(a) Determine a value of п such that the data are fit by an 
equation of the form pV" — constant. 

(b) Evaluate analytically the work done on the refrigerant, 
in Btu, using Eq. 2.17 along with the result of part (a). 

(c) Using graphical or numerical integration of the data, 
evaluate the work done on the refrigerant, in Btu. 

(d) Compare the different methods for estimating the work 
used in parts (b) and (c). Why are they estimates? 





Data Point p (Ibf/in.?) V (in.3) 
1 112 13.0 
2 131 11.0 
3 157 9.0 
4 197 7.0 
5 270 5.0 
6 424 3.0 


2.25 Measured data for pressure versus volume during the 
expansion of gases within the cylinder of an internal 
combustion engine are given in the table below. Using data 
from the table, complete the following: 


(a) Determine a value of п such that the data are fit by an 
equation of the form, pV" — constant. 

(b) Evaluate analytically the work done by the gases, in kJ, 
using Eq. 2.17 along with the result of part (a). 

(c) Using graphical or numerical integration of the data, 
evaluate the work done by the gases, in kJ. 

(d) Compare the different methods for estimating the work 
used in parts (b) and (c). Why are they estimates? 





Data Point p (bar) V (cm?) 
1 15 зоо 
2 12 361 
3 9 459 
4 6 644 
5 4 903 
6 2 1608 


2.26 A gas in a piston-cylinder assembly undergoes a process 
for which the relationship between pressure and volume is 
pV? — constant. The initial pressure is 1 bar, the initial 
volume is 0.1 па, and the final pressure is 9 bar. Determine 
(a) the final volume, in m?, and (b) the work for the process, 
in kJ. 


2.27 Carbon dioxide (CO;) gas within a piston-cylinder 
assembly undergoes a process from a state where p, — 
5 Еп, V; = 2.5 ft? to a state where p; = 20 Би, V; = 
0.5 f. The relationship between pressure and volume during 
the process is given by p = 23.75 — 75V, where V is in ft? 
and p is in Ibf/in? Determine the work for the process, in 
Btu. 


2.28 A gas in a piston-cylinder assembly undergoes a 
compression process for which the relation between pressure 
and volume is given by pV" — constant. Тһе initial volume 
is 0.1 mî, the final volume is 0.04 m°, and the final pressure 
is 2 bar. Determine the initial pressure, in bar, and the work 
for the process, in kJ, if (a) n = 0, (b) n = 1, (c) n = 13. 


2.29 Nitrogen (№) gas within a piston-cylinder assembly 
undergoes a compression from p, — 20 bar, V; - 0.5 m? to 
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a state where У, = 2.75 m°. The relationship between pressure 
and volume during the process is pV 19 = constant. For the 
М», determine (a) the pressure at state 2, in bar, and (b) the 
work, in kJ. 


2.30 Oxygen (О) gas within a piston-cylinder assembly 
undergoes an expansion from a volume V; — 0.01 m? to a 
volume V; — 0.03 m?. The relationship between pressure and 
volume during the process is р = АУ! + B, where А = 
0.06 bar - m? and B = 3.0 bar. For the О», determine (a) the 
initial and final pressures, each in bar, and (b) the work, in kJ. 


2.31 A closed system consisting of 14.5 Ib of air undergoes a 
polytropic process from p, = 80 Ibf/in?, v, = 4 ft?/lb to a 
final state where p; = 20 Ibf/in?, v; = 11 ЕЛЬ. Determine 
the amount of energy transfer by work, in Btu, for the 
process. 


2.32 Air contained within a piston-cylinder assembly is slowly 
compressed. As shown in Fig. P2.32, during this process the 
pressure first varies linearly with volume and then remains 
constant. Determine the total work, in kJ. 
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Fig. P2.32 


2.33 A gas contained within a piston-cylinder assembly 
undergoes three processes in series: 


Process 1-2: Constant volume from p, = 1 bar, V, = 4 m? to 
state 2, where p; — 2 bar. 


Process 2-3: Compression to Уз = 2 т?, during which the 
pressure-volume relationship is pV — constant. 


Process 3-4: Constant pressure to state 4, where V, = 1 т. 


Sketch the processes in series on p-V coordinates and 
evaluate the work for each process, in kJ. 


2.34 Carbon monoxide gas (CO) contained within a piston- 
cylinder assembly undergoes three processes in series: 


Process 1-2: Constant pressure expansion at 5 bar from V; — 
0.2 m? to V; = 1 m. 

Process 2-3: Constant volume cooling from state 2 to state 3 
where p; = 1 bar. 


Process 3-1: Compression from state 3 to the initial state during 
which the pressure-volume relationship is pV - constant. 


Sketch the processes in series on p-V coordinates and 
evaluate the work for each process, in kJ. 


2.35 Air contained within a piston-cylinder assembly 
undergoes three processes in series: 


Process 1-2: Compression during which the pressure-volume 
relationship is pV = constant from p; = 10 Ibf/in2, V, = 4 ft3 
to p; = 50 Ibf/in.? 


Process 2-3: Constant volume from state 2 to state 3 where 
p = 10 Ibf/in? 


Process 3-1: Constant pressure expansion to the initial state. 


Sketch the processes in series on p-V coordinates. Evaluate 
(a) the volume at state 2, in ft^, and (b) the work for each 
process, in Btu. 


2.36 Тһе belt sander shown in Fig. P2.36 has a belt speed of 
1500 ft/min. The coefficient of friction between the sander 
and a plywood surface being finished is 0.2. If the downward 
(normal) force on the sander is 15 Ibf, determine (a) the 
power transmitted by the belt, in Btu/s and hp, and (b) the 
work done in one minute of sanding, in Btu. 





Fig. P2.36 


2.37 A 0.15-m-diameter pulley turns a belt rotating the 
driveshaft of a power plant pump. The torque applied by the 
belt on the pulley is 200 № · m, and the power transmitted 
is 7 kW. Determine the net force applied by the belt on the 
pulley, in kN, and the rotational speed of the driveshaft, in 
RPM. 


2.38 A 10-V battery supplies a constant current of 0.5 amp to 
a resistance for 30 min. (a) Determine the resistance, in 
ohms. (b) For the battery, determine the amount of energy 
transfer by work, in kJ. 


2.39 An electric heater draws a constant current of 6 amp, with 
an applied voltage of 220 V, for 24 h. Determine the 
instantaneous electric power provided to the heater, in kW, 
and the total amount of energy supplied to the heater by 
electrical work, in kW - h. If electric power is valued at 
$0.08/kW + В, determine the cost of operation for one day. 


2.40 A car magazine article states that the power W delivered 
by an automobile engine, in hp, is calculated by multiplying 
the torque 9, in ft - ЊЕ by the rotational speed of the 
driveshaft о, in RPM, and dividing by a constant: 

Tw 


meu 


What is the value and units of the constant C? 


2.41 The pistons of a V-6 automobile engine develop 226 hp. 
If the engine driveshaft rotational speed is 4700 RPM and 


the torque is 248 ft - lbf, what percentage of the developed 
power is transferred to the driveshaft? What accounts for 
the difference in power? Does an engine this size meet your 
transportation needs? Comment. 


2.42 Figure P2.42 shows an object whose mass is 5 Ib attached 
to a rope wound around a pulley. The radius of the pulley is 
3in.If the mass falls at a constant velocity of 5 ft/s, determine 
the power transmitted to the pulley, in hp, and the rotational 
speed of the shaft, in revolutions per minute (RPM). The 
acceleration of gravity is 32.2 ft/s?. 


| V=5 ft/s 
Fig. P2.42 





2.43 As shown in Fig. P2.43, a steel wire suspended vertically 
having a cross-sectional area A and an initial length Хо is 
stretched by a downward force F applied to the end of the 
wire. The normal stress in the wire varies linearly according 
to с = Ce, where e is the strain, given by в = (x — хо)/хо, 
and x is the stretched length of the wire. C is a material 
constant (Young's modulus). Assuming the cross-sectional 
area remains constant, 


(a) obtain an expression for the work done on the wire. 
(b) evaluate the work done on the wire, in ft - Ibf, and the 
magnitude of the downward force, in lbf, if xy = 10 ft, x = 
10.01 ft, = 0.1 in^, and С = 2.5 x 10” Ibf/in? 





| — Wire 


Cross-sectional 
area = A 


F Fig. P2.43 


2.44 A soap film is suspended on a wire frame, as shown in 
Fig. 2.10. The movable wire is displaced by an applied force 
F. If the surface tension remains constant, 


(a) obtain an expression for the work done in stretching the 
film in terms of the surface tension 7, length £, and a finite 
displacement Ax. 

(b) evaluate the work done, in J, if ( — 5 cm, Ax - 0.5 сіп, 
and 7 = 25 x 10? N/cm. 
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2.45 As shown in Fig. P2.45, a spring having an initial 


unstretched length of 0 is stretched by a force F applied at 
its end. The stretched length is €. By Hooke’s law, the force 
is linearly related to the spring extension by F = k(€ — £o) 
where k is the stiffness. If stiffness is constant, 


(a) obtain an expression for the work done in changing the 
spring’s length from Є; to #2. 

(b) evaluate the work done, in J, if 6 = 3cm, 6, = бст, 
6% = 10 cm, and the stiffness is k = 10* N/m. 





Unstretched 
Lo spring 


јр Не. Р2.45 


Evaluating Heat Transfer 


2.46 A fan forces air over a computer circuit board with 


surface area of 70 cm? to avoid overheating. The air 
temperature is 300 K while the circuit board surface 
temperature is 340 K. Using data from Table 2.1, determine 
the largest and smallest heat transfer rates, in W, that might 
be encountered for this forced convection. 


2.47 As shown in Fig. P2.47 the 6-in.-thick exterior wall of a 


building has an average thermal conductivity of 0.32 Btu/h - 
ft - ^R. At steady state, the temperature of the wall decreases 
linearly from 7, = 70°F on the inner surface to Т; on the 
outer surface. The outside ambient air temperature is 7) - 
25°F and the convective heat transfer coefficient is 5.1 Btu/ 
h - ft? - °R. Determine (а) the temperature T, in °F, and 
(b) the rate of heat transfer through the wall, in Btu/h per ft? 
of surface area. 


Wall 


Ty = 25°F 


T, = 70°F h=5.1 Btu/h- #2. °R 





Fig. P2.47 


2.48 As shown in Fig. P2.48, an oven wall consists of a 


0.635-cm-thick layer of steel (к; = 15.1 W/m · К) and a layer 
of brick (књ = 0.72 W/m · К). At steady state, a temperature 
decrease of 0.7°C occurs over the steel layer. The inner 
temperature of the steel layer is 300°C. If the temperature of 
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the outer surface of the brick must be no greater than 40°С, 
determine the thickness of brick, in cm, that ensures this 
limit is met. What is the rate of conduction, in kW per m? 
of wall surface area? 


Brick 


Steel 







T, = 300°C —-+} T, < 40°C 





AT = -0.7°С —4 
L, = 0.635 ст 
Fig. P2.48 


2.49 A composite plane wall consists of a 12-in.-thick layer of 
insulating concrete block (к. = 0.27 Btu/h - ft - ^R) and a 
0.625-in.-thick layer of gypsum board (кь = 1.11 Btu/h - 
ft - ^R). The outer surface temperature of the concrete 
block and gypsum board are 460°R and 560°R, respectively, 
and there is perfect contact at the interface between the two 
layers. Determine at steady state the instantaneous rate of 
heat transfer, in Btu/h per ft? of surface area, and the 
temperature, in °R, at the interface between the concrete 
block and gypsum board. 


2.50 A composite plane wall consists of a 3-in.-thick layer of 
insulation (к; = 0.029 Btu/h · ft - °R) and а 0.75-in.-thick 
layer of siding (k, = 0.058 Btu/h - ft - ^R). The inner 
temperature of the insulation is 67°Е. The outer temperature 
of the siding is —8°F. Determine at steady state (a) the 
temperature at the interface of the two layers, in °F, and 
(b) the rate of heat transfer through the wall in Btu per ft? 
of surface area. 


2,51 Aninsulated frame wall of a house has an average thermal 
conductivity of 0.04 Btu/h - ft - °R. The thickness of the wall 
is 6 in. The inside air temperature is 70°F, and the heat 
transfer coefficient for convection between the inside air and 
the wall is 2 Btu/h - ft? - °R. On the outside, the ambient air 
temperature is 32°F and the heat transfer coefficient for 
convection between the wall and the outside air is 5 Btu/h - 
ft? - °R. Determine at steady state the rate of heat transfer 
through the wall, in Btu/h per ft^ of surface area. 


2.52 Complete the following exercise using heat transfer 
relations: 


(a) Referring to Fig. 2.12, determine the rate of conduction 
heat transfer, in W, for к = 0.07 W/m · K, A = 0.125 т, 
T, = 298 К, Т, = 273 K. 

(b) Referring to Fig. 2.14, determine the rate of convection 
heat transfer from the surface to the air, in W, for h — 
10 Wim? - K, A = 0.125 m°, Т, = 305 K, T, = 298 K. 


2.53 At steady state, a spherical interplanetary electronics- 
laden probe having a diameter of 0.5 m transfers energy by 


radiation from its outer surface at a rate of 150 W. If the 
probe does not receive radiation from the sun or deep space, 
what is the surface temperature, іп K? Let г = 0.8. 


2.54 A body whose surface area is 0.5 п, emissivity is 0.8, and 
temperature is 150°C is placed in a large, evacuated chamber 
whose walls are at 25°С. What is the rate at which radiation 
is emitted by the surface, in W? What is the net rate at which 
radiation is exchanged between the surface and the chamber 
walls, in W? 


2.55 '[he outer surface of the grill hood shown in Fig. P2.55 is 
at 47°С and the emissivity is 0.93. The heat transfer coefficient 
for convection between the hood and the surroundings at 
27°C is 10 W/m? > K. Determine the net rate of heat transfer 
between the grill hood and the surroundings by convection 
and radiation, in kW per m? of surface area. 


To = 27°C 
h = 10 W/m? - k 





Fig. P2.55 


Using the Energy Balance 


2.56 Each line of the following table gives data for a process 
of a closed system. Each entry has the same energy units. 
Determine the missing entries. 





Process Q w Ei E; AE 
a +50 – 20 +70 
b +20 4-50 4-30 
с —60 +40 +60 
d —40 +50 0 
е +50 +150 =80 


2.57 Each line of the following table gives data, in Btu, for a 
process of a closed system. Determine the missing table 
entries, in Btu. 





Process Q w E E; AE 
a +40 +15 +15 
b T9 4-7. +22 
€ —4 +10 =8 
d —10 —10 +20 
е +3 =3 +8 


2.58 A closed system of mass 10 kg undergoes a process during 
which there is energy transfer by work from the system of 
0.147 kJ per kg, an elevation decrease of 50 m, and an 
increase in velocity from 15 m/s to 30 m/s. The specific 
internal energy decreases by 5 kJ/kg and the acceleration of 
gravity is constant at 9.7 m/s?. Determine the heat transfer 
for the process, in kJ. 


2.59 As shown in Fig. P2.59, a gas contained within a piston- 
cylinder assembly, initially at a volume of 0.1 m?, undergoes 
a constant-pressure expansion at 2 bar to a final volume of 
0.12 mî, while being slowly heated through the base. The 
change in internal energy of the gas is 0.25 kJ. The piston 
and cylinder walls are fabricated from heat-resistant material, 
and the piston moves smoothly in the cylinder. The local 
atmospheric pressure is 1 bar. 


(a) For the gas as the system, evaluate work and heat 
transfer, each in kJ. 

(b) For the piston as the system, evaluate work and change 
in potential energy, each in kJ. 


PistonA4 


Рат = 1 bar 





| _ » = 2 bar 
V,=0.1 m? 
У; = 0.12 n? 


(Uy 01) = 0.25 KJ 














Q 
Fig. P2.59 


2.60 A gas contained in a piston-cylinder assembly undergoes 
two processes, A and B, between the same end states, 1 and 
2,wherep; = 1 Баг, У, = 1 m°, U; = 400 kJ and p» = 10 bar, 
V; = 0.1 mî, 0; = 450 kJ: 


Process A: Constant-volume process from state 1 to a pressure 
of 10 bar, followed by a constant-pressure process to state 2. 


Process B: Process from 1 to 2 during which the pressure- 
volume relation is pV — constant. 


Kinetic and potential effects can be ignored. For each of the 
processes A and B, (a) sketch the process on p-V coordinates, 
(b) evaluate the work, in kJ, and (c) evaluate the heat 
transfer, in kJ. 


2.61 A gas contained within a piston-cylinder assembly 
undergoes two processes, A and B, between the same end 
states, 1 and 2, where p, = 10 bar, У; = 0.1 m3, U; = 400 kJ 
and p> = 1 bar, У; = 1.0 т?, U, = 200 kJ: 

Process A: Process from 1 to 2 during which the pressure- 


volume relation is pV — constant. 


Process B: Constant-volume process from state 1 to a pressure 
of 2 bar, followed by a linear pressure-volume process to 
state 2. 
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Kinetic and potential energy effects can be ignored. For each 
of the processes A and B, (a) sketch the process on p-V 
coordinates, (b) evaluate the work, in kJ, and (c) evaluate 
the heat transfer, in kJ. 


2.62 An electric motor draws a current of 10 amp with a 
voltage of 110 V, as shown in Fig. P2.62. The output shaft 
develops a torque of 9.7 N · m and a rotational speed of 
1000 RPM. For operation at steady state, determine for the 
motor 


(a) the electric power required, in kW. 

(b) the power developed by the output shaft, in kW. 

(c) the average surface temperature, T, in °C, if heat transfer 
occurs by convection to the surroundings at 7; = 21°С. 


T; = 21°С 






2-9ЛМ.т 
1000 ЕРМ 


| Wshaft 





О = ЋА(Т;-Т,) 
ҺА = 3.9 W/K 


Fig. P2.62 


2.63 As shown in Fig. P2.63, the outer surface of a transistor 
is cooled convectively by a fan-induced flow of air at a 
temperature of 25°С and a pressure of 1 atm. The transistor’s 
outer surface area is 5 X 107% m°. At steady state, the 
electrical power to the transistor is 3 W. Negligible heat 
transfer occurs through the base of the transistor. The 
convective heat transfer coefficient is 100 W/m? - K. 
Determine (a) the rate of heat transfer between the transistor 
and the air, in W, and (b) the temperature at the transistor's 
outer surface, in °С. 


=> 
Air at 25°C, 1 atm, 






h = 100 W/m? - K тол -5x10^m? 


Fig. P2.63 


2.64 One kg of Refrigerant 22, initially at pj = 0.9 MPa, ш = 
232.92 kJ/kg, is contained within a rigid closed tank. The 
tank is fitted with a paddle wheel that transfers energy to 
the refrigerant at a constant rate of 0.1 kW. Heat transfer 
from the refrigerant fo its surroundings occurs at a rate Kt, 
in kW, where K is a constant, in kW per minute, and t is 
time, in minutes. After 20 minutes of stirring, the refrigerant 
is at p; - 1.2 MPa, и; - 276.67 kJ/kg. No overall changes іп 
kinetic or potential energy occur. (a) For the refrigerant, 
determine the work and heat transfer, each in kJ. (b) Determine 
the value of the constant K appearing in the given heat transfer 
relation, in kW/min. 


2.65 A gas is contained in a vertical piston-cylinder assembly 
by a piston with a face area of 40 in? and weight of 100 Ibf. 
The atmosphere exerts a pressure of 14.7 Ibf/in.? on top of 
the piston. A paddle wheel transfers 3 Btu of energy to 
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the gas during a process in which the elevation of the 
piston increases by 1 ft. The piston and cylinder are poor 
thermal conductors, and friction between them can be 
neglected. Determine the change in internal energy of the 
gas, in Btu. 


2.66 A gas undergoes a process in a piston-cylinder assembly 
during which the pressure-specific volume relation is рә? = 
constant. The mass of the gas is 0.4 Ib and the following 
data are known: p, = 160 Ibf/in2, V; = 1 ft, and p; = 
390 Ibf/in.? During the process, heat transfer from the gas is 
2.1 Btu. Kinetic and potential energy effects are negligible. 
Determine the change in specific internal energy of the gas, 
in Btu/Ib. 


2.67 Four kilograms of carbon monoxide (CO) is contained in 
a rigid tank with a volume of 1 m?. The tank is fitted with a 
paddle wheel that transfers energy to the CO at a constant 
rate of 14 W for 1 h. During the process, the specific internal 
energy of the carbon monoxide increases by 10 kJ/kg. If no 
overall changes in kinetic and potential energy occur, 
determine 


(a) the specific volume at the final state, in m*/kg. 

(b) the energy transfer by work, in kJ. 

(c) the energy transfer by heat transfer, in kJ, and the 
direction of the heat transfer. 


2.68 Helium gas is contained in a closed rigid tank. An electric 
resistor in the tank transfers energy to the gas at a constant 
rate of 1 kW. Heat transfer from the gas to its surroundings 
occurs at a rate of 5t watts, where t is time, in minutes. Plot 
the change in energy of the helium, in kJ, for t = 0 and 
comment. 


2.69 Steam in a piston-cylinder assembly undergoes a polytropic 
process. Data for the initial and final states are given in the 
accompanying table. Kinetic and potential energy effects are 
negligible. For the process, determine the work and heat 
transfer, each in Btu per lb of steam. 





State p (Ibf/in.?) v (ft3/Ib) u (Btu/Ib) 
1 100 4.934 1136.2 
2 40 11.04 1124.2 


2.70 Air expands adiabatically in a piston-cylinder assembly 
from an initial state where ру = 100 Ibf/in2, v, = 3.704 ЕЛЬ, 
and T, = 1000 °R, to a final state where p; = 50 Ibf/in2 The 
process is polytropic with n = 14. The change in specific 
internal energy, in Btu/lb, can be expressed in terms of 
temperature change as Au = (0.171)(7, — Т)). Determine the 
final temperature, in ^R. Kinetic and potential energy effects 
can be neglected. 


2.71 A vertical piston-cylinder assembly with a piston of mass 
25 kg and having a face area of 0.005 m? contains air. The 
mass of air is 2.5 g, and initially the air occupies a volume 
of 2.5 liters. The atmosphere exerts a pressure of 100 kPa 
on the top of the piston. The volume of the air slowly 
decreases to 0.001 m? as energy with a magnitude of 1 kJ 
is slowly removed by heat transfer. Neglecting friction 
between the piston and the cylinder wall, determine the 
change in specific internal energy of the air, in kJ/kg. 
Let g = 9.8 mis’. 
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2.72 Gaseous CO, is contained in a vertical piston-cylinder 


assembly by a piston of mass 50 kg and having a face area 
of 0.01 m?. The mass of the CO; is 4 g. The CO, initially 
occupies a volume of 0.005 m? and has a specific internal 
energy of 657 kJ/kg. The atmosphere exerts a pressure of 100 
kPa on the top of the piston. Heat transfer in the amount of 
1.95 kJ occurs slowly from the CO; to the surroundings, and 
the volume of the CO; decreases to 0.0025 m. Friction 
between the piston and the cylinder wall can be neglected. 
The local acceleration of gravity is 9.81 m/s”. For the CO; 
determine (a) the pressure, in kPa, and (b) the final specific 
internal energy, in kJ/kg. 


2.73 Figure P2.73 shows a gas contained in a vertical piston- 


cylinder assembly. A vertical shaft whose cross-sectional 
area is 0.8 cm? is attached to the top of the piston. The total 
mass of the piston and shaft is 25 kg. While the gas is slowly 
heated, the internal energy of the gas increases by 0.1 kJ, 
the potential energy of the piston-shaft combination 
increases by 0.2 kJ, and a force of 1334 N is exerted on the 
shaft as shown in the figure. The piston and cylinder are 
poor conductors, and friction between them is negligible. 
The local atmospheric pressure is 1 bar and g = 9.81 m/s?. 
Determine, (a) the work done by the shaft, (b) the work 
done in displacing the atmosphere, and (c) the heat transfer 
to the gas, all in kJ. (d) Using calculated and given data, 
develop a detailed accounting of the heat transfer of energy 
to the gas. 


Е-1334М 














Q 
Fig. P2.73 


Analyzing Thermodynamic Cycles 


2.74 The following table gives data, in kJ, for a system 


undergoing a power cycle consisting of four processes in 
series. Determine, the (a) missing table entries, each in kJ, 
and (b) the thermal efficiency. 





Process AE Q Ww 
1-2 —1200 0 
2-3 800 
3-4 —200 —200 
4-1 400 600 


2.75 The following table gives data, in Btu, for a system 
undergoing a power cycle consisting of four processes in 
series. Determine (a) the missing table entries, each in Btu, 
and (b) the thermal efficiency. 


Process AU AKE APE AE Q Ww 
1-2 950 50 0 1000 
2-3 0 50 —450 450 
3-4 —650 0 —600 0 
4-1 200 --100 =50 0 


2.76 Figure P2.76 shows a power cycle executed by a gas in a 
piston-cylinder assembly. For process 1-2, U} — U, = 15 kJ. 
For process 3-1, Q4; = 10 kJ. There are no changes in kinetic 
or potential energy. Determine (a) the work for each process, 
in kJ, (b) the heat transfer for processes 1-2 апа 2-3, each 
in kJ, and (c) the thermal efficiency. 
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Fig. Р2.76 


277 A gas within а piston-cylinder assembly undergoes а 
thermodynamic cycle consisting of three processes in series, 
beginning at state 1 where p, = 1 bar, У) = 1.5 п, as follows: 


Process 1-2: Compression with pV = constant, Wi; = —104 kJ, 
U, = 512 kJ, 0, = 690 kJ. 


Process 2-3: ү; = 0, Оз = —150 kJ. 
Process 3-1: Уз = +50 kJ. 


There are no changes in kinetic or potential energy. 
(a) Determine О |2, Ол, and U3, each in kJ. (b) Can this cycle 
be a power cycle? Explain. 


2.78 A gas within a piston-cylinder assembly undergoes a 
thermodynamic cycle consisting of three processes: 


Process 1-2: Compression with pV = constant, from p; = 1 bar, 
V; = 2 ш? to V; = 02 п, U; — U, = 100 KJ. 
Process 2-3: Constant volume to p; = р. 


Process 3-1: Constant-pressure and adiabatic process. 


There are no significant changes in kinetic or potential 
energy. Determine the net work of the cycle, in kJ, and the 
heat transfer for process 2-3, in kJ. Is this a power cycle or 
a refrigeration cycle? Explain. 


2.79 A gas undergoes a cycle in a piston-cylinder assembly 
consisting of the following three processes: 
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Process 1-2: Constant pressure, р = 1.4 bar, Vi = 0.028 m), 
Wis = 10.5 kJ 


Process 2-3: Compression with pV = constant, О» = U; 


Process 3-1: Constant volume, U; — U3 = —26.4 kJ 


There are no significant changes in kinetic or potential energy. 


(a) Sketch the cycle on a p-V diagram. 
(b) Calculate the net work for the cycle, in kJ. 
(c) Calculate the heat transfer for process 1-2, in kJ. 


2.80 As shown in Fig. P2.80, a gas within a piston-cylinder 
assembly undergoes a thermodynamic cycle consisting of 
three processes in series: 


Process 1-2: Compression with U, = U4. 


Process 2-3: Constant-volume cooling to рз = 140 kPa, Уз = 
0.028 m°. 


Process 3-1: Constant-pressure expansion with Уз = 10.5 kJ. 


For the cycle, Wayae = —8.3 kJ. There are no changes in 
kinetic or potential energy. Determine (a) the volume at 
state 1, in mî, (b) the work and heat transfer for process 1-2, 
each in kJ. (c) Can this be a power cycle? A refrigeration 
cycle? Explain. 








2. Usu, 
p 
1 
рз = 140 kPa 
Уз = 0.028 m? 
ү Fig. P2.80 


2.81 Тһе net work of a power cycle operating as in Fig. 2.17a 
is 10,000 kJ, and the thermal efficiency is 0.4. Determine the 
heat transfers Qin and Оби each in kJ. 


2.82 For a power cycle operating as shown in Fig. 2.17a, the 
energy transfer by heat into the cycle, Qin, is 500 MJ. What 
is the net work developed, in MJ, if the cycle thermal 
efficiency is 30%? What is the value of Од in MJ? 


2.83 For a power cycle operating as in Fig. 2.17a, Qin = 17 X 
10° Btu and Оби = 12 x 10° Btu. Determine уге, in Btu, 
апа 7. 


2.84 А system undergoing a power cycle requires an energy 
input by heat transfer of 10* Btu for each kW · h of net work 
developed. Determine the thermal efficiency. 


2.85 A concentrating solar collector system, as shown in 
Fig. P2.85, provides energy by heat transfer to a power cycle 
at a rate of 2 MW. The cycle thermal efficiency is 3696. 
Determine the power developed by the cycle, in MW. What 
is the work output, in MW · h, for 4380 hours of steady-state 
operation? If the work is valued at $0.08/kW - h, what is the 
total dollar value of the work output? 
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Receiver 


Molten salt 
or oil 


2.86 Figure P2.86 shows two power cycles, A and B, operating 
in series, with the energy transfer by heat into cycle B equal 
in magnitude to the energy transfer by heat from cycle A. 
АШ energy transfers are positive in the directions of the 
arrows. Determine an expression for the thermal efficiency 
of an overall cycle consisting of cycles A and B together in 
terms of their individual thermal efficiencies. 


Qi 






Wa + УВ 


(a) А and B in series 


Fig. P2.86 


(b) Overall cycle 


2.87 Shown in Fig. P2.87 is a cogeneration power plant 
operating in a thermodynamic cycle at steady state. The 
plant provides electricity to a community at a rate of 80 MW. 
The energy discharged from the power plant by heat transfer 
is denoted on the figure by Duc Of this, 70 MW is provided 


Оһ 
У, 
+ 


elect 


= 80 МУ 





water heating 


To environment 


Fig. P2.87 





Atmosphere 


Fig. P2.85 


to the community for water heating and the remainder is 
discarded to the environment without use. The electricity is 
valued at $0.08 per kW - h. If the cycle thermal efficiency 
is 40%, determine the (a) rate energy is added by heat 
transfer, Ош, in MW, (b) rate energy is discarded to the 
environment, in MW, and (c) value of the electricity 
generated, in $ per year. 


2.88 A refrigeration cycle operating as shown in Fig. 2.17b has 
Оош = 1000 Btu and Wye = 300 Btu. Determine the 
coefficient of performance for the cycle. 


2.89 A refrigeration cycle operating as shown in Fig. 2.17b has 
a coefficient of performance В = 1.8. For the cycle, О = 
250 kJ. Determine Qi; and Wa. each in kJ. 


2.90 Тһе refrigerator shown in Fig. P2.90 steadily receives a 
power input of 0.15 kW while rejecting energy by heat 
transfer to the surroundings at a rate of 0.6 kW. Determine 
the rate at which energy is removed by heat transfer from 
the refrigerated space, in kW, and the refrigerator's coefficient 
of performance. 


Qoa = 0.6 kW 






























































= ви W = 0.15 kW 
Fig. P2.90 


2.91 For a refrigerator with automatic defrost and a top- 
mounted freezer, the annual cost of electricity is $55. 
(a) Evaluating electricity at 8 cents per kW - h, determine 
the refrigerator's annual electricity requirement, in kW - h. 
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(b) If the refrigerator's coefficient of performance is 3, 
determine the amount of energy removed from its 
refrigerated space annually, in MJ. 


2.92 A window-mounted room air conditioner removes energy 
by heat transfer from a room and rejects energy by heat 
transfer to the outside air. For steady-state operation, the air 
conditioner cycle requires a power input of 0.434 kW and 
has a coefficient of performance of 6.22. Determine the rate 
that energy is removed from the room air, in kW. If electricity 
is valued at $0.1/kW - В, determine the cost of operation for 
24 hours of operation. 


2.93 An air-conditioning unit with a coefficient of performance 
of 2.93 provides 5000 Btu/h of cooling while operating 
during the cooling season 8 hours per day for 125 days. If 
you pay 10 cents per kW · h for electricity, determine the 
cost, in dollars, for the cooling season. 


2.94 A heat pump cycle operating at steady state receives 
energy by heat transfer from well water at 10°С and 
discharges energy by heat transfer to a building at the rate 
of 1.2 X 10? kJ/h. Over a period of 14 days, an electric meter 
records that 1490 kW · h of electricity is provided to the 


2.1D Visit a local appliance store and collect data on energy 
requirements for different models within various classes of 
appliances, including but not limited to refrigerators with 
and without ice makers, dishwashers, and clothes washers 
and driers. Prepare a memorandum ranking the different 
models in each class on an energy-use basis together with an 
accompanying discussion considering retail cost and other 
pertinent issues. 


2.2D Select an item that can be produced using recycled 
materials such as an aluminum can, a glass bottle, or a plastic 
or paper grocery bag. Research the materials, energy 
requirements, manufacturing methods, environmental 
impacts, and costs associated with producing the item from 
raw materials versus recycled materials. Write a report 
including at least three references. 


2.3D Design a go-anywhere, use-anywhere wind screen for 
outdoor recreational and casual-living activities, including 
sunbathing, reading, cooking, and picnicking. The wind 
screen must be lightweight, portable, easy to deploy, and low 
cost. A key constraint is that the wind screen can be set up 
anywhere, including hard surfaces such as parking lots for 
tailgating, wood decks, brick and concrete patios, and at the 
beach. A cost analysis should accompany the design. 


2.4D In living things, energy is stored in the molecule adenosine 
triphosphate, called ATP for short. ATP is said to act like a 
battery, storing energy when it is not needed and instantly 
releasing energy when it is required. Investigate how energy 
is stored and the role of ATP in biological processes. Write 
a report including at least three references. 


2.5D Тһе global reach of the Internet supports a rapid increase 
in consumer and business e-commerce. Some say e-commerce 


heat pump. These are the only energy transfers involved. 
Determine (a) the amount of energy that the heat pump 
receives over the 14-day period from the well water by heat 
transfer, in kJ, and (b) the heat pump's coefficient of 
performance. 


2.95 A heat pump maintains a dwelling at 68°F. When operating 


steadily, the power input to the heat pump is 5 hp, and the 
heat pump receives energy by heat transfer from 55°F well 
water at a rate of 500 Btu/min. 


(a) Determine the coefficient of performance. 

(b) Evaluating electricity at $0.10 per kW - h, determine 
the cost of electricity in a month when the heat pump 
operates for 300 hours. 


2.96 A heat pump cycle delivers energy by heat transfer to a 


dwelling at a rate of 40,000 Btu/h. The coefficient of 
performance of the cycle is 2.8. 


(a) Determine the power input to the cycle, in hp. 

(b) Evaluating electricity at $0.085 per kW • h, determine 
the cost of electricity during the heating season when the 
heat pump operates for 2000 hours. 
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will result in net reductions in both energy use and global 
climate change. Using the Internet, interviews with experts, 
and design-group brainstorming, identify several major ways 
e-commerce can lead to such reductions. Report your findings 
in a memorandum having at least three references. 


2.6D Develop a list of the most common residential cooling 


options in your locale. For these options and assuming a 
2300-f? home, compare installation cost, carbon footprint, 
and annual electricity charges. Which option is the most 
economical if a 12-year life is assumed? What if electricity 
costs twice its current cost? Prepare a poster presentation of 
your findings. 


2.7D Using data from your state utility regulatory body, 


determine the breakdown of sources of energy for electric 
generation. What fraction of your state's needs is met by 
renewable resources such as wind, geothermal, hydroelectric, 
and solar energy? Present your findings in a report that 
summarizes current electric power sources in your state and 
projections in place to meet needs within the next 10 years. 


2.8D Despite the promise of nanotechnology (see Horizons in 


Secs. 1.6 and 2.2), some say it involves risks requiring scrutiny. 
For instance, the tiny size of nanoparticles may allow them 
to evade the natural defenses of the human body, and 
manufacturing at the nanoscale may lead to environmental 
burdens and excessive energy resource use. Research the 
risks that accompany widespread production and deployment 
of nanotechnology. For each risk identified, develop policy 
recommendations on safeguards for consumers and the 
environment. Write a report with at least three references. 


2.9D Battery disposal presents significant concerns for the 


environment (see Energy and Environment, Sec. 2.7). 
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Research the current federal regulations and those in your 2.11D An inventor proposes borrowing water from municipal 


state and local area that govern the collection and management 
of used batteries. Prepare a PowerPoint presentation that 
summarizes the regulations and the programs and services in 
place to assist consumers in complying with those regulations. 
Present data on the effectiveness of those efforts in your area 
based on compliance and environmental benefits. 


2.100 An advertisement describes a portable heater claimed 
to cut home heating bills by up to 50%. The heater is said 
to be able to heat large rooms in minutes without having a 
high outer-surface temperature, reducing humidity and 
oxygen levels, or producing carbon monoxide. A typical 
deployment is shown in Fig. P2.10D. The heater is an 
enclosure containing electrically powered quartz infrared 
lamps that shine on copper tubes. Air drawn into the 
enclosure by a fan flows over the tubes and then is directed 
back into the living space. According to the advertisement, 
a heater capable of heating a room with up to 300 ft? of floor 
area costs about $400 while one for a room with up to 1000 ft? 
of floor area costs about $500. Critically evaluate the 
technical and economic merit of such heaters. Write a report 
including at least three references. 


























Fig. P2.10D 


water mains and storing it temporarily in a tank on the 
premises of a dwelling equipped with a heat pump. As shown 
in Fig. P2.11D, the stored water serves as the cold body for 
the heat pump and the dwelling itself serves as the hot body. 
To maintain the cold body temperature within a proper 
operating range, water is drawn from the mains periodically 
and an equal amount of water is returned to the mains. As 
the invention requires no net water from the mains, the 
inventor maintains that nothing should be paid for water 
usage. The inventor also maintains that this approach not 
only gives a coefficient of performance superior to those of 
air-source heat pumps but also avoids the installation costs 
associated with ground-source heat pumps. In all, significant 
cost savings result, the inventor says. Critically evaluate the 
inventor's claims. Write a report including at least three 
references. 









l Heat pump 


Water to mains 


Cold body: Basement 


water storage tank 


Fig. P2.11D 


To apply the energy 
balance to a system of interest requires knowledge 
of the properties of the system and how the proper- 
ties are related. The objectives of this chapter are to 
introduce property relations relevant to engineering 


94 





thermodynamics and provide several examples 
illustrating the use of the closed system energy bal- 
ance together with the property relations consid- 
ered in this chapter. 









Evaluating 
Properties 





E2799 р LEARNING OUTCOMES 


When you complete your study of this chapter, you will be able to... 


>» explain key concepts, including phase and pure substance, state 
principle for simple compressible systems, p—v-T surface, saturation 
temperature and saturation pressure, two-phase liquid-vapor mixture, 
quality, enthalpy, and specific heats. 


» analyze closed systems, including applying the energy balance with 
property data. 


>» sketch 7–и, p-v, and phase diagrams, and locate states on these 
diagrams. 


» retrieve property data from Tables A-1 through A-23. 


» apply the ideal gas model for thermodynamic analysis, including 
determining when use of the model is warranted. 
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phase 


Phase PureSubstance 


А, А. 12 – Tabs a & b 


pure substance 


TAKE NOTE... 
Temperature T, pressure p, 
specific volume v, specific 
internal епегау и, and 
specific enthalpy h are all 
intensive properties. See 
Sees 1.81.5), 1159 1,77. 

and 5.6.1. 


state principle 


simple compressible 
systems 
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In this section, we introduce concepts that support our study of property relations, 
including phase, pure substance, and the state principle for simple systems. 


3.1.1 Phase and Pure Substance 


The term phase refers to a quantity of matter that is homogeneous throughout in 
both chemical composition and physical structure. Homogeneity in physical structure 
means that the matter is all solid, or all liquid, or all vapor (or equivalently all gas). 
A system can contain one or more phases. 


21272712827 a system of liquid water and water vapor (steam) contains two 
phases. A system of liquid water and ice, including the case of slush, also contains 


two phases. Gases, oxygen and nitrogen for instance, can be mixed in any proportion 
to form a single gas phase. Certain liquids, such as alcohol and water, can be mixed 
to form a single liquid phase. But liquids such as oil and water, which are not mis- 
cible, form two liquid phases. ~ « « 4 4 


Two phases coexist during the changes in phase called vaporization, melting, and 
sublimation. 

A pure substance is one that is uniform and invariable in chemical composition. A 
pure substance can exist in more than one phase, but its chemical composition must 
be the same in each phase. 


if liquid water and water vapor form a system with two phases, 
the system can be regarded as a pure substance because each phase has the same 


composition. A uniform mixture of gases can be regarded as a pure substance pro- 
vided it remains a gas and doesn't react chemically. Air can be regarded as a pure 
substance as long as it is a mixture of gases, but if a liquid phase should form on 
cooling, the liquid would have a different composition than the gas phase, and the 
system would no longer be considered a pure substance. + « 4 4 


Changes in composition due to chemical reaction are considered in Chap. 13. 


3.1.2 Fixing the State 


The intensive state of a closed system at equilibrium is its condition as described by 
the values of its intensive thermodynamic properties. From observation of many ther- 
modynamic systems, we know that not all of these properties are independent of one 
another, and the state can be uniquely determined by giving the values of a subset 
of the independent intensive properties. Values for all other intensive thermodynamic 
properties are determined once this independent subset is specified. A general rule 
known as the state principle has been developed as a guide in determining the num- 
ber of independent properties required to fix the state of a system. 

For the applications considered in this book, we are interested in what the state 
principle says about the intensive states of systems of commonly encountered pure 
substances, such as water or a uniform mixture of nonreacting gases. These systems 
are called simple compressible systems. Experience shows simple compressible systems 
occur in a wide range of engineering applications. For such systems, the state principle 
indicates that specification of the values for any two independent intensive thermody- 
namic properties will fix the values of all other intensive thermodynamic properties. 
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dS: 04859 in the case of a gas, temperature and another intensive property 
such as a specific volume might be selected as the two independent properties. The 


state principle then affirms that pressure, specific internal energy, and all other per- | 
tinent intensive properties are functions of T and v: p = p(T, v), и = u(T, v), and so 
on. The functional relations would be developed using experimental data and would 
depend explicitly on the particular chemical identity of the substances making up the 
system. The development of such functions is discussed in Chap. 11. я « 4 4 


TAKE NOTE... 
For a simple compressible 
System, specification of the 
| values for any two indepen- 
_ dent intensive thermody- 
namic properties will fix the 
_ values of all other intensive 
Intensive properties such as velocity and elevation that are assigned values relative | thermodynamic properties. 
to datums outside the system are excluded from present considerations. Also, as sug- 
gested by the name, changes in volume can have a significant influence on the energy 
of simple compressible systems. The only mode of energy transfer by work that can 
occur as a simple compressible system undergoes quasiequilibrium processes (Sec. 
2.2.5) is associated with volume change and is given by fp dV. For further discussion 
of simple systems and the state principle, see the box. 










State Principle for Simple Systems 

Based on empirical evidence, there is one independent property for each way a sys- 
tem’s energy can be varied independently. We saw in Chap. 2 that the energy of a 
closed system can be altered independently by heat or by work. Accordingly, an inde- 
pendent property can be associated with heat transfer as one way of varying the 
energy, and another independent property can be counted for each relevant way the 
energy can be changed through work. On the basis of experimental evidence, there- 
fore, the state principle asserts that the number of independent properties is one plus 
the number of relevant work interactions. When counting the number of relevant work 
interactions, only those that would be significant in quasiequilibrium processes of 
the system need to be considered. 

The term simple system is applied when there is only one way the system energy 
can be significantly altered by work as the system undergoes quasiequilibrium pro- 
cesses. Therefore, counting one independent property for heat transfer and another 
for the single work mode gives a total of two independent properties needed to fix 
the state of a simple system. This is the state principle for simple systems. Although 
no system is ever truly simple, many systems can be modeled as simple systems for 
the purpose of thermodynamic analysis. The most important of these models for the 
applications considered in this book is the simple compressible system. Other types 
of simple systems are simple elastic systems and simple magnetic systems. 





Evaluating Properties: General 
Considerations 


The first part of the chapter is concerned generally with the thermodynamic properties of 
simple compressible systems consisting of pure substances. A pure substance is one of 
uniform and invariable chemical composition. In the second part of this chapter, we con- 
sider property evaluation for a special case: the ideal gas model. Property relations for 
systems in which composition changes by chemical reaction are considered in Chap. 13. 


p-v-T Relation 
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We begin our study of the properties of pure, simple compressible substances and the 
relations among these properties with pressure, specific volume, and temperature. 
From experiment it is known that temperature and specific volume can be regarded 
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(b) (c) 


Fig. 3.1 p-v-T surface and projections for a substance that expands on freezing. 
(a) Three-dimensional view. (b) Phase diagram. (c) p-v diagram. 


as independent and pressure determined as a function of these two: p = p(T, v). The 
graph of such a function is a surface, the p-v-T surface. 


3.2.1 p-v-T Surface 


Figure 3.1 is the p-v-T surface of a substance such as water that expands on freezing. 
Figure 3.2 is for a substance that contracts on freezing, and most substances exhibit 
this characteristic. The coordinates of a point on the p-v-T surfaces represent the 
values that pressure, specific volume, and temperature would assume when the sub- 
stance is at equilibrium. 

There are regions on the p—v-T surfaces of Figs. 3.1 and 32 labeled solid, liquid, 
and vapor. In these single-phase regions, the state is fixed by any two of the proper- 
ties: pressure, specific volume, and temperature, since all of these are independent 
when there is a single phase present. Located between the single-phase regions are 
two-phase regions where two phases exist in equilibrium: liquid-vapor, solid-liquid, 
and solid-vapor. Two phases can coexist during changes in phase such as vaporization, 
melting, and sublimation. Within the two-phase regions pressure and temperature are 
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(b) (c) 


Fig. 3.2 p-v-T surface and projections for a substance that contracts on freezing. 
(a) Three-dimensional view. (b) Phase diagram. (c) p-v diagram. 


not independent; one cannot be changed without changing the other. In these regions 
the state cannot be fixed by temperature and pressure alone; however, the state can 
be fixed by specific volume and either pressure or temperature. Three phases can 
exist in equilibrium along the line labeled triple line. 

A state at which a phase change begins or ends is called a saturation state. The 
dome-shaped region composed of the two-phase liquid-vapor states is called the 
vapor dome. The lines bordering the vapor dome are called saturated liquid and 
saturated vapor lines. At the top of the dome, where the saturated liquid and satu- 
rated vapor lines meet, is the critical point. The critical temperature T, of a pure 
substance is the maximum temperature at which liquid and vapor phases can coex- 
ist in equilibrium. The pressure at the critical point is called the critical pressure, pe. 
The specific volume at this state is the critical specific volume. Values of the critical 
point properties for a number of substances are given in Tables A-1 located in the 
Appendix. 

The three-dimensional p-v-T surface is useful for bringing out the general rela- 
tionships among the three phases of matter normally under consideration. However, 
it is often more convenient to work with two-dimensional projections of the surface. 
These projections are considered next. 


3.2 p—v-T Relation 


triple line 
saturation state 


vapor dome 


critical point 
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phase diagram 


saturation tem perature 
saturation pressure 


triple point 


р-у diagram 


T-v diagram 


3.2.2 Projections of the p-v-T Surface 


The Phase Diagram 

If the p-v-T surface is projected onto the pressure-temperature plane, a property 
diagram known as a phase diagram results. As illustrated by Figs. 3.15 and 3.25, when 
the surface is projected in this way, the two-phase regions reduce to lines. A point on 
any of these lines represents all two-phase mixtures at that particular temperature 
and pressure. 

The term saturation temperature designates the temperature at which a phase 
change takes place at a given pressure, and this pressure is called the saturation pressure 
for the given temperature. It is apparent from the phase diagrams that for each satu- 
ration pressure there is a unique saturation temperature, and conversely. 

The triple /ine of the three-dimensional p-v-T surface projects onto a point on the 
phase diagram. This is called the triple point. Recall that the triple point of water is 
used as a reference in defining temperature scales (Sec. 1.73). By agreement, the 
temperature assigned to the triple point of water is 273.16 K (491.69°R). The measured 
pressure at the triple point of water is 0.6113 kPa (0.00602 atm). 

The line representing the two-phase solid-liquid region on the phase diagram 
slopes to the left for substances that expand on freezing and to the right for those 
that contract. Although a single solid phase region is shown on the phase diagrams 
of Figs. 3.1 and 3.2, solids can exist in different solid phases. For example, seventeen 
different crystalline forms have been identified for water as a solid (ice). 


Phases of Solids 

In addition to the three phases of solid, liquid, and vapor, it is also possible that 
distinct phases can exist within solids or liquids. One example is from metallurgy, 
where scientists and engineers study crystalline structures within solids. Also, diamond 


and graphite are two forms of carbon called allotropes. Iron and its alloys can exist in 
several solid phases, and these structures are often formed purposefully to provide 
desired strength and reliability characteristics by metallurgists. Even ice can exist in 
as many as 17 different crystalline phases. Although solids are not a focus of this text, 
the thermodynamics of solids plays important roles in many engineering applications. 





p-v Diagram 

Projecting the p-v-T surface onto the pressure-specific volume plane results in a 
p-v diagram, as shown by Figs. 3.1c and 3.2c. The figures are labeled with terms that 
have already been introduced. 

When solving problems, a sketch of the р-у diagram is frequently convenient. To 
facilitate the use of such a sketch, note the appearance of constant-temperature lines 
(isotherms). By inspection of Figs. 3.1c and 3.2c, it can be seen that for any specified 
temperature /ess than the critical temperature, pressure remains constant as the two- 
phase liquid-vapor region is traversed, but in the single-phase liquid and vapor 
regions the pressure decreases at fixed temperature as specific volume increases. For 
temperatures greater than or equal to the critical temperature, pressure decreases 
continuously at fixed temperature as specific volume increases. There is no passage 
across the two-phase liquid-vapor region. The critical isotherm passes through a point 
of inflection at the critical point and the slope is zero there. 


T-v Diagram 

Projecting the liquid, two-phase liquid—vapor, and vapor regions of the p-v-T surface 
onto the temperature-specific volume plane results in a T-v diagram as in Fig. 3.3. 
Since consistent patterns are revealed in the p—v-T behavior of all pure substances, 
Fig. 3.3 showing а 7—v diagram for water can be regarded as representative. 


3.3 Studying Phase Change 
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5 Fig. 3.3 Sketch of a 
temperature-specific volume 
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Specific volume to scale). 
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As for the p-v diagram, a sketch of the 7—v diagram is often convenient for prob- 
lem solving. To facilitate the use of such a sketch, note the appearance of constant- 
pressure lines (isobars). For pressures less than the critical pressure, such as the 10 MPa 
isobar on Fig. 3.3, the pressure remains constant with temperature as the two-phase 
region is traversed. In the single-phase liquid and vapor regions the temperature 
increases at fixed pressure as the specific volume increases. For pressures greater than 
or equal to the critical pressure, such as the one marked 30 MPa on Fig. 3.3, tem- 
perature increases continuously at fixed pressure as the specific volume increases. 
There is no passage across the two-phase liquid-vapor region. 

The projections of the p—v- T surface used in this book to illustrate processes are 
not generally drawn to scale. A similar comment applies to other property diagrams 
introduced later. 


It is instructive to study the events that occur as a pure substance undergoes a phase 
change. To begin, consider a closed system consisting of a unit mass (1 kg or 1 Ib) of 
liquid water at 20°C (68°F) contained within а piston—cylinder assembly, as illustrated in 
Fig. 3.4a. This state is represented by point | on Fig. 3.3. Suppose the water is slowly heated 
while its pressure is kept constant and uniform throughout at 1.014 bar (14.7 Ibf/in.?). 


Liquid States 


As the system is heated at constant pressure, the temperature increases considerably 
while the specific volume increases slightly. Eventually, the system is brought to the 
state represented by f on Fig. 3.3. This is the saturated liquid state corresponding to 
the specified pressure. For water at 1.014 bar (14.7 Ibf/in.?) the saturation temperature 
is 100°C (212°F). The liquid states along the line segment I-f of Fig. 3.3 are sometimes 
referred to as subcooled liquid states because the temperature at these states is less 














Fig. 3.4 Illustration of 
constant-pressure change 
(a) (b) (c) from liquid to vapor for water. 
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than the saturation temperature at the given pressure. These states are also referred 
to as compressed liquid states because the pressure at each state is higher than the 
saturation pressure corresponding to the temperature at the state. The names liquid, 
subcooled liquid, and compressed liquid are used interchangeably. 


Two-Phase Liquid-Vapor Mixture 
When the system is at the saturated liquid state (state f of Fig. 3.3), additional heat 
transfer at fixed pressure results in the formation of vapor without any change in 
temperature but with a considerable increase in specific volume. As shown in 
Fig. 3.45, the system would now consist of a two-phase liquid-vapor mixture. When 
a mixture of liquid and vapor exists in equilibrium, the liquid phase is a saturated 
liquid and the vapor phase is a saturated vapor. If the system is heated further until 
the last bit of liquid has vaporized, it is brought to point g on Fig. 3.3, the saturated 
vapor state. The intervening two-phase liquid—vapor mixture states can be distinguished 
from one another by the quality, an intensive property. 

For a two-phase liquid-vapor mixture, the ratio of the mass of vapor present to 
the total mass of the mixture is its quality, x. In symbols, 


туа Or 
x- = (3.1) 


Miiquid ar Myapor 





The value of the quality ranges from zero to unity: At saturated liquid states, x = 0, 
and at saturated vapor states, x = 1.0. Although defined as a ratio, the quality is 
frequently given as a percentage. Examples illustrating the use of quality are provided 
in Sec. 3.5. Similar parameters can be defined for two-phase solid—vapor and two- 
phase solid-liquid mixtures. 


Vapor States 


Let us return to Figs. 3.3 and 3.4. When the system is at the saturated vapor state 
(state g on Fig. 3.3), further heating at fixed pressure results in increases in both tem- 
perature and specific volume. The condition of the system would now be as shown in 
Fig. 3.4c. The state labeled s on Fig. 3.3 is representative of the states that would be 
attained by further heating while keeping the pressure constant. A state such as s is 
often referred to as a superheated vapor state because the system would be at a tem- 
perature greater than the saturation temperature corresponding to the given pressure. 

Consider next the same thought experiment at the other constant pressures labeled 
on Fig. 3.3, 10 MPa (1450 Ibf/in.’), 22.09 MPa (3204 Ibf/in.?), and 30 MPa (4351 Ibf/ 

| in.?). The first of these pressures is less than the critical pressure of 


Liquid €—1—» Vapor water, the second is the critical pressure, and the third is greater than 
І 


the critical pressure. As before, let the system initially contain a Паша 
at 20°C (68°F). First, let us study the system if it were heated slowly 
at 10 MPa (1450 Ibf/in.?). At this pressure, vapor would form at a 
higher temperature than in the previous example because the satura- 
Vaporization, tion pressure is higher (refer to Fig. 3.3). In addition, there would be 

condensation . . зде ЕЛЕС 
somewhat less of an increase in specific volume from saturated Паша 
to saturated vapor, as evidenced by the narrowing of the vapor dome. 

Vapor Apart from this, the general behavior would be the same as before. 
Consider next the behavior of the system if it were heated at the 
critical pressure or higher. As seen by following the critical isobar on 
Fig. 3.3, there would be no change in phase from liquid to vapor. At all 
states there would be only one phase. As shown by line a—b-c of the 
phase diagram sketched in Fig. 3.5, vaporization and the inverse process 


Critical point 





Temperature 


of condensation can occur only when the pressure is less than the crit- 
ical pressure. Thus, at states where pressure is greater than the critical 


Fig. 3.5 Phase diagram for water (not to scale). pressure, the terms /iquid and vapor tend to lose their significance. Still, 
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Nitrogen, Unsung Workhorse 

Nitrogen is obtained using commercial air-separation technology that extracts oxygen 
and nitrogen from air. While applications for oxygen are widely recognized, uses for 
nitrogen tend to be less heralded but still touch on things people use every day. 

Liquid nitrogen is used to fast-freeze foods. Tunnel freezers employ a conveyer belt 
to pass food through a liquid-nitrogen spray, while batch freezers immerse food in a 
liquid-nitrogen bath. Each freezer type operates at temperatures less than about 
—185°C (—300°F). Liquid nitrogen is also used to preserve specimens employed in 
medical research and by dermatologists to remove lesions (see BIOCONNECTIONS in 
the next box). 

As a gas, nitrogen, with other gases, is inserted into food packaging to replace 
oxygen-bearing air, thereby prolonging shelf life—examples include gas-inflated bags 
of potato chips, salad greens, and shredded cheese. For improved tire performance, 
nitrogen is used to inflate the tires of airplanes and race cars. Nitrogen is among 
several alternative substances injected into underground rock formations to stimulate 
flow of trapped oil and natural gas to the surface—a procedure known as hydraulic 
fracturing. Chemical plants and refineries use nitrogen gas as a blanketing agent to 
prevent explosion. Laser-cutting machines also use nitrogen and other specialty 
gases. 





for ease of reference to such states, we use the term liquid when the temperature is 
less than the critical temperature and vapor when the temperature is greater than the 
critical temperature. This convention is labeled on Fig. 3.5. 

While condensation of water vapor to liquid and further cooling to lower- 


Liq to Vapor 
temperature liquid are easily imagined and even a part of our everyday experience, A.13- Tabsa& b 
liquefying gases other than water vapor may not be so familiar. Still, there are impor- Vapor to Liq 
tant applications for liquefied gases. See the box for applications of nitrogen in liquid А. 14 – Tabs a & b 


and gas forms. 


Melting and Sublimation 

Although the phase changes from liquid to vapor (vaporization) and vapor to liquid 
(condensation) are of principal interest in this book, it is also instructive to consider 
the phase changes from solid to liquid (melting) and from solid to vapor (sublima- 
tion). To study these transitions, consider a system consisting of a unit mass of ice 
at a temperature below the triple point temperature. Let us begin with the case 
where the pressure is greater than the triple point pressure and the system is at state 
a' of Fig. 3.5. Suppose the system is slowly heated while maintaining the pressure 
constant and uniform throughout. The temperature increases with heating until point 
b' on Fig. 3.5 is attained. At this state the ice is a saturated solid. Additional heat 
transfer at fixed pressure results in the formation of liquid without any change in 
temperature. As the system is heated further, the ice continues to melt until eventu- 
ally the last bit melts, and the system contains only saturated liquid. During the 
melting process the temperature and pressure remain constant. For most substances, 
the specific volume increases during melting, but for water the specific volume of 
the liquid is less than the specific volume of the solid. Further heating at fixed pres- 
sure results in an increase in temperature as the system is brought to point c' on 
Fig. 3.5. Next, consider the case where the pressure is less than the triple point pres- 
sure and the system is at state a" of Fig. 3.5. In this case, if the system is heated at 
constant pressure it passes through the two-phase solid-vapor region into the vapor 
region along the line а"–Б"–с" shown on Fig. 3.5. That is, sublimation occurs. 


104 Chapter 3 Evaluating Properties 


steam tables 





As discussed in the box devoted to nitrogen in this 
section, nitrogen has many applications, including medical applications. One 
medical application is the practice of cryosurgery by dermatologists. Cryosur- 

gery entails the localized freezing of skin tissue for the removal of unwanted 


lesions, including precancerous lesions. For this type of surgery, liquid nitrogen 
is applied as a spray or with a probe. Cryosurgery is quickly performed and generally with- 
out anesthetic. Dermatologists store liquid nitrogen required for up to several months in 
containers called Dewar flasks that are similar to vacuum bottles. 





Retrieving Thermodynamic Properties 
Thermodynamic property data can be retrieved in various ways, including tables, 
graphs, equations, and computer software. The emphasis of Secs. 3.5 and 3.6 to follow 
is on the use of tables of thermodynamic properties, which are commonly available for 
pure, simple compressible substances of engineering interest. The use of these tables 
is an important skill. The ability to locate states on property diagrams is an important 
related skill. The software available with this text, Interactive Thermodynamics: IT, is 
introduced in Sec. 3.7 IT is used selectively in examples and end-of-chapter problems 
throughout the book. Skillful use of tables and property diagrams is prerequisite for 
the effective use of software to retrieve thermodynamic property data. 

Since tables for different substances are frequently set up in the same general 
format, the present discussion centers mainly on Tables A-2 through A-6 giving the 
properties of water; these are commonly referred to as the steam tables. Tables A-7 
through A-9 for Refrigerant 22, Tables A-10 through A-12 for Refrigerant 134a, 
Tables A-13 through A-15 for ammonia, and Tables A-16 through A-18 for propane 
are used similarly, as are tables for other substances found in the engineering litera- 
ture. Tables are provided in the Appendix in SI and English units. Tables in English 
units are designated with a letter E. For example, the steam tables in English units 
are Tables A-2E through A-6E. 

The substances for which tabulated data are provided in this book have been 
selected because of their importance in current practice. Still, they are merely repre- 
sentative of a wide range of industrially important substances. To meet changing 
requirements and address special needs, new substances are frequently introduced 
while others become obsolete. 


"A ENERGY & Development in the twentieth century 

J of chlorine-containing refrigerants such as Refrigerant 12 helped pave the way 

for the refrigerators and air conditioners we enjoy today. Still, concern over 

the effect of chlorine on Earth's protective ozone layer led to international 

agreements to phase out these refrigerants. Substitutes for them also have come 

under criticism as being environmentally harmful. Accordingly, a search is on for alterna- 

tives, and natural refrigerants are getting a close look. Natural refrigerants include ammo- 
nia, certain hydrocarbons—propane, for example—carbon dioxide, water, and air. 

Ammonia, once widely used as a refrigerant for domestic applications but dropped owing 

to its toxicity, is receiving renewed interest because it is both effective as a refrigerant and 

chlorine free. Refrigerators using propane are available on the global market despite linger- 

ing worries over flammability. Carbon dioxide is well suited for small, lightweight systems 

such as automotive and portable air-conditioning units. Although CO; released to the envi- 

ronment contributes to global climate change, only a tiny amount is present in a typical 

unit, and ideally even this would be contained under proper maintenance and refrigeration 

unit disposal protocols. 


3.5 Evaluating Pressure, Specific Volume, and Temperature 105 


Evaluating Pressure, Specific Volume, 
and Temperature 
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3.5.1 Vapor and Liquid Tables 


The properties of water vapor are listed in Tables A-4 and of liquid 
water in Tables A-5. These are often referred to as the superheated 
vapor tables and compressed liquid tables, respectively. The sketch of 
the phase diagram shown in Fig. 3.6 brings out the structure of these 
tables. Since pressure and temperature are independent properties in 
the single-phase liquid and vapor regions, they can be used to fix the 
state in these regions. Accordingly, Tables A-4 and A-5 are set up to 
give values of several properties as functions of pressure and tem- 
perature. The first property listed is specific volume. The remaining 
properties are discussed in subsequent sections. 

For each pressure listed, the values given in the superheated vapor 
table (Tables A-4) begin with the saturated vapor state and then pro- 
ceed to higher temperatures. The data in the compressed liquid table 


Solid 


Pressure 





Compressed liquid 
tables give v, u, h, s 
versus p, T 


Critical 


oint 
Liquid p 


Vapor 


Superheated 
vapor tables 

give v, u, h, s 
versus p, T 








(Tables A-5) end with saturated liquid states. That is, for a given pres- 
sure the property values are given as the temperature increases to the 


Temperature 


saturation temperature. In these tables, the value shown in parenthe- Fig. 3.6 Sketch of the phase diagram for 

ses after the pressure іп the table heading is the corresponding satu- water used to discuss the structure of the 

ration temperature. superheated vapor and compressed liquid 
tables (not to scale). 


in Tables A-4 and A-5, at a pressure of 10.0 MPa, 
the saturation temperature is listed as 311.06°C. In Tables А-4Е and A-5E, at a pres- 


sure of 500 Ibf/in.?, the saturation temperature is listed as 46721?E. ^ ~ 4 4 4 


to gain more experience with Tables А-4 and A-5 verify the fol- 
lowing: Table A-4 gives the specific volume of water vapor at 10.0 MPa and 600*C as 
0.03837 m*/kg. At 10.0 MPa and 100°C, Table A-5 gives the specific volume of liquid 
water as 1.0385 x 107° m*/kg. Table A-4E gives the specific volume of water vapor 
at 500 Ibf/in.? and 600°F as 1.158 ҒСЛЬ. At 500 Ibf/in.* and 100°F, Table A-5E gives 
the specific volume of liquid water as 0.016106 ft/lb. = ~ 444 


The states encountered when solving problems often do not fall exactly on the grid 
of values provided by property tables. Interpolation between adjacent table entries then 
becomes necessary. Care always must be exercised when interpolating table values. The 
tables provided in the Appendix are extracted from more extensive tables that are set 
up so that linear interpolation, illustrated in the following example, can be used with 
acceptable accuracy. Linear interpolation is assumed to remain valid when using the 
abridged tables of the text for the solved examples and end-of-chapter problems. 


let us determine the specific volume of water vapor at a state 
where p = 10 bar and Т = 215°C. Shown in Fig. 3.7 is a sampling of data from Table 
А-4. At a pressure of 10 bar, the specified temperature of 215°C falls between the 
table values of 200 and 240°C, which are shown in boldface. The corresponding spe- 
cific volume values are also shown in boldface. To determine the specific volume v 
corresponding to 215°C, we think of the slope of a straight line joining the adjacent 
table entries, as follows 


(0.2275 — 0.2060) m"/kg — (v — 0.2060) m*/kg 
(240 — 200)°C (215 — 200)°C 


Solving for v, the result is = 0.2141 тука. = 4 « «4 < 





slope — 


linear interpolation 
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The following example features the use of 
sketches of p-v and 7-и diagrams in conjunc- 
tion with tabular data to fix the end states of 
a process. In accord with the state principle, 


p (240°C, 0.2275 =) 











2 а = z =ош + two independent intensive properties must be 
"E s, кап Ke) known to fix the states of the system under 
2 200 0.2060 iderat 
: 215 D=? consideration. 
240 0.2275 








(200°C, 0.2060 =) 


a 


200 215 240 
Т?С) 





Fig. 3.7 Illustration of linear interpolation. 


Heating Ammonia at Constant Pressure 


A vertical piston-cylinder assembly containing 0.1 lb of ammonia, initially a saturated vapor, is placed on a hot 
plate. Due to the weight of the piston and the surrounding atmospheric pressure, the pressure of the ammonia 
is 20 Ibf/in.” Heating occurs slowly, and the ammonia expands at constant pressure until the final temperature is 
77°F. Show the initial and final states on 7—v and p- v diagrams, and determine 


(a) the volume occupied by the ammonia at each end state, in ft^. 
(b) the work for the process, in Btu. 


SOLUTION 


Known: Ammonia is heated at constant pressure in a vertical piston-cylinder assembly from the saturated vapor 
state to a known final temperature. 


Find: Show the initial and final states on 7—v and p-v diagrams, and determine the volume at each end state 
and the work for the process. 


Schematic and Given Data: 











$990900090090000009009000009090900090099000009000000000000000900000000090000090990000000090000000009 


T 
77°Е 2 
—16.63°Е 1 
T 
Hot plate 
о 
р Engineering Model: 


1. The ammonia is a closed system. 
2. States 1 and 2 are equilibrium states. 
3. The process occurs at constant pressure. 


4. The piston is the only work mode. 








Fig. E3.1 U 


$909000000090000099000009000090000009000099 
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Analysis: The initial state is a saturated vapor condition at 20 Ibf/in.? Since the process occurs at constant pres- 
sure, the final state is in the superheated vapor region and is fixed by p; = 20 Ibf/in? and 7; = 77°F. The initial 


and final states are shown on the 7—v and р-у diagrams above. 


(а) The volumes occupied by the ammonia at states 1 and 2 are obtained using the given mass and the respec- 
tive specific volumes. From Table A-15E at p, = 20 Ibf/in.’, and corresponding to Sat. in the temperature column, 


we get v, = и, = 13.497 ЕЛЬ. Thus, 


V, = mv, = (0.11b)(13.497 ft?/Ib) 
= 13510 


Interpolating in Table A-15E at p) = 20 Ibf/in.? and Т, = 77°F, we get v) = 16.7ft^/1b. Thus, 


V; = mv; = (0.11b)(16.7 ft/lb) = 1.67 fe 


(b) In this case, the work can be evaluated using Eq. 2.17 Since the pressure is 
constant 


V; 
w- | p dV = p(V2 — Vi) 


Vi 
Inserting values 
144 in^ 
1ft? 





1Bt 
Ф W = (20 Ibffin.2)(1.67 — 1.35) ft? | = | 


778 ft - Ibf 








— 1.18 Btu 


@ Note the use of conversion factors in this calculation. 


If heating continues at 20 Ibf/in.^ from 7, = 77°F to Т; = 90°F, 


determine the work for Process 2-3, in Btu. Ans. 0.15 Btu. 


....... 





3.5.2 Saturation Tables 


Tables A-2, A-3, and A-6 provide property data for water at saturated liquid, saturated 
vapor, and saturated solid states. Tables A-2 and A-3 are the focus of the present 
discussion. Each of these tables gives saturated liquid and saturated vapor data. Prop- 
erty values at saturated liquid and saturated vapor states are denoted by the sub- 
scripts f and g, respectively. Table A-2 is called the temperature table because tem- 
peratures are listed in the first column in convenient increments. The second column 
gives the corresponding saturation pressures. The next two columns give, respectively, 
the specific volume of saturated liquid, v; and the specific volume of saturated vapor, 
vp. Table A-3 is called the pressure table, because pressures are listed in the first col- 
umn in convenient increments. The corresponding saturation temperatures are given 
in the second column. The next two columns give v; and vg, respectively. 

The specific volume of a two-phase liquid-vapor mixture can be determined by 
using the saturation tables and the definition of quality given by Eq. 3.1 as follows. 
The total volume of the mixture is the sum of the volumes of the liquid and vapor 
phases 


V = Vig + Vus 
Dividing by the total mass of the mixture, т, an average specific volume for the 
mixture is obtained 
= V = Ун Ж У ар 
m m m 





v 














Ability to... 

О define a closed system and 
identify interactions on its 
boundary. 

О sketch T-v and р-у 
diagrame and locate states 
on them. 

О evaluate work using 
Бар ЛУ), 

О retrieve property data for 

ammonia at vapor states 
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Since the liquid phase is a saturated liquid and the vapor phase is a saturated vapor, 
Уна = Mig апа Vyap = Myap Vg, SO 


Mig туар 
и = v; + Us 
m m 


Introducing the definition of quality, x = турт, and noting that пут = 1 — x, the 
above expression becomes 








v = (ПШ = ш че Ж = пу о = Un) (3.2) 


The increase in specific volume on vaporization (u, — у) is also denoted by vp. 


consider a system consisting of a two-phase liquid-vapor mixture 
of water at 100°C and a quality of 0.9. From Table A-2 at 100°C, у; = 1.0435 x 10? 


ту Ке and v= 1.673 m'/kg. The specific volume of the mixture is 
v = up + x(vg — ш) = 1.0435 x 10? + (0.9)(1.673 — 1.0435 x 107) = 1.506 m"/kg 


Similarly, the specific volume of a two-phase liquid-vapor mixture of water at 212°F 
and a quality of 0.9 is 


у = vp + х(и; — w) = 0.01672 + (0.9)(26.80 — 0.01672) = 24.12 ft/lb 


where the v; and v, values are obtained from Table A-2E. ~ « 4 4 


To facilitate locating states in the tables, it is often convenient to use values from 
the saturation tables together with a sketch of a T-v or p-v diagram. For example, if 
the specific volume v and temperature Т are known, refer to the appropriate tempera- 
ture table, Table А-2 or AE, and determine the values of у and v. А Т-у diagram 
illustrating these data is given in Fig. 3.8. If the given specific volume falls between vp 
and v,, the system consists of a two-phase liquid-vapor mixture, and the pressure is the 
saturation pressure corresponding to the given temperature. The quality can be found 
by solving Eq. 3.2. If the given specific volume is greater than v, the state is in the 
superheated vapor region. Then, by interpolating in Table А-4 or A-4E, the pressure 
and other properties listed can be determined. If the given specific volume is less than 
v, Table А-5 or А-5Е would be used to determine the pressure and other properties. 


let us determine the pressure of water at each of three states defined 
by a temperature of 100°C and specific volumes, respectively, of vj = 2.434 m’/kg, 
v; = 1.0 п/е, and v = 1.0423 x 107 m’/kg. Using the known temperature, Table 
A-2 provides the values of v; and vg: v; = 1.0435 X 20^ тко, а, = 1673 m?/kg. Since 
іл is greater than v, state 1 is in the vapor region. Table A-4 gives the pressure as 
0.70 bar. Next, since 1» falls between v; and vg, the pressure is the saturation pressure 
corresponding to 100°C, which is 1.014 bar. Finally, since 1 is less than и, state 3 is 
in the liquid region. Table A-5 gives the pressure as 25 bar. ~ 4 4 4 


Critical point 







Saturated 


Liquid Vapor 





Temperature 





Fig. 3.8 Sketch of a T-v diagram for 
water used to discuss locating states Us v 
in the tables. Specific volume 





3.5 Evaluating Pressure, Specific Volume, and Temperature 109 


Finding States in the Steam Tables: Overview Using p-v Diagram 











U 


Given Test to Determine Where/How to Obtain 
Properties Region Properties 
p and T « T, Look up T in Table A-2/2E: 

a. If p > Psat. compressed liquid a. Table A-5/5E or Table А-2/2Е 
(approximate as saturated 
liquid at T) 

b. If p = Psa, two-phase liquid- b. T and p are not independent; 

vapor mixture need another intensive property 

C. If p < Psat, superheated vapor c. Table A-4/4E 





p and T » T, Superheated vapor Table A-4/4E 





The following example features the use of a sketch of the 7—-v diagram in conjunc- 
tion with tabular data to fix the end states of processes. In accord with the state 
principle, two independent intensive properties must be known to fix the states of 
the system under consideration. 


Heating Water at Constant Volume 


A closed, rigid container of volume 0.5 m? is placed on a hot plate. Initially, the container holds a two-phase 
mixture of saturated liquid water and saturated water vapor at р; = 1 bar with a quality of 0.5. After heating, 
the pressure in the container is p; — 1.5 bar. Indicate the initial and final states on a 7—v diagram, and determine 


(a) the temperature, in ^C, at states 1 and 2. 
(b) the mass of vapor present at states 1 and 2, in kg. 
(c) If heating continues, determine the pressure, in bar, when the container holds only saturated vapor. 


SOLUTION 


Known: A two-phase liquid-vapor mixture of water in a closed, rigid container is heated on a hot plate. The 
initial pressure and quality and the final pressure are known. 


$99909009900900000000000000000000000009000096000000000000909 
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Find: Indicate the initial and final states on a 7—v diagram and determine at each state the temperature and the 
mass of water vapor present. Also, if heating continues, determine the pressure when the container holds only 
saturated vapor. 


Schematic and Given Data: 


T Engineering Model: 


1. The water in the con- 
tainer is a closed system. 


2. States 1, 2, and 3 are 







рі = " а equilibrium states. 

x; =0. 

P2 = 1.5 bar те: ы 3. Тһе volume of the con- 
x3 = 1.0 ! У= 0.5 т 


tainer remains constant. 








a E — Hot plate 


Fig. E3.2 


Analysis: Two independent properties are required to fix states 1 and 2. At the initial state, the pressure and 
quality are known. As these are independent, the state is fixed. State 1 is shown on the 7-—v diagram in the two- 
phase region. The specific volume at state 1 is found using the given quality and Eq. 3.2. That is, 


Ui = Un + X(vgi T уп) 
From Table A-3 at p, = 1 bar, v; = 1.0432 x 1077 m"/kg and ил = 1.694 m?/kg. Thus, 
v, = 1.0432 х 107° + 0.5(1.694 — 1.0432 x 107°) = 0.8475 т Ке 


At state 2, the pressure is known. The other property required to fix the state is the specific volume 1». Volume 
and mass are each constant, so v; = v, = 0.8475 m*/kg. For p; = 1.5 bar, Table A-3 gives vp = 1.0582 х 107° ту 
kg and и; = 1.59 m*/kg. Since 
(1) Ut = U2 < Ug? 

Ө state 2 must be in the two-phase region as well. State 2 is also shown on the 7-v diagram above. 


(a) Since states 1 and 2 are in the two-phase liquid-vapor region, the temperatures correspond to the saturation 
temperatures for the given pressures. Table A-3 gives 


Т, =99.63°C and 7›=1114°С 


(b) To find the mass of water vapor present, we first use the volume and the specific volume to find the total 
mass, m. That is, 


y. 05! 
v 0.8475 тке 


Then, with Eq. 3.1 and the given value of quality, the mass of vapor at state 1 is 


та = xım = 0.5(0.59 kg) = 0.295 kg 





= 0.59 Ко 


The mass of vapor at state 2 is found similarly using the quality x;. То determine x;, solve Eq. 3.2 for quality and 
insert specific volume data from Table A-3 at a pressure of 1.5 bar, along with the known value of v, as follows 


0 — Ut; 
х= 
Ug? ^ Ур 


0.8475 - 1.0528 x 10? 
"к - = 0731 
1.159 — 1.0528 х 10 
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Then, with Eq. 3.1 
тә = 0.731(0.59 kg) = 0.431 kg 


(с) If heating continued, state 3 would be on the saturated vapor line, as shown — V—.............. b s. 
on the 7-v diagram of Fig. E3.2. Thus, the pressure would be the corresponding Ability to... 












saturation pressure. Interpolating in Table A-3 at и, = 0.8475 тука, we get p3 = О define а closed system and 
2.11 bar. identify interactions on ite 
boundary. 


- А А А : у О sketch а T-v di 
Ф The procedure for fixing state 2 is the same as illustrated in the discussion of | Param and 
ocate states on it. 


Fig. 3.8. О retrieve property data for 


@ Since the process occurs at constant specific volume, the states lie along a water at liquid-vapor 
vertical line. states, using quality. 


If heating continues at constant specific volume from state 3 


$ to a state where pressure is 3 bar, determine the temperature at that 
....... state, in E Ans. DIAC Феоввввееевееввеевевееевеееееееееееееееегегееееее: 
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3.6.1 Introducing Enthalpy 


In many thermodynamic analyses the sum of the internal energy U and the product 

of pressure p and volume V appears. Because the sum U + pV occurs so frequently 

in subsequent discussions, it is convenient to give the combination а name, enthalpy, enthalpy 
and a distinct symbol, H. By definition 


Н= О +рү (3.3) 


Since U, p, and V are all properties, this combination is also a property. Enthalpy can 
be expressed on a unit mass basis 


h-udpv (3.4) 
and per mole 
h= и+ръ (3.5) 


Units for enthalpy are the same as those for internal energy. 


3.6.2 Retrieving u and h Data 


The property tables introduced in Sec. 3.5 giving pressure, specific volume, and tem- 
perature also provide values of specific internal energy и, enthalpy Л, and entropy s. 
Use of these tables to evaluate и and Л is described in the present section; the con- 
sideration of entropy is deferred until it is introduced in Chap. 6. 

Data for specific internal energy и and enthalpy Л are retrieved from the property 
tables in the same way as for specific volume. For saturation states, the values of 
u; and Uy, as well as hẹ and hg, are tabulated versus both saturation pressure and 
saturation temperature. The specific internal energy for a two-phase liquid-vapor 
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mixture is calculated for a given quality in the same way the specific volume is 
calculated: 


и = (1— x)u; + xu = ш + x(ug — ш) (3.6) 


The increase in specific internal energy on vaporization (и, — ш) is often denoted by 
ив. Similarly, the specific enthalpy for a two-phase liquid-vapor mixture is given in 
terms of the quality by 


һ- (1 = x)h, ar xhg = hy SF х(ћу = №) (3.7) 


The increase in enthalpy during vaporization (л, — he) is often tabulated for conve- 
тепсе under the heading Лу. 


to illustrate the use of Eqs. 3.6 and 3.7 we determine the specific 
enthalpy of Refrigerant 22 when its temperature is 12°С and its specific internal 
energy is 144.58 kJ/kg. Referring to Table A-7 the given internal energy value falls 
between и; and и, at 12°С, so the state is a two-phase liquid-vapor mixture. The qual- 
ity of the mixture is found by using Eq. 3.6 and data from Table A-7 as follows: 


__ и— ш 144.58 — 58.77 _ 


Ug — ш 230.38 — 58.77 
Then, with the values from Table A-7 Eq. 3.7 gives 
В = (1 — x)hr + xh; 
= (1 — 0.5)(59.35) + 0.5(253.99) = 156.67 kJ/kg ~ 4 4 4 4 


0.5 





In the superheated vapor tables, и and h are tabulated along with v as functions 
of temperature and pressure. 


let us evaluate T, v, and A for water at 0.10 MPa and a specific 
internal energy of 2537.3 kJ/kg. Turning to Table A-3, note that the given value of u 


is greater than и, at 0.1 MPa (и, — 2506.1 kJ/kg). This suggests that the state lies in 
the superheated vapor region. By inspection of Table А-4 we get Т = 120°C, и = 1.793 
тко, and h = 2716.6 kJ/kg. Alternatively, h and и are related by the definition of h: 
h =u + pv 
k N 3 1k 
S973 + (v S (а лози | 
kg m kg/ [10 N -m 
= 2537.3 + 179.3 = 2716.6 kJ/kg 


As another illustration, consider water at a state fixed by a pressure equal to 14.7 ЊУ 
in. and a temperature of 250?F. From Table A-4E, v = 28.42 ft*/Ib, и = 1091.5 Btu/ 
Ib, and Л = 1168.8 Btu/Ib. As shown, h may be calculated from и. Thus, 


h =u + pv 
Btu lbf ft?\|144 in? 
1091.5 —— + | 14. 28.42 
у Ib ( | г.) 112 
= 1091.5 + 773 = 1168.8 Btu/lb « 4 4 4 4 

















1 Btu | 
778 ft - lbf 


Specific internal energy and enthalpy data for liquid states of water are presented 
in Tables A-5. The format of these tables is the same as that of the superheated vapor 
tables considered previously. Accordingly, property values for liquid states are 
retrieved in the same manner as those of vapor states. 

For water, Tables A-6 give the equilibrium properties of saturated solid and satu- 
rated vapor. The first column lists the temperature, and the second column gives the 
corresponding saturation pressure. These states are at pressures and temperatures 
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below those at the triple point. The next two columns give the specific volume of 
saturated solid, а, and saturated vapor, v respectively. The table also provides the 
specific internal energy, enthalpy, and entropy values for the saturated solid and the 
saturated vapor at each of the temperatures listed. 


3.6.3 Reference States and Reference Values 


The values of и, Л, and s given in the property tables are not obtained by direct 
measurement but are calculated from other data that can be more readily determined 
experimentally. The computational procedures require use of the second law of ther- 
modynamics, so consideration of these procedures is deferred to Chap. 11 after the 
second law has been introduced. However, because и, Л, and s are calculated, the 
matter of reference states and reference values becomes important and is considered 
briefly in the following paragraphs. 

When applying the energy balance, it is differences in internal, kinetic, and poten- 
tial energy between two states that are important, and not the values of these energy 
quantities at each of the two states. 


consider the case of potential energy. The numerical value of 
potential energy determined relative to the surface of Earth is not the same as the 
value relative to the top of a tall building at the same location. However, the differ- 
ence in potential energy between any two elevations is precisely the same regardless 
of the datum selected, because the datum cancels in the calculation. - 4 «4 4 


Similarly, values can be assigned to specific internal energy and enthalpy relative to 
arbitrary reference values at arbitrary reference states. As for the case of potential energy 
considered above, the use of values of a particular property determined relative to an 
arbitrary reference is unambiguous as long as the calculations being performed involve 
only differences in that property, for then the reference value cancels. When chemical 
reactions take place among the substances under consideration, special attention must 
be given to the matter of reference states and values, however. A discussion of how 
property values are assigned when analyzing reactive systems is given in Chap. 13. 

The tabular values of и and Л for water, ammonia, propane, and Refrigerants 22 
and 134a provided in the Appendix are relative to the following reference states and 
values. For water, the reference state is saturated liquid at 0.01°C (32.02°F). At this 
state, the specific internal energy is set to zero. Values of the specific enthalpy are 
calculated from Л = и + pv, using the tabulated values for p, v, and и. For ammonia, 
propane, and the refrigerants, the reference state is saturated liquid at —40°C (—40°F 
for the tables with English units). At this reference state the specific enthalpy is set 
to zero. Values of specific internal energy are calculated from и = h — pv by using 
the tabulated values for p, v, and Л. Notice in Table A-7 that this leads to a negative 
value for internal energy at the reference state, which emphasizes that it is not the 
numerical values assigned to и and Л at a given state that are important but their 
differences between states. The values assigned to particular states change if the refer- 
ence state or reference values change, but the differences remain the same. 


Evaluating Properties Using Computer 
Software 
The use of computer software for evaluating thermodynamic properties is becoming 
prevalent in engineering. Computer software falls into two general categories: those 
that provide data only at individual states and those that provide property data as part 
of a more general simulation package. The software available with this text, Interactive 
Thermodynamics: IT, is a tool that can be used not only for routine problem solving 


reference states 
reference values 
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by providing data at individual state points but also for simulation and analysis. Soft- 
ware other than 77 also can be used for these purposes. See the box for discussion of 
software use in engineering thermodynamics. 


Using Software In Thermodynamics 


The computer software tool Interactive Thermodynamics: IT is available for use with 
this text. Used properly, IT provides an important adjunct to learning engineering 
thermodynamics and solving engineering problems. The program is built around an 
equation solver enhanced with thermodynamic property data and other valuable fea- 
tures. With /T you can obtain a single numerical solution or vary parameters to inves- 
tigate their effects. You also can obtain graphical output, and the Windows-based 
format allows you to use any Windows word-processing software or spreadsheet to 
generate reports. Additionally, functions in /7 can be called from Excel through use of 
the Excel Add-in Manager, allowing you to use these thermodynamic functions while 
working within Excel. Other features of /T include 


a guided series of help screens and a number of sample solved examples to help 
you learn how to use the program. 

drag-and-drop templates for many of the standard problem types, including a list 
of assumptions that you can customize to the problem at hand. 

predetermined scenarios for power plants and other important applications. 
thermodynamic property data for water, Refrigerants 22, 134a, and 410a, ammonia, 
carbon dioxide, air-water vapor mixtures, and a number of ideal gases.* 

the capability to input user-supplied data. 

the capability to interface with user-supplied routines. 


Many features of IT are found in the popular Engineering Equation Solver (EES). Read- 
ers already proficient with EES may prefer its use for solving problems in this text. 

The use of computer software for engineering analysis is a powerful approach. Still, 
there are some rules to observe: 


Software complements and extends careful analysis but does not substitute for it. 
Computer-generated values should be checked selectively against hand-calculated 
or otherwise independently determined values. 

Computer-generated plots should be studied to see if the curves appear reason- 
able and exhibit expected trends. 


*|n the latest version of IT, some property data are evaluated using Mini REFPROP by permission from 
the National Institute of Standards and Technology (NIST). 





IT provides data for substances represented in the Appendix tables. Generally, data 
are retrieved by simple call statements that are placed in the workspace of the program. 


consider the two-phase liquid-vapor mixture at state 1 of Exam- 
ple 3.2 for which p = 1 bar, = 0.8475 m?/kg. The following illustrates how data for 
saturation temperature, quality, and specific internal energy are retrieved using IT. 
The functions for T, v, and u are obtained by selecting Water/Steam from the Proper- 
ties menu. Choosing SI units from the Units menu, with p in bar, T in ^C, and amount 
of substance in kg, the /T program is 


= 1//bar 

0.8475//m?/kg 
Tsat_P(“Water/Steam”,p) 
vsat_Px(“Water/Steam”,p,x) 
usat_Px(“Water/Steam”,p,x) 


<< <= 
|| 
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Clicking the Solve button, the software returns values of Т = 99.63°C, x = 0.5, and и = 
1462 kJ/kg. These values can be verified using data from Table A-3. Note that text 
inserted between the symbol // and a line return is treated as a comment. + 4 4 4 


The previous example illustrates an important feature of ГТ. Although the quality, 
х, is implicit in the list of arguments in the expression for specific volume, there is no 
need to solve the expression algebraically for x. Rather, the program can solve for x 
as long as the number of equations equals the number of unknowns. 

IT also retrieves property values in the superheat region. 


consider the superheated ammonia vapor at state 2 in Example 
3.1, for which p = 20 Ibf/in? and T = 77°F. Selecting Ammonia from the Properties 
menu and choosing English units from the Units menu, data for specific volume, 
internal energy, and enthalpy are obtained from 77 as follows: 


20//lbf/in? 

TEILT 
v_PT(“Ammonia”,p,T) 
= u_PT(“Ammonia”,p,T) 
= h_PT(“Ammonia”,p,T) 


Clicking the Solve button, the software returns values of v = 16.67 ft/lb, u = 593.7 
Btu/lb, and h = 655.3 Btu/lb, respectively. These values agree closely with the respec- 
tive values obtained by interpolation in Table А-15Е. = - << 4 


p 
T 
у 
u 
h 
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The energy balance for closed systems is introduced in Sec. 2.5. Alternative expres- 
sions are given by Eqs. 2.35a and 2.35b, which are forms applicable to processes 
between end states denoted 1 and 2, and by Eq. 2.37 the time rate form. In applica- 
tions where changes in kinetic energy and gravitational potential energy between the 
end states can be ignored, Eq. 2.35b reduces to 


U,-U,;=Q-W (a) 


where Q and W account, respectively, for the transfer of energy by heat and work 
between the system and its surroundings during the process. The term 05 — 1 
accounts for change in internal energy between the end states. 

Taking water for simplicity, let's consider how the internal energy term is evaluated 
in three representative cases of systems involving a single substance. 


Case 1: Consider a system consisting initially and finally of a single phase of water, 
vapor or liquid. Then Eq. (a) takes the form 


m(u;—u)-Q-W (b) 


where т is the system mass and и; and и; denote, respectively, the initial and 
final specific internal energies. When the initial and final temperatures Т}, T; 
and pressures pı, p; are known, for instance, the internal energies иу and и; can 
be readily obtained from the steam tables or using computer software. 

Case 2: Consider a system consisting initially of water vapor and finally as a 
two-phase mixture of liquid water and water vapor. As in Case 1, we write 
U, = mu in Eq. (a), but now 


Ф = (Оң F Ug) 


= Ти F Myaplg (c) 
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| TAKE NOTE... 
On property diagrams, solid 
| lines are reserved for pro- 
cesses that pass through 
equilibrium states: quasi- 
| equilibrium processes (Sec. 
| 2.2.5). A dashed line on а 
| Property diagram signals 
| only that а process has 
occurred between initial and 
| final equilibrium states and 
| does not define a path for 
| the process. 





where ту and Myap account, respectively, for the masses of saturated liquid and 
saturated vapor present finally, and u; and u, are the corresponding specific 
internal energies determined by the final temperature 75 (or final pressure p;). 
If quality x? is known, Eq. 3.6 can be invoked to evaluate the specific internal 

energy of the two-phase liquid-vapor mixture, из. Then, U; = тиҙ, thereby pre- 
serving the form of the energy balance expressed by Eq. (b). 

Case 3: Consider a system consisting initially of two separate masses of water 
vapor that mix to form a total mass of water vapor. In this case 


0 = m'u(T', p') + m"u(T", p") (d) 
U, = (m' + т")и(Т,, p2) 
= mu(T», р›) (e) 


where т” and m" are masses of water vapor initially separate at 7", p' and T”, 
р", respectively, that mix to form a total mass, m = т’ + m", at a final state 
where temperature is T, and pressure is p). When temperatures and pressures at 
the respective states are known, for instance, the specific internal energies of 
Eqs. (d) and (e) can be readily obtained from the steam tables or using computer 
software. 


These cases show that when applying the energy balance, an important consider- 
ation is whether the system has one or two phases. A pertinent application is that of 
thermal energy storage, considered in the box. 


Thermal Energy Storage 

Energy is often available at one time but is needed at other times. For example, solar 
energy collected during daylight hours is often needed to heat buildings overnight. 
These conditions give rise to the need to store energy through methods introduced 
in Sec. 2.7 and by means discussed here. Thermal energy storage systems have been 
developed to meet solar and other similar energy storage needs. The term thermal 
energy here should be understood as internal energy. 

Various mediums are used in thermal energy storage systems that change tem- 
perature and/or change phase. Some simply store energy by heating or cooling liq- 
uids like water or mineral oil, or solids like concrete, held in insulated storage tanks 
until the stored energy is needed. Systems that use phase-change materials (PCM) 
store energy by melting or freezing a substance, often water, paraffin, or a molten 
(eutectic) salt. The choice of storage medium is determined by the temperature 
requirements of the storage application together with capital and operating costs 
related to the storage system. When substances change phase, significant energy is 
stored at nearly constant temperature. This gives PCM systems an advantage over 
systems that store energy through temperature change alone because the high energy 
storage per unit volume tends to make PCM systems smaller and more cost-effective. 

The availability of relatively inexpensive electricity generated in low-demand peri- 
ods, usually overnight or during weekends, impacts storage strategies. In one 
approach, low-cost electricity is provided to a refrigeration system that chills water 
and/or produces ice during nighttime hours when air-conditioning needs are low. The 
chilled water and/or ice can then be used to satisfy building-cooling needs during 
the day when electricity is in highest demand and is more costly. 





3.8.1 Using Property Tables 


In Examples 3.3 and 3.4, closed systems undergoing processes are analyzed using the 
energy balance. In each case, sketches of p-v and/or T-v diagrams are used in con- 
junction with appropriate tables to obtain the required property data. Using property 
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diagrams and table data introduces an additional level of complexity compared to 
similar problems in Chap. 2. 


EXAMPLE 3.3. E ТЛ ТТТ ТТ Т Т Г ТТ ЕК 


Stirring Water at Constant Volume 


А well-insulated rigid tank having a volume of 10 ft? contains saturated water vapor at 212°Е. The water is rap- 
idly stirred until the pressure is 20 Ibf/in.* Determine the temperature at the final state, in °F, and the work 
during the process, in Btu. 


SOLUTION 


Known: By rapid stirring, water vapor in a well-insulated rigid tank is brought from the saturated vapor state at 
212°F to a pressure of 20 Ibf/in.? 


Find: Determine the temperature at the final state and the work. 


Schematic and Given Data: 





Engineering Model: 


1. The water is a closed 
system. 


2. The initial and final 
states are at equilib- 
rium. There is no net 

— Boundary change in kinetic or 

potential energy. 

















3. There is no heat transfer 
with the surroundings. 


4. The tank volume 
remains constant. 

















U U Fig. E3.3 


Analysis: To determine the final equilibrium state, the values of two independent intensive properties are required. 
One of these is pressure, p; = 20 Ibf/in?, and the other is the specific volume: v, = v. The initial and final spe- 
cific volumes are equal because the total mass and total volume are unchanged in the process. The initial and 
final states are located on the accompanying 7—v and p-v diagrams. 

From Table A-2E, v, = и(212 2) = 26.80 ЖОЛЫ, ш = u,(212°F) = 10776 Btu/lb. By using v; = v; and interpo- 
lating in Table A-4E at p; — 20 Ibf/in.? 


Т, = 445°F, u, = 1161.6 Btu/Ib 
Next, with assumptions 2 and 3 an energy balance for the system reduces to 
0 0 0 

АЏ + АКЕ +APE =@ -W 
On rearrangement 

W = —(U, - Uj) = –т(и – ш) 
To evaluate W requires the system mass. This can be determined from the volume and specific volume 
V ( 10 f 

26.8 ТОЛЬ 





) = 0.373 lb 


U 
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Finally, by inserting values into the expression for W 


W = —(0.373 Ib)(1161.6 — 1077.6) Btu/lb = —31.3 Btu 


where the minus sign signifies that the energy transfer by work is to the system. — С2-5%::22................ 
Ability to... 
О define a closed system and 
Q Although the initial and final states are equilibrium states, the intervening identify interactions on its 
states are not at equilibrium. To emphasize this, the process has been indi- boundary. 


cated on the T-v and p-v diagrams by a dashed line. Solid lines on property | Ч2РРУ the energy balance 
diagrams are reserved for processes that pass through equilibrium states with steam table data. 

only (quasiequilibrium processes). The analysis illustrates the importance of О sketch Tv and p-v diagrams 
carefully sketched property diagrams as an adjunct to problem solving. and locate states on them, 


If insulation were removed from the tank and the water cooled 


at constant volume from Т, = 445°F to 73 = 300°F while no stirring 
....ш-Ш occurs, determine the heat transfer, in Btu. Ans. —19.5 Btu Фееееееееееееееееееегееееееееееееееееееееееееееееее: 


EXAMPLE 2.4 ОО О О О КУУ РА 


Analyzing Two Processes in Series 








Water contained in a piston-cylinder assembly undergoes two processes in series from an initial state where the 
pressure is 10 bar and the temperature is 400°C. 


Process 1-2: The water is cooled as it is compressed at a constant pressure of 10 bar to the saturated vapor state. 
Process 2-3: The water is cooled at constant volume to 150°C. 

(a) Sketch both processes оп 7—v and p-v diagrams. 

(b) For the overall process determine the work, in kJ/kg. 

(c) For the overall process determine the heat transfer, in kJ/kg. 


SOLUTION 


Known: Water contained in a piston-cylinder assembly undergoes two processes: It is cooled and compressed, 
while keeping the pressure constant, and then cooled at constant volume. 


Find: Sketch both processes on 7—v and р-у diagrams. Determine the net work and the net heat transfer for the 
overall process per unit of mass contained within the piston-cylinder assembly. 


Schematic and Given Data: 


Engineering Model: 





1. The water is a closed 
10 bar system. 





400°C 2. The piston is the only 
work mode. 


3. There are no changes 
in kinetic or potential 
energy. 









179:9* 
а 4.758 Ђаг 


1509С 














5 v Fig. E3.4 
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Analysis: 


(a) The accompanying Т- and p-v diagrams show the two processes. Since the temperature at state 1, Т) = 400°C, is 
greater than the saturation temperature corresponding to р, = 10 bar: 179.9°C, state 1 is located in the superheat region. 


(b) Since the piston is the only work mechanism 
0 


3 2 3 
W= [pav= |рау + | nav 
1 1 2 


The second integral vanishes because the volume is constant in Process 2-3. Dividing by the mass and noting 
that the pressure is constant for Process 1-2 


W 


PA = p(v — vı) 


The specific volume at state 1 is found from Table A-4 using р; = 10 bar and Т) = 400°C: v, = 0.3066 m*/kg. 

Also, ш = 2957.3 kJ/kg. The specific volume at state 2 is the saturated vapor value at 10 bar: v; = 0.1944 m*/kg, 

from Table A-3. Hence, 

10° Nim? 
1 bar 


1kJ 
10°N -m 





W m? 
= (10 bar) (0.1944 — озовеј( E) 











= —1122 kJ/kg 
The minus sign indicates that work is done оп the water vapor by the piston. 


(c) An energy balance for the overall process reduces to 
m(u3 — щш) = OQ № 


By rearranging 





To evaluate the heat transfer requires из, the specific internal energy at state 3. Since Т; is given and 1; = vp, 
two independent intensive properties are known that together fix state 3. To find из, first solve for the quality 


уз - 0з 0.1944 — 1.0905 x 1072 





хз = = — = 0494 
Ug, — Ur, 0.3928 — 1.0905 х 10 (VÍ sk Т 
ills D 
where vg and v; are from Table A-2 at 150°C. Теп || не x оре 
Abilit 
Из = Из + X3(Ug3 = ив) = 631.68 + 0.494(2559.5 = 631.68) c closed VEEL d 
an 
= 1584.0 kJ/kg identify interactions on its 
where из and и,з аге from Table A-2 at 150°C. boundary. 
Substituting values into the energy balance Q evaluate work using Eq, 2.17. 
Q О apply the energy balance 
— = 1584.0 — 29573 + (-1122) = -1485.5kJlkg with steam table data. 


О sketch T-v and p-v diagrams 


The minus sign shows that energy is transferred out by heat transfer. and locate states on them. 





If the two specified processes were followed by Process 3-4, 


during which the water expands at a constant temperature of 150°C to 
: saturated vapor, determine the work, in kJ/kg, for the overall process 
....... Кот 1 to 4. Ans. W/m = —17.8 kJ/kg Фоевевеввгвовееееееееееееееееееееегееевееееее: 


3.8.2 Using Software 


Example 3.5 illustrates the use of Interactive Thermodynamics: IT for solving prob- 
lems. In this case, the software evaluates the property data, calculates the results, and 
displays the results graphically. 
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EXAMPLE 2.5 ЖОО УКО О К О Л С К ОУ ГТ — ——À€ 


Plotting Thermodynamic Data Using Software 


For the system of Example 3.2, plot the heat transfer, in kJ, and the mass of saturated vapor present, in kg, each 
versus pressure at state 2 ranging from 1 to 2 bar. Discuss the results. 


SOLUTION 


Known: A two-phase liquid-vapor mixture of water in a closed, rigid container is heated on a hot plate. The 
initial pressure and quality are known. The pressure at the final state ranges from 1 to 2 bar. 


Find: Plot the heat transfer and the mass of saturated vapor present, each versus pressure at the final state. Discuss. 
Schematic and Given Data: See Fig. E32. 

Engineering Model: 

1. There is no work. 

2. Kinetic and potential energy effects are negligible. 

3. See Example 3.2 for other assumptions. 


Analysis: The heat transfer is obtained from the energy balance. With assumptions 1 and 2, the energy balance 
reduces to 


AU + AKE + APE deu 
Or 
Q = т(из — ш) 


Selecting Water/Steam from the Properties menu and choosing SI Units from the Units menu, the /T program 
for obtaining the required data and making the plots is 


// Given data—State 1 


p1 = 1//bar 
x1 = 0:5 
V = о.5//т? 


// Evaluate property data—State 1 
v1 = vsat_Px(“Water/Steam”, p1,x1) 
u1 = usat_Px(“Water/Steam”, p1,x1) 
// Calculate the mass 


m=V/v1 
// Fix state 2 
v2 = V1 
p2 = 1.5//bar 


// Evaluate property data—State 2 
v2 = vsat_Px (“Water/Steam”, p2,x2) 
u2 = usat_Px(“Water/Steam”, p2,x2) 

// Calculate the mass of saturated vapor present 
тег = x2*m 

// Determine the pressure for which the quality is unity 
уз =Vv1 Ф 
v3 = vsat Px( “Water/Steam”,p3,1) 

// Energy balance to determine the heat transfer 
т * (u2 - и) =Q-W 
W-o 

Click the Solve button to obtain a solution for p; = 1.5 bar. The program returns values of v, = 0.8475 m*/kg 


and m = 0.59 kg. Also, at p; = 1.5 bar, the program gives ту = 0.4311 kg. These values agree with the values 
determined in Example 3.2. 
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Now that the computer program has been verified, use the Explore button to vary pressure from 1 to 2 bar 
in steps of 0.1 bar. Then use the Graph button to construct the required plots. The results are 
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We conclude from the first of these graphs that the heat transfer to the water 
varies directly with the pressure. The plot of m, shows that the mass of saturated (vj Skills Developed 
vapor present also increases as the pressure increases. Both of these results are 

in accord with expectations for the process. 


DUM E # ӘЛЕ erates еее ао 


Ability to... 
U apply the closed system 
energy balance. 


| Ban" О use IT to retrieve property 
@ Using the Browse button, the computer solution indicates that the pressure data for water and plot 


for which the quality becomes unity is 2.096 bar. Thus, for pressures ranging calculated data. 
from 1 to 2 bar, all of the states are in the two-phase liquid-vapor region. 


If heating continues at constant specific volume to a state 


where the pressure is 3 bar, modify the /T program to give the tempera- 
ture at that state, in ?C. 





$900000000090000006000000090900000000920009 


$960000900999909 


Ans. v4 = v1 
ра = 3//bar 
е v4 = у PT (“Water/Steam”, рд, T4) 


ЗАРА. T4 = 282.4°C ние ғ Қазақы зы T LIII 








What do first responders, military flight crews, cos- 

tumed characters at theme parks, and athletes have in common? They share 

a need to avoid heat stress while performing their duty, job, and pastime, 

respectively. To meet this need, wearable coolers have been developed such as 

cooling vests and cooling collars. Wearable coolers may feature ice pack inserts, 

channels through which a cool liquid is circulated, encapsulated phase-change materials, 

or a combination. A familiar example of a phase-change material (PCM) is ice, which on 
melting at 0°C absorbs energy of about 334 kJ/kg. 

When worn close to the body, PCM-laced apparel absorbs energy from persons working 
or exercising in hot environments, keeping them cool. When specifying a PCM for a wear- 
able cooler, the material must change phase at the desired cooler operating temperature. 
Hydrocarbons known as paraffins are frequently used for such duty. Many coolers available 
today employ PCM beads with diameters as small as 0.5 micron, encapsulated in a durable 
polymer shell. Encapsulated phase-change materials also are found in other products. 
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specific heats 


| Introducing Specific Heats c, and c; _ 


Several properties related to internal energy are important in thermodynamics. One of 
these is the property enthalpy introduced in Sec. 3.6.1. Two others, known as specific heats, 
are considered in this section. The specific heats, denoted c, and c,, are particularly useful 
for thermodynamic calculations involving the ideal gas model introduced in Sec. 3.12. 
The intensive properties c, and c, are defined for pure, simple compressible sub- 
stances as partial derivatives of the functions u(T, v) and A(T, p), respectively, 


Ші (%) (3.8) 


ðh 
Cp = (5), (3.9) 


where the subscripts v and p denote, respectively, the variables held fixed during dif- 
ferentiation. Values for c, and c, can be obtained via statistical mechanics using spec- 
troscopic measurements. They also can be determined macroscopically through exact- 
ing property measurements. Since и and Л сап be expressed either on a unit mass 
basis or per mole, values of the specific heats can be similarly expressed. SI units are 
kJ/kg - К or kJ/kmol - K. English units are Btu/lb - ^R or Btu/Ibmol - ^R. 

The property К, called the specific heat ratio, is simply the ratio 


С 
к= (3.10) 


с 


The properties с, and c, are referred to as specific heats (от heat capacities) because 
under certain special conditions they relate the temperature change of a system to 
the amount of energy added by heat transfer. However, it is generally preferable to 
think of c, and c, in terms of their definitions, Eqs. 3.8 and 3.9, and not with reference 
to this limited interpretation involving heat transfer. 

In general, c, is a function of v and T (or p and T), and c, depends on both p and 
T (or v and Т). Figure 3.9 shows how c, for water vapor varies as a function of 
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Fig. 3.9 c, of water vapor as a function of temperature and pressure. 


1600 


3.10 Evaluating Properties of Liquids and Solids 


temperature and pressure. The vapor phases of other substances exhibit similar 
behavior. Note that the figure gives the variation of c, with temperature in the limit 
as pressure tends to zero. In this limit, c, increases with increasing temperature, 
which is a characteristic exhibited by other gases as well. We will refer again to such 
zero-pressure values for c, and c, in Sec. 3.13.2. 

Specific heat data are available for common gases, liquids, and solids. Data for 
gases are introduced in Sec. 3.13.2 as a part of the discussion of the ideal gas model. 
Specific heat values for some common liquids and solids are introduced in Sec. 3.10.2 
as a part of the discussion of the incompressible substance model. 
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Special methods often сап be used to evaluate properties of liquids and solids. These 
methods provide simple, yet accurate, approximations that do not require exact com- 
pilations like the compressed liquid tables for water, Tables A-5. Two such special 
methods are discussed next: approximations using saturated liquid data and the 
incompressible substance model. 


3.10.1 Approximations for Liquids Using Saturated Liquid Data 


Approximate values for v, и, and h at liquid states can be obtained using saturated 
liquid data. To illustrate, refer to the compressed liquid tables, Tables A-5. These tables 
show that the specific volume and specific internal energy change very little with 
pressure at a fixed temperature. Because the values of v and u vary only gradually as 
pressure changes at fixed temperature, the following approximations are reasonable 
for many engineering calculations: 


(3.11) 
(3.12) 


ОР) И) 
и(Т,р) oo и(Т) 


That is, for liquids v апа и may be evaluated at the saturated liquid state correspond- 
ing to the temperature at the given state. 

An approximate value of h at liquid states can be obtained by using Eqs. 3.11 and 
3.12 in the definition Л = и + pv; thus, 


A(T, p)  u(T) + рь(Т) 


This can be expressed alternatively as 


A(T, p) = (Т) “(Тур - Psa(T)] (3.13) 





where ры denotes the saturation pressure at the given temperature. The derivation 
is left as an exercise. When the contribution of the underlined term of Eq. 3.13 is 
small, the specific enthalpy can be approximated by the saturated liquid value, as for 
v and u. That is, 


h(T, p) = hy T) (3.14) 

Although the approximations given here have been presented with reference to 
liquid water, they also provide plausible approximations for other substances when 
the only liquid data available are for saturated liquid states. In this text, compressed 
liquid data are presented only for water (Tables А-5). Also note that Interactive Ther- 
modynamics: IT does not provide compressed liquid data for any substance but uses 
Eqs. 3.11, 3.12, and 3.14 to return liquid values for v, и, and Л, respectively. When 
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p = constant 






Saturated 
liquid 


p = constant 


T = constant 





u(T, p) = ve (T) 
| | UT, peur) 
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incompressible substance 
model 


TAKE NOTE... 

For а substance modeled as 
incompressible, 

v = constant 


и = u(I) 





greater accuracy is required than provided by these approximations, other data 
sources should be consulted for more complete property compilations for the sub- 
stance under consideration. 


3.10.2 Incompressible Substance Model 


As noted above, there are regions where the specific volume of liquid water varies 
little and the specific internal energy varies mainly with temperature. The same gen- 
eral behavior is exhibited by the liquid phases of other substances and by solids. The 
approximations of Eqs. 3.11-3.14 are based on these observations, as is the incom- 
pressible substance model under present consideration. 

To simplify evaluations involving liquids or solids, the specific volume (density) is 
often assumed to be constant and the specific internal energy assumed to vary only 
with temperature. A substance idealized in this way is called incompressible. 

Since the specific internal energy of a substance modeled as incompressible 
depends only on temperature, the specific heat c, is also a function of temperature 
alone: 


_ du 


n (incompressible) (3.15) 


c(t) 
This is expressed as an ordinary derivative because u depends only on T. 
Although the specific volume is constant and internal energy depends on tem- 
perature only, enthalpy varies with both pressure and temperature according to 


h(T,p) = и(Т) + pv (incompressible) (3.16) 


For a substance modeled as incompressible, the specific heats c, and c, are equal. 
This is seen by differentiating Eq. 3.16 with respect to temperature while holding 


pressure fixed to obtain 
(2) _ du 
ӚТ), dT 


The left side of this expression is c, by definition (Eq. 3.9), so using Eq. 3.15 on the 
right side gives 


С 


p © 


v (incompressible ) (3.17) 


Thus, for an incompressible substance it is unnecessary to distinguish between c, 
and c,, and both can be represented by the same symbol, c. Specific heats of some 
common liquids and solids are given in Tables A-19. Over limited temperature inter- 
vals the variation of c with temperature can be small. In such instances, the specific 
heat c can be treated as constant without a serious loss of accuracy. 

Using Eqs. 3.15 and 3.16, the changes in specific internal energy and specific 


enthalpy between two states are given, respectively, by 


T, 
Uy — и, = | c(T) dT (incompressible) (3.18) 
T, 


1 


hy = hy = uy — u + v(p2 — pı) 


Т, 
| c(T) dT + v(p; — pı) (incompressible) (3.19) 
(s 


1 


If the specific heat c is taken as constant, Eqs. 3.18 and 3.19 become, respectively, 


из те ИЛ! -- c( Т, E Ti) (3.20а) 
ia = im = eT = Ti) + ul = a) (incompressible, constant с) (3.20b) 
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In Eq. 3.20b, the underlined term is often small relative to the first term on the right 
side and then may be dropped. 

The next example illustrates use of the incompressible substance model in an appli- 
cation involving the constant-volume calorimeter considered in the box on p. 62. 


EXAMPLE 3.6 ОТО ООО О ОООО О О О О О О О Г rerrT Ter? 
: 
: 


Measuring the Calorie Value of Cooking ОП 


One-tenth milliliter of cooking oil is placed in the chamber of a constant-volume calorimeter filled with sufficient 
oxygen for the oil to be completely burned. The chamber is immersed in a water bath. The mass of the water 
bath is 2.15 kg. For the purpose of this analysis, the metal parts of the apparatus are modeled as equivalent to 
an additional 0.5 kg of water. The calorimeter is well insulated, and initially the temperature throughout is 25°С. 
The oil is ignited by a spark. When equilibrium is again attained, the temperature throughout is 25.3°C. Determine 
the change in internal energy of the chamber contents, in kcal per mL of cooking oil and in kcal per tablespoon 
of cooking oil. 


Known: Data are provided for a constant-volume calorimeter testing cooking oil for calorie value. 


Find: Determine the change in internal energy of the contents of the calorimeter chamber. 
Schematic and Given Data: 


0 Thermometer Engineering Model: 







1. The closed system is shown by the dashed line in the 
[Insulation accompanying figure. 











2. The total volume remains constant, including the 
chamber, water bath, and the amount of water mod- 
eling the metal parts. 











3. Water is modeled as incompressible with constant 
specific heat c. 


4. Heat transfer with the surroundings is negligible, and 
there is no change in kinetic or potential energy. 





Contents 
Water bath 


























Boundary Fig. E3.6 


Analysis: With the assumptions listed, the closed system energy balance reads 
AU + АКЕ + APF’ = 9° — w^ 
Or 
(AU) ones + (AU) water = 0 
thus 
(А0) маеть = (А О) water (а) 


The change in internal energy of the contents is equal and opposite to the change in internal energy of the water. 
Since water is modeled as incompressible, Eq. 3.20a is used to evaluate the right side of Eq. (a), giving 


Ф (2) (AU) ous = енші Ta ЕЕ Ti) (b) 


126 Chapter 3 Evaluating Properties 


With т, = 215 kg + 0.5 kg = 2.65 kg, (T; — Tj) = 0.3 K, and с, = 4.18 kJ/kg - K from Table A-19, Eq. (b) 
gives 
(AU) contents = —(2.65 kg)(4.18 kJ/kg - K)(0.3 К) = —3.32 kJ 
Converting to kcal, and expressing the result on a per milliliter of oil basis using the oil volume, 0.1 mL, we get 


LAU consents =3.32Е)] | 1 kcal | 


Von | 01ші. [41868 kJ 
= —7.9 kcal/mL 





The calorie value of the cooking oil is the magnitude — that is, 79 kcal/mL. Labels 
on cooking oil containers usually give calorie value for a serving size of 1 table- (vf Skills Developed 


spoon (15 mL). Using the calculated value, we get 119 kcal per tablespoon. Ability is E 


О define a closed system and 


- | | identify interactions within 
Ф The change in internal energy for water can be found alternatively using it and on ite boundary 


Eq. 3.12 together with saturated liquid internal energy data from Table A-2. U apply the energy balance 


© The change in internal energy of the chamber contents cannot be evaluated using the incompressible 
substance model. 


using a specific heat because specific heats are defined (Sec. 3.9) only for 
pure substances—that is, substances that are unchanging in composition. 





Using Eq. 3.12 together with saturated liquid internal energy 


data from Table A-2, find the change in internal energy of the water, in 
: kJ, and compare with the value obtained assuming water is incompress- 
$6447] ible. Ans. 3.32 у и И ӨӨӨ 


Is your diet bad for the environment? It could be. The 
fruits, vegetables, and animal products found in grocery stores require a lot 
of fossil fuel just to get there. While study of the linkage of the human diet to 

the environment is in its infancy, some preliminary findings are interesting. 

One study of U.S. dietary patterns evaluated the amount of fossil fuel—and, implic- 
itly, the level of greenhouse gas production—required to support several different diets. 
Diets rich in meat and fish were found to require the most fossil fuel, owing to the signifi- 
cant energy resources required to produce these products and bring them to market. But 
for those who enjoy meat and fish, the news is not all bad. Only a fraction of the fossil fuel 
needed to get food to stores is used to grow the food; most is spent on processing and 
distribution. Accordingly, eating favorite foods originating close to home can be a good 
choice environmentally. 

Still, the connection between the food we eat, energy resource use, and accompanying 
environmental impact requires further study, including the vast amounts of agricultural land 
needed, huge water requirements, emissions related to fertilizer production and use, meth- 
ane emitted from waste produced by billions of animals raised for food annually, and fuel 
for transporting food to market. 
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The object of the present section is to gain a better understanding of the relationship 
among pressure, specific volume, and temperature of gases. This is important not only 
as a basis for analyses involving gases but also for the discussions of the second part 
of the chapter, where the ideal gas model is introduced. The current presentation is 
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conducted in terms of the compressibility factor and begins with the introduction of 
the universal gas constant. 


3.11.1 Universal Gas Constant, R 


Let a gas be confined in a cylinder by a piston and the entire assembly held at a 
constant temperature. The piston can be moved to various positions so that a series 
of equilibrium states at constant temperature can be visited. Suppose the pressure 
and specific volume are measured at each state and the value of the ratio pv/T (v 
is volume per mole) determined. These ratios can then be plotted versus pressure at 
constant temperature. The results for several temperatures are sketched in Fig. 3.10. 
When the ratios are extrapolated to zero pressure, precisely the same limiting value 
is obtained for each curve. That is, 

lim ^" =R (3.21) 

p0 Т 
where R denotes the common limit for all temperatures. If this procedure were 
repeated for other gases, it would be found in every instance that the limit of the 
ratio pu/T as p tends to zero at fixed temperature is the same, namely, R. Since the 
same limiting value is exhibited by all gases, R is called the universal gas constant. Its 
value as determined experimentally is 


8.314 kJ/kmol - K 
R = < 1.986 Btu/Ibmol · °R (3.22) 
1545 ft - Ibf/Ibmol - ^R 


Having introduced the universal gas constant, we turn next to the compressibility 
factor. 


3.11.2 Compressibility Factor, Z 


The dimensionless ratio pv/RT is called the compressibility factor and is denoted by 
Z. That is, 


pv 
== (3.23) 

RT 
As illustrated by subsequent calculations, when values for p, v, R, and T are used in 
consistent units, Z is unitless. 

With v — Mv (Eq. 1.9), where M is the atomic or molecular weight, the compress- 
ibility factor can be expressed alternatively as 


20 
Z= RT (3.24) 
where 
R 
= — = 
M (3.25) 


R is a constant for the particular gas whose molecular weight is M. Alternative units 
for R are kJ/kg - К, Btu/lb - °R, and ft - Ibf/Ib - ^R. Table 3.1 provides a sampling of 
values for the gas constant R calculated from Eq. 3.25. 
Equation 3.21 can be expressed in terms of the compressibility factor as 
limZ = 1 (3.26) 
p0 
That is, the compressibility factor Z tends to unity as pressure tends to zero at fixed 
temperature. This can be illustrated by reference to Fig. 3.11, which shows Z for 


Measured data 
extrapolated to 


т Zero pressure 
M Т, 
_ | 2/—- 
Кес. 
E “жы: 
~ 1з 
бо. О " 








Fig. 3.10 Sketch of pv/T 
versus pressure for a gas at 
several specified values of 
temperature. 


universal gas constant 


compressibility factor 
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| 100К (180*R) 


1.0 


0.5 











Values of the Gas Constant R of Selected Elements and Compounds 


Substance Chemical Formula R (kJ/kg -K) R (Btu/lb -°R) 
Air — 0.2870 0.06855 
Ammonia NH; 0.4882 0.11662 
Argon Ar 0.2082 0.04972 
Carbon dioxide CO; 0.1889 0.04513 
Carbon monoxide CO 0.2968 0.07090 
Helium He 2.0769 0.49613 
Hydrogen H2 4.1240 0.98512 
Methane СН, 0.5183 0.12382 
Nitrogen №, 0.2968 0.07090 
Oxygen 05 0.2598 0.06206 
Water H;0 0.4614 0.11021 


Source: R values are calculated in terms ofthe universal gas constant R = 8.314 kJ/kmol - K = 1.986 Btu/lbmol - °R 
and the molecular weight M provided in Table A-1 using R — R/M (Eq. 3.25). 


hydrogen plotted versus pressure at a number of different tempera- 
tures. In general, at states of a gas where pressure is small relative to 
the critical pressure, Z is approximately 1. 


35 К (63°R) 


50 К (90°R) 
60 К (108°R) 


| 3.11.3 Generalized Compressibility Data, 2 Chart 


200 К (360°R) 


300 К (540°R) Figure 3.11 gives the compressibility factor for hydrogen versus pres- 
sure at specified values of temperature. Similar charts have been pre- 
pared for other gases. When these charts are studied, they are found 
to be qualitatively similar. Further study shows that when the coordi- 
nates are suitably modified, the curves for several different gases coin- 
cide closely when plotted together on the same coordinate axes, and 
so quantitative similarity also can be achieved. This is referred to as 
the principle of corresponding states. In one such approach, the com- 
pressibility factor Z is plotted versus a dimensionless reduced pressure 





0 100 
p (atm) 


Fig. 3.11 Variation of the compressibility 
factor of hydrogen with pressure at constant 


temperature. 
reduced pressure 
and temperature 


generalized compressibility 
chart 


Рв and reduced temperature Тр, defined as 


(3.27) 
(3.28) 


Pn = р/р, 
Тр = HIT 


where p, and T, denote the critical pressure and temperature, respectively. This results 
in a generalized compressibility chart of the form Z = Крв, Tg). Figure 3.12 shows 
experimental data for 10 different gases on a chart of this type. The solid lines denoting 
reduced isotherms represent the best curves fitted to the data. Observe that Tables A-1 
provide the critical temperature and critical pressure for a sampling of substances. 

A generalized chart more suitable for problem solving than Fig. 3.12 is given in the 
Appendix as Figs. A-1, А-2, and А-3. In Fig. A-1, pg ranges from 0 to 1.0; in Fig. А-2, 
Pr ranges from 0 to 10.0; and in Fig. A-3, pg ranges from 10.0 to 40.0. At any one 
temperature, the deviation of observed values from those of the generalized chart 
increases with pressure. However, for the 30 gases used in developing the chart, the 
deviation is at most on the order of 5% and for most ranges is much less.! 


“То determine Z for hydrogen, helium, and neon above а Тұ of 5, the reduced temperature and pressure 
should be calculated using Tg = Т/(Т, + 8) and рь = p/(p. + 8), where temperatures are in К and pres- 
sures are in atm. 
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Fig. 3.12 Generalized compressibility chart for various gases. 


Values of specific volume are included on the generalized chart through the vari- 
able vg, called the pseudoreduced specific volume, defined by 


v 
ЕТ,/р, 





(3.29) 


Ug = 


The pseudoreduced specific volume gives a better correlation of the data than does 
the reduced specific volume vg = v/v,, where v, is the critical specific volume. 

Using the critical pressure and critical temperature of a substance of interest, the 
generalized chart can be entered with various pairs of the variables Tp, pg, and v'g: 
(Tg. Pr), (pn. VR), ог (Tg, vR). The merit of the generalized chart for relating p, v, 
and T data for gases is simplicity coupled with accuracy. However, the generalized 
compressibility chart should not be used as a substitute for p-v-T data for a given 
substance as provided by tables or computer software. The chart is mainly useful for 
obtaining reasonable estimates in the absence of more accurate data. 

The next example provides an illustration of the use of the generalized compress- 
ibility chart. 


Using the Generalized Compressibility Chart 


400°C. Using the compressibility chart, determine 
(a) the specific volume of the water vapor in m*/kg at the initial state. 


(b) the pressure in MPa at the final state. 


$90900000000000090099060000000009000009 


... 
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ТАКЕ МОТЕ... 

Study of Fig. A-2 shows 
that the value of Z tends to 
unity at fixed reduced tem- 
perature Te as reduced 
pressure pe tends to zero. 
That is, 2 — 1 

aS ре — О at fixed Тр. 

Figure A-2 also shows that: 
Z tends to unity at fixed 
reduced pressure as 
reduced temperature 
becomes large. 






pseudoreduced specific 
volume 


Ideal Gas 


A.15 – Tab a А, 


А closed, rigid tank filled with water vapor, initially at 20 MPa, 520*C, is cooled until its temperature reaches 


Compare the results of parts (a) and (b) with the values obtained from the superheated vapor table, Table A-4. 
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SOLUTION 
Known: Water vapor is cooled at constant volume from 20 MPa, 520°C to 400°C. 


Find: Use the compressibility chart and the superheated vapor table to determine the specific volume and final 
pressure and compare the results. 


Schematic and Given Data: 




















pi = 20 MPa Engineering Model: 
T, = 520°C s i | 
Т, = 400°C А e water vapor is 
Closed, rigid tank a closed system. 
T, 213 2. The initial and 
Rae 
Tp = 1.2 final states are at 
| equilibrium. 
T, = 1.05 3. The volume is 
constant. 
Block of ice 
— 
Қ 1.0 => = 
PR TN 
Fig. E3.7 
Analysis: 
(a) From Table A-1, Т, - 6473 K and p, - 22.09 MPa for water. Thus, 
793 20 
Та = === = 1.23, = —— = 0.91 
i БЕТТЕ PRI 2209 


With these values for the reduced temperature and reduced pressure, the value of Z obtained from Fig. A-1 is 
approximately 0.83. Since Z = pu/RT, the specific volume at state 1 can be determined as follows: 


Р RT, nae RT 
vı 1 D А M. 








1 Рі 
N:m 
8314 —— — 
kmol - K 3K 
o = 0.83 E 2 = 0.0152 m/kg 
co 20 x 10° 
kmol m 


The molecular weight of water is from Table A-1. 
Turning to Table А-4, the specific volume at the initial state is 0.01551 m*/kg. This is in good agreement with 
the compressibility chart value, as expected. 


(b) Since both mass and volume remain constant, the water vapor cools at constant specific volume and, thus, 
at constant vg. Using the value for specific volume determined in part (a), the constant vg value is 


: N 
(oso (2209 x 10°) 
" ор, Ко m 


са 8 (Е N-m 
1802 kg К 


— 1.12 





Jem K) 


At state 2 


673 


ю = бду — 1-04 
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Locating the point on the compressibility chart where vg = 1.12 and Tg = 1.04, the corresponding value for 
Pr is about 0.69. Accordingly 


р» = ре(рво) = (22.09 MPa)(0.69) = 15.24 MPa 


Ability to... | 
О retrieve p-v-T data from 

the generalized compress- 
@ Absolute temperature and absolute pressure must be used in evaluating the Е 


compressibility factor Z, the reduced temperature Tp, and reduced pressure pg. Q retrieve p-v-T data from 
the steam tables.. 


Interpolating in the superheated vapor tables gives p; — 15.16 MPa. As before, the 
compressibility chart value is in good agreement with the table value. 


© Since Z is unitless, values for p, v, Б, and T must be used in consistent units. 





Using the compressibility chart, determine the specific vol- 
ume, іп m?/kg, for water vapor at 14 MPa, 440°C. Compare with the 


steam table value. Ans. 0.0195 m?/kg 






....... ctaam tahla valia Ane О 0105 m?fko = | Т è Reocccocccceccccccccccccoccccccccoooo00o999999*: 





3.11.4 Equations of State 


Considering the curves of Figs. 3.11 and 3.12, it is reasonable to think that the varia- 
tion with pressure and temperature of the compressibility factor for gases might be 
expressible as an equation, at least for certain intervals of p and T. Two expressions 
can be written that enjoy a theoretical basis. One gives the compressibility factor as 
an infinite series expansion in pressure: 


Z=1 + В(Т)р + С(Т)р? + Р(Т)р + (3.30) 


where the coefficients В, C, D,... depend on temperature only. The dots in Eq. 3.30 
represent higher-order terms. The other is a series form entirely analogous to Eq. 3.30 
but expressed in terms of 1/v instead of p 


zara pa "mu + (3.31) 


2 3 
v v 








Equations 3.30 and 3.31 are known as virial equations of state, and the coefficients B, virial equations of state 
C, D,...and B, C, D,...are called virial coefficients. The word virial stems from 

the Latin word for force. In the present usage it is force interactions among molecules 

that are intended. 

The virial expansions can be derived by the methods of statistical mechanics, and 
physical significance can be attributed to the coefficients: B/v accounts for two- 
molecule interactions, C/v? accounts for three-molecule interactions, and so on. In 
principle, the virial coefficients can be calculated by using expressions from statistical 
mechanics derived from consideration of the force fields around the molecules of a 
gas. The virial coefficients also can be determined from experimental p-v-T data. 
The virial expansions are used in Sec. 11.1 as a point of departure for the further 
study of analytical representations of the p-v-T relationship of gases known gener- 
ically as equations of state. 

The virial expansions and the physical significance attributed to the terms making 
up the expansions can be used to clarify the nature of gas behavior in the limit as 
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ideal gas equation of state 


Ideal Gas 


А, A.15 — Tab b 


pressure tends to zero at fixed temperature. From Eq. 3.30 it is seen that if pressure 
decreases at fixed temperature, the terms Bp, Ср?, and so оп, accounting for various 
molecular interactions tend to decrease, suggesting that the force interactions become 
weaker under these circumstances. In the limit as pressure approaches zero, these 
terms vanish, and the equation reduces to Z — 1 in accordance with Eq. 3.26. Simi- 
larly, since specific volume increases when the pressure decreases at fixed tempera- 
ture, the terms B/U, CID’, etc. of Eq. 3.31 also vanish in the limit, giving Z = 1 when 
the force interactions between molecules are no longer significant. 


Evaluating Properties Using 
the Ideal Gas Model 


) Introducing the Ideal Gas Model 
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In this section the ideal gas model is introduced. The ideal gas model has many 
applications in engineering practice and is frequently used in subsequent sections of 
this text. 


3.12.1 Ideal Gas Equation of State 


As observed in Sec. 3.11.3, study of the generalized compressibility chart Fig. А-2 
shows that at states where the pressure p is small relative to the critical pressure p. 
(low pg) and/or the temperature T is large relative to the critical temperature T, (high 
Tr), the compressibility factor, Z = pv/RT, is approximately 1. At such states, we can 
assume with reasonable accuracy that Z — 1, or 


pv = RT (3.32) 


Known as the ideal gas equation of state, Eq. 3.32 underlies the second part of this 
chapter dealing with the ideal gas model. 

Alternative forms of the same basic relationship among pressure, specific volume, 
and temperature are obtained as follows. With v — V/m, Eq. 3.32 can be expressed as 


DV = mRT (3.33) 


In addition, using v = v/M and R = R/M, which are Eqs. 1.9 and 3.25, respectively, 
where M is the molecular weight, Eq. 3.32 can be expressed as 


рӯ = RT (3.34) 
or, with v = Vin, as 


pV = nRT (3.35) 


3.12.2 Ideal Gas Model 


For any gas whose equation of state is given exactly by pv = RT, the specific internal 
energy depends on temperature only. This conclusion is demonstrated formally in 
Sec. 11.4. It is also supported by experimental observations, beginning with the work 
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3.12 Introducing the Ideal Gas Model 


of Joule, who showed in 1843 that the internal energy of air at low density (large 
specific volume) depends primarily on temperature. Further motivation from the 
microscopic viewpoint is provided shortly. The specific enthalpy of a gas described 
by pv = RT also depends on temperature only, as can be shown by combining the 
definition of enthalpy, h = и + pv, with u = u(T) and the ideal gas equation of state 
to obtain h = u(T) + RT. Taken together, these specifications constitute the ideal gas 
model, summarized as follows 


pv = RT (3.32) 
u — u(T) (3.36) 
h = ИТ) = u(T) ВТ (3.37) 


The specific internal energy and enthalpy of gases generally depend on two 
independent properties, not just temperature as presumed by the ideal gas model. 
Moreover, the ideal gas equation of state does not provide an acceptable approx- 
imation at all states. Accordingly, whether the ideal gas model is used depends on 
the error acceptable in a given calculation. Still, gases often do approach ideal gas 
behavior, and a particularly simplified description is obtained with the ideal gas 
model. 

To verify that a gas can be modeled as an ideal gas, the states of interest can be 
located on a compressibility chart to determine how well Z — 1 is satisfied. As shown 
in subsequent discussions, other tabular or graphical property data can also be used 
to determine the suitability of the ideal gas model. 

The next example illustrates the use of the ideal gas equation of state and rein- 
forces the use of property diagrams to locate principal states during processes. 
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ideal gas model 


TAKE NOTE... 
To expedite the solutions of 
many subsequent examples 
and end-of-chapter prob- 
lems involving air, oxygen 
(02), nitrogen (N2), carbon 
dioxide (СО), carbon mon- 
oxide (CO), hydrogen (H2), 
and other common gases, 
we indicate in the problem 
statements that the ideal 
gas model should be used. If 
not indicated explicitly, the 
suitability of the ideal gas 
model should be checked 
using the Z chart or other 
data. 
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Analyzing Air as an Ideal Gas Undergoing a Thermodynamic Cycle 


One pound of air in a piston-cylinder assembly undergoes a thermodynamic cycle consisting of three processes. 


Process 1-2: Constant specific volume 
Process 2-3: Constant-temperature expansion 


Process 3-1: Constant-pressure compression 


At state 1, the temperature is 540°R, and the pressure is 1 atm. At state 2, the pressure is 2 atm. Employing the 


ideal gas equation of state, 


(a) sketch the cycle on p-v coordinates. 
(b) determine the temperature at state 2, in ^R. 


(c) determine the specific volume at state 3, in ТОЛЫ. 


SOLUTION 


Known: Air executes a thermodynamic cycle consisting of three processes: Process 1-2, v = constant; Process 


2-3, T = constant; Process 3-1, p = constant. Values are given for Ti, pı, and р». 


Find: Sketch the cycle on р-у coordinates and determine T, and 1». 
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Schematic and Given Data: 


Engineering Model: 
1. The air is a closed system. 


@ 2. The air behaves as an ideal gas. 


3. The piston is the only work mode. 





1080°R 








U 


Fig. E3.8 


Analysis: 
(a) The cycle is shown on p-v coordinates in the accompanying figure. Note that since p — RT/v and temperature 
is constant, the variation of p with v for the process from 2 to 3 is nonlinear. 


(b) Using pv = RT, the temperature at state 2 is 

T; = pov; /R 
To obtain the specific volume v; required by this relationship, note that v = v, so 
ө v; = КТ /р1 


Combining these two results gives 





Be e G atm 


= m узот) = 1080°R 
1 atm 


T, = 


(c) Since pv = RT, the specific volume at state 3 is 














уз = КТ»/рз 
Noting that 7; = Т, рз = p, and R = RIM 
_ КТ, 
Ww Mpi 
1545 ft - lbf 
Ibmol -°R | (1080°R) 1? 
= ES m 
28.97 Ib (14.7 Ibf/in.^) | 144 in. 
Ibmol 
= 2721 


where the molecular weight of air is from Table A-1E. 
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@ Table A-1E gives p, = 372 atm, T, = 239°R for air. Therefore, pg; = 0.054, 
Tg; = 4.52. Referring to Fig. A-1, the value of the compressibility factor at this (vf Skills Developed 
state is Z = 1. Тһе same conclusion results when states 1 and 3 are checked. 3 
Accordingly, pv = RT adequately describes the p—v-T relation for the air at 
these states. 


Ability to... 
О evaluate p-v-T data using 
the ideal gas equation of 


© Carefully note that the equation of state pv = RT requires the use of absolute state. 
temperature Т and absolute pressure p. О sketch processes on а p-v 
diagram. 





Is the cycle sketched in Fig. E3.8 a power cycle or a refrigera- 


tion cycle? Explain. Ans. A power cycle. As represented by enclosed 
ЗЫ» area 1-2-3-1, the net work is positive. АРЕ ЕК Л Cassa CURUVERAS FR НЕК VE S RA 


3.12.3 Microscopic Interpretation 


A picture of the dependence of the internal energy of gases on temperature at low 
density (large specific volume) can be obtained with reference to the discussion of 
the virial equations: Eqs. 3.30 and 3.31. As p — O (v — оо), the force interactions 
between molecules of a gas become weaker, and the virial expansions approach Z — 1 
in the limit. The study of gases from the microscopic point of view shows that the 
dependence of the internal energy of a gas on pressure, or specific volume, at a 
specified temperature arises primarily because of molecular interactions. Accordingly, 
as the density of a gas decreases (specific volume increases) at fixed temperature, 
there comes a point where the effects of intermolecular forces are minimal. The 
internal energy is then determined principally by the temperature. 

From the microscopic point of view, the ideal gas model adheres to several ideal- 
izations: The gas consists of molecules that are in random motion and obey the laws 
of mechanics; the total number of molecules is large, but the volume of the molecules 
is a negligibly small fraction of the volume occupied by the gas; and no appreciable 
forces act on the molecules except during collisions. Further discussion of the ideal 
gas using the microscopic approach is provided in Sec. 3.13.2. 


Internal Energy, Enthalpy, and Specific 
Heats of Ideal Gases 
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3.13.1 Au, Ah, с„ and c, Relations 


For a gas obeying the ideal gas model, specific internal energy depends only on 
temperature. Hence, the specific heat c,, defined by Eq. 3.8, is also a function of 
temperature alone. That is, 


_ du 


Cy )= or 


(ideal gas) (3.38) 


This is expressed as an ordinary derivative because u depends only on T. 
By separating variables in Eq. 3.38 


du = c,(T) dT (3.39) 
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On integration, the change in specific internal energy is 


Т, 
u(T;) — (Ті)- | c,(T) dT (таса gas) (3.40) 
T 
Similarly, for a gas obeying the ideal gas model, the specific enthalpy depends only 


on temperature, so the specific heat с,, defined by Eq. 3.9, is also a function of tem- 
perature alone. That is, 


c(T) = ys (ideal gas) (3.41) 


Separating variables in Eq. 3.41 
dh = c, (T) aT (3.42) 


On integration, the change in specific enthalpy is 


ВТ) — (Т) = | (Т) dT (ideal gas) (3.43) 


il 


An important relationship between the ideal gas specific heats can be developed 
by differentiating Eq. 3.37 with respect to temperature 


dh du 
— = — + 
dT dT 


and introducing Eqs. 3.38 and 3.41 to obtain 


с,(Т) = с(Т) + R (ideal gas) (3.44) 


On a molar basis, this is written as 
с(Т) = о(Т)-Е (ideal gas) (3.45) 


Although each of the two ideal gas specific heats is a function of temperature, Eqs. 
3.44 and 3.45 show that the specific heats differ by just a constant: the gas constant. 
Knowledge of either specific heat for a particular gas allows the other to be calculated 
by using only the gas constant. The above equations also show that с, > c, and 
с, > C,,respectively. 

For an ideal gas, the specific heat ratio, К, is also а function of temperature only 





ke (ideal gas) (3.46) 





c (T) = (3.472) 
(ideal gas) 
em (3.47b) 





Similar expressions can be written for the specific heats on a molar basis, with К 
being replaced by R. 
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Fig. 3.13 Variation of с,/А with temperature for a number of gases modeled as ideal gases. 


3.13.2 Using Specific Heat Functions 


The foregoing expressions require the ideal gas specific heats as functions of tem- 
perature. These functions are available for gases of practical interest in various forms, 
including graphs, tables, and equations. Figure 3.13 illustrates the variation of c, 
(molar basis) with temperature for a number of common gases. In the range of tem- 
perature shown, c, increases with temperature for all gases, except for the monatonic 
gases Ar, Ne, and He. For these, c, is constant at the value predicted by kinetic 
theory: c, — К. Tabular specific heat data for selected gases are presented versus 
temperature in Tables A-20. Specific heats are also available in equation form. Several 
alternative forms of such equations are found in the engineering literature. An equa- 
tion that is relatively easy to integrate is the polynomial form 


=а BT + ут“ + 6T?  eT* (3.48) 


P| | 


Values of the constants а, В, у, 6, and e are listed in Tables A-21 for several gases in 
the temperature range 300 to 1000 К (540 to 1800°R). 


to illustrate the use of Eq. 3.48, let us evaluate the change in spe- 
cific enthalpy, in kJ/kg, of air modeled as an ideal gas from a state where T, = 400 K 
to a state where Т; = 900 К. Inserting the expression for ср(Т) given by Eq. 3.48 
into Eq. 3.43 and integrating with respect to temperature 


RT” 
ћу — hy -Ж| (а + BT + ут“ + ôT? + гт јат 
Т, 


R 
M 











B y 6 g 
+ eT). ак 


ат, Ti) 3 
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where the molecular weight M has been introduced to obtain the result on a unit 
mass basis. With values for the constants from Table A-21 














. 8314 1.337 " а 
орет (3.653 900 400) ao V (400)2] 
3.294 n" ау 1913 a 4 
+ зао) ((900)* — (400)?] n Ta 0900) (400)4] 
ine [(900)° — (400)°1} —-531.69kJkg « 4 4 4 4 


Specific heat functions с,(Т) and с,(Т) are also available in IT: Interactive Ther- 
modynamics in the PROPERTIES menu. These functions can be integrated using the 
integral function of the program to calculate Au and Ай, respectively. 


жасыл алам 1327 let us repeat the immediately preceding example using IT. For 
air, the ІТ code is 


cp = cp_T ("Air",T) 
delh — Integral(cp,T) 


Pushing SOLVE and sweeping T from 400 K to 900 K, the change in specific enthalpy 
is delh — 531.7 kJ/kg, which agrees closely with the value obtained by integrating the 
specific heat function from Table A-21, as illustrated above. ~ ~ << 4 


The source of ideal gas specific heat data is experiment. Specific heats can be 
determined macroscopically from painstaking property measurements. In the limit as 
pressure tends to zero, the properties of a gas tend to merge into those of its ideal gas 
model, so macroscopically determined specific heats of a gas extrapolated to very low 
pressures may be called either zero-pressure specific heats or ideal gas specific heats. 
Although zero-pressure specific heats can be obtained by extrapolating macroscopi- 
cally determined experimental data, this is rarely done nowadays because ideal gas 
specific heats can be readily calculated with expressions from statistical mechanics by 
using spectral data, which can be obtained experimentally with precision. The deter- 
mination of ideal gas specific heats is one of the important areas where the microscopic 
approach contributes significantly to the application of engineering thermodynamics. 


Applying the Energy Balance Using 
Ideal Gas Tables, Constant Specific 
„Heats, and Software 
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Although changes in specific enthalpy and specific internal energy сап be obtained 
by integrating specific heat expressions, as illustrated in Sec. 3.13.2, such evaluations 
are more easily conducted using ideal gas tables, the assumption of constant specific 
heats, and computer software, all introduced in the present section. These procedures 
are also illustrated in the present section via solved examples using the closed system 
energy balance. 


3.14.1 Using Ideal Gas Tables 


For a number of common gases, evaluations of specific internal energy and enthalpy 
changes are facilitated by the use of the ideal gas tables, Tables A-22 and A-23, which 
give и and Л (or и and Л) versus temperature. 
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To obtain enthalpy versus temperature, write Eq. 3.43 as 
T 
A(T) = | c (T) dT + h( Tyee) 

Та 
where T,e is an arbitrary reference temperature and h(T,.;) is an arbitrary value for 
enthalpy at the reference temperature. Tables A-22 and A-23 are based on the selec- 
tion h = 0 at Та = 0 K. Accordingly, a tabulation of enthalpy versus temperature is 
developed through the integra? 


A(T) = | c,(T) ат (3.49) 


Tabulations of internal energy versus temperature are obtained from the tabulated 
enthalpy values by using u = h — RT. 

For air as an ideal gas, / and u are given in Table A-22 with units of kJ/kg and in 
Table A-22E in units of Btu/Ib. Values of molar specific enthalpy л and internal energy 
и for several other common gases modeled as ideal gases are given in Tables A-23 
with units of kJ/kmol or Btu/Ibmol. Quantities other than specific internal energy and 
enthalpy appearing in these tables are introduced in Chap. 6 and should be ignored 
at present. Tables A-22 and А-23 are convenient for evaluations involving ideal gases, 
not only because the variation of the specific heats with temperature is accounted for 
automatically but also because the tables are easy to use. 

The next example illustrates the use of the ideal gas tables, together with the closed 
system energy balance. 


?The simple specific heat variation given by Eq. 3.48 is valid only for a limited temperature range, so 
tabular enthalpy values are calculated from Eq. 3.49 using other expressions that enable the integral to be 
evaluated accurately over wider ranges of temperature. 
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Using the Energy Balance and Ideal Gas Tables 


A piston-cylinder assembly contains 2 Ib of air at a temperature of 540°R and a pressure of 1 atm. The air is 
compressed to a state where the temperature is 840°К and the pressure is 6 atm. During the compression, there 
is a heat transfer from the air to the surroundings equal to 20 Btu. Using the ideal gas model for air, determine 
the work during the process, in Btu. 


SOLUTION 


Known: Two pounds of air are compressed between two specified states while there is heat transfer from the air 
of a known amount. 


Find: Determine the work, in Btu. 


Schematic and Given Data: Engineering Model: 


p 1. The air is a closed system. 


2. The initial and final states 
are equilibrium states. 
There is no change in 
kinetic or potential 
energy. 














3. The air is modeled as an 
@ ideal gas. 











4. The piston is the only 


Fig. E3.9 work mode. 
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Analysis: An energy balance for the closed system is 

АКЕ? + APE’? + ДО= Q- У 
where the kinetic and potential energy terms vanish by assumption 2. Solving for W 
Ө W = Q — AU = Q – т(и = u) 


From the problem statement, Q = —20 Btu. Also, from Table A-22E at T; = 540°R, u, = 92.04 Btu/lb, and at 
Т, = 840°R, и; = 143.98 Btu/lb. Accordingly 


W = —20 Btu — (21b)(143.98 — 92.04) Btu/lb = —123.9 Btu 





The minus sign indicates that work is done on the system in the process. 


@ Although the initial and final states are assumed to be equilibrium states, 
the intervening states are not necessarily equilibrium states, so the process 
has been indicated on the accompanying р-у diagram by a dashed line. This СЛ Skills Developed 
dashed line does not define a “path” for the process. | 


АИ ИУ У SCOTCH CHO] 


Ability to... 
© Table A-1E gives р, = 372 atm, Т, = 239°R for air. Therefore, at state 1, U define a closed system апа 
Pri = 0.03, Tri = 2.26, and at state 2, pg; = 0.16, Tg; = 3.51. Referring to identify interactions on ite 
Fig. A-1, we conclude that at these states Z = 1, as assumed in the solution. boundary. 
U apply the energy balance 


Ө In principle, the work could be evaluated through fp dV, but because the 
variation of pressure at the piston face with volume is not known, the inte- 
gration cannot be performed without more information. 


using the ideal gas model. 





Replacing air by carbon dioxide, but keeping all other problem 


Тм statement details the same, evaluate work, in Btu. Ans. —125.1 Віш — s 


3.14.2 Using Constant Specific Heats 


When the specific heats are taken as constants, Eqs. 3.40 and 3.43 reduce, respec- 
tively, to 


ЛОО ah) = eh Ta = M) (3.50) 
CUP) TAURI eel (3.51) 


Equations 3.50 and 3.51 are often used for thermodynamic analyses involving ideal 
gases because they enable simple closed-form equations to be developed for many 
processes. 

The constant values of c, and c, in Eqs. 3.50 and 3.51 are, strictly speaking, mean 
values calculated as follows: 


| E Т)4Т | ыт) dT 


1 


nom" CUm 

However, when the variation of c, or c, over a given temperature interval is slight, 
little error is normally introduced by taking the specific heat required by Eq. 3.50 or 
3.51 as the arithmetic average of the specific heat values at the two end temperatures. 
Alternatively, the specific heat at the average temperature over the interval can be 
used. These methods are particularly convenient when tabular specific heat data are 
available, as in Tables A-20, for then the constant specific heat values often can be 
determined by inspection. 
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асыл алым 1127 assuming the specific heat c, is a constant and using Eq. 3.50, the 
expression for work in the solution of Example 3.9 reads 


W = Q = тс,( Т = Ti) 
Evaluating c, at the average temperature, 690°R (230°F), Table A-20E gives c, = 0.173 
Btu/lb - ^R. Inserting this value for c, together with other data from Example 3.9 
Btu 
Ib - ^R 





W = –20 Btu - (2 Һ/(олтз yao — 540)°В 


—123.8 Btu 


which agrees closely with the answer obtained in Example 3.9 using Table A-22E 
data. 4 4 4 4 4 


The following example illustrates the use of the closed system energy balance, 
together with the ideal gas model and the assumption of constant specific heats. 


EXAMPLE 3.10 22597212551 1015 ИТ” 


Using the Energy Balance and Constant Specific Heats 


Two tanks are connected by a valve. One tank contains 2 kg of carbon monoxide gas at 77°С and 0.7 bar. Тһе 
other tank holds 8 kg of the same gas at 27°С and 1.2 bar. The valve is opened and the gases are allowed to mix 
while receiving energy by heat transfer from the surroundings. The final equilibrium temperature is 42°С. Using 
the ideal gas model with constant c,, determine (a) the final equilibrium pressure, in bar, (b) the heat transfer 
for the process, in kJ. 


SOLUTION 


Known: Two tanks containing different amounts of carbon monoxide gas at initially different states are connected 
by a valve. The valve is opened and the gas allowed to mix while receiving energy by heat transfer. The final 
equilibrium temperature is known. 


Find: Determine the final pressure and the heat transfer for the process. 


Schematic and Given Data: 


Engineering Model: 


1. The total amount of carbon monoxide gas is a closed system. 


monoxide 
2. The gas is modeled as an ideal gas with constant c,. (1) 
8 kg, 27°C, TM | x PTI : 
1.2 bar 3. The gas initially in each tank is in equilibrium. The final state 


is an equilibrium state. 





Tank 1 | 
. ° Tes 4. No energy is transferred to, or from, the gas by work. 
Fig. E3.10 
5. There is no change in kinetic or potential energy. 
Analysis: 


(a) The final equilibrium pressure р; can be determined from the ideal gas equation of state 


mRT; 
V 
where m is the sum of the initial amounts of mass present in the two tanks, V is the total volume of the two 
tanks, and 7; is the final equilibrium temperature. Thus, 
(ті + тэ)ЕТ, 
Vi tV 





Pr = 





рг = 
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Denoting the initial temperature and pressure in tank 1 as Т) and ру, respectively, V; = m4RT|/p,. Similarly, if 
the initial temperature and pressure in tank 2 are T, and p;, V; = m;RTp;. Thus, the final pressure 15 

















= (т F тэ) ЕТ, _ (т, T m») T; 
Pt (men) + (==>) (т + (=>) 
Di P2 Рі P2 
Inserting values 
10 kg)(315 K 
р: = ( e ) = 1.05 bar 
(2 kg)(350 К) m (8 kg)(300 K) 
0.7 bar 1.2 bar 
(b) The heat transfer can be found from an energy balance, which reduces with assumptions 4 and 5 to give 
8y p 5 
AU=0- W 
or 
Q= Up= Ui 


U; is the initial internal energy, given by 
U; = ти(Т,) + mu( T) 
where T; and T, are the initial temperatures of the CO in tanks 1 and 2, respectively. The final internal energy is U; 
U; = (m, + m;)u(T;) 

Introducing these expressions for internal energy, the energy balance becomes 

О = т|[и(Т) — u(Ti)] + тји(Те) — u(T;)] 
Since the specific heat c, is constant (assumption 2) 

О = mic (Tr — Ti) + moe,(T; — Tr) 

Evaluating c, as the average of the values listed in Table A-20 at 300 К and 350 К, c, = 0.745 kJ/kg - К. Hence, 


kJ kJ 
- .745——— - + 745——— - 
Q=(2 20 745 Tm јов K – 350K) + (8 (0 45 јаз K – 300 K) 


ays 7 Ө 

Ability to... 

О define a closed system and 
identify interactions on its 
boundary. 

О apply the energy balance 
using the ideal gas model 
when the specific heat. 

С, 15 constant. 


The plus sign indicates that the heat transfer is into the system. 


@ By referring to a generalized compressibility chart, it can be verified that the 
ideal gas equation of state is appropriate for CO in this range of temperature 
and pressure. Since the specific heat c, of CO varies little over the temperature 
interval from 300 to 350 K (Table A-20), it can be treated as constant with 
acceptable accuracy. 





: Evaluate Q using specific internal energy values for CO from 
— Table A-23. Compare with the result using constant с,. Ans. 36.99 k} Jes ttn 





3.14.3 Using Computer Software 


Interactive Thermodynamics: IT also provides values of the specific internal energy 
and enthalpy for a wide range of gases modeled as ideal gases. Let us consider the 
use of /T, first for air, and then for other gases. 
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AIR. For air, /T uses the same reference state and reference value as in Table A-22, 
and the values computed by /T agree closely with table data. 


let us use /T to evaluate the change in specific enthalpy of air 
from a state where Т) - 400 K to a state where Т; - 900 K. Selecting Air from the 


Properties menu, the following code would be used by /T to determine Ай (delh), 
in kJ/kg 


ћ = h T("Air",T2) 
h2 = h_T(“Air’,T2) 


Т1 = 400//K 
Т2 = 900//К 
дећ = h2 — h1 


Choosing К for the temperature unit and kg for the amount under the Units menu, 
the results returned by 77 are h, = 400.8, Л» = 932.5, апа Ah = 531.7 kJ/kg, respec- 
tively. These values agree closely with those obtained from Table A-22: A, — 400.98, 
hy = 932.93, and Ah = 531.95 kJ/kg. < < 4 4 4 


OTHER GASES. 17 also provides data for each of the gases included in Table A-23. 
For these gases, the values of specific internal energy п and enthalpy h returned by 
IT are determined relative to a standard reference state that differs from that used in 
Table A-23. This equips /T for use in combustion applications; see Sec. 13.2.1 for 
further discussion. Consequently, the values of и and л returned by JT for the gases 
of Table A-23 differ from those obtained directly from the table. Still, the property 
differences between two states remain the same, for datums cancel when differences 
are calculated. 


let us use /T to evaluate the change in specific enthalpy, in kJ/ 
kmol, for carbon dioxide (CO;) as an ideal gas from a state where Т = 300 K to a 


state where Т; — 500 K. Selecting CO; from the Properties menu, the following code 
would be used by 17: 


ћ = h 7(“С0,”,Т1) 
h2 = h T(*CO;",T2) 


Ті = 300//K 
T2 - 500//K 
delh = h2 — h1 


Choosing K for the temperature unit and moles for the amount under the Units 
menu, the results returned by /T are hı = —3.935 x 105, = —3.852 x 10°, and 
Ah = 8238 kJ/mol, respectively. The large negative values for hı and h, are a con- 
sequence of the reference state and reference value used by /T for СО». Although 
these values for specific enthalpy at states 1 and 2 differ from the corresponding 
values read from Table A-23: hı = 9,431 and h, = 17,678, which give Ah — 
8247 kJ/kmol, the differences in specific enthalpy determined with each set of data 
agree closely. < 4 4 4 4 


The next example illustrates the use of software for problem solving with the ideal 
gas model. The results obtained are compared with those determined assuming the 
specific heat су is constant. 


143 


144 Chapter 3 Evaluating Properties 


EXAMPLE 2,11 ОО Л О О О Л Л К К К Г ГК ГГ Г СГ 


Using the Energy Balance and Software 


One kmol of carbon dioxide gas (CO;) in a piston-cylinder assembly undergoes a constant-pressure process at 
1 bar from T, = 300 К to 75. Plot the heat transfer to the gas, in kJ, versus Т; ranging from 300 to 1500 K. 
Assume the ideal gas model, and determine the specific internal energy change of the gas using 


(а) и data from 17. 


(b) а constant c, evaluated at Т) from 77. 


SOLUTION 


Known: One kmol of СО; undergoes a constant-pressure process in a piston-cylinder assembly. The initial tem- 
perature, 71, and the pressure are known. 


Find: Plot the heat transfer versus the final temperature, Т». Use the ideal gas model and evaluate Ди using 
(a) и data from IT, (b) constant c, evaluated at Т) from IT. 


Schematic and Given Data: 





Engineering Model: 








T, =300K 1. The carbon dioxide is a closed system. 

n = 1 kmol А Б 

р = 1 bar 2. The piston is the only work mode, and the process occurs at constant 
pressure. 





3. The carbon dioxide behaves as an ideal gas. 
Fig. E3.11a 
4. Kinetic and potential energy effects are negligible. 


Analysis: The heat transfer is found using the closed system energy balance, which reduces to 
0, E 0 = Q = W 


Using Eq. 2.17 at constant pressure (assumption 2) 





W = р(у; — Vi) = pn(v; — vi) 
Then, with AU = n(u» — ui), the energy balance becomes 
n(n = u) = О — pn(v, — v) 
Solving for О 
Өө О = n((u; = и) + p(v) = vi)J 
With pv = RT, this becomes 





Q = n| (ùn — m) + R(T – ТЈ 


The object is to plot О versus Т» for each of the following cases: (a) values for % апа m at T; and T5, respec- 
tively, are provided by 77, (b) Eq. 3.50 is used оп a molar basis, namely, 


Uy, — Wu = (1, — Т) 


where the value of с, is evaluated at Т, using 77. 
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The ІТ program follows, where Rbar denotes R, cvb denotes с, and иђам and ubar2 denote i, and i5, 
respectively. 


/[ Using the Units menu, select “mole” for the substance amount. 
/[ Given Data 


Т1 = 300//K 
T2 - 1500//K 
n = 1//kmol 


Враг = 8.314//kJ/kmol - К 


// (a) Obtain molar specific internal energy data using IT. 
ираг = и T (“CO2”, Ті) 

ubar2 = u T (“CO2”, Тә) 

Qa = n*(ubar2 — ubar1) + n*Rbar*(T2 — Ті) 


// (b) Use Eq. 3.50 with cv evaluated at Т1. 
cvb = су T (*CO2", Ті) 
Qb = n*cvb*(T2 — Ті) + n*Rbar*(T2 — Ті) 


Use the Solve button to obtain the solution for the sample case of Т; - 1500 K. For part (a), the program returns 
О, = 6.16 x 10* kJ. The solution can be checked using СО; data from Table A-23, as follows: 


О, = n((u; — uj) + К(7,- T;)] 
= (1 kmol)[(58,606 - 6939)kJ/kmol + (8.314 kJ/kmol - K)(1500 — 300)K] 
— 61,644 kJ 


Thus, the result obtained using CO; data from Table A-23 is in close agreement with the computer solution for 
the sample case. For part (b), IT returns c, = 28.95 kJ/kmol · K at Т), giving О, = 4.472 X 10* kJ when T, = 
1500 K. This value agrees with the result obtained using the specific heat c, at 300 K from Table A-20, as can 
be verified. 

Now that the computer program has been verified, use the Explore button to vary Т; from 300 to 1500 Кіп 
steps of 10. Construct the following graph using the Graph button: 


















770,000 
60,000 F —s— Internal energy data 
— c, at Tj 
50,000 F 
40,00 
u 0,000 
S! 30,000 
20,000 
10,000 
" | 
Bo сб 700 900 1100 1300 1500 (vj skills Developed 
= Бн 
| Ability to... 
Fig. E3.11b О define a closed system and 
identify interactions on its 
| | | boundary. 
As expected, the heat transfer is seen to increase as the final temperature О apply the energy balance 


increases. From the plots, we also see that using constant c, evaluated at T; for 
calculating Ай, and hence О, can lead to considerable error when compared to 
using и data. The two solutions compare favorably up to about 500 K, but 
differ by approximately 27% when heating to a temperature of 1500 K. 


using the ideal gas model. 
О use IT to retrieve property 
data for СО; as an ideal gas 
and plot calculated data. 
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@ Alternatively, this expression for О can be written as 
О = n| (m + рођ) — (иу + pvi)] 
Introducing h = ii + pv, the expression for О becomes 


О = n(hy = hi) 


Repeat part (b) using c, evaluated at Taverage = (T; + 1)/2. 


Which approach gives better agreement with the results of part (a): 
evaluating c, at 7, or at Грете. Ans. Аї Т. enee 
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Polytropic Process Relations 
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A polytropic process is a quasiequilibrium process (Sec. 2.2.5) described by 
pV" — constant (3.52) 


or, in terms of specific volumes, by pv" — constant. In these expressions, n is a 
constant. 
For a polytropic process between two states 


PiVi = p;V2 
ог 
рә ry 
— =|— (3.53) 
рі | 


The exponent n may take оп any value from -> to +% depending on the particular 
process. When n = 0, the process is an isobaric (constant-pressure) process, and when 
n = +e the process is ап isometric (constant-volume) process. 

For a polytropic process 


á У = ру 
| pare T Gah (3.54) 
Я 1-n 
for any exponent n except n — 1. When n — 1, 
2 
Ұз 
| p dV = p,Viln—— (n = 1) (3.55) 
1 Vi 


Example 2.1 provides the details of these integrations. 

Equations 3.52 through 3.55 apply to any gas (or liquid) undergoing a polytropic 
process. When the additional idealization of ideal gas behavior is appropriate, further 
relations can be derived. Thus, when the ideal gas equation of state is introduced into 
Eqs. 3.53, 3.54, and 3.55, the following expressions are obtained, respectively, 





T; жүзе (ау? . 
= = deal А 
T, (2 V; (ideal gas) (3.56) 
d mR(T, — Т 
| рау- асе (ideal gas, n # 1) (3.57) 
1 
: 2 
| рау- mRTIn ^ (ideal gas, n — 1) (3.58) 
T 1 


For an ideal gas, the case n — 1 corresponds to an isothermal (constant-temperature) 
process, as can readily be verified. 
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Example 3.12 illustrates the use of the closed system energy balance for a system 
consisting of an ideal gas undergoing a polytropic process. 


EXAMPLE 3.12. ОО О О О О О ТГ О СТС 


| Analyzing Polytropic Processes of Air as an Ideal Gas 


Air undergoes a polytropic compression in a piston-cylinder assembly from p, = 1 atm, Т = 70°F to p; = 
5 atm. Employing the ideal gas model with constant specific heat ratio k, determine the work and heat transfer 
per unit mass, in Btu/lb, if (a) n = 1.3, (b) n = k. Evaluate k at Т. 


SOLUTION 


Known: Air undergoes a polytropic compression process from a given initial state to a specified final 
pressure. 


Find: Determine the work and heat transfer, each in Btu/lb. 


Schematic and Given Data: 


p Engineering Model: 


1. The air is a closed system. 





2. The air behaves as an ideal gas 
with constant specific heat ratio К 
evaluated at the initial temperature. 








3. The compression is polytropic and 
the piston is the only work mode. 





1 atm |- 





4. There is no change in kinetic or 
potential energy. 








Fig. E3.12 


Analysis: The work can be evaluated in this case from the expression 





2 
W = | рау 
1 
With Eq. 3.57 
W RT-T) 
= (а) 
т [у=] 
The heat transfer can be evaluated from an energy balance. Thus, 
Q W 
== = ur (uy = ш) 
тот 
Inspection of Eq. 3.47b shows that when the specific heat ratio k is constant, c, is constant. Thus, 
W 
Tar + e(T; Т) (B) 
m m 


(a) For n = 1.3, the temperature at the final state, 75, can be evaluated from Eq. 3.56 as follows 


рә (n—1)in SN 03-013 
Т = (2) - ззек(5) = 768°R (308°F) 
1 
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Using Eq. (a), the work is then 


1.986 Btu 





W R(T;-T)) ( 
m Т:= и 


ex - 530°R 
28.97 Ib - ^R 


= = —54.39 Btu/lb 


At 70°F, Table A-20E gives k = 1.401 and c, = 0.171 Btu/Ib - ^R. Alternatively, c, can be found using Eq. 3.475, 


as follows: 











R 
T aO c 
67 4 (©) 
1.986/28.97) Btu/lb - ^R 
zi er oii 
(1.401 — 1) Ib - ^R 
Substituting values into Eq. (b), we get 
Q Btu ( Btu ) 
= = —5439—— + | 0. PR = 530° 
а= 54.39 lb 0 171 “ор (768°R — 530°R) 
= –13 a= 
~~ Ib (Vf Skills Developed 
(b) For n = k, substituting Eqs. (a) and (c) into Eq. (b) gives Ability to. a aa 
О RT-T) RT-T) О evaluate work using E. 2,11%). 
m Pu ke = U apply the energy balance 


That is, no heat transfer occurs in the polytropic process of an ideal gas for 


which n = К. 


using the ideal gas model. 


U apply the polytropic process 
concept. 






@ The states visited іп a polytropic compression process are shown by the curve on the accompanying p-v 
diagram. The magnitude of the work per unit of mass is represented by the shaded area below the curve. 


For n = К, evaluate the temperature at the final state, in °R 


and °F. Ans. 840°R (380°F) 


CHAPTER SUMMARY AND STUDY GUIDE 


In this chapter, we have considered property relations for a 
broad range of substances in tabular, graphical, and equa- 
tion form. Primary emphasis has been placed on the use of 
tabular data, but computer retrieval also has been consid- 
ered. 

A key aspect of thermodynamic analysis is fixing states. 
This is guided by the state principle for pure, simple com- 
pressible systems, which indicates that the intensive state 
is fixed by the values of any two independent, intensive 
properties. 

Another important aspect of thermodynamic analysis is 
locating principal states of processes on appropriate dia- 
grams: p—-v, Т–и, and p- T diagrams. The skills of fixing states 
and using property diagrams are particularly important when 
solving problems involving the energy balance. 

The ideal gas model is introduced in the second part of 
this chapter, using the compressibility factor as a point of 


0000000909000090990900000909000000009090000009000900000000009€ 


departure. This arrangement emphasizes the limitations of 
the ideal gas model. When it is appropriate to use the ideal 
gas model, we stress that specific heats generally vary with 
temperature and feature the use of the ideal gas tables in 
problem solving. 

The following checklist provides a study guide for this 
chapter. When your study of the text and end-of-chapter 
exercises has been completed you should be able to 


> write out the meanings of the terms listed in the margins 
throughout the chapter and understand each of the 
related concepts. The subset of key concepts listed on 
the next page is particularly important in subsequent 
chapters. 


> retrieve property data from Tables A-1 through A-23, using 
the state principle to fix states and linear interpolation 
when required. 


€ 9 9 о ө ө ө ө ө ө ө ө 9 ө ө ө ө ө € е ө ө 9 ө € ө ө ө € ө ө ө ө ө ө € ө ө € 9 9 ө ө ө ө е 9 ө ө 9 ө 


Key Equations 149 


> sketch 7–и, p-v, and р-Т diagrams and locate principal 
states on such diagrams. 


> use the generalized compressibility chart to relate p-v- T 
data of gases. 


> apply the closed system energy balance with property data. >» apply the ideal gas model for thermodynamic analysis, 
including determining when use of the ideal gas model is 
warranted, and appropriately using ideal gas table data 


or constant specific heat data to determine Au and АЛ. 


> evaluate the properties of two-phase liquid-vapor mix- 
tures using Eqs. 3.1, 3.2, 3.6, and 3.7. 


> estimate the properties of liquids using Eqs. 3.11-3.14. 


> apply the incompressible substance model. шы а eld Iam 


KEY ENGINEERING CONCEPTS КИИ Ини 


phase p. 96 

pure substance p. 96 

state principle p. 96 

simple compressible system p. 96 
р-у-Т surface p. 98 

phase diagram p. 100 

saturation temperature p. 100 


KEY EQUATIONS 


у 
и 
ћ 


Myapor 





x= 
"аша + Myapor 


= (1 = x)m + xu, = vg + (бр = wu) 
-(1-хш + xu, = 
(1 — x)h_e + xh, = 


Up x(ug — ur) 
ће + x(h, — ће) 


saturation pressure p. 100 

p-v diagram p. 100 

T-v diagram p. 100 

compressed liquid p. 102 

two-phase liquid-vapor mixture p. 102 
quality p. 102 

superheated vapor p. 102 


(3.1) p. 102 


(3.2) p. 108 
(3.6) p. 112 
(3.7) p. 112 


enthalpy p. 111 

specific heats p. 122 

incompressible substance 
model p. 124 

universal gas constant p. 127 

compressibility factor p. 127 

ideal gas model p. 133 
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Quality, x, of a two-phase, liquid-vapor mixture. 


Specific volume, internal energy and enthalpy of a 
two-phase liquid-vapor mixture. 





v(T, p) = (Т) 
u(T, p) = и(Т) 
A(T, p) = АҚТ) 


ZS 


(3.11) p. 123 
(3.12) p. 123 


(3.14) p. 123 respectively. 


Specific volume, internal energy, and enthalpy of 
liquids, approximated by saturated liquid values, 





Ideal Gas Model Relations 





pv = RT 
и = и(Т) 
h — h(T) = u(T) + RT 


(3.32) p. 133 
(3.36) p. 133 
(3.37) p. 133 


Ideal gas model. 





u(T;) - (T1) = 


| PT) dT 


и(Т,) = и(Т\) -с,(Т,- T3) 


(3.40) p. 136 


(3.50) p. 140 


For constant с,. 


Change in specific internal energy. 





мт) – ст) = | отат 


ВТ) — h(T1) = e( T) Ti) 


(3.43) p. 136 


(3.51) p. 140 


For constant c,. 


Change in specific enthalpy. 
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EXERCISES: THINGS ENGINEERS THINK VEM... ТТ 


1. Why does popcorn pop? 
2. A plastic milk jug filled with water and stored within a 
freezer ruptures. Why? 


3. You notice that a slab of dry ice seems to disappear over 
time. What happens to it? Why doesn’t it melt? 


4. What is the standard composition of atmospheric air? 


5. What is the price of tap water, per liter, where you live and 
how does this compare to the average price of tap water in 
the United States? 


6. When should Table A-5 be used for liquid water v, u, and h 
values? When should Eqs. 3.11-3.14 be used? 


7. After your car sits outside under the night sky, its windows 
are covered with frost even though the lowest overnight 
temperature was only 41°F. Why does the frost form? 


8. How does a pressure cooker work to cook food faster than 
an ordinary pan with a lid? 


9. An automobile’s radiator cap is labeled “Never open when 
hot.” Why not? 


10. Why are the tires of airplanes and race cars inflated with 
nitrogen instead of air? 


11. Do specific volume and specific internal energy fix the 
state of a simple compressible system? If so, how can you 
use the steam tables to find the state for HO? 


12. What is a molten salt? 


13. How many minutes do you have to exercise to burn the 
calories in a helping of your favorite dessert? 


eise АНТЫ ЛА ЛАУЛТӘЛТСЕ.-.--...-------..---............................................. 


1. Тһе quality of a two-phase liquid-vapor mixture of Н;О at 
40°C with a specific volume of 10 m*/kg is 


(a) 0 
(b) 0.486 
(c) 0.512 
(d) 1 


2. The quality of a two-phase liquid-vapor mixture of 
propane at 20 bar with a specific internal energy of 300 kJ/kg 
is 
(a) 0.166 
(b) 0.214 
(c) 0.575 
(d) 0.627 


3. The quality of a two-phase liquid-vapor mixture of 
Refrigerant 134a at 90 Ibf/in? with a specific enthalpy of 
90 Btu/Ib is 


(a) 0.387 
(b) 0.718 
(c) 0.575 
(d) 0.627 


4. The quality of a two-phase liquid-vapor mixture of ammonia 
at —20°F with a specific volume of 11 ft/lb is 


(a) 0 

(b) 0.251 
(c) 0.537 
(d) 0.749 


5. A system contains a two-phase liquid-vapor mixture at 
equilibrium. What does it mean to say that the pressure 
and temperature are not independently variable for this 
system? 


6. A substance that is uniform and invariable in chemical 
composition is called a substance. 


7. 'Two examples of phase change are 
8. Is the expression for work of a polytropic process 


W= (P2V2 = piVi) 
l= 
restricted to processes of an ideal gas? Explain. 


9. If a substance undergoes a constant-pressure expansion at 
a pressure higher than its critical pressure, can it undergo a 
phase change? If so, what phases are involved? 


10. Show that the specific enthalpy of an ideal gas is a function 
of temperature only. 


11. The specific heat ratio, k, must be greater than one. Why? 


12. Estimate the value of specific heat c, using data from Table 
A-4 and compare with the value shown in Fig. 3.9. 


13. In general, и = u(T, v) for a simple compressible substance. 
Can you use values of T and v to find states in the 
superheated vapor table? 


14. Given temperature and specific volume of a two-phase 
liquid-vapor mixture, how would you determine the specific 
internal energy? 


15. The energy of simple compressible systems can be changed 
by heat transfer and by work associated with 


16. What is the state principle for simple systems? 


17. Тһе quality of saturated vapor is 


18. The quality of saturated liquid is 


19. The term refers to a quantity of matter that is 
homogeneous throughout in both chemical composition and 
physical structure. 


20. Label the following on the 7—v diagram: saturated liquid, 
saturated vapor, critical point, superheated vapor region, 
compressed liquid region, constant-pressure line. 


T 








v 


21. A system consists of a two-phase liquid-vapor mixture of 
5 kg of Refrigerant 134a. One kg is saturated liquid. What is 
the quality? 


22. Do p and u fix the state of a superheated vapor? 


23. For H,O at 10 bar and 220°C, what table would you use to 
find v and и? 


24. What is the principle of corresponding states? 

25. For water at 20°С, 100 bar, determine the percent error in 
using the approximation in Eq. 3.11: v(T, p) ~ u(T). 

26. For water at 70°F, 14.7 Ibf/in?, compare the value of h(T) 
to the value obtained using the approximation in Eq. 3.13. 

27. List three key aspects of the ideal gas model. 


28. A generalized form of the equation of state for gases that 
can be derived from the methods of statistical mechanics is 
called the equation of state. 


29. If a system undergoes a polytropic process, must the system 
consist of an ideal gas? Explain. 


30. Why is subcooled liquid alternatively referred to as 
compressed liquid? 


31. Are the data in the pressure table and the temperature table 
for saturated two-phase liquid-vapor mixtures compatible? 


32. Why don't Tables A-6 and A-6E include columns for 
saturated liquid? 


33. The specific volume of saturated liquid water at 0.01°C is 
v; = 1.0002 х 107° m?/kg. For saturated solid at 0.01°C, the value 
of specific volume is v; = 1.0908 x 1073 m*/kg. Why is v; > у? 


Exploring Concepts: Phase and Pure Substance 


3.1 A system consisting of liquid water and ice undergoes a 
process. At the end of the process, the ice has melted and 
the system contains only liquid water. Can the system be 
considered a pure substance during the process? Explain. 
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Indicate whether the following statements are true or false. 
Explain. 


34. For a gas modeled as an ideal gas, c, = с, + R, where R 
is the gas constant for the gas. 


35. Air can always be regarded as a pure substance. 
36. Atmospheric air is normally modeled as an ideal gas. 


37. For liquid water, the approximation v(T, p) ~ v(T) is 
reasonable for many engineering applications. 


38. If superheated water vapor at 30 MPa is cooled at constant 
pressure, it will eventually become saturated vapor, and with 
sufficient additional cooling, condensation to saturated liquid 
will occur. 


39. A polytropic process with n — К is adiabatic. 


40. For simple compressible systems, any two intensive 
thermodynamic properties fix the state. 


41. The specific internal energy of ammonia at 0.45 MPa and 
50°С is 1564.32 kJ/kg. 


42. For gases modeled as ideal gases, the ratio c,/c, must be 
greater than one. 


43. As pressure increases toward the critical pressure, the 
values of v; and v, approach each other. 


44. A two-phase liquid-vapor mixture with equal volumes of 
saturated liquid and saturated vapor has a quality of 0.5. 


45. The following assumptions apply for a substance modeled 
as an incompressible substance: The specific volume (and 
density) is constant and the specific internal energy is a 
function of temperature only. 


46. Carbon dioxide (CO;) at 320 K and 55 bar can be modeled 
as an ideal gas. 


47. When an ideal gas undergoes a polytropic process with 
n = 1, the gas temperature remains constant. 


48. The pressures listed in thermodynamic tables are absolute 
pressures, not gage pressures. 


49. If a closed system consisting of a simple compressible 
substance is at equilibrium, only one phase can be present. 


50. A two-phase liquid-vapor mixture has 0.2 kg of saturated 
water vapor and 0.6 kg of saturated liquid. The quality is 0.25 
(2596). 


51. The properties of velocity and elevation are not included 
in the specification of an intensive thermodynamic state. 


52. A gas can be modeled as an ideal gas with constant specific 
heats when Z = 1. 
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3.2 A system consists of liquid nitrogen in equilibrium with 
nitrogen vapor. How many phases are present? The system 
undergoes a process during which all of the liquid is vaporized. 
Can the system be viewed as being a pure substance during 
the process? Explain. 
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3.3 A system consists of liquid water in equilibrium with a 
gaseous mixture of air and water vapor. How many phases 
are present? Does the system consist of a pure substance? 
Explain. Repeat for a system consisting of ice and liquid 
water in equilibrium with a gaseous mixture of air and water 
vapor. 


3.4 An open container of pure ethanol (ethyl alcohol) liquid 
is placed on a table in a room. Evaporation occurs until all 
of the ethanol is gone. Where did the ethanol go? If the 
ethanol and the room air are taken to be a closed system, 
can the system be regarded as a pure substance during the 
process? How many phases are present initially and finally? 
Explain. 


Using p-v-T Data 


3.5 Determine the phase or phases in a system consisting of 
H,O at the following conditions and sketch p-v and T-v 
diagrams showing the location of each state. 


(a) р = 100 Ibf/in?, T = 32786 F. 
(b) р = 100 Ibf/in?, T = 24026 
(с) T = 212°F, p = 10 Ibf/in? 

(d) T = 70°F, p = 20 Ibf/in? 

(e) p = 14.7 Ibf/in?, T = 20°F. 


3.6 Determine the phase or phases in a system consisting of 
H,O at the following conditions and sketch p-v and T-v 
diagrams showing the location of each state. 


(a) p = 10 bar, T = 179.9°С. 
(b) p = 10 bar, T = 150°C. 
(c) T = 100°С, p = 0.5 bar. 
(d) T = 20°C, p = 50 bar. 
(e) p = 1 bar, T =—6°С. 


3.7 The following table lists temperatures and specific volumes 
of water vapor at two pressures: 





p = 1.0 MPa р = 1.5 MPa 
T (°С) v(m?/kg) T (°С) v(m?/kg) 
200 0.2060 200 0.1325 
240 0.2275 240 0.1483 
280 0.2480 280 0.1627 


Data encountered in solving problems often do not fall 
exactly on the grid of values provided by property tables, 
and linear interpolation between adjacent table entries 
becomes necessary. Using the data provided here, estimate 


(a) the specific volume at T = 240°C, p = 1.25 MPa, in m°/kg. 
(b) the temperature at p = 1.5 MPa, v = 0.1555 m*/kg, in °С. 
(с) the specific volume at T = 220°C, р = 1.4 MPa, in m*/kg. 


3.8 The following table lists temperatures and specific volumes 
of ammonia vapor at two pressures: 








р = 50 Ibf/in.? p = 60 Ibf/in2 
T CF) v(ft?/Ib) ТСЕ) v(ft?/Ib) 
100 6.836 100 5.659 
120 7410 120 5.891 
140 7380 140 6.120 


Data encountered in solving problems often do not fall 
exactly on the grid of values provided by property tables, 
and linear interpolation between adjacent table entries 
becomes necessary. Using the data provided here, estimate 


(a) the specific volume at T = 120°F, p = 54 Ibf/in.?, in ft'/Ib. 
(b) the temperature at p = 60 Ibf/in.?, v = 5.982 НЛБ, in °F. 
(c) the specific volume at T = 110°Е, p = 58 Ibf/in.?, in ft'/Ib. 


3.9 Determine the volume change, in f£, when 1 lb of water, 
initially saturated liquid, is heated to saturated vapor while 
pressure remains constant at 1.0, 14.7 100, and 500, each in 
Ibf/in? Comment. 


3.10 For НО, determine the specified property at the indicated 
state. Locate the state on a sketch of the T-v diagram. 


(a) T = 140°C, v = 0.5 тука. Find T, in °C. 

(b) p = 30 MPa, T = 100°C. Find v, in туКе. 

(c) p = 10 MPa, T = 485°C. Find v, in туКе. 

(d) T = 80°C, х = 0.75. Find p, in bar, and v, in туКе. 


3.11 For each case, determine the specific volume at the 
indicated state. Locate the state on a sketch of the Т-у 
diagram. 


(a) Water at p = 1 bar, T = 20°C. Find v, in m*/kg. 
(b) Refrigerant 22 at p = 40 Ibf/in.’, x = 0.6. Find v, іп НЛБ. 
(c) Ammonia at p = 200 Ibf/in.?, T = 195°F. Find v, in ft?/lb. 


3.12 For each case, determine the specified property at the 
indicated state. Locate the state оп a sketch of the Т-у 
diagram. 


(a) Water at v = 0.5 m*/kg, p = 3 bar, determine T, in °C. 
(b) Ammonia at p = 11 Ibf/in.2, Т = —20*F, determine v, in 
ЛЬ. 

(с) Propane at p = 1 MPa, Т = 85°C, determine v, іп m?/kg. 


3.13 For H,O, determine the specific volume at the indicated 
state, in m?/kg. Locate the states on a sketch of the 7—v 
diagram. 


(a) T = 400°C, p = 20 MPa. 
(b) T = 40°С, p = 20 MPa. 
(c) T = 40°С, p = 2 MPa. 
3.14 For H,O, locate each of the following states on sketches 
of the p—-v, T-v, and phase diagrams. 
(a) T = 120°C, p = 5 bar. 
(b) T = 120°C, v = 0.6 m)/kg. 
(c) T = 120°C, p = 1 bar. 


3.15 Complete the following exercises. In each case locate the 
state on sketches of the Т-у and p-v diagrams. 


(a) Four kg of water at 100°C fills a closed container having 
a volume of 1 m°. If the water at this state is a vapor, 
determine the pressure, in bar. If the water is a two-phase 
liquid-vapor mixture, determine the quality. 

(b) Ammonia at a pressure of 40 Ibf/in? has a specific 
internal energy of 308.75 Btu/lb. Determine the specific 
volume at the state, in АЛБ. 


3.16 A 1-т? tank holds a two-phase liquid-vapor mixture of 
carbon dioxide at —17°C. The quality of the mixture is 70%. 
For saturated carbon dioxide at – 17°С, у = 0.9827 x 10? 
ту Ке and uv = 1.756 X 1072 m?/kg. Determine the masses 


of saturated liquid and saturated vapor, each in kg. What is 
the percent of the total volume occupied by saturated liquid? 


3.17 Determine the volume, in f£, of 2 lb of a two-phase 
liquid-vapor mixture of Refrigerant 134A at 40°F with a 
quality of 20%. What is the pressure, in Ibf/in.?? 


3.18 A two-phase liquid-vapor mixture of ammonia has a 
specific volume of 1.0 ft/lb. Determine the quality if the 
temperature is (a) 100°Е, (b) 0°Е. Locate the states on a 
sketch of the Т-у diagram. 


3.19 A tank contains a two-phase liquid-vapor mixture of 
Refrigerant 22 at 10 bar. The mass of saturated liquid in the 
tank is 25 kg and the quality is 60%. Determine the volume 
of the tank, in m?, and the fraction of the total volume 
occupied by saturated vapor. 


3.20 As shown in Fig. P3.20, a closed, rigid cylinder contains 
different volumes of saturated liquid water and saturated 
water vapor at a temperature of 150°C. Determine the 
quality of the mixture, expressed as a percent. 


70 
60 


Т = 150°С 


50 
40 
30 
20 
10 


ТТПТТ 














Fig. P3.20 


3.21 As shown in Fig. P3.21 0.1 kg of water is contained within 
a piston-cylinder assembly at 100°C. The piston is free to 
move smoothly in the cylinder. The local atmospheric 
pressure and acceleration of gravity are 100 kPa and 9.81 m/s’, 
respectively. For the water, determine the pressure, in kPa, 
and volume, іп ст. 


2=9.81 m/s? 
Раш = 100 kPa 











Water A 20.01 m? 


0.1 kg at 100°C 

















Fig. P3.21 


3.22 Ammonia, initially at 6 bar, 40°С undergoes a constant- 
specific volume process to a final pressure of 3 bar. At the 
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final state, determine the temperature, in “С, and the quality. 
Locate each state on a sketch of the 7-о diagram. 


3.23 Water contained in a closed, rigid tank, initially saturated 
vapor at 200°C, is cooled to 100°C. Determine the initial and 
final pressures, each in bar. Locate the initial and final states 
on sketches of the р-у and T-v diagrams. 


3.24 A closed, rigid tank whose volume is 1.5 m? contains 
Refrigerant 134a, initially a two-phase liquid-vapor mixture 
at 10°С. The refrigerant is heated to a final state where 
temperature is 50°С and quality is 100%. Locate the initial 
and final states on a sketch of the 7—v diagram. Determine 
the mass of vapor present at the initial and final states, each 
in kg. 


3.25 In each of the following cases, ammonia contained in a 
closed, rigid tank is heated from an initial saturated vapor 
state at temperature T; to the final temperature, 7»: 


(a) T, = 20°C, T; = 40°C. Using IT, determine the final 
pressure, in bar. 
(b) T; = 70°F, T; = 120°F. Using IT, determine the final 


pressure, in Ibf/in.? 


Compare the pressure values determined using /T with 
those obtained using the appropriate Appendix tables for 
ammonia. 


3.26 A closed, rigid tank contains a two-phase liquid-vapor 
mixture of Refrigerant 22 initially at —20°C with a quality 
of 50.36%. Energy transfer by heat into the tank occurs until 
the refrigerant is at a final pressure of 6 bar. Determine the 
final temperature, in °C. If the final state is in the superheated 
vapor region, at what temperature, in ^C, does the tank 
contain only saturated vapor? 


3.27 Water vapor is cooled in a closed, rigid tank from 520°C 
and 100 bar to a final temperature of 270°C. Determine the 
final pressure, in bar, and sketch the process on 7—v and p-v 
diagrams. 


3.28 Ammonia contained in a piston-cylinder assembly, 
initially saturated vapor at O°F, undergoes an isothermal 
process during which its volume (a) doubles, (b) reduces 
by half. For each case, fix the final state by giving the 
quality or pressure, іп Ibf/in?, as appropriate. Locate the 
initial and final states on sketches of the p-v and Т-у 
diagrams. 


3.29 One kg of water initially is at the critical point. 


(a) If the water is cooled at constant-specific volume to 
a pressure of 30 bar, determine the quality at the final 
state. 

(b) If the water undergoes a constant-temperature expansion 
to a pressure of 30 bar, determine the specific volume at the 
final state, in m*/kg. 


Show each process on a sketch of the 7—v diagram. 


3.30 As shown in Fig. P3.30, a cylinder fitted with a piston is 
filled with 600 Ib of saturated liquid ammonia at 45°F. The 
piston weighs 1 ton and has a diameter of 2.5 ft. What is the 
volume occupied by the ammonia, in ft^? Ignoring friction, 
is it necessary to provide mechanical attachments, such as 
stops, to hold the piston in place? Explain. 


с. 
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at 45°F 
m= 600 lb 























Fig. P3.30 


3.31 А piston-cylinder assembly contains a two-phase 
liquid-vapor mixture of Н,О at 200 Ibf/in? with a quality 
of 80%. The mixture is heated and expands at constant 
pressure until a final temperature of 480°F is reached. 
Determine the work for the process, in Btu per lb of H;O 
present. 


3.32 Seven lb of propane in a piston-cylinder assembly, 
initially at p; = 200 Ibf/in? and T, = 200, undergoes a 
constant-pressure process to a final state. The work for the 
process is —88.84 Btu. At the final state, determine the 
temperature, in ^E, if superheated, or the quality if 
saturated. 


3.33 Two kg of Refrigerant 134A undergoes a polytropic 
process in a piston-cylinder assembly from an initial state of 
saturated vapor at 2 bar to a final state of 12 bar, 80°С. 
Determine the work for the process, in kJ. 


3.34 From an initial state where the pressure is pı, the 
temperature is Тү, and the volume is Vi, water vapor 
contained in a piston-cylinder assembly undergoes each of 
the following processes: 


Process 1-2: Constant-temperature to p; = 2р1. 


Process 1-3: Constant volume to рз = 2р1. 


Process 1-4: Constant pressure to V4 = 2V4. 


Process 1-5: Constant temperature to V; = 2V4. 


On a p-V diagram, sketch each process, identify the work by 
an area on the diagram, and indicate whether the work is 
done by, or on, the water vapor. 


3.35 Three kg of Refrigerant 22 undergoes a process for which 
the pressure-specific volume relation is pv 28 = constant. 
The initial state of the refrigerant is 12 bar and 60°С, and 
the final pressure is 8 bar. Kinetic and potential energy 
effects are negligible. Determine the work, in kJ, for the 
process. 


3.36 As shown in Fig. P3.36, Refrigerant 134a is contained 
in a piston-cylinder assembly, initially as saturated vapor. 
The refrigerant is slowly heated until its temperature is 
160°C. During the process, the piston moves smoothly in 
the cylinder. For the refrigerant, evaluate the work, in 
kJ/kg. 


Weight = 471.1 N 
D-002m 


Initial: Saturated vapor 
Final: Т; = 160°C 














Fig. P3.36 


3.37 A piston-cylinder assembly contains 0.1 Ib of propane. 
The propane expands from an initial state where ру = 
60 Ibf/n) and Т) = 30°F to a final state where рә = 
10 Ibf/n? During the process, the pressure and specific 
volume are related by pv? = constant. Determine the energy 
transfer by work, in Btu. 


Using u-h Data 


3.38 For each of the following cases, determine the specified 
properties and show the states on a sketch of the T-v 
diagram. 


(a) For Refrigerant 22 at p = 3 bar and v = 0.05 m*/kg, 
determine T in °C and и іп kJ/kg. 

(b) For water at T = 200°C and v = 0.2429 m*/kg, determine 
p in bar and л in kJ/kg. 

(c) For ammonia at p — 5 bar and u - 1400 kJ/kg, determine 
T in °C and v in m*/kg. 


3.39 Determine the values of the specified properties at each 
of the following conditions and show the states on a sketch 
of the Т-у diagram. 


(a) For Refrigerant 22 at p = 60 Ibf/in.? and и = 50 Btu/lb, 
determine T in °F and v in ft?/lb. 

(b) For Refrigerant 134a at T = 120°F and и = 114 Btu/lb, 
determine p in Ibf/in? and v in ft/lb. 

(с) For water vapor at p = 100 Ibf/in.? and л = 1240 Btu/ 
Ib, determine Т in °F, v in ft?/Ib, and u in Btu/Ib. 


3.40 Using IT, determine the specified property data at the 
indicated states. Compare with results from the appropriate table. 


(a) Cases (a), (b), and (c) of Problem 3.38. 
(b) Cases (a), (b), and (c) of Problem 3.39. 


3.41 Using the tables for water, determine the specified 
property data at the indicated states. In each case, locate the 
state on sketches of the p-v and Т-у diagrams. 


(a) At p = 2 MPa, T = 300°C. Find и, in kJ/kg. 


(b) At p = 2.5 MPa, T = 200°C. Find и, in kJ/kg. 
(c) At T = 170°F, x = 50%. Find и, in Btu/Ib. 
(d) At p = 100 Ibf/in?, Т = 300°F. Find л, in Btu/lb. 


е) At p = 15 MPa, v = 0.2095 m*/kg. Find A, in kJ/kg. 
g g 


2 


3.42 For each case, determine the specified property value and 
locate the state sketches of the p-v and 7-v diagrams. 


(a) For Refrigerant 134a at T = 160?F, h = 1277 Btu/lb. Find 
v, in АЛБ. 

(b) For Refrigerant 134a at T = 90°F, и = 72.71 Btu/Ib. Find 
h, in Btu/Ib. 

(c) For ammonia at T = 160*F, p = 60 Ibf/in.? Find и, in Btu/lb. 
(d) For ammonia at T = 0°F, p = 35 Ibf/in? Find и, in Btu/lb. 
(e) For Refrigerant 22 at p = 350 Ibf/in?, 7 = 350°F. Find 
u, in Btu/Ib. 


3.43 Using the tables for water, determine the specified 
property data at the indicated states. In each case, locate the 
state on sketches of the р-у and Т-у diagrams. 


(a) At p = 3 bar, v = 0.5 m?/kg, find T in °C and и in kJ/kg. 
(b) At T = 320°C, v = 0.03 m*/kg, find p in MPa and иіп 
kJ/kg. 

(c) At p = 28 MPa, T = 520°C, find v in m*/kg and Л in 
kJ/kg. 

(d) At T = 10°C, = 100 тко, find p in kPa and л in kJ/kg. 
(е) At p = 4 MPa, Т = 160°C, find v in m*/kg and и in kJ/kg. 


3.44 Using the tables for water, determine the specified 
property data at the indicated states. In each case, locate the 
state by sketches of the p-v and T-v diagrams. 


(a) At p = 20 Ibf/in.?, v = 16 ft?/lb, find T in °F and иіп 
Btu/lb. 
(b) At T = 900°F, p = 170 Ibf/in?, find v in НОЛЬ and A in 
Btu/lb. 
(c) At T = 600°F, v = 0.6 ft/lb, find p in Ibf/in? and u in 
Btu/lb. 
(d) At T = 40°F, v = 1950 ft/lb, find p in Ibf/in? and h in 
Btu/lb. 
(e) At p = 600 Ibf/in?, Т = 3209, find v in ft*/lb and иіп 
Btu/lb. 


3.45 For each case, determine the specified property data and 
locate the state on a sketch of the 7—v diagram. 


(a) Evaluate the specific volume, in ft*/Ib, and the specific 
enthalpy, in Btu/Ib, of water at 400°F and a pressure of 3000 
Ibf/in.? 

(b) Evaluate the specific volume, in ft?/Ib, and the specific 
enthalpy, in Btu/Ib, of Refrigerant 134a at 95°F and 150 
Ibf/in. 

(c) Evaluate the specific volume, іп m*/kg, and the specific 
enthalpy, in kJ/kg, of ammonia at 20°С and 1.0 MPa. 

(d) Evaluate the specific volume, іп m?/kg, and the specific 
enthalpy, in kJ/kg, of propane at 800 kPa and 0°C. 


Applying the Energy Balance 


3.46 Water, initially saturated vapor at 4 bar, fills a closed, rigid 
container. The water is heated until its temperature is 400°C. 
For the water, determine the heat transfer, in kJ per kg of 
water. Kinetic and potential energy effects can be ignored. 


3.47 A closed, rigid tank contains Refrigerant 134a, initially at 
100°C. The refrigerant is cooled until it becomes saturated 
vapor at 209С. For the refrigerant, determine the initial and 
final pressures, each in bar, and the heat transfer, in kJ/kg. 
Kinetic and potential energy effects can be ignored. 
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3.48 A closed, rigid tank is filled with water. Initially, the tank 
holds 9.9 ft? saturated vapor and 0.1 ft? saturated liquid, each 
at 212°Е The water is heated until the tank contains only 
saturated vapor. For the water, determine (a) the quality at 
the initial state, (b) the temperature at the final state, in ^F, 
and (c) the heat transfer, in Btu. Kinetic and potential energy 
effects can be ignored. 


3.49 A closed, rigid tank is filled with water, initially at the 
critical point. The water is cooled until it attains a temperature 
of 400°F. For the water, show the process on a sketch of the 
T-v diagram and determine the heat transfer, in Btu per lb 
of water. 


3.50 Refrigerant 22 undergoes a constant-pressure process 
within a piston-cylinder assembly from saturated vapor at 4 
bar to a final temperature of 30°С. Kinetic and potential 
energy effects are negligible. For the refrigerant, show the 
process on a p-v diagram. Evaluate the work and the heat 
transfer, each in kJ per kg of refrigerant. 


3.51 For the system of Problem 3.26, determine the amount of 
energy transfer by heat, in kJ per kg of refrigerant. 


3.52 For the system of Problem 3.31, determine the amount of 
energy transfer by heat, in Btu, if the mass is 2 lb. Kinetic 
and potential energy effects can be neglected. 


3.53 For the system of Problem 3.33, determine the amount of 
energy transfer by heat, in kJ. Kinetic and potential energy 
effects can be neglected. 


3.54 Ammonia vapor in a piston-cylinder assembly undergoes 
a constant-pressure process from saturated vapor at 10 bar. 
The work is +16.5 kJ/kg. Changes in kinetic and potential 
energy are negligible. Determine (a) the final temperature 
of the ammonia, in °С, and (b) the heat transfer, in kJ/kg. 


3.55 Water in a piston-cylinder assembly, initially at a 
temperature of 99.63°C and a quality of 65%, is heated at 
constant pressure to a temperature of 200°C. If the work 
during the process is +300 kJ, determine (a) the mass of 
water, in kg, and (b) the heat transfer, in kJ. Changes in 
kinetic and potential energy are negligible. 


3.56 A piston-cylinder assembly containing water, initially a 
liquid at 50°F, undergoes a process at a constant pressure of 
20 Ibf/in.? to a final state where the water is a vapor at 300°F. 
Kinetic and potential energy effects are negligible. Determine 
the work and heat transfer, in Btu per lb, for each of three 
parts of the overall process: (a) from the initial liquid state 
to the saturated liquid state, (b) from saturated liquid to 
saturated vapor, and (c) from saturated vapor to the final 
vapor state, all at 20 Ibf/in.? 


3.57 Asshown in Fig. P3.57 0.1 kg of propane is contained within 
a piston-cylinder assembly at a constant pressure of 0.2 MPa. 
Energy transfer by heat occurs slowly to the propane, and the 
volume of the propane increases from 0.0277 m? to 0.0307 m°. 
Friction between the piston and cylinder is negligible. The local 
atmospheric pressure and acceleration of gravity are 100 kPa 
and 9.81 m/s’, respectively. The propane experiences no 
significant kinetic and potential energy effects. For the propane, 
determine (a) the initial and final temperatures, in °С, (b) the 
work, in kJ, and (c) the heat transfer, in kJ. 
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рат 100 kPa 






Piston т = 0.1 kg 
р = 0.2 МРа 
У; = 0.0277 m? 
У; = 0.0307 n? 


= Hot plate 
Fig. P3.57 


3.58 A piston-cylinder assembly contains water, initially 
saturated liquid at 150°C. The water is heated at constant 
temperature to saturated vapor. 


(a) If the rate of heat transfer to the water is 2.28 kW, 
determine the rate at which work is done by the water on 
the piston, in kW. 

(b) If in addition to the heat transfer rate given in part (a) 
the total mass of water is 0.1 kg, determine the time, in s, 
required to execute the process. 


3.59 A well-insulated, rigid tank contains 1.5 kg of Refrigerant 
134A, initially a two-phase liquid-vapor mixture with a 
quality of 60% and a temperature of 0°C. An electrical 
resistor transfers energy 10 the contents of the tank at a rate 
of 2 kW until the tank contains only saturated vapor. For 
the refrigerant, locate the initial and final states on а Tv 
diagram and determine the time it takes, in s, for the process. 


3.60 As shown in Fig. P3.60, a rigid, closed tank having a 
volume of 20 ft? and filled with 75 Ib of Refrigerant 134a is 
exposed to the sun. At 9:00 a.m., the refrigerant is at a 
pressure of 100 Ibf/in.? By 3:00 p.m., owing to solar radiation, 
the refrigerant is a saturated vapor at a pressure greater than 
100 Еп.“ For the refrigerant, determine (a) the initial 
temperature, іп °F, (b) the final pressure, іп Ibf/in.’, and (с) 
the heat transfer, in Btu. 

3.61 A rigid, insulated tank fitted with a paddle wheel is filled 
with water, initially a two-phase liquid-vapor mixture at 20 
Ibf/in.’, consisting of 0.07 Ib of saturated liquid and 0.07 Ib 
of saturated vapor. The tank contents are stirred by the 






Fig. P3.64 


9:00 a.m. 3:00 p.m. 


Refrigerant 134a 
т = 75 16 


At 9:00 a.m., 
pı = 100 Ibf/in.? 





At 3:00 p.m., saturated 
vapor at p, > 100 Ibf/in.2 


Fig. P3.60 


paddle wheel until all of the water is saturated vapor at a 
pressure greater than 20 Ibf/in? Kinetic and potential energy 
effects are negligible. For the water, determine the 


(a) volume occupied, in Ё. 
(b) initial temperature, in °F. 
(c) final pressure, in ІМ/іп.2 
(d) work, in Btu. 


3.62 If the hot plate of Example 3.2 transfers energy at a rate 


of 0.1 kW to the two-phase mixture, determine the time 
required, in h, to bring the mixture from (a) state 1 to state 
2, (b) state 1 to state 3. 


3.63 A closed, rigid tank filled with water, initially at 20 bar, 


a quality of 80%, and a volume of 0.5 па, is cooled until the 
pressure is 4 bar. Show the process of the water on a sketch 
of the T-v diagram and evaluate the heat transfer, in kJ. 


3.64 As shown in Fig. P3.64, a closed, rigid tank fitted with a 


fine-wire electric resistor is filled with Refrigerant 22, initially 
at —10°C, a quality of 8096, and a volume of 0.01 m°. A 
12-volt battery provides a 5-amp current to the resistor for 
5 minutes. If the final temperature of the refrigerant is 40°С, 
determine the heat transfer, in kJ, from the refrigerant. 


12-volt battery provides a 
5-amp current for 
5 minutes. 


3.65 Hive Ib of propane is contained in a closed, rigid tank initially 
at 80 Ibf/in.?, 110°Е Heat transfer occurs until the final temperature 
in the tank is ФЕ Kinetic and potential energy effects are 
negligible. Show the initial and final states on a 7—v diagram and 
determine the amount of energy transfer by heat, in Btu. 


B. 3.66 A closed, rigid tank is filled with 0.02 lb of water, initially 
at 120°F and a quality of 50%. The water receives 8 Btu by 
heat transfer. Determine the temperature, in ^F, pressure, in 
Ibf/in.?, and quality of the water at its final state. 


3.67 A piston-cylinder assembly contains ammonia, initially at a 
temperature of —20°С and a quality of 50%. The ammonia is 
slowly heated to a final state where the pressure is 6 bar and 
the temperature is 180°C. While the ammonia is heated, its 
pressure varies linearly with specific volume. Show the process 
of the ammonia on a sketch of the p-v diagram. For the 
ammonia, determine the work and heat transfer, each in kJ/kg. 


Пп ^65 A rigid, well-insulated container with a volume of 2 ft? 
holds 0.12 Ib of ammonia initially at a pressure of 20 Ibf/in? 
The ammonia is stirred by a paddle wheel, resulting in an 
energy transfer to the ammonia with a magnitude of 1 Btu. 
For the ammonia, determine the initial and final temperatures, 
each іп °R, and the final pressure, in Ibf/in.? Neglect kinetic 
and potential energy effects. 


3.69 Water contained in a piston-cylinder assembly, initially at 
300°Е, a quality of 9096, and a volume of 6 ft^, is heated at 
constant temperature to saturated vapor. If the rate of heat 
transfer is 0.3 Btu/s, determine the time, in min, for this 
process of the water to occur. Kinetic and potential energy 
effects are negligible. 


3.70 Five kg of water is contained in a piston-cylinder assembly, 
initially at 5 bar and 240°C. The water is slowly heated at constant 
pressure to a final state. If the heat transfer for the process is 
2960 kJ, determine the temperature at the final state, in °С, and 
the work, in kJ. Kinetic and potential energy effects are negligible. 


3.71 Referring to Fig. P3.71, water contained in a piston- 
cylinder assembly, initially at 1.5 bar and a quality of 2096, 
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Fig. P3.71 
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is heated at constant pressure until the piston hits the stops. 
Heating then continues until the water is saturated vapor. 
Show the processes of the water in series on a sketch of the 
T—v diagram. For the overall process of the water, evaluate 
the work and heat transfer, each in kJ/kg. Kinetic and 
potential effects are negligible. 


3.72 A piston-cylinder assembly contains 2 Ib of water, initially 
at 100 Ibf/in.? and 400°F. The water undergoes two processes 
in series: a constant-pressure process followed by a constant- 
volume process. At the end of the constant-volume process, 
the temperature is 300°F and the water is a two-phase 
liquid-vapor mixture with a quality of 60%. Neglect kinetic 
and potential energy effects. 


(a) Sketch T-w and p-v diagrams showing the key states and 
the processes. 

(b) Determine the work and heat transfer for each process, 
all in Btu. 


3.73 A system consisting of 3 lb of water vapor in a piston- 
cylinder assembly, initially at 350°F and a volume of 71.7 ft^, 
is expanded in a constant-pressure process to a volume of 
85.38 ft’. The system then is compressed isothermally to a 
final volume of 28.2 ft. During the isothermal compression, 
energy transfer by work into the system is 72 Btu. Kinetic 
and potential energy effects are negligible. Determine the 
heat transfer, in Btu, for each process. 


3.74 Ammonia in a piston-cylinder assembly undergoes two 
processes in series. Initially, the ammonia is saturated vapor 
at pı = 100 Ibf/in? Process 1-2 involves cooling at constant 
pressure until x; — 75%. Тһе second process, from state 2 to 
state 3, involves heating at constant volume until x4 — 10096. 
Kinetic and potential energy effects are negligible. For 1.2 Ib 
of ammonia, determine (a) the heat transfer and work for 
Process 1-2 and (b) the heat transfer for Process 2-3, all in 
Btu. 


3.75 Three lb of water is contained in a piston-cylinder 
assembly, initially occupying a volume V, = 30 ft? at Т; = 
300°F. The water undergoes two processes in series: 


Process 1-2: Constant-temperature compression to V; = 11.19 ft^, 
during which there is an energy transfer by heat from the 
water of 1275 Btu. 


Process 2-3: Constant-volume heating to рз = 120 Ibf/in.’ 


Sketch the two processes in series on a 7-v diagram. 
Neglecting kinetic and potential energy effects, determine 
the work in Process 1-2 and the heat transfer in Process 2-3, 
each in Btu. 


3.76 As shown in Fig. P3.76, a piston-cylinder assembly fitted 
with stops contains 0.1 kg of water, initially at 1 MPa, 500°C. 
The water undergoes two processes in series: 


Process 1-2: Constant-pressure cooling until the piston face 
rests against the stops. The volume occupied by the water is 
then one-half its initial volume. 


Process 2-3: With the piston face resting against the stops, the 
water cools to 25°С. 


Sketch the two processes in series on a p-v diagram. 
Neglecting kinetic and potential energy effects, evaluate for 
each process the work and heat transfer, each in kJ. 
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Fig. P3.76 


3.77 А two-phase, liquid-vapor mixture of H,O, initially at x = 
3096 and a pressure of 100 kPa, is contained in a piston- 
cylinder assembly, as shown in Fig P3.77 The mass of the 
piston is 10 kg, and its diameter is 15 cm. The pressure of 
the surroundings is 100 kPa. As the water is heated, the 
pressure inside the cylinder remains constant until the piston 
hits the stops. Heat transfer to the water continues at constant 
volume until the pressure is 150 kPa. Friction between the 
piston and the cylinder wall and kinetic and potential energy 
effects are negligible. For the overall process of the water, 
determine the work and heat transfer, each in kJ. 
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Fig. P3.77 


3.78 A system consisting of 1 kg of H;O undergoes a power 
cycle composed of the following processes: 


Process 1-2: Constant-volume heating from p, - 5 bar, Ті - 
160°C to p; = 10 Баг. 


Process 2-3: Constant-pressure cooling to saturated vapor. 
Process 3-4: Constant-volume cooling to 7, = 160°C. 
Process 4-1: Isothermal expansion with Q4; — 815.8 kJ. 


Sketch the cycle on 7—v and р-у diagrams. Neglecting kinetic 
and potential energy effects, determine the thermal efficiency. 


3.79 One Ib of water contained in a piston-cylinder assembly 
undergoes the power cycle shown in Fig. P3.79. For each of 
the four processes, evaluate the work and heat transfer, each 
in Btu. For the overall cycle, evaluate the thermal efficiency. 





700 Ibf/in.? 


70 Ibf/in.? 











Fig. P3.79 


3.80 One-half kg of Refrigerant 22 is contained in a piston- 
cylinder assembly, initially saturated vapor at 5 bar. The 
refrigerant undergoes a process for which the pressure- 
specific volume relation is pv — constant to a final pressure 
of 20 bar. Kinetic and potential energy effects can be 
neglected. Determine the work and heat transfer for the 
process, each in kJ. 


3.81 Ten kg of Refrigerant 22 contained in a piston-cylinder 
assembly undergoes a process for which the pressure-specific 
volume relationship is pv" — constant. The initial and final 
states of the refrigerant are fixed by р; = 400 kPa, Т = 
—5*C, and p; = 2000 kPa, T = 70°C, respectively. Determine 
the work and heat transfer for the process, each in kJ. 


3.82 A piston-cylinder assembly contains ammonia, initially at 
0.8 bar and —10°C. The ammonia is compressed to a pressure 
of 5.5 bar. During the process, the pressure and specific 
volume are related by pv = constant. For 20 kg of ammonia, 
determine the work and heat transfer, each in kJ. 


3.83 A piston-cylinder assembly contains propane, initially at 
279С,1 bar, and a volume of 0.2 m?. The propane undergoes 
a process to a final pressure of 4 bar, during which the 
pressure-volume relationship is pV™! = constant. For the 
propane, evaluate the work and heat transfer, each in kJ. 
Kinetic and potential energy effects can be ignored. 


3.84 Figure P3.84 shows a piston-cylinder assembly fitted with 
a spring. The cylinder contains water, initially at 1000°F, and 
the spring is in a vacuum. The piston face, which has an area 
of 20 in, is initially at x» — 20 in. The water is cooled until 
the piston face is at x; — 16 in. The force exerted by the 
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Fig. P3.84 











spring varies linearly with x according to Fspring = kx, where 
k = 200 Ibf/in. Friction between the piston and cylinder is 


negligible. For the water, determine 


(a) the initial and final pressures, each in Ibf/in.? 
(b) the amount of water present, in Ib. 

(c) the work, in Btu. 

(d) the heat transfer, in Btu. 


3.85 As shown in Fig. P3.85, 0.5 kg of ammonia is contained 
in a piston-cylinder assembly, initially at Т) = —20°C and a 
quality of 2596. As the ammonia is slowly heated to a final 
state, where 7; = 20°С, р = 0.6 MPa, its pressure varies 
linearly with specific volume. There are no significant kinetic 
and potential energy effects. For the ammonia, (a) show the 
process on a sketch of the p-v diagram and (b) evaluate the 
work and heat transfer, each in kJ. 


Initially, 
T, = 20°С, x = 25% 


Finally, 
T, = 20°С, p, = 0.6 MPa 





Fig. P3.85 


3.86 A gallon of milk at 68°F is placed in a refrigerator. If 
energy is removed from the milk by heat transfer at a 
constant rate of 0.08 Btu/s, how long would it take, in 
minutes, for the milk to cool to 40°F? The specific heat and 
density of the milk are 0.94 Btu/Ib - °R and 64 lb/ft, 
respectively. 


3.87 Shown in Fig. P3.87 is an insulated copper block that 
receives energy at a rate of 100 W from an embedded 
resistor. If the block has а volume of 107° m? and an initial 
temperature of 20°С, how long would it take, in minutes, for 
the temperature to reach 60°С? Data for copper are provided 
in Table A-19. 


Insulation 
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3.88 In a heat-treating process, a l-kg metal part, initially at 


1075 K, is quenched in a closed tank containing 100 kg of 
water, initially at 295 K. There is negligible heat transfer 
between the contents of the tank and their surroundings. 
Modeling the metal part and water as incompressible with 
constant specific heats 0.5 kJ/kg - K and 4.4 kJ/kg - K, 
respectively, determine the final equilibrium temperature 
after quenching, in K. 


3.89 As shown in Fig. P3.89, a tank open to the atmosphere 


initially contains 2 Ib of liquid water at 80°F and 0.4 Ib of 
ісе at 32°F. All of the ice melts as the tank contents attain 
equilibrium. If no significant heat transfer occurs between 
the tank contents and their surroundings, determine the final 
equilibrium temperature, in °F. For water, the specific 
enthalpy change for a phase change from solid to liquid at 
32°F and 1 atm is 144 Btu/lb. 


Раш = 1 atm 


Liquid water, m = 2 Ib, 
initially at 80°F 


Ice, m = 0.4 Ib (total 
mass), initially at 32°F 


Fig. P3.89 


3.90 As shown in Fig. P3.90, a system consists of a copper tank 


whose mass is 13 kg, 4 kg of liquid water, and an electrical 
resistor of negligible mass. The system is insulated on its 
outer surface. Initially, the temperature of the copper is 27°C 
and the temperature of the water is 50°C. The electrical 
resistor transfers 100 kJ of energy to the system. Eventually 
the system comes to equilibrium. Determine the final 
equilibrium temperature, in °C. 


Insulation 





Copper tank, m = 13 kg, 
initially at 27°C 


Liquid water, m = 4 kg, 
initially at 50°C 


Fig. РЗ.90 


3.91 Asshown in Fig. P3.91,a closed, insulated tank contains 


0.15 kg of liquid water and has a 0.25-kg copper base. The 
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thin walls of the container have negligible mass. Initially, 
the tank and its contents are all at 30°С. A heating element 
embedded in the copper base is energized with an 
electrical current of 10 amps at 12 volts for 100 seconds. 
Determine the final temperature, in °С, of the tank and 
its contents. Data for copper and liquid water are provided 
in Table A-19. 


Insulation f 








Copper base, m = 0.25 kg 
Fig. P3.91 


Using Generalized Compressibility Data 


3.92 Determine the volume, in m?, occupied by 2 kg of H;O 
at 100 bar, 400°C, using 


(a) data from the compressibility chart. 
(b) data from the steam tables. 


Compare the results of parts (a) and (b) and discuss. 


3.93 Five kmol of oxygen (O2) gas undergoes a process іп а 
closed system from p, — 50 bar, T; - 170 K to p; — 25 bar, 
Т, = 200 К. Determine the change in volume, іп m°. 


3.94 Carbon monoxide (CO) with mass of 150 Ib occupies a 
volume at 50098. and 3500 Ibf/in2 Determine the volume, 
in ІС. 

3.95 Determine the temperature, іп °F, of ethane (C;H;) at 500 
Ibf/in.? and a specific volume of 0.4 ЛЬ. 


3.96 A tank contains 2 m? of air at —93°С and a gage pressure 
of 1.4 MPa. Determine the mass of air, in kg. The local 
atmospheric pressure is 1 atm. 


3.97 Butane (C4H;o) in a piston-cylinder assembly undergoes 
an isothermal compression at 173°C from p, = 1.9 MPa to 
р» = 2.5 MPa. Determine the work, in kJ/kg. 


3.98 Five kg of butane (СН) in a piston-cylinder assembly 
undergoes a process from p, = 5 MPa, Т, = 500 K to 
р» = 3 MPa, during which the relationship between 
pressure and specific volume is pv — constant. Determine 
the work, in kJ. 


3.99 [n a cryogenic application, carbon monoxide (CO) gas 
undergoes а constant-pressure process at 1000 Ibf/in.? in a 
piston-cylinder assembly from T; = —100°F to T; = —30°F. 
Determine the work for the process, in Btu per Ib of carbon 
monoxide present. 


Working with the Ideal Gas Model 


3.100 For what ranges of pressure and temperature can air be 
considered an ideal gas? Explain your reasoning. Repeat for 
H,O. 


3.101 A tank contains 0.5 m? of nitrogen (№) at -719С and 
1356 kPa. Determine the mass of nitrogen, in kg, using 


(a) the ideal gas model. 
(b) data from the compressibility chart. 


Comment on the applicability of the ideal gas model for 
nitrogen at this state. 


3.102 Determine the percent error in using the ideal gas model 
to determine the specific volume of 


(a) water vapor at 4000 Ibf/in?, 1000°F. 
(b) water vapor at 5 Ibf/in.?, 250°F. 

(c) ammonia at 40 Ibf/in.?, 60°F. 

(d) air at 1 atm, 560°R. 

(e) Refrigerant 134a at 300 Ibf/in.’, 180°F. 


3.103 Check the applicability of the ideal gas model for 


(a) water at 600°F and pressures of 900 Ibf/in? and 100 
Ibf/in. 
(b) nitrogen at —20°C and pressures of 75 bar and 1 bar. 


3.104 Determine the specific volume, in m*/kg, of Refrigerant 
134a at 16 bar, 100°C, using 


(a) Table A-12. 
(b) Figure A-1. 
(c) the ideal gas equation of state. 


Compare the values obtained in parts (b) and (c) with that 
of part (a). 


3.105 Determine the specific volume, іп m*/kg, of ammonia at 
50°C, 10 bar, using 


(a) Table A-15. 
(b) Figure A-1. 
(c) the ideal gas equation of state. 


Compare the values obtained in parts (b) and (c) with that 
of part (a). 


3.106 A closed, rigid tank is filled with a gas modeled as an 
ideal gas, initially at 27°C and a gage pressure of 300 kPa. 
The gas is heated, and the gage pressure at the final state is 
367 kPa. Determine the final temperature, in °C. The local 
atmospheric pressure is 1 atm. 


3.107 The air in a room measuring 8 ft X 9 ft X 12 ft is at 80°F 
and 1 atm. Determine the mass of the air, in lb, and its 
weight, in ІМ, if g = 32.0 ft/s’. 


3.108 Determine the total mass of nitrogen (N;), in kg, required 
to inflate all four tires of a vehicle, each to a gage pressure 
of 180 kPa at a temperature of 25°C. The volume of each tire 
is 0.6 m?, and the atmospheric pressure is 1 atm. 


3.109 Using Table A-18, determine the temperature, in K and 
°С, of propane at a state where the pressure is 2 bar and 
the specific volume is 0.307 m*/kg. Compare with the 
temperature, іп К and °С, respectively, obtained using 
Fig. A-1. Comment. 


s 
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3; 


3. 


> 


110 A balloon filled with helium, initially at 27°С, 1 bar, is 
released and rises in the atmosphere until the helium is at 
17°С, 0.9 bar. Determine, as a percent, the change in volume 
of the helium from its initial volume. 


sing Energy Concepts and the Ideal Gas Model 


111 As shown in Fig. 3.111, a piston-cylinder assembly fitted 
with a paddle wheel contains air, initially at р; = 30 Ibf/in, 
T, = 540°F, and V, = 4 ft^. The air undergoes a process to a 
final state where p; - 20 Ibf/in2, V; = 4.5 ft. During the 
process, the paddle wheel transfers energy 10 the air by work 
in the amount of 1 Btu, and there is energy transfer to the air 
by heat in the amount of 12 Btu. Assuming ideal gas behavior, 
and neglecting kinetic and potential energy effects, determine 
for the air (a) the temperature at state 2, in °R, and (b) the 
energy transfer by work from the air to the piston, in Btu. 


Q --12 Btu 














Initially, p, = 30 Ibf/in.2, T, = 540°F, V, = 4 ft’. 
Finally, p; = 20 lbf/in.?, V; = 4.5 ft’. 
Fig. P3.111 


112 A piston-cylinder assembly contains air, initially at 2 bar, 
300 К, and a volume of 2 m°. The air undergoes a process 
to a state where the pressure is 1 bar, during which the 
pressure-volume relationship is pV — constant. Assuming 
ideal gas behavior for the air, determine the mass of the air, 
in kg, and the work and heat transfer, each in kJ. 


113 Air contained in a piston-cylinder assembly, initially at 
2 bar, 200 K, and a volume of 1 L, undergoes a process to a 
final state where the pressure is 8 bar and the volume is 2 L. 
During the process, the pressure-volume relationship is 
linear. Assuming the ideal gas model for the air, determine 
the work and heat transfer, each in kJ. 


114 Carbon dioxide (CO;) contained in a piston-cylinder 
arrangement, initially at 6 bar and 400 K, undergoes an 
expansion to a final temperature of 298 K, during which 
the pressure-volume relationship is pV? = constant. 
Assuming the ideal gas model for the СО», determine the 
final pressure, in bar, and the work and heat transfer, each 
in kJ/kg. 


115 Water vapor contained in a piston-cylinder assembly 
undergoes an isothermal expansion at 240°C from a pressure 
of 7 bar to a pressure of 3 bar. Evaluate the work, in kJ/kg. 
Solve two ways: using (а) the ideal gas model, (b) ТТ with 
water/steam data. Comment. 


3.117 As shown іп Fig. P3.117 20 ft of air at Т = 
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3.116 Two kg of oxygen fills the cylinder of a piston-cylinder 


assembly. The initial volume and pressure are 2 m? and 1 bar, 
respectively. Heat transfer to the oxygen occurs at constant 
pressure until the volume is doubled. Determine the heat 
transfer for the process, in kJ, assuming the specific heat 
ratio is constant, К = 1.35. Kinetic and potential energy 
effects can be ignored. 





Раш = 1 atm 
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Fig. P3.116 


600°R, 
100 Ibf/in? undergoes a polytropic expansion to a final 
pressure of 51.4 Ibf/in.? The process follows pV'* = constant. 
The work is W — 194.34 Btu. Assuming ideal gas behavior 
for the air, and neglecting kinetic and potential energy 
effects, determine 


(а) the mass of air, in lb, and the final temperature, in °R. 
(b) the heat transfer, in Btu. 











Fig. P3.117 


3.118 A piston-cylinder assembly contains air at a pressure 


of 30 Ibf/in? and a volume of 0.75 42. The air is heated at 
constant pressure until its volume is doubled. Assuming the 
ideal gas model with constant specific heat ratio, k — 14, 
for the air, determine the work and heat transfer, each in 
Btu. 


3.119 As shown in Fig. P3.119, a fan drawing electricity at a 


rate of 1.5 kW is located within a rigid enclosure, measuring 
3m X 4 m X 5 m. The enclosure is filled with air, initially 
at 27°С, 0.1 MPa. The fan operates steadily for 30 minutes. 
Assuming the ideal gas model, determine for the air (a) the 
mass, in kg, (b) the final temperature, іп °С, and (c) the final 
pressure, in MPa. There is no heat transfer between the 
enclosure and the surroundings. Ignore the volume occupied 
by the fan itself and assume there is no overall change in 
internal energy for the fan. 
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279С,0.1 MPa 





Fig. P3.119 


3.120 Nitrogen (N;) fills a closed, rigid tank fitted with a 
paddle wheel, initially at 540°R, 20 Ibf/in?, and a volume 
of 2 f. The gas is stirred until its temperature is 760°R. 
During this process, heat transfer from the gas to its 
surroundings occurs in an amount 1.6 Btu. Assuming ideal 
gas behavior, determine the mass of the nitrogen, in Ib, and 
the work, in Btu. Kinetic and potential energy effects can 
be ignored. 


3.121 Four-tenth lb of air, initially at 540°R, is contained in а 
closed, rigid tank fitted with a paddle wheel that stirs the air 
until its temperature is 740°R. The driveshaft of the paddle 
wheel rotates for 60 s at 100 RPM with an applied torque 
of 20 ft - ЊЕ Assuming ideal gas behavior for the air, 
determine the work and heat transfer, each in Btu. There are 
no overall changes in kinetic or potential energy. 


3.122 Argon contained in a closed, rigid tank, initially at 50°С, 
2 bar, and a volume of 2 mô, is heated to a final pressure of 
8 bar. Assuming the ideal gas model with k — 1.67 for the 
argon, determine the final temperature, in "С, and the heat 
transfer, in kJ. 


3.123 Теп kg of hydrogen (H3), initially at 20°C, fills a closed, 
rigid tank. Heat transfer to the hydrogen occurs at the rate 
400 W for one hour. Assuming the ideal gas model with 
k — 1.405 for the hydrogen, determine its final temperature, 
in °C. 

3.124 As shown in Fig. P3.124, a piston-cylinder assembly 
whose piston is resting on a set of stops contains 0.5 kg of 
helium gas, initially at 100 kPa and 25°С. The mass of the 
piston and the effect of the atmospheric pressure acting on 
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Fig. P3.124 


the piston are such that a gas pressure of 500 kPa is required 
to raise it. How much energy must be transferred by heat to 
the helium, in kJ, before the piston starts rising? For the 
helium, assume ideal gas behavior with c, — 5 К. 


3.125 A piston-cylinder assembly fitted with a slowly rotating 
paddle wheel contains 0.13 kg of air, initially at 300 K. The 
air undergoes a constant-pressure process to a final 
temperature of 400 K. During the process, energy is gradually 
transferred to the air by heat transfer in the amount 12 kJ. 
Assuming the ideal gas model with k — 1.4 and negligible 
changes in kinetic and potential energy for the air, determine 
the work done (a) by the paddle wheel on the air and (b) 
by the air to displace the piston, each in kJ. 


3.126 A piston-cylinder assembly contains air. The air 
undergoes a constant-pressure process, during which the rate 
of heat transfer to the air is 0.7 kW. Assuming ideal gas 
behavior with k — 1.4 and negligible effects of kinetic and 
potential energy for the air, determine the rate at which 
work is done by the air on the piston, in kW. 


3.127 As shown in Fig. P3.127 a well-insulated tank fitted with 
an electrical resistor of negligible mass holds 2 kg of nitrogen 
(N5), initially at 300 K, 1 bar. Over a period of 10 minutes, 
electricity is provided to the resistor at a constant voltage of 
120 volts and with a constant current of 1 ampere. Assuming 
ideal gas behavior, determine the nitrogen’s final temperature, 
in K, and the final pressure, in bar. 















Nitrogen, № 120 volt 
m-2kg В 1 атреге 
Ti =27°@ Wetec At = 10 minutes 






Pp, = 0.1 MPa 


Fig. P3.127 


3.128 A closed, rigid tank fitted with a paddle wheel contains 
0.1 kg of air, initially at 300 K, 0.1 MPa. The paddle wheel 
stirs the air for 20 minutes, with the power input varying 
with time according їо W = —10r, where W is in watts 
and 118 time, in minutes. The final temperature of the air is 
1060 K. Assuming ideal gas behavior and no change in 
kinetic or potential energy, determine for the air (a) the 
final pressure, in MPa, (b) the work, in kJ, and (c) the heat 
transfer, in kJ. 


3.129 As shown in Fig. P3.129, one side of a rigid, insulated 
container initially holds 2 m? of air at 27°С, 0.3 MPa. The air 
18 separated by a thin membrane from an evacuated volume 
of 3 m?. Owing to the pressure of the air, the membrane 
stretches and eventually bursts, allowing the air to occupy 
the full volume. Assuming the ideal gas model for the air, 
determine (a) the mass of the air, in kg, (b) the final 
temperature of the air, in K, and (c) the final pressure of the 
air, in MPa. 
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monoxide (CO) initially at 2 bar, 450 K are confined to 
opposite sides of a rigid, well-insulated container by a 


__ 3.131 Two kg of air, initially at 5 bar, 350 K and 4 kg of carbon 

















a Thin partition, as shown in Fig. P3.131. The partition is free to 
0.3 MPa — membrane move and allows conduction from one gas to the other 

Initially without energy storage in the partition itself. The air and CO 

evacuated each behave as ideal gases with constant specific heat ratio, 

volume, k — 1.395. Determine at equilibrium (a) the temperature, in 
У =2 т? У-3ш? K, (b) the pressure, in bar, апа (c) the volume occupied by 

each gas, in m°. 
Insulation Movable partition 
c Membrane | 
stretched 
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3.132 As shown in Fig. P3.132, a piston-cylinder assembly 
contains 5 g of air holding the piston against the stops. The 





air, initially at 3 bar, 600 K, is slowly cooled until the piston 
Fig. P3.129 just begins to move downward in the cylinder. The air 
behaves as an ideal gas, g = 9.81 m/s’, and friction is 
negligible. Sketch the process of the air on a p-V diagram 


3.130 Air is confined to one side of a rigid container divided by labeled with the temperature and pressure at the end states. 
a partition, as shown in Fig. P3.130. The other side is initially Also determine the heat transfer, in kJ, between the air and 
evacuated. The air is initially at p; = 5 bar, Т, = 500 K, and its surroundings. 


V, = 02 m°. When the partition is removed, the air expands 
to fill the entire chamber. Measurements show that У; = 2V, 
and p; = p,/4. Assuming the air behaves as an ideal gas, EN 
determine (a) the final temperature, in K, and (b) the heat 
transfer, kJ. 


Раш = 1 bar 





|— Stops 


— А = 9.75 х 1073 m? 


Removable 
partition 




















Air 
202 m? 
Initially: | = f 25 Vacuum 
Т|-500К 
Fig. P3.132 
3.133 Two kg of nitrogen (М) gas is contained in a closed, 
rigid tank surrounded by a 10-kg water bath, as shown in 
Fig. P3.133. Data for the initial states of the nitrogen and 
water are shown on the figure. The entire unit is well 
=, insulated, and the nitrogen and water interact until thermal 
Finally: p: equilibrium is achieved. The measured final temperature 
4 


is 34.1°C. The water can be modeled as an incompressible 
substance, with с = 4.179 kJ/kg · К, and the nitrogen is an 
ideal gas with constant c,. From the measured data, 
determine the average value of the specific heat с, in 


Fig. P3.130 kJ/kg - K. 
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18 Ibf/in.?, and a volume of 0.29 ft’. Energy in the amount 
of 1.7 Btu is transferred to the air by the paddle wheel. The 
piston moves smoothly in the cylinder, and heat transfer 
Nitrogen between the air and its surroundings can be ignored. 














d d Assuming ideal gas behavior by the air, determine its final 
temperature, in ^R. 

Water 

Ті w = 20°С 


























Fig. P3.133 


3.134 As shown in Fig. P3.134, a rigid tank initially contains 
3 kg of carbon dioxide (CO;) at 500 kPa. The tank is 
connected by a valve to a piston-cylinder assembly located 
vertically above, initially containing 0.05 m? of CO;. Although 
the valve is closed, a slow leak allows СО; to flow into the 
cylinder from the tank until the tank pressure falls to 200 kPa. Fig. P3.136 
The weight of the piston and the pressure of the atmosphere 
maintain a constant pressure of 200 kPa in the cylinder. 
Owing to heat transfer, the temperature of the CO; 
throughout the tank and cylinder stays constant at 290 K. 
Assuming ideal gas behavior, determine for the CO; the 
work and heat transfer, each in kJ. 











3.137 Carbon dioxide (CO;) is compressed in a piston-cylinder 
assembly from p, = 0.7 bar, T; = 280 К to p; = 11 bar. 
The initial volume is 0.262 m*. The process is described by 
pV” = constant. Assuming ideal gas behavior and neglecting 
kinetic and potential energy effects, determine the work and 
heat transfer for the process, each in kJ, using (a) constant 

Бака specific heats evaluated at 300 K, and (b) data from Table 

А-23. Compare the results and discuss. 


3.138 Air is contained in a piston-cylinder assembly, initially 
at 40 Ibf/in.? and 600°R. The air expands in а polytropic 
process with п = К = 1.4 until the volume is doubled. Modeling 
the air as an ideal gas with constant specific heats, determine 
(a) the final temperature, in °R, and pressure, in Ibf/in.?, and 
(b) the work and heat transfer, each in Btu per lb of air. 


3.139 Air contained in a piston-cylinder assembly undergoes 
two processes in series, as shown in Fig. P3.139. Assuming 
ideal gas behavior for the air, determine the work and heat 
transfer for the overall process, each in kJ/kg. 











1 2 Isothermal 
2- process 
T, = 300К 
4 3 
(bar) 1} 
Fig. P3.134 |1 ar LL LL d 
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3.135 A closed, rigid tank fitted with a paddle wheel contains v (m3/kg) 

2 kg of air, initially at 300 K. During an interval of 5 minutes, Fig. P3.139 

the paddle wheel transfers energy to the air at a rate of mE 

1 kW. During this interval, the air also receives energy by 

heat transfer at a rate of 0.5 kW. These are the only energy 

transfers. Assuming the ideal gas model for the air, and no 

overall changes in kinetic or potential energy, determine the 

final temperature of the air, in K. Process D Constant pressure at 5 bar from V, = 1.33 m? to 
Vz = 1 m 


3.140 Two-tenths kmol of nitrogen (№) іп a piston-cylinder 
assembly undergoes two processes in series as follows: 


E cm As shown in Fig. P3.136, a piston-cylinder assembly 
^7 fitted with a paddle wheel contains air, initially at 56098, Process 2-3: Constant volume to p; = 4 bar. 


Assuming ideal gas behavior and neglecting kinetic and 
potential energy effects, determine the work and heat 
transfer for each process, in kJ. 


3.141 One kg of air in a piston-cylinder assembly undergoes 
two processes in series from an initial state where p, — 
0.5 MPa, T; - 227C: 


Process 1-2: Constant-temperature expansion until the volume 
is twice the initial volume. 


Process 2-3: Constant-volume heating until the pressure is 
again 0.5 MPa. 


Sketch the two processes in series on a p-v diagram. 
Assuming ideal gas behavior, determine (a) the pressure at 
state 2, in MPa, (b) the temperature at state 3, in “С, and for 
each of the processes (c) the work and heat transfer, each 
in kJ. 


3.142 Air contained in a piston-cylinder assembly undergoes 
the power cycle shown in Fig. P3.142. Assuming ideal gas 
behavior for the air, evaluate the thermal efficiency of the 
cycle. 












1 
5 = 
p Isothermal 
(bar) process 
1 L- 
3 2 
0 | | 
0 1 5 
v (m*/kg) 
Fig. P3.142 


3.143 One Ib of air undergoes a cycle consisting of the following 
processes: 


Process 1-2: Constant-pressure expansion with p = 20 Ibf/in? 
from Т) = 500°R to v, = 1.4 v. 


Process 2-3: Adiabatic compression to v; = v; and Т; = 820°R. 
Process 3-1: Constant-volume process. 


Sketch the cycle on a carefully labeled p-v diagram. Assuming 
ideal gas behavior, determine the energy transfers by heat 
and work for each process, in Btu. 


3.144 A piston-cylinder assembly contains air modeled as an 
ideal gas with a constant specific heat ratio, k — 1.4. The air 
undergoes a power cycle consisting of four processes in series: 


Process 1-2: Constant-temperature expansion at 600 K from 
pı = 0.5 MPa to p, = 0.4 MPa. 
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Process 2-3: Polytropic expansion with n = К to р; = 0.3 MPa. 
Process 3-4: Constant-pressure compression to V4 = Vj. 
Process 4-1: Constant-volume heating. 


Sketch the cycle on a p-v diagram. Determine (a) the work 
and heat transfer for each process, in kJ/kg, and (d) the 
thermal efficiency. 


3.145 One lb of oxygen, O;, undergoes a power cycle consisting 
of the following processes: 


Process 1-2: Constant-volume heating from p, — 20 Ibf/in.?, 
T, = 500°R to Т, = 920%. 


Process 2-3: Adiabatic expansion to v, = 1.4322». 
Process 3-1: Constant-pressure compression to state 1. 


Sketch the cycle on a p-v diagram. Assuming ideal gas 
behavior, determine 


(a) the pressure at state 2, in Ibf/in? 

(b) the temperature at state 3, in °R. 

(c) the heat transfer and work, each in Btu, for all processes. 
(d) the thermal efficiency of the cycle. 


3.146 А system consists of 2 kg of carbon dioxide gas initially 
at state 1, where p; = 1 bar, Т = 300 K. The system undergoes 
a power cycle consisting of the following processes: 


Process 1-2: Constant volume to p, = 4 bar. 
Process 2-3: Expansion with рә = constant. 
Process 3-1: Constant-pressure compression. 


Assuming the ideal gas model and neglecting kinetic and 
potential energy effects, 


(a) sketch the cycle on a p-v diagram and calculate thermal 
efficiency. 

(b) plot the thermal efficiency versus p/p, ranging tong. 
1.05 to 4. 


3.147 Air undergoes a polytropic process in a piston-cylinder 
assembly from pı = 1 bar, T; = 295 K to p; = 7 bar. The air 
is modeled as an ideal gas and kinetic and potential energy 
effects are negligible. For a polytropic exponent of 1.6, 
determine the work and heat transfer, each in kJ per kg of air, 


(a) assuming constant c, evaluated at 300 K. 
(b) assuming variable specific heats. 


Using 17, plot the work and heat transfer per unit mass of g 
air for polytropic exponents ranging from 1.0 to 1.6. 
Investigate the error in the heat transfer introduced by 
assuming constant с,. 


3.148 Steam, initially at 700 Ibf/in?, 550°F undergoes а 
polytropic process in a piston-cylinder assembly to a final 
pressure of 3000 Ibf/in.? Kinetic and potential energy effects 
are negligible. Determine the heat transfer, in Btu per lb of 
steam, for a polytropic exponent of 1.6, 


(a) using data from the steam tables. 
(b) assuming ideal gas behavior. 


Using 17, plot the heat transfer per unit mass of steam for ü. 
polytropic exponents ranging from 1.0 to 1.6. Investigate the 
error in the heat transfer introduced by assuming ideal gas 
behavior. 
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DESIGN & OPEN-ENDED PROBLEMS: EXPLORING ENGINEERING PRACTICE и) · · · ·· · · · · · · · · · · · 


3.1D Scientists have found that by cooling air to the cryogenic 3.6D Due to their zero ozone depletion and low global 


temperature of 204°R, components condense and the “liquid 
air" can be stored onboard a vehicle and used to power the 
vehicle when the liquid evaporates. The liquid is injected into 
the engine cylinders and mixed with an antifreeze solution. 
The rapid expansion produces a high pressure that provides 
power to the piston. Cold air is exhausted from the engine. 
Develop a research report that explains the principles behind 
the engine and discusses the feasibility of this technology for 
potential commercialization and its possible environmental 
impacts. Include at least three references. 


3.2D The EPA (Environmental Protection Agency) has 
developed an online Personal Emissions Calculator that helps 
individuals and families reduce greenhouse emissions. Use the 
EPA calculator to estimate, in the home and on the road, your 
personal greenhouse emissions or your family's greenhouse 
emissions. Also use the calculator to explore steps you as an 
individual or your family can take to cut emissions by at least 
2096. In a memorandum, summarize your findings and present 
your program for lowering emissions. 


3.3D The pressure at about 400 m of depth in an ocean or lake 
is about 40 atm. A Canadian company is studying a system 
that will submerge large, empty concrete tanks into which 
water will flow through turbines to fill the tanks. The turbines 
will generate electricity that will be used to run compressors 
at the surface to store compressed air for later use to produce 
power on land. The turbines will then be reversed and used 
as pumps to empty the tanks so the cycle can be repeated. 
Write a technical paper that summarizes the technical 
concepts underlying this technology and its potential in a 
form suitable for briefing a member of Congress. 


3.4D Refrigerant 22 became the refrigerant of choice for 
residential heat pump and air conditioning systems after the 
1987 Montreal Protocols banned chlorofluorocarbon (CFC) 
refrigerants in 1987 R-22 contains no chlorine, which was 
considered the primary contributor to atmospheric 
ozone depletion that gave rise to the phase-out of CFCs 
worldwide. However, R-22 is in a class of substances called 
hydrofluorocarbons (HCFCSs) that are believed to contribute 
to global warming as well as having some ozone-depletion 
potential. As a result, HCFCs have also been banned and 
are being phased out. Write a report detailing the U.S. 
phase-out schedule for R-22 and listing the refrigerants that 
are being used to replace R-22 in residential systems. Include 
at least three references. 


3.5D A newspaper article reports that on a day when an 
airline canceled eleven flights from Las Vegas because the 
local temperature was approaching the 117°F operating limit 
for its jets, another airline canceled seven flights from 
Denver because the local temperature there was above the 
104°F operating level for its propeller planes. Prepare a 
30-minute presentation suitable for a middle school science 
class explaining the technical considerations behind these 
cancellations. 


warming potential natural refrigerants are actively under 
consideration for commercial refrigeration applications (see 
box in Sec. 3.4). Investigate the viability of natural 
refrigerants in systems to improve human comfort and 
safeguard food. Consider performance benefits, safety, and 
cost. On the basis of your study, recommend especially 
promising natural refrigerants and areas of application 
where each is particularly well suited. Report your findings 
in a PowerPoint presentation. 


3.7D According to the New York City Transit Authority, the 


operation of subways raises tunnel and station temperatures 
as much as 14 to 20°F above ambient temperature. Principal 
contributors to the temperature rise include train motor 
operation, lighting, and energy from the passengers 
themselves. Passenger discomfort can increase significantly 
in hot-weather periods if air conditioning is not provided. 
Still, because on-board air-conditioning units discharge 
energy by heat transfer to their surroundings, such units 
contribute to the overall tunnel and station energy 
management problem. Investigate the application to subways 
of alternative cooling strategies that provide substantial 
cooling with a minimal power requirement, including but not 
limited to thermal storage and nighttime ventilation. Write 
a report with at least three references. 


3.8D Some oil and gas companies use hydraulic fracturing to 


access oil and natural gas trapped in deep rock formations. 
Investigate the process of hydraulic fracturing, its benefits, 
and environmental impacts. On this basis, write a three-page 
brief for submission to a congressional committee considering 
whether hydraulic fracturing should continue to be exempt 
from regulation under the Safe Drinking Water Act.'The brief 
can provide either objective technical background to inform 
committee members or take a position in favor of, or against, 
continuing the exemption. 


3.9D Water is one of our most important resources, yet one of 


the most poorly managed —it is too often wasted and polluted. 
Investigate ways we can improve water use as a society in 
industry, businesses, and households. Record your daily water 
use for at least three days and compare it to that of those 
living in the poorest parts of the globe: about one gallon per 
day. Write a report including at least three references. 


3.10D Passive solar heating may become more effective in 


coming years through incorporating phase-change materials 
(PCMs) into building materials. Investigate incorporation of 
phase-change materials into products used by the building 
industry to enhance passive solar heating. For each product, 
determine the PCM type, melting point, and accompanying 
phase-change enthalpy. Discuss how the PCM affects 
performance of the building material and how this benefits 
space heating. Prepare a 25-minute PowerPoint presentation 
suitable for a high school chemistry class based on your 
findings. Include at least two instructional aides to enhance 
your presentation. 


The objective of this 
chapter is to develop and illustrate the use of the 
control volume forms of the conservation of mass 
and conservation of energy principles. Mass and 
energy balances for control volumes are introduced 
in Secs. 4.1 and 4.4, respectively. These balances 
are applied in Secs. 4.5—4.11 to control volumes at 
steady state and in Sec. 4.12 for time-dependent 
(transient) applications. 


Although devices such as turbines, pumps, and com- 
pressors through which mass flows can be analyzed 
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in principle by studying a particular quantity of 
matter (a closed system) as it passes through the 
device, it is normally preferable to think of a region 
of space through which mass flows (a control 
volume). As in the case of a closed system, energy 
transfer across the boundary of a control volume 
can occur by means of work and heat. In addition, 
another type of energy transfer must be accounted 
for—the energy accompanying mass as it enters or 
exits. 








Control Volume 
Analysis Using 
Energy 


> LEARNING OUTCOMES 


When you complete your study of this chapter, you will be able to... 


» 


describe key concepts related to control volume analysis, including 
distinguishing between steady-state and transient analysis, 
distinguishing between mass flow rate and volumetric flow rate, and 
explaining the meanings of one-dimensional flow and flow work. 


» apply mass and energy balances to control volumes. 


» develop appropriate engineering models for control volumes, with 


particular attention to analyzing components commonly encountered in 
engineering practice such as nozzles, diffusers, turbines, compressors, 
heat exchangers, throttling devices, and integrated systems that 
incorporate two or more components. 


obtain and apply appropriate property data for control volume 
analyses. 
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Fig. 4.1 One-inlet, one-exit 
control volume. 


conservation of mass 


mass flow rates 


mass rate balance 


Dashed line defines Con se rvation of Mass 


the control volume 


boundary for a Control Volume 
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In this section an expression of the conservation of mass principle for control 
volumes is developed and illustrated. As a part of the presentation, the one- 
dimensional flow model is introduced. 


4.1.1 Developing the Mass Rate Balance 


The mass rate balance for control volumes is introduced by reference to Fig. 4.1, 
which shows a control volume with mass flowing in at i and flowing out at e, respec- 
tively. When applied to such a control volume, the conservation of mass principle 
states 


time rate of change of time rate of flow of time rate of flow 
mass contained within the | — mass in across — |of mass out across 
control volume at time t inlet i at time t exit e at time t 


Denoting the mass contained within the control volume at time t by m,,(d), this 
statement of the conservation of mass principle can be expressed in symbols as 


dm, 
dt 


where dm,,/dt is the time rate of change of mass within the control volume, and m; 
and т, are the instantaneous mass flow rates at the inlet and exit, respectively. As for 
the symbols W and О, the dots in the quantities m; and т, denote time rates of 
transfer. In SI, all terms in Eq. 4.1 are expressed in kg/s. In English units, they are 
expressed in 16/5. For a discussion of the development of Eq. 4.1, see the box. 

In general, there may be several locations on the boundary through which mass 
enters or exits. This can be accounted for by summing, as follows 


= m; = т, (4.1) 


dme _ 


а 20 29. те 


Equation 4.2 is the mass rate balance for control volumes with several inlets and exits. 
It is a form of the conservation of mass principle commonly employed in engineering. 
Other forms of the mass rate balance are considered in discussions to follow. 


Developing the Control Volume Mass Balance 

For each of the extensive properties mass, energy, entropy (Chap. 6), and exergy (Chap. 7) 
the control volume form of the property balance can be obtained by transforming the 
corresponding closed system form. Let us consider this for mass, recalling that the 
mass of a closed system is constant. 


The figures in the margin at the top of the next page show a system consisting of 
a fixed quantity of matter m that occupies different regions at time t and a later time 
t + At. The mass under consideration is shown in color on the figures. At time t, the 
mass is the sum m = m,(6) + m; where mą(t) is the mass contained within the con- 
trol volume, and m; is the mass within the small region labeled ; adjacent to the 
control volume. Let us study the fixed quantity of matter m as time elapses. 
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Dashed line 
defines the 
control volume 
boundary 







In a time interval At all the mass in region / crosses the control volume boundary, 
while some of the mass, call it me, initially contained within the control volume exits 
to fill the region labeled e adjacent to the control volume. Although the mass in 
regions / and e as well as in the control volume differs from time t to t + At, the total 
amount of mass is constant. Accordingly, 


Region i 
Malt) + m; = my(t + At) + m, (a) 
or on rearrangement 


met t At) Ma(t) = Mm; — Me (b) 





Equation (b) is an accounting balance for mass. It states that the change in mass of 
the control volume during time interval At equals the amount of mass that enters less 
the amount of mass that exits. 

Equation (b) can be expressed on a time rate basis. First, divide by At to obtain 





Met ole At) = M(t) т; me 
At At At 


Then, in the limit as At goes to zero, Eq. (c) becomes Eq. 4.1, the instantaneous 
control volume rate equation for mass 








(c) Time 1 + Аг 


ато, 
dt 


= т md Me (4.1) 


where dm.,/dt denotes the time rate of change of mass within the control volume, 
and m; and m, are the inlet and exit mass flow rates, respectively, all at time t. 





4.1.2 Evaluating the Mass Flow Rate 


An expression for the mass flow rate m of the matter entering or exiting 
a control volume can be obtained in terms of local properties by consider- 
ing a small quantity of matter flowing with velocity V across an incremen- 
tal area dA in а time interval Ат, as shown in Fig. 42. Since the portion 
of the control volume boundary through which mass flows is not neces- ^ Volume of matter 
sarily at rest, the velocity shown in the figure is understood to be the 
velocity relative to the area dA. The velocity can be resolved into compo- 
nents normal and tangent to the plane containing dA. In the following 
development V, denotes the component of the relative velocity normal to 
dA in the direction of flow. 

The volume of the matter crossing dA during the time interval Аг shown 
in Fig. 42 is an oblique cylinder with a volume equal to the product of Fig. 4.2 Illustration used to develop ап 
the area of its base dA and its altitude У, Ar. Multiplying by the density ^ expression for mass flow rate in terms of 
p gives the amount of mass that crosses dA in time At local fluid properties. 






amount of mass 
crossing dA during | = p(V, At) dA 
the time interval At 


Dividing both sides of this equation by At and taking the limit as Af goes to zero, the 
instantaneous mass flow rate across incremental area dA is 


instantaneous rate 
of mass flow = pV, dA 
across dA 
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When this is integrated over the area A through which mass passes, an expression 
for the mass flow rate is obtained 


т- | рУ, аА (4.3) 
А 


Equation 4.3 can be applied at the inlets and exits to account for the rates of mass 
flow into and out of the control volume. 


Forms of the Mass Rate Balance 
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The mass rate balance, Eq. 4.2, is a form that is important for control volume analy- 
sis. In many cases, however, it is convenient to apply the mass balance in forms suited 
to particular objectives. Some alternative forms are considered in this section. 


4.2.1 One-Dimensional Flow Form of the Mass Rate Balance 


When a flowing stream of matter entering or exiting a control volume adheres to the 


one-dimensional flow following idealizations, the flow is said to be one-dimensional: 


TAKE NOTE... 

In subsequent control 
volume analyses, we 
routinely assume that 
the idealizations of one- 
dimensional flow are 
appropriate. Accordingly, 
the assumption of one- 
dimensional flow is not 
listed explicitly in solved 
examples, 


» The flow is normal to the boundary at locations where mass enters or exits the 
control volume. 

» All intensive properties, including velocity and density, are uniform with position 
(bulk average values) over each inlet or exit area through which matter flows. 













Figure 4.3 illustrates the meaning of one-dimensional flow. The area 
through which mass flows is denoted by A. The symbol V denotes a single value that 
represents the velocity of the flowing air. Similarly T and v are single values that repre- 
sent the temperature and specific volume, respectively, of the flowing air. - 4 4 4 


When the flow is one-dimensional, Eq. 4.3 for the mass flow rate becomes 





m = рАУ (one-dimensional flow) (4.4a) 


or in terms of specific volume 


ТҰРҒАН Р 7 
mnc (one-dimensional flow) (4.4b) 


Area=A | 
pine iae nue ван | База 1 


Ап vro WB То 





Air compressor 





Air 





Fig. 4.3 Figure illustrating the 
one-dimensional flow model. 


4.2 Forms of the Mass Rate Balance 


When area is in m’, velocity is in m/s, and specific volume is in m*/kg, the mass flow 
rate found from Eq. 4.4b is in kg/s, as can be verified. The product AV in 
Eqs. 4.4 is the volumetric flow rate. The volumetric flow rate is expressed in units of 
m’/s or ft’/s. 

Substituting Eq. 4.4b into Eq. 4.2 results in an expression for the conservation of 
mass principle for control volumes limited to the case of one-dimensional flow at the 
inlets and exits 





d су AWN; A.V. 5 5 
= = У = аз с (one-dimensional flow) (4.5) 


Note that Eq. 4.5 involves summations over the inlets and exits of the control volume. 
Each individual term in these sums applies to a particular inlet or exit. The area, 
velocity, and specific volume appearing in each term refer only to the corresponding 
inlet or exit. 


4.2.2 Steady-State Form of the Mass Rate Balance 


Many engineering systems сап be idealized as being at steady state, meaning that ай 
properties are unchanging in time. For a control volume at steady state, the identity 
of the matter within the control volume changes continuously, but the total amount 
present at any instant remains constant, so dm,,/dt = 0 and Eq. 4.2 reduces to 


ІЛ _ Ут, 
1 rz е 


(massratein) (mass rate out) 


(4.6) 


That is, the total incoming and outgoing rates of mass flow аге equal. 

Note that equality of total incoming and outgoing rates of mass flow does not 
necessarily imply that a control volume is at steady state. Although the total amount 
of mass within the control volume at any instant would be constant, other properties 
such as temperature and pressure might be varying with time. When a control volume 
is at steady state, every property is independent of time. Also note that the steady- 
state assumption and the one-dimensional flow assumption are independent idealiza- 
tions. One does not imply the other. 


4.2.3 Integral Form of the Mass Rate Balance 


We consider next the mass rate balance expressed in terms of local properties. The 
total mass contained within the control volume at an instant t can be related to the 
local density as follows 


Melt} = | рау (4.7) 
V 


where the integration is over the volume at time t. 
With Eqs. 4.3 and 4.7 the mass rate balance Eq. 4.2 can be written as 


d 


езже ра ва 


where the area integrals are over the areas through which mass enters and exits the 
control volume, respectively. The product pV, appearing in this equation, known as 
the mass flux, gives the time rate of mass flow per unit of area. To evaluate the terms 
of the right side of Eq. 4.8 requires information about the variation of the mass flux 


volumetric flow rate 


steady state 


mass flux 
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over the flow areas. The form of the conservation of mass principle given by Eq. 4.8 
is usually considered in detail in fluid mechanics. 


Applications of the Mass Rate Balance 
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4.3.1 Steady-State Application 


For a control volume at steady state, the conditions of the mass within the control 
volume and at the boundary do not vary with time. The mass flow rates also are 
constant with time. 

Example 4.1 illustrates an application of the steady-state form of the mass rate balance 
to a control volume enclosing a mixing chamber called a feedwater heater. Feedwater 
heaters are components of the vapor power systems considered in Chap. 8. 


EXAMPLE 4,7. EEEREN rere Teer rer rr eer errr ere E ere errr er rt er rer S 


Applying the Mass Rate Balance to a Feedwater Heater at Steady State 


A feedwater heater operating at steady state has two inlets and one exit. At inlet 1, water vapor enters at 
Рі = 7 bar, T, = 200°C with a mass flow rate of 40 kg/s. At inlet 2, liquid water at p; = 7 bar, T; = 40°C enters 
through an area A, = 25 cm”. Saturated liquid at 7 bar exits at 3 with a volumetric flow rate of 0.06 та 5. Deter- 
mine the mass flow rates at inlet 2 and at the exit, in kg/s, and the velocity at inlet 2, in m/s. 


SOLUTION 


Known: A stream of water vapor mixes with a liquid water stream to produce a saturated liquid stream at the 
exit. The states at the inlets and exit are specified. Mass flow rate and volumetric flow rate data are given at one 
inlet and at the exit, respectively. 


Find: Determine the mass flow rates at inlet 2 and at the exit, and the velocity У». 


Schematic and Given Data: 








Engineering Model: The control volume shown on the accompanying 
figure is at steady state. 






T, = 200°C 


= о, Pi= 7 bar 
DINE im, = 40 kg/s 











Control volume 
boundary 


Saturated liquid 
рз = 7 bar . 
(АУ); = 0.06 m?/s Fig. E4.1 


Analysis: The principal relations to be employed аге the mass rate balance (Eq. 4.2) and the expression m = АМ/у 
(Eq. 4.4b). At steady state the mass rate balance becomes 


ате i А . 
= т + т – т 
Ф Zt 1 2 3 


Solving for т», 


m, = m — m 


4.3 Applications of the Mass Rate Balance 175 


The mass flow rate m; is given. The mass flow rate at the exit can be evaluated from the given volumetric flow rate 
(АУ); 


тз = —— 
3 

where v; is the specific volume at the exit. In writing this expression, one-dimensional flow is assumed. From 

Table A-3, v = 1.108 x 1073 m?/kg. Hence, 


0.06 mĉ/s 
(1.108 x 10°? m*/kg) 





m3 = = 54.15 kg/s 
The mass flow rate at inlet 2 is then 
ту = тз — m; = 54.15 — 40 = 14.15 Еру 
For one-dimensional flow at 2, т, = A,V>/v>, so 
У, = тујА; 


State 2 is а compressed liquid. The specific volume at this state can be approxi- 
mated by v; ~ (7) (Eq. 3.11). From Table А-2 at 40°C, v; = 1.0078 х 107° m*/kg. (vj Skills Developed 





боо EEE IE SS ee 
14.15 kg/s) (1.0078 х 1073 mĉ/kg) |10* cm? Me 
= (14.15 kg/s) (1. m°/kg) E сш bg is Q apply the steady-state 
25 cm? 1m? mass rate balance. 





О apply the mass flow rate 


expression, Eq. 4.4b. 
@ In accord with Eq. 4.6, the mass flow rate at the exit equals the sum of the О retrieve property data for 


mass flow rates at the inlets. It is left as an exercise to show that the volu- water. 
metric flow rate at the exit does not equal the sum of the volumetric flow rates 
at the inlets. 


Evaluate the volumetric flow rate, іп m?/s, at each inlet. | 


beu] Ans. (AV), = 12 m/s, (AV), = 0.01 m?/s 





.евевеееееееееееееееееееееееегееееееееееееегее: 


4.3.2 Time-Dependent (Transient) Application 


Many devices undergo periods of operation during which the state changes with 
time—for example, the startup and shutdown of motors. Other examples include 
containers being filled or emptied and applications to biological systems. The steady- 
state model is not appropriate when analyzing time-dependent (transient) cases. 

Example 4.2 illustrates a time-dependent, or transient, application of the mass rate 
balance. In this case, a barrel is filled with water. 


EXAMPLE 4.2 ЖУТТУ Г К КГ КККК ГГ Г 


Applying the Mass Rate Balance to a Barrel Filling with Water 


Water flows into the top of an open barrel at a constant mass flow rate of 30 16/5. Water exits through a pipe 
near the base with a mass flow rate proportional to the height of liquid inside: т, — 9 L, where L is the instan- 
taneous liquid height, in ft. The area of the base is 3 ft^, and the density of water is 62.4 Ib/ft^. If the barrel is 
initially empty, plot the variation of liquid height with time and comment on the result. 


SOLUTION 


Known: Water enters and exits an initially empty barrel. The mass flow rate at the inlet is constant. At the exit, 
the mass flow rate is proportional to the height of the liquid in the barrel. 
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Find: Plot the variation of liquid height with time and comment. 


: Schematic and Given Data: 
Engineering Model: 





m; = 30 Ib/s 1. The control volume is defined by the dashed line on the 


accompanying diagram. 
2. The water density is constant. 


Boundary of 
control volume 


tit, = 9L Ib/s 
Fig. E4.2a 


Analysis: For the one-inlet, one-exit control volume, Eq. 4.2 reduces to 


: аты, 
$ dt 


The mass of water contained within the barrel at time f is given by 


= m; — т, 


mo(t) = pAL(t) 


where p is density, А is the area of the base, and L(t) is the instantaneous liquid height. Substituting this into 
the mass rate balance together with the given mass flow rates 


d(pAL) 


: ——— = 30 – 9L 
ЕТ 30—19 


1: Since density and area are constant, this equation can be written as 

dL 9 30 
«().- 

dt pA pA 


which is a first-order, ordinary differential equation with constant coefficients. The solution is 





9t 
Ф L = 333 + Сехр(——=) 
pA 


where C is a constant of integration. The solution can be verified by substitution into the differential equation. 
: То evaluate C, use the initial condition: at t = 0, L = 0. Thus, C = —3.33, and the solution can be written as 


L = 333[1 - exp(—9tlpA)] 
Substituting p = 62.4 lb/ft and A = 3 ft’ results in 
L = 333[1 - exp( —0.0481)] 


This relation can be plotted by hand or using appropriate software. The result is 
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Height, ft 











0 20 40 60 80 100 120 
Time, s Fig. E4.2b 


From the graph, we see that initially the liquid height increases rapidly and then levels out as steady-state 
operation is approached. After about 100 s, the height stays constant with time. At this point, the rate of water 
flow into the barrel equals the rate of flow out of the barrel. From the graph, the limiting value of L is 3.33 ft, 
which also can be verified by taking the limit of the analytical solution as t — oo. 


@ Alternatively, this differential equation can be solved using Interactive Thermo- 


dynamics: IT. The differential equation can be expressed as (vj Skills Developed 
бегі, t) + (9 * D/(rho * A) = 30/(rho * A) Ability to.. В 
то = 62.4 // Б/Е? Q apply the time-dependent 
A-—3J f£ mass rate balance. 
О solve an ordinary differential 
where der(L,t) is dL/dt, rho is density p, and A is area. Using the Explore equation and plot the 
button, set the initial condition at L — 0, and sweep f from 0 to 200 in steps solution. 





of 0.5. Then, the plot can be constructed using the Graph button. 


If the mass flow rate of the water flowing into the barrel were 


| 27 16/5 while all other data remain the same, what is the limiting value 
24....4 of the liquid height, L, in ft? Ans. 3.0 ft. L L ес 



























The human heart pro- 
vides a good example of 
how biological systems 
can be modeled as control 
volumes. Figure 4.4 shows the cross 
section of a human heart. The flow is 
controlled by valves that intermit- 
tently allow blood to enter from veins 
and exit through arteries as the heart 
muscles pump. Work is done to 
increase the pressure of the blood 
leaving the heart to a level that will 
propel it through the cardiovascular 
system of the body. Observe that the 
boundary of the control volume 
enclosing the heart is not fixed but 


moves with time as the heart pulses. Fig, 4.4 Control volume enclosing the heart. 
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Understanding the medical condition known as arrhythmia requires consideration of the 
time-dependent behavior of the heart. An arrhythmia is a change in the regular beat of the 
heart. This can take several forms. The heart may beat irregularly, skip a beat, or beat very 
fast or slowly. An arrhythmia may be detectable by listening to the heart with a stethoscope, 


but an electrocardiogram offers a more precise approach. Although arrhythmia does occur 
in people without underlying heart disease, patients having serious symptoms may require 
treatment to keep their heartbeats regular. Many patients with arrhythmia may require no 
medical intervention at all. 





Conservation of Energy for a 
Control Volume 
In this section, the rate form of the energy balance for control volumes is obtained. 
The energy rate balance plays an important role in subsequent sections of this book. 


4.4.1 Developing the Energy Rate Balance for a Control Volume 


We begin by noting that the control volume form of the energy rate balance can be 
derived by an approach closely paralleling that considered in the box of Sec. 4.1.1, 
where the control volume mass rate balance is obtained by transforming the closed 
system form. The present development proceeds less formally by arguing that, like 
mass, energy is an extensive property, so it too can be transferred into or out of a 
control volume as a result of mass crossing the boundary. Since this is the principal 
difference between the closed system and control volume forms, the control volume 
energy rate balance can be obtained by modifying the closed system energy rate bal- 
ance to account for these energy transfers. 

Accordingly, the conservation of energy principle applied to a control volume 
states: 


time rate of change net rate at which net rate at which net rate of energy 


of the energy energy is being energy is being transfer into the 
contained within |=] transferred іп |—| transferred out | + | control volume 
the control volume by heat at by work at accompanying 
at time t time t time t mass flow 


For the one-inlet, one-exit control volume with one-dimensional 


Energy transfers can occur flow shown in Fig. 4.5 the energy rate balance is 
Ó by heat and work 








ge.» f . v? А у; 

ve uo а Савски 7 HARI S Bee) A) 
+ 52, 

2 


Inlet i 


Ue + 








where Ес, denotes the energy of the control volume at time t. The terms 
Q and W account, respectively, for the net rate of energy transfer by heat 
and work across the boundary of the control volume at t. The underlined 
terms account for the rates of transfer of internal, kinetic, and potential 
energy of the entering and exiting streams. If there is no mass flow in or 
out, the respective mass flow rates vanish and the underlined terms of 
Eq.4.9 drop out. The equation then reduces to the rate form of the energy 
balance for closed systems: Eq. 2.37 

Next, we will place Eq. 4.9 in an alternative form that is more conve- 
Fig. 4.5 Figure used to develop Eq. 4.9. nient for subsequent applications. This will be accomplished primarily 





Dashed line defines 
the control volume boundary 





4.4 Conservation of Energy for a Control Volume 


by recasting the work term W, which represents the net rate of energy transfer by 
work across all portions of the boundary of the control volume. 


4.4.2 Evaluating Work for a Control Volume 


Because work is always done on or by a control volume where matter flows across 
the boundary, it is convenient to separate the work term W of Eq. 4.9 into two con- 
tributions: One contribution is the work associated with the fluid pressure as mass is 
introduced at inlets and removed at exits. The other contribution, denoted by Ww, 
includes all other work effects, such as those associated with rotating shafts, displace- 
ment of the boundary, and electrical effects. 

Consider the work at an exit e associated with the pressure of the flowing matter. 
Recall from Eq. 2.13 that the rate of energy transfer by work can be expressed as the 
product of a force and the velocity at the point of application of the force. Accord- 
ingly, the rate at which work is done at the exit by the normal force (normal to the 
exit area in the direction of flow) due to pressure is the product of the normal force, 
D. А, and the fluid velocity, Ve. That is 


time rate of energy transfer 
by work from the control | = (р„А„)У, (4.10) 
volume at exit e 


where p, is the pressure, A, is the area, and V, is the velocity at exit e, respectively. 
A similar expression can be written for the rate of energy transfer by work into the 
control volume at inlet i. : 

With these considerations, the work term W of the energy rate equation, Eq. 4.9, 
can be written as 


W = Wey + (peAc)Ve — (pjAj)Vi (4.11) 


where, in accordance with the sign convention for work, the term at the inlet has a 
negative sign because energy is transferred into the control volume there. A positive 
sign precedes the work term at the exit because energy is transferred out of the 
control volume there. With AV = mv from Eq. 4.4b, the above expression for work 
can be written as 


W = We + трг) — тр) (4.12) 


where m; and m, are the mass flow rates and v; and v, are the specific volumes 
evaluated at the inlet and exit, respectively. In Eq. 4.12, the terms m;(pjv;) and me(peve) 
account for the work associated with the pressure at the inlet and exit, respectively. 
They are commonly referred to as flow work. The term W,, accounts for all other 
energy transfers by work across the boundary of the control volume. 


4.4.3 One-Dimensional Flow Form of the Control Volume 
Energy Rate Balance 


Substituting Eq. 4.12 in Eq. 4.9 and collecting all terms referring to the inlet and the 
exit into separate expressions, the following form of the control volume energy rate 
balance results: 


ШЕ» ы ы 278 Vi | у; 

dt - Qo E We + таи + piwi + E + gzi] - та Ue + pev, + 2 + 22, (4.13) 
The subscript “cv” has been added to О to emphasize that this is the heat transfer 
rate over the boundary (control surface) of the control volume. 


Energy Rate Bal CV 
АЛ 
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Energy. Rate Bal CV 
A.16 – Tab b 


energy rate balance 


TAKE NOTE... 
Equation 4.15 is the most 
general form of the 
conservation of energy 
principle for control volumes 
used in this book. It serves 
as the starting point for 
applying the conservation of 
energy principle to control 
volumes in problem solving. 











The last two terms of Eq. 4.13 can be rewritten using the specific enthalpy Л intro- 
duced in Sec. 3.6.1. With Л = и + pv, the energy rate balance becomes 


dE 
dt 





Р А у? ү? 
= Qw — И + 0 + E 4 ва) — 20 + E + в) (4.14) 


The appearance of the sum и + pv in the control volume energy equation is the 
principal reason for introducing enthalpy previously. It is brought in solely as a 
convenience: Тһе algebraic form of the energy rate balance is simplified by the use 
of enthalpy and, as we have seen, enthalpy is normally tabulated along with other 
properties. 

In practice there may be several locations on the boundary through which mass 
enters or exits. This can be accounted for by introducing summations as in the mass 
balance. Accordingly, the energy rate balance is 


dExw 
dt 





= @„= Wert Dm, (һ + * + ва) = Xon. Т ES + в.) (4.15) 


In writing Eq. 4.15, the one-dimensional flow model is assumed where mass enters 
and exits the control volume. 

Equation 4.15 is an accounting balance for the energy of the control volume. It 
states that the rate of energy increase or decrease within the control volume equals 
the difference between the rates of energy transfer in and out across the boundary. 
The mechanisms of energy transfer are heat and work, as for closed systems, and the 
energy that accompanies the mass entering and exiting. 


4.4.4 Integral Form of the Control Volume Energy Rate Balance 


As for the case of the mass rate balance, the energy rate balance can be expressed 
in terms of local properties to obtain forms that are more generally applicable. Thus, 
the term £,,(t), representing the total energy associated with the control volume at 
time f, can be written as a volume integral 


v2 
Es = | pe dV = СС t 7 + е) dV (4.16) 


Similarly, the terms accounting for the energy transfers accompanying mass flow and 
flow work at inlets and exits can be expressed as shown in the following form of the 
energy rate balance: 


d . . у: 
| pedV = О,- We + D| [ (4+ 1 + ec руда | 


1 


-X | ІС " Е " ez) 5% aa} (4.17) 


Additional forms of the energy rate balance can be obtained by expressing the heat 
transfer rate Об as the integral of the heat flux over the boundary of the control 
volume, and the work W,, in terms of normal and shear stresses at the moving por- 
tions of the boundary. 

In principle, the change in the energy of a control volume over a time period can 
be obtained by integration of the energy rate balance with respect to time. Such inte- 
grations require information about the time dependences of the work and heat trans- 
fer rates, the various mass flow rates, and the states at which mass enters and leaves 
the control volume. Examples of this type of analysis are presented in Sec. 4.12. 


4.5 Analyzing Control Volumes at Steady State 


) Analyzing Control Volumes at Steady State. 


>. ө ө ө ө ө ө ө ө ө ө ө ө ө ө 


In this section we consider steady-state forms of the mass and energy rate о, 
These balances are applied to a variety of devices of engineering interest іп Secs. 
4.64.11. The steady-state forms considered here do not apply to the transient startup 
or shutdown periods of operation of such devices but only to periods of steady operation. 
This situation is commonly encountered in engineering. 


4.5.1 Steady-State Forms of the Mass and Energy Rate Balances 


For a control volume at steady state, the conditions of the mass within the control 
volume and at the boundary do not vary with time. The mass flow rates and the rates 
of energy transfer by heat and work are also constant with time. There can be no 
accumulation of mass within the control volume, so dm,,/dt = 0 and the mass rate 
balance, Eq. 4.2, takes the form 


>т; pon. 
| = е 


4.6 
(massratein) (mass rate out) (46) 


Furthermore, at steady state dE,,/dt = 0, so Eq. 4.15 can be written as 


: : у? ү? 
О-О = > 0 + x eas) - 2 ZO d p | в) (4.18) 
Alternatively 


b 
да + Xon LX V. ва) = Woy ЕЯ >т (n. + VF eas) (4.19) 
(energy rate a (energy rate out) 


Equation 4.6 asserts that at steady state the total rate at which mass enters the 
control volume equals the total rate at which mass exits. Similarly, Eq. 4.19 asserts 
that the total rate at which energy is transferred into the control volume equals the 
total rate at which energy is transferred out. 

Many important applications involve one-inlet, one-exit control volumes at steady 
state. It is instructive to apply the mass and energy rate balances to this special case. 
The mass rate balance reduces simply to m, = m. That is, the mass flow rate must be 
the same at the exit, 2, as it is at the inlet, 1. The common mass flow rate is designated 
simply by т. Next, applying the energy rate balance and factoring the mass flow 
rate gives 


(Vi 2) 


0 = Ow — Wey + m| (A — hj) + 2 


SLT 2) (4.20a) 


Or, dividing by the mass flow rate, 


Ja Wa vi- V2 
Е ИЕ) 


p = 2 не fen. = 2) (4.205) 


The enthalpy, kinetic energy, and potential energy terms all appear in Eqs. 4.20 as 
differences between their values at the inlet and exit. This illustrates that the datums 


System Types 
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used to assign values to specific enthalpy, velocity, and elevation cancel. In Eq. 4.20b, 
the ratios Q,,/m and W,,/m are energy transfers per unit mass flowing through the 
control volume. 

The foregoing steady-state forms of the energy rate balance relate only energy 
transfer quantities evaluated at the boundary of the control volume. No details con- 
cerning properties within the control volume are required by, or can be determined 
with, these equations. When applying the energy rate balance in any of its forms, it 
is necessary to use the same units for all terms in the equation. For instance, every 
term in Eq. 4.20b must have a unit such as kJ/kg or Btu/Ib. Appropriate unit conver- 
sions are emphasized in examples to follow. 


4.5.2 Modeling Considerations for Control Volumes 
at Steady State 


In this section, we provide the basis for subsequent applications by considering the 
modeling of control volumes at steady state. In particular, several applications are 
given in Secs. 4.6-4.11 showing the use of the principles of conservation of mass and 
energy, together with relationships among properties for the analysis of control vol- 
umes at steady state. The examples are drawn from applications of general interest 
to engineers and are chosen to illustrate points common to all such analyses. Before 
studying them, it is recommended that you review the methodology for problem solving 
outlined in Sec. 1.9. As problems become more complicated, the use of a systematic 
problem-solving approach becomes increasingly important. 

When the mass and energy rate balances are applied to a control volume, simpli- 
fications are normally needed to make the analysis manageable. That is, the control 
volume of interest is modeled by making assumptions. The careful and conscious step 
of listing assumptions is necessary in every engineering analysis. Therefore, an impor- 
tant part of this section is devoted to considering various assumptions that are 
commonly made when applying the conservation principles to different types of 
devices. As you study the examples presented in Secs. 4.6-4.11, it is important to 
recognize the role played by careful assumption making in arriving at solutions. In 
each case considered, steady-state operation is assumed. The flow is regarded as one- 
dimensional at places where mass enters and exits the control volume. Also, at each 
of these locations equilibrium property relations are assumed to apply. 


à HORIZONS 


Smaller Can Be Better 


Engineers are developing miniature systems for 

use where weight, portability, and/or compact- 

ness are critically important. Some of these appli- 

cations involve tiny micro systems with dimensions in 

the micrometer to millimeter range. Other somewhat larger 
meso-scale systems can measure up to a few centimeters. 

Microelectromechanical systems (MEMS) combining elec- 

trical and mechanical features are now widely used for sensing 

and control. Medical applications of MEMS include pressure 

sensors that monitor pressure within the balloon inserted 

into a blood vessel during angioplasty. Air bags are triggered 

in an automobile crash by tiny acceleration sensors. MEMS 

are also found in computer hard drives and printers. 


Miniature versions of other technologies are being inves- 
tigated. One study aims at developing an entire gas turbine 
power plant the size of a shirt button. Another involves 
micromotors with shafts the diameter of a human hair. 
Emergency workers wearing fire-, chemical-, or biological- 
protection suits might in the future be kept cool by tiny heat 
pumps imbedded in the suit material. 

As designers aim at smaller sizes, frictional effects and 
heat transfers pose special challenges. Fabrication of miniature 
systems is also demanding. Taking a design from the concept 
stage to high-volume production can be both expensive and 
risky, industry representatives say. 
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Fig. 4.6 Pressure variations about an average. (a) Fluctuation. (b) Periodic. 


In several of the examples to follow, the heat transfer term Du is set to zero in 
the energy rate balance because it is small relative to other energy transfers across 
the boundary. This may be the result of one or more of the following factors: 


» The outer surface of the control volume is well insulated. 

> The outer surface area is too small for there to be effective heat transfer. 

» The temperature difference between the control volume and its surroundings is so 
small that the heat transfer can be ignored. 

» The gas or liquid passes through the control volume so quickly that there is not 
enough time for significant heat transfer to occur. 


The work term W,, drops out of the energy rate balance when there are no rotat- 
ing shafts, displacements of the boundary, electrical effects, or other work mechanisms 
associated with the control volume being considered. The kinetic and potential ener- 
gies of the matter entering and exiting the control volume are neglected when they 
are small relative to other energy transfers. 

In practice, the properties of control volumes considered to be at steady state do 
vary with time. The steady-state assumption would still apply, however, when proper- 
ties fluctuate only slightly about their averages, as for pressure in Fig. 4.6a. Steady 
state also might be assumed in cases where periodic time variations are observed, as 
in Fig. 4.6b. For example, in reciprocating engines and compressors, the entering and 
exiting flows pulsate as valves open and close. Other parameters also might be time 
varying. However, the steady-state assumption can apply to control volumes enclosing 
these devices if the following are satisfied for each successive period of operation: 
(1) There is no net change in the total energy and the total mass within the control 
volume. (2) The time-averaged mass flow rates, heat transfer rates, work rates, and 
properties of the substances crossing the control surface all remain constant. 

Next, we present brief discussions and examples illustrating the analysis of several 
devices of interest in engineering, including nozzles and diffusers, turbines, compres- 
sors and pumps, heat exchangers, and throttling devices. The discussions highlight 
some common applications of each device and the modeling typically used in ther- 
modynamic analysis. 


Nozzles and Diffusers 


A nozzle is a flow passage of varying cross-sectional area in which the velocity of a 
gas or liquid increases in the direction of flow. In a diffuser, the gas or liquid deceler- 
ates in the direction of flow. Figure 4.7 shows a nozzle in which the cross-sectional 
area decreases in the direction of flow and a diffuser in which the walls of the flow 
passage diverge. Observe that as velocity increases pressure decreases, and conversely. 


nozzle 
diffuser 
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Nozzle 


A.17 – Tabs a, b, & с 
Diffuser 


АЛ8 -Tabsa, b, & с 





Fig. 4.7 Illustration of a nozzle and 
a diffuser. Nozzle Diffuser 


For many readers the most familiar application of a nozzle is its use with a garden 
hose. But nozzles and diffusers have several important engineering applications. In 
Fig. 4.8, a nozzle and diffuser are combined in a wind-tunnel test facility. Ducts with 
converging and diverging passages are commonly used in distributing cool and warm 
air in building air-conditioning systems. Nozzles and diffusers also are key compo- 
nents of turbojet engines (Chap. 9). 


4.6.1 Nozzle and Diffuser Modeling Considerations 


For a control volume enclosing a nozzle or diffuser, the only work is flow work at 
locations where mass enters and exits the control volume, so the term W,, drops out 
of the energy rate balance. The change in potential energy from inlet to exit is neg- 
ligible under most conditions. Thus, the underlined terms of Eq. 4.20a (repeated 
below) drop out, leaving the enthalpy, kinetic energy, and heat transfer terms, as 
shown by Eq. (a) 


T (Vi - УҘ 
0- Ос ЕЕ Wey + nl (Mm ~ hy) T 2 +g(zı 2) 
(Vi - el 
2 








O= Ow + 0 is (a) 


where т is the mass flow rate. The term Об, representing heat transfer with the sur- 
roundings normally would be unavoidable (or stray) heat transfer, and this is often 
small enough relative to the enthalpy and kinetic energy terms that it also can be 
neglected, giving simply 


2. 472 
0 = (hy — №) + (==) (4.21) 


4.6.2 Application to a Steam Nozzle 
The modeling introduced in Sec. 4.6.1 is illustrated in the next example involving a 


steam nozzle. Particularly note the use of unit conversion factors in this application. 


Flow-straightening 
screens 







Diffuser 





section 
Nozzle 


Fig. 4.8 Wind-tunnel test facility. 
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EXAMPLE 4.2 Ж ОО О О Л Т Т Г ЛГ К ГК. 


Calculating Exit Area of a Steam Nozzle 


Steam enters a converging-diverging nozzle operating at steady state with р = 40 bar, Т, = 400°C, and a velocity 
of 10 m/s. The steam flows through the nozzle with negligible heat transfer and no significant change in potential 
energy. At the exit, p; — 15 bar, and the velocity is 665 m/s. The mass flow rate is 2 kg/s. Determine the exit area 
of the nozzle, in m*. 

SOLUTION 

Known: Steam flows through a nozzle at steady state with known properties at the inlet and exit, a known mass 
flow rate, and negligible effects of heat transfer and potential energy. 


Find: Determine the exit area. 


Schematic and Given Data: 


T, = 400°С 1 Engineering Model: 





1. The control volume 
shown on the accom- 
panying figure is at 
steady state. 


Insulation 


=15b 5 " 
г> ел 2. Heat transfer is negli- 


gible and W,, = 0. 





2 е 3. The change in potential 
energy from inlet to 
Ù exit can be neglected. 


Control volume 
boundary 





Analysis: The exit area can be determined from the mass flow rate m and Eq. 4.4b, which can be arranged to 
read 


mv, 


Да = 
2 у, 


To evaluate A, from this equation requires the specific volume v at the exit, and this requires that the exit state 
be fixed. 

The state at the exit is fixed by the values of two independent intensive properties. One is the pressure p», 
which is known. The other is the specific enthalpy Л», determined from the steady-state energy rate balance 
Eq. 4.20a, as follows 


(Vi - V3) 


2 Tab 2) 


0 = 00, – Wey ZI — hy) + 


The terms Об; and We are deleted by assumption 2. The change in specific potential energy drops out in accor- 
dance with assumption 3 and m cancels, leaving 


v= А 
2 


o= (im –њ) + (| 


Solving for й 





vi- v2) 


n= hy +( 2 
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From Table A-4, A; = 3213.6 kJ/kg. The velocities V; and V, are given. Inserting values and converting the units 
of the kinetic energy terms to kJ/kg results in 


(10)? — SES 
2 52 
= 3213.6 — 221.1 = 2992.5 kJ/kg 


1N 
1 kg • m/s? 


1kJ 
10 N*m 





ө hy = 3213.6 kJ/kg + | 











Finally, referring to Table A-4 at p; = 15 bar with A; = 2992.5 kJ/kg, the specific volume at the exit is v) = 
0.1627 m?/kg. The exit area is then 





n У UU 
йе (2 d БОЗ. аа бг Ability to... 
Парріу the steady-state 
energy rate balance to a 
© Although equilibrium property relations apply at the inlet and exit of the И 
control volume, the intervening states of the steam are not necessarily equi- apply the mass flow rate 
librium states. Accordingly, the expansion through the nozzle is represented Е 
on the 7—v diagram as a dashed line. a О 


model. 
Ө Care must be taken in converting the units for specific kinetic energy to О retrieve property data for 


kJ/kg. water. 


: ETT Evaluate the nozzle inlet area, іп та. Ans. 1.47 X 10 ? m°. 
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turbine A turbine is a device in which power is developed as a result of a gas or liquid pass- 

ing through a set of blades attached to a shaft free to rotate. A schematic of an axial- 

flow steam or gas turbine is shown in Fig. 4.9. Such turbines are widely used for power 

generation in vapor power plants, gas turbine power plants, and aircraft engines (see 
Chaps. 8 and 9). In these applications, superheated steam or a gas enters 
the turbine and expands to a lower pressure as power is generated. 

A hydraulic turbine coupled to a generator installed in a dam is shown 
in Fig. 4.10. As water flows from higher to lower elevation through the 
turbine, the turbine provides shaft power to the generator. The generator 
converts shaft power to electricity. This type of generation is called 
hydropower. Today, hydropower is a leading renewable means for produc- 
ing electricity, and it is one of the least expensive ways to do so. Electric- 


ity can also be produced from flowing water by using turbines to tap into 
currents in oceans and rivers. 

Turbines are also key components of wind-turbine power plants that, 
like hydropower plants, are renewable means for generating electricity. 


Fig. 4.9 Schematic of an axial-flow 
steam or gas turbine. 


— 





























Reservoir 





Generator 


Hydraulic turbine | | y 
ар 





Intake 








Fig. 4.10 Hydraulic turbine installed in a dam. 


Industrial-scale wind turbines can stand 
as tall as a 30-story building and produce electricity at a rate meeting the needs 
of hundreds of typical U.S. homes. The three-bladed rotors of these wind turbines 

have a diameter nearly the length of a football field and can operate in winds up 

to 55 miles per hour. They feature microprocessor control of all functions, ensuring 

each blade is pitched at the correct angle for current wind conditions. Wind farms consisting 
of dozens of such turbines increasingly dot the landscape over the globe. 

In the United States, wind farms at favorable sites in several Great Plains states alone 
could supply much of the nation's electricity needs—provided the electrical grid is upgraded 
and expanded (see Horizons “Our Electricity Superhighway” in Chap. 8). Offshore wind 
farms along the U.S. coastline could also contribute significantly to meeting national needs. 
Experts say wind variability can be managed by producing maximum power when winds are 
strong and storing some, or all, of the power by various means, including pumped-hydro 
storage and compressed-air storage, for distribution when consumer demand is highest and 
electricity has its greatest economic value (see box in Sec. 4.8.3). 

Wind power can produce electricity today at costs competitive with all alternative means 
and within a few years is expected to be among the least costly ways to do it. Wind energy 
plants take less time to build than conventional power plants and are modular, allowing 
additional units to be added as warranted. While generating electricity, wind-turbine plants 
produce no global warming gases or other emissions. 

The industrial-scale wind turbines considered thus far are not the only ones available. 
Companies manufacture smaller, relatively inexpensive wind turbines that can generate 
electricity with wind speeds as low as 3 or 4 miles per hour. These low-wind turbines are 
suitable for small businesses, farms, groups of neighbors, or individual users. 
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4.7.1 Steam and Gas Turbine Modeling Considerations 


With a proper selection of the control volume enclosing a steam or gas turbine, the 
net kinetic energy of the matter flowing across the boundary is usually small enough 
to be neglected. The net potential energy of the flowing matter also is typically neg- 
ligible. Thus, the underlined terms of Eq. 4.20a (repeated below) drop out, leaving 
the power, enthalpy, and heat transfer terms, as shown by Eq. (a) 


(Vi – У) 
2 
0- Ox = Wey + т(һ = hz) (a) 


0=Qy—- Way +m (hy — hy) + + g(zi = 2) 





where m is the mass flow rate. The only heat transfer between the turbine and sur- 
roundings normally would be unavoidable (or stray) heat transfer, and this is often 
small enough relative to the power and enthalpy terms that it also can be neglected, 
giving simply 

Turbine 


A ама, Woy = пића — №) si 


4.7.2 Application to a Steam Turbine 


In this section, modeling considerations for turbines are illustrated by application to 
a case involving the practically important steam turbine. Objectives in this example 
include assessing the significance of the heat transfer and kinetic energy terms of the 
energy balance and illustrating the appropriate use of unit conversion factors. 


EXAMPLE 4,4 ЖО С ОО О Г К Г С Г С res 


Calculating Heat Transfer from a Steam Turbine 


Steam enters a turbine operating at steady state with a mass flow rate of 4600 kg/h. The turbine develops a power 
output of 1000 kW. At the inlet, the pressure is 60 bar, the temperature is 400°C, and the velocity is 10 m/s. At 
the exit, the pressure is 0.1 bar, the quality is 0.9 (9096), and the velocity is 30 m/s. Calculate the rate of heat 
transfer between the turbine and surroundings, in kW. 

SOLUTION 


Known: A steam turbine operates at steady state. The mass flow rate, power output, and states of the steam at 
the inlet and exit are known. 


Find: Calculate the rate of heat transfer. 


Schematic and Given Data: 





Engineering Model: 
i" =400°С 1 The control volume shown on 
| the accompanying figure is at 


steady state. 
ту = 4600 kg/h 












pı = 60 bar 2. The change in potential energy 
T, = 400°С ; from inlet to exit can be 
V, = 10 m/s W., = 1000 kW 
neglected. 
рә = 0.1 bar 
x; = 0.9 (90%) 0 
V, = 30 m/s 


Fig. E4.4 
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Analysis: To calculate the heat transfer rate, begin with the one-inlet, one-exit form of the energy rate balance 
for a control volume at steady state, Eq. 4.20a. That is, 


ЖЕСІН (Vi - V2) 
0- Os Wey + al (Mm ЕЕ h;) * EE M ЕЯ 8(41 ~ 2) 


where т is the mass flow rate. Solving for Ov and dropping the potential energy change from inlet to exit 


"ET, 
дә = Woy + if (in = h) (25) (a) 


To compare the magnitudes of the enthalpy and kinetic energy terms, and stress the unit conversions needed, 
each of these terms is evaluated separately. 

First, the specific enthalpy difference ћу — h; is found. Using Table A-4, Л, = 31772 kJ/kg. State 2 is а two- 
phase liquid—vapor mixture, so with data from Table A-3 and the given quality 


hy = hg + (иә — ће) 
= 191.83 + (0.9)(2392.8) = 2345.4 kJ/kg 


Hence, 


hy — hy, = 2345.4 — 3177.2 = —831.8 kJ/kg 


Consider next the specific kinetic energy difference. Using the given values for the velocities, 























o (“ - vi) 2 (9%. - or") 1N 1kJ 
2 2 s? /|1kg : m?! |10 N - т 
= 0.4 kJ/kg 
Calculating О, from Eq. (a), 
Р К К 1h ||1 kW 
ө Оу = (1000 kW) + (46% JE + o4 2) | 
һ kg / 13600 s | |1 kJ/s : 
"m (Vj Skills Developed 
| Ability to.. К 
Ц apply the steady-state 
© The magnitude of the change in specific kinetic energy from inlet to exit is energy rate balance to a 


control volume. 


much smaller than the specific enthalpy change. Note the use of unit conversion 
: О develop an engineering 


factors here and in the calculation of Об, to follow. 


. model. 
Ө The negative value of Об, means that there is heat transfer from the turbine О retrieve property data for 
to its surroundings, as would be expected. The magnitude of Об, is small rela- water. 


tive to the power developed. 





Ifthe change in kinetic energy from inletto exit were neglected, 


: evaluate the heat transfer rate, in kW, keeping all other data unchanged. 
T Comment. Ans. —62.9 KW. — үҙ (--%-%%%%%%%%%%%%%%%%8%%%%%%6%%ө Ше еее, 
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compressor, pump 


Inlet 

















(a) Reciprocating 


Rotor 




















Stator 
Outlet 
= B Outlet 
Inlet 
(b) Axial flow 
Outlet 





Inlet ——н—=> 














Driveshaft 


(c) Centrifugal 


Outlet 





Inlet 
(d) Roots type 


Fig. 4.11 Compressor types. 
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Compressors and Pumps | 


Compressors and pumps are devices in which work is done on the substance flowing 
through them in order to change the state of the substance, typically to increase the 
pressure and/or elevation. The term compressor is used when the substance is a gas 
(vapor) and the term pump is used when the substance is a liquid. Four compressor 
types are shown in Fig. 4.11. The reciprocating compressor of Fig. 4.11a features recip- 
rocating motion while the others have rotating motion. 

The axial-flow compressor of Fig. 4.116 is a key component of turbojet engines 
(Chap. 9). Compressors also are essential components of refrigeration and heat 
pump systems (Chap. 10). In the study of Chap. 8, we find that pumps are important 
in vapor power systems. Pumps also are commonly used to fill water towers, remove 
water from flooded basements, and for numerous other domestic and industrial 
applications. 


4.8.1 Compressor and Pump Modeling Considerations 


For a control volume enclosing a compressor, the mass and energy rate balances 
reduce at steady state as for the case of turbines considered in Sec. 4.71. Thus, 
Eq. 4.20a reduces to read 


0 = Oy — Wey + m(h, — hy) (a) 


Heat transfer with the surroundings is frequently a secondary effect that can be 
neglected, giving as for turbines 


Wey = mh, NM h;) (b) 


For pumps, heat transfer is generally a secondary effect, but the kinetic and potential 
energy terms of Eq. 4.20a may be significant depending on the application. Be sure 
to note that for compressors and pumps, the value of W,, is negative because a power 
input is required. 


4.8.2 Applications to an Air Compressor and a Pump System 


In this section, modeling considerations for compressors and pumps are illustrated in 
Examples 4.5 and 4.6, respectively. Applications of compressors and pumps in energy 
storage systems are described in Sec. 4.8.3. 

In Example 4.5 the objectives include assessing the significance of the heat trans- 
fer and kinetic energy terms of the energy balance and illustrating the appropriate 
use of unit conversion factors. 
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Calculating Compressor Power 


Air enters a compressor operating at steady state at a pressure of 1 bar, a temperature of 290 K, and a velocity 
of 6 m/s through an inlet with an area of 0.1 m^. At the exit, the pressure is 7 bar, the temperature is 450 К, and 
the velocity is 2 m/s. Heat transfer from the compressor to its surroundings occurs at a rate of 180 kJ/min. 
Employing the ideal gas model, calculate the power input to the compressor, in kW. 
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SOLUTION 
Known: An air compressor operates at steady state with known inlet and exit states and a known heat transfer rate. 


Find: Calculate the power required by the compressor. 
Schematic and Given Data: 


Engineering Model: 
1. The control volume shown on the accompanying figure is at 






! 
| 
ыг! 
Рі = 1 bar 
Т, =290К 1! steady state. 
йе eae | 2. The change in potential energy from inlet to exit can be 
aba | ке” neglected. 
i Ору PT POKER @ 3. The ideal gas model applies for the air. 
Fig. E4.5 


Analysis: To calculate the power input to the compressor, begin with the one-inlet, one-exit form of the energy 
rate balance for a control volume at steady state, Eq. 4.20a. That is, 


(Vi V3) 


2 + ea 2) 


0 = О = We + ДС = hz) + 


Solving 
á 2 А v2 = v2 
Wey = Oy са il (m М h;) T (2) 


The change in potential energy from inlet to exit drops out by assumption 2. 
The mass flow rate т can be evaluated with given data at the inlet and the ideal gas equation of state. 


. AV, АМУ (0.1 m?)(6 m/s)(10° N/m’) 


vu —(RM)T, | (534 Nm) 
28.97 kg К eam 


The specific enthalpies Л and Л» can be found from Table A-22. At 290 K, Л, = 290.16 kJ/kg. At 450 K, hy = 
451.8 kJ/kg. Substituting values into the expression for W,,, and applying appropriate unit conversion factors, we get 





= 0.72 kg/s 




















Wey = (-ію =a nE 02-2 (200.16 савр) t 
min/| 60s 5 kg 
" (& = ey 1N 1kJ | 
2 s? 711 kg : m/s? | [10° «m 
КЈ Ко КЈ 


=3— 0,2 —(-16L04 4- 042) — 
5 5 Ка 















үл) ҙә БУТАН 
e = -1194 НЕТ -119.4 kW Ability to... 
Ц apply the steady-state 
energy rate balance to a 
Q The applicability of the ideal gas model can be checked by reference to the control volume. 
generalized compressibility chart. U apply the mass flow rate 


expression, Eq. 4.45. 
О develop an engineering model. 
О retrieve property data of air 
modeled as an ideal gas. 


@ Іп this example Ос апа Wey have negative values, indicating that the direction 
of the heat transfer is from the compressor and work is done on the air pass- 
ing through the compressor. The magnitude of the power input to the compres- 
sor is 119.4 kW. The change in kinetic energy does not contribute significantly. 


If the change in kinetic energy from inlet to exit were neglected, 


: evaluate the compressor power, in kW, keeping all other data unchanged. 
Hm Comment. Ans. —119.4 kW. Beooscecccsosccesscscecscccscosceccescecceose: 
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Compressor In Example 4.6, a pump is a component of an overall system that delivers a high- 
A20 - Tabs а, Б, & с velocity stream of water at an elevation greater than at the inlet. Note the modeling 
Pump considerations in this case, particularly the roles of kinetic and potential energy, and 

А.21 – Tabs а, b, & c the use of appropriate unit conversion factors. 


hla NEE AI БН SONA EAR RA O RG ENaC ARIE 
| Analyzing a Pump System 


A pump steadily draws water from a pond at a volumetric flow rate of 220 gal/min through a pipe having a 5 in. 
diameter inlet. The water is delivered through a hose terminated by a converging nozzle. The nozzle exit has a 
diameter of 1 in. and is located 35 ft above the pipe inlet. Water enters at 70°F, 14.7 Ibf/in.? and exits with no 
significant change in temperature or pressure. The magnitude of the rate of heat transfer from the pump to the 
surroundings is 596 of the power input. The acceleration of gravity is 32.2 ft/s". Determine (a) the velocity of the 
water at the inlet and exit, each in ft/s, and (b) the power required by the pump, in hp. 


SOLUTION 


Known: A pump system operates at steady state with known inlet and exit conditions. The rate of heat transfer 
from the pump is specified as a percentage of the power input. 


Find: Determine the velocities of the water at the inlet and exit of the pump system and the power required. 


Schematic and Given Data: 


Engineering Model: 
1. A control volume encloses the pump, 
inlet pipe, and delivery hose. 


2. The control volume is at steady state. 


3. The magnitude of the heat transfer from 
the control volume is 5% of the power 
input. 


4. There is no significant change in temper- 
ature or pressure. 


5. For liquid water, v ~ v;(T) (Eq. 3.11) 
and Eq. 3.13 is used to evaluate specific 
enthalpy. 


6. g = 323 fts". 








T, = 70°F 
ру = 14.7 Ibf/in? 
Пі -5іп. 


(AV), - 220 gal/min 
Fig. E4.6 
Analysis: 


(a) A mass rate balance reduces at steady state to read т, = mj. The common mass flow rate at the inlet and 
exit, т, can be evaluated using Eq. 4.4b together with v = v;(70°F) = 0.01605 ft/lb from Table A-2E. That is, 














. АУ ( 220 gal/min ЈЕ min | |0.13368 ft? 
т = == 
у 0.01605 ҒСЛЬ/ | 60 s 1 gal 
= 30.54 Ib/s 


Thus, the inlet and exit velocities are, respectively, 


e mv (30.54 1b/s) (0.01605 ЕЛЬ) pe in? 


V — = 
ДЕР? т(5 іп.)2/4 182 





| — 3.59 ft/s 
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У, = = 
~ т(1 іп.)2/4 Li 


(b) To calculate the power input, begin with the one-inlet, one-exit form of the energy rate balance for a control 
volume at steady state, Eq. 4.20a. That is, 


TEF 
0= 0. = Wey T i| (Mm = hy) T (Y + g(zı т” 2) 


; 30.54 1Ь8)(0.01605 ft/lb in.? 
mud sy а е | = во ft/s 


@ Introducing Ocy = (0.05) Wey, and solving for Wey 


ern 2 2 
aue (m-ra) (V5) + #(а-ы)| (а) 





Wey = 


Using Eq. 3.13, the enthalpy term is expressed as 
hy = № = [h(Ti) + (Тура — ра(Т1)]] 
— [Ai (72) + v¢(Tr)[p2 - ра(12)]] (b) 
Since there is no significant change in temperature, Eq. (b) reduces to 
hy — hy = w(T)(pi = р) 


As there is also no significant change in pressure, the enthalpy term drops out of the present analysis. Next, 
evaluating the kinetic energy term 
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3.59)? — (89.8 (5 
Vi – V3 [ees og 6 | 1Вш | 1 lbf отете 
2 2 778 ft њи [32.174 1b -füs?| — — у 
Finally, the potential energy term is 
] Btu 1 lbf 
— 2) = (322 #/8')(0 — 35 3 | = —0.0450 Btu/Ib 
„же )(0 = 35 n8 Ы | [32.174 Ib - 109 
Inserting values into Eq. (a) 
: 30.54 Ib/s Btu 
Wea ( 0.95 о 0.1614 — оазо | 5) 
= —6.64 Btu/s 
Converting to horsepower 
. Btu 1hp 3600 s 
Wo = (cet) sas Bt PI = cot (4 Skills Developed 
h Ability to... 


О apply the steady-state 
energy rate balance to a 
control volume. 


@ Alternatively, V; can be evaluated from the volumetric flow rate at 1. This is О apply the mass flow rate 


left as an exercise. expression, Eq. 4.49. 


. | : TM Р : : О develop an engineering model. 
Ө Since power is required to operate the pump, W., is negative in accord with О retrieve properties of liquid 


our sign convention. The energy transfer by heat is from the control volume to water. 
the surroundings, and thus О, is negative as well. Using the value of W., found 
іп part (b), Ос = (0.05) Way = —0.332 Btu/s ( —0.47 hp). 


If the nozzle were removed and water exited directly from the 


hose, whose diameter is 2 in., determine the velocity at the exit, in ft/s, 
and the power required, in hp, keeping all other data unchanged. 
Ans. 22.47 ft/s, —2.5 hp. 


where the minus sign indicates that power is provided to the pump. 
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4.8.3 Pumped-Hydro and Compressed-Air Energy Storage 







Owing to the dictates of supply and demand and other economic factors, the value 
of electricity varies with time. Both the cost to generate electricity and increasingly 
the price paid by consumers for electricity depend on whether the demand for it is 
on-peak or off-peak. The on-peak period is typically weekdays—for example, from 
8 a.m. to 8 p.m., while off-peak includes nighttime hours, weekends, and major holidays. 
Consumers can expect to pay more for on-peak electricity. Energy storage methods 
benefiting from variable electricity rates include thermal storage (see Sec. 3.8) and 
pumped-hydro and compressed-air storage introduced in the following box. 


| TAKE NOTE... 
Cost refers to the amount 
paid to produce a good or 

| Service. Price refers to what 

| consumers pay to acquire 

_ that good or service. 


Economic Aspects of Pumped-Hydro and Compressed-Air Energy Storage 
Despite the significant costs of owning and operating utility-scale energy storage systems, 
various economic strategies, including taking advantage of differing on- and off-peak 
electricity rates, can make pumped-hydro and compressed-air storage good choices for 
power generators. In this discussion, we focus on the role of variable electricity rates. 

In pumped-hydro storage, water is pumped from a lower reservoir to an upper 
reservoir, thereby storing energy in the form of gravitational potential energy. (For 
simplicity, think of the hydropower plant of Fig. 4.10 operating in the reverse direc- 
tion.) Off-peak electricity is used to drive the pumps that deliver water to the upper 
reservoir. Later, during an on-peak period, stored water is released from the upper 
reservoir to generate electricity as the water flows through turbines to the lower res- 
ervoir. For instance, in the summer water is released from the upper reservoir to 
generate power to meet a high daytime demand for air conditioning; while at night, 
when demand is low, water is pumped back to the upper reservoir for use the next 
day. Owing to friction and other nonidealities, an overall input-to-output loss of elec- 
tricity occurs with pumped-hydro storage and this adds to operating costs. Still, dif- 
fering daytime and nighttime electricity rates help make this technology viable. 

In compressed-air energy storage, compressors powered with off-peak electricity fill 
an underground salt cavern, hard-rock mine, or aquifer with pressurized air drawn from 
the atmosphere. See Fig. 4.12. When electricity demand peaks, high-pressure com- 
pressed air is released to the surface, heated by natural gas in combustors, and expanded 
through a turbine generator, generating electricity for distribution at on-peak rates. 
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Fig. 4.12 Compressed-air storage. 











Fig. 4.13 Common heat exchanger types. (a) Direct-contact heat exchanger. (b) Tube-within- 
a-tube counterflow heat exchanger. (c) Tube-within-a-tube parallel-flow heat exchanger. 
(d) Cross-flow heat exchanger. 


Heat exchangers have innumerable domestic and industrial applications, including use 
in home heating and cooling systems, automotive systems, electrical power generation, 
and chemical processing. Indeed, nearly every area of application listed in Table 1.1 
involves heat exchangers. 

One common type of heat exchanger is a mixing chamber in which hot and cold 
streams are mixed directly as shown in Fig. 4.13a. The open feedwater heater, which 
is a component of the vapor power systems considered in Chap. 8, is an example of 
this type of device. 

Another common type of exchanger is one in which a gas or liquid is separated from 
another gas or liquid by a wall through which energy is conducted. These heat exchangers, 
known as recuperators, take many different forms. Counterflow and parallel tube-within- 
a-tube configurations are shown іп Figs. 4.135 and 4.13c, respectively. Other configura- 
tions include cross-flow, as in automobile radiators, and multiple-pass shell-and-tube 
condensers and evaporators. Figure 4.134 illustrates a cross-flow heat exchanger. 
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heat exchanger 
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Heat Exchanger 
A.22- Tabsa, b, &c 





4.9.1 Heat Exchanger Modeling Considerations 


As shown by Fig. 4.13, heat exchangers can involve multiple inlets and exits. For a 
control volume enclosing a heat exchanger, the only work is flow work at the places 
where matter enters and exits, so the term W,, drops out of the energy rate balance. 
In addition, the kinetic and potential energies of the flowing streams usually can be 
ignored at the inlets and exits. Thus, the underlined terms of Eq. 4.18 (repeated below) 
drop out, leaving the enthalpy and heat transfer terms, as shown by Eq. (a). That is, 


| у v? 
0- Qo = Wa Pa Xon + a + ва) = Sinn. + > + в) 
o= Bs * > mh; > X mhe (a) 


Although high rates of energy transfer within the heat exchanger occur, heat transfer 
with the surroundings is often small enough to be neglected. Thus, the Q.y term of 
Eq. (a) would drop out, leaving just the enthalpy terms. The final form of the energy 
rate balance must be solved together with an appropriate expression of the mass rate 
balance, recognizing both the number and type of inlets and exits for the case at hand. 


4.9.2 Applications to a Power Plant Condenser 
and Computer Cooling 


The next example illustrates how the mass and energy rate balances are applied to 
a condenser at steady state. Condensers are commonly found in power plants and 
refrigeration systems. 


Heater- 
blower 
unit 





Fig. 4.14 Inflatable thermal blanket. 
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Evaluating Performance of a Power Plant Condenser 


$090090009090000000000090600000900000900000000000000000000909000000000000000000000009000009000000000000000090009060000990000000000000000000000000000090900000000600000000000090960000090000009 


Steam enters the condenser of a vapor power plant at 0.1 bar with a quality of 0.95 and condensate exits at 
0.1 bar and 45°С. Cooling water enters the condenser in a separate stream as a liquid at 20°С and exits as a 
liquid at 35°С with no change in pressure. Heat transfer from the outside of the condenser and changes іп the 
kinetic and potential energies of the flowing streams can be ignored. For steady-state operation, determine 


(a) the ratio of the mass flow rate of the cooling water to the mass flow rate of the condensing steam. 


(b) the energy transfer from the condensing steam to the cooling water, in kJ per kg of steam passing through 


the condenser. 


SOLUTION 


Known: Steam is condensed at steady state by interacting with a separate liquid water stream. 


Find: Determine the ratio of the mass flow rate of the cooling water to the mass flow rate of the steam and the 
energy transfer from the steam to the cooling water per kg of steam passing through the condenser. 


Schematic and Given Data: 


Condensate Steam 
0.1 Баг 2,2---------- 1 0.1 bar 


45°C | Е 0.95 
asi 




















Cooling | ! Cooling 
water oe SS RU water 
edi Control volume for part (a) 35°С 

PITE 
| Steam 











Energy transfer to 
cooling water 


Control volume for part (5) 


Fig. E4.7 











Engineering Model: 


1. 


Each of the two control volumes 
shown on the accompanying sketch is 
at steady state. 


. There is no significant heat transfer 


between the overall condenser and its 
surroundings. W., = 0. 


. Changes in the kinetic and potential 


energies of the flowing streams from 
inlet to exit can be ignored. 


. At states 2, 3, and 4, h = А(Т) (see 


Eq. 3.14). 


Analysis: The steam and the cooling water streams do not mix. Thus, the mass rate balances for each of the two 


streams reduce at steady state to give 


and т» = ma 


(a) The ratio of the mass flow rate of the cooling water to the mass flow rate of the condensing steam, m/m, сап 
be found from the steady-state form of the energy rate balance, Eq. 4.18, applied to the overall condenser as follows: 


0- да - Woy + rin ( 


А У 
= ine F 2 


V 
hy + > + gu 


. V3 
+ тз hy + + 823 


4 
кайын ges) 


А У 
)- Zo s 2 


The underlined terms drop out by assumptions 2 and 3. With these simplifications, together with the above mass 


flow rate relations, the energy rate balance becomes simply 
0 = mi(h, — hy) + m3(h3 — Лу) 


Solving, we get 
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The specific enthalpy Л, can be determined using the given quality and data from Table А-3. From Table A-3 at 
0.1 bar, hy = 191.83 kJ/kg and hg = 2584.7 kJ/kg, so 


ћу = 191.83 + 0.95(2584.7 — 191.83) = 2465.1 kJ/kg 


© Using assumption 4, the specific enthalpy at 2 is given by / = h;(T>) = 188.45 kJ/kg. Similarly, лз = h( T3) 
and h4 = h,(T,), giving h4 — Аз = 62.7 kJ/kg. Thus, 
та 2465.1 — 188.45 


= = 363 
E 62.7 





(b) For a control volume enclosing the steam side of the condenser only, begin with the steady-state form of 
energy rate balance, Eq. 4.20a. 
(Vi - V3) 


Ө 0 = Qu — Wey + m| (A А) + 2 


*Tgi£ 2) 





The underlined terms drop out by assumptions 2 and 3. The following expression for the rate of energy transfer 
between the condensing steam and the cooling water results: 


D = т\(һ› a hi) 


Dividing by the mass flow rate of the steam, m, and inserting values 


ба = ћу — ћ = 188.45 — 2465.1 = —2276.7 kJ/kg 
ті 
where the minus sign signifies that energy is transferred from the condensing 
steam to the cooling water. & Skills Developed 
Ability to... i 
Ф Alternatively, (А4 — Аз) can be evaluated using the incompressible liquid U apply the steady-state mass 
model via Eq. 3.20b. and energy rate balances to 
Ө Depending on where the boundary of the control volume is located, two a control volume. 
different formulations of the energy rate balance are obtained. In part (a), а an engineering model. 
both streams are included in the control volume. Energy transfer between А retrieve property data for 


water. 


them occurs internally and not across the boundary of the control volume, 
so the term Q,, drops out of the energy rate balance. With the control vol- 
ume of part (b), however, the term Об, must be included. 


: If the mass flow rate of the condensing steam is 125 kg/s, deter- 
TM mine the mass flow rate of the cooling water, in kg/s. Ans. 4538 kg/s. ТТС њена овас Л К КК ТТТ, 








Excessive temperatures in electronic components are avoided by providing аррго- 
priate cooling. In the next example, we analyze the cooling of computer components, 
illustrating the use of the control volume form of energy rate balance together with 
property data for air. 


EXAMPLE 4.9 Ж О О О О О О О О Г О Л О С erty rr 


Cooling Computer Components 


The electronic components of a computer are cooled by air flowing through a fan mounted at the inlet of the 
electronics enclosure. At steady state, air enters at 20°С, 1 atm. For noise control, the velocity of the entering air 
cannot exceed 1.3 m/s. For temperature control, the temperature of the air at the exit cannot exceed 322С. The 
electronic components and fan receive, respectively, 80 W and 18 W of electric power. Determine the smallest 
fan inlet area, in cm’, for which the limits on the entering air velocity and exit air temperature are met. 


4.9 Heat Exchangers 199 


SOLUTION 


Known: The electronic components of a computer are cooled by air flowing through a fan mounted at the inlet 
of the electronics enclosure. Conditions are specified for the air at the inlet and exit. The power required by the 
electronics and the fan is also specified. 


Find: Determine the smallest fan area for which the specified limits are met. 


Schematic and Given Data: 


+ Engineering Model: 


1. The control volume shown on the accompa- 
nying figure is at steady state. 






Electronic 23 Air out 


components | 2. Heat transfer from the outer surface of the 


electronics enclosure to the surroundings is 
negligible. Thus, Об, = 0. 


@ 3. Changes in kinetic and potential energies can 
be ignored. 


Q 4. Air is modeled as an ideal gas with 
c, = 1.005 kJ/kg - К. 


Analysis: The inlet area A, can be determined from the mass flow rate т and Eq. 4.4b, which can be rearranged 
to read 
mu 
A, == a 
су, 18) 


The mass flow rate can be evaluated, in turn, from the steady-state energy rate balance, Eq. 4.20a. 


2. x2 
O= Qs - Wey + r| (h = һу + (У) + а = 2) 





The underlined terms drop out by assumptions 2 and 3, leaving 
0 = -Wy + m(hi x hz) 


where Wẹ accounts for the total electric power provided to the electronic components and the fan: W. = 
(—80 W) + (—18 W) = —98 W. Solving for т, and using assumption 4 with Eq. 3.51 to evaluate (Лу — Л») 
" = (= Жо) 

с,(Т, ni Ti) 


Introducing this into the expression for Ај, Eq. (a), and using the ideal gas model to evaluate the specific 
volume 1, 
1 | (Wx) (=) 
A4 = 
Vi ej T5 Ti) pi 


From this expression we see that A, increases when V, and/or Т; decrease. Accordingly, since V4 = 1.3 m/s and 
Т, = 305 К (32°С), the inlet area must satisfy 




















8314 N ^ m 
D — — [293 К 
dee 98 W pe | pus (27 x) Іше. 
|> 
1:3 / k 3 1W | 5 2 2 
mis (1005 J э ук 102 1.01325 х 10° N/m? || 1m 
kg- К 
> 52 ст? 


For the specified conditions, the smallest fan area is 52 cm’. 
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© Cooling air typically enters and exits electronic enclosures at low velocities, 
and thus kinetic energy effects are insignificant. 


@ The applicability of the ideal gas model can be checked by reference to 
the generalized compressibility chart. Since the temperature of the air 
increases by no more than 12°С, the specific heat с, is nearly constant 
(Table A-20). 


Ability to... 
Q apply the steady-state 


energy rate balance to a 
control volume. 


...... 


U apply the mass flow rate 
expression, Eq. 4.4b, 

О develop an engineering model. 

О retrieve property data of air 

modeled ав an ideal gas. 







If heat transfer occurs at a rate of 11 W from the outer surface 


of the computer case to the surroundings, determine the smallest fan inlet 
area for which the limits on entering air velocity and exit air temperature 
аге met if the total power input remains at 98 W. Ans. 46 ст“. 
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A significant reduction in pressure can be achieved simply by introducing a restriction 
into a line through which a gas or liquid flows. This is commonly done by means of a 
partially opened valve or a porous plug. These throttling devices are illustrated in Fig. 4.15. 

An application of throttling occurs in vapor-compression refrigeration systems, 
where a valve is used to reduce the pressure of the refrigerant from the pressure at 
the exit of the condenser to the lower pressure existing in the evaporator. We consider 
this further in Chap. 10. Throttling also plays a role in the Joule- Thomson expansion 
considered in Chap. 11. Another application involves the throttling calorimeter, which 
is a device for determining the quality of a two-phase liquid-vapor mixture. The 
throttling calorimeter is considered in Example 4.9. 


throttling calorimeter 


4.10.1 Throttling Device Modeling Considerations 


For a control volume enclosing a throttling device, the only work is flow work at 
locations where mass enters and exits the control volume, so the term W,, drops out 
of the energy rate balance. There is usually no significant heat transfer with the sur- 
roundings, and the change in potential energy from inlet to exit is negligible. Thus, 
the underlined terms of Eq. 4.20a (repeated below) drop out, leaving the enthalpy 
and kinetic energy terms, as shown by Eq. (a). That is, 


(Vi - V3) 
р 

Vi V 
2 


= Wey + ria} u-h) + g(z1 – 20) 


0 = (h, — №) + (a) 














Porous plug 


Partially open valve 


Fig. 4.15 Examples of throttling devices. 
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Although velocities may be relatively high in the vicinity of the restriction imposed Throttling Dev 
by the throttling device on the flow through it, measurements made upstream and  ,^-2? - Tabs а, b, & c 
downstream of the reduced flow area show in most cases that the change in the 

specific kinetic energy of the flowing substance between these locations can be 

neglected. With this further simplification, Eq. (a) reduces to 


hy = hi (рә ==, pi) (4.22) 


When the flow through the valve or other restriction is idealized in this way, the 
process is called a throttling process. throttling process 


4.10.2 Using a Throttling Calorimeter to Determine Quality 


The next example illustrates use of a throttling calorimeter to determine steam quality. 


EXAMPLE 49 Me 


Measuring Steam Quality 


A supply line carries a two-phase liquid-vapor mixture of steam at 300 Ibf/in.^ A small fraction of the flow in 
the line is diverted through a throttling calorimeter and exhausted to the atmosphere at 14.7 lbf/in.” The tem- 
perature of the exhaust steam is measured as 250°Е. Determine the quality of the steam in the supply line. 


SOLUTION 
Known: Steam is diverted from a supply line through a throttling calorimeter and exhausted to the atmosphere. 


Find: Determine the quality of the steam in the supply line. 


Schematic and Given Data: 








Calorimeter 
р = 14.7 Ibf/in? 
~ 2 Т = 250°F 
= 








рә = 14.7 Ibf/in? 
T, = 250°F 








Fig. E4.9 


Engineering Model: 


1. The control volume shown on the accompanying figure is at steady state. 
2. The diverted steam undergoes a throttling process. 


Analysis: For a throttling process, the energy and mass balances reduce to give Л» = Лу, which agrees with 
Eq. 4.22. Thus, with state 2 fixed, the specific enthalpy in the supply line is known, and state 1 is fixed by the 
known values of p; and Л. 


@ As shown on the accompanying р-у diagram, state 1 is in the two-phase liquid-vapor region and state 2 is 
in the superheated vapor region. Thus, 


ћу = hy = hg + xi(hg — hg) 
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Solving for x, 


(95.796). 


99009009900000009000900900909920000009000909000000009000090099 


м hy = hy О oh lias 
i hy — ha Ability to... 
Q apply Eq. 4.22 for а 
From Table А-ЗЕ at 300 Ibf/in.”, hy, = 394.1 Btu/Ib and ћа = 1203.9 Btu/Ib. At throttling process. 
14.7 Ibf/in? and 250°, A; = 1168.8 Btu/lb from Table A-4E. Inserting values Q retrieve property data 
into the above expression, the quality of the steam in the line is x, = 0.957 for water. 





@ For throttling calorimeters exhausting to the atmosphere, the quality of the 
steam in the line must be greater than about 94% to ensure that the steam 
leaving the calorimeter is superheated. 


If the supply line carried saturated vapor at 300 lbf/in.’, deter- 


mine the temperature at the calorimeter exit, in °F, for the same exit 


PRAPA pressure, 14.7 lbf/in.? Ans. 324°F. ЕЕЕ ОО ЕЕ 





























system integration 


System Integration 
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Thus far, we have studied several types of components selected from 
those commonly seen in practice. These components are usually 























Condenser | 








encountered in combination rather than individually. Engineers 
often must creatively combine components to achieve some overall 
objective, subject to constraints such as minimum total cost. This 
important engineering activity is called system integration. 

W, In engineering practice and everyday life, integrated systems are 
regularly encountered. Many readers are already familiar with a par- 
ticularly successful system integration: the simple power plant shown 
in Fig. 4.16. This system consists of four components in series: a 
turbine-generator, condenser, pump, and boiler. We consider such 


Turbine 





Оош 


power plants in detail in subsequent sections of the book. 


Fig. 4.16 Simple vapor power plant. 


Living things also can be considered integrated sys- 
tems. Figure 4.17 shows a control volume enclosing a tree receiving solar 
radiation. As indicated on the figure, a portion of the incident radiation is 
reflected to the surroundings. Of the net solar energy received by the tree, 

about 2196 is returned to the surroundings by heat transfer, principally convection. 
Water management accounts for most of the remaining solar input. 

Trees sweat as do people; this is called evapotranspiration. As shown in Fig. 4.17, about 
7896 of the net solar energy received by the tree is used to pump liquid water from the 
surroundings, primarily the ground, convert it to a vapor, and discharge it to the surround- 
ings through tiny pores (called stomata) in the leaves. Nearly all the water taken up is lost 
in this manner and only a small fraction is used within the tree. Applying an energy balance 
to the control volume enclosing the tree, just 196 of the net solar energy received by the 
tree is left for use in the production of biomass (wood and leaves). Evapotranspiration 
benefits trees but also contributes significantly to water loss from watersheds, illustrating 
that in nature as in engineering there are trade-offs. 
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Solar 
radiation Reflected 







Heat transfer 
(2196) 


Biomass = У ҸӘ, ————— 
production 


(196) 






~ 


Moisture 


Fig. 4.17 Control volume enclosing a tree. 


Example 4.10 provides another illustration of an integrated system. This case 
involves a waste heat recovery system. 


EXAMPLE 4.10 О О О ГГ Л ——————O——— 


Evaluating Performance of a Waste Heat Recovery System 


An industrial process discharges 2 X 10° ft/min of gaseous combustion products at 400°F, 1 atm. As shown in 
Fig. E4.10, a proposed system for utilizing the combustion products combines a heat-recovery steam generator 
with a turbine. At steady state, combustion products exit the steam generator at 260°F, 1 atm and a separate 
stream of water enters at 40 Еп, 102°F with a mass flow rate of 275 Ib/min. At the exit of the turbine, the 
pressure is 1 Ibf/in.? and the quality is 93%. Heat transfer from the outer surfaces of the steam generator and 
turbine can be ignored, as can the changes in kinetic and potential energies of the flowing streams. There is no 
significant pressure drop for the water flowing through the steam generator. The combustion products can be 
modeled as air as an ideal gas. 


(a) Determine the power developed by the turbine, in Btu/min. 
(b) Determine the turbine inlet temperature, in ^F. 


(c) Evaluating the work developed by the turbine at $0.115 per kW +h, determine the value, іп $/year, for 
8000 hours of operation annually. 

SOLUTION 

Known: Steady-state operating data are provided for a system consisting of a heat-recovery steam generator and 
a turbine. 


Find: Determine the power developed by the turbine and the turbine inlet temperature. Evaluate the annual 
value of the power developed. 
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Schematic and Given Data: 


Combustion products in Engineering Model: 
= 1 atm 
T, "= 4009 1. The control volume shown on the 
(AV); 22x 105 ft/min} 1 accompanying figure is at steady state. 





2. Heat transfer is negligible, and 
changes in kinetic and potential 
energy can be ignored. 





Power 3. There is no pressure drop for water 
P flowing through the steam generator. 









Combustion products out 
Т, = 260°F 


4. The combustion products аге modeled 
рә = latm 


as air as an ideal gas. 














3| water in water out 


рз = 40 Ibf/in.? ps = 1 Ibffin.? 
T, = 102°F xs = 9396 
тз = 275 lb/min 

Fig. E4.10 

Analysis: 


(а) The power developed by the turbine is determined from a control volume enclosing both the steam genera- 
tor and the turbine. Since the gas and water streams do not mix, mass rate balances for each of the streams 
reduce, respectively, to give 


m, = т), ma = Ms 


For this control volume, the appropriate form of the steady-state energy rate balance is Eq. 4.18, which reads 





; . | у . V3 
0-О,- Wey + m hy + > + gz + т» hy + 2 + 823 


. у; . Vs 
- in In + E + sz) B С + = + sz) 


The underlined terms drop out by assumption 2. With these simplifications, together with the above mass flow 
rate relations, the energy rate balance becomes 


Wo = m (hy = hz) + m3(h3 = hs) 


The mass flow rate m can be evaluated with given data at inlet 1 and the ideal gas equation of state 











а (AV) _ (АУ) | (2x 10° ft/min) (14.7 Ibf/in.?) |144 in? 
vı (RIM)T, ( 1545 ft - Ibf ) (860°R) 1 ft? 
28.97 Ib · °R 
— 9230.6 Ib/min 


The specific enthalpies Л and h, can be found from Table A-22E: At 860°R, h, = 206.46 Btu/lb, and at 72098 h, = 
172.39 Btu/Ib. At state 3, water is a liquid. Using Eq. 3.14 and saturated liquid data from Table А-Е, / = 
А(Тз) = 70 Btu/Ib. State 5 is a two-phase liquid-vapor mixture. With data from Table A-3E and the given quality 


hs = hy + xs(hys — hss) 
= 69.74 + 0.93(1036.0) = 1033.2 Btu/Ib 


Substituting values into the expression for Wey 


А Ib Bt 
Wa = (92306 2 20646 - 1йәздү 
тїп Ib 
Ib Btu 
+ | 275 —— (70 — 1033.2) — 
( yr 33.2) lb 


ов 
min 
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(b) To determine 7), it is necessary to fix the state at 4. This requires two independent property values. With 
assumption 3, one of these properties is pressure, p, = 40 Ibf/in? The other is the specific enthalpy Ац, which can be 
found from an energy rate balance for a control volume enclosing just the steam generator. Mass rate balances 
for each of the two streams give m, = т; and m, = m4. With assumption 2 and these mass flow rate relations, 
the steady-state form of the energy rate balance reduces to 


0 = m(hy — hy) + ms(hs — ha) 
Solving for h4 





o hy = ћа + es = hy) 
ns 
Btu 9230.6 Ib/min Btu 
MAE: | 275 Ib/min ) (206.46 -17239).- 
Btu 
= 1213.6 —— 
Ib 


Interpolating in Table A-4E at p, = 40 Ibf/in.? with hy, we get T, = 354°F. 


(c) Using the result of part (a), together with the given economic data and appropriate conversion factors, the 
value of the power developed for 8000 hours of operation annually is 




















Btu |60 min 1kW h $ 
annual value — (610 2122. | (оо (ШЕ m z) СЛ Skills Developed 
$ Ability to... 

(2) = 802,000 seal Qi apply the steady-state 
mass and energy rate 
balances to a control volume. 

@ Alternatively, to determine h4 a control volume enclosing just the turbine can Gl apply the mass flow rate 

be considered. expression, Eq, 4.4. 
2. : : : : 2 О develop ап engineering model. 

@ Тһе decision about implementing this solution to the problem of utilizing the О retrieve property data for 

hot combustion products discharged from an industrial process would neces- water and for air modeled 
sarily rest on the outcome of а detailed economic evaluation, including the ae an ideal gas. 
cost of purchasing and operating the steam generator, turbine, and auxiliary О conduct an elementary 
equipment. economic evaluation. 
: Taking a control volume enclosing just the turbine, evaluate 
24... the turbine inlet temperature, in °F. ANS. 3549F, еее еее еее оноо еее онеоененеь, 
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Many devices undergo periods of transient operation during which the state changes transient operation 
with time. Examples include the startup or shutdown of turbines, compressors, and 
motors. Additional examples include vessels being filled or emptied, as considered in 
Example 4.2 and in the discussion of Fig. 1.5. Because property values, work and heat 
transfer rates, and mass flow rates may vary with time during transient operation, the 
steady-state assumption is not appropriate when analyzing such cases. Special care 


System Types 
must be exercised when applying the mass and energy rate balances, as discussed next. : 


A.1 - Tab 


4.12.1 The Mass Balance in Transient Analysis 


First, we place the control volume mass balance in a form that is suitable for transient 
analysis. We begin by integrating the mass rate balance, Eq. 4.2, from time 0 to a final 
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time 1. That is, 





“а t t 

[Cee [are (2a) 

o\ dt Мт | ол ° 
This takes the form 


туй) ^ то(д) = > |» а) - x([». а) 


Introducing the following symbols for the underlined terms 








amount of mass 


T. 4 entering the control 
= dt : ; 
i б "n volume through inlet i, 


from time 0 to t 
amount of mass 
36 exiting the control 
т |», a volume through exit e, 
from time 0 to t 


the mass balance becomes 
m(t) = m4(0) = УХт,- Ут, (4.23) 


In words, Eq. 4.23 states that the change in the amount of mass contained in the control 
volume equals the difference between the total incoming and outgoing amounts of mass. 


4.12.2 The Energy Balance in Transient Analysis 


Next, we integrate the energy rate balance, Eq. 4.15, ignoring the effects of kinetic 
and potential energy. The result is 


U.(t) - U4(0) = Qu — Wey + x( | PT а) - x( | Bi а) (4.24) 


е 


where Об, accounts for the net amount of energy transferred by heat into the control 
volume and W,, accounts for the net amount of energy transferred by work, except 
for flow work. The integrals shown underlined in Eq. 4.24 account for the energy 
carried in at the inlets and out at the exits. 

For the special case where the states at the inlets and exits are constant with time, 
the respective specific enthalpies, h; and ћ,, are constant, and the underlined terms of 
Eq. 4.24 become 

t 1 
| mihi dt = nf mi dt = him, 
0 0 
1 1 
[o dt — nf m, dt = hem, 
0 


0 


Equation 4.24 then takes the following special form 
Ur) ES Ос(0) = Qc = We + > ті); T Orah (4.25) 


where m; and m, account, respectively, for the amount of mass entering the control volume 
through inlet i and exiting the control volume through exit e, each from time 0 to 1. 
Whether in the general form, Eq. 4.24, or the special form, Eq. 4.25, these equa- 
tions account for the change in the amount of energy contained within the control 
volume as the difference between the total incoming and outgoing amounts of energy. 
Another special case is when the intensive properties within the control volume 
are uniform with position at a particular time t. Accordingly, the specific volume апа 
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the specific internal energy are uniform throughout and can depend only on time— 
that is, v(t) and и(2), respectively. Then 


mo(t) = Vey(t)/v(t) (4.26) 
Ucy(t) = mey(t)u(t) (4.27) 


If the control volume is comprised of different phases at time ft, the state of each 
phase is assumed uniform throughout. 

Equations 4.23 and 4.25-4.27 are applicable to a wide range of transient cases 
where inlet and exit states are constant with time and intensive properties within the 
control volume are uniform with position initially and finally. 


in cases involving the filling of containers having a single inlet 
and no exit, Eqs. 4.23, 4.25, and 4.27 combine to give 

mo(t)u(t) - то(бји(0) = О,- Wey + hi(mmey(t) - т.(0)) (4.28) 
The details are left as an exercise. See Examples 4.12 and 4.13 for this type of transient 
application. + « 4 4 


4.12.3 Transient Analysis Applications 


The following examples provide illustrations of the transient analysis of control 
volumes using the conservation of mass and energy principles. In each case consid- 
ered, to emphasize fundamentals we begin with general forms of the mass and energy 
balances and reduce them to forms suited for the case at hand, invoking the idealiza- 
tions discussed in this section as warranted. 

The first example considers a vessel that is partially emptied as mass exits through 
a valve. 


EXAMPLE 4.11 — STETIT 


Evaluating Heat Transfer for a Partially Emptying Tank 


А tank having а volume of 0.85 m? initially contains water as a two-phase liquid-vapor mixture at 260°C and a 
quality of 0.7 Saturated water vapor at 260°C is slowly withdrawn through a pressure-regulating valve at the top 
of the tank as energy is transferred by heat to maintain constant pressure in the tank. This continues until the 
tank is filled with saturated vapor at 260°C. Determine the amount of heat transfer, in kJ. Neglect all kinetic and 
potential energy effects. 


SOLUTION 


Known: A tank initially holding a two-phase liquid-vapor mixture is heated while saturated water vapor is slowly 
removed. This continues at constant pressure until the tank is filled only with saturated vapor. 


Find: Determine the amount of heat transfer. 


Schematic and Given Data: 
Pressure- 


regulating valve 

















Saturated water 

vapor removed, 

while the tank 
is heated 


2609С 

















„—------------ == 











Initial: two-phase Final: saturated vapor 4 
liquid-vapor mixture Fig. E4.11 
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Engineering Model: 


1. The control volume is defined by the dashed line on the accompanying diagram. 
2. For the control volume, Wẹ = 0 and kinetic and potential energy effects can be neglected. 
3. At the exit the state remains constant. 

@ 4. The initial and final states of the mass within the vessel are equilibrium states. 


Analysis: Since there is a single exit and no inlet, the mass rate balance Eq. 4.2 takes the form 


dme, 
dt 





= —m, 


With assumption 2, the energy rate balance Eq. 4.15 reduces to 


dU, . 
„ВУ = —mh 
dt Oe Me e 


Combining the mass and energy rate balances results in 


dU 


CS =O, +h 
dt Ош ё 


dme, 
dt 





By assumption 3, the specific enthalpy at the exit is constant. Accordingly, integration of the last equation 
gives 


AU, = Ow h, Amy 
Solving for the heat transfer Q., 
Ow = AU gy в h, Amey 


or 








o О = (ти — тщ) — ћ.(т — т) 


where т; апа т; denote, respectively, the initial and final amounts of mass within the tank. 
The terms и; and т, of the foregoing equation can be evaluated with property values from Table A-2 at 260°C 
and the given value for quality. Thus, 


Uy = Ug + ХИ — un) 
1128.4 + (0.7)(2599.0 — 1128.4) = 2157.8 kJ/kg 


Also, 


Vy = vn + Xi(vg — vn) 


= 1.2755 x 1073 + (0.7)(0.04221 — 1.2755 x 1073) = 29.93 x 1077 ткр 


Using the specific volume v, the mass initially contained in the tank is 


0.85 т? 
mc D LLL = 28.4kg 
v (29.93 X10 "m"kg) 


The final state of the mass in the tank is saturated vapor at 260°C so Table A-2 gives 
Uy = и,(2609С) = 2599.0 kJ/kg, vz = v_(260°C) = 42.21 x 10 Зт Ке 





The mass contained within the tank at the end of the process is 


0.85 m? 
ND Sy 
v; (42.21 x 10? пуко) 


Table A-2 also gives A, = hg (260°C) = 2796.6 kJ/kg. 
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Substituting values into the expression for the heat transfer yields 


Ос = (20.14)(2599.0) — (28.4)(2157.8) - 2796.6(2014 — 28.4) МЕ. 
— 14,162 kJ Ability to... 
О apply the time-dependent 
mass and energy rate bal- 
Ф In this case, idealizations are made about the state of the vapor exiting and the ances to a control volume. 
initial and final states of the mass contained within the tank. О develop an engineering 
Ө This expression for Об, can be obtained by applying Eqs. 4.23, 4.25, and 4.27. а a 
The details are left as an exercise. e е 





- If the initial quality were 9096, determine the heat transfer, in 
ГГ. К), keeping all other data unchanged. Ans. 3707 ХУ ааа 


In the next two examples we consider cases where tanks are filled. In Example 4.12, 
an initially evacuated tank is filled with steam as power is developed. In Example 4.13, 
a compressor is used to store air in a tank. 


EXAMPLE 4.12 ЖИ ОО О О О Л О ТЕТЕ КЕК ОК ЕКЕ ЕНЕР 


Using Steam for Emergency Power Generation 


Steam at a pressure of 15 bar and a temperature of 320°C is contained in a large vessel. Connected to 
the vessel through a valve is a turbine followed by a small initially evacuated tank with a volume of 0.6 m°. 
When emergency power is required, the valve is opened and the tank fills with steam until the pressure 
is 15 bar. The temperature in the tank is then 400°C. The filling process takes place adiabatically and 
kinetic and potential energy effects are negligible. Determine the amount of work developed by the 
turbine, in kJ. 


SOLUTION 


Known: Steam contained in a large vessel at a known state flows from the vessel through a turbine into a small 
tank of known volume until a specified final condition is attained in the tank. 


Find: Determine the work developed by the turbine. 


Schematic and Given Data: 


Valve г- Control volume boundary Engineering Model: 
ap po ыл : 1. The control volume is defined by the dashed line on the 








Steam at г | accompanying diagram. 
15 Баг, | Ji 5 А В 
320C || | 2. For the control volume, Осу = 0 and kinetic and potential 
Шы? es RE ed energy effects are negligible. 
Initiall d : 
pais M @ 3. The state of the steam within the large vessel remains 
tank constant. The final state of the steam in the smaller tank 
. is an equilibrium state. 
Fig. Е4.12 3 


4. The amount of mass stored within the turbine and the 
interconnecting piping at the end of the filling process is 
negligible. 
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Analysis: Since the control volume has a single inlet and no exits, the mass rate balance, Eq. 4.2, reduces to 


dm, 
dt ; 


The energy rate balance, Eq. 4.15, reduces with assumption 2 to 





Exe Wey + rih 
dt = cv Mini 
Combining the mass and energy rate balances gives 
dUw E W. m h dme, 
МЕ 7 — 7 


Integrating 
AU, = -Wo + hi Amey 
In accordance with assumption 3, the specific enthalpy of the steam entering the control volume is constant at 


the value corresponding to the state in the large vessel. 
Solving for Way 


Wey = hjAm,, ш AU, 
AU,, and Am denote, respectively, the changes in internal energy and mass of the control volume. With assump- 
tion 4, these terms can be identified with the small tank only. 
Since the tank is initially evacuated, the terms AU,, and Am reduce to the internal energy and mass within 
the tank at the end of the process. That is, 
0 0 
AU,, = (mu) Е (эти) , Ат, = m -Mi 


where 1 and 2 denote the initial and final states within the tank, respectively. 
Collecting results yields 


9 e Woy = my(h; Е из) (а) 


The mass within the tank at the end of the process can be evaluated from the known volume and the specific 
volume of steam at 15 bar and 400*C from Table A-4 


V.  QO06m 
v; (0.203 т//Ко) 


The specific internal energy of steam at 15 bar and 400°C from Table А-4 is 2951.3 kJ/kg. Also, at 15 bar and 
320°C, ћ; = 3081.9 kJ/kg. 
Substituting values into Eq. (a) 


Wa = 2.96 kg (3081.9 — 2951.3)kJ/kg = 386.6 kJ 





@ In this case idealizations are made about the state of the steam entering Ability to... 
the tank and the final state of the steam in the tank. These idealizations Ч apply the time-dependent 
make the transient analysis manageable. mass and energy rate bal- 


ances to a control volume. 
О develop an engineering model. 


О retrieve property data for 
water. 


O А significant aspect of this example is the energy transfer into the control 
volume by flow work, incorporated in the pv term of the specific enthalpy 
at the inlet. 





Ө This result can also be obtained by reducing Eq. 4.28. The details are left 
as an exercise. 


If the turbine were removed, and the steam allowed to flow 


adiabatically into the small tank until the pressure in the tank is 15 bar, 
a cin determine the final Steam temperature in the tank, in SR Ans. "TEC, 9e9s900900909909909090020090099009009900900009090090000999: 
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EXAMPLE 4.13 О О О О ОК О Г КГ КК ГОС КГС Trey 


Storing Compressed Air in a Tank 


An air compressor rapidly fills a 10-ft* tank, initially containing air at 70°F, 1 atm, with air drawn from the atmo- 
sphere at 70°F, 1 atm. During filling, the relationship between the pressure and specific volume of the air in the 
tank is рь = constant. The ideal gas model applies for the air, and kinetic and potential energy effects are 
negligible. Plot the pressure, in atm, and the temperature, in ^F, of the air within the tank, each versus the ratio 
пута, where ту is the initial mass in the tank and т is the mass in the tank at time / > 0. Also, plot the com- 
pressor work input, in Btu, versus m/m. Let m/m vary from 1 to 3. 


SOLUTION 


Known: An air compressor rapidly fills a tank having a known volume. The initial state of the air in the tank 
and the state of the entering air are known. 


Find: Plot the pressure and temperature of the air within the tank, and plot the air compressor work input, each 
versus m/m ranging from 1 to 3. 


Schematic and Given Data: 


Air Engineering Model: 










1. The control volume is defined by the dashed line on 
T, = 70°F the accompanying diagram. 
p;= 1 аіт 





2. Because the tank is filled rapidly, О, , is ignored. 
3. Kinetic and potential energy effects are negligible. 


4. The state of the air entering the control volume 
remains constant. 













V = 10 fe 
T, = 70°Е 
ру = 1 айп 
ро!“ = constant 





. The air stored within the air compressor and inter- 
connecting pipes can be ignored. 


. The relationship between pressure and specific 
Fig. E4.13a volume for the air in the tank is pu'* = constant. 


7. The ideal gas model applies for the air. 


Analysis: The required plots are developed using Interactive Thermodynamics: IT. The IT program is based on 
the following analysis. The pressure р in the tank at time г > 0 is determined from 


ру!‘ = рші“ 
where the corresponding specific volume v is obtained using the known tank volume V and the mass т іп the 
tank at that time. That is, v — V/m. The specific volume of the air in the tank initially, v;, is calculated from the 
ideal gas equation of state and the known initial temperature, Т), and pressure, ру. That is, 








(29 ft- =) (530°R) 

ЕТ, 28.97 lb - ^R 112 fe 

v= = = — | = 13.35 
Рі (14.7 lbffin.”) 144 in. Ib 


Once the pressure p is known, the corresponding temperature Т can be found from the ideal gas equation of 
state, T = pu/R. 

To determine the work, begin with the mass rate balance Eq. 4.2, which reduces for the single-inlet control 
volume to 


dme, 
dt 





= т; 
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Then, with assumptions 2 and 3, the energy rate balance Eq. 4.15 reduces to 
oe = —Wey + т 

Combining the mass and energy rate balances and integrating using assumption 4 give 

AU, = —W,, + hime, 
Denoting the work input to the compressor by Win = —W,, and using assumption 5, this becomes 
[2] Wi, = ти — mu, — (т — mj)hi (a) 
where m, is the initial amount of air in the tank, determined from 
V 10 f£ 
v 13.35 ЛЬ 


As a sample calculation to validate the 77 program below, consider the case m = 1.5 Ib, which corresponds 
to m/m, = 2. The specific volume of the air in the tank at that time is 
У _ 1010 _ ft 


ku ый. p 


— 0.75 Ib 





mı = 





The corresponding pressure of the air is 


(sy E (22 ey 
= = = atm | ———4 ~ 
PTT d 6.67 КОЛЬ 


— 2.64 atm 


and the corresponding temperature of the air is 














seni (2.64 atm)(6.67 ft^/Ib) м Ibf/in.? | |144 in? 
R ( 1545 ft - x) 1 atm 112 
28.97 Ib - ^R 


= 699°R (239°F) 


Evaluating иј, и, and h; at the appropriate temperatures from Table A-22E, u, = 90.3 Btu/lb, и = 119.4 Btu/lb, 
h; = 126.7 Btu/lb. Using Eq. (a), the required work input is 





Win = ти — ти — (m = m)h; 


Btu Btu Btu 
= (1.5 lb) (1194 ш) = (0.75 Ib) (sos a) — (0.75 lb) (1267 ш) 


= 16.4 Btu 


IT Program: Choosing English units from the Units menu, and selecting Air from the Properties menu, the /7 
program for solving the problem is 


/[ Given Data 


p1 — 1//atm 
T1 = 70//°F 
Ti = 70//°F 

V = 10//ft3 

П = 1.4 


// Determine the pressure and temperature fort > о 
v1 = v. TP("Air", Т1, p1) 

у = V/m 

p*v^n-p1*vi^n 

v = v. ТР(“Аіг”, T, p) 


// Specify the mass and mass ratio г 
v1 = V/mi 

г= т/т1 

poo 
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// Calculate the work using Eq. (a) 
Win = m * u - m1 * u1 - hi * (m – та) 
и1 = и T(^Air", Та) 

и = u T("Air", T) 

hi = h. T("Air", Ti) 


Using the Solve button, obtain a solution for the sample case r = m/m, = 2 considered above to validate the 
program. Good agreement is obtained, as can be verified. Once the program is validated, use the Explore button 
to vary the ratio m/m, from 1 to 3 in steps of 0.01. Then, use the Graph button to construct the required plots. 
The results follow: 








“евеееевеевеееееееееееееееееееееееееееееееегсе 









































400 
350 
300 
: ш 250 
: = 200 
: 150 
: || 100 
Н оша 50 “г 
: 1 15 2 2.5 3 1 15 2 2.5 3 
: путу mim, 
: 60 
: 50 |- 
: _ 40r 
М m 
sr 
= | 
20 F 
10 F 
ae ЕН ШШЕ МОН БШ ШОН ШЫ ШШ И 
1 15 2 2.5 3 
mim, 
Fig. E4.13b Skills Developed 
We conclude from the first two plots that the pressure and temperature each Ability to... 
increase as the tank fills. The work required to fill the tank increases as well. These H apply the time-dependent 
results are as expected. mass and energy rate bal- 


ances to a control volume. 
Q develop an engineering model. 


@ This pressure-specific volume relationship is in accord with what might be mea- О retrieve property data for 
sured. The relationship is also consistent with the uniform state idealization, air modeled as an ideal gas. 
embodied by Eqs. 4.26 and 4.27 О solve iteratively and plot the 


results using IT. 





@ This expression can also be obtained by reducing Eq. 4.28. The details are left 
as an exercise. 


As a sample calculation, for the case m = 2.25 lb, evaluate p, іп 


090000090900000900000090900000900009090000000000009090000000000000990000009099099 


....... atm. Compare with the value read from the plot of Fig. E4.13b. 9eoccccoccocceccoccosccccccocosccccccocccocoe! 
Ans. 4.67 atm. 





The final example of transient analysis is an application with a well-stirred tank. 
Such process equipment is commonly employed in the chemical and food processing 
industries. 
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EXAMPLE 4.14 ООО ООО О IM 


Determining Temperature-Time Variation in a Well-Stirred Tank 


А tank containing 45 kg of liquid water initially at 45°С has one inlet and one exit with equal mass flow rates. 
Liquid water enters at 45°С and a mass flow rate of 270 kg/h. A cooling coil immersed in the water removes 
energy at a rate of 76 kW. The water is well mixed by a paddle wheel so that the water temperature is uniform 
throughout. The power input to the water from the paddle wheel is 0.6 kW. The pressures at the inlet and exit 
are equal and all kinetic and potential energy effects can be ignored. Plot the variation of water temperature 
with time. 


SOLUTION 


Known: Liquid water flows into and out of a well-stirred tank with equal mass flow rates as the water in the 
tank is cooled by a cooling coil. 


Find: Plot the variation of water temperature with time. 


Schematic and Given Data: 


<-> 


























ше — > т = 270 kg/h 318 
iv T, = 318 К (45°C) " 
Constant — d 
liquid level 8 
5 
a 
E 
— Tank ми 
Boundary ~; = 
= 
|— Cooling coil 296 
= 
q | | 
ій; = 270 kg/h 0 0.5 10 


Time, h Fig. E4.14 


Engineering Model: 
1. The control volume is defined by the dashed line on the accompanying diagram. 


2. For the control volume, the only significant heat transfer is with the cooling coil. Kinetic and potential 
energy effects can be neglected. 


@ 3. The water temperature is uniform with position throughout and varies only with time: T = T(t). 
4. The water in the tank is incompressible, and there is no change in pressure between inlet and exit. 
Analysis: The energy rate balance, Eq. 4.15, reduces with assumption 2 to 
dU, Я . : 
"x mc Wyt m(h, = h;) 


where т denotes the mass flow rate. 
The mass contained within the control volume remains constant with time, so the term on the left side of the 
energy rate balance can be expressed as 
dU а(том) du 
ES =m 
dt dt ™ dt 





Since the water is assumed incompressible, the specific internal energy depends on temperature only. Hence, the 
chain rule can be used to write 
du du dT dT 


dt dT dt dt 
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where c is the specific heat. Collecting results 


dU ar 


Hic —— 
dt Y dt 





With Eq. 3.20b the enthalpy term of the energy rate balance can be expressed as 


hy — hy = (Т, – Т) + v(py— 8) 


where the pressure term is dropped by assumption 4. Since the water is well mixed, the temperature at the exit 
equals the temperature of the overall quantity of liquid in the tank, so 


hy — hy = c(T, — T) 


where T represents the uniform water temperature at time t. 
With the foregoing considerations the energy rate balance becomes 


ar | . : 
Mee = Qw — Wa + те(Т, — T) 


As can be verified by direct substitution, the solution of this first-order, ordinary differential equation is 


m Ow = Wey 
T = CG exp| – t| + | — | + Ti 


Mey mc 





The constant С; is evaluated using the initial condition: at t = 0, T = T3. Finally, 


T=T,+ (e = we ехь( a д) 
mc Mey 


Substituting given numerical values together with the specific heat c for liquid water from Table A-19 

















пева [77.6 = (—0.6)] kJ/s E ( 270 kg/h | (Vf skin B 
= = exp =- i ills 
20 kg, M зе М Морене 
3600 s “ke + K Ability to... 
= 318 – 22[1 — exp(—6t)] О apply the time-dependent 
mass and energy rate bal- 
where t is in hours. Using this expression, we construct the accompanying plot ances to a control volume. 
showing the variation of temperature with time. О develop an engineering model, 
О apply the incompressible 
substance model for water. 
@ In this case idealizations are made about the state of the mass contained within Q solve an ordinary differential 
the system and the states of the liquid entering and exiting. These idealizations equation and plot the 
make the transient analysis manageable. solution. 
What is the water temperature, in °C, when steady state is 


Боа achieved? Ans. 23°C. рене 


CHAPTER SUMMARY AND STUDY GUIDE SEEE 


The conservation of mass and energy principles for control and energy balances are also presented in integral forms 
volumes are embodied in the mass and energy rate balances that provide a link to subsequent fluid mechanics and heat 
developed in this chapter. Although the primary emphasis is transfer courses. Control volumes at steady state are fea- 
on cases in which one-dimensional flow is assumed, mass  tured, but discussions of transient cases are also provided. 
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The use of mass and energy balances for control volumes concepts. The subset of key concepts listed below is par- 
at steady state is illustrated for nozzles and diffusers, tur- ticularly important in subsequent chapters. 
bines, compressors and pumps, heat exchangers, throttling p 
devices, and integrated systems. An essential aspect of all 
such applications is the careful and explicit listing of appro- 
priate assumptions. Such model-building skills are stressed 
throughout the chapter. 

The following checklist provides a study guide for this 
chapter. When your study of the text and end-of-chapter 
exercises has been completed you should be able to >» apply mass and energy balances for the transient analysis 
of control volumes, using appropriate assumptions and 
property data for the case at hand. 


list the typical modeling assumptions for nozzles and dif- 
fusers, turbines, compressors and pumps, heat exchang- 
ers, and throttling devices. 


>» apply Eqs. 4.6, 4.18, and 4.20 to control volumes at 
steady state, using appropriate assumptions and property 
data for the case at hand. 


> write out the meanings of the terms listed in the margins 
throughout the chapter and explain each of the related 


KEY ENGINEERING CONCEPTS ++» ео е э ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө э ө ө ө ө ө ө э ө ө ө ө ө ө ө ө ө ө ө ө 


conservation of mass, p. 170 flow work, p. 179 heat exchanger, p. 195 

mass flow rates, p. 170 energy rate balance, p. 180 throttling calorimeter, p. 200 
mass rate balance, p. 170 nozzle, p. 183 throttling process, p. 201 
one-dimensional flow, p. 172 diffuser, p. 183 system integration, p. 202 
volumetric flow rate, p. 173 turbine, p. 186 transient operation, p. 205 
steady state, p. 173 compressor, p. 190 

mass flux, p. 173 pump, p. 190 





. АУ (4.4b) p. 172 Mass flow rate, 
BEC E one-dimensional flow. 
(See Fig. 4.3.) 
атысу . . (4.2) p. 170 Mass rate balance. 
та 2н т 
Ут = Yo (4.6) p. 173 Mass rate balance at 
d EU steady state. 


(mass ratein) (mass rate out) 








HE s . v? | ы. 15) р. 1 E Я 
Ea 0. - Wu xs +My ва) -Zrin с eze) (4.15) p. 180 nergy rate balance 


2 


; . | Vi : у; (4.18) р. 181 Energy rate balance at 
0- Qu = Wa + Xon + PE + sz) - Sinn + E s sz.) steady state. 





(Vi – V3) " _ (4.20а) р. 181 Energy rate balance for 
2 (а-а) one-inlet, one-exit control 
volumes at steady state. 





0 = Qu = Wey + in| (h hz) + 











Ow Wey (Vi – V3) (4.20b) p. 181 
Т - ЕЯ 2 + g(z — 2) Р 
т т 





hy = hy (ро < pi) (4.22) p. 201 Throttling process. (See 
Fig. 4.15.) 


CHECKING UNDERSTANDING 


1. How does the control volume energy rate balance account 
for work where mass flows across the boundary? 


2. When a drip coffeemaker on-off switch is turned to the on 
position, how is cold water in the water reservoir converted 
to hot water and sent upward to drip down into the coffee 
grounds in the filter? 


3. When a hair dryer on-off switch is turned to the on position, 
is the hair dryer in steady-state operation, transient operation, 
or both? 


4. As a tree grows, its mass increases. Does this violate the 
conservation of mass principle? Explain. 


5. Wind turbines and hydraulic turbines develop mechanical 
power from moving streams of air and water, respectively. 
In each case, what aspect of the stream is tapped for power? 


6. When selecting a pump to remove water from a flooded 
basement, how does one size the pump to ensure that it is 
suitable? 


7. How does a heart-lung machine maintain blood circulation 
and oxygen content during surgery? 
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EXERCISES: THINGS ENGINEERS THINK УАОТЕА...................................... 


8. Where do you encounter microelectromechanical systems in 
daily life? 


9. Where are compressors found within households? 


10. How does the operator of a pumper-tanker fire engine 
control water flow to all the hoses in use? 


11. For air flowing through a converging-diverging channel, 
sketch the variation of the air pressure as air accelerates in 
the converging section and decelerates in the diverging 
section. 


12. In what subsystems are pumps found in automobiles? 


13. If the expansion valve of a refrigerator becomes ice 
encased, does the throttling process model still apply? 
Explain. 


14. For a home heating or cooling system commonly used in 
your locale, what types of heat exchangers and working 
fluids are employed? 


15. What are intra-articular pain pumps? 


For problems 1-5, match the appropriate definition in the right column with each term in the left column. 


1. __ Compressor 
attached to a shaft free to rotate 


2. _ Diffuser 


3. | Nozzle 
4. Pump 

the direction of flow 
5. Turbine 


the direction of flow 


6. Liquid flows at steady state at a rate of 2 Ib/s through a 
pump, which operates to raise the elevation of the liquid 100 ft 
from control volume inlet to exit. The liquid specific enthalpy 
at the inlet is 40.09 Btu/lb and at the exit is 40.94 Вешлб. 
The pump requires 3 Btu/s of power to operate. If kinetic 
energy effects are negligible and gravitational acceleration is 
32.174 ft/s’, the heat transfer rate associated with this steady- 
state process is most closely 


(a) 1.04 Btu/s from the liquid to the surroundings 
(b) 2.02 Btu/s from the liquid to the surroundings 
(c) 3.98 Btu/s from the surroundings to the liquid 
(d) 4.96 Btu/s from the surroundings to the liquid 


7. A flow idealized as a throttling process through a device 
has 


(a) hy > h and p; > p, 
(b) А = ћ and p; > p, 
(c) hy > hy and p; < pi 
(d) hy = hi and pa < Рі 


A. A device in which power is developed as a result of а gas or Паша passing through a set of blades 


B. A device in which work is done on a gas to increase the pressure and/or elevation 
C. A device in which work is done on a liquid to increase the pressure and/or elevation 


D. A flow passage of varying cross-sectional area in which the velocity of a gas or liquid increases in 


E. A flow passage of varying cross-sectional area in which the velocity of a gas or liquid decreases in 


8. is the work associated with the fluid pressure 
as mass is introduced at inlets and removed at exits. 


9. Steady flow devices that result in a drop in working fluid 
pressure from inlet to exit are 


(a) Nozzle, pump, throttling device 
(b) Diffuser, turbine, throttling device 
(c) Nozzle, turbine, throttling device 
(d) Diffuser, pump, throttling device 


10. Steam enters a horizontal pipe operating at steady state 
with a specific enthalpy of 3000 kJ/kg and a mass flow rate 
of 0.5 kg/s. At the exit, the specific enthalpy is 1700 kJ/kg. 
If there is no significant change in kinetic energy from inlet 
to exit, the rate of heat transfer between the pipe and its 
surroundings is 


(a) 650 kW from the pipe to the surroundings 
(b) 650 kW from the surroundings to the pipe 
(c) 2600 kW from the pipe to the surroundings 
(d) 2600 kW from the surroundings to the pipe 
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11. A is a device that introduces a restriction 
into a line to reduce the pressure of a gas or liquid. 


12. The time rate of change of the energy contained within a 
one-inlet, one-exit control volume at time f equals 


у? 





























у? 

(а) Ow + Wey i(n ! 2 | ва) mhh 2 sze) 
v? À V: 

(b) Da = We E 20 Ба 5 + ва) mn. 3 e.) 
у? V? 

(c) Qs | Wey ael | | ва) С am Ға + в.) 
| уі уг 

(а) О m Wey E nue У ae eae ва) - in (ue + 2 F sze) 


13. The time rate of mass flow per unit area is called 


(a) Mass flow rate 

(b) Volumetric flow rate 
(c) Velocity 

(d) Mass flux 


14. means all properties are unchanging in 
time. 


15. Steam enters a turbine operating at steady state with a 
specific enthalpy of 14076 Btu/lb and expands to the turbine 
exit where the specific enthalpy is 1236.4 Btu/lb. The mass 
flow rate is 5 lb/s. During this process, heat transfer to the 
surroundings occurs at a rate of 40 Btu/s. Neglecting kinetic 
and potential energy effects, the power developed by the 
turbine is 


(a) 896 Btu/s (c) 656 Btu/s 
(b) 816 Btu/s (d) 74.2 Btu/s 


16. Air enters a compressor operating at steady state at 1 atm 
with a specific enthalpy of 290 kJ/kg and exits at a higher 
pressure with a specific enthalpy of 1023 kJ/kg. The mass 
flow rate is 0.1 kg/s. Kinetic and potential energy effects are 
negligible and the air can be modeled as an ideal gas. If the 
compressor power input is 77 kW, the rate of heat transfer 
between the air and its surroundings is 


(a) 150.3 kW from the surroundings to the air 
(b) 150.3 kW from the air to the surroundings 
(c) 3.7 kW from the surroundings to the air 
(d) 3.7 kW from the air to the surroundings 


17. 
time. 


___ Operation involves state changes with 


18. Water vapor enters an insulated nozzle operating at steady 
state with a velocity of 100 m/s and specific enthalpy of 
3445.3 kJ/kg, and exits with specific enthalpy of 3051.1 kJ/kg. 
The velocity at the exit is most closely 


(a) 104 m/s (c) 888 m/s 
(b) 636 m/s (d) 894 m/s 


19. A horizontal air diffuser operates with inlet velocity and 
specific enthalpy of 250 m/s and 270.11 kJ/kg, respectively, 
and exit specific enthalpy of 29731 kJ/kg. For negligible heat 
transfer with the surroundings, the exit velocity is 


(a) 223 m/s (c) 90 m/s 
(b) 196 m/s (d) 70 m/s 


20. Mass flow rate for a flow modeled as one-dimensional 
depends on all except 


(a) Density of working fluid 

(b) Cross-sectional area through which flow passes 
(c) Velocity of working fluid 

(d) Total volume of working fluid 


21. As velocity increases in a nozzle, pressure 


22. Why does the relative velocity normal to the flow boundary, 
V4, appear in Eqs. 4.3 and 4.8? 


23. The mass flow rate of steam with pressure of 800 Ibf/in.’, 
temperature of 900°Е, and velocity of 30 ft/s flowing through 
a 6-in.-diameter pipe is most closely. 


(a) 5.68 Ib/s (c) 6.11 Ib/s 
(b) 5.89 Ib/s (d) 763 Ib/s 


24. The mechanisms of energy transfer for a control volume 
are ; ,and 





Indicate whether the following statements are true or false. 
Explain. 


25. For one-dimensional flow, mass flow rate is the product of 
density, area, and velocity. 


26. At steady state, conservation of mass asserts the total rate 
at which mass enters the control volume equals the total rate 
at which mass exits. 


27. At steady state, conservation of energy asserts the total 
rate at which energy is transferred into the control volume 
equals the total rate at which energy is transferred out. 


28. Hydropower is a nonrenewable means for producing 
electricity. 


29. As velocity decreases in a diffuser, pressure decreases. 


30. Compressor types include reciprocating, axial flow, 
centrifugal, and Roots type. 


31. Common heat exchanger types include direct-contact, 
counterflow, parallel-flow, and cross-flow heat exchangers. 


32. A mixing chamber is a direct-contact heat exchanger. 


33. A significant increase in pressure can be achieved by 
introducing a restriction into a line through which a gas or 
liquid flows. 


34. Volumetric flow rate is expressed in units of m?/s or ft*/s. 


35. System integration is the practice of combining components 
to achieve an overall objective. 


36. For a control volume at steady state, mass can accumulate 
within the control volume. 


37. Factors that may allow one to model a control volume as 
having negligible (zero) heat transfer include (1) the outer 
surface of the control volume is well insulated, (2) the outer 
surface area of the control volume is too small to permit 
effective heat transfer, (3) the temperature difference 
between the control volume and its surroundings is so small 
that the heat transfer can be ignored, and (4) the working 
fluid passes through the control volume so quickly that there 
is not enough time for significant heat transfer to occur. 


38. For a one-inlet, one-exit control volume at steady state, the 
mass flow rates at the inlet and exit are equal but the inlet 
and exit volumetric flow rates may not be equal. 


39. Flow work is the work done on a flowing stream by a 
paddle wheel or piston. 


40. Transient operation denotes a change in state with time. 


41. In this book the flow at control volume inlets and exits is 
normally taken as one-dimensional. 


42. Where mass crosses the boundary of a control volume, the 
accompanying energy transfer is accounted for by the 
internal energy of the mass only. 


43. A diffuser is a flow passage of varying cross-sectional area 
in which the velocity of a gas or liquid increases in the 
direction of flow. 


44. The human body is an example of an integrated system. 


45. When a substance undergoes a throttling process through 
a valve, the specific enthalpies of the substance at the valve 
inlet and valve exit are equal. 


Evaluating Mass Flow Rate 


4.1 A laser Doppler velocimeter measures a velocity of 8 m/s 
as water flows in an open channel. The channel has a 
rectangular cross section of 0.5 m by 0.2 m in the flow 
direction. If the water density is a constant 998 Колт, 
determine the mass flow rate, in kg/s. 


4.2 Refrigerant 134a exits a heat exchanger through 0.75-in.- 
diameter tubing with a mass flow rate of 0.9 Ib/s. The 
temperature and quality of the refrigerant are -15°F and 
0.05, respectively. Determine the velocity of the refrigerant, 
in m/s. 


4.3 Steam enters a 1.6-cm-diameter pipe at 80 bar and 600°C 
with a velocity of 150 m/s. Determine the mass flow rate, 
in kg/s. 


4.4 Air modeled as an ideal gas enters a combustion chamber 
at 20 Ibf/in? and 70°F through a rectangular duct, 5 ft by 
4 ft. If the mass flow rate of the air is 830,000 Ib/h, determine 
the velocity, in ft/s. 


4.5 Air exits a turbine at 200 kPa and 150°C with a volumetric 
flow rate of 7000 liters/s. Modeling air as an ideal gas, 
determine the mass flow rate, in kg/s. 


4.6 If a kitchen-sink water tap leaks one drop per second, how 
many gallons of water are wasted annually? What is the mass 
of the wasted water, in Ib? Assume that there are 46,000 
drops per gallon and that the density of water is 62.3 Ib/ft. 


Applying Conservation of Mass 


4.7 Figure P4.7 provides data for water entering and exiting a 
tank. At the inlet and exit of the tank, determine the mass 
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46. The hot and cold streams of cross-flow heat exchangers 
flow in the same direction. 


47. The thermodynamic performance of a device such as a 
turbine through which mass flows is best analyzed by 
studying the flowing mass alone. 


48. For every control volume at steady state, the total of the 
entering rates of mass flow equals the total of the exiting 
rates of mass flow. 


49. An open feedwater heater is a special type of a counterflow 
heat exchanger. 


50. A key step in thermodynamic analysis is the careful listing 
of modeling assumptions. 


51. An automobile's radiator is an example of a cross-flow 
heat exchanger. 


52. At steady state, identical electric fans discharging air at the 
same temperature in New York City and Denver will deliver 
the same volumetric flow rate of air. 
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Steam 





A 
М; = 1 m/s 
A, =6 x 10° m? 
рә = 10 bar 
Т, = 150°C 


Fig. P4.7 


flow rate, each in kg/s. Also find the time rate of change of 
mass contained within the tank, in kg/s. 


4.8 Figure P4.8 shows a mixing tank initially containing 2000 Ib 
of liquid water. The tank is fitted with two inlet pipes, one 
delivering hot water at a mass flow rate of 0.8 16/ѕ and the 
other delivering cold water at a mass flow rate of 12 166. 
Water exits through a single exit pipe at a mass flow rate of 
2.5 Ib/s. Determine the amount of water, in Ib, in the tank 
after one hour. 
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Fig. P4.8 


4.9 А 380-L tank contains steam, initially at 400°C, 3 bar. А 
valve is opened, and steam flows out of the tank at a constant 
mass flow rate of 0.005 kg/s. During steam removal, a heater 
maintains the temperature within the tank constant. 
Determine the time, in s, at which 75% of the initial mass 
remains in the tank; also determine the specific volume, in 
т?/ко, and pressure, іп bar, in the tank at that time. 


4.10 Data are provided for the crude oil storage tank shown 
in Fig. P4.10. The tank initially contains 1000 m? of crude oil. 
Oil is pumped into the tank through a pipe at a rate of 
2 m?/min and out of the tank at a velocity of 1.5 m/s through 
another pipe having a diameter of 0.15 m. The crude oil has 
a specific volume of 0.0015 m?/kg. Determine 


(a) the mass of oil in the tank, in kg, after 24 hours, and 
(b) the volume of oil in the tank, in mî, at that time. 


Total volume - 





(AV), = 2 m3/min —г> 


20m 


V, = 1.5 m/s 
D, =0.15 m 











Fig. P4.10 


4.11 An 8-fť tank contains air at an initial temperature of 80°F 
and initial pressure of 100 Ibf/in.? The tank develops a small 
hole, and air leaks from the tank at a constant rate of 


0.03 Ib/s for 90 s until the pressure of the air remaining in the 
tank is 30 Ibf/in. Employing the ideal gas model, determine 
the final temperature, in °F, of the air remaining in the tank. 


4.12 Liquid propane enters an initially empty cylindrical 


storage tank at a mass flow rate of 10 kg/s. Flow continues 
until the tank is filled with propane at 20°С, 9 bar. The tank 
is 25 m long and has a 4-m diameter. Determine the time, 
in minutes, to fill the tank. 


4.13 As shown in Fig. P4.13, river water used to irrigate a field 


is controlled by a gate. When the gate is raised, water flows 
steadily with a velocity of 75 ft/s through an opening 8 ft by 
3 ft. If the gate is raised for 24 hours, determine the volume 
of water, in gallons, provided for irrigation. Assume the density 
of river water is 62.3 Ib/ft^. 





Fig. P4.13 


2500 m? 4.14 Figure P4.14 shows a two-tier fountain operating with 


basins А and B. Both basins are initially empty. When the 
fountain is turned on, water flows with a constant mass flow 
rate of 10 kg/s into basin A. Water overflows from basin А into 


Water 
p = 1000 kg/m? 
m = 10 kg/s 


BasinA 





Ад = 0.5 m? — 


Ваѕіп В 

















t= 5 Ly kg/s<t— | 

















Ав = 1.0 m? — 
Fig. P4.14 


basin B. Thereafter, water drains from basin B at a rate of 5L 
kg/s, where Lg is the height of the water in basin B, in m. 
Dimensions of the basins are indicated on the figure. Determine 
the variation of water height in each basin as a function of 
time. The density of water is constant at 1000 kg/m?. 


4.15 Liquid water flows isothermally at 20°C through a one- 
inlet, one-exit duct operating at steady state. The duct's inlet 
and exit diameters are 0.02 m and 0.04 m, respectively. At the 
inlet, the velocity is 40 m/s and pressure is 1 bar. At the exit, 
determine the mass flow rate, in kg/s, and velocity, in m/s. 


4.16 Air enters a one-inlet, one-exit control volume at 6 bar, 
500 K, and 30 m/s through a flow area of 28 cm’. At the exit, 
the pressure is 3 bar, the temperature is 456.5 K, and the 
velocity is 300 m/s. The air behaves as an ideal gas. For 
steady-state operation, determine 


(a) the mass flow rate, in kg/s. 
(b) the exit flow area, in cm’. 


4.17 As shown in Fig. P4.17 air with a volumetric flow rate of 
15,000 ft?/min enters an air-handling unit at 35°F, 1 atm. The 
air-handling unit delivers air at 80°F, 1 atm to a duct system 
with three branches consisting of two 26-in.-diameter ducts 
and one 50-in. duct. The velocity in each 26-in. duct is 10 ft/s. 
Assuming ideal gas behavior for the air, determine at steady 
state 


(a) the mass flow rate of air entering the air-handling unit, 
in Ib/s. 

(b) the volumetric flow rate in each 26-in. duct, in Ё/тіп. 
(c) the velocity in the 50-in. duct, in ft/s. 







T, = Ту = T4 = 80°F 
































D; = D3 = 26 in. 
V5 = V4 = 10 ft/s 
Air-handling unit 
Pı = р = рз = рд = 1 atm 
Т, = 35°F 
(AV), = 15,000 ft?/min 
Fig. P4.17 


4.18 Refrigerant 134a enters the evaporator of a refrigeration 
system operating at steady state at —4°C and quality of 20% 
at a velocity of 7 m/s. At the exit, the refrigerant is a saturated 
vapor at a temperature of —4°C. The evaporator flow channel 
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has constant diameter. If the mass flow rate of the entering 
refrigerant is 0.1 kg/s, determine 


(a) the diameter of the evaporator flow channel, in cm. 
(b) the velocity at the exit, in m/s. 


4.19 As shown in Fig. P4.19, steam at 80 bar, 440°C, enters a 
turbine operating at steady state with a volumetric flow rate 
of 236 m?/min. Twenty percent of the entering mass flow 
exits through a diameter of 0.25 m at 60 bar, 400*C. The rest 
exits through a diameter of 1.5 m with a pressure of 0.7 bar 
and a quality of 90%. Determine the velocity at each exit 
duct, in m/s. 






p; = 80 bar 
T, = 440°C 
(AV); = 236 m?/min 


=— 


2 3 32090 


рз = 0.7 bar 
in =020 sf D3=1.5m 
рә = 60 bar 

Ty = 400°C 

D, = 0.25 m 


Fig. P4.19 


4.20 Figure P4.20 provides steady-state data for water vapor 
flowing through a piping configuration. At each exit, the 
volumetric flow rate, pressure, and temperature are equal. 
Determine the mass flow rate at the inlet and exits, each in kg/s. 


рә = 4.8 bar 
Т, = 320°C 









(АУ); = (АУ); 





V4 2 30 m/s 
A, =0.2 m? 
ру = 5 bar 
T, = 360°C 
рз = 4.8 bar 
Т; = 320°С 
Fig. P4.20 


4.21 Air enters a compressor operating at steady state with a 
pressure of 14.7 Ibf/in.? and a volumetric flow rate of 8 #35. 
The air velocity in the exit pipe is 225 ft/s and the exit 
pressure is 150 Ibf/in.? If each unit mass of air passing from 
inlet to exit undergoes a process described by ри = 
constant, determine the diameter of the exit pipe, in inches. 


4.22 Ammonia enters a control volume operating at steady 
state at p, = 16 bar, T, = 32°С, with a mass flow rate of 
1.5 kg/s. Saturated vapor at 6 bar leaves through one exit and 
saturated liquid at 6 bar leaves through a second exit with 
a volumetric flow rate of 0.10 m*/min. Determine 


(a) the minimum diameter of the inlet pipe, in cm, so the 
ammonia velocity at the inlet does not exceed 18 m/s. 

(b) the volumetric flow rate of the exiting saturated vapor, 
іп m"/min. 
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Air 
V4 =3 ft/s 
T, = 95°F 


р = 16 lbf/in? 6 ЊУ 


4.23 Figure P4.23 provides steady-state data for air flowing 
through a rectangular duct. Assuming ideal gas behavior 
for the air, determine the inlet volumetric flow rate, in ft^/s, 
and inlet mass flow rate, in kg/s. If you can determine the 
volumetric flow rate and mass flow rate at the exit, evaluate 
them. If not, explain. 


Energy Analysis of Control Volumes at Steady State 


4.24 Refrigerant 134a enters a horizontal pipe operating at 
steady state at 40°С, 300 kPa, and a velocity of 40 m/s. At 
the exit, the temperature is 50°С and the pressure is 240 kPa. 
The pipe diameter is 0.04 m. Determine (a) the mass flow 
rate of the refrigerant, in kg/s, (b) the velocity at the exit, in 
m/s, and (c) the rate of heat transfer between the pipe and 
its surroundings, in kW. 


4.25 As shown in Fig. P4.25, air enters a pipe at 25°С, 100 kPa 
with a volumetric flow rate of 23 m?/h. On the outer pipe 
surface is an electrical resistor covered with insulation. With 
a voltage of 120 V, the resistor draws a current of 4 amps. 
Assuming the ideal gas model with с, = 1.005 kJ/kg - K for 
air and ignoring kinetic and potential energy effects, 
determine (a) the mass flow rate of the air, in kg/h, and 
(b) the temperature of the air at the exit, in °С. 





Insulation 
| Electrical resistor 
T 
Air Des 
Ту=25 С T=? 
pı = 100 kPa 
(AV), = 23 m?/h 
Fig. P4.25 


4.26 Air enters a horizontal, constant-diameter heating duct 
operating at steady state at 290 K, 1 bar, with a volumetric 
flow rate of 0.25 m/s, and exits at 325 К, 0.95 bar. The flow 
area is 0.04 m?. Assuming the ideal gas model with k — 1.4 
for the air, determine (a) the mass flow rate, in kg/s, (b) the 
velocity at the inlet and exit, each in m/s, and (c) the rate of 
heat transfer, in kW. 


4.27 Air at 600 kPa, 330 K enters a well-insulated, horizontal 
pipe having a diameter of L2 cm and exits at 120 kPa, 
300 K. Applying the ideal gas model for air, determine at 
steady state (a) the inlet and exit velocities, each in m/s, and 
(b) the mass flow rate, in kg/s. 


4.28 At steady state, air at 200 kPa, 325 K, and mass flow rate 
of 0.5 kg/s enters an insulated duct having differing inlet 
and exit cross-sectional areas. The inlet cross-sectional area is 
6 cm’. At the duct exit, the pressure of the air is 100 kPa 






рә = 15 Ibf/in. 


Fig. P4.23 


and the velocity is 250 m/s. Neglecting potential energy 
effects and modeling air as an ideal gas with constant c, — 
1.008 kJ/kg - K, determine 


(a) the velocity of the air at the inlet, in m/s. 


(b) the temperature of the air at the exit, in K. 


(c) the exit cross-sectional area, іп ст. 


4.29 Refrigerant 134a flows at steady state through a 


horizontal tube having an inside diameter of 0.05 m. The 
refrigerant enters the tube with a quality of 0.1, temperature 
of 36°С, and velocity of 10 m/s. The refrigerant exits the tube 
at 9 bar as a saturated liquid. Determine 


(a) the mass flow rate of the refrigerant, in kg/s. 

(b) the velocity of the refrigerant at the exit, in m/s. 

(c) the rate of heat transfer, in kW, and its associated 
direction with respect to the refrigerant. 


4.30 As shown in Fig. P4.30, electronic components mounted 


on a flat plate are cooled by convection to the surroundings 
and by liquid water circulating through a U-tube bonded to 
the plate. At steady state, water enters the tube at 20°С 
and a velocity of 0.4 m/s and exits at 24°С with a negligible 
change in pressure. The electrical components receive 0.5 kW 
of electrical power. The rate of energy transfer by convection 
from the plate-mounted electronics is estimated to be 0.08 kW. 
Kinetic and potential energy effects can be ignored. Determine 
the tube diameter, in cm. 


Convection 
cooling on 


top surface 
LF 






pe Electronic 
T, = 24°C components 
кй ~ 
Fy =20°C 
V1 2 0.4 m/s 
Water 
Fig. P4.30 


4.31 Steam enters a nozzle operating at steady state at 20 bar, 


280°C, with a velocity of 80 m/s. The exit pressure and 
temperature are 7 bar and 180°C, respectively. The mass flow 
rate is 1.5 kg/s. Neglecting heat transfer and potential energy, 
determine 


(a) the exit velocity, in m/s. 
(b) the inlet and exit flow areas, іп cm’. 


4.32 Refrigerant 134a enters a well-insulated nozzle at 
200 Ibf/in?, 220°F, with a velocity of 120 ft/s and exits at 
20 Ibf/n? with a velocity of 1500 ft/s. For steady-state 
operation, and neglecting potential energy effects, determine 
the exit temperature, in °F. 


4.33 Air enters a nozzle operating at steady state at 72098 
with negligible velocity and exits the nozzle at 500°R with a 
velocity of 1450 ft/s. Assuming ideal gas behavior and 
neglecting potential energy effects, determine the heat 
transfer in Btu per lb of air flowing. 


4.34 Air with a mass flow rate of 2.3 kg/s enters a horizontal 
nozzle operating at steady state at 450 K, 350 kPa, and 
velocity of 3 m/s. At the exit, the temperature is 300 K and 
the velocity is 460 m/s. Using the ideal gas model for air with 
constant c, — 1.011 kJ/kg - K, determine 


(a) the area at the inlet, іп m’. 


(b) the heat transfer between the nozzle at its surroundings, 
in kW. Specify whether the heat transfer is to or from the air. 


4.35 Helium gas flows through а well-insulated nozzle at 
steady state. The temperature and velocity at the inlet are 
550°К and 150 ft/s, respectively. At the exit, the temperature 
is 400°R and the pressure is 40 Ibf/in? The area of the exit 
is 0.0085 #2. Using the ideal gas model with k = 1.67 and 
neglecting potential energy effects, determine the mass flow 
rate, in Ib/s, through the nozzle. 


4.36 Nitrogen, modeled as an ideal gas, flows at a rate of 3 kg/s 
through a well-insulated horizontal nozzle operating at 
steady state. The nitrogen enters the nozzle with a velocity 
of 20 m/s at 340 K, 400 kPa and exits the nozzle at 100 kPa. 
To achieve an exit velocity of 478.8 m/s, determine 


(a) the exit temperature, in K. 
(b) the exit area, іп m’. 


4.37 As shown in Fig. P4.37 air enters the diffuser of a jet 
engine operating at steady state at 18 kPa, 216 K and a 
velocity of 265 m/s, all data corresponding to high-altitude 
flight. The air flows adiabatically through the diffuser and 
achieves a temperature of 250 K at the diffuser exit. Using 
the ideal gas model for air, determine the velocity of the air 
at the diffuser exit, in m/s. 








Diffuser— Compressor Combustors — Turbine — Nozzle 
ру = 18 kPa 
T, 2216K 
М = 265 m/s 
Т,-250К 
1 2 
Fig. P4.37 


4.38 Air enters a diffuser operating at steady state at 540°К, 
15 Ibf/in.’, with a velocity of 600 ft/s, and exits with a velocity 
of 60 ft/s. The ratio of the exit area to the inlet area is 8. 
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Assuming the ideal gas model for the air and ignoring heat 
transfer, determine the temperature, in °R, and pressure, in 
Ibf/in.?, at the exit. 


4.39 Refrigerant 134a enters an insulated diffuser as a saturated 
vapor at 80°F with a velocity of 1453.4 ft/s. At the exit, the 
temperature is 280°F and the velocity is negligible. The 
diffuser operates at steady state and potential energy effects 
can be neglected. Determine the exit pressure, in Ibf/in.? 


4.40 Oxygen gas enters a well-insulated diffuser at 30 Ibf/in.?, 
440°R, with a velocity of 950 ft/s through a flow area of 2.0 in? 
At the exit, the flow area is 15 times the inlet area, and the 
velocity is 25 ft/s. The potential energy change from inlet to 
exit is negligible. Assuming ideal gas behavior for the oxygen 
and steady-state operation of the diffuser, determine the exit 
temperature, in °R, the exit pressure, in Ibf/in.”, and the mass 
flow rate, in 15/5. 


4.41 Air modeled as an ideal gas enters a well-insulated 
diffuser operating at steady state at 270 K with a velocity of 
180 m/s and exits with a velocity of 48.4 m/s. For negligible 
potential energy effects, determine the exit temperature, in K. 


4.42 Steam enters a well-insulated turbine operating at steady 
state at 4 MPa with a specific enthalpy of 3015.4 kJ/kg and a 
velocity of 10 m/s. The steam expands to the turbine exit where 
the pressure is 0.07 MPa, specific enthalpy is 2431.7 kJ/kg, 
and the velocity is 90 m/s. The mass flow rate is 11.95 kg/s. 
Neglecting potential energy effects, determine the power 
developed by the turbine, in kW. 


4.43 Air expands through a turbine from 8 bar, 960 K to 1 bar, 
450 K. The inlet velocity is small compared to the exit 
velocity of 90 m/s. The turbine operates at steady state and 
develops a power output of 2500 kW. Heat transfer between 
the turbine and its surroundings and potential energy effects 
are negligible. Modeling air as an ideal gas, calculate the 
mass flow rate of air, in kg/s, and the exit area, in m. 


4.44 Air expands through a turbine operating at steady state. 
At the inlet, ру = 150 lbf/in.?, Т, = 1400°R, and at the exit, 
pı = 148 Ibf/in.2, Т, = 700°R. The mass flow rate of air 
entering the turbine is 11 Ib/s, and 65,000 Btu/h of energy is 
rejected by heat transfer. Neglecting kinetic and potential 
energy effects, determine the power developed, in hp. 


4.45 Steam enters a turbine operating at steady state at 700°Е 
and 450 Ibf/in.? and leaves as a saturated vapor at 1.2 Ibf/in.? 
The turbine develops 12,000 hp, and heat transfer from the 
turbine to the surroundings occurs at a rate of 2 X 10° Btu/h. 
Neglecting kinetic and potential energy changes from inlet 
to exit, determine the volumetric flow rate of the steam at 
the inlet, in ft/s. 


4.46 A well-insulated turbine operating at steady state develops 
28.75 MW of power for a steam flow rate of 50 kg/s. The 
steam enters at 25 bar with a velocity of 61 m/s and exits as 
saturated vapor at 0.06 bar with a velocity of 130 m/s. 
Neglecting potential energy effects, determine the inlet 
temperature, in °С. 


4.47 Steam enters a turbine operating at steady state with a 
mass flow of 10 kg/min, a specific enthalpy of 3100 kJ/kg, 
and a velocity of 30 m/s. At the exit, the specific enthalpy is 
2300 kJ/kg and the velocity is 45 m/s. The elevation of the 
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inlet is 3 m higher than at the exit. Heat transfer from the 
turbine to its surroundings occurs at a rate of 1.1 kJ per kg 
of steam flowing. Let g = 9.81 m/s’. Determine the power 
developed by the turbine, in kW. 


4.48 Steam enters a turbine operating at steady state at 2 MPa, 
360°C with a velocity of 100 m/s. Saturated vapor exits at 
0.1 MPa and a velocity of 50 m/s. The elevation of the inlet 
is 3 m higher than at the exit. The mass flow rate of the 
steam is 15 kg/s, and the power developed is 7 MW. Let 
g = 9.81 m/s. Determine (a) the area at the inlet, in m?, and 
(b) the rate of heat transfer between the turbine and its 
surroundings, in kW. 


4.49 Water vapor enters a turbine operating at steady state at 
500°C, 40 bar, with a velocity of 200 m/s, and expands 
adiabatically to the exit, where it is saturated vapor at 
0.8 bar, with a velocity of 150 m/s and a volumetric flow rate 
of 9.48 m/s. The power developed by the turbine, in kW, is 
approximately 


(a) 3500, 
(b) 3540, 


(c) 3580, 
(d) 7470. 


4.50 Steam enters the first-stage turbine shown in Fig. P4.50 
at 40 bar and 500°C with a volumetric flow rate of 90 m?/min. 
Steam exits the turbine at 20 bar and 400°C. The steam is 
then reheated at constant pressure to 500°C before entering 
the second-stage turbine. Steam leaves the second stage as 
saturated vapor at 0.6 bar. For operation at steady state, and 
ignoring stray heat transfer and kinetic and potential energy 
effects, determine the 


(a) mass flow rate of the steam, in kg/h. 

(b) total power produced by the two stages of the turbine, 
in kW. 

(c) rate of heat transfer to the steam flowing through the 
reheater, in kW. 


4.51 Steam at 1800 Ibf/in. and 1100°F enters a turbine 
operating at steady state. As shown in Fig. P4.51, 20% of the 
entering mass flow is extracted at 600 Ibf/in.? and 500°F. 
The rest of the steam exits as a saturated vapor at 1 Ibf/in.? 
The turbine develops a power output of 6.8 x 10° Btu/h. 
Heat transfer from the turbine to the surroundings occurs at 
a rate of 5 x 10 Btu/h. Neglecting kinetic and potential 
energy effects, determine the mass flow rate of the steam 
entering the turbine, in ІБ/5. 


Steam 

ру = 40 bar 

Tı = 500°C 
(AV), = 90 m?/min 





рә = 20 bar 


Т, = 400°C Reheater 











Qreheater 








Heat transfer 







—[L : Weurbine 
ру = 1800 Ibf/in.2 (= - > 
T, = 1100°F 

cc 
2 3 
Saturated vapor 
ту = 0.20 т, | рз = 1 Ibffin.? 
p2 = 600 Ibf/in.? 
Т, = 500°F 
Fig. P4.51 


4.52 Hot combustion gases, modeled as air behaving as an ideal 
gas, enter a turbine at 145 Ibf/in2, 270098. with a mass flow 
rate of 0.22 Ib/s and exit at 29 Ibf/in? and 1620°R. If heat 
transfer from the turbine to its surroundings occurs at a rate 
of 14 Btu/s, determine the power output of the turbine, in hp. 


4.53 Air enters a compressor operating at steady state at 1.05 
bar, 300 K, with a volumetric flow rate of 12 m?/min and 
exits at 12 bar, 400 K. Heat transfer occurs at a rate of 2 kW 
from the compressor to its surroundings. Assuming the ideal 
gas model for air and neglecting kinetic and potential energy 
effects, determine the power input, in kW. 


4.54 Nitrogen is compressed in an axial-flow compressor 
operating at steady state from a pressure of 15 Ibf/in? and a 
temperature of 50°F to a pressure 60 Ibf/in.? The gas enters 
the compressor through a 6-in.-diameter duct with a velocity 
of 30 ft/s and exits at 198°F with a velocity of 80 ft/s. Using 
the ideal gas model, and neglecting stray heat transfer and 
potential energy effects, determine the compressor power 
input, in hp. 


4.55 Refrigerant 134a enters a compressor operating at steady 
state as saturated vapor at 0.12 MPa and exits at 1.2 MPa 
and 70°С at a mass flow rate of 0.108 kg/s. As the refrigerant 
passes through the compressor, heat transfer to the 
surroundings occurs at a rate of 0.32 kJ/s. Determine at steady 
state the power input to the compressor, in kW. 


4.56 Carbon dioxide gas is compressed at steady state from a 
pressure of 20 Ibf/in.? and a temperature of 32°F to a pressure 
of 50 Ibffin.” and a temperature of 120%Е The gas enters the 


4 Saturated 
vapor, 
ра = 0.6 bar 


Power 


T = 500°C 


Fig. P4.50 


compressor with a velocity of 30 ft/s and exits with a velocity 
of 80 ft/s. The mass flow rate is 0.98 Ib/s. The magnitude of the 
heat transfer rate from the compressor to its surroundings is 
5% of the compressor power input. Using the ideal gas model 
with c, — 0.21 Btu/Ib - ^R and neglecting potential energy 
effects, determine the compressor power input, in horsepower. 


4.57 At steady state, a well-insulated compressor takes in 
nitrogen at 60?F, 14.2 Ibf/in2, with a volumetric flow rate of 
1200 ft?/min. Compressed nitrogen exits at 500°F, 120 Ibf/in.? 
Kinetic and potential energy changes from inlet to exit can 
be neglected. Determine the compressor power, in hp, and 
the volumetric flow rate at the exit, in ft?/min. 


4.58 Air enters a compressor operating at steady state with 
a pressure of 14.7 Ibf/in?, a temperature of 80°F, and a 
volumetric flow rate of 18 ft?/s. The air exits the compressor 
at a pressure of 90 Ibf/in.? Heat transfer from the compressor 
to its surroundings occurs at a rate of 9.7 Btu per lb of air 
flowing. The compressor power input is 90 hp. Neglecting 
kinetic and potential energy effects and modeling air as an 
ideal gas, determine the exit temperature, in °F. 


4.59 Refrigerant 134a enters an air conditioner compressor at 
4 bar, 20°С, and is compressed at steady state to 12 bar, 80°С. 
The volumetric flow rate of the refrigerant entering is 4 m?/ 
min. The work input to the compressor is 60 kJ per kg of 
refrigerant flowing. Neglecting kinetic and potential energy 
effects, determine the heat transfer rate, in kW. 


4.60 Refrigerant 134a enters an insulated compressor operating 
at steady state as saturated vapor at —20°C with a mass flow 
rate of 12 kg/s. Refrigerant exits at 7 bar, 70°С. Changes in 
kinetic and potential energy from inlet to exit can be ignored. 
Determine (a) the volumetric flow rates at the inlet and exit, 
each in m/s, and (b) the power input to the compressor, in kW. 


4.61 Refrigerant 134a enters a water-jacketed compressor 
operating at steady state at —10°С, 1.4 bar, with a mass flow 
rate of 4.2 kg/s, and exits at 50°С, 12 bar. The compressor 
power required is 150 kW. Neglecting kinetic and potential 
energy effects, determine the rate of heat transfer to the 
cooling water circulating through the water jacket. 


4.62 Air, modeled as an ideal gas, is compressed at steady state 
from 1 bar, 300 K, to 5 bar, 500 K, with 150 kW of power 
input. Heat transfer occurs at a rate of 20 kW from the air 
to cooling water circulating in a water jacket enclosing the 
compressor. Neglecting kinetic and potential energy effects, 
determine the mass flow rate of the air, in kg/s. 


4.63 Air enters a compressor operating at steady state with 
a pressure of 14.7 Ibf/in.? and a temperature of 70°F. The 
volumetric flow rate at the inlet is 16.6 ft/s, and the flow 
area is 0.26 ft). At the exit, the pressure is 35 Ibf/in?, the 
temperature is 280°F, and the velocity is 50 ft/s. Heat 
transfer from the compressor to its surroundings is 1.0 Btu 
per Ib of air flowing. Potential energy effects are negligible, 
and the ideal gas model can be assumed for the air. 
Determine (a) the velocity of the air at the inlet, in ft/s, 
(b) the mass flow rate, in 16/5, and (c) the compressor 
power, in Btu/s and hp. 


4.64 Air enters a compressor operating at steady state at 14.7 
Ibf/in? and 60°F and is compressed to a pressure of 150 Ibf/in? 
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As the air passes through the compressor, it is cooled at a rate 
of 10 Btu per Ib of air flowing by water circulated through 
the compressor casing. The volumetric flow rate of the air at 
the inlet is 5000 ft/min, and the power input to the compressor 
is 700 hp. The air behaves as an ideal gas, there is no stray heat 
transfer, and kinetic and potential effects are negligible. 
Determine (a) the mass flow rate of the air, lb/s, and (b) the 
temperature of the air at the compressor exit, in ^F. 


4.65 As shown in Fig. P4.65, a pump operating at steady state 
draws water from a pond and delivers it though a pipe whose 
exit is 90 ft above the inlet. At the exit, the mass flow rate 
is 10 Ib/s. There is no significant change in water temperature, 
pressure, or kinetic energy from inlet to exit. If the power 
required by the pump is 1.68 hp, determine the rate of heat 
transfer between the pump and its surroundings, in hp and 
Btu/min. Let g = 32.0 ft/s’. 


рь = 10 Ib/s 











Fig. P4.65 


4.66 Figure P4.66 provides steady-state operating data for a 
pump drawing water from a reservoir and delivering it at a 
pressure of 3 bar to a storage tank perched above the 








T; = 15°C 

ру = 1 bar 

m, = 1.5 kg/s 
Fig. P4.66 
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reservoir. The mass flow rate of the water is L5 kg/s. The 
water temperature remains nearly constant at 15°С, there is 
no significant change in kinetic energy from inlet to exit, and 
heat transfer between the pump and its surroundings is 
negligible. Determine the power required by the pump, in 
kW. Let g = 9.81 m/s?. 


4.67 Figure P4.67 provides steady-state operating data for a 
submerged pump and an attached delivery pipe. At the inlet, 
the volumetric flow rate is 0.75 m?/min and the temperature 
is 15°С. At the exit, the pressure is 1 atm. There is по 
significant change in water temperature or kinetic energy 
from inlet to exit. Heat transfer between the pump and its 
surroundings is negligible. Determine the power required by 
the pump, in kW. Let g = 9.81 m/s’. 


4.68 As shown in Fig. P4.68, a power washer used to clean the 
siding of a house has water entering through a hose at 20°С, 
1 atm and a velocity of 0.2 m/s. A jet of water exits with a 
velocity of 20 m/s at an average elevation of 5 m with no 
significant change in temperature or pressure. At steady 
state, the magnitude of the heat transfer rate from the power 
washer to the surroundings is 10% of the electrical power 
input. Evaluating electricity at 8 cents per kW - h, determine 
the cost of the power required, in cents per liter of water 
delivered. Compare with the cost of water, assuming 0.05 cent 
per liter, and comment. 


4.69 During cardiac surgery, a heart-lung machine achieves 
extracorporeal circulation of the patient's blood using a 
pump operating at steady state. Blood enters the well- 
insulated pump at a rate of 5 liters/min. The temperature 
change of the blood is negligible as it flows through the 
pump. The pump requires 20 W of power input. Modeling 
the blood as an incompressible substance with negligible 
kinetic and potential energy effects, determine the pressure 
change, in kPa, of the blood as it flows through the pump. 
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Fig. P4.68 


4.70 A pump is used to circulate hot water in a home heating 
system. Water enters the well-insulated pump operating at 
steady state at a rate of 0.42 gal/min. The inlet pressure and 
temperature аге 14.7 Ibf/in?, and 180°F, respectively; at the 
exit the pressure is 120 Ibf/in.? The pump requires 1/35 hp of 
power input. Water can be modeled as an incompressible 
substance with constant density of 60.58 Ib/ft? and constant 
specific heat of 1 Btu/Ib - ^R. Neglecting kinetic and potential 
energy effects, determine the temperature change, in °R, as 
the water flows through the pump. Comment on this change. 


4.71 Refrigerant 134a at a flow rate of 0.5 Ib/s enters a heat 
exchanger in a refrigeration system operating at steady state 





Тү= 15°С 
(AV); = 0.75 m?/min 


Fig. Р4.67 








as saturated liquid at 0°F and exits at 20°F at a pressure of 
20 Ibf/in? A separate air stream passes in counterflow to the 
Refrigerant 134a stream, entering at 120°F and exiting at 
ТТЕ The outside of the heat exchanger is well insulated. 
Neglecting kinetic and potential energy effects and modeling 
the air as an ideal gas, determine the mass flow rate of air, 
in Ib/s. 


4.72 Oil enters a counterflow heat exchanger at 450 K with 


a mass flow rate of 10 kg/s and exits at 350 K. A separate 
stream of liquid water enters at 20°С, 5 bar. Each stream 
experiences no significant change in pressure. Stray heat 
transfer with the surroundings of the heat exchanger and 
kinetic and potential energy effects can be ignored. The 
specific heat of the oil is constant, c — 2 kJ/kg - K. If the 
designer wants to ensure no water vapor is present in 
the exiting water stream, what is the allowed range of mass 
flow rates for the water, in kg/s? 


4.73 As shown in Fig. P4.73, Refrigerant 134a enters a condenser 
operating at steady state at 70 Ibf/in.?, 160°F and is condensed 
to saturated liquid at 60 Ibf/in? on the outside of tubes through 
which cooling water flows. In passing through the tubes, the 
cooling water increases in temperature by 20°F and experiences 
no significant pressure drop. Cooling water can be modeled as 
incompressible with v = 0.0161 ft/lb and с = 1 Btu/lb - ^R. 
The mass flow rate of the refrigerant is 3100 ІМ. Neglecting 
kinetic and potential energy effects and ignoring heat transfer 
from the outside of the condenser, determine 


(a) the volumetric flow rate of the entering cooling water, 
in gal/min. 

(b) the rate of heat transfer, in Btu/h, to the cooling water 
from the condensing refrigerant. 


Refrigerant 134a 
ру = 70 Ibf/in? 
T, = 160?F 

тр = 3100 Ib/h 















Рь= Pa 


Retrigerant 134a 
р» 60 Ibf/in.? 
V Saturated liquid 


[=> 
T, – T, = 20°F = 20°R 
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4.75 An air-conditioning system is shown in Fig. P4.75 in which 


air flows over tubes carrying Refrigerant 134a. Air enters 
with a volumetric flow rate of 50 m?/min at 32°С, 1 bar, and 
exits at 22°С, 0.95 bar. Refrigerant enters the tubes at 5 bar 
with a quality of 20% and exits at 5 bar, 20°С. Ignoring heat 
transfer at the outer surface of the air conditioner, and 
neglecting kinetic and potential energy effects, determine at 
steady state 


(a) the mass flow rate of the refrigerant, in kg/min. 
(b) the rate of heat transfer, in kJ/min, between the air and 
refrigerant. 


Air 

рі = 1 bar 

Т = 32°C = 305 К 
(AV), = 50 m?/min 








2+ p; = 0.95 bar 
Ty = 22°C = 295 K 


Fig. P4.75 


4.76 Steam enters a heat exchanger operating at steady state 


at 250 kPa and a quality of 90% and exits as saturated liquid 
at the same pressure. A separate stream of oil with a mass 
flow rate of 29 kg/s enters at 20°C and exits at 100°C with 
no significant change in pressure. The specific heat of the oil 
is c = 2.0 kJ/kg - K. Kinetic and potential energy effects are 
negligible. If heat transfer from the heat exchanger to its 
surroundings is 10% of the energy required to increase the 
temperature of the oil, determine the steam mass flow rate, 
in kg/s. 


4.77 Refrigerant 134a enters a heat exchanger at —12°C and a 


quality of 42% and exits as saturated vapor at the same 
temperature with a volumetric flow rate of 0.85 m?/min. A 
separate stream of air enters at 22°C with a mass flow rate 
of 188 kg/min and exits at 17°C. Assuming the ideal gas 
model for air and ignoring kinetic and potential energy 
effects, determine (a) the mass flow rate of the Refrigerant 
134a, in kg/min, and (b) the heat transfer between the heat 


Fig. P4.73 


exchanger and its surroundings, in kJ/min. 


4.78 As sketched in Fig. P4.78, a condenser using river water 


4.74 Steam at a pressure of 0.08 bar and a quality of 93.2% to condense steam with a mass flow rate of 2 x 10° kg/h 


enters a shell-and-tube heat exchanger where it condenses 
on the outside of tubes through which cooling water flows, 
exiting as saturated liquid at 0.08 bar. The mass flow rate of 
the condensing steam is 3.4 X 10° kg/h. Cooling water enters 
the tubes at 15°C and exits at 35°C with negligible change 
in pressure. Neglecting stray heat transfer and ignoring 
kinetic and potential energy effects, determine the mass flow 
rate of the cooling water, in kg/h, for steady-state operation. 


from saturated vapor to saturated liquid at a pressure of 
0.1 bar is proposed for an industrial plant. Measurements 
indicate that several hundred meters upstream of the plant, 
the river has a volumetric flow rate of 2 x 10° m*/h and a 
temperature of 15°C. For operation at steady state and 
ignoring changes in kinetic and potential energy, determine 
the river-water temperature rise, in °C, downstream of the 
plant traceable to use of such a condenser, and comment. 
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Fig. P4.78 
4.79 Figure P4.79 shows a solar collector panel embedded in liquid. The steam mass flow rate is 1.5 kg/min. A separate 

a roof. The panel, which has a surface area of 24 ft^, receives stream of air with a mass flow rate of 100 kg/min enters 
energy from the sun at a rate of 200 Btu/h per ft? of collector at 30°С and exits at 60°С. The ideal gas model with c, = 
surface. Twenty-five percent of the incoming energy is lost 1.005 kJ/kg - K can be assumed for air. Kinetic and potential 
to the surroundings. The remaining energy is used to heat energy effects are negligible. Determine (a) the quality of 
domestic hot water from 90 to 120°Е. The water passes the entering steam and (b) the rate of heat transfer between 
through the solar collector with a negligible pressure drop. the heat exchanger and its surroundings, in kW. 


Neglecting kinetic and potential effects, determine at steady A81 
state how many gallons of water at 120°F the collector — 


Figure P4.81 provides steady-state operating data for . S 
generates per hour. 


parallel flow heat exchanger in which there are separate 
streams of air and water. Each stream experiences no 
significant change in pressure. Stray heat transfer with the 
surroundings of the heat exchanger and kinetic and potential 
energy effects can be ignored. The ideal gas model applies 
to the air. If each stream exits at the same temperature, 
determine the value of that temperature, in K. 


А =24 12 







200 Btu/h-ft? 


"n 


Water out at Saturated vapor, 
25% Т, = 120°F ру = 1 Баг 
1055 m, = 10 kg/s 


= Water in at 
T, = 90°F 





ту = 5 kg/s 


Fig. P4.81 


4.82 Figure P4.82 provides steady-state operating data for . 


Fig. P4.79 parallel flow heat exchanger in which there are separate 
streams of air and carbon dioxide (СО;). Stray heat transfer 
4.80 Steam enters a counterflow heat exchanger operating with the surroundings of the heat exchanger and kinetic and 


at steady state at 0.07 MPa with a specific enthalpy of potential energy effects can be ignored. The ideal gas model 
2431.6 kJ/kg and exits at the same pressure as saturated applies to each gas. A constraint on heat exchanger size 


Carbon dioxide, 
T, = 560°R 
my, = 73.7 lb/s 





T, = 1040°R 
тз = 50 Ib/s 


Fig. P4.82 


requires the temperature of the exiting air to be 20 degrees 
greater than the temperature of the exiting CO;. Determine 
the exit temperature of each stream, in °R. 


4.83 An open feedwater heater operates at steady state with 
liquid water entering inlet 1 at 10 bar, 50°С, and a mass flow 
rate of 60 kg/s. A separate stream of steam enters inlet 2 at 
10 bar and 200°C. Saturated liquid at 10 bar exits the feedwater 
heater at exit 3. Ignoring heat transfer with the surroundings 
and neglecting kinetic and potential energy effects, determine 
the mass flow rate, in kg/s, of the steam at inlet 2. 


4.84 Figure P4.84 provides steady-state data for the ducting 
ahead of the chiller coils in an air-conditioning system. 
Outside air at 90°F is mixed with return air at 75°Е. Stray 
heat transfer is negligible, kinetic and potential energy 
effects can be ignored, and the pressure throughout is 1 atm. 
Modeling the air as an ideal gas with с, = 0.24 Btu/lb - °R, 
determine (a) the mixed-air temperature, in °F, and (b) the 
diameter of the mixed-air duct, in ft. 


Outside air at 

T, = 90°Е 

М = 600 ft/min 
(AV), = 2000 ft?/min 








Mixed air, 

Уз = 500 ft/min 
Та =7 

D3=? 








Return air at 


Т, = 75°F 
Dy =4 ft 
V5 = 400 ft/min 


Fig. P4.84 
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4.85 For the desuperheater shown in Fig. P4.85, liquid water at 
state 1 is injected into a stream of superheated vapor entering 
at state 2. As a result, saturated vapor exits at state 3. Data 
for steady state operation are shown on the figure. Ignoring 
stray heat transfer and kinetic and potential energy effects, 
determine the mass flow rate of the incoming superheated 
vapor, in kg/min. 


r- Desuperheater 















Т, = 20°С 
pı = 0.3 MPa 

ту = 6.37 kg/min 
Saturated vapor 


2 рз = 0.3 MPa 


+> 
Superheated vapor 
Т, = 200°C 
Го 0.3 МРа 


Fig. P4.85 


4.86 Three return steam lines in a chemical processing plant 
enter a collection tank operating at steady state at 1 bar. 
Steam enters inlet 1 with flow rate of 0.8 kg/s and quality of 
0.9. Steam enters inlet 2 with flow rate of 2 kg/s at 200°C. 
Steam enters inlet 3 with flow rate of 1.2 kg/s at 95°С. Steam 
exits the tank at 1 bar. The rate of heat transfer from the 
collection tank is 40 kW. Neglecting kinetic and potential 
energy effects, determine for the steam exiting the tank 


(a) the mass flow rate, in kg/s. 
(b) the temperature, in С. 


4.87 A wellinsulated tank in a vapor power plant operates 
at steady state. Water enters at inlet 1 at a rate of 125 Ib/s at 
14.7 Ibf/in? Make-up water to replenish steam losses from the 
plant enters at inlet 2 at a rate of 10 Ib/s at 14.7 Ibf/in? and 60°F, 
Water exits the tank at 14.7 Ibf/in? Neglecting kinetic and 
potential energy effects, determine for the water exiting the tank 


(a) the mass flow rate, in Ib/s. 
(b) the specific enthalpy, in Btu/Ib. 
(c) the temperature, in °F. 


4.88 Steam with a quality of 0.7 pressure of 1.5 bar, and flow 
rate of 10 kg/s enters a steam separator operating at steady 
state. Saturated vapor at 1.5 bar exits the separator at state 
2 at a rate of 6.9 kg/s while saturated liquid at 1.5 bar exits 
the separator at state 3. Neglecting kinetic and potential 
energy effects, determine the rate of heat transfer, in kW, and 
its associated direction. 


4.89 Ammonia enters the expansion valve of a refrigeration 
system at a pressure of 10 bar and a temperature of 22°С 
and exits at 1 bar. If the refrigerant undergoes a throttling 
process, what is the quality of the refrigerant exiting the 
expansion valve? 


4.90 Propane vapor enters a valve at 1.0 MPa, 60°С, and leaves 
at 0.3 MPa. If the propane undergoes a throttling process, what 
is the temperature of the propane leaving the valve, in °С? 


4.91 Steam enters a partially open valve operating at steady 
state as saturated liquid at 300°F and exits at 60 Ibffin.? 
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Neglecting kinetic and potential energy effects and any stray 
heat transfer with the surroundings, determine the temperature, 
in °F, and the quality of the steam exiting the valve. 


4.92 At steady state, a valve and steam turbine operate in series. 
The steam flowing through the valve undergoes a throttling 
process. At the valve inlet, the conditions are 600 Ibf/in, 
800°F. At the valve exit, corresponding to the turbine inlet, 
the pressure is 300 Ibf/in.? At the turbine exit, the pressure 
is 5 Ibf/in? The work developed by the turbine is 350 Btu 
per Ib of steam flowing. Stray heat transfer and kinetic and 
potential energy effects can be ignored. Fix the state at the 
turbine exit: If the state is superheated vapor, determine the 
temperature, in ^F. If the state is a two-phase liquid-vapor 
mixture, determine the quality. 


4.93 A horizontal constant-diameter pipe with a build-up of 
debris is shown in Fig. P4.93. Air modeled as an ideal gas 
enters at 320 K, 900 kPa, with a velocity of 30 m/s and exits 
at 305 K. Assuming steady state and neglecting stray heat 
transfer, determine for the air exiting the pipe 


(a) the velocity, in m/s. 
(b) the pressure, in kPa. 


1 2 
Air 
T,2320K Т, = 305 К 


P = 900 kPa Debris Dj-D 
V4 = 30 m/s buildup 
Fig. P4.93 


4.94 Liquid water enters a valve at 300 kPa and exits at 275 kPa. 
As water flows through the valve, the change in its temperature, 
stray heat transfer with the surroundings, and potential 
energy effects are negligible. Operation is at steady state. 
Modeling the water as incompressible with constant 
p — 1000 kg/m?, determine the change in kinetic energy per 
unit mass of water flowing through the valve, in kJ/kg. 


Advanced Energy Systems at Steady State 


4.95 Figure P4.95 shows a turbine operating at a steady state 
that provides power to an air compressor and an electric 
generator. Air enters the turbine with a mass flow rate of 
5.4 kg/s at 527°C and exits the turbine at 107°C, 1 bar. The 
turbine provides power at a rate of 900 kW to the compressor 


Air 





T, = 107°C 
рэ = 1баг 





Fig. P4.95 


and at a rate of 1400 kW to the generator. Air can be modeled 
as an ideal gas, and kinetic and potential energy changes are 
negligible. Determine (a) the volumetric flow rate of the air 
at the turbine exit, in m/s, and (b) the rate of heat transfer 
between the turbine and its surroundings, in kW. 


4.96 Figure P4.96 provides steady-state data for a throttling 
valve in series with a heat exchanger. Saturated liquid 
Refrigerant 134a enters the valve at a pressure of 9 bar and 
is throttled to a pressure of 2 bar. The refrigerant then enters 
the heat exchanger, exiting at a temperature of 10°С with no 
significant decrease in pressure. In a separate stream, liquid 
water at 1 bar enters the heat exchanger at a temperature 
of 25°С with a mass flow rate of 2 kg/s and exits at 1 bar as 
liquid at a temperature of 15°С. Stray heat transfer апа 
kinetic and potential energy effects can be ignored. 
Determine 


(a) the temperature, іп “С, of the refrigerant at the exit of 
the valve. 
(b) the mass flow rate of the refrigerant, in kg/s. 

















р» = 2 bar m Heat exchanger 
1 2 3 = 
Saturated n ње 
liquid R-134a Valve = 
at pı = 9 bar 
5 4 
а in Water 
P5 = рд Ту = 25°С 
рд = 1 Баг 
тд = 2 kg/s 
Fig. P4.96 


4.97 As shown in Fig. Р4.97 Refrigerant 22 enters the 
compressor of an air-conditioning unit operating at steady 
state at 40°F, 80 Ibf/in? and is compressed to 140°F, 200 Ibf/ 
in.’ The refrigerant exiting the compressor enters a condenser 
where energy transfer to air as a separate stream occurs and 
the refrigerant exits as a liquid at 200 Ibf/in.?, 90°F. Air enters 


Condenser 







Air at T4 = 80°F, p, = 14.7 Ibf/in.? 
(AV), = 750 ft?/min 


T; = 90°F 
Т, = 140°F рз = 200 Ibf/in.? 


рэ = 200 Ibf/in.? 






R22 at 
T, = 40°F 
pi = 80 Ibf/in? 


Fig. Р4.97 


the condenser at 80°F, 14.7 Ibf/in? with a volumetric flow 
rate of 750 ft/min and exits at 110°F. Neglecting stray heat 
transfer and kinetic and potential energy effects, and 
assuming ideal gas behavior for the air, determine (a) the 
mass flow rate of refrigerant, in Ib/min, and (b) the 
compressor power, in horsepower. 


4.98 Figure P4.98 shows three components of an air- 
conditioning system. Refrigerant 134a flows through a 
throttling valve and a heat exchanger while air flows through 
a fan and the same heat exchanger. Data for steady-state 
operation are given on the figure. There is no significant heat 
transfer between any of the components and the surroundings. 
Kinetic and potential energy effects are negligible. Modeling 
air as an ideal gas with constant c, = 0.240 Btu/lb - ^R, 
determine the mass flow rate of the air, in Ib/s. 












Air 
Тү = 535°R 
cy 7 0.240 Btu/Ib^R 
Saturated liquid R-134a 
Тұ-115%Е 1 
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Wey = -0.2 hp 
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рад = 60 Ibf/in.? 








— Heat exchanger 
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Fig. P4.98 


4.99 Figure P4.99 shows a turbine-driven pump that provides 
water to a mixing chamber located 25 m higher than the 







hy = 417.69 kI/kg 





ра = 5 bar 


T, = 180°C Saturated liquid water 


pı= 1 bar 
m = 50 kg/s 


Fig. P4.99 
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pump. Steady-state operating data for the turbine and pump 
are labeled on the figure. Heat transfer from the water to its 
surroundings occurs at a rate of 2 kW. For the turbine, heat 
transfer with the surroundings and potential energy effects 
are negligible. Kinetic energy effects at all numbered states 
can be ignored. Determine 


(a) the power required by the pump, in kW, to supply water 
to the inlet of the mixing chamber. 

(b) the mass flow rate of steam, in kg/s, that flows through 
the turbine. 


4.100 Separate streams of air and water flow through the 
compressor and heat exchanger arrangement shown in 
Fig. P4.100. Steady-state operating data are provided on the 
figure. Heat transfer with the surroundings can be neglected, 
as can all kinetic and potential energy effects. The air is 
modeled as an ideal gas. Determine 


(a) the total power required by both compressors, in kW. 
(b) the mass flow rate of the water, in kg/s. 


Air 
pı= 1 bar B 
14 T; = 300 K pa= abar 
T,= 800 K 
5 40. 
Weva 


m, = 0.6 kg/s 

























6 n 
T,- 30°С Heat exchanger 
- Water 
Pe-p 
с T; = 20°С 
р5 = 1 Баг 
Fig. P4.100 


4.101 Figure P4.101 shows a pumped-hydro energy storage 
system delivering water at steady state from a lower reservoir 
to an upper reservoir using off-peak electricity (see 
Sec. 4.8.3). Water is delivered to the upper reservoir at a 
volumetric flow rate of 150 m/s with an increase in elevation 
of 20 m. There is no significant change in temperature, 
pressure, or kinetic energy from inlet to exit. Heat transfer 
from the pump to its surroundings occurs at a rate of 
0.6 MW and g — 9.81 m/s?. Determine the pump power 
required, in MW. Assuming the same volumetric flow rate 
when the system generates on-peak electricity using this 
water, will the power be greater, less, or the same as the 
pump power? Explain. 
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Fig. P4.101 


4.102 Steady-state operating data for a simple steam power Determine the (a) thermal efficiency and (b) the mass flow 
plant are provided in Fig. P4.102. Stray heat transfer and rate of the cooling water, in kg per kg of steam flowing. 


а potential азар HS Cdn Ergot, 4.103 Steady-state operating data are provided for a compressor 


and heat exchanger in Fig. P4.103. The power input to the 

compressor is 50 kW. As shown in the figure, nitrogen (№) 

flows through the compressor and heat exchanger with a 

mass flow rate of 0.25 kg/s. The nitrogen is modeled as an 

ideal gas. А separate cooling stream of helium, modeled as 
Power d an ideal gas with k — 1.67 also flows through the heat 
exchanger. Stray heat transfer and kinetic and potential 
energy effects are negligible. Determine the mass flow rate 
of the helium, in kg/s. 


От = 3400 кука 










рә = 0.2 bar, 
saturated 
vapor Cooling Helium 


water in at T; = 15°С Т=175°С 4--Т,-259С 






5 Power in = 50 kW 
=== 


Cooling 
water out at 
Тє = 35°C 
Тэ = 350 К 


P = 100 kPa Heat exchanger 


Fig. P4.102 Fig. P4.103 


m, = 1.5 kg/s 
Рі = 20 bar 
T, = 360°C 


У = 50 m/s 


Saturated vapor 
рә = 1 bar 

У, = 100 m/s 
My = тз 


Fig. P4.104 


4.104 Figure P4.104 provides steady-state operating data for a 
cogeneration system with water vapor at 20 bar, 360°C 
entering at location 1. Power is developed by the system at 
а rate of 2.2 MW. Process steam leaves at location 2, and hot 
water for other process uses leaves at location 3. Evaluate 
the rate of heat transfer, in MW, between the system and its 
surroundings. Let g — 9.81 m/s?. 


4.105 As shown in Fig. P4.105, hot industrial waste water at 
15 bar, 180°C with a mass flow rate of 5 kg/s enters a flash 
chamber via a valve. Saturated vapor and saturated liquid 
streams, each at 4 bar, exit the flash chamber. The saturated 
vapor enters the turbine and expands to 0.08 bar, x - 90%. 
Stray heat transfer and kinetic and potential energy effects 
are negligible. For operation at steady state, determine the 
power, in hp, developed by the turbine. 


4.106 A simple gas turbine power cycle operating at steady 
state with air as the working substance is shown in Fig. P4.106. 
The cycle components include an air compressor mounted on 
the same shaft as the turbine. The air is heated in the high- 
pressure heat exchanger before entering the turbine. The air 
exiting the turbine is cooled in the low-pressure heat exchanger 
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Р>рі 
T,=650°R 2 

















С Heat exchanger 


pı = latm 
T, =520°R 
(AV), = 30,000 ft?/min 


C Heat exchanger 
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Saturated liquid 
рз = 1 баг 
Уз = 100 m/s 





Saturated vapor, 
р = 4 bar 


Flash chamber 





Saturated liquid, 
рз = 4 bar 


Fig. P4.105 


before returning to the compressor. Kinetic and potential 
effects are negligible. The compressor and turbine are 
adiabatic. Using the ideal gas model for air, determine the (a) 
power required for the compressor, in hp, (b) power output 
of the turbine, in hp, and (c) thermal efficiency of the cycle. 


P2 
3 T,-2000*R 


3 — үү, 


P4= Pi 
Т,- 98098 
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Fig. P4.108 


4.107 A residential air-conditioning system operates at steady 
state, as shown in Fig. P4.107 Refrigerant 22 circulates 
through the components of the system. Property data at key 
locations are given on the figure. If the evaporator removes 
energy by heat transfer from the room air at a rate of 600 
Btu/min, determine (a) the rate of heat transfer between the 
compressor and the surroundings, in Btu/min, and (b) the 
coefficient of performance. 


4.108 Separate streams of steam and air flow through the 
turbine and heat exchanger arrangement shown in Fig. P4.108. 
Steady-state operating data are provided on the figure. Heat 
transfer with the surroundings can be neglected, as can all 
kinetic and potential energy effects. Determine (a) 73, in K, 
and (b) the power output of the second turbine, in kW. 


Transient Analysis 


4.109 A rigid tank whose volume is 10 L is initially evacuated. 
A pinhole develops in the wall, and air from the surroundings 
at 1 bar, 25°C enters until the pressure in the tank becomes 
1 bar. No significant heat transfer between the contents of 
the tank and the surroundings occurs. Assuming the ideal 
gas model with k = 1.4 for the air, determine (a) the final 


# = 10,000 kw 





Heat exchanger 








5 ps-1.35 bar 
т» = 1500 kg/min 






temperature in the tank, in ^C, and (b) the amount of air 
that leaks into the tank, in g. 


4.110 A tank whose volume is 0.01 m? is initially evacuated. A 
pinhole develops in the wall, and air from the surroundings 
at 21°С, 1 bar enters until the pressure in the tank is 1 bar. If 
the final temperature of the air in the tank is 21°С, determine 
(a) the final mass in the tank, in g, and (b) the heat transfer 
between the tank contents and the surroundings, in kJ. 


4.111 A rigid tank whose volume is 2 mî, initially containing 
air at 1 bar, 295 K, is connected by a valve to a large vessel 
holding air at 6 bar, 295 K. The valve is opened only as long 
as required to fill the tank with air to a pressure of 6 bar 
and a temperature of 350 K. Assuming the ideal gas model 
for the air, determine the heat transfer between the tank 
contents and the surroundings, in kJ. 


4.112 An insulated, rigid tank whose volume is 0.5 m? is 
connected by a valve to a large vessel holding steam at 
40 bar, 500°C. The tank is initially evacuated. The valve is 
opened only as long as required to fill the tank with steam 
to a pressure of 20 bar. Determine the final temperature of 
the steam in the tank, in ^C, and the final mass of the steam 
in the tank, in kg. 


Air at 290 K, 1 bar 





Off-peak + 
electricity 
in 


Cavern 


Fig. P4.114 


4.113 An insulated, rigid tank whose volume is 10 ft? is 
connected by a valve to a large steam line through which 
steam flows at 500 Ibf/in2, 800°F. The tank is initially 
evacuated. The valve is opened only as long as required to 
fill the tank with steam to a pressure of 500 Ibf/in.? Determine 
the final temperature of the steam in the tank, in °F, and the 
final mass of steam in the tank, in lb. 


4.114 Figure P4.114 provides operating data for a compressed- 
air energy storage system using off-peak electricity to power 
a compressor that fills a cavern with pressurized air (see 
Sec. 4.8.3). The cavern shown in the figure has a volume of 
10? т? and initially holds air at 290 K, 1 bar, which corresponds 
to ambient air. After filling, the air in the cavern is at 790 K, 
21 bar. Assuming ideal gas behavior for the air, determine 
(a) the initial and final mass of air in the cavern, each in kg, 
and (b) the work required by the compressor, in GJ. Ignore 
heat transfer and kinetic and potential energy effects. 


4.115 A rigid tank whose volume is 0.5 m°, initially containing 
ammonia at 20°С, 1.5 bar, is connected by a valve to a large 
supply line carrying ammonia at 12 bar, 60°С. The valve is 
opened only as long as required to fill the tank with 
additional ammonia, bringing the total mass of ammonia in 
the tank to 143.36 kg. Finally, the tank holds a two-phase 
liquid-vapor mixture at 20°С. Determine the heat transfer 
between the tank contents and the surroundings, in kJ, 
ignoring kinetic and potential energy effects. 


4.116 As shown in Fig. P4.116, a 2475-f tank contains 
saturated vapor water initially at 30 ІМ/іп.2 The tank is 
connected to a large line carrying steam at 180 Ibf/in.’, 450°F. 
Steam flows into the tank through a valve until 2.9 Ib of 
steam have been added to the tank. The valve is then closed 
and the pressure in the tank is 40 Ibf/in? Determine the 
specific volume, in ft/lb, at the final state of the control 
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=> То turbine-generator (see Fig. 4.12) 
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Finally: 
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Fig. P4.116 


volume and the magnitude and direction of the heat transfer 
between the tank and its surroundings, in Btu. 


4.117 A rigid copper tank, initially containing 1 m? of air at 


295 K, 5 bar, is connected by a valve to a large supply line 
carrying air at 295 K, 15 bar. The valve is opened only as 
long as required to fill the tank with air to a pressure of 15 bar. 
Finally, the air in the tank is at 310 K. The copper tank, 
which has a mass of 20 kg, is at the same temperature as the 
air in the tank, initially and finally. The specific heat of the 
copper is c — 0.385 kJ/kg - K. Assuming ideal gas behavior 
for the air, determine (a) the initial and final mass of air 
within the tank, each in kg, and (b) the heat transfer to the 
surroundings from the tank and its contents, in kJ, ignoring 
kinetic and potential energy effects. 


4.118 A rigid, insulated tank, initially containing 0.4 m? of 


saturated water vapor at 3.5 bar, is connected by a valve to 
a large vessel holding steam at 15 bar, 320°C. The valve is 
opened only as long as required to bring the tank pressure 
to 15 bar. For the tank contents, determine the final 
temperature, in ^C, and final mass, in kg. 


с. 
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4.119 А rigid, well-insulated tank of volume 0.9 m? is initially 
evacuated. At time ¢ = 0, air from the surroundings at 1 bar, 
27°C begins to flow into the tank. An electric resistor 
transfers energy to the air in the tank at a constant rate for 
5 minutes, after which time the pressure in the tank is 1 bar 
and the temperature is 457°C. Modeling air as an ideal gas, 
determine the power input to the tank, in kW. 


4.120 A well-insulated rigid tank of volume 15 m? is connected 
to a large steam line through which steam flows at 1 MPa 
and 320°C. The tank is initially evacuated. Steam is allowed 
to flow into the tank until the pressure inside is p. 


(a) Determine the amount of mass in the tank, in kg, and 
the temperature in the tank, in °C, when p = 500 kPa. 

(b) Plot the quantities of part (a) versus p ranging from 
0 kPa to 500 kPa. 


| 4.121 A 50-gallon-capacity hot-water heater is shown in Fig. 


P4.121. Water in the tank of the heater initially has a 
temperature of 120°F When someone turns on the shower 
faucet, water flows from the tank at a rate of 0.47 Ib/s, and 
replenishment water at 40°F flows into the tank from the 
municipal water distribution system. Water in the tank receives 
an energy input at a rate of 40,000 Btu/h from electrical 
resistors. If the water within the tank is well mixed, the 
temperature at any time can be taken as uniform throughout. 
The tank is well insulated so stray heat transfer with the 
surroundings is negligible. Neglecting kinetic and potential 
energy effects, assuming negligible change in pressure from 
inlet to exit of the tank, and modeling water as an incompressible 
substance with density of 62.28 Ib/f and specific heat of 
10 Btu/Ib-^R, plot the temperature, in °F, of the water in the 
tank versus time from ¢ = 0 to 20 min. 





T,= Т. Га Т, = 40°F 

it, = 0.47 Ib/s Пү-т, 
Liquid water 
Т./(1- 0) = 120°F О, = 40,000 Btu/h 
Vey = 50 gal FN 











Fig. P4.121 


4122 A rigid tank having а volume of 0.1 m? initially contains 
water as a two-phase liquid-vapor mixture at 1 bar and a 
quality of 1%. The water is heated in two stages: 


Stage 1: Constant-volume heating until the pressure is 
20 bar. 

Stage 2: Continued heating while saturated water vapor is 
slowly withdrawn from the tank at a constant 
pressure of 20 bar. Heating ceases when all the water 
remaining in the tank is saturated vapor at 20 bar. 


For the water, evaluate the heat transfer, in kJ, for each stage 
of heating. Ignore kinetic and potential energy effects. 


4.123 A rigid, insulated tank having a volume of 50 ft? initially 


contains a two-phase liquid-vapor mixture of ammonia at 
100°F and a quality of 1.996. Saturated vapor is slowly 
withdrawn from the tank until a two-phase liquid-vapor 
mixture at 80°F remains. Determine the mass of ammonia in 
the tank initially and finally, each in Ib. 


4.124 A pressure cooker has a volume of 0.011 m? and initially 


contains a two-phase liquid-vapor mixture of H,O at a 
temperature of 100°C and a quality of 10%. As the water is 
heated at constant volume, the pressure rises to 2 bar and 
the quality becomes 18.0%. With further heating a pressure- 
regulating valve keeps the pressure constant in the cooker 
at 2 bar by allowing saturated vapor at 2 bar to escape. 
Neglecting kinetic and potential energy effects, 


(a) determine the quality of the ЊО at the initial onset of 
vapor escape (state 2) and the amount of heat transfer, in 
kJ, to reach this state. 

(b) determine the final mass in the cooker, in kg, and the 
additional amount of heat transfer, in kJ, if heating continues 
from state 2 until the final quality is 1.0. 

(c) plot the quantities of part (b) versus quality increasing 
from the value at state 2 to 10096. 


4.125 A well-insulated rigid tank of volume 8 ft? initially 


contains carbon dioxide at 180°F and 40 Ibf/in? A valve 
connected to the tank is opened, and carbon dioxide is 
withdrawn slowly until the pressure within the tank drops to 
p. ^n electrical resistor inside the tank maintains the 
temperature at 180?F. Modeling carbon dioxide as ап ideal 
gas and neglecting kinectic and potential energy effects, 


(a) determine the mass of carbon dioxide withdrawn, in 
Ib, and the energy input to the resistor, in Btu, when 
p = 22 Ibf/in? 

(b) plot the quantities of part (a) versus p ranging from 15 
to 40 Ibf/in.? 


4.126 A tank of volume 12 m? initially contains steam at 


8 MPa and 400*C. Steam is withdrawn slowly from the tank 
until the pressure drops to p. Heat transfer to the tank 
contents maintains the temperature constant at 400*C. 
Neglecting all kinetic and potential energy effects and 
assuming specific enthalpy of the exiting steam is linear with 
the mass in the tank, 


(a) determine the heat transfer, in kJ, if p - 2 MPa. 
(b) plot the heat transfer, in kJ, versus p ranging from 0.5 
to 8 MPa. 


4.127 An open cooking pot containing 0.5 liter of water at 


20°С, 1 bar sits on a stove burner. Once the burner is turned 
on, the water is gradually heated at a rate of 0.85 kW while 
pressure remains constant. After a period of time, the water 
starts boiling and continues to do so until all of the water 
has evaporated. Determine 


(a) the time required for the onset of evaporation, in s. 
(b) the time required for all of the water to evaporate, in s, 
once evaporation starts. 


4.128 Nitrogen gas is contained in a rigid 1-m tank, initially at 


10 bar, 300 K. Heat transfer to the contents of the tank 


с. 


с. 


с. 


с. 
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occurs until the temperature has increased to 400 K. During 
the process, a pressure-relief valve allows nitrogen to escape, 
maintaining constant pressure in the tank. Neglecting kinetic 
and potential energy effects, and using the ideal gas model 
with constant specific heats evaluated at 350 K, determine 
the mass of nitrogen that escapes, in kg, and the amount of 
energy transfer by heat, in kJ. 


Б. 4129 Тһе air supply to a 2000-ft* office has been shut off 


overnight to conserve utilities, and the room temperature 
has dropped to 40°F. In the morning, a worker resets the 
thermostat to 70°F, and 200 ft*/min of air at 120°F begins 
to flow in through a supply duct. The air is well mixed 
within the room, and an equal mass flow of air at room 
temperature is withdrawn through a return duct. The air 
pressure is nearly 1 atm everywhere. Ignoring heat transfer 
with the surroundings and kinetic and potential energy 
effects, estimate how long it takes for the room temperature 
to reach 70°F. Plot the room temperature as a function of 
time. 





applications of MEMS technology. In each case, explain the 
scientific and technological basis for the application, discuss 
the state of current research, and determine how close the 
technology is in terms of commercialization. Write a report 
of your findings, including at least three references. 


4.2D A group of cells called the sinus node is the natural 


pacemaker of the heart and controls the heartbeat. Sinus 
node dysfunction is one source of the medical condition 
known as heart arrhythmia: irregular heartbeat. Significant 
arrhythmias are treated in several ways, including the use of 
an artificial pacemaker, which is an electrical device that 
sends the signals needed to make the heart beat properly. 
Research how both natural and artificial pacemakers operate 





4.130 The procedure to inflate a hot-air balloon requires a 


fan to move an initial amount of air into the balloon 
envelope followed by heat transfer from a propane burner 
to complete the inflation process. After a fan operates 
for 10 minutes with negligible heat transfer with the 
surroundings, the air in an initially deflated balloon achieves 
a temperature of 80°F and a volume of 49,100 ft. Next the 
propane burner provides heat transfer as air continues to 
flow into the balloon without use of the fan until the air in 
the balloon reaches a volume of 65,425 ft? and a temperature 
of 210°F. Air at 77°F and 14.7 Ibf/in? surrounds the balloon. 
The net rate of heat transfer is 7 X 10° Btu/h. Ignoring 
effects due to kinetic and potential energy, modeling the 
air as an ideal gas, and assuming the pressure of the air inside 
the balloon remains the same as that of the surrounding air, 
determine 


(a) the power required by the fan, in hp. 
(b) the time required for full inflation of the balloon, 
in min. 
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4.1D Using the Internet, identify at least five medical 


to achieve their goal of maintaining a regular heartbeat. 
Place your findings in a memorandum that includes 
annotated sketches of each type of pacemaker. 


4.3D Conduct a term-length project centered on using a low- 


wind turbine to meet the electricity needs of a small business, 
farm, or neighborhood selected by, or assigned to, your 
project group. Take several days to research the project and 
then prepare a brief written plan having a statement of 
purpose, a list of objectives, and several references. As part 
of your plan, schedule on-site wind-speed measurements for 
at least three different days to achieve a good match between 
the requirements of candidate low-wind turbines and local 
conditions. Your plan also should recognize the need for 
compliance with applicable zoning codes. During the project, 
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Fig. P4.4D 


observe good practices such as discussed in Sec. 13 of 
Thermal Design and Optimization, John Wiley & Sons Inc., 
New York, 1996, by A. Bejan, G. Tsatsaronis, and M.J. Moran. 
Provide a well-documented report, including an assessment 
of the economic viability of the selected turbine for the 
application considered. 


4.4D Generation of electricity by harnessing currents, waves, 
and tides is being studied across the globe. Electricity can 
be generated from currents using underwater turbines, as 
illustrated in Fig. P4.4D. Electricity also can be generated 
from the undulating motion of waves using tethered buoys. 
Like means can be used to generate power from tidal 
movements. Although currents and waves have long been 
used to meet relatively modest power needs, many observers 
today are thinking of large-scale power generation systems. 
Some see the oceans as providing a nearly unlimited 
renewable source of power. For a site in U.S. coastal waters, 
estuaries, or rivers, critically evaluate the viability of currents 
and/or waves for large-scale power generation by 2025. 
Consider technical and economic factors and effects on the 
ecosystem. Write a report including at least three references. 


4.5D Owing to their relatively compact size, simple construction, 
and modest power requirement, centrifugal-type blood 
pumps are under consideration for several medical 
applications. Still, centrifugal pumps have met with limited 
success thus far for blood flow because they can cause 
damage to blood cells and are subject to mechanical failure. 
The goal of current development efforts is a device having 
sufficient long-term biocompatibility, performance, and 
reliability for widespread deployment. Investigate the status 
of centrifugal blood pump development, including identifying 























key technical challenges and prospects for overcoming them. 
Summarize your findings in a report, including at least three 
references. 


4.6D Design an experiment to determine the energy, in kW-h, 


required to completely evaporate a fixed quantity of water. 
For the experiment develop written procedures that include 
identification of all equipment needed and specification of 
all required calculations. Conduct the experiment, and 
communicate your results in an executive summary. 


4.7D Investigate the water system for your local municipality. 


Prepare a diagram that traces the water from its original 
source through municipal treatment, storage, and distribution 
systems to wastewater collection, treatment, and disposal 
systems. Identify steady-flow and transient-flow devices 
incorporated in these systems to achieve the necessary 
flow, storage, and treatment. Summarize your findings in a 
PowerPoint presentation. 


4.8D The technical literature contains discussions of ways for 


using tethered kite-mounted wind turbine systems to harvest 
power from high-altitude winds, including jet streams at 
elevations from 6 to 15 kilometers (4 to 9 miles). Analysts 
estimate that if such systems were deployed in sufficient 
numbers, they could meet a significant share of total U.S. 
demand for electricity. Critically evaluate the feasibility of 
such a kite system, selected from the existing literature, to 
be fully operational by 2025. Consider means for deploying 
the system to the proper altitude, how the power developed 
is transferred to earth, infrastructure requirements, 
environmental impact, cost, and other pertinent issues. Write 
a report including at least three references. 
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4.9D Reverse engineer a handheld hair dryer by disassembling 
the dryer into its individual parts. Mount each part onto a 
presentation board to illustrate how the parts are connected 
when assembled. Label each part with its name. Next to each 
part identify its purpose and describe its fundamental 
operating principle (if applicable). Include a visual trace of 
the mass and energy flows through the hair dryer during 
operation. Display the presentation board where others can 
learn from it. 


4.10D Residential integrated systems capable of generating 
electricity and providing space heating and water heating 
will reduce reliance on electricity supplied from central 
power plants. For a 2500-f dwelling in your locale, evaluate 
two alternative technologies for combined power and 
heating: a solar energy-based system and a natural gas fuel 
cell system. For each alternative, specify equipment and 
evaluate costs, including the initial system cost, installation 
cost, and operating cost. Compare total cost with that for 
conventional means for powering and heating the dwelling. 
Write a report summarizing your analysis and recommending 
either or both of the options if they are preferable to 
conventional means. 


4.11D Figure P4.11D provides the schematic of a device for 
producing a combustible fuel gas for transportation from 
biomass. While several types of solid biomass can be 
employed in current gasifier designs, wood chips are 
commonly used. Wood chips are introduced at the top of the 
gasifier unit. Just below this level, the chips react with oxygen 
in the combustion air to produce charcoal. At the next depth, 
the charcoal reacts with hot combustion gases from the 
charcoal-formation stage to produce a fuel gas consisting 
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—Filter 


Fig. P4.11D 


mainly of hydrogen, carbon monoxide, and nitrogen from 
the combustion air. The fuel gas is then cooled, filtered, and 
ducted to the internal combustion engine served by the 
gasifier. Critically evaluate the suitability of this technology 
for transportation use today in the event of a prolonged 
petroleum shortage in your locale. Document your 
conclusions in a memorandum. 


The presentation to 
this point has considered thermodynamic analysis 
using the conservation of mass and conservation of 
energy principles together with property relations. 
In Chaps. 2 through 4 these fundamentals are 
applied to increasingly complex situations. The con- 
servation principles do not always suffice, however, 
and the second law of thermodynamics is also often 
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required for thermodynamic analysis. The objective 
of this chapter is to introduce the second law of 
thermodynamics. A number of deductions that may 
be called corollaries of the second law are also con- 
sidered, including performance limits for thermody- 
namic cycles. The current presentation provides the 
basis for subsequent developments involving the 
second law in Chaps. 6 and 7. 









The Second Law of 
Thermodynamics 






> LEARNING OUTCOMES 


When you complete your study of this chapter, you will be able to... 


» explain key concepts related to the second law of thermodynamics, 
including alternative statements of the second law, the internally 
reversible process, and the Kelvin temperature scale. 


» list several important irreversibilities. 


» evaluate the performance of power cycles and refrigeration and heat 
pump cycles using, as appropriate, the corollaries of Secs. 5.6.2 and 
5.7.2, together with Eqs. 5.9—5.11. 


» describe the Carnot cycle. 


» apply the Clausius inequality as expressed by Eq. 5.13. 
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Introducing the Second Law 
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The objectives of the present section are to 
1. motivate the need for and the usefulness of the second law. 


2. introduce statements of the second law that serve as the point of departure for its 
application. 


5.1.1 Motivating the Second Law 


It is a matter of everyday experience that there is a definite direction for spontaneous 
processes. This can be brought out by considering the three systems pictured in Fig. 5.1. 


» System a. An object at an elevated temperature 7; placed in contact with atmos- 
pheric air at temperature То eventually cools to the temperature of its much larger 
surroundings, as illustrated in Fig. 5.1a. In conformity with the conservation of 
energy principle, the decrease in internal energy of the body appears as an increase 
in the internal energy of the surroundings. The inverse process would not take place 
spontaneously, even though energy could be conserved: The internal energy of the 
surroundings would not decrease spontaneously while the body warmed from 70 
to its initial temperature. 


Atmospheric air 





Atmospheric air 
at po 
Valve 


Fig. 5.1 Illustrations of 
spontaneous processes and 
the eventual attainment of 
equilibrium with the 
surroundings. (а) Spontaneous 
heat transfer. (b) Spontaneous 
expansion. (c) Falling mass. (c) 
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» System b. Air held at a high pressure p; in a closed tank flows spontaneously to 
the lower-pressure surroundings at po when the interconnecting valve is opened, as 
illustrated in Fig. 5.15. Eventually fluid motions cease and all of the air is at the 
same pressure as the surroundings. Drawing on experience, it should be clear that 
the inverse process would not take place spontaneously, even though energy could 
be conserved: Air would not flow spontaneously from the surroundings at po into 
the tank, returning the pressure to its initial value. 

>» System c. A mass suspended by a cable at elevation z; falls when released, as 
illustrated in Fig. 5.1c. When it comes to rest, the potential energy of the mass in 
its initial condition appears as an increase in the internal energy of the mass and 
its surroundings, in accordance with the conservation of energy principle. Eventu- 
ally, the mass also comes to the temperature of its much larger surroundings. The 
inverse process would not take place spontaneously, even though energy could be 
conserved: The mass would not return spontaneously to its initial elevation while 
its internal energy and/or that of its surroundings decreases. 


In each case considered, the initial condition of the system can be restored but not 
in a spontaneous process. Some auxiliary devices would be required. By such auxiliary 
means the object could be reheated to its initial temperature, the air could be returned 
to the tank and restored to its initial pressure, and the mass could be lifted to its 
initial height. Also in each case, a fuel or electrical input normally would be required 
for the auxiliary devices to function, so a permanent change in the condition of the 
surroundings would result. 


Further Conclusions 

The foregoing discussion indicates that not every process consistent with the principle 
of energy conservation can occur. Generally, an energy balance alone neither enables 
the preferred direction to be predicted nor permits the processes that can occur to 
be distinguished from those that cannot. In elementary cases, such as the ones con- 
sidered in Fig. 5.1, experience can be drawn upon to deduce whether particular spon- 
taneous processes occur and to deduce their directions. For more complex cases, 
where experience is lacking or uncertain, a guiding principle is necessary. This is 
provided by the second law. 

The foregoing discussion also indicates that when left alone systems tend to 
undergo spontaneous changes until a condition of equilibrium is achieved, both inter- 
nally and with their surroundings. In some cases equilibrium is reached quickly, 
whereas in others it is achieved slowly. For example, some chemical reactions reach 
equilibrium in fractions of seconds; an ice cube requires a few minutes to melt; and 
it may take years for an iron bar to rust away. Whether the process is rapid or slow, 
it must of course satisfy conservation of energy. However, that alone would be insuf- 
ficient for determining the final equilibrium state. Another general principle is required. 
This is provided by the second law. 


Did you ever wonder why a banana placed in a closed 


naturally produced by bananas, tomatoes, and other fruits and vegetables. 
Ethylene is a plant hormone that affects growth and development. When a 
banana is placed in a closed container, ethylene accumulates and stimulates the 


production of more ethylene. This positive feedback results in more and more ethylene, 
hastening ripening, aging, and eventually spoilage. In thermodynamic terms, if left alone, 
the banana tends to undergo spontaneous changes until equilibrium is achieved. Growers 
have learned to use this natural process to their advantage. Tomatoes picked while still 
green and shipped to distant markets may be red by the time they arrive; if not, they can 
be induced to ripen by means of an ethylene spray. 
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5.1.2 Opportunities for Developing Work 


By exploiting the spontaneous processes shown in Fig. 5.1, it is possible, in principle, 
for work to be developed as equilibrium is attained. 


instead of permitting the body of Fig. 5.1a to cool spontaneously 
with no other result, energy could be delivered by heat transfer to a system undergo- 


ing a power cycle that would develop a net amount of work (Sec. 2.6). Once the 
object attained equilibrium with the surroundings, the process would cease. Although 
there is an opportunity for developing work in this case, the opportunity would be 
wasted if the body were permitted to cool without developing any work. In the case 
of Fig. 5.1b, instead of permitting the air to expand aimlessly into the lower-pressure 
surroundings, the stream could be passed through a turbine and work could be devel- 
oped. Accordingly, in this case there is also a possibility for developing work that 
would not be exploited in an uncontrolled process. In the case of Fig. 5.1c, instead of 
permitting the mass to fall in an uncontrolled way, it could be lowered gradually while 
turning a wheel, lifting another mass, and so on. «< 4 4 4 


These considerations can be summarized by noting that when an imbalance exists 
between two systems, there is an opportunity for developing work that would be 
irrevocably lost if the systems were allowed to come into equilibrium in an uncon- 
trolled way. Recognizing this possibility for work, we can pose two questions: 


1. What is the theoretical maximum value for the work that could be obtained? 
2. What are the factors that would preclude the realization of the maximum value? 


That there should be a maximum value is fully in accord with experience, for if it 
were possible to develop unlimited work, few concerns would be voiced over our 
dwindling fossil fuel supplies. Also in accord with experience is the idea that even 
the best devices would be subject to factors such as friction that would preclude the 
attainment of the theoretical maximum work. The second law of thermodynamics 
provides the means for determining the theoretical maximum and evaluating quan- 
titatively the factors that preclude attaining the maximum. 


5.1.3 Aspects of the Second Law 

We conclude our introduction to the second law by observing that the second law 
and deductions from it have many important uses, including means for 

1 predicting the direction of processes. 

2. establishing conditions for equilibrium. 

3. determining the best theoretical performance of cycles, engines, and other devices. 
4 


. evaluating quantitatively the factors that preclude the attainment of the best the- 
oretical performance level. 


Other uses of the second law include: 


5. defining a temperature scale independent of the properties of any thermometric 
substance. 


6. developing means for evaluating properties such as и and Л in terms of properties 
that are more readily obtained experimentally. 


Scientists and engineers have found additional uses of the second law and deductions 
from it. It also has been used in philosophy, economics, and other disciplines far 
removed from engineering thermodynamics. 
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The six points listed can be thought of as aspects of the second law of thermody- 
namics and not as independent and unrelated ideas. Nonetheless, given the variety of 
these topic areas, it is easy to understand why there is no single statement of the 
second law that brings out each one clearly. There are several alternative, yet equiv- 
alent, formulations of the second law. 

In the next section, three statements of the second law are introduced as points of 
departure for our study of the second law and its consequences. Although the exact 
relationship of these particular formulations to each of the second law aspects listed 
above may not be immediately apparent, all aspects listed can be obtained by deduc- 
tion from these formulations or their corollaries. It is important to add that in every 
instance where a consequence of the second law has been tested directly or indirectly 
by experiment, it has been unfailingly verified. Accordingly, the basis of the second 
law of thermodynamics, like every other physical law, is experimental evidence. 


) Statements of the Second Law 
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Three alternative statements of the second law of thermodynamics are given in this 
section. They are the (1) Clausius, (2) Kelvin-Planck, and (3) entropy statements. The 
Clausius and Kelvin-Planck statements are traditional formulations of the second law. 
You have likely encountered them before in an introductory physics course. 

Although the Clausius statement is more in accord with experience and thus eas- 
ier to accept, the Kelvin-Planck statement provides a more effective means for bring- 
ing out second law deductions related to thermodynamic cycles that are the focus of 
the current chapter. The Kelvin-Planck statement also underlies the entropy state- 
ment, which is the most effective form of the second law for an extremely wide range 
of engineering applications. The entropy statement is the focus of Chap. 6. 


5.2.1 Clausius Statement of the Second Law 


The Clausius statement of the second law asserts that: 


It is impossible for any system to operate in such a way that the sole result would 
be an energy transfer by heat from a cooler to a hotter body. 


The Clausius statement does not rule out the possibility of transferring energy by 
heat from a cooler body to a hotter body, for this is exactly what refrigerators and 
heat pumps accomplish. However, as the words “sole result" in the statement suggest, 
when a heat transfer from a cooler body to a hotter body occurs, there must be other 
effects within the system accomplishing the heat transfer, its surroundings, or both. If 
the system operates in a thermodynamic cycle, its initial state is restored after each 
cycle, so the only place that must be examined for such other effects is its surroundings. 


cooling of food is most commonly accomplished by refrigerators 
driven by electric motors requiring power from their surroundings to operate. The 
Clausius statement implies it is impossible to construct a refrigeration cycle that oper- 
ates without a power input. < « 4 4 


5.2.2 Kelvin-Planck Statement of the Second Law 


Before giving the Kelvin-Planck statement of the second law, the concept of a thermal 
reservoir is introduced. A thermal reservoir, or simply a reservoir, is a special kind of 
system that always remains at constant temperature even though energy is added or 
removed by heat transfer. A reservoir is an idealization, of course, but such a system 








TAKE NOTE... 
No single statement of the 
Second law brings out; each 
of ite many aspecte. 
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Kelvin-Planck statement 
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can be approximated in a number of ways—by Earth’s atmosphere, large bodies of 
water (lakes, oceans), a large block of copper, and a system consisting of two phases 
at a specified pressure (while the ratio of the masses of the two phases changes as 
the system is heated or cooled at constant pressure, the temperature remains constant 
as long as both phases coexist). Extensive properties of a thermal reservoir such as 
internal energy can change in interactions with other systems even though the reser- 
voir temperature remains constant. 

Having introduced the thermal reservoir concept, we give the Kelvin-Planck statement 
of the second law: 


It is impossible for any system to operate in a thermodynamic cycle and deliver a 
net amount of energy by work to its surroundings while receiving energy by heat 
transfer from a single thermal reservoir. 


The Kelvin-Planck statement does not rule out the possibility of a system develop- 
ing a net amount of work from a heat transfer drawn from a single reservoir. It only 
denies this possibility if the system undergoes a thermodynamic cycle. 

The Kelvin-Planck statement can be expressed analytically. To develop this, let us 
study a system undergoing a cycle while exchanging energy by heat transfer with a 
single reservoir, as shown by the adjacent figure. The first and second laws each 
impose constraints: 


> A constraint is imposed by the first law on the net work and heat transfer between 
the system and its surroundings. According to the cycle energy balance (see Eq. 2.40 
in Sec. 2.6), 


Weycte = Qcyae 


In words, the net work done by (or on) the system undergoing a cycle equals the 
net heat transfer to (or from) the system. Although the cycle energy balance allows 
the net work W.4, to be positive or negative, the second law imposes a constraint, 
as considered next. 

» According to the Kelvin-Planck statement, a system undergoing a cycle while com- 
municating thermally with a single reservoir cannot deliver a net amount of work 
to its surroundings: The net work of the cycle cannot be positive. However, the 
Kelvin-Planck statement does not rule out the possibility that there is a net work 
transfer of energy to the system during the cycle or that the net work is zero. Thus, 
the analytical form of the Kelvin-Planck statement is 


Weye = 0 (single reservoir) (5.1) 


where the words single reservoir are added to emphasize that the system communi- 
cates thermally only with a single reservoir as it executes the cycle. In Sec. 5.4, we 
associate the “less than" and “equal to” signs of Eq. 5.1 with the presence and absence 
of internal irreversibilities, respectively. The concept of irreversibilities is considered 
in Sec. 5.3. 

The equivalence of the Clausius and Kelvin-Planck statements can be demon- 
strated by showing that the violation of each statement implies the violation of the 
other. For details, see the box. 





Demonstrating the Equivalence of the Clausius and 
Kelvin-Planck Statements 


The equivalence of the Clausius and Kelvin-Planck statements is demonstrated by 
showing that the violation of each statement implies the violation of the other. That 
a violation of the Clausius statement implies a violation of the Kelvin-Planck state- 
ment is readily shown using Fig. 5.2, which pictures a hot reservoir, a cold reservoir, 
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Weycte = Он е Ос 


Fig. 5.2 Illustration used to 
demonstrate the equivalence 
of the Clausius and Kelvin- 
Planck statements of the 
second law. 








and two systems. The system on the left transfers energy Ос from the cold reservoir 
to the hot reservoir by heat transfer without other effects occurring and thus violates 
the Clausius statement. The system on the right operates in a cycle while receiving 
Он (greater than Qc) from the hot reservoir, rejecting Ос to the cold reservoir, and 
delivering work И/.у to the surroundings. The energy flows labeled on Fig. 5.2 are in 
the directions indicated by the arrows. 

Consider the combined system shown by a dotted line on Fig. 5.2, which consists 
of the cold reservoir and the two devices. The combined system can be regarded as 
executing a cycle because one part undergoes a cycle and the other two parts expe- 
rience no net change in their conditions. Moreover, the combined system receives 
energy (Оң — Qo) by heat transfer from a single reservoir, the hot reservoir, and pro- 
duces an equivalent amount of work. Accordingly, the combined system violates the 
Kelvin-Planck statement. Thus, a violation of the Clausius statement implies a viola- 
tion of the Kelvin-Planck statement. The equivalence of the two second law state- 
ments is demonstrated completely when it is also shown that a violation of the 
Kelvin-Planck statement implies a violation of the Clausius statement. This is left as 
an exercise (see end-of-chapter Prob. 5.1). 


5.2.3 Entropy Statement of the Second Law 


Mass and energy are familiar examples of extensive properties of systems. Entropy 
is another important extensive property. We show how entropy is evaluated and 
applied for engineering analysis in Chap. 6. Here we introduce several important 
aspects. 

Just as mass and energy are accounted for by mass and energy balances, respectively, 
entropy is accounted for by an entropy balance. In words, the entropy balance states 


change in the amount net amount of amount of entropy 
of entropy contained entropy transferred produced within the 
within the system | = |i across the system system during the (5.2) 
during some time boundary during the mediante 
interval time interval 


Like mass and energy, entropy can be transferred across the system boundary. For 
closed systems, there is a single means of entropy transfer— namely, entropy transfer 
accompanying heat transfer. For control volumes entropy also is transferred in and 
out by streams of matter. These entropy transfers are considered further in Chap. 6. 
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entropy statement of the 
second law 


Unlike mass and energy, which are conserved, entropy is produced (or generated) 
within systems whenever nonidealities (called irreversibilities) such as friction are 
present. The entropy statement of the second law states: 


It is impossible for any system to operate in a way that entropy is destroyed. 


It follows that the entropy production term of Eq. 5.2 may be positive or zero but 
never negative. Thus, entropy production is an indicator of whether a process is pos- 
sible or impossible. 


5.2.4 Second Law Summary 


In the remainder of this chapter, we apply the Kelvin-Planck statement of the second 
law to draw conclusions about systems undergoing thermodynamic cycles. The chap- 
ter concludes with a discussion of the Clausius inequality (Sec. 5.11), which provides 
the basis for developing the entropy concept in Chap. 6. This is a traditional approach 
to the second law in engineering thermodynamics. However, the order can be 
reversed — namely, the entropy statement can be adopted as the starting point for 
study of the second law aspects of systems. The box to follow provides such an alter- 
native second law pathway for instructors and for self-study by students: 


Alternative Second Law Pathway 
Survey Sec. 5.3, omitting Sec. 5.3.2. 
Survey the discussion in Sec. 6.7 through Sec. 6.7.2 of the closed system entropy 
balance Eq. 6.24. Omit the box following Eq. 6.25. 
Survey Sec. 6.1, beginning with Eq. 6.2a. Note: The entropy data required to apply 
the entropy balance are obtained in principle using Eq. 6.2a, a special case of 
Eq. 6.24. 
Survey Secs. 6.2 through 6.5. 
Survey Sec. 6.6, omitting Sec. 6.6.2. 
Survey Secs. 6.7.3 and 6.7.4. 
Survey Secs. 6.9-6.10. 
Survey Secs. 6.11-6.12. 


When taking the entropy balance as the preferred statement of the second law of 
thermodynamics, it is straightforward to derive the Kelvin—Planck statement as 
expressed in Sec. 5.4. See the student companion site for “Demonstrating the Equiv- 
alence of the Kelvin-Planck and Entropy Statements.” 

Finally, survey Secs. 5.5 through 5.10, Sec. 6.6.2, and Sec. 6.13. This content is 
required primarily for study of thermodynamic cycles in Chaps. 8 through 10. 
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One of the important uses of the second law of thermodynamics in engineering is to 
determine the best theoretical performance of systems. By comparing actual perfor- 
mance with the best theoretical performance, insights often can be gained into the 
potential for improvement. As might be surmised, the best performance is evaluated 
in terms of idealized processes. In this section such idealized processes are introduced 
and distinguished from actual processes that invariably involve irreversibilities. 


5.3 Irreversible and Reversible Processes 


5.3.1 Irreversible Processes 


A process is called irreversible if the system and all parts of its surroundings cannot 
be exactly restored to their respective initial states after the process has occurred. A 
process is reversible if both the system and surroundings can be returned to their 
initial states. Irreversible processes are the subject of the present discussion. Revers- 
ible processes are considered again in Sec. 5.3.3. 

A system that has undergone an irreversible process is not necessarily precluded 
from being restored to its initial state. However, were the system restored to its initial 
state, it would not be possible also to return the surroundings to the state they were 
in initially. As demonstrated in Sec. 5.3.2, the second law can be used to determine 
whether both the system and surroundings can be returned to their initial states after 
a process has occurred: The second law can be used to determine whether a given 
process is reversible or irreversible. 

It might be apparent from the discussion of the Clausius statement of the second 
law that any process involving spontaneous heat transfer from a hotter body to a 
cooler body is irreversible. Otherwise, it would be possible to return this energy from 
the cooler body to the hotter body with no other effects within the two bodies or 
their surroundings. However, this possibility is denied by the Clausius statement. 

Processes involving other kinds of spontaneous events, such as an unrestrained 
expansion of a gas or liquid, are also irreversible. Friction, electrical resistance, hys- 
teresis, and inelastic deformation are examples of additional effects whose presence 
during a process renders it irreversible. 

In summary, irreversible processes normally include one or more of the following 
irreversibilities: 


Heat transfer through a finite temperature difference 

. Unrestrained expansion of a gas or liquid to a lower pressure 

. Spontaneous chemical reaction 

. Spontaneous mixing of matter at different compositions or states 
. Friction—sliding friction as well as friction in the flow of fluids 

. Electric current flow through a resistance 


Magnetization or polarization with hysteresis 
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. Inelastic deformation 


Although the foregoing list is not exhaustive, it does suggest that all actual pro- 
cesses are irreversible. That is, every process involves effects such as those listed, 
whether it is a naturally occurring process or one involving a device of our construc- 
tion, from the simplest mechanism to the largest industrial plant. The term irrevers- 
ibility is used to identify any of these effects. The above list comprises a few of the 
irreversibilities that are commonly encountered. 

As a system undergoes a process, irreversibilities may be found within the system 
and its surroundings, although they may be located predominately in one place or 
the other. For many analyses it is convenient to divide the irreversibilities present 
into two classes. Internal irreversibilities are those that occur within the system. External 
irreversibilities are those that occur within the surroundings, often the immediate 
surroundings. As this distinction depends solely on the location of the boundary, there 
is some arbitrariness in the classification, for by extending the boundary to take in a 
portion of the surroundings, all irreversibilities become “internal.” Nonetheless, as shown 
by subsequent developments, this distinction between irreversibilities is often useful. 

Engineers should be able to recognize irreversibilities, evaluate their influence, and 
develop practical means for reducing them. However, certain systems, such as brakes, 
rely on the effect of friction or other irreversibilities in their operation. The need to 


irreversible process 


reversible processes 


irreversibilities 


internal and external 
irreversibilities 
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achieve profitable rates of production, high heat transfer rates, rapid accelerations, 
and so on invariably dictates the presence of significant irreversibilities. 

Furthermore, irreversibilities are tolerated to some degree in every type of system 
because the changes in design and operation required to reduce them would be too 
costly. Accordingly, although improved thermodynamic performance can accompany 
the reduction of irreversibilities, steps taken in this direction are constrained by a 
number of practical factors often related to costs. 


consider two bodies at different temperatures that are able to 
communicate thermally. With a finite temperature difference between them, a spontane- 
ous heat transfer would take place and, as discussed previously, this would be a source 
of irreversibility. It might be expected that the importance of this irreversibility dimin- 
ishes as the temperature difference between the bodies diminishes, and while this is 
the case, there are practical consequences: From the study of heat transfer (Sec. 2.4), 
we know that the transfer of a specified amount of energy by heat transfer between 
bodies whose temperatures differ only slightly requires a considerable amount of time, 
a large (costly) heat transfer surface area, or both. In the limit as the temperature dif- 
ference between the bodies vanishes, the amount of time and/or surface area required 
approach infinity. Such options are clearly impractical; still, they must be imagined when 
thinking of heat transfer approaching reversibility. ~ < 4 «4 4 





5.3.2 Demonstrating Irreversibility 


Whenever an irreversibility is present during a process, that process must necessarily 
be irreversible. However, the irreversibility of a process can be demonstrated rigor- 
ously using the Kelvin-Planck statement of the second law and the following proce- 
dure: (1) Assume there is a way to return the system and surroundings to their respec- 
tive initial states. (2) Show that as a consequence of this assumption, it is possible to 
devise a cycle that violates the Kelvin-Planck statement— namely, a cycle that pro- 
duces work while interacting thermally with only a single reservoir. Since the exis- 
tence of such a cycle is denied by the Kelvin-Planck statement, the assumption must 
be in error and it follows that the process is irreversible. 

This procedure can be used to demonstrate that processes involving friction, heat 
transfer through a finite temperature difference, the unrestrained expansion of a gas 
or liquid to a lower pressure, and other effects from the list given previously are 
irreversible. A case involving friction is discussed in the box. 

While use of the Kelvin-Planck statement to demonstrate irreversibility is part of 
a traditional presentation of thermodynamics, such demonstrations can be unwieldy. 
It is normally easier to use the entropy production concept (Sec. 6.7). 


Demonstrating Irreversibility: Friction 

Let us use the Kelvin—Planck statement to demonstrate the irreversibility of a process 
involving friction. Consider a system consisting of a block of mass m and an inclined 
plane. To begin, the block is at rest at the top of the incline. The block then slides 
down the plane, eventually coming to rest at a lower elevation. There is no significant 
work or heat transfer between the block-plane system and its surroundings during 
the process. 

Applying the closed system energy balance to the system, we get 


(U; — Ui) + mg(z 2) + (KE-—KEY = 0° – w^ 


U; — Ш = та(2 — 2) 
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where U denotes the internal energy of the block-plane system and z is the elevation 
of the block. Thus, friction between the block and plane during the process acts to 
convert the potential energy decrease of the block to internal energy of the overall 
system. 

Since no work or heat interactions occur between the block-plane system and its 
surroundings, the condition of the surroundings remains unchanged during the pro- 
cess. This allows attention to be centered on the system only in demonstrating that 
the process is irreversible, as follows: 

When the block is at rest after sliding down the plane, its elevation is z; and the 
internal energy of the block-plane system is U;. To demonstrate that the process is 
irreversible using the Kelvin-Planck statement, let us take this condition of the sys- 
tem, shown in Fig. 5.3a, as the initial state of a cycle consisting of three processes. 
We imagine that a pulley-cable arrangement and a thermal reservoir are available to 
assist in the demonstration. 
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(a) Initial state of the cycle. 





(b) Process 1. 


Process 1: Assume the inverse process occurs with no change in the surroundings: 
As shown in Fig. 5.3b, the block returns spontaneously to the top of the plane while 
the internal energy of the system decreases to its initial value, U;. (This is the 
process we want to demonstrate is impossible.) 


Process 2: А5 shown in Fig. 5.3c, we use the pulley-cable arrangement provided to 
lower the block from z; to 2, while allowing the block-plane system to do work by 
lifting another mass located in the surroundings. The work done equals the 
decrease in potential energy of the block. This is the only work for the cycle. Thus, 
Weycte = mg; = zi); 


Work 


Process 3: Тһе internal energy of the system is increased from U; to U; by bringing 
it into communication with the reservoir, as shown in Fig. 5.3d. The heat transfer 
equals (U; — Uj). This is the only heat transfer for the cycle. Thus, Qua. = (Ur — И), 
which with Eq. (а) becomes О, = mg(z; — 20. At the conclusion of this process Reservoir 
the block is again at elevation z; and the internal energy of the block-plane system 
is restored to U;. 





(c) Process 2. 





Heat 


А $ Қ д transf 
The net result of this cycle is to draw energy from a single reservoir by heat transfer, 2. 


Осуае and produce ап equivalent amount of work, суде. There are no other effects. reservoir 
However, such a cycle is denied by the Kelvin-Planck statement. Since both the heat- 
ing of the system by the reservoir (Process 3) and the lowering of the mass by the 
pulley-cable while work is done (Process 2) are possible, we conclude it is Process 1 
that is impossible. Since Process 1 is the inverse of the original process where the (d) Process 3. 
block slides down the plane, it follows that the original process is irreversible. 
To summarize, the effect of friction in this case is an irreversible conversion to 
internal energy of potential energy, a form of mechanical energy (Sec. 2.1). 





Fig. 5.3 Figure used to 
demonstrate the irreversibility 
of a process involving friction. 





Pipe Friction 
Friction between solid surfaces is something everyone has roan 
experienced, and fluid friction is similar in its effects. Such — 
friction plays an important role in gases expanding through | 
turbines, liquids flowing through pumps and pipelines, and in 
a wide range of other applications. 

To provide an introduction, we now build on the discussion 
of friction in the box above by considering a control volume а v? 
at steady state enclosing a constant-diameter pipe carrying a (+ MED +a) у? Ze 
liquid. For the control volume, W, = 0 and heat transfer (er E ea) 
between the control volume and its surroundings is negligible. 


As before, the present case also exhibits an irreversible conver- ~ ы 


sion of mechanical energy to internal energy owing to friction. 


Constant 
diameter, D 
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friction factor 


With the specified assumptions, the energy rate balance given by Eq. 4.13 reduces 
as follows 


dE, . ; . у? : ve 
== Ta- Wa + т uj + pui + 2 + gt -m Ue + Pete + y + gx (а) 


where т denotes the common mass flow rate at inlet i and exit e. 
Canceling the mass flow rate, Eq. (a) can be rearranged to read 





у; V: 
1 е 
(ow, 9 ва) = (a. uc е) = (и – ш) 
decrease іп increase in (b) 
mechanical energy internal energy 


Each term of Eq. (b) is on a per unit of mass basis. The pv terms account for the 
transfer of energy by work at i and e associated with the pressure of the flowing mat- 
ter at these locations. This form of work is called flow work in Sec. 4.4.2. The kinetic 
and potential energy terms, V?/2 and gz, represent mechanical forms of energy 
associated with the flowing matter at i and e. For simplicity of expression, all three 
quantities are referred to here as mechanical energy. Terms denoted by и represent 
internal energy associated with the flowing matter at i and e. 

Experience indicates that mechanical energy is more valuable thermodynamically 
than internal energy and the effect of friction as matter flows from inlet to exit is an 
irreversible conversion of mechanical energy to internal energy. These findings are 
aspects of the second law. Furthermore, as shown by Eq. (b), the decrease in mechan- 
ical energy is matched by an increase in internal energy and, thus, energy is conserved 
on an overall basis. 

Assuming that the specific volume, v of the liquid remains constant, the mass rate 
balance requires that velocity, V, is also constant throughout the constant-diameter 
pipe. Thus, Eq. (b) becomes 





v(pi Bi Ре) T &(zi ш Ze) = (ue id ш) (с) 
decrease in increase in 
mechanical energy internal energy 


Finally, for the simple pipe under consideration the role of friction is made explicit 
by expressing the decrease in mechanical energy in terms of the specific kinetic 
energy of the flowing substance, У2/2, and pipe size. That is 


Ly 

= aji J= m d 

v(pi - Pe) + &zi - 2) = ЈЂ 5 (d) 

where D is the pipe interior diameter, L is the pipe length, and fis ап experimentally- 
determined dimensionless friction factor. 

Equation (d) is the point of departure for applications involving friction in constant- 

diameter pipes through which an incompressible substance flows. See Problem 5.10D 


for an application. 


5.3.3 Reversible Processes 


A process of a system is reversible if the system and all parts of its surroundings can 
be exactly restored to their respective initial states after the process has taken place. 
It should be evident from the discussion of irreversible processes that reversible pro- 
cesses are purely hypothetical. Clearly, no process can be reversible that involves 
spontaneous heat transfer through a finite temperature difference, an unrestrained 
expansion of a gas or liquid, friction, or any of the other irreversibilities listed previ- 
ously. In a strict sense of the word, a reversible process is one that is perfectly executed. 


5.3 Irreversible and Reversible Processes 253 


АП actual processes are irreversible. Reversible processes do not occur. Even so, 
certain processes that do occur are approximately reversible. The passage of a gas 
through a properly designed nozzle or diffuser is an example (Sec. 6.12). Many other 
devices also can be made to approach reversible operation by taking measures to 
reduce the significance of irreversibilities, such as lubricating surfaces to reduce fric- 
tion. A reversible process is the limiting case as irreversibilities, both internal and 
external, are reduced further and further. 

Although reversible processes cannot actually occur, they can be imagined. In Sec. 
5.3.1, we considered how heat transfer would approach reversibility as the tempera- 
ture difference approaches zero. Let us consider two additional examples: 


> A particularly elementary example is a pendulum oscillating in an evacuated space. 
The pendulum motion approaches reversibility as friction at the pivot point is 
reduced. In the limit as friction is eliminated, the states of both the pendulum and 
its surroundings would be completely restored at the end of each period of motion. 
By definition, such a process is reversible. 

» A system consisting of a gas adiabatically compressed and expanded in a frictionless 
piston-cylinder assembly provides another example. With a very small increase in 
the external pressure, the piston would compress the gas slightly. At each interme- 
diate volume during the compression, the intensive properties 7, p, v, and so on 
would be uniform throughout: The gas would pass through a series of equilibrium 
states. With a small decrease in the external pressure, the piston would slowly move 
out as the gas expands. At each intermediate volume of the expansion, the intensive 
properties of the gas would be at the same uniform values they had at the corre- 
sponding step during the compression. When the gas volume returned to its initial x 
value, all properties would be restored to their initial values as well. The work done 
on the gas during the compression would equal the work done by the gas during 
the expansion. If the work between the system and its surroundings were delivered 
to, and received from, a frictionless pulley-mass assembly, or the equivalent, there 
also would be no net change in the surroundings. This process would be reversible. 








м HORIZONS 
| Second Law Takes Big Bite from Hydrogen Fuel Cells 


Hydrogen is not naturally occurring and thus 

must be produced. Hydrogen can be produced 

today from water by electrolysis and from natural 

gas by chemical processing called reforming. Hydrogen pro- 

duced by these means and its subsequent utilization is bur- 
dened by the second law. 

In electrolysis, an electrical input is employed to dissoci- 
ate water to hydrogen according to H50 — Н, + 0. When 
the hydrogen is subsequently used by a fuel cell to generate 
electricity, the cell reaction is Н, + /,0,-> H50. Although 
the cell reaction is the inverse of that occurring in electroly- 
sis, the overall loop from electrical input-to hydrogen-to 
fuel cell-generated electricity is not reversible. Irreversibilities 


5.3.4 Internally Reversible Processes 


in the electrolyzer and the fuel cell conspire to ensure that 
the fuel cell-generated electricity is less than the initial 
electrical input. This is wasteful because the electricity pro- 
vided for electrolysis could instead be fully directed to most 
applications envisioned for hydrogen, including transporta- 
tion. Further, when fossil fuel is burned in a power plant to 
generate electricity for electrolysis, the greenhouse gases pro- 
duced can be associated with fuel cells by virtue of the hydro- 
gen they consume. Although technical details differ, similar 
findings apply to the reforming of natural gas to hydrogen. 

While hydrogen and fuel cells are expected to play a role 
in our energy future, second law barriers and other technical 
and economic issues stand in the way. 





A reversible process is one for which no irreversibilities are present within the system 
or its surroundings. An internally reversible process is one for which there are no irre- 
versibilities within the system. Irreversibilities may be located within the surroundings, 
however. 


internally reversible process 
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TAKE NOTE... 

The terme internally reversible 
process and quasiequilibrium 
process can be used inter- 
changeably. However. to 
avoid having two terms that 
refer to the same thing, in 
subsequent sections we will 
refer to any such process 
as an internally reversible 


process. 





analytical form: Kelvin- 
Planck statement 


think of water condensing from saturated vapor to saturated 
liquid at 100°C while flowing through a copper tube whose outer surface is exposed 
to the ambient at 20°С. The water undergoes an internally reversible process, but 
there is heat transfer from the water to the ambient through the tube. For a con- 
trol volume enclosing the water within the tube, such heat transfer is an external 
irreversibility. < 4 4 4 4 


At every intermediate state of an internally reversible process of a closed system, 
all intensive properties are uniform throughout each phase present. That is, the tem- 
perature, pressure, specific volume, and other intensive properties do not vary with 
position. If there were a spatial variation in temperature, say, there would be a ten- 
dency for a spontaneous energy transfer by conduction to occur within the system in 
the direction of decreasing temperature. For reversibility, however, no spontaneous 
processes can be present. From these considerations it can be concluded that the 
internally reversible process consists of a series of equilibrium states: It is a quasi- 
equilibrium process. 

The use of the internally reversible process concept in thermodynamics is compa- 
rable to idealizations made in mechanics: point masses, frictionless pulleys, rigid 
beams, and so on. In much the same way as idealizations are used in mechanics to 
simplify an analysis and arrive at a manageable model, simple thermodynamic mod- 
els of complex situations can be obtained through the use of internally reversible 
processes. Calculations based on internally reversible processes often can be adjusted 
with efficiencies or correction factors to obtain reasonable estimates of actual per- 
formance under various operating conditions. Internally reversible processes are also 
useful for investigating the best thermodynamic performance of systems. 

Finally, using the internally reversible process concept, we refine the definition of 
the thermal reservoir introduced in Sec. 5.2.2 as follows: In subsequent discussions 
we assume no internal irreversibilities are present within a thermal reservoir. That is, 
every process of a thermal reservoir is internally reversible. 


Interpreting the Kelvin-Planck Statement 


h с ө ө ө ө ө ө э е ө ө ө ө ө ө ө ө с ө ө ө ө ө ө ө ө ө ө е ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө 


In this section, we recast Eq. 5.1, the analytical form of the Kelvin-Planck statement, 
into a more explicit expression, Eq. 5.3. This expression is applied in subsequent sec- 
tions to obtain a number of significant deductions. In these applications, the following 
idealizations are assumed: The thermal reservoir and the portion of the surroundings 
with which work interactions occur are free of irreversibilities. This allows the “less 
than" sign to be associated with irreversibilities within the system of interest and the 
"equal to" sign to apply when no internal irreversibilites are present. 

Accordingly, the analytical form of the Kelvin-Planck statement now takes the form 


< 0: 
= 0: No internal irreversibilities. 


Internal irreversibilities present. 


(single reservoir) (5.3) 


Warie = of 


For details, see the Kelvin—Planck box below. 


Associating Signs with the Kelvin-Planck Statement 
Consider a system that undergoes a cycle while exchanging energy by heat transfer 


with a single reservoir, as shown in Fig. 5.4. Work is delivered to, or received from, 
the pulley-mass assembly located in the surroundings. A flywheel, spring, or some 
other device also can perform the same function. The pulley-mass assembly, flywheel, 
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or other device to which work is delivered, or from which it is received, is idealized as 
free of irreversibilities. The thermal reservoir is also assumed free of irreversibilities. 

To demonstrate the correspondence of the "equal to" sign of Eq. 5.3 with the 
absence of irreversibilities, consider a cycle operating as shown in Fig. 5.4 for which 
the equality applies. At the conclusion of one cycle, 





І 
І 
І 
І 
А TERR System | 
» The system would necessarily be returned to its initial state. boundary —- 
A * š І 
> Since Ис = 0, there would be no net change in the elevation of the mass used | | ------ ШИ” 
to store energy in the surroundings. 
> Since Was = Обе it follows that Осе = 0, so there also would be no net change No! 
in the condition of the reservoir. 











Fig. 5.4 System undergoing 
a cycle while exchanging 
energy by heat transfer with a 
single thermal reservoir. 


Thus, the system and all elements of its surroundings would be exactly restored to 
their respective initial conditions. By definition, such a cycle is reversible. Accord- 
ingly, there can be no irreversibilities present within the system or its surroundings. 
It is left as an exercise to show the converse: If the cycle occurs reversibly, the equal- 
ity applies (see end-of-chapter Problem 5.4). 

Since a cycle is reversible or irreversible and we have linked the equality with 
reversible cycles, we conclude the inequality corresponds to the presence of internal 
irreversibilities. Moreover, the inequality can be interpreted as follows: Net work done 
on the system per cycle is converted by action of internal irreversibilities to internal 
energy that is discharged by heat transfer to the thermal reservoir in an amount equal 
to net work. 





Concluding Comment 


The Kelvin-Planck statement considers systems undergoing thermodynamic cycles 
while exchanging energy by heat transfer with one thermal reservoir. These restric- 
tions must be strictly observed —see the thermal glider box. 


Does the Thermal Glider Challenge the Kelvin-Planck Statement? 


A Woods Hole Oceanographic Institute news release, "Researchers Give New Hybrid 
Vehicle Its First Test-Drive in the Ocean," announced the successful testing of an 
underwater thermal glider that “harvests . . . energy from the ocean (thermally) to 
propel itself." Does this submersible vehicle challenge the Kelvin-Planck statement 
of the second law? 

Study of the thermal glider shows it is capable of sustaining forward motion under- 
water for weeks while interacting thermally only with the ocean and undergoing a 
mechanical cycle. Still, the glider does not mount a challenge to the Kelvin-Planck 
statement because it does not exchange energy by heat transfer with a single thermal 
reservoir and does not execute a thermodynamic cycle. 

The glider propels itself by interacting thermally with warmer surface waters and 
colder, deep-ocean layers to change its buoyancy to dive, rise toward the surface, and 
dive again, as shown on the accompanying figure. Accordingly, the glider does not 
interact thermally with a single reservoir as required by the Kelvin—Planck statement. 
The glider also does not satisfy all energy needs by interacting with the ocean: Bat- 
teries are required to power on-board electronics. Although these power needs are 
relatively minor, the batteries lose charge with use, and so the glider does not exe- 
cute a thermodynamic cycle as required by the Kelvin—Planck statement. 
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Colder deep-ocean layer 





Applying the Second Law 
to Thermodynamic Cycles 


While the Kelvin-Planck statement of the second law (Eq. 5.3) provides the founda- 
tion for the rest of this chapter, application of the second law to thermodynamic 
cycles is by no means limited to the case of heat transfer with a single reservoir or 
even with апу reservoirs. Systems undergoing cycles while interacting thermally with 
two thermal reservoirs are considered from a second law viewpoint in Secs. 5.6 and 
5.7, providing results having important applications. Moreover, the one- and two- 
reservoir discussions pave the way for Sec. 5.11, where the general case is considered — 
namely, what the second law says about any thermodynamic cycle without regard to 
the nature of the body or bodies with which energy is exchanged by heat transfer. 

In the sections to follow, applications of the second law to power cycles and refrig- 
eration and heat pump cycles are considered. For this content, familiarity with rudimen- 
tary thermodynamic cycle principles is required. We recommend you review Sec. 2.6, 
where cycles are considered from an energy perspective and the thermal efficiency 
of power cycles and coefficients of performance for refrigeration and heat pump 
systems are introduced. In particular, Eqs. 2.40-2.48 and the accompanying discus- 
sions should be reviewed. 


Second Law Aspects of Power Cycles 
Interacting with Two Reservoirs 


5.6.1 Limit on Thermal Efficiency 


A significant limitation on the performance of systems undergoing power cycles can 

be brought out using the Kelvin-Planck statement of the second law. Consider Но. 5.5, 

which shows a system that executes a cycle while communicating thermally with two 

thermal reservoirs, a hot reservoir and a cold reservoir, and developing net work 
усе. The thermal efficiency of the cycle is 

u Wie sja Qc 

Он Он 





(5.4) 


5.6 Second Law Aspects of Power Cycles Interacting with Two Reservoirs 257 








Boundary W.ycle = On ы Ос 


1 








Fig. 5.5 System undergoing a power cycle 
while exchanging energy by heat transfer 
with two reservoirs. 








where Он is the amount of energy received by the system from the hot reservoir by 
heat transfer and Qc is the amount of energy discharged from the system to the cold 
reservoir by heat transfer. 

If the value of Qc were zero, the system of Fig. 5.5 would withdraw energy Он 
from the hot reservoir and produce an equal amount of work, while undergoing a 
cycle. The thermal efficiency of such a cycle would be unity (10096). However, this 
method of operation violates the Kelvin-Planck statement and thus is not allowed. 

It follows that for any system executing a power cycle while operating between 
two reservoirs, only a portion of the heat transfer Он can be obtained as work, and 
the remainder, Qc, must be discharged by heat transfer to the cold reservoir. That is, 
the thermal efficiency must be less than 100%. 

In arriving at this conclusion it was not necessary to 


> identify the nature of the substance contained within the system, 
» specify the exact series of processes making up the cycle, 
» indicate whether the processes are actual processes or somehow idealized. 


The conclusion that the thermal efficiency must be less than 100% applies to all 
power cycles whatever their details of operation. This may be regarded as a corollary 
of the second law. Other corollaries follow. 


5.6.2 Corollaries of the Second Law for Power Cycles 


Since no power cycle can have a thermal efficiency of 100%, it is of interest to inves- 
tigate the maximum theoretical efficiency. The maximum theoretical efficiency for 
systems undergoing power cycles while communicating thermally with two thermal 
reservoirs at different temperatures is evaluated in Sec. 5.9 with reference to the 
following two corollaries of the second law, called the Carnot corollaries. 


1. The thermal efficiency of an irreversible power cycle is always less than the ther- 
mal efficiency of a reversible power cycle when each operates between the same 
two thermal reservoirs. 


2. АП reversible power cycles operating between the same two thermal reservoirs 
have the same thermal efficiency. 


A cycle is considered reversible when there are no irreversibilities within the sys- 
tem as it undergoes the cycle and heat transfers between the system and reservoirs 
occur reversibly. 

The idea underlying the first Carnot corollary is in agreement with expectations 
stemming from the discussion of the second law thus far. Namely, the presence of 
irreversibilities during the execution of a cycle is expected to exact a penalty: If two 
systems operating between the same reservoirs each receive the same amount of 
energy Оң and one executes a reversible cycle while the other executes an irrevers- 
ible cycle, it is in accord with intuition that the net work developed by the irreversible 
cycle will be less, and thus the irreversible cycle has the smaller thermal efficiency. 


TAKE NOTE... 

The energy transfers labeled 
on Fig 5.5 are positive in 
the directions indicated by 
the arrows. 





Carnot corollaries 
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The second Carnot corollary refers only to reversible cycles. All processes of a 
reversible cycle are perfectly executed. Accordingly, if two reversible cycles operating 
between the same reservoirs each receive the same amount of energy Он but one 
could produce more work than the other, it could only be as a result of more advan- 
tageous selections for the substance making up the system (it is conceivable that, say, 
air might be better than water vapor) or the series of processes making up the cycle 
(nonflow processes might be preferable to flow processes). This corollary denies both 
possibilities and indicates that the cycles must have the same efficiency whatever the 
choices for the working substance or the series of processes. 

The two Carnot corollaries can be demonstrated using the Kelvin-Planck state- 
ment of the second law. For details, see the box. 


Demonstrating the Carnot Corollaries 

The first Carnot corollary can be demonstrated using the arrangement of Fig. 5.6. A 
reversible power cycle R and an irreversible power cycle І operate between the same 
two reservoirs and each receives the same amount of energy Оң from the hot reser- 
voir. The reversible cycle produces work W; while the irreversible cycle produces work 
W,. In accord with the conservation of energy principle, each cycle discharges energy 
to the cold reservoir equal to the difference between Оң and the work produced. Let 
R now operate in the opposite direction as a refrigeration (or heat pump) cycle. Since 
В is reversible, the magnitudes of the energy transfers Wp, Оң, and Ос remain the 
same, but the energy transfers are oppositely directed, as shown by the dashed lines 
on Fig. 5.6. Moreover, with R operating in the opposite direction, the hot reservoir 
would experience no net change in its condition since it would receive Он from R while 
passing Оң to |. 

The demonstration of the first Carnot corollary is completed by considering the 
combined system shown by the dotted line on Fig. 5.6, which consists of the two 
cycles and the hot reservoir. Since its parts execute cycles or experience no net 
change, the combined system operates in a cycle. Moreover, the combined system 
exchanges energy by heat transfer with a single reservoir: the cold reservoir. Accord- 
ingly, the combined system must satisfy Eq. 5.3 expressed as 


Waage < 0 (single reservoir) 


where the inequality is used because the combined system is irreversible in its oper- 
ation since irreversible cycle 1 is one of its parts. Evaluating Wy. for the combined 
system in terms of the work amounts И/ and Wp, the above inequality becomes 





Wi-Wg«0 


which shows that W, must be less than Wp. Since each cycle receives the same energy 
input, Оң, it follows that т < тр and this completes the demonstration. 


Fig. 5.6 Sketch for demonstrating that 
a reversible cycle R is more efficient 
than an irreversible cycle | when they 
operate between the same two 
reservoirs. 
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The second Carnot corollary can be demonstrated in a parallel way by considering 
any two reversible cycles В; and R, operating between the same two reservoirs. Then, 
letting В; play the role of В and R, the role of | in the previous development, a com- 
bined system consisting of the two cycles and the hot reservoir may be formed that 


must obey Eq. 5.3. However, in applying Eq. 5.3 to this combined system, the equal- 
ity is used because the system is reversible in operation. Thus, it can be concluded 
that Ила = Ws; and, therefore, та = "рә. The details are left as an exercise (see end- 
of-chapter Problem 5.7). 





Second Law Aspects of Refrigeration 
and Heat Pump Cycles Interacting 
with Two Reservoirs 
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5.7.1 Limits on Coefficients of Performance 


The second law of thermodynamics places limits on the performance of refrigeration 
and heat pump cycles as it does for power cycles. Consider Fig. 5.7, which shows a 
system undergoing a cycle while communicating thermally with two thermal reser- 
voirs, a hot and a cold reservoir. The energy transfers labeled on the figure are in the 
directions indicated by the arrows. In accord with the conservation of energy prin- 
ciple, the cycle discharges energy Он by heat transfer to the hot reservoir equal to 
the sum of the energy Ос received by heat transfer from the cold reservoir and the 
net work input. This cycle might be a refrigeration cycle or a heat pump cycle, depend- 
ing on whether its function is to remove energy Oc from the cold reservoir or deliver 
energy Он to the hot reservoir. 
For a refrigeration cycle the coefficient of performance is 


Qc Qc 








= = (5.5) 
p Weycte Он ~ Qc 
The coefficient of performance for a heat pump cycle is 
ee Qu Qu (5.6) 


уге E Ou on Qc 


As the net work input to the cycle Уе tends to zero, the coefficients of perfor- 
mance given by Eqs. 5.5 and 5.6 approach a value of infinity. If ЙУ were identically 
zero, the system of Fig. 5.7 would withdraw energy Ос from the cold reservoir and 
deliver that energy to the hot reservoir, while undergoing a cycle. However, this method 
of operation violates the Clausius statement of the second law and thus is not allowed. 
It follows that the coefficients of performance 8 and у must invariably be finite in value. 
This may be regarded as another corollary of the second law. Further corollaries follow. 






І 

| 

І 
Boundary —1 Wycie = Qu - Ос 
І 
І 
| Fig. 5.7 System undergoing a refrigeration or 
heat pump cycle while exchanging energy by 


heat transfer with two reservoirs. 
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5.7.2 Corollaries of the Second Law for Refrigeration 
and Heat Pump Cycles 


The maximum theoretical coefficients of performance for systems undergoing refrig- 
eration and heat pump cycles while communicating thermally with two reservoirs at 
different temperatures are evaluated in Sec. 5.9 with reference to the following corol- 
laries of the second law: 


1. The coefficient of performance of an irreversible refrigeration cycle is always less 
than the coefficient of performance of a reversible refrigeration cycle when each 
operates between the same two thermal reservoirs. 


2. АП reversible refrigeration cycles operating between the same two thermal reser- 
voirs have the same coefficient of performance. 


By replacing the term refrigeration with heat pump, we obtain counterpart corollaries 
for heat pump cycles. 

The first of these corollaries agrees with expectations stemming from 
the discussion of the second law thus far. To explore this, consider Fig. 5.8, 
which shows a reversible refrigeration cycle R and an irreversible refrig- 
eration cycle I operating between the same two reservoirs. Each cycle 
removes the same energy Ос from the cold reservoir. The net work input 
required to operate R is Wr, while the net work input for I is Wi. Each 
cycle discharges energy by heat transfer to the hot reservoir equal to 
the sum of Qc and the net work input. The directions of the energy 
transfers are shown by arrows on Fig. 5.8. The presence of irreversibili- 
ties during the operation of a refrigeration cycle is expected to exact a 
penalty: If two refrigerators working between the same reservoirs each 
Fig. 5.8 Sketch for demonstrating that a receive an identical energy transfer from the cold reservoir, Qc, and one 
executes a reversible cycle while the other executes an irreversible cycle, 
we expect the irreversible cycle to require a greater net work input and 
thus have the smaller coefficient of performance. By a simple extension 
it follows that all reversible refrigeration cycles operating between the 
same two reservoirs have the same coefficient of performance. Similar 
arguments apply to the counterpart heat pump cycle statements. 

These corollaries can be demonstrated formally using the Kelvin-Planck statement 
of the second law and a procedure similar to that employed for the Carnot corollar- 
ies. The details are left as an exercise (see end-of-chapter Problem 5.8). 





reversible refrigeration cycle R has a greater 
coefficient of performance than an 
irreversible cycle | when they operate 
between the same two reservoirs. 


Warm blankets of pollution-laden air 

J] surround major cities. Sunlight-absorbing rooftops and expanses of pavement, 

together with little greenery, conspire with other features of city living to raise 

urban temperatures several degrees above adjacent suburban areas. Figure 5.9 

shows the variation of surface temperature in the vicinity of a city as measured by 

infrared measurements made from low-level flights over the area. Health-care professionals 

worry about the impact of these "heat islands," especially on the elderly. Paradoxically, the 

hot exhaust from the air conditioners city dwellers use to keep cool also makes sweltering 

neighborhoods even hotter. Irreversibilities within air conditioners contribute to the warm- 

ing effect. Air conditioners may account for as much as 2096 of the urban temperature rise. 

Vehicles and commercial activity also are contributors. Urban planners are combating heat 

islands in many ways, including the use of highly reflective colored roofing products and 

the installation of roof top gardens. The shrubs and trees of roof top gardens absorb solar 

energy, leading to summer roof temperatures significantly below those of nearby buildings 
without roof top gardens, reducing the need for air conditioning. 
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Fig. 5.9 Surface temperature variation in an urban area. 
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The results of Secs. 5.6 and 5.7 establish theoretical upper limits on the performance 
of power, refrigeration, and heat pump cycles communicating thermally with two 
reservoirs. Expressions for the maximum theoretical thermal efficiency of power 
cycles and the maximum theoretical coefficients of performance of refrigeration and 
heat pump cycles are developed in Sec. 5.9 using the Kelvin temperature scale con- 
sidered next. 


5.8.1 The Kelvin Scale 


From the second Carnot corollary we know that all reversible power cycles operating 
between the same two thermal reservoirs have the same thermal efficiency, regardless 
of the nature of the substance making up the system executing the cycle or the series 
of processes. Since the thermal efficiency is independent of these factors, its value can 
be related only to the nature of the reservoirs themselves. Noting that it is the difference 
in temperature between the two reservoirs that provides the impetus for heat transfer 
between them, and thereby for the production of work during the cycle, we reason that 
the thermal efficiency depends only on the temperatures of the two reservoirs. 

From Eq. 5.4 it also follows that for such reversible power cycles the ratio of 
the heat transfers Ос/Он depends only on the temperatures of the two reservoirs. 
That is, 


(E). = (Өс, өн): (а) 


cycle 


where Өн and Өс denote the temperatures of the reservoirs and the function y is for 
the present unspecified. Note that the words *rev cycle" are added to this expression 
to emphasize that it applies only to systems undergoing reversible cycles while oper- 
ating between two thermal reservoirs. 

Equation (a) provides a basis for defining a thermodynamic temperature scale: a 
scale independent of the properties of any substance. There are alternative choices 
for the function y that lead to this end. The Kelvin scale is obtained by making a 


Kelvin scale 
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TAKE NOTE... 
Some readers may prefer to 
proceed directly to Sec. 5.9, 
where Eq, 5.7 is applied. 









particularly simple choice, namely, у = Тс/Тн, where T is the symbol used by inter- 
national agreement to denote temperatures on the Kelvin scale. With this, we get 


0с) Тс 
а= 57 
(5 Ode IH 67) 


Thus, two temperatures on the Kelvin scale are in the same ratio as the values of the 
heat transfers absorbed and rejected, respectively, by a system undergoing a reversible 
cycle while communicating thermally with reservoirs at these temperatures. 

If a reversible power cycle were operated in the opposite direction as a refrig- 
eration or heat pump cycle, the magnitudes of the energy transfers Ос and Он 
would remain the same, but the energy transfers would be oppositely directed. 
Accordingly, Eq. 5.7 applies to each type of cycle considered thus far, provided the 
system undergoing the cycle operates between two thermal reservoirs and the cycle 
is reversible. 


More on the Kelvin Scale 

Equation 5.7 gives only a ratio of temperatures. To complete the definition of the 
Kelvin scale, it is necessary to proceed as in Sec. 1.73 by assigning the value 273.16 K 
to the temperature at the triple point of water. Then, if a reversible cycle is operated 
between a reservoir at 273.16 K and another reservoir at temperature T, the two 
temperatures are related according to 


T — 273.16 (2) 


On (5.8) 


rev 
cycle 


where Q,, and Q are the heat transfers between the cycle and reservoirs at 273.16 K 
and temperature Т, respectively. In the present case, the heat transfer Q plays the 
role of the thermometric property. However, since the performance of a reversible 
cycle is independent of the makeup of the system executing the cycle, the definition 
of temperature given by Eq. 5.8 depends in no way on the properties of any substance 
or class of substances. 

In Sec. 1.72 we noted that the Kelvin scale has a zero of 0 K, and lower tem- 
peratures than this are not defined. Let us take up these points by considering a 
reversible power cycle operating between reservoirs at 273.16 K and a lower tem- 
perature 7. Referring to Eq. 5.8, we know that the energy rejected from the cycle 
by heat transfer О would not be negative, so T must be nonnegative. Equation 5.8 
also shows that the smaller the value of Q, the lower the value of T, and conversely. 
Accordingly, as О approaches zero the temperature 7 approaches zero. It can be 
concluded that a temperature of zero is the lowest temperature on the Kelvin scale. 
This temperature is called the absolute zero, and the Kelvin scale is called an abso- 
lute temperature scale. 

When numerical values of the thermodynamic temperature are to be determined, 
it is not possible to use reversible cycles, for these exist only in our imaginations. 
However, temperatures evaluated using the constant-volume gas thermometer dis- 
cussed in Sec. 5.8.2 to follow are identical to those of the Kelvin scale in the range 
of temperatures where the gas thermometer can be used. Other empirical approaches 
can be employed for temperatures above and below the range accessible to gas ther- 
mometry. The Kelvin scale provides a continuous definition of temperature valid over 
all ranges and provides an essential connection between the several empirical mea- 
sures of temperature. 
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5.8.2 The Gas Thermometer 


Mercury 


The constant-volume gas thermometer shown in Fig. 5.10 is so exceptional : 
reservoir 


in terms of precision and accuracy that it has been adopted internationally 
as the standard instrument for calibrating other thermometers. The ther- 
mometric substance is the gas (normally hydrogen or helium), and the е9 
thermometric property is the pressure exerted by the gas. As shown in the 
figure, the gas is contained in a bulb, and the pressure exerted by it is 
measured by an open-tube mercury manometer. As temperature increases, 
the gas expands, forcing mercury up in the open tube. The gas is kept at 
constant volume by raising or lowering the reservoir. The gas thermometer 
is used as a standard worldwide by bureaus of standards and research 
laboratories. However, because gas thermometers require elaborate appa- 
ratus and are large, slowly responding devices that demand painstaking 
experimental procedures, smaller, more rapidly responding thermometers are used 
for most temperature measurements and they are calibrated (directly or indirectly) 
against gas thermometers. For further discussion of gas thermometry, see the box. 





Manometer 


Fig. 5.10 Constant-volume gas 
thermometer. 


Measuring Temperature with the Gas Thermometer—The Gas Scale 

It is instructive to consider how numerical values are associated with levels of tem- 
perature by the gas thermometer shown in Fig. 5.10. Let p stand for the pressure in 
the bulb of a constant-volume gas thermometer in thermal equilibrium with a bath. 
A value can be assigned to the bath temperature by a linear relation 


Т=ар (а) 


where а is an arbitrary constant. 

The value of a is determined by inserting the thermometer into another bath main- 
tained at the triple point of water and measuring the pressure, call it pp, of the con- 
fined gas at the triple point temperature, 273.16 K. Substituting values into Eq. (a) 
and solving for а, 


273.16 
Pip 


Inserting this in Eq. (a), the temperature of the original bath, at which the pressure 
of the confined gas is p, is then 


g= 





T = 273.16 (2) (b) 
Pip 

However, since the values of both pressures, p and pẹ, depend in part on the 
amount of gas in the bulb, the value assigned by Eq. (b) to the bath temperature 
varies with the amount of gas in the thermometer. This difficulty is overcome in pre- 
cision thermometry by repeating the measurements (in the original bath and the ref- 
erence bath) several times with less gas in the bulb in each successive attempt. For 
each trial the ratio р/р, is plotted versus the corresponding reference pressure pi, of 
the gas at the triple point temperature. When several such points have been plotted, 
the resulting curve is extrapolated to the ordinate where рь, = 0. This is illustrated 
in Fig. 5.11 for constant-volume thermometers with a number of different gases. 

Inspection of Fig. 5.11 shows that at each nonzero value of the reference pressure, 
the p/p, values differ with the gas employed in the thermometer. However, as pressure 
decreases, the р/р, values from thermometers with different gases approach one 
another, and in the limit as pressure tends to zero, the same value for p/P is obtained 
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Measured data for a fixed level 
of temperature, extrapolated 
to zero pressure 









Рір 


Fig. 5.11 Readings of constant- 
volume gas thermometers, 
when several gases are used. 
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for each gas. Based on these general results, the gas temperature scale is defined by 
the relationship 
(с) 


xo 
Т = 273.16 lim — 
Pip 


where “lim” means that both р and py tend to zero. It should be evident that the 
determination of temperatures by this means requires extraordinarily careful and 
elaborate experimental procedures. 

Although the temperature scale of Eq. (c) is independent of the properties of any 


one gas, it still depends on the properties of gases in general. Accordingly, the mea- 
surement of low temperatures requires a gas that does not condense at these tem- 
peratures, and this imposes a limit on the range of temperatures that can be mea- 
sured by a gas thermometer. The lowest temperature that can be measured with such 
an instrument is about 1 K, obtained with helium. At high temperatures gases dis- 
sociate, and therefore these temperatures also cannot be determined by a gas ther- 
mometer. Other empirical means, utilizing the properties of other substances, must 
be employed to measure temperature in ranges where the gas thermometer is inad- 
equate. For further discussion see Sec. 5.8.3. 


5.8.3 International Temperature Scale 


To provide a standard for temperature measurement taking into account both theo- 
retical and practical considerations, the International Temperature Scale (ITS) was 
adopted in 1927 This scale has been refined and extended in several revisions, most 
recently in 1990. The International Temperature Scale of 1990 (ITS-90) is defined in 
such a way that the temperature measured on it conforms with the thermodynamic 
temperature, the unit of which is the kelvin, to within the limits of accuracy of mea- 
surement obtainable in 1990. The ITS-90 is based on the assigned values of tem- 
perature of a number of reproducible fixed points (Table 5.1). Interpolation between 
the fixed-point temperatures is accomplished by formulas that give the relation 
between readings of standard instruments and values of the ITS. In the range from 
0.65 to 5.0 K, ITS-90 is defined by equations giving the temperature as functions of 
the vapor pressures of particular helium isotopes. The range from 3.0 to 24.5561 K 
is based on measurements using a helium constant-volume gas thermometer. In the 
range from 13.8033 to 1234.93 K, ITS-90 is defined by means of certain platinum 
resistance thermometers. Above 1234.93 K the temperature is defined using Planck's 
equation for blackbody radiation and measurements of the intensity of visible-spectrum 
radiation. 


Maximum Performance Measures 
for Cycles Operating Between 
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The discussion continues in this section with the development of expressions for the 
maximum thermal efficiency of power cycles and the maximum coefficients of per- 
formance of refrigeration and heat pump cycles in terms of reservoir temperatures 
evaluated on the Kelvin scale. These expressions can be used as standards of com- 
parison for actual power, refrigeration, and heat pump cycles. 
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Defining Fixed Points of the International Temperature Scale of 1990 


T (K) Substance’ State? 
3105 Не Vapor pressure point 
13.8033 e-H; Triple point 
ш 17 e-H; Vapor pressure point 
= 20.3 e-H; Vapor pressure point 
24.5561 Ne Triple point 
54.3584 0; Triple point 
83.8058 Ar Triple point 
234.3156 Hg Triple point 
273.16 H;0 Triple point 
302.9146 Ga Melting point 
429.7485 In Freezing point 
505.078 Sn Freezing point 
692.677 Zn Freezing point 
933.473 Al Freezing point 
1234.93 Ag Freezing point 
1337.33 Au Freezing point 
1357.77 Cu Freezing point 


^He denotes ?He or ^He; e-H, is hydrogen at the equilibrium concentration of the ortho- and 
para-molecular forms. 


"Triple point: temperature at which the solid, liquid, and vapor phases are in equilibrium. 
Melting point, freezing point: temperature, at a pressure of 101.325 kPa, at which the solid 
and liquid phases are in equilibrium. 


Source: H. Preston-Thomas, "The International Temperature Scale of 1990 (ITS-90)," 
Metrologia 27, 3-10 (1990). See also www.ITS-90.com. 





5.9.1 Power Cycles 


The use of Eq. 5.7 in Eq. 5.4 results in an expression for the thermal efficiency of a 
system undergoing a reversible power cycle while operating between thermal reser- 
voirs at temperatures Тр and Тс. That is, 


IR 
Nmax — i т. (5.9) 
н 


which is known as the Carnot efficiency. As temperatures on the Rankine scale differ 
from Kelvin temperatures only by the factor 1.8, the T’s in Eq. 5.9 may be on either 
scale of temperature. 

Recalling the two Carnot corollaries, it should be evident that the efficiency given 
by Eq. 5.9 is the thermal efficiency of all reversible power cycles operating between 
two reservoirs at temperatures Ty and Тс, and the maximum efficiency any power 
cycle can have while operating between the two reservoirs. By inspec- 


Carnot efficiency 
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tion, the value of the Carnot efficiency increases as Ty increases 1.0 
and/or Тс decreases. 


Equation 5.9 is presented graphically in Fig. 5.12. The temperature ele 
Tc used in constructing the figure is 298 К in recognition that actual _ TE 
power cycles ultimately discharge energy by heat transfer at about ors 
the temperature of the local atmosphere or cooling water drawn from = 


a nearby river or lake. Observe that increasing the thermal efficiency 











of a power cycle by reducing Tc below the ambient temperature is 0 
not viable. For instance, reducing Тс below the ambient using an 
actual refrigeration cycle requires a work input to the refrigeration 


298 


1000 2000 
Temperature, Ty (К) 


3000 


cycle that will exceed the increase in work of the power cycle, giving Fig. 5.12 Carnot efficiency versus Ty, for 


a lower net work output. Тс = 298 K. 


Ay 
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Figure 5.12 shows that the thermal efficiency increases with Ty. Referring to seg- 
ment a-b of the curve, where Ty and 1 are relatively low, we see that ņ increases 
rapidly as Тн increases, showing that in this range even a small increase in Ty can 
have a large effect on efficiency. Though these conclusions, drawn as they are from Eq. 
5.9, apply strictly only to systems undergoing reversible cycles, they are qualitatively 
correct for actual power cycles. The thermal efficiencies of actual cycles are observed 
to increase as the average temperature at which energy is added by heat transfer 
increases and/or the average temperature at which energy is discharged by heat trans- 
fer decreases. However, maximizing the thermal efficiency of a power cycle may not 
be the only objective. In practice, other considerations such as cost may be overriding. 

Conventional power-producing cycles have thermal efficiencies ranging up to 

finis T about 4096. This value may seem low, but the comparison should be made with an 
- appropriate limiting value and not 100%. 


21027 eS) consider a system executing a power cycle for which the aver- 
age temperature of heat addition is 745 K and the average temperature at which 


heat is discharged is 298 K. For a reversible cycle receiving and discharging energy 
by heat transfer at these temperatures, the thermal efficiency given by Eq. 5.9 is 
60%. When compared to this value, an actual thermal efficiency of 40% does not 
appear to be so low. The cycle would be operating at two-thirds of the theoretical 
maximum. < 4 4 4 4 


In the next example, we evaluate power cycle performance using the Carnot cor- 
ollaries together with Eqs. 5.4 and 5.9. 


EXAMPLE 5.7 Ж ОЛО О ——————————— К ТГ, 


Evaluating Power Cycle Performance 


A power cycle operating between two thermal reservoirs receives energy Он by heat transfer from a hot reser- 
voir at Тн = 2000 К and rejects energy Ос by heat transfer to a cold reservoir at Тс = 400 К. For each of the 
following cases determine whether the cycle operates reversibly, operates irreversibly, or is impossible. 


(a) Он = 1000 kJ, n = 60% 
(b) Он = 1000 kJ, Wa, = 850 kJ 
(с) Он - 1000 kJ, Ос - 200 kJ 


SOLUTION 


Known: A system operates in a power cycle while receiving energy by heat transfer from a reservoir at 2000 K 
and discharging energy by heat transfer to a reservoir at 400 K. 


Find: For each of three cases determine whether the cycle operates reversibly, operates irreversibly, or is impossible. 
Schematic and Given Data: 


Engineering Model: 


1. The system shown in the accompanying figure executes a power cycle. 









| 

| 2. Each energy transfer is positive in the direction of the arrow. 
Boundary ——4 W,ycle 

l 

| 

| 











Fig. E5.1 


5.9 Maximum Performance Measures for Cycles Operating Between Two Reservoirs 267 


Analysis: The maximum thermal efficiency for any power cycle operating between the two thermal reservoirs is 
given by Eq. 5.9. With the specified temperatures 





c1 Te 400K 
o Па /m 2000 K 
= 0.8 (80%) 


(a) The given thermal efficiency is 1) = 60%. Since т < Nmax the cycle operates irreversibly. 
(b) Using given the data, Он = 1000 kJ and Waa. = 850 kJ, the thermal efficiency is 


уге 850 kJ 
Он — 1000kJ 
— 0.85 (8596) 





Since 7 > max, the power cycle is impossible. 
(c) Applying an energy balance together with the given data, 
Wycie = Он = Ос 
= 1000 kJ — 200 kJ = 800 kJ 
The thermal efficiency is then 
Waae _ 800kJ 





1” Qu — 1000kJ (VÍ Skills Developed 
== 0.80 (8096) Ability [om NUS 
Since 1 = Nmax, the cycle operates reversibly. О apply the Carnot corollaries, 
using Eqs. 5.4 and 5.9 


appropriately 





Ө The temperatures Тс and Ty used in evaluating Nmax must be in К or °R. 


If Qc = 300 kJ and Weycie = 2700 kJ, determine whether the 


CE power cycle operates reversibly, operates irreversibly, ог is impossible. ........................................... 
Ans. Impossible. 





5.9.2 Refrigeration and Heat Pump Cycles 


Equation 5.7 is also applicable to reversible refrigeration and heat pump cycles oper- 
ating between two thermal reservoirs, but for these Oc represents the heat added to 
the cycle from the cold reservoir at temperature Тс on the Kelvin scale and Он is the 
heat discharged to the hot reservoir at temperature Ty. Introducing Eq. 5.7 in Eq. 5.5 
results in the following expression for the coefficient of performance of any system 
undergoing a reversible refrigeration cycle while operating between the two reservoirs: 


Tc 


mei (5.10) 


[Bes и 


Similarly, substituting Eq. 5.7 into Eq. 5.6 gives the following expression for the coef- 
ficient of performance of any system undergoing a reversible heat pump cycle while 
operating between the two reservoirs: 


Тн 


DUE Л 


Ymax = 
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Note that the temperatures used to evaluate Bmax and Ymax must be absolute tem- 
peratures on the Kelvin or Rankine scale. 

From the discussion of Sec. 5.72, it follows that Eqs. 5.10 and 5.11 are the maximum 
coefficients of performance that any refrigeration and heat pump cycles can have 
while operating between reservoirs at temperatures Тн and Тс. As for the case of the 
Carnot efficiency, these expressions can be used as standards of comparison for actual 


Refrig. Cycle refrigerators and heat pumps. 

A.10 - Tab c In the next example, we evaluate the coefficient of performance of a refrigerator 
A and compare it with the maximum theoretical value, illustrating the use of the second 

A.11 - Tab c law corollaries of Sec. 5.72 together with Eq. 5.10. 


Evaluating Refrigerator Performance 


By steadily circulating a refrigerant at low temperature through passages in the walls of the freezer compartment, 
a refrigerator maintains the freezer compartment at —5°C when the air surrounding the refrigerator is at 22°C. 
The rate of heat transfer from the freezer compartment to the refrigerant is 8000 kJ/h and the power input 
required to operate the refrigerator is 3200 kJ/h. Determine the coefficient of performance of the refrigerator 
and compare with the coefficient of performance of a reversible refrigeration cycle operating between reservoirs 
at the same two temperatures. 


SOLUTION 


Known: A refrigerator maintains a freezer compartment at a specified temperature. The rate of heat transfer 
from the refrigerated space, the power input to operate the refrigerator, and the ambient temperature are known. 


Find: Determine the coefficient of performance and compare with that of a reversible refrigerator operating 
between reservoirs at the same two temperatures. 


Schematic and Given Data: 


Engineering Model: 
1. The system shown on the accompanying figure is at steady state. 







у 2. The freezer compartment and the surrounding air play the roles of 


cycle 1 1 
= 3500 kI/h cold and hot reservoirs, respectively. 





3. The energy transfers are positive in the directions of the arrows on 
the schematic. 











— System 
boundary 
Qc = 8000 kJ/h 
Freezer compartment 
at -5?C (268 K) Fig. E5.2 


Analysis: Inserting the given operating data into Eq. 5.5 expressed on a time-rate basis, the coefficient of perfor- 
mance of the refrigerator is 


Ос _ 8000 КЈЉ _ 
Wa, 3200 К/Һ 





B- 2.5 


00000099099009090909900090900000909000000909900000900000090900000000000000000000900000090900900999000900909000000000090900000009000090009000000909000000000000000€ 


5.9 Maximum Performance Measures for Cycles Operating Between Two Reservoirs 269 


Substituting values into Eq. 5.10 gives the coefficient of performance of a reversible refrigeration cycle oper- 
ating between reservoirs at Тс = 268 K and Ty = 295 K as 

Tc 268K 
Ty = Тс 295K —268K 





Ф Bmax m 9.9 

@ In accord with the corollaries of Sec. 5.72, the coefficient of performance of the refrigerator is less than for 
a reversible refrigeration cycle operating between reservoirs at the same two temperatures. That is, irrevers- 
ibilities are present within the system. 


@ The temperatures Тс and Ty used in evaluating Bmax must be in K or °R. 


Ө The difference between the actual and maximum coefficients of performance 7-:55%%:5::22.......... 
suggests that there may be some potential for improving the thermodynamic АРІ to... 
performance. This objective should be approached judiciously, however, for H apply the second law 
improved performance may require increases in size, complexity, and cost. corollaries of Sec. 5.7.2, 


using Eqs. 5.5 and 5.10 
An inventor claims the power required to operate the refrig- 


appropriately. 
: erator can be reduced to 800 kJ/h while all other data remain the same. 
senes] Evaluate this claim using the second law. Ans. 8 = 10. Claim invalid. — m 








In Example 5.3, we determine the minimum theoretical work input and cost for 
one day of operation of an electric heat pump, illustrating the use of the second law 
corollaries of Sec. 5.72 together with Eq. 5.11. 


EXAMPLE 5.2 ЖО О О ——————————————" 


Evaluating Heat Pump Performance 


A building requires 5 x 10° Btu per day to maintain its temperature at 70°F when the outside temperature is 
32°F. (a) If an electric heat pump is used to supply this energy, determine the minimum theoretical work input 
for one day of operation, in Btu/day. (b) Evaluating electricity at 13 cents per kW - h, determine the minimum 
theoretical cost to operate the heat pump, in $/day. 


SOLUTION 


Known: A heat pump maintains a building at a specified temperature. The energy supplied to the building, the 
ambient temperature, and the unit cost of electricity are known. 


Find: Determine the minimum theoretical work required by the heat pump and the corresponding electricity cost. 
Schematic and Given Data: 


Engineering Model: 







1. The system shown on the accompanying figure executes a 


Heat pump heat pump cycle. 





2. The building and the outside air play the roles of hot and cold 
reservoirs, respectively. 


3. The value of electricity is 13 cents per КУУ. h. 


Surroundings at 32°F (492°R) 


4. The energy transfers are positive in the directions of the 
Fig. E5.3 arrows on the schematic. 
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Analysis: 


(a) Using Eq. 5.6, the work for any heat pump cycle can be expressed as W.,4, = Оң/у. The coefficient of per- 
formance у of an actual heat pump is less than, or equal to, the coefficient of performance Ymax of a reversible 
heat pump cycle when each operates between the same two thermal reservoirs: у = Ymax Accordingly, for a given 


value of Он 











Он 
уге = Утах 
With Eq. 5.11 
Ті 530°R 
= = = 13.95 
9 ma eT. QUR d 
Collecting results 
5 x 10? Btu/da Bt 
Weycte = y coge Пг 


13.95 


The minimum theoretical work input is 3.58 x 10* Btu/day. 


(b) Using the result of part (a) together with the given cost data and an appropriate conversion factor, 








minimum Btu 1 kW-h $ $ 
u . 
theoretical | = | 3.58 x 104 0.13 — 1.36 
ө €— ( day |3413 Btu X kW - z) day 








cost per day 


Note that the temperatures Тс and Ty must be in °R or K. 
p 


Ө Because of irreversibilities, an actual heat pump must be supplied more 
work than the minimum to provide the same heating effect. The actual daily 
cost could be substantially greater than the minimum theoretical cost. 


(a) If a heat pump whose coefficient of performance is 3.0 


provides the required heating, determine the operating cost, in $/day. 
(b) Repeat if the heating is provided by electric-resistance baseboard 
с] heating. Ans. (a) 6.35, (b) 19.04. 


Carnot Cycle 
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Ability to... 

О apply the second law 
corollaries of Sec. 5.7.2, 
using Eqs. 5.6 and 5.11 
appropriately. 

О conduct an elementary 
economic evaluation. 
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The Carnot cycles introduced in this section provide specific examples of reversible 
cycles operating between two thermal reservoirs. Other examples are provided in 
Carnot cycle Chap. 9: the Ericsson and Stirling cycles. In a Carnot cycle, the system executing the 
cycle undergoes a series of four internally reversible processes: two adiabatic pro- 


cesses alternated with two isothermal processes. 


5.10.1 Carnot Power Cycle 


Figure 5.13 shows the p—v diagram of a Carnot power cycle in which the system is a 
gas in a piston-cylinder assembly. Figure 5.14 provides details of how the cycle is 
executed. The piston and cylinder walls are nonconducting. The heat transfers are in 
the directions of the arrows. Also note that there are two reservoirs at temperatures 
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Ty and Тс, respectively, and an insulating stand. Initially, the piston-cylinder р 
assembly is on the insulating stand and the system is at state 1, where the 
temperature is Тс. The four processes of the cycle are 


Process 1-2: Тһе gas is compressed adiabatically to state 2, where the 
temperature is Тн. 

Process 2-3: The assembly is placed in contact with the reservoir at Ty. 
The gas expands isothermally while receiving energy Он from the hot 
reservoir by heat transfer. 

Process 3-4: Тһе assembly is again placed on the insulating stand and 
the gas is allowed to continue to expand adiabatically until the tem- 
perature drops to То. 

Process 4-1: Тһе assembly is placed in contact with the reservoir at Тс. 
The gas is compressed isothermally to its initial state while it discharges 
energy Ос to the cold reservoir by heat transfer. 








Fig. 5.13 p-v diagram for a Carnot 


For the heat transfer during Process 2-3 to be reversible, the difference 
gas power cycle. 


between the gas temperature and the temperature of the hot reservoir must 
be vanishingly small. Since the reservoir temperature remains constant, this implies 
that the temperature of the gas also remains constant during Process 2-3. The same 
сап be concluded for the gas temperature during Process 4-1. 

For each of the four internally reversible processes of the Carnot cycle, the work 
can be represented as an area on Fig. 5.13. The area under the adiabatic process line 
1-2 represents the work done per unit of mass to compress the gas in this process. 
The areas under process lines 2-3 and 3-4 represent the work done per unit of mass 
by the gas as it expands in these processes. The area under process line 4-1 is the 
work done per unit of mass to compress the gas in this process. The enclosed area 
on the p-v diagram, shown shaded, is the net work developed by the cycle per unit 
of mass. The thermal efficiency of this cycle is given by Eq. 5.9. 

The Carnot cycle is not limited to processes of a closed system taking place in a 
piston-cylinder assembly. Figure 5.15 shows the schematic and accompanying p-v 
diagram of a Carnot cycle executed by water steadily circulating through a series of 
four interconnected components that has features in common with the simple vapor 
power plant shown in Fig. 4.16. As the water flows through the boiler, a change of 
phase from liquid to vapor at constant temperature Тн occurs as a result of heat 
transfer from the hot reservoir. Since temperature remains constant, pressure also 
remains constant during the phase change. The steam exiting the boiler expands adi- 
abatically through the turbine and work is developed. In this process the temperature 


Adiabatic 
Isothermal expansion Teotüermial 
Adiabatic expansion | compression 
compression | | 
| 














“Insulating ^. `.: Insulating" | Ос 
42? rand КА. ie 2 ш S Cold reservoir, Тс 
Process 1-2 Process 2-3 Process 3-4 Process 4-1 


Fig. 5.14 Carnot power cycle executed by a gas in a piston-cylinder assembly. 
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Fig. 5.15 Carnot vapor power cycle. 


decreases to the temperature of the cold reservoir, Тс, and there is an accompanying 
decrease in pressure. As the steam passes through the condenser, a heat transfer to 
the cold reservoir occurs and some of the vapor condenses at constant temperature 
Те. Since temperature remains constant, pressure also remains constant as the water 
passes through the condenser. The fourth component is a pump (or compressor) that 
receives a two-phase liquid-vapor mixture from the condenser and returns it adia- 
batically to the state at the boiler entrance. During this process, which requires a work 
input to increase the pressure, the temperature increases from Тс to Ty. The thermal 
efficiency of this cycle also is given by Eq. 5.9. 


5.10.2 Carnot Refrigeration and Heat Pump Cycles 


If a Carnot power cycle is operated in the opposite direction, the magnitudes of all 
energy transfers remain the same but the energy transfers are oppositely directed. Such 
a cycle may be regarded as a reversible refrigeration or heat pump cycle, for which 
the coefficients of performance are given by Eqs. 5.10 and 5.11, respectively. A Carnot 
refrigeration or heat pump cycle executed by a gas in a piston-cylinder assembly is 
shown in Fig. 5.16. The cycle consists of the following four processes in series: 


Process 1-2: Тһе gas expands isothermally at Тс while receiving energy Qc 
from the cold reservoir by heat transfer. 

Process 2-3: Тһе gas is compressed adiabatically until its temperature is Ty. 

Process 3-4: Тһе gas is compressed isothermally at Ty while it discharges 
energy Qy to the hot reservoir by heat transfer. 

Process 4-1: Тһе gas expands adiabatically until its temperature decreases 
to То. 


A refrigeration or heat pump effect can be accomplished in a cycle only if a 
net work input is supplied to the system executing the cycle. In the case of 
the cycle shown in Fig. 5.16, the shaded area represents the net work input 
per unit of mass. 
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Fig. 5.16 p-v diagram for a Carnot In addition to the configurations discussed previously, Carnot cycles also can 
gas refrigeration or heat pump cycle. be devised that are composed of processes in which a capacitor is charged 


5.11 Clausius Inequality 


and discharged, a paramagnetic substance is magnetized and demagnetized, and so 
on. However, regardless of the type of device or the working substance used, 


1 the Carnot cycle always has the same four internally reversible processes: two 
adiabatic processes alternated with two isothermal processes. 


2. the thermal efficiency of the Carnot power cycle is always given by Eq.5.9 in terms 
of the temperatures evaluated on the Kelvin or Rankine scale. 


3. the coefficients of performance of the Carnot refrigeration and heat pump cycles 
are always given by Eqs. 5.10 and 5.11, respectively, in terms of temperatures 
evaluated on the Kelvin or Rankine scale. 
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Corollaries of the second law developed thus far in this chapter are for systems 
undergoing cycles while communicating thermally with one or two thermal energy 
reservoirs. In the present section a corollary of the second law known as the Clausius 
inequality is introduced that is applicable to any cycle without regard for the body, 
or bodies, from which the cycle receives energy by heat transfer or to which the cycle 
rejects energy by heat transfer. The Clausius inequality provides the basis for further 
development in Chap. 6 of the entropy, entropy production, and entropy balance 
concepts introduced in Sec. 5.2.3. 
The Clausius inequality states that for any thermodynamic cycle 


j (%) =0 (5.12) 


where 80 represents the heat transfer at a part of the system boundary during а 
portion of the cycle, and 7 15 the absolute temperature at that part of the boundary. 
The subscript “b” serves as a reminder that the integrand is evaluated at the bound- 
ary of the system executing the cycle. The symbol % indicates that the integral is to 
be performed over all parts of the boundary and over the entire cycle. The equal- 
ity and inequality have the same interpretation as in the Kelvin-Planck statement: 
The equality applies when there are no internal irreversibilities as the system executes 
the cycle, and the inequality applies when internal irreversibilities are present. The 
Clausius inequality can be demonstrated using the Kelvin-Planck statement of the 
second law. See the box for details. 
The Clausius inequality can be expressed equivalently as 


6 
ER) = ~ O cycle (5.13) 


where aa, can be interpreted as representing the “strength” of the inequality. The 
value of соусе is positive when internal irreversibilities are present, zero when no 
internal irreversibilities are present, and can never be negative. 

In summary, the nature of a cycle executed by a system is indicated by the value 
for буде as follows: 


буде = Ө no irreversibilities present within the system 
Toa, > 0 irreversibilities present within the system (5.14) 


ба 0 impossible 


Clausius inequality 
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applying Eq. 5.13 to the cycle of Example 5.1(c), we get 


Же) Uu e 
T 1 [p Те O cycle 


1000kJ _ 200kJ 
2000K 400K 








= ОКК 


giving Суде = О KJ/K, which indicates по irreversibilities are present within the system 
undergoing the cycle. This is in keeping with the conclusion of Example 5.1(c). Applying 
Eq. 5.13 on a time-rate basis to the cycle of Example 52, we get суие = 8.12 kJ/h - К. 
The positive value indicates irreversibilities are present within the system undergoing 
the cycle, which is in keeping with the conclusions of Example 5.2. | - « 4 4 


In Sec. 6.7, Eq. 5.13 is used to develop the closed system entropy balance. From 
that development, the term o4, of Eq. 5.13 can be interpreted as the entropy pro- 
duced (generated) by internal irreversibilities during the cycle. 


Developing the Clausius Inequality 

The Clausius inequality can be demonstrated using the arrangement of Fig. 5.17. A 
system receives energy 60 at a location on its boundary where the absolute tem- 
perature is T while the system develops work êW. In keeping with our sign convention 
for heat transfer, the phrase receives energy 60 includes the possibility of heat trans- 
fer from the system. The energy 60 is received from a thermal reservoir at Tes. То 
ensure that no irreversibility is introduced as a result of heat transfer between the 
reservoir and the system, let it be accomplished through an intermediary system that 
undergoes a cycle without irreversibilities of any kind. The cycle receives energy 60” 
from the reservoir and supplies 8Q to the system while producing work 8W'. From the 
definition of the Kelvin scale (Eq. 5.7), we have the following relationship between 
the heat transfers and temperatures: 


80” 60 
т id 
res b 
As temperature Т may vary, a multiplicity of such reversible cycles may be required. 


Consider next the combined system shown by the dotted line on Fig. 5.17. An energy 
balance for the combined system is 


dEc E 80! = oW. 









Combined 
system 
boundary 





ашына Fig. 5.17 Illustration used to develop 
System boundary the Clausius inequality. 
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where 8W. is the total work of the combined system, the sum of êW and 6W’, and dE, 
denotes the change in energy of the combined system. Solving the energy balance 
for 8Wc and using Eq. (a) to eliminate 60” from the resulting expression yields 


80 
oW. = (22) = dE¢ 


Now, let the system undergo a single cycle while the intermediary system undergoes 
one or more cycles. The total work of the combined system is 


краб) ре) ө 


Since the reservoir temperature is constant, Т сап be brought outside the integral. 
The term involving the energy of the combined system vanishes because the energy 
change for any cycle is zero. The combined system operates in a cycle because its 
parts execute cycles. Since the combined system undergoes a cycle and exchanges 
energy by heat transfer with a single reservoir, Eq. 5.3 expressing the Kelvin-Planck 
statement of the second law must be satisfied. Using this, Eq. (b) reduces to give 
Eq. 5.12, where the equality applies when there are no irreversibilities within the 
system as it executes the cycle and the inequality applies when internal irrevers- 
ibilities are present. This interpretation actually refers to the combination of system 
plus intermediary cycle. However, the intermediary cycle is free of irreversibilities, so 
the only possible site of irreversibilities is the system alone. 





CHAPTER SUMMARY AND STUDY GUIDE МООИ ЭЭЭЭ 


KEY ENGINEERING CONCEPTS 


In this chapter, we motivate the need for and usefulness of 
the second law of thermodynamics and provide the basis for 
subsequent applications involving the second law in Chaps. 
6 and 7. Three statements of the second law, the Clausius, 
Kelvin-Planck, and entropy statements, are introduced 
together with several corollaries that establish the best the- 
oretical performance for systems undergoing cycles while 
interacting with thermal reservoirs. The irreversibility con- 
cept is introduced and the related notions of irreversible, 
reversible, and internally reversible processes are discussed. 
The Kelvin temperature scale is defined and used to obtain 
expressions for maximum performance measures of power, 
refrigeration, and heat pump cycles operating between two 
thermal reservoirs. The Carnot cycle is introduced to provide 
a specific example of a reversible cycle operating between 
two thermal reservoirs. Finally, the Clausius inequality pro- 
viding a bridge from Chap. 5 to Chap. 6 is presented and 
discussed. 


second law statements, p. 245 
thermal reservoir, p. 245 
irreversible process, p. 249 
reversible process, p. 249 
irreversibilities, p. 249 


internal and external 
irreversibilities, p. 249 

internally reversible process, p. 253 

Carnot corollaries, p. 257 

Kelvin scale, p. 261 


The following checklist provides a study guide for this 
chapter. When your study of the text and end-of-chapter 
exercises has been completed you should be able to 
» explain the meanings of the terms listed in the margins 

throughout the chapter and understand each of the 

related concepts. The subset of key concepts listed below 
is particularly important in subsequent chapters. 

> give the Kelvin-Planck statement of the second law, cor- 
rectly interpreting the “less than” and “equal to" signs in 

Eq. 5.3. 

P list several important irreversibilities. 
> apply the corollaries of Secs. 5.6.2 and 5.7.2 together with 

Eqs. 5.9, 5.10, and 5.11 to assess the performance of 

power cycles and refrigeration and heat pump cycles. 
» describe the Carnot cycle. 


> apply the Clausius inequality. 


Carnot efficiency, p. 265 
Carnot cycle, p. 270 
Clausius inequality, p. 273 
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«0: I li ibiliti t; 
Wayde = of ortals исен ! | hs ET (single reservoir) | (5.3) p. 254 | Analytical form of 
- 0: Nointernal irreversibilities. : 
the Kelvin-Planck statement. 
Tc А ми 
Nmax = 1 — T. (5.9) p. 265 | Maximum thermal efficiency: 
Е power cycle operating between 
two reservoirs. 
Tc А i 
Bmax = T.T (5.10) p. 267 | Maximum coefficient of 
H © performance: refrigeration cycle 
operating between two 
reservoirs. 
Тн | : 
Ymax = a 6- (5.11) p. 267 | Maximum coefficient of 
Тн — Тс 


performance: heat pump cycle 
operating between two 
reservoirs. 
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1. What is an example of a process that would satisfy the 
conservation of energy principle but not actually be observed 
in nature? 


2. Are health risks associated with consuming tomatoes 
induced to ripen by an ethylene spray? Explain. 


3. What is the cost, per Ib, of the refrigerant used in the air 
conditioner of the car you drive? 


4. Are irreversibilities found in living things? Explain. 


5. Is the power generated by fuel cells limited by the Carnot 
efficiency? Explain. 


6. Does the second law impose performance limits on elite 
athletes seeking world records in events such as track and 
field and swimming? Explain. 


7. Which method of heating is better in terms of operating 
cost: electric-resistance baseboard heating or a heat pump? 
Explain. 


1. A reversible heat pump cycle operates between cold апа 
hot thermal reservoirs at 300 °С and 500 "С, respectively. The 
coefficient of performance is closely (а) 1.5, (b) 3.87 (c) 2.87 
(d) 2.5. 


(5.13) p. 273 | Clausius inequality. 


EXERCISES: THINGS ENGINEERS THINK ABOUT МЕННЕН 


8. What is delaying the appearance in new car showrooms of 
automobiles powered by hydrogen fuel cells? 


9. What options exist for effectively using energy discharged 
by heat transfer from electricity-generating power plants? 


10. How significant is the roughness at a pipe's inner surface 
in determining the friction factor? Explain. 


11. One automobile engine requires 5W20 motor oil while 
another engine requires 5W30 oil. What do these designations 
mean and why might they differ for the two engines? 


12. What factors influence the actual coefficient of performance 
achieved by refrigerators in family residences? 


13. What is the SEER rating labeled on refrigerators seen in 
appliance showrooms? 


14. How does the thermal glider (Sec. 5.4) sustain underwater 
motion for missions lasting weeks? 


ӨЗІ ТН АУ» ТСЫ.-.-..-.-.-.--.-..-....-........................................... 


2. Referring to the list of Sec. 5.3.1, irreversibilities present 
during operation of an internal combustion automobile 
engine include (a) friction, (b) heat transfer, (c) chemical 
reaction, (d) all of the above. 


3. Referring to the list of Sec. 5.3.1, irreversibilities present 
during operation of a forced-air, natural gas-fueled furnace 
include all of the following except (a) chemical reaction, 
(b) fluid friction, (c) polarization, (d) heat transfer. 


4. Uses of the second law of thermodynamics include 
(a) defining the Kelvin scale, (b) predicting the direction of 
processes, (c) developing means for evaluating internal 
energy in terms of more readily measured properties, (d) all 
of the above. 


5. For heating a home, does electrical-resistance baseboard 
heating or a heat pump use less electricity? Explain. 


6. A power cycle operates between hot and cold thermal 
reservoirs at 2000 °F and 1000 °F respectively. If the thermal 
efficiency of the power cycle were 45%, its mode of operation 
(a) is reversible, (b) is irreversible, (c) is impossible, (d) cannot 
be determined with the data provided. 


7. When placed outside and exposed to the atmosphere, an ice 
cube melts, forming a thin film of liquid on the ground. 
Overnight, the liquid freezes, returning to the initial 
temperature of the ice cube. The water making up the cube 
undergoes (a) a thermodynamic cycle, (b) a reversible 
process, (c) an irreversible process, (d) none of the above. 


8. Extending the discussion of Fig. 5.1a, how might work be 
developed when T; is less than To? 


9, Extending the discussion of Fig. 5.1b, how might work be 
developed when р; is less than po? 


10. An ideal gas in a piston-cylinder assembly expands 
isothermally, doing work and receiving an equivalent amount 
of energy by heat transfer from the surrounding atmosphere. 
Is this process of the gas in violation of the Kelvin-Planck 
statement of the second law? Explain. 


11. The maximum coefficient of performance of any heat 
pump cycle operating between cold and hot reservoirs at 
40°F and 80°F, respectively, is 


12 A throttling process is (a) reversible, (b) internally reversible, 
(c) irreversible, (d) isobaric. 


13. Absolute temperature scales include the (a) Rankine 
scale, (b) Centigrade scale, (c) Fahrenheit scale, (d) Kelvin 
scale. 


14. The energy of an isolated system remains constant, but 
change in entropy must satisfy (a) AS = 0, (b) AS > 0, 
(c) AS = 0, (d) AS < 0. 


15. The maximum thermal efficiency of any power cycle 
operating between hot and cold reservoirs at 1000°C and 
500°C, respectively, is 


16. A power cycle operating between hot and cold reservoirs 
at 500 K and 300 K, respectively, receives 1000 kJ by heat 
transfer from the hot reservoir. The magnitude of the energy 
discharged by heat transfer to the cold reservoir must satisfy 
(a) Oc > 600 kJ, (b) Qc = 600 kJ, (c) Oc = 600 kJ, (d) Oc 
= 600 kJ. 


17. Referring to Fig. 5.13, if the gas obeys the ideal gas model, 
and p, = 3 atm, v = 42 ft*/lb, p, = 1 atm, the specific volume 
at state 4 is ft/lb. 
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18. Referring to Fig. 5.15, if the boiler and condenser pressures 
are 50 bar and 0.5 bar, respectively, the thermal efficiency of 
the power cycle is 


19. An internal irreversibility within a gearbox is (a) chemical 
reaction, (b) unrestrained expansion of a gas, (c) mixing, (d) 
friction. 


20. The coefficient of performance of a reversible refrigeration 
cycle is always (a) greater than, (b) less than, (c) equal to the 
coefficient of performance of an irreversible refrigeration cycle 
when each operates between the same two thermal reservoirs. 


21. When hot and cold gas streams pass in counterflow through 
a heat exchanger, each at constant pressure, the principal 
internal irreversibility for the heat exchanger is 


22. A cell phone initially has a fully charged battery. After a 
period of cell phone use, the battery is recharged to its initial 
state. The quantity of electricity to recharge the battery is 
(a) less than, (b) equal to, (c) greater than the quantity 
required to operate the phone. Explain. 


23. Referring to Fig. 5.12, if the temperature corresponding to 
point b is 1225°C, the Carnot efficiency is %. 


24. Тһе thermal efficiency of a system that undergoes a power 
cycle while receiving 1000 kJ of energy by heat transfer from 
a hot reservoir at 1000 K and discharging 500 kJ of energy 
by heat transfer to a cold reservoir at 400 K is 5 


25. Тће coefficient of performance of an irreversible heat 
pump cycle is always (a) equal to, (b) greater than, (c) less 
than the coefficient of performance of a reversible heat 
pump cycle when each operates between the same two 
thermal reservoirs. 


26. For a closed system, entropy (a) may be produced within the 
system, (b) may be transferred across its boundary, (c) may 
remain constant throughout the system, (d) all of the above. 


27. Referring to the list of Sec. 5.3.1, significant irreversibilities 
present during operation of a household refrigerator include 
(a) inelastic deformation, (b) chemical reaction, (c) heat transfer 
through a finite temperature difference, (d) none of the above. 


28. As shown in Fig. P5.28C, energy transfer between hot and 
cold reservoirs takes place through a rod insulated on its 
outer surface and at steady state. The principal source of 
irreversibility is 









—— Insulation 








Fig. P5.28C 
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29. As shown in Fig. P5.29C, a rigid, insulated tank is divided 
into halves by a partition that has gas on one side and an 
evacuated space on the other side. When the valve is opened, 
the gas expands to all fill the entire volume. The principal 
source of irreversibility is 





РА Insulation 


Initially filled 
with a gas 


Initially 
evacuated 


Volume - V 





Fig. P5.29C 


30. As shown in Fig. P5.30C, when the steam in the piston- 
cylinder assembly expands, the transmission converts the 
piston motion to rotary motion of a paddlewheel that stirs 
a viscous liquid. Later the steam is returned to its initial 
state. Does the steam undergo a reversible process? Explain. 





Transmission 


Fig. Р5.30С 


Indicate whether the following statements are true or false. 
Explain. 


31. The change in entropy of a closed system is the same for 
every process between two specified end states. 


32. The maximum thermal efficiency of any power cycle 
operating between hot and cold thermal reservoirs at 1000°C 
and 500°C, respectively, is 50%. 


33. A process of a closed system that violates the second law 
of thermodynamics necessarily violates the first law of 
thermodynamics. 


Exploring the Second Law 


5.1 Complete the demonstration of the equivalence of the 
Clausius and Kelvin—Planck statements of the second law 
given in Sec. 5.2.2 by showing that a violation of the Kelvin- 
Planck statement implies a violation of the Clausius 
statement. 





34. One statement of the second law of thermodynamics 
recognizes that the extensive property entropy is produced 
within systems whenever internal irreversibilities are present. 


35. In principle, the Clausius inequality applies to any cycle. 
36. The Kelvin scale is the only absolute temperature scale. 


37. Friction associated with flow of fluids through pipes and 
around objects is one type of irreversibility. 


38. There are no irreversibilities within a system undergoing 
an internally reversible process. 


39. The second Carnot corollary states that all power cycles 
operating between the same two thermal reservoirs have the 
same thermal efficiency. 


40. When left alone, systems tend to undergo spontaneous 
changes until equilibrium is attained, both internally and 
with their surroundings. 


41. Internally reversible processes do not actually occur but 
serve as hypothetical limiting cases as internal irreversibilities 
are reduced further and further. 


42. For reversible refrigeration and heat pump cycles operating 
between the same hot and cold reservoirs, the relation 
between their coefficients of performance is Ymax = Bmax + 1. 


43. The maximum coefficient of performance of any refrigeration 
cycle operating between cold and hot reservoirs at 40°F and 
80°F, respectively, is closely 12.5. 


44. Mass, energy, entropy, and temperature are examples of 
extensive properties. 


45 Every process consistent with the conservation of energy 
and conservation of mass principles can actually occur in 
nature. 


46. The Clausius statement of the second law denies the 
possibility of transferring energy by heat from a cooler to a 
hotter body. 


47. When an isolated system undergoes a process, the values 
of its energy and entropy can only increase or remain the 
same. 


48. The Kelvin-Planck and Clausius statements of the second 
law of thermodynamics are equivalent because a violation 
of one statement implies the violation of the other. 


49. The Carnot efficiency also limits the efficiency of wind 
turbines in generating electricity. 


50. When aa, = 0 in Eq. 5.13, the corresponding cycle is one 
that you will never encounter on the job. 
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5.2 Shown in Fig. P5.2 is a proposed system that undergoes a 
cycle while operating between cold and hot reservoirs. The 
system receives 500 kJ from the cold reservoir and discharges 
400 kJ to the hot reservoir while delivering net work to its 
surroundings in the amount of 100 kJ. There are no other 
energy transfers between the system and its surroundings. 
Evaluate the performance of the system using 
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(a) the Clausius statement of the second law. cycle R. Using the Kelvin-Planck statement of the second 
(b) the Kelvin-Planck statement of the second law. law, prove that cycle I must be irreversible. 


5.7 Provide the details left to the reader in the demonstration 
of the second Carnot corollary given in the box of Sec. 5.6.2. 


5.8 Using the Kelvin-Planck statement of the second law of 
thermodynamics, demonstrate the following corollaries: 






Boundary——4 WwW 


cycle 


= МАНИ (a) The coefficient of performance of an irreversible 


refrigeration cycle is always less than the coefficient of 

performance of a reversible refrigeration cycle when both 

exchange energy by heat transfer with the same two reservoirs. 

(b) АП reversible refrigeration cycles operating between the 

Fig. P5.2 same two reservoirs have the same coefficient of performance. 

. . (c) The coefficient of performance of an irreversible heat 

5.5 Classify the following processes of a closed system as pump cycle is always less than the coefficient of performance 

possible, impossible, or indeterminate. of a reversible heat pump cycle when both exchange energy 
by heat transfer with the same two reservoirs. 








4. 4. 4 с. (d) АП reversible heat pump cycles operating between the 
(а) d б same two reservoirs have the same coefficient of performance. 
a 
(b) <0 >0 5.9. Use the Kelvin—Planck statement of the second law to 
(c) 0 >0 show that the specified process is irreversible. 
= => А А a 
5 5 gn (a) As shown in Fig. P5.9a, a hot thermal reservoir is 
(f) 0 <0 separated from a cold thermal reservoir by a cylindrical rod 
(е) <0 <0 insulated on its lateral surface. Energy transfer by conduction 
between the two reservoirs takes place through the rod, 
5.4 Complete the discussion of the Kelvin-Planck statement which remains at steady state. 


of the second law in the box of Sec. 5.4 by showing that if 
a system undergoes a thermodynamic cycle reversibly while 
communicating thermally with a single reservoir, the equality 
in Eq. 5.3 applies. 


5.5 As shown in Fig. P5.5, a reversible power cycle R and an 
irreversible power cycle I operate between the same hot and 
cold thermal reservoirs. Cycle I has a thermal efficiency 
equal to one-third of the thermal efficiency of cycle R. 






— Insulation 
(a) If each cycle receives the same amount of energy by 
heat transfer from the hot reservoir, determine which cycle 
(i) develops greater net work, (ii) discharges greater energy 
by heat transfer to the cold reservoir. 

(b) If each cycle develops the same net work, determine 
which cycle (i) receives greater energy by heat transfer from 
the hot reservoir, (ii) discharges greater energy by heat 
transfer to the cold reservoir. 








Fig. P5.9a 


(b) As shown іп Fig. Р5.95, a rigid insulated tank is divided 
into halves by a partition. On one side of the partition is a 


Ра Insulation 


Initially filled Initially 
with a gas evacuated 





Fig. P5.5 с; Volume - V 





5.6 A power cycle I and a reversible power cycle R operate 
between the same two reservoirs, as shown in Fig. 5.6. Cycle | 
I has a thermal efficiency equal to two-thirds of that for Fig. P5.9b 
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gas. The other side is initially evacuated. A valve in the partition 
is opened and the gas expands to fill the entire volume. 


5.10 Figure P5.10 shows two power cycles, denoted 1 and 2, 
operating in series, together with three thermal reservoirs. 
The energy transfer by heat into cycle 2 is equal in magnitude 
to the energy transfer by heat from cycle 1. All energy 
transfers are positive in the directions of the arrows. 


(a) Determine an expression for the thermal efficiency of 
an overall cycle consisting of cycles 1 and 2 expressed in 
terms of their individual thermal efficiencies. 

(b) If cycles 1 and 2 are each reversible, use the result of 
part (a) to obtain an expression for the thermal efficiency 
of the overall cycle in terms of the temperatures of the three 
reservoirs, Тн, T, and Тс, as required. Comment. 

(c) If cycles 1 and 2 are each reversible and have the same 
thermal efficiency, obtain an expression for the intermediate 
temperature Т in terms of Ty and Te 
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5.11 Two reversible refrigeration cycles are arranged in series. 
The first cycle receives energy by heat transfer from a cold 
reservoir at temperature Тс and rejects energy by heat 
transfer to a reservoir at an intermediate temperature T' 
greater than Tc. The second cycle receives energy by heat 
transfer from the reservoir at temperature T and rejects 
energy by heat transfer to a higher-temperature reservoir at 
Ty. Obtain an expression for the coefficient of performance 
of a single reversible refrigeration cycle operating directly 
between cold and hot reservoirs at Tc and Ty, respectively, 
in terms of the coefficients of performance of the two cycles. 


5.12 Repeat Problem 5.11 for the case of two reversible heat 


pump cycles. 


(b) If one is a refrigeration cycle and the other is a heat 
pump cycle, what is the relation between their coefficients 
of performance? 


5.14 Figure P5.14 shows a system consisting of a reversible 


power cycle driving a reversible heat pump. The power cycle 
receives О, by heat transfer at Т; from a high-temperature 
source and delivers О; to a dwelling at Та. The heat pump 
receives Оо from the outdoors at Т) and delivers Q, to the 
dwelling. Obtain an expression for the ratio of the total 
heating provided to the dwelling to the heat transfer supplied 
from the high-temperature source: (О, + Q5)/ О; in terms of 
the temperatures T, Та, and Tp. 
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5.15 To increase the thermal efficiency of a reversible power 


cycle operating between reservoirs at Ty and Тс, would you 
increase Ty while keeping Тс constant, or decrease Тс while 
keeping Тн constant? Are there any natural limits on the 
increase in thermal efficiency that might be achieved by such 
means? 


5.16 Before introducing the temperature scale now known as 


the Kelvin scale, Kelvin suggested a logarithmic scale in 
which the function y of Sec. 5.8.1 takes the form 


у = exp 0c/exp Өн 


where Өң and Өс denote, respectively, the temperatures of 
the hot and cold reservoirs on this scale. 


(a) Show that the relation between the Kelvin temperature 
T and the temperature 0 on the logarithmic scale is 


0=ln T+C 
where C is a constant. 


(b) On the Kelvin scale, temperatures vary from 0 to +оо. 
Determine the range of temperature values on the logarithmic 
scale. 

(c) Obtain an expression for the thermal efficiency of any 
system undergoing a reversible power cycle while operating 
between reservoirs at temperatures Өң and Өс on the 
logarithmic scale. 


5.13 Two reversible cycles operate between hot and cold 


reservoirs at temperature Ty and То, respectively. Power Cycle Applications 


(a) If one is a power cycle and the other is a heat pump 5.17 The data listed below are claimed for a power cycle 


cycle, what is the relation between the coefficient of 
performance of the heat pump cycle and the thermal 
efficiency of the power cycle? 


operating between hot and cold reservoirs at 1500 K and 
450 K, respectively. For each case, determine whether the cycle 
operates reversibly, operates irreversibly, or is impossible. 


(а) Он = 600 kJ, Wycie = 300 kJ, Qc = 300 kJ 
(b) Он = 400 kJ, Wa, = 280 kJ, Ос = 120 kJ 
(c) Он = 700 kJ, Woe = 300 kJ, Oc = 500 kJ 
(d) Он = 800 kJ, Weycie = 600 kJ, Oc = 200 kJ 


5.18 A power cycle receives energy Он by heat transfer from 
a hot reservoir at Ty = 1200°R and rejects energy Ос by 
heat transfer to a cold reservoir at Tc = 400°R. For each of 
the following cases, determine whether the cycle operates 
reversibly, operates irreversibly, or is impossible. 


(а) Он = 900 Btu, Wa, = 450 Btu 
(b) Он = 900 Btu, Qc = 300 Btu 
(c) Weycte = 600 Btu, Qc = 400 Btu 
(d) у = 70% 


5.19 A power cycle operating at steady state receives energy 
by heat transfer at a rate Oy at Ty = 1800 K and rejects 
energy by heat transfer to a cold reservoir at a rate Qc at 
Tc = 600 K. For each of the following cases, determine 
whether the cycle operates reversibly, operates irreversibly, 
or is impossible. 


(а) Он = 500 kW, Ос = 100 kW 

(b) Qu = 500 kW, Weycre = 250 kW, Ос = 200 kW 
(c) Ж.а. = 350 KW, Ос = 150 kW 

(d) Он = 500 kW, Oc = 200 kW 


5.20 As shown in Fig. P5.20, a reversible power cycle receives 
energy Он by heat transfer from a hot reservoir at Тн and 
rejects energy Ос by heat transfer to a cold reservoir at Тс. 


(a) If Ty = 1600 K and 7с = 400 К, what is the thermal 
efficiency? 

(b) If Ty = 500°C, Tc = 20°C, and Wa, = 1000 kJ, what 
are Оң and Qc, each in kJ? 

(c) If n = 60% and Tc = 40°F, what is Ty, in °F? 

(d) If n = 40% and Ty = 727°C, what 15 Tc, in °С? 
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5.21 A reversible power cycle whose thermal efficiency is 40% 
receives 50 kJ by heat transfer from a hot reservoir at 600 K 
and rejects energy by heat transfer to a cold reservoir at 
temperature Тс. Determine the energy rejected, in kJ, and 
Те, in K. 


5.22 At a particular location, magma exists several kilometers 
below Earth's surface at a temperature of 1100°C, while the 
average temperature of the atmosphere at the surface is 
15°С. Determine the maximum thermal efficiency for any 
power cycle operating between hot and cold reservoirs at 
these temperatures. 
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5.23 Power can be generated in principle by utilizing the naturally 
occurring decrease with depth of the temperature of ocean 
water. At one location the ocean surface temperature is 60°Е, 
while at a depth of 1800 ft the temperature is 35°F. Determine 
the maximum thermal efficiency for any power cycle operating 
between hot and cold reservoirs at these temperatures. 


5.24 During January, at a location in Alaska winds at —30°C 
can be observed, However, several meters below ground the 
temperature remains at 13°С. An inventor claims to have 
devised a power cycle working between these temperatures 
having a thermal efficiency of 5%. Investigate this claim. 


5.25 A reversible power cycle operating as in Fig. 5.5 receives 
energy Он by heat transfer from a hot reservoir at Ty and 
rejects energy Ос by heat transfer to a cold reservoir at 40°F. 
If Wa, = 3 Qc, determine (a) the thermal efficiency and 
(b) Ты. in °F. 


5.26 As shown in Fig. P5.26, two reversible cycles arranged in 
series each produce the same net work, Ус. The first cycle 
receives energy Он by heat transfer from a hot reservoir at 
1000*R and rejects energy О by heat transfer to a reservoir 
at an intermediate temperature, T. The second cycle receives 
energy О by heat transfer from the reservoir at temperature 
T and rejects energy Oc by heat transfer to a reservoir at 
400°R. АП energy transfers are positive in the directions of 
the arrows. Determine 


(a) the intermediate temperature 7, in °R, and the thermal 
efficiency for each of the two power cycles. 

(b) the thermal efficiency of a single reversible power cycle 
operating between hot and cold reservoirs at 1000°К and 
400*R, respectively. Also, determine the net work developed 
by the single cycle, expressed in terms of the net work 
developed by each of the two cycles, М, улг. 
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5.27 'Two reversible power cycles are arranged in series. The 
first cycle receives energy by heat transfer from a hot 
reservoir at 1000°К and rejects energy by heat transfer to a 
reservoir at temperature T (<1000°R). The second cycle 
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receives energy by heat transfer from the reservoir at 
temperature T and rejects energy by heat transfer to a cold 
reservoir at 500°R (<T). The thermal efficiency of the first 
cycle is 5096 greater than that of the second cycle. Determine 


(а) the intermediate temperature 7, in °R, and the thermal 
efficiency for each of the two power cycles. 

(b) the thermal efficiency of a single reversible power cycle 
operating between hot and cold reservoirs at 1000°R and 
500°R, respectively. 


5.28 The data listed below are claimed for power cycles 
operating between hot and cold reservoirs at 1000 K and 
400 K, respectively. For each case determine whether such a 
cycle is in keeping with the first and second laws of 
thermodynamics. 


(a) Он = 300 kJ, Wa, = 160 kJ, Ос = 140 KJ. 
(b) Он = 300 kJ, Wa, = 180 kJ, Ос = 120 kJ. 
(c) Он = 300 kJ, М.у = 170 kJ, Qc = 140 kJ. 
(d) Он = 300 kJ, Wa. = 200 kJ, Qc = 100 kJ. 


5.29 A power cycle operates between a lake's surface water at 
a temperature of 300 K and water at a depth whose 
temperature is 285 K. At steady state the cycle develops a 
power output of 10 kW, while rejecting energy by heat transfer 
to the lower-temperature water at the rate 14,400 kJ/min. 
Determine (a) the thermal efficiency of the power cycle and 
(b) the maximum thermal efficiency for any such power cycle. 


5.30 An inventor claims to have developed a power cycle 
having a thermal efficiency of 40%, while operating between 
hot and cold reservoirs at temperature Тн and 7с = 300 К, 
respectively, where Тн is (a) 900 K, (b) 500 K, (c) 375 K. 
Evaluate the claim for each case. 


5.31 A power cycle receives 1000 Btu by heat transfer from a 
reservoir at 1000°F and discharges energy by heat transfer 
to a reservoir at 300°F. The thermal efficiency of the cycle is 
75% of that for a reversible power cycle operating between 
the same reservoirs, (a) For the actual cycle, determine the 
thermal efficiency and the energy discharged to the cold 
reservoir, in Btu. (b) Repeat for the reversible power cycle. 


5.32 Referring to the cycle of Fig. 5.13, if p; - 2 bar, v - 0.31 
m*/kg, Ty = 475 K, Оң = 150 kJ, and the gas is air obeying 
the ideal gas model, determine Тс, in K, the net work of the 
cycle, in kJ, and the thermal efficiency. 


5.33 At steady state, a new power cycle is claimed by its 
inventor to develop net power at a rate of (a) 4 hp, (b) 5 hp 
for a heat addition rate of 300 Btu/min, while operating 


Saturated vapor 
at 100 kPa, 
m 


System undergoing | 
a power cycle 


Lake at 17? C 


between hot and cold reservoirs at 150098 and 500°R, 
respectively. Evaluate each claim. 


5.34 A power cycle operates between hot and cold reservoirs 
at 500 K and 310 K, respectively. At steady state the cycle 
develops a power output of 0.1 MW. Determine the minimum 
theoretical rate at which energy is rejected by heat transfer 
to the cold reservoir, in MW. 


5.35 At steady state, a new power cycle is claimed by its 
inventor to develop power at a rate of (a) 90 hp, (b) 100 hp, 
(c) 110 hp for a heat addition rate of 5.1 X 10? Btu/h, while 
operating between hot and cold reservoirs at 1000 and 500 K, 
respectively. Evaluate each claim. 


5.36 An inventor claims to have developed a power cycle 
operating between hot and cold reservoirs at 1175 K and 
295 K, respectively, that provides a steady-state power output 
of (a) 28 kW, (b) 312 kW, while receiving energy by heat 
transfer from the hot reservoir at the rate 150,000 kJ/h. 
Evaluate each claim. 


5.37 At steady state, a power cycle develops a power output 
of 10 kW while receiving energy by heat transfer at the 
rate of 10 kJ per cycle of operation from a source at 
temperature T. The cycle rejects energy by heat transfer to 
cooling water at a lower temperature of 300 K. If there 
are 100 cycles per minute, what is the minimum theoretical 
value for T, in K? 


5.38 A power cycle operates between hot and cold reservoirs 
at 600 K and 300 K, respectively. At steady state the cycle 
develops a power output of 0.45 MW while receiving energy 
by heat transfer from the hot reservoir at the rate of 1 MW. 


(a) Determine the thermal efficiency and the rate at which 
energy is rejected by heat transfer to the cold reservoir, in 
MW. 

(b) Compare the results of part (a) with those of a reversible 
power cycle operating between these reservoirs and receiving 
the same rate of heat transfer from the hot reservoir. 


5.39 As shown in Fig. P5.39, a system undergoing a power cycle 
develops a net power output of 1 MW while receiving energy 
by heat transfer from steam condensing from saturated vapor 
to saturated liquid at a pressure of 100 kPa. Energy is 
discharged from the cycle by heat transfer to a nearby lake 
at 17°С. These are the only significant heat transfers. Kinetic 
and potential energy effects can be ignored. For operation at 
steady state, determine the minimum theoretical steam mass 
flow rate, in kg/s, required by any such cycle. 
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5.40 A power cycle operating at steady state receives energy by 
heat transfer from the combustion of fuel at an average 
temperature of 1000 K. Owing to environmental considerations, 
the cycle discharges energy by heat transfer to the atmosphere 
at 300 K at a rate no greater than 60 MW. Based on the cost 
of fuel, the cost to supply the heat transfer is $4.50 per GJ. 
The power developed by the cycle is valued at $0.10 per 
kW - h. For 8000 hours of operation annually, determine for 
any such cycle, in $ per year, (a) the maximum value of the 
power generated and (b) the corresponding fuel cost. 


5.41 At steady state, a 750-MW power plant receives energy 
by heat transfer from the combustion of fuel at an average 
temperature of 317°С. As shown in Fig. P5.41, the plant 
discharges energy by heat transfer to a river whose mass 
flow rate is 1.65 Х 10? kg/s. Upstream of the power plant 
the river is at 17°С. Plot the increase in the temperature of 
the river, AT, traceable to such heat transfer, in K, versus the 
thermal efficiency of the plant, ranging upward from 20%. 





River, т = 1.65 x 10? kg/s 
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5.42 Figure P5.42 shows a system for collecting solar energy 
and using it for generating electricity. The solar collector 
receives an average annual daily solar input of 4 kW-h per 
m? of collector area. The energy collected is transferred 
without loss to a storage unit whose temperature remains at 
400 K. The power cycle receives energy by heat transfer 
from the storage unit and discharges energy by heat transfer 
to the surroundings at 285 K. The collector measures 15 m 
by 25 m. If the electricity generated can be sold for 8 cents 
per kW - h, plot the value of the electricity generated annually, 
in $, versus the power cycle thermal efficiency. Comment. 
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Refrigeration and Heat Pump Cycle Applications 


5.43 A refrigeration cycle operating between two reservoirs 


receives energy Ос from a cold reservoir at Tc — 275 K and 
rejects energy Оң to a hot reservoir at Ty - 315 K. For each 
of the following cases, determine whether the cycle operates 
reversibly, operates irreversibly, or is impossible: 


(а) Qc = 1000 kJ, Wa, = 80 KJ. 
(b) Ос = 1200 kJ, Оң = 2000 KJ. 
(c) Оң = 1575 KJ, Уус = 200 KJ. 
(d) Б-- 6 


5.44 А reversible refrigeration cycle operates between cold 


and hot reservoirs at temperatures Тс and Ty, respectively. 


(a) If the coefficient of performance is 3.5 and Тс = —40°F, 
determine Ту, in °F. 

(b) If Tc = —30*C and Ty = 30°С, determine the coefficient 
of performance. 

(c) If Qc = 500 Btu, Он = 800 Btu, and Тс = 20°F, determine 
Ty, in °F. 

(d) If Tc = 30°F and Ty =100°F, determine the coefficient 
of performance. 

(e) If the coefficient of performance is 8.9 and Tc = —5*C, 
find Ty, in °С. 


5.45 At steady state, a reversible heat pump cycle discharges 


energy at the rate Qy to a hot reservoir at temperature Ty, 
while receiving energy at the rate Oc from a cold reservoir 
at temperature Тс. 


(a) If Ty = 13°С and Тс = 2°C, determine the coefficient 
of performance. 

(b) If Oy = 10.5 kW, Ос = 8.75 kW, and Tc = 0°C, determine 
Tg, in ^C. 

(c) If the coefficient of performance is 10 and Ty = 27°C, 
determine Тс, in °С. 


5.46 А heating system must maintain the interior of a building 


at 20°С during a period when the outside air temperature 
is 5°С and the heat transfer from the building through its 
roof and walls is 3 х 10$ kJ. For this duty heat pumps are 
under consideration that would operate between the 
dwelling and 


(а) the ground at 15°С. 
(b) a pond at 10°С. 
(c) the outside air at 5°С. 


For each case, evaluate the minimum theoretical net work 
input required by any such heat pump, in kJ. 


5.47 A refrigeration cycle rejects Оң - 500 Btu per cycle to a 


hot reservoir at Tj = 540°, while receiving Ос = 375 Btu 
per cycle from a cold reservoir at temperature Тє. For 10 
cycles of operation, determine (a) the net work input, in Btu, 
and (b) the minimum theoretical temperature Тс, in °К. 


5.48 The thermal efficiency of a reversible power cycle 


operating between hot and cold reservoirs is 20%. Evaluate 
the coefficient of performance of 


(a) a reversible refrigeration cycle operating between the 
same two reservoirs. 
(b) a reversible heat pump cycle operating between the 
same two reservoirs. 
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5.49 Shown in Fig. P5.49 is a system consisting of a power 
cycle and a heat pump cycle, each operating between hot 
and cold reservoirs whose temperature are 500 K and 
300 K, respectively. All energy transfers are positive in the 
directions of the arrows. The accompanying table provides 
two sets of steady-state data, in kW. For each set of data, 
determine if the system is operating in accord with the first 
and second laws of thermodynamics. 





Power cycle Heat pump cycle 
Qu Oc Wye Он Ос Чо 
(а) 60 40 20 80 60 20 
(b) 120 80 40 100 80 20 








Fig.P5.49 


5.50 An inventor has developed a refrigerator capable of 
maintaining its freezer compartment at 20°F while operating 
in a kitchen at 70°F, and claims the device has a coefficient 
of performance of (a) 10, (b) 9.6, (c) 4. Evaluate the claim 
in each of the three cases. 


5.51 An inventor claims to have developed a food freezer that 
at steady state requires a power input of 0.6 kW to extract 
energy by heat transfer at a rate of 3000 J/s from freezer 
contents at 270 K. Evaluate this claim for an ambient 
temperature of 293 K. 


5.52 An inventor claims to have developed a refrigerator that 
at steady state requires a net power input of 0.7 horsepower 
to remove 12,000 Btu/h of energy by heat transfer from the 
freezer compartment at 0?F and discharge energy by heat 
transfer to a kitchen at 70°F. Evaluate this claim. 


5.53 An inventor claims to have devised a refrigeration cycle 
operating between hot and cold reservoirs at 300 K and 
250 K, respectively, that removes an amount of energy Ос 
by heat transfer from the cold reservoir that is a multiple of 
the net work input—that is, Oc = МУ буде where all quantities 
are positive. Determine the maximum theoretical value of 
the number N for any such cycle. 


5.54 Data are provided for two reversible refrigeration cycles. 
One cycle operates between hot and cold reservoirs at 27°С 
and —8°С, respectively. The other cycle operates between the 
same hot reservoir at 27°С and а cold reservoir at —28°C. If 
each refrigerator removes the same amount of energy by 
heat transfer from its cold reservoir, determine the ratio of 
the net work input values of the two cycles. 


5.55 By removing energy by heat transfer from its freezer 
compartment at a rate of 1.25 kW, a refrigerator maintains 


the freezer at —26°C on a day when the temperature of the 
surroundings is 22°С. Determine the minimum theoretical 
power, in kW, required by the refrigerator at steady state. 


5.56 At steady state, a refrigeration cycle maintains a clean 


room at 55°F by removing energy entering the room by heat 
transfer from adjacent spaces at the rate of 0.12 Btu/s. The 
cycle rejects energy by heat transfer to the outdoors where 
the temperature is 80°F. 


(a) If the rate at which the cycle rejects energy by heat 
transfer to the outdoors is 0.16 Btu/s, determine the power 
required, in Btu/s. 


(b) Determine the power required to maintain the clean 
room's temperature by a reversible refrigeration cycle 
operating between cold and hot reservoirs at 55?F and 80°Е, 
respectively, and the corresponding rate at which energy is 
rejected by heat transfer to the outdoors, each in Btu/s. 


5.57 For each kW of power input to an ice maker at steady 


state, determine the maximum rate that ice can be produced, 
in lb/h, from liquid water at 32°F. Assume that 144 Btu/Ib of 
energy must be removed by heat transfer to freeze water at 
32°F and that the surroundings are at 78°F. 


5.58 At steady state, a refrigeration cycle operating between 


hot and cold reservoirs at 300 K and 275 K, respectively, 
removes energy by heat transfer from the cold reservoir at 
a rate of 600 kW. 


(a) If the cycle’s coefficient of performance is 4, determine 
the power input required, in kW. 

(b) Determine the minimum theoretical power required, in 
kW, for any such cycle. 


5.59 An air conditioner operating at steady state maintains a 


dwelling at 20°C on a day when the outside temperature is 
35°C. Energy is removed by heat transfer from the dwelling 
at a rate of 2800 J/s while the air conditioner’s power input 
is 0.8 kW. Determine (a) the coefficient of performance of 
the air conditioner and (b) the power input required by a 
reversible refrigeration cycle providing the same cooling 
effect while operating between hot and cold reservoirs at 
35°C and 20°C, respectively. 


5.60 A heat pump is under consideration for heating a research 


station located on an Antarctica ice shelf. The interior of the 
station is to be kept at 15°C. Determine the maximum 
theoretical rate of heating provided by a heat pump, in kW 
per kW of power input, in each of two cases: The role of the 
cold reservoir is played by (a) the atmosphere at —20°C, 
(b) ocean water at 5°C. 


5.61 A refrigeration cycle has a coefficient of performance 


equal to 75% of the value for a reversible refrigeration cycle 
operating between cold and hot reservoirs at —5°С and 40°С, 
respectively. For operation at steady state, determine the net 
power input, in kW per kW of cooling, required by (a) the 
actual refrigeration cycle and (b) the reversible refrigeration 
cycle. Compare values. 


5.62 By removing energy by heat transfer from a room, a 


window air conditioner maintains the room at 22°С on a day 
when the outside temperature is 32°С. 


(a) Determine, in kW per kW of cooling, the minimum 
theoretical power required by the air conditioner. 
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(b) To achieve required rates of heat transfer with practical- 
sized units, air conditioners typically receive energy by heat 
transfer at a temperature below that of the room being 
cooled and discharge energy by heat transfer at a temperature 
above that of the surroundings. Consider the effect of this 
by determining the minimum theoretical power, in kW per 
kW of cooling, required when 7c = 18°C and Ty = 36°C, 
and compare with the value found in part (a). 


5.63 A heat pump cycle is used to maintain the interior of a 
building at 21°C. At steady state, the heat pump receives energy 
by heat transfer from well water at 9°C and discharges energy 
by heat transfer to the building at a rate of 120,000 kJ/h. Over 
a period of 14 days, an electric meter records that 1490 kW - h 
of electricity is provided to the heat pump. Determine 


(a) the amount of energy that the heat pump receives over 
the 14-day period from the well water by heat transfer, in kJ. 
(b) the heat pump's coefficient of performance. 

(c) the coefficient of performance of a reversible heat pump 
cycle operating between hot and cold reservoirs at 21°С and 
ФС. 

5.64 As shown in Fig P5.64, an air conditioner operating at 
steady state maintains a dwelling at 70°F on a day when the 
outside temperature is 90°Е. If the rate of heat transfer into 
the dwelling through the walls and roof is 30,000 Btu/h, might 
a net power input to the air conditioner compressor of 3 hp 
be sufficient? If yes, determine the coefficient of performance. 
If no, determine the minimum theoretical power input, in hp. 


5.65 At steady state, a refrigeration cycle driven by an electric 
motor maintains the interior of a building at Tc = 20°С 
when the outside temperature is Ty = 35°C. The rate of heat 
transfer into the building through its walls and roof is given 
by R(Tu - Tc), where К is a constant, in kW/K. The 
coefficient of performance of the cycle is 20% of a reversible 
refrigeration cycle operating between cold and hot reservoirs 
at Tc and Ty, respectively. 


(a) If the power input to the motor is 3 kW, evaluate R. 
(b) If R is reduced by 5%, determine the power input 
required, in kW, assuming all other data remain the same. 


5.66 A refrigeration cycle driven by an electric motor must 
maintain a computer laboratory at 18°С when the outside 


л na 30,000 Btu/h 
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temperature is 30°C The thermal load consists of heat 
transfers entering through the walls and roof of the 
laboratory at a rate of 75,000 kJ/h and from the computers, 
lighting, and occupants at a rate of 15,000 kJ/h. 


(a) Determine the minimum theoretical power required by 
the electric motor, in kW, and the corresponding coefficient 
of performance. 

(b) If the actual power required by the motor for this duty 
is 8.3 kW, determine the coefficient of performance. 

(c) If the given temperature and thermal load data are 
observed for a total of 100 hours and electricity costs 13 
cents per kW • h, determine the cost, іп $, over that period 
for each of cases (a) and (b). 


5.67 At steady state, a heat pump driven by an electric motor 


maintains the interior of a building at Тн = 293 K. The rate 
of heat transfer, in kJ/h, from the building through its walls 
and roof is given by 8000(Тң - Тс), where Тс is the outdoor 
temperature. Plot the minimum theoretical electric power, in 
kW, required to drive the heat pump versus Тс ranging from 
273 K to 293 K. 


5.68 The refrigerator shown in Fig. P5.68 operates at steady 


state with a coefficient of performance of 5.0 within a 
kitchen at 23°С. The refrigerator rejects 4.8 kW by heat 


Refrigerator 
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transfer to its surroundings from metal coils located on its 
exterior. Determine 


(a) the power input, in kW. 
(b) the lowest theoretical temperature inside the refrigerator, 
in K. 


5.69 At steady state, a heat pump provides energy by heat 
transfer at the rate of 25,000 Btu/h to maintain a dwelling 
at 70°F on a day when the outside temperature is 30°F. The 
power input to the heat pump is 4.5 hp. Determine 


(a) the coefficient of performance of the heat pump. 

(b) the coefficient of performance of a reversible heat pump 
operating between hot and cold reservoirs at 70°F and 30°F, 
respectively, and the corresponding rate at which energy 
would be provided by heat transfer to the dwelling for a 
power input of 4.5 hp. 


5.70 By supplying energy at an average rate of 24,000 kJ/h, a 
heat pump maintains the temperature of a dwelling at 20°С. 
If electricity costs 8.5 cents per kW - h, determine the 
minimum theoretical operating cost for each day of operation 
if the heat pump receives energy by heat transfer from 


(a) the outdoor air at —7 С. 
(b) the ground at 5°C. 


5.71 A heat pump with a coefficient of performance of 3.5 
provides energy at an average rate of 70,000 kJ/h to maintain 
a building at 20°С on a day when the outside temperature 
is —5*C. If electricity costs 8.5 cents per kW - h, 


(a) determine the actual operating cost and the minimum 
theoretical operating cost, each in $/day. 

(b) compare the results of part (a) with the cost of electrical- 
resistance heating. 


5.72 Ав shown in Fig. P5.72, a heat pump provides energy by 
heat transfer to water vaporizing from saturated liquid to 
saturated vapor at a pressure of 2 bar and a mass flow rate 
of 0.05 kg/s. The heat pump receives energy by heat transfer 
from a pond at 16°С. These аге the only significant heat 
transfers. Kinetic and potential energy effects can be ignored. 
A faded, hard-to-read data sheet indicates the power 
required by the heat pump at steady state is 35 kW. Can this 
value be correct? Explain. 


Saturated 
liquid 

at 2 bar, 
т=0.05 kg 






Saturated 
vapor 

at 2 bar 
System undergoing 
a heat pump cycle 


W, 


cycle 


=35 kW? 


Pond at 169 С 


Fig.P5.72 


ammonia vaporizing from saturated liquid to saturated 
vapor at 75°F. These are the only significant heat transfer. At 
steady state, the power input to the heat pump is 3 hp. 
Determine the maximum theoretical ammonia mass flow 
rate, in Ib/min, for any such heat pump. For the ammonia 
ignore kinetic and potential energy effects. 


Saturated 
liquid ammonia 
at 75°F, m 







Saturated 
vapor 

at 75?F 
System undergoing 
a heat pump cycle 


Weycle =3 hp 


Underground at 50°F 


Fig.P5.73 


5.74 To maintain a dwelling steadily at 68°F on a day when 


the outside temperature is 32°F, heating must be provided 
at an average rate of 700 Btu/min. Compare the electrical 
power required, in kW, to deliver the heating using 
(a) electrical-resistance heating, (b) a heat pump whose 
coefficient of performance is 3.5, (c) a reversible heat pump 
operating between hot and cold reservoirs at 68°F and 32°F, 
respectively. 


5.75 A heating system must maintain the interior of a building 


at Tg = 20°C when the outside temperature is Tc = 2°C. If 
the rate of heat transfer from the building through its walls 
and roof is 16.4 kW, determine the electrical power required, 
in kW, to heat the building using (a) electrical-resistance 
heating, (b) a heat pump whose coefficient of performance 
is 3.0, (c) a reversible heat pump operating between hot and 
cold reservoirs at 20°C and 2°C, respectively. 


Carnot Cycle Applications 


5.76 A gas within a piston-cylinder assembly executes a Carnot 


power cycle during which the isothermal expansion occurs 
at Ty = 600 К and the isothermal compression occurs at 
Tc = 300 K. Determine 


(a) the thermal efficiency. 

(b) the percent change in thermal efficiency if Ty increases 

by 15% while Tc remains the same. 

c) the percent change in thermal efficiency 1f 7c decreases 
he p hange in th l efficiency if Tc d 

by 15% while Ty remains the same. 

(d) the percent change in thermal efficiency if Ty increases 

by 15% and Тс decreases by 15%. 


5.77 Referring to the heat pump cycle of Fig. 5.16, if p, = 14.7 


and p, = 18.7 each in Ibf/in?, v; = 12.6 and v, = 10.6, each 
in ft'/Ib, and the gas is air obeying the ideal gas model, 
determine Ty and То, each in °R, and the coefficient of 
performance. 


5.73 As shown in Fig. P 5.73, a heat pump receives energy 5.78 An ideal gas within a piston-cylinder assembly executes 


by heat transfer from below Earth's surface where the 
temperature is 50°F and delivers energy by heat transfer to 


a Carnot power cycle. as shown in Fig. 5.13. The isothermal 
compression occurs at 300 K from 90 kPa to 120 kPa. If the 


thermal efficiency is 60%, determine (a) the temperature of 
the isothermal expansion, in K, and (b) the net work 
developed, in kJ per kmol of gas. 


5.79 An ideal gas within a piston-cylinder assembly undergoes 
a Carnot refrigeration cycle, as shown in Fig. 5.16. The 
isothermal compression occurs at 325 K from 2 bar to 4 bar. 
The isothermal expansion occurs at 250 K. Determine (a) the 
coefficient of performance, (b) the heat transfer to the gas 
during the isothermal expansion, in kJ per kmol of gas, (c) the 
magnitude of the net work input, in kJ per kmol of gas. 


5.80 Air within a piston-cylinder assembly executes a Carnot 
heat pump cycle, as shown in Fig 5.16. For the cycle, Ty = 
600 K and Тс - 300 K. The energy rejected by heat transfer 
at 600 K has a magnitude of 250 kJ per kg of air. The pressure 
at the start of the isothermal expansion is 325 kPa. Assuming 
the ideal gas model for the air, determine (a) the magnitude 
of the net work input, in kJ per kg of air, and (b) the pressure 
at the end of the isothermal expansion, in kPa. 


5.81 A quantity of water within a piston-cylinder assembly 
executes a Carnot power cycle. During isothermal expansion, 
the water is heated from saturated liquid at 50 bar until it is 
a saturated vapor. The vapor then expands adiabatically to 
a pressure of 5 bar while doing 364.31 kJ/kg of work. 


(a) Sketch the cycle on p-v coordinates. 

(b) Evaluate the heat transfer per unit mass and work per 
unit mass for each process, in kJ/kg. 

(c) Evaluate the thermal efficiency. 


5.82 One and one-half pounds of water within a piston-cylinder 
assembly execute a Carnot power cycle. During isothermal 
expansion, the water is heated at 500°F from saturated liquid 
to saturated vapor. The vapor then expands adiabatically to 
a temperature of 100°F and a quality of 70.38%. 


(a) Sketch the cycle on p-v coordinates. 

(b) Evaluate the heat transfer and work for each process, in 
Btu. 

(c) Evaluate the thermal efficiency. 


5.83 Two kilograms of air within a piston-cylinder assembly 
execute a Carnot power cycle with maximum and minimum 
temperatures of 750 K and 300 K, respectively. The heat 
transfer to the air during the isothermal expansion is 60 kJ. 
At the end of the isothermal expansion the volume is 0.4 m°. 
Assuming the ideal gas model for the air, determine 


(a) the thermal efficiency. 

(b) the pressure and volume at the beginning of the isothermal 
expansion, in kPa and т”, respectively. 

(c) the work and heat transfer for each of the four processes, 
in kJ. 

(d) Sketch the cycle on p-V coordinates. 


Clausius Inequality Applications 


5.84 A system executes a power cycle while receiving 1000 kJ 
by heat transfer at a temperature of 500 K and discharging 
energy by heat transfer at a temperature of 300 K. There are 
no other heat transfers. Applying Eq. 5.13, determine aya. if 
the thermal efficiency is (a) 100%, (b) 40%, (c) 25%. Identify 
cases (if any) that are internally reversible or impossible. 
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5.85 A system executes a power cycle while receiving 1050 kJ 
by heat transfer at a temperature of 525 K and discharging 
700 kJ by heat transfer at 350 K. There are no other heat 
transfers. 


(a) Using Eq. 5.13, determine whether the cycle is internally 
reversible, irreversible, or impossible. 

(b) Determine the thermal efficiency using Eq. 5.4 and the 
given heat transfer data. Compare this value with the Carnot 
efficiency calculated using Eq. 5.9 and comment. 


5.86 For the refrigerator of Example 5.2, apply Eq. 5.13 on a 
time-rate basis to determine whether the cycle operates 
reversibly, operates irreversibly, or is impossible. Repeat for 
the case where there is no power input. 


5.87 For each data set of Prob. 5.49, apply Eq. 5.13 on a time- 
rate basis to determine whether the system operates 
reversibly, operates irreversibly, or is impossible. 


5.88 The steady-state data listed below are claimed for a 
power cycle operating between hot and cold reservoirs at 
1200 K and 400 K, respectively. For each case, evaluate the 
net power developed by the cycle, in kW, and the thermal 
efficiency. Also in each case apply Eq. 5.13 on a time-rate 
basis to determine whether the cycle operates reversibly, 
operates irreversibly, or is impossible. 


(a) Qu — 600 kW, Qc — 400 kW 
(b) Он - 600 kW, Qc — 0 kW 
(c) Он = 600 КУ, Qc = 200 kW 


5.89 At steady state, a thermodynamic cycle operating between 
hot and cold reservoirs at 1000 K and 500 K, respectively, 
receives energy by heat transfer from the hot reservoir at a 
rate of 1500 kW, discharges energy by heat transfer to the 
cold reservoir, and develops power at a rate of (a) 1000 kW, 
(b) 750 kW, (c) 0 kW. For each case, apply Eq. 5.13 on a time- 
rate basis to determine whether the cycle operates reversibly, 
operates irreversibly, or is impossible. 


5.90 Figure P5.90 gives the schematic of a vapor power plant 
in which water steadily circulates through the four 
components shown. The water flows through the boiler and 
condenser at constant pressure and through the turbine and 
pump adiabatically. Kinetic and potential energy effects can 
be ignored. Process data follow: 


Process 4—1: constant pressure at 1 MPa from saturated liquid 
to saturated vapor 


Process 2-3: constant pressure at 20 kPa from x, = 88% to 
x3 = 18% 
(a) Using Eq. 5.13 expressed on a time-rate basis, determine 
if the cycle is internally reversible, irreversible, or impossible. 
(b) Determine the thermal efficiency using Eq. 5.4 expressed 
on a time-rate basis and steam table data. 
(c) Compare the result of part (b) with the Carnot efficiency 
calculated using Eq. 5.9 with the boiler and condenser 
temperatures and comment. 


5.91 Repeat Problem 5.90 for the following case: 


Process 4—1: constant pressure at 8 MPa from saturated liquid 
to saturated vapor 


Process 2-3: constant pressure at 8 kPa from x; — 675% to 
X4 — 34296 
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5.92 Repeat Problem 5.90 for the following case: 01-750 kJ 
r- T, = 1500 K 





Process 4-1: constant pressure at 0.15 MPa from saturated 
liquid to saturated vapor 


Process 2-3: constant pressure at 20 kPa from x; - 9096 to Q«^/ vv BP Vy. 
X3 = 1096 

















Ту = 1000 K -Т,-500К 
О; = 100 kJ 
Fig.P5.93 


5.94 Shown in Fig. P5.94 is a system that executes a power 
cycle while receiving 600 Btu by heat transfer at a 
temperature of 1000°R and discharging 400 Btu by heat 
transfer at a temperature of 800°R. A third heat transfer 
occurs at a temperature of 600°R. These are the only heat 
transfers experienced by the system. 


(a) Applying an energy balance together with Eq. 5.13, 
determine the direction and allowed range of values, in Btu, 
for the heat transfer at 600°R. 

(b) For the power cycle, evaluate the maximum theoretical 
thermal efficiency. 























Fig.P5.90-92 Q; = 600 Btu 
Direction? ші, 
5.93 As shown in Fig. P5.93, а system ехесшев a power cycle | 
while receiving 750 kJ by heat transfer at a temperature Qs m W. ycie 
of 1500 K and discharging 100 kJ by heat transfer at a [| : 
temperature of 500 К. Another heat transfer from the Т; = 600°R L T, = 800*R 


system occurs at a temperature of 1000 K. Using Eq. 5.13, 
plot the thermal efficiency of the cycle versus Geycie, in 


kJ/K. Fig.P5.94 


0, = 400 Btu 
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5.1D The second law of thermodynamics is sometimes cited in conventional refrigerants for the same duty. Summarize your 
publications of disciplines far removed from engineering and findings in a report, including at least three references. 
science, including but not limited to philosophy, economics, 
and sociology. Investigate use of the second law in peer- 
reviewed nontechnical publications. For three such publications, 
each in different disciplines, write a three-page critique. For 
each publication, identify and comment on the key objectives 
and conclusions. Clearly explain how the second law is used 
to inform the reader and propel the presentation. Score each 
publication on a 10-point scale, with 10 denoting a highly 
effective use of the second law and 1 denoting an ineffective 
use. Provide a rationale for each score. 


5.4D For a refrigerator in your home, dormitory, or workplace, 
use a plug-in appliance load tester (Fig. P5.4D) to determine 








Data display 











5.2D Investigate adverse health conditions that might be 
exacerbated for persons living in urban heat islands. Write a 
report including at least three references. 


5.3D For each of three comparably sized spaces in your locale, 
a preschool, an office suite with cubicles, and an assisted- 
living facility, investigate the suitability of a heat pump/air- 
conditioning system employing a natural refrigerant. 
Consider factors including, but not limited to, health and 
safety requirements, applicable codes, performance in 
meeting occupant comfort needs, annual electricity cost, and 
environmental impact, each in comparison to systems using Fig. P5.4D 
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the appliance's power requirements, in kW. Estimate annual 
electrical usage for the refrigerator, in kW - h. Compare 
your estimate of annual electricity use with that for the same 
or a similar refrigerator posted on the ENERGY STAR? 
website. Rationalize any significant discrepancy between 
these values. Prepare a poster presentation detailing your 
methodologies and findings. 


5.5D Тһе objective of this project is to identify a commercially 
available heat pump system that will meet annual heating 
and cooling needs of an existing dwelling in a locale of your 
choice. Consider each of two types of heat pump: air source 
and ground source. Estimate installation costs, operating 
costs, and other pertinent costs for each type of heat pump. 
Assuming a 10-year life, specify the more economical heat 
pump system. What if electricity were to cost twice its 
current cost? Prepare a poster presentation of your findings. 


5.6D Insulin and several other pharmaceuticals required daily 
by those suffering from diabetes and other medical conditions 
have relatively low thermal stability. Those living and traveling 
in hot climates are especially at risk by heat-induced loss of 
potency of their pharmaceuticals. Design a wearable, 
lightweight, and reliable cooler for transporting temperature- 
sensitive pharmaceuticals. The cooler also must be solely 
powered by human motion. While the long-term goal is a 
moderately priced consumer product, the final project report 
need only provide the costing of a single prototype. 


5.7D Over the years, claimed perpetual motion machines have 
been rejected because they violate physical laws, primarily 
the first or second laws of thermodynamics, or both. Yet, 
while skepticism is deeply ingrained about perpetual motion, 
the ATMOS clock is said to enjoy a nearly unlimited 
operational service life, and advertisements characterize it as 
a perpetual motion clock. Investigate how the ATMOS 
operates. Provide a complete explanation of its operation, 
including sketches and references to the first and second 
laws, as appropriate. Clearly establish whether the ATMOS 
can justifiably be called a perpetual motion machine, closely 
approximates one, or only appears to be one. Prepare a 
memorandum summarizing your findings. 


5.8D Four hundred feet below a city in southern Illinois sits 
an abandoned lead mine filled with an estimated 70 billion 
gallons of water that remains at a constant temperature of 


about 582Е The city engineer has proposed using the 
impounded water as a resource for heating and cooling the 
city's central administration building, a two-story, brick 
building constructed in 1975 having 8500 ft^ of office space. 
You have been asked to develop a preliminary proposal, 
including a cost estimate. The proposal will specify 
commercially available systems that utilize the impounded 
water to meet heating and cooling needs. The cost estimate 
will include project development, hardware, and annual 
operating cost. Report your findings in the form of a 
PowerPoint presentation suitable for the city council. 


5.9D Figure P5.9D shows one of those bobbing toy birds that 


seemingly takes an endless series of sips from a cup filled 
with water. Prepare a 30-min presentation suitable for a 
middle school science class explaining the operating 
principles of this device and whether or not its behavior is 
at odds with the second law. 





Fig. P5.9D 


5.10D As shown in Fig. P5.10D, a pump delivers water to a 


500-foot-long pipe at a pressure of 55 lbf/in? and a 
temperature of 60°F. The pipe supplies water at a volumetric 
flow rate of 200 ft*/min to a storage tank whose pressure 
cannot be less than 20 Ibf/in.”. For an ANSI Schedule 40 steel 
pipe, determine the smallest standard pipe diameter, in 
inches, that meets these requirements. Assume steady state 
with negligible change in pipe elevation from inlet to exit, 
and the Moody friction factor diagram applies. 


Storage tank 











Fig. P5.10D 


Up to this point, 
our study of the second law has been concerned 
primarily with what it says about systems undergo- 
ing thermodynamic cycles. In this chapter means 
are introduced for analyzing systems from the sec- 
ond law perspective as they undergo processes that 
are not necessarily cycles. The property entropy 
and the entropy production concept introduced in 
Chap. 5 play prominent roles in these considerations. 
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The objective of this chapter is to develop an under- 
standing of entropy concepts, including the use of 
entropy balances for closed systems and control 
volumes in forms effective for the analysis of engi- 
neering systems. The Clausius inequality developed 
in Sec. 5.11, expressed as Eq. 5.13, provides the 
basis. 
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> LEARNING OUTCOMES 


When you complete your study of this chapter, you will be able to... 


» explain key concepts related to entropy and the second law, including 
entropy transfer, entropy production, and the increase in entropy 
principle. 


» evaluate entropy, evaluate entropy change between two states, and 
analyze isentropic processes, using appropriate property data. 


>» represent heat transfer in an internally reversible process as an area 
on a temperature-entropy diagram. 


» analyze closed systems and control volumes, including applying 
entropy balances. 


» use isentropic efficiencies for turbines, nozzles, compressors, and 
pumps for second law analysis. 
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Fig. 6.1 Two internally 
reversible cycles. 
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The word energy is so much a part of the language that you were undoubtedly famil- 
iar with the term before encountering it in early science courses. This familiarity 
probably facilitated the study of energy in these courses and in the current course in 
engineering thermodynamics. In the present chapter you will see that the analysis of 
systems from a second law perspective is effectively accomplished in terms of the 
property entropy. Energy and entropy are both abstract concepts. However, unlike 
energy, the word entropy is seldom heard in everyday conversation, and you may 
never have dealt with it quantitatively before. Energy and entropy play important 
roles in the remaining chapters of this book. 


6.1.1 Defining Entropy Change 


A quantity is a property if, and only if, its change in value between two states is 
independent of the process (Sec. 1.3.3). This aspect of the property concept is used 
in the present section together with the Clausius inequality to introduce entropy 
change as follows: 

Two cycles executed by a closed system are represented in Fig. 6.1. One cycle consists 
of an internally reversible process A from state 1 to state 2, followed by internally revers- 
ible process C from state 2 to state 1. The other cycle consists of an internally reversible 
process B from state 1 to state 2, followed by the same process C from state 2 to state 
1 as in the first cycle. For the first cycle, Eq. 5.13 (the Clausius inequality) takes the form 


2 Í 
(| - x (| 50) Е =@ уаде (6.1a) 


For the second cycle, Eq. 5.13 takes the form 


2 6 1 8 
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In writing Eqs. 6.1, the term ©су has been set to zero since the cycles are composed 
of internally reversible processes. 
When Eq. 6.1b is subtracted from Eq. 6.1a, we get 


(220%), 


This shows that the integral of 6О/Т is the same for both processes. Since А and В 
are arbitrary, it follows that the integral of 60/7 has the same value for any internally 
reversible process between the two states. In other words, the value of the integral 
depends on the end states only. It can be concluded, therefore, that the integral rep- 
resents the change in some property of the system. 

Selecting the symbol S to denote this property, which is called entropy, the change 


in entropy is given by 
2 
6 
ТЕЕ ( | 54) (6.2а) 
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where the subscript “int rev" is added as a reminder that the integration is carried 
out for any internally reversible process linking the two states. On a differential basis, 
the defining equation for entropy change takes the form 


50 
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Entropy is an extensive property. 


6.2 Retrieving Entropy Data 


The SI unit for entropy is J/K. However, in this book it is convenient to work in 
terms of kJ/K. A commonly employed English unit for entropy is Btu/°R. Units in SI 
for specific entropy are kJ/kg · K for s and kJ/kmol · К for s. Commonly used 
English units for specific entropy are Btu/Ib - °R and Btu/Ibmol - ^R 

It should be clear that entropy is defined and evaluated in terms of a particular 
expression (Eq. 6.2a) for which no accompanying physical picture is given. We encoun- 
tered this previously with the property enthalpy. Enthalpy is introduced without 
physical motivation in Sec. 3.6.1. Then, in Chap. 4, we learned how enthalpy is used 
for thermodynamic analysis of control volumes. As for the case of enthalpy, to gain 
an appreciation for entropy you need to understand how it is used and what it is used 
for. This is the aim of the rest of this chapter. 


6.1.2 Evaluating Entropy 


Since entropy is a property, the change in entropy of a system in going from one state 
to another is the same for all processes, both internally reversible and irreversible, 
between these two states. Thus, Eq. 6.2a allows the determination of the change in 
entropy, and once it has been evaluated, this is the magnitude of the entropy change 
for all processes of the system between the two states. 

The defining equation for entropy change, Eq. 6.2a, serves as the basis for evaluat- 
ing entropy relative to a reference value at a reference state. Both the reference value 
and the reference state can be selected arbitrarily. The value of entropy at any state 
y relative to the value at the reference state x is obtained in principle from 


У 50 
S, = $, + (| 2. (6.3) 


where S, is the reference value for entropy at the specified reference state. 

The use of entropy values determined relative to an arbitrary reference state is 
satisfactory as long as they are used in calculations involving entropy differences, for 
then the reference value cancels. This approach suffices for applications where com- 
position remains constant. When chemical reactions occur, it is necessary to work in 
terms of absolute values of entropy determined using the third law of thermodynam- 
ics (Chap. 13). 


6.1.3 Entropy and Probability 


The presentation of engineering thermodynamics provided in this book takes а тас- 
roscopic view as it deals mainly with the gross, or overall, behavior of matter. The 
macroscopic concepts of engineering thermodynamics introduced thus far, including 
energy and entropy, rest on operational definitions whose validity is shown directly 
or indirectly through experimentation. Still, insights concerning energy and entropy 
can result from considering the microstructure of matter. This brings in the use of 
probability and the notion of disorder. Further discussion of entropy, probability, and 
disorder is provided in Sec. 6.8.2. 


Retrieving Entropy Data 


€ о ө ө 9 ө 0 ө ө 9 ө ө с ө ө ө э ө ө е ө 9 € Ф е ө 9 ө ө 9 ө ө ө е ө ө 9 ө ө ө ө ө ө ө с ө ө ө ө ө ө ө ө ө ө ө ө 


In Chap. 3, we introduced means for retrieving property data, including tables, graphs, 
equations, and the software available with this text. The emphasis there is on evaluat- 
ing the properties p, v, Т, и, and Л required for application of the conservation of 
mass and energy principles. For application of the second law, entropy values are 
usually required. In this section, means for retrieving entropy data for water and 
several refrigerants are considered. 


units for entropy 
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Tables of thermodynamic data are introduced in Secs. 3.5 and 3.6 (Tables A-2 through 
A-18). Specific entropy is tabulated in the same way as considered there for the proper- 
ties v, и, and Л, and entropy values are retrieved similarly. The specific entropy values 
given in Tables A-2 through A-18 are relative to the following reference states and values. 
For water, the entropy of saturated liquid at 0.01°C (32.02°F) is set to zero. For the refrig- 
erants, the entropy of the saturated liquid at —40°C (—40°F) is assigned a value of zero. 


6.2.1 Vapor Data 


In the superheat regions of the tables for water and the refrigerants, specific entropy 
is tabulated along with v, и, and h versus temperature and pressure. 


consider two states of water. At state 1 the pressure is 3 MPa 
and the temperature is 500°C. At state 2, the pressure is 0.3 MPa and the specific 
entropy is the same as at state 1, 5; = 51. The object is to determine the temperature 
at state 2. Using T: and рі, we find the specific entropy at state 1 from Table A-4 as 
s, = 72338 kJ/kg - K. State 2 is fixed by the pressure, p; = 0.3 MPa, and the specific 
entropy, 5; = 72338 kJ/kg - К. Returing to Table A-4 at 0.3 MPa and interpolating 
with s; between 160 апа 200°C results in T; = 183°C. 44 4 4 


6.2.2 Saturation Data 


For saturation states, the values of s; and s, are tabulated as a function of either 
saturation pressure or saturation temperature. The specific entropy of a two-phase 
liquid-vapor mixture is calculated using the quality 


5 = (i = «г 5. (6.4) 


= фу лл (б — Ss) 
These relations are identical in form to those for v, и, and Л (Secs. 3.5 and 3.6). 


let us determine the specific entropy of Refrigerant 134a at a 
state where the temperature is 0°С and the specific internal energy is 138.43 kJ/kg. 


Referring to Table А-10, we see that the given value for и falls between и; and и, at 
0°C, so the system is a two-phase liquid-vapor mixture. The quality of the mixture 
can be determined from the known specific internal energy 


и-ш _ 138.43 — 49.79 
Ug — up 227.06 — 49.79 


Then with values from Table A-10, Eq. 6.4 gives 





0.5 


P == 


5-(1-х) t xs, 
= (0.5)(0.1970) + (0.5)(0.9190) = 0.5580 kJ/kg-K = « << «4 


6.2.3 Liquid Data 


Compressed liquid data are presented for water in Tables A-5. In these tables s, v, u, and 
hare tabulated versus temperature and pressure as in the superheat tables, and the tables 
are used similarly. In the absence of compressed liquid data, the value of the specific 
entropy can be estimated in the same way as estimates for v and u are obtained for 
liquid states (Sec. 3.10.1), by using the saturated liquid value at the given temperature 


s(T, p) = я(Т) (6.5) 


6.2 Retrieving Entropy Data 


suppose the value of specific entropy is required for water at 25 
bar, 200°C. The specific entropy is obtained directly from Table А-5 as s = 2.3294 kJ/ 


kg - К. Using the saturated liquid value for specific entropy at 200°C from Table А-2, 
the specific entropy is approximated with Eq. 6.5 as s — 2.3309 kJ/kg - K, which 
agrees closely with the previous value. | ~ « 4 4 


6.2.4 Computer Retrieval 


The software available with this text, Interactive Thermodynamics: IT, provides data 
for the substances considered in this section. Entropy data are retrieved by simple 
call statements placed in the workspace of the program. 


consider a two-phase liquid-vapor mixture of ЊО at p = 1 bar, 
v = 0.8475 тука, The following illustrates how specific entropy and quality x are 


obtained using IT: 


p = 1 // bar 

v = 0.8475 // m?/kg 

v = vsat_Px(“Water/Steam”,p,x) 
5 = ssat_Px(“Water/Steam”,p,x) 


The software returns values of x = 0.5 and s = 4.331 kJ/kg · К, which can be checked 
using data from Table A-3. Note that quality x is implicit in the expression for specific 
volume, and it is not necessary to solve explicitly for x. As another example, consider 
superheated ammonia vapor at p = 1.5 bar, T = 8°C. Specific entropy is obtained 
from IT as follows: 


р = 1.5 // bar 
T8 // ес 
5 = s РТ(“Аттопіа”, p,T) 


The software returns s = 5.981 kJ/kg > К, which agrees closely with the value obtained 
by interpolation in Table A-15. = - « 4 4 


6.2.5 Using Graphical Entropy Data 


The use of property diagrams as an adjunct to problem solving is emphasized through- 
out this book. When applying the second law, it is frequently helpful to locate states 
and plot processes on diagrams having entropy as a coordinate. Two commonly used 
figures having entropy as one of the coordinates are the temperature-entropy dia- 
gram and the enthalpy-entropy diagram. 


Temperature-Entropy Diagram 

The main features of a temperature-entropy diagram are shown in Fig. 6.2. For detailed 
figures for water in SI and English units, see Figs. A-7 Observe that lines of constant 
enthalpy are shown on these figures. Also note that in the superheated vapor region 
constant specific volume lines have a steeper slope than constant-pressure lines. Lines 
of constant quality are shown in the two-phase liquid-vapor region. On some figures, 
lines of constant quality are marked as percent moisture lines. The percent moisture 
is defined as the ratio of the mass of liquid to the total mass. 

In the superheated vapor region of the 7-5 diagram, constant specific enthalpy 
lines become nearly horizontal as pressure is reduced. These superheated vapor states 
are shown as the shaded area on Fig. 6.2. For states in this region of the diagram, the 
enthalpy is determined primarily by the temperature: А(Т, p) = A(T). This is the 
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TAKE NOTE... 
Note that IT does not 
provide compressed liquid 
data for any substance. IT 
returne liquid entropy data 
using the approximation of 
Eq, 6.5. Similarly, Eme ЛГ, 
5.12, and 3.14 are used to 
return liquid values for v, и, 
апа h, respectively. 











T-s diagram 
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Mollier diagram 





p = constant 





constant 
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T = constant 





























Fig. 6.2 Temperature-entropy diagram. Fig. 6.3 Enthalpy-entropy diagram. 


region of the diagram where the ideal gas model provides a reasonable approxima- 
tion. For superheated vapor states outside the shaded area, both temperature and 
pressure are required to evaluate enthalpy, and the ideal gas model is not suitable. 


Enthalpy-Entropy Diagram 

The essential features of an enthalpy-entropy diagram, commonly known as a Mollier 
diagram, are shown in Fig. 6.3. For detailed figures for water in SI and English units, 
see Figs. A-8. Note the location of the critical point and the appearance of lines of 
constant temperature and constant pressure. Lines of constant quality are shown in 
the two-phase liquid-vapor region (some figures give lines of constant percent mois- 
ture). The figure is intended for evaluating properties at superheated vapor states and 
for two-phase liquid-vapor mixtures. Liquid data are seldom shown. In the super- 
heated vapor region, constant-temperature lines become nearly horizontal as pressure 
is reduced. These superheated vapor states are shown, approximately, as the shaded 
area on Fig. 6.3. This area corresponds to the shaded area on the temperature-entropy 
diagram of Fig. 6.2, where the ideal gas model provides a reasonable approximation. 


to illustrate the use of the Mollier diagram in SI units, consider 
two states of water. At state 1, Т = 240°C, p, = 0.10 MPa. The specific enthalpy and 
quality are required at state 2, where p; = 0.01 MPa and s = 51. Turning to Fig. А-8, 
state 1 is located in the superheated vapor region. Dropping a vertical line into the 
two-phase liquid-vapor region, state 2 is located. The quality and specific enthalpy at 
state 2 read from the figure agree closely with values obtained using Tables A-3 and 
А-4: хэ = 0.98 апа Л» = 2537 kJ/kg. = 4 «4 4 4 
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Although the change in entropy between two states can be determined in principle 
by using Eq. 62a, such evaluations are generally conducted using the T dS equations 
developed in this section. The Т 48 equations allow entropy changes to be evaluated 
from other more readily determined property data. The use of the Т dS equations 


6.3 Introducing the Т dS Equations 


to evaluate entropy changes for an incompressible substance is illustrated in Sec. 6.4 
and for ideal gases in Sec. 6.5. The importance of the Т dS equations is greater than 
their role in assigning entropy values, however. In Chap. 11 they are used as a point 
of departure for deriving many important property relations for pure, simple com- 
pressible systems, including means for constructing the property tables giving и, h, 
and s. 

The T dS equations are developed by considering a pure, simple compressible 
system undergoing an internally reversible process. In the absence of overall system 
motion and the effects of gravity, an energy balance in differential form is 


(60, = аи + (8W)int (6.6) 
By definition of simple compressible system (Sec. 3.1.2), the work is 
(8W)g, = p dV (6.7a) 
On rearrangement of Eq. 6.2b, the heat transfer is 
(5Q)in = T dS (6.7b) 
Substituting Eqs. 6.7 into Eq. 6.6, the first T dS equation results 
TdS = dU * pdV (6.8) 


The second T dS equation is obtained from Eq. 6.8 using Н = U + pV. Forming 
the differential 


dH = dU + d(pV) = dU + pdV + V dp 
On rearrangement 
dU + pdV = dH – V dp 
Substituting this into Eq. 6.8 gives the second T dS equation 


TdS — dH — V dp (6.9) 


The T dS equations can be written on a unit mass basis as 


T ds — du * p dv (6.10a) 

T ds = dh = тар (6.10b) 
Or on a per mole basis as 

Таз = du + pdu (6.11а) 

Tds = dh — тар (6.11b) 


Although the Т dS equations are derived by considering an internally reversible 
process, an entropy change obtained by integrating these equations is the change for 
any process, reversible or irreversible, between two equilibrium states of a system. 
Because entropy is a property, the change in entropy between two states is indepen- 
dent of the details of the process linking the states. 

To show the use of the 7 dS equations, consider a change in phase from saturated 
liquid to saturated vapor at constant temperature and pressure. Since pressure is 
constant, Eq. 6.10b reduces to give 


first T dS equation 


second T dS equation 
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Then, because temperature is also constant during the phase change, 


h, — h 
T 





(6.12) 


Sg — Sp = 


This relationship shows how s, — s; is calculated for tabulation in property tables. 


consider Refrigerant 134a at 0°C. From Table A-10, л, — hy = 
19721 kJ/kg, so with Eq. 6.12 
197.21 kJ/kg kJ 


– = = 0.7220 
8 757 27315 К ут 





$ 


which is the value calculated using s; and 5, from the table. To give a similar exam- 
ple in English units, consider Refrigerant 134a at 0°F. From Table A-10E, h, — А; = 
90.12 Btu/lb, so 

90.12 Btu/lb 


== = 0.1961 
27 7145967 R ? ТЕ 





$ 


which agrees with the value calculated using s; and s, from the table. я « 4 4 


Entropy Change of an Incompressible 
Substance 
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In this section, Eq. 6.10a of Sec. 6.3 is used to evaluate the entropy change between 
two states of an incompressible substance. The incompressible substance model intro- 
duced in Sec. 3.10.2 assumes that the specific volume (density) is constant and the 
specific internal energy depends solely on temperature. Thus, du - c(T)dT, where c 
denotes the specific heat of the substance, and Eq. 6.10a reduces to give 





ne c(T)dT x роу E c(T)dT 


T T 


On integration, the change in specific entropy is 


52 — 5 - (Dar 
2 1 n Т 


When the specific heat is constant, this becomes 
Ий ж ; 
б» = 1 = с T (incompressible, constant c) (6.13) 
1 


Equation 6.13, along with Eqs. 3.20 giving Au апа АЛ, respectively, are applicable to 
liquids and solids modeled as incompressible. Specific heats of some common liquids 
and solids are given in Table A-19. 


consider a system consisting of liquid water initially at Т = 
300 K, р, = 2 bar undergoing a process to a final state at T; = 323 К, p; = 1 bar. 


There are two ways to evaluate the change in specific entropy in this case. The first 
approach is to use Eq. 6.5 together with saturated liquid data from Table A-2. That 
is, 51 = (Т) = 0.3954 KJ/kg - K and s; ~ 5=(7,) = 0.7038 KJ/kg - K, giving s2 — sı 
= 0.308 KJ/kg · K. The second approach is to use the incompressible model. That is, 
with Eq. 6.13 and c = 4.18 KJ/kg · К from Table A-19, we get 


6.5 Entropy Change of an Ideal Gas 


Т, 
59 = 5) = са 
Ti 


kJ 323K 
= (418 l = 0.309 KJ/kg - K 
( kg- z) n( x) TEUER 





Comparing the values obtained for the change in specific entropy using the two 
approaches considered here, we see they аге in agreement. < << 4 


Entropy Change of an Ideal Gas 


һ с ө ө ө ө ө ө ө ө % е ө ө ө ө е ө ө во ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө е ө ө ө ө ө 


In this section, the Т dS equations of Sec. 6.3, Eqs. 6.10, are used to evaluate the 
entropy change between two states of an ideal gas. For a quick review of ideal gas 
model relations, see Table 6.1. 

It is convenient to begin with Eqs. 6.10 expressed as 


ds = mye it qu (6.14) 
dh v 
ds = — ——d * 
s T T Ip (6.15) 


For an ideal gas, du = c,(T) dT, dh = c,(T) dT, and pv = RT. With these relations, 
Eqs. 6.14 and 6.15 become, respectively, 


dT dv dT dp 
ds = с(Т) TT к. and — ds = c,(T) = К n (6.16) 








On integration, Eqs. 6.16 give, respectively, 


n dT v 

(Тр, vj) — (Тј, vj) = | c( T) —- + Е (6.17) 
Ti T 11 
| ат 

(Тура) — s(Ty, pi) = | CUu Rin? == (6.18) 
Ti 1 рі 


Since R is a constant, the last terms of Eqs. 6.16 can be integrated directly. However, 
because c, and c, are functions of temperature for ideal gases, it is necessary to have 
information about the functional relationships before the integration of the first term 
in these equations can be performed. Since the two specific heats are related by 


c,(T) =c,(T) +R (3.44) 


P 


where R is the gas constant, knowledge of either specific function suffices. 


6.5.1 Using Ideal Gas Tables 


As for internal energy and enthalpy changes of ideal gases, the evaluation of entropy 
changes for ideal gases can be reduced to a convenient tabular approach. We begin 
by introducing a new variable s°(7) as 


T 
s°(T) = |, ear (6.19) 


where 7" is an arbitrary reference temperature. 
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TABLE 6.1 


Ideal Gas Model Review 


Equations of state: 


ро = RT (3.32) 
pV = mRT (3.33) 
Changes in u and h: 
т 
и(ђ) - и(ћ) = [enar (3.40) 
Di 
5 
h(T;) — h(n) = [enar (3.43) 
n 
ess CONSHANt Specific Heats | Variable Specific Heats |, 
u(T;) - ШТ) = СТ — T4) (3.50)  u(T) and A(T) are evaluated from Tables A-22 
h(T;) — ҚТ) = с.1,- T) (3.51) for air (mass basis) and Tables А-23 for several 


h lar basis). 
See Tables A-20, and A-20E for c, and c, data. шаа 





The integral of Eq. 6.18 can be expressed in terms of s? as follows: 


"eur |“ ат | лат 
(= раат. [n 
= (Та) 811) 
Thus, Eq. 6.18 can be written as 


СЫП СЕ LS (6.202) 
1 
or on a per mole basis as 
Á ze em ns x. 22 
SC Dy О) о (ПО АБА ТОЈ B (6.20b) 
1 


Because s? depends only on temperature, it can be tabulated versus temperature, 
like Л and и. For air as an ideal gas, 5° with units of kJ/kg - К or Btu/lb - °R is given 
in Table А-22 and А-22Е, respectively. Values of 5" for several other common gases are 
given in Tables A-23 with units of kJ/kmol - К or Btu/Ibmol - ^R. In passing, we note 
the arbitrary reference temperature 7" of Eq. 6.19 is specified differently in Tables A-22 
than in Tables A-23. As discussed in Sec. 13.5.1, Tables A-23 give absolute entropy values. 

Using Eqs. 6.20 and the tabulated values for s? or 5°, as appropriate, entropy 
changes can be determined that account explicitly for the variation of specific heat 
with temperature. 


let us evaluate the change in specific entropy, in kJ/kg - K, of air 
modeled as an ideal gas from a state where Т = 300 К and p, = 1 bar to a state 


where T, = 1000 K and p; = 3 bar. Using Eq. 6.20а and data from Table A-22, 


925-551 == s (Tz) E s" (Ti) = К in 
1 


kJ _ 8314 kJ 3 bar 
kg-K  2897kg-K | 1ђаг 


—09504kJkg-K ~ 4 4 4 4 





- (2.96770 — 1.70203) 


6.5 Entropy Change of an Ideal Gas 


If a table giving s? (or 5?) is not available for a particular gas of interest, the inte- 
grals of Eqs. 6.17 and 6.18 can be performed analytically or numerically using specific 
heat data such as provided in Tables A-20 and A-21. 


6.5.2 Assuming Constant Specific Heats 


When the specific heats c, and c, are taken as constants, Eqs. 6.17 and 6.18 reduce, 
respectively, to 


Т. 
S(T5, vj) = (Три) = c, а xm (6.21) 
Т, 1 
- T P2 
(Taa) = (Top) = clii = R imn (6.22) 
ТІ Pı 


These equations, along with Eqs. 3.50 and 3.51 giving Au and АЛ, respectively, are 
applicable when assuming the ideal gas model with constant specific heats. 


let us determine the change in specific entropy, in KJ/kg - K, of air 
as an ideal gas undergoing a process from T, = 300 K, р; = 1 bar to 7; = 400 K, p; = 
5 bar. Because of the relatively small temperature range, we assume a constant value of 
с, evaluated at 350 K. Using Eq. 6.22 and с, = 1.008 KJ/kg · K from Table А-20, 





Т, P2 
As = c, n— — R In 
и Ti pi 


_ ( "ew )i e Jj _ [s kJ \ (5 | 
^V" ^kg-K/ A300K/ 2897 kg- K/ \1Ьаг 


= —0.1719 kJ/kg - K 4444 





6.5.3 Computer Retrieval 


For gases modeled as ideal gases, /T directly returns s(T, p) using the following spe- 
cial form of Eq. 6.18: 
T ey(T) p 
(Тр) — s(Tieg Pret) = | dT — Rin 
ref T Pref 
and the following choice of reference state and reference value: Та = 0 К (ФЕ), 
Pret = 1 atm, and (Т, Pret) = 0, giving 


T 
seme | 9? dT — Rin = (a) 


0 Pret 








Such reference state and reference value choices equip /T for use in combustion 
applications. See the discussion of absolute entropy in Sec. 13.5.1. 

Changes in specific entropy evaluated using /T agree with entropy changes evalu- 
ated using ideal gas tables. 


consider a process of air as an ideal gas from T, = 300 K, р; = 
1 bar to T) = 1000 К, p; = 3 bar. The change in specific entropy, denoted as dels, is 


determined in SI units using /T as follows: 


p1 = 1//bar 
T1 = 300//K 
p2=3 

T2 = 1000 


51 = s TP("Air",T1,p1) 
52 = s TP("Air",T2,p2) 
dels = 52 — 51 
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entropy transfer 


isentropic process 


Ош -Й T d$ 
rev 
2 





T| (80)im=T dS 


1 








5 


Fig. 6.4 Area representation 
of heat transfer for an 
internally reversible process 
of a closed system. 


Carnot cycle 


The software returns values of s, = 1.706, 5; = 2.656, and dels = 0.9501, all in units 
of kJ/kg - K. This value for As agrees with the value obtained using Table A-22: 0.9504 
kJ/kg - К, as shown in the concluding example of Sec. 65.1. я « «4 4 


Note again that 77 returns specific entropy directly using Eq. (a) above. /T does 
not use the special function s*. 


Entropy Change in Internally Reversible 
Processes of Closed Systems 
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In this section the relationship between entropy change and heat transfer for internally 
reversible processes is considered. The concepts introduced have important applica- 
tions in subsequent sections of the book. The present discussion is limited to the case 
of closed systems. Similar considerations for control volumes are presented in Sec. 6.13. 

As a closed system undergoes an internally reversible process, its entropy can 
increase, decrease, or remain constant. This can be brought out using 


50 
dS — ( T De (6.2b) 


which indicates that when a closed system undergoing an internally reversible process 
receives energy by heat transfer, the system experiences an increase in entropy. Con- 
versely, when energy is removed from the system by heat transfer, the entropy of the 
system decreases. This can be interpreted to mean that an entropy transfer accompa- 
nies heat transfer. The direction of the entropy transfer is the same as that of the heat 
transfer. In an adiabatic internally reversible process, entropy remains constant. A 
constant-entropy process is called an isentropic process. 


6.6.1 Area Representation of Heat Transfer 


On rearrangement, Eq. 6.2b gives 
(80). = T 4S 


Integrating from an initial state 1 to a final state 2 
2 
Qu = | T ds (6.23) 
Tev 1 


From Eq. 6.23 it can be concluded that an energy transfer by heat to a closed system 
during an internally reversible process can be represented as an area on a temperature- 
entropy diagram. Figure 6.4 illustrates the area representation of heat transfer for an 
arbitrary internally reversible process in which temperature varies. Carefully note that 
temperature must be in kelvins or degrees Rankine, and the area is the entire area 
under the curve (shown shaded). Also note that the area representation of heat trans- 
fer is not valid for irreversible processes, as will be demonstrated later. 


6.6.2 Carnot Cycle Application 


To provide an example illustrating both the entropy change that accompanies heat 
transfer and the area representation of heat transfer, consider Fig. 6.5a, which shows a 
Carnot power cycle (Sec. 5.10.1). The cycle consists of four internally reversible processes 
in series: two isothermal processes alternated with two adiabatic processes. In Process 2-3, 
heat transfer to the system occurs while the temperature of the system remains constant 
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Fig. 6.5 Carnot cycles on the temperature-entropy diagram. (a) Power cycle. (b) Refrigeration 
or heat pump cycle. 


at Ты. The system entropy increases due to the accompanying entropy transfer. For 
this process, Eq. 6.23 gives О» = Ty(S3 — S5), so area 2-3-a-b-2 on Fig. 6.5а repre- 
sents the heat transfer during the process. Process 3-4 is an adiabatic and internally 
reversible process and thus is an isentropic (constant-entropy) process. Process 4-1 is 
an isothermal process at Тс during which heat is transferred from the system. Since 
entropy transfer accompanies the heat transfer, system entropy decreases. For this 
process, Eq. 6.23 gives Од = Tc(S, — S4), which is negative in value. Area 4-1-b-a-4 
on Fig. 6.5a represents the magnitude of the heat transfer Ол. Process 1-2, which 
completes the cycle, is adiabatic and internally reversible (isentropic). 

The net work of any cycle is equal to the net heat transfer, so enclosed area 1-2- 
3-4-1 represents the net work of the cycle. The thermal efficiency of the cycle also 
can be expressed in terms of areas: 

Weycle агеа1-2-3-4-1 


s Оз ~ area2-3—a-b-2 





The numerator of this expression is (Тн - Tc)(S3 - S2) and the denominator is 
Ты(5; — S5), so the thermal efficiency can be given in terms of temperatures only as 
n = 1 — Tc/Ty. This, of course, agrees with Eq. 5.9. 

If the cycle were executed as shown in Fig. 6.55, the result would be a Carnot 
refrigeration or heat pump cycle. In such a cycle, heat is transferred to the system 
while its temperature remains at Те, so entropy increases during Process 1-2. In 
Process 3-4 heat is transferred from the system while the temperature remains con- 
stant at Ty and entropy decreases. 


6.6.3 Work and Heat Transfer in an Internally 
Reversible Process of Water 


To further illustrate concepts introduced in this section, Example 6.1 considers water 
undergoing an internally reversible process while contained in a piston-cylinder assembly. 


EXAMPLE 6.1 ОО О О О О Т Г Г Г Г КК ЛГ КККК ГК КК Т 


Evaluating Work and Heat Transfer for an Internally 
Reversible Process of Water 


Water, initially a saturated liquid at 150°C (423.15 K), is contained in a piston-cylinder assembly. The water under- 
goes a process to the corresponding saturated vapor state, during which the piston moves freely in the cylinder. 
If the change of state is brought about by heating the water as it undergoes an internally reversible process at 
constant pressure and temperature, determine the work and heat transfer per unit of mass, each in kJ/kg. 
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SOLUTION 


Known: Water contained in a piston-cylinder assembly undergoes an internally reversible process at 150°C from 
saturated liquid to saturated vapor. 


Find: Determine the work and heat transfer per unit mass. 


Schematic and Given Data: 


| 


System boundary 


| Fig. E6.1 


Engineering Model: 























1. The water in the piston-cylinder assembly is a closed system. 

2. The process is internally reversible. 

3. Temperature and pressure are constant during the process. 

4. There is no change in kinetic or potential energy between the two end states. 


Analysis: At constant pressure the work is 


w 2 
Ж |р = ғо = v) 
With values from Table A-2 at 150°C 


10° N/m? 
1 bar 


1kJ 
10 М.т 





3 
A = (4.758 bar)(0.3928 — 1.0905 x (2 ) 
т kg 











= 186.38 kJ/kg 


Since the process is internally reversible and at constant temperature, Eq. 6.23 gives 


2 2 
o= [ras-n| та 
1 1 


ог 
Q 
m T(s2 — 51) 
With values from Table A-2 
(1) = (423.15 K)(6.8379 — 1.8418) kJ/kg - K = 2114.1 kJ/kg 


As shown in the accompanying figure, the work and heat transfer can be represented as areas on p-v and T-s 
diagrams, respectively. 
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Ф The heat transfer can be evaluated alternatively from an energy balance 


written on a unit mass basis as (vf Skills Developed 
D = У Ability to... 
m m О evaluate work and heat 
Introducing W/m — p(v; — v) and solving transfer for an internally 
reversible process and rep- 
а = (и) — ш) + p(v, — ui) resent them as areas on 
m p-v and 7-5 diagrams, 
= (и + pv) — (ui + pvi) respectively. 
= = О retrieve entropy data for 
water. 


From Table А-2 at 150°C, h) — hı = 2114.3 kJ/kg, which agrees with the value 
for Q/m obtained in the solution. 


If the initial and final states were saturation states at 100?C 


4 (373.15 K), determine the work and heat transfer per unit of mass, each 
....... in kJ/kg. Ans. 170 kJ/kg, 2257 kJ/kg. $60000909929000900000009099020090090909090009009990( 
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In this section, we begin our study of the entropy balance. The entropy balance is ап entropy balance 
expression of the second law that is particularly effective for thermodynamic analysis. 
The current presentation is limited to closed systems. The entropy balance is extended 
to control volumes in Sec. 6.9. 
Just as mass and energy are accounted for by mass and energy balances, respec- 
tively, entropy is accounted for by an entropy balance. In Eq. 5.2, the entropy balance 
is introduced in words as 


net amount of 
entropy transferred in 
across the system 
boundary during the 


amount of entropy 
produced within the 
system during the time 


change in the amount of 
entropy contained 
within the system during 





some time interval : : interval 
time interval 
In symbols, the closed system entropy balance takes the form closed system entropy 
Е balance 
6 

S-S, = | (2) + е (6.24) 
А 7p 

entropy entropy entropy 


change transfer production 


where subscript b signals that the integrand is evaluated at the system boundary. For 
the development of Eq. 6.24, see the box. 
It is sometimes convenient to use the entropy balance expressed in differential form 


Eu 
45- ( = ) + бо (6.25) 


Note that the differentials of the nonproperties О and с are shown, respectively, as 
6Q and бо. When there are no internal irreversibilities, ӧс vanishes and Eq. 6.25 
reduces to Eq. 6.2b. 

In each of its alternative forms the entropy balance can be regarded as a statement 
of the second law of thermodynamics. For the analysis of engineering systems, the 
entropy balance is a more effective means for applying the second law than the 
Clausius and Kelvin-Planck statements given in Chap. 5. 
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Fig. 6.6 Cycle used to 
develop the entropy balance. 


entropy transfer 
accompanying heat transfer 


entropy production 





Developing the Closed System Entropy Balance 

The entropy balance for closed systems can be developed using the Clausius inequality 
expressed by Eq. 5.13 (Sec. 5.11) and the defining equation for entropy change, 
Eq. 6.2a, as follows: 


Shown in Fig. 6.6 is a cycle executed by a closed system. The cycle consists of process 
І, during which internal irreversibilities are present, followed by internally reversible 
process R. For this cycle, Eq. 5.13 takes the form 


ШЕ | | ЈЕ Ja (a) 


where the first integral is for process | and the second is for process R. The subscript 
b in the first integral serves as a reminder that the integrand is evaluated at the 
system boundary. The subscript is not required in the second integral because tem- 
perature is uniform throughout the system at each intermediate state of an internally 
reversible process. Since no irreversibilities are associated with process R, the term 
беде ОҒ Eq. 5.13, which accounts for the effect of irreversibilities during the cycle, 
refers only to process | and is shown in Eq. (a) simply as o. 

Applying the definition of entropy change, Eq. 6.2a, we can express the second 


integral of Eq. (a) as 
1 80 
[sss ji 


5) (9575. =e 


On rearrangement, Ед. (c) gives Eq. 6.24, the closed system entropy balance. 








With this, Eq. (а) becomes 


6.7.1 Interpreting the Closed System Entropy Balance 


If the end states are fixed, the entropy change on the left side of Eq. 6.24 can be 
evaluated independently of the details of the process. However, the two terms on the 
right side depend explicitly on the nature of the process and cannot be determined 
solely from knowledge of the end states. The first term on the right side of Eq. 6.24 
is associated with heat transfer to or from the system during the process. This term 
can be interpreted as the entropy transfer accompanying heat transfer. The direction 
of entropy transfer is the same as the direction of the heat transfer, and the same 
sign convention applies as for heat transfer: A positive value means that entropy is 
transferred into the system, and a negative value means that entropy is transferred 
out. When there is no heat transfer, there is no entropy transfer. 

The entropy change of a system is not accounted for solely by the entropy transfer 
but also is due in part to the second term on the right side of Eq. 6.24 denoted by 
с. The term ø is positive when internal irreversibilities are present during the process 
and vanishes when no internal irreversibilities are present. This can be described 
by saying that entropy is produced (or generated) within the system by the action of 
irreversibilities. 

The second law of thermodynamics can be interpreted as requiring that entropy 
is produced by irreversibilities and conserved only in the limit as irreversibilities are 
reduced to zero. Since о measures the effect of irreversibilities present within the 
system during a process, its value depends on the nature of the process and not solely 
on the end states. Entropy production is not a property. 
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When applying the entropy balance to a closed system, it is essential to remember 
the requirements imposed by the second law on entropy production: The second law 
requires that entropy production be positive, or zero, in value: 


>0 i ibiliti t within the syst 
Е" | птеуегѕошиеѕ present within the system (6.26) 


—(  noirreversibilities present within the system 


The value of the entropy production cannot be negative. In contrast, the change in 
entropy of the system may be positive, negative, or zero: 


20 
5, — 5:4 = 0 (6.27) 
< 0 


Like other properties, entropy change for a process between two specified states can 
be determined without knowledge of the details of the process. 


6.7.2 Evaluating Entropy Production and Transfer 


The objective in many applications of the entropy balance is to evaluate the 
entropy production term. However, the value of the entropy production for a given 
process of a system often does not have much significance by itself. The significance 
is normally determined through comparison. For example, the entropy production 
within a given component might be compared to the entropy production values of 
the other components included in an overall system formed by these components. 
By comparing entropy production values, the components where appreciable irre- 
versibilities occur can be identified and rank ordered. This allows attention to be 
focused on the components that contribute most to inefficient operation of the 
overall system. 

To evaluate the entropy transfer term of the entropy balance requires information 
regarding both the heat transfer and the temperature on the boundary where the 
heat transfer occurs. The entropy transfer term is not always subject to direct evalu- 
ation, however, because the required information is either unknown or not defined, 
such as when the system passes through states sufficiently far from equilibrium. In 
such applications, it may be convenient, therefore, to enlarge the system to include 
enough of the immediate surroundings that the temperature on the boundary of the 
enlarged system corresponds to the temperature of the surroundings away from the 
immediate vicinity of the system, Ty. The entropy transfer term is then simply Q/T;. 
However, as the irreversibilities present would not be just for the system of interest 
but for the enlarged system, the entropy production term would account for the 
effects of internal irreversibilities within the original system and external irrevers- 
ibilities present within that portion of the surroundings included within the enlarged 
system. 


6.7.3 Applications of the Closed System Entropy Balance 


The following examples illustrate the use of the energy and entropy balances for the 
analysis of closed systems. Property relations and property diagrams also contribute 
significantly in developing solutions. Example 6.2 reconsiders the system and end 
states of Example 6.1 to demonstrate that entropy is produced when internal irrevers- 
ibilities are present and that the amount of entropy production is not a property. In 
Example 6.3, the entropy balance is used to determine the minimum theoretical com- 
pression work. 


Епігору. Bal Closed Sys 


A.24 — АП Tabs O 








— Boundary of 
enlarged system 
Temperature 
Т>1Т;- variation 
pee 


ба 














ТАКЕ МОТЕ... 

On property diagrams, solid 
lines are used for internally 
reversible processes, A 
dashed line signals only that 
a process has occurred 
between initial and final 
equilibrium states and does 
not define a path for the 
process. 
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EXAMPLE 5.2 Ж ОО О О УО ТИ Т Г ЛГ ГЕК ГС ГС 


Determining Work and Entropy Production for an Irreversible 
Process of Water 


Water initially a saturated liquid at 150°C is contained within a piston-cylinder assembly. The water undergoes a 
process to the corresponding saturated vapor state, during which the piston moves freely in the cylinder. There is 
no heat transfer with the surroundings. If the change of state is brought about by the action of a paddle wheel, 
determine the net work per unit mass, in kJ/kg, and the amount of entropy produced per unit mass, in kJ/kg - K. 


SOLUTION 


Known: Water contained in a piston-cylinder assembly undergoes an adiabatic process from saturated liquid to 
saturated vapor at 150°C. During the process, the piston moves freely, and the water is rapidly stirred by a 
paddle wheel. 


Find: Determine the net work per unit mass and the entropy produced per unit mass. 


Schematic and Given Data: 








Engineering Model: 


1. The water in the piston-cylinder 
assembly is a closed system. 






System 2. There is no heat transfer with 
boundary the surroundings. 


3. The system is at an equilibrium 
state initially and finally. There is 
no change in kinetic or potential 
energy between these two states. 


























Fig. E6.2 


Analysis: As the volume of the system increases during the process, there is an energy transfer by work from 
the system during the expansion, as well as an energy transfer by work to the system via the paddle wheel. The 
net work can be evaluated from an energy balance, which reduces with assumptions 2 and 3 to 
AU + AKE’ + ДРЕ" = g^ – у 
On a unit mass basis, the energy balance is then 
W 


mU i —(us = ил) 

With specific internal energy values from Table A-2 at 150°C, и, = 631.68 kJ/kg, и; = 2559.5 kJ/kg, we get 
Lm —1927.82 E. 
m kg 


The minus sign indicates that the work input by stirring is greater in magnitude than the work done by the water 
as it expands. 

The amount of entropy produced is evaluated by applying the entropy balance Eq. 6.24. Since there is no heat 
transfer, the term accounting for entropy transfer vanishes: 


vell e^ 
E Т), с 


On а unit mass basis, this becomes on rearrangement 


о 
225-292 ЖЫ 
т 
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With specific entropy values from Table A-2 at 150°C, s, = 1.8418 kJ/kg - K, s; = 6.8379 kJ/kg - K, we get 
kJ 
Ко · К 





о 7 = 4.9961 
т 


Q Although each end state is an equilibrium state at the same pressure and temperature, the pressure and 
temperature are not necessarily uniform throughout the system at intervening states, nor are they necessarily 
constant in value during the process. Accordingly, there is no well-defined “path” for the process. This is 
emphasized by the use of dashed lines to represent the process on these p-v and T-s diagrams. The dashed 
lines indicate only that a process has taken place, and no “агеа” should be associated with them. In particu- 
lar, note that the process is adiabatic, so the “area” below the dashed line on the T-s diagram can have по 
significance as heat transfer. Similarly, the work cannot be associated with an area on the р-у diagram. 


@ The change of state is the same in the present example as in Example 6.1. . 
However, in Example 6.1 the change of state is brought about by heat (9 skills Developed 
transfer while the system undergoes an internally reversible process. Accord- Ability to... ч 
ingly, the value of entropy production for the process of Example 6.1 is zero. 
Here, fluid friction is present during the process and the entropy production 
is positive in value. Accordingly, different values of entropy production are PEENES: 
obtained for two processes between the same end states. This demonstrates Q retrieve property data for 


that entropy production is not a property. SENSN 


If the initial and final states were saturation states at 100°C, 


ч determine the net work, in kJ/kg, and the amount of entropy produced, 
“ҮГҮТ їп kJ/kg - K. Ans. -2087.56 kJ/kg, 6.048 kJ/kg 77 А тты 


Парріу the closed system 
energy and entropy 





As an illustration of second law reasoning, minimum theoretical compression work 
is evaluated in Example 6.3 using the fact that the entropy production term of the 
entropy balance cannot be negative. 


EXAMPLE 6.2 Ж ЖО ОУ Г Л Л ГК КККК К Г КККК Г КГ Г 


Evaluating Minimum Theoretical Compression Work 


Refrigerant 134a is compressed adiabatically in a piston-cylinder assembly from saturated vapor at 10°F to a final 
pressure of 120 Ibf/in? Determine the minimum theoretical work input required per unit mass of refrigerant, in Btu/Ib. 


SOLUTION 
Known: Refrigerant 134a is compressed without heat transfer from a specified initial state to a specified final pressure. 


Find: Determine the minimum theoretical work input required per unit of mass. 


Schematic and Given Data: 











Accessible Engineering Model: 
states E D 
ғ niemal 1. The Refrigerant 134a is a closed 
y energy system. 
decreases 
2. There is no heat transfer with the 
T— Actual | fasulation surroundings. 
І compression ші 222. : 
Internally — 4! 3. The initial and final states are 
reversible | 


equilibrium states. There is no 
change in kinetic or potential 
energy between these states. 


compression 


















5 Fig. E6.3 
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Analysis: An expression for the work can be obtained from an energy balance. By applying assumptions 2 and 
3, we get 


AU + AKE’ + АРЕ? = 2° – Ww 


When written on a unit mass basis, the work input is then 


(- >) РЕ 
5 = и иј 


The specific internal energy u can be obtained from Table A-10E as и) = 94.68 Btu/lb. Since иу is known, the 
value for the work input depends on the specific internal energy и; The minimum work input corresponds to 
the smallest allowed value for и; determined using the second law as follows. 

Applying the entropy balance, Eq. 6.24, we get 


where the entropy transfer term is set equal to zero because the process is adiabatic. Thus, the allowed final 
states must satisfy 


о 
$›— 51 = —z0 
т 


The restriction indicated by the foregoing equation сап be interpreted using the accompanying 7-5 diagram. 
Since ø cannot be negative, states with s) < s; are not accessible adiabatically. When irreversibilities are present 
during the compression, entropy is produced, so s; — s, The state labeled 2s on the diagram would be attained 
in the limit as irreversibilities are reduced to zero. This state corresponds to an isentropic compression. 

By inspection of Table A-12E, we see that when pressure is fixed, the specific internal energy decreases as 
specific entropy decreases. Thus, the smallest allowed value for и; corresponds to state 2s. Interpolating in Table 
A-12E at 120 Ib/in2, with s, = s, = 0.2214 Btu/lb - °R, we find that u», = 10746 Btu/lIb, which corresponds to 
a temperature at state 2s of about 101°F Finally, the minimum work input is 





о ( и = и» — ш = 107.46 — 94.68 = 12.78 Btu/lb (ví Skills Developed 


m], = шъ 107.46 — 94.68 = 12.78 Btulb МАУ Developed. 

Ability to... 

U apply the closed system 
energy and entropy 


@ The effect of irreversibilities exacts a penalty on the work input required: A NEUE 


greater work input is needed for the actual adiabatic compression process 
than for an internally reversible adiabatic process between the same initial 
state and the same final pressure. See the Quick Quiz to follow. 


If the refrigerant were compressed adiabatically to a final 


state where p, = 120 lbf/in.*, Т, = 120%, determine the work input, 
in Btu/lb, and the amount of entropy produced, in Btu/lb - °R. 
Ans. 17.16 Btu/lb, 0.0087 Btu/lb * °R. 


О retrieve property data for 
Refrigerant 134a. 









....... Ane 1716 RBti/lh 00097 Brti/lh ÑQ ңц/)1) 7. 7Дҙ,Т Д%:ее%%%%%%6%6%%62е%еееееееееесесегеесегеееееееееесесесее: 


6.7.4. Closed System Entropy Rate Balance 
If the temperature T, is constant, Eq. 6.24 reads 


Q 
5—8 = = + 
2 1 n о 
where Q/T represents the amount of entropy transferred through the portion of the 
boundary at temperature Ту. Similarly, the quantity Q/T; represents the time rate of 
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entropy transfer through the portion of the boundary whose instantaneous tempera- 
ture is Ту. This quantity appears in the closed system entropy rate balance considered 


next. 
On a time rate basis, the closed system entropy rate balance is closed system entropy rate 
balance 
dS Ò; 
— = EU 6.28 
пе (5.28) 


where dS/dt is the time rate of change of entropy of the system. The term Оу Т; 
represents the time rate of entropy transfer through the portion of the boundary 
whose instantaneous temperature is Т). The term с accounts for the time rate of 
entropy production due to irreversibilities within the system. 


To pinpoint the relative significance of the internal and external irreversibilities, 
Example 6.4 illustrates the application of the entropy rate balance to a system and to 
an enlarged system consisting of the system and a portion of its immediate surroundings. 


EXAMPLE 6.4 ETT ETT TNR ERE 


Pinpointing Irreversibilities 


Referring to Example 2.4, evaluate the rate of entropy production ос, in kW/K, for (a) the gearbox as the system 
and (b) an enlarged system consisting of the gearbox and enough of its surroundings that heat transfer occurs 
at the temperature of the surroundings away from the immediate vicinity of the gearbox, 7; = 293 К (20°С). 
SOLUTION 


Known: A gearbox operates at steady state with known values for the power input through the high-speed shaft, 
power output through the low-speed shaft, and heat transfer rate. The temperature on the outer surface of the 
gearbox and the temperature of the surroundings away from the gearbox are also known. 


Find: Evaluate the entropy production rate с for each of the two specified systems shown in the schematic. 


Schematic and Given Data: 


At this 

boundary the 

temperature is Temperature 
System — Т, = 293 K variation 





boundary 


{эе чыш чы a m Ww SS = 








Q--12kW 


58.8 kW 
B= 
T, = 300 K J 


— Gearbox 


(a) (b) Fig. E6.4 



































Engineering Model: 


1. In part (a), the gearbox is taken as a closed system operating at steady state, as shown on the accompany- 
ing sketch labeled with data from Example 2.4. 


2. In part (b) the gearbox and a portion of its surroundings are taken as a closed system, as shown on the 
accompanying sketch labeled with data from Example 2.4. 


3. The temperature of the outer surface of the gearbox and the temperature of the surroundings do not vary. 


$90000090000900000000000909000000000090004000000000000000000000900000000000000000000000000000000000000000900000099000099 


ровове о 
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Analysis: 
(a) To obtain an expression for the entropy production rate, begin with the entropy balance for a closed system 
on a time rate basis: Eq. 6.28. Since heat transfer takes place only at temperature Т,, the entropy rate balance 


reduces at steady state to 
ay" 
= = +6 
dt Т, 





Solving 
TR 
Т, 
Introducing the known values for the heat transfer rate О and the surface temperature T, 
(—1.2 kW) E. 
= – =4%х 10 КУК 
(300 K) 


(b) Since heat transfer takes place at temperature 7; for the enlarged system, the entropy rate balance reduces 


at steady state to 
dg" C 
T. = o +o 
dt T; 








Solving 
gone 
Т, 
Introducing the known values for the heat transfer rate О and the temperature 7; 
o pan =. ЖК, 
(293 K) 


@ The value of the entropy production rate calculated in part (a) gauges the (Vf ski 
significance of irreversibilities associated with friction and heat transfer Ере ар Sd 


within the gearbox. In part (b), an additional source of irreversibility is Ability to... 
included in the enlarged system, namely, the irreversibility associated with О apply the closed system 


the heat transfer from the outer surface of the gearbox at T, to the sur- entropy rate balance 
roundings at Тү. In this case, the irreversibilities within the gearbox are dom- go develop an en лл 
inant, accounting for about 98% of the total rate of entropy production. model. 5 





If the power delivered were 59.32 kW, evaluate the outer 


surface temperature, in K, and the rate of entropy production, in kW/K, 
% for the gearbox as the system, keeping input power, h, and A from 
44%44%%4 Ехатріе 2.4 the same. Ans. 297 К. 23 х 107? kW/K. E T a eee ree 


Directionality of Processes 


* о о ө ө ө ө ө ө ө ө е ө е € о 9 9 ө е ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө е ө 9 9 ө ө ө ө ө ө е ө о е ө 


Our study of the second law of thermodynamics began in Sec. 5.1 with a discussion 
of the directionality of processes. In this section we consider two related aspects for 
which there are significant applications: the increase in entropy principle and a sta- 
tistical interpretation of entropy. 


6.8.1 Increase of Entropy Principle 


In the present discussion, we use the closed system energy and entropy balances to 
introduce the increase of entropy principle. Discussion centers on an enlarged system 
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consisting of a system and that portion of the surroundings affected by the system as 

it undergoes a process. Since all energy and mass transfers taking place are included 

within the boundary of the enlarged system, the enlarged system is an isolated system. 
An energy balance for the isolated system reduces to 


АЕ} = 0 (6.29а) 


because no energy transfers take place across its boundary. Thus, ће energy of the 
isolated system remains constant. Since energy is an extensive property, its value for 
the isolated system is the sum of its values for the system and surroundings, respec- 
tively, so Eq. 6.29a can be written as 


AE sen + AE |i = 0 (6.29b) 


In either of these forms, the conservation of energy principle places a constraint on 
the processes that can occur. For a process to take place, it is necessary for the energy 
of the system plus the surroundings to remain constant. However, not all processes 
for which this constraint is satisfied can actually occur. Processes also must satisfy the 
second law, as discussed next. 

An entropy balance for the isolated system reduces to 


2 8 0 
AS ]ioi = [2 xx Со] 
b 


AS Jio = 90] (6.30a) 


where оо is the total amount of entropy produced within the system and its sur- 
roundings. Since entropy is produced in all actual processes, the only processes that 
can occur are those for which the entropy of the isolated system increases. This is 
known as the increase of entropy principle. The increase of entropy principle is some- — increase of entropy principle 
times considered an alternative statement of the second law. 
Since entropy is an extensive property, its value for the isolated system is the sum of 
its values for the system and surroundings, respectively, so Eq. 6.30a can be written as 


AS ossi sr AS sce = Сој (6.30b) 


Notice that this equation does not require the entropy change to be positive for both 
the system and surroundings but only that the sum of the changes is positive. In either 
of these forms, the increase of entropy principle dictates the direction in which any 
process can proceed: Processes occur only in such a direction that the total entropy 
of the system plus surroundings increases. 

We observed previously the tendency of systems left to themselves to undergo 
processes until a condition of equilibrium is attained (Sec. 5.1). The increase of 
entropy principle suggests that the entropy of an isolated system increases as the state 
of equilibrium is approached, with the equilibrium state being attained when the 
entropy reaches a maximum. This interpretation is considered again in Sec. 14.1, which 
deals with equilibrium criteria. 

Example 6.5 illustrates the increase of entropy principle. 


or 


| Quenching a Hot Metal Ваг 


А 0.8-Ib metal bar initially at 1900°R is removed from an oven and quenched by immersing it in a closed tank 
: containing 20 Ib of water initially at 530°R. Each substance can be modeled as incompressible. An appropriate 
constant specific heat value for the water is c, = 1.0 Btu/lb - °R, and an appropriate value for the metal is 
Cm = 0.1 Btu/lb - °R. Heat transfer from the tank contents сап be neglected. Determine (a) the final equilibrium 
temperature of the metal bar and the water, in °R, and (b) the amount of entropy produced, in Btu/°R. 
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SOLUTION 
Known: A hot metal bar is quenched by immersing it in a closed tank containing water. 


Find: Determine the final equilibrium temperature of the metal bar and the water and the amount of entropy 
produced. 


Schematic and Given Data: 


г System boundary Engineering Model: 








-------------- 1. The metal bar and the water within the tank form a system, 
as shown on the accompanying sketch. 


| 

| 

| 2. There is no energy transfer by heat or work: The system is 
| isolated. 
І 

І 

І 














| 3. There is no change in kinetic or potential energy. 
4. The water and metal bar are each modeled as incompressible 

Metal bar: Water: : +e 
Т = 1900°R Ту = 530°R with known specific heats. 
Cm = 0.1 Btu/lb-°R Cw = 1.0 Btu/lb-°R 
та = 0.8 lb My = 20 lb 
Fig. E6.5 
Analysis: 


(a) The final equilibrium temperature can be evaluated from an energy balance for the isolated system 
AKE + APE + AU=9 -W 
where the indicated terms vanish by assumptions 2 and 3. Since internal energy is an extensive property, its value for 
the isolated system is the sum of the values for the water and metal, respectively. Thus, the energy balance becomes 
AU water Ба AU | metal =0 
Using Eq. 3.20a to evaluate the internal energy changes of the water and metal in terms of the constant specific heats, 
тусу( Тр — Та) + MnCn(T; — Ty) = 0 
where Т; is the final equilibrium temperature, and Та and Та are the initial temperatures of the water and 
metal, respectively. Solving for 7; and inserting values 
тыс, Con) Tai Тың 
Hg Coal Cu) F fig 
(20 Ib)(10)(530°R) + (0.8 Ib)(1900°R) 
Е (201b)(10) + (0.8 Ib) 





T; = 





= 535 Е 
(b) The amount of entropy production can be evaluated from an entropy balance. Since no heat transfer occurs 


between the isolated system and its surroundings, there is no accompanying entropy transfer, and an entropy 


balance for the isolated system reduces to 
0 


2 

5 
А5- + 
ПЕ + 


Entropy is an extensive property, so its value for the isolated system is the sum of its values for the water and 
the metal, respectively, and the entropy balance becomes 


AS Jostet Da AS Jimeta =o 


Evaluating the entropy changes using Eq. 6.13 for incompressible substances, the foregoing equation can be 
written as 





T, Т, 
7 “Жаса In. 


а = m,c, In 
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Inserting values 














Btu 535 Btu 535 
= i == + (0. = 
о Gom 108 Jus (08 (01 үш 535 
Btu Btu Btu 
= |0; + | –0. = 0. 
o0 (o 18785 ) ( 0.1014-- ) 0.0864-- 


© The metal bar experiences a decrease in entropy. The entropy of the water 
increases. In accord with the increase of entropy principle, the entropy of 
the isolated system increases. 


© The value of ø is sensitive to roundoff in the value of T; 


If the mass of the metal bar were 0.45 lb, determine the 


final equilibrium temperature, in °R, and the amount of entropy pro- 
duced, in Btu/°R, keeping all other given data the same. Ans. 533°R, 
0.0557 Btu/°R. 





6.8.2 Statistical Interpretation of Entropy 


Building on the increase of entropy principle, in this section we 


Insulation 
introduce an interpretation of entropy from a microscopic perspec- | 


315 


Ability to... 

О apply the closed system 
energy and entropy 
balances. 


О apply the incompressible 
substance model. 





— Partition 





tive based on probability. 

In statistical thermodynamics, entropy is associated with the 
notion of microscopic disorder. From previous considerations we 
know that in a spontaneous process of an isolated system, the sys- 
tem moves toward equilibrium and the entropy increases. From the 


Initially 
evacuated 














microscopic viewpoint, this is equivalent to saying that as an iso- 
lated system moves toward equilibrium our knowledge of the con- 
dition of individual particles making up the system decreases, 





which corresponds to an increase in microscopic disorder and a 
related increase in entropy. 

We use an elementary thought experiment to bring out some 
basic ideas needed to understand this view of entropy. Actual 
microscopic analysis of systems is more complicated than the dis- 











cussion given here, but the essential concepts are the same. 

Consider N molecules initially contained in one, half of the box 
shown in Fig. 6.7a. The entire box is considered an isolated system. 
We assume that the ideal gas model applies. In the initial condition, 
the gas appears to be at equilibrium in terms of temperature, pressure, and other prop- 
erties. But, on the microscopic level the molecules are moving about randomly. We do 
know for sure, though, that initially all molecules are on the right side of the vessel. 

Suppose we remove the partition and wait until equilibrium is reached again, as 
in Fig. 6.7b. Because the system is isolated, the internal energy U does not change: 
U, = U, Further, because the internal energy of an ideal gas depends on temperature 
alone, the temperature is unchanged: Т; = Т) Still, at the final state a given molecule 
has twice the volume in which to move: У; = 2V}. Just like a coin toss, the probabil- 
ity that the molecule is on one side or the other is now У, which is the same as the 
volume ratio Vj/V;. In the final condition, we have less knowledge about where each 
molecule is than we did originally. 

We can evaluate the change in entropy for the process of Fig. 6.7 by applying 
Eq. 6.17 expressed in terms of volumes and on a molar basis. The entropy change for 


Fig. 6.7 N molecules in a box. 
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WEEE 


Some 135 years ago, renowned nineteenth-century 

physicist J. C. Maxwell wrote, *. . . the second law 

5... а statistical . . . truth, for it depends on the 

fact that the bodies we deal with consist of millions of mol- 


ecules... [Still] the second law is continually being violated 


. in any sufficiently small group of molecules belonging 
to a real body." Although Maxwell's view was bolstered by 
theorists over the years, experimental confirmation proved 
elusive. Then, in 2002, experimenters reported they had 


"Breaking" the Second Law Has Implications for Nanotechnology 


While few were surprised that experimental confirmation 
had at last been achieved, some were surprised by implica- 
tions of the research for the twenty-first-century field of 
nanotechnology: The experimental results suggest inherent 
limitations on nanomachines. These tiny devices—only a 
few molecules in size—may not behave simply as miniatur- 
ized versions of their larger counterparts; and the smaller 
the device, the more likely its motion and operation could 
be disrupted unpredictably. Occasionally and uncontrolla- 


demonstrated violations of the second law: At the micron 
scale over time intervals of up to 2 seconds, entropy was 
consumed, not produced [see Phys. Rev. Lett. 89, 050601 
(2002)]. 


bly, nanomachines may not perform as designed, perhaps 
even capriciously running backward. Still, designers of 
these machines will applaud the experimental results if they 
lead to deeper understanding of behavior at the nanoscale. 





the constant-temperature process is 
(S; = $1)/п = R In(VjIVi) (6.31) 


where n is the amount of substance on a molar basis (Eq. 1.8). Next, we consider how 
the entropy change would be evaluated from a microscopic point of view. 

Through more complete molecular modeling and statistical analysis, the total num- 
ber of positions and velocities — microstates — available to a single molecule can be 
calculated. This total is called the thermodynamic probability, w. For a system of N 
molecules, the thermodynamic probability is и“. In statistical thermodynamics, entropy 
is considered to be proportional to In(w)*. That is, 5 < N In(w). This gives the 
Boltzmann relation 


microstates 
thermodynamic probability 


Boltzmann relation 


SIN = k Inw (6.32) 
where the proportionality factor, k, is called Boltzmann's constant. 
Applying Eq. 6.32 to the process of Fig. 6.7 we get 
(S2 — SN = k In(w2) — k In(wi) 
= k In(w,/w,) (6.33) 


Comparing Eqs. 6.31 and 6.33, the expressions for entropy change coincide when 
k = nRIN and w/w, = V/V.. The first of these expressions allows Boltzmann’s con- 
stant to be evaluated, giving К = 1.3806 x 10 ? J/K. Also, since V; > У, and и» > 
ил, Eqs. 6.31 and 6.33 each predict an increase of entropy owing to entropy produc- 
tion during the irreversible adiabatic expansion in this example. 

From Eq. 6.33, we see that any process that increases the number of possible micro- 
states of a system increases its entropy and conversely. Hence, for an isolated system, 
processes occur only in such a direction that the number of microstates available to the 
system increases, resulting in our having less knowledge about the condition of indi- 
vidual particles. Because of this concept of decreased knowledge, entropy reflects the 
microscopic disorder of the system. We can then say that the only processes an isolated 
system can undergo are those that increase the disorder of the system. This interpreta- 
tion is consistent with the idea of directionality of processes discussed previously. 

The notion of entropy as a measure of disorder is sometimes used in fields other 
than thermodynamics. The concept is employed in information theory, statistics, biol- 
ogy, and even in some economic and social modeling. In these applications, the term 
entropy is used as a measure of disorder without the physical aspects of the thought 
experiment used here necessarily being implied. 


disorder 
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Do living things violate the second law of thermody- 
namics because they seem to create order from disorder? Living things are not 
isolated systems as considered in the previous discussion of entropy and dis- 

order. Living things interact with their surroundings and are influenced by their 
surroundings. For instance, plants grow into highly ordered cellular structures 
synthesized from atoms and molecules originating in the earth and its atmosphere. Through 
interactions with their surroundings, plants exist in highly organized states and are able to 


produce within themselves even more organized, lower entropy states. In keeping with the 
second law, states of lower entropy can be realized within a system as long as the total 
entropy of the system and its surroundings increases. The self-organizing tendency of living 
things is widely observed and fully in accord with the second law. 





Thus far the discussion of the entropy balance concept has been restricted to the case 
of closed systems. In the present section the entropy balance is extended to control 
volumes. 

Like mass and energy, entropy is an extensive property, so it too can be transferred 
into or out of a control volume by streams of matter. Since this is the principal dif- 
ference between the closed system and control volume forms, the control volume 
entropy rate balance can be obtained by modifying Eq. 6.28 to account for these 
entropy transfers. The result is 


ЊЕ Q; | | | 
И ae > — ar У ту => D moss + Ow (6.34) 
dt y G i e 
rate of rates of rate of 
entropy entropy entropy 
change transfer production 


where dS,,/dt represents the time rate of change of entropy within the control volume. 
The terms т; s; and т, s, account, respectively, for rates of entropy transfer accompa- 
nying mass flow into and out of the control volume. The term Ò; represents the time 
rate of heat transfer at the location on the boundary where the instantaneous tem- 
perature is Т). The ratio Q//T; accounts for the accompanying rate of entropy transfer. 
The term o,, denotes the time rate of entropy production due to irreversibilities 
within the control volume. 


Integral Form of the Entropy Rate Balance 

As for the cases of the control volume mass and energy rate balances, the entropy 
rate balance can be expressed in terms of local properties to obtain forms that are 
more generally applicable. Thus, the term S,,(t), representing the total entropy associ- 
ated with the control volume at time +, can be written as a volume integral 


Sue MS dv 


where p and s denote, respectively, the local density and specific entropy. The rate of 
entropy transfer accompanying heat transfer can be expressed more generally as an 
integral over the surface of the control volume 


time rate of entropy 


transfer accompanying | - | (2) ад 
heat transfer Dore 


control volume entropy 
rate balance 


entropy transfer 
accompanying mass flow 


Entropy Rate Bal CV 


А.25 – Tabs a & b ЄЎ 
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steady-state entropy rate 
balance 


where q is the heat flux, the time rate of heat transfer per unit of surface area, 
through the location on the boundary where the instantaneous temperature is Т. The 
subscript “b” is added as a reminder that the integrand is evaluated on the boundary 
of the control volume. In addition, the terms accounting for entropy transfer accom- 
panying mass flow can be expressed as integrals over the inlet and exit flow areas, 
resulting in the following form of the entropy rate balance 


anm [Gane x [a - У([\шл] +. (629 


where У, denotes the normal component іп the direction of flow of the velocity 
relative to the flow area. In some cases, it is also convenient to express the entropy 
production rate as a volume integral of the local volumetric rate of entropy produc- 
tion within the control volume. The study of Eq. 6.35 brings out the assumptions 
underlying Eq. 6.34. Finally, note that for a closed system the sums accounting for 
entropy transfer at inlets and exits drop out, and Eq. 6.35 reduces to give a more 
general form of Eq. 6.28. 


Rate Balances for Control Volumes at 
Steady State 


• • с с о с с ос с с с с с со с с с с с с ос с с с с с с с ос с с со со с ес ос со вс с с с с с с о со се с ее вое 


Since a great many engineering analyses involve control volumes at steady state, it is 
instructive to list steady-state forms of the balances developed for mass, energy, and 
entropy. At steady state, the conservation of mass principle takes the form 


Ут= Ут, (4.6) 


The energy rate balance at steady state is 
| Е Ы 
0 = От Wey sk >т (^ ы иттей а ва) – Sinne ae ate ez.) (4.18) 


Finally, the steady-state form of the entropy rate balance is obtained by reducing 
Eq. 6.34 to give 


(0) == p E D> mis; = nes ар Ty (6.36) 
j И f 


J 


These equations often must be solved simultaneously, together with appropriate prop- 
erty relations. 

Mass and energy are conserved quantities, but entropy is not conserved. Equation 4.6 
indicates that at steady state the total rate of mass flow into the control volume equals 
the total rate of mass flow out of the control volume. Similarly, Eq. 4.18 indicates that 
the total rate of energy transfer into the control volume equals the total rate of energy 
transfer out of the control volume. However, Eq. 6.36 requires that the rate at which 
entropy is transferred out must exceed the rate at which entropy enters, the difference 
being the rate of entropy production within the control volume owing to irrevers- 
ibilities. 


6.10.1 One-Inlet, One-Exit Control Volumes at Steady State 


Since many applications involve one-inlet, one-exit control volumes at steady state, 
let us also list the form of the entropy rate balance for this important case. Thus, 
Eq. 6.36 reduces to read 
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4 Entropy Rate Bal CV 
Q; 


0- Xm ems - 22) + бо (6.37) ,  ^25-Tabc О 
Ј J 


Or, on dividing by the mass flow rate m and rearranging 





$5 — Sq == : (> 2) Р ы (6.38) 
т j j m 


The two terms on the right side of Eq. 6.38 denote, respectively, the rate of entropy 
transfer accompanying heat transfer and the rate of entropy production within the 
control volume, each per unit of mass flowing through the control volume. From 
Eq. 6.38 it can be concluded that the entropy of a unit of mass passing from inlet to 
exit can increase, decrease, or remain the same. Furthermore, because the value of 
the second term on the right can never be negative, a decrease in the specific entropy 
from inlet to exit can be realized only when more entropy is transferred out of the 
control volume accompanying heat transfer than is produced by irreversibilities 
within the control volume. When the value of this entropy transfer term is positive, 
the specific entropy at the exit is greater than the specific entropy at the inlet whether 
internal irreversibilities are present or not. In the special case where there is no 
entropy transfer accompanying heat transfer, Eq. 6.38 reduces to 





аш = (6.39) 
т 


Accordingly, when irreversibilities are present within the control volume, the entropy 
of a unit of mass increases as it passes from inlet to exit. In the limiting case in which 
no irreversibilities are present, the unit mass passes through the control volume with 
no change in its entropy —that is, isentropically. 


6.10.2 Applications of the Rate Balances to Control Volumes 
at Steady State 


Turbine 
: 5 A.19 – Tab d 
The following examples illustrate the use of the mass, energy, and entropy balances 
for the analysis of control volumes at steady state. Carefully note that property rela- 
tions and property diagrams also play important roles in arriving at solutions. 


In Example 6.6, we evaluate the rate of entropy production within a turbine oper- 
ating at steady state when there is heat transfer from the turbine. 


EXAMPLE 66 — PEEETETEM—————-—S—S—S——X—————— M 


Determining Entropy Production in a Steam Turbine 


Steam enters a turbine with a pressure of 30 bar, a temperature of 400°C, and a velocity of 160 m/s. Saturated 
vapor at 100°C exits with a velocity of 100 m/s. At steady state, the turbine develops work equal to 540 kJ per 
kg of steam flowing through the turbine. Heat transfer between the turbine and its surroundings occurs at an 
average outer surface temperature of 350 K. Determine the rate at which entropy is produced within the turbine 
per kg of steam flowing, in kJ/kg - K. Neglect the change in potential energy between inlet and exit. 


SOLUTION 
Known: Steam expands through a turbine at steady state for which data are provided. 


Find: Determine the rate of entropy production per kg of steam flowing. 
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Schematic and Given Data: 









Engineering Model: 











T 
1. The control volume shown 
Surroundings on the accompanying 
at 293 K sketch is at steady state. 
= 30 Баг W. 
ise 9. = 540 kJ/kg 2. Heat transfer from the 
V, = 160 m/s | : 
| turbine to the surround- 
| 1009€ — ings occurs at a specified 
| Т» = 100°С average outer surface 
Т,-350К Jl 73 2 Saturated vapor temperature. 
V5 = 100 m/s 5 


3. The change in potential 
Fig. E6.6 energy between inlet and 
exit can be neglected. 
Analysis: To determine the entropy production per unit mass flowing through the turbine, begin with mass and 
entropy rate balances for the one-inlet, one-exit control volume at steady state: 


тд = т; 


о. 
0- У + MS, — M So + Ow 
T 1 
Since heat transfer occurs only at T, = 350 K, the first term on the right side of the entropy rate balance reduces 
to О-/Ть. Combining the mass and entropy rate balances 


= Qo 
Ty 





0 + т(я = 52) + Ow 
where m is the mass flow rate. Solving for бут 


бо Оз т + 
т Т, 








(52 — 51) 


The heat transfer rate, От, required by this expression is evaluated next. 
Reduction of the mass and energy rate balances results in 


Ја We vi- Vi 
e Ма с = m + (25) 


т т 2 





where the potential energy change from inlet to exit is dropped by assumption 3. From Table А-4 at 30 bar, 
400°C, hı = 3230.9 kJ/kg, and from Table A-2, hy = A,(100*C) = 2676.1 kJ/kg. Thus, 


Ó kJ (100)? — ач) үт 1N 


% kJ 1kJ 
== = 540 — + (2676.1 — 3230.9 + 
kg (s) | 2 52 /11 kg - m/s? 


10N:m 














m 





= 540 — 554.8 — 7.8 = —22.6 kJ/kg 
From Table A-2, 5 = 73549 kJ/kg · K, and from Table А-4, sı = 6.9212 kJ/ (Vf Skills Developed 











kg - K. Inserting values into the expression for entropy production —— — мл, 
Abili 
6, (-226kllkg) kJ ШЕ 
+ (7.3549 — 6.9212) Q apply the control volume, 
ку 350 K kg: K mass, energy, and entropy 
= 0.0646 + 0.4337 = 0.498 kJ/kg - К rate balances. 


О retrieve property data for 


a 5 water. 
If the boundary were located to include the turbine and a por- 


tion of the immediate surroundings so heat transfer occurs at the tem- 
perature of the surroundings, 293 K, determine the rate at which entropy 
: is produced within the enlarged control volume, in kJ/K per kg of steam 
РЕ. flowing, keeping all other given data the same. Ans. 0.511 kJ/kg o RBerecccceccceccccccceoceccecoccececcececcececcoceoe: 
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In Example 6.7 the mass, energy, and entropy rate balances are used to evaluate Heat Exchanger 
a performance claim for a device producing hot and cold streams of air from a single A.22 - Tab d 
stream of air at an intermediate temperature. 


Evaluating a Performance Claim 


An inventor claims to have developed a device requiring no energy transfer by work, We, or heat transfer, yet able 
to produce hot and cold streams of air from a single stream of air at an intermediate temperature. The inventor 
provides steady-state test data indicating that when air enters at a temperature of 70°F and a pressure of 5.1 atm, 
separate streams of air exit at temperatures of 0 and 175°F, respectively, and each at a pressure of 1 atm. Sixty per- 
cent of the mass entering the device exits at the lower temperature. Evaluate the inventor's claim, employing the 
ideal gas model for air and ignoring changes in the kinetic and potential energies of the streams from inlet to exit. 


SOLUTION 


Known: Data are provided for a device that at steady state produces hot and cold streams of air from a single 
stream of air at an intermediate temperature without energy transfers by work or heat. 


Find: Evaluate whether the device can operate as claimed. 
Schematic and Given Data: 


Engineering Model: 


рі = 5.1 atm 1. The control volume shown on the 
accompanying sketch is at steady state. 






2. For the control volume, №, = 0 and 
Qa = 0. 

3. Changes in the kinetic and potential 
energies from inlet to exit can be ignored. 


8 4. The air is modeled as an ideal gas with 
Ф = 0.24 Btu/lb - °R. 


== constant Cp 
Cold outlet =0°Е 


E 


Hot Meis 


9900009900000009000000000000000000000000000900000090000009000000000000000000000000990009 


"i 1 atm 


Fig. E6.7 


Analysis: For the device to operate as claimed, the conservation of mass and energy principles must be satisfied. 
The second law of thermodynamics also must be satisfied, and in particular the rate of entropy production can- 
not be negative. Accordingly, the mass, energy, and entropy rate balances are considered in turn. 

With assumptions 1-3, the mass and energy rate balances reduce, respectively, to 


m, = т + m 





0- mh, mh mah, 

Since m3 = 0.67, it follows from the mass rate balance that m3 = 0.40. By combining the mass and energy 
rate balances and evaluating changes in specific enthalpy using constant c,, the energy rate balance is also satis- 
fied. That 1s, 

0 = (т; + тз)һ, = mh = mah 
= то(ћу = hz) + m3(hy = h3) 
= 0.4m,[c,( Т, == T;)] + 0.6т [с,( Т, = Т») | 
= 0.4(—105) + 0.6(70) 
=0 


99000099900000000000900000000900000000000000990000000000090000000009000099€ 
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Accordingly, with the given data the conservation of mass and energy principles are satisfied. 
Since no significant heat transfer occurs, the entropy rate balance at steady state reads 


EU 
0- Т + N48, — M282 — M383 + Oo 
> і 


Combining the mass and entropy rate balances 


0 = (m; + ms)s, — mos; — mass + бо 
= (в — 52) + ma(si — 53) + Со 
= 0.4т\(5\ - 82) T 0.6m (sı = 53) + Ow 


Solving for o,/m, and using Eq. 6.22 to evaluate changes in specific entropy 














e gu - osle In 22 - ка + 06 a jns - кш? 
т Т, bi Ti Di 
" o4 (024 x) = Е E x) = Бі | 
x «as (ои Ja S55 e е5 
= 0.1086 es 


Thus, the second law of thermodynamics is also satisfied. 
Ө On the basis of this evaluation, the inventor's claim does not violate principles of thermodynamics. 


@ Since the specific heat с, of air varies little over the temperature interval from 0 (о 175'Е, с, can be taken as 
constant. From Table A-20E, c, = 0.24 Btu/lb · ^R. 


Ө Since temperature differences are involved in this calculation, the tempera- 








tures can be either in ^R or ^E. (Vf Skills Developed 
Ө Іп this calculation involving temperature ratios, the temperatures are in °R. Ability ТАЛ Пе 

Temperatures in °F should not be used. О apply the control volume, 
@ If the value of the rate of entropy production had been negative or zero, mass, energy, and entropy 

the claim would be rejected. A negative value is impossible by the second rate balances. 

law and a zero value would indicate operation without irreversibilities. H apply the ideal gas model 


with constant Cy 





Ө Such devices do exist. They are known as vortex tubes and are used in 
industry for spot cooling. 


If the inventor would claim that the hot and cold streams exit 


the device at 5.1 atm, evaluate the revised claim, keeping all other given 


14.4... data the same. Ans. Claim Invalid. — (Құ Ссесббббббезез%%%%%%%%%Зе%зе%%.. 00 ее ез ж. 
Compressor ; 
А.20 - Tab d In Example 6.8, we evaluate and compare the rates of entropy production for 
Throttling Dev three components of a heat pump system. Heat pumps are considered in detail in 


A.23 - Tab d Chap. 10. 


6.10 Rate Balances for Control Volumes at Steady State 323 


EXAMPLE 6,8 Ж О ОО О О К Т Г ЕТ КИЕ Г rrr 


Determining Entropy Production in Heat Pump Components 


Components of a heat pump for supplying heated air to a dwelling are shown in the schematic below. At steady 
state, Refrigerant 22 enters the compressor at —5°С, 3.5 bar and is compressed adiabatically to 75°С, 14 bar. 
From the compressor, the refrigerant passes through the condenser, where it condenses to liquid at 28°С, 14 bar. 
The refrigerant then expands through a throttling valve to 3.5 bar. The states of the refrigerant are shown on 
the accompanying 7-s diagram. Return air from the dwelling enters the condenser at 20°C, 1 bar with а volu- 
metric flow rate of 0.42 m/s and exits at 50°C with a negligible change in pressure. Using the ideal gas model 
for the air and neglecting kinetic and potential energy effects, (a) determine the rates of entropy production, in 
kW/K, for control volumes enclosing the condenser, compressor, and expansion valve, respectively. (b) Discuss 
the sources of irreversibility in the components considered in part (a). 


SOLUTION 


Known: Refrigerant 22 is compressed adiabatically, condensed by heat transfer to air passing through a heat 
exchanger, and then expanded through a throttling valve. Steady-state operating data are known. 


Find: Determine the entropy production rates for control volumes enclosing the condenser, compressor, and 
expansion valve, respectively, and discuss the sources of irreversibility in these components. 


Schematic and Given Data: 





Indoor return air Supply air 
Ts = 20°С 5 Тє = 50°С 
ps = 1 bar >р = 1 bar 


(АУ); = 0.42 m?/s 
















рә = 14 bar 
Т, = 75°С 





3 
p3=14bar Condenser 
T, = 28°С 


v Expansion 
4s valve 





Compressor 




















рд = 3.5 bar T, =-5°C 
fi ру = 3.5 bar 
—H— <+— Outdoor air У 





Evaporator 


Fig. E6.8 


Engineering Model: 
1. Each component is analyzed as a control volume at steady state. 
2. Тһе compressor operates adiabatically, and the expansion across the valve is a throttling process. 
3. For the control volume enclosing the condenser, Wey = 0 and D. - 0. 
4. Kinetic and potential energy effects can be neglected. 
@ 5. The air is modeled as an ideal gas with constant с, = 1.005 kJ/kg - К. 
Analysis: 
(a) Let us begin by obtaining property data at each of the principal refrigerant states located on the accompany- 
ing schematic and 7—s diagram. At the inlet to the compressor, the refrigerant is a superheated vapor at —5?C, 


3.5 bar, so from Table A-9, s, = 0.9572 kJ/kg - K. Similarly, at state 2, the refrigerant is a superheated vapor at 
75°C, 14 bar, so interpolating in Table А-9 gives 5; = 0.98225 kJ/kg - K and h, = 294.17 kJ/kg. 
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State 3 is compressed liquid at 28°C, 14 bar. From Table А-7, s3 = 5(28°С) = 0.2936 kJ/kg - K апа л; = А(28°С) = 
79.05 kJ/kg. The expansion through the valve is a throttling process, so һ = hy. Using data from Table A-8, the 
quality at state 4 is 


(^а = hu) (79.05 — 33.09) 


- - - 0216 
^ ia (212.91) 





and the specific entropy is 


$4 = Sg + X4(Sp4 — Зи) = 0.1328 + 0.216(0.9431 - 0.1328) = 0.3078 кука - K 


Condenser 
Consider the control volume enclosing the condenser. With assumptions 1 and 3, the entropy rate balance reduces to 
0- түе{(52 mi 53) + Таи (55 umi 56) T Teena 


To evaluate бола requires the two mass flow rates, Mair and Mep, and the change in specific entropy for the air. 
These are obtained next. 
Evaluating the mass flow rate of air using the ideal gas model and the known volumetric flow rate 














AV 
Mair = | s = (АУ); - 
Us ЕТ; 
3 1 bar P 2 
= (042 E ) SENA |" иш : zi | = 0.5 kg/s 
5 (дөм kJ Joss K) 1 Баг |{10°N-m 
28.97 kg- К 


The refrigerant mass flow rate is determined using an energy balance for the control volume enclosing the con- 


denser together with assumptions 1, 3, and 4 to obtain 
Таи (6 = hs) 
(h — hi) 


Теғ = 


With assumption 5, Ле - hs = с,(Т — Ts). Inserting values 


“Үү kJ ) 
0.5 — | 1.005---1323-293)К 
( 5 Ко · К ( ) 


o hiis 
"NE (294.17 — 79.05) kJ/kg 





— 0.07 kg/s 


Using Eq. 6.22, the change in specific entropy of the air is 





T, 
ig > 33 cn paf. 


kJ 323 1.0%” 
= ( 1.005 1 RI = 0.098 kJ/kg - K 
( ue (25) «(ӘЙ аа 


Finally, solving the entropy balance for бола and inserting values 








Diu = Mret (83 = 82) + mai (56 m 55) 





kg kJ 1kW 

= || 0.07— |(0.2936 — 0.98225 + (0.5)(0.098) | | —— 

( 5 ) dis um EK SOAM | 1kJ/s 
kW 
= 7.95 x10 *—- 
7.95 K 


Compressor 
For the control volume enclosing the compressor, the entropy rate balance reduces with assumptions 1 and 
3 to 


= Meet (Sy = 82) * D coss 
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Finally, for the control volume enclosing the throttling valve, the entropy rate balance reduces to 
j= Meet (53 ni 54) T Cue 


Solving for Сүзе and inserting values 


: ог 

i Ü comp = Maret (S2 = 51) 

: kg kJ \ 
: = | 0.07 — (0.98225 — 0.9572 

: ( т) о (E 1 kJ/s 
| = 17.5 x 10 kWIK 

* Valve 


kg kJ 


O valve = Те (54 т 53) = (007) 03078 = ozo) 


1 kW 
1 kJ/s 








9.94 x 10 ^ kW/K 


(b) The following table summarizes, in rank order, the calculated entropy production rates: 


Component Gc, (КУК) 


compressor 1783107 
© valve 9.94 x 107 


condenser 7.95 x 1074 


Entropy production in the compressor is due to fluid friction, mechanical friction of the moving parts, and inter- 
nal heat transfer. For the valve, the irreversibility is primarily due to fluid friction accompanying the expansion 
across the valve. The principal source of irreversibility in the condenser is the temperature difference between 
the air and refrigerant streams. In this example, there are no pressure drops for either stream passing through 
the condenser, but slight pressure drops due to fluid friction would normally contribute to the irreversibility of 
condensers. The evaporator shown in Fig. E6.8 has not been analyzed. 









Q Due to the relatively small temperature change of the air, the specific heat с, 


can be taken as constant at the average of the inlet and exit air temperatures. b 
| О apply the control volume, 
Ө Temperatures in К are used to evaluate ти, but since a temperature dif- mass, energy, and entropy 
ference is involved the same result would be obtained if temperatures in “С rate balances. 
were used. Temperatures in К, and not °C, are required when a temperature О develop an engineering 
ratio is involved, as in Eq. 6.22 used to evaluate sg — 55. model. 


О retrieve property data for 
Refrigerant 22. 

Q apply the ideal gas model 

with constant Cy 


Ө By focusing attention on reducing irreversibilities at the sites with the highest 
entropy production rates, thermodynamic improvements may be possible. How- 
ever, costs and other constraints must be considered and can be overriding. 


If the compressor operated adiabatically and without internal 


irreversibilities, determine the temperature of the refrigerant at the com- 
pressor exit, in °С, keeping the compressor inlet state and exit pressure 


еевгевевеееееевееееееееееееееееееееееееееееееееееееееееееееееееееееееееееееееееееееееееееееееееееееееееееее 


...... . the same. Ans. 65?C. eeccocceccccce ....... ....ш-шшшшешее .....--г ..: 


.ееевееееееееееееееееееееееееееееееееееееееееееееееееееее 


The term isentropic means constant entropy. Isentropic processes are encountered іп 
many subsequent discussions. The object of the present section is to show how properties 
are related at any two states of a process in which there is no change in specific entropy. 
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Fig. 6.9 Two states of an 
ideal gas where s, = s,. 
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Fig. 6.8 T-s and h-s diagrams showing states having the same value of specific entropy. 


6.11.1 General Considerations 


The properties at states having the same specific entropy can be related using the 
graphical and tabular property data discussed in Sec. 6.2. For example, as illustrated 
by Fig. 6.8, temperature-entropy and enthalpy-entropy diagrams are particularly con- 
venient for determining properties at states having the same value of specific entropy. 
АП states on a vertical line passing through a given state have the same entropy. If 
state 1 on Fig. 6.8 is fixed by pressure p, and temperature T}, states 2 and 3 are read- 
ily located once one additional property, such as pressure or temperature, is specified. 
The values of several other properties at states 2 and 3 can then be read directly from 
the figures. 

Tabular data also can be used to relate two states having the same specific entropy. 
For the case shown in Fig. 6.8, the specific entropy at state 1 could be determined 
from the superheated vapor table. Then, with s; = s, and one other property value, 
such as p; or Т», state 2 could be located in the superheated vapor table. The values 
of the properties v, и, and h at state 2 can then be read from the table. (An illustra- 
tion of this procedure is given in Sec. 6.2.1.) Note that state 3 falls in the two-phase 
liquid-vapor regions of Fig. 6.8. Since 5; = 51, the quality at state 3 could be deter- 
mined using Eq. 6.4. With the quality known, other properties such as v, и, and Л 
could then be evaluated. Computer retrieval of entropy data provides an alternative 
to tabular data. 


6.11.2 Using the Ideal Gas Model 


Figure 6.9 shows two states of an ideal gas having the same value of specific entropy. 
Let us consider relations among pressure, specific volume, and temperature at these 
states, first using the ideal gas tables and then assuming specific heats are constant. 


Ideal Gas Tables 
For two states having the same specific entropy, Eq. 6.20a reduces to 


0— s(7, —s(T) – Е Ds (6.402) 
il 


Equation 6.40a involves four property values: рі, Ti, p», and Т. If any three are 
known, the fourth can be determined. If, for example, the temperature at state 1 and 
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the pressure ratio p;/p, are known, the temperature at state 2 can be determined 
from 


(Т) = (Ту) +R Inr (6.40b) 


1 


Since T; is known, 5°( Ту) would be obtained from the appropriate table, the value of 
s°(T2) would be calculated, and temperature 7; would then be determined Бу inter- 
polation. If pı, Tı, and Т; are specified and the pressure at state 2 is the unknown, 
Eq. 6.40a would be solved to obtain 


%(7,)- (Т 
рә = pı exp | (6.40c) 
Equations 6.40 can be used when s? (or 5?) data are known, as for the gases of Tables 
А-22 апа A-23. 


AIR. For the special case of air modeled as an ideal gas, Eq. 6.40с provides the 
basis for an alternative tabular approach for relating the temperatures and pres- 
sures at two states having the same specific entropy. To introduce this, rewrite the 
equation as 


p,  exp(T))IR] 
pı exp[s°(T,)/R] 
The quantity exp[s'( TR] appearing in this expression is solely a function of tem- 


perature and is given the symbol p,(T). A tabulation of p, versus temperature for air 
is provided in Tables A-22.! In terms of the function p,, the last equation becomes 





P2 _ P2 
Рі Рп 


(51 = 5, air only) (6.41) 


where ра = p, (Ti) and р = р,(Т;). The function p, is sometimes called the relative 
pressure. Observe that p, is not truly a pressure, so the name relative pressure has no 
physical significance. Also, be careful not to confuse p, with the reduced pressure of 
the compressibility diagram. 

A relation between specific volumes and temperatures for two states of air having 
the same specific entropy can also be developed. With the ideal gas equation of state, 
v — RT/p, the ratio of the specific volumes is 


UNE (=X pi ) 

Ui Р» /\RT, 
Then, since the two states have the same specific entropy, Eq. 6.41 can be introduced 
to give 








ИСЕ а 


The ratio RT/p,(T) appearing on the right side of the last equation is solely a func- 
tion of temperature, and is given the symbol v,(7). Values of v, for air are tabulated 


11 


'The values of p, determined with this definition are inconveniently large, so they are divided by a scale 
factor before tabulating to give a convenient range of numbers. 
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TAKE NOTE... 
When applying the software 
IT to relate two states of 
an ideal gas having the 
same value of specific 
entropy, IT returns specific 
entropy directly and does 
not employ the special 
functions s°, рана v. 
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versus temperature in Tables А-22. In terms of the function и, the last equation 
becomes 


Ce (81 = 82, air only) (6.42) 


11 Uni 


where уд = (Ту) and и; = v(T;). The function v, is sometimes called the relative 
volume. Despite the name given to it, и(7) is not truly a volume. Also, be careful 
not to confuse it with the pseudoreduced specific volume of the compressibility 
diagram. 


Assuming Constant Specific Heats 

Let us consider next how properties are related for isentropic processes of an ideal 
gas when the specific heats are constants. For any such case, Eqs. 6.21 and 6.22 reduce 
to the equations 


T 
0 = cln = Rin 


Ti Pı 





T: 
=e +R 
Ti 1 
Introducing the ideal gas relations 


kR R 
Cp = k-V Cu = kei (3.47) 
where К is the specific heat ratio and R is the gas constant, these equations can be 
solved, respectively, to give 


T (k-1)lk 

x (22) (sı = 52, constant К) (6.43) 
Ta Рі 

+ k-1 

22 = (2) (51 = 52, constant К) (6.44) 
Т, 1/2 


The following relation сап be obtained by eliminating the temperature ratio from 
Eqs. 6.43 and 6.44: 


k 
= (2) (s, = 5, constant k) (6.45) 


Рі 12 


Previously, we have identified ап internally reversible process described by pv" — 
constant, where n is a constant, as a polytropic process. From the form of Eq. 6.45, it 
can be concluded that the polytropic process pv* — constant of an ideal gas with 
constant specific heat ratio k is an isentropic process. We observed in Sec. 3.15 that 
a polytropic process of an ideal gas for which n — 1 is an isothermal (constant- 
temperature) process. For any fluid, n — 0 corresponds to an isobaric (constant- 
pressure) process and n = +oo corresponds to an isometric (constant-volume) pro- 
cess. Polytropic processes corresponding to these values of n are shown in Fig. 6.10 
on р-у and T-s diagrams. 


6.11.3 Illustrations: Isentropic Processes of Air 


Means for evaluating data for isentropic processes of air modeled as an ideal gas are 
illustrated in the next two examples. In Example 6.9, we consider three alternative 
methods. 
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p 











Fig. 6.10 Polytropic processes on p-v and T-s diagrams. 


EXAMPLE 69 ОООО ООО КТ КИЕ О ТЛ Г Г С 
: 
: 
: 
: 


Analyzing an Isentropic Process of Air 


Air undergoes an isentropic process from p, = 1 atm, T, = 540°R to a final state where the temperature is 
Т, = 1160°R. Employing the ideal gas model, determine the final pressure р», in atm. Solve using (a) p, data 
from Table A-22E, (b) Interactive Thermodynamics: IT, and (c) a constant specific heat ratio k evaluated at the 
mean temperature, 850°R, from Table A-20E. 


SOLUTION 


Known: Air undergoes an isentropic process from a state where pressure and temperature are known to a state 
where the temperature is specified. 


Find: Determine the final pressure using (a) p, data, (b) /T, and (c) a constant value for the specific heat ratio К. 


Schematic and Given Data: 


Т Engineering Model: 
раз? 1. Air as a closed system undergoes ап isentropic process. 


Т, = 1160°R | | 
2. The air can be modeled as an ideal gas. 


3. In part (c) the specific heat ratio is constant. 








1 ру = latm 
T, = 540°R 
5 Fig. E6.9 
Analysis: 
(a) The pressures and temperatures at two states of an ideal gas having the same specific entropy are related by 
Eq. 6.41: 
P2 _ Ро 
pi Рп 
Solving 
Pr 
Рр“ Pr 
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With p, values from Table A-22E 


21.18 
p= (1 аша) 3860 = 15.28 atm 
(b) Тһе ІТ solution follows: 
T1 = 540 // °R 
р1 = 1 // atm 


T2 = 1160 // °R 
© s TP(^Air", T1,p1) = s TP("Air",T2,p2) 


// Result: p2 = 15.28 atm 


(c) When the specific heat ratio k is assumed constant, the temperatures and pressures at two states of an ideal 
gas having the same specific entropy are related by Eq. 6.43. Thus, 


ту) 
p= » (7) 


From Table A-20E at the mean temperature, 390°F (850°R), k = 1.39. Inserting values into the above expression 


(Eg 

= (1atm)| —— — 15.26 atm : 

(2) рә = ( ) 540 (Vf Skills Developed 

Ability to... 

@ IT returns a value for p; even though it is an implicit variable in the specific а С an isentropic process 
entropy function. Also note that /T returns values for specific entropy using Table A-22E data, 
directly and does not employ special functions such as 5, р„ and и. О Interactive Thermodynamics, 

and 


@ The close agreement between the answer obtained in part (c) and that of Qa constant specific heat 
parts (a), (b) can be attributed to the use of an appropriate value for the ratio k 
specific heat ratio k. 


Determine the final pressure, in atm, using a constant 


specific heat ratio k evaluated at 7, = 540°R. Expressed as a percent, 
: how much does this pressure value differ from that of part (c)? 
о ососећ Ans. 14.53 atm, —596. § пп Ея 





Another illustration of an isentropic process of an ideal gas is provided in Exam- 
ple 6.10 dealing with air leaking from a tank. 


EXAMPLE 6.10 ЖО О О А „~ “ қынды нені 


Considering Air Leaking from a Tank 


A rigid, well-insulated tank is filled initially with 5 kg of air at a pressure of 5 bar and a temperature of 500 K. 
A leak develops, and air slowly escapes until the pressure of the air remaining in the tank is 1 bar. Employing 
the ideal gas model, determine the amount of mass remaining in the tank and its temperature. 

SOLUTION 


Known: A leak develops in a rigid, insulated tank initially containing air at a known state. Air slowly escapes 
until the pressure in the tank is reduced to a specified value. 


Find: Determine the amount of mass remaining in the tank and its temperature. 


$900000090000000900909000060000000090090009000000009000000000060000900900000000000000090000000000000060000000909000909000000000000000000000000000000920909000090000000000000009099009€ 
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Schematic and Given Data: 


Tas, Engineering Model: 








р SSS . As shown on the accompanying sketch, the closed system is the 
| mass initially in the tank that remains in the tank. 

е System boundary | 

| MA si 2. There is no significant heat transfer between the system and its 
| 4 ow leak : 

| са surroundings. 

І 

| Mass initially 3. Irreversibilities within the tank can be ignored as the air slowly 
| D the њи не Mass initially in the escapes. 

| re mams шше tank that escapes 

| 4. The air is modeled as an ideal gas. 





Initial condition of tank 


Fig. E6.10 


Analysis: With the ideal gas equation of state, the mass initially in the tank that remains in the tank at the end 
of the process is 


рә 
nm» = 
(RIM)T, 
where р» and 7» are the final pressure and temperature, respectively. Similarly, the initial amount of mass within 
the tank, mı is 
рҮ 
(RIM)T, 


where p, and Т) are the initial pressure and temperature, respectively. Eliminating volume between these two 
expressions, the mass of the system is 
то = | — = lm, 
P1/\Th 


Except for the final temperature of the air remaining in the tank, 75, all required values are known. The remain- 
der of the solution mainly concerns the evaluation of T». 

For the closed system under consideration, there are no significant irreversibilities (assumption 3), and no 
heat transfer occurs (assumption 2). Accordingly, the entropy balance reduces to 


0 
А5- LC + °=0 
1 b 


Since the system mass remains constant, AS — m; As, so 


As = 0 


m, 


That is, the initial and final states of the system have the same value of specific entropy. 
Using Eq. 6.41 





ға-(2 УЫ, @ skills Developed 
| Ability to... 
where p, = 5 bar and p, = 1 bar. With p, = 8.411 from Table A-22 at 500 К, О develop an engineering 
the previous equation gives рр — 1.6822. Using this to interpolate in Table A-22, model. 
fcd U apply the closed system 
Finally, inserting values into the expression for system mass entropy balance. 
1 bar \ / 500 К О analyze an isentropic 
= 5kg) = 1.58 k 
ma (2 Баг) (3% K) (5 kg) g process. 





Қ Quick Quiz | Evaluate the tank volume, in m?. Ans. 1.43 m’. ТЕРЕН TEPA AEA PAAA TI 
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Isentropic Efficiencies of Turbines, 
Nozzles, Compressors, and Pumps 


.%веееееееееееееееееееееееееееееееееееееееееееееееееееее 


нн make frequent use of efficiencies and many different efficiency defini- 
tions are employed. In the present section, isentropic efficiencies for turbines, noz- 
zles, compressors, and pumps are introduced. Isentropic efficiencies involve a com- 
parison between the actual performance of a device and the performance that 
would be achieved under idealized circumstances for the same inlet state and the 
same exit pressure. These efficiencies are frequently used in subsequent sections of 
the book. 


6.12.1 Isentropic Turbine Efficiency 


To introduce the isentropic turbine efficiency, refer to Fig. 6.11, which shows a turbine 
expansion on a Mollier diagram. The state of the matter entering the turbine and the 
exit pressure are fixed. Heat transfer between the turbine and its surroundings is 
ignored, as are kinetic and potential energy effects. With these assumptions, the mass 
and energy rate balances reduce, at steady state, to give the work developed per unit 
of mass flowing through the turbine 


Wa 
—-h-Hh 
m 


Since state 1 is fixed, the specific enthalpy h, is known. Accordingly, the value of the 
work depends on the specific enthalpy h, only, and increases ав h, is reduced. The 
maximum value for the turbine work corresponds to the smallest allowed value for 
the specific enthalpy at the turbine exit. This can be determined using the second law 
as follows. 

Since there is no heat transfer, the allowed exit states are constrained by Eq. 6.39: 





Because the entropy production с/т cannot be negative, states with 5 < s; are not 
accessible in an adiabatic expansion. The only states that actually can be attained 
adiabatically are those with s > sı. The state labeled “2s” on Fig. 6.11 would be 


Py 











T, 





\ Actual 
Қ expansion 





Isentropic 


hi -= ћу | 
expansion 





2 





Accessible 
states 








Fig. 6.11 Comparison of actual and 
isentropic expansions through a turbine. 5 
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attained only in the limit of no internal irreversibilities. This corresponds to an isen- 
tropic expansion through the turbine. For fixed exit pressure, the specific enthalpy Л» 
decreases as the specific entropy 5; decreases. Therefore, the smallest allowed value 
for h, corresponds to state 2s, and the maximum value for the turbine work is 
TAKE NOTE... 
T The subscript s denotes a 
(=) = h – ћу quantity evaluated for an 
| isentropic process from a 
specified inlet state to a 
Specified exit pressure, 







m 


In an actual expansion through the turbine Л» > ћу, and thus less work than the 
maximum would be developed. This difference can be gauged by the isentropic turbine 
efficiency defined by 





Шыт а № 
(Wm) ћу — hy 





m = (6.46) isentropic turbine efficiency 


Both the numerator and denominator of this expression are evaluated for the same 
inlet state and the same exit pressure. The value of т), is typically 0.7 to 0.9 (70-90%). 
The two examples to follow illustrate the isentropic turbine efficiency concept. In Turbine 


Example 6.11 the isentropic efficiency of a steam turbine is known and the objective A.19 – Tab e 
is to determine the turbine work. eee үу 
EXAMPLE 6.11 EET EE E T A EE E E L E К ЛЛ К ККК Т 


Determining Turbine Work Using the Isentropic Efficiency 


A steam turbine operates at steady state with inlet conditions of p, = 5 bar, T; = 320°C. Steam leaves the tur- 
bine at a pressure of 1 bar. There is no significant heat transfer between the turbine and its surroundings, and 
kinetic and potential energy changes between inlet and exit are negligible. If the isentropic turbine efficiency is 
75%, determine the work developed per unit mass of steam flowing through the turbine, in kJ/kg. 


SOLUTION 
Known: Steam expands through a turbine operating at steady state from a specified inlet state to a specified exit 
pressure. The turbine efficiency is known. 


Find: Determine the work developed per unit mass of steam flowing through the turbine. 


Schematic and Given Data: 


p,-5bar Engineering Model: 
1. A control volume enclosing the turbine is at steady state. 


T, 2. The expansion is adiabatic and changes in kinetic and potential 


Actual energy between the inlet and exit can be neglected. 
\ expansion 








\ 










hj-h \ В 
: 2 | Isentropic 
hy — hy | 


\ expansion 


\ 













Accessible 
states 











рә = 1 bar 





5 Fig. E6.11 
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Analysis: The work developed can be determined using the isentropic turbine efficiency, Eq. 6.46, which on rear- 


rangement gives 


Wey 





Wa m 


z ) = oq — hz) 


m 


From Table A-4, А; = 3105.6 kJ/kg and s, = 75308 kJ/kg · К. The exit state for an isentropic expansion is 
Ө fixed by р = 1 and 5» = sı. Interpolating with specific entropy in Table A-4 at 1 bar gives Л» = 2743.0 kJ/ 


kg. Substituting values 


ө 


Q At 2s, the temperature is about 133°C. 


@ The effect of irreversibilities is to exact a penalty on the work output of the 
turbine. The work is only 75% of what it would be for an isentropic expansion 
between the given inlet state and the turbine exhaust pressure. This is clearly 
illustrated in terms of enthalpy differences on the accompanying h-s diagram. 





Wey 
= 0.75(3105.6 — 2743.0) = 271.95 kJ/kg 


Ability to... 

О apply the isentropic turbine 
efficiency, Eq, 6.46, 

О retrieve steam table data. 





Determine the temperature of the steam at the turbine exit, in 


tae] °С. Ans. 179°C. 


EXAMPLE 6.12 EE 


Example 6.12 is similar to Example 6.11, but here the working substance is air as 
an ideal gas. Moreover, in this case the turbine work is known and the objective is 
to determine the isentropic turbine efficiency. 


Evaluating Isentropic Turbine Efficiency 


A turbine operating at steady state receives air at a pressure of p, — 3.0 bar and a temperature of Т) — 390 K. 
Air exits the turbine at a pressure of p; — 1.0 bar. The work developed is measured as 74 kJ per kg of air flow- 
ing through the turbine. The turbine operates adiabatically, and changes in kinetic and potential energy between 
inlet and exit can be neglected. Using the ideal gas model for air, determine the isentropic turbine efficiency. 


SOLUTION 


Known: Air expands adiabatically through a turbine at steady state from a specified inlet state to a specified exit 
pressure. The work developed per kg of air flowing through the turbine is known. 


Find: Determine the turbine efficiency. 


Schematic and Given Data: 


Air 
turbine 





Wow = 74 кука 
m 


рә = 1.0 bar 





3.0 bar 









T, =390 K 


\ Actual 
x expansion 
Isentropic 


expansion 1.0 bar 


5 Fig. E6.12 
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Engineering Model: 


1. The control volume shown on the accompanying sketch is at steady state. 


2. The expansion is adiabatic and changes in kinetic and potential energy between inlet and exit can be 
neglected. 


3. The air is modeled as an ideal gas. 


Analysis: The numerator of the isentropic turbine efficiency, Eq. 6.46, is known. The denominator is evaluated 
as follows. 
The work developed in an isentropic expansion from the given inlet state to the specified exit pressure is 


Wey 
( 5 )-һ-љ 
т /5 


From Table A-22 at 390 К, A, = 390.88 kJ/kg. To determine h,,, use Eq. 6.41: 


ЛЕ (22) т) 


With p, = 3.0 bar, p; = 1.0 bar, апар, = 3.481 from Table A-22 at 390 К 


1.0 
p) = (20) (3.481) = 1.1603 
3.0 
Interpolation in Table A-22 gives Л» = 285.27 kJ/kg. Thus, 


(=) = 390.88 — 285.27 = 105.6 kJ/kg | | | 0 0 L them) 
m /5 Ability to... 


Парріу the isentropic turbine 
efficiency, Eq. 6.46. 
Wm 74 kJ/kg О retrieve data for air as an 


5 = = 0.70(70% (es | 
(W.lm),  105.6kJ/kg 70(70%) ideal gas 


Substituting values into Eq. 6.46 





mh = 





| Determine the rate of entropy production, in kJ/K per kg of air 
— "om ТП 20 амын ыы 


6.12.2 Isentropic Nozzle Efficiency 


A similar approach to that for turbines can be used to introduce the isentropic effi- 

ciency of nozzles operating at steady state. The isentropic nozzle efficiency is defined isentropic nozzle efficiency 
as the ratio of the actual specific kinetic energy of the gas leaving the nozzle, V2/2, 

to the kinetic energy at the exit that would be achieved in an isentropic expansion 

between the same inlet state and the same exit pressure, (V3/ 2),. That is, 


ууз 
Tlnozzle — 
(У2/2), 





(6.47) 


Nozzle efficiencies of 95% or more аге common, indicating that well-designed nozzles 


are nearly free of internal irreversibilities. A Vo Tab e 
In Example 6.13, the objective is to determine the isentropic efficiency of a steam о" Ө 
nozzle. 
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EXAMPLE 6.12 ОО О О О О РЕКЕТ ТГ Г ГГ ОУ Г rer rrr rt? 


Evaluating Isentropic Nozzle Efficiency 


Steam enters a nozzle operating at steady state at ру = 140 Ibf/in." and T, = 600°F with a velocity of 100 ft/s. 
The pressure and temperature at the exit are p; = 40 Ibf/in? and T; = 350°F. There is no significant heat trans- 
fer between the nozzle and its surroundings, and changes in potential energy between inlet and exit can be 
neglected. Determine the nozzle efficiency. 


SOLUTION 


Known: Steam expands through a nozzle at steady state from a specified inlet state to a specified exit state. The 
velocity at the inlet is known. 


Find: Determine the nozzle efficiency. 


Schematic and Given Data: 


140 Ibf/in.? 
600°F 






h Isentropic \ 
pı = 140 Ibf/in." E аш = 2. 
d b i ~ т я 2 p ^ 40 Ibt/in.? 
i 4 ) 350°F 
= == 


== ~ І 

P ms 

E NI 
2 2 


І 
І 
І 
І 
І 
] 
Pd 
1 





s Fig. E6.13 


Engineering Model: 
1. The control volume shown on the accompanying sketch operates adiabatically at steady state. 


2. For the control volume, W, = 0 and the change in potential energy between inlet and exit can be neglected. 


Analysis: The nozzle efficiency given by Eq. 6.47 requires the actual specific kinetic energy at the nozzle exit 
and the specific kinetic energy that would be achieved at the exit in an isentropic expansion from the given inlet 
state to the given exit pressure. The energy rate balance for a one-inlet, one-exit control volume at steady state 
enclosing the nozzle reduces to give Eq. 4.21, which on rearrangement reads 

У = Ш — ћ + un 

p seg 
This equation applies for both the actual expansion and the isentropic expansion. 

From Table A-4E at T; = 600°F and p, = 140 Ibf/in.”, h, = 13264 Btu/lb, s, = 1.7191 Btu/lb - ^R. Also, with T; = 

350°F and p; = 40 Ibf/in?, hy = 1211.8 Btu/lb. Thus, the actual specific kinetic energy at the exit in Btu/Ib is 














у? 100 ft/s)? 
аи ома 4 ; ) 
2 Ib Ib pe Ib - #5 | |778 ft - ші 
1 lbf 1 Btu 
= па 


Ib 


Interpolating in Table A-4E at 40 Ibf/in.?, with 5, = s, = 1.7191 Btu/Ib - °R, results in Лу = 1202.3 Btu/lb. 
Accordingly, the specific kinetic energy at the exit for an isentropic expansion is 
(100): 


М) 
— | = 13264 — 1202.3 + — — z = 1243 Btu/lb 
К | (2)|32.2| 778 ü 
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Substituting values into Eq. 6.47 
(Vi/2) 1148 





= — O, 
"i "ess a A por (V Skills Developed 
Ability to... 

@ The principal irreversibility in the nozzle is friction, in particular friction Ц apply the control volume 
between the flowing steam and the nozzle wall. The effect of friction is that energy rate balance. 
a smaller exit kinetic energy and, thus, a smaller exit velocity are realized О apply the isentropic nozzle 
than would have been obtained in an isentropic expansion to the same efficiency, Eq, 6.47. 
pressure. О retrieve steam table data. 





ETE Determine the temperature, іп °F, corresponding to state 25 %-..........................222..... Ж а еее 
in Fig. E6.13. Ans. 3319Ғ, 


6.12.3 Isentropic Compressor and Pump Efficiencies 


The form of the isentropic efficiency for compressors and pumps is taken up next. 
Refer to Fig. 6.12, which shows a compression process on a Mollier diagram. The state 
of the matter entering the compressor and the exit pressure are fixed. For negligible 
heat transfer with the surroundings and no appreciable kinetic and potential energy 
effects, the work input per unit of mass flowing through the compressor is 


Wey 
(-=) = hy m hy 
m 


Since state 1 is fixed, the specific enthalpy Л, is known. Accordingly, the value of the 
work input depends on the specific enthalpy at the exit, h2. The above expression 
shows that the magnitude of the work input decreases as Л» decreases. The minimum 
work input corresponds to the smallest allowed value for the specific enthalpy at the 
compressor exit. With similar reasoning as for the turbine, the smallest allowed 
enthalpy at the exit state would be achieved in an isentropic compression from the 
specified inlet state to the specified exit pressure. The minimum work input is given, 
therefore, by 


Compressor 





W, A.20 - Tab e 
БАЙЫР LSU. үҙ 
m /s Pump 
A.21- Tabe 
Accessible 
states 
h P2 





] 
Actual | 
І compression 
] : 
П Isentropic 
hy, — hi l compression 

















Fig. 6.12 Comparison of actual and isentropic 
s compressions. 
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In an actual compression, Л, > hz, and thus more work than the minimum would 
isentropic compressor be required. This difference can be gauged by the isentropic compressor efficiency 
efficiency defined by 


(Wem). = ћу — hy 
(—Wy/m) Ma = № 
Both the numerator and denominator of this expression are evaluated for the same 
inlet state and the same exit pressure. The value of т, is typically 75 to 85% for 
isentropic pump efficiency compressors. An isentropic pump efficiency, np, is defined similarly. 


In Example 6.14, the isentropic efficiency of a refrigerant compressor is evaluated, 
first using data from property tables and then using 77. 


EXAMPLE 6.14 ЖЖ О О К Т ЛГ Г Л Г ГС" 


Evaluating Isentropic Compressor Efficiency 





Ne = (6.48) 


For the compressor of the heat pump system in Example 6.8, determine the power, in kW, and the isentropic 
efficiency using (a) data from property tables, (b) Interactive Thermodynamics: IT. 


SOLUTION 


Known: Refrigerant 22 is compressed adiabatically at steady state from a specified inlet state to a specified exit 
state. The mass flow rate is known. 


Find: Determine the compressor power and the isentropic efficiency using (a) property tables, (b) /T. 


Schematic and Given Data: 


2 Engineering Model: 





!Т,-75С 1, A control volume enclosing the compressor is at steady state. 


2. The compression is adiabatic, and changes in kinetic and potential 
energy between the inlet and the exit can be neglected. 








Т Fig. E6.14 


Analysis: (a) By assumptions 1 and 2, the mass and energy rate balances reduce to give 
Wey = mh, a hy) 
From Table А-9, А; = 249.75 kJ/kg and h, = 294.17 kJ/kg. Thus, with the mass flow rate determined in Example 6.8 


: нен 


Wey = (0.07 kg/s) (249.75 - 294.17) кука |7 ijg | = —3.11 kW 





The isentropic compressor efficiency is determined using Eq. 6.48: 
_ (—Йһ/т), _ (has = №) 
Te (-Wafm) (h= h) 
In this expression, the denominator represents the work input per unit mass of refrigerant flowing for the actual 
compression process, as considered above. The numerator is the work input for an isentropic compression between 
the initial state and the same exit pressure. The isentropic exit state is denoted as state 2s on the accompanying 
T-s diagram. 
From Table А-9, s; = 0.9572 kJ/kg - К. With 5 = 51, interpolation in Table А-9 at 14 bar gives Л» = 285.58 kJ/kg. 
Substituting values 





(285.58 — 249.75) 
Ле © (29417 — 249.75) 





= 0.81(81%) 
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(b) The /T program follows. In the program, Wey is denoted as Мої, m as mdot, and ту as eta с. 
// Given Data: 


T4 — 5 // °C 
р1 = 3.5 // bar 
T2 = 75 Hf °С 
p2 — 14 // bar 


mdot — о.о7 // kg/s 


// Determine the specific enthalpies. 
ha = h PT(*R22",p1,T1) 
h2 = h_PT(“R22”,p2,T2) 


// Calculate the power. 
Wdot = mdot * (h1 — h2) 
// Find h2s: 
51 = s PT("R22",p1,T1) 

6) 525 = s_Ph(“R22”,p2,h2s) 


S25 = 51 
// Determine the isentropic compressor efficiency. (Vf skills Developed 
eta c = (has = h1)/(h2 = hi) Ability to... 
Use the Solve button to obtain И, = —3.111 kW and ту = 80.5896 , which, as Q apply the control volume 
expected, agree closely with the values obtained above. energy rate balance. 


U apply the isentropic com- 
pressor efficiency, Eq. 6.48. 
О retrieve data for 


© Note that 77 solves for the value of h», even though it is an implicit variable | 
Refrigerant 22. 


in the specific entropy function. 


Determine the minimum theoretical work input, in kJ per kg 


flowing, for an adiabatic compression from state 1 to the exit pressure 
....... of 14 Баг. Ans. 35.83 kJ/kg. pescoccccecccoccoccocccoccoccoccsocococcccoccocce 
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This section concerns one-inlet, one-exit control volumes at steady state. The objec- 
tive is to introduce expressions for the heat transfer and the work in the absence of 
internal irreversibilities. The resulting expressions have several important applications. 


6.13.1 Heat Transfer 


For a control volume at steady state in which the flow is both isothermal at tempera- 
ture Т and internally reversible, the appropriate form of the entropy rate balance is 

Ow 

T 


() = 





+ т(я = 52) $ a, 


where 1 and 2 denote the inlet and exit, respectively, and m is the mass flow rate. Solving 
this equation, the heat transfer per unit of mass passing through the control volume is 


О 


— = T(s, — 51) 
т 
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m 


(Са) = Та; 
шї 
Т rev 2 








5 


Fig. 6.13 Area representation 
of heat transfer for an 
internally reversible flow 
process. 








U 


Fig. 6.14 Area representation 
of f? v dp. 


More generally, temperature varies as the gas or liquid flows through the control 
volume. We can consider such a temperature variation to consist of a series of infin- 
itesimal steps. Then the heat transfer per unit of mass is given as 


= 2 
(=) - | T ds (6.49) 
int 1 


m rev 
The subscript “int rev" serves to remind us that the expression applies only to control 
volumes in which there are no internal irreversibilities. The integral of Eq. 6.49 is 
performed from inlet to exit. When the states visited by a unit mass as it passes 
reversibly from inlet to exit are described by a curve on a T-s diagram, the magnitude 
of the heat transfer per unit of mass flowing can be represented as the area under 
the curve, as shown in Fig. 6.13. 


6.13.2 Work 


The work per unit of mass passing through a one-inlet, one-exit control volume can 
be found from an energy rate balance, which reduces at steady state to give 

Wa _ Qs У-У 

Wa бе (а) «(EL а-а) 


m m 


2 2 





This equation is a statement of the conservation of energy principle that applies when 
irreversibilities are present within the control volume as well as when they are absent. 
However, if consideration is restricted to the internally reversible case, Eq. 6.49 can 
be introduced to obtain 


1 2 2. 47 
=) = | Tds + (hy — №) + (м) + g(zi— 2) (6.50) 
int 1 


m 2 


where the subscript “int теу” has the same significance as before. 

Since internal irreversibilities are absent, a unit of mass traverses a sequence of 
equilibrium states as it passes from inlet to exit. Entropy, enthalpy, and pressure 
changes are therefore related by Eq. 6.10b 


T ds = dh — v dp 


which on integration gives 
2 


2 
| Tds = (hy = ћу) — | v dp 
1 


1 
Introducing this relation, Eq. 6.50 becomes 


Wa 2 у? = v2 
(=) rie -| vdp + (==) ы == Ж) (6.51а) 
11! fl 


m rev 
When the states visited by a unit of mass as it passes reversibly from inlet to exit are 
described by a curve on a p-v diagram as shown in Fig. 6.14, the magnitude of the 
integral f v ар is represented by the shaded area behind the curve. 
Equation 6.51a is applicable to devices such as turbines, compressors, and pumps. 
In many of these cases, there is no significant change in kinetic or potential energy 
from inlet to exit, so 


W 2 
(=) = -Í оар (Ake = Ape = 0) (6.51b) 
m /int 1 


rev 


This expression shows that the work value is related to the magnitude of the specific 
volume of the gas or liquid as it flows from inlet to exit. 
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2 425127 547128-7 consider two devices: a pump through which liquid water passes 
and a compressor through which water vapor passes. For the same pressure rise, the 


pump requires a much smaller work input per unit of mass flowing than the compres- 
sor because the liquid specific volume is much smaller than that of vapor. This 
conclusion is also qualitatively correct for actual pumps and compressors, where irre- 
versibilities are present during operation. = ~ 4 4 4 

If the specific volume remains approximately constant, as in many applications 
with liquids, Eq. 6.51b becomes 


Wey 
(=) = = у» = pi) (v = constant, АКе = Ape = 0) (6.51с) 
m ла, 

Equation 6.51a also сап be applied to study the performance of control volumes 
at steady state in which W,, is zero, as in the case of nozzles and diffusers. For any 
such case, the equation becomes 


2 2 2 

v-v 

| у др + (4-4) + g(z = z1) = 0 (6.52) 
il 


which is a form of the Bernoulli equation frequently used in fluid mechanics. Bernoulli equation 


Bats, the only mammals that can fly, play several 
important ecological roles, including feeding on crop-damaging insects. Cur- 
rently, nearly one-quarter of bat species is listed as endangered or threatened. 

For unknown reasons, bats are attracted to large wind turbines, where some 

perish by impact and others from hemorrhaging. Near rapidly moving turbine 

blades there is a drop in air pressure that expands the lungs of bats, causing fine capillar- 
ies to burst and their lungs to fill with fluid, killing them. 

The relationship between air velocity and pressure in these instances is captured by the 


following differential form of Eq. 6.52, the Bernoulli equation: 


vdp = -Уау 


which shows that as the local velocity V increases, the local pressure p decreases. The 
pressure reduction near the moving turbine blades is the source of peril to bats. 

Some say migrating bats experience most of the fatalities, so the harm may be decreased 
at existing wind farms by reducing turbine operation during peak migration periods. New 
wind farms should be located away from known migratory routes. 





6.13.3 Work іп Polytropic Processes 


We have identified an internally reversible process described by pv’ = constant, where 
nis a constant, as a polytropic process (see Sec. 3.15 and the discussion of Fig. 6.10). 
If each unit of mass passing through a one-inlet, one-exit control volume undergoes 
a polytropic process, then introducing pv' — constant in Eq. 6.51b, and performing 
the integration, gives the work per unit of mass in the absence of internal irrevers- 
ibilities and significant changes in kinetic and potential energy. That is, 


We, 2 2g 
(=) = - | уар = -(constant)'^ | r 
int 1 1 р 


т теу 


= 2 — pii) (polytropic, n # 1) (6.53) 
mm 


EXAMPLE 6.15 
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Equation 6.53 applies for any value of n except n = 1. When n = 1, pv = constant, 
and the work is 


Ж 2 2 а 
(=) = -Í vdp = -constant | Ed 
m in, 1 i 2 


= (рул) (р/р) _ (polytropic, n = 1) (6.54) 
Equations 6.53 and 6.54 apply generally to polytropic processes of any gas (or liquid). 


IDEAL GAS CASE. For the special case of an ideal gas, Eq. 6.53 becomes 





Wa R 
( ) D (T, — Ty) (ideal gas, n # 1) (6.55a) 


тлу n-l 


For a polytropic process of an ideal gas, Eq. 3.56 applies: 


T, _ (E 
Ti Pi 


Thus, Eq. 6.55a can be expressed alternatively as 


We RT. (п= 1)/п 
( ) == (22) -1| (ideal gas, п # 1) (6.55b) 


m УШ n=l 





For the case of an ideal gas, Eq. 6.54 becomes 
Wey . 
(ы) = —RT In (p;lpi) (ideal gas, n — 1) (6.56) 
 /rev 


In Example 6.15, we consider air modeled as an ideal gas undergoing a polytropic 
compression process at steady state. 


Determining Work and Heat Transfer for a Polytropic Compression of Air 


An air compressor operates at steady state with air entering at p, = 1 bar, T, = 20°С, and exiting at p; = 5 bar. 
Determine the work and heat transfer per unit of mass passing through the device, in kJ/kg, if the air undergoes 
a polytropic process with п = 1.3. Neglect changes in kinetic and potential energy between the inlet and the exit. 
Use the ideal gas model for air. 

SOLUTION 

Known: Air is compressed in a polytropic process from a specified inlet state to a specified exit pressure. 


Find: Determine the work and heat transfer per unit of mass passing through the device. 


Schematic and Given Data: 
p Engineering Model: 


1. A control volume enclosing the compressor is at steady state. 






"€ 2. The air undergoes a polytropic process with n — 1.3. 


3. The air behaves as an ideal gas. 


4. Changes in kinetic and potential energy from inlet to exit can 
— — | bar be neglected. 
Shaded area - magnitude of W evli int 


rev 








v Fig. E6.15 


Т; can be found using Eq. 3.56: 


1 


Substituting known values into Eq. 6.55a then gives 


Wey _ nR 
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Analysis: The work is obtained using Eq. 6.55a, which requires the temperature at the exit, 7. The temperature 


(n—1)In 5\(13-1)/13 
DS 7(2) = (2) -425К 


1.3 








а 


т n=1 


–164.2 kJ/kg 


tions to obtain 


Оо = 


13-1 


Бо kJ 


425 — 293)K 
28.97 kg - <) P 


The heat transfer is evaluated by reducing the mass and energy rate balances with the appropriate assump- 


Wey 





m 


293.17 kJ/kg апа h, = 426.35 kJ/kg. Thus, 


cv 





= —16445 + (426.35 — 293.17) = 


т 


area behind the curve. 


еееевеееееееееееееееееевееееееееееееееееееееееееееееееееееееееееееееееееееееееееееегеееееееееегееее 


In this chapter, we һауе introduced the property entropy and 
illustrated its use for thermodynamic analysis. Like mass 
and energy, entropy is an extensive property that can be 
transferred across system boundaries. Entropy transfer 
accompanies both heat transfer and mass flow. Unlike mass 
and energy, entropy is not conserved but is produced within 
systems whenever internal irreversibilities are present. 

The use of entropy balances is featured in this chapter. 
Entropy balances are expressions of the second law that 
account for the entropy of systems in terms of entropy trans- 
fers and entropy production. For processes of closed sys- 
tems, the entropy balance is Eq. 6.24, and a corresponding 
rate form is Eq. 6.28. For control volumes, rate forms include 
Eq. 6.34 and the companion steady-state expression given 
by Eq. 6.36. 

The following checklist provides a study guide for this 
chapter. When your study of the text and end-of-chapter 
exercises has been completed you should be able to 


@ The states visited in the polytropic compression process are shown by the 
curve on the accompanying p-v diagram. The magnitude of the work per 
unit of mass passing through the compressor is represented by the shaded 


TEM 


m 


Using the temperatures Т and T, the required specific enthalpy values are obtained from Table A-22 as h, = 


—31 kJ/kg 


Ability to... 


Q analyze a polytropic process 
of an ideal gas. 


U apply the control volume 


energy rate balance. 





If the air were to undergo a polytropic process with n — 1.0, 


determine the work and heat transfer, each in kJ per kg of air flowing, 
keeping all other given data the same. Ans. —135.3 kJ/kg. 


CHAPTER SUMMARY AND STUDY GUIDE – ЖЕНЕ 


> write out meanings of the terms listed in the margins 
throughout the chapter and understand each of the 
related concepts. The subset of key concepts listed below 
is particularly important in subsequent chapters. 


apply entropy balances in each of several alternative 
forms, appropriately modeling the case at hand, correctly 
observing sign conventions, and carefully applying SI and 
English units. 


use entropy data appropriately, to include 


-retrieving data from Tables A-2 through A-18, using Eq. 6.4 
to evaluate the specific entropy of two-phase liquid-vapor 
mixtures, sketching T-s and h-s diagrams and locating 
states on such diagrams, and appropriately using Eqs. 6.5 
and 6.13. 


-determining A s of ideal gases using Eq. 6.20 for variable 
specific heats together with Tables A-22 and A-23, and 
using Eqs. 6.21 and 6.22 for constant specific heats. 


344 Chapter 6 Using Entropy 


-evaluating isentropic efficiencies for turbines, nozzles, » apply Eq. 6.23 for closed systems and Eqs. 6.49 and 6.51 


compressors, and pumps from Eqs. 6.46, 6.47, and 6.48, for one-inlet, one-exit control volumes at steady state, 
respectively, including for ideal gases the appropriate correctly observing the restriction to internally reversible 
use of Eqs. 6.41-6.42 for variable specific heats and processes. 


Eqs. 6.43-6.45 for constant specific heats. 


KEY ENGINEERING CONCEPTS eee eee ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө 


entropy change, p. 292 isentropic process, p. 302 entropy rate balance, pp. 311, 317 

T-s diagram, p. 295 entropy transfer, pp. 302, 306 increase in entropy principle, p. 313 
Mollier diagram, p. 296 entropy balance, p. 305 isentropic efficiencies, pp. 333, 335, 
T dS equations, p. 297 entropy production, p. 306 338 





























2 
6 6.24) р. 305 
52 — 5 = | (2) Вар ( )р Closed system entropy balance 
1 b 
45 Qi. 
d “т. +o (6.28) p. 311 Closed system entropy rate balance 
J 1 
AS cy 0 ; 
= = + Dd Msi — 2 Mese + бо (6.34) р. 317 Control volume entropy rate balance 
dt cae a е р 
j oW i e 
0 = У Е à > dt У ПЕН И (6.36) p. 318 nem control volume entropy rate 
qo i e 
т = cas - A Е ш (6.46) р. 333 Isentropic turbine efficiency 
УУ ут); 17 Ms 
V3/2 І і le effici 
Nnozzle = бу?) (6.47) р. 335 sentropic nozzle efficiency 
2 5 
те = = _ ls Z f (6.48) p. 338 Isentropic compressor (and pump) efficiency 
—W,,/m = M 
Ideal Gas Model Relations 
Т; А р 
2 ат v Change in specific entropy; general form for 
S(T, v2) — (Ту, v1) = | e( T) + Rin в (6.17) р. 299 T and v as independent properties. 
7, 
Ss(T5, v2) — (Тл) = c,In 2 + Rin Е (6.21) р. 301 Constant specific heat, с, 
1 1 
T. 
| dT P2 Change in specific entropy; general form for 
- = — – — 6.18) p. 299 : 
s(Ta рз) — (T Ps) | eT) T mue Di а T and p as independent properties 


А " P2 s? for air from Table A-22 (5° for other gases 
- = — — = 6.20a) p. 300 
(Тур) — (Туру) = (T2) — s°(T,) — Rin m ( ур from Table A-23) 





T: А 
S(T, p2) — s(Ty, pi) = c In Т Кіп (6.22) р. 301 Constant specific heat, c, 


1 Pı 
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| = PA (6.41) p. 327 5, = S; (air only), p, and v, from Table A-22 
1 r1 
= = = (6.42) p. 328 
T. (k—1)Ik 
7 (2) (6.43) р. 328 
1 
Т, Vy Ic epe . 
T as (6.44) p. 328 Sı = Sz, constant specific heat ratio k 
1 U2 
P2 (М | 
m > (6.45) p. 328 


EXERCISES: THINGS ENGINEERS THINK УАСОТА...................................... 


1. When applying the entropy balance to a system, which 7. When a mixture of olive oil and vinegar spontaneously 
irreversibilities are included in the entropy production term: separates into two liquid phases, is the second law violated? 
internal and/or external? Explain. 


2. For an isolated system, the entropy can only increase. Does 8. A magician claims that simply with a wave of her magic 
it have a maximum? wand a cup of water, initially at room temperature, will be 
raised in temperature several degrees by quickly picking up 


кошш ын Балы шеш ише energy from its surroundings. Is this possible? Explain. 


prove the Clausius and Kelvin-Planck statements of the 


second law? Explain. 9. How does the Bernoulli equation reduce to give the form 
4. A gas is contained in a closed, rigid container fitted with a S D ane Ba РАТА ОВНА БАНА ЗЕ 


stirring rod. Energy is transferred to the gas by the stirring 
rod. Can the entropy of the gas decrease? 10. Is Eq. 6.51a restricted to adiabatic processes and thus to 


+ . dud " + z ? . ; 
5. Can adiabatic mixing of two substances result in decreased кен им е processest Explain 


entropy? Explain. 11. Using Eq. 6.51c, what data are required to determine the 


: 9 
6. Is entropy produced within a system undergoing a Carnot рсы апр кана QU А sump pump) 


cycle? Explain. 12. What is the ENERGY STAR? program? 
y р prog 


ӘНІ“ АТТЫ АЛАУЫ ІТСЫЗ........................................................ 


For Problems 1-6, a closed system undergoes а process іп a rateQ,, takes place only at a location on the boundary 
which work is done on the system and the heat transfer О where the temperature is Т. For each of the following 
occurs only at a location on the boundary where the cases, determine whether the specific entropy of the gas at 
temperature is T,. For each case, determine whether the the exit is greater than, equal to, or less than the specific 
entropy change of the system is positive, negative, zero, or entropy of the gas at the inlet. 


indeterminate. : . РИС 
7. No internal irreversibilities, О, = 0. 


1. Internally reversible process, О > 0. : А oe ; 

y P 9 8. No internal irreversiblities, О < 0. 
2. Internally reversible process, О = 0. : А — ; 

у P 9 9. No internal irreversibilities, О, > 0. 
3. Internally reversible process, О < 0. . қанса ; 

: NS. 10. Internal irreversibilities present, Об, = 0. 
4. Internal irreversibilities present, О > 0. . Me . 

. d 11. At steady state, an insulated mixing chamber receives two 
5. Internal irreversibilities present, О = 0. liquid streams of the same substance at temperatures T; and 
6. Internal irreversibilities present, О < 0. T, and mass flow rates m, and my, respectively. A single 

stream exits at Т; and тҙ. Assuming the incompressible 

For Problems 7-10, a gas flows through a one-inlet, one-exit substance model with constant specific heat c, the exit 


control volume operating at steady state. Heat transfer at temperature is 


346 Chapter 6 Using Entropy 


(а) Т; = (Т, + Т,)/2 

(b) Та = (mT, + m;T;)m; 
(с) T, = «(Т - Т) 

(d) Т; = (mT, = пој тз 
(e) None of the above. 

12. Even though entropy change is evaluated using Eq. 6.2a based 
on an internally reversible process, the entropy change between 
two states of a system can be determined for any process linking 
the two states whether reversible or not. Explain. 


13. The h-s diagram is commonly known as the 
diagram. 


14. A closed system undergoes a process for which 52 = 51. 
Must the process be internally reversible? Explain. 


15. Show that for phase change of water from saturated liquid 
to saturated vapor at constant pressure in a closed system, 
(hg == №) EJ (s, == St). 


16. The specific internal energy of an ideal gas depends on 
temperature alone. Is the same statement true for specific 
entropy of an ideal gas? Explain. 


17. Whenever heat transfer occurs for a closed system, there is 
a corresponding entropy transfer. Are the directions the 
same? Explain. 


18. In the limit, it is possible for a process of a closed system 
to be internally reversible, but there could be irreversibilities 
within the surroundings. Give an example of such a process. 


19. The reference state for specific entropy of water in Tables 
A-2 through A-6 is that specific entropy is set to zero at 





20. What is the thermodynamic probability w? 


21. For a one-inlet, one-exit control volume at steady state, the 
specific entropy at the exit must than 
the specific entropy at the inlet if there is no heat transfer. 


22. Using the Bernoulli equation, show that for an 
incompressible substance, the pressure must decrease in the 
direction of flow if the velocity increases, assuming no 
change in elevation. 





23. What is the increase of entropy principle? 


ККЕ = 1) 


24. The expression р:/рі = (Т/Т!) applies only for 





25. The specific entropy of e water, іп Btu/lb - °R, at 500 


Ibf/in.?, 100°F is 


26. Ammonia undergoes an isentropic process from an initial 
state at 10 bar, 40°С to a final pressure of 3.5 bar. What 
phase or phases are present at the final state? 


27. The isentropic turbine and compressor efficiencies are 
defined from a fixed initial state to a specified final 





28. Briefly explain the notion of microscopic disorder as it 
applies to a process of an isolated system. 


29. Saturated water vapor at 5 bar undergoes a process in a 
closed system to a final state where the pressure is 10 bar 
and the temperature is 200°C. Can the process occur 
adiabatically? Explain. 


30. Carbon dioxide as an ideal gas undergoes a process at 
constant temperature from 10 Ibf/in.? to 50 Ibf/in? Does the 
specific entropy of the gas increase, decrease, or stay 
constant? Show your reasoning. 


Indicate whether the following statements are true or false. 
Explain. 


31. The change in entropy of a closed system is the same for 
every process between two specified states. 


32. The entropy of a fixed amount of an incompressible substance 
increases in every process for which temperature increases. 


33. A process that violates the second law of thermodynamics 
violates the first law of thermodynamics. 


34. When a net amount of work is done on a closed system 
undergoing an internally reversible process, a net heat 
transfer of energy from the system also occurs. 


35. One corollary of the second law of thermodynamics states 
that the change in entropy of a closed system must be 
greater than or equal to zero. 


36. A closed system can experience a decrease in entropy only 
when there is heat transfer from the system to its surroundings 
during the process. 


37. Entropy is produced in every internally reversible process 
of a closed system. 


38. In an adiabatic and internally reversible process of a closed 
system the entropy remains constant. 


39. The entropy of a fixed amount of an ideal gas increases in 
every isothermal process. 


40. The specific internal energy and enthalpy of an ideal gas 
are each functions of temperature alone, but its specific 
entropy depends on two independent intensive properties. 


41. The energy of an isolated system must remain constant, but 
the entropy can only decrease. 


42. The Carnot cycle is represented on a 7—s diagram as a 
rectangle. 


43. The entropy change of a closed system during a process 
can be greater than, equal to, or less than zero. 


44. For a specified inlet state, exit pressure, and mass flow rate, 
the power input to a compressor operating adiabatically and 
at steady state is less than what would be required if the 
compression occurred isentropically. 


45. For closed systems undergoing processes involving internal 
irreversibilities, both entropy change and entropy production 
are positive in value. 


46. The T dS equations are fundamentally important in 
thermodynamics because of their use in deriving important 
property relations for pure, simple compressible systems. 


47. For a specified inlet state, exit pressure, and mass flow rate, 
the power developed by a turbine operating at steady state 
is less than if expansion occurred isentropically. 


48. At liquid states, the following approximation is reasonable 
for many engineering applications: s(T, p) = s,(T). 


49, The steady-state form of the control volume entropy 
balance requires that the total rate at which entropy is 
transferred out of the control volume be /ess than the total 
rate at which entropy enters. 


50. In statistical thermodynamics, entropy is associated with 
the notion of microscopic disorder. 


51. The increase of entropy principle states that the only 
processes of an isolated system that are possible are those 
for which the entropy increases. 


Using Entropy Data and Concepts 


6.1 Construct a plot, to scale, showing constant-pressure lines 
of 5.0 and 10 MPa ranging from 100 to 400°C on a T-s 
diagram for water. 


6.2 Construct a plot, to scale, showing constant-pressure lines 
of 1000 and 1500 Ibf/in.? ranging from 300 to 1000°F on a 
T-s diagram for water. 


6.3 Using the appropriate table, determine the indicated 
property. In each case, locate the state on sketches of the 
T-v and T-s diagrams. 


(a) water at p = 0.20 bar, s = 4.3703 kJ/kg - K. Find h, in 
kJ/kg. 
(b) water at p = 10 bar, и = 3124.4 kJ/kg. Find s, in kJ/kg - К. 
(c) Refrigerant 134a at T = —28°C, x = 0.8. Find s, in kJ/kg - К. 
(d) ammonia at T = 20°C, s = 5.0849 kJ/kg - K. Find и, in 
kJ/kg. 


6.4 Using the appropriate tables, determine the change in 
specific entropy between the specified states, in Btu/lb - ^R. 
Show the states on a sketch of the T-s diagram. 


(a) water, ру = 10 Ibf/in2, saturated vapor; p; - 500 Ibf/in.?, 
Т, = 700°Е. 

(b) ammonia, p, = 140 Ibf/in2, Т, = 160°F; Т, =—10°Е, 
ћу = 590 Btu/lb. 

(c) air as an ideal gas, T, = 80°F, р = 1 atm; T; = 340°F, 
p = 5 atm. 

(d) oxygen as an ideal gas, T; — 
рә 5 atm. 


Т, = 520°R, p, = 10 atm, 


М 6.5 Using IT, determine the indicated property for each case 
in Problem 6.3. Compare the values obtained using the 
software with the tabular values and discuss. 


| 6.6 Using 1Т, determine the indicated property for each case 
in Problem 6.4. Compare the values obtained using the 
software with the tabular values and discuss. 





6.7 Using steam table data, determine the indicated property 
data for a process in which there is no change in specific 
entropy between state 1 and state 2. In each case, locate the 
states on a sketch of the 7—s diagram. 


(a) T, = 40°C, x, = 100%, p; = 150 kPa. Find 7), in °C, and 
Ah, in kJ/kg. 
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52. The only entropy transfers to or from control volumes are 
those accompanying heat transfer. 


53. Heat transfer for internally reversible processes of closed 
systems can be represented as areas on T-s diagrams. 


54. The entropy change between two states of air modeled as 
an ideal gas can be directly read from Tables A-22 and A-22E 
only when the pressure at the two states is the same. 


55. When a system undergoes a Carnot cycle, no entropy is 
produced within the system. 


(b) Т = 10°C, x, = 75%, p; = 1 MPa. Find 75, in °C, and 
Ди, in kJ/kg. 

6.8 Using the appropriate table, determine the indicated 
property for a process in which there is no change in specific 
entropy between state 1 and state 2. 


(a) water, ру = 14.7 Ibf/in2, T; = 500°F, p; = 100 Ibf/in? 
Find T, in °F 

(b) water, Т) = 10°C, x, = 0.75, saturated vapor at state 2. 
Find p; in bar. 

(c) air as an ideal gas, Т = 27°C, p, = 1.5 bar, T; = 127°C. 
Find p; in bar. 

(d) air as an ideal gas, Т = 100°F, p, = 3 atm, p; = 2 atm. 
Find T, in °F 

(e) Refrigerant 134a, T, = 20°C, p, = 5 bar, p; = 1 bar. Find 
v; in m*/kg. 


6.9 Using /T, obtain the property data requested in (a) 
Problem 6.7 (b) Problem 6.8, and compare with data obtained 
from the appropriate table. 


6.10 Propane undergoes a process from state 1, where p, = 1.4 
MPa, T; = 60°C, to state 2, where p; = 1.0 MPa, during which 
the change in specific entropy is s2 — s; = —0.035 kJ/kg - K. 
At state 2, determine the temperature, in ^C, and the specific 
enthalpy, in kJ/kg. 


6.11 Air in a piston-cylinder assembly undergoes a process 
from state 1, where Т = 300 K, p, = 100 kPa, to state 2, 
where Т; = 500 K, p; = 650 kPa. Using the ideal gas model 
for air, determine the change in specific entropy between 
these states, in kJ/kg - K, if the process occurs (a) without 
internal irreversibilities, (b) with internal irreversibilities. 


6.12 Water contained in a closed, rigid tank, initially at 100 Ibf/ 
in.?, 800°Е, is cooled to a final state where the pressure is 
20 Ibf/in.? Determine the change in specific entropy, in Btu/Ib - 
°R, and show the process on sketches of the Т-у and T-s 
diagrams. 


6.13 One-quarter Ibmol of nitrogen gas (№) undergoes а 
process from p, — 20 Ibf/in?, T} = 500°R to p; = 150 Ibf/in? 
For the process W = -500 Btu and О = —125.9 Btu. 
Employing the ideal gas model, determine 


(a) T, in °R. 
(b) the change in entropy, in Btu/°R. 
Show the initial and final states on а 7—s diagram. 
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6.14 Five kg of nitrogen (N;) undergoes a process from p, = 5 
bar, T; - 400 K to p; — 2 bar, Т; - 500 K. Assuming ideal 
gas behavior, determine the change in entropy, in kJ/K, with 


(a) constant specific heats evaluated at 450 K. 
(b) variable specific heats. 


Compare the results and discuss. 


6.15 One kilogram of water contained in a piston-cylinder 
assembly, initially at 160°C, 150 kPa, undergoes an isothermal 
compression process to saturated liquid. For the process, W = 
—471.5 kJ. Determine for the process 


(a) the heat transfer, in kJ. 
(b) the change in entropy, in kJ/K. 


Show the process on a sketch of the 7-5 diagram. 


6.16 One-tenth kmol of carbon monoxide (CO) in a piston- 
cylinder assembly undergoes a process from p, - 150 kPa, 
T, = 300 К to р» = 500 kPa, 7; = 370 К. For the process, 
W = -300 kJ. Employing the ideal gas model, determine 


(a) the heat transfer, in kJ. 
(b) the change in entropy, in kJ/K. 


Show the process on a sketch of the 7—s diagram. 


6.17 Argon in a piston-cylinder assembly is compressed from 
state 1, where Т) = 300 K, V, = 1 mô, to state 2, where T; = 
200 K. If the change in specific entropy is s2 — sı = —0.27 
kJ/kg · К, determine the final volume, in m?. Assume the 
ideal gas model with k — 1.67 


6.18 Steam enters a turbine operating at steady state at 1 MPa, 
200°C and exits at 40°С with a quality of 83%. Stray heat 
transfer and kinetic and potential energy effects are 
negligible. Determine (a) the power developed by the 
turbine, in kJ per kg of steam flowing, (b) the change in 
specific entropy from inlet to exit, in kJ/K per kg of steam 
flowing. 


6.19 Ethylene gas (C2H4) enters a compressor operating at 
steady state at 310 K, 1 bar and is compressed to 600 K, 5 
bar. Assuming the ideal gas model, determine the change in 
specific entropy of the gas from inlet to exit, in kJ/kg - K. 


Analyzing Internally Reversible Processes 


6.20 One kg of water in a piston-cylinder assembly undergoes 
the two internally reversible processes in series shown in 
Fig. P6.20. For each process, determine, in kJ, the heat 
transfer and the work. 


3 T = constant 2 
рз = 1.5 MPa рә = 0.5 MPa 
5 = constant 


ру = 0.1 MPa 
T, = 100°C 








$ 


Fig. P6.20 


6.21 One kg of water in a piston-cylinder assembly undergoes 
the two internally reversible processes in series shown in 
Fig. P6.21. For each process, determine, in kJ, the heat 
transfer and the work. 












3 
T рз = 1.0 MPa 
T; = 400°C 
p = constant 
2 
5 = constant 
15 P= 0.1 MPa 
T, - 1009С 
5 
Fig. P6.21 


6.22 A system consisting of 2 kg of water initially at 160°C, 
10 bar undergoes an internally reversible, isothermal 
expansion during which there is energy transfer by heat into 
the system of 2700 kJ. Determine the final pressure, in bar, 
and the work, in kJ. 


6.23 One Ib of water in a piston-cylinder assembly, initially a 
saturated liquid at 1 atm, undergoes a constant-pressure, 
internally reversible expansion to x — 90%. Determine the 
work and heat transfer, each in Btu. Sketch the process on 
p-v and T-s coordinates. Associate the work and heat 
transfer with areas on these diagrams. 


6.24 A gas within a piston-cylinder assembly undergoes an 
isothermal process at 400 K during which the change in 
entropy is —0.3 kJ/K. Assuming the ideal gas model for the 
gas and negligible kinetic and potential energy effects, 
evaluate the work, in kJ. 


6.25 Water within a piston-cylinder assembly, initially at 10 
Ibf/in.?, 500°Е, undergoes an internally reversible process to 
80 Ibf/in.2, 800°F, during which the temperature varies 
linearly with specific entropy. For the water, determine the 
work and heat transfer, each in Btu/Ib. Neglect kinetic and 
potential energy effects. 


6.26 A gas initially at 2.8 bar апа 60°С is compressed to a final 
pressure of 14 bar in an isothermal internally reversible 
process. Determine the work and heat transfer, each in kJ 
per kg of gas, if the gas is (a) Refrigerant 134a, (b) air as an 
ideal gas. Sketch the process on p-v and T-s coordinates. 


6.27 Nitrogen (N2) undergoes an internally reversible process 
from 6 bar, 247°C during which pv? = constant. The initial 
volume is 0.1 m? and the work for the process is 121.14 kJ. 
Assuming ideal gas behavior, and neglecting kinetic and 
potential energy effects, determine heat transfer, in kJ, and the 
entropy change, in kJ/K. Show the process on a T-s diagram. 


6.28 Air in a piston-cylinder assembly and modeled as an 
ideal gas undergoes two internally reversible processes in 
series from state 1, where 7, = 290 K, p, = 1 bar. 


Process 1-2: Compression to p; = 5 bar during which ру? = 
constant. 


Process 2-3: Isentropic expansion to р; = 1 bar. 


(a) Sketch the two processes in series on 7—s coordinates. 
(b) Determine the temperature at state 2, in K. 
(c) Determine the net work, in kJ/kg. 


6.29 One Ib of oxygen, О», in a piston-cylinder assembly 
undergoes a cycle consisting of the following processes: 


Process 1-2: Constant-pressure expansion from Т) = 450°R, 
pi = 30 Ibf/in? to T; = 1120°R. 


Process 2-3: Compression to Т; = 800°R and р» = 53.3 ІМ/ 
in? with Оз = —60 Btu. 


Process 3-1: Constant-volume cooling to state 1. 


Employing the ideal gas model with c, evaluated at Т), 
determine the change in specific entropy, in Btu/Ib - °R, for 
each process. Sketch the cycle on р-у and T-s coordinates. 


6.30 One-tenth kg of a gas in a piston-cylinder assembly 
undergoes a Carnot power cycle for which the isothermal 
expansion occurs at 800 K. The change in specific entropy 
of the gas during the isothermal compression, which occurs 
at 400 K, is —25 kJ/kg - K. Determine (a) the net work 
developed per cycle, in kJ, and (b) the thermal efficiency. 


6.31 Figure P6.31 provides the T-s diagram of a Carnot 
refrigeration cycle for which the substance is Refrigerant 
134a. Determine the coefficient of performance. 











T CC) 
рз = 16 bar 
0r 
1 2 
s (KJ/kg-K) 
Fig. P6.31 


6.32 Figure P6.32 provides the 7-5 diagram of a Carnot heat 
pump cycle for which the substance is ammonia. Determine 
the net work input required, in kJ, for 50 cycles of operation 
and 0.1 kg of substance. 


6.33 Air in a piston-cylinder assembly undergoes a Carnot 
power cycle. The isothermal expansion and compression 
processes occur at 1400 K and 350 K, respectively. The 
pressures at the beginning and end of the isothermal 
compression are 100 kPa and 500 kPa, respectively. Assuming 
the ideal gas model with с, = 1.005 kJ/kg · К, determine 


(a) the pressures at the beginning and end of the isothermal 
expansion, each in kPa. 
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1 bar 











Fig. P6.32 


(b) the heat transfer and work, in kJ/kg, for each process. 
(c) the thermal efficiency. 


6.34 Water in a piston-cylinder assembly undergoes a Carnot 
power cycle. At the beginning of the isothermal expansion, 
the temperature is 250°C and the quality is 80%. Тһе 
isothermal expansion continues until the pressure is 2 MPa. 
The adiabatic expansion then occurs to a final temperature 
of 175°C. 


(a) Sketch the cycle on T-s coordinates. 

(b) Determine the heat transfer and work, in kJ/kg, for each 
process. 

(c) Evaluate the thermal efficiency. 


Applying the Entropy Balance: Closed Systems 


6.35 One lb of water contained in a piston-cylinder assembly, 
initially saturated vapor at 1 atm, is condensed at constant 
pressure to saturated liquid. Evaluate the heat transfer, in 
Btu, and the entropy production, in Btu/°R, for 


(a) the water as the system. 

(b) an enlarged system consisting of the water and enough 
of the nearby surroundings that heat transfer occurs only at 
the ambient temperature, 80°F. 


Assume the state of the nearby surroundings does not 
change during the process of the water, and ignore kinetic 
and potential energy. 


6.36 Five kg of water contained in a piston-cylinder assembly 
expand from an initial state where Т) = 400°C, p, = 700 kPa 
to a final state where Т; = 200°C, p; = 300 kPa, with no 
significant effects of kinetic and potential energy. The 
accompanying table provides additional data at the two 
states. It is claimed that the water undergoes an adiabatic 
process between these states while developing work. Evaluate 
this claim. 





State Т( С) р(кРа) (тука) u(kj/kg) (kJ/kg) s(kJ/kg * K) 
1 400 700 0.4397 2960.9 32687 7.6350 
2 200 300 0.7160 2650.7 2865.5 7.3115 
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6.37 Two m? of air in a rigid, insulated container fitted with a 
paddle wheel is initially at 293 K, 200 kPa. The air receives 
710 kJ by work from the paddle wheel. Assuming the ideal 
gas model with c, — 0.72 kJ/kg - K, determine for the air (a) 
the mass, in kg, (b) final temperature, in K, and (c) the 
amount of entropy produced, in kJ/K. 


6.38 Carbon dioxide (CO;) gas undergoes a process in a closed 
system from Т) = 100°Е, p, = 20 Ibf/in? to T; = 400? R, p; = 
50 Ibf/in.? The entropy produced due to internal irreversibilities 
during the process is determined to be 0.15 Btu/^R per lb of 
gas. The carbon dioxide can be modeled as an ideal gas. 
Determine if the energy transfer by heat, Q, is positive (into 
the system), negative (out of the system), or zero. 


6.39 Air contained in a rigid, insulated tank fitted with a 
paddle wheel, initially at 1 bar, 330 K and a volume of 1.93 m’, 
receives an energy transfer by work from the paddle wheel 
in an amount of 400 kJ. Assuming the ideal gas model for 
the air, determine (a) the final temperature, in K, (b) the 
final pressure, in bar, and (c) the amount of entropy produced, 
in kJ/K. Ignore kinetic and potential energy. 


6.40 Аш contained in a rigid, insulated tank fitted with a paddle 
wheel, initially at 4 bar, 40°С and a volume of 0.2 mô, is stirred 
until its temperature is 353°C. Assuming the ideal gas model 
with k — 1.4 for the air, determine (a) the final pressure, in 
bar, (b) the work, in kJ, and (c) the amount of entropy 
produced, in kJ/K. Ignore kinetic and potential energy. 


6.41 Air contained in a rigid, insulated tank fitted with a paddle 
wheel, initially at 300 K, 2 bar, and a volume of 2 газ, is stirred 
until its temperature is 500 K. Assuming the ideal gas model 
for the air, and ignoring kinetic and potential energy, 
determine (a) the final pressure, in bar, (b) the work, in kJ, 
and (c) the amount of entropy produced, in kJ/K. Solve using 


(a) data from Table A-22. 
(b) constant c, read from Table A-20 at 400 K. 


Compare the results of parts (a) and (b). 


6.42 А rigid, insulated container fitted with a paddle wheel 
contains 5 Ib of water, initially at 260?F and a quality of 6096. 
The water is stirred until the temperature is 350°F. For the 
water, determine (a) the work, in Btu, and (b) the amount 
of entropy produced, in Btu/°R. 


6.43 Air is compressed adiabatically in a piston-cylinder 
assembly from 1 bar, 300 K to 10 bar, 600 K. The air can be 
modeled as an ideal gas and kinetic and potential energy 
effects are negligible. Determine the amount of entropy 
produced, in kJ/K per kg of air, for the compression. What 
is the minimum theoretical work input, in kJ per kg of air, 
for an adiabatic compression from the given initial state to 
a final pressure of 10 bar? 


6.44 Five kg of carbon dioxide (CO;) gas undergoes a process 
in a well-insulated piston-cylinder assembly from 2 bar, 
280 K to 20 bar, 520 K. If the carbon dioxide behaves as an 
ideal gas, determine the amount of entropy produced, in 
КҮК, assuming 


(a) constant specific heats with с, = 0.939 kJ/kg - К. 
(b) variable specific heats. 


Compare the results of parts (a) and (b). 


6.45 Steam undergoes an adiabatic expansion in a piston- 
cylinder assembly from 100 bar, 360°C to 1 bar, 160°C. What 
is work in kJ per kg of steam for the process? Calculate the 
amount of entropy produced, in kJ/K per kg of steam. What 
is the maximum theoretical work that could be obtained 
from the given initial state to the same final pressure? Show 
both processes on a properly labeled sketch of the 7-5 
diagram. 


6.46 Two kg of air contained in a piston-cylinder assembly аге 
initially at 1.5 bar and 400 К. Can a final state at 6 bar and 
500 K be attained in an adiabatic process? 


6.47 One Ib of Refrigerant 134a contained within a piston- 
cylinder assembly undergoes a process from a state where 
the temperature is 60°F and the refrigerant is saturated 
liquid to a state where the pressure is 140 Ibf/in? and quality 
is 50%. Determine the change in specific entropy of the 
refrigerant, in Btu/Ib - °R. Can this process be accomplished 
adiabatically? 


6.48 Refrigerant 134a contained in a piston-cylinder assembly 
rapidly expands from an initial state where T; = 140°F, pı = 
200 Ibf/in.? to a final state where p; = 5 Ibf/in.? and the 
quality, x», is (a) 9996, (b) 95%. In each case, determine if 
the process can occur adiabatically. If yes, determine the 
work, in Btu/Ib, for an adiabatic expansion between these 
states. If no, determine the direction of the heat transfer. 


6.49 One kg of air contained in a piston-cylinder assembly 
undergoes a process from an initial state where Т) = 300 K, 
v = 0.8 m/kg to a final state where Т, = 420 K, v = 
0.2 m*/kg. Can this process occur adiabatically? If yes, 
determine the work, in kJ, for an adiabatic process between 
these states. If no, determine the direction of the heat 
transfer. Assume the ideal gas model for air. 


6.50 Air as an ideal gas contained within a piston-cylinder 
assembly is compressed between two specified states. In 
each of the following cases, can the process occur 
adiabatically? If yes, determine the work in appropriate 
units for an adiabatic process between these states. If no, 
determine the direction of the heat transfer. 


(a) State 1: ру = 0.1 MPa, Т, = 27°C. State 2: p; = 0.5 MPa, 
Т, = 207°C. Use Table А-22 data. 

(b) State 1: p, = 3 atm, Т) = 80°F State 2: p; = 10 atm, T; = 
240°F. Assume ср = 0.241 Btu/Ib^R. 


6.51 One kg of propane initially at 8 bar and 50°С undergoes 
a process to 3 bar, 20°С while being rapidly expanded in a 
piston-cylinder assembly. Heat transfer between the propane 
and its surroundings occurs at an average temperature of 
35°C. The work done by the propane is measured as 42.4 kJ. 
Kinetic and potential energy effects can be ignored. 
Determine whether it is possible for the work measurement 
to be correct. 


6.52 Figure P6.52 shows a piston-cylinder assembly containing 
20 Ib of water, initially a saturated liquid at 20 Ibf/in? in 
contact with a hot plate. Heat transfer occurs slowly from 
the hot plate to the contents of the cylinder, and the pressure 
of the water remains nearly constant as phase change occurs. 
The process continues until the quality is 80%. There is no 
significant heat transfer across the vertical surface of the 


cylinder or to the piston, and kinetic and potential energy 
effects are negligible. 


(a) For the water as the system, determine the work and 
heat transfer, each in Btu. 

(b) Consider an enlarged system that includes the bottom 
of the piston-cylinder assembly wall in contact with the hot 
plate such that the boundary temperature is 240°F. Neglecting 
any change of state of the cylinder wall material, calculate 
the entropy production for the enlarged system, in Btu/°R. 







p = 20 Ibf/in.? 

m = 2016 

Initially saturated liquid 
хә = 80% 

240?F 


Fig. P6.52 


6.53 A system consisting of 10 Ib of air contained within a 
closed, rigid tank is initially at 1 atm and 600°К. Energy is 
transferred to the system by heat transfer from a thermal 
reservoir at 900°R until the temperature of the air is 800°К. 
During the process, the temperature of the system boundary 
where the heat transfer occurs is 900°К. Using the ideal gas 
model, determine the amount of energy transfer by heat, in 
Btu, and the amount of entropy produced, іп Btu/°R. 


6.54 An inventor claims that the device shown in Fig. P6.54 
generates electricity while receiving a heat transfer at the 
rate of 250 Btu/s at a temperature of 500°К, a second heat 
transfer at the rate of 350 Btu/s at 700°R, and a third at the 
rate of 500 Btu/s at 1000°R. For operation at steady state, 
evaluate this claim. 


6.55 For the silicon chip of Example 2.5, determine the rate of 
entropy production, in kW/K. What is the cause of entropy 
production in this case? 


Turbine 









Turbogenerator 


Steam inlet input shaft 






w = 1800 RPM 
Torque - 16,700 М-т 


Steam exit 
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О, = 250 Btu/s 
T, = 500°R 










Q = 350 Btu/s 


T; = 700°R 


Q3 = 500 Btu/s 
Fig. P6.54 


6.56 Data are provided for steady-state operation of an electric 
motor in Fig. P6.56. Determine for the motor the rate of 
entropy production, in kW/K. Repeat for an enlarged system 
boundary such that the heat transfer occurs in the nearby 
surroundings at T; = 21°F. 








T, = 42.5°С Те= 21°С 
Wetec, in= ll kW ы һап, ош = 1.016 КУ 
О - hA(T;- T.) 
hA = 3.9 W/K 
Fig. P6.56 


6.57 A power plant has а turbogenerator, shown in Fig. P6.57, 
operating at steady state with an input shaft rotating at 1800 
RPM with a torque of 16,700 N - m. The turbogenerator 
produces current at 230 amp with a voltage of 13,000 V. The 
rate of heat transfer between the turbogenerator and its 
surroundings is related to the surface temperature Т, and 
the lower ambient temperature Tọ and is given by 
О = -ҺА(Т,- Тр), where h = 110 W/m? > КА = 32 m’, 
and Tọ = 298 K. 


(a) Determine the temperature Ty, in К. 
(b) For the turbogenerator as the system, determine the rate 
of entropy production, in kW/K. 


Turbogenerator 


Electricity 
Е i = 230 amp 
Voltage = 13,000 V 


Fig. P6.57 
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(c) If the system boundary is located to take in enough of 
the nearby surroundings for heat transfer to take place at | | | 
temperature Те, determine the rate of entropy production, | | | 
іш kW/K, for the enlarged system. | Air Air | => | 
| | | 
| | | 














p» Т; 

















6.58 A 33.8-Ib aluminum bar, initially at 2009, is placed in | [L_______]|_____J zl 
a tank together with 249 Ib of liquid water, initially at 70°F, 











and allowed to achieve thermal equilibrium. The aluminum у; = 12 f? Vg = 10 f? 
bar and water can be modeled as incompressible with РІ = 14.7 Ibf/in? рв = 50 Ibf/in." 
specific heats 0.216 Btu/lb · °R and 0.998 Btu/Ib - °R, Ty, = 40°F Ту = 200°F 


respectively. For the aluminum bar and water as the Fig. P6.63 

system, determine (a) the final temperature, in °F, and 

(b) the amount of entropy produced within the tank, in 6.64 As shown in Fig. P6.64, an insulated box is initially divided 
Btu/^R. Ignore heat transfer between the system and its into halves by a frictionless, thermally conducting piston. On 
surroundings. one side of the piston is 1.5 m? of air at 400 K, 4 bar. On the 
other side is 1.5 m? of air at 400 K, 2 bar. The piston is 
released and equilibrium is attained, with the piston 
experiencing no change of state. Employing the ideal gas 
model for the air, determine 


6.59 In a heat-treating process, a l-kg metal part, initially at 
1075 K, is quenched in a tank containing 100 kg of water, 
initially at 295 K. There is negligible heat transfer between 
the contents of the tank and their surroundings. The metal 


part and water can be modeled as incompressible with (a) the final temperature, in K. 

specific heats 0.5 kJ/kg - K and 4.2 kJ/kg - K, respectively. (b) the final pressure, in bar. 

Determine (a) the final equilibrium temperature after (c) the amount of entropy produced, in kJ/K. 
quenching, in K, and (b) the amount of entropy produced 

within the tank, in kJ/K. масаи Movable piston 


6.60 A 50-Ib iron casting, initially at 700°F, is quenched in a 
tank filled with 2121 lb of oil, initially at 80°F. The iron 
casting and oil can be modeled as incompressible with 





Air 
specific heats 0.10 Btu/lb · ^R, and 0.45 Btu/lb · °R, У = 1.5 m? 
respectively. For the iron casting and oil as the system, p =2 bar 

Т-400К 


determine (а) the final equilibrium temperature, in °F, and 
(b) the amount of entropy produced within the tank, in 
Btu/R. Ignore heat transfer between the system and its 


surroundings. Fig. P6.64 
6.61 A 2.64-kg copper part, initially at 400 K, is plunged into 
a tank containing 4 kg of liquid water, initially at 300 K. 
The copper part and water can be modeled as incompressible 
with specific heats 0.385 kJ/kg > К and 42 kJ/kg - К, 
respectively. For the copper part and water as the system, allowed to fill the entire volume. For the water, determine 


2. (а) the x. 2. 2. іп 2. the final temperature, in °С, and the amount of entropy 
(b) the amount of entropy produced within the tank, in produced, in kJ/K. 


kJ/K. Ignore heat transfer between the system and its 














6.65 A rigid, insulated vessel is divided into two equal-volume „Ж 
compartments connected by a valve. Initially, one 
compartment contains 1 m? of water at 20°С, x = 50%, and 
the other is evacuated. The valve is opened and the water is 


surroundings. 6.66 An insulated vessel is divided into two equal-sizec L 
"i m" . compartments connected by a valve. Initially, one 
6.62 A rigid, insulated vessel is divided into two compartments compartment contains steam at 50 Ibf/in.? and 700°F, and the 
connected by a valve. Initially, one compartment, occupying other is evacuated. The valve is opened and the steam is 
one-third of the total volume, contains air at 500°R, and the allowed tolls the entire volume: Determine 


other is evacuated. The valve is opened and the air is allowed 
to fill the entire volume. Assuming the ideal gas model, 
determine the final temperature of the air, in °R, and the 
amount of entropy produced, іп Btu/°R per lb of air. 6.67 An insulated, rigid tank is divided into two compartments g. 
by a frictionless, thermally conducting piston. One 
compartment initially contains 1 m° of saturated water vapor 
at 4 MPa and the other compartment contains 1 m? of water 
vapor at 20 MPa, 800°C. The piston is released апа 
equilibrium is attained, with the piston experiencing no 
change of state. For the water as the system, determine 


(a) the final temperature, in ^F. 
(b) the amount of entropy produced, in Btu/lb - °R. 


6.63 A rigid, well-insulated tank contains air. A partition in the 
tank separates 12 ft? of air at 14.7 Ibf/in.?, 40°F from 10 ft? 
of air at 50 Ibf/in?, 200°F, as illustrated in Fig. P6.63. The 
partition is removed and air from the two sides mix until a 
final equilibrium state is attained. The air can be modeled 
as an ideal gas, and kinetic and potential energy effects can 
be neglected. Determine the final temperature, in °F, and (a) the final pressure, in MPa. 
pressure, in lbf/in? Calculate the amount of entropy (b) the final temperature, in °С. 
produced, іп Btu/°R. (c) the amount of entropy produced, in kJ/K. 


6.68 A system consisting of air initially at 300 K and 1 bar 
experiences the following two different types of interactions. 
In each case, the system is brought from the initial state to 
a state where the temperature is 500 K, while volume 
remains constant. 


(a) The temperature rise is brought about adiabatically by 
stirring the air with a paddle wheel. Determine the amount 
of entropy produced, in kJ/kg - K. 

(b) The temperature rise is brought about by heat transfer 
from a reservoir at temperature Т. The temperature at the 
system boundary where heat transfer occurs is also 7. Plot 
the amount of entropy produced, in kJ/kg - К, versus T for 
T > 500 К. Compare with the result of (a) and discuss. 


6.69 Consider the solid rod at steady state shown in Fig. P6.69. 
The rod is insulated on its lateral surfaces, but energy transfer 
occurs at the rate О, into the rod at location 1, and energy 
transfer occurs at the rate О; out of the rod at location 2. 
Applying the energy and entropy rate balances to the rod as 
a system, determine which temperature, T; or Т», is greater. 


























Thermal — --- Thermal У 
reservoir at T, МА Ае i reservoir at Т 
Qi [De ON eve: ael Q2 
Fig. P6.69 


6.70 A cylindrical copper rod of base area A and length L is 
insulated on its lateral surface. One end of the rod is in 
contact with a wall at temperature Тр. The other end is in 
contact with a wall at a lower temperature Тс. At steady 
state, the rate at which energy is conducted into the rod from 
the hot wall is 


А KA(Ty — Tc) 
Qu po 
where x is the thermal conductivity of the copper rod. 


(a) For the rod as the system, obtain an expression for the time 
rate of entropy production in terms of A, L, Ty, Тс, and к. 
(b) If Ти = 327°C, Tc = 77°С, к = 04 kW/m - КА = 0.1 m’, 
plot the heat transfer rate Он, in kW, and the time rate of 
entropy production, in kW/K, each versus L ranging from 
0.01 to 1.0 m. Discuss. 


6.71 A closed, rigid tank contains 5 kg of air initially at 300 K, 
1 bar. As illustrated in Fig. P6.71, the tank is in contact with 
a thermal reservoir at 600 K and heat transfer occurs at the 
boundary where the temperature is 600 K. A stirring rod 
transfers 600 kJ of energy to the air. The final temperature 
is 600 K. The air can be modeled as an ideal gas with c, — 
0.733 kJ/kg - K and kinetic and potential energy effects are 
negligible. Determine the amount of entropy transferred into 
the air and the amount of entropy produced, each in kJ/K. 
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This portion of the 
boundary is at temperature T,,, = 600 К 








W = —600 kJ 























— Air initially at 300 K, 1 bar. 
Finally, T; = 600 K 


Fig. P6.71 


6.72 An isolated system of total mass m is formed by mixing 


two equal masses of the same liquid initially at the 
temperatures Т) and Т,. Eventually, the system attains an 
equilibrium state. Each mass is incompressible with constant 
specific heat c. 


(a) Show that the amount of entropy produced is 





EHI 


с = тс м 
(TT) 


(b) Demonstrate that o must be positive. 


6.73 A cylindrical rod of length L insulated on its lateral 


surface is initially in contact at one end with a wall at 
temperature Тн and at the other end with a wall at a lower 
temperature Тс. The temperature within the rod initially 
varies linearly with position z according to 


Ty mi те) 
L & 





T(z) = Тн ( 


The rod is then insulated on its ends and eventually comes 
to a final equilibrium state where the temperature is Тү 
Evaluate Тү in terms of Ty and Tc and show that the amount 
of entropy produced is 


Tc Тн 
а = mc| 1 + ln Tj + T. -— Т, Тс тд = 


where c is the specific heat of the rod. 





6.74 A system undergoing a thermodynamic cycle receives Он 


at temperature 7" and discharges Qc at temperature 7'с. 
There are no other heat transfers. 


(a) Show that the net work developed per cycle is given by 


n P 
c 
Тн 
where с is the amount of entropy produced per cycle owing 
to irreversibilities within the system. 





Wycie = Он ( 
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(b) If the heat transfers Оң and Qc are with hot and cold 
reservoirs, respectively, what is the relationship of T’y to the 
temperature of the hot reservoir Ty and the relationship of 
T'c to the temperature of the cold reservoir Tc? 

(c) Obtain an expression for W.yq- if there are (i) no internal 
irreversibilities, (ii) no internal or external irreversibilities. 


6.75 A thermodynamic power cycle receives energy by heat 
transfer from an incompressible body of mass m and specific 
heat c initially at temperature Ти. The cycle discharges 
energy by heat transfer to another incompressible body of 
mass 7n and specific heat c initially at a lower temperature 
Тс. There are no other heat transfers. Work is developed by 
the cycle until the temperature of each of the two bodies is 
the same. Develop an expression for the maximum theoretical 
amount of work that can be developed, Wmax, in terms of т, 
c, Ty, and То. 


6.76 Тһе temperature of an incompressible substance of mass 
m and specific heat с is reduced from Ty to T (< То by a 
refrigeration cycle. The cycle receives energy by heat transfer 
at T from the substance and discharges energy by heat 
transfer at Tọ to the surroundings. There are no other heat 
transfers. Plot (Wyin/mcTo) versus Т/Т ranging from 0.8 to 
1.0, where W,i, is the minimum theoretical work input 
required. 


6.77 Тһе heat pump cycle shown in Fig. P6.77 operates at 
steady state and provides energy by heat transfer at a rate 
of 15 kW to maintain a dwelling at 22°С when the outside 
temperature is —22°C. The manufacturer claims that the 
power input required for this operating condition is 3.2 kW. 
Applying energy and entropy rate balances evaluate this 
claim. 


Tinside = 22°С Toutside = —22°C 


Муде = 3.2 kW 











Fig. P6.77 


E on As shown in Fig. P6.78, a turbine is located between two 

^ tanks. Initially, the smaller tank contains steam at 3.0 MPa, 

280°C and the larger tank is evacuated. Steam is allowed to 

flow from the smaller tank, through the turbine, and into the 

larger tank until equilibrium is attained. If heat transfer with 

the surroundings is negligible, determine the maximum 
theoretical work that can be developed, in kJ. 


Initially: steam 
at 3.0 MPa, 2809С 








Initially evacuated 


1000 m3 























Fig. P6.78 


Applying the Entropy Balance: Control Volumes 


6.79 Air enters a turbine operating at steady state at 8 bar, 1400 К 
and expands to 0.8 bar. The turbine is well insulated, and kinetic 
and potential energy effects can be neglected. Assuming ideal 
gas behavior for the air, what is the maximum theoretical work 
that could be developed by the turbine in kJ per kg of air flow? 


6.80 Water at 20 bar, 400°C enters a turbine operating at steady 
state and exits at 15 bar. Stray heat transfer and kinetic and 
potential energy effects are negligible. A hard-to-read data sheet 
indicates that the quality at the turbine exit is 98%. Can this 
quality value be correct? If no, explain. If yes, determine the 
power developed by the turbine, in kJ per kg of water flowing. 


6.81 Air enters a compressor operating at steady state at 15 
Ibf/in., 80°F and exits at 4009Е. Stray heat transfer and 
kinetic and potential energy effects are negligible. Assuming 
the ideal gas model for the air, determine the maximum 
theoretical pressure at the exit, in Ibf/in? 


6.82 Propane at 0.1 MPa, 20°С enters an insulated compressor 
operating at steady state and exits at 0.4 MPa, 90*C. 
Neglecting kinetic and potential energy effects, determine 


(a) the power required by the compressor, in kJ per kg of 
propane flowing. 

(b) the rate of entropy production within the compressor, in 
kJ/K per kg of propane flowing. 


6.83 By injecting liquid water into superheated steam, the 
desuperheater shown in Fig. P6.83 has a saturated vapor 
stream at its exit. Steady-state operating data are provided in 
the accompanying table. Stray heat transfer and all kinetic and 
potential energy effects are negligible. (a) Locate states 1, 2, 
and 3 on a sketch of the 7—s diagram. (b) Determine the rate 
of entropy production within the desuperheater, in kW/K. 





State p(MPa) T(C) v x 10'(m'/kg) u(kJ/kg) h(kJ/kg) s(kJ/kg - K) 
1 27 40 1.0066 1672 169.9 0.5714 
2 27 300 91.01 27570 30028 6.6001 
3 2.5 sat. уар. 79.98 2603.1 28031 6.2575 

1 Desuperheater 
Liquid P 






Saturated 
vapor 


Superheated 
vapor 





то = 0.28 kg/s 
Fig. P6.83 


6.84 An inventor claims that at steady state the device shown 
in Fig. P6.84 develops power from entering and exiting 
streams of water at a rate of 1174.9 kW. The accompanying 
table provides data for inlet 1 and exits 3 and 4. The pressure 
at inlet 2 is 1 bar. Stray heat transfer and kinetic and potential 
energy effects are negligible. Evaluate the inventor's claim. 


State m(kg/s) p(bar) TCC) v(m'/kg) u(kJ/kg) h(kJ/kg) s(kJ/kg > K) 














1 4 1 450 3.334 3049.0 3382.4 8.6926 
3 5 2 200 1.080 2654.4 2870.5 7.5066 
4 3 4 400 0.773 2964.4 3273.4 7.8985 
Power out = 1174.9 kW 
cfs 
___ == ____ 
1 3 
— и — 
2 4 
— и — 
рә = 1 bar 
Fig. P6.84 


6.85 An inventor claims to have developed a device requiring 
no work or heat transfer input yet able to produce hot and 
cold air streams at steady state. Data claimed by the inventor 
are shown on the control volume in Fig. P6.85. The ideal gas 
model can be used for the air, and kinetic and potential 
energy effects can be neglected. Evaluate this claim. 


Wey 
Air at 
т | 60°С, 2.7 Баг 
| i2 
| 
| 
| 




















— 
] 
1 | 
—— І 
Air at | | 3 
20°С, 3 bar ! — 
| І Air at 
E ! ОС, 2.7 bar 
Fig. P6.85 
1 
Шаша 
water 
Ті = 20°С 
ру = 0.3 МРа 


m, = 6.37 kg/min 


Superheated 
vapor 
Т, = 200°C 
рә = 0.3 MPa 
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6.86 Steam enters a well-insulated nozzle operating at steady 
state at 1000°F, 500 Ibf/in? and a velocity of 10 ft/s. At the 
nozzle exit, the pressure is 14.7 Ibf/in.? and the velocity is 
4055 ft/s. Determine the rate of entropy production, in ВИШЕ 
per Ib of steam flowing. 


6.87 Air at 400 kPa, 970 K enters a turbine operating at steady 
state and exits at 100 kPa, 670 K. Heat transfer from the turbine 
occurs at an average outer surface temperature of 315 K at the 
rate of 30 kJ per kg of air flowing. Kinetic and potential energy 
effects are negligible. For air as an ideal gas with с, = 1.1 kJ/ 
kg - K, determine (a) the rate power is developed, in kJ per 
kg of air flowing, and (b) the rate of entropy production within 
the turbine, in kJ/K per kg of air flowing. 


6.88 An open feedwater heater is a direct-contact heat exchanger 
used in vapor power plants. Shown in Fig. P6.88 are operating 
data for an open feedwater heater with Н;О as the working 
fluid operating at steady state. Ignoring stray heat transfer 
from the outside of the heat exchanger to its surroundings 
and kinetic and potential energy effects, determine the rate 
of entropy production, in kW/K. 























рэ = З Баг 
х = 0.92 
2 
рз = З bar 
Saturated liquid ру = З bar 
my = 80 kg/s Open T; = 36°C 
=1——— feedwater <a 
3 heater 1 
Fig. P6.88 


6.89 By injecting liquid water into superheated vapor, the 
de-superheater shown in Fig. P6.89 has a saturated vapor stream 
at its exit. Steady-state operating data are shown on the figure. 
Ignoring stray heat transfer and kinetic and potential energy 
effects, determine (a) the mass flow rate of the superheated 
vapor stream, in kg/min, and (b) the rate of entropy production 
within the desuperheater, in kW/K. 


Desuperheater 


0 
Saturated 
vapor 


рз = 0.3 MPa 


Fig. P6.89 
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6.90 Air at 600 kPa, 330 K enters a well-insulated, horizontal 
pipe having a diameter of 1.2 cm and exits at 120 kPa, 300 K. 
Applying the ideal gas model for air, determine at steady state 
(a) the inlet and exit velocities, each in m/s, (b) the mass flow 
rate, in kg/s, and (c) the rate of entropy production, in kW/K. 


6.91 Air at 200 kPa, 522С, and a velocity of 355 m/s enters an 
insulated duct of varying cross-sectional area. The air exits 
at 100 kPa, 82?C. At the inlet, the cross-sectional area is 
6.57 cm’. Assuming the ideal gas model for the air, determine 


(a) the exit velocity, in m/s. 
(b) the rate of entropy production within the duct, in kW/K. 


6.92 For the computer of Example 4.8, determine the rate of 
entropy production, in W/K, when air exits at 32°С. Ignore 
the change in pressure between the inlet and exit. 


6.93 Electronic components are mounted on the inner surface 
of a horizontal cylindrical duct whose inner diameter is 0.2 m, 
as shown in Fig. P6.93. To prevent overheating of the 
electronics, the cylinder is cooled by a stream of air flowing 
through it and by convection from its outer surface. Air 
enters the duct at 25°С, 1 bar and a velocity of 0.3 m/s and 
exits at 40°С with negligible changes in kinetic energy and 
pressure. Convective cooling occurs on the outer surface to 
the surroundings, which are at 25°C, in accord with hA = 3.4 
W/K, where h is the heat transfer coefficient and A is the 
surface area. The electronic components require 0.20 kW of 
electric power. For a control volume enclosing the cylinder, 
determine at steady state (a) the mass flow rate of the air, 
in kg/s, (b) the temperature on the outer surface of the duct, 


Convection cooling on outer surface, 
hA - 3.4 W/K, surroundings at 259С 







Air 
р — 
Т, = 25°С T, = 40°С 
р = 1 Баг 2 рә = 1 Баг 
V1 = 0.3 m/s 
Dj202m = Electronic components 
+ mounted on inner surface 
Fig. P6.93 
О, = 800 kW 
T, = 1000 К 
. 4 
Air 
Тд = 500 К 
т = 2 kg/s 


Та = 400 K 


О» = 200 kW 





in ^C, and (c) the rate of entropy production, in W/K. Assume 
the ideal gas model for air. 


6.94 Air enters a turbine operating at steady state at 500 kPa, 
860 K and exits at 100 kPa. A temperature sensor indicates 
that the exit air temperature is 460 K. Stray heat transfer 
and kinetic and potential energy effects are negligible, and 
the air can be modeled as an ideal gas. Determine if the exit 
temperature reading can be correct. It yes, determine the 
power developed by the turbine for an expansion between 
these states, in kJ per kg of air flowing. If no, provide an 
explanation with supporting calculations. 


6.95 Figure P6.95 provides steady-state test data for a control 
volume in which two entering streams of air mix to form a 
single exiting stream. Stray heat transfer and kinetic and 
potential energy effects are negligible. A hard-to-read 
photocopy of the data sheet indicates that the pressure of 
the exiting stream is either 1.0 MPa or 1.8 MPa. Assuming 
the ideal gas model for air with cy — 1.02 kJ/kg - K, determine 
if either or both of these pressure values can be correct. 


Tı = 800 К 

ру = 1.8 MPa | 

my -lkgs -->| 
І 

Т,-650К --->і 

рә = 1.0 MPa | 

т; = 2 kg/s 


Fig. Р6.95 


Di eti Woy = 0 









6.96 Students in a laboratory are studying air flowing at steady 
state through a horizontal insulated duct. One student group 
reports the measured pressure, temperature, and velocity at one 
location in the duct as 0.95 bar, 67°C, and 75 m/s, respectively. 
The group reports the following values at another location in 
the duct: 0.8 bar, 22°C, and 310 m/s. The group neglected to note 
the direction of flow on the data sheet, however. Using the data 
provided, determine the direction of flow. 


6.97 An inventor has provided the steady-state operating data 
shown in Fig. P6.97 for a cogeneration system producing power 
and increasing the temperature of a stream of air. The system 
receives and discharges energy by heat transfer at the rates 


Ò, = 108 kW 


Т,-540К 


Power - 500 kW 


Air 
T; = 600 K 
P5= Pa 


Fig. P6.97 


L. 


and temperatures indicated on the figure. АП heat transfers are 
in the directions of the accompanying arrows. The ideal gas 
model applies to the air. Kinetic and potential energy effects 
are negligible. Using energy and entropy rate balances, evaluate 
the thermodynamic performance of the system. 


6.98 Steam at 550 Ibf/in?, 700°F enters а turbine operating 


at steady state and exits at 1 Ibf/in? The turbine produces 
500 hp. For the turbine, heat transfer is negligible as are 
kinetic and potential energy effects. 


(a) Determine the quality of the steam at the turbine exit, 
the mass flow rate, in 16/5, and the entropy production rate, 
in Btu/s - °R, if the turbine operates without internal 
irreversibilities. 

(b) Plot the mass flow rate, in Ib/s, and the entropy production 
rate, in Btu/s - °R, for exit qualities ranging from the value 
calculated in part (a) to 1. 


6.99 Ammonia enters the compressor of an industrial 


refrigeration plant at 2 bar, —10°C with a mass flow rate of 
15 kg/min and is compressed to 12 bar, 140°C. Heat transfer 
occurs from the compressor to its surroundings at a rate of 
6 kW. For steady-state operation with negligible kinetic and 
potential energy effects, determine (a) the power input to 
the compressor, in kW, and (b) the rate of entropy production, 
in kW/K, for a control volume enclosing the compressor and 
its immediate surroundings such that the heat transfer occurs 
at 300 K. 


6.100 Refrigerant 22 in a refrigeration system enters one side 


of a counterflow heat exchanger at 12 bar, 28°С. Тһе 
refrigerant exits at 12 bar, 20°C. A separate stream of R-22 
enters the other side of the heat exchanger as saturated 
vapor at 2 bar and exits as superheated vapor at 2 bar. The 
mass flow rates of the two streams are equal. Stray heat 
transfer from the heat exchanger to its surroundings and 
kinetic and potential energy effects are negligible. Determine 
the entropy production in the heat exchanger, in kJ/K per 
kg of refrigerant flowing. What gives rise to the entropy 
production in this application? 


6.101 Air at 500 kPa, 500 K and a mass flow of 600 kg/h enters 


a pipe passing overhead in a factory space. At the pipe exit, 
the pressure and temperature of the air are 475 kPa and 450 K, 
respectively. Air can be modeled as an ideal gas with К = 1.39. 
Kinetic and potential energy effects can be ignored. 
Determine at steady state, (a) the rate of heat transfer, in 
kW, for a control volume comprising the pipe and its 
contents, and (b) the rate of entropy production, in kW/K, 
for an enlarged control volume that includes the pipe and 
enough of its surroundings that heat transfer occurs at the 
ambient temperature, 300 K. 


6.102 Steam enters a turbine operating at steady state at 


6 MPa, 600°C with а mass flow rate of 125 kg/min and exits 
as saturated vapor at 20 kPa, producing power at a rate of 
2 MW. Kinetic and potential energy effects can be ignored. 
Determine (a) the rate of heat transfer, in kW, for a control 
volume including the turbine and its contents, and (b) the 
rate of entropy production, in kW/K, for an enlarged control 
volume that includes the turbine and enough of its 
surroundings that heat transfer occurs at the ambient 
temperature, 27°С. 
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6.103 Refrigerant 134a is compressed from 2 bar, saturated 


vapor, to 10 bar, 90°С in a compressor operating at steady 
state. The mass flow rate of refrigerant entering the 
compressor is 7 kg/min, and the power input is 10.85 kW. 
Kinetic and potential energy effects can be neglected. 


(a) Determine the rate of heat transfer, in kW. 

(b) If the heat transfer occurs at an average surface 
temperature of 50°С, determine the rate of entropy 
production, in kW/K. 

(c) Determine the rate of entropy production, in kW/K, for 
an enlarged control volume that includes the compressor 
and its immediate surroundings such that the heat transfer 
occurs at 300 K. 


Compare the results of parts (b) and (c) and discuss. 


6.104 Nitrogen (N2) enters a well-insulated diffuser operating 


at steady state at 0.656 bar, 300 K with a velocity of 282 m/s. 
The inlet area is 4.8 x 1073 те. At the diffuser exit, the 
pressure is 0.9 bar and the velocity is 130 m/s. The nitrogen 
behaves as an ideal gas with k — 1.4. Determine the exit 
temperature, in K, and the exit area, in m°. For a control 
volume enclosing the diffuser, determine the rate of entropy 
production, in kJ/K per kg of nitrogen flowing. 


6.105 Refrigerant 22 enters the heat exchanger of an air- 


conditioning system at 80 Ibf/in.? with a quality of 0.2. The 
refrigerant stream exits at 80 Ibf/in2, 60°F. Air flows in 
counterflow through the heat exchanger, entering at 14.9 Ibf/ 
in.”, 80°F, with a volumetric flow rate of 100,000 ft?/min and 
exiting at 14.5 Ibf/in.’, 65°F. Operation is at steady state, stray 
heat transfer from the outside of the heat exchanger to the 
surroundings can be neglected, and kinetic and potential 
energy effects are negligible. Assuming ideal gas behavior 
for the air, determine the rate of entropy production in the 
heat exchanger, in Btu/min - ^R. 


6.106 Saturated water vapor at 100 kPa enters a counterflow 


heat exchanger operating at steady state and exits at 20°С 
with a negligible change in pressure. Ambient air at 275 K, 
1 atm enters in a separate stream and exits at 290 K, 1 
atm. The air mass flow rate is 170 times that of the water. 
The air can be modeled as an ideal gas with c, — 1.005 
kJ/kg - K. Kinetic and potential energy effects can be 
ignored. 


(a) For a control volume enclosing the heat exchanger, 
evaluate the rate of heat transfer, in kJ per kg of water 
flowing. 

(b) For an enlarged control volume that includes the heat 
exchanger and enough of its immediate surroundings that 
heat transfer from the control volume occurs at the ambient 
temperature, 275 K, determine the rate of entropy production, 
in kJ/K per kg of water flowing. 


6.107 Figure P6.107 shows data for a portion of the ducting in 


a ventilation system operating at steady state. The ducts are 
well insulated and the pressure is very nearly 1 atm 
throughout. Assuming the ideal gas model for air with с, — 
0.24 Btu/lb - ^R, and ignoring kinetic and potential energy 
effects, determine (a) the temperature of the air at the exit, 
in °F, (b) the exit diameter, іп ft, and (c) the rate of entropy 
production within the duct, in Btu/min - °R. 
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D,=4 ft 
V, = 400 ft/min 







3 V3 = 400 ft/min 





2 2 2 Т» =? 
us oe Insulation D. 

(АУ), = 2000 ft°/min 3-7: 

V» = 600 ft/min 

T> = 40°Е 


Fig. P6.107 


6.108 Air flows through an insulated circular duct having a 
diameter of 2 cm. Steady-state pressure and temperature 
data obtained by measurements at two locations, denoted as 
1 and 2, are given in the accompanying table. Modeling air 
as an ideal gas with с, — 1.005 kJ/kg > K, determine (a) the 
direction of the flow, (b) the velocity of the air, in m/s, at 
each of the two locations, and (c) the mass flow rate of the 
air, in kg/s. 





Measurement location 1 2 
Pressure (kPa) 100 500 
Temperature (°С) 20 50 


flow rate of air entering the compressor, in kg/s, the 
temperature of the air exiting the regenerator at state 5, in К, 
and the rates of entropy production in the compressor and 
regenerator, in kW/K. 


6.111 Figure P6.111 shows several components in series, all 


operating at steady state. Liquid water enters the boiler at 
60 bar. Steam exits the boiler at 60 bar, 540°C and undergoes 
a throttling process to 40 bar before entering the turbine. 
Steam expands adiabatically through the turbine to 5 bar, 
240°C, and then undergoes a throttling process to 1 bar 
before entering the condenser. Kinetic and potential energy 
effects can be ignored. 


(a) Locate each of the states 2-5 on a sketch of the T-s 
diagram. 

(b) Determine the power developed by the turbine, in kJ 
per kg of steam flowing. 

(c) For the valves and the turbine, evaluate the rate of 
entropy production, each in kJ/K per kg of steam flowing. 
(d) Using the result of part (c), place the components in 
rank order, beginning with the component contributing the 
most to inefficient operation of the overall system. 

(e) If the goal is to increase the power developed per kg of 
steam flowing, which of the components (if any) might be 
eliminated? Explain. 






6.109 Determine the rates of entropy production, in Btu/min - ^R, 
for the steam generator and turbine of Example 4.10. 
Identify the component that contributes more to inefficient 


22.2 рә = 60 bar 


Liquid water, Т, = 540°С 


Pi = 60 bar 


operation of the overall system. 


6.110 Figure P6.110 shows an air compressor and regenerative 
heat exchanger in a gas turbine system operating at steady 
state. Air flows from the compressor through the 
regenerator, and a separate stream of air passes though the 
regenerator in counterflow. Operating data are provided on 
the figure. Stray heat transfer to the surroundings and 
kinetic and potential energy effects can be neglected. The 
compressor power input is 6700 kW. Determine the mass 


Air in 
T4=780K 
p4= 1 bar 

















Морда = 6700 kW 


Ту = 300 К 
ру = 1 bar 


Fig. P6.110 
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6.112 Air as an ideal gas flows through the turbine and heat 


exchanger arrangement shown in Fig. P6.112. Steady-state 
data are given on the figure. Stray heat transfer and 
kinetic and potential energy effects can be ignored. 
Determine 


(a) temperature 73, in K. 

(b) the power output of the second turbine, in kW. 

(c) the rates of entropy production, each in kW/K, for the 
turbines and heat exchanger. 

(d) Using the result of part (c), place the components in 
rank order, beginning with the component contributing most 
to inefficient operation of the overall system. 


W; = 10,000 kW 





T; = 1400 К 

ру = 20 bar 
6 Heat exchanger 
Tg = 1200 K 
рб = 1 bar 


6.113 A rigid, insulated tank whose volume is 10 L is initially 
evacuated. A pinhole leak develops and air from the 
surroundings at 1 bar, 25°C enters the tank until the pressure 
in the tank becomes 1 bar. Assuming the ideal gas model 
with k — 1.4 for the air, determine (a) the final temperature 
in the tank, in “С, (b) the amount of air that leaks into the 
tank, in g, and (c) the amount entropy produced, in J/K. 


6.114 An insulated, rigid tank whose volume is 0.5 m? is 
connected by a valve to a large vessel holding steam at 40 
bar, 500°C. The tank is initially evacuated. The valve is 
opened only as long as required to fill the tank with steam 
to a pressure of 20 bar. Determine (a) the final temperature 
of the steam in the tank, in °С, (b) the final mass of the 
steam in the tank, in kg, and (c) the amount of entropy 
produced, in kJ/K. 


6.115 A tank of volume 1 m? initially contains steam at 60 bar, 
320°C. Steam is withdrawn slowly from the tank until the 
pressure drops to 15 bar. An electric resistor in the tank 
transfers energy to the steam maintaining the temperature 
constant at 320°C during the process. Neglecting kinetic and 
potential energy effects, determine the amount of entropy 
produced, in kJ/K. 


6.116 A two-phase liquid-vapor mixture of Refrigerant 134a 
is held in a large storage tank at 100 ЊЕп., 50°F, as 
illustrated in Fig. P6.114. A technician fills a 3.5-ft? cylinder 
that is initially evacuated to take on a service call. The 
technician opens a valve and lets refrigerant from the storage 
tank flow into the cylinder until the pressure gage on the 
cylinder reads 25.5 Ibf/in? (gage). The surrounding 
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100 Ibf/in.? 
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У ~ 3.5 f 


Fig. P6.116 
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5 ps = 1.35 bar 
ms = 1200 kg/min 


in Fig. P6.112 


atmospheric pressure is 14.5 lbf/in? Assuming no heat 
transfer and neglecting kinetic and potential energy effects, 
determine the final mass of refrigerant in the cylinder, in Ib, 
and the amount of entropy produced, in Btu/°R. 


6.117 А 180-ft* tank initially filled with air at 1 atm and 70°F 
is evacuated by a device known as a vacuum pump, while 
the tank contents are maintained at 70?F by heat transfer 
through the tank walls. The vacuum pump discharges air to 
the surroundings at the temperature and pressure of the 
surroundings, which are 1 atm and 70°F, respectively. 
Determine the minimum theoretical work required, in Btu. 


Using Isentropic Processes/Efficiencies 


6.118 Air in a piston-cylinder assembly expands isentropically 
from T, = 1800°R, p, = 20 Ibf/in2, to p; = 2000 Ibf/in? 
Assuming the ideal gas model, determine the temperature 
at state 2, in °R, using (a) data from Table A-22E, and (b) a 
constant specific heat ratio, К = 1.4. Compare the values 
obtained in parts (a) and (b) and comment. 


6.119 Air in a piston-cylinder assembly is compressed 
isentropically from state 1, where Т) = 35°С, to state 2, 
where the specific volume is one-tenth of the specific volume 
at state 1. Applying the ideal gas model with k — 14, 
determine (a) 75, іп °C and (b) the work, in kJ/kg. 


6.120 Steam undergoes an isentropic compression in an 
insulated piston-cylinder assembly from an initial state 
where T, = 120°С, p, = 1 bar to a final state where the 
pressure p; = 100 bar. Determine the final temperature, in 
*C, and the work, in kJ per kg of steam. 


6.121 Propane undergoes an isentropic expansion from an 
initial state where Т) = 40°С, p, = 1 MPa to a final state 
where the temperature and pressure are 75, p», respectively. 
Determine 


(а) p», in kPa, when T; = —40°C. 
(b) Т», in °C, when p; = 0.8 MPa. 


6.122 Argon in a piston-cylinder assembly is compressed 
isentropically from state 1, where p, = 150 kPa, T; = 35°C, 
to state 2, where p; - 300 kPa. Assuming the ideal gas model 
with k = 1.67 determine (а) Т, in °C, and (b) the work, in 
kJ per kg of argon. 


с. 
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6.123 Air within a piston-cylinder assembly, initially at 12 bar, 
620 K, undergoes an isentropic expansion to 1.4 bar. 
Assuming the ideal gas model for the air, determine the final 
temperature, in K, and the work, in kJ/kg. Solve two ways: 
using (a) data from Table A-22 and (b) k = 14. 


6.124 Air within a piston-cylinder assembly, initially at 30 Ibf/ 
in, 510^R, and a volume of 6 f, is compressed isentropically 
to a final volume of 1.2 2, Assuming the ideal gas model 
with k = 1.4 for the air, determine the (a) mass, in lb, 
(b) final pressure, in Ibf/in.?, (c) final temperature, in °R, and 
(d) work, in Btu. 


6.125 Air contained in a piston-cylinder assembly, initially at 
4 bar, 600 K and a volume of 0.43 m?, expands isentropically 
to a pressure of 1.5 bar. Assuming the ideal gas model for 
the air, determine the (a) mass, in kg, (b) final temperature, 
in K, and (c) work, in kJ. 


6.126 Carbon dioxide (CO;) expands isentropically in a 
piston-cylinder assembly from p, = 200 Ibf/in?, Т, = 800°R 
to a final specific volume of v; = 1.8 ft?/Ib. Determine the 
work, in Btu per Ib of carbon dioxide, assuming the ideal gas 
model with 


(a) constant specific heat evaluated at 600°R. 
(b) variable specific heat using data from IT: Interactive 
Thermodynamics. 


6.127 Air in a piston-cylinder assembly is compressed 
isentropically from an initial state where 7) - 340 K to a 
final state where the pressure is 90% greater than at state 1. 
Assuming the ideal gas model, determine (a) T, in K, and 
(b) the work, in kJ/kg. 


6.128 A rigid, insulated tank with a volume of 20 m? is filled 
initially with air at 10 bar, 500 K. A leak develops, and air 
slowly escapes until the pressure of the air remaining in the 
tank is 5 bar. Employing the ideal gas model with k — 1.4 
for the air, determine the amount of mass remaining in the 
tank, in kg, and its temperature, in K. 


6.129 А rigid, insulated tank with a volume of 21.61 ft? is filled 
initially with air at 110 Ibf/in.?, 535°R. A leak develops, and 
air slowly escapes until the pressure of the air remaining in 
the tank is 15 Ibf/in? Employing the ideal gas model with 
k — 14 for the air, determine the amount of mass remaining 
in the tank, in lb, and its temperature, in ^R. 


6.130 The accompanying table provides steady-state data for 
an isentropic expansion of steam through a turbine. For a 
mass flow rate of 2.55 kg/s, determine the power developed 
by the turbine, in MW. Ignore the effects of potential energy. 





p(bar) T(*C) V(m/s) h(kJ/kg) s(kJ/kg - K) 
Inlet 10 300 25 3051.1 7.1214 
Exit 1.5 == 100 7.1214 


6.131 Water vapor enters a turbine operating at steady state 
at 1000°F, 140 Ibf/in?, with a volumetric flow rate of 21.6 ft’/s, 
and expands isentropically to 2 Ibf/in? Determine the power 
developed by the turbine, in hp. Ignore kinetic and potential 
energy effects. 


6.132 Refrigerant 22 enters a compressor operating at steady 
state as saturated vapor at 10 bar and is compressed 
adiabatically in an internally reversible process to 16 bar. 


Ignoring kinetic and potential energy effects, determine the 
required mass flow rate of refrigerant, in kg/s, if the 
compressor power input is 6 kW. 


6.133 Figure P6.133 shows a simple vapor power cycle 
operating at steady state with water as the working fluid. 
Data at key locations are given on the figure. Flow through 
the turbine and pump occurs isentropically. Flow through 
the steam generator and condenser occurs at constant 
pressure. Stray heat transfer and kinetic and potential energy 
effects are negligible. Sketch the four processes of this cycle 
in series оп a T-s diagram. Determine the thermal efficiency. 
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Fig. P6.133 


6.134 The accompanying table provides steady-state data for 
steam expanding adiabatically though a turbine. The states 
are numbered as in Fig. 6.11. Kinetic and potential energy 
effects can be ignored. Determine for the turbine (a) the 
work developed per unit mass of steam flowing, in kJ/kg, (b) 
the amount of entropy produced per unit mass of steam 
flowing, in kJ/kg - K, and (c) the isentropic turbine efficiency. 





State p(bar) T(°C) X(%) h(kJ/kg) s(kJ/kg - K) 
1 10 300 = 3051 7.121 
2s 0.10 45.81 86.3 — 7421 
2 0.10 45.81 90.0 = 7.500 


6.135 The accompanying table provides steady-state data for 
steam expanding adiabatically with a mass flow rate of 4 Ib/s 
through a turbine. Kinetic and potential energy effects can 
be ignored. Determine for the turbine (a) the power 
developed, in hp, (b) the rate of entropy production, in 
hp/°R, and (c) the isentropic turbine efficiency. 





p(Ibf/in?) ТЕ)  u(Btu/Ib)  h(Btu/Ib) 5(віш/ІҺ - °R) 
Inlet 140 1000 1371.0 159120) 1.8827 
Exit 2 270 1101.4 1181.7 2.0199 


6.136 Water vapor at 800 Ibf/in?, 1000°F enters a turbine 
operating at steady state and expands adiabatically to 2 Ibf/ 
in, developing work at a rate of 490 Btu per Ib of vapor 


flowing. Determine the condition at the turbine exit: two- 
phase liquid-vapor or superheated vapor? Also, evaluate the 
isentropic turbine efficiency. Kinetic and potential energy 
effects are negligible. 


6.137 Air at 1600 K, 30 bar enters a turbine operating at 
steady state and expands adiabatically to the exit, where the 
temperature is 830 K. If the isentropic turbine efficiency is 
90%, determine (a) the pressure at the exit, in bar, and (b) 
the work developed, in kJ per kg of air flowing. Assume 
ideal gas behavior for the air and ignore kinetic and potential 
energy effects. 


6.138 Water vapor at 5 bar, 320°C enters a turbine operating 
at steady state with a volumetric flow rate of 0.65 m?/s and 
expands adiabatically to an exit state of 1 bar, 160°C. Kinetic 
and potential energy effects are negligible. Determine for 
the turbine (a) the power developed, in kW, (b) the rate of 
entropy production, in kW/K, and (c) the isentropic turbine 
efficiency. 


6.139 Air at 1175 К, 8 bar enters a turbine operating at steady 
state and expands adiabatically to 1 bar. The isentropic 
turbine efficiency is 92%. Employing the ideal gas model 
with k — 14 for the air, determine (a) the work developed 
by the turbine, in kJ per kg of air flowing, and (b) the 
temperature at the exit, in K. Ignore kinetic and potential 
energy effects. 


6.140 Water vapor at 10 MPa, 600*C enters a turbine operating 
at steady state with a volumetric flow rate of 0.36 m/s and 
exits at 0.1 bar and a quality of 92%. Stray heat transfer and 
kinetic and potential energy effects are negligible. Determine 
for the turbine (a) the mass flow rate, in kg/s, (b) the power 
developed by the turbine, in MW, (c) the rate at which 
entropy is produced, in kW/K, and (d) the isentropic turbine 
efficiency. 


6.141 Air modeled as an ideal gas enters a turbine operating 
at steady state at 1040 K, 278 kPa and exits at 120 kPa. The 
mass flow rate is 5.5 kg/s, and the power developed is 1120 kW. 
Stray heat transfer and kinetic and potential energy effects 
are negligible. Assuming k - 14, determine (a) the 
temperature of the air at the turbine exit, in K, and (b) the 
isentropic turbine efficiency. 


6.142 Water vapor at 1000°F, 140 Ibf/in. enters a turbine 
operating at steady state and expands to 2 Ibf/in.’, 150°F. 
Stray heat transfer and kinetic and potential energy effects 
are negligible. Determine the actual work and the maximum 
theoretical work that could be developed for a turbine with 
the same inlet state and exit pressure, in Btu per Ib of water 
vapor flowing. 


6.143 Water vapor at 6 MPa, 600*C enters a turbine operating 
at steady state and expands to 10 kPa. The mass flow rate is 
2 kg/s, and the power developed is 2626 kW. Stray heat 
transfer and kinetic and potential energy effects are 
negligible. Determine (a) the isentropic turbine efficiency 
and (b) the rate of entropy production within the turbine, 
in kW/K. 


6.144 Water vapor at 5MPa, 320°C enters a turbine operating 
at steady state and expands to 0.1 bar.” The mass flow rate 
is 2.52 kg/s, and the isentropic turbine efficiency is 92%. 
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Stray heat transfer and kinetic and potential energy effects 
are negligible. Determine the power developed by the 
turbine, in kW. 


6.145 Air enters the compressor of a gas turbine power plant 
operating at steady state at 290 К, 100 kPa and exits at 330 kPa. 
Stray heat transfer and kinetic and potential energy effects 
are negligible. The isentropic compressor efficiency is 90.3%. 
Using the ideal gas model for air, determine the work input, 
in kJ per kg of air flowing. 


6.146 Oxygen (O;) at 25°С, 100 kPa enters a compressor 
operating at steady state and exits at 260°С, 650 kPa. Stray 
heat transfer and kinetic and potential energy effects are 
negligible. Modeling the oxygen as an ideal gas with k — 
1.379, determine the isentropic compressor efficiency and 
the work in kJ per kg of oxygen flowing. 


6.147 Air at 290 K, 100 kPa enters a compressor operating at 
steady state and is compressed adiabatically to an exit state 
of 420 K, 330 kPa. The air is modeled as an ideal gas, and 
kinetic and potential energy effects are negligible. For the 
compressor, (a) determine the rate of entropy production, in 
КҮК per kg of air flowing, and (b) the isentropic compressor 
efficiency. 


6.148 Carbon dioxide (СО, at 1 bar, 300 К enters a compressor 
operating at steady state and is compressed adiabatically to 
an exit state of 10 bar, 520 К. The СО; is modeled as an 
ideal gas, and kinetic and potential energy effects are 
negligible. For the compressor, determine (a) the work input, 
in kJ per kg of CO; flowing, (b) the rate of entropy 
production, in kJ/K per kg of CO, flowing, and (c) the 
isentropic compressor efficiency. 


6.149 Air at 300 K, 1 bar enters a compressor operating at 
steady state and is compressed adiabatically to 1.5 bar. The 
power input is 42 kJ per kg of air flowing. Employing the 
ideal gas model with k — 1.4 for the air, determine for the 
compressor (a) the rate of entropy production, in kJ/K per 
kg of air flowing, and (b) the isentropic compressor efficiency. 
Ignore kinetic and potential energy effects. 


6.150 Air at 1 atm, 520°R enters a compressor operating at 
steady state and is compressed adiabatically to 3 atm. The 
isentropic compressor efficiency is 80%. Employing the ideal 
gas model with k — 1.4 for the air, determine for the 
compressor (а) the power input, in Btu per lb of air flowing, 
and (b) the amount of entropy produced, in Btu/°R per Ib 
of air flowing. Ignore kinetic and potential energy effects. 


6.151 Nitrogen (N;) enters an insulated compressor operating 
at steady state at 1 bar, 37°С with a mass flow rate of 1000 
kg/h and exits at 10 bar. Kinetic and potential energy effects 
are negligible. The nitrogen can be modeled as an ideal gas 
with k — 1.391. 


(a) Determine the minimum theoretical power input 
required, in kW, and the corresponding exit temperature, 
in °С. 

(b) If the exit temperature is 3979С, determine the power 
input, in kW, and the isentropic compressor efficiency. 


6.152 Saturated water vapor at 300°F enters a compressor 
operating at steady state with a mass flow rate of 5 lb/s and 
is compressed adiabatically to 800 Ibf/in.? If the power input 
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is 2150 hp, determine for the compressor (a) the isentropic 
compressor efficiency and (b) the rate of entropy production, 
in hp/°R. Ignore kinetic and potential energy effects. 


6.153 Refrigerant 134a at a rate of 0.8 16/5 enters a compressor 
operating at steady state as saturated vapor at 30 psia and 
exits at a pressure of 160 psia. There is no significant heat 
transfer with the surroundings, and kinetic and potential 
energy effects can be ignored. 


(a) Determine the minimum theoretical power input required, 
in Btu/s, and the corresponding exit temperature, in ^F. 

(b) If the refrigerant exits at a temperature of 130?F, 
determine the actual power, in Btu/s, and the isentropic 
compressor efficiency. 


6.154 Air at 13 bar, 423 K and a velocity of 40 m/s enters a 
nozzle operating at steady state and expands adiabatically 
to the exit, where the pressure is 0.85 bar and velocity is 307 
m/s. For air modeled as an ideal gas with k = 1.4, determine 
for the nozzle (a) the temperature at the exit, in K, and (b) 
the isentropic nozzle efficiency. 


6.155 Water vapor at 100 Ibf/in.?, 500°F and a velocity of 100 ft/s 
enters a nozzle operating at steady state and expands 
adiabatically to the exit, where the pressure is 40 Ibf/in.? If 
the isentropic nozzle efficiency is 95%, determine for the 
nozzle (a) the velocity of the steam at the exit, in ft/s, and 
(b) the amount of entropy produced, in Btu/°R per lb of 
steam flowing. 


6.156 Helium gas at 810°R, 45 Ibf/in?, and a velocity of 10 ft/s 
enters an insulated nozzle operating at steady state and exits 
at 670°R, 25 Ibf/in Modeling helium as an ideal gas with 
k — 1.67 determine (a) the velocity at the nozzle exit, in ft/s, 
(b) the isentropic nozzle efficiency, and (c) the rate of 
entropy production within the nozzle, in Btu/°R per lb of 
helium flowing. 


6.157 Air modeled as an ideal gas enters a one-inlet, one-exit 
control volume operating at steady state at 100 Ibf/in.?, 
900*R and expands adiabatically to 25 Ibf/in? Kinetic and 
potential energy effects are negligible. Determine the rate of 
entropy production, in Btu/°R per lb of air flowing, 


(a) if the control volume encloses a turbine having an 
isentropic turbine efficiency of 89.1%. 
(b) if the control volume encloses a throttling valve. 


6.158 As part of an industrial process, air as an ideal gas at 
10 bar, 400 K expands at steady state through a valve to a 
pressure of 4 bar. The mass flow rate of air is 0.5 kg/s. The 
air then passes through a heat exchanger where it is cooled 
to a temperature of 295 K with negligible change in pressure. 
The valve can be modeled as a throttling process, and kinetic 
and potential energy effects can be neglected. 


(a) For a control volume enclosing the valve and heat 
exchanger and enough of the local surroundings that the 
heat transfer occurs at the ambient temperature of 295 K, 
determine the rate of entropy production, in kW/K. 

(b) If the expansion valve were replaced by an adiabatic 
turbine operating isentropically, what would be the entropy 
production, in kW/K? 


Compare the results of parts (a) and (b) and discuss. 


6.159 Figure P6.159 provides the schematic of a heat pump 
using Refrigerant 134a as the working fluid, together with 
steady-state data at key points. The mass flow rate of the 
refrigerant is 7 kg/min, and the power input to the compressor 
is 5.17 kW. (a) Determine the coefficient of performance for 
the heat pump. (b) If the valve were replaced by a turbine, 
power could be produced, thereby reducing the power 
requirement of the heat pump system. Would you recommend 
this power-saving measure? Explain. 


Qout 








Saturated 
liquid 


Condenser 


М Expansion W.=5.17kW 


\ valve 





Compressor 







Evaporator 





m= 7 kg/min 
ру = Pa = 2.4 bar 


Fig. P6.159 


6.160 Аш as an ideal gas enters a diffuser operating at steady 
state at 4 bar, 290 K with a velocity of 512 m/s. The exit 
velocity is 110 m/s. For adiabatic operation with no internal 
irreversibilities, determine the exit temperature, in K, and 
the exit pressure, in bar, 


(a) for k = 14. 
(b) using data from Table A-22. 


6.161 As shown in Fig. P6.161, air enters the diffuser of a jet 
engine at 18 kPa, 216 K with a velocity of 265 m/s, all data 
corresponding to high-altitude flight. The air flows 
adiabatically through the diffuser, decelerating to a velocity 
of 50 m/s at the diffuser exit. Assume steady-state operation, 
the ideal gas model for air, and negligible potential energy 
effects. 


(a) Determine the temperature of the air at the exit of the 
diffuser, in K. 





Fig. P6.161 


(b) If the air would undergo an isentropic process as it flows 
through the diffuser, determine the pressure of the air at the 
diffuser exit, in kPa. 

(c) If friction were present, would the pressure of the air at 
the diffuser exit be greater than, less than, or equal to the 
value found in part (b)? Explain. 


6.162 As shown in Fig. P6.162, a steam turbine having an 
isentropic turbine efficiency of 90% drives an air compressor 
having an isentropic compressor efficiency of 85%. Steady- 
state operating data are provided on the figure. Assume the 
ideal gas model for air, and ignore stray heat transfer and 
kinetic and potential energy effects. 


(a) Determine the mass flow rate of the steam entering the 
turbine, in kg of steam per kg of air exiting the compressor. 
(b) Repeat part (a) if т, = v, = 100%. 


Steam 1 4+ p4 = 496 kPa 
р = 2 МРа 
T, = 440°C 





T, = 9096 Тіс - 85% 


рэ = 100 КРа 2 3+ Air 
T3 = 27°C, 
рз = 110 kPa 


Fig. P6.162 


6.163 Figure P6.163 shows a simple vapor power plant 
operating at steady state with water as the working fluid. 
Data at key locations are given on the figure. The mass flow 
rate of the water circulating through the components is 109 
kg/s. Stray heat transfer and kinetic and potential energy 
effects can be ignored. Determine 
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(a) the net power developed, in MW. 

(b) the thermal efficiency. 

(c) the isentropic turbine efficiency. 

(d) the isentropic pump efficiency. 

(e) the mass flow rate of the cooling water, in kg/s. 

(f) the rates of entropy production, each in kW/K, for the 
turbine, condenser, and pump. 


6.164 Figure P6.164 shows a power system operating at steady 
state consisting of three components in series: an air 
compressor having an isentropic compressor efficiency of 
80%, a heat exchanger, and a turbine having an isentropic 
turbine efficiency of 9096. Air enters the compressor at 1 bar, 
300 K with a mass flow rate of 5.8 kg/s and exits at a pressure 
of 10 bar. Air enters the turbine at 10 bar, 1400 K and exits 
at a pressure of 1 bar. Air can be modeled as an ideal gas. 
Stray heat transfer and kinetic and potential energy effects 
are negligible. Determine, in kW, (a) the power required by 
the compressor, (b) the power developed by the turbine, and 
(c) the net power output of the overall power system. 
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6.165 Steam enters a two-stage turbine with reheat operating at 
steady state as shown in Fig. P6.165. The steam enters turbine 
1 with a mass flow rate of 120,000 Ib/h at 1000 Ibf/in.?, 800°F 
and expands to a pressure of 60 Ibf/in? From there, the steam 
enters the reheater where it is heated at constant pressure to 
350°C before entering turbine 2 and expanding to a final 
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pressure of 1 Ibf/in.? The turbines operate adiabatically with 
isentropic efficiencies of 88% and 85%, respectively. Kinetic 
and potential energy effects can be neglected. Determine the 
net power developed by the two turbines and the rate of heat 
transfer in the reheater, each in Btu/h. 


6.166 A rigid tank is filled initially with 5.0 kg of air at a 
pressure of 0.5 MPa and a temperature of 500 K. The air is 
allowed to discharge through a turbine into the atmosphere, 
developing work until the pressure in the tank has fallen to 
the atmospheric level of 0.1 MPa. Employing the ideal gas 
model for the air, determine the maximum theoretical 
amount of work that could be developed, in kJ. Ignore heat 
transfer with the atmosphere and changes in kinetic and 
potential energy. 


6.167 A tank initially containing air at 30 atm and 1000°К is 
connected to a small turbine. Air discharges from the tank 
through the turbine, which produces work in the amount of 
100 Btu. The pressure in the tank falls to 3 atm during the 
process and the turbine exhausts to the atmosphere at 1 atm. 
Employing the ideal gas model for the air with k = 14 and 
ignoring irreversibilities within the tank and the turbine, 
determine the volume of the tank, in f. Heat transfer with 
the atmosphere and changes in kinetic and potential energy 
are negligible. 


6.168 Air enters the turbine of a jet engine at 1190 K, 10.8 bar 
and expands to 5.2 bar. The air then flows through a nozzle 
and exits at 0.8 bar. Operation is at steady state, and the flow 
is adiabatic. The nozzle operates with no internal 
irreversibilities, and the isentropic turbine efficiency is 85%. 
The air velocities at the turbine inlet and exit are negligible. 
Assuming the ideal gas model for the air, determine the 
velocity of the air exiting the nozzle, in m/s. 


6.169 A Carnot power cycle operates at steady state as shown 
in Fig. 5.15 with water as the working fluid. The boiler 


Condenser 


Turbine 


Compressor 


Evaporator 


Fig. P6.169 





pressure is 200 Ibf/in?, with saturated liquid entering and 
saturated vapor exiting. The condenser pressure is 20 Ibf/in.? 


(a) Sketch the cycle on T-s coordinates. 

(b) Determine the heat transfer and work for each process, 
in Btu per lb of water flowing. 

(c) Evaluate the thermal efficiency. 


6.170 Figure P6.169 shows a Carnot heat pump cycle operating 
at steady state with ammonia as the working fluid. The 
condenser temperature is 120°F, with saturated vapor 
entering and saturated liquid exiting. The evaporator 
temperature is 10°Е. 


(a) Determine the heat transfer and work for each process, 
in Btu per lb of ammonia flowing. 

(b) Evaluate the coefficient of performance for the heat 
pump. 

(c) Evaluate the coefficient of performance for a Carnot 
refrigeration cycle operating as shown in the figure. 


Analyzing Internally Reversible Flow Processes 


6.171 Carbon dioxide (CO;) expands isothermally at steady 
state with no irreversibilities through a turbine from 10 bar, 
500 K to 2 bar. Assuming the ideal gas model and neglecting 
kinetic and potential energy effects, determine the heat 
transfer and work, each in kJ per kg of carbon dioxide 
flowing. 


6.172 Steam at 12.0 MPa, 480°C expands through a turbine 
operating at steady state to 10 bar, saturated vapor. The 
process follows pv” = constant and occurs with negligible 
effects of kinetic or potential energy. The mass flow rate of 
steam is 5 kg/s. Determine the power developed and the rate 
of heat transfer, each in kW. 


6.173 An air compressor operates at steady state with air 
entering at p, — 15 Ibf/in.?, T, = 60°F. The air undergoes 











a polytropic process, and exits at p; = 75 Ibf/in.?, T; = 294°F. 
(a) Evaluate the work and heat transfer, each in Btu per 
Ib of air flowing. (b) Sketch the process on p-v and T-s 
diagrams and associate areas on the diagrams with work 
and heat transfer, respectively. Assume the ideal gas 
model for air and neglect changes in kinetic and potential 
energy. 


6.174 An air compressor operates at steady state with air 
entering at p; = 1 bar, T, = 17°С and exiting at p; = 5 bar. 
The air undergoes a polytropic process for which the 
compressor work input is 162.2 kJ per kg of air flowing. 
Determine (a) the temperature of the air at the compressor 
exit, in ^C, and (b) the heat transfer, in kJ per kg of air 
flowing. (c) Sketch the process on p-v and 7—s diagrams and 
associate areas on the diagrams with work and heat transfer, 
respectively. Assume the ideal gas model for air and neglect 
changes in kinetic and potential energy. 


6.175 Water as saturated liquid at 1 bar enters a pump 
operating at steady state and is pumped isentropically to 
a pressure of 50 bar. Kinetic and potential energy effects 
are negligible. Determine the pump work input, in kJ per 
kg of water flowing, using (a) Eq. 6.51c, (b) an energy 
balance. Obtain data from Tables A-3 and A-5, as 
appropriate. Compare the results of parts (a) and (b), and 
comment. 


6.176 Fig. P6.176 shows a vapor power plant operating at 
steady state. Data at key locations are given on the figure. 
The turbine and pump operate adiabatically, and kinetic and 
potential energy effects can be neglected. The isentropic 
pump efficiency is 9096. For such a vapor power cycle, the 
back work ratio is the ratio of the pump work input to the 
turbine work output. Determine the back work ratio 


(a) using data interpolated from Table A-5 to obtain the 
specific enthalpy at state 4. 
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(b) using the approximation of Eq. 6.51c to obtain the 
specific enthalpy at state 4. 


Compare the results of parts (a) and (b) and discuss. 


6.177 A pump operating at steady state receives saturated 


liquid water at 50°С with a mass flow rate of 20 kg/s. The 
pressure of the water at the pump exit is 1 MPa. If the pump 
operates with negligible internal irreversibilities and 
negligible changes in kinetic and potential energy, determine 
the power required in kW. 


6.178 A pump operating at steady state receives liquid water 


at 20°С 100 kPa with a mass flow rate of 53 kg/min. The 
pressure of the water at the pump exit is 5 MPa. The 
isentropic pump efficiency is 70%. Stray heat transfer and 
changes in kinetic and potential energy are negligible. 
Determine the power required by the pump, in kW. 


6.179 A pump operating at steady state receives liquid water 


at 50°С, 1.5 MPa. The pressure of the water at the pump exit 
is 15 MPa. The magnitude of the work required by the pump 
is 18 К] per kg of water flowing. Stray heat transfer and 
changes in kinetic and potential energy are negligible. 
Determine the isentropic pump efficiency. 


6.180 Liquid water at 70°F, 14.7 Ibf/in.?, and a velocity of 30 


ft/s enters a system at steady state consisting of a pump and 
attached piping and exits at a point 30 ft above the inlet at 
250 Ibf/in.?, a velocity of 15 ft/s, and no significant change in 
temperature. (a) In the absence of internal irreversibilities, 
determine the power input required by the system, in Btu 
per lb of liquid water flowing. (b) For the same inlet and 
exit states, in the presence of friction would the power input 
be greater or less than determined in part (a)? Explain. Let 
g = 322 82. 


6.181 А 3-hp pump operating at steady state draws in Паша 


water at 1 atm, 60?F and delivers it at 5 atm at an elevation 
20 ft above the inlet. There is no significant change in 
velocity between the inlet and exit, and the local acceleration 
of gravity is 32.2 ft/s’. Would it be possible to pump 1000 gal 
in 10 min or less? Explain. 


6.182 An electrically driven pump operating at steady state 


draws water from a pond at a pressure of 1 bar and a rate 
of 50 kg/s and delivers the water at a pressure of 4 bar. There 
is no significant heat transfer with the surroundings, and 
changes in kinetic and potential energy can be neglected. 
The isentropic pump efficiency is 75%. Evaluating electricity 
at 8.5 cents per kW - h, estimate the hourly cost of running 
the pump. 


6.183 As shown in Fig. P6.183, water behind a dam enters an 


intake pipe at a pressure of 24 psia and velocity of 5 ft/s, 
flows through a hydraulic turbine-generator, and exits at a 
point 200 ft below the intake at 19 psia, 45 ft/s, and a 
specific volume of 0.01602 ft/lb. The diameter of the exit pipe 
is 5 ft and the local acceleration of gravity is 32.2 ft/s’. 
Evaluating the electricity generated at 8.5 cents per kW - h, 
determine the value of the power produced, in $/day, for 
operation at steady state and in the absence of internal 
irreversibilities. 
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6.184 As shown in Figure P6.184, water flows from an elevated 
reservoir through a hydraulic turbine operating at steady 
state. Determine the maximum power output, in MW, 
associated with a mass flow rate of 950 kg/s. The inlet and 














Fig. P6.184 


Fig. P6.183 


exit diameters are equal. The water can be modeled as 
incompressible with v = 107° m?/kg. The local acceleration 
of gravity is 9.8 m/s’. 


6.185 Nitrogen (N;) enters a nozzle operating at steady state 


at 0.2 MPa, 550 K with a velocity of 1 m/s and undergoes a 
polytropic expansion with n — 1.3 to 0.15 MPa. Using the 
ideal gas model with k — 1.4, and ignoring potential energy 
effects, determine (a) the exit velocity, in m/s, and (b) the 
rate of heat transfer, in kJ per kg of gas flowing. 


6.186 Carbon monoxide enters a nozzle operating at steady 


state at 5 bar, 200°C with a velocity of 1 m/s and undergoes 
a polytropic expansion to 1 bar and an exit velocity of 
630 m/s. Using the ideal gas model and ignoring potential 
energy effects, determine 


(a) the exit temperature, in °C. 
(b) the rate of heat transfer, in kJ per kg of gas flowing. 


DESIGN & OPEN-ENDED PROBLEMS: EXPLORING ENGINEERING PRACTICE IEEE 


6.1D In 1996, Professor Adrian Bejan proposed a new theory 6.3D Тһе U.S. Energy Information Administration estimates 


about the way systems evolve over time called the constructal 
law. Dr. Bejan asserts that this is a fundamental principle 
that describes mechanical as well as biological systems, 
particularly flow systems. The theory has led to significant 
discussion and debate in the scientific and engineering 
communities. Prepare a report that explains the basics of the 
theory and discusses the issues being debated about the 
viability of the theory. 


6.2D Both electricity and heat transfer are needed for 


that as much as 30-40% of residential energy use is for 
appliances, electronics, and lighting. Manufacturers of these 
devices have made significant strides in improving the 
energy efficiency of their products in recent years. Prepare 
a report that summarizes improvements in energy efficiency 
that have been incorporated into home appliances, electronics, 
and lighting in the last five years. Identify further 
improvements that are presently under development. Include 
at least three references. 


processes within manufacturing settings. Combined heat and 6.40 For a compressor or pump located at your campus or 


power (CHP) systems are designed to provide both from a 
single fuel source such as natural gas (see Sec. 8.5.2). 
Investigate CHP system designs and prepare a report 
explaining the types of technology in use in the U.S. 
manufacturing sector. Discuss the potential for increased use 
of such technologies and the associated economic 
considerations. Include at least three references. 


workplace, take data sufficient for evaluating the isentropic 
compressor or pump efficiency. Compare the experimentally 
determined isentropic efficiency with data provided by the 
manufacturer. Rationalize any significant discrepancy between 
experimental and manufacturer values. Prepare a technical 
report including a full description of instrumentation, recorded 
data, results and conclusions, and at least three references. 
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6.5D Classical economics was developed largely in analogy to 
the notion of mechanical equilibrium. Some observers are 
now saying that a macroeconomic system is more like a 
thermodynamic system than a mechanical one. Further, they 
say the failure of traditional economic theories to account 
for recent economic behavior may be partially due to not 
recognizing the role of entropy in controlling economic 
change and equilibrium, similar to the role of entropy in 
thermodynamics. Write a report, including at least three 
references, on how the second law and entropy are used in 
economics. 


6.6D Design and execute an experiment to obtain measured 
property data required to evaluate the change in entropy of 
a common gas, liquid, or solid undergoing a process of your 
choice. Compare the experimentally determined entropy 
change with a value obtained from published engineering 
data, including property software. Rationalize any significant 
discrepancy between values. Prepare a technical report 
including a full description of the experimental set-up and 
instrumentation, recorded data, sample calculations, results 
and conclusions, and at least three references. 


6.7D 'The Kelvin temperature scale is absolute, and 0 K is the 
coldest temperature on this scale. Negative absolute 
temperatures have been reported in the literature on 
statistical thermodynamics. According to the macroscopic 
development of the second law of thermodynamics in 
Chapters 5 and 6, this is not possible. Investigate the use of 
the term temperature in these two contexts and explain the 
apparent paradox. Present your findings in a slide show and 
include at least three references. 


6.8D The performance of turbines, compressors, and pumps 
decreases with use, reducing isentropic efficiency. Select one 
of these three types of components and develop a detailed 
understanding of how the component functions. Contact a 
manufacturer's representative to learn what measurements 
are typically recorded during operation, causes of degraded 


performance with use, and maintenance actions that can be 
taken to extend service life. Visit an industrial site where the 
selected component can be observed in operation and 
discuss the same points with personnel there. Prepare a 
poster presentation of your findings suitable for classroom 
use. 


6.9D Elementary thermodynamic modeling, including the use 


of the temperature-entropy diagram for water and a form of 
the Bernoulli equation has been employed to study certain 
types of volcanic eruptions. (See L. G. Mastin, “Thermodynamics 
of Gas and Steam-Blast Eruptions,” Bull. Volcanol., 57, 85-98, 
1995.) Write a report critically evaluating the underlying 
assumptions and application of thermodynamic principles, as 
reported in the article. Include at least three references. 


6.10D In recent decades, many have written about the 


relationship between life in the biosphere and the second 
law of thermodynamics. Among these are Nobel Prize 
winners Erwin Schrodinger (Physics, 1933) and Ilya Prigogine 
(Chemistry, 1977). Contemporary observers such as Eric 
Schneider also have weighed in. Survey and critically evaluate 
such contributions to the literature. Summarize your 
conclusions in a report having at least three references. 


6.11D Figure P6.11D shows an air compressor fitted with a 


water jacket fed from an existing water line accessible at a 
location 50 ft horizontally and 10 ft below the connection 
port on the water jacket. The compressor is a single-stage, 
double-acting, horizontal reciprocating compressor with a 
discharge pressure of 50 psig when compressing ambient air. 
Water at 45°F experiences a 10°F temperature rise as it flows 
through the jacket at a flow rate of 300 gal per hour. Design 
a cooling water piping system to meet these needs. Use 
standard pipe sizes and fittings and an appropriate off-the- 
shelf pump with a single-phase electric motor. Prepare a 
technical report including a diagram of the piping system, a 
full parts list, the pump specifications, an estimate of installed 
cost, and sample calculations. 
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Fig. P6.11D 





The objective of 
this chapter is to introduce exergy analysis, which 
uses the conservation of mass and conservation 
of energy principles together with the second law 
of thermodynamics for the design and analysis of 
thermal systems. 


The importance of developing thermal systems that 
make effective use of nonrenewable resources such 
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as oil, natural gas, and coal is apparent. Exergy 
analysis is particularly suited for furthering the goal 
of more efficient resource use, since it enables the 
locations, types, and true magnitudes of waste and 
loss to be determined. This information can be used 
to design thermal systems, guide efforts to reduce 
sources of inefficiency in existing systems, and 
evaluate system economics. 





> LEARNING OUTCOMES 


When you complete your study of this chapter, you will be able to... 


» demonstrate understanding of key concepts related to exergy analysis, 
including the exergy reference environment, the dead state, exergy 
transfer, and exergy destruction. 


» evaluate exergy at a state and exergy change between two states, 
using appropriate property data. 


>» apply exergy balances to closed systems and to control volumes at 
steady state. 


» define and evaluate exergetic efficiencies. 


>» apply exergy costing to heat loss and simple cogeneration systems. 
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) Introducing Exergy 
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Energy is conserved in every device or process. It cannot be destroyed. Energy enter- 
ing a system with fuel, electricity, flowing streams of matter, and so on can be 
accounted for in the products and by-products. However, the energy conservation 
idea alone is inadequate for depicting some important aspects of resource utilization. 


Figure 7.1a shows an isolated system consisting initially of a small 
container of fuel surrounded by air in abundance. Suppose the fuel burns (Fig. 7.15) 
so that finally there is a slightly warm mixture of combustion products and air as 
shown in Fig. 7.1c. The total quantity of energy associated with the system is constant 
because no energy transfers take place across the boundary of an isolated system. 
Still, the initial fuel-air combination is intrinsically more useful than the final warm 
mixture. For instance, the fuel might be used in some device to generate electricity 
or produce superheated steam, whereas the uses of the final slightly warm mixture 
are far more limited in scope. We can say that the system has a greater potential for 
use initially than it has finally. Since nothing but a final warm mixture is achieved in 
the process, this potential is largely wasted. More precisely, the initial potential is 
largely destroyed because of the irreversible nature of the process. ~ ~ « 4 4 


Anticipating the main results of this chapter, exergy is the property that quantifies 
potential for use. The foregoing example illustrates that, unlike energy, exergy is not 
conserved but is destroyed by irreversibilities. 

Subsequent discussion shows that exergy not only can be destroyed by irrevers- 
ibilities but also сап be transferred 10 and from systems. Exergy transferred from a 
system to its surroundings without use typically represents a loss. Improved energy 
resource utilization can be realized by reducing exergy destruction within a system 
and/or reducing losses. An objective in exergy analysis is to identify sites where exergy 
destructions and losses occur and rank order them for significance. This allows atten- 
tion to be centered on aspects of system operation that offer the greatest opportuni- 
ties for cost-effective improvements. 


Boundary of the 
| isolated system 
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Fig. 7.1 Illustration used to introduce exergy. 


7.2 Conceptualizing Exergy 


Returning to Fig. 7.1, note that the fuel present initially has economic value while 
the final slightly warm mixture has little value. Accordingly, economic value decreases 
in this process. From such considerations we might infer there is a link between exergy 
and economic value, and this is the case as we will see in subsequent discussions. 
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The introduction to the second law in Chap. 5 provides a basis for the exergy concept, 
as considered next. 
Principal conclusions of the discussion of Fig. 5.1 given on p. 242 are that 


» a potential for developing work exists whenever two systems at different states are 
brought into communication, and 
» work can be developed as the two systems are allowed to come into equilibrium. 


In Fig. 5.1a, for example, a body initially at an elevated temperature 7; placed in 
contact with the atmosphere at temperature То cools spontaneously. То conceptualize 
how work might be developed in this case, see Fig. 7.2. The figure shows an overall 
system with three elements: the body, a power cycle, and the atmosphere at Tọ and 
po. Тһе atmosphere is presumed to be large enough that its temperature and pressure 
remain constant. W, denotes the work of the overall system. 

Instead of the body cooling spontaneously as considered in Fig. 5.1a, Fig. 7.2 shows 
that if the heat transfer О during cooling is passed to the power cycle, work W, can 
be developed, while Оо is discharged to the atmosphere. These are the only energy 
transfers. The work W, is fully available for lifting a weight or, equivalently, as shaft 
work or electrical work. Ultimately the body cools to Tọ, and no more work would 
be developed. At equilibrium, the body and atmosphere each possess energy, but 
there no longer is any potential for developing work from the two because no further 
interaction can occur between them. 

Note that work W, also could be developed by the system of Fig. 7.2 if the initial 
temperature of the body were less than that of the atmosphere: T; < Ту. In such a 
case, the directions of the heat transfers О and О, shown on Fig. 7.2 would each reverse. 
Work could be developed as the body warms to equilibrium with the atmosphere. 

Since there is no net change of state for the power cycle of Fig. 7.2, we conclude 
that the work W, is realized solely because the initial state of the body differs from 
that of the atmosphere. Exergy is the maximum theoretical value of such work. 
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Fig. 7.2 Overall system of body, power cycle, and atmosphere used to conceptualize exergy. 
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environment 


dead state 


definition of exergy 


exergy of a system 


TAKE NOTE... 

In this book, E and e are 
used for exergy and specific 
exergy, respectively, while E 
and e denote energy and 
specitic energy, respectively, 
Such notation is in keeping 
with standard practice. The 
appropriate concept, exergy 
or energy, will be clear in 
context. Still, care is required 
to avoid mistaking the 
symbols for these concepts. 











7.2.1 Environment and Dead State 


For thermodynamic analysis involving the exergy concept, it is necessary to model 
the atmosphere used in the foregoing discussion. The resulting model is called the 
exergy reference environment, or simply the environment. 

In this book the environment is regarded to be a simple compressible system that 
is large in extent and uniform in temperature, То, and pressure, po. In keeping with 
the idea that the environment represents a portion of the physical world, the values 
for both po and T, used throughout a particular analysis are normally taken as typi- 
cal ambient conditions, such as 1 atm and 25°C (77°F). Additionally, the intensive 
properties of the environment do not change significantly as a result of any process 
under consideration, and the environment is free of irreversibilities. 

When a system of interest is at Т) and ро and at rest relative to the environment, 
we say the system is at the dead state. At the dead state there can be no interaction 
between system and environment and, thus, no potential for developing work. 


7.2.2 Defining Exergy 


The discussion to this point of the current section can be summarized by the follow- 
ing definition of exergy: 


Exergy is the maximum theoretical work obtainable from an overall system consisting 
of a system and the environment as the system comes into equilibrium with the 
environment (passes to the dead state). 


Interactions between the system and the environment may involve auxiliary devices, 
such as the power cycle of Fig. 7.2, that at least in principle allow the realization of 
the work. The work developed is fully available for lifting a weight or, equivalently, 
as shaft work or electrical work. We might expect that the maximum theoretical 
work would be obtained when there are no irreversibilities. As considered in the next 
section, this is the case. 
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The exergy of a system, E, at a specified state is given by the expression 
Е- (0 = Uo) + pol = Vo) == To(S m So) ar INE, ar РЕ (7.1) 


where U, KE, PE, V, and S denote, respectively, internal energy, kinetic energy, poten- 
tial energy, volume, and entropy of the system at the specified state. Uo, Vo, and So 
denote internal energy, volume, and entropy, respectively, of the system when at the 
dead state. In this chapter kinetic energy and potential energy are each evaluated 
relative to the environment. Thus, when the system is at the dead state, it is at rest 
relative to the environment and the values of its kinetic and potential energies are 
zero: KE, = РЕ = 0. By inspection of Eq. 7.1, the units of exergy are seen to be the 
same as those of energy. 

Equation 7.1 can be derived by applying energy and entropy balances to the over- 
all system shown in Fig. 7.3 consisting of a closed system and an environment. See 
the box for the derivation of Eq. 7.1. 
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Fig. 7.3 Overall system of system and environment used to evaluate exergy. 


Evaluating Exergy of a System 

Referring to Fig. 7.3, exergy is the maximum theoretical value of the work W. obtain- 
able from the overall system as the closed system comes into equilibrium with the 
environment—that is, as the closed system passes to the dead state. 

In keeping with the discussion of Fig. 7.2, the closed system plus the environment 
is referred to as the overall system. The boundary of the overall system is located so 
there is no energy transfer across it by heat transfer: Q. = 0. Moreover, the boundary 
of the overall system is located so that the total volume remains constant, even 
though the volumes of the system and environment can vary. Accordingly, the work 
W, shown on the figure is the only energy transfer across the boundary of the overall 
system and is fully available for lifting a weight, turning a shaft, or producing electric- 
ity in the surroundings. Next, we apply the energy and entropy balances to determine 
the maximum theoretical value for W.. 


Energy Balance 
Consider a process where the system and the environment come to equilibrium. The 
energy balance for the overall system is 


AE, — 02 =W, (a) 


where W, is the work developed by the overall system and AE, is the change in energy 
of the overall system: the sum of the energy changes of the system and the environ- 
ment. The energy of the system initially is denoted by Е, which includes the kinetic, 
potential, and internal energies of the system. Since the kinetic and potential ener- 
gies are evaluated relative to the environment, the energy of the system at the dead 
state is just its internal energy, Us. Accordingly, AE, can be expressed as 


AE, = (ЏИ; — E) + AU, (b) 


where AU, is the change in internal energy of the environment. 
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Since T, and p, are constant, changes in internal energy Ua, entropy S, and volume 
V. of the environment are related through Eq. 6.8, the first T dS equation, as 


AU, = TAS, — p, AV. (c) 
Introducing Eq. (c) into Eq. (b) gives 
AE, = (Us. =E) + (TAS, = p, AV.) 
Substituting Eq. (d) into Eq. (a) and solving for W, gives 
W = (E =U) — (TAS. — p, AV.) 


The total volume is constant. Hence, the change in volume of the environment is equal 
in magnitude and opposite in sign to the volume change of the system: AV, = — (Vo — V). 
With this substitution, the above expression for work becomes 








И. = (E = Џо) + p«(V = Vo) – (ToASe) (e) 


This equation gives the work for the overall system as the system passes to the dead 
state. The maximum theoretical work is determined using the entropy balance as follows. 


Entropy Balance 
The entropy balance for the overall system reduces to 


AS. = с, 


where the entropy transfer term is omitted because no heat transfer takes place 
across the boundary of the overall system. The term с, accounts for entropy produc- 
tion due to irreversibilities as the system comes into equilibrium with the environ- 
ment. The entropy change AS, is the sum of the entropy changes for the system and 
environment, respectively. That is, 


AS, = (S, — 5) + AS, 


where S and S, denote the entropy of the system at the given state and the dead 
state, respectively. Combining the last two equations 


(So m 5) + А5„ = @, (f) 


Eliminating AS, between Eqs. (e) and (f) results in 





W= (E =U) F pV = Ve) = TS: = Ss) — Ба (2) 


With E = U + КЕ + PE, Ед. (g) becomes 








W= (U = Us) t Pa V = М) — TAS =S.) + KE-F PE — Too (h) 





The value of the underlined term in Eq. (h) is determined by the two end states 
of the system—the given state and the dead state—and is independent of the details 
of the process linking these states. However, the value of the term Та depends on 
the nature of the process as the system passes to the dead state. In accordance 
with the second law, Тос, is positive when irreversibilities are present and vanishes 
in the limiting case where there are no irreversibilities. The value of Toe, cannot be 
negative. Hence, the maximum theoretical value for the work of the overall system 
W. is obtained by setting Too, to zero in Eq. (h). By definition, this maximum value 
is the exergy, E. Accordingly, Eq. 7.1 is seen to be the appropriate expression for 
evaluating exergy. 





7.3 Exergy of a System 


7.3.1 Exergy Aspects 


In this section, we list five important aspects of the exergy concept: 


1. Exergy is a measure of the departure of the state of a system from that of the 
environment. It is therefore an attribute of the system and environment together. 
However, once the environment is specified, a value can be assigned to exergy in 
terms of property values for the system only, so exergy can be regarded as a prop- 
erty of the system. Exergy is an extensive property. 


2. The value of exergy cannot be negative. If a system were at any state other than the 
dead state, the system would be able to change its condition spontaneously toward 
the dead state; this tendency would cease when the dead state was reached. No work 
must be done to effect such a spontaneous change. Accordingly, any change in state 
of the system to the dead state can be accomplished with at least zero work being 
developed, and thus the maximum work (exergy) cannot be negative. 


3. Exergy is not conserved but is destroyed by irreversibilities. A limiting case is when 
exergy is completely destroyed, as would occur if a system were permitted to 
undergo a spontaneous change to the dead state with no provision to obtain work. 
The potential to develop work that existed originally would be completely wasted 
in such a spontaneous process. 


4. Exergy has been viewed thus far as the maximum theoretical work obtainable 
from an overall system of system plus environment as the system passes from a 
given state to the dead state. Alternatively, exergy can be regarded as the magni- 
tude of the minimum theoretical work input required to bring the system from the 
dead state to the given state. Using energy and entropy balances as above, we can 
readily develop Eq. 7.1 from this viewpoint. This is left as an exercise. 


5. When a system is at the dead state, it is in thermal and mechanical equilibrium with 
the environment, and the value of exergy is zero. More precisely, the thermo- 
mechanical contribution to exergy is zero. This modifying term distinguishes the 
exergy concept of the present chapter from another contribution to exergy introduced 
in Sec. 13.6, where the contents of a system at the dead state are permitted to enter 
into chemical reaction with environmental components and in so doing develop addi- 
tional work. This contribution to exergy is called chemical exergy. The chemical exergy 
concept is important in the second law analysis of many types of systems, in particular 
systems involving combustion. Still, as shown in this chapter, the thermomechanical 
exergy concept suffices for a wide range of thermodynamic evaluations. 


The U.S. poultry industry produces 50 billion pounds 

of meat annually, with chicken production accounting for over 80% of the total. 

The annual waste produced by these birds also reaches into the billions of 

pounds. A fraction of the waste is spread over cropland as fertilizer. Some is 

used to manufacture fertilizer pellets for commercial and domestic use. Despite its 

relatively low chemical exergy, poultry waste also can be used to produce methane through 

anaerobic digestion. The methane can be burned in power plants to make electricity or 

process steam. Digester systems are now available for use on the farm with potential ben- 

efits of lower energy costs and reduced odors. Digester systems produce waste or effluent 

that is nutrient-rich and may still require management of some kind. As costs decline and 

the need to manage manure increases, systems on larger farms will become more common. 

Overall, these are positive developments for an industry that has received adverse publicity 

for concerns over such issues as the arsenic content of poultry waste, runoff of waste into 

streams and rivers, and excessive odor and fly infestation in the vicinity of huge farming 
operations. 
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specific exergy 


TAKE NOTE... 

Kinetic energy and potential 
energy are each rightfully 
considered as exergy. But 
for simplicity of expression 
in the present chapter, we 
refer to these terms— 
whether viewed as energy or 
exergy—as accounting for 
the effects of motion and 
gravity. The meaning will be 
clear in context. 





Saturated 





2 Po = 1 atm 





| Ty = 298К 
g =9.8 m/s? 
EXAMPLE 7.1 Е 


Chapter 7 Exergy Analysis 


7.3.2 Specific Exergy 


Although exergy is an extensive property, it is often convenient to work with it on a unit 
mass or molar basis. Expressing Eq. 7.1 on a unit mass basis, the specific exergy, e, is 
OS (u = uo) ar po(v = vo) = To(s = So) ЧЕ Nae че gz (7.2) 

where и, v, s, У /2, and gz are the specific internal energy, volume, entropy, kinetic 
energy, and potential energy, respectively, at the state of interest; uo, vo, and 50 are 
specific properties at the dead state at To, ро. Іп Eq. 7.2, the kinetic and potential 
energies are measured relative to the environment and thus contribute their full val- 
ues to the exergy magnitude because, in principle, each could be fully converted to 
work were the system brought to rest at zero elevation relative to the environment. 
Finally, by inspection of Eq. 7.2, note that the units of specific exergy are the same 
as for specific energy, kJ/kg or Btu/lb. 

The specific exergy at a specified state requires properties at that state and at the 
dead state. 


let us use Eq. 7.2 to determine the specific exergy of saturated 
water vapor at 120°C, having a velocity of 30 m/s and an elevation of 6 m, each rela- 


tive to an exergy reference environment where Ту = 298 К (25°С), py = 1 atm, and 
g = 9.8 m/s’. For water as saturated vapor at 120°C, Table A-2 gives v = 0.8919 m"/kg, 
u = 2529.3 kJ/kg, 5 = 7.1296 kJ/kg - K. At the dead state, where Tọ = 298 К (25°C) 
and pọ = 1 atm, water is a liquid. Thus, with Eqs. 3.11, 3.12, and 6.5 and values from 
Table А-2, we get up = 1.0029 x 1073 m*/kg, uy = 104.88 kJ/kg, sy = 0.3674 kJ/kg - К. 
Substituting values 

2 


V 
e = (u – uo) + роу = vo) — Tols = so) + > + 82 


kJ 
= | (2529.3 — 104.88)— 
( ее а 


[ N ИЕ? 
+ (10125 х 10S )(о воло — 1.0029 х 10 | m 
| т kg |109М-ш 


[ kJ 
— | (298 K)(7.1296 — 0.3674 
(298 K)(7.129 2674) | 





Г (30 m/s)? 1N 
+ T e (985 6m) | А 
2 5 1 Ко • m/s 


1kJ 
10N:m 
kJ kJ 


= (2424.42 + 90.27 — 2015.14 + 0.45 + 0.06) — = 500— 
kg kg 
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The following example illustrates the use of Eq. 7.2 together with ideal gas 
property data. 


090090099000900000090000000900000009000000009000000000000000900000009000009009090000000000090000900000900000009000000000000(1 


Evaluating the Exergy of Exhaust Gas 


A cylinder of an internal combustion engine contains 2450 cm? of gaseous combustion products at a pressure of 
7 bar and a temperature of 867°С just before the exhaust valve opens. Determine the specific exergy of the gas, 
in kJ/kg. Ignore the effects of motion and gravity, and model the combustion products as air behaving as an ideal 
gas. Take То = 300 K (27°C) and ро = 1.013 bar. 


SOLUTION 


Known: Gaseous combustion products at a specified state are contained in the cylinder of an internal combustion 


engine. 
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Find: Determine the specific exergy. 


Schematic and Given Data: 


Engineering Model: 





1. The gaseous combustion products are a closed system. 
2. The combustion products are modeled as air behaving as an ideal gas. 
3. The effects of motion and gravity can be ignored. 


4. Ty = 300 K (27°C) and ро = 1.013 bar. 











Fig. E7.1 


Analysis: With assumption 3, Eq. 7.2 becomes 
e = u — ug + polv = vo) — To(s — so) 
The internal energy and entropy terms are evaluated using data from Table A-22, as follows: 
и- ug — (880.35 — 214.07) kJ/kg 
— 666.28 kJ/kg 


КР 


М р 


8.314 7 kJ 
= (3.11883 =< 1702 = (355m (175) ЕК 


= 0.8621 kJ/kg - К 
To(s — so) = (300 K)(0.8621 kJ/kg · К) 
= 258.62 kJ/kg 


= 50 = 8°(T) — (Тр) = 





The po(v — vp) term is evaluated using the ideal gas equation of state: v = (R/M)T/p and  - (RIM) Tolpo, so 


R (Pol 
тетю = (s - n) 


о 0 "n 
2 2897 7 kg 
= —38.75 kJ/kg 





Substituting values into the above expression for the specific exergy 
Ф е = (666.28 + (—38.75) - 258.62) kJ/kg 
- 368.91 kJ/kg 


© If the gases are discharged directly to the surroundings, the potential for devel- — 5-22.2ӛ...........2..... 
oping work quantified by the exergy value determined in the solution is wasted. Ability to... 
However, by venting the gases through a turbine, some work could be devel- Ù evaluate specific exergy. 
oped. This principle is utilized by the turbochargers added to some internal Q apply the ideal gas model. 
combustion engines. 


To what elevation, in m, would a 1-kg mass have to be raised 


from zero elevation with respect to the reference environment for its 
: exergy to equal that of the gas in the cylinder? Assume g = 9.81 m/s’. 
M Ans. 197 m. Феевеееееееееееееееееееееееееееееегееееееее: 
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exergy change 


Exergy increases 






Constant- 


: L Constant-exergy 
exergy line 


contour - 
T | | increases 

















(a) (b) 


Fig. 7.4 Exergy-temperature-pressure surface for a gas. (a) Three-dimensional view 
(b) Constant exergy contours on a T-p diagram. 


7.3.3 Exergy Change 


A closed system at a given state can attain new states by various means, including 
work and heat interactions with its surroundings. The exergy value associated with a 
new state generally differs from the exergy value at the initial state. Using Eq. 7.1, 
we can determine the change in exergy between the two states. At the initial state 


Е; = (Ui = Uo) + po(Vi = Vo) == To( Si = So) ae KE, + PE, 
At the final state 
E; = (0 = Uo) F po( Và = Vo) = То( S2 = So) + KE, + PE, 


Subtracting these we get the exergy change 


Е; = E, = (0, - Ui) + po( V2 = Vi) F To( S2 = $1) ЧЕ (КЕ; = KE;) d (РЕ; = PE;) 
(7.3) 


Note that the dead state values Up, Vo, So cancel when we subtract the expressions 
for Ең and Е,. 

Exergy change can be illustrated using Fig. 7.4, which shows an exergy-temperature- 
pressure surface for a gas together with constant-exergy contours projected on 
temperature-pressure coordinates. For a system undergoing Process A, exergy 
increases as its state moves away from the dead state (from 1 to 2). In Process B, 
exergy decreases as the state moves toward the dead state (from 1” to 27.) 


Closed System Exergy Balance 


о е е ө ө ө ө с ө ө о с ө ө е ө ө ө ө е ө ө ө ө ө ө с с ө ө ө с ө с ө ө ө ө ө ө ө ө ө е ө ө ө ө е ө ө ө ө ө ө ө ө ө 


Like energy, exergy can be transferred across the boundary of a closed system. The 
change in exergy of a system during a process would not necessarily equal the net 
exergy transferred because exergy would be destroyed if irreversibilities were present 
within the system during the process. The concepts of exergy change, exergy transfer, 
and exergy destruction are related by the closed system exergy balance introduced 
in this section. The exergy balance concept is extended to control volumes in Sec. 7.5. 
Exergy balances are expressions of the second law of thermodynamics and provide 
the basis for exergy analysis. 


7.4 Closed System Exergy Balance 


7.4.1 Introducing the Closed System Exergy Balance 


The closed system exergy balance is given by Eq. 7.4a. See the box for its development. 





i T 
Е ЕГЕ [ (1 - Fee - Iw - pv» - val - Тос 
b 
: (7.42) 
exergy exergy exergy 
change transfers destruction 


For specified end states and given values of ро апа Tọ, the exergy change E, — Е; 
on the left side of Eq. 7.4a can be evaluated from Eq. 7.3. The underlined terms on 
the right depend explicitly on the nature of the process, however, and cannot be 
determined by knowing only the end states and the values of py and Ту. These terms 
are interpreted in the discussions of Eqs. 7.5-7.7, respectively. 


Developing the Exergy Balance 

The exergy balance for a closed system is developed by combining the closed system 
energy and entropy balances. The forms of the energy and entropy balances used are, 
respectively, 


2 
aU + АКЕ + др = (| га) – и 
1 


as- [ (28) +, 


where W and Q represent, respectively, work and heat transfer between the system 
апа its surroundings. In the entropy balance, Т, denotes the temperature on the sys- 
tem boundary where 60 occurs. The term о accounts for entropy produced within the 
system by internal irreversibilities. 

As the first step in deriving the exergy balance, multiply the entropy balance by 
the temperature Tọ and subtract the resulting expression from the energy balance to 
obtain 








(AU + АКЕ + APE) ras = (| го) | (=) W — Too 
1 1 b 


Collecting the terms involving 6Q on the right side and introducing Eq. 7.3 on the left 
side, we get 








(E, — Ej) — ре(у, — У) | (: 72) 30 W — Too 
1 b 


On rearrangement, this expression gives Eq. 7.4a, the closed system exergy balance. 

Since Eq. 7.4a is obtained by deduction from the energy and entropy balances, it 
is not an independent result but can be used in place of the entropy balance as an 
expression of the second law. 





closed system exergy 
balance 
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exergy transfer 
accompanying heat transfer 


exergy transfer 
accompanying work 


exergy destruction 


The first underlined term on the right side of Eq. 7.4a is associated with heat 
transfer to or from the system during the process. It is interpreted as the exergy 
transfer accompanying heat transfer. That is, 


exergy transfer 9 m 
E, = | accompanying heat | = | (1 E јео (7.5) 
transfer 1 Т, 


where Т, denotes the temperature on the boundary where heat transfer occurs. 
The second underlined term on the right side of Eq. 7.4a is associated with work. 
It is interpreted as the exergy transfer accompanying work. That is, 


exergy transfer 
Ev = | accompanying work | = [W — ро(У:- Vi)] (7.6) 


The third underlined term on the right side of Eq. 7.4a accounts for the destruction 
of exergy due to irreversibilities within the system. It is symbolized by Eq. That is 


Eş == Тос (7.7) 
With Eqs. 7.5, 7.6, and 7.7, Eq. 7.4a is expressed alternatively as 
Б = 5; = Eq = Ey = Ba (7.4b) 


Although not required for the practical application of the exergy balance in any 
of its forms, exergy transfer terms can be conceptualized in terms of work, as for the 
exergy concept itself. See the box for discussion. 


Conceptualizing Exergy Transfer 

In exergy analysis, heat transfer and work are expressed in terms of a common mea- 
sure: work fully available for lifting a weight or, equivalently, as shaft or electrical 
work. This is the significance of the exergy transfer expressions given by Eqs. 7.5 and 
7.6, respectively. 

Without regard for the nature of the surroundings with which the system is actually 
interacting, we interpret the magnitudes of these exergy transfers as the maximum 
theoretical work that could be developed were the system interacting with the envi- 
ronment, as follows: 


> On recognizing the term (1 — 7/7) as the Carnot efficiency (Eq. 5.9), the quantity 
(1 — Т,/7,)8О appearing іп Eq. 7.5 is interpreted as the work developed by а revers- 
ible power cycle receiving energy 60 by heat transfer at temperature 7, and dis- 
charging energy by heat transfer to the environment at temperature 70 < 7. When 
Ty is less than Tọ, we also think of the work of a reversible cycle. But in this 
instance, E, takes on a negative value signaling that heat transfer and the accom- 
panying exergy transfer are oppositely directed. 
The exergy transfer given by Eq. 7.6 is the work W of the system less the work 
required to displace the environment whose pressure is po, namely, po(V; = V;). 


See Example 7.2 for an illustration of these interpretations. 
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To summarize, in each of its forms Eq. 7.4 states that the change in exergy of a 
closed system can be accounted for in terms of exergy transfers and the destruction 
of exergy due to irreversibilities within the system. 

When applying the exergy balance, it is essential to observe the requirements 
imposed by the second law on the exergy destruction: In accordance with the second 
law, the exergy destruction is positive when irreversibilities are present within the 
system during the process and vanishes in the limiting case where there are no irre- 
versibilities. That is, 


(7.8) 


E «E 0 irreversibilities present within the system 
"[=0 noirreversibilities present within the system 


The value of the exergy destruction cannot be negative. Moreover, exergy destruction 
is not a property. On the other hand, exergy is a property, and like other properties, 
the change in exergy of a system can be positive, negative, or zero: 


E; = Ej: =0 


For an isolated system, no heat or work interactions with the surroundings occur, 
and thus there are no transfers of exergy between the system and its surroundings. 
Accordingly, the exergy balance reduces to give 


NE] у = ЖЕШ а (7.9) 


Since the exergy destruction must be positive in any actual process, the only processes 
of an isolated system that occur are those for which the exergy of the isolated system 
decreases. For exergy, this conclusion is the counterpart of the increase of entropy 
principle (Sec. 6.8.1) and, like the increase of entropy principle, can be regarded as 
an alternative statement of the second law. 

In Example 7.2, we consider exergy change, exergy transfer, and exergy destruction 
for the process of water considered in Example 6.1, which should be quickly reviewed 
before studying the current example. 


EXAMPLE 7.2 ЖОЛ О О О КЛ ОТ Г О КК ЛК ЛГ КЕ yn? 


Exploring Exergy Change, Transfer, and Destruction 


Water initially a saturated liquid at 150°C (423.15 К) is contained in a piston-cylinder assembly. The water is 
heated to the corresponding saturated vapor state in an internally reversible process at constant temperature 
and pressure. For Ty = 20°C (293.15 K), pọ = 1 bar, and ignoring the effects of motion and gravity, determine 
per unit of mass, each in kJ/kg, (a) the change in exergy, (b) the exergy transfer accompanying heat transfer, 
(c) the exergy transfer accompanying work, and (d) the exergy destruction. 


SOLUTION 


Known: Water contained in a piston-cylinder assembly undergoes an internally reversible process at 150°C from 
saturated liquid to saturated vapor. 


Find: Determine the change in exergy, the exergy transfers accompanying heat transfer and work, and the exergy 
destruction. 
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Schematic and Given Data: 


4.758 bar Engineering Model: 





1. The water in the piston-cylinder 


1509C assembly is a closed system. 


2. The process is internally 


1509С | 
reversible. 





3. Temperature and pressure are 
Dead state constant during the process. 


System boundary 














Daa fot ка 4. Ignore the effects of motion and 
gravity. 
Wim = 186.38 kJ/kg, О/т = 2114.1 kJ/kg 
State U u 5 5. To = 293.15 К, Ро = 1 Баг. 
(пука) _ (Кука) _ (КУКЕК) 
1 1.0905Х 1073 63168 1.8418 
2 0.3928 2559.5 6.8379 Fig. E7.2 














Analysis: 
(a) Using Eq. 7.3 together with assumption 4, we have per unit of mass 

e; = ё = и; — щ + роо — vi) — To(s2 — 51) (а) 
With data from Fig. E7.2 








kJ N m?| ТЕ 
е) — е = (2559.5 — 631.68)— + | 1.0 X i) 0.3928 — (1.0905 x 10: 5))|—|—— — 
‚е = ( уе + (10x 1077 (928 - ( ee ho Nc 
k. 
—293.15 K (6.8379 — 1.8418) i 
Ко · К 
К k 
= (1927.82 + 39.17 — 1464,61) 5. - 502.387 
kg kg 
(b) Noting that temperature remains constant, Eq. 7.5, on a per unit of mass basis, reads 
Е Т, 
ө qo (1 _ 2 (b) 
m T/m 


With Q/m = 2114.1 kJ/kg from Fig. E7.2 


E 
1- (1 M (палк) = 649.49. 
m 423.15 K kg kg 





(c) With W/m = 186.38 kJ/kg from Fig. E7.2 and po(v; — vj) = 39.17 kJ/kg from part (a), Eq. 7.6 gives, per unit 
of mass, 








Е, М 
ө P nn Po(v2 — vi) (c) 
k k 
= (186.38 39.17) d = 14721 2 
kg kg 


(d) Since the process is internally reversible, the exergy destruction is necessarily zero. This can be checked by 
inserting the results of parts (a)-(c) into an exergy balance. Thus, solving Eq. 7.4b for the exergy destruction per 
unit of mass, evaluating terms, and allowing for roundoff, we get 

Ea Fa _Е, 


= – m AL 
a (e; — e) + 
kJ 
= (—502.38 + 64949 — 14721) = = 0 
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Alternatively, the exergy destruction can be evaluated using Eq. 7.7 together with the entropy production obtained 
from an entropy balance. This is left as an exercise. 


© Recognizing the term (1 — ТуТ) as the Carnot efficiency (Eq. 5.9), the right 
side of Eq. (b) can be interpreted as the work that could be developed by a (vf skills Developed 
reversible power cycle were it to receive energy Q/m at temperature Т and 
discharge energy to the environment by heat transfer at Ту. 









Ability to... 

О evaluate exergy change. 

Ө Тһе right side of Eq. (c) shows that if the system were interacting with the О evaluate ехегду transfer 
environment, all of the work, W/m, represented by area 1-2-d-a-1 on the p-v accompanying heat transfer 
diagram of Fig. E7.2, would not be fully available for lifting a weight. A portion and work. 
would be spent in pushing aside the environment at pressure ро. This portion О evaluate exergy destruction. 
is given by po(v; — vi), and is represented by area a-b-c-d-a on the p-v diagram 
of Fig. E72. 


If heating from saturated liquid to saturated vapor would 


occur at 100°C (373.15 К), evaluate the exergy transfers accompanying 
heat transfer and work, each in kJ/kg. Ans. 484, 0. 









7.4.2 Closed System Exergy Rate Balance 


As in the case of the mass, energy, and entropy balances, the exergy balance can be 
expressed in various forms that may be more suitable for particular analyses. A con- 
venient form is the closed system exergy rate balance given by 


E Te : : 
2-20-29 ее oo 


J 


where dE/dt is the time rate of change of exergy. The term (1 — To/ T)O; represents 
the time rate of exergy transfer accompanying heat transfer at the rate Q; occur- 
ring where the instantaneous temperature on the boundary is Ту. The term W represents 
the time rate of energy transfer by work. The accompanying rate of exergy transfer 
is given by (W — podV/dt) where dV/dt is the time rate of change of system volume. 
The term E, accounts for the time rate of exergy destruction due to irreversibilities 
within the system. 

At steady state, dE/dt — dV/dt — 0 and Eq. 7.10 reduces to give the steady-state 
form of the exergy rate balance. 


TN. . У steady-state form of the 
0= У (1 = No, =Й ЛЕ (7.1а) closed system exergy rate 
| balance 


Jj 


Note that for a system at steady state, the rate of exergy transfer accompanying the 
power W is simply the power. 

_ The rate of exergy transfer accompanying heat transfer at the rate 
О; occurring where the temperature is Т) is compactly expressed as 








: JUN 2 
Eg = (1 - 92 (712) 


As shown in the adjacent figure, heat transfer and the accompanying 
exergy transfer are in the same direction when Т) > Ту. 


384 Chapter 7 Exergy Analysis 
Using Eq. 7.12, Eq. 7.11a reads 


Ш- YE; ИЕ. (7.11b) 
J 


In Eqs. 7.11, the rate of exergy destruction within the system, E,, is related to the rate 
of entropy production within the system by Ey = 706. 


7.4.3 Exergy Destruction and Loss 


Most thermal systems are supplied with exergy inputs derived directly or indirectly 
from the consumption of fossil fuels. Accordingly, avoidable destructions and losses 
of exergy represent the waste of these resources. By devising ways to reduce such 
inefficiencies, better use can be made of fuels. The exergy balance can be applied to 
determine the locations, types, and true magnitudes of energy resource waste and 
thus can play an important part in developing strategies for more effective fuel use. 

In Example 7.3, the steady-state form of the closed system energy and exergy rate 
balances are applied to an oven wall to evaluate exergy destruction and exergy loss, 
which are interpreted in terms of fossil fuel use. 


EXAMPLE 7.2 ЖОО ОО О О О ЛК Т Г Т ОУ О О Г ОО О yr rere 
: 
: 


Evaluating Exergy Destruction їп an Oven Wall 


The wall of an industrial drying oven is constructed by sandwiching 0.066 m-thick insulation, having a thermal 
conductivity к = 0.05 х 1073 kW/m • K, between thin metal sheets. At steady state, the inner metal sheet is at 
T, = 575 K and the outer sheet is at 7 = 310 K. Temperature varies linearly through the wall. The temperature 
of the surroundings away from the oven is 293 K. Determine, in kW per m? of wall surface area, (a) the rate of 
heat transfer through the wall, (b) the rates of exergy transfer accompanying heat transfer at the inner and outer 
wall surfaces, and (c) the rate of exergy destruction within the wall. Let Т) = 293 K. 


SOLUTION 
Known: Temperature, thermal conductivity, and wall-thickness data are provided for a plane wall at steady state. 


Find: For the wall, determine (a) the rate of heat transfer through the wall, (b) the rates of exergy transfer 
accompanying heat transfer at the inner and outer surfaces, and (c) the rate of exergy destruction, each per m? 
of wall surface area. 


Schematic and Given Data: 


Engineering Model: 


кл 1. The closed system shown in 

nsulation . . 

к 20.05 x 102 kW/m-K the accompanying sketch is at 
steady state. 


2. Temperature varies linearly 
through the wall. 


3. Т) — 293 K. 


Surroundings 
at 293 K 











= 0.066 m E 


Fuel Fig. . E7.3 
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Analysis: 


(a) At steady state, an energy rate balance for the system reduces to give Qu - О namely, the rates of heat 
transfer into and out of the wall are equal. Let О denote the common heat transfer rate. Using Eq. 2.3.1 with 
assumption 2, the heat transfer rate is given by 














. Т, зы A 
A = — E MEE 
ny = дс 
310 — 575) К 
= – (05 x 1075-0 ү ) |+ 020% 

m:K 0.066 m m? 

(b) The rates of exergy transfer accompanying heat transfer are evaluated using Eq. 7.12. At the inner surface 
. ТО] a 
(Еш/А) = [ - Phoa) 
Tı 
293 kW kW 
1 0:2 = 0.1 
| 575 ( m ) m 
At the outer surface 
А TET s 
(ЕрјА) = 1 - T kora) 

à n 

293 kW kW 

= |1 2 - 0.01 
ЕУ Со 


(c) The rate of exergy destruction within the wall is evaluated using the exergy rate balance. Since W = 0, 
Eq. 7.11b gives 





ө (Ы/А) = (Eg/A) — (Ep/A) 
e - (0.1 001) Ew — 0.09 ai 
m m 


@ The rates of heat transfer are the same at the inner and outer walls, but the rates of exergy transfer at these 
locations are much different. The rate of exergy transfer at the high-temperature inner wall is 10 times the 
rate of exergy transfer at the low-temperature outer wall. At each of these locations the exergy transfers pro- 
vide a truer measure of thermodynamic value than the heat transfer rate. This is clearly seen at the outer wall, 
where the small exergy transfer indicates minimal potential for use and, thus, minimal thermodynamic value. 


@ Тһе exergy transferred into the wall at T, = 575 К is either destroyed within 
the wall owing to spontaneous heat transfer or transferred out of the wall at (vj Skills Developed 
Т, = 310 К where it is lost to the surroundings. Exergy transferred to the sur- у 
roundings accompanying stray heat transfer, as in the present case, is ultimately 
destroyed in the surroundings. Thicker insulation and/or insulation having a 
lower thermal conductivity value would reduce the heat transfer rate and thus 
lower the exergy destruction and loss. 


Ability to... 
О apply the energy апа exergy 
rate balances. 
О evaluate exergy transfer 
accompanying heat transfer. 
Ө Іп this example, the exergy destroyed and lost has its origin in the fuel supplied. О evaluate ехегау destruction. 
Thus, cost-effective measures to reduce exergy destruction and loss have benefits 
in terms of better fuel use. 


If the thermal conductivity were reduced to 0.04 x 10? 


kW/m • K, owing to a different selection of insulation material, while the 
insulation thickness were increased to 0.076 m, determine the rate of 
exergy destruction in the wall, in kW per m? of wall surface area, keeping 
the same inner and outer wall temperatures and the same temperature 
of the surroundings. Ans. 0.06 kW/m?. 










. . ғ“ Nf tha ciirrniindinoc Anc 006 LVMlirmoó^ == JO QWBeeovccccccccccoccccccccccccccccccccccocccccn: 
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В. HORIZONS 


Superconducting Power Cable Overcoming All Barriers? 


According to industry sources, more than 7% of 

the electric power conducted through present-day 
transmission and distribution lines is forfeited en 

route owing to irreversibility associated with electrical resis- 
tance. Superconducting cable can nearly eliminate resis- 


tance to electricity flow and thereby the accompanying irre- 


versibility. As electricity generation shifts toward 
technologies that use renewable energy (wind turbines, 
solar panels, etc.) with locations typically far from end use, 
these improvements are becoming increasingly important. 

For superconducting cable to be effective, however, it 
must be cooled to about —200?C (—330°Е). Cooling is 
achieved by refrigeration systems using liquid nitrogen. 


Since the refrigeration systems require power to operate, 
such cooling reduces the power saved in superconducting 
electrical transmission. Moreover, the cost of superconduct- 
ing cable is much greater today than conventional cable. 
Factors such as these impose barriers to rapid deployment 
of superconducting technology. 

Still, electrical utilities have partnered with the govern- 
ment to develop and demonstrate superconducting technol- 
ogy that someday may increase U.S. power system efficiency 
and reliability. The cables are slowly being introduced to the 
U.S. power system, as companies have begun manufactur- 
ing superconducting cables for this purpose. 





7.4.4 Exergy Accounting 


In the next example, we reconsider the gearbox of Examples 2.4 and 6.4 from an 


exergy accounting 


exergy perspective to introduce exergy accounting, in which the various terms of an 


exergy balance for a system are systematically evaluated and compared. 


EXAMPLE 7.4 > EEEIEE —————————————————— 


Exergy Accounting of a Gearbox 
For the gearbox of Examples 2.4 and 6.4(a), develop a full exergy accounting of the power input. Let Tọ = 293 K. 


SOLUTION 


Known: A gearbox operates at steady state with known values for the power input, power output, and heat 
transfer rate. The temperature on the outer surface of the gearbox is also known. 


Find: Develop a full exergy accounting of the input power. 


Schematic and Given Data: 








т <= | T,-300K Engineering Model: 
W, 2-60kW = 1. The gearbox is taken as a closed system operating at 
А steady state. 
П — Q=-1.2kW 






2. The temperature at the outer surface does not vary. 























input nue 3. Ty — 293 K. 
shaft 2 
= І 
| 
E ———————— | Output 
shaft Fig. E7.4 


Analysis: Since the gearbox is at steady state, the rate of exergy transfer accompanying power is simply the power. 

Accordingly, exergy is transferred into the gearbox via the high-speed shaft at a rate equal to the power input, 60 

КМ, and exergy is transferred out via the low-speed shaft at a rate equal to the power output, 58.8 kW. Additionally, 

exergy is transferred out accompanying stray heat transfer and destroyed by irreversibilities within the gearbox. 
The rate of exergy transfer accompanying heat transfer is evaluated using Eq. 7.12. That is, 


En ola 
&-(1 тү) 


еевеееееееееееееегееееегееееееееееееееееееееееееееееееееееееееееееееееееееееееееееееееееееееееееееееееееееее 
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With О = —1.2 kW and Т, = 300 K from Fig. E74, we get 


293 
E, = (1 - 298 cia kW) 


= —0.03 kW 


where the minus sign denotes exergy transfer from the system. 
. The rate of exergy destruction is evaluated using the exergy rate balance. On rearrangement, and noting that 
W = И; + W, = —1.2 kW, Eq. 7.11b gives 


o E, = E, - W = —0.03 kW — (-12kW) = 117 kW 
The analysis is summarized by the following exergy balance sheet in terms of exergy magnitudes on a rate basis: 


Rate of exergy in: 
high-speed shaft 60.00 kW (10096) 
Disposition of the exergy: 
* Rate of exergy out 
low-speed shaft 58.80 kW (9896) 
o stray heat transfer 0.03 kW (0.0596) 
* Rate of exergy destruction 1.17 kW (1.9596) 


60.00 kW (10096) 





@ Alternatively, the rate of exergy destruction is calculated from E, = Тос, where б is the rate of entro 
y 8y py 
production. From the solution to Example 6.4(a), с = 4 х 10 ? kW/K. Then 







Е, = Тус 
= (293 K)(4 x 10 ? kW/K) 
- 1.17 kW 
Ө Тһе difference between the input and output power is accounted for primarily (vj Skills Developed 
by the rate of exergy destruction and only secondarily by the exergy transfer v а =. 
accompanying heat transfer, which is small by comparison. The exergy balance С 
sheet provides а sharper picture of performance than the energy balance sheet x $ ly the exergy rate 
alance. 


of Example 2.4, which does not explicitly consider the effect of irreversibilities 
within the system. 


: By inspection of the exergy balance sheet, specify an exergy- 
eecccc( based efficiency for the gearbox. Ans. 98%. »e0909009909009909900900090020900000090009009009999! 


О develop an ехегау accounting. 


Exergy Rate Balance for Control 


€ 9 ө 6 ө ө ө ө ө ө е ө ө ө ө ө ө ө ө ө ө ө ө ө е ө ө е 9 э ө ө е е 9 ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө е ө ө ө ө ө ө ө ө 


In this section, the exergy balance is extended to a form applicable to control volumes 
at steady state. The control volume form is generally the most useful for engineering 
analysis. 

The exergy rate balance for a control volume can be derived using an approach 
like that employed in the box of Sec. 4.1, where the control volume form of the mass 
rate balance is obtained by transforming the closed system form. However, as in the 
developments of the energy and entropy rate balances for control volumes (Secs. 4.4.1 
and 6.9, respectively), the present derivation is conducted less formally by modifying 
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the closed system rate form, Eq. 7.10, to account for the exergy transfers at the inlets 
and exits. The result is 


dV x 


dE. _ Ha И ЧИ ИМ 
dt = 20 PO, (wa Po dt )+ Хен Х mes Ei 


where the underlined terms account for exergy transfer where mass enters and exits 
the control volume, respectively. 
At steady state, dE,/dt = dV,,/dt = 0, giving the steady-state exergy rate balance 








ToN : : 
steady-state exergy rate @ = > (1 = Jo = Wa t У тер- У т.е, — Ea (7.13a) 
balance: control volumes 7 If i е 


where ej; accounts for the exergy per unit of mass entering at inlet і and е, accounts 
for the exergy per unit of mass exiting at exit e. These terms, known as the specific 
flow exergy, are expressed as 


We 
specific flow exergy ep = h — hy — Tols — so) + + gz (7.14) 


where h and s represent the specific enthalpy and entropy, respectively, at the inlet 
or exit under consideration; ho апа s, represent the respective values of these proper- 
ties when evaluated at To, po. See the box for a derivation of Eq. 7.14 and discussion 
of the flow exergy concept. 


Conceptualizing Specific Flow Exergy 

To evaluate the exergy associated with a flowing stream of matter at a state given by 
h, s, V, and z, let us think of the stream being fed to the control volume operating at 
steady state shown in Fig. 7.5. At the exit of the control volume, the respective prop- 
erties are those corresponding to the dead state: ho, 50, Vo = 0,20 = 0. Heat transfer 


occurs only with the environment at 7, = To. 
For the control volume of Fig. 7.5, energy and entropy balances read, respectively, 


| | (М 
o = Qy — Wy + i| (h ho) + 2 (а) 





ЕР 
о=— + m(s — So) + би 
Т 





Eliminating Qu between Eqs. (a) and (b), the work developed per unit of mass flowing is 


Wey 








С ЖЕТЕ - gz 144) (© 





2-0 | Fig. 7.5 Control volume used 
to evaluate the specific flow 
exergy of a stream. 
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The value of the underlined term in Eq. (c) is determined by two states: the given 
state and the dead state. However, the value of the entropy production term, which 
cannot be negative, depends on the nature of the flow. Hence, the maximum theo- 
retical work that could be developed, per unit of mass flowing, corresponds to a zero 
value for the entropy production—that is, when the flow through the control volume 
of Fig. 7.5 is internally reversible. The specific flow exergy, ер, is this work value, and 
thus Eq. 7.14 is seen to be the appropriate expression for the specific flow exergy. 

Subtracting Eq. 7.2 from Eq. 7.14 gives the following relationship between specific 
flow exergy e; and specific exergy e, 


(d) 


The underlined term of Eq. (d) has the significance of exergy transfer accompanying 
flow work. Thus, at a control volume inlet or exit, flow exergy e; accounts for the sum 
of the exergy accompanying mass flow e and the exergy accompanying flow work. When 
pressure p at a control volume inlet or exit is less than the dead state pressure ро, the 
flow work contribution of Eq. (d) is negative, signaling that the exergy transfer accom- 
panying flow work is opposite to the direction of exergy transfer accompanying mass 
flow. Flow exergy aspects are also explored in end-of-chapter Problems 7.8 and 7.9. 


e; = e + v(p — p.) 





The steady-state exergy rate balance, Eq. 7.13a, can be expressed more compactly 
as Eq. 7.13b 


oS D» ET = Wey ar Э, Е; — јез Èe — Éa (7.13b) 
7 і е 
where 
n Т, : 
E; = (1 = a) Qj (7.15) 
j 

Ey = mes (7.16a) 
Ер EE т.ер (7.16b) 


are exergy transfer rates. Equation 7.15 has the same interpretation as given for 
Eq 7.5 in the box on p. 380, only on a time rate basis. Also note that at steady state 
the rate of exergy transfer accompanying the power У, is simply the power. Finally, 
the rate of exergy destruction within the control volume E, is related to the rate of 
entropy production by Tyo... 

If there is a single inlet and a single exit, denoted by 1 and 2, respectively, the 
steady-state exergy rate balance, Eq. 7.13a, reduces to 


0- x( = гі Ò; – Wey + (en – eg) — E (7.17) 


where т is the mass flow rate. The term (ең — ер) is evaluated using Eq. 7.14 as 


vi- V3 
Giu = Ga = (Ла = ЖЫ) = (б = S2) F E g(a — 22) (718) 


, used here to evaluate flow 
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TAKE NOTE... 
Observe that the approach 


ехегау parallels that used in 
Sec. 7.5 to evaluate ехегау 
of a system. In each case, 
energy and entropy balances 
are applied to evaluate 
maximum theoretical work in 
the limit as entropy produc- 
tion tends to zero. This 
approach is also used in 

Sec. 13.6 to evaluate 
chemical ехегду. 





| TAKE NOTE... 

When the rate of ехегау 
| destruction Е, le the objec- 
tive, it can be determined 
either from an exergy rate 
balance or from Е, = To Gey 

where б, is the rate of 
entropy production evalu- 
ated from an entropy rate 
balance. The second of 
these procedures normally 
requires fewer property 
evaluations and less 
computation. 
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А ү? 
m; [h+ gt gz]; 
=10 МУ 


= 40 MW 


2 
m, [h + 82], 

















à = 60 MW 
Об, = 90 MW 
Energy In Energy Out Exergy In Exergy Out 
90 MW (heat transfer) 40 MW (power) 60 MW (heat transfer) 40 MW (power) 
10 MW (at inlet 7) 60 MW (at exit e) 2MW (at inlet i) 15 MW (at exit e) 
100MW 100MW 62MW 55MW 


Exergy Destroyed = 62 MW – 55 МУ = 7 МУ 
(а) (b) 


Fig. 7.6 Comparing energy and exergy for a control volume at steady state. (a) Energy analysis. (b) Exergy analysis. 


7.5.1 Comparing Energy and Exergy for Control 
Volumes at Steady State 


Although energy and exergy share common units and exergy transfer accompanies 
energy transfer, energy and exergy are fundamentally different concepts. Energy and 
exergy relate, respectively, to the first and second laws of thermodynamics: 


» Energy is conserved. Exergy is destroyed by irreversibilities. 

» Exergy expresses energy transfer by work, heat, and mass flow in terms of a сот- 
mon measure —namely, work that is fully available for lifting a weight or, equiva- 
lently, as shaft or electrical work. 


Figure 7.6a shows energy transfer rates for a one-inlet, one-exit 
control volume at steady state. This includes energy transfers by work and heat and the 
energy transfers in and out where mass flows across the boundary. Figure 7.6b shows the 
same control volume but now labeled with exergy transfer rates. Be sure to note that 
the magnitudes of the exergy transfers accompanying heat transfer and mass flow differ 
from the corresponding energy transfer magnitudes. These exergy transfer rates are cal- 
culated using Eqs. 7.15 and 7.16, respectively. At steady state, the rate of exergy transfer 
accompanying the power W,, is simply the power. In accord with the conservation of 
energy principle, the total rate energy enters the control volume equals the total rate 
energy exits. However, the total rate exergy enters the control volume exceeds the total 
rate exergy exits. The difference between these exergy values is the rate at which exergy 
is destroyed by irreversibilities, in accord with the second law. ~ ~ << 4 


To summarize, exergy gives a sharper picture of performance than energy because 
exergy expresses all energy transfers on a common basis and accounts explicitly for 
the effect of irreversibilities through the exergy destruction concept. 


7.5.2 Evaluating Exergy Destruction in Control 
Volumes at Steady State 


The following examples illustrate the use of mass, energy, and exergy rate balances 
for the evaluation of exergy destruction in control volumes at steady state. Property 
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data also play an important role in arriving at solutions. The first example involves 
the expansion of steam through a valve (a throttling process, Sec. 4.10). From an 
energy perspective, the expansion occurs without loss. Yet, as shown in Example 7.5, 
such a valve is a site of inefficiency quantified thermodynamically in terms of exergy 
destruction. 


EXAMPLE 7.5 МӘРУА S 


Determining Exergy Destruction in a Throttling Valve 


Superheated water vapor enters a valve at 500 Ibf/in.’, 500° and exits at a pressure of 80 Ibf/in.? The expansion 
is a throttling process. Determine the exergy destruction per unit of mass flowing, in Btu/lb. Let To = 77°F, 
ро = 1 atm. 


SOLUTION 


Known: Water vapor expands in a throttling process through a valve from a specified inlet state to a specified 
exit pressure. 


Find: Determine the exergy destruction per unit of mass flowing. 


Schematic and Given Data: 


Engineering Model: 


1. The control volume shown in the accompanying figure is at 
steady state. 





2. For the throttling process, D. - Wey = 0, and the effects of 
motion and gravity can be ignored. 








3. To = 7ТЕ, Po = 1 atm. 








Fig. E7.5 





Analysis: The state at the inlet is specified. The state at the exit can be fixed by reducing the steady-state mass 
and energy rate balances to obtain Eq. 4.22: 


h, = hy (a) 


Thus, the exit state is fixed by p; and Л». From Table A-4E, Л, = 1231.5 Btu/lb, sı = 1.4923 Btu/lb - °R. Interpo- 
lating at a pressure of 80 Ibf/in.? with Лу = Лу, the specific entropy at the exit is s; = 1.680 Btu/Ib - ^R. 
With assumptions listed, the steady-state form of the exergy rate balance, Eq. 7.17, reduces to 


ТА. 210 . s 
бе Xi O= Wa t ттер — ep) = Ба 
j j 


Dividing by the mass flow rate m and solving, the exergy destruction per unit of mass flowing is 


ч = (ең — ер) (b) 
m 


Introducing Eq. 7.18, using Eq. (a), and ignoring the effects of motion and gravity 


0 


Vi- 
eng – ёр = (ty №) To(si — 52) + C T glz z) 
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Eq. (b) becomes 





Е 
Ф = = To(s2 — 51) (c) 
m 
Inserting values, 
E Bt 
(2) = = 537°К (1.680 — 1.4923) “_ = 100.8 Btu/Ib 
т Ib - ^R 







Ө Equation (с) can be obtained alternatively beginning with the relationship Ability to... 
Ey = Too, and then evaluating the rate of entropy production Cey from an Ql apply the energy and exergy 
entropy balance. The details are left as an exercise. rate balances. 

О evaluate exergy destruction. 





€) Energy is conserved in the throttling process, but exergy is destroyed. The 
source of the exergy destruction is the uncontrolled expansion that occurs. 


If air modeled as an ideal gas were to undergo a throttling 


process, evaluate the exergy destruction, in Btu per Ib of air flowing, for 
the same inlet conditions and exit pressure as in this example. 
ба) Ап5. 67.5 Btu/lb. Ф%%66%66в0606%6еө6е06еееееееөееееесеееееееевеееевееее: 


Although heat exchangers appear from an energy perspective to operate without 
loss when stray heat transfer is ignored, they are a site of thermodynamic inefficiency 
quantified by exergy destruction. This is illustrated in Example 7.6. 


EXAMPLE 7.4 ЖОО О О rrr tert О ОЛЛО Г С Г К rer Т ГКК С 


Evaluating Exergy Destruction in a Heat Exchanger 


Compressed air enters a counterflow heat exchanger operating at steady state at 610 K, 10 bar and exits at 
860 K, 9.7 bar. Hot combustion gas enters as a separate stream at 1020 K, 1.1 bar and exits at 1 bar. Each 

@ stream has а mass flow rate of 90 kg/s. Heat transfer between the outer surface of the heat exchanger and 
the surroundings can be ignored. The effects of motion and gravity are negligible. Assuming the combustion 
gas stream has the properties of air, and using the ideal gas model for both streams, determine for the heat 
exchanger 


(a) the exit temperature of the combustion gas, in K. 

(b) the net change in the flow exergy rate from inlet to exit of each stream, in MW. 
(c) the rate exergy is destroyed, in MW. 

Let Ту = 300 K, p, = 1 bar. 


SOLUTION 
Known: Steady-state operating data are provided for a counterflow heat exchanger. 


Find: For the heat exchanger, determine the exit temperature of the combustion gas, the change in the flow 
exergy rate from inlet to exit of each stream, and the rate exergy is destroyed. 
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Schematic and Given Data: 






































Engineering Model: 
AT we Т; р Я 
1. The control volume shown in the accompanying 
T i figure is at steady state. 
Ti 2. For the control volume, Òx =0, Wey = 0, and the 
To effects of motion and gravity are negligible. 
Келт ИРЕ Ty 1020 K 3. Each stream has the properties of air modeled as 
pm d E E ad an ideal gas 
< gas. 
Combustion | 
pee | 4. Ty = 300 K, p, = 1 bar. 
ЕЕЕ | 
Combustor 
| 12 610K Т›=860К 
Рі-10һаг рә = 9.7 bar 
? el 
Turbine 
Air Fig. E7.6 
Analysis: 


(a) The temperature T, of the exiting combustion gases can be found by reducing the mass and energy rate bal- 
ances for the control volume at steady state to obtain 


у? – v} 


0= Qs - Wey + ihl (Mm – №) (ke = 2) * ml (hs ~ ha) + (25) 


un | 








where т is the common mass flow rate of the two streams. The underlined terms drop out by listed assumptions, 
leaving 


0 = m(h, — ћу) + m(h; — №) 
Dividing by т and solving for h4 
hy = h; + hy — hy 
From Table A-22, № = 617.53 kJ/kg, h) = 888.27 kJ/kg, hz = 1068.89 kJ/kg. Inserting values 
h4 = 1068.89 + 617.53 — 888.27 = 798.15 kJ/kg 


Interpolating in Table A-22 gives Т; = 778 K (505°C). 


(b) The net change in the flow exergy rate from inlet to exit for the air stream flowing from 1 to 2 can 
be evaluated using Eq. 7.18, neglecting the effects of motion and gravity. With Eq. 6.20a and data from 
Table A-22 


т(ер — eg) = — hy) — Тоб — 51)] 


m| (hy 
= h| (h hy) [э s? къ?) 
kg 





Di 








kJ 8314. 971 kJ 
= 90— | (888.27 — 617.53): — 300 K( 2.79783 — 2.42644 — l 
"s [ Шат ( De 28.97 ex 
= 14105 | 10 = 14.1 MW 
s |10°kJ/s 
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@ As the air flows from 1 to 2, its temperature increases relative to То and the flow exergy increases. 
Similarly, the change in the flow exergy rate from inlet to exit for the combustion gas is 





(ев — во) = | (hs ћз) п 53 къ?) 





P3 
8.314 1 
- оо] (798.15 - 1068.89) - 300 (2.68760 — 2.99034 — 28.9; I? 5) 
= – 16.934 €. саш = —16.93MW 
S 110° kJ/s 








As the combustion gas flows from 3 to 4, its temperature decreases relative to T, and the flow exergy decreases. 


Ө (с) The rate of exergy destruction within the control volume can be determined from an exergy rate balance, 
Eq. 7.13a, 


TU 20 : . ; 
v= x( “Жж О, - Му + т(ец - eg) + т(ез- eu) — Ea 
j 


J 


Solving for E, and inserting known values 


Е, == т(ең - ер) + т(ев = ец) 
ө = (-141 MW) + (16.93 MW) = 2.83 MW 


Comparing results, the exergy increase of the compressed air: 14.1 MW is less than the magnitude of the exergy 
decrease of the combustion gas: 16.93 MW, even though the energy changes of the two streams are equal in 
magnitude. The difference in these exergy values is the exergy destroyed: 2.83 MW. Thus, energy is conserved 
but exergy is not. 


@ Heat exchangers of this type are known as regenerators (see Sec. 9.7). 


© The variation in temperature of each stream passing through the heat exchanger is sketched in the schematic. 
The dead state temperature To also is shown on the schematic for reference. 


© Alternatively, the rate of exergy destruction can be determined using 
Ey = Тас, where o, is the rate of entropy production evaluated from an (vj Skills Developed 
entropy rate balance. This is left as an exercise. у snc e eee 


Ability to... 
€) Exergy is destroyed by irreversibilities associated with fluid friction and Q apply the energy and exergy 
stream-to-stream heat transfer. The pressure drops for the streams are indi- rate balances. 
cators of frictional irreversibility. The average temperature difference О evaluate exergy destruction 


between the streams, А Тл, is an indicator of heat transfer irreversibility. 


If the mass flow rate of each stream were 105 kg/s, what 


è .....: would be the rate of exergy destruction, in MW? Ans. 3.3 MW. Феееееееееееееееееееееееееееееееееееееееееееееееееен 





In previous discussions we have noted the effect of irreversibilities on thermody- 
namic performance. Some economic consequences of irreversibilities are considered 
in the next example. 


EXAMPLE 7.7 _ ООО О О ГО О Л РА А ГТ 


Determining Cost of Exergy Destruction 


For the heat pump of Examples 6.8 and 6.14, determine the exergy destruction rates, each in kW, for the com- 
pressor, condenser, and throttling valve. If exergy is valued at $0.08 per kW · h, determine the daily cost of 
electricity to operate the compressor and the daily cost of exergy destruction in each component. Let 7; — 273 K 
(0*C), which corresponds to the temperature of the outside air. 
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SOLUTION 


Known: Refrigerant 22 is compressed adiabatically, condensed by heat transfer to air passing through a heat 
exchanger, and then expanded through a throttling valve. Data for the refrigerant and air are known. 


Find: Determine the daily cost to operate the compressor. Also determine the exergy destruction rates and 
associated daily costs for the compressor, condenser, and throttling valve. 


Schematic and Given Data: 
See Examples 6.8 and 6.14. 


Engineering Model: 
1. See Examples 6.8 and 6.14. 


2. Ty = 273 К (0°C). 
Analysis: The rates of exergy destruction can be calculated using 
E, = То 
together with data for the entropy production rates from Example 6.8. That is, 
are = (273 K)(17.5 X i * 5%) = 0.478 kW 
(Ел) „ме = (273)(9.94 x 107^) = 0.271 kW 
(Èa)cona = (273)(7.95 х 1075 = 0.217 kW 


The costs of exergy destruction are, respectively, 





| cost of exergy destruction ~ — (0478 kW) ( $0.08 ЛЕ һ 
to compressor irreversibilities kW -h 

daily cost of exergy destruction due to 

irreversibilities in the throttling value 


= $0.92 
at | = 309 


) = (0.271)(0.08)24| = $0.52 


daily cost of exergy destruction due to 
irreversibilities in the condenser 


) = (0.217)(0.08)24| = $0.42 


From the solution to Example 6.14, the magnitude of the compressor power is 3.11 kW. Thus, the daily cost is 


Gee cost of qd — (311 kW) ( $0.08 ЛЕ һ 
to operate compressor kW · h/| day 





| = $5.97 


@ Associating exergy destruction with operating costs provides a rational basis Ability to... 
for seeking cost-effective design improvements. Although it may be possible to О evaluate exergy destruction. 
select components that would destroy less exergy, the trade-off between any Q conduct an elementary 
resulting reduction in operating cost and the potential increase in equipment economic evaluation using 


ехегау. 


cost must be carefully considered. 


Expressed as a percent, how much of the cost of electricity to 


operate the compressor is attributable to exergy destruction in the three 
components? Ans. 3196. 









esses..  càóàmnnneantc? Ane 919, o  Weeecccococccecoccosccscóscccccsccscccccocccet! 





7.5.3 Exergy Accounting in Control Volumes at Steady State 


For a control volume, the location, types, and true magnitudes of inefficiency and loss 
can be pinpointed by systematically evaluating and comparing the various terms of 
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the exergy balance for the control volume. This is an extension of exergy accounting, 
introduced in Sec. 7.4.4. 

The next two examples provide illustrations of exergy accounting in control vol- 
umes. Тһе first involves the steam turbine with stray heat transfer considered previ- 
ously in Example 6.6, which should be quickly reviewed before studying the current 
example. 


EXAMPLE 7,8 Ж ЕКЕ О ОЛУ Л Л О Г КОЛ КЛ Г ГК ГЕТ 


Exergy Accounting of a Steam Turbine 


Steam enters a turbine with a pressure of 30 bar, a temperature of 400*C, and a velocity of 160 m/s. Steam exits 
as saturated vapor at 100°C with a velocity of 100 m/s. At steady state, the turbine develops work at a rate of 
540 kJ per kg of steam flowing through the turbine. Heat transfer between the turbine and its surroundings 
occurs at an average outer surface temperature of 350 К. Develop a full accounting of the net exergy carried in 
by the steam, in kJ per unit mass of steam flowing. Let Ty = 25°C, po = 1 atm. 

SOLUTION 


Known: Steam expands through a turbine for which steady-state data are provided. 

Find: Develop a full exergy accounting of the net exergy carried in by the steam, in kJ per unit mass of steam 
flowing. 

Schematic and Given Data: See Fig. E6.6. From Example 6.6, Wm — 540 kJ/kg, Омјт = —22.6 kJ/kg. 
Engineering Model: 

1. See the solution to Example 6.6. 

2. Ty = 25°С, ру = 1 atm. 

Analysis: The net exergy carried in per unit mass of steam flowing is obtained using Eq. 7.18: 


у? – V3 


ej = 6p = (hi — h;) — To(s = 5) + (4-4) * g(z— 25) 





From Table А-4, A, = 3230.9 kJ/kg, s, = 6.9212 kJ/kg - K. From Table A-2, h) = 2676.1 kJ/kg, s; = 7.3549 kJ/kg - К. 
Hence, 

1N 
1 kg • m/s? 





M pem - ше 


k 
еп — ep = | (3230.9 = 26161) — 298(6.9212 — 7.3549) ke = | 











1kJ | 
10N:m 
— 691.84 kJ/kg 


The net exergy carried in can be accounted for in terms of the exergy transfers accompanying work and heat 
transfer and the exergy destruction within the control volume. At steady state, the exergy transfer accompanying 
work is simply the work, ог Исут = 540 kJ/kg. The quantity Q.,/m is evaluated in the solution to Example 6.6 
using the steady-state forms of the mass and energy rate balances: Q.,/m = —22.6 kJ/kg. The accompanying 


exergy transfer is 
Ба = (1 _ 1/9.) 
т Ty/N m 


298 kJ 
(- 2а) 


kJ 
= -336.— 
336, 











where Т, denotes the temperature on the boundary where heat transfer occurs. 
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The exergy destruction can be determined by rearranging the steady-state form of the exergy rate balance, 
Eq. 7.17, to give 








E T, p Wey 

9 = (1 ay | ) — + (еп = ер) 
т b/\ m m 

Substituting values 
E 
— = —3.36 — 540 + 691.84 = 148.48 kJ/kg 
m 


The analysis is summarized by the following exergy balance sheet in terms of exergy magnitudes on a rate basis: 


Net rate of exergy in: 691.84 kJ/kg (10096) 
Disposition of the exergy: 
• Rate of exergy out 
work 540.00 kJ/kg (78.0596) 
heat transfer 3.36 kJ/kg (0.4996) 
• Rate of exergy destruction 148.48 kJ/kg (21.4696) 


691.84 kJ/kg (10096) 





Note that the exergy transfer accompanying heat transfer is small relative to Я 
the other terms. (Vf skills Developed 


Ability to... 

Q evaluate exergy quantities 
for an exergy accounting. 

О develop an exergy 
accounting. 


@ The exergy destruction can be determined alternatively using E, = Тубо, 
where беу is the rate of entropy production from an entropy balance. The 
solution to Example 6.6 provides от = 0.4983 kJ/kg - К. 





4 By inspection of the exergy balance sheet, specify ап exergy- 
"rm based efficiency for the turbine. ANS. 78.05%. | eese] 


The next example illustrates the use of exergy accounting to identify opportunities 
for improving thermodynamic performance of the waste heat recovery system con- 
sidered in Example 4.10, which should be quickly reviewed before studying the cur- 
rent example. 


EXAMPLE 79 ЖОО ГО О Л ЛТ О Л КС Т 


Exergy Accounting of a Waste Heat Recovery System 


Suppose the system of Example 4.10 is one option under consideration for utilizing the combustion products 
discharged from an industrial process. 


(a) Develop a full accounting of the net exergy carried in by the combustion products. 

(b) Use the results of (a) to identify opportunities for improving thermodynamic performance. 
SOLUTION 

Known: Steady-state operating data are provided for a heat-recovery steam generator and a turbine. 


Find: Develop a full accounting of the net rate exergy is carried in by the combustion products and use the results 
to identify opportunities for improving thermodynamic performance. 
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Schematic and Given Data: 


Combustion products in Engineering Model: 
ту = 9230.6 Ib/min А 
1. See solution to Example 4.10. 















































2. Ty = 537°R. 
W., = 49,610 Btu/min 
| == 

4 

T4 = 354°F 
Combustion Sag Pa = 40 Ibf/in.* __ ч 
products out SERO Г 
Т, = 260°F = | ; 

= | 
puis ! Water out 
3| p3 = 40 Ibf/in? ps = 1 Ibffin.? 
Water in | 73 = 102°F Xs = 93% Қ 
тз = 275 Ib/min Fig. E7.9 
Analysis: 


(а) We begin by determining the net rate exergy is carried into the control volume. Modeling the combustion 
products as an ideal gas, the net rate is determined using Eq. 7.18 together with Eq. 6.20a as 


mj[ea — ер] = mi[h; — hy — Tilsi — sz)] 
- ДС == "(4 -s2 -R 2] 
P2 


With data from Table A-22E, Л, = 206.46 Btu/lb, А; = 172.39 Btu/lb, s? = 0.71323 Btu/lb · °R, 55 = 0.67002 Btu/ 
Ib + °R, and p; = рі, we have 





Ib Btu Btu 
у = = 9230.6 ——| (206.46 — 172.39)—— — 537°R(0.71323 — 0.67002 
m [en — eg] = 9 Dh 72.39) Ib 7°К(0.7 7 b 7 J 
= 100,300 Btu/min 


Next, we determine the rate exergy is carried out of the control volume. Exergy is carried out of the control 
volume by work at a rate of 49,610 Btu/min, as shown on the schematic. Additionally, the net rate exergy is car- 
ried out by the water stream is 


тз[еѕ — ез] = m3[hs — hs — To(ss — 53)] 
From Table A-2E, A; = h,(102°F) = 70 Btu/lb, 5; = s;(102°F) = 0.1331 Btu/lb - °R. Using saturation data at 1 
Ibf/in.? from Table A-3E with x; = 0.93 gives hs = 1033.2 Btu/Ib and s; = 1.8488 Btu/lb - °R. Substituting values 


Btu 
Ib -°R 





Ib Bt 
Фіеь- eg] = 27s (10332 — 70) — 537*R(1.8488 — 0.1331) 
min Ib 
— 11,510 Btu/min 


Next, the rate exergy is destroyed in the heat-recovery steam generator can be obtained from an exergy rate 
balance applied to a control volume enclosing the steam generator. That is, Eq. 7.13a takes the form 


0 
: 222. | | 
v= 5 (178 је, - Wey + mi(en — ер) + тз(ез — eu) — Ea 
j i 


Evaluating (ең — ем) with Eq. 7.18 and solving for Eq 
Е = т (еп - eg) + ma[hs — h4 — To(s3 — s4)] 
The first term on the right is evaluated above. Then, with h4 = 1213.8 Btu/Ib, s, = 1.7336 Btu/lb - °R at 354°Е, 


40 Ibf/in.? from Table A-4E, and previously determined values for Аз and 53 


Bt Ib Bt 
Ey = 100,00 — 4-275— (70 = 1213.8) = 537°R(0.1331 = 1.7336) 
min min Ib 


Btu 
lb -°R 





= 22,110 Btu/min 
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Finally, the rate exergy is destroyed in the turbine can be obtained from an exergy rate balance applied to a 
control volume enclosing the turbine. That is, Eq. 7.17 takes the form 
0 


n (20 Wey + ”і(ең- ets) — Èa 
J j 


Solving for Eq, evaluating (ең — ев) with Eq. 7.18, and using previously determined values 





Ey = -Wey + [ла — hs — Tolsa — 55)] 


Bt Ib Btu 
—49, 610-— + 775-1213. 8 — 1033. 2)" — §37°R(1.7336 — 1.8488) 


Btu 
lb -°R 





Ф 
= 17,070 Btu/min 
The analysis is summarized by the following exergy balance sheet in terms of exergy magnitudes on a rate basis: 


Net rate of exergy in: 100,300 Btu/min (10096) 
Disposition of the exergy: 
• Rate of exergy out 


power developed 49,610 Btu/min (49.4696) 

water stream 11,510 Btu/min (11.4896) 
* Rate of exergy destruction 

heat-recovery steam generator 22,110 Btu/min (22.0496) 

turbine 17,070 Btu/min (17.0296) 





100,300 Btu/min (10096) 


(b) The exergy balance sheet suggests an opportunity for improved thermodynamic performance because only 
about 50% of the net exergy carried in is obtained as power developed. The remaining nearly 50% of the net 
exergy carried in is either destroyed by irreversibilities or carried out by the water stream. Better thermodynamic 
performance might be achieved by modifying the design. For example, we might reduce the heat transfer irre- 
versibility by specifying a heat-recovery steam generator with a smaller stream-to-stream temperature difference 
and/or reduce the effects of friction by specifying a turbine with a higher isentropic efficiency. Thermodynamic 
performance alone would not determine the preferred system embodiment, however, for other factors such as 
cost must be considered and can be overriding. Further discussion of the use of exergy analysis in design is 
provided in Sec. 7.7.2. 


@ Alternatively, the rates of exergy destruction in control volumes enclosing Ability to... 
the heat-recovery steam generator and turbine can be determined using 
Ey = Тб, where сү, is the rate of entropy production for the respective 
control volume evaluated from an entropy rate balance. This is left as an 


Q evaluate exergy quantities 
for an ехегау accounting. 

Г О develop ап ехегду 

24. accounting. 


For the turbine of the waste heat recovery system, evaluate the 


isentropic turbine efficiency and comment. Ans. 74%. This isentropic 
turbine efficiency value is at the low end of the range for steam turbines 
: today, indicating scope for improved performance of the heat-recovery 
егез system. _ S 2M 2 uu uM LLL (2.5.1.1... Шел LLL LLLA 








Exergetic (Second Law) Efficiency 


о е е ө ө ө ө б е ә е ө ө ө ө ө ө ө е ө ө ө ө е ө е ө ө ө еэ ө ө э ө ө ө ө ө ө ө ө сз ө ө ө ө ө ө ө э ө е ө ө ө ө 


The objective of this section is to show the use of the exergy concept in assessing the 

effectiveness of energy resource utilization. As part of the presentation, the exergetic — exergetic efficiency 
efficiency concept is introduced and illustrated. Such efficiencies are also known as 

second law efficiencies. 
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д 7.6.1 Matching End Use to Source 
T 

п====== -l == Tasks such as space heating, heating in industrial furnaces, and process 
. | . steam generation commonly involve the combustion of coal, oil, or natural 
Air | ^^^ о, ^^^ О, раз. When the products of combustion are at a temperature significantly 
| ГІ | greater than required by a given task, the end use is not well matched to 
| : | the source and the result is inefficient use of the fuel burned. To illustrate 
L System boundary this simply, refer to Fig. 7.7, which shows a closed system receiving a heat 
ы transfer at the rate О, at a source temperature 7; and delivering O, ata 
Fig. 7.7 Schematic used to discuss the use temperature 7,. Energy is lost to the surroundings by heat transfer at a 


efficient use of fuel. 


rate О, across a portion of the surface at Т). All energy transfers shown 
on the figure are in the directions indicated by the arrows. 
Assuming that the system of Fig. 7.7 operates at steady state and there is no work, 
the closed system energy and exergy rate balances Eqs. 2.37 and 7.10 reduce, respec- 
tively, to 


0 
а | | | 
Z -(0.-0.-9)-% 
0 0 
а E _ To E _ 1 CUN _ 2 қ _ T _ а E 
й - | Т), ( То, ( 71 |» rot | Fa 


These equations can be rewritten as follows 


О, = D. F О, (7.19а) 


Toy; Tui Ту; Я 
( | 1) Е (1 7 Jo. i (1 - 2) + Е; (7196) 


Equation 7.19a indicates that the energy carried in by heat transfer, Q,, is either 
used, Оу, or lost to the surroundings, Ој. This can be described by an efficiency in 
terms of energy rates in the form product/input as 


- Фа 
Qs 
In principle, the value of т] can be increased by applying insulation to reduce the loss. 
The limiting value, when О, = 0, is у = 1 (100%). 
Equation 7.19b shows that the exergy carried into the system accompanying the 
heat transfer Q, is either transferred from the system accompanying the heat trans- 


fers Q, and Qj or destroyed by irreversibilities within the system. This can be 
described by an efficiency in terms of exergy rates in the form product/input as 


0 





Т (7.20) 


o = - TJO. (7.21а) 
(f= T1320. 


Introducing Eq. 7.20 into Eq. 7.21a results in 


I= ТТ, 
e= (3 E eer) (7.21b) 





The parameter e, defined with reference to the exergy concept, may be called an 
exergetic efficiency. Note that 7 and = each gauge how effectively the input is con- 
verted to the product. The parameter т does this on an energy basis, whereas = does 
it on an exergy basis. As discussed next, the value of = is generally less than unity 
even when т = 1. 

Equation 7.21b indicates that a value for ту as close to unity as practical is important 
for proper utilization of the exergy transferred from the hot combustion gas to the 
system. However, this alone would not ensure effective utilization. The temperatures 
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Fig. 7.8 Effect of use temperature Т, on the exergetic efficiency & (Т; — 2200 K, 11 - 100%). 


T, and T, are also important, with exergy utilization improving as the use temperature 
Т, approaches the source temperature Ту For proper utilization of exergy, therefore, 
it is desirable to have a value for 7 as close to unity as practical and also a good 
match between the source and use temperatures. 

To emphasize further the central role of the use temperature, a graph of Eq. 7.21b 
is provided in Fig. 7.8. The figure gives the exergetic efficiency = versus the use tem- 
perature 7, for an assumed source temperature Т; = 2200 К (3960°R). Figure 7.8 shows 
that e tends to unity (100%) as the use temperature approaches T, In most cases, 
however, the use temperature is substantially below T,. Indicated on the graph are efficien- 
cies for three applications: space heating at 7, = 320 К (576°R), process steam gen- 
eration at T, = 480 К (864°R), and heating in industrial furnaces at 7, = 700 K 
(1260°R). These efficiency values suggest that fuel is used far more effectively in higher- 
temperature industrial applications than in lower-temperature space heating. The espe- 
cially low exergetic efficiency for space heating reflects the fact that fuel is consumed 
to produce only slightly warm air, which from an exergy perspective has little utility. 
The efficiencies given on Fig. 7.8 are actually on the high side, for in constructing the 
figure we have assumed 1 to be unity (10096). Moreover, as additional destruction and 
loss of exergy are associated with combustion, the overall efficiency from fuel input to 
end use would be much less than indicated by the values shown on the figure. 


Costing Heat Loss 

For the system in Fig. 7.7 it is instructive to consider further the rate of exergy loss 
accompanying the heat loss Qj; that is, (1 — 75/7) Qj. This expression measures the 
true thermodynamic value of the heat loss and is graphed in Fig. 7.9. The figure shows 
that the value of the heat loss in terms of exergy depends significantly on the tem- 
perature at which the heat loss occurs. We might expect that the economic value of 
such a loss varies similarly with temperature, and this is the case. 


since the source of the exergy loss by heat transfer is the fuel 
input (see Fig. 7.7), the economic value of the loss can be accounted for in terms of 
the unit cost of fuel based on exergy, ср (in $/kW - h, for example), as follows 

cost rate of heat loss . 

. = се(1 — ТоТ 7.22 

lo. at temperature T; e УТО, ( ) 

Equation 7.22 shows that the cost of such а loss is less at lower temperatures than 
at higher temperatures. ~ ~ 4 4 4 


The previous example illustrates what we would expect of a rational costing method. 
It would not be rational to assign the same economic value for a heat transfer occurring 
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Q, = 
mala 
Fig. 7.9 Effect of the 
temperature ratio 7/7, on the 
exergy loss associated with б | | i | је 
heat transfer. 1 2 3 4 5 6 ТТ 


near ambient temperature, where the thermodynamic value is negligible, as for ап 
equal heat transfer occurring at a higher temperature, where the thermodynamic 
value is significant. Indeed, it would be incorrect to assign the same cost to heat loss 
independent of the temperature at which the loss is occurring. For further discussion 
of exergy costing, see Sec. 7.7.3. 


ТШТ 
| Cil from Shale and Sand Deposits—The Jury Is Still Out 


Traditional oil reserves are widely anticipated to 
decline in years ahead. But the impact could be 
lessened if cost-effective and environmentally 


benign technologies can be developed to recover oil-like 
substances from abundant oil shale and oil sand deposits 


in the United States and Canada. 

Production means available today are both costly and 
inefficient in terms of exergy demands for the blasting, dig- 
ging, transporting, crushing, and heating of the materials 
rendered into oil. Current production means not only use 
natural gas and large amounts of water but also may cause 
wide-scale environmental devastation, including air and 


water pollution and significant amounts of toxic waste. More- 
over, pipeline delivery of Canadian oil sands to the United 
States has been controversial. Some say that oil sands cor- 
rode or damage pipelines more than conventional crude oil, 
making pipeline failure more likely. Others disagree that oil 
sands necessarily present significant environmental danger. 

Although significant rewards await developers of improved 
technologies, the challenges also are significant. Some say 
efforts are better directed to using traditional oil reserves 
more efficiently and to developing alternatives to oil-based 
fuels such as cellulosic ethanol produced with relatively low- 
cost biomass from urban, agricultural, and forestry sources. 





7.6.2 Exergetic Efficiencies of Common Components 


Exergetic efficiency expressions can take many different forms. Several examples are 
given in the current section for thermal system components of practical interest. In 
every instance, the efficiency is derived by the use of the exergy rate balance. The 
approach used here serves as a model for the development of exergetic efficiency 
expressions for other components. Each of the cases considered involves a control 
volume at steady state, and we assume no heat transfer between the control volume 
and its surroundings. The current presentation is not exhaustive. Many other exergetic 
efficiency expressions can be written. 


Turbines 


For a turbine operating at steady state with no heat transfer with its surroundings, 
the steady-state form of the exergy rate balance, Eq. 7.17 reduces as follows: 


0 
ud s(a- Wey + m(en — ер) — Е, 
Ј 


This equation can be rearranged to read 





W, E 
Nps sd 


eg — ep. = — 5 (7.23) 
т т 
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The term on the left of Eq. 7.23 is the decrease in flow exergy from turbine inlet 
to exit. The equation shows that the flow exergy decrease is accounted for by the 
turbine work developed, W./m, and the exergy destroyed, E,/m. A parameter that 
gauges how effectively the flow exergy decrease is converted to the desired product 
is the exergetic turbine efficiency 


e= Weyl (7.24) 
en - ер 


This particular exergetic efficiency is sometimes referred to as the turbine effective- 
ness. Carefully note that the exergetic turbine efficiency is defined differently from 
the isentropic turbine efficiency introduced in Sec. 6.12. 


the exergetic efficiency of the turbine considered in Example 6.11 
is 812% when Ту = 298 K. It is left as an exercise to verify this value. ~ ~ << 4 


Compressors and Pumps 


For a compressor or pump operating at steady state with no heat transfer with its 
surroundings, the exergy rate balance, Eq. 7.17 can be placed in the form 


Wey Éa 
=— |) p = Ө t- 
m 


m 





Thus, the exergy input to the device, —W,,/m, is accounted for by the increase in the 
flow exergy between inlet and exit and the exergy destroyed. The effectiveness of the 
conversion from work input to flow exergy increase is gauged by the exergetic com- 
pressor (or pump) efficiency 


An Өр ел 
(КЕИ Л) 


(7.25) 


the exergetic efficiency of the compressor considered 
in Example 6.14 is 84.6% when Tọ = 273 K. It is left as an exercise to verify 


this value. + 4 4 4 4 


Heat Exchanger Without Mixing 
The heat exchanger shown in Fig. 7.10 operates at steady state with no heat 
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transfer with its surroundings and both streams at temperatures above Tọ. Fig. 7.10 Counterflow heat exchanger. 


The exergy rate balance, Eq. 7.13a, reduces to 


0 . . 0 . 
6 = 2 (157) О; С We, F (те sb тсен) ~ (тһер + meg) ni Ea 
J 


where ту is the mass flow rate of the hot stream and m, is the mass flow rate of 
the cold stream. This can be rearranged to read 


т.(ең — eg) = т.(ём — ea) + Е, (7.26) 


The term on the left of Eq. 7.26 accounts for the decrease in the exergy of the hot 
stream. The first term on the right accounts for the increase in exergy of the cold 
stream. Regarding the hot stream as supplying the exergy increase of the cold stream 
as well as the exergy destroyed, we can write an exergetic heat exchanger efficiency as 


e= теец - ез) (7.27) 


my(eg - eg) 
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Fig. 7.11 Direct contact heat exchanger. / | 








the exergetic efficiency of the heat exchanger of Example 7.6 is 
83.3%. It is left as an exercise to verify this value. << «4 4 


Direct Contact Heat Exchanger 


The direct contact heat exchanger shown in Fig. 7.11 operates at steady state with no 
heat transfer with its surroundings. The exergy rate balance, Eq. 7.13a, reduces to 


0 0 
0- > eres Woy + тен + тер – тзез — Ең 
j 


With тз = m, + m; from a mass rate balance, this can be written as 
т.(ең - ёз) = т.(ез- ер) + Ea (7.28) 


The term on the left of Eq. 7.28 accounts for the decrease in the exergy of the hot 
stream between inlet and exit. The first term on the right accounts for the increase in 
the exergy of the cold stream between inlet and exit. Regarding the hot stream as sup- 
plying the exergy increase of the cold stream as well as the exergy destroyed by irre- 
versibilities, we can write an exergetic efficiency for a direct contact heat exchanger as 


m то(ев - ер) (7.29) 


т.(ең — ен) 


7.6.3 Using Exergetic Efficiencies 


Exergetic efficiencies are useful for distinguishing means for utilizing fossil fuels that 
are thermodynamically effective from those that are less so. Exergetic efficiencies also 
can be used to evaluate the effectiveness of engineering measures taken to improve 
the performance of systems. This is done by comparing the efficiency values deter- 
mined before and after modifications have been made to show how much improve- 
ment has been achieved. Moreover, exergetic efficiencies can be used to gauge the 
potential for improvement in the performance of a given system by comparing the 
efficiency of the system to the efficiency of like systems. A significant difference 
between these values signals that improved performance is possible. 

It is important to recognize that the limit of 100% exergetic efficiency should not 
be regarded as a practical objective. This theoretical limit could be attained only if 
there were no exergy destructions or losses. To achieve such idealized processes might 
require extremely long times to execute processes and/or complex devices, both of 
which are at odds with the objective of cost-effective operation. In practice, decisions 
are chiefly made on the basis of тога! costs. An increase in efficiency to reduce fuel 
consumption, or otherwise utilize fuels better, often requires additional expenditures 
for facilities and operations. Accordingly, an improvement might not be implemented 
if an increase in total cost would result. The trade-off between fuel savings and addi- 
tional investment invariably dictates a lower efficiency than might be achieved theo- 
retically and even a lower efficiency than could be achieved using the best available 
technology. 
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A type of exergetic efficiency known as 
the well-to-wheel efficiency is used to compare different options for powering 
vehicles. The calculation of this efficiency begins at the well where the oil or 

natural gas feedstock is extracted from the ground and ends with the power 

delivered to a vehicle's wheels. The well-to-wheel efficiency accounts for how 

effectively the vehicle's fuel is produced from feedstock, called the well-to-fuel tank effi- 

ciency, and how effectively the vehicle's power plant converts its fuel to power, called the 

fuel tank-to-wheel efficiency. The product of these gives the overall well-to-wheel efficiency. 

The table below gives sample well-to-wheel efficiency values for three automotive power 
options as reported by a manufacturer: 





Well-to-Tank Tank-to-Wheel Well-to-Wheel 
(Fuel Production Efficiency) х (Vehicle Efficiency) (Overall Efficiency) 
(96) (96) (96) 

Conventional 

gasoline-fueled 

engine 88 
Hydrogen-fueled 

fuel cell? 58 
Gasoline-fueled 

hybrid electric 88 





*Hydrogen produced from natural gas. 


These data show that vehicles using conventional internal combustion engines do not 
fare well in terms of the well-to-wheel efficiency. The data also show that fuel-cell vehicles 
operating on hydrogen have the best tank-to-wheel efficiency of the three options but lose 
out on an overall basis to hybrid vehicles, which enjoy a higher well-to-tank efficiency. Still, 
the well-to-wheel efficiency is just one consideration when making policy decisions con- 
cerning different options for powering vehicles. With increasing concern over global atmo- 
spheric CO; concentrations, another consideration is the well-to-wheel total production of 
CO; in kg per km driven (lb per mile driven). Studies have shown that conventional gasoline- 
fueled engines typically produce significantly higher levels of CO; as compared with hydrogen- 
fueled fuel cell and hybrid engines. 


Ga Thermoeconomics. 


Thermal systems typically experience significant work and/or heat interactions with 
their surroundings, and they can exchange mass with their surroundings in the form 
of hot and cold streams, including chemically reactive mixtures. Thermal systems 
appear in almost every industry, and numerous examples are found in our everyday 
lives. Their design and operation involve the application of principles from thermo- 
dynamics, fluid mechanics, and heat transfer, as well as such fields as materials, man- 
ufacturing, and mechanical design. The design and operation of thermal systems also 
require explicit consideration of engineering economics, for cost is always a consid- 
eration. The term thermoeconomics may be applied to this general area of application, thermoeconomics 
although it is often applied more narrowly to methodologies combining exergy and 
economics for optimization studies during design of new systems and process improve- 
ment of existing systems. 





7.7.1 Costing 


Is costing an art or a science? The answer is a little of both. Cost engineering 18 
an important engineering subdiscipline aimed at objectively applying real-world 
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costing experience in engineering design and project management. Costing services 
are provided by practitioners skilled in the use of specialized methodologies, cost 
models, and databases, together with costing expertise and judgment garnered from 
years of professional practice. Depending on need, cost engineers provide services 
ranging from rough and rapid estimates to in-depth analyses. Ideally, cost engineers 
are involved with projects from the formative stages, for the output of cost engineer- 
ing is an essential input to decision making. Such input can be instrumental in 
identifying feasible options from a set of alternatives and even pinpointing the best 
option. 

Costing of thermal systems considers costs of owning and operating them. Some 
Observers voice concerns that costs related to the environment often are only weakly 
taken into consideration in such evaluations. They say companies pay for the right 
to extract natural resources used in the production of goods and services but rarely 
pay fully for depleting nonrenewable resources and mitigating accompanying envi- 
ronmental degradation and loss of wildlife habitat, in many cases leaving the cost 
burden to future generations. Another concern is who pays for the costs of control- 
ling air and water pollution, cleaning up hazardous wastes, and the impacts of pol- 
lution and waste on human health — industry, government, the public, or some com- 
bination of all three. Yet when agreement about environmental costs is achieved 
among interested business, governmental, and advocacy groups, such costs are readily 
integrated in costing of thermal systems, including costing on an exergy basis, which 
is the present focus. 


7.7.2 Using Exergy in Design 


To illustrate the use of exergy reasoning in design, consider Fig. 712 showing a boiler 
at steady state. Fuel and air enter the boiler and react to form hot combustion gases. 
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Fig. 7.12 Boiler used to discuss exergy in design. 
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Feedwater also enters as saturated liquid, receives exergy by heat transfer from the 
combustion gases, and exits without temperature change as saturated vapor at a spec- 
ified condition for use elsewhere. Temperatures of the hot gas and water streams are 
also shown on the figure. 

There are two main sources of exergy destruction in the boiler: (1) irreversible 
heat transfer occurring between the hot combustion gases and the water flowing 
through the boiler tubes, and (2) the combustion process itself. To simplify the pres- 
ent discussion, the boiler is considered to consist of a combustor unit in which fuel 
and air are burned to produce hot combustion gases, followed by a heat exchanger 
unit where water is vaporized as the hot gases cool. 

The present discussion centers on the heat exchanger unit. Let us think about its 
total cost as the sum of fuel-related and capital costs. We will also take the average 
temperature difference between the two streams, А Тл, as the design variable. From 
our study of the second law of thermodynamics, we know that the average tempera- 
ture difference between the two streams is a measure of exergy destruction associated 
with heat transfer between them. The exergy destroyed owing to heat transfer origi- 
nates in the fuel entering the boiler. Accordingly, a cost related to fuel consumption 
can be attributed to this source of irreversibility. Since exergy destruction increases 
with temperature difference between the streams, the fuel-related cost increases with 
increasing AT. This variation is shown in Fig. 713 on ап annualized basis, in dollars 
per year. 

From our study of heat transfer, we know an inverse relation exits between AT, 
and the boiler tube surface area required for a desired heat transfer rate between the 
streams. For example, if we design for a small average temperature difference to 
reduce exergy destruction within the heat exchanger, this dictates a large surface area 
and typically a more costly boiler. From such considerations, we infer that boiler 
capital cost increases with decreasing AT. This variation is shown in Fig. 713, again 
on an annualized basis. 

The total cost is the sum of the capital cost and the fuel cost. The total cost curve 
shown in Fig. 713 exhibits a minimum at the point labeled a. Notice, however, that the 
curve is relatively flat in the neighborhood of the minimum, so there is a range of 
AT. values that could be considered nearly optimal from the standpoint of minimum 
total cost. If reducing the fuel cost were deemed more important than minimizing the 











Total cost = Capital cost + Fuel cost 
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Fig. 7.13 Cost curves for the heat exchanger unit of the boiler of Fig. 7.12. 
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capital cost, we might choose a design that would operate at point a'. Point a" would 
be a more desirable operating point if capital cost were of greater concern. Such 
trade-offs are common in design situations. 

The actual design process differs significantly from the simple case considered 
here. For one thing, costs cannot be determined as precisely as implied by the 
curves in Fig. 713. Fuel prices vary widely over time, and equipment costs may be 
difficult to predict as they often depend on a bidding procedure. Equipment is 
manufactured in discrete sizes, so the cost also would not vary continuously as 
shown in the figure. Furthermore, thermal systems usually consist of several com- 
ponents that interact with one another. Optimization of components individually, 
as considered for the heat exchanger unit of the boiler, does not guarantee an 
optimum for the overall system. Finally, the example involves only AT,,, as a 
design variable. Often, several design variables must be considered and optimized 
simultaneously. 


7.7.3 Exergy Costing of a Cogeneration System 


Another important aspect of thermoeconomics is the use of exergy for allocating 
costs to the products of a thermal system. This involves assigning to each product the 
total cost to produce it, namely, the cost of fuel and other inputs plus the cost of 
owning and operating the system (e.g., capital cost, operating and maintenance costs). 
Such costing is a common problem in plants where utilities such as electrical power, 
chilled water, compressed air, and steam are generated in one department and used 
in others. The plant operator needs to know the cost of generating each utility to 
ensure that the other departments are charged properly according to the type and 
amount of each utility used. Common to all such considerations are fundamentals 
from engineering economics, including procedures for annualizing costs, appropriate 
means for allocating costs, and reliable cost data. 

To explore further the costing of thermal systems, consider the simple cogenera- 
tion system operating at steady state shown in Fig. 714. The system consists of a 
boiler and a turbine, with each having no significant heat transfer to its surround- 
ings. The figure is labeled with exergy transfer rates associated with the flowing 
streams, where the subscripts F, a, Р, and w denote fuel, combustion air, combustion 
products, and feedwater, respectively. The subscripts 1 and 2 denote high- and low- 
pressure steam, respectively. Means for evaluating the exergies of the fuel and 
combustion products are introduced in Chap. 13. The cogeneration system has two 
principal products: electricity, denoted by W., and low-pressure steam for use in 
some process. The objective is to determine the cost at which each product is 
generated. 
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Boiler Analysis 

Let us begin by evaluating the cost of the high-pressure steam produced by the boiler. 
For this, we consider a control volume enclosing the boiler. Fuel and air enter the 
boiler separately and combustion products exit. Feedwater enters and high-pressure 
steam exits. The total cost to produce the exiting high-pressure steam equals the total 
cost of the entering streams plus the cost of owning and operating the boiler. This is 
expressed by the following cost rate balance for the boiler 


С=С +С, +С, +4 (7.30) 


where C is the cost rate of the respective stream (іп $ per hour, for instance). Zi, 
accounts for the cost rate associated with owning and operating the boiler, including 
expenses related to proper disposal of the combustion products. In the present discus- 
sion, the cost rate 2 is presumed known from a previous economic analysis. 

Although the cost rates denoted by C in Eq. 7.30 are evaluated by various means 
in practice, the present discussion features the use of exergy for this purpose. Since 
exergy measures the true thermodynamic values of the work, heat, and other interac- 
tions between a system and its surroundings as well as the effect of irreversibilities 
within the system, exergy is a rational basis for assigning costs. With exergy costing, 
each of the cost rates is evaluated in terms of the associated rate of exergy transfer 
and a unit cost. 'Thus, for an entering or exiting stream, we write 


С = сЕ, (7.31) 


where c denotes the cost per unit of exergy (in $ or cents per kW · h, for example) 
and Е; is the associated exergy transfer rate. 

For simplicity, we assume the feedwater and combustion air enter the boiler with 
negligible exergy and cost. Thus, Eq. 7.30 reduces as follows: 


Geo rU 52 
Then, with Eq. 7.31 we get 
ciÉn = erre + 2 (7.322) 


Solving for c;, the unit cost of the high-pressure steam is 





E Z 
G= “4 m) at (7.32b) 
En En 


This equation shows that the unit cost of the high-pressure steam is determined by 
two contributions related, respectively, to the cost of the fuel and the cost of owning 
and operating the boiler. Due to exergy destruction and loss, less exergy exits the 
boiler with the high-pressure steam than enters with the fuel. Thus, Eg/ Eg is invariably 
greater than one, and the unit cost of the high-pressure steam is invariably greater 
than the unit cost of the fuel. 


Turbine Analysis 

Next, consider a control volume enclosing the turbine. The total cost to produce the 
electricity and low-pressure steam equals the cost of the entering high-pressure steam 
plus the cost of owning and operating the device. This is expressed by the cost rate 
balance for the turbine 


C40 90 +2 (7.33) 


where С. is the cost rate associated with the electricity, C and с, are the cost rates 
associated with the entering and exiting steam, respectively, and 7, accounts for the 
cost rate associated with owning and operating the turbine. With exergy costing, each 


cost rate balance 


exergy unit cost 
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of the cost rates E Сү. and С» is evaluated in terms of the associated rate of exergy 
transfer and a unit cost. Equation 7.33 then appears as 


c, W, + Ep = «Ең + 2, (7.34a) 


The unit cost c; in Eq. 7.34a is given by Eq. 7.32b. In the present discussion, the same 
unit cost is assigned to the low-pressure steam; that is, c; = сі. This is done on the basis 
that the purpose of the turbine is to generate electricity, and thus all costs associated 
with owning and operating the turbine should be charged to the power generated. We 
can regard this decision as a part of the cost accounting considerations that accompany 
the thermoeconomic analysis of thermal systems. With c; = сі, Eq. 7.34a becomes 


ceW, = Ci (En = Ер) + 2, (7.346) 


The first term on the right side accounts for the cost of the exergy used and the 
second term accounts for the cost of owning and operating the system. 

Solving Eq. 7.34b for ce, and introducing the exergetic turbine efficiency = from 
Eq. 7.24 


eZ 
Cee 
E W. 


(7.34€) 


This equation shows that the unit cost of the electricity is determined by the cost of 
the high-pressure steam and the cost of owning and operating the turbine. Because 
of exergy destruction within the turbine, the exergetic efficiency is invariably less than 
one; therefore, the unit cost of electricity is invariably greater than the unit cost of 
the high-pressure steam. 


Summary 


By applying cost rate balances to the boiler and the turbine, we are able to determine 
the cost of each product of the cogeneration system. The unit cost of the electricity 
is determined by Eq. 7.34c and the unit cost of the low-pressure steam is determined 
by the expression c? = c, together with Eq. 7.326. The example to follow provides a 
detailed illustration. The same general approach is applicable for costing the products 
of a wide-ranging class of thermal systems. 


!See A. Bejan, С. Tsatsaronis, and M. J. Moran, Thermal Design and Optimization, John Wiley & Sons, 
New York, 1996. 


EXAMPLE 7.10 ШЕПТІ ТИГР ТТТ IST rrr 


Exergy Costing of a Cogeneration System 


A cogeneration system consists of a natural gas-fueled boiler and a steam turbine that develops power and 
provides steam for an industrial process. At steady state, fuel enters the boiler with an exergy rate of 100 MW. 
Steam exits the boiler at 50 bar, 466°C with an exergy rate of 35 MW. Steam exits the turbine at 5 bar, 205°C 
and a mass flow rate of 26.15 kg/s. The unit cost of the fuel is 1.44 cents per kW · h of exergy. The costs of own- 
ing and operating the boiler and turbine are, respectively, $1080/h and $92/h. The feedwater and combustion air 
enter with negligible exergy and cost. Expenses related to proper disposal of the combustion products are 
included with the cost of owning and operating the boiler. Heat transfer with the surroundings and the effects 
of motion and gravity are negligible. Let Tọ = 298 K. 


(a) For the turbine, determine the power and the rate exergy exits with the steam, each in MW. 


(b) Determine the unit costs of the steam exiting the boiler, the steam exiting the turbine, and the power, each 
in cents per kW · h of exergy. 


(c) Determine the cost rates of the steam exiting the turbine and the power, each in $/h. 
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SOLUTION 


Known: Steady-state operating data are known for a cogeneration system that produces both electricity and 
low-pressure steam for an industrial process. 


Find: For the turbine, determine the power and the rate exergy exits with the steam. Determine the unit costs 
of the steam exiting the boiler, the steam exiting the turbine, and the power developed. Also determine the cost 
rates of the low-pressure steam and power. 


Schematic and Given Data: 





























| Turbine-electric Engineering Model: 
Combustion generator . 
Boiler products a = 1. Each control volume shown in the accom- 
жыгыш оз Ed = І . . . 
_ Gaseous fuel Ir T | | panying figure is at steady state. 
Eg =100MW_ || Я | | Iw А : 
ср = 144 ESAE | Zp = $1080/h || 1 | = 2. For each control volume, Qey = 0 and the 
| [En = 35 MWI | effects of motion and gravity are negligible. 
Air Ц | p, = 50 bar l . 
—! T4 =466°C | | 3. Тһе feedwater and combustion air enter 
UTR үз А es the boiler with negligible exergy and cost. 
poro Dar 
Feedwater е | эс 4. Expenses related to proper disposal of the 
m» = 26.15 kg/s i К Р 
combustion products аге included with the 
Fig. E7.10 cost of owning and operating the boiler. 
5. The unit costs based on exergy of the high- 
and low-pressure steam are equal: c, — c;. 
6. For the environment, 7) - 298 K. 
Analysis: 


(a) With assumption 2, the mass and energy rate balances for a control volume enclosing the turbine reduce at 
steady state to give 


NW т(һ ЕЕ h;) 
From Table A-4, №; = 3353.54 kJ/kg and h, = 2865.96 kJ/kg. Thus, 


| k 
W. = (253578) (3353.54 — 2865.96) (8) und 
6 kg/ 110" kJ/s 


= 12.75 MW 








Using Eq. 7.18, the difference in the rates at which exergy enters and exits the turbine with the steam is 


Ер = En = m(ep — en) 
= т(һ› ћу То(52 51) ] 





Solving for Ер 
Ер = Ен + т(һ› = hi = To(s2 = 51) ] 


With known values for Ең and т, and data from Table A-4: s, = 6.8773 kJ/kg - К and s; = 7.0806 kJ/kg · K, 
the rate exergy exits with the steam is 





. k kJ kJ 1MW 
Ep = 35 MW + (26155) (2865.96 = р. — 298 K(7.0806 — 6.8773) | | 


kg - К |110? kJ/s 





— 20.67 MW 
(b) For a control volume enclosing the boiler, the cost rate balance reduces with assumptions 3 and 4 to give 


сЁ = СВЕ + ret 
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where Ен is the exergy rate of the entering fuel, cp and с, are the unit costs of the fuel and exiting steam, 
respectively, and Z» is the cost rate associated with owning and operating the boiler. Solving for с we get 
Eq. 7.32b; then, inserting known values, c; is determined: 


E z 
с = (SE) + 8 
En En 


(1 М cents \(2 МҰ 3 (m JI 1MW | | 100 cents 
ПО kW h/N35 MW 35 MW / 110? kW 1$ 


cents 7 2 cents 
kW*h — "kW-:h 











= (441 + 3.09) 


The cost rate balance for the control volume enclosing the turbine is given by Eq. 7.34a 
сеў» + Ep = сЕн + 24 


where c, and с; are the unit costs of the power and the exiting steam, respectively, апа Z, is the cost rate 
associated with owning and operating the turbine. Assigning the same unit cost to the steam entering and 
@ exiting the turbine, c; = c, = 7.2 cents/kW > В, and solving for ce 


E En - Ер Zi 
Ce = с T + = 





Inserting known values 
В (7 cents | (35 = 20.67) | ( 92$/h ) 1MW | | cents 
[NN 1$ 














Куу. Һ 12.75 MW 12.75 MW / 10 kW 
B (8 09 % 0.72) cents 81 cents 
ө Уатт? 


(c) For the low-pressure steam and power, the cost rates аге, respectively, 











С; m Ep 
cents 10° kW $1 
E (12% . (20.81 A) | 1MW | la cents 
— $1488/h 
Ө С. = ЈА 


10 M | $1 
1MW |1100 cents 








cents 
- (вата - x Jazss MW) | 


= $1123/h 





Ф The purpose of the turbine is to generate power, and thus all costs associ- 
ated with owning and operating the turbine are charged to the power (vj Skills Developed 







enerated. euet ве eres e d e ace iR Pis. e ere е 4 
Е Ability to... 
Ө Observe that the unit costs c, and c, are significantly greater than the unit О evaluate exergy quantities 
cost of the fuel. required for exergy costing, 
© Although the unit cost of the steam is less than the unit cost of the power, Qu apply exergy costing. 


the steam cost rate is greater because the associated exergy rate is much 
greater. 


If the unit cost of the fuel were to double to 2.88 cents/kW - h, 


what would be the change in the unit cost of power, expressed as a 
percent, keeping all other given data the same? Ans. --53%. 






***»**: .  narcant bkaanino all nathar oivan data tha cama? Anc 12020 7 3Weeccccoccccccccccccccccccccccccccccccccccccccccccccn: 
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CHAPTER SUMMARY AND STUDY GUIDE _— ЈЕНИ 


Key Equations 


In this chapter, we have introduced the property exergy and 
illustrated its use for thermodynamic analysis. Like mass, 
energy, and entropy, exergy is an extensive property that can 
be transferred across system boundaries. Exergy transfer 
accompanies heat transfer, work, and mass flow. Like 
entropy, exergy is not conserved. Exergy is destroyed within 
systems whenever internal irreversibilities are present. 
Entropy production corresponds to exergy destruction. 

The use of exergy balances is featured in this chapter. 
Exergy balances are expressions of the second law that account 
for exergy in terms of exergy transfers and exergy destruction. 
For processes of closed systems, the exergy balance is given 
by Eqs. 7.4 and the companion steady-state forms are Eqs. 7.11. 
For control volumes, the steady-state expressions are given by 
Eqs. 7.13. Control volume analyses account for exergy transfer 
at inlets and exits in terms of flow exergy. 

The following checklist provides a study guide for this 
chapter. When your study of the text and end-of-chapter 
exercises has been completed, you should be able to 


> 


write out meanings of the terms listed in the margins 
throughout the chapter and understand each of the 
related concepts. The subset of key concepts listed below 
is particularly important. 


evaluate specific exergy at a given state using Eq. 7.2 and 
exergy change between two states using Eq. 7.3, each 
relative to a specified reference environment. 


apply exergy balances in each of several alternative 
forms, appropriately modeling the case at hand, correctly 
observing sign conventions, and carefully applying SI and 
English units. 


evaluate the specific flow exergy relative to a specified 
reference environment using Eq. 7.14. 

define and evaluate exergetic efficiencies for thermal sys- 
tem components of practical interest. 

apply exergy costing to heat loss and simple cogeneration 
systems. 


KEY ENGINEERING (eol (eg ДЕ: ++» оо ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө э ө 


exergy, р. 372 

exergy reference environment, p. 372 
dead state, p. 372 

specific exergy, p. 376 

exergy change, p. 378 

closed system exergy balance, p. 379 


KEY EQUATIONS .4.......!%швШшөеөеееееееееееееееевеевеевееееееееееееееееееееееееееек 


E=(U= U) + pil V¥ = Yo) = 


exergy transfer, p. 380 

exergy destruction, p. 380 

flow exergy, p. 388 

control volume exergy rate 
balance, p. 388 

exergy accounting, p. 386 


(7.1) p. 372 


exergetic efficiency, p. 399 
thermoeconomics, p. 405 
cost rate balance, p. 409 
exergy unit cost, p. 409 


Exergy of a system. 





e = (и — uj) + polv — vo) — То(5 — so) + V2 + gz 


(7.2) p. 376 


Specific exergy. 


























E, — E = (0 = U,) + po( V2 — Vi) = To(S2 — 51) (7.3) p. 378 Exergy change. 
B= Еу == E = Е„ == Ба (7.45) p. 380 Closed system exergy balance. See Eqs. 
7.5-7.7 for Eq, Ey, Ea, respectively. 
Ta > : . 
=S |1 T = W= БЕ, (7.11а) p. 383| Steady-state closed system exergy rate 
j і balance. 

TN қ . | у 

0= У (1 һо, Wa + У m;e;- X, т,е, — Ea | (7.13a) p. 388| Steady-state control volume exergy rate 
j j i e 


J 


balance. 





у? 





ег= h — ho — To(s — so) + 


2 


+ gz (7.14) p. 388 


Specific flow exergy. 
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EXERCISES: THINGS ENGINEERS THINK ABOUT МЕОЕМ 


1. A plane is on its final approach to an airport. It lands and 8. How is exergy destroyed and lost in electrical transmission 
parks at the terminal. During this process, what happens to and distribution? 


, 9 
the planes exergy: 9. Is there a difference between practicing exergy conservation 


2. Does a tennis ball at rest on top of a table have exergy? and exergy efficiency? Explain. 
Papiam, 10. When installed on the engine of an automobile, which 
3. Describe the exergy transfers that occur between the blades accessory, supercharger or turbocharger, will result in an 
of a wind turbine and the surrounding air. engine with the higher exergetic efficiency? Explain. 
4. A pail of water initially at 20°C freezes when left outside 11. How does the concept of exergy destruction relate to a cell 
on a cold winter’s day. Does its exergy increase or decrease? phone or an iPod? 
Explain. 12. In terms of exergy, how does the flight of a bird compare 
5. A gasoline-fueled electrical generator is claimed by its with the flight of a baseball going over the centerfield 
inventor to produce electricity at a lower unit cost than the fence? 
unit cost of the fuel used, where each cost is based on exergy. 


13. What is the exergetic efficiency of the control volume of 
Comment. ; : 
Fig. 7.6? Explain. 
6. Can the exergetic efficiency of a power cycle ever be greater 


e à 14. Whil tored in th is i ; h 
than the thermal efficiency of the same cycle? Explain. a a ау С а ро ае Н 


exploited this exergy far less than that of fossil-fuel deposits. 
7. After a vehicle receives an oil change and lube job, does the Why? 

exergy destruction within a control volume enclosing the 

idling vehicle change? Explain. 


CHECKING UNDERSTANDING (ogc ЛК IMP IRR 


Match the appropriate definition in the right column with each term in the left volume. 


1. Dead State A. The exergy associated with mass entering or exiting a control volume. 

2. __ Exergy Accounting B. The consideration of costs when it comes to the design and operation of thermal systems. 

3. _ Flow Exergy C. Thoroughly evaluating and comparing the different terms in the exergy balance for a system. 
4. _ Exergy D. The maximum theroretical work obtainable from an overall system consisting of a system апа 


the environment as the system comes to equilibrium with the environment. 


5. __ Thermoeconomics E. The state when a system is at Tọ and ро and at rest relative to the exergy reference 
environment. 


6. Which of the following statements is false when describing 8. Which of the following statements about the use of exergetic 
the exergy associated with an isolated system undergoing an efficiencies is false? 


? А А ТЕККЕ ; 
actual proce a. Comparing the exergetic efficiencies of possible system 


a. The exergy of the system decreases. designs is useful in system selection. 

b. There are no transfers of exergy between the system and b. Exergetic efficiencies can be used to evaluate the 
its surroundings. effectiveness of system improvements. 

c. The exergy of the surroundings increases. c. Exergetic efficiencies and isentropic efficiencies are 
d. Exergy destruction within the system is greater than zero. interchangeable. 


d. Exergetic efficiencies can be used to gauge the potential for 
improvement in the performance of a given system by comparing 
the efficiency of the system to the efficiency of like systems. 


7. Steam contained in a piston-cylinder assembly is compressed 
from an initial volume of 50 m? to 30 m°. If exergy transfer 
accompanying work is 500 kJ and the dead state pressure is 
1 bar, determine the energy transfer by work, in kJ, for the 9. Which of the following terms is not included in a cost rate 


process. balance for a control volume enclosing a boiler? 

a 150 a. Cost rate associated with feedwater 

b. -1500 b. Cost rate associated with owning and operating the boiler 
c. 500 c. Cost rate associated with electricity 


d. —500 d. Cost rate associated with combustion air 


10. Using Eq. 7.21b, under which of the following conditions 
will the value of exergetic efficiency be maximized? 


a. As m approaches 100% 
b. As Т, approaches To 
c. As Т, approaches Т, 
d. Both (a) and (c) 


11. The following term reduces to zero within the steady-state 
form of the closed system exergy rate balance. 


a. The time rate of the change of exergy within the closed 
system 

b. The time rate of exergy transfer by work 

c. The time rate of exergy transfer by heat 

d. The time rate of exergy destruction 


12. Which of the following are true statements about a system 
at the dead state? 


a. It is in thermal equilibrium with the environment. 

b. It is in mechanical equilibrium with the environment. 

c. The value of the thermomechanical contribution to exergy 
is Zero. 

d. АП of the above. 


13. Air within a closed cylindrical container receives 20 kJ of 
heat transfer per kg of air from an external source. The 
boundary and environment temperatures are 320 K and 
27°С, respectively. Determine the exergy transfer per unit 
mass (kJ/kg) accompanying heat transfer. 


а, =133 
b: 1:33 
6: 125 
d. 1.25 


14. For a closed system, as the exergy reference environment 
temperature , the exergy destruction rate 
decreases. 


15. Which of the following statements does not describe the 
exergy reference environment? 


a. It has a uniform temperature. 
b. It has a uniform pressure. 

c. It is large in extent. 

d. It is incompressible. 


16. Air within a piston-cylinder assembly undergoes an 
expansion process from an initial volume of 0.5 m? to 1 m°. 
Тһе dead state pressure is 100 kPa. If the work associated 
with the process is 60 kJ, determine the exergy transfer 
accompanying work, in kJ. 


a. —110 
Б: 55 
c. 10 
d. 59.5 


17. Which of the following terms is typically included in a cost 
rate balance for a control volume enclosing a turbine? 


a. Cost rate associated with owing and operating the turbine 
b. Cost rate associated with feedwater 

c. Cost rate associated with fuel 

d. Cost rate associated with combustion air 
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18. In regard to the exergy of a system, when the system is at 
rest relative to its environment, the values of its kinetic and 
potential energies are 


19. Air flows through a turbine with an exergetic efficiency of 
65%. If the air's specific flow exergy decreases by 300 kJ/kg 
as it travels through the turbine, determine the work in kJ 
per kg of air flowing. 


a. 462 
b. —462 
c. 195 
d. —195 


20. When the exergy of a system increases, its state moves 
the dead state. 


Indicate whether the following statements are true or false. 
Explain. 


21. The exergetic efficiency equations for turbines and 
compressors are the same. 


22. Exergy is not conserved in an actual process. 


23. The exergy of a closed system depends on several factors, 
including entropy production and enthalpy. 


24. Since exergy is an extensive property, it is not possible to 
work with it on a unit mass or molar basis. 


25. If a system is at rest above the reference environment and 
it is not permitted to change its height, there are no 
contributions to the total exergy of the system from potential 
or kinetic energy. 


26. A closed system exergy balance consists of three major 
contributions: exergy change, exergy transfer, and exergy 
destruction. 


27. Exergetic efficiencies are also known as first law efficiencies. 
28. Exergy is destroyed by irreversibilities. 


29. Within a boiler, as the average temperature difference 
between the combustion gases and water increases, the fuel- 
related cost decreases. 


30. The units of exergy are the same as those of energy. 


31. Exergy transfer accompanying heat transfer is a function 
of the environment temperature and the temperature of the 
boundary where heat transfer occurs. 


32. It is possible for a second law efficiency to be greater 
than 1. 


33. The well-to-wheel efficiency compares different options for 
generating electricity used in industry, business, and the 
home. 


34. Exergy accounting allows the location, type, and true 
magnitudes of inefficiency and loss to be identified and 
quantified. 


35. Like entropy, exergy is produced by action of irreversi- 
bilities. 


416 Chapter 7 Exergy Analysis 


36. At every state, exergy cannot be negative; yet exergy 
change between two states can be positive, negative, or zero. 


37. To define exergy, we think of two systems: a system of 
interest and an exergy reference environment. 


38. The specific flow exergy cannot be negative. 
39. In a throttling process, energy and exergy are conserved. 


40. If unit costs are based on exergy, we expect the unit cost 
of the electricity developed by a turbine-generator to be 
greater than the unit cost of the high-pressure steam provided 
to the turbine. 


41. When a closed system is at the dead state, it is in thermal 
and mechanical equilibrium with the exergy reference 
environment, and the values of the system's energy and 
thermomechanical exergy are each zero. 


42. The thermomechanical exergy at a state of a system can 
be thought of as the magnitude of the minimum theoretical 
work input required to bring the system from the dead state 
to the given state. 





PROBLEMS: DEVELOPING ENGINEERING SKILLS 


Exploring Exergy Concepts 


7.1 By inspection of Fig. P7.1 giving a p-v diagram for water, 
indicate whether exergy would increase, decrease, or remain 
the same in (a) Process 1-2, (b) Process 3-4, (c) Process 5-6. 
Explain. 











Critical 
oint 
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Dead 
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Fig. P7.1 


7.2 By inspection of Fig. P7.2 giving a T-s diagram for R-134a, 
indicate whether exergy would increase, decrease, or remain the 
same in (a) Process 1-2, (b) Process 3-4, (c) Process 5-6. Explain. 


7.3 An ideal gas is stored in a closed vessel at pressure p and 
temperature 7: 


(a) If T = Ту, derive an expression for the specific exergy 
in terms of p, po, To, and the gas constant R. 

(b) If p = ру, derive an expression for the specific exergy in 
terms of Т, То, and the specific heat c,, which can be taken 
as constant. 


Ignore the effects of motion and gravity. 


43. The exergy transfer accompanying heat transfer occurring 
at 1000 K is greater than the exergy transfer accompanying 
an equivalent heat transfer occurring at Ty = 300 К. 


44. When products of combustion are at a temperature 
significantly greater than required by a specified task, we say 
the task is well matched to the fuel source. 


45. Exergy is a measure of the departure of the state of a 
system from that of the exergy reference environment. 


46. The energy of an isolated system must remain constant, but 
its exergy can only increase. 


47. When a system is at Tọ and po, the value of its thermo- 
mechanical contribution to exergy is zero but its chemical 
contribution exergy does not necessarily have a zero value. 


48. Mass, volume, energy, entropy, and exergy are all intensive 
properties. 


49. Exergy destruction is proportional to entropy production. 


50. Exergy can be transferred to, and from, closed systems 
accompanying heat transfer, work, and mass flow. 


Critical 
T point 














— Dead state 5 


Не. Р7.2 


ТА Consider an evacuated tank of volume V. For the space 
inside the tank as the system, show that the exergy is given 
by E = poV. Discuss. 


7.5 Equal molar amounts of carbon monoxide and neon are 
maintained at the same temperature and pressure. Which has 
the greater value for exergy relative to the same reference 
environment? Assume the ideal gas model with constant c, for 
each gas. There are no significant effects of motion and gravity. 


7.6 Тмо solid blocks, each having mass т and specific heat c, 
and initially at temperatures Т) and 75, respectively, are 
brought into contact, insulated on their outer surfaces, and 
allowed to come into thermal equilibrium. 


(a) Derive an expression for the exergy destruction in terms 
of т, c, Ti, T», and the temperature of the environment, То. 
(b) Demonstrate that the exergy destruction cannot be 
negative. 

(c) What is the source of exergy destruction in this case? 
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7.1 A system undergoes a refrigeration cycle while receiving 
Ос by heat transfer at temperature Тс and discharging 
energy Оң by heat transfer at a higher temperature Ty. 
There are no other heat transfers. 


(a) Using energy and exergy balances, show that the net 
work input to the cycle cannot be zero. 

(b) Show that the coefficient of performance of the cycle 
can be expressed as 


Е" ү. ЋЕ ) 
В (а fu 02) 


where E, is the exergy destruction апа Tọ is the temperature 
of the exergy reference environment. 

(c) Using the result of part (b), obtain an expression for 
the maximum theoretical value for the coefficient of 
performance. 





7.8 When matter flows across the boundary of a control 
volume, an energy transfer by work, called flow work, occurs. 
The rate is m(pv) where т, p, and v denote the mass flow 
rate, pressure, and specific volume, respectively, of the matter 
crossing the boundary (see Sec. 4.4.2). Show that the exergy 
transfer accompanying flow work is given by m(pv — pov), 
where ро is the pressure at the dead state. 


7.9 When matter flows across the boundary of a control 
volume, an exergy transfer accompanying mass flow occurs, 
which is given by те where e is the specific exergy (Eq. 7.2) 
and m is the mass flow rate. An exergy transfer accompanying 
flow work, which is given by the result of Problem 7.8, also 
occurs at the boundary. Show that the sum of these exergy 
transfers is given by тер, where е; is the specific flow exergy 
(Eq. 7.14). 


p. 7.10 For an ideal gas with constant specific heat ratio k, show 


that in the absence of significant effects of motion and 
gravity the specific flow exergy can be expressed as 


р\ -Dik 
| w( ) 
Ро, 


(а) For k = 12 develop plots of еу/с, Ту versus for T/T) for 
plpo = 0.25, 0.5, 1, 2, 4. Repeat for К = 1.3 and 14. 

(b) The specific flow exergy can take on negative values 
when р/ро « 1. What does a negative value mean physically? 


er Т 1 ЈЕ T 
С, р To To To 








Evaluating Exergy 


711 A system consists of 2 kg of water at 100°C and 1 bar. 
Determine the exergy, in kJ, if the system is at rest and zero 
elevation relative to an exergy reference environment for 
which Ty = 20°C, po = 1 bar. 


7.12 A domestic water heater holds 189 L of water at 60°C, 
1 atm. Determine the exergy of the hot water, in kJ. To what 
elevation, in m, would a 1000-kg mass have to be raised from 
zero elevation relative to the reference environment for its 
exergy to equal that of the hot water? Let Tọ = 298 K, 
Po = 1 atm, g = 9.81 m/s’. 


7.13 Determine the specific exergy of argon at (a) p = 2 po, 
T = 2 Tp, (b) p = py2, T = Ty2. Locate each state relative 
to the dead state on temperature-pressure coordinates. 
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Assume ideal gas behavior with К = 1.67. Let Ty = 537°К, 
ро = 1 atm. 


7.14 Determine the specific exergy, in Btu, of one pound mass of 


(a) saturated liquid Refrigerant 134a at —5?F. 
(b) saturated vapor Refrigerant 134a at 140?F. 
(c) Refrigerant 134a at 60°F, 20 Ibf/in.? 
(d) Refrigerant 134a at 60°F, 10 Ibf/in.? 


In each case, consider a fixed mass at rest and zero elevation 
relative to an exergy reference environment for which 70 — 
60°F, ро = 15 Ibf/in.? 


7.15 A balloon filled with helium at 20°С, 1 bar and a volume 
of 0.5 m? is moving with a velocity of 15 m/s at an elevation 
of 0.5 km relative to an exergy reference environment for 
which 70 = 20°C, р = 1 bar. Using the ideal gas model with 
k — 1.67 determine the specific exergy of the helium, in kJ/kg. 


7.16 A vessel contains carbon dioxide. Using the ideal gas 
model 


(a) determine the specific exergy of the gas, in Btu/lb, at 
р = 80 Ibf/in? and Т = 180°F. 

(b) plot the specific exergy of the gas, in Btu/Ib, versus 
pressure ranging from 15 to 80 Ibf/in?, for T = 80°F. 

(c) plot the specific exergy of the gas, in Btu/Ib, versus 
temperature ranging from 80 to 1809, for р = 15 Ibf/in.? 


The gas is at rest and zero elevation relative to an exergy 
reference environment for which Ty = 80°F, ро = 15 Ibf/in 


7.17 Oxygen (O2) at temperature Т and 1 atm fills a balloon 
at rest on the surface of Earth at a location where the 
ambient temperature is 40°F and the ambient pressure is 1 
atm. Using the ideal gas model with c, = 0.22 Btu/lb - °R, 
plot the specific exergy of the oxygen, in Btu/lb, relative to 
Earth and its atmosphere at this location versus T ranging 
from 500 to 600°R. 


7.18 A vessel contains 1 lb of air at pressure р and 200° Using [| 


the ideal gas model, plot the specific exergy of the air, in 
Btu/Ib, for p ranging from 0.5 to 2 atm. The air is at rest and 
negligible elevation relative to an exergy reference 
environment for which 70 = 60°F, py = 1 atm. 


719 Determine the exergy, in Btu, of a sample of water as 
saturated solid at 10°F, measuring 2.25 in. X 0.75 in. X 0.75 in. 
Let Ty = 537°R and p, = 1 atm. 


720 Determine the exergy, in kJ, of the contents of a 1.5-m? 
storage tank, if the tank is filled with 


(а) air as an ideal gas at 440°С and 0.70 bar. 
(b) water vapor at 440°C and 0.70 bar. 


Ignore the effects of motion and gravity and let Tọ = 22°C, 
po = 1 bar. 


7.21 A concrete slab measuring 0.3 m X 4 m X 6 m, initially 
at 298 K, is exposed to the sun for several hours, after which 
its temperature is 301 K. The density of the concrete is 2300 
kg/m? and its specific heat is с = 0.88 kJ/kg - K. (a) Determine 
the increase in exergy of the slab, in kJ. (b) To what elevation, 
in m, would a 1000-kg mass have to be raised from zero 
elevation relative to the reference environment for its exergy 
to equal the exergy increase of the slab? Let 70 — 298 К, 
po = 1 atm, g = 9.81 m/s’. 
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7.22 Refrigerant 134a initially at —36°C fills a rigid vessel. The 7.26 Consider 100 kg of steam initially at 20 bar and 240°C as 
refrigerant is heated until the temperature becomes 25°С the system. Determine the change in exergy, in kJ, for each 
and the pressure is 1 bar. There is no work during the of the following processes: 
process. For the refrigerant, determine the heat transfer per 
unit mass and the change in specific exergy, each in kJ/kg. 
Comment. Let 70 = 20°C, pọ = 0.1 MPa. 


(a) The system is heated at constant pressure until its 
volume doubles. 
(b) The system expands isothermally until its volume 
7.23 As shown in Fig. P7.23, one kilogram of water undergoes doubles. 
a process from an initial state where the water is saturated Let Ty = 20°С, py = 1 bar and ignore the effects of motion 
vapor at 100°C, the velocity is 25 m/s, and the elevation is 5 m and gravity. 
to a final state where the water is saturated liquid at 5°C, 
the velocity is 22 m/s, and the elevation is 1 m. Determine Applying the Exergy Balance: Closed Systems 
in kJ, (a) the exergy at the initial state, (b) the exergy at the 
final state, and (c) the change in exergy. Let 7) — 25%С, 
po = 1 atm, and g = 9.8 mis’. 


7.27 Two kilograms of water in a piston-cylinder assembly, 
initially at 2 bar and 120°C, are heated at constant pressure 
with no internal irreversibilities to a final state where the 
water is a saturated vapor. For the water as the system, 

Saturated determine the work, the heat transfer, and the amounts of 

vapor at 100°C exergy transfer accompanying work and heat transfer, each 

N in kJ. Let Tọ = 20°C, ро = 1 bar and ignore the effects of 

motion and gravity. 






7.28 Тмо kilograms of carbon monoxide in a piston-cylinder 
assembly, initially at 1 bar and 27°С, is heated at constant 
pressure with no internal irreversibilities to a final 
temperature of 2279С. Employing the ideal gas model, 
determine the work, the heat transfer, and the amounts of 


5m Saied exergy transfer accompanying work and heat transfer, each 
Ч liquid at 5°C in kJ. Let Ty = 300 K, po = 1 bar and ignore the effects of 
WON motion and gravity. 


WP 0^ mE | — 
| Ба 7.29 As shown in Fig. P7.29, 1 kg of H,O is contained in a rigid, 
dud ро= 1 atm, insulated cylindrical vessel. The ЊО is initially saturated 
| о d vapor at 120°C. The vessel is fitted with a paddle wheel from 
ini which a mass is suspended. As the mass descends a certain 
distance, the H,O is stirred until it attains a final equilibrium 
Fig. P7.23 state at a pressure of 3 bar. The only significant changes in 


state are experienced by the H5O and the suspended mass. 
Determine, in kJ, 


= 





7.24 Three pounds of carbon monoxide initially at 180°F апа 


40 Ibf/in? undergo two processes in series: 
Isolated system 


Process 1-2: Constant pressure to 7; = —10°F Q=W=0 


Ibf 
Process 2-3: Isothermal to p = 10—5 
in: 





Employing the ideal gas model 


(a) represent each process on a р-у diagram and indicate 
the dead state. 
(b) determine the change in exergy for each process, in Btu. 


Let Ty = 77°F, po = 14.7 Ibf/in? and ignore the effects of Initially, saturated 
motion and gravity. vapor at 120°C. 
рэ = 3 bar 













\ Initially 

7.25 Twenty pounds of air initially at 1560°R, 3 atm fills a rigid 
tank. The air is cooled to 1040°R, 2 atm. For the air modeled 
as an ideal gas 


(a) indicate the initial state, final state, and dead state on a 
T-v diagram. / 
(b) determine the heat transfer, in Btu. 
(c) determine the change in exergy, in Btu, and interpret the Тог 293 К,ру= 1баг | а : 
sign using the 7—v diagram of part (а). 


ы 











Let Ty = 520, ро = 1 atm and ignore the effects of motion J 
and gravity. Fig. P7.29 


(a) the change in exergy of the H5O. 

(b) the change in exergy of the suspended mass. 

(c) the change in exergy of an isolated system of the vessel 
and pulley-mass assembly. 

(d) the destruction of exergy within the isolated system. 


Let Ту = 293 K(20°C), р = 1 bar. 


7.30 A rigid, insulated tank contains 0.5 kg of carbon dioxide, 
initially at 15 kPa, 20°С. The carbon dioxide is stirred by a 
paddle wheel until its pressure is 200 kPa. Using the ideal 
gas model with c, — 0.65 kJ/kg - K, determine, in kJ, (a) the 
work, (b) the change in exergy of the carbon dioxide, and 
(c) the amount of exergy destroyed. Ignore the effects of 
motion and gravity, and let Tọ = 20°C, pọ = 100 kPa. 


7.31 As shown in Fig. P7.31, 2 lb of ammonia is contained in 
a well-insulated piston-cylinder assembly fitted with an 
electrical resistor of negligible mass. The ammonia is initially 
at 20 Ibf/in? and a quality of 8096. The resistor is activated 
until the volume of the ammonia increases by 25%, while its 
pressure varies negligibly. Determine, in Btu, 


(a) the amount of energy transfer by electrical work and the 
accompanying exergy transfer. 

(b) the amount of energy transfer by work to the piston and 
the accompanying exergy transfer. 

(c) the change in exergy of the ammonia. 

(d) the amount of exergy destruction. 


Ignore the effects of motion and gravity and let Tọ = 60°F, 
po = 1 atm. 


Insulation 


Electrical 
resistor 





Fig. P7.31 


7.32 One-half pound of air is contained in a closed, rigid, 
insulated tank. Initially the temperature is 520°R and the 
pressure is 14.7 psia. The air is stirred by a paddle wheel until 
its temperature is 600°R. Using the ideal gas model, 
determine for the air the change in exergy, the transfer of 
exergy accompanying work, and the exergy destruction, all 
in Btu. Ignore the effects of motion and gravity and let 
То = 537°R, po = 14.7 psia. 


7.33 Three kilograms of nitrogen (N;) initially at 47°С and 
2 bar is contained within a rigid, insulated tank. The nitrogen 
is stirred by a paddle wheel until its pressure doubles. 
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Employing the ideal gas model with constant specific heat 
evaluated at 300 K, determine the work and exergy 
destruction for the nitrogen, each in kJ. Ignore the effects of 
motion and gravity and let Tọ = 300 K, ро = 1 bar. 


7.34 One Ibmol of carbon monoxide gas is contained in a 90-й? 


rigid, insulated vessel initially at 5 atm. An electric resistor 
of negligible mass transfers energy to the gas at a constant 
rate of 10 Btu/s for 2 min. Employing the ideal gas model 
and ignoring the effects of motion and gravity, determine 
(a) the change in exergy of the gas, (b) the electrical work, 
and (c) the exergy destruction, each in Btu. Let 70 = 70°F, 
ро = 1 atm. 


7.35 A rigid, well-insulated tank consists of two compartments, 


each having the same volume, separated by a valve. Initially, 
one of the compartments is evacuated and the other contains 
0.25 Ibmol of a gas at 50 Ibf/in.? and 100°F. The valve is 
opened and the gas expands to fill the total volume, 
eventually achieving an equilibrium state. Using the ideal 
gas model 


(a) determine the final temperature, in °F, and final pressure, 
in Ibf/in.? 

(b) evaluate the exergy destruction, in Btu. 

(c) What is the cause of exergy destruction in this case? 


Let Ty = 70°F, ро = 1 atm. 


7.36 As shown in Fig. P7.36, а 1-lb metal sphere initially at 


2000°R is removed from an oven and quenched by immersing 
it in a closed tank containing 25 Ib of water initially at 500°К. 
Each substance can be modeled as incompressible. An 
appropriate constant specific heat for the water is c, — 
ІО Ви - °R, and an appropriate value for the metal is 
Cm = 0.1 Btu/Ib - °R. Heat transfer from the tank contents 
can be neglected. Determine the exergy destruction, in Btu. 
Let То = 77°F. 


ш System boundary 








[mS XI 

















Metal sphere: Water: 

Tmi = 200098 Twi = 500°R 

Cm = 0.1 Btu/Ib°R —— —— Cy 1.0 Btu/lb°R 
mg = 1 lb ту = 25 Ib 

Fig. P7.36 


7.37 Figure P7.37 provides steady-state data for a composite 


of a hot plate and two solid layers. Perform a full exergy 
accounting, in kW, of the electrical power provided to the 
composite, including the exergy transfer accompanying 
heat transfer from the composite and the destruction of 
exergy in the hot plate and each of the two layers. Let 
Ty = 300 K. 
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Fig. P7.37 


7.38 As shown in Fig. P7.38, heat transfer at a rate of 1000 
Btu/h takes place through the inner surface of a wall. 
Measurements made during steady-state operation reveal 
temperatures of Т) = 2500°К апа T; = 500*R at the inner 
and outer surfaces, respectively. Determine, in Btu/h 


(a) the rates of exergy transfer accompanying heat at the 
inner and outer surfaces of the wall. 

(b) the rate of exergy destruction. 

(c) What is the cause of exergy destruction in this case? 


Let Ty = 500%. 






0, 


- 


Т, = 500%. 











т, =2500°6 Б 


Fig. P7.38 


Boundary of 
enlarged —— 
system 


Indoor 
temperature = 25°С 











7.39 Figure P7.39 provides steady-state data for the outer wall 
of a dwelling on a day when the indoor temperature is 
maintained at 25°С and the outdoor temperature is 35°С. 
The heat transfer rate through the wall is 1000 W. Determine, 
in W, the rate of exergy destruction (a) within the wall, and 
(b) within the enlarged system shown on the figure by the 
dashed line. Comment. Let Ty = 35°C. 


7.40 The sun shines on a 300-ft* south-facing wall, maintaining 
that surface at 98°F. Temperature varies linearly through the 
wall and is 77°F at its other surface. The wall thickness is 
6 inches and its thermal conductivity is 0.04 Btu/h - ft ^R. 
Assuming steady state, determine the rate of exergy 
destruction within the wall, in Btu/h. Let 70 = 77°F. 


7.41 A gearbox operating at steady state receives 4 hp along 
the input shaft and delivers 3 hp along the output shaft. The 
outer surface of the gearbox is at 130°F For the gearbox, 
(a) determine, in Btu/s, the rate of heat transfer and 
(b) perform a full exergy accounting, in Btu/s, of the input 
power. Let Ty = 70°F. 


7.42 A gearbox operating at steady state receives 25 hp along 
its input shaft, delivers power along its output shaft, and is 
cooled on its outer surface according to ҺА(Т, — Ty), where 
Ty = 130°F is the temperature of the outer surface and 70 
— 40*F is the temperature of the surroundings far from the 
gearbox. The product of the heat transfer coefficient h and 
outer surface area A is 40 Btu/h - ^R. For the gearbox, 
determine, in hp, a full exergy accounting of the input power. 
Let Ty = 40°F. 


7.43 At steady state, an electric pump motor develops power 
along its output shaft of 0.7 hp while drawing 6 amps at 100 V. 
The outer surface of the motor is at 150°Е For the motor, 
(a) determine, in Btu/h, the rate of heat transfer and 
(b) perform a full exergy accounting, in Btu/h, of the 
electrical power input. Let Ty = 40°F. 


7.44 As shown in Fig. P7.44, a silicon chip measuring 5 mm on 
a side and 1 mm in thickness is embedded in a ceramic 
substrate. At steady state, the chip has an electrical power 
input of 0.225 W. The top surface of the chip is exposed to 


Outdoor 
temperature = 35°C 








Fig. P7.39 





7. 


E. 


g^ 


7, 


a coolant whose temperature is 20°С. The heat transfer 
coefficient for convection between the chip and the coolant 
is 150 W/m? - K. Heat transfer by conduction between the 
chip and the substrate is negligible. Determine (a) the 
surface temperature of the chip, in ^C, and (b) the rate of 
exergy destruction within the chip, in W. What causes the 
exergy destruction in this case? Let Ty = 293 K. 


Coolant 
h = 150 W/m? - K 
T, = 20°C 






© 4 
а У 
W--0225W 


Ceramic substrate 


Fig. P7.44 


45 An electric water heater having a 200-L capacity heats 
water from 23 to 55°С. Heat transfer from the outside of the 
water heater is negligible, and the states of the electrical 
heating element and the tank holding the water do not 
change significantly. Perform a full exergy accounting, in kJ, 
of the electricity supplied to the water heater. Model the 
water as incompressible with a specific heat c — 4.18 kJ/kg - K. 
Let Ty = 23°C. 


46 A thermal reservoir at 1000 K is separated from another 

thermal reservoir at 350 K by a 1cm by 1cm square-cross 
section rod insulated on its lateral surfaces. At steady state, 
energy transfer by conduction takes place through the rod. 
The rod length is L, and the thermal conductivity is 0.5 
kW/m - К. Plot the following quantities, each in kW, versus 
L ranging from 0.01 to 1 m: the rate of conduction through 
the rod, the rates of exergy transfer accompanying heat 
transfer into and out of the rod, and the rate of exergy 
destruction. Let Ty — 300 K. 


47 Four kilograms of a two-phase liquid-vapor mixture of 
water initially at 300°C and x, = 0.5 undergo the two 
different processes described below. In each case, the mixture 
is brought from the initial state to a saturated vapor state, 
while the volume remains constant. For each process, 
determine the change in exergy of the water, the net amounts 
of exergy transfer by work and heat, and the amount of 
exergy destruction, each in kJ. Let Tọ = 300 K, po = 1 bar, 
and ignore the effects of motion and gravity. Comment on 
the difference between the exergy destruction values. 


(a) The process is brought about adiabatically by stirring the 
mixture with a paddle wheel. 

(b) The process is brought about by heat transfer from a 
thermal reservoir at 610 K. The temperature of the water at 
the location where the heat transfer occurs is 610 K. 


48 As shown in Fig. P7.48, one-half pound of nitrogen (N;), 
in a piston-cylinder assembly, initially at 80°F, 20 Ibf/in.?, is 
compressed isothermally to a final pressure of 100 Ibf/in.? 
During compression, the nitrogen rejects energy by heat 
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transfer through the cylinder's end wall, which has inner and 
outer temperatures of 80°F and 70°F, respectively. 


(a) For the nitrogen as the system, evaluate the work, heat 
transfer, exergy transfers accompanying work and heat 
transfer, and amount of exergy destruction, each in Btu. 

(b) Evaluate the amount of exergy destruction, in Btu, for 
an enlarged system that includes the nitrogen and the wall, 
assuming the state of the wall remains unchanged. Comment. 


Use the ideal gas model for the nitrogen and let Ty = 70°F, 
ро = 147 Ibf/in? 


Те = 80°F 


Torte = 70°F — 6 


outer 








т = 0.5 Ib, T = 80°F, p, = 20 Ibf/in.”, p; = 100 Ibf/in.? 
Fig. P7.48 


7.49 Air initially at 1 atm апа 500°R with a mass of 2.5 lb is 
contained within a closed, rigid tank. The air is slowly 
warmed, receiving 100 Btu by heat transfer through a wall 
separating the gas from a thermal reservoir at 800°R. This is 
the only energy transfer. Assuming the air undergoes an 
internally reversible process and using the ideal gas model, 


(a) determine the change in exergy and the exergy transfer 
accompanying heat, each in Btu, for the air as the system. 
(b) determine the exergy transfer accompanying heat and 
the exergy destruction, each in Btu, for an enlarged system 
that includes the air and the wall, assuming that the state of 
the wall remains unchanged. Compare with part (a) and 
comment. 


Let Ty = 90°F, py = 1 atm. 


Applying the Exergy Balance: Control Volumes 
at Steady State 


7.50 Determine the specific flow exergy, in Btu/Ibmol and Btu/ 
Ib, at 440°F, 73.5 Ibf/in.? for (a) nitrogen (№) and (b) carbon 
dioxide (CO;), each modeled as an ideal gas, and relative to 
an exergy reference environment for which 70 = 77°F, po = 
14.7 Ibf/in.? Ignore the effects of motion and gravity. 


7.51 Determine the specific exergy and the specific flow exergy, 
each in Btu/Ib, for steam at 350 Ibf/in2, 700°F, with V = 
120 ft/s and z — 80 ft. The velocity and elevation are relative 
to an exergy reference environment for which Tọ = 70°F, 
ро = 147 Ibf/in., and g = 322 ft/s’. 


7.52 Water at 24?C, 1 bar is drawn from a reservoir 1.25 km 
above a valley and allowed to flow through a hydraulic 
turbine-generator into a lake on the valley floor. For 
operation at steady state, determine the maximum theoretical 
rate at which electricity is generated, in MW, for a mass flow 
rate of 110 kg/s. Let Ty = 24°C, pọ = 1 bar and ignore the 
effects of motion. 


с. 


С. 
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7,53 At steady state, hot gaseous products of combustion from 
a gas turbine cool from 3000°F to 250°F as they flow through 
a pipe. Owing to negligible fluid friction, the flow occurs 
at nearly constant pressure. Applying the ideal gas model 
with c, = 0.3 Btu/Ib - ^R, determine the exergy transfer 
accompanying heat transfer from the gas, in Btu per 16 of 
gas flowing. Let Tọ = 80°F and ignore the effects of motion 
and gravity. 


7.54 For the simple vapor power plant of Problem 6.165, 
evaluate, in MW, (a) the net rate energy exits the plant with 
the cooling water and (b) the ner rate exergy exits the plant 
with the cooling water. Comment. Let Ty = 20°C, р = 1 atm 
and ignore the effects of motion and gravity. 


7.55 Water vapor enters a valve with a mass flow rate of 2 kg/s 
at a temperature of 3209С and a pressure of 60 bar and 
undergoes a throttling process to 40 bar. 


(a) Determine the flow exergy rates at the valve inlet and 
exit and the rate of exergy destruction, each in kW. 

(b) Evaluating exergy at 8.5 cents per kW · h, determine the 
annual cost, in $/year, associated with the exergy destruction, 
assuming 8400 hours of operation annually. 


Let Ty = 25°С, po = 1 bar. 


7.56 Refrigerant 134a at 100 lbf/in.’, 200°F enters a valve 
operating at steady state and undergoes a throttling process. 


(a) Determine the exit temperature, in °F, and the exergy 
destruction rate, in Btu per Ib of Refrigerant 134a flowing, 
for an exit pressure of 50 Ibf/in? 

(b) Plot the exit temperature, in ^E, and the exergy 
destruction rate, in Btu per Ib of Refrigerant 134a flowing, 
each versus exit pressure ranging from 50 to 100 Ibf/in? 


Let Ty = 70°F, po = 14.7 Ibf/in? 


7.57 Carbon monoxide at 250 Ibf/in?, 850°R, and a volumetric 
flow rate of 75 ft*/min enters a valve operating at steady 
state and undergoes a throttling process. Assuming ideal gas 
behavior 


(a) determine the rate of exergy destruction, in Btu/min, for 
an exit pressure of 30 Ibf/in.? 

(b) plot the exergy destruction rate, in Btu/min, versus exit 
pressure ranging from 30 to 250 Ibf/in.? 


Let Ty = 530°В, po = 15 Ibf/in? 


7.58 Water vapor at 4.0 MPa and 400°C enters an insulated 
turbine operating at steady state and expands to saturated 
vapor at 0.1 MPa. The effects of motion and gravity can be 
neglected. Determine the work developed and the exergy 
destruction, each in kJ per kg of water vapor passing through 
the turbine. Let Tọ = 27°C, py = 0.1 MPa. 


7.59 Air enters an insulated turbine operating at steady state 
at 8 bar, 500 K, and 150 m/s. At the exit the conditions are 
1 bar, 320 K, and 10 m/s. There is no significant change in 
elevation. Determine the work developed and the exergy 
destruction, each in kJ per kg of air flowing. Let 7) = 300 К, 
ро = 1 bar. 


7.60 Air enters a turbine operating at steady state with a 
pressure of 75 Ibf/in.’, a temperature of 800°R, and a velocity 
of 400 ft/s. At the turbine exit, the conditions are 15 lbf/in.?, 


600°R, and 100 ft/s. Heat transfer from the turbine to its 
surroundings takes place at an average surface temperature 
of 620°R. The rate of heat transfer is 2 Btu per Ib of air 
passing through the turbine. For the turbine, determine the 
work developed and the exergy destruction, each in Btu per 
Ib of air flowing. Let Ty = 40°F, pọ = 15 Ibf/in.? 


7.61 Steam enters a turbine operating at steady state at 4 MPa, 
500°C with a mass flow rate of 50 kg/s. Saturated vapor exits 
at 10 kPa and the corresponding power developed is 42 MW. 
The effects of motion and gravity are negligible. 


(a) For a control volume enclosing the turbine, determine the 
rate of heat transfer, in MW, from the turbine to its surroundings. 
Assuming an average turbine outer surface temperature of 
50°C, determine the rate of exergy destruction, in MW. 

(b) If the turbine is located in a facility where the ambient 
temperature is 27°C, determine the rate of exergy destruction 
for an enlarged control volume including the turbine and its 
immediate surroundings so heat transfer takes place at the 
ambient temperature. Explain why the exergy destruction 
values of parts (a) and (b) differ. 


Let T, = 300 K, py = 100 kPa. 


7.62 An insulated turbine operating at steady state receives 
steam at 300 Ibf/in.”, 550°F and exhausts at 3 Ibf/in.? Plot the 
exergy destruction rate, in Btu per Ib of steam flowing, 
versus turbine isentropic efficiency ranging from 50 to 100%. 
The effects of motion and gravity are negligible and Tọ = 
60°F, po = 1 atm. 


7.63 Air enters a compressor operating at steady state at Т) 
320 K, p, = 2 bar with a velocity of 80 m/s. At the exit, 
Т, - 550 K, p; - 6 bar and the velocity is 180 m/s. The air 
can be modeled as an ideal gas with c, — 1.01 kJ/kg - K. Stray 
heat transfer can be ignored. Determine, in kJ per kg of air 
flowing, (a) the power required by the compressor and (b) the 
rate of exergy destruction within the compressor. Let 70 
300 К, po = 1 bar. Ignore the effects of motion and gravity. 


7.64 Carbon monoxide (CO) enters an insulated compressor 
operating at steady state at 10 bar, 227°C, and а mass flow 
rate of 0.1 kg/s and exits at 15 bar, 327°С. Determine the 
power required by the compressor and the rate of exergy 
destruction, each in kW. Ignore the effects of motion and 
gravity. Let 7 = 17°С, po = 1 bar. 


7.65 Refrigerant 134a at 10?C, 1.8 bar, and a mass flow rate of 
5 kg/min enters an insulated compressor operating at steady 
state and exits at 5 bar. The isentropic compressor efficiency 
is 76.04%. Determine 


(a) the temperature of the refrigerant exiting the compressor, 
in *C. 

(b) the power input to the compressor, in kW. 

(c) the rate of exergy destruction, in kW. 


Ignore the effects of motion and gravity and let Ty = 20°C, 
po = 1 bar. 


7.66 Air enters a turbine operating at steady state at a pressure 
of 75 Ibf/in?, a temperature of 8008, and a velocity of 400 ft/s. 
At the exit, the conditions are 15 Ibf/in?, 600°R, and 100 ft/s. 
There is no significant change in elevation. Heat transfer 
from the turbine to its surroundings at a rate of 10 Btu per 


с. 


Ib of air flowing takes place at an average surface temperature 
of 700°R. 


(a) Determine, in Btu per Ib of air passing through the 
turbine, the work developed and the exergy destruction rate. 
(b) Expand the boundary of the control volume to include 
both the turbine and a portion of its immediate surroundings 
so that heat transfer occurs at a temperature To. Determine, 
in Btu per Ib of air passing through the turbine, the work 
developed and the exergy destruction rate. 

(c) Explain why the exergy destruction rates in parts (a) and 
(b) are different. 


Let Т) = 40°F, po = 15 Ibf/in.? 


7.67 A stream of hot water at 300°F, 500 Ibf/in?, and a velocity 


of 20 ft/s is obtained from a geothermal supply. Determine 
the specific flow exergy, in Btu/Ib. The velocity is relative to 
the exergy reference environment for which Tọ = 77°F, po = 
1 atm. Neglect the effect of gravity. 


7.68 Determine the rate of exergy destruction, in Btu/min, for 


the duct system of Problem 6.111. Let Tọ = 500°R, po = 
1 atm. 


7.69 For the vortex tube of Example 6.7, determine the rate of 


exergy destruction, in Btu per lb of air entering. Referring 
to this value for exergy destruction, comment on the 
inventor’s claim. Let 70 = 530°R, ро = 1 atm. 


7.70 Steam at 2 MPa and 360°C with a mass flow rate of 0.2 


с. 


kg/s enters an insulated turbine operating at steady state and 
exhausts at 300 kPa. Plot the temperature of the exhaust 
steam, in °C, the power developed by the turbine, in kW, and 
the rate of exergy destruction within the turbine, in kW, each 
versus the isentropic turbine efficiency ranging from 0 to 
100%. Ignore the effects of motion and gravity. Let 70 = 
30°С, po = 0.1 MPa. 


7.71 Steam enters an insulated turbine operating at steady 


state at 120 Ibf/in.2, 600°F, with a mass flow rate of 3 x 10? 
Ib/h and expands to a pressure of 10 Ibf/in.? The isentropic 
turbine efficiency is 80%. If exergy is valued at 8 cents per 
kW • h, determine 


(a) the value of the power produced, in $/h. 

(b) the cost of the exergy destroyed, in $/h. 

(c) Plot the values of the power produced and the exergy 
destroyed, each in $/h, versus isentropic efficiency ranging 
from 80 to 10076. 


Ignore the effects of motion and gravity. Let Ty = 70°F, 
po = 1 atm. 


7.72 Consider the parallel flow heat exchanger of Problem 


4.82. Verify that the stream of air exits at 780°R and the 
stream of carbon dioxide exits at 760°R. Pressure is constant 
for each stream. For the heat exchanger, determine the rate 
of exergy destruction, in Btu/s. Let Ty = 537 R, ру = 1 atm. 


| 7.73 Air at Т, = 13007 R, p, = 16 Ibf/in? enters a counterflow 


heat exchanger operating at steady state and exits at p; — 
14.7 Ibf/in.? A separate stream of air enters at Т; = 850°R, 
рз = 60 Ibf/in.? and exits at T4 = 1000°R, p, = 50 Ibf/in? 
The mass flow rates of the streams are equal. Stray heat 
transfer and the effects of motion and gravity can be ignored. 
Assuming the ideal gas model with с, = 0.24 Btu/Ib - ^R, 
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determine (a) 75, in °R, (b) the rate of exergy destruction 
within the heat exchanger, in Btu per Ib of air flowing, and 
(c) plot the exergy destruction rate (in Btu per lb of air 
flowing) versus p ranging from 1 to 50 Ibf/in.? 


7.74 A counterflow heat exchanger operating at steady state has 


water entering as saturated vapor at 5 bar with a mass flow 
rate of 4 kg/s and exiting as saturated liquid at 5 bar. Air enters 
in a separate stream at 320 K, 2 bar and exits at 350 K with a 
negligible change in pressure. Heat transfer between the heat 
exchanger and its surroundings is negligible. Determine 


(a) the change in the flow exergy rate of each stream, in kW. 
(b) the rate of exergy destruction in the heat exchanger, in kW. 


Ignore the effects of motion and gravity. Let Ty — 300 K, 
ро = 1 bar. 


7.75 Water at Т, = 100°F, p, = 30 Ibf/in? enters a counterflow 


heat exchanger operating at steady state with a mass flow 
rate of 100 Ib/s and exits at T; = 200°F with closely the same 
pressure. Air enters in a separate stream at T4 — 5409Ғ and 
exits at 7, = 140°F with no significant change in pressure. 
Air can be modeled as an ideal gas and stray heat transfer 
can be ignored. Determine (a) the mass flow rate of the air, 
in Ib/s, and (b) the rate of exergy destruction within the heat 
exchanger, in Btu/s. Ignore the effects of motion and gravity 
and let Ту = 60°F, py = 1 atm. 


7.76 Air enters a counterflow heat exchanger operating at 


steady state at 27°С, 0.3 MPa and exits at 12°С. Refrigerant 
134a enters at 0.4 MPa, a quality of 0.3, and a mass flow rate 
of 35 kg/h. Refrigerant exits at 10°С. Stray heat transfer is 
negligible and there is no significant change in pressure for 
either stream. 


(a) For the Refrigerant 134a stream, determine the rate of 
heat transfer, in kJ/h. 

(b) For each of the streams, evaluate the change in flow 
exergy rate, in kJ/h, and interpret its value and sign. 


Let Ty = 22°С, po = 0.1 MPa, and ignore the effects of 
motion and gravity. 


7.77 Liquid water enters a heat exchanger operating at steady 


state at Т = 60°F, py = 1 atm and exits at T; = 160?F with 
a negligible change in pressure. In a separate stream, steam 
enters at Т; = 20 Ibf/in?, x, = 92% and exits at Т; = 14096 
pa = 18 Ibf/in? Stray heat transfer and the effects of motion 
and gravity are negligible. Let Tọ = 60°F, py = 1 atm. 
Determine (a) the ratio of the mass flow rates of the two 
streams and (b) the rate of exergy destruction, in Btu per Ib 
of steam entering the heat exchanger. 


7.78 Argon enters a nozzle operating at steady state at 1300 K, 


360 kPa with a velocity of 10 m/s and exits the nozzle at 
900 K, 130 kPa. Stray heat transfer can be ignored. Modeling 
argon as an ideal gas with k — 1.67 determine (a) the velocity 
at the exit, in m/s, and (b) the rate of exergy destruction, in 
kJ per kg of argon flowing. Let Т) = 293 K, po = 1 bar. 


7.19 Oxygen (O;) enters а well-insulated nozzle operating at 


steady state at 80 Ibf/in.?, 1100°R, 90 ft/s. At the nozzle exit, 
the pressure is 1 Ibf/in? The isentropic nozzle efficiency is 
85%. For the nozzle, determine the exit velocity, in m/s, and 
the exergy destruction rate, in Btu per lb of oxygen flowing. 
Let Ту = 70°F, ро = 14.7 Ibf/in.? 
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7.80 Steady-state operating data are shown in Fig. P7.80 for an 
open feedwater heater. Heat transfer from the feedwater 
heater to its surroundings occurs at an average outer surface 
temperature of 50°С at a rate of 100 kW. Ignore the effects 
of motion and gravity and let Т = 25°C, po = 1 bar. 
Determine 


(a) the ratio of the incoming mass flow rates, тут». 
(b) the rate of exergy destruction, in kW. 














mM 
2 рә = 1 bar 
Т, = 400°C 
1 =, 3 
m, = 0.7 kg/s Ha 
рі = 1 bar Feedwater heater хз = 25% 
Tı = 40°С рз = 1 баг 
Ty = 50°C = 5 
Fig. P7.80 


7.81 An open feedwater heater operates at steady state with 
liquid water entering inlet 1 at 10 bar, 50°С, and a mass flow 
rate of 10 kg/s. A separate stream of steam enters inlet 2 at 
10 bar and 200°C. Saturated liquid at 10 bar exits the feedwater 
heater. Stray heat transfer and the effects of motion and 
gravity can be ignored. Let Ty = 20°С, ро = 1 bar. Determine 
(a) the mass flow rate of the streams at inlet 2 and the exit, 
each in kg/s, (b) the rate of exergy destruction, in kW, and 
(c) the cost of the exergy destroyed, in $/year, for 8400 hours 
of operation annually. Evaluate exergy at 8.5 cents per kW - h. 


7.82 Figure P7.82 and the accompanying table provide a 
schematic and steady-state operating data for a mixer that 
combines two streams of air. The stream entering at 1500 K 
has a mass flow rate of 2 kg/s. Stray heat transfer and the 
effects of motion and gravity are negligible. Assuming the 
ideal gas model for the air, determine the rate of exergy 
destruction, in kW. Let Ty = 300 K, ро = 1 bar. 


State T(K) p(bar) h(kJ/kg) s°(kJ/kg - К)? 
1 1500 2 1635.97 3.4452 
2 300 2 300.19 1.7020 
3 = 1:9 968.08 2.8869 
459 is the variable appearing in Eq. 6.20a and Table A-22. 


[T= 100°F 














2 Air 
Т,-300К 
Рә-2 bar 
1 3 

— dna m> 
Air рз = 1.9 bar 
тү = 2 kg/s 
Тү = 1500 К 
рі = 2 bar 
Fig. Р7.82 


7.83 Figure P7.83 provides steady-state operating data for а 


mixing chamber in which entering liquid and vapor streams 
of water mix to form an exiting saturated liquid stream. Heat 
transfer from the mixing chamber to its surroundings occurs 
at an average surface temperature of 100°% The effects of 
motion and gravity are negligible. Let 70 = 70°F, po = 1 atm. 
For the mixing chamber, determine, each in Btu/s, (a) the 
rate of heat transfer and the accompanying rate of exergy 
transfer and (b) the rate of exergy destruction. 


7.84 Liquid water at 20 Ibf/in?, 50°F enters a mixing chamber 


operating at steady state with a mass flow rate of 5 Ib/s and 
mixes with a separate stream of steam entering at 20 Ibf/in.?, 
250°F with a mass flow rate of 0.38 Ib/s. A single mixed 
stream exits at 20 lbf/in.?, 130°F Heat transfer from the 
mixing chamber occurs to its surroundings. Neglect the 
effects of motion and gravity and let Tọ = 70°F, pọ = 1 atm. 
Determine the rate of exergy destruction, in Btu/s, for a 
control volume including the mixing chamber and enough of 
its immediate surroundings that heat transfer occurs at 70°F. 


7.85 Steam at 30 bar and 700°C is available at one location in 


an industrial plant. At another location, steam at 20 bar and 
400°C is required for use in a certain process. An engineer 
suggests that steam at this condition can be provided by 
allowing the higher-pressure steam to expand through a 
valve to 20 bar and then cool to 400°C through a heat 
exchanger with heat transfer to the surroundings, which are 
at 20°C. 


(a) Evaluate this suggestion by determining the associated 
exergy destruction rate per mass flow rate of steam (kJ/kg) 
for the valve and heat exchanger. Discuss. 

(b) Evaluating exergy at 8 cents per kW - h and assuming 
continuous operation at steady state, determine the total 
annual cost, in $, of the exergy destruction for a mass flow 
rate of 1 kg/s. 





m, = 5 lb/s 
Ті-50Е —— > 
p; = 20 lbf/in.? 


то = 0.93 16/5 
$2250 F ————> 
р» = 20 Ibf/in? 





3 Saturated liquid 
рз = 20 lbf/in.? 








Fig. P7.83 


(c) Suggest an alternative method for obtaining steam at the 
desired condition that would by preferable thermodynamically, 
and determine the total annual cost, in $, of the exergy 
destruction for a mass flow rate of 1 kg/s. Let Ty = 20°C, 
ро = 1 atm. 


7.86 A gas turbine operating at steady state is shown in 
Fig. P7.86. Air enters the compressor with a mass flow rate 
of 5 kg/s at 0.95 bar and 22°С and exits at 5.7 bar. The air 
then passes through a heat exchanger before entering the 
turbine at 1100 K, 5.7 bar. Air exits the turbine at 0.95 bar. 
The compressor and turbine operate adiabatically and the 
effects of motion and gravity can be ignored. The compressor 
and turbine isentropic efficiencies are 82 and 8596, 
respectively. Using the ideal gas model for air, determine, 
each in kW, 


(a) the net power developed. 

(b) the rates of exergy destruction for the compressor and 
turbine. 

(c) the net rate exergy is carried out of the plant at the 
turbine exit, (Ед — Ең). 


Let Ty = 22°C, po = 0.95 bar. 





m, =5 kg/s _ 
рі = 0.95 Баг 1 4 Ра 0.95 bar 
Ті =22 С 

Fig. P7.86 


7.87 Consider the flash chamber and turbine of Problem 4.105. 
Verify that the mass flow rate of saturated vapor entering 
the turbine is 0.371 kg/s and the power developed by the 
turbine is 149 kW. Determine the total rate of exergy 
destruction within the flash chamber and turbine, in kW. 
Comment. Let Ty) = 298 K. 


7.88 Figure P7.88 and the accompanying table provide the 
schematic and steady-state operating data for a flash chamber 
fitted with an inlet valve that produces saturated vapor and 
saturated liquid streams from a single entering stream of 
liquid water. Stray heat transfer and the effects of motion 
and gravity are negligible. Determine (a) the mass flow rate, 
in Ib/s, for each of the streams exiting the flash chamber and 
(b) the total rate of exergy destruction, in Btu/s. Let Ty = 
77°Е, po = 1 atm. 


State Condition  T(^F) p(Ibf/in?) ^ h(Btu/Ib)  s(Btu/Ib - R) 





1 liquid 300 80 269.7 0.4372 
2 sat. vapor — 30 1164.3 1.6996 
3 sat. liquid — 30 218.9 0.3682 
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Flash chamber — [> Saturated vapor, 


p2 = 30 Ibf/in? 










ту = 100 Ib/s 
T, = 300°Е 
pı = 80 Ibf/in? 


Saturated liquid, <4 
рз = 30 Ibf/in? 3 


Fig. P7.88 


7.89 Figure P7.89 shows a gas turbine power plant operating 


at steady state consisting of a compressor, a heat exchanger, 
and a turbine. Air enters the compressor with a mass flow 
rate of 3.9 kg/s at 0.95 bar, 222С and exits the turbine at 0.95 
bar, 421°C. Heat transfer to the air as it flows through the 
heat exchanger occurs at an average temperature of 488°C. 
The compressor and turbine operate adiabatically. Using the 
ideal gas model for the air, and neglecting the effects of 
motion and gravity, determine, in MW, 


(a) the rate of exergy transfer accompanying heat transfer 
to the air flowing through the heat exchanger. 

(b) the net rate exergy is carried out of the plant at the 
turbine exit, (Ep — Ең). 

(c) the rate of exergy destruction within the power plant. 
(d) Using the results of parts (a)-(c), perform a full exergy 
accounting of the exergy supplied to the power plant 
accompanying heat transfer. Comment. 


Let Ty = 295 K(22°C), po = 0.95 bar. 





I— Т = 488°C 









Heat exchanger 


et — 


0.7 MW 





Air at Air at 
0.95 bar, 22?C 0.95 bar, 421°C 
Fig. P7.89 


7.90 Figure P7.90 shows a power-generating system at steady 


state. Saturated liquid water enters at 80 bar with a mass 
flow rate of 94 kg/s. Saturated liquid exits at 0.08 bar with 
the same mass flow rate. As indicated by arrows, three heat 
transfers occur, each at a specified temperature in the 
direction of the arrow: The first adds 135 MW at 295°C, the 
second adds 55 MW at 375°C, and the third removes energy 
at 20°C. The system generates power at the rate of 80 MW. 
The effects of motion and gravity can be ignored. Let 
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Ty = 20°С, py = 1 atm. Determine, in MW, (a) the rate of 
heat transfer Q4 and the accompanying rate of exergy 
transfer and (b) a full exergy accounting of the total exergy 
supplied to the system with the two heat additions and with the 
net exergy, (Ең — Ер), carried in by the water stream as it 
passes from inlet to exit. 


0,=135MW 0,= 55 MW 


Т|-295С--- СТ) = 375°F 





W = 80 MW 


1 2 
ту = 94 kg/s Saturated liquid, 
Saturated liquid, рә = 0.08 bar 
P= 80 bar 
T; = 200C —— $. 
Оз=? 
Fig. P7.90 


7.91 Figure P7.91 shows a gas turbine power plant using air as 
the working fluid. The accompanying table gives steady-state 
operating data. Air can be modeled as an ideal gas. Stray heat 
transfer and the effects of motion and gravity can be ignored. 
Let Ty = 290 К, po = 100 kPa. Determine, each in kJ рег kg 
of air flowing, (a) the net power developed, (b) the net exergy 
increase of the air passing through the heat exchanger, 
(ен - ер), and (c) а full exergy accounting based on the 
exergy supplied to the plant found in part (b).Comment. 








Fig. P7.91 
State p(kPa) T(K) h(kj/kg) s*(kJ/kg к) 
1 100 290 290.16 1.6680 
2 500 505 508.17 2.2297 
3 500 875 904.99 2.8170 
4 100 635 643.93 2.4688 


459 is the variable appearing in Eq. 6.20a and Table A-22. 


7.92 Carbon dioxide (CO;) gas enters a turbine operating at 
steady state at 50 bar, 500 K with a velocity of 50 m/s. The 
inlet area is 0.02 т2. At the exit, the pressure is 20 bar, the 
temperature is 440 K, and the velocity is 10 m/s. The power 
developed by the turbine is 3 MW, and heat transfer occurs 
across a portion of the surface where the average temperature 


is 462 K. Assume ideal gas behavior for the carbon dioxide 
and neglect the effect of gravity. Let To = 298 K, po = 1 bar. 


(a) Determine the rate of heat transfer, in kW. 
(b) Perform a full exergy accounting, in kW, based on the net 
rate exergy is carried into the turbine by the carbon dioxide. 


7.93 Air is compressed in an axial-flow compressor operating 


at steady state from 27°С, 1 bar to a pressure of 2.1 bar. The 
work required is 94.6 kJ per kg of air flowing. Heat transfer 
from the compressor occurs at an average surface temperature 
of 40°С at the rate of 14 kJ per kg of air flowing. The effects 
of motion and gravity can be ignored. Let Tọ = 20°C, po = 
1 bar. Assuming ideal gas behavior, (a) determine the 
temperature of the air at the exit, іп °C, (b) determine the 
rate of exergy destruction within the compressor, in kJ per 
kg of air flowing, and (c) perform a full exergy accounting, 
in kJ per kg of air flowing, based on work input. 


7.94 Figure P7.94 shows a compressor fitted with a water 


jacket. The compressor operates at steady state and takes in 
air with a volumetric flow rate of 900 m?/h at 22°С, 0.95 bar 
and discharges air at 317°С, 8 bar. Cooling water enters the 
water jacket at 20°С, 100 kPa with a mass flow rate of 1400 
kg/h and exits at 30°С and essentially the same pressure. The 
accompanying table gives steady-state operating data. There 
is no significant heat transfer from the outer surface of the 
water jacket to its surroundings, and the effects of motion 
and gravity can be ignored. For the water-jacketed 
compressor, perform a full exergy accounting of the power 
input. Let Ty = 20°С, pọ = 1 atm. 


State Fluid type ТЕ p(bar) тк)/Ке) s*(kJ/kg - К)? 





1 Air 22 0:95 295.17 1.68515 
2 Air 317 8 596.52 2.39140 


*s? is the variable appearing іп Eq. 6.20a and Table А-22. 


Cooling water 











Fig. P7.94 


7.95 Argon enters an insulated turbine operating at steady 


state at 1000°С and 2 MPa and exhausts at 350 kPa. The 
mass flow rate is 0.5 kg/s and the turbine develops power at 
the rate of 120 kW. Determine 


(a) the temperature of the argon at the turbine exit, in °С. 
(b) the exergy destruction rate of the turbine, in kW. 
(c) the turbine exergetic efficiency. 


Neglect kinetic and potential energy effects. Let Ty = 20°С, 
Po = 1 bar. 


7.96 Figure P7.96 shows liquid water at 80 Ibf/in.?, 300°F entering 
a flash chamber through a valve at the rate of 22 Ib/s. At the 
valve exit, the pressure is 42 Ibf/in.? Saturated liquid at 40 Ibf/in? 
exits from the bottom of the flash chamber and saturated 
vapor at 40 Ibf/in.” exits from near the top. The vapor stream 
is fed to a steam turbine having an isentropic efficiency of 
90% and an exit pressure of 2 ЊЕп For steady-state 
operation, negligible heat transfer with the surroundings, and no 
significant effects of motion and gravity, perform a full exergy 
accounting, in Btu/s, of the лег rate at which exergy is supplied: 
(En = Ев = Ег). Let To = 500°К, Ро = 1 atm. 












Тлаша Saturated 
water at vapor at WwW 
80 Ibf/in.?, 300°F 40 Ibf/in.? E. 
ту = 22 Ib/s 
1 Valve 2 
pm vs 2 Ibf/in.? 


"42 Ibf/in. 
Saturated liquid 
at 40 Ibf/in.? 





Fig. P7.96 


7.97 Figure P7.97 provides steady-state operating data for a 
throttling valve in parallel with a steam turbine having an 
isentropic turbine efficiency of 88%. The streams exiting the 
valve and the turbine mix in a mixing chamber. Heat transfer 
with the surroundings and the effects of motion and gravity 
can be neglected. Determine 


(a) the power developed by the turbine, in Btu/s. 

(b) the mass flow rates through the turbine and valve, each 
in Ib/s. 

(c) a full exergy accounting, in Btu/s, of the net rate at 
which exergy is supplied: (Ең — Eg). 


Let Т = 500°R, po = 1 atm. 
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Using Exergetic Efficiencies 


7.98 For the water heater of Problem 7.45, devise and evaluate 
an exergetic efficiency. 


7.99 For the compressor of Example 6.14, evaluate the exergetic 
efficiency given by Eq. 7.25. Let Т) = 20°C, p, = 1 atm. 


7.100 For the heat exchanger of Example 7.6, evaluate the 
exergetic efficiency given by Eq. 7.27 with states numbered 
for the case at hand. 


7.101 Referring to the discussion of Sec. 7.6.2 as required, 
evaluate the exergetic efficiency for each of the following 
cases, assuming steady-state operation with negligible effects 
of heat transfer with the surroundings: 


(a) Turbine: W., = 1200 hp, ey = 250 Btu//Ib, ер = 15 Btu/lb, 
m = 240 lb/min. . 

(b) Compressor: Исит = —105 kJ/kg, ең = 5 kJ/kg, ер = 
90 kJ/kg, m = 2 kg/s. 

(c) Counterflow heat exchanger: тһ = 3 kg/s, m. = 10 kg/s, 
ең = 2100 kJ/kg, ер = 300 kJ/kg, Ey = 3.4 MW. 

(d) Direct contact heat exchanger: m, = 10 Ib/s, m3 = 15 Ib/s, 
ең = 1000 Btu/lb, ер = 50 Btu/lb, ез = 400 Btu/Ib. 


7.102 Plot the exergetic efficiency given by Eq. 7.21b versus - 
Ти То for Т/Т = 8.0 and т) = 0.4, 0.6, 0.8, 1.0. What can be 
learned from the plot when Т/Т is fixed? When в is fixed? 
Discuss. 


7.103 A steam turbine operating at steady state develops 
9750 hp. The turbine receives 100,000 pounds of steam per 
hour at 400 Ibf/in.? and 600°F. At a point in the turbine where 
the pressure is 60 Ibf/in.? and the temperature is 300%, steam 
is bled off at the rate of 25,000 Ib/h. The remaining steam 
continues to expand through the turbine, exiting at 2 Ibf/in.? 
and 9096 quality. 

(a) Determine the rate of heat transfer between the turbine 
and its surroundings, in Btu/h. 
(b) Devise and evaluate an exergetic efficiency for the turbine. 


Kinetic and potential energy effects сап be ignored. Let Tọ = 
TTF, po = 1 atm. 


7.104 Figure P7.104 provides two options for generating hot 
water at steady state. In (a), water heating is achieved by 
utilizing industrial waste heat supplied at a temperature of 
500 K. In (b), water heating is achieved by an electrical 











0 
Мрапе | 4 
PNIS ——————-—- 
ту = 30 16/5 chamber Water 
T, = 20°С Т, = 95°С 
рі = 1 bar рә = 1 bar 
E (a) Waste heat 
Fig. P7.97 
Water 
State p(Ibf/in.2) TCF) h(Btu/Ib) s(Btu/Ib-*R) 7i7 rn 
0у = аг 
1 500 600 1298.3 15585 P 
2 180 551.5 1298.3 1.6650 
3 180 = 1212.2 1.5723 | А 
3s 180 = 1200.5 1.5585 (b) Electrical resistor 
4 180 400 1214.4 1.5749 Fig. P7.104 
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resistor. For each case, devise and evaluate an exergetic 
efficiency. Compare the calculated efficiency values and 
comment. Stray heat transfer and the effects of motion and 
gravity are negligible. Let Tọ = 20°C, po = 1 bar. 


7.105 Steam enters a turbine operating at steady state at рү = 
12 MPa, T; = 700°C and exits at p; = 0.6 MPa. The isentropic 
turbine efficiency is 88%. Property data are provided in the 
accompanying table. Stray heat transfer and the effects of 
motion and gravity are negligible. Let Tọ = 300 K, ро = 100 
kPa. Determine (a) the power developed and the rate of 
exergy destruction, each in kJ per kg of steam flowing, and 
(b) the exergetic turbine efficiency. 


State p(MPa) тес) h(kj/kg) 5(КЈ/Ке · K) 
Turbine inlet 12 700 3858.4 7.0749 
Turbine exit 0.6 (п; = 8896) 30175 7.2938 


7.106 Saturated liquid water at 0.01 MPa enters a power plant 
pump operating at a steady state. Liquid water exits the 
pump at 10 MPa. The isentropic pump efficiency is 90%. 
Property data are provided in the accompanying table. Stray 
heat transfer and the effects of motion and gravity are 
negligible. Let Ty = 300 K, pọ = 100 kPa. Determine (а) the 
power required by the pump and the rate of exergy 
destruction, each in kJ per kg of water flowing, and (b) the 
exergetic pump efficiency. 


State p(MPa) h(kj/kg) s(kJ/kg - К) 
Pump inlet 0.01 191.8 0.6493 
Pump exit 10 204.5 0.6531 


7.107 At steady state, an insulated steam turbine develops 
work at a rate of 389.1 Btu per Ib of steam flowing through 
the turbine. Steam enters at 1200 psia and 1100°F and exits 
at 14.7 psia. Evaluate the isentropic turbine efficiency and 
the exergetic turbine efficiency. Ignore the effects of motion 
and gravity. Let Ty = 70°F, p; = 14.7 psia. 


7.108 Nitrogen (№) at 25 bar, 450 К enters a turbine and 
expands to 2 bar, 250 K with a mass flow rate of 0.2 kg/s. The 
turbine operates at steady state with negligible heat transfer 
with its surroundings. Assuming the ideal gas model with k — 
1.399 and ignoring the effects of motion and gravity, determine 


(a) the isentropic turbine efficiency. 
(b) the exergetic turbine efficiency. 


Let Ty = 25°С, ру = 1 atm. 


7.109 Air enters the insulated duct shown in Fig. P7.109 at a 
temperature of 60°F and a pressure of 1 atm and exits at a 
temperature of 140°F and a pressure only slightly less than 
1 atm. Electricity is provided to the resistor at a rate of 0.1 kW. 
Kinetic and potential energy effects can be ignored. For 
steady-state operation 





Air 1 
1 айт 
60°F 
Wy =—0.1 kW Insulation 


Fig. P7.109 


(a) determine the exergetic destruction rate, in kW. 
(b) devise and evaluate an exergetic efficiency for the 
heater. 


Let Ty = 60°F, ро = 1 atm. 


7.110 Air enters an insulated turbine operating at steady state 


with a pressure of 5 bar, a temperature of 500 K, and a 
volumetric flow rate of 3 m*/s. At the exit, the pressure is 
1 bar. The isentropic turbine efficiency is 76.7%. Assuming 
the ideal gas model and ignoring the effects of motion and 
gravity, determine 


(a) the power developed and the exergy destruction rate, 
each in kW. 
(b) the exergetic turbine efficiency. 


Let Ty = 20°C, po = 1 bar. 


7.111 Steam at 200 Ibf/in.?, 660°F enters a turbine operating at 


steady state with a mass flow rate of 16.5 lb/min and exits at 
14.7 Ibf/in?, 238°F. Stray heat transfer and the effects of motion 
and gravity can be ignored. Let Ty = 537°R, ро = 14.7 Ibf/in? 
Determine for the turbine (a) the power developed and the 
rate of exergy destruction, each in Btu/min, and (b) the 
isentropic and exergetic turbine efficiencies. 


7.112 Water vapor at 6 MPa, 600°C enters a turbine operating 


at steady state and expands adiabatically to 10 kPa. The mass 
flow rate is 2 kg/s and the isentropic turbine efficiency is 
94.7%. Kinetic and potential energy effects are negligible. 
Determine 


(a) the power developed by the turbine, in kW. 

(b) the rate at which exergy is destroyed within the turbine, 
in kW. 

(c) the exergetic turbine efficiency. 


Let Ty = 298 K, p, = 1 atm. 


7.113 Figure P7.113 shows a turbine operating at steady state 


with steam entering at p; = 30 bar, Т, = 350°C and a mass 
flow rate of 30 kg/s. Process steam is extracted at p; — 5 bar, 
Т; = 200°C. The remaining steam exits at рз = 0.15 bar, 
ха = 90%, and а mass flow rate of 25 kg/s. Stray heat transfer 
and the effects of motion and gravity are negligible. Let 
Ty = 25°C, po = 1 bar. The accompanying table provides 
property data at key states. For the turbine, determine the 
power developed and rate of exergy destruction, each in 
MW. Also devise and evaluate an exergetic efficiency for the 
turbine. 






State p(bar) тес) h(kJ/kg) s(kJ/kg - K) 
1 30 350 3115.3 6.7428 
2 5 200 2855.4 7.0592 
3 0.15 (x - 90%) 2361.7 7.2831 

1 
— > Power out 
ру = 30 bar — 
T, = 350°С Б 
m, = 30 kg/s 2 3 
ро 5 bar рз = 0.15 bar 
Т, = 200°C хз = 90% 


| тз = 25 kg/s 
Fig. Р7.113 


с. 


E. 


E. 


7.114 For the turbine and heat exchanger arrangement of 


Problem 6.116, evaluate an exergetic efficiency for (a) each 
turbine, (b) the heat exchanger, and (c) an overall control 
volume enclosing the turbines and heat exchanger. Comment. 
Let Ty = 300 К, p, = 1 bar. 


7.415 Figure P7.115 and the accompanying table provide steady- 


state operating data for a two-stage steam turbine. Stray heat 
transfer and the effects of motion and gravity are negligible. 
For each turbine stage, determine the work developed, in kJ 
per kg of steam flowing, and the exergetic turbine efficiency. 
For the overall two-stage turbine, devise and evaluate an 
exergetic efficiency. Let Tọ = 298 K, py = 1 atm. 





State тс) p(bar) h(kJ/kg) s(kJ/kg - К) 
1 550 100 3500 6.755 
2 330 20.1 3090 6.878 
3 (x = 93.55%) 0.5 2497 7474 
T = 330°C 
рэ = 20.1 bar 
2 
T; = 550°C 
ру = 100 bar 


1 





X3 = 93.55% 
3 рз=0.5ђаг 


Fig. P7.115 


7.116 Steam at 450 Ibf/in?, 700°F enters a well-insulated turbine 


operating at steady state and exits as saturated vapor at a 
pressure p. 


(a) For p = 50 Ibf/in.?, determine the exergy destruction 
rate, in Btu per Ib of steam expanding through the turbine, 
and the turbine exergetic and isentropic efficiencies. 
(b) Plot the exergy destruction rate, in Btu per Ib of steam 
flowing, and the exergetic efficiency and isentropic efficiency, 
each versus pressure p ranging from 1 to 50 Ibf/in? 


Ignore the effects of motion and gravity and let Tọ = 70°F, 
Po = 1 atm. 


117 Saturated water vapor at 500 Ibf/in? enters an insulated 
turbine operating at steady state. A two-phase liquid-vapor 
mixture exits at 0.4 Ibf/in? Plot each of the following versus 
the steam quality at the turbine exit ranging from 75 to 10096: 


(a) the power developed and the rate of exergy destruction, 
each in Btu per Ib of steam flowing. 

(b) the isentropic turbine efficiency. 

(c) the exergetic turbine efficiency. 


Let Ty = 70°F, ро = 1 atm. Ignore the effects of motion and 
gravity. 


118 Oxygen (O;) enters an insulated turbine operating at 
steady state at 900°C and 3 MPa and exhausts at 400 kPa. 
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The mass flow rate is 0.75 kg/s. Plot each of the following 
versus the turbine exit temperature, in °С: 


(a) the power developed, in kW. 
(b) the rate of exergy destruction in the turbine, in kW. 
(c) the exergetic turbine efficiency. 


For the oxygen, use the ideal gas model with К = 1.395. 
Ignore the effects of motion and gravity. Let 70 = 30°С, 
Po = 1 bar. 


7.119 An insulated steam turbine at steady state can be operated 


at part-load conditions by throttling the steam to a lower 
pressure before it enters the turbine. Before throttling, the 
steam is at 200 Ibf/in.’, 600°F. After throttling, the pressure is 
150 Ibf/in? At the turbine exit, the steam is at 1 Ibf/in2 and 
a quality x. For the turbine, plot the rate of exergy destruction, 
in kJ per kg of steam flowing, and exergetic efficiency, each 
versus x ranging from 90 to 100%. Ignore the effects of 
motion and gravity and let Ty = 60°F, pọ = 1 atm. 


7.120 A pump operating at steady state takes in saturated 


liquid water at 65 Ibf/in.? at a rate of 10 Ib/s and discharges 
water at 1000 Ibf/in? The isentropic pump efficiency is 
80.22%. Heat transfer with the surroundings and the effects 
of motion and gravity can be neglected. If Tọ = 75°F, 
determine for the pump 


(a) the exergy destruction rate, in Btu/s. 
(b) the exergetic efficiency. 


7.121 Refrigerant 134a as saturated vapor at —10°C enters a 


compressor operating at steady state with a mass flow rate 
of 0.3 kg/s. At the compressor exit the pressure of the 
refrigerant is 5 bar. Stray heat transfer and the effects of 
motion and gravity can be ignored. If the rate of exergy 
destruction within the compressor must be kept less than 
2.4 kW, determine the allowed ranges for (a) the power 
required by the compressor, in kW, and (b) the exergetic 
compressor efficiency. Let 70 = 298 К, pọ = 1 bar. 


7.122 Saturated water vapor at 400 Ibf/in.? enters an insulated 


turbine operating at steady state. At the turbine exit the 
pressure is 0.6 Ibf/in.? The work developed is 306 Btu per 
pound of steam passing through the turbine. Kinetic and 
potential energy effects can be neglected. Let Tọ = 60°F, 
po ^ 1 atm. Determine 


(a) the exergy destruction rate, in Btu per pound of steam 
expanding through the turbine. 

(b) the isentropic turbine efficiency. 

(c) the exergetic turbine efficiency. 


7.123 Figure P7.123 shows an insulated counterflow heat 


exchanger with carbon dioxide (CO;) and air flowing 
through the inner and outer channels, respectively. The 
figure provides data for operation at steady state. The heat 
exchanger is a component of an overall system operating in 
an arctic region where the average annual ambient 
temperature is 20°F. Heat transfer between the heat 
exchanger and its surroundings can be ignored, as can effects 
of motion and gravity. Evaluate for the heat exchanger 


(a) the rate of exergy destruction, in Btu/s. 
(b) the exergetic efficiency given by Eq. 7.27 


Let Ty = 20°F, ро = 1 atm. 


с. 
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| Insulation 


T, = 720°R 
ра = 40 Ibf/in.? << 


fico, = 2 16/5 
T, = 1200°R 
pı = 18 Ibf/in? 









Тан = 1 1b/s 
T3 = 500°R 
рз = 50 Ibf/in? 


Т, = 1100°R 
рэ = 14.7 Ibf/in? 





Fig. P7.123 


7.124 A counterflow heat exchanger operating at steady state 
has oil and liquid water flowing in separate streams. The oil 
is cooled from 700 to 580°R, while the water temperature 
increases from 530 to 560°R. Neither stream experiences a 
significant pressure change. The mass flow rate of the water 
is 3 Ib/s. The oil and water can be regarded as incompressible 
with constant specific heats of 0.51 and 1.00 Btu/Ib - ^R, 
respectively. Heat transfer between the heat exchanger and 
its surroundings can be ignored, as can the effects of motion 
and gravity. Determine 


(a) the mass flow rate of the oil, in Ib/s. 

(b) the exergetic efficiency given by Eq. 7.27. 

(c) the hourly cost of exergy destruction if exergy is valued 
at 8.5 cents per kW - h. 


Let Т = 50°Е, py = 1 atm. 


7.125 In the boiler of a power plant are tubes through which 
water flows as it is brought from 0.6 MPa, 130°C to 200°C 
at essentially constant pressure. Combustion gases with a 
mass flow rate of 400 kg/s pass over the tubes and cool from 
827C to 3279С at essentially constant pressure. The 
combustion gases can be modeled as air behaving as an ideal 
gas. There is no significant heat transfer from the boiler to 
its surroundings. Assuming steady state and neglecting the 
effects of motion and gravity, determine 


(a) the mass flow rate of the water, in kg/s. 
(b) the rate of exergy destruction, in kJ/s. 
(c) the exergetic efficiency given by Eq. 7.27 


Let Ty = 25°C, po = 1 atm. 


7.126 In the boiler of a power plant are tubes through which 
water flows as it is brought from a saturated liquid condition 
at 1000 Ibf/in.? to 1300°F at essentially constant pressure. 
Combustion gases passing over the tubes cool from 1740°F to 
temperature T at essentially constant pressure. The mass flow 
rates of the water and combustion gases are 400 and 2995.1 
Ib/s, respectively. The combustion gases can be modeled as air 
behaving as an ideal gas. There is no significant heat transfer 
from the boiler to its surroundings. Assuming steady state and 
neglecting the effects of motion and gravity, determine 


(a) the exit temperature T of the combustion gases, in °F. 
(b) the exergy destruction rate, in Btu/s. 
(c) the exergetic efficiency given by Eq. 7.27 


Let Ty = 50°F, py = 1 atm. 


7.127 Refrigerant 134a enters a counterflow heat exchanger 
operating at steady state at —32°C and a quality of 40% and 


exits as saturated vapor at —32°C. Air enters as a separate 
stream with a mass flow rate of 5 kg/s and is cooled at a 
constant pressure of 1 bar from 300 to 250 K. Heat transfer 
between the heat exchanger and its surroundings can be 
ignored, as can the effects of motion and gravity. 


(a) As in Fig. E7.6, sketch the variation with position of the 
temperature of each stream. Locate То on the sketch. 

(b) Determine the rate of exergy destruction within the heat 
exchanger, in kW. 

(c) Devise and evaluate an exergetic efficiency for the heat 
exchanger. 


Let Т) = 300 K, p, = 1 bar. 


7.128 Saturated water vapor at 1 bar enters a direct-contact 
heat exchanger operating at steady state and mixes with a 
stream of liquid water entering at 25°С, 1 bar. A two-phase 
liquid-vapor mixture exits at 1 bar. The entering streams 
have equal mass flow rates. Neglecting heat transfer with the 
surroundings and the effects of motion and gravity, determine 
for the heat exchanger 


(a) the rate of exergy destruction, in kJ per kg of mixture 
exiting. 
(b) the exergetic efficiency given by Eq. 7.29. 


Let Ty = 20°C, po = 1 bar. 


7.129 Figure P7.129 and the accompanying table provide 
steady-state operating data for a direct-contact heat 
exchanger fitted with a valve. Water is the substance. The 
mass flow rate of the exiting stream is 20 16/5. Stray heat 
transfer and the effects of motion and gravity are negligible. 
For an overall control volume, (a) evaluate the rate of exergy 


Т, = 500°Е 
р» = 20 Ibf/in.? 





Valve 
1 Тз = 320°F 
__ = —| |> p3 = 147 Ibffin? 
T, = 60°F тз = 20 Ib/s 
ру = 14.7 Ibf/in? 











Fig. P7.129 
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destruction, in Btu/s, and (b) devise and evaluate an exergetic 7.132 Figure P7.132 shows a cogeneration system producing 





efficiency. Let Ty = 60°F, ро = 14.7 Ibf/in.? two useful products: net power and process steam. The 
accompanying table provides steady-state mass flow rate, 
State T(°F) p(Ibf/in.?) h(Btu/Ib) s(Btu/Ib - R) temperature, pressure, and flow exergy data at the ten 
1 60 14.7 281 0.0556 numbered states on the figure. Stray heat transfer and the 
2 500 20.0 1286.8 1.8919 effects of motion and gravity can be ignored. Let Tọ = 298.15 

3 320 14.7 1202.1 1.8274 K, po = 1.013 bar. Determine, in MW 


. (a) the net rate exergy is carried out with the process steam, 
7.130 For the compressed-air energy storage system of Problem (Ер B Ен) | 


4.114, determine the amount of exergy destruction associated 
with filling the cavern, in GJ. Devise and evaluate the 
accompanying exergetic efficiency. Comment. Let 70 — 290 K, 


(b) the net rate exergy is carried out with the combustion 
products, (Er; — Ең). 
(c) the rates of exergy destruction in the air preheater, heat- 








po = 1 bar. recovery steam generator, and the combustion chamber. 
7131 Figure P7.131 and the accompanying table provide Devise and evaluate an exergetic efficiency for the overall 
steady-state operating data for a cogeneration system that cogeneration system. 
produces power and 50,000 1Ь/Һ of process steam. Stray heat 
transfer and the effects of motion and gravity are negligible. Mass меу 
The isentropic pump efficiency is 100%. Determine Flow Rate Temperature Pressure Exengy Rate, 
` State Substance (kg/s) (K) (bar) Ec(MW) 
(a) the net power developed, in Btu/h. 1 Air 91.28 298.15 1.013 0.00 
(b) the net exergy increase of the water passing through the 2 Air 91.28 603.74 10.130 27.54 
steam generator, т(ең - ец), іп Btu/h. 3 Air . 91.28 850.00 9.623 41.94 
(c) a full exergy accounting based on the net exergy supplied 4 Combustion 
fo ihs-systen found in part (bj. products 92.92 1520.00 9.142 101.45 
(d) Using the result of part (c), devise and evaluate an 5. Combustion 
: F ? : products 92.92 1006.16 1.099 38.78 
exergetic efficiency for the overall cogeneration system. ёг. Combustion 
Comment. products 92.92 779.78 1.066 21.75 
o 2 7 Combustion 
i EL p= ва products 92.92 426.90 1.013 2.77 
7 Ж 8 Water 14.00 298.15 20.000 0.06 
1 700 800 1338 1.5471 10 Меіһапе 1.64 298.15 12.000 84.99 
2 = 180 1221 1.5818 : Р | 
3 (а = 0%) 180 346 0.5329 7.133 Figure P7133 shows a combined gas turbine-vapor power 
4 NA 800 348 0.5329 plant operating at steady state. The gas turbine is numbered 
5 250 140 219 0.3677 1—5. The vapor power plant is numbered 6-9. The accompanying 
6 (X; = 100%) 140 1194 1.5761 table gives data at these numbered states. The total net 
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power output is 45 MW and the mass flow rate of the water 
flowing through the vapor power plant is 15.6 kg/s. Air flows 
through the gas turbine power plant, and the ideal gas model 
applies to the air. Stray heat transfer and the effects of 
motion and gravity can be ignored. Let Tọ = 300 K, po = 
100 kPa. Determine 


(a) the mass flow rate of the air flowing through the gas 
turbine, in kg/s. 
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(b) the net rate exergy is carried out with the exhaust air 
stream, (Eş — Ед) in MW. 

(c) the rate of exergy destruction in the compressor and 
pump, each in MW. 

(d) the net rate of exergy increase of the air flowing through 
the combustor, (Es — Ep), in MW. 


Devise and evaluate an exergetic efficiency for the overall 
combined power plant. 


Та = 1400 K 
3 рз = ро = 1200 kPa 


п, = 88% 
) 
Weas = 
Wi- We 


W pas + Wrap = 45 MW 


T; = 400°C 











Gas Turbine Vapor Cycle 
State h(kjJ/kg) s°(kJ/kg + K)? State  h(kJ/kg)  s(kJ/kg-K) 
300.19 1.7020 6 183.96 0.5975 


669.79 2.5088 7 3138.30 6.3634 
1515.42 3.3620 8 2104.74 6.7282 
858.02 2.7620 9 173.88 0.5926 
400.98 1.9919 


459 is the variable appearing in Eq. 6.20a and Table A-22. 


VAUN- 


Considering Thermoeconomics 


7.134 A high-pressure (HP) boiler and a low-pressure (LP) 
boiler will be added to a plant's steam-generating system. 
Both boilers use the same fuel and at steady state have 
approximately the same rate of energy loss by heat transfer. 
The average temperature of the combustion gases is less in 
the LP boiler than in the HP boiler. In comparison to the 
LP boiler, might you spend more, the same, or less to insulate 
the HP boiler? Explain. 


7.135 Reconsider Example 7.10 for a turbine exit state fixed 
by р» = 2 bar, Һ = 2723.7 kJ/kg, s; = 7.1699 kJ/kg - К. The 
cost of owning and operating the turbine is Z, — 7.2 W,, in 
$/h, where W, is in MW. АП other data remain unchanged. 
Determine 


(a) the power developed by the turbine, in MW. 

(b) the exergy destroyed within the turbine, in MW. 

(c) the exergetic turbine efficiency. 

(d) the unit cost of the turbine power, in cents per kW - h 
of exergy. 


7.136 At steady state, a turbine with an exergetic efficiency of 
90% develops 7 х 10' kW - h of work annually (8000 
operating hours). The annual cost of owning and operating 
the turbine is $2.5 x 10°. The steam entering the turbine has 
a specific flow exergy of 559 Btu/lb, a mass flow rate of 12.55 
x 10* Ib/h, and is valued at $0.0165 per kW - h of exergy. 


(a) Using Eq. 7.34c, evaluate the unit cost of the power 
developed, in $ per kW · h. 

(b) Evaluate the unit cost based on exergy of the steam 
entering and exiting the turbine, each in cents per lb of 
steam flowing through the turbine. 


7.137 Figure P7.137 shows a boiler at steady state. Steam 
having a specific flow exergy of 1300 kJ/kg exits the boiler 
at a mass flow rate of 5.69 х 10° kg/h. The cost of owning 
and operating the boiler is $91/h. The ratio of the exiting 
steam exergy to the entering fuel exergy is 0.45. The unit 
cost of the fuel based on exergy is $1.50 per 10$ kJ. If the 
cost rates of the combustion air, feedwater, heat transfer 
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with the surroundings, and exiting combustion products are 
ignored, develop 


(a) an expression in terms of exergetic efficiency and other 
pertinent quantities for the unit cost based on exergy of the 
steam exiting the boiler. 

(b) Using the result of part (a), determine the unit cost of 
the steam, in cents per kg of steam flowing. 


7.138 Consider an overall control volume comprising the boiler 


and steam turbine of the cogeneration system of Example 
7.10. Assuming the power and process steam each have the 
same unit cost based on exergy: c, = c», evaluate the unit 
cost, in cents per kW · h. Compare with the respective values 
obtained in Example 7.10 and comment. 


7.139 A cogeneration system operating at steady state is shown 


schematically in Fig. P7.139. The exergy transfer rates of the 
entering and exiting streams are shown on the figure, in MW. 
The fuel, produced by reacting coal with steam, has a unit cost 
of 5.85 cents per kW · h of exergy. The cost of owning апа 
operating the system is $1800/h. The feedwater and combustion 
air enter with negligible exergy and cost. Expenses related to 
proper disposal of the combustion products are included with 
the cost of owning and operating the system. 


(a) Determine the rate of exergy destruction within the 
cogeneration system, in MW. 

(b) Devise and evaluate an exergetic efficiency for the 
system. 

(c) Assuming the power and steam each have the same unit 
cost based on exergy, evaluate the unit cost, in cents per 
kW · h. Also evaluate the cost rates of the power and steam, 
each in $/h. 
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Combustion Feedwater 
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Fig. P7.139 


7.140 Figure P7.140 provides steady-state operating data for a 


coal gasification system fueling a cogeneration system that 
produces power and process steam. The numbers given for 
each of the seven streams, in MW, represent rates of exergy 
flow. The unit cost based on exergy of stream 1 is c; = 1.08 
cents per kW - h. On the advice of a cost engineer, the unit 
costs based on exergy of the process steam (stream 4) and 
power (stream 5) are assumed to be equal, and no cost is 
associated with combustion air and water (stream 7). The 
costs of owning and operating the gasification and cogeneration 
systems are $3600/h and $1800/h, respectively. These figures 
include expenses related to discharge of ash (stream 3) and 
flue gas (stream 6) to the surroundings. Determine the 


(a) rate of exergy destruction, in MW, for each system. 
(b) exergetic efficiency for each system and for an overall 
system formed by the two systems. 
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(c) unit cost based on exergy, in cents/kW > h, for each of 
streams 2, 4, and 5. 

(d) cost rate, in $/h, associated with each of streams 1, 2, 4 
and 5. 


7.141 Figure P7.141 provides steady-state operating data for an 
air compressor-intercooler system. The numbers given for 
each of the six streams, in MW, represent rates of exergy 
flow. The unit cost of the power input is c; — 3.6 cents per 
kW - h. On the advice of a cost engineer, the unit costs based 
on exergy of the compressed air (stream 3) and cooled 
compressed air (stream 4) are assumed to be equal, and no 
costs are associated with the incoming air (stream 1) and 
feedwater (stream 5). The costs of owning and operating the 


(a) rate of exergy destruction for the air compressor and 
intercooler, each in MW. 

(b) exergetic efficiency for the air compressor, the 
intercooler, and an overall system formed from the two 
components. 

(c) unit cost based on exergy, in cents/kW • h, for each of 
streams 3, 4, and 6. 

(d) cost rate, in $/h, associated with each of streams 2, 3, 4, 
and 6, and comment. 


7.442 Repeat parts (c) and (d) of Problem 7.141 as follows: On 
the advice of a cost engineer, assume сд = се. That is, the unit 
cost based on exergy of the cooled compressed air is the 
same as the unit cost based on exergy of the heated 
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71D Ways to run cars on water are frequently touted on the 
Internet. For each of two different such proposals, write a three- 
page evaluation. In each evaluation, clearly state the claims 
made in the proposal. Then, using principles of thermodynamics, 
including exergy principles, discuss fully the merit of the claims. 
Conclude with a statement in which you agree, or disagree, that 
the proposal is both feasible and worthy of use by consumers. 
For each evaluation, provide at least three references. 


7.20 Many appliances, including ovens, stoves, clothes dryers, 
and hot-water heaters, offer a choice between electric and 


DESIGN & OPEN-ENDED PROBLEMS: EXPLORING ENGINEERING PRACTICE [RRR · · · · · · · · · · 


gas operation. Select an appliance that offers this choice and 
perform a detailed comparison between the two options, 
including but not necessarily limited to a life-cycle exergy 
analysis and an economic analysis accounting for purchase, 
installation, operating, maintenance, and disposal costs. 
Present your finding in a poster presentation. 


73D Buying a light bulb today involves choosing between three 
different product options including incandescent, compact 
fluorescent (CFL), and light-emitting diode (LED), as 
illustrated in Fig. P7.3D. Using a 100-W incandescent bulb and 
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its lighting level in lumens as the baseline, compare the three 
types of bulbs on the basis of life span, lighting level, product 
cost, and environmental impact related to manufacturing and 
disposal. For an operational period of 20,000 hours, compare 
the costs for electricity and bulbs. Present your findings in an 
executive summary including a prediction about the type of 
bulb that will be used most in 2020. 
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74D You have been asked to testify before an agricultural 
committee of your state legislature that is crafting regulations 
pertaining to the production of methane using poultry waste. 
Develop a policy briefing providing a balanced assessment 
of issues relating to methane production from this source, 
including engineering, public health, environmental, and 
economic considerations. 


75D Heat pump water heating systems have been introduced 
that often operate more efficiently than conventional 
electrical and gas-fueled water heaters depending on factors 
including ambient temperature and relative humidity 
conditions, water usage, and setpoint temperature. For a 
family of four in your locale, investigate the feasibility of 
using a heat pump water heating system. Include a detailed 
economic evaluation accounting for equipment, installation, 
and operating costs compared to those for a conventional 
electric resistance water heater. Place your findings on a 
poster suitable for presentation at a technical conference. 


7.6D Anaerobic digestion is a proven means of producing 
methane from livestock waste. To provide for the space 
heating, water heating, and cooking needs of a typical farm 
dwelling in your locale, determine the size of the anaerobic 
digester and the number of waste-producing animals 
required. Select animals from poultry, swine, and cattle, as 
appropriate. Place your findings in a report, including an 
economic evaluation and at least three references. 


7.7D Complete one of the following projects involving methods 
for storing electricity considered thus far in this book (see 
Secs. 2.7, 4.8.3). Report your findings in a report providing a 
full rationale together with supporting documentation. 


(a) For each storage method, identify its principal sources 
of exergy destruction and develop an exergetic efficiency for 
it. Use principles of this chapter with assistance from the 
technical literature as required. 


(b) From these storage methods, identify a subset of them 
well suited for storage duty associated with a 300-MW wind 
farm. On the basis of cost and other pertinent factors for 
such duty, place the subset in rank order. 


7.8D The objective of this project is to design a low-cost, 


electric-powered, portable or wearable consumer product 
that meets a need you have identified. In performing every 
function, the electricity required must come fully from 
human motion. No electricity from batteries and/or wall 
sockets is allowed. Additionally, the product must not be 
intrusive or interfere with the normal activities of the user, 
alter his/her gait or range of motion, lead to possible physical 
disability, or induce accidents leading to injury. The product 
cannot resemble any existing product unless it has a valuable 
new feature, significantly reduces cost, or provides some 
other meaningful advantage. The final report will include 
schematics, circuit diagrams, a parts list, and a suggested 
retail cost based on comprehensive costing. 


7.9D In the 1840s, British engineers developed atmospheric 


railways that featured a large-diameter tube located between 
the tracks and stretching the entire length of the railroad. 
Pistons attached by struts to the rail cars moved inside the 
tube. As shown in Fig. P7.9D, piston motion was achieved by 
maintaining a vacuum ahead of the piston while the 
atmosphere was allowed to act behind it. Although several 
such railways came into use, limitations of the technology 
then available eventually ended this mode of transportation. 
Investigate the feasibility of combining the atmospheric 
railway concept with today's technology to develop rail 
service for commuting within urban areas. Write a report 
including at least three references. 
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7.10D Energy and exergy flow diagrams, called Sankey 


diagrams, use a primarily graphical approach to implement 
first and second law reasoning regarding a system’s 
performance, including a concise display of energy and 
exergy efficiencies. Investigate this approach to system 
analysis and prepare a poster presentation, including at least 
three references, in which the roles of the energy and exergy 
flow diagrams are discussed and compared. 
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Major ways for generating electricity are considered іп the chapter introduction. 
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ENGINEERING CONTEXT іп the twenty-first 
century we will be challenged to responsibly pro- 
vide for our growing power needs. The scope of the 
challenge and how we will address it are discussed 
in "Introducing Power Generation" at the beginning 
of this chapter. You are encouraged to study this 
introduction before considering the several types of 
power-generating systems discussed in the present 
chapter and the next. In these chapters, we describe 
some of the practical arrangements employed for 
power production and illustrate how such power 
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plants can be modeled thermodynamically. The dis- 
cussion is organized into three main areas of appli- 
cation: vapor power plants, gas turbine power 
plants, and internal combustion engines. These 
power systems produce much of the electrical and 
mechanical power used worldwide. The objective of 
this chapter is to study vapor power plants in which 
the working fluid is alternately vaporized and con- 
densed. Chapter 9 is concerned with gas turbines 
and internal combustion engines in which the work- 
ing fluid remains a gas. 






Vapor Power 
Systems 


> LEARNING OUTCOMES 


When you complete your study of this chapter, you will be able to... 
» explain the basic principles of vapor power plants. 


» develop and analyze thermodynamic models of vapor power plants 
based on the Rankine cycle and its modifications, including 


>» sketching schematic and accompanying 7–5 diagrams. 
» evaluating property data at principal states in the cycle. 
» applying mass, energy, and entropy balances forthe basic processes. 


» determining power cycle performance, thermal efficiency, net power 
output, and mass flow rates. 


» describe the effects of varying key parameters on Rankine cycle 
performance. 


» discuss the principal sources of exergy destruction and loss in vapor 
power plants. 
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TABLE 8.1 


Current 0.5. Electricity 
Generation by Source 
Coal 37.496 


Natural gas 30.696 
Nuclear 19.096 
Hydroelectric 6.7% 
Other renewables? 5.4% 
Petroleum (oil) 0.6% 
Others 0.3% 














"Wind, solar, geothermal, others 
Source: United States Energy 
Information Administration, 
2013, Net Power Monthly, http: // 
www.eia.gov/electricity/ 
monthly/epm_table_grapher. 
cfm?+ =empt_1_1. 


Introducing Power Generation 


An exciting and urgent engineering challenge in the decades immediately ahead is 
to responsibly meet our national power needs. The challenge has its roots in the 
declining economically recoverable supplies of nonrenewable energy resources, effects 
of global climate change, and burgeoning population. In this introduction, we consider 
both conventional and emerging means for generating power. The present discussion 
also serves to introduce Chaps. 8 and 9, which detail vapor and gas power systems, 
respectively. 


Today 

An important feature of a prudent national energy posture is a wide range of sources 
for the power generation mix, thus avoiding vulnerabilities that can accompany over- 
reliance on too few energy sources. This feature is seen in Table 8.1, which gives a 
snapshot of the sources for nearly all U.S. electricity today. The table shows major 
(but declining) dependance on coal for electricity generation. Natural gas and nuclear 
are also significant sources. All three are nonrenewable. 

The United States has abundant coal reserves and a rail system allowing for 
smooth distribution of coal to electricity producers. This good news is tempered by 
significant human-health and environmental-impact issues associated with coal (see 
Energy & Environment, Sec. 8.2.1). Coal use in power generation is discussed further 
in Secs. 8.3 and 8.5.3. 

Use of natural gas has been growing in the United States because it is competitive 
cost-wise with coal and has fewer adverse environmental effects related to combus- 
tion. Natural gas not only provides for home heating needs but also supports a broad 
deployment of natural gas-fueled power plants. Natural gas proponents stress its 
value as a transitional fuel as we move away from coal and toward greater reliance 
on renewables. Some advocate greater use of natural gas in transportation. North 
American natural gas supplies seem ample for years to come. This includes natural 
gas from deep-water ocean sites and shale deposits, each of which has environmental- 
impact issues associated with gas extraction. For instance, the hydraulic drilling tech- 
nique known as fracking used to obtain gas from shale deposits produces huge 
amounts of briny, chemically laden wastewater that can affect human health and the 
environment if not properly managed. 

The share of nuclear power in U.S. electricity generation is holding steady at about 
19%. In the 1950s, nuclear power was widely expected to be a dominant source of 
electricity by the year 2000. However, persistent concerns over reactor safety, an 
unresolved radioactive waste-disposal issue, and construction costs in the billions of 
dollars have resulted in a much smaller deployment of nuclear power than many had 
anticipated. 

In some regions of the United States, hydroelectric power plants contribute sig- 
nificantly to meeting electricity needs. Although hydropower is a renewable source, 
it is not free of environmental impacts—for example, adverse effects on aquatic life 
in dammed rivers. The current share of wind, solar, geothermal, and other renewable 
sources in electricity generation is small but growing. Oil currently contributes only 
modestly. 

Oil, natural gas, coal, and fissionable material are all in danger of reaching 
global production peaks in the foreseeable future and then entering periods of 
decline. Diminishing supplies will make these nonrenewable energy resources ever 
more costly. Increasing global demands for oil and fissionable material also pose 
national security concerns owing to the need for their importation to the United 
States. 

Table 8.1 shows the United States currently has a range of sources for electricity 
generation and does not err by relying on too few. But in years ahead a gradual shift 
to a mix more reliant on renewable resources will be necessary. 
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TABLE 8.2 


Large-Scale Electric Power Generation through 2050 from Renewable and 
Nonrenewable Sources’ 


Power Plant Type Nonrenewable Source Renewable Source Thermodynamic Cycle 
Coal-fueled Yes Rankine 
Natural gas-fueled Yes Brayton? 
Nuclear-fueled Yes Rankine 
Oil-fueled Yes Rankine‘ 
Biomass-fueled Yes Rankine 
Geothermal Yes Rankine 
Solar-concentrating Yes Rankine 
Hydroelectric Yes None 
Wind Yes None 
Solar-photovoltaic Yes None 
Fuel cells Yes None 
Currents, tides, and waves Yes None 





For current information about these power plant types, visit www.energy.gov/energysources. The Rankine 
cycle is the subject of the current chapter. 

Brayton cycle applications are considered in Chap. 9. For electricity generation, natural gas is primarily used 
with gas turbine power plants based on the Brayton cycle. 

*Petroleum-fueled reciprocating internal combustion engines, discussed in Chap. 9, also generate electricity. 


Tomorrow 


Looming scarcities of nonrenewable energy resources and their adverse effects on 
human health and the environment have sparked interest in broadening the ways in 
which we provide for our electricity needs— especially increasing use of renewable 
resources. Yet power production in the first half of the twenty-first century will rely 
primarily on means already available. Analysts say there are no technologies just over 
the horizon that will make much impact. Moreover, new technologies typically require 
decades and vast expenditures to establish. 

Table 8.2 summarizes the types of power plants that will provide the electricity 
needed by our population up to mid-century, when electric power is expected to play 
an even larger role than now and new patterns of behavior affecting energy are likely 
(see Table 1.2). 

There are several noteworthy features of Table 8.2. Seven of the twelve power 
plant types listed use renewable sources of energy. The five using nonrenewable 
sources include the three contributing most significantly to our current power mix 
(coal, natural gas, and nuclear). Four power plant types involve combustion — coal, 
natural gas, oil, and biomass— and thus require effective means for controlling gas- 
eous emissions and power plant waste. 

The twelve power plant types of Table 8.2 are unlikely to share equally in meeting 
national needs. In the immediate future coal, natural gas, and nuclear will continue 
to be major contributors while renewables will continue to lag. Gradually, the respec- 
tive contributions are expected to shift to greater deployment of plants using renew- 
ables. This will be driven by state and national mandates requiring as much as 33% 
of electricity from renewables by 2020. 

Of the emerging large-scale power plant types using a renewable source, wind is 
currently the most promising. Excellent wind resources exist in several places in the 
United States, both on land and offshore. The cost of wind-generated electricity is 
becoming competitive with coal-generated power. Other nations with active wind- 
power programs have goals of supplying up to 30% of their total electricity needs by 
wind within a few years, providing models for what might be possible in the United 
States. Still, wind turbines are not without environmental concerns. They are consid- 
ered noisy by some and unsightly by others. Another concern is fatalities of birds and 
bats at wind-turbine sites (see Energy & Environment, Sec. 6.13.2). 
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TAKE NOTE... 

Here we provide a quide for 
navigating the parte of the 
book devoted to power 
generation. 








Owing to higher costs, solar power is currently lagging behind wind power. Yet 
promising sites for solar power plants exist in many locations, especially in the 
Southwest. Active research and development efforts are focused on ways to reduce 
costs. 

Geothermal plants use steam and hot water from deep hydrothermal reservoirs to 
generate electricity. Geothermal power plants exist in several states, including Cali- 
fornia, Nevada, Utah, and Hawaii. While geothermal power has considerable poten- 
tial, its deployment has been inhibited by exploration, drilling, and extraction costs. 
The relatively low temperature of geothermal water also limits the extent to which 
electricity can be generated economically. 

Although fuel cells are the subject of active research and development programs 
worldwide for stationary power generation and transportation, they are not yet widely 
deployed owing to costs. For more on fuel cells, see Sec. 13.4. 

Power plants using current, tides, and waves are included in Table 8.2 because their 
potential for power generation is so vast. But thus far engineering embodiments are 
few, and this technology is not expected to mature in time to help much in the 
decades immediately ahead. 

The discussion of Table 8.2 concludes with a guide for navigating the parts of this 
book devoted to power generation. In Table 8.2, seven of the power plant types are 
identified with thermodynamic cycles. Those based on the Rankine cycle are consid- 
ered in this chapter. Natural gas-fueled gas turbines based on the Brayton cycle are 
considered in Chap. 9, together with power generation by reciprocating internal com- 
bustion engines. Fuel cells are discussed in Sec. 13.4. Hydroelectric, wind, solar- 
photovoltaic, and currents, tides, and waves are also included in several end-of-chapter 
Design and Open-Ended Problems. 


Power Plant Policy Making 


Power plants not only require huge investments but also have useful lives measured 
in decades. Accordingly, decisions about constructing power plants must consider the 
present and look to the future. 

Thinking about power plants is best done on a life-cycle basis, not with a narrow 
focus on the plant operation phase alone. The life cycle begins with extracting 
resources required by the plant from the earth and ends with the plant's eventual 
retirement from service. See Table 8.3. 

To account accurately for total power plant cost, costs incurred in all phases should 
be considered, including costs of acquiring natural resources, plant construction, 
power plant furnishing, remediation of effects on the environment and human health, 
and eventual retirement. The extent of governmental subsidies should be carefully 
weighed in making an equitable assessment of cost. 


TABLE 8.3 


Power Plant Life-Cycle Snapshot 


1. Mining, pumping, processing, and transporting 
(a) energy resources: coal, natural gas, oil, fissionable material, as appropriate. 
(b) commodities required for fabricating plant components and plant construction. 

2. Remediation of environmental impacts related to the above. 

3. Fabrication of plant components: boilers, pumps, reactors, solar arrays, steam and wind 
turbines, interconnections between components, and others. 

4. Plant construction and connection to the power grid. 

5. Plant operation: power production over several decades. 

6. Capture, treatment, and disposal of effluents and waste products, including long-term 
storage when needed. 

7. Retirement from service and site restoration when the useful life is over. 
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Capture, treatment, and proper disposal of effluents and waste products, including 
long-term storage where needed, must be a focus in power plant planning. None of 
the power plants listed in Table 8.2 is exempt from such scrutiny. While carbon diox- 
ide production is particularly significant for power plants involving combustion, every 
plant type listed has carbon dioxide production in at least some of its life-cycle phases. 
The same can be said for other environmental and human-health impacts ranging 
from adverse land use to contamination of drinking water. 

Public policy makers today have to consider not only the best ways to provide a 
reliable power supply but also how to do so judiciously. They should revisit entrenched 
regulations and practices suited to power generation and use in twentieth-century 
power generation but that now may stifle innovation. They also should be prepared 
to innovate when opportunities arise. See the Horizons feature that follows. 

Policy makers must think critically about how to promote increased efficiency. Yet 
they must be watchful of a rebound effect sometimes observed when a resource, coal 
for instance, is used more efficiently to develop a product, electricity for instance. 
Efficiency-induced cost reductions can spur such demand for the product that little 
or no reduction in consumption of the resource occurs. With exceptional product 
demand, resource consumption can even rebound to a greater level than before. 

Decision making in such a constrained social and technical environment is clearly 
a balancing act. Still, wise planning, including rationally decreasing waste and increas- 
ing efficiency, will allow us to stretch diminishing stores of nonrenewable energy 
resources, gain time to deploy renewable energy technologies, avoid construction of 
many new power plants, and reduce our contribution to global climate change, all 
while maintaining the lifestyle we enjoy. 


, HORIZONS 
| Reducing Carbon Dioxide Through Emissions Trading 


Policy makers in 9 northeastern states (Connect- 

icut, Delaware, Maine, Maryland, Massachusetts, 

New Hampshire, New York, Rhode Island, and Ver- 

mont) with a total population over 41 million boldly estab- 
lished the nation's first cap-and-trade program, called the 
Regional Greenhouse Gas Initiative (RGGI), to harness the 
economic forces of the marketplace to reduce carbon dioxide 
emitted from power plants. The aim of these states is to spur 
a shift in the region's electricity supply toward more efficient 
generation and greater use of renewable energy technology. 
The group of 9 states agreed to cap the total level of CO; 
emitted annually from power plants in the region starting in 
2009 and continuing through 2014. Due to better than antic- 
ipated CO; reductions in 2012, the RGGI lowered the 2014 
CO; target cap to 91 millions tons. To encourage innovation, 
the total CO; level will be reduced 2.596 annually until 2020. 
Power plant operators purchase allowances (or credits), 


Power Transmission and Distribution 





which represent a permit to emit a specific amount of СО;, 
to cover their expected CO; emissions. Proceeds of the sale 
of allowances are intended to support efforts in the region 
to foster energy efficiency and renewable energy technol- 
ogy. A utility that emits less than its projected allotment 
can sell unneeded allowances to utilities unable to meet 
their obligations. This is called a trade. In effect, the buyer 
pays a charge for polluting while the seller is rewarded for 
polluting less. 

Costing carbon dioxide creates an economic incentive for 
decreasing such emissions. Accordingly, cap-and-trade pro- 
vides a pathway for utilities to reduce carbon dioxide emit- 
ted from their power plants cost-effectively. Other state and 
national cap-and-trade programs have been proposed but 
not yet accepted. If it continues its success, the RGGI cap- 
and-trade program could spur other regions and the nation 
as a whole to adopt such programs. 


Our society must not only generate the electricity required for myriad uses but also 
provide it to consumers. The interface between these closely linked activities has not 
always been smooth. The U.S. power grid transmitting and distributing electricity to 
consumers has changed little for several decades, while the number of consumers and 
their power needs have changed greatly. This has induced significant systemic issues. 
The current grid is increasingly a twentieth-century relic, susceptible to power outages 
threatening safety and security and costing the economy billions annually. 
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The principal difference between the current grid and the grid of the future is a 
change from an electricity transmission and distribution focus to an electricity man- 
agement focus that accommodates multiple power generation technologies and fos- 
ters more efficient electricity use. A twenty-first-century grid will be equipped for 
real-time information, conducive to lightning decision making and response, and 
capable of providing consumers with quality, reliable, and affordable electricity any- 
where and anytime. 

This is a tall order, yet it has driven utilities and government to think deeply about 
how to bring electricity generation, transmission, and distribution into the twenty-first 
century and the digital age. The result is an electricity superhighway called the smart 
grid. See the Horizons feature that follows. 


ы HORIZONS 


Our Electricity Superhighway 
The smart grid is envisioned as an intelligent sys- > Reroute power to meet changing demand automatically 
tem that accepts electricity from any source—  › Use a mix of available power sources, including distrib- 
renewable and nonrenewable, centralized and dis- uted generation, amicably and cost-effectively 
tributed (decentralized)—and delivers it locally, regionally, 
or across the nation. A robust and dynamic communications 
network will be at its core, enabling high-speed two-way data 
flow between power provider and end user. The grid will pro- 
vide consumers at every level—industry, business, and the 
home—with information needed for decisions on when, where, 
and how to use electricity. Using smart meters and program- 
mable controls, consumers will manage power use in keeping 
with individual requirements and lifestyle choices, yet in 
harmony with community, regional, and national priorities. 
Other smart grid features include the ability to 


And all the while it will foster exceptional performance in 
electricity generation, transmission, distribution, and end 
use. 

The smart grid will accommodate emerging power tech- 
nologies such as wind and solar, emerging large-scale power 
consumers such as plug-in and all-electric vehicles, and 
technologies yet to be invented. A more efficient and better- 
managed grid will meet the increase in electricity demand 
anticipated by 2050 without the need to build as many new 
fossil-fueled or nuclear power plants along the way. Fewer 


plants mean less carbon dioxide, other emissions, and solid 
> Respond to and manage peak loads responsibly waste. 





> Identify outages and their causes promptly 


Considering Vapor Power Systems 


О) introducing Vapor Power Plants. 


Referring again to Table 8.2, seven of the power plant types listed require a thermo- 
dynamic cycle, and six of these are identified with the Rankine cycle. The Rankine 
cycle is the basic building block of vapor power plants, which are the focus of this 
chapter. 

The components of four alternative vapor power plant configurations are shown 
schematically in Fig. 8.1. In order, these plants are (a) fossil-fueled, (b) nuclear-fueled, 
(c) solar thermal, and (d) geothermal. In Fig. 8.1a, the overall plant is broken into 
four major subsystems identified by the letters A through D. These letters have been 
omitted in the other three configurations for simplicity. The discussions of this chap- 
ter focus on subsystem B, where the energy conversion from heat to work occurs. The 
function of subsystem А is to supply the energy needed to vaporize the power plant 
working fluid into the vapor required by the turbine of subsystem B. The principal 
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difference in the four power plant configurations shown in Fig. 8.1 is the way working 
fluid vaporization is accomplished by action of subsystem А: 


» Vaporization is accomplished in fossil-fueled plants by heat transfer to water pass- 
ing through the boiler tubes from hot gases produced in the combustion of the 
fuel, as shown in Fig. 8.1a. This is also seen in plants fueled by biomass, municipal 
waste (trash), and mixtures of coal and biomass. 

» In nuclear plants, energy required for vaporizing the cycle working fluid originates 
in a controlled nuclear reaction occurring in a reactor-containment structure. The 
pressurized-water reactor shown in Fig. 8.15 has two water loops: One loop circulates 
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(a) Fossil-fueled vapor power plant. 
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(b) Pressurized-water reactor nuclear vapor power plant. 


Fig. 8.1 Components of alternative vapor power plants (not to scale). 
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(c) Concentrating solar thermal vapor power plant. 
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(d) Geothermal vapor power plant. 


Fig. 8.1 (Continued) 


water through the reactor core and a boiler within the containment structure; this 
water is kept under pressure so it heats but does not boil. A separate loop carries 
steam from the boiler to the turbine. Boiling-water reactors (not shown in Fig. 8.1) 
have a single loop that boils water flowing through the core and carries steam 
directly to the turbine. 

» Solar power plants have receivers for collecting and concentrating solar radiation. 
As shown in Fig. 8.1c, a suitable substance, molten salt or oil, flows through the 
receiver, where it is heated, directed to an interconnecting heat exchanger that 
replaces the boiler of the fossil- and nuclear-fueled plants, and finally returned to 
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the receiver. The heated molten salt or oil provides energy required to vaporize 
water flowing in the other stream of the heat exchanger. This steam is provided to 
the turbine. 

» The geothermal power plant shown in Fig. 8.1d also uses an interconnecting heat 
exchanger. In this case hot water and steam from deep below Earth's surface flows 
on one side of the heat exchanger. A secondary working fluid having a lower boil- 
ing point than the water, such as isobutane or another organic substance, vaporizes 
on the other side of the heat exchanger. The secondary working fluid vapor is 
provided to the turbine. 


Referring again to Fig. 8.1a as representative, let's consider the other subsystems, 
beginning with system B. Regardless of the source of the energy required to vaporize 
the working fluid and the type of working fluid, the vapor produced passes through 
the turbine, where it expands to lower pressure, developing power. The turbine power 
shaft is connected to an electric generator (subsystem C). The vapor exiting the tur- 
bine passes through the condenser, where it condenses on the outside of tubes car- 
rying cooling water. 

The cooling water circuit comprises subsystem D. For the plant shown, cooling water 
is sent to a cooling tower, where energy received from steam condensing in the con- 
denser is rejected into the atmosphere. Cooling water then returns to the condenser. 

Concern for the environment governs what is allowable in the interactions between 
subsystem D and its surroundings. One of the major difficulties in finding a site for 
a vapor power plant is access to sufficient quantities of condenser cooling water. To 
reduce cooling-water needs, harm to aquatic life in the vicinity of the plant, and other 
thermal pollution effects, large-scale power plants typically employ cooling towers 
(see Energy & Environment, Sec. 2.6.2). 

Fuel processing and handling are significant issues for both fossil-fueled and 
nuclear-fueled plants because of human-health and environmental-impact consider- 
ations. Fossil-fueled plants must observe increasingly stringent limits on smokestack 
emissions and disposal of toxic solid waste. Nuclear-fueled plants are saddled with a 
significant radioactive waste-disposal problem. Still, all four of the power plant con- 
figurations considered in Fig. 8.1 have environmental, health, and land-use issues 
related to various stages of their life cycles, including how they are manufactured, 
installed, operated, and ultimately disposed. 
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Referring to subsystem B of Fig. 8.1а again, observe that each unit of mass of work- 
ing fluid periodically undergoes a thermodynamic cycle as it circulates through the 
series of interconnected components. This cycle is the Rankine cycle. 

Important concepts introduced in previous chapters for thermodynamic power 
cycles generally also apply to the Rankine cycle: 


» The first law of thermodynamics requires that the net work developed by a system 
undergoing a power cycle must equal the net energy added by heat transfer to the 
system (Sec. 2.6.2). 

» The second law of thermodynamics requires that the thermal efficiency of a power 
cycle must be less than 10096 (Sec. 5.6.1). 


It is recommended that you review this material as needed. 

Discussions in previous chapters also have shown that improved thermodynamic per- 
formance accompanies the reduction of irreversibilities and losses. The extent to which 
irreversibilities and losses can be reduced in vapor power plants depends on several 
factors, however, including limits imposed by thermodynamics апа by economics. 


Rankine cycle 


Power Cycle 
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TAKE NOTE... 
When analyzing vapor power 
cycles, we take energy 
transfers as positive in the 
directions of arrows on 
system schematics and 

| write energy balances 
accordingly. 
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8.2.1 Modeling the Rankine Cycle 


The processes taking place in a vapor power plant are sufficiently complicated that 
idealizations are required to develop thermodynamic models of plant components 
and the overall plant. Depending on the objective, models can range from highly 
detailed computer models to very simple models requiring a hand calculator at most. 

Study of such models, even simplified ones, can lead to valuable conclusions about 
the performance of the corresponding actual plants. Thermodynamic models allow at 
least qualitative deductions about how changes in major operating parameters affect 
actual performance. They also provide uncomplicated settings in which to investigate 
the functions and benefits of features intended to improve overall performance. 

Whether the aim is a detailed or simplified model of a vapor power plant adhering 
to the Rankine cycle, all of the fundamentals required for thermodynamic analysis 
have been introduced in previous chapters. They include the conservation of mass 
and conservation of energy principles, the second law of thermodynamics, and use of 
thermodynamic data. These principles apply to individual plant components such as 
turbines, pumps, and heat exchangers as well as to the overall cycle. 

Let us now turn to the thermodynamic modeling of subsystem B of Fig. 8.1a. The 
development begins by considering, in turn, the four principal components: turbine, 
condenser, pump, and boiler. Then we consider important performance parameters. 
Since most large-scale vapor power plants use water as the working fluid, water is 
featured in the following discussions. For ease of presentation, we also focus on fos- 
sil-fuel plants, recognizing that major findings apply to the other types of power plants 
shown in Fig. 8.1. 

The principal work and heat transfers of subsystem B are illustrated in Fig. 8.2. In 
subsequent discussions, these energy transfers are taken to be positive in the directions 
of the arrows. The unavoidable stray heat transfer that takes place between the plant 
components and their surroundings is neglected here for simplicity. Kinetic and poten- 
tial energy changes are also ignored. Each component is regarded as operating at steady 
state. Using the conservation of mass and conservation of energy principles together 
with these idealizations, we develop expressions for the energy transfers shown on 
Но. 8.2 beginning at state 1 and proceeding through each component in turn. 


Turbine 

Vapor from the boiler at state 1, having an elevated temperature and pressure, expands 
through the turbine to produce work and then is discharged to the condenser at state 
2 with relatively low pressure. Neglecting heat transfer with the surroundings, the 
mass and energy rate balances for a control volume around the turbine reduce at 


steady state to give 
20 А . у? – У 
0 = Bou – У, + т ћу ћ + + g(z 22) 
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Boiler | where т denotes the mass flow rate of the cycle working fluid, and 
-- Cooling water W,/m is the work developed per unit of mass of vapor passing 
Ciao: through the turbine. As noted above, kinetic and potential energy 
e changes are ignored. 
EE: 
{> Condenser 
ы In the condenser there is heat transfer from the working fluid to 
Fig. 8.2 Principal work and heat transfers cooling water flowing in a separate stream. The working fluid con- 


of subsystem B. 


denses and the temperature of the cooling water increases. At 
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steady state, mass and energy rate balances for a control volume enclosing the con- 
densing side of the heat exchanger give 


Оош 


т 


= hy = hy (8.2) 


where Qr is the energy transferred by heat from the working fluid to the cooling 
water per unit mass of working fluid passing through the condenser. This energy 
transfer is positive in the direction of the arrow on Fig. 8.2. 


Pump 


The liquid condensate leaving the condenser at 3 is pumped from the condenser into 
the higher-pressure boiler. Taking a control volume around the pump and assuming 
no heat transfer with the surroundings, mass and energy rate balances give 


We 


т 


= hy = hy (8.3) 


where Wm is the work input per unit of mass passing through the pump. This energy 
transfer is positive in the direction of the arrow on Fig. 8.2. 


Boiler 
The working fluid completes a cycle as the liquid leaving the pump at 4, called the 
boiler feedwater, is heated to saturation and evaporated in the boiler. Taking a control 
volume enclosing the boiler tubes and drums carrying the feedwater from state 4 to 
state 1, mass and energy rate balances give 
Pu = h - h, (8.4) 
m 


where Qr is the energy transferred by heat from the energy source into the work- 
ing fluid per unit mass passing through the boiler. 


Performance Parameters 


The thermal efficiency gauges the extent to which the energy input to the working fluid 
passing through the boiler is converted to the net work output. Using the quantities 
and expressions just introduced, the thermal efficiency of the power cycle of Fig. 8.2 is 


_ Жут — Ут _ (hy — hy) – (h, — hs) 
Qum hi EE hg 





т (8.5а) 


The net work output equals the net heat input. Thus, the thermal efficiency can be 
expressed alternatively as 





_ ыт = От 1 Quali 
Омјт Qum 
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5110-52-21 (8.55) 
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The heat rate is the amount of energy added by heat transfer to the cycle, usually in 
Btu, to produce a unit of net work output, usually in kW · h. Accordingly, the heat rate, 
which is inversely proportional to the thermal efficiency, has units of Btu/kW · h. 
Another parameter used to describe power plant performance is the back work ratio, 
or bwr, defined as the ratio of the pump work input to the work developed by the 
turbine. With Eqs. 8.1 and 8.3, the back work ratio for the power cycle of Fig. 8.2 is 





(8.6) 
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Examples to follow illustrate that the change in specific enthalpy for the expansion 
of vapor through the turbine is normally many times greater than the increase in 
enthalpy for the liquid passing through the pump. Hence, the back work ratio is 
characteristically quite low for vapor power plants. 

Provided states 1 through 4 are fixed, Eqs. 8.1 through 8.6 can be applied to deter- 
mine the thermodynamic performance of a simple vapor power plant. Since these equa- 
tions have been developed from mass and energy rate balances, they apply equally for 
actual performance when irreversibilities are present and for idealized performance in 
the absence of such effects. It might be surmised that the irreversibilities of the various 
power plant components can affect overall performance, and this is the case. Accord- 
ingly, it is instructive to consider an idealized cycle in which irreversibilities are assumed 
absent, for such a cycle establishes an upper limit on the performance of the Rankine 
cycle. The ideal cycle also provides a simple setting in which to study various aspects 
of vapor power plant performance. The ideal Rankine cycle is the subject of Sec. 8.22. 


ENERGY & The United States currently relies on 

relatively abundant coal supplies to generate nearly 4096 of its electricity 

(Table 8.1). A large fleet of coal-burning vapor power plants reliably provides 

comparatively inexpensive electricity to homes, businesses, and industry. Yet 

this good news is eroded by human-health and environmental-impact problems 

linked to coal combustion. Impacts accompany coal extraction, power generation, and 

waste disposal. Analysts say the cost of coal-derived electricity would be much higher if 
the full costs related to these adverse aspects of coal use were included. 

Coal extraction practices such as mountaintop mining, where tops of mountains are 
sheared off to get at underlying coal, are a particular concern when removed rock, soil, and 
mining debris are discarded into streams and valleys below, marring natural beauty, affect- 
ing water quality, and devastating CO,-trapping forests. Moreover, fatalities and critical 
injuries of coal miners while working to extract coal are widely seen as deplorable. 

Gases formed in coal combustion include sulfur dioxide and oxides of nitrogen, which 
contribute to acid rain and smog. Fine particles and mercury, which more directly affect 
human health, are other unwanted outcomes of coal use. Coal combustion is also a major 
contributor to global climate change, primarily through carbon dioxide emissions. At the 
national level, controls are required for sulfur dioxide, nitric oxides, and fine particles but 
not currently required for mercury and carbon dioxide. 

Solid waste is another major problem area. Solid waste from coal combustion is one of the 
largest waste streams produced in the United States. Solid waste includes sludge from smoke- 
stack scrubbers and fly ash, a by-product of pulverized coal combustion. While some of this 
waste is diverted to make commercial products, including cement, road de-icer, and synthetic 
gypsum used for drywall and as a fertilizer, vast amounts of waste are stored in landfills and 
pools containing watery slurries. Leakage from these impoundments can contaminate drinking 
water supplies. Watery waste accidentally released from holding pools causes widespread 
devastation and elevated levels of dangerous substances in surrounding areas. Some observ- 
ers contend much more should be done to regulate health- and environment-endangering gas 
emissions and solid waste from coal-fired power plants and other industrial sites. 

The more efficiently each ton of coal is utilized to generate power, the less CO;, other 
combustion gases, and solid waste will be produced. Accordingly, improving efficiency is a 
well-timed pathway for continued coal use in the twenty-first century. Gradual replacement 
of existing power plants, beginning with those several decades old, by more efficient plants 
will reduce to some extent gas emissions and solid waste related to coal use. 

Various advanced technologies also aim to foster coal use—but used more responsibly. 
They include supercritical vapor power plants (Sec. 8.3), carbon capture and storage 
(Sec. 8.5.3), and integrated gasification combined cycle (IGCC) power plants (Sec. 9.10). 
Owing to our large coal reserves and the critical importance of electricity to our society, 
major governmental and private-sector initiatives are in progress to develop additional 
technologies that promote responsible coal use. 
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8.2.2 Ideal Rankine Cycle 


If the working fluid passes through the various components of the simple vapor power 
cycle without irreversibilities, frictional pressure drops would be absent from the boiler 
and condenser, and the working fluid would flow through these components at con- 
stant pressure. Also, in the absence of irreversibilities and heat transfer with the sur- 
roundings, the processes through the turbine and pump would be isentropic. A cycle 
adhering to these idealizations is the ideal Rankine cycle shown in Fig. 8.3. 

Referring to Fig. 8.3, we see that the working fluid undergoes the following series 
of internally reversible processes: 


Process 1-2:  Isentropic expansion of the working fluid through the turbine from 
saturated vapor at state 1 to the condenser pressure. 

Process 2-3: Heat transfer from the working fluid as it flows at constant pressure 
through the condenser exiting as saturated liquid at state 3. 

Process 3-4: Isentropic compression in the pump to state 4 in the compressed 
liquid region. 

Process 4-1: Heat transfer to the working fluid as it flows at constant т 
pressure through the boiler to complete the cycle. 


The ideal Rankine cycle also includes the possibility of superheating the 
vapor, as in cycle 1'-2'-3-4-1'. The importance of superheating 15 dis- 
cussed in Sec. 8.3. 

Since the ideal Rankine cycle consists of internally reversible processes, 
areas under the process lines of Fig. 8.3 can be interpreted as heat transfers 
per unit of mass flowing. Applying Eq. 6.49, area 1-b-c-4-a-1 represents 








ideal Rankine cycle 








the heat transfer to the working fluid passing through the boiler and area 
2—b-c-3-2 is the heat transfer from the working fluid passing through the 


condenser, each per unit of mass flowing. The enclosed area 1-2-3-4-a-1 Fig. 8.3 Temperature-entropy diagram 
can be interpreted as the net heat input or, equivalently, the net work of the ideal Rankine cycle. 


output, each per unit of mass flowing. 
Because the pump is idealized as operating without irreversibilities, Eq. 6.51b can 
be invoked as an alternative to Eq. 8.3 for evaluating the pump work. That is, 


(ШІ = | с ар (8.7а) 


m ik, 

where the minus sign has been dropped for consistency with the positive value for 
pump work in Eq. 8.3. The subscript “int rev” signals that this expression is restricted 
to an internally reversible process through the pump. An “int rev" designation is not 
required by Eq. 8.3, however, because it is obtained with the conservation of mass 
and energy principles and thus is generally applicable. 

Evaluation of the integral of Eq. 8.7a requires a relationship between the specific 
volume and pressure for Process 3-4. Because the specific volume of the liquid nor- 
mally varies only slightly as the liquid flows from the inlet to the exit of the pump, 
a plausible approximation to the value of the integral can be had by taking the spe- 
cific volume at the pump inlet, ъз, as constant for the process. Then 


W, 
(=) == va(pa — рз) (8.7b) 
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where the subscript s signals the isentropic—internally reversible and adiabatic— process 
of the liquid flowing through the pump. 
The next example illustrates the analysis of an ideal Rankine cycle. 


Rankine_Cycle 
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problem-solving methodol- 
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tion of required property 
data at each numbered 
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we know about the compo- 
nents, since given informa- 
tion and assumptions are 
required to fix the states, 
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EXAMPLE 2,7 — TERT 


Analyzing an Ideal Rankine Cycle 


Steam is the working fluid in an ideal Rankine cycle. Saturated vapor enters the turbine at 8.0 MPa and satu- 
rated liquid exits the condenser at a pressure of 0.008 MPa. The net power output of the cycle is 100 MW. 
Determine for the cycle (a) the thermal efficiency, (b) the back work ratio, (c) the mass flow rate of the steam, 
in kg/h, (d) the rate of heat transfer, Qin, into the working fluid as it passes through the boiler, in MW, (e) the 
rate of heat transfer, Оба, from the condensing steam as it passes through the condenser, in MW, (f) the mass 
flow rate of the condenser cooling water, in kg/h, if cooling water enters the condenser at 15°С and exits at 
359. 


SOLUTION 
Known: An ideal Rankine cycle operates with steam as the working fluid. The boiler and condenser pressures 
are specified, and the net power output is given. 


Find: Determine the thermal efficiency, the back work ratio, the mass flow rate of the steam, in kg/h, the rate 
of heat transfer to the working fluid as it passes through the boiler, in MW, the rate of heat transfer from the 
condensing steam as it passes through the condenser, in MW, the mass flow rate of the condenser cooling water, 
which enters at 15°С and exits at 35°С. 


Schematic and Given Data: 
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Engineering Model: 


1. Each component of the cycle is analyzed as a control volume at steady state. The control volumes are shown 
on the accompanying sketch by dashed lines. 


2. АП processes of the working fluid are internally reversible. 

3. The turbine and pump operate adiabatically. 

4. Kinetic and potential energy effects are negligible. 

5. Saturated vapor enters the turbine. Condensate exits the condenser as saturated liquid. 

@ Analysis: To begin the analysis, we fix each of the principal states located on the accompanying schematic 


and T-s diagrams. Starting at the inlet to the turbine, the pressure is 8.0 MPa and the steam is a saturated 
vapor, so from Table А-3, Л, = 2758.0 kJ/kg and s, = 5.7432 kJ/kg - К. 
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State 2 is fixed by p; = 0.008 MPa and the fact that the specific entropy is constant for the adiabatic, internally 
reversible expansion through the turbine. Using saturated liquid and saturated vapor data from Table A-3, we 
find that the quality at state 2 is 
S2 — Sp 5.7432 — 0.5926 
Sp = Se 7.6361 





= 0.6745 


= 


The enthalpy is then 
hy = ћ + хой = 173.88 + (0.6745)2403.1 
= 1794.8 kJ/kg 


State 3 is saturated liquid at 0.008 MPa, so Л; = 173.88 kJ/kg. 
State 4 is fixed by the boiler pressure p, and the specific entropy 54 = 53. The specific enthalpy h4 can be found 
by interpolation in the compressed liquid tables. However, because compressed liquid data are relatively sparse, 
it is more convenient to solve Eq. 8.3 for h4, using Eq. 8.7b to approximate the pump work. With this approach 
hy = ћу + Wym = ћу + v3(p4 — ps) 
By inserting property values from Table A-3 
10° Nim? 
1 MPa 


1kJ 
10 N -m 





hy = 173.88 kJ/kg + (1.0084 x 10 ? m*/kg)(8.0 — 0.008)MPa| 
= 173.88 + 8.06 = 181.94 kJ/kg 








(a) The net power developed by the cycle is 
W.ae = №, ~ W, 

Mass and energy rate balances for control volumes around the turbine and pump give, respectively, 

W, У, 

—-h-h ad —-h-h 

m m 
where m is the mass flow rate of the steam. The rate of heat transfer to the working fluid as it passes through 
the boiler is determined using mass and energy rate balances as 


ЕМ 
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The thermal efficiency is then 











_ W.-W, (№) — (h — h) 
a Оһ ћу = hy 
[ (2758.0 — 1794.8) — (181.94 — 173.88) ] kJ/kg 
i (2758.0 — 181.94) kJ/kg 
= 0.371 (371%) 
(b) The back work ratio is 
М, А = А (18194 — 173.88) kJ/kg 
o9 bwr = — = - 
М, Ah = А (2758.0 - 1794.8) kJ/kg 
ДЕ 8.37 x 10 ? (0.8496) 
963.2 


(c) The mass flow rate of the steam can be obtained from the expression for the net power given in part (a). Thus, 
Weyete 

(hy — №) — (h4 — hs) 

(100 MW)|10° kW/MW(|3600 s/h| 
(963.2 — 8.06) kJ/kg 

= 3.77 X 10? kg/h 





т = 
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(d) With the expression for Ок from part (a) and previously determined specific enthalpy values 


Qin = m(hi — hi) 
_ (377 X 10° kg/h) (2758.0 — 181.94) kJ/kg 
3600 6/Һ |107 kW/MW| 


— 269.77 MW 





(e) Mass and energy rate balances applied to a control volume enclosing the steam side of the condenser give 
Di = т(һ› m hz) 
(3.77 X 10? kg/h)(1794.8 — 173.88) kJ/kg 
3600 s/h| 10? kW/MW| 
- 169.75 MW 


Ө Note that the ratio of Dus to Ds is 0.629 (62.9%). 
Alternatively, Оош can be determined from an energy rate balance on the overall vapor power plant. At steady 


state, the net power developed equals the net rate of heat transfer to the plant 
Мы = Qi = Qu 
Rearranging this expression and inserting values 
Qou = Qin — Жуа = 269.77 MW - 100 MW = 169.77 MW 





The slight difference from the above value is due to round-off. 


(f) Taking a control volume around the condenser, the mass and energy rate balances give at steady state 


„0 520 
0 = Øy Ж, sb Mow( Hew, in honom) F m(h m hz) 
where m, is the mass flow rate of the cooling water. Solving for Mew 
m(h2 = Рз) 
(Йу; ош Жека) 


The numerator in this expression is evaluated іп part (e). For the cooling water, h = h,(T), so with saturated 
liquid enthalpy values from Table A-2 at the entering and exiting temperatures of the cooling water 





Mow = 


(169.75 MW) |10°kW/MW] | [3600 s/h| 


= 7.3 X 10°kg/h 
(146.68 — 62.99) kJ/kg ; 8 





Mew = 


@ Note that a slightly revised problem-solving methodology is used in this 
example problem: We begin with a systematic evaluation of the specific (Vf skills Developed 


enthalpy at each numbered state. Ability to... 








Ө Note that the back work ratio is relatively low for the Rankine cycle. In О sketch the 7-5 diagram of 
the present case, the work required to operate the pump is less than 196 the basic Rankine cycle. 
of the turbine output. Q fix each of the principal 

States and retrieve 
necessary property data. 

Q apply mass and energy 

balances, 


Ө In this example, 62.9% of the energy added to the working fluid by heat 
transfer is subsequently discharged to the cooling water. Although consider- 
able energy is carried away by the cooling water, its exergy is small because 
the water exits at a temperature only a few degrees greater than that of 


- i à О calculat. 
the surroundings. See Sec. 8.6 for further discussion. кав 


parameters for the cycle. 
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8.2.3 Effects of Boiler and Condenser Pressures 
on the Rankine Cycle 


In discussing Fig. 5.12 (Sec. 5.9.1), we observed that the thermal efficiency of power 
cycles tends to increase as the average temperature at which energy is added by heat 
transfer increases and/or the average temperature at which energy is rejected by heat 
transfer decreases. (For elaboration, see box.) Let us apply this idea to study the 
effects on performance of the ideal Rankine cycle of changes in the boiler and con- 
denser pressures. Although these findings are obtained with reference to the ideal 
Rankine cycle, they also hold qualitatively for actual vapor power plants. 

Figure 8.4a shows two ideal cycles having the same condenser pressure but differ- 
ent boiler pressures. By inspection, the average temperature of heat addition is seen 
to be greater for the higher-pressure cycle 1'—2'-3-4'-1' than for cycle 1-2-3-4-1. It 
follows that increasing the boiler pressure of the ideal Rankine cycle tends to increase 
the thermal efficiency. 


Considering the Effect of Temperature on Thermal Efficiency 

Since the ideal Rankine cycle consists entirely of internally reversible processes, an 
expression for thermal efficiency can be obtained in terms of average temperatures 
during the heat interaction processes. Let us begin the development of this expres- 
sion by recalling that areas under the process lines of Fig. 8.3 can be interpreted as 
the heat transfer per unit of mass flowing through the respective components. For 
example, the total area 1-b-c-4-a-1 represents the heat transfer into the working 
fluid per unit of mass passing through the boiler. In symbols, 


Q, : 
(=) = | таз = area bca 
m int 


rev 4 





The integral can be written in terms of an average temperature of heat addition, Tin, 


as follows: 
0; _ 
СЭ Tes 


where the overbar denotes average. Similarly, area 2-b-c-3-2 represents the heat 
transfer from the condensing steam per unit of mass passing through the condenser 











Q 
(2s). Тыһ(5: — 5;) = area 2-һ-с-3-2 
геу 


= Tous: = Sy) 


where Ти denotes the temperature on the steam side of the condenser of the ideal 
Rankine cycle pictured in Fig. 8.3. The thermal efficiency of the ideal Rankine cycle 
can be expressed in terms of these heat transfers as 


(©) 

ту = 1 — — 
(дыт) Tn 
By the study of Eq. 8.8, we conclude that the thermal efficiency of the ideal cycle 
tends to increase as the average temperature at which energy is added by heat trans- 
fer increases and/or the temperature at which energy is rejected decreases. With 


similar reasoning, these conclusions can be shown to apply to the other ideal cycles 
considered in this chapter and the next. 


Tout 
(8.8) 


Nidea = 1 — 
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(a) (b) 


Fig. 8.4 Effects of varying operating pressures on the ideal Rankine cycle. (a) Effect of boiler 
pressure. (b) Effect of condenser pressure. 


Figure 8.4b shows two cycles with the same boiler pressure but two different con- 
denser pressures. One condenser operates at atmospheric pressure and the other at 
less than atmospheric pressure. The temperature of heat rejection for cycle 1-2-3-4-1 
condensing at atmospheric pressure is 100°C (212°F). The temperature of heat rejec- 
tion for the lower-pressure cycle 1-2"-3"-4"-] is correspondingly lower, so this cycle 
has the greater thermal efficiency. It follows that decreasing the condenser pressure 
tends to increase the thermal efficiency. 

The lowest feasible condenser pressure is the saturation pressure corresponding to 
the ambient temperature, for this is the lowest possible temperature for heat rejection 
to the surroundings. The goal of maintaining the lowest practical turbine exhaust 
(condenser) pressure is a primary reason for including the condenser in a power plant. 
Liquid water at atmospheric pressure could be drawn into the boiler by a pump, and 
steam could be discharged directly to the atmosphere at the turbine exit. However, 
by including a condenser in which the steam side is operated at a pressure below 
atmospheric, the turbine has a lower-pressure region in which to discharge, resulting 
in a significant increase in net work and thermal efficiency. The addition of a con- 
denser also allows the working fluid to flow in a closed loop. This arrangement per- 
mits continual circulation of the working fluid, so purified water that is less corrosive 
than tap water can be used economically. 


Comparison with Carnot Cycle 


Referring to Fig. 8.5, the ideal Rankine cycle 1-2-3-4-4'-1 has a lower 
thermal efficiency than the Carnot cycle 1-2-3'-4'-1 having the same 


Cooling curve for the maximum temperature Тн and minimum temperature Тс because the 
products of combustion 


average temperature between 4 and 4” is less than Тн. Despite the 
greater thermal efficiency of the Carnot cycle, it has shortcomings as 
a model for the simple fossil-fueled vapor power cycle. First, heat 
transfer to the working fluid of such vapor power plants is obtained 
from hot products of combustion cooling at approximately constant 
pressure. To exploit fully the energy released on combustion, the hot 
products should be cooled as much as possible. The first portion of 
the heating process of the Rankine cycle shown in Fig. 8.5, Process 
4—4'. is achieved by cooling the combustion products below the max- 
imum temperature Тн. With the Carnot cycle, however, the combus- 
tion products would be cooled at the most to Ty. Thus, a smaller por- 
tion of the energy released on combustion would be used. Another 
shortcoming of the Carnot vapor power cycle involves the pumping 
process. Note that state 3' of Fig. 8.5 is a two-phase liquid-vapor mix- 





| ture. Significant practical problems are encountered in developing 


Fig. 8.5 Illustration used to compare the ideal pumps that handle two-phase mixtures, as would be required by Carnot 
Rankine cycle with the Carnot cycle. cycle 1-2-3'-4'-1. It is better to condense the vapor completely and 
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handle only liquid in the pump, as is done in the Rankine cycle. Pumping from 3 to 
4 and heating without work from 4 to 4' are processes that can be readily achieved 
in practice. 


8.2.4 Principal Irreversibilities and Losses 


Irreversibilities and losses are associated with each of the four subsystems desig- 
nated in Fig. 8.1a by A, B, C, and D. Some of these effects have much greater influ- 
ence on overall power plant performance than others. In this section, we consider 
irreversibilities and losses associated with the working fluid as it flows around the 
closed loop of subsystem B: the Rankine cycle. These effects are broadly classified 
as internal or external depending on whether they occur within subsystem B or its 
surroundings. 


Internal Effects 


TURBINE. The principal internal irreversibility experienced by the working fluid 
is associated with expansion through the turbine. Heat transfer from the turbine to 
its surroundings is a loss; but since it is of secondary importance, this loss is ignored 
in subsequent discussions. As illustrated by Process 1-2 of Fig. 8.6, actual adiabatic 
expansion through the turbine is accompanied by an increase in entropy. The work 
developed in this process per unit of mass flowing is less than that for the correspond- 
ing isentropic expansion 1-25. Isentropic turbine efficiency, ту, introduced in Sec. 
6.12.1, accounts for the effect of irreversibilities within the turbine in terms of actual 
and isentropic work amounts. Designating states as in Fig. 8.6, the isentropic turbine 
efficiency is 


(Wim) һ-һ 
(Wim), № = hs 





ІП = (8.9) 


where the numerator is the actual work developed per unit of mass flowing through 
the turbine and the denominator is the work per unit of mass flowing for an isentro- 
pic expansion from the turbine inlet state to the turbine exhaust pressure. Irrevers- 
ibilities within the turbine reduce the net power output of the plant and thus thermal 
efficiency. 


PUMP. The work input to the pump required to overcome irrevers- 
ibilities also reduces the net power output of the plant. As illustrated by Т 
Process 3-4 of Fig. 8.6, the actual pumping process is accompanied by an 
increase in entropy. For this process; the work input per unit of mass 
flowing is greater than that for the corresponding isentropic process 3-4s. 

As for the turbine, heat transfer is ignored as secondary. Isentropic pump 
efficiency, np, introduced in Sec. 6.12.3, accounts for the effect of irreversi- 
bilities within the pump in terms of actual and isentropic work amounts. 
Designating states as in Sec. 8.6, the isentropic pump efficiency is 


(Мый) ы-і 


ОЕ КОЛГЕ. (8.10a) 








Turbine 


A.19 - Tab e А, 








In Eq. 8.10a the pump work for the isentropic process appears in the Fig. 8.6 Temperature-entropy diagram 
numerator. The actual pump work, being the larger magnitude, is the showing the effects of turbine and pump 
denominator. irreversibilities. 
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The pump work for the isentropic process can be evaluated using Eq. 8.7b to give 
an alternative expression for the isentropic pump efficiency: 


Pump т), = 
A.21 - Tab e 7р = | ze 2 - vs(Ps — Ps) (8.10b) 
(W,/m) hg — h; 


Because pump work is much less than turbine work, irreversibilities in the pump 
have a much smaller impact on thermal efficiency than irreversibilities in the turbine. 





OTHER EFFECTS. Frictional effects resulting in pressure reductions are addi- 
tional sources of internal irreversibility as the working fluid flows through the boiler, 
condenser, and piping connecting the several components. Detailed thermodynamic 
analyses account for these effects. For simplicity, they are ignored in subsequent dis- 
cussions. In keeping with this, Fig. 8.6 shows no pressure drops for flow through the 
boiler and condenser or between plant components. 

Another detrimental effect on plant performance can be noted by comparing the 
ideal cycle of Fig. 8.6 with the counterpart ideal cycle of Fig. 8.3. In Fig. 8.6, pump 
inlet state 3 falls in the liquid region and is not saturated liquid as in Fig. 8.3, giving 
lower average temperatures of heat addition and rejection. The overall effect typically 
is a lower thermal efficiency in the case of Fig. 8.6 compared to that of Fig. 8.3. 


External Effects 

The turbine and pump irreversibilities considered above are internal irreversibilities 
experienced by the working fluid flowing around the closed loop of the Rankine cycle. 
They have detrimental effects on power plant performance. Yet the most significant 
source of irreversibility by far for a fossil-fueled vapor power plant is associated with 
combustion of the fuel and subsequent heat transfer from hot combustion gases to the 
cycle working fluid. As combustion and subsequent heat transfer occur in the sur- 
roundings of subsystem B of Fig. 8.1a, they are classified here as external. These effects 
are considered quantitatively in Sec. 8.6 and Chap. 13 using the exergy concept. 

Another effect occurring in the surroundings of subsystem B is energy discharged 
by heat transfer to cooling water as the working fluid condenses. The significance of 
this loss is far less than suggested by the magnitude of the energy discharged. Although 
cooling water carries away considerable energy, the utility of this energy is extremely 

Rankine_Cycle limited when condensation occurs near ambient temperature and the temperature of 

A.26 - Tab c the cooling water increases only by a few degrees above the ambient during flow 
through the condenser. Such cooling water has little thermodynamic or economic 
value. Instead, the slightly warmed cooling water is normally disadvantageous for 
plant operators in terms of cost because operators must provide responsible means 
for disposing of the energy gained by cooling water in flow through the condenser— 
they provide a cooling tower, for instance. The limited utility of condenser cooling 
water is demonstrated quantitatively in Sec. 8.6 using the exergy concept. 

Finally, stray heat transfers from the outer surfaces of plant components have det- 
rimental effects on performance since they reduce the extent of conversion from heat 
to work. Such heat transfers are secondary effects ignored in subsequent discussions. 

In the next example, the ideal Rankine cycle of Example 8.1 is modified to show 
the effects of turbine and pump isentropic efficiencies on performance. 


EXAMPLE 2.2 Serer ore re rer ree tre КЛ Г ЛУ ЛЛ Т Terre cree rrr Г 


| Analyzing a Rankine Cycle with Irreversibilities 


Reconsider the vapor power cycle of Example 8.1, but include in the analysis that the turbine and the pump 
each have an isentropic efficiency of 85%. Determine for the modified cycle (a) the thermal efficiency, (b) the 
mass flow rate of steam, in kg/h, for a net power output of 100 MW, (с) the rate of heat transfer Qin into the 


8.2 The Rankine Cycle 457 


working fluid as it passes through the boiler, in MW, (d) the rate of heat transfer Doi from the condensing 
steam as it passes through the condenser, in MW, (e) the mass flow rate of the condenser cooling water, in kg/h, 
if cooling water enters the condenser at 15°С and exits as 35°С. 


SOLUTION 
Known: A vapor power cycle operates with steam as the working fluid. The turbine and pump both have efficien- 
cies of 85%. 


Find: Determine the thermal efficiency, the mass flow rate, in kg/h, the rate of heat transfer to the working fluid 
as it passes through the boiler, in MW, the heat transfer rate from the condensing steam as it passes through the 
condenser, in MW, and the mass flow rate of the condenser cooling water, in kg/h. 


Schematic and Given Data: 


Engineering Model: 


1. Each component of the cycle is analyzed as a control volume at 
steady state. 


2. The working fluid passes through the boiler and condenser at 
constant pressure. Saturated vapor enters the turbine. The 
condensate is saturated at the condenser exit. 





0.008 MPa 






3. The turbine and pump each operate adiabatically with an 
efficiency of 85%. 








4. Kinetic and potential energy effects are negligible. 
Fig. E8.2 


Analysis: Owing to the presence of irreversibilities during the expansion of the steam through the turbine, there 
is an increase in specific entropy from turbine inlet to exit, as shown on the accompanying 7—5 diagram. Similarly, 
there is an increase in specific entropy from pump inlet to exit. Let us begin the analysis by fixing each of the 
principal states. State 1 is the same as in Example 8.1, so А; = 2758.0 kJ/kg and s, = 5.7432 kJ/kg - K. 

The specific enthalpy at the turbine exit, state 2, can be determined using the isentropic turbine efficiency, Eq. 8.9, 


Wim | h-h 
(Wim), hi = hx 





he 
where hy, is the specific enthalpy at state 2s on the accompanying 7-s diagram. From the solution to Example 8.1, 
ћу; = 1794.8 kJ/kg. Solving for Л» and inserting known values 
hy = hy — «(Ih — №) 
= 2758 — 0.85(2758 — 1794.8) = 1939.3 kJ/kg 


State 3 is the same as in Example 8.1, so Л = 173.88 kJ/kg. 
To determine the specific enthalpy at the pump exit, state 4, reduce mass and energy rate balances for a con- 
trol volume around the pump to obtain W,/m = h4 — h3. On rearrangement, the specific enthalpy at state 4 is 


hy ы hy + Wim 


To determine h4 from this expression requires the pump work. Pump work can be evaluated using the isentropic 
pump efficiency in the form of Eq. 8.10b: Solving for W,/m results in 


ША = v3( p4 — рз) 


m Тір 





The numerator of this expression was determined in the solution to Example 8.1. Accordingly, 


W, 8.06 kJ/kg 
m 0.85 





- 9.48 kJ/kg 
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The specific enthalpy at the pump exit is then 
hy = h; + W,/m = 173.88 + 9.48 = 183.36 kJ/kg 
(a) The net power developed by the cycle is 
Weycte = W, т W, — т((һ — №) — (h, — 13) ] 

The rate of heat transfer to the working fluid as it passes through the boiler is 

Оһ = m(h, — ha) 
Thus, the thermal efficiency is 

(hı — №) — (h4 — Аз) 

ћу — hg 





Inserting values 
(2758 — 1939.3) — 9.48 
12758 – 183.36 





= 0.314 (31.4%) 


(b) With the net power expression of part (a), the mass flow rate of the steam is 
УК уче 
(hı №) — (h4 — hs) 


А А E ALE E 
= B ` ы 
(818.7 — 9.48) kJ/kg | | 


(c) With the expression for Qin from part (a) and previously determined specific enthalpy values 


Qin = m(hy — №) 
Skills D 
(4.449 x 10° kg/h) (2758 — 183.36) kJ/kg киз р pas la e 


= 318.2 MW ili 
B T ERU Ability to... 
О sketch the [=з diagram of 


(d) The rate of heat transfer from the condensing steam to the cooling water is the Rankine cycle with turbine 
Qou = т(№ — hs) and pump irreversibilities, 


(4.449 х 10? kg/h)(1939.3 — 173.88) kJ/kg Q fix each of the principal 
= 2182 ММ States and retrieve 


3600 s/h||10* kW/MW| necessary property data. 
U apply mass, energy, and 
| entropy principles. 

m(hy — Рз) О calculate performance 
(Жош = hosin) parameters for the cycle. 


(218.2 MW)|10° kW/MW||3600 s/h| 
(146.68 — 62.99) kJ/kg 


If the mass flow rate of steam were 150 kg/s, what would be 
the pump power required, in kW, and the back work ratio? Ans. 1422 


kW, 0.0116. 





m= 




















(e) The mass flow rate of the cooling water can be determined from 





Mow = 





= 9.39 x 10° kg/h 









....... 






Discussion of Examples 8.1 and 8.2 

The effect of irreversibilities within the turbine and pump can be gauged by compar- 
ing values from Example 8.2 with their counterparts in Example 8.1. In Example 8.2, 
the turbine work per unit of mass is /ess and the pump work per unit of mass is 
greater than in Example 8.1, as can be confirmed using data from these examples. 
The thermal efficiency in Example 8.2 is less than in the ideal case of Example 8.1. 
For a fixed net power output (100 MW), the smaller net work output per unit mass 
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in Example 8.2 dictates a greater mass flow rate of steam than in Example 8.1. The 
magnitude of the heat transfer to cooling water is also greater in Example 8.2 than 
in Example 8.1; consequently, a greater mass flow rate of cooling water is required. 


Improving Performance—Superheat, 


*° ө ө ө ө ө ө * о о ө ө ө ө ө ө ө ө ө ә о о о ө ө е ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө е ө ө ө ө ө ө ө ө ө ө ө ө 


The representations of the vapor power cycle considered thus far do not depict actual 
vapor power plants faithfully, for various modifications are usually incorporated to 
improve overall performance. In this section we consider cycle modifications known 
as superheat and reheat. Both features are normally incorporated into vapor power 
plants. We also consider supercritical steam generation. 

Let us begin the discussion by noting that an increase in the boiler pressure or a 
decrease in the condenser pressure may result in a reduction of the steam quality at 
the exit of the turbine. This can be seen by comparing states 2' and 2" of Figs. 8.4a 
and 8.4b to the corresponding state 2 of each diagram. If the quality of the mixture 
passing through the turbine becomes too low, the impact of liquid droplets in the 
flowing liquid-vapor mixture can erode the turbine blades, causing a decrease in the 
turbine efficiency and an increased need for maintenance. Accordingly, common prac- 
tice is to maintain at least 90% quality (x = 0.9) at the turbine exit. The cycle mod- 
ifications known as superheat and reheat permit advantageous operating pressures in 
the boiler and condenser and yet avoid the problem of low quality of the turbine 
exhaust. 


Superheat 

First, let us consider superheat. As we are not limited to having saturated vapor at 
the turbine inlet, further energy can be added by heat transfer to the steam, bringing 
it to a superheated vapor condition at the turbine inlet. This is accomplished in a 
separate heat exchanger called a superheater. The combination of boiler and super- 
heater is referred to as a steam generator. Figure 8.3 shows an ideal Rankine cycle 
with superheated vapor at the turbine inlet: cycle 1'-2'-3-4-1'. The cycle with super- 
heat has a higher average temperature of heat addition than the cycle without super- 
heating (cycle 1-2-3-4-1), so the thermal efficiency is higher. Moreover, the quality 
at turbine exhaust state 2' is greater than at state 2, which would be the turbine 
exhaust state without superheating. Accordingly, superheating also tends to alleviate 
the problem of low steam quality at the turbine exhaust. With sufficient superheating, 
the turbine exhaust state may even fall in the superheated vapor region. 


Reheat 

A further modification normally employed in vapor power plants is reheat. With reheat, 
a power plant can take advantage of the increased efficiency that results with higher 
boiler pressures and yet avoid low-quality steam at the turbine exhaust. In the ideal 
reheat cycle shown in Fig. 8.7 steam does not expand to the condenser pressure in a 
single stage. Instead, steam expands through a first-stage turbine (Process 1-2) to some 
pressure between the steam generator and condenser pressures. Steam is then reheated 
in the steam generator (Process 2-3). Ideally, there would be no pressure drop as the 
steam is reheated. After reheating, the steam expands in a second-stage turbine to the 
condenser pressure (Process 3-4). Observe that with reheat the quality of the steam at 
the turbine exhaust is increased. This can be seen from the 7—s diagram of Fig. 8.7 by 
comparing state 4 with state 4', the turbine exhaust state without reheating. 


Supercritical 
The temperature of the steam entering the turbine is restricted by metallurgical limi- 
tations imposed by materials used to fabricate the superheater, reheater, and turbine. 


Rankine Cycle 


A.26 - Tab b А, 


superheat 


reheat 


TAKE NOTE... 

When computing the 
thermal efficiency of a 
reheat cycle, it is necessary 
to account for the work 
output of both turbine 
stages as well as the total 
heat addition occurring in 
the vaporization/superheat- 
ing and reheating processes. 
This calculation is illus- 
trated in Example 8.3. 
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Fig. 8.7 Ideal reheat cycle. 


High pressure in the steam generator also requires piping that can withstand great 
stresses at elevated temperatures. Still, improved materials and fabrication methods 
have gradually permitted significant increases in maximum allowed cycle temperature 
and steam generator pressure with corresponding increases in thermal efficiency that 
save fuel and reduce environmental impact. This progress now allows vapor power 
plants to operate with steam generator pressures exceeding the critical pressure of 
water (22.1 MPa, 3203.6 Ibf/in.?). These plants are known as supercritical vapor power 
plants. 

Figure 8.8 shows a supercritical ideal reheat cycle. As indicated by Process 6-1, 
steam generation occurs at a pressure above the critical pressure. No pronounced 
phase change occurs during this process, and a conventional boiler is not used. Instead, 
water flowing through tubes is gradually heated from liquid to vapor without the 
bubbling associated with boiling. In such cycles, heating is provided by combustion 
of pulverized coal with air. 

Today’s supercritical vapor power plants produce steam at pressures 
and temperatures near 30 MPa (4350 Ibf/in.?) and 600°C (1110°F), respec- 


3 tively, permitting thermal efficiencies up to 47%. As superalloys with 


improved high-temperature limit and corrosion resistance become com- 
mercially available, u/tra-supercritical plants may produce steam at 35 MPa 
(5075 Ibf/in.?) and 700°C (1290°F) with thermal efficiencies exceeding 
50%. Subcritical plants have efficiencies only up to about 40%. 

While installation costs of supercritical plants are somewhat higher per 
unit of power generated than subcritical plants, fuel costs of supercritical 
plants are considerably lower owing to increased thermal efficiency. Since 
less fuel is used for a given power output, supercritical plants produce less 
carbon dioxide, other combustion gases, and solid waste than subcritical 
plants. The evolution of supercritical power plants from subcritical coun- 
terparts provides a case study on how advances in technology enable 
increases in thermodynamic efficiency with accompanying fuel savings 
and reduced environmental impact cost-effectively. 





In the next example, the ideal Rankine cycle of Example 8.1 is modi- 


Fig. 8.8 Supercritical ideal reheat cycle. fied to include superheat and reheat. 
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EXAMPLE 2,2 Ж ОО О О К О Г ИКЕ ТЕККЕ ЕРТЕ КГС rer Trt ey 


Evaluating Performance of an Ideal Reheat Cycle 


Steam is the working fluid in an ideal Rankine cycle with superheat and reheat. Steam enters the first-stage 
turbine at 8.0 MPa, 480°C, and expands to 0.7 MPa. It is then reheated to 440°C before entering the second-stage 
turbine, where it expands to the condenser pressure of 0.008 MPa. The net power output is 100 MW. Determine 
(a) the thermal efficiency of the cycle, (b) the mass flow rate of steam, in kg/h, (c) the rate of heat transfer Dui 
from the condensing steam as it passes through the condenser, in MW. Discuss the effects of reheat on the vapor 
power cycle. 


SOLUTION 


Known: An ideal reheat cycle operates with steam as the working fluid. Operating pressures and temperatures 
are specified, and the net power output is given. 


Find: Determine the thermal efficiency, the mass flow rate of the steam, in kg/h, and the heat transfer rate from 
the condensing steam as it passes through the condenser, in MW. Discuss. 


Schematic and Given Data: 


Turbine 1 
Turbine 2 











Fig. E8.3 


Engineering Model: 


1. Each component in the cycle is analyzed as a control volume at steady state. The control volumes are 
shown on the accompanying sketch by dashed lines. 


2. All processes of the working fluid are internally reversible. 
3. The turbine and pump operate adiabatically. 
4. Condensate exits the condenser as saturated liquid. 


5. Kinetic and potential energy effects are negligible. 


Analysis: To begin, we fix each of the principal states. Starting at the inlet to the first turbine stage, the pressure 
is 8.0 MPa and the temperature is 480°C, so the steam is а superheated vapor. From Table А-4, h, = 3348.4 kJ/kg 
and s, = 6.6586 kJ/kg - К. 
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State 2 is fixed by p; = 0.7 MPa and s; = s, for the isentropic expansion through the first-stage turbine. Using 
saturated liquid and saturated vapor data from Table A-3, the quality at state 2 is 
S2 — St 6.6586 — 1.9922 


- - = 0.9895 
= 6708-19922 9999 





The specific enthalpy is then 


hy = hy + оће 
= 697.22 + (0.9895)2066.3 = 2741.8 kJ/kg 


State 3 is superheated vapor with рз = 0.7 MPa апа Т; = 440°C, so from Table A-4, h} = 3353.3 kJ/kg and 
53 = 77571 kJ/kg - К. 

To fix state 4, use py = 0.008 MPa and 5, = 55 for the isentropic expansion through the second-stage turbine. 
With data from Table A-3, the quality at state 4 is 


54 — 51 7.7571 — 0.5926 
Sg — s; 8.2287 — 0.5926 





ха = = 0.9382 


The specific enthalpy is 


h4 = 173.88 + (0.9382)2403.1 = 2428.5 kJ/kg 


State 5 is saturated liquid at 0.008 MPa, so л; = 173.88 kJ/kg. Finally, the state at the pump exit is the same 
as in Example 8.1, so hg = 181.94 kJ/kg. 


(a) The net power developed by the cycle is 
Weycte = Wa F Wo = W, 


Mass and energy rate balances for the two turbine stages and the pump reduce to give, respectively, 


Turbine 1: Walm =h -h 
Turbine 2: ИЙ ыт = h; — hy 
Pump: ут = ће — hs 


where m is the mass flow rate of the steam. 
The total rate of heat transfer to the working fluid as it passes through the boiler-superheater and reheater 
is 
Ò; 
== = (h — ће) + (hs — №) 
m 


Using these expressions, the thermal efficiency is 
(hı — №) + (h; — h4) — (he — hs) 
(hı — hg) + (hs — №) 
_ (3348.4 = 2741.8) + (3353.3 — 2428.5) - (181.94 — 173.88) 
(3348.4 — 181.94) + (3353.3 — 2741.8) 


606.6 + 9248 — 806 _ 1523.3 KJ/kg | 
31665 + 615. 3778 кв — (4096) 





n= 








(b) The mass flow rate of the steam can be obtained with the expression for net power given in part (a). 
Weycte 
(hı — №) + (Аз — h4) — (he — hs) 
(100 MW)|3600 s/h|10* kW/MW| 
22 (606.6 + 924.8 — 8.06) kJ/kg 





m= 





= 2.363 x 10° kg/h 
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(c) The rate of heat transfer from the condensing steam to the cooling water is 


MN m(h-h) = | EA 


2.363 x 10? kg/h (2428.5 — 173.88) kJ/kg T— ec jd 
: - sketch the T—s diagram of the 
B 600 s/h] 10 kW/MW| ideal Rankine cycle with reheat, 
О fix each of the principal 













To see the effects of reheat, we compare the present values with their coun- 


terparts in Example 8.1. With superheat and reheat, the thermal efficiency is states and retrieve neces- 
increased over that of the cycle of Example 8.1. For a specified net power sary property data. 
output (100 MW), a larger thermal efficiency means that a smaller mass flow Ч apply mass and energy 
rate of steam is required. Moreover, with a greater thermal efficiency the rate balances. 

of heat transfer to the cooling water is also less, resulting in a reduced demand О calculate performance 


for cooling water. With reheating, the steam quality at the turbine exhaust is parametere for the cycle. 


substantially increased over the value for the cycle of Example 8.1. 


What is the rate of heat addition for the reheat process, in 


MW, and what percent is that value of the total heat addition to the 
— cycle? Ans. 40.1 MW, 16.2%. р 








The following example illustrates the effect of turbine irreversibilities on the ideal 
reheat cycle of Example 8.3. 


EXAMPLE 2.4 ОО О О О О ОУ О Г КУГО ТІ 


Evaluating Performance of a Reheat Cycle with Turbine Irreversibility 


Reconsider the reheat cycle of Example 8.3 but include in the analysis that each turbine stage has the same 
isentropic efficiency. (a) If y, = 85%, determine the thermal efficiency. (b) Plot the thermal efficiency versus 
turbine stage isentropic efficiency ranging from 85 to 100%. 


SOLUTION 
Known: A reheat cycle operates with steam as the working fluid. Operating pressures and temperatures are 
specified. Each turbine stage has the same isentropic efficiency. 


Find: If т, = 85%, determine the thermal efficiency. Also plot the thermal efficiency versus turbine stage isen- 
tropic efficiency ranging from 85 to 100%. 


Schematic and Given Data: 


Engineering Model: 
1. As in Example 8.3, each component is analyzed as a control 
volume at steady state. 


2. Except for the two turbine stages, all processes are internally 
reversible. 


3. The turbine and pump operate adiabatically. 


4. The condensate exits the condenser as saturated liquid. 





5. Kinetic and potential energy effects are negligible. 








Fig. E8.4a 
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Analysis: 


(а) From the solution to Example 8.3, the following specific enthalpy values are known, in kJ/kg: /; = 3348.4, 
hy, = 2741.8, һ = 3353.3, һа; = 2428.5, hs = 173.88, hg = 181.94. 

The specific enthalpy at the exit of the first-stage turbine, Л», сап be determined by solving the expression for 
the turbine isentropic efficiency, Eq. 8.9, to obtain 


hy = hy — UA ni hz) 
= 3348.4 — 0.85(3348.4 = 2741.8) = 2832.8 kJ/kg 


The specific enthalpy at the exit of the second-stage turbine can be found similarly: 


hy = h; — (Аз i has) 
= 3353.3 — 0.85(3353.3 — 2428.5) = 2567.2 kJ/kg 


The thermal efficiency is then 


_ (hı — №) + (Аз — ha) - (he — hs) 
Ф ý (hı — ће) + (hs — №) 
(3348.4 — 2832.8) + (3353.3 — 2567.2) — (181.94 — 173.88) 
Ё (3348.4 — 181.94) + (3353.3 — 2832.8) 
1293.6 kJ/kg 
~ 3687.0 kJ/kg 











= 0.351 (35.196) 


(b) Тһе 77 code for the solution follows, where etat1 15 ту, etat2 is ny, eta is n, Wnet = Wael, and Qin = от. 
// Fix the states 


Ті = 480// °С 
p1 = 80 // bar 
hi = h PT (“Water/Steam”, p1, Ті) 
51 = s PT ("Water/Steam", p1, T1) 


p2 = 7 // bar 

h2s = h Ps (“Water/Steam”, p2, s1) 
etat1 = 0.85 

h2 = hı — etati * (hı — has) 

Тз = 440 // °C 

p3 = p2 


h3 = h_PT (“Water/Steam”, p3, T3) 
s3 = s_PT (“Water/Steam”, p3, T3) 


p4 = 0.08//bar 

h4s = h_Ps (“Water/Steam”, p4, s3) 
etat2 = etatı 

һд = h3 — etat2 * (h3 — has) 


p5 = p4 
hs = hsat_Px (“Water/Steam”, ps, o) // kJ/kg 
v5 = vsat Px (“Water/Steam”, p5, o) // m?/kg 


рб = рі 
h6 = h5 + v5 * (p6 — p5) * 100// The 100 in this expression is a unit conversion factor. 


// Calculate thermal efficiency 

Wnet = (ha = h2) + (h3 = һд) = (h6 = hs) 
Qin = (ha = h6) + (h3 = h2) 

eta = Wnet/Qin 
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Using the Explore button, sweep eta from 0.85 to 1.0 in steps of 0.01. Then, using the Graph button, obtain the 
following plot: 
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From Fig. E8.4b, we see that the cycle thermal efficiency increases from 
0.351 to 0.403 as turbine stage isentropic efficiency increases from 0.85 to 1.00, 
as expected based on the results of Example 8.3 and part (a) of the present ; 

А | К 275 Ё б с О fix each of the principal 
example. Turbine isentropic efficiency is seen to have a significant effect on ИС 
cycle thermal efficiency. еее: 

бағу property data. 
U apply mass, energy, and 
entropy principles. 

О calculate performance 
parameters for the cycle. 


© Owing to the irreversibilities present in the turbine stages, the net work 
per unit of mass developed in the present case is significantly less than in 
the case of Example 8.3. The thermal efficiency is also considerably less. 


If the temperature T, were increased to 480°C, would you 


expect the thermal efficiency to increase, decrease, or stay the 
ыы same? Ans. Increase. 
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Another commonly used method for increasing the thermal efficiency of vapor power 
plants is regenerative feedwater heating, or simply regeneration. This is the subject of regeneration 
the present section. 
To introduce the principle underlying regenerative feedwater heating, consider Fig. 
8.3 once again. In cycle 1-2-3-4-a-1, the working fluid enters the boiler as a com- 
pressed liquid at state 4 and is heated while in the liquid phase to state a. With 
regenerative feedwater heating, the working fluid enters the boiler at a state between 
4 and a. As a result, the average temperature of heat addition is increased, thereby 
tending to increase the thermal efficiency. 


8.4.1 Open Feedwater Heaters 
Let us consider how regeneration can be accomplished using an open feedwater 


heater, a type of direct-contact heat exchanger in which streams at different tem- open feedwater heater 
peratures mix to form a stream at an intermediate temperature. Shown in Fig. 8.9 are 
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Fig. 8.9 Regenerative vapor power cycle with one open feedwater heater. 


the schematic diagram and the associated T-s diagram for a regenerative vapor power 
cycle having one open feedwater heater. For this cycle, the working fluid passes isen- 
tropically through the turbine stages and pumps, and flow through the steam genera- 
tor, condenser, and feedwater heater takes place with no pressure drop in any of these 
components. Still, there is a source of irreversibility owing to mixing within the feed- 
water heater. 

Steam enters the first-stage turbine at state 1 and expands to state 2, where а frac- 
tion of the total flow is extracted, or bled, into an open feedwater heater operating 
at the extraction pressure, p>. The rest of the steam expands through the second-stage 
turbine to state 3. This portion of the total flow is condensed to saturated liquid, state 4, 
and then pumped to the extraction pressure and introduced into the feedwater heater 
at state 5. A single mixed stream exits the feedwater heater at state 6. For the case 
shown in Fig. 8.9, the mass flow rates of the streams entering the feedwater heater 
are such that state 6 is saturated liquid at the extraction pressure. The liquid at 
state 6 is then pumped to the steam generator pressure and enters the steam 
generator at state 7 Finally, the working fluid is heated from state 7 to state 1 in the 
steam generator. 

Referring to the T-s diagram of the cycle, note that the heat addition would take 
place from state 7 to state 1, rather than from state a to state 1, as would be the case 
without regeneration. Accordingly, the amount of energy that must be supplied from 
the combustion of a fossil fuel, or another source, to vaporize and superheat the steam 
would be reduced. This is the desired outcome. Only a portion of the total flow 
expands through the second-stage turbine (Process 2-3), however, so less work would 
be developed as well. In practice, operating conditions are such that the reduction in 
heat added more than offsets the decrease in net work developed, resulting in an 
increased thermal efficiency in regenerative power plants. 


Cycle Analysis 

Consider next the thermodynamic analysis of the regenerative cycle illustrated in 
Fig. 8.9. An important initial step in analyzing any regenerative vapor cycle is the 
evaluation of the mass flow rates through each of the components. Taking a single 
control volume enclosing both turbine stages, the mass rate balance reduces at steady 
state to 


т» + та = m 
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where m; is the rate at which mass enters the first-stage turbine at state 1, т» is 

the rate at which mass is extracted and exits at state 2, and та is the rate at which 
mass exits the second-stage turbine at state 3. Dividing by ту places this оп the basis 
of a unit of mass passing through the first-stage turbine 

m m 

coup e 

ті ті 
Denoting the fraction of the total flow extracted at state 2 by у (у = m/m), the 
fraction of the total flow passing through the second-stage turbine is 


ta TT 1 = у (8.11) 
m, 


The fractions of the total flow at various locations are indicated in parentheses on 
Fig. 8.9. 

The fraction y can be determined by applying the conservation of mass and con- 
servation of energy principles to a control volume around the feedwater heater. 
Assuming no heat transfer between the feedwater heater and its surroundings and 
ignoring kinetic and potential energy effects, the mass and energy rate balances 
reduce at steady state to give 


0 = yh; + (1 — y)hs — he 
Solving for y 


E 
AUT = is 





(8.12) 


Equation 8.12 allows the fraction y to be determined when states 2, 5, and 6 are fixed. 
Expressions for the principal work and heat transfers of the regenerative cycle can 
be determined by applying mass rate balances to control volumes around the indi- 
vidual components. Beginning with the turbine, the total work is the sum of the work 
developed by each turbine stage. Neglecting kinetic and potential energy effects and 
assuming no heat transfer with the surroundings, we can express the total turbine 

work on the basis of a unit of mass passing through the first-stage turbine as 
ул 


m, 


= (hy — hy) + (1 — у)(№ — Аз) (8.13) 


The total pump work is the sum of the work required to operate each pump indi- 
vidually. On the basis of a unit of mass passing through the first-stage turbine, the 
total pump work is 


—? = (hy — ће) + (1 — y)(hs — h4) (8.14) 
m, 

The energy added by heat transfer to the working fluid passing through the steam 
generator, per unit of mass expanding through the first-stage turbine, is 


Qu 


m, 


=" = № (8.15) 
and the energy rejected by heat transfer to the cooling water is 
Du 


m, 





= (1— y)hs - №) (8.16) 


The following example illustrates the analysis of a regenerative cycle with one 
open feedwater heater, including the evaluation of properties at state points around 
the cycle and the determination of the fractions of the total flow at various locations. 
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EXAMPLE 85 ЖО ОО О О О О ЛК Т ИИ СУГУ 


Considering a Regenerative Cycle with Open Feedwater Heater 


Consider a regenerative vapor power cycle with one open feedwater heater. Steam enters the turbine at 8.0 MPa, 
4809С and expands to 0.7 MPa, where some of the steam is extracted and diverted to the open feedwater heater 
operating at 0.7 MPa. The remaining steam expands through the second-stage turbine to the condenser pressure 
of 0.008 MPa. Saturated liquid exits the open feedwater heater at 0.7 MPa. The isentropic efficiency of each 
turbine stage is 85% and each pump operates isentropically. If the net power output of the cycle is 100 MW, 
determine (a) the thermal efficiency and (b) the mass flow rate of steam entering the first turbine stage, in kg/h. 


SOLUTION 


Known: A regenerative vapor power cycle operates with steam as the working fluid. Operating pressures and 
temperatures are specified; the isentropic efficiency of each turbine stage and the net power output are also 
given. 


Find: Determine the thermal efficiency and the mass flow rate into the turbine, in kg/h. 


Schematic and Given Data: 









pem 6 а-у 
liquid at ) | $ 
а) 0.7 MPa || | 1 _ 
on M Pcond = 
~ 4 0.008 MPa 








== г Saturated liquid 
at 0.008 MPa 


Fig. Е8.5 


Engineering Model: 


1. Each component in the cycle is analyzed as a steady-state control volume. The control volumes are shown 
in the accompanying sketch by dashed lines. 


2. All processes of the working fluid are internally reversible, except for the expansions through the two tur- 
bine stages and mixing in the open feedwater heater. 


3. The turbines, pumps, and feedwater heater operate adiabatically. 
4. Kinetic and potential energy effects are negligible. 
5. Saturated liquid exits the open feedwater heater, and saturated liquid exits the condenser. 


Analysis: The specific enthalpy at states 1 and 4 can be read from the steam tables. The specific enthalpy at state 
2 is evaluated in the solution to Example 8.4. The specific entropy at state 2 can be obtained from the steam tables 
using the known values of enthalpy and pressure at this state. In summary, Л, = 3348.4 kJ/kg, Л» = 2832.8 kJ/kg, 
52 = 6.8606 kJ/kg - К, h4 = 173.88 kJ/kg. 


The specific enthalpy at state 3 can be determined using the isentropic efficiency of the second-stage turbine 


һ = hy — т}‹(Л› = ha) 
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With 5з; = 92, the quality at state 3s 15 хз, = 0.8208; using this, we get йз, = 2146.3 kJ/kg. Hence, 
h, = 2832.8 — 0.85(2832.8 — 2146.3) = 2249.3 kJ/kg 


State 6 is saturated liquid at 0.7 MPa. Thus, Ag = 697.22 kJ/kg. 
Since the pumps operate isentropically, the specific enthalpy values at states 5 and 7 can be determined as 


hs = hg + vi(ps — Ра) 
1kJ 


10N:m 


10° N/m? 
= 173.88 + (1.0084 x 10 ?)(m?/kg)(0.7 — 0.008) MPa | E 





| = 174.6 kJ/kg 








hı = he + v6(P7 — po) 
= 697.22 + (1.1080 x 1077(8.0 — 0.7)101 = 705.3 kJ/kg 
Applying mass and energy rate balances to a control volume enclosing the open feedwater heater, we find 
the fraction y of the flow extracted at state 2 from 
hg — hs _ 697.22 — 174.6 
Y= h—hs 28328 — 1746 


(a) On the basis of a unit of mass passing through the first-stage turbine, the total turbine work output is 
W, 
my 

= (3348.4 — 2832.8) + (0.8034)(2832.8 — 2249.3) = 984.4 kJ/kg 


— 0.1966 





= (hy — №) + (1 — у)(А; — hs) 


The total pump work per unit of mass passing through the first-stage turbine is 


— = (hy — ће) + (1 — y)(hs — №) 
ті 
= (705.3 - 697.22) + (0.8034)(174.6 - 173.88) = 8.7 kJ/kg 


The heat added in the steam generator per unit of mass passing through the first-stage turbine is 


Qin _ hy — hy = 3348.4 — 705.3 = 2643.1 kJ/kg 


m, 





The thermal efficiency is then 
Wr, — Wy 9844-87 





= 0.369 (36.9%) 
















= CENT = 
Qum, 2643.1 
(b) The mass flow rate of the steam entering the turbine, m, can be deter- (ví ski 
mined using the given value for the net power output, 100 MW. Since ae aie Devel ped 
WaW- W, Ability to... 
О sketch the Ts diagram of 
РА | | the regenerative vapor 
Ww, ES " W, -8.7 кука power cycle with one open 
+ f E . feedwater heater. 
TES О fix each of the principal 
States and retrieve neces- 


... (100 MW)]3600 s/h| | 10? kJ/s 
UL (9844 — 8.7) kJ/kg | 1 MW 


Sary property data. 
U apply mass, energy, and 
entropy principles. 
Q calculate performance 
parameters for the cycle. 


= 3.69 x 10? kg/h 








@ Note that the fractions of the total flow at various locations are labeled on 
the figure. 


If the mass flow rate of steam entering the first-stage turbine 


were 150 kg/s, what would be the net power, in MW, and the fraction of 
steam extracted, y? Ans. 146.4 MW, 0.1966. 
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closed feedwater heaters 


Extraction steam 
Extraction steam a 



























Feedwater Feedwater 
out in 
Pump Condensate Condensate Steam trap 
To higher- To lower- 
pressure line pressure heater 


or condenser 


(a) (b) 


Fig. 8.10 Examples of closed feedwater heaters. 


8.4.2 Closed Feedwater Heaters 


Regenerative feedwater heating also can be accomplished with closed feedwater 
heaters. Closed heaters are shell-and-tube-type recuperators in which the feedwater 
temperature increases as the extracted steam condenses on the outside of the tubes 
carrying the feedwater. Since the two streams do not mix, they can be at different 
pressures. 

The diagrams of Fig. 8.10 show two different schemes for removing the conden- 
sate from closed feedwater heaters. In Fig. 8.10a, this is accomplished by means of 
a pump whose function is to pump the condensate forward to a higher-pressure 
point in the cycle. In Fig. 8.10b, the condensate is allowed to expand through a trap 
into a feedwater heater operating at a lower pressure or into the condenser. A trap 
is a type of valve that permits only liquid to pass through to a region of lower 
pressure. 

A regenerative vapor power cycle having one closed feedwater heater with the 
condensate trapped into the condenser is shown schematically in Fig. 8.11. For 
this cycle, the working fluid passes isentropically through the turbine stages and 











Steam 
generator 


Closed 
feedwater 
heater 











(у) —> 


Fig. 8.11 Regenerative vapor power cycle with one closed feedwater heater. 
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pumps. Except for expansion through the trap, there are no pressure drops accom- 
panying flow through other components. The T-s diagram shows the principal 
states of the cycle. 

The total steam flow expands through the first-stage turbine from state 1 to state 
2. At this location, a fraction of the flow is bled into the closed feedwater heater, 
where it condenses. Saturated liquid at the extraction pressure exits the feedwater 
heater at state 7 The condensate is then trapped into the condenser, where it is 
reunited with the portion of the total flow passing through the second-stage turbine. 
The expansion from state 7 to state 8 through the trap is irreversible, so it is shown 
by a dashed line on the 7-5 diagram. The total flow exiting the condenser as saturated 
liquid at state 4 is pumped to the steam generator pressure and enters the feedwater 
heater at state 5. The temperature of the feedwater is increased in passing through 
the feedwater heater. The feedwater then exits at state 6. The cycle is completed as 
the working fluid is heated in the steam generator at constant pressure from state 6 
to state 1. Although the closed heater shown on the figure operates with no pressure 
drop in either stream, there is a source of irreversibility due to the stream-to-stream 
temperature difference. 


Cycle Analysis 

The schematic diagram of the cycle shown in Fig. 8.11 is labeled with the fractions 
of the total flow at various locations. This is usually helpful in analyzing such cycles. 
The fraction of the total flow extracted, y, can be determined by applying the con- 
servation of mass and conservation of energy principles to a control volume around 
the closed heater. Assuming no heat transfer between the feedwater heater and its 
surroundings and neglecting kinetic and potential energy effects, the mass and energy 
rate balances reduce at steady state to give 


0 = у( — һу) + (hs — ће) 
Solving for y 
he — hs 


1 
451, (8.17) 


y = 
Assuming а throttling process for expansion across the trap, state 8 is fixed using 
hg = hz. 
The principal work and heat transfers are evaluated as discussed previously. 


8.4.3 Multiple Feedwater Heaters 


The thermal efficiency of the regenerative cycle can be increased by incorporating 
several feedwater heaters at suitably chosen pressures. The number of feedwater heat- 
ers used is based on economic considerations, since incremental increases in thermal 
efficiency achieved with each additional heater must justify the added capital costs 
(heater, piping, pumps, etc.). Power plant designers use computer programs to simu- 
late the thermodynamic and economic performance of different designs to help them 
decide on the number of heaters to use, the types of heaters, and the pressures at 
which they should operate. 

Figure 8.12 shows the layout of a power plant with three closed feedwater heaters 
and one open heater. Power plants with multiple feedwater heaters ordinarily have 
at least one open feedwater heater operating at a pressure greater than atmospheric 
pressure so that oxygen and other dissolved gases can be vented from the cycle. This 
procedure, known as deaeration, is needed to maintain the purity of the working fluid 
in order to minimize corrosion. Actual power plants have many of the same basic 
features as the one shown in the figure. 

In analyzing regenerative vapor power cycles with multiple feedwater heaters, it is 
good practice to base the analysis on a unit of mass entering the first-stage turbine. 


deaeration 
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Fig. 8.12 Example of a power plant layout. 


To clarify the quantities of matter flowing through the various plant components, the 
fractions of the total flow removed at each extraction point and the fraction of the 
total flow remaining at each state point in the cycle should be labeled on a schematic 
diagram of the cycle. The fractions extracted are determined from mass and energy 
rate balances for control volumes around each of the feedwater heaters, starting with 
the highest-pressure heater and proceeding to each lower-pressure heater in turn. This 
procedure is used in the next example that involves a reheat-regenerative vapor 
power cycle with two feedwater heaters, one open feedwater heater and one closed 
feedwater heater. 


EXAMPLE 8.6 КТО О О О О ОГ Л Т С 


Considering a Reheat-Regenerative Cycle with Two Feedwater Heaters 


Consider a reheat-regenerative vapor power cycle with two feedwater heaters, a closed feedwater heater and an 
open feedwater heater. Steam enters the first turbine at 8.0 MPa, 480°C and expands to 0.7 MPa. The steam is 
reheated to 440°C before entering the second turbine, where it expands to the condenser pressure of 0.008 MPa. 
Steam is extracted from the first turbine at 2 MPa and fed to the closed feedwater heater. Feedwater leaves the 
closed heater at 205°C and 8.0 MPa, and condensate exits as saturated liquid at 2 MPa. The condensate is trapped 
into the open feedwater heater. Steam extracted from the second turbine at 0.3 MPa is also fed into the open 
feedwater heater, which operates at 0.3 MPa. The stream exiting the open feedwater heater is saturated liquid 
at 0.3 MPa. The net power output of the cycle is 100 MW. There is no stray heat transfer from any component 
to its surroundings. If the working fluid experiences no irreversibilities as it passes through the turbines, pumps, 
steam generator, reheater, and condenser, determine (a) the thermal efficiency, (b) the mass flow rate of the 
steam entering the first turbine, in kg/h. 


SOLUTION 


Known: A reheat-regenerative vapor power cycle operates with steam as the working fluid. Operating pressures 
and temperatures are specified, and the net power output is given. 


Find: Determine the thermal efficiency and the mass flow rate entering the first turbine, in kg/h. 
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Schematic and Given Data: 
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Fig. Е8.6 


Engineering Model: 


1. Each component in the cycle is analyzed as a control volume at steady state. The control volumes are 
shown on the accompanying sketch by dashed lines. 


2. There is no stray heat transfer from any component to its surroundings. 


3. The working fluid undergoes internally reversible processes as it passes through the turbines, pumps, steam 
generator, reheater, and condenser. 


4. The expansion through the trap is a throttling process. 
5. Kinetic and potential energy effects are negligible. 


6. Condensate exits the closed feedwater heater as a saturated liquid at 2 MPa. Feedwater exits the open 
feedwater heater as a saturated liquid at 0.3 MPa. Condensate exits the condenser as a saturated liquid. 


Analysis: Let us determine the specific enthalpies at the principal states of the cycle. State 1 is the same as in 
Example 8.3, so Л, = 3348.4 kJ/kg and s, = 6.6586 kJ/kg - K. 

State 2 is fixed Бур; = 2.0 MPa and the specific entropy 5, which is the same as that of state 1. Interpolating 
in Table А-4, we get h, = 2963.5 kJ/kg. The state at the exit of the first turbine is the same as at the exit of the 
first turbine of Example 8.3, so Аз = 2741.8 kJ/kg. 

State 4 is superheated vapor at 0.7 MPa, 440°C. From Table A-4, А; = 3353.3 kJ/kg and s, = 77571 kJ/kg - K. Inter- 
polating in Table А-4 аср; = 0.3 MPa and s; = sy = 77571 kJ/kg - K, the enthalpy at state 5 15 hs = 3101.5 kJ/kg. 
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Using 56 = 54, the quality at state 6 is found to be х; = 0.9382. So 
hg = he + xgig, 
= 173.88 + (0.9382)2403.1 = 2428.5 kJ/kg 
At the condenser exit, лу = 173.88 kJ/kg. The specific enthalpy at the exit of the first pump is 


hg = hı + (ра — p7) 
= 173.88 + (1.0084)(0.3 — 0.008) = 174.17 kJ/kg 


The required unit conversions were considered in previous examples. 
The liquid leaving the open feedwater heater at state 9 is saturated liquid at 0.3 MPa. The specific enthalpy 
is ћо = 561.47 kJ/kg. The specific enthalpy at the exit of the second pump is 


hio = ho + vo(Pio — po) 
= 561.47 + (1.0732)(80 — 0.3) = 569.73 kJ/kg 


The condensate leaving the closed heater is saturated liquid at 2 MPa. From Table A-3, hy. = 908.79 kJ/kg. 
The fluid passing through the trap undergoes a throttling process, so /;з = 908.79 kJ/kg. 
The specific enthalpy of the feedwater exiting the closed heater at 8.0 MPa and 205°C is found using Eq. 3.13 as 


hy = he + (рп — Psat) 
= 875.1 + (1.1646)(8.0 — 1.73) = 8824 kJ/kg 


where Л and з; are the saturated liquid specific enthalpy and specific volume at 205°C, respectively, and Psat is 
the saturation pressure in MPa at this temperature. Alternatively, h,, can be found from Table А-5. 

The schematic diagram of the cycle is labeled with the fractions of the total flow into the turbine that remain 
at various locations. The fractions of the total flow diverted to the closed heater and open heater, respectively, 
are у’ = mm/m and у" = msm;, where m, denotes the mass flow rate entering the first turbine. 

The fraction y' can be determined by application of mass and energy rate balances to a control volume enclos- 
ing the closed heater. The result is 


p 





ћу = hy 882.4 — 569.73 


The fraction y” can be determined by application of mass and energy rate balances to a control volume enclos- 
ing the open heater, resulting in 


= 0.1522 


0 = у"; + (1— y" = y" jha фу за = hs 
Solving for y” 
(1 — y')hs + y'his — ho 
hg — hs 
(0.8478)174.17 + (0.1522)908.79 — 561.47 
174.17 - 3101.5 


" — 








— 0.0941 


(a) The following work and heat transfer values are expressed on the basis of a unit mass entering the first 
turbine. The work developed by the first turbine per unit of mass entering is the sum 


Tu (i — fa) +(1—у')(%— hs) 


= (3348.4 — 2963.5) + (0.8478)(2963.5 — 2741.8) 


— 572.9 kJ/kg 
Similarly, for the second turbine 
W 
uoc (1 = уда = hs) + (1 = y — y")(hs = ће) 
1 


= (0.8478)(3353.3 — 3101.5) + (0.7537) (3101.5 — 2428.5) 
= 720.7 kJ/kg 
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For the first pump 


Мы , ” 
— —(ül-y-—y)h-h) 
mı 
= (0.7537)(174.17 — 173.88) = 0.22 kJ/kg 
and for the second pump 
Wy 


= (hio = ho) 


mı 


= 569.73 — 561.47 = 8.26 kJ/kg 
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The total heat added is the sum of the energy added by heat transfer during boiling/superheating and reheat- 


ing. When expressed on the basis of a unit of mass entering the first turbine, this is 


Ок , 
= = (A — hn) + (1 — y')u — ha) 
m, 
= (3348.4 — 882.4) + (0.8478)(3353.3 — 2741.8) 


— 2984.4 kJ/kg 
With the foregoing values, the thermal efficiency is 


Wi lm, + Woli = Woy tiny = Wooltiny 








" Qum, 
5729 + 7207 = 022 — 826 _ 9 (431%) (ef Skills Developed 
2984.4 | | Ability to... 


(b) The mass flow rate entering the first turbine can be determined using the 
given value of the net power output. Thus, 
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© Compared to the corresponding values determined for the simple Rankine ael 52 


cycle of Example 8.1, the thermal efficiency of the present regenerative cycle 
is substantially greater and the mass flow rate is considerably less. 


If each turbine stage had an isentropic efficiency of 8596, 


: at which numbered states would the specific enthalpy values change? 
өөө Ans. 2, 3, 5, and 6. 





Other Vapor Power Cycle Aspects 
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In this section we consider vapor power cycle aspects related to working fluids, cogen- 
eration systems, and carbon capture and storage. 


8.5.1 Working Fluids 


Demineralized water is used as the working fluid in the vast majority of vapor power 
systems because it is plentiful, low cost, nontoxic, chemically stable, and relatively 


parameters for the cycle. 
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organic Rankine cycles 


binary vapor cycle 


noncorrosive. Water also has a large change in specific enthalpy as it vaporizes at 
typical steam generator pressures, which tends to limit the mass flow rate for a desired 
power output. With water, the pumping power is characteristically low, and the tech- 
niques of superheat, reheat, and regeneration are effective for improving power plant 
performance. 

The high critical pressure of water (22.1 MPa, 3204 Ibf/in.’) has posed a challenge 
to engineers seeking to improve thermal efficiency by increasing steam generator 
pressure and thus average temperature of heat addition. See the discussion of super- 
critical cycles in Sec. 8.3. 

Although water has some shortcomings as a working fluid, no other single sub- 
stance is more satisfactory for large electrical generating plants. Still, vapor cycles 
intended for special applications employ working fluids more in tune with the appli- 
cation at hand than water. 

Organic Rankine cycles employ organic substances as working fluids, including pen- 
tane, mixtures of hydrocarbons, commonly used refrigerants, ammonia, and silicon oil. 
The organic working fluid is typically selected to meet the requirements of the par- 
ticular application. For instance, the relatively low boiling point of these substances 
allows the Rankine cycle to produce power from low-temperature sources, including 
industrial waste heat, geothermal hot water, and fluids heated by concentrating-solar 
collectors. 

A binary vapor cycle couples two vapor cycles so the energy discharged by heat 
transfer from one cycle is the input for the other. Different working fluids are used 
in these cycles, one having advantageous high-temperature characteristics and another 
with complementary characteristics at the low-temperature end of the overall operat- 
ing range. Depending on the application, these working fluids might include water 
and organic substances. The result is a combined cycle having a high average tem- 
perature of heat addition and a low average temperature of heat rejection and, thus, 
a thermal efficiency greater than either cycle has individually. 

Figure 8.13 shows the schematic and accompanying T-s diagram of a binary vapor 
cycle. In this arrangement, two ideal Rankine cycles are combined using an intercon- 
necting heat exchanger that serves as the condenser for the higher-temperature cycle 
(topping cycle) and boiler for the lower-temperature cycle (bottoming cycle). Heat 
rejected from the topping cycle provides the heat input for the bottoming cycle. 


Bottoming cycle superheater 


Bottoming сусіе:- 
a-b-c-d-e 


Condenser Topping cycle: 


Topping cycle 
boiler 


Topping cycle condenser, 
bottoming cycle boiler 





Liquid 
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Fig. 8.13 Binary vapor cycle. 
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8.5.2 Cogeneration 


Our society can use fuel more effectively through greater use of cogeneration systems, 
also known as combined heat and power systems. Cogeneration systems are inte- 
grated systems that simultaneously yield two valuable products, electricity and steam 
(or hot water), from a single fuel input. Cogeneration systems typically provide cost 
savings relative to producing power and steam (or hot water) in separate systems. 
Costing of cogeneration systems is introduced in Sec. 773. 

Cogeneration systems are widely deployed in industrial plants, refineries, paper 
mills, food processing plants, and other facilities requiring process steam, hot water, 
and electricity for machines, lighting, and other purposes. District heating is another 
important cogeneration application. District heating plants are located within com- 
munities to provide steam or hot water for space heating and other thermal needs 
together with electricity for domestic, commercial, and industrial use. For instance, in 
New York City, district heating plants provide heating to Manhattan buildings while 
also generating electricity for various uses. 

Cogeneration systems can be based on vapor power plants, gas turbine power plants, 
reciprocating internal combustion engines, and fuel cells. In this section, we consider 
vapor power-based cogeneration and, for simplicity, only district heating plants. The 
particular district heating systems considered have been selected because they are well 
suited for introducing the subject. Gas turbine-based cogeneration is considered in Sec. 
9.9.2. The possibility of fuel cell-based cogeneration is considered in Sec. 13.4. 


BACK-PRESSURE PLANTS. А back-pressure district heating plant is shown in 
Fig. 8.14a. The plant resembles the simple Rankine cycle plant considered in Sec. 8.2 
but with an important difference: In this case, energy released when the cycle work- 
ing fluid condenses during flow through the condenser is harnessed to produce steam 
for export to the nearby community for various uses. The steam comes at the expense 
of the potential for power, however. 

The power generated by the plant is linked to the district heating need for steam 
and is determined by the pressure at which the cycle working fluid condenses, called 
the back pressure. For instance, if steam as saturated vapor at 100°C is needed by the 
community, the cycle working fluid, assumed here to be demineralized water, must 
condense at a temperature greater than 100°C and thus at a back pressure greater 
than 1 atm. Accordingly, for fixed turbine inlet conditions and mass flow rate, the 
power produced in district heating is necessarily less than when condensation occurs 
well below 1 atm as it does in a plant fully dedicated to power generation. 


EXTRACTION PLANTS. An extraction district heating plant is shown in Fig, 8.14b. 
The figure is labeled (in parentheses) with fractions of the total flow entering the 
turbine remaining at various locations; in this respect the plant resembles the regen- 
erative vapor power cycles considered in Sec. 8.4. Steam extracted from the turbine 
is used to service the district heating need. Differing heating needs can be flexibly 
met by varying the fraction of the steam extracted, denoted by y. For fixed turbine 
inlet conditions and mass flow rate, an increase in the fraction y to meet a greater 
district heating need is met by a reduction in power generated. When there is no 
demand for district heating, the full amount of steam generated in the boiler expands 
through the turbine, producing greatest power under the specified conditions. The 
plant then resembles the simple Rankine cycle of Sec. 8.2. 


8.5.3 Carbon Capture and Storage 


The concentration of carbon dioxide in the atmosphere has increased significantly 
since preindustrial times. Some of the increase is traceable to burning fossil fuels. 
Coal-fired vapor power plants are major sources. Evidence is mounting that excessive 


cogeneration 


district heating 


477 


478 


Chapter 8 Vapor Power Systems 









Fuel ——H— 
Boiler 





Steam 


Condensate 


(a) Back-pressure plant. 


Fuel ——H— 
P 


Cooling tower 










To cooling tower 


Condensate 


Steam 





Condensate 


(b) Extraction plant. 


Fig. 8.14 Vapor cycle district heating plants. 


СО» in the atmosphere contributes to global climate change, and there is growing 
agreement that measures must be taken to reduce such emissions. 

Carbon dioxide emissions can be reduced by using fossil fuels more efficiently and 
avoiding wasteful practices. Moreover, if utilities use fewer fossil-fueled plants and more 
wind, hydropower, and solar plants, less carbon dioxide will come from this sector. 
Practicing greater efficiency, eliminating wasteful practices, and using more renewable 
energy are important pathways for controlling СО». Yet these strategies are insufficient. 

Since they will be plentiful for several decades, fossil fuels will continue to be used 
for generating electricity and meeting industrial needs. Accordingly, reducing СО; 
emissions at the plant level is imperative. One option is greater use of low-carbon 
fuels — more natural gas and less coal, for example. Another option involves removal 
of carbon dioxide from the exhaust gas of power plants, oil and gas refineries, and 
other industrial sources followed by storage (sequestration) of captured CO). 

Figure 8.15 illustrates a type of carbon dioxide storage method actively under 
consideration today. Captured СО; is injected into depleted oil and gas reservoirs, 
unminable coal seams, deep salty aquifers, and other geological structures. Storage in 
oceans by injecting CO; to great depths from offshore pumping stations is another 
method under consideration. 


8.5 Other Vapor Power Cycle Aspects 479 


Electric power 








CO, injection, typically at a distance 


CO, stored in salty aquifer 


CO, stored in unminable 
coal seams 


CO, stored in depleted 
oil and gas reservoirs 


Fig. 8.15 Carbon capture and storage: power plant application. 


Deployment of CO; capture and storage technology faces major hurdles, including 
uncertainty over how long injected gas will remain stored and possible collateral 
environmental impact when so much gas is stored in nature. Another technical chal- 
lenge is the development of effective means for separating CO; from voluminous 
power plant and industrial gas streams. 

Expenditures of energy resources and money required to capture СО», transport 
it to storage sites, and place it into storage will be significant. Yet with our current 
knowledge, carbon capture and storage is the principal strategy available today for 
reducing carbon dioxide emissions at the plant level. This area clearly is ripe for 


innovation. For more, see the following Horizons. 


HORIZONS 


What to Do About That CO;? 


The race is on to find alternatives to storage of 

carbon dioxide captured from power plant exhaust 

gas streams and other sources. Analysts say there 

may be no better alternative, but storage does not have to 

be the fate of all of the captured CO, if there are commercial 
applications for some of it. 

One use of carbon dioxide is for enhanced oil recovery— 
namely, to increase the amount of oil extractable from oil 
fields. By injecting CO; at high pressure into an oil-bearing 
underground layer, difficult-to-extract oil is forced to the sur- 
face. Proponents contend that widespread application of cap- 
tured carbon dioxide for oil recovery will provide a source of 
income instead of cost, which is the case when the СО; is 
simply stored underground. Some envision a lively commerce 
involving export of liquefied carbon dioxide by ship from 
industrialized, oil-importing nations to oil-producing nations. 

Another possible commercial use proposed for captured 
carbon dioxide is to produce algae, a tiny single-cell plant. 


When supplied with carbon dioxide, algae held in bioreac- 
tors absorb the carbon dioxide via photosynthesis, spurring 
algae growth. Carbon-enriched algae can be processed into 
transportation fuels, providing substitutes for gasoline and 
a source of income. 

Researchers are also working on other ways to turn cap- 
tured carbon dioxide into fuel. One approach attempts to 
mimic processes occurring in living things, whereby carbon 
atoms, extracted from carbon dioxide, and hydrogen atoms, 
extracted from water, are combined to create hydrocarbon 
molecules. Another approach uses solar radiation to split 
carbon dioxide into carbon monoxide and oxygen, and split 
water into hydrogen and oxygen. These building blocks can 
be combined into liquid fuels, researchers say. 

Algae growth and fuel production using carbon dioxide 
are each in early stages of development. Still, such concepts 
suggest potential commercial uses for captured carbon diox- 
ide and inspire hope of others yet to be imagined. 
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| TAKE NOTE... 
Chapter 7 is а prerequisite 
for the study of this 


Section. 





Case Study: Exergy Accounting 

of a Vapor Power Plant 
The discussions to this point show that a useful picture of power plant performance 
can be obtained with the conservation of mass and conservation of energy principles. 
However, these principles provide only the quantities of energy transferred to and from 
the plant and do not consider the utility of the different types of energy transfer. For 
example, with the conservation principles alone, a unit of energy exiting as generated 
electricity is regarded as equivalent to a unit of energy exiting in relatively low- 
temperature cooling water, even though the electricity has greater utility and economic 
value. Also, nothing can be learned with the conservation principles alone about the 
relative significance of the irreversibilities present in the various plant components 
and the losses associated with those components. The method of exergy analysis intro- 
duced in Chap. 7 allows issues such as these to be considered quantitatively. 


Exergy Accounting 

In this section we account for the exergy entering a power plant with the fuel. (Means 
for evaluating the fuel exergy are introduced in Sec. 13.6.) A portion of the fuel 
exergy is ultimately returned to the plant surroundings as the net work developed. 
However, the largest part is either destroyed by irreversibilities within the various 
plant components or carried from the plant by cooling water, stack gases, and unavoid- 
able heat transfers with the surroundings. These considerations are illustrated in the 
present section by three solved examples, treating respectively the boiler, turbine and 
pump, and condenser of a simple vapor power plant. 

The irreversibilities present in each power plant component exact a tariff on the 
exergy supplied to the plant, as measured by the exergy destroyed in that component. 
The component levying the greatest tariff is the boiler, for a significant portion of the 
exergy entering the plant with the fuel is destroyed by irreversibilities within it. There 
are two main sources of irreversibility in the boiler: (1) the irreversible heat transfer 
occurring between the hot combustion gases and the working fluid of the vapor 
power cycle flowing through the boiler tubes, and (2) the combustion process itself. 
To simplify the present discussion, the boiler is considered to consist of a combustor 
unit in which fuel and air are burned to produce hot combustion gases, followed by 
a heat exchanger unit where the cycle working fluid is vaporized as the hot gases 
cool. This idealization is illustrated in Fig. 8.16. 
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TABLE 8.4 


a 


Vapor Power Plant Exergy Accounting’ 





Outputs 
Net power out? 30% 
Losses 
Condenser cooling water‘ 1% 
Stack gases (assumed) 1% 
Exergy destruction 
Boiler 
Combustion unit (assumed) 30% 
Heat exchanger unit? 30% 
Turbine® 5% 
Pump! — 
Condenser? 396 
Total 10096 
“All values are expressed as a percentage of Example 8.8. 
the exergy carried into the plant with the “Example 8.9. 
fuel. Values are rounded to the nearest full "Example 8.7. 
percent. Exergy losses associated with stray *Example 8.8. 
heat transfer from plant components are ‘Example 8.8. 
ignored. Example 8.9. 


For purposes of illustration, let us assume that 30% of the exergy entering the com- 
bustion unit with the fuel is destroyed by the combustion irreversibility and 1% of the 
fuel exergy exits the heat exchanger unit with the stack gases. The corresponding values 
for an actual power plant might differ from these nominal values. However, they provide 
characteristic values for discussion. (Means for evaluating the combustion exergy destruc- 
tion and the exergy accompanying the exiting stack gases are introduced in Chap. 13.) 

Using the foregoing values for the combustion exergy destruction and stack gas loss, 
it follows that a maximum of 69% of the fuel exergy remains for transfer from the hot 
combustion gases to the cycle working fluid. It is from this portion of the fuel exergy 
that the net work developed by the plant is obtained. In Examples 8.7 through 8.9, we 
account for the exergy supplied by the hot combustion gases passing through the heat 
exchanger unit. The principal results of this series of examples are reported in Table 8.4. 
Carefully note that the values of Table 8.4 are keyed to the vapor power plant of Exam- 
ple 8.2 and thus have only qualitative significance for vapor power plants in general. 


Case Study Conclusions 
The entries of Table 8.4 suggest some general observations about vapor power plant 
performance. First, the table shows that the exergy destructions are more significant 
than the plant losses. The largest portion of the exergy entering the plant with the fuel 
is destroyed, with exergy destruction in the boiler overshadowing all others. By contrast, 
the loss associated with heat transfer to the cooling water is relatively unimportant. The 
cycle thermal efficiency (calculated in the solution to Example 8.2) is 31.4%, so over 
two-thirds (68.696) of the energy supplied to the cycle working fluid is subsequently 
carried out by the condenser cooling water. By comparison, the amount of exergy car- 
ried out is virtually negligible because the temperature of the cooling water is raised 
only a few degrees over that of the surroundings and thus has limited utility. The loss 
amounts to only 1% of the exergy entering the plant with the fuel. Similarly, losses 
accompanying unavoidable heat transfer with the surroundings and the exiting stack 
gases typically amount only to a few percent of the exergy entering the plant with the 
fuel and are generally overstated when considered from the perspective of energy alone. 
An exergy analysis allows the sites where destructions or losses occur to be identified 
and rank ordered for significance. This knowledge is useful in directing attention to 
aspects of plant performance that offer the greatest opportunities for improvement 
through the application of practical engineering measures. However, the decision to 
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adopt any particular modification is governed by economic considerations that take into 
account both economies in fuel use and the costs incurred to achieve those economies. 

The calculations presented in the following examples illustrate the application of 
exergy principles through the analysis of a simple vapor power plant. There are no 
fundamental difficulties, however, in applying the methodology to actual power plants, 
including consideration of the combustion process. The same procedures also can be 
used for exergy accounting of the gas turbine power plants considered in Chap. 9 and 
other types of thermal systems. 

The following example illustrates the exergy analysis of the heat exchanger unit 
of the boiler of the case study vapor power plant. 


EXAMPLE 87 "ПИТТ ТТТ ТТГ Т ИТТЕН 


Vapor Cycle Exergy Analysis—Heat Exchanger Unit 


The heat exchanger unit of the boiler of Example 8.2 has a stream of water entering as a liquid at 8.0 MPa and 
exiting as a saturated vapor at 8.0 MPa. In a separate stream, gaseous products of combustion cool at a constant 
pressure of 1 atm from 1107 to 547°C. The gaseous stream сап be modeled as air as an ideal gas. Let Ty = 22°C, 
ро = 1 atm. Determine (a) the net rate at which exergy is carried into the heat exchanger unit by the gas stream, 
in MW, (b) the net rate at which exergy is carried from the heat exchanger by the water stream, in MW, (c) the 
rate of exergy destruction, in MW, (d) the exergetic efficiency given by Eq. 727 


SOLUTION 


Known: A heat exchanger at steady state has a water stream entering and exiting at known states and a separate 
gas stream entering and exiting at known states. 


Find: Determine the net rate at which exergy is carried into the heat exchanger by the gas stream, in MW, the 
net rate at which exergy is carried from the heat exchanger by the water stream, in MW, the rate of exergy 
destruction, in MW, and the exergetic efficiency. 


Schematic and Given Data: 





Engineering Model: 
1107°С, : o 18 
1 atm 1. The control volume shown in the accompanying figure 
operates at steady state with Об = Wy = 0. 
Steam 
saturated vapor, 
8.0 MPa 


N 


. Kinetic and potential energy effects can be ignored. 








3. The gaseous combustion products are modeled as air as 
an ideal gas. 


4. The air and the water each pass through the steam gen- 
erator at constant pressure. 


5. Only 69% of the exergy entering the plant with the fuel 
remains after accounting for the stack loss and combus- 
tion exergy destruction. 


6. To = 22°C, Ру = 1 atm. 
Analysis: The analysis begins by evaluating the mass flow rate of the air in terms of the mass flow rate of the 


water. The air and water pass through the boiler in separate streams. Hence, at steady state the conservation of 
mass principle requires 


m; = т, (air) 
та = ту (water) 


Using these relations, an energy rate balance for the overall control volume reduces at steady state to 


0 0 
ges [^ = Ж, + mh; ui ће) F m(h, == hi) 
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where О, = Wa = 0 by assumption 1, and the kinetic and potential energy terms are dropped by assumption 
2. In this equation m, and т denote, respectively, the mass flow rates of the air and water. On solving 


ma _ h — h 


m hi На ће 
The solution to Example 8.2 gives Лу = 2758 kJ/kg and л; = 183.36 kJ/kg. From Table А-22, h; = 1491.44 kJ/kg 
and A, — 843.98 kJ/kg. Hence, 
та 2738 = 183.36 kg (air) 


- 3. 
т 1491.44 - 843.98 2n kg (steam) 





From Example 8.2, т = 4.449 x 10? kg/h. Thus, т, = 17.694 x 10? kg/h. 


(a) The net rate at which exergy is carried into the heat exchanger unit by the gaseous stream can be evaluated 
using Eq. 718: 
net rate at which exergy 
is carried in by the = m,(eg — ey) 
gaseous stream 





= mlhi ће To(s; $83] 


Since the gas pressure remains constant, Eq. 6.20a giving the change in specific entropy of an ideal gas reduces 
to s; — s, = s? — Se. Thus, with Л and s? values from Table A-22 


ты(ев = eg) = (17.694 х 10° kg/h)[ (1491.44 — 843.98) kJ/kg — (295 К)(3.34474 — 2.74504) kJ/kg - К] 


. 8326 х 10° kJ/h | 1MW 
|3600 s/h| 10? kJ/s 





= 23128 МУ 


(b) The net rate at which exergy is carried out of the boiler by the water stream is determined similarly: 
net rate at which exergy 
is carried out by the = т(ең — en) 
water stream 





= т[һ, hy — То(51 54) ] 


From Table A-3, s, = 5.7432 kJ/kg · K. Double interpolation in Table A-5 at 8.0 MPa and ћ, = 183.36 kJ/kg gives 
54 = 0.5957 kJ/kg - К. Substituting known values 


т(еп — ен) = (4.449 x 10°)[(2758 — 183.36) - 295(5.7432 — 0.5957) ] 





.699 x 10% 
o OL IN = 130.53 MW 
(c) The rate of exergy destruction can be evaluated by reducing the exergy rate balance to obtain 
Ө Е; = m,(eg — ex) + т(ец — en) 
With the results of parts (a) and (b) 
e E, = 23128 MW — 130.53 MW = 100.75 MW 


(d) The exergetic efficiency given by Eq. 727 is 


m (eg - ви) 130.53 MW 
"(ез — ex) 231.28MW 





— 0.564 (56.496) 


This calculation indicates that 43.6% of the exergy supplied to the heat exchanger unit by the cooling com- 
bustion products is destroyed. However, since only 69% of the exergy entering the plant with the fuel is assumed 
to remain after the stack loss and combustion exergy destruction are accounted for (assumption 5), it can be 
concluded that 0.69 x 43.6% — 30% of the exergy entering the plant with the fuel is destroyed within the heat 
exchanger. This is the value listed in Table 8.4. 
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@ Since energy is conserved, the rate at which energy is transferred to the water as it flows through the heat 
exchanger equals the rate at which energy is transferred from the gas passing through the heat exchanger. 
By contrast, the rate at which exergy is transferred to the water is less than the rate at which exergy is trans- 
ferred from the gas by the rate at which exergy is destroyed within the heat exchanger. 


@ The rate of exergy destruction can be determined alternatively by evaluat- 
ing the rate of entropy production, бу, from an entropy rate balance and (vf Skills Developed 
multiplying by Ty to obtain Ea = бо. 


ека E E Qe eiui 


Ability to... 
© Underlying the assumption that each stream passes through the heat О perform exergy analysis 
exchanger at constant pressure is the neglect of friction as an irreversibility. of a power plant steam 
Thus, the only contributor to exergy destruction in this case is heat transfer generator. 





from the higher-temperature combustion products to the vaporizing water. 


If the gaseous products of combustion are cooled to 517°C (he = 
810.99 kJ/kg), what is the mass flow rate of the gaseous products, in 


kg/h? Ans. 16.83 х 10° kg/h. 






. 
......: 


Іп the next example, we determine the exergy destruction rates іп the turbine and 
pump of the case study vapor power plant. 


EXAMPLE 3.9 Ж УО О О ЕЕ I S ҮТ Г СТ К ГТ ГГ СГ 


Vapor Cycle Exergy Analysis—Turbine and Pump 


Reconsider the turbine and pump of Example 8.2. Determine for each of these components the rate at which 
exergy is destroyed, in MW. Express each result, and the net power output of the plant, as a percentage of the 
exergy entering the plant with the fuel. Let Ty = 22°C, ру = 1 atm. 

SOLUTION 


Known: A vapor power cycle operates with steam as the working fluid. The turbine and pump each have an 
isentropic efficiency of 8596. 


Find: For the turbine and the pump individually, determine the rate at which exergy is destroyed, in MW. Express 
each result, and the net power output, as a percentage of the exergy entering the plant with the fuel. 


Schematic and Given Data: 








Д S 
j ИН Fig. E8.8 
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Engineering Model: 

1. The turbine and the pump can each be analyzed as a control volume at steady state. 

2. The turbine and pump operate adiabatically and each has an isentropic efficiency of 85%. 
3. Kinetic and potential energy effects are negligible. 
4 


. Only 69% of the exergy entering the plant with the fuel remains after accounting for the stack loss and 
combustion exergy destruction. 


5. Т» = 220 Po = 1 айт. 


Analysis: The rate of exergy destruction can be found by reducing the exergy rate balance or by use of the 
relationship Ey = Тос, where о, is the rate of entropy production from an entropy rate balance. With either 
approach, the rate of exergy destruction for the turbine can be expressed as 


Е, = ms, — 51) 


From Table А-3, s, = 5.7432 kJ/kg - K. Using А; = 1939.3 kJ/kg from the solution to Example 8.2, the value of 
52 сап be determined from Table A-3 as s; — 6.2021 kJ/kg - K. Substituting values 


E, = (4.449 х 10° kg/h) (295 К)(6.2021 — 5.7432) (kJ/kg - К) 


kJ\| 1h || 1MW 
= | 0.602 x 10% 
( = 10? kJ/s 


From the solution to Example 8.7 the net rate at which exergy is supplied by the cooling combustion gases 
is 231.22 MW. The turbine rate of exergy destruction expressed as a percentage of this is (16.72/231.28)(10096) — 
723%. However, since only 69% of the entering fuel exergy remains after the stack loss and combustion exergy 
destruction are accounted for, it can be concluded that 0.69 x 723% — 5% of the exergy entering the plant with 
the fuel is destroyed within the turbine. This is the value listed in Table 8.4. 

Similarly, the exergy destruction rate for the pump is 





= 16.72 MW 











Е, = mT (sq — 53) 
With 8; from Table A-3 and s, from the solution to Example 8.7 
E, — (4.449 x 10? kg/h)(295 K)(0.5957 — 0.5926)(kJ/kg - K) 














k 1h 1MW 
- (407 x 10° n | > = 0.11 MW у 
h / 13600 s | |10? kJ/s (Vf Skills Developed 
Expressing this as a percentage of the exergy entering the plant as calculated above, ж 
we have (0.11/231.28)(69%) — 0.0396. This value is rounded to zero in Table 84. О perform exergy analysis 
The net power output of the vapor power plant of Example 8.2 is 100 MW. of a power plant turbine 


Expressing this as a percentage of the rate at which exergy is carried into the 
plant with the fuel, (100/231.28)(6996) — 3096, as shown in Table 8.4. 


| ETT What is the exergetic efficiency of the power plant? Ans. 3096... 


and pump. 





The following example illustrates the exergy analysis of the condenser of the case 
study vapor power plant. 


EXAMPLE 89 Ж О О О ГТ Г ГГ КГК ККК КККК Л Л 


Vapor Cycle Exergy Analysis—Condenser 


The condenser of Example 8.2 involves two separate water streams. In one stream a two-phase liquid-vapor 
mixture enters at 0.008 MPa and exits as a saturated liquid at 0.008 MPa. In the other stream, cooling water 
enters at 15°С and exits at 35°С. (a) Determine the net rate at which exergy is carried from the condenser by 
the cooling water, in MW. Express this result as a percentage of the exergy entering the plant with the fuel. 
(b) Determine for the condenser the rate of exergy destruction, in MW. Express this result as a percentage of 
the exergy entering the plant with the fuel. Let Ty) = 22°C and po = 1 atm. 
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SOLUTION 


Known: A condenser at steady state has two streams: (1) a two-phase liquid-vapor mixture entering and condensate 
exiting at known states and (2) a separate cooling water stream entering and exiting at known temperatures. 


Find: Determine the net rate at which exergy is carried from the condenser by the cooling water stream and the 
rate of exergy destruction for the condenser. Express both quantities in MW and as percentages of the exergy 
entering the plant with the fuel. 


Schematic and Given Data: 






Saturated Two-phase 

liquid, <= _ 6! <—— liquid-vapor mixture, 
0.008 МРа 0.008 МРа 

Тлаша, Liquid. 

15°C 35°C 


Fig. E8.9 





Engineering Model: 
1. The control volume shown on the accompanying figure operates at steady state with О, = Wey = 0. 


2. Kinetic and potential energy effects can be ignored. 
3. Only 69% of the fuel exergy remains after accounting for the stack loss and combustion exergy destruction. 


4. To = 22°C, po = 1 atm. 


Analysis: 
(a) The net rate at which exergy is carried out of the condenser can be evaluated by using Eq. 718: 


net rate at which exergy 
is carried out by the = Mow(Cfe — es) 
cooling water 
= Том ће ш hi =: To(Se = 8)| 
where m, is the mass flow rate of the cooling water from the solution to Example 8.2. With saturated liquid values 
for specific enthalpy and entropy from Table A-2 at the specified inlet and exit temperatures of the cooling water 
mus(e; — eg) = (9.39 х 10° kg/h)[(146.68 — 62.99) kJ/kg — (295 K)(0.5053 — 0.2245) kJ/kg - К] 

_ 8.019 x 105 kJ/h | 1MW 
|3600 s/h| 10? kJ/s 


Expressing this as a percentage of the exergy entering the plant with the fuel, we get (2.23/231.28)(6996) — 196. 
This is the value listed in Table 8.4. 





= 2.23 MW 





(b) The rate of exergy destruction for the condenser can be evaluated by reducing the exergy rate balance. Alternatively, 
the relationship E; = Ty б, can be employed, where а, is the time rate of entropy production for the condenser 
determined from an entropy rate balance. With either approach, the rate of exergy destruction can be expressed as 


Ey = To[rin(s3 — s2) + бм- s;)] 
Substituting values 


E, = 295[(4.449 x 10°)(0.5926 — 6.2021) + (9.39 x 10°)(0.5053 — 0.2245)] 


416.1 x 105 kI/h | 1MW | _ i sey G PAE Developed" 
22 qé00sh| По)” Ability to... 


О perform exergy analysis of a 
power plant condenser. 





Expressing this as a percentage of the exergy entering the plant with the fuel, 
we get (11.56/231.28)(6996) — 396. This is the value listed in Table 8.4. 





Referring to data from Example 8.2, what percent of the energy 


supplied to the steam passing through the steam generator is carried 
-—— out by the cooling water? Ans. 68.695. Bececcccececccceccccsocoscecoccesceccecoccecescocecoeo: 
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CHAPTER SUMMARY AND STUDY GUIDE SEEE 


Exercises: Things Engineers Think About 


KEY ENGINEERING CONCEPTS 


KEY EQUATIONS 


This chapter begins with an introduction to power genera- 
tion that surveys current U.S. power generation by source 
and looks ahead to power generation needs in decades to 
come. These discussions provide context for the study of 
vapor power plants in this chapter and gas power plants in 
Chap. 9. 

In Chap. 8 we have considered practical arrangements for 
vapor power plants, illustrated how vapor power plants are 
modeled thermodynamically, and considered the principal 
irreversibilities and losses associated with such plants. The 
main components of simple vapor power plants are modeled 
by the Rankine cycle. 

In this chapter, we also have introduced modifications to 
the simple vapor power cycle aimed at improving overall per- 
formance. These include superheat, reheat, regeneration, 
supercritical operation, cogeneration, and binary cycles. We 
have also included a case study to illustrate the application 
of exergy analysis to vapor power plants. 


Rankine cycle, p. 445 
feedwater, p. 447 

thermal efficiency, p. 447 
back work ratio, p. 447 
ideal Rankine cycle, p. 449 


superheat, p. 459 
reheat, p. 459 





. ее ө ө ж 


supercritical, p. 460 
regeneration, p. 465 
open feedwater heater, p. 465 


€ 9 0 6 ө ө ө ө ө ө ө ө ө ө 6 ө ө ө ө ө е 


The following checklist provides a study guide for this 
chapter. When your study of the text and end-of-chapter 
exercises has been completed you should be able to 


> write out the meanings of the terms listed іп the margin 
throughout the chapter and explain each of the related 
concepts. The subset of key concepts listed below is par- 
ticularly important. 


> sketch schematic diagrams and accompanying Т-5 diagrams 
of Rankine, reheat, and regenerative vapor power cycles. 


> apply conservation of mass and energy, the second law, and 
property data to determine power cycle performance, includ- 
ing thermal efficiency, net power output, and mass flow rates. 

>» discuss the effects on Rankine cycle performance of varying 
steam generator pressure, condenser pressure, and turbine 
inlet temperature. 

> discuss the principal sources of exergy destruction and 
loss in vapor power plants. 


* 9 6 9 ө ө ө ө ө ө ө ө ө €? ө ө ө ө ө ө ө ө ө ө 9 ө е ө ө э ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө о 


closed feedwater heater, p. 470 
organic Rankine cycle, p. 476 
binary vapor cycle, p. 476 
cogeneration, p. 477 

district heating, p. 477 


€ 9 à о 6 ө ө ө ө 9 ө € ө ө ө ө ө ө ө ө ө ө ө ө € ө ө ө ө ө ө ө ө ө ө ө ө ө € ө ө ө ө ө 6 * ө • 











Wim — Ут (= h) — (ha — hs) | А : 
n = — = (8.5a) p. 447 | Thermal efficiency for the Rankine cycle of Fig. 8.2 
Qum hı = h4 
Шыт (h4 = hs) | | 
bwr = —— = (8.6) p. 447 | Back work ratio for the Rankine cycle of Не. 8.2 
Wim _ (hi №) 
W, 
——] = v3(p4 — рз) (8.7b) p. 449 | Approximation for the pump work of the ideal 
M/s 


EXERCISES: THINGS ENGINEERS THINK ABOUT 


1. What are electrical brownouts and blackouts and what 
causes them? 


2. What devices are the greatest electricity consumers in a 
typical home? 


Rankine cycle of Fig. 8.3 


3. How is electricity generated at a power plant transmitted 
and distributed to end users? 


4. When does peak demand for electricity usually occur in 
your service area? 


488 Chapter 8 Vapor Power Systems 


5. What is a baseload power plant? 10. What is the difference between solar-concentrating and 


6. If Iceland completes its planned transition to using only УБА ИО ВИ geñetation? 


renewable energy throughout its society by mid-century, what 11. Decades of coal mining have left piles of waste coal, 
significant changes in lifestyle will Icelanders have to tolerate? or culm, in many locations through the United States. What 
effects does culm have on human health and the 


7. What type of power plant produces the electricity used in А 
environment? 


your residence? 


8. What is the relationship between global climate change and 12. How do operators of electricity-generating plants detect 
the hole in Earth's ozone layer? and respond to changes in consumer demand throughout the 


day? 
9. Why is it important for power plant operators to keep pipes " 


circulating water through plant components free from fouling? 13. What is an energy orb? 


(eise ИСА I3 EP WIPE e e n n n n n n n n n n n A I eee eee 


1. The pump work per unit of mass flowing of the ideal cycle, 10. A district heating plant whose net power output is linked 
Fig. 8.3, can be approximated by to the district heating need for steam and is determined by 
the pressure at which the cycle working fluid condenses is 








a. u3(hy = hz). с. vs(s4 = 5з). 
b. (Т, — Ts). d. vs(pa = рз). 
: 11. An example of an external irreversibility associated with 
2. _ systems are integrated systems that : : 
е : a" the Rankine cycle is 
simultaneously yield electricity and steam (or hot water) 
from a single fuel input. a. expansion of the working fluid through the turbine. 


b. frictional effects resulting in pressure drops. 
c. combustion of fuel. 
d. irreversibilities in the pump. 


3. The component of the Rankine cycle in which the working 
fluid vaporizes is the 


a. boiler. C pump: 12. The performance parameter that compares work associated 

b. condenser. d. turbine. with an actual adiabatic expansion through a turbine with 
4. A cycle that couples two vapor cycles so the energy that of the corresponding isentropic expansion is 

discharged by heat from one cycle is the input for the other 13, A district heating plant that extracts steam from the 

cydeisa — 1. turbine to fulfill district heating needs is an 


5. The ratio of the pump work input to the work developed plant. 


by the turbine is 14. Reheat in a vapor power cycle is the performance 


а: back work ratio. improvement strategy that increases 


b. isentropic efficiency. 15. A direct-contact-type heat exchanger found in regenerative 
c. net work. vapor power cycles in which streams at different temperatures 
d. thermal efficiency. mix to form a stream at an intermediate temperature is an 


6. A shell-and-tube-type recuperator in which the feedwater 
temperature increases as the extracted steam condenses on 16, The component of a regenerative vapor power cycle that 
the outside of the tubes carrying the feedwater is a permits only liquid to pass through to a region of lower 
pressure is a 


7. Тһе processes associated with the ideal Rankine cycle are 17. The percent contribution currently of natural gas to 


a. two adiabatic processes, two isentropic processes. electricity generation in the United States is 


b. two constant-volume processes, two isentropic processes. 18. А Rankine cycle that employs an organic substance as the 
с. (мо constant-temperature processes, two isentropic working fluid is an 
processes. 


d. two constant-pressure processes, two isentropic processes. 19, Identifying ала the exergy enterng a power 


plant with the fuel is called 
8. The component of the Rankine cycle that produces shaft 


роўзег [һе 20. Which of the following is not a primary goal of subsystems 


associated with vapor power plants? 
9. The component in a power plant with the greatest exergy 


ME a. convert electrical power to shaft power. 
destruction is the 


b. provide condenser cooling water. 
a. turbine. c. pump. c. convert shaft power to electrical power. 
b. condenser. d. boiler. d. supply energy to vaporize the power plant working fluid. 


21. The component of a Rankine cycle in which the working 
fluid rejects energy by heat transfer is the 


22. Vapor power plants that operate with steam generator 
pressures exceeding the critical pressure of water are 


a. ideal vapor power plants. 

b. regenerative vapor power plants. 
c. reheat vapor power plants. 

d. supercritical vapor power plants. 


23. With , steam expands through a first-stage 
turbine to an intermediate pressure, returns through a steam 
generator, and then expands through a second-stage turbine 
to the condenser pressure. 


24. The purpose of deaeration is 


25. The component of the Rankine cycle that requires a power 
input is the 


26. The two main sources of irreversibilities in the boiler are 
and 





Indicate whether the following statements are true or false. 
Explain. 


27. Lowering condenser pressure lowers the average temperature 
of heat rejection from the Rankine cycle. 


28. Renewable sources for power generation 
hydropower, biomass, wind, and nuclear. 


include 


29. The total cost associated with a power plant considers only 
construction, operation, maintenance, and retirement. 


30. Superheat involves adding energy by heat to steam to 
bring it to a superheated vapor condition at the turbine inlet. 


31. Power plant types that generate electric power include 
coal-fueled, nuclear-fueled, solar-concentrating, and wind 
power plants. 


32. Electric power generation using biomass requires com- 
bustion. 


33. Extraction district heating plants adapt to differing heating 
needs by varying the fraction of steam extracted from the 
turbine. 


34. Raising boiler pressure lowers the average temperature at 
which energy is added by heat transfer to the Rankine cycle. 


Analyzing Rankine Cycles 


8.1 Water is the working fluid in an ideal Rankine cycle. The 
condenser pressure is 6 kPa, and saturated vapor enters the 
turbine at 10 MPa. Determine the heat transfer in kJ per kg 
of steam flowing, for the working fluid passing through the 
boiler and condenser and calculate the thermal efficiency. 


8.2 Water is the working fluid in an ideal Rankine cycle. 
Superheated vapor enters the turbine at 10 MPa, 480°C, and 
the condenser pressure is 6 kPa. Determine for the cycle 
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35. The current power grid focuses on electricity transmission 
and distribution. 


36. A means to supply energy to vaporize the power plant 
working fluid is an electric-resistance heater. 


37. For a vapor power cycle with a turbine that produces 5 MW 
and a pump that requires 100 kW, the net power produced 
by the cycle is 5100 kW. 


38. For a vapor power cycle with a turbine that produces 
5 MW and a pump that requires 100 kW, the back work ratio 
is 2%. 


39. A steam generator is the combination of a boiler and a 
superheater. 


40. For a vapor power cycle with Weycte —4MW and 
Qin = 10 MW, the thermal efficiency is 40%. 


41. For a vapor power cycle with Оһ = 10 М№ and 
Weycte == MW, О = 12 МУУ. 


42. А simple Rankine cycle consists of four devices: turbine, 
condenser, compressor, and boiler. 


43. Entropy must increase as steam expands through an actual 
adiabatic turbine. 


44. For a Rankine cycle, the thermal efficiency gauges the 
extent to which the energy input to the working fluid passing 
through the boiler is converted to the net work output. 


45. The back work ratio is the net work developed by a vapor 
power cycle. 


46. In the ideal Rankine cycle, compression in the pump is 
isentropic. 


47. All of the exergy entering a power plant with the fuel is 
converted to useful work. 


48. A vapor power plant that operates with a steam generator 
at a pressure of 19 MPa is a supercritical vapor power 
plant. 


49. The procedure of venting oxygen and other dissolved gases 
from the working fluid in a vapor power cycle is deaeration. 


50. In a binary cycle, energy discharged by heat transfer from 
the bottoming cycle is the input to the topping cycle. 


PROBLEMS: DEVELOPING ENGINEERING SKILLS 


(a) the heat transfer to the working fluid passing through 
the steam generator, in kJ per kg of steam flowing. 

(b) the thermal efficiency. 

(c) the heat transfer from the working fluid passing through 
the condenser to the cooling water, in kJ per kg of steam 
flowing. 


8.3 Steam is the working fluid in the ideal Rankine cycle 1-2- 
3-4-1 and in the Carnot cycle 1-2-3'-4'-1 that both operate 
between pressures of 1.5 bar and 60 bar as shown in the T-s 
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T 
State р (Баг)  h(kJ/kg) x v (тука) 
60 27843 1 
2 1.5 2180.6 0.7696 
F 1.5 1079.8 0.2752 
3 1.5 467.11 0 0.0010528 
60 47327 - 
4 60 1213.4 0 











Fig. P8.3 


diagram in Fig. P8.3. Both cycles incorporate the steady flow 
devices shown in Fig. 8.2. For each cycle determine (a) the net 
power developed per unit mass of steam flowing, in kJ/kg, and 


(c) the net power developed, in kW. 
(d) the rate of heat transfer from the working fluid passing 
through the condenser, in kW. 


(b) the thermal efficiency. Compare results and comment. 


4% 8.4 Plot each of the quantities calculated in Problem 8.2 versus 
condenser pressure ranging from 6 kPa to 0.1 MPa. Discuss. 


8.9 Plot each of the quantities calculated in Problem 8.7 versus E. 
turbine inlet temperature ranging from the saturation 
temperature at 16 MPa to 560°C. Discuss. 


E Plot each of the quantities calculated in Problem 8.2 versus 810 Water is the working fluid in an ideal Rankine cycle. 


steam generator pressure ranging from 4 MPa to 20 MPa. 


Maintain the turbine inlet temperature at 480°C. Discuss. 


8.6 A Carnot vapor power cycle operates with water as the 
working fluid. Saturated liquid enters the boiler at 1800 Ibf/in.?, 
and saturated vapor enters the turbine (state 1). The 
condenser pressure is 1.2 Ibf/in.? The mass flow rate of steam 
is 1 X 10° Ib/h. Data at key points in the cycle are provided 
in the accompanying table. Determine 


(a) the thermal efficiency. 

(b) the back work ratio. 

(c) the net power developed, in Btu/h. 

(d) the rate of heat transfer to the working fluid passing 
through the boiler, in Btu/h. 





State p(Ibf/in.?) h(Btu/Ib) 
1 1800 1150.4 
2 152 735.7 
Э 1.2 472.0 
4 1800 648.3 


8.7 Water is the working fluid in an ideal Rankine cycle. 
Saturated vapor enters the turbine at 16 MPa, and the 
condenser pressure is 8 kPa. The mass flow rate of steam 
entering the turbine is 120 kg/s. Determine 


(a) the net power developed, in kW. 

(b) the rate of heat transfer to the steam passing through 
the boiler, in kW. 

(c) the thermal efficiency. 

(d) the mass flow rate of condenser cooling water, in kg/s, 
if the cooling water undergoes a temperature increase of 
18°С with negligible pressure change in passing through the 
condenser. 


8.8 Water is the working fluid in a Carnot vapor power cycle. 
Saturated liquid enters the boiler at 16 MPa, and saturated 
vapor enters the turbine. The condenser pressure is 8 kPa. 
The mass flow rate of steam entering the turbine is 120 kg/s. 
Determine 


(a) the thermal efficiency. 
(b) the back work ratio. 


Steam enters the turbine at 1400 Ibf/in.? and 1000°F. The 
condenser pressure is 2 Ibf/in? The net power output of the 
cycle is 1 x 10? Btu/h. Cooling water experiences a 
temperature increase from 60°F to 76°F, with negligible 
pressure drop, as it passes through the condenser. Determine 
for the cycle 


(a) the mass flow rate of steam, in Ib/h. 

(b) the rate of heat transfer, in Btu/h, to the working fluid 
passing through the steam generator. 

(c) the thermal efficiency. 

(d) the mass flow rate of cooling water, in Ib/h. 


8.11 Plot each of the quantities calculated in Problem 8.10 versus 


condenser pressure ranging from 0.3 Ibf/in? to 14.7 Ibf/in? 
Maintain constant net power output. Discuss. 


8.12 A nuclear power plant based on the Rankine cycle 


operates with a boiling-water reactor to develop net cycle 
power of 3 MW. Steam exits the reactor core at 100 bar, 
520°C and expands through the turbine to the condenser 
pressure of 1 bar. Saturated liquid exits the condenser and 
is pumped to the reactor pressure of 100 bar. Isentropic 
efficiencies of the turbine and pump are 81% and 78%, 
respectively. Cooling water enters the condenser at 15°С 
with a mass flow rate of 114.79 kg/s. Determine 


(a) the thermal efficiency. 
(b) the temperature of the cooling water exiting the condenser, 
in °С. 


8.13 Figure P8.13 provides steady-state operating data for a 


solar power plant that operates on a Rankine cycle with 
Refrigerant 134a as its working fluid. The turbine and pump 
operate adiabatically. The rate of energy input to the 
collectors from solar radiation is 0.3 kW per m? of collector 
surface area, with 60% of the solar input to the collectors 
absorbed by the refrigerant as it passes through the collectors. 
Determine the solar collector surface area, in m^ per kW of 
power developed by the plant. Discuss possible operational 
improvements that could reduce the required collector 
surface area. 


Qin _ 2 
TA. = 0.3 KW/m 


Problems: Developing Engineering Skills 491 








Fig. P8.13 


8.14 On the south coast of the island of Hawaii, lava flows 
continuously into the ocean. It is proposed to anchor a 
floating power plant offshore of the lava flow that uses 
ammonia as the working fluid. The plant would exploit the 
temperature variation between the warm water near the 
surface at 130°F and seawater at 50°F from a depth of 500 ft 
to produce power. Figure P8.14 shows the configuration and 
provides additional data. Using the properties of pure water 





for the seawater and modeling the power plant as a Rankine 
cycle, determine 


(a) the thermal efficiency. 
(b) the mass flow rate of ammonia, in ІР/шіп, for a net 
power output of 300 hp. 


8.15 Тһе ideal Rankine cycle 1-2-3-4-1 of Problem 8.3 is 


modified to include the effects of irreversibilities in the 


Fig. P8.14 


г. 
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Fig. P8.15 


adiabatic expansion and compression processes as shown in 
the T-s diagram in Fig. P8.15. Let Т) = 300 K, po = 1 bar. 
Determine 


(a) the isentropic turbine efficiency. 

(b) the rate of exergy destruction per unit mass of steam 
flowing in the turbine, in kJ/kg. 

(c) the isentropic pump efficiency. 

(d) the thermal efficiency. 


8.16 Steam enters the turbine of a simple vapor power plant 


with a pressure of 12 MPa and a temperature of 600°C and 
expands adiabatically to condenser pressure, p. Saturated 
liquid exits the condenser at pressure p. The isentropic 
efficiency of both the turbine and the pump is 8496. 


(a) For p - 30 kPa, determine the turbine exit quality and 
the cycle thermal efficiency. 

(b) Plot the quantities of part (a) versus p ranging from 6 kPa 
to 100 kPa. 


8.17 Water is the working fluid in a Rankine cycle. Superheated 


vapor enters the turbine at 10 MPa, 480°C, and the condenser 
pressure is 6 kPa. The turbine and pump have isentropic 
efficiencies of 80 and 70%, respectively. Determine for the cycle 


(a) the heat transfer to the working fluid passing through 
the steam generator, in kJ per kg of steam flowing. 

(b) the thermal efficiency. 

(c) the heat transfer from the working fluid passing through 
the condenser to the cooling water, in kJ per kg of steam 
flowing. 


8.18 Steam enters the turbine of a Rankine cycle at 16 MPa, 


560°C. The condenser pressure is 8 kPa. The turbine and 
pump each have isentropic efficiencies of 85%, and the mass 
flow rate of steam entering the turbine is 120 kg/s. Determine 


(a) the net power developed, in kW. 

(b) the rate of heat transfer to the steam passing through 
the boiler, in kW. 

(c) the thermal efficiency. 


State р (Баг) A (kJ/kg) E: о (m/kg) s(kJ/kg-K) 
60 27843 1 5.8892 
1.5 2262.8 0.8065 6.1030 
1.5 467.11 0 0.0010528 
60 474.14 - 


Cooling water experiences a temperature increase from 60°F 
to 76°F, with negligible pressure drop, as it passes through 
the condenser. Determine for the cycle 


(a) the mass flow rate of steam, in Ib/h. 

(b) the rate of heat transfer, in Btu/h, to the working fluid 
passing through the steam generator. 

(c) the thermal efficiency. 

(d) the mass flow rate of cooling water, in Ib/h. 


8.20 Water is the working fluid in a Rankine cycle. Superheated 


vapor enters the turbine at 8 MPa, 560°C with a mass flow 
rate of 78 kg/s and exits at 8 kPa. Saturated liquid enters the 
pump at 8 kPa. The isentropic turbine efficiency is 88%, and 
the isentropic pump efficiency is 82%. Cooling water enters 
the condenser at 18°С and exits at 36°С with no significant 
change in pressure. Determine 


(a) the net power developed, in kW. 
(b) the thermal efficiency. 
(c) the mass flow rate of cooling water, in kg/s. 


8.21 Figure P8.21 provides steady-state operating data for a 


vapor power plant using water as the working fluid. The 


Steam generator = 








g. Plot each of the quantities in parts (a)-(c) if the turbine and State p ТС) h (kJ/kg) 
pump isentropic efficiencies remain equal to each other but 1 ED EU US 
vary from 80 to 100%. m = ТЕЗ 

а --- А 

8.19 Water is the working fluid in а Rankine cycle. Steam 3 10 kPa Sat. 191.83 
enters the turbine at 1400 Ibf/in? and 1000°F. The condenser E Fs NEw ЕСТЕ 199.4 
pressure is 2 Ibf/in? Both the turbine and pump have 5 7 MP. 40 167.57 
isentropic efficiencies of 85%. The working fluid has 6 Pe zem НЕДЕ B 


negligible pressure drop in passing through the steam 


generator. The net power output of the cycle is 1 X 10? Btu/h. Fig. P8.21 


mass flow rate of water is 12 kg/s. The turbine and pump 
operate adiabatically but not reversibly. Determine 


(a) the thermal efficiency. . . 
(b) the rates of heat transfer Qi, and Оби, each in kW. 


8.22 Superheated steam at 8 MPa and 480°С leaves the steam 
generator of a vapor power plant. Heat transfer and frictional 
effects in the line connecting the steam generator and the 
turbine reduce the pressure and temperature at the turbine 
inlet to 76 MPa and 440°C, respectively. The pressure at the 
exit of the turbine is 10 kPa, and the turbine operates 
adiabatically. Liquid leaves the condenser at 8 kPa, 36°C. The 
pressure is increased to 8.6 MPa across the pump. The 
turbine and pump isentropic efficiencies are 88%. The mass 
flow rate of steam is 79.53 kg/s. Determine 


(a) the net power output, in kW. 

(b) the thermal efficiency. 

(c) the rate of heat transfer from the line connecting the 
steam generator and the turbine, in kW. 

(d) the mass flow rate of condenser cooling water, іп kg/s, 
if the cooling water enters at 15°С and exits at 35°С with 
negligible pressure change. 


8.23 Water is the working fluid in a Rankine cycle. Steam exits 
the steam generator at 1500 Ibf/in? and 1100°Е. Due to heat 
transfer and frictional effects in the line connecting the 
steam generator and turbine, the pressure and temperature 
at the turbine inlet are reduced to 1400 Ibf/in.? and 1000°F, 
respectively. Both the turbine and pump have isentropic 
efficiencies of 85%. Pressure at the condenser inlet is 2 ЊУ 
іп2, but due to frictional effects the condensate exits the 
condenser at a pressure of 1.5 Ibf/in? and a temperature of 
110°Е. The condensate is pumped to 1600 Ibf/in.? before 
entering the steam generator. The net power output of the 
cycle is 1 x 10? Btu/h. Cooling water experiences a 
temperature increase from 60°F to 76°F, with negligible 
pressure drop, as it passes through the condenser. Determine 
for the cycle 


(a) the mass flow rate of steam, in Ib/h. 

(b) the rate of heat transfer, in Btu/h, to the working fluid 
passing through the steam generator. 

(c) the thermal efficiency. 

(d) the mass flow rate of cooling water, in Ib/h. 


8.24 Steam enters the turbine of a vapor power plant at 600 
Ibf/in.?, 1000°F and exits as a two-phase liquid-vapor mixture 
at temperature 7. Condensate exits the condenser at a 


T 
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temperature 5°F lower than T and is pumped to 600 Ibf/in.? 
The turbine and pump isentropic efficiencies are 90 and 
80%, respectively. The net power developed is 1 MW. 


(a) For T = 80°F, determine the steam quality at the turbine 
exit, the steam mass flow rate, іп lb/h, and the thermal 
efficiency. 

(b) Plot the quantities of part (a) versus T ranging from 80 
to 105?F. 


8.25 Superheated steam at 20 MPa, 560°C enters the turbine 
of a vapor power plant. The pressure at the exit of the 
turbine is 0.5 bar, and liquid leaves the condenser at 0.4 bar 
at 75°С. The pressure is increased to 20.1 MPa across the 
pump. The turbine and pump have isentropic efficiencies of 
81 and 85%, respectively. Cooling water enters the condenser 
at 20°С with a mass flow rate of 70.7 kg/s and exits the 
condenser at 38°С. For the cycle, determine 


(a) the mass flow rate of steam, in kg/s. 
(b) the thermal efficiency. 


8.26 In the preliminary design of a power plant, water is chosen 
as the working fluid. It is determined that the turbine inlet 
temperature and pressure should be 560°С and 12,000 kPa, 
respectively. The quality of steam exiting the turbine should 
be at least 90%. If the isentropic turbine efficiency is 84%, 
determine the minimum condenser pressure allowable, in kPa. 


Considering Reheat and Supercritical Cycles 


8.27 Steam is the working fluid in the ideal reheat cycle 
shown in Fig. P8.27 together with operational data. If the 
mass flow rate is 1.3 kg/s, determine the power developed by 
the cycle, in kW, and the cycle thermal efficiency. 


8.28 Water is the working fluid in an ideal Rankine cycle with 
superheat and reheat. Steam enters the first-stage turbine at 
1400 Ibf/in.? and 1000°F, expands to a pressure of 350 Ibf/in.?, 
and is reheated to 900?F before entering the second- 
stage turbine. The condenser pressure is 2 lbf/in? The net 
power output of the cycle is 1 X 10? Btu/h. Determine for 
the cycle 


(a) the mass flow rate of steam, in Ib/h. 

(b) the rate of heat transfer, in Btu/h, to the working fluid 
passing through the steam generator. 

(c) the rate of heat transfer, in Btu/h, to the working fluid 
passing through the reheater. 

(d) the thermal efficiency. 


State р (Баг) Т(9С)  A(kJ/kg) 


il 140 520.0 3377.8 
2 15 201.2 2800.0 
3 15 428.9 3318.5 
4 1 99.63 2675.5 
5 1 99.63 417.46 
6 140 431.96 


Fig. P8.27 
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Т 
State р (bar) А (kJ/kg) т 
1 160 3353.3 - 
2 15 27922 1.0 
3 15 3169.2 — 
4 1.5 2693.6 1.0 
5 15 467.11 0 
6 160 486.74 — 
5 
Fig. P8.35 
8.29 Water is the working fluid in an ideal Rankine cycle with steam exiting the first-stage turbine at 600 Ibf/in. is reheated 


8. 


к” 


8. 


с. 


8. 


с. 


reheat. Superheated vapor enters the turbine at 10 MPa, 
480°C, and the condenser pressure is 6 kPa. Steam expands 
through the first-stage turbine to 0.7 MPa and then is 
reheated to 480°C. Determine for the cycle 


(a) the heat addition, in kJ per kg of steam entering the 
first-stage turbine. 

(b) the thermal efficiency. 

(c) the heat transfer from the working fluid passing through 
the condenser to the cooling water, in kJ per kg of steam 
entering the first-stage turbine. 


30 For the cycle of Problem 8.29, reconsider the analysis 
assuming the pump and each turbine stage have an isentropic 
efficiency of 80%. Answer the same questions as in Problem 
8.29 for the modified cycle. 


31 Investigate the effects on cycle performance as the reheat 
pressure and final reheat temperature take on other values. 
Construct suitable plots and discuss for the cycle of 


(a) Problem 8.29. 
(b) Problem 8.30. 


32 An ideal Rankine cycle with reheat uses water as the 
working fluid. The conditions at the inlet to the first-stage 
turbine are p, = 2500 Ibf/in2, Т, = 1000°F. The steam is 
reheated at constant pressure p between the turbine stages 
to 1000°Е. The condenser pressure is 1 Ibf/in.? 


(a) If p/p; = 0.2, determine the cycle thermal efficiency and 
the steam quality at the exit of the second-stage turbine. 
(b) Plot the quantities of part (a) versus the pressure ratio 
p/p, ranging from 0.05 to 1.0. 


33 Steam heated at constant pressure in a steam generator 
enters the first stage of a supercritical reheat cycle at 28 MPa, 
520°C. Steam exiting the first-stage turbine at 6 MPa is 
reheated at constant pressure to 500°C. Each turbine stage 
has an isentropic efficiency of 78% while the pump has an 
isentropic efficiency of 82%. Saturated liquid exits the 
condenser that operates at constant pressure, p. 


(a) For p = 6 kPa, determine the quality of the steam exiting 
the second stage of the turbine and the thermal efficiency. 


(b) Plot the quantities of part (a) versus p ranging from 
4 kPa to 70 kPa. 


8.34 Steam at 4800 Ibf/in.?, 1000°F enters the first stage of a 


supercritical reheat cycle including two turbine stages. The 


at constant pressure to 1000°F. Each turbine stage and the 
pump have an isentropic efficiency of 85%. The condenser 
pressure is 1 Ibf/in.? If the net power output of the cycle is 
100 MW, determine 


(a) the rate of heat transfer to the working fluid passing 
through the steam generator, in MW. 

(b) the rate of heat transfer from the working fluid passing 
through the condenser, in MW. 

(c) the cycle thermal efficiency. 


8.35 Steam is the working fluid in the vapor power cycle with 


reheat shown in Fig. P8.35 with operational data. The mass 
flow rate is 2.3 kg/s, and the turbines and pump operate 
adiabatically. Steam exits both turbine 1 and turbine 2 as 
saturated vapor. If the reheat pressure is 15 bar, determine 
the power developed by the cycle, in kW, and the cycle 
thermal efficiency. 


8.36 An ideal Rankine cycle with reheat uses water as the 


working fluid. As shown in Fig. P8.36, the conditions at the 
inlet to the first turbine stage are 1600 Ibf/in.?, 1200°F and 
the steam is reheated to temperature Т; between the turbine 
stages at a pressure of 200 Ibf/in.? For a condenser pressure 
of 1 Ibf/in.?, plot the cycle thermal efficiency versus reheat 
temperature and plot the cycle thermal efficiency versus 
quality of the steam at the second-stage turbine exit for the 
reheat temperature ranging from 600°F to 1200°F. 


Analyzing Regenerative Cycles 


8.37 Water is the working fluid in an ideal regenerative 


Rankine cycle. Superheated vapor enters the turbine at 
10 MPa, 480°C, and the condenser pressure is 6 kPa. Steam 
expands through the first-stage turbine to 0.7 MPa where 
some of the steam is extracted and diverted to an open 
feedwater heater operating at 0.7 MPa. The remaining steam 
expands through the second-stage turbine to the condenser 
pressure of 6 kPa. Saturated liquid exits the feedwater heater 
at 0.7 MPa. Determine for the cycle 


(a) the heat addition, in kJ per kg of steam entering the 
first-stage turbine. 

(b) the thermal efficiency. 

(c) the heat transfer from the working fluid passing through 
the condenser to the cooling water, in kJ per kg of steam 
entering the first-stage turbine. 


4% 


E 
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рз = рә = 200 Ibf/in.? 








pı = 1600 Ibf/in.? 
T, = 1200°Е 





Ps = рд = 1 lbf/in.? 


Fig. P8.36 


8.38 For the cycle of Problem 8.37, reconsider the analysis 
assuming the pump and each turbine stage have an isentropic 
efficiency of 80%. Answer the same questions as in Problem 
8.37 for the modified cycle. 


39 Investigate the effects on cycle performance as the 
feedwater heater pressure takes on other values. Construct 
suitable plots and discuss for the cycle of 


(a) Problem 8.37 
(b) Problem 8.38. 


8.40 A power plant operates on a regenerative vapor power 
cycle with one open feedwater heater. Steam enters the first 
turbine stage at 12 MPa, 560°C and expands to 1 MPa, where 
some of the steam is extracted and diverted to the open 
feedwater heater operating at 1 MPa. The remaining steam 
expands through the second turbine stage to the condenser 
pressure of 6 kPa. Saturated liquid exits the open feedwater 
heater at 1 MPa. The net power output for the cycle is 
330 MW. For isentropic processes in the turbines and pumps, 
determine 


(a) the cycle thermal efficiency. 

(b) the mass flow rate into the first turbine stage, in kg/s. 
(c) the rate of entropy production in the open feedwater 
heater, in kW/K. 


41 Reconsider the cycle of Problem 8.40 as the feedwater 
heater pressure takes on other values. Plot the cycle thermal 
efficiency, cycle work per unit mass entering the turbine, in 
kJ/kg, the heat transfer into the cycle per unit mass entering 
the turbine, in kJ/kg, the fraction of steam extracted and sent 
to the feedwater heater, the mass flow rate into the first 
turbine stage, in kg/s, and the rate of entropy production in 
the open feedwater heater, in kW/K, versus feedwater heater 
pressure ranging from 0.3 to 10 MPa. 


8.42 Compare the results of Problem 8.40 (a) and (b) with 
those for an ideal Rankine cycle having the same turbine 
inlet conditions and condenser pressure but no regenerator. 


Xs = 0 (saturated liquid) 


8.43 Compare the results of Problem 8.40 with those for the 


same cycle whose processes of the working fluid are not 
internally reversible in the turbines and pumps. Assume that 
both turbine stages and both pumps have an isentropic 
efficiency of 8396. 


8.44 Water is the working fluid in an ideal regenerative 


Rankine cycle with one open feedwater heater. Steam enters 
the turbine at 1400 Ibf/in? and 1000°F and expands to 
120 Ibf/in.”, where some of the steam is extracted and diverted 
to the open feedwater heater operating at 120 Ibf/in? The 
remaining steam expands through the second-stage turbine 
to the condenser pressure of 2 Ibf/in? Saturated liquid exits 
the open feedwater heater at 120 Ibf/in? The net power 
output of the cycle is 1 X 10? Btu/h. Determine for the cycle 


(a) the mass flow rate of steam entering the first stage of 
the turbine, in Ib/h. 

(b) the rate of heat transfer, in Btu/h, to the working fluid 
passing through the steam generator. 

(c) the thermal efficiency. 


8.45 Water is the working fluid in a regenerative Rankine 


cycle with one open feedwater heater. Steam enters the 
turbine at 1400 Ibf/in? and 1000°F and expands to 120 Ibf/in.?, 
where some of the steam is extracted and diverted to the 
open feedwater heater operating at 120 Ibf/in.? The remaining 
steam expands through the second-stage turbine to the 
condenser pressure of 2 Ibf/in.? Each turbine stage and both 
pumps have isentropic efficiencies of 8596. Flow through the 
condenser, open feedwater heater, and steam generator is at 
constant pressure. Saturated liquid exits the open feedwater 
heater at 120 Ibf/in.? The net power output of the cycle is 
1 x 10? Btu/h. Determine for the cycle 


(a) the mass flow rate of steam entering the first stage of 
the turbine, in Ib/h. 

(b) the rate of heat transfer, in Btu/h, to the working fluid 
passing through the steam generator. 

(c) the thermal efficiency. 
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46 Water is the working fluid in an ideal regenerative Rankine 
cycle with one open feedwater heater. Superheated vapor 
enters the first-stage turbine at 16 MPa, 560°C, and the 
condenser pressure is 8 kPa. The mass flow rate of steam 
entering the first-stage turbine is 120 kg/s. Steam expands 
through the first-stage turbine to 1 MPa where some of the 
steam is extracted and diverted to an open feedwater heater 
operating at 1 MPa. The remainder expands through the 
second-stage turbine to the condenser pressure of 8 kPa. 
Saturated liquid exits the feedwater heater at 1 MPa. Determine 


(a) the net power developed, in kW. 

(b) the rate of heat transfer to the steam passing through 
the boiler, in kW. 

(c) the thermal efficiency. 

(d) the mass flow rate of condenser cooling water, in kg/s, if the 
cooling water undergoes a temperature increase of 18°С with 
negligible pressure change in passing through the condenser. 


47 Reconsider the cycle of Problem 8.46, but include in the 
analysis that each turbine stage and the pump have an 
isentropic efficiency of 85%. 


48 For the cycle of Problem 8.47 investigate the effects on 
cycle performance as the feedwater heater pressure takes on 
other values. Construct suitable plots and discuss. 


49 Water is the working fluid in an ideal regenerative 
Rankine cycle with one closed feedwater heater. Superheated 
vapor enters the turbine at 10 MPa, 480°C, and the condenser 
pressure is 6 kPa. Steam expands through the first-stage 
turbine where some is extracted and diverted to a closed 
feedwater heater at 0.7 MPa. Condensate drains from the 
feedwater heater as saturated liquid at 0.7 MPa and is 
trapped into the condenser. The feedwater leaves the heater 
at 10 MPa and a temperature equal to the saturation 
temperature at 0.7 MPa. Determine for the cycle 


(a) the heat transfer to the working fluid passing through 
the steam generator, in kJ per kg of steam entering the first- 
stage turbine. 

(b) the thermal efficiency. 

(c) the heat transfer from the working fluid passing through 
the condenser to the cooling water, in kJ per kg of steam 
entering the first-stage turbine. 


50 For the cycle of Problem 8.49, reconsider the analysis 
assuming the pump and each turbine stage have isentropic 
efficiencies of 80%. Answer the same questions as in Problem 
8.49 for the modified cycle. 


1,000 
6 
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State p (kPa) 
12,000 


12,000 
12,000 


8.51 For the cycle of Problem 8.50, investigate the effects on 


cycle performance as the extraction pressure takes on other 
values. Assume that condensate drains from the closed 
feedwater heater as saturated liquid at the extraction 
pressure. Also, feedwater leaves the heater at 10 MPa and a 
temperature equal to the saturation temperature at the 
extraction pressure. Construct suitable plots and discuss. 


8.52 As indicated in Fig. P8.52, a power plant similar to that in 


Fig. 8.11 operates on a regenerative vapor power cycle with 
one closed feedwater heater. Steam enters the first turbine 
stage at state 1 where pressure is 12 MPa and temperature is 
560°С. Steam expands to state 2 where pressure is 1 MPa апа 
some of the steam is extracted and diverted to the closed 
feedwater heater. Condensate exits the feedwater heater at 
state 7 as saturated liquid at a pressure of 1 MPa, undergoes 
a throttling process through a trap to a pressure of 6 kPa at 
state 8, and then enters the condenser. The remaining steam 
expands through the second turbine stage to a pressure of 
6 kPa at state 3 and then enters the condenser. Saturated 
liquid feedwater exiting the condenser at state 4 at a pressure 
of 6 kPa enters a pump and exits the pump at a pressure of 
12 MPa. The feedwater then flows through the closed 
feedwater heater, exiting at state 6 with a pressure of 12 MPa. 
The net power output for the cycle is 330 MW. For isentropic 
processes in each turbine stage and the pump, determine 


(a) the cycle thermal efficiency. 

(b) the mass flow rate into the first turbine stage, in kg/s. 
(c) the rate of entropy production in the closed feedwater 
heater, in kW/K. 

(d) the rate of entropy production in the steam trap, in kW/K. 


8.53 Reconsider the cycle of Problem 8.52, but include in the 


analysis that each turbine stage and the pump have isentropic 
efficiencies of 8396. 


8.54 Modify the cycle of Problem 8.49 such that the saturated 


liquid condensate from the feedwater heater at 0.7 MPa is 
pumped into the feedwater line rather than being trapped 
into the condenser. Answer the same questions about the 
modified cycle as in Problem 8.49. List advantages and 
disadvantages of each scheme for removing condensate from 
the closed feedwater heater. 


8.55 Water is the working fluid in an ideal regenerative 


Rankine cycle with one closed feedwater heater. Steam 
enters the turbine at 1400 Ibf/in? and 1000°F and expands 
to 120 Ibf/in?, where some of the steam is extracted and 


TOC)  h(kJ/kg) s(kJ/kg:K) x 
560 3506.2 6.6840 
2823.3 6.6840 
2058.2 6.6840 0.7892 
151.53 0.5210 0 
163.60 0.5210 
606.61 1.7808 
762.81 2.1387 0 
762.81 2.4968 0.2530 


Fig. P8.52 


с. 


diverted to the closed feedwater heater. The remaining 
steam expands through the second-stage turbine to the 
condenser pressure of 2 Ibf/in? Condensate exiting the 
feedwater heater as saturated liquid at 120 Ibf/in.? undergoes 
a throttling process as it passes through a trap into the 
condenser. The feedwater leaves the heater at 1400 Ibf/in.? 
and a temperature equal to the saturation temperature at 
120 Ibf/in? The net power output of the cycle is 1 x 10? 
Btu/h. Determine for the cycle 


(a) the mass flow rate of steam entering the first stage of 
the turbine, in Ib/h. 

(b) the rate of heat transfer, in Btu/h, to the working fluid 
passing through the steam generator. 

(c) the thermal efficiency. 


8.56 Water is the working fluid in a regenerative Rankine 
cycle with one closed feedwater heater. Steam enters the 
turbine at 1400 Ibf/in.? and 1000°F and expands to 120 Ibf/in.?, 
where some of the steam is extracted and diverted to the 
closed feedwater heater. The remaining steam expands 
through the second-stage turbine to the condenser pressure 
of 2 Ibf/in.? Each turbine stage and the pump have isentropic 
efficiencies of 85%. Flow through the condenser, closed 
feedwater heater, and steam generator is at constant pressure. 
Condensate exiting the feedwater heater as saturated liquid 
at 120 Ibf/in? undergoes a throttling process as it passes 
through a trap into the condenser. The feedwater leaves the 
heater at 1400 lbf/in) and a temperature equal to the 
saturation temperature at 120 Ibf/in.? The net power output of 
the cycle is 1 X 10? Btu/h. Determine for the cycle 


(a) the mass flow rate of steam entering the first stage of 
the turbine, in Ib/h. 

(b) the rate of heat transfer, in Btu/h, to the working fluid 
passing through the steam generator. 

(c) the thermal efficiency. 


m, = 1.5 x 10^ kg/s 
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8.57 Water is the working fluid in an ideal regenerative 


Rankine cycle with one closed feedwater heater. Superheated 
vapor enters the turbine at 16 MPa, 560°C, and the condenser 
pressure is 8 kPa. The cycle has a closed feedwater heater 
using extracted steam at 1 MPa. Condensate drains from the 
feedwater heater as saturated liquid at 1 MPa and is trapped 
into the condenser. The feedwater leaves the heater at 16 MPa 
and a temperature equal to the saturation temperature at 
1 MPa. The mass flow rate of steam entering the first-stage 
turbine is 120 kg/s. Determine 


(a) the net power developed, in kW. 

(b) the rate of heat transfer to the steam passing through 
the boiler, in kW. 

(c) the thermal efficiency. 

(d) the mass flow rate of condenser cooling water, in kg/s, 
if the cooling water undergoes a temperature increase of 
18°С with negligible pressure change in passing through the 
condenser. 


8.58 Reconsider the cycle of Problem 8.57 but include in the 


analysis that the isentropic efficiencies of the turbine stages 
and the pump are 85%. 


8.59 Referring to Fig. 8.12, if the fractions of the total flow 


entering the first turbine stage (state 1) extracted at states 
2, 3, 6, and 7 are у», уз, ye, and y; respectively, what аге the 
fractions of the total flow at states 8, 11, and 17? 


8.60 Consider a regenerative vapor power cycle with two 


feedwater heaters, a closed one and an open one, as shown 
in Fig. P8.60. Steam enters the first turbine stage at 12 MPa, 
480°C, and expands to 2 MPa. Some steam is extracted at 
2 MPa and fed to the closed feedwater heater. The remainder 
expands through the second-stage turbine to 0.3 MPa, where 
an additional amount is extracted and fed into the open 
feedwater heater operating at 0.3 MPa. The steam expanding 


|! Condenser 
/ ©kPa 


Fig.P8.60 
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through the third-stage turbine exits at the condenser pressure 
of 6 kPa. 

Feedwater leaves the closed heater at 210°C, 12 MPa, 
and condensate exiting as saturated liquid at 2 MPa is trapped 
into the open feedwater heater. Saturated liquid at 0.3 MPa 
leaves the open feedwater heater. Assume all pumps and 
turbine stages operate isentropically. Determine for the cycle 


(a) the heat transfer to the working fluid passing through 
the steam generator, in kJ per kg of steam entering the first- 
stage turbine. 

(b) the thermal efficiency. 

(c) the heat transfer from the working fluid passing through 
the condenser to the cooling water, in kJ per kg of steam 
entering the first-stage turbine. 


8.61 For the cycle of Problem 8.60, reconsider the analysis 
assuming the pump and each turbine stage have an isentropic 
efficiency of 80%. Answer the same questions as in Problem 
8.60 for the modified cycle. 


| 8.62 For the cycle of Problem 8.60, investigate the effects on 


cycle performance as the higher extraction pressure takes on 
other values. The operating conditions for the open feedwater 
heater are unchanged from those in Problem 8.60. Assume 
that condensate drains from the closed feedwater heater as 
saturated liquid at the higher extraction pressure. Also 
feedwater leaves the heater at 12 MPa and a temperature 
equal to the saturation temperature at the extraction 
pressure. Construct suitable plots and discuss. 


8.63 Data for a regenerative vapor power cycle using an open 
and a closed feedwater heater similar in design to that shown 
in Fig P8.60 are provided in the table below. Steam enters the 
turbine at 14 MPa, 560°C, state 1, and expands isentropically 
in three stages to a condenser pressure of 80 kPa, state 4. 
Saturated liquid exiting the condenser at state 5 is pumped 
isentropically to state 6 and enters the open feedwater heater. 
Between the first and second turbine stages, some steam is 
extracted at 1 MPa, state 2, and diverted to the closed 
feedwater heater. The diverted steam leaves the closed 
feedwater heater as saturated liquid at 1 MPa, state 10, 
undergoes a throttling process to 0.2 MPa, state 11, and enters 
the open feedwater heater. Steam is also extracted between 
the second and third turbine stages at 0.2 MPa, state 3, and 
diverted to the open feedwater heater. Saturated liquid at 
0.2 MPa exiting the open feedwater heater at state 7 is 
pumped isentropically to state 8 and enters the closed 
feedwater heater. Feedwater exits the closed feedwater heater 
at 14 MPa, 170°C, state 9, and then enters the steam generator. 
If the net power developed by the cycle is 300 MW, determine 





State p (kPa) T (C) h (kJ/kg) s (kJ/kg-K) x 
1 14,000 560 3486.0 6.5941 - 
2 1,000 2781.6 6.5941 - 
3 200 2497.0 6.5941 0.9048 
4 80 93.5 2357.6 6.5941 0.8645 
5 80 93.5 391.66 1.2329 0 
6 200 391.70 1.2329 Е 
/ 200 504.70 1.5301 0 
8 14,000 504.71 1.5301 - 
9 14,000 170 719.21 2.0419 = 
10 1,000 762.81 2.1387 0 
11 200 762.81 2.1861 0:1172 


(a) the cycle thermal efficiency. 

(b) the mass flow rate into the first turbine stage, in kg/s. 
(c) the rate of heat transfer from the working fluid as it 
passes through the condenser, in MW. 


8.64 Reconsider the cycle of Problem 8.63, but include in the 


analysis that each turbine stage and the pumps have an 
isentropic efficiency of 83%. Comparing calculated values 
with those obtained in Problem 8.63, respectively, what is the 
effect of irreversibilities within the turbines and pumps? 


8.65 Water is the working fluid in a regenerative Rankine cycle 


with one closed feedwater heater and one open feedwater 
heater. Steam enters the turbine at 1400 Ibf/in.? and 1000°F 
and expands to 500 Ibf/in?2, where some of the steam is 
extracted and diverted to the closed feedwater heater. 
Condensate exiting the closed feedwater heater as saturated 
liquid at 500 Ibf/in.? undergoes a throttling process to 120 Ibf/ 
in.” as it passes through a trap into the open feedwater heater. 
The feedwater leaves the closed feedwater heater at 1400 Ibf/ 
in? and a temperature equal to the saturation temperature 
at 500 Ibf/in.? The remaining steam expands through the 
second-stage turbine to 120 Ibf/in.?, where some of the steam 
is extracted and diverted to the open feedwater heater 
operating at 120 Ibf/in? Saturated liquid exits the open 
feedwater heater at 120 Ibf/in.? The remaining steam expands 
through the third-stage turbine to the condenser pressure of 
2 Ibf/in.? АП processes of the working fluid in the turbine 
stages and pumps are internally reversible. Flow through the 
condenser, closed feedwater heater, open feedwater heater, 
and steam generator is at constant pressure. The net power 
output of the cycle is 1 X 10° Btu/h. Determine for the cycle 


(a) the mass flow rate of steam entering the first stage of 
the turbine, in Ib/h. 

(b) the rate of heat transfer, in Btu/h, to the working fluid 
passing through the steam generator. 

(c) the thermal efficiency. 


8.66 Water is the working fluid in a regenerative Rankine 


cycle with one closed feedwater heater and one open 
feedwater heater. Steam enters the turbine at 1400 Ibf/in? 
апа 1000°F and expands to 500 Ibf/in?, where some of the 
steam is extracted and diverted to the closed feedwater 
heater. Condensate exiting the closed feedwater heater as 
saturated liquid at 500 Ibf/in.? undergoes a throttling process 
to 120 Ibf/in? as it passes through a trap into the open 
feedwater heater. The feedwater leaves the closed feedwater 
heater at 1400 Ibf/in) and a temperature equal to the 
saturation temperature at 500 Ibf/in.? The remaining steam 
expands through the second-stage turbine to 120 lbf/in.’, 
where some of the steam is extracted and diverted to the 
open feedwater heater operating at 120 Ibf/in.? Saturated 
liquid exits the open feedwater heater at 120 Ibf/in.? The 
remaining steam expands through the third-stage turbine to 
the condenser pressure of 2 Ibf/in.? The turbine stages and 
the pumps each operate adiabatically with isentropic 
efficiencies of 85%. Flow through the condenser, closed 
feedwater heater, open feedwater heater, and steam 
generator is at constant pressure. The net power output of 
the cycle is 1 х 10? Btu/h. Determine for the cycle 


(a) the mass flow rate of steam entering the first stage of 
the turbine, in Ib/h. 


(b) the rate of heat transfer, in Btu/h, to the working fluid 
passing through the steam generator. 
(c) the thermal efficiency. 


8.67 Water is the working fluid in a Rankine cycle modified 
to include one closed feedwater heater and one open 
feedwater heater. Superheated vapor enters the turbine at 
16 MPa, 560°C, and the condenser pressure is 8 kPa. The 
mass flow rate of steam entering the first-stage turbine is 
120 kg/s. The closed feedwater heater uses extracted steam 
at 4 MPa, and the open feedwater heater uses extracted 
steam at 0.3 MPa. Saturated liquid condensate drains from 
the closed feedwater heater at 4 MPa and is trapped into the 
open feedwater heater. The feedwater leaves the closed 
heater at 16 MPa and a temperature equal to the saturation 
temperature at 4 MPa. Saturated liquid leaves the open 
heater at 0.3 MPa. Assume all turbine stages and pumps 
operate isentropically. Determine 


(a) the net power developed, in kW. 

(b) the rate of heat transfer to the steam passing through 
the steam generator, in kW. 

(c) the thermal efficiency. 

(d) the mass flow rate of condenser cooling water, in kg/s, 
if the cooling water undergoes a temperature increase of 
18°С with negligible pressure change in passing through the 
condenser. 


8.68 Reconsider the cycle of Problem 8.67 but include in the 
analysis that the isentropic efficiencies of the turbine stages 
and pumps аге 85%. 


8.69 Consider a regenerative vapor power cycle with two 
feedwater heaters, a closed one and an open one, and 
reheat. Steam enters the first turbine stage at 12 MPa, 
480°C, and expands to 2 MPa. Some steam is extracted at 2 
MPa and fed to the closed feedwater heater. The remainder 
is reheated at 2 MPa to 440°C and then expands through 
the second-stage turbine to 0.3 MPa, where an additional 
amount is extracted and fed into the open feedwater heater 
operating at 0.3 MPa. The steam expanding through the 
third-stage turbine exits at the condenser pressure of 6 kPa. 
Feedwater leaves the closed heater at 210°C, 12 MPa, and 
condensate exiting as saturated liquid at 2 MPa is trapped 
into the open feedwater heater. Saturated liquid at 0.3 MPa 
leaves the open feedwater heater. Assume all pumps and 
turbine stages operate isentropically. Determine for the 
cycle 


(a) the heat transfer to the working fluid passing through 
the steam generator, in kJ per kg of steam entering the first- 
stage turbine. 

(b) the thermal efficiency. 

(c) the heat transfer from the working fluid passing through 
the condenser to the cooling water, in kJ per kg of steam 
entering the first-stage turbine. 


8.70 Reconsider the cycle of Problem 8.69, but include in the 
analysis that the turbine stage and pumps all have isentropic 
efficiencies of 80%. Answer the same questions about the 
modified cycle as in Problem 8.69. 


| 8.71 For the cycle of Problem 8.70, plot thermal efficiency 


versus turbine stage and pump isentropic efficiencies for 
values ranging from 80 to 100%. Discuss. 
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8.72 Water is the working fluid in a reheat-regenerative 


Rankine cycle with one closed feedwater heater and one 
open feedwater heater. Steam enters the turbine at 1400 Ibf/in? 
and 1000°F and expands to 500 Ibf/in?, where some of the 
steam is extracted and diverted to the closed feedwater 
heater. Condensate exiting the closed feedwater heater as 
saturated liquid at 500 Ibf/in.? undergoes a throttling process 
to 120 Ibf/in? as it passes through a trap into the open 
feedwater heater. The feedwater leaves the closed feedwater 
heater at 1400 Ibf/in) and a temperature equal to the 
saturation temperature at 500 Ibf/in.? The remaining steam is 
reheated to 900°F before entering the second-stage turbine, 
where it expands to 120 Ibf/in.? Some of the steam is extracted 
and diverted to the open feedwater heater operating at 120 Ibf/ 
inj Saturated liquid exits the open feedwater heater at 
120 Ibf/in? The rest expands through the third-stage turbine 
to the condenser pressure of 2 Ibf/in? АП processes of the 
working fluid in the turbine stages and pumps are internally 
reversible. Flow through the condenser, closed feedwater 
heater, open feedwater heater, steam generator, and reheater 
is at constant pressure. The net power output of the cycle is 
1 x 10? Btu/h. Determine for the cycle 


(a) the mass flow rate of steam entering the first stage of 
the turbine, in Ib/h. 

(b) the rate of heat transfer, in Btu/h, to the working fluid 
passing through the steam generator, including the reheat 
section. 

(c) the thermal efficiency. 


8.73 Water is the working fluid in a reheat-regenerative 


Rankine cycle with one closed feedwater heater and one 
open feedwater heater. Steam enters the turbine at 1400 Ibf/ 
in? and 1000°F and expands to 500 Ibf/in?, where some of 
the steam is extracted and diverted to the closed feedwater 
heater. Condensate exiting the closed feedwater heater as 
saturated liquid at 500 Ibf/in.? undergoes a throttling process 
to 120 Ibf/in.? as it passes through a trap into the open 
feedwater heater. The feedwater leaves the closed feedwater 
heater at 1400 Ibf/in? and a temperature equal to the 
saturation temperature at 500 Ibf/in? The remaining steam is 
reheated to 900°F before entering the second-stage turbine, 
where it expands to 120 Ibf/in.? Some of the steam is extracted 
and diverted to the open feedwater heater operating at 
120 Ibf/in.? Saturated liquid exits the open feedwater heater 
at 120 Ibf/in? The remaining steam expands through the 
third-stage turbine to the condenser pressure of 2 Ibf/in.? The 
turbine stages and the pumps each operate adiabatically with 
isentropic efficiencies of 85%. Flow through the condenser, 
closed feedwater heater, open feedwater heater, steam 
generator, and reheater is at constant pressure. The net power 
output of the cycle is 1 x 10? Btu/h. Determine for the cycle 


(a) the mass flow rate of steam entering the first stage of 
the turbine, in Ib/h. 

(b) the rate of heat transfer, in Btu/h, to the working fluid 
passing through the steam generator, including the reheat 
section. 

(c) the thermal efficiency. 


8.74 Data for a power plant similar in design to that shown in 


Fig 8.12 are provided in the table below. The plant operates 
on a regenerative vapor power cycle with four feedwater 


500 Chapter 8 Vapor Power Systems 


heaters, three closed and one open, and reheat. Steam enters 
the turbine at 16,000 kPa, 600*C, expands in three stages to 
the reheat pressure of 2000 kPa, is reheated to 500°C, and 
then expands in three more stages to the condenser pressure 
of 10 kPa. Saturated liquid exits the condenser at 10 kPa. 
Between the first and second stages, some steam is diverted 
to a closed feedwater heater at 8000 kPa. Between the 
second and third stages, additional steam is diverted to a 
second closed feedwater heater at 4000 kPa. Steam is 
extracted between the fourth and fifth turbine stages at 800 kPa 
and fed into an open feedwater heater operating at that 
pressure. Saturated liquid at 800 kPa leaves the open 
feedwater heater. Between the fifth and sixth stages, some 
steam is diverted to a closed feedwater heater at 200 kPa. 
Condensate leaves each closed feedwater heater as saturated 
liquid at the respective extraction pressures. For isentropic 
processes in each turbine stage and adiabatic processes in 
the pumps, all closed feedwater heaters, all traps, and the 
open feedwater heater show that 


(a) the fraction of the steam diverted between the first and 
second stages is 0.1000. 

(b) the fraction of the steam diverted between the second 
and third stages is 0.1500. 

(c) the fraction of the steam diverted between the fourth 
and fifth stages is 0.0009. 

(d) the fraction of the steam diverted between the fifth and 
sixth stages is 0.1302. 





State p (kPa) T (C) h (kJ/kg) s (kJ/kg-K) x 
1 16,000 600 3573.5 6.6399 = 
2 8,000 3334.7 6.6399 = 
3 4,000 3129.2 6.6399 = 
4 2,000 2953.6 6.6399 — 
5 2,000 500 3467.6 7.4317 = 
6 800 3172.1 7.4317 = 
7 200 2824.7 7.4317 = 
8 10 2355.4 7.4317 0.9042 
9 10 191.83 0.6493 0 
10 800 192.63 0.6517 = 
11 800 595.92 1.7553 — 
12 800 721.11 2.0462 0 
13 16,000 738.05 2.0837 = 
14 16,000 1067.3 2.7584 = 
15 8,000 1316.6 3.2068 0 
16 4,000 1316.6 3.2344 0.1338 
17 4,000 1087.3 2.7964 0 
18 800 1087.3 2.8716 0.1788 
19 200 504.70 1.5301 0 
20 10 504.70 1.6304 0.1308 
21 16,000 1269.1 3.1245 = 


Table. P8.74 


600°C, and saturated liquid exits the condenser at 250 kPa. 
In the interconnecting heat exchanger, energy rejected by 
heat transfer from the steam cycle is provided to the 
Refrigerant 134a cycle. The heat exchanger experiences no 
stray heat transfer with its surroundings. Superheated 
Refrigerant 134a leaves the heat exchanger at 600 kPa, 
30°С, which enters the Refrigerant 134a turbine. Saturated 
liquid leaves the Refrigerant 134a condenser at 100 kPa. 
Determine 


(a) the net power developed by the binary cycle, in kW. 
(b) the rate of heat addition to the binary cycle, in kW. 

(c) the thermal efficiency of the binary cycle. 

(d) the rate of entropy production in the interconnecting 
heat exchanger, in kW/K. 


8.77 A binary vapor cycle consists of two Rankine cycles with 


steam and ammonia as the working fluids. In the steam cycle, 
superheated vapor enters the turbine at 900 Ibf/in.?, 1100°F, 
and saturated liquid exits the condenser at 140°F. The heat 
rejected from the steam cycle is provided to the ammonia 
cycle, producing saturated vapor at 120°F, which enters the 
ammonia turbine. Saturated liquid leaves the ammonia 
condenser at 75°F. Each turbine has an isentropic efficiency 
of 90% and the pumps operate isentropically. The net power 
output of the binary cycle is 7 х 10’ Btu/h. 


(a) Determine the quality at the exit of each turbine, the 
mass flow rate of each working fluid, in Ib/h, and the overall 
thermal efficiency of the binary cycle. 

(b) Compare the binary cycle performance to that of a 
single Rankine cycle using water as the working fluid and 
condensing at 75°F. The turbine inlet state, isentropic turbine 
efficiency, and net power output all remain the same. 


8.78 Figure P8.78 shows a vapor power cycle that provides 


process heat and produces power. The steam generator 








Q process 2 





exchanger 


TLLA 


p4 = 500 Ibf/in.? 
saturated liquid 


рэ = 10 Ibf/in? 





бс 
8.75 For the power plant in Problem 8.74 with extraction mass 
fractions as indicated determine the cycle thermal efficiency. 


Considering Other Vapor Cycle Aspects 






рз = 10 lbf/in.? 
saturated liquid 


8.76 A binary vapor power cycle consists of two ideal 
Rankine cycles with steam and Refrigerant 134a as the 
working fluids. The mass flow rate of steam is 2 kg/s. In the 
steam cycle, superheated vapor enters the turbine at 8 MPa, 


Fig. P8.78 


produces vapor at 500 Ibf/in.?, 800°F, at a rate of 8 x 10* 
Ib/h. Eighty-eight percent of the steam expands through 
the turbine to 10 Ibf/in? and the remainder is directed to 
the heat exchanger. Saturated liquid exits the heat 
exchanger at 500 Ibf/in.? and passes through a trap before 
entering the condenser at 10 Ibf/in.? Saturated liquid exits 
the condenser at 10 Ibf/in? and is pumped to 500 Ibf/in.? 
before entering the steam generator. The turbine and pump 
have isentropic efficiencies of 85% and 89%, respectively. 
Determine 


(a) the process heat production rate, in Btu/h. 
(b) the thermal efficiency of the cycle. 


8.79 Figure P8.79 provides steady-state operating data for a 
cogeneration cycle that generates electricity and provides 
heat for campus buildings. Steam at 1.5 MPa, 280*C, enters 
a two-stage turbine with a mass flow rate of 1 kg/s. A fraction 
of the total flow, 0.15, is extracted between the two stages at 
0.2 MPa to provide for building heating, and the remainder 
expands through the second stage to the condenser pressure 
of 0.1 bar. Condensate returns from the campus buildings at 
0.1 MPa, 60°С and passes through a trap into the condenser, 
where it is reunited with the main feedwater flow. Saturated 
liquid leaves the condenser at 0.1 bar. Determine 
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(a) the rate of heat transfer to the working fluid passing 
through the boiler, in kW. 

(b) the net power developed, in kW. 

(c) the rate of heat transfer for building heating, in kW. 
(d) the rate of heat transfer to the cooling water passing 
through the condenser, in kW. 


8.80 Consider a cogeneration system operating as shown in 


Fig. P8.80. Steam enters the first turbine stage at 6 MPa, 
540°C. Between the first and second stages, 45% of the 
steam is extracted at 500 kPa and diverted to a process 
heating load of 5 x 10° kJ/h. Condensate exits the process 
heat exchanger at 450 kPa with specific enthalpy of 589.13 
kJ/kg and is mixed with liquid exiting the lower-pressure 
pump at 450 kPa. The entire flow is then pumped to the 
steam generator pressure. At the inlet to the steam generator 
the specific enthalpy is 469.91 kJ/kg. Saturated liquid at 60 kPa 
leaves the condenser. The turbine stages and the pumps 
operate with isentropic efficiencies of 82% and 88%, 
respectively. Determine 


(a) the mass flow rate of steam entering the first turbine 
stage, in kg/s. 

(b) the net power developed by the cycle, in MW. 

(c) the rate of entropy production in the turbine, in kW/K. 





T CC) 
1 1.5 МРа 280 


State p 


2 0.2 MPa sat 
3 0.1 bar sat 
4 0.1 bar sat 
5 1.5 MPa --- 
6 0.1 MPa 60 
7 0.1 bar --- 


Fig. P8.79 


h (kJ/kg) 


2992.7 
2652.9 
2280.4 
191.83 
193.34 
25118 
251.13 
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in a-y» 
к- == 









Paps 6 MPa 
ћ = 469.91 KJ/kg 


ро = P5 = 450 kPa Pompi 





, а-у) 
a === ра = рз = 60 kPa 


Mp1 = 88% X4 = 0 (saturated liquid) 
















Heat Опен = 5 X 108 КЈЋ 
exchanger 
(у) 
pg = 450 kPa 
8 = 589. А 
hg = 589.13 kJ/kg Fig. P8.80 
8.81 Figure P8.81 shows a combined heat and power system (a) the rates that steam is extracted as process steam and 
(CHP) providing turbine power, process steam, and steam for the heating load, each in lb/h. 
for a factory space heating load. Operating data are given (b) the rates of heat transfer for the process steam and the 
on the figure at key states in the cycle. For the system, heating load, each in Btu/h. 
determine (c) the net power developed, in Btu/h. 
ту = 104 Ib/h = N, = П, = 0.85 





1 pı = 450 lbf/in.? 


100 Ibf/in.? 











11 


1 Ibf/in.? 


liquid | p; = pg = po = P10 Pump 1 
= 20 Ibf/in.? Np, = 0.85 Fig. P8.81 


Devise and evaluate an overall energy-based efficiency for 
the combined heat and power system. 


8.82 Figure P8.82 shows a cogeneration cycle that provides 
power and process heat. In the steam cycle, superheated 
vapor enters the turbine at 40 bar, 440°C and expands 
isentropically to 1 bar. The steam passes through a heat 
exchanger, which serves as a boiler of the Refrigerant 134a 
cycle and the condenser of the steam cycle. The condensate 
leaves the heat exchanger as saturated liquid at 1 bar and is 
pumped isentropically to the steam generator pressure. The 
rate of heat transfer to the working fluid passing through the 
steam generator of the steam cycle is 13 MW. The Refrigerant 
134a cycle is an ideal Rankine cycle with refrigerant entering 
the turbine at 16 bar, 100°C. The refrigerant passes through 
a heat exchanger, which provides process heat and acts as a 
condenser for the Refrigerant 134a cycle. Saturated liquid 
exits the heat exchanger at 9 bar. Determine 


(a) the mass flow rate of steam entering the steam turbine, 
in kg/s. 

(b) the mass flow rate of Refrigerant 134a entering the 
refrigerant turbine, in kg/s. 

(c) the percent of total power provided by each cycle. 

(d) the rate of heat transfer provided as process heat, in kW. 
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280° F, 150 Ibf/in? and exiting as saturated vapor at 150 Ibf/in? 
Determine the mass flow rate, in Ib/s, for the process stream. 
Based on the increase in exergy of the steam passing through 
the steam generator, devise and evaluate an exergetic 
efficiency for the overall cogeneration system. Let 70 = 70°Е, 
ро = 14.7 lbf/in.? 


8.84 The steam generator of a vapor power plant can be 


considered for simplicity to consist of a combustor unit in which 
fuel and air are burned to produce hot combustion gases, 
followed by a heat exchanger unit where the cycle working 
fluid is vaporized and superheated as the hot gases cool. 
Consider water as the working fluid undergoing the cycle of 
Problem 8.17 Hot combustion gases, which are assumed to have 
the properties of air, enter the heat exchanger portion of the 
steam generator at 1200 K and exit at 600 K with a negligible 
change in pressure. Determine for the heat exchanger unit 


(a) the net exergy carried in by the gas stream, in kJ per kg 
of steam flowing. 

(b) the net exergy carried out by the water stream, in kJ per 
kg of steam flowing. 

(c) the rate of exergy destruction, in kW. 

(d) the exergetic efficiency given by Eq. 727 


Let T, = 15°C, py = 0.1 MPa. 


8.85 Determine the exergy input, in kJ per kg of steam flowing, 
to the working fluid passing through the steam generator in 
Problem 8.17 Perform calculations to account for all outputs, 


Vapor Cycle Exergy Analysis 


8.83 In a cogeneration system, a Rankine cycle operates with 


steam entering the turbine at a rate of 15 Ib/s at 1000 Ibf/in.?, 
800%, and a condenser pressure of 200 Ibf/in,”. The isentropic 
turbine efficiency is 85% while the pump operates 
isentropically. Energy rejected by the condensing steam is 
transferred to a separate process stream of water entering at 


pue 


























рз = 1 bar 
saturated liquid 





Fig. P8.82 


losses, and destructions of this exergy. Let Tọ = 15°C, py = 0.1 
MPa. 


8.86 In the steam generator of the cycle of Problem 8.19, the 


energy input to the working fluid is provided by heat transfer 
from hot gaseous products of combustion, which cool as a 

















Wo 
mmm 
Refrigerant 134a b py 29 bar 
cycle 
E 
Process l . 
heat І Q process 
exchanger | 
=a 


Po = рь = 9 bar 
saturated liquid 
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separate stream from 1490 to 380°F with a negligible pressure 
drop. The gas stream can be modeled as air as an ideal gas. 
Determine, in Btu/h, the rate of exergy destruction in the 


(a) heat exchanger unit of the steam generator. 
(b) turbine and pump. 
(c) condenser. 


Also calculate the net rate at which exergy is carried away 
by the cooling water passing through the condenser, in 
Btu/h. Let Ty = 60°F, ру = 14.7 Ibf/in? 


8.87 For the regenerative vapor power cycle of Problem 8.67, 
calculate the rates of exergy destruction in the feedwater 
heaters in kW. Express each as a fraction of the flow exergy 
increase of the working fluid passing through the steam 
generator. Let Ty = 16°C, po = 1 bar. 


8.88 Determine the rate of exergy input, in Btu/h, to the working 
fluid passing through the steam generator in Problem 8.73. 
Perform calculations to account for all outputs, losses, and 
destructions of this exergy. Let Ty = 60°F, py = 14.7 Ibf/in.? 


Stack gases 






E stack gas = 96 kW 


Sasa Soe ee ---і 


Steam 


11-1 kg/ 
generator mi ом 





T, = 280°C 
Eua = 2537 kW 1 


Fuel 


Air 




















ру = 1.5 MPa 


8.89 For the power plant in Problem 8.74, develop a full 
accounting in MW, of the rate of exergy increase as the 
working fluid passes through the steam generator and reheater 
with a mass flow rate of 10 kg/s. Let Ty = 20°C, pọ = 1 bar. 


8.90 Determine the rate of exergy transfer, in Btu/h,to the working 
fluid passing through the steam generator in Problem 8.78. 
Perform calculations to account for all outputs, losses, and 
destructions of this exergy. For the process heat exchanger, 
assume the temperature at which heat transfer occurs is 
465% Let Ty = 60°F, pọ = 14.7 Ibf/in? 


8.91 Determine the rate of exergy transfer, in kJ per kg of 
steam entering the first-stage turbine, to the working fluid 
passing through the steam generator in Problem 8.46. 
Perform calculations to account for all outputs, losses, and 
destructions of this exergy. Let Т) = 15°C, pọ = 0.1 MPa. 


8.92 Figure P8.92 provides steady-state operating data for a 
cogeneration cycle that generates electricity and provides 
heat for campus buildings. Steam at 1.5 MPa, 280*C, enters 














Turbine 


тз = 0.85 kg/s 


my = 0.15 kg/s рз = 0.1 bar 


рә = 0.2 МРа 


Tewout = 38°С 
І CWout 





Condenser $ | 
| СМ; 
| 
том = 32.85 kg/s 
Towin = 25°С 


















Da = рз = 0.1 bar 
X4 = 0 (saturated liquid) 


State p ТС) h(kJ/kg)  s(kJ/kg-K) 
1 1.5 MPa 280 2002] 6.8381 
2 0.2 MPa sat 2652.9 6.9906 
3 0.1 bar sat 2280.4 7.1965 
4 0.1 bar sat 191.83 0.6493 
3 1.5 MPa --- 193.34 0.6539 
6 0.1 MPa 60 251.13 0.8312 
ТІ 0.1 bar --- 291.15) 0.8352 
Cooling water; --- 25) 104.89 0.3674 
Cooling water; --- 38 159.21 0.5458 


Fig. P8.92 


Design & Open-Ended Problems: Exploring Engineering Practice 


a two-stage turbine with a mass flow rate of 1 kg/s. Steam is 
extracted between the two stages at 0.2 MPa with a mass 
flow rate of 0.15 kg/s to provide for building heating, while 
the remainder expands through the second turbine stage to 
the condenser pressure of 0.1 bar with mass flow rate of 
0.85 kg/s. The campus load heat exchanger in the schematic 
represents all of the heat transfer to the campus buildings. 
For the purposes of this analysis, assume that the heat transfer 
in the campus load heat exchanger occurs at an average 
boundary temperature of 110°C. Condensate returns from 
the campus buildings at 0.1 MPa, 60°С and passes through a 
trap into the condenser, where it is reunited with the main 
feedwater flow. The cooling water has a mass flow rate of 
32.85 kg/s entering the condenser at 25°С and exiting the 
condenser at 38°C. The working fluid leaves the condenser as 
saturated liquid at 0.1 bar. The rate of exergy input with fuel 
entering the combustor unit of the steam generator is 2537 
kW, and no exergy is carried in by the combustion air. The 


8.1D Use a Web-based resource (such as http://www.eia.doe 
gov) to locate the three largest electricity-generating plants 
in your home state. For each, determine the fuel type, plant's 
age, and reported safety issues. Determine how each plant 
contributes to global climate change and identify its likely 
effects on human health and the environment. For one of 
the plants, propose ways to reduce health and environmental 
impacts associated with the plant. Write a report, including 
at least three references. 


8.2D Identify a major electrical power failure that occurred 
recently in your locale. Research the circumstances associated 
with the failure and the steps taken to avoid such an event 
in the future. Summarize your findings and lessons learned 
from this failure in a one-page executive summary. 


8.3D Write an op-ed (opinion-editorial) article on a significant 
issue relevant to providing electric power to U.S. consumers 
in the next 20 years. While op-eds are aimed at a general 
audience, they should be thoroughly researched and 
supported with evidence. Observe established practices for 
preparing op-ed articles and avoid technical jargon. Early in 
the writing process, consult with the publication, print or 
online, for which the article is intended to determine 
publication policies, procedures, and interest in your 
proposed topic. With your op-ed article submittal, provide 
the name of the publication for which it is intended and a 
file of your correspondence with its staff. 


8.4D Water management is an important aspect of electric 
power production. Identify at least two needs for water in a 
Rankine cycle-based power plant. Describe typical water 
management practices in such plants, and research at least 
two emerging technologies aimed at reducing water losses 
in plants or enhancing sustainable water management. 
Summarize your findings in a report with at least three 
references. 


8.5D Select an underdeveloped region of the world with 
limited electrical power. Identify the region's population, 
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rate of exergy loss with the stack gases exiting the steam 
generator is 96 kW. Let Ty = 25°С, py = 0.1 MPa. Determine, 
as percentages of the rate of exergy input with fuel entering 
the combustor unit, all outputs, losses, and destructions of this 
exergy for the cogeneration cycle. 


8.93 Steam enters the turbine of a simple vapor power plant at 


100 bar, 520°C and expands adiabatically, exiting at 0.08 bar 
with a quality of 90%. Condensate leaves the condenser as 
saturated liquid at 0.08 bar. Liquid exits the pump at 100 bar, 
43°C. The specific exergy of the fuel entering the combustor 
unit of the steam generator is estimated to be 14,700 kJ/kg. 
No exergy is carried in by the combustion air. The exergy of 
the stack gases leaving the steam generator is estimated to 
be 150 kJ per kg of fuel. The mass flow rate of the steam is 
3.92 kg per kg of fuel. Cooling water enters the condenser at 
То = 20°C, po = 1 atm and exits at 35°C, 1 atm. Develop a 
full accounting of the exergy entering the plant with the fuel. 


DESIGN & OPEN-ENDED PROBLEMS: EXPLORING ENGINEERING PRACTICE · · · · · 


economic base, natural resources, and potential demand for 
electricity. Recommend a source for electricity generation 
appropriate for the region and propose a basic power plant 
configuration including a thermodynamic analysis to meet 
the anticipated power demand. Using PowerPoint, present 
your findings to your class in thermodynamics and lead a 
discussion of the findings. 


8.6D Visit a local power plant and interview the plant manager 


or a designated staff member to identify at least three codes 
or standards to which the power plant must adhere. 
Determine how the plant achieves compliance and any 
challenges in doing so. For each such code or standard 
provide a brief explanation of its objectives. Summarize your 
findings in an executive summary. 


8.7D Identify three types of renewable energy electricity- 


generating plants of interest to you. For an actual plant of 
each type, determine its location and electricity production 
capacity. For each plant create a schematic accompanied by 
a brief narrative explaining how renewable energy is 
converted to electricity. Also for each plant determine if it 
will require energy storage (See. 2.6) and the extent of any 
economic incentives mandated by legislative action in the 
last 10 years. Summarize your findings in a PowerPoint 
presentation. 


8.8D Critically evaluate carbon dioxide capture and 


underground storage for fossil-fueled power plants, including 
technical aspects and related costs. Consider ways to separate 
CO, from gas streams, issues related to injecting CO; at 
great depths, consequences of CO, migration from storage, 
and the expected increase in electricity cost per kW · h with 
the deployment of this technology. Formulate a position in 
favor of, or in opposition to, large-scale carbon dioxide 
capture and storage. Write a report, including at least three 
references. 


8.9D Most electricity in the United States is generated today 


by large centralized power plants and distributed to end 
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users via long-distance transmission lines. Some experts 
expect a gradual shift to a distributed (decentralized) power 
system where electricity is generated locally by smaller-scale 
plants primarily using locally available resources, including 
wind, solar, biomass, hydropower, and geothermal. Other 
experts agree on the distributed, smaller-scale approach but 
contend that the model for the future is the tightly integrated 
industrial ecosystem, already seen in Denmark. Critically 
evaluate these two visions technically and economically, 
together with hybrids obtained by combining them, each 
relative to the current centralized approach. Rank order all 
approaches considered, in descending order from the most 
likely to least likely future scenario. Write a report, including 
at least three references. 


8.10D Geoengineering is an area of study focused on managing 
earth's environment to reduce effects of global climate 
change. For three such concepts, obtained from print or 
online sources, research each in terms of feasibility, including 
technical issues, costs, and risks. Determine if any of the 
three is a truly viable candidate for implementation. Report 
your findings in a PowerPoint presentation. 


8.11D Concurrent engineering design considers all phases of a 
product's life cycle holistically with the aim of arriving at an 
acceptable final design more quickly and with less cost than 
achievable in a sequential approach. A tenet of concurrent 
design is the use of a multitalented design team having 
technical and nontechnical expertise. For power plant design, 
technical expertise necessarily includes the skills of several 
engineering disciplines. Determine the makeup of the design 
team and the skill set each member provides for the 
concurrent design of a power plant selected from those listed 
in Table 8.2. Summarize your findings in a poster presentation 
suitable for presentation at a technical conference. 


8.12D Some observers contend that enhanced oil recovery is a 


viable commercial use for carbon dioxide captured from the 
exhaust gas of coal-fired power plants and other industrial 
sources. Proponents envision that this will foster transport of 
carbon dioxide by ship from industrialized, oil-importing 
nations to less industrialized, oil-producing nations. They say 
such commerce will require innovations in ship design. 
Develop a conceptual design of a carbon dioxide transport 
ship. Consider only major issues, including but not limited 
to power plant type, cargo volume, means for loading and 
unloading carbon dioxide, minimization of carbon dioxide 
loss to the atmosphere, and costs. Include figures and sample 
calculations as appropriate. Explain how your carbon dioxide 
transport ship differs from ships transporting natural gas. 


8.13D Silicon is one of Earth's most abundant elements. Yet 


demand for the pricey high-purity form of silicon required 
to make solar cells has risen with the growth of the solar, 
photovoltaic industry. This, together with limitations of the 
energy-intensive technology customarily used to produce 


solar-grade silicon, has led many to think about the 
development of improved technologies for producing solar- 
grade silicon and using materials other than silicon for solar 
cells. Investigate means for producing solar cells using 
silicon, including conventional and improved methods, and 
for producing cells using other materials. Compare and 
critically evaluate all methods discovered based on energy 
use, environmental impact, and cost. Prepare a poster 
presentation of your findings. 


8.14D Power plant planning is best done on a life-cycle basis 


(Table 8.3). The life cycle begins with extracting resources 
from the Earth required by the plant and ends with eventual 
retirement of the plant after decades of operation. To obtain 
an accurate picture of cost, costs should be considered in а// 
phases of the life cycle, including remediation of 
environmental impacts, effects on human health, waste 
disposal, and government subsidies, rather than just narrowly 
focusing on costs related to the plant construction and 
operation phase. For one of the locales listed below, and 
considering only major cost elements, determine on a life- 
cycle-cost basis the power plant option that best meets 
expected regional electricity needs up to 2050. Write a report 
fully documenting your findings. 


(a) Locale: Midwest and Great Plains. Options: coal-fired 
plants, wind-power plants, or a combination. 

(b) Locale: Northeast and Atlantic seaboard. Options: 
nuclear power plants, natural gas-fired plants, or a 
combination. 

(c) Locale: South and Southwest. Options: natural gas-fired 
plants, concentrating-solar plants, or a combination. 

(d) Locale: California and Northwest. Options: concentrating, 
solar plants, wind-power plants, hydropower plants, or a 
combination. 


8.15D With another project team, conduct a formal debate on 


one of the propositions listed below or one assigned to you. 
Observe rules of formal debate, including but not limited to 
use of a traditional format: Each constructive speech (first 
affirmative and first negative, second affirmative and second 
negative) is given eight minutes, and each rebuttal speech 
(first negative and first affirmative, second negative and 
second affirmative) is given four minutes. 


Proposition (a): As a national policy, cost-benefit analysis 


should be used when evaluating proposed environmental 
regulations. Alternative proposition: Should not be used. 


Proposition (b): As a national policy, electricity production 


using nuclear technology should be greatly expanded. 
Alternative proposition: Should not be greatly expanded. 


Proposition (c): As a national policy, the United States should 


strongly encourage developing nations to reduce their 
contributions to global climate change. Alternative 
proposition: Should not strongly encourage. 


An introduction to 
power generation systems is provided in Chap. 8. 
The introduction surveys current U.S. power gen- 
eration by source and looks ahead to power gen- 
eration needs in the next few decades. Because the 
introduction provides the context for a study of 
power systems generally, we recommend that you 
review it before continuing with the present chapter 
dealing with gas power systems. 


While the focus of Chap. 8 is on vapor power sys- 
tems in which the working fluids are alternatively 
vaporized and condensed, the objective of this 
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chapter is to study power systems utilizing working 
fluids that are always a gas. Included in this group 
are gas turbines and internal combustion engines 
of the spark-ignition and compression-ignition 
types. In the first part of the chapter, internal com- 
bustion engines are considered. Gas turbine power 
plants are discussed in the second part of the 
chapter. The chapter concludes with a brief study of 
compressible flow in nozzles and diffusers, which 
are components in gas turbines for aircraft propul- 
sion and other devices of practical importance. 










Gas Power 


Systems 






> LEARNING OUTCOMES 


When you complete your study of this chapter, you will be able to... 


» conduct air-standard analyses of internal combustion engines based 
on the Otto, Diesel, and dual cycles, including the ability to 


» sketch p-vand 7—5 diagrams and evaluate property data at principal 
states. 


» apply energy, entropy, and exergy balances. 


» determine net power output, thermal efficiency, and mean effective 
pressure. 


» conduct air-standard analyses of gas turbine power plants based on 
the Brayton cycle and its modifications, including the ability to 


> sketch 7—5 diagrams and evaluate property data at principal states. 
» apply mass, energy, entropy, and exergy balances. 


» determine net power output, thermal efficiency, back work ratio, 
and the effects of compressor pressure ratio on performance. 


» analyze subsonic and supersonic flows through nozzles and diffusers, 
including the ability to 


» describe the effects of area change on flow properties and the 
effects of back pressure on mass flow rate. 


» explain the occurrence of choking and normal shocks. 


» analyze the flow of ideal gases with constant specific heats. 
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spark-ignition 
compression-ignition 


compression ratio 








Top 


dead center 


Bottom 


dead center . А 
Reciprocating 


motion 


Crank mechanism 


fuel injector 


Considering Internal Combustion 
Engines 


This part of the chapter deals with internal combustion engines. Although most gas 
turbines are also internal combustion engines, the name is usually applied to recip- 
rocating internal combustion engines of the type commonly used in automobiles, 
trucks, and buses. These engines differ from the power plants considered in Chap. 8 
because the processes occur within reciprocating piston-cylinder arrangements and 
not in interconnected series of different components. 

Two principal types of reciprocating internal combustion engines are the spark- 
ignition engine and the compression-ignition engine. In a spark-ignition engine, a mix- 
ture of fuel and air is ignited by a spark plug. In a compression-ignition engine, air 
is compressed to a high enough pressure and temperature that combustion occurs 
spontaneously when fuel is injected. Spark-ignition engines have advantages for appli- 
cations requiring power up to about 225 kW (300 horsepower). Because they are 
relatively light and lower in cost, spark-ignition engines are particularly suited for use 
in automobiles. Compression-ignition engines are normally preferred for applications 
when fuel economy and relatively large amounts of power are required (heavy trucks 
and buses, locomotives and ships, auxiliary power units). In the middle range, spark- 
ignition and compression-ignition engines are used. 


Introducing Engine Terminology 


о е е ө ө ө ө с ө ө ө ө ө ө ө ө ө ө ө е ее ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө е ө ө ө ө е ө ө ө ө ө ө ө ө ө 


Figure 9.1 is a sketch of a reciprocating internal combustion engine consisting of a 
piston that moves within a cylinder fitted with two valves. The sketch is labeled with 
some special terms. The bore of the cylinder is its diameter. The stroke is the distance 
the piston moves in one direction. The piston is said to be at top dead center when 
it has moved to a position where the cylinder volume is a minimum. This minimum 
volume is known as the clearance volume. When the piston has moved to the position 
of maximum cylinder volume, the piston is at bottom dead center. The volume swept 
out by the piston as it moves from the top dead center to the bottom dead center 


Spark plug or position is called the displacement volume. The compression ratio r is 


defined as the volume at bottom dead center divided by the volume 
at top dead center. The reciprocating motion of the piston is converted 
to rotary motion by a crank mechanism. 
In a four-stroke internal combustion engine, the piston executes four 
Clearance — distinct strokes within the cylinder for every two revolutions of the 
уоште crankshaft. Fig. 9.2 gives a pressure-volume diagram such as might be 


displayed electronically. 
Cylinder 


wall 1. With the intake valve open, the piston makes an intake stroke to 
draw a fresh charge into the cylinder. For spark-ignition engines, the 
charge is a combustible mixture of fuel and air. Air alone is the 
charge in compression-ignition engines. 


2. With both valves closed, the piston undergoes a compression stroke, 
raising the temperature and pressure of the charge. This requires work 
input from the piston to the cylinder contents. A combustion process 
is then initiated, resulting in a high-pressure, high-temperature gas 
mixture. Combustion is induced near the end of the compression 
stroke in spark-ignition engines by the spark plug. In compression- 
ignition engines, combustion is initiated by injecting fuel into the 


Fig. 9.1 Nomenclature for reciprocating hot compressed air, beginning near the end of the compression 


piston-cylinder engines. 


stroke and continuing through the first part of the expansion. 
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3. A power stroke follows the compression stroke, during which the gas Combustion initiated 
mixture expands and work is done on the piston as it returns to bot- 
tom dead center. 


"S 


4. The piston then executes an exhaust stroke in which the burned gases 
are purged from the cylinder through the open exhaust valve. 


Smaller engines operate on two-stroke cycles. In two-stroke engines, the 
intake, compression, expansion, and exhaust operations are accom- 
plished in one revolution of the crankshaft. Although internal combus- 
tion engines undergo mechanical cycles, the cylinder contents do not 
execute a thermodynamic cycle, for matter is introduced with one com- 
position and is later discharged at a different composition. 

А parameter used to describe the performance of reciprocating pis- 
ton engines is the mean effective pressure, or тер. The mean effective 
pressure is the theoretical constant pressure that, if it acted on the piston 
during the power stroke, would produce the same net work as actually Top dead Bons 
developed in one cycle. That is, center dead center 


Exhaust valve 
opens 


Intake valve 
closes 











Volume 


net work for one cycle 





E Fig. 9.2 Pressure-volume diagram for a 
mep - (9.1) 
displacement volume reciprocating internal combustion engine. 


For two engines of equal displacement volume, the one with a higher mean effective Man diete а 


pressure would produce the greater net work and, if the engines run at the same 
speed, greater power. 


AIR-STANDARD ANALYSIS. A detailed study of the performance of a recipro- 

cating internal combustion engine would take into account many features. These would 

include the combustion process occurring within the cylinder and the effects of irrevers- 

ibilities associated with friction and with pressure and temperature gradients. Heat 

transfer between the gases in the cylinder and the cylinder walls and the work required 

to charge the cylinder and exhaust the products of combustion also would be consid- 

ered. Owing to these complexities, accurate modeling of reciprocating internal combus- 

tion engines normally involves computer simulation. To conduct elementary thermody- 

namic analyses of internal combustion engines, considerable simplification is required. — air-standard analysis: 

One procedure is to employ an air-standard analysis having the following elements: internal combustion engines 


> A fixed amount of air modeled as an ideal gas is the working fluid. See Table 9.1 
for a review of ideal gas relations. 

» The combustion process is replaced by a heat transfer from an external source. 

» There are no exhaust and intake processes as in an actual engine. The cycle is 
completed by a constant-volume heat transfer process taking place while the piston 
is at the bottom dead center position. 

» All processes are internally reversible. 


In addition, in a cold air-standard analysis, the specific heats are assumed constant cold air-standard analysis 
at their ambient temperature values. With an air-standard analysis, we avoid dealing 
with the complexities of the combustion process and the change of composition dur- 
ing combustion. A comprehensive analysis requires that such complexities be consid- 
ered, however. For a discussion of combustion, see Chap. 13. 

Although an air-standard analysis simplifies the study of internal combustion 
engines considerably, values for the mean effective pressure and operating tempera- 
tures and pressures calculated on this basis may depart significantly from those of 
actual engines. Accordingly, air-standard analysis allows internal combustion engines 
to be examined only qualitatively. Still, insights concerning actual performance can 
result with such an approach. 
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TABLE 9.1 


Ideal Gas Model Review 


Equations of state: 





pv — RT (3.32) 
pV — mRT (3.33) 
Changes in u and h: 
т, 
(3.40) 
и(Т,) = и(Т,) = | e (T) dT 
7, 
т, 
(3.43) 
h(T;) = ҚТ.) = |с(Т)ат 
T, 
Constant specifie Heats ЕДЫ. ОИН 
и(Т,) - ШҚТ) = с.(Т- T) (3.50) u(T) and h(T) are evaluated from appropriate 
НТ) — A(T) = с(Љ — T) (3.51) tables: Tables A-22 for air (mass basis) and 
See Tables A-20, 21 for data. A-23 for other gases (molar basis). 
Changes in s: 
S(Th, v2) — 5(Т, v) = S(T, pj) — S(T, p) = 
5 5 
ат 5 dT р» 
[ат +Rin—2 (6.17) [ост = Кп— (6.18) 
Т у Т Pı 
T, T, 
— денен po —————M— = sisbie Specific cata 
S(Th, v2) — S(T, v) = S(T, рә) — S(T, p) = 
T, 2 2 
ain + Rin? (6.21) s°(T,) – s°(T,) – Rin? (6.20а) 
T, Ui pi 
5(7,, pj) — 5(Т,р)- 
B TE =R in (6.22) where s?(T) is evaluated from appropriate 
1 р, tables: Tables A-22 for air (mass basis) and 
See Tables A-20, 21 for data. A-23 for other gases (molar basis). 








Relating states of equal specific entropy: As = 








= (air only) (6.41) 
Pr 
k-1 ША $ 
1, _ (2) (6.44) = (air only) (6.42) 
Я U2 
k where p, and v, are provided for air 
Pa _ (2) (6.45) in Tables A-22. 
Di V2 


where К = c/c, is given in Tables A-20 
for several gases. 








Some observers caution that much of 
J what remains of the world's stock of readily accessible oil will be consumed 


within the next 50 years. We are not actually running out of oil, they say, but 
running out of oil that can be produced inexpensively. Accordingly, unless 
demand is reduced, oil prices may increase greatly, ending the era of cheap oil 
enjoyed for decades and posing a stiff challenge for societies over the globe. 
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In the United States transportation accounts for about 7096 of annual oil consumption, 
and so transportation is a sector ripe for reducing our need for oil. One way forward is 
greater use of hybrid-electric and all-electric vehicles. Still, we can continue to drive cars 
with internal combustion engines by using improved engine and transmission technologies, 
tires with less rolling resistance, and enhanced aerodynamics. These cars will be manufac- 
tured from lightweight, high-strength materials and also may have a start-stop feature that 
automatically shuts down and restarts the engine to minimize engine idling when the cars 


are motionless, thereby reducing both fuel use and emissions. 





In the remainder of this part of the chapter, we consider three cycles that adhere to 
air-standard cycle idealizations: the Otto, Diesel, and dual cycles. These cycles differ 
from each other only in the way the heat addition process that replaces combustion 
in the actual cycle is modeled. 

The air-standard Otto cycle is an ideal cycle that assumes heat addition occurs 
instantaneously while the piston is at top dead center. The Otto cycle is shown on the Otto cycle 
p-v апа T-s diagrams of Fig. 9.3. The cycle consists of four internally reversible pro- 
cesses in series: 


>» Process 1-2: An isentropic compression of the air as the piston moves from bottom 
dead center to top dead center. 

>» Process 2-3: А constant-volume heat transfer to the air from an external source 
while the piston is at top dead center. This process is intended to represent the 
ignition of the fuel-air mixture and the subsequent rapid burning. 

>» Process 3-4: Ап isentropic expansion (power stroke). 

» Process 4-1: Completes the cycle by a constant-volume process in which heat is 
rejected from the air while the piston is at bottom dead center. 


Since the air-standard Otto cycle is composed of internally reversible processes, 
areas on the 7—s and p-v diagrams of Fig. 9.3 can be interpreted as heat and work, 
respectively. On the 7-5 diagram, area 2-3-a—-b-2 represents heat added per unit of 
mass and area 1-4-a-b-1 the heat rejected per unit of mass. On the р-у diagram, 


TAKE NOTE... 

For internally reversible 
processes of closed sys- 
tems, see Зес5. 2.2.5 and 
6.6.1 for discussions of 
area interpretatione of 











y 
work and heat transfer on 
Р-У апа Т—5 diagrams, 
y 3 respectively. 
2 
4 








Fig. 9.3 p-v and T-s diagrams of the | | | | 
air-standard Otto cycle. a b У b a s 
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Otto. Cycle 


А А.27 – Tabs a а b 


ТАКЕ МОТЕ... 

When analyzing air-standard 
cycles, it is frequently con- 
venient to regard all work 
and heat transfers as 
positive quantities and 

write the energy balance 
accordingly. 





compression ratio 
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area 1-2-а-һ-1 represents work input per unit of mass during the compression pro- 
cess and area 3-4—b—-a-3 is work done per unit of mass in the expansion process. The 
enclosed area of each figure can be interpreted as the net work output or, equiva- 
lently, the net heat added. 


CYCLE ANALYSIS. The air-standard Otto cycle consists of two processes in which 
there is work but no heat transfer, Processes 1-2 and 3-4, and two processes in which 
there is heat transfer but no work, Processes 2-3 and 4-1. Expressions for these 
energy transfers are obtained by reducing the closed system energy balance assuming 
that changes in kinetic and potential energy can be ignored. The results are 


Wi _ Wa _ 
"m е. uw o E CN 
(9.2) 
[hu sg qe 
»i 3 2» » 4 1 


Carefully note that in writing Eqs. 9.2, we have departed from our usual sign conven- 
tion for heat and work. Thus, W,,/m is a positive number representing the work input 
during compression and Олут is a positive number representing the heat rejected in 
Process 4-1. The net work of the cycle is expressed as 


Weycte W34 Wi 
m m m 





= (us — ид) — (Uz — u) 


Alternatively, the net work can be evaluated as the net heat added 


уге _ Оз Ол 


т т т 





(из = ил) — (ид = ui) 


which, on rearrangement, can be placed in the same form as the previous expression 
for net work. 
The thermal efficiency is the ratio of the net work of the cycle to the heat added. 


(из — 0) — (ид — ш) = 
Из = И? 


U4 — Uy 





= 1- 


(9.3) 


из — U2 


When air table data are used to conduct an analysis involving an air-standard Otto 
cycle, the specific internal energy values required by Eq. 9.3 can be obtained from 
Table A-22 or A-22E as appropriate. The following relationships based on Eq. 6.42 
apply for the isentropic processes 1-2 and 3-4 


diem V; _ Ur 
2— UH x] — a 
Т. E V r 


V4 
Ur4 = U3) |- ҒӘ 
Уз 


where ғ denotes the compression ratio. Note that since V3 = V; апа Vy = Vj, r = 
Vj/V5 = V4 V; The parameter и, is tabulated versus temperature for air in Tables A-22. 

When the Otto cycle is analyzed on a cold air-standard basis, the following expres- 
sions based on Eq. 6.44 would be used for the isentropic processes in place of Eqs. 9.4 
and 9.5, respectively, 


(9.4) 


(9.5) 





Т. yet 

a = (2) =r"! (constant К) (9.6) 
1 2 

Т y 

= - (9) = E. (constant K) (9.7) 
3 4 r 


where k is the specific heat ratio, k = c,/c,. 
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EFFECT OF COMPRESSION RATIO ON PERFORMANCE. By referring to 
the 7-5 diagram of Fig. 9.3, we can conclude that the Otto cycle thermal efficiency 
increases as the compression ratio increases. An increase in the compression ratio 
changes the cycle from 1-2-3-4-1 to 1—2'-3'-4-1. Since the average temperature of 
heat addition is greater in the latter cycle and both cycles have the same heat rejec- 
tion process, cycle 1-2'-3'-4-1 would have the greater thermal efficiency. The increase 
in thermal efficiency with compression ratio is also brought out simply by the follow- 
ing development on a cold air-standard basis. For constant с„ Eq. 9.3 becomes 











Cal T4 m Ti) 
perf 
El Т» > Т) 
On rearrangement 
Ti (5 T; У 
ges == 
Т, Т»! Т, = 1 
From Eqs. 9.6 and 9.7 above, Т,/Т| = T3/T>,so 
и 
T] Т. 
Finally, introducing Eq. 9.6 
1 s : 
7-1--1  (coldair-standard basis) (9.8) 
r 


Equation 9.8 indicates that the cold air-standard Otto cycle thermal efficiency is a 








function of compression ratio and k. This relationship is shown in Fig. 9.4 for k = 14, E 
representing ambient air. 60 = 
The foregoing discussion suggests that it is advantageous for internal combustion 50|- 
engines to have high compression ratios, and this is the case. The possibility of autoig- _ | 
nition, or “knock,” places an upper limit on the compression ratio of spark-ignition © 
engines, however. After the spark has ignited a portion of the fuel-air mixture, the © ?0|- 
rise in pressure accompanying combustion compresses the remaining charge. Autoig- 20 [- 
nition can occur if the temperature of the unburned mixture becomes too high before 10 |- 
the mixture is consumed by the flame front. Since the temperature attained by the a | | | | | 
air-fuel mixture during the compression stroke increases as the compression ratio 0 2 4 6 8 10 
increases, the likelihood of autoignition occurring increases with the compression Compression ratio, r 


ratio. Autoignition may result in high-pressure waves in the cylinder (manifested by — . 

а knocking or pinging sound) that can lead to loss of power as well as engine damage. FiS- 9.4 Thermal efficiency of 
Owing to performance limitations, such as autoignition, the compression ratios of the cold air-standard Otto 

spark-ignition engines using the unleaded fuel required today because of air pollution cycle, k = 1.4. 

concerns are in the range 9.5 to 11.5, approximately. Higher compression ratios can 

be achieved in compression-ignition engines because only air is compressed. Com- 

pression ratios in the range 12 to 20 are typical. Compression-ignition engines also 

can use less refined fuels having higher ignition temperatures than the volatile fuels 

required by spark-ignition engines. 
In the next example, we illustrate the analysis of the air-standard Otto cycle. 

Results are compared with those obtained on a cold air-standard basis. 


EXAMPLE 94 ЖОО О ООЛ О Г Л УГ КК К К К Т ИЕ КЕТКЕ 


Analyzing the Otto Cycle 


The temperature at the beginning of the compression process of an air-standard Otto cycle with a compression 
ratio of 8 is 540°R, the pressure is 1 atm, and the cylinder volume is 0.02 f. The maximum temperature during 
the cycle is 3600°R. Determine (a) the temperature and pressure at the end of each process of the cycle, (b) the 
thermal efficiency, and (c) the mean effective pressure, in atm. 
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SOLUTION 


Known: An air-standard Otto cycle with a given value of compression ratio is executed with specified conditions 
at the beginning of the compression stroke and a specified maximum temperature during the cycle. 


Find: Determine the temperature and pressure at the end of each process, the thermal efficiency, and mean 
effective pressure, in atm. 


Schematic and Given Data: 





3 


T4 = 260098 ---.- Т; = 3600°R 





— =$ a = о 
V; f Y — Ту =540°R 














Fig. E9.1 


Engineering Model: 
1. The air in the piston-cylinder assembly is the closed system. 


2. The compression and expansion processes are adiabatic. 
3. All processes are internally reversible. 

4. The air is modeled as an ideal gas. 
5 


. Kinetic and potential energy effects are negligible. 


Analysis: 
(a) The analysis begins by determining the temperature, pressure, and specific internal energy at each principal 
state of the cycle. At T; = 540°R, Table A-22E gives u, = 92.04 Btu/Ib and ил = 144.32. 

For the isentropic compression process 1-2 





У; v 144.32 


V = [a уп = > 8 = 18.04 


Interpolating with и; in Table A-22E, we get Т; = 1212°R and и; = 2113 Btu/Ib. With the ideal gas equation of 
state 





T, У. 1212 8 
p» = = (1 ( 


eor 8 — 17.96 at 
Рі T, V ex) 7.96 atm 


The pressure at state 2 can be evaluated alternatively by using the isentropic relationship, рә = р1(ро/рн). 
Since Process 2-3 occurs at constant volume, the ideal gas equation of state gives 


3600°R 
1212°R 





T. 
рз = ру— = (17.96 atm) ( 


T, ) = 53.3 atm 


At Т; = 3600°R, Table A-22E gives из = 721.44 Btu/lb and из = 0.6449. 
For the isentropic expansion process 3—4 


V4 Vi 
А 113 V; 








0.6449(8) — 5.16 
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Interpolating in Table A-22E with v gives 7, = 1878°R, ид = 3422 Вешлб. The pressure at state 4 can be found 
using the isentropic relationship p4 = p3(p,4/p,3) or the ideal gas equation of state applied at states 1 and 4. With 
V4 = Уу, the ideal gas equation of state gives 


желіне (EER) = зав t 
Рас Bip he rN 777-0 A VAS 





(b) The thermal efficiency is 





= Quim _ И4“— и 
a О-/т из — и; 
342.2 — 92.04 








72144 = 211.3 _ G31 OLD) 


(c) To evaluate the mean effective pressure requires the net work per cycle. That is, 
Муде = m| (из — ид) — (ш — u1)] 
where m is the mass of the air, evaluated from the ideal gas equation of state as follows: 


UL. 
(RIM)T, 
(14.696 Ibf/in.^)|144 in."/ft|(0.02 ft^) 


( 1545 ft- ы) (540°R) 








28.97 Ib -°R 
= 1.47 x 10? Ib 


Inserting values into the expression for Wycie 
И усе = (147 X 10 ? 1b)[ (721.44 — 3422) — (211.3 — 92.04)] Btu/lb 











— 0.382 Btu 
The displacement volume is V; — V5,so the mean effective pressure is given by 
(maps W cie = уде 
P у-у; У(1- VIV) 
o 0.382 Btu we ft» ы | p 
(0.02 #)(1 – 1/8)| 1Btu | |144 in. 


= 18612 = 8.03 atm 


@ This solution utilizes Table A-22E for air, which accounts explicitly for the vari- 
ation of the specific heats with temperature. A solution also can be developed (vj Skills Developed 
on a cold air-standard basis in which constant specific heats are assumed. This 
solution is left as an exercise, but for comparison the results are presented for 
the case k — 1.4 in the following table: 












Ability to... 
О sketch the Otto Cycle p-v 
and 7-5 diagrams. 


Cold Air-Standard Analysis, О evaluate temperatures and 

Parameter Air-Standard Analysis к= 1.44 pressures at each principal 
ЕЕЕ=Е—ССИ_—ЕЕЕЕМС`ЬГЇГІ_Ї_____Ї___——Ѓ State | " 
T, 1212°R 124198 апа retrieve neces 


Sary property data. 


T; 3600°R 3600°R 

г. 187828 1567°R О calculate thermal efficiency 

n 0.51 (51%) 0.565 (56.5%) and mean effective pressure, 
mep 8.03 atm 7-05 atm 





Determine the heat addition and the heat rejection for the 


554548 сусіе, each in Btu. Ans. 02. = 0.750 Btu, On = 0.368 Віш. шатты 
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Diesel cycle 


Diesel Cycle 


А, А.28 – Tabs a а b 


Air-Standard Diesel Cycle 


6 e ө ө ө ө ө ө ө ө е ө ө ө ө е ө ө 9 6 е ө е 9 ө с ө ө э € 6 ө ө ө ө е ө € е ө о ө ө е ө 9 ө е ө ө ө ө е е ө ө е ө 


The air-standard Diesel cycle is an ideal cycle that assumes heat addition occurs dur- 
ing a constant-pressure process that starts with the piston at top dead center. The 
Diesel cycle is shown on p-v and T-s diagrams in Fig. 9.5. The cycle consists of four 
internally reversible processes in series. The first process from state 1 to state 2 is the 
same as in the Otto cycle: an isentropic compression. Heat is not transferred to the 
working fluid at constant volume as in the Otto cycle, however. In the Diesel cycle, 
heat is transferred to the working fluid at constant pressure. Process 2-3 also makes 
up the first part of the power stroke. The isentropic expansion from state 3 to state 4 
is the remainder of the power stroke. As in the Otto cycle, the cycle is completed by 
constant-volume Process 4-1 in which heat is rejected from the air while the piston 
is at bottom dead center. This process replaces the exhaust and intake processes of 
the actual engine. 

Since the air-standard Diesel cycle is composed of internally reversible processes, 
areas on the 7—s and p-v diagrams of Fig. 9.5 can be interpreted as heat and work, 
respectively. On the 7-5 diagram, area 2-3-a—-b-2 represents heat added per unit of 
mass and area 1-4-a-b-1 is heat rejected per unit of mass. On the p-v diagram, area 
1—2-a-b-1 is work input per unit of mass during the compression process. Area 2-3- 
4—b-a-2 is the work done per unit of mass as the piston moves from top dead center 
to bottom dead center. The enclosed area of each figure is the net work output, which 
equals the net heat added. 


CYCLE ANALYSIS. In the Diesel cycle the heat addition takes place at constant 
pressure. Accordingly, Process 2-3 involves both work and heat. The work is given by 


т 


үу. 3 
— = | p dv = рг(из — v2) (9.9) 
2 


The heat added in Process 2-3 сап be found by applying the closed system energy 
balance 


m(us — из) = Оз — Уз 
Introducing Eq. 9.9 and solving for the heat transfer 


О» = (us — из) + p(vs — v2) = (из + роз) — (и + ро) 


т 
= h; – №, (9.10) 


where the specific enthalpy is introduced to simplify the expression. As in the Otto 
cycle, the heat rejected in Process 4-1 is given by 


Qa 


= Ид — Uy 
m 





Fig. 9.5 p-v апа T-s 
diagrams of the air-standard | | 
Diesel cycle. a b v b auc X 














9.3 Air-Standard Diesel Cycle 


The thermal efficiency is the ratio of the net work of the cycle to the heat added: 


a Weycte/m Ed От. _ i ua E ал (9.11) 
От От hs Ed h 





As for the Otto cycle, the thermal efficiency of the Diesel cycle increases with the 
compression ratio. 

To evaluate the thermal efficiency from Eq. 9.11 requires values for иј, ид, h2, and 
hz or equivalently the temperatures at the principal states of the cycle. Let us consider 
next how these temperatures are evaluated. For a given initial temperature 7; and 
compression ratio r, the temperature at state 2 can be found using the following 
isentropic relationship and v, data: 


To find 75, note that the ideal gas equation of state reduces with р» = p; to give 


T, = Ут T 

= = у 

3 Vs 2 с^2 

where re = УУ, called the cutoff ratio, has been introduced. cutoff ratio 


Since V, = Vj, the volume ratio for the isentropic process 3-4 сап be expressed as 


V4 ул ү, Vi ү, ГА 
V3 V2 V3 V2 V3 Ке 





(9.12) 
where the compression ratio ғ and cutoff ratio r, have been introduced for conciseness. 

Using Eq. 9.12 together with v, at 73, the temperature 7, can be determined by 
interpolation once 14 is found from the isentropic relationship 


Из = Vg 
c 


In a cold air-standard analysis, the appropriate expression for evaluating 7» is 


provided by 

Т. V Ке 

= = (2) mot (constant К) 
1 2 


The temperature 7, is found similarly from 


T V k-1 E k=l 
a = (2) = (=) (constant k) 
3 4 


where Eq. 9.12 has been used to replace the volume ratio. 
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"res _ (Око cycle) 
EFFECT OF COMPRESSION RATIO ON PERFORMANCE. Аз for P fe 
the Otto cycle, the thermal efficiency of the Diesel cycle increases with increas- 
ing compression ratio. This can be brought out simply using a cold air-standard 50 Diesel 














3 
er 
> 
analysis. On а cold air-standard basis, the thermal efficiency of the Diesel cycle E 40 Бой cycle 
can be expressed as E зо 523 
1 [ rÉ-1 Er 
7-1- A = 5| (cold air-standard basis) (9.13) ё рој 
0 | | | 
5 10 15 


where ғ is the compression ratio and ғ, is the cutoff ratio. The derivation is left 
as an exercise. This relationship is shown in Fig. 9.6 for k — 1.4. Equation 9.13 


Compression ratio, r 


20 


for the Diesel cycle differs from Eq. 9.8 for the Otto cycle only by the term in Fig. 9.6 Thermal efficiency of the 
brackets, which for ғ, > 1 is greater than unity. Thus, when the compression cold air-standard Diesel cycle, k = 1.4. 
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ratio is the same, the thermal efficiency of the cold air-standard Diesel cycle is less 
than that of the cold air-standard Otto cycle. 
In the next example, we illustrate the analysis of the air-standard Diesel cycle. 


EXAMPLE 9.2 err 


Analyzing the Diesel Cycle 


At the beginning of the compression process of an air-standard Diesel cycle operating with a compression ratio 
of 18, the temperature is 300 K and the pressure is 0.1 MPa. The cutoff ratio for the cycle is 2. Determine 
(a) the temperature and pressure at the end of each process of the cycle, (b) the thermal efficiency, (c) the mean 
effective pressure, in MPa. 


SOLUTION 


Known: An air-standard Diesel cycle is executed with specified conditions at the beginning of the compression 
stroke. The compression and cutoff ratios are given. 


Find: Determine the temperature and pressure at the end of each process, the thermal efficiency, and mean 
effective pressure. 


Schematic and Given Data: 


Engineering Model: 
1. The air in the piston-cylinder 
assembly is the closed system. 


2. The compression and expan- 
sion 3-4 are adiabatic. 


3. All processes are internally 
reversible. 











4. The air is modeled as an ideal 
i 5 gas. 





Fig. E9.2 5. Kinetic and potential energy 
effects are negligible. 


Analysis: 


(а) The analysis begins by determining properties at each principal state of the cycle. With Т) — 300 K, Table 
A-22 gives ш = 214.07 kJ/kg and v, = 6212. For the isentropic compression process 1-2 


ү, _ Urn _ 621.2 
Vi r 18 
Interpolating in Table А-22, we get T; = 898.3 K and h, = 930.98 kJ/kg. With the ideal gas equation of state 


жү 898. 
12. өл) 5 





- 34.51 


Jas — 5.39 MPa 


The pressure at state 2 can be evaluated alternatively using the isentropic relationship, p; = pi (ро/ри). 
Since Process 2-3 occurs at constant pressure, the ideal gas equation of state gives 


hemp 
3 V, 2 
Introducing the cutoff ratio, re = V3/V; 


T; = tT, = 2(8983) = 1796.6 K 
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From Table A-22, h; = 1999.1 kJ/kg and из = 3.97 
For the isentropic expansion process 3-4 
V, V4 V5 
ГА Мүз V; V, з 





24 = 
Introducing У, = V4, the compression ratio ғ, and the cutoff ratio ғ, we have 


r 18 

24 = ғ Ui = 2, 

Interpolating in Table А-22 with ид, we get и, = 664.3 kJ/kg and Т; = 8877 К. The pressure at state 4 can be 

found using the isentropic relationship р = p3(p,4/p,3) or the ideal gas equation of state applied at states 1 and 4. 
With V, = V}, the ideal gas equation of state gives 





(3.97) - 35.73 


T4 887.7 K 
Ра = Pı TL (0.1 MPa)( 300K ) = 0.3 MPa 





(b) The thermal efficiency is found using 








a _ Qam _ _ Ша и 
Q»im h; — hy 
664.3 — 214.0 
Ф md Б 7 _ 0,578 (57.896) 


1999.1 — 930.98 


(c) The mean effective pressure written in terms of specific volumes is 


Weyctel m Weyctel m 


RES wu^v 2 vi(1 — 1/r) 





The net work of the cycle equals the net heat added 
Wycie - Оз Qa 


m Ўн m = (h; — №) — (ид — u) 


— (1999.1 — 930.98) — (664.3 — 214.07) 


























= 617.9 kJ/kg 
The specific volume at state 1 is 
8314 М · m 
= AS 300K 
(RIM)T, (os Ка · al ) 3 
v = = = 5 = 0.861 m/kg 
Pı 10° N/m (Vf Skills Developed 
Inserting values aie ЖЖ ЛӨ е EO ai ORC E RTT 
0... 
me 617.9 Кука Б N:m | | 1 MPa О sketch the Diesel cycle p-v 
Р 0.861(1 — 118) пуки | 1kJ 11105 N/m? He a 


О evaluate temperatures and 
pressures at each principal 
state and retrieve neces- 


; А ; А ла is sary property data. 
© This solution uses the air tables, which account explicitly for the variation of Бүрэ the thermal 


the specific heats with temperature. Note that Eq. 9.13 based on the assumption 
of constant specific heats has not been used to determine the thermal efficiency. 
The cold air-standard solution of this example is left as an exercise. 


= 0.76 MPa 


efficiency and mean 
effective pressure. 
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dual cycle 


р 

















Fig. 9.7 р-н апа 7-5 diagrams of the air-standard dual cycle. 


Air-Standard Dual Cycle 
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The pressure-volume diagrams of actual internal combustion engines are not described 
well by the Otto and Diesel cycles. An air-standard cycle that can be made to approx- 
imate the pressure variations more closely is the air-standard dual cycle. The dual cycle 
is shown in Fig. 9.7 As in the Otto and Diesel cycles, Process 1-2 is an isentropic 
compression. The heat addition occurs in two steps, however: Process 2-3 is a constant- 
volume heat addition; Process 3-4 is a constant-pressure heat addition. Process 3-4 
also makes up the first part of the power stroke. The isentropic expansion from state 4 
to state 5 is the remainder of the power stroke. As in the Otto and Diesel cycles, the 
cycle is completed by a constant-volume heat rejection process, Process 5-1. Areas 
on the 7—s and p-v diagrams can be interpreted as heat and work, respectively, as in 
the cases of the Otto and Diesel cycles. 


Cycle Analysis 

Since the dual cycle is composed of the same types of processes as the Otto and 
Diesel cycles, we can simply write down the appropriate work and heat transfer 
expressions by reference to the corresponding earlier developments. Thus, during the 
isentropic compression process 1-2 there is no heat transfer, and the work is 


As for the corresponding process of the Otto cycle, in the constant-volume portion 
of the heat addition process, Process 2-3, there is no work, and the heat transfer is 


— = Из — и; 


In the constant-pressure portion of the heat addition process, Process 3-4, there is 
both work and heat transfer, as for the corresponding process of the Diesel cycle 


W Q 
pes = D(v4 == U3) and = = hy = hy 


During the isentropic expansion process 4-5 there is no heat transfer, and the work is 


Finally, the constant-volume heat rejection process 5-1 that completes the cycle 
involves heat transfer but no work: 


EXAMPLE 9.3 
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The thermal efficiency is the ratio of the net work of the cycle to the total heat 





added: 
= Weyctelm sis От 
(Орјт + Озіт) (Озіт + Озіт) 
Si =) (9.14) 





(из — Uz) + (h4 — Рз) 


The example to follow provides an illustration of the analysis of an air-standard 
dual cycle. The analysis exhibits many of the features found in the Otto and Diesel 
cycle examples considered previously. 


Analyzing the Dual Cycle 


At the beginning of the compression process of an air-standard dual cycle with a compression ratio of 18, the 
temperature is 300 K and the pressure is 0.1 MPa. The pressure ratio for the constant volume part of the heat- 
ing process is 1.5:1. The volume ratio for the constant pressure part of the heating process is 1.2:1. Determine 
(a) the thermal efficiency and (b) the mean effective pressure, in MPa. 


SOLUTION 


Known: An air-standard dual cycle is executed in a piston-cylinder assembly. Conditions are known at the begin- 
ning of the compression process, and necessary volume and pressure ratios are specified. 


Find: Determine the thermal efficiency and the mep, in MPa. 


Schematic and Given Data: 


Engineering Model: 
1. The air in the piston-cylinder 
assembly is the closed system. 


2. The compression and expan- 
sion 4—5 are adiabatic. 


3. All processes are internally 
reversible. 


4. The air is modeled as an ideal 
gas. 














5. Kinetic and potential energy 
ы o effects are negligible. 


Fig. E9.3 


Analysis: The analysis begins by determining properties at each principal state of the cycle. States 1 and 2 are 
the same as in Example 9.2, во и; = 214.07 kJ/kg, T; = 898.3 К, и; = 673.2 kJ/kg. Since Process 2-3 occurs at 
constant volume, the ideal gas equation of state reduces to give 


T; = | Т, = (1.5)(898.3) = 1347.5 К 
2 


Interpolating in Table A-22, we get Л; = 1452.6 kJ/kg and из = 1065.8 kJ/kg. 


0990000090990900090999000000900900090909090099000090909000090009090900009000090999900009090000000909090909009900000999009099! 
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Since Process 3-4 occurs at constant pressure, the ideal gas equation of state reduces to give 
T, = — T; = (1.2)(1347.5) = 1617 K 


From Table A-22, h4 = 1778.3 kJ/kg and ум = 5.609. 
Process 4—5 is an isentropic expansion, so 


Vs 
Up — Ura yy 
V4 


The volume ratio V;/V4 required by this equation can be expressed as 


Me Vs Va 


V, ЮМ 


With V; = Vi, V; = V3, and given volume ratios 


V; И, У; ( 1 ) 
= = 18 = 15 
у Њу, 1,2 





Inserting this in the above expression for us 
vs = (5.609)(15) = 84.135 
Interpolating in Table A-22, we get иг = 475.96 kJ/kg. 


(a) The thermal efficiency is 


nee От у = (us — u) (Vf Skills Developed 
(Озіт + Оз/т) (из = из) + (hg — hz) Ии 
(475.96 — 214.07) y 10... 


О sketch the dual cycle p- 
(1065.8 — 673.2) + (17783 — 1452.6) Pm т. B 


= 0.635(63.596) О evaluate temperatures and 

pressures at each principal 

State and retrieve 

Мави Ут necessary property data. 
mep = = calcul 
p pm ati - 175 Q © ate the thermal 

efficiency and mean 

effective pressure. 








1 





(b) The mean effective pressure is 





The net work of the cycle equals the net heat added, so 


(из — ш) + (h4 — hà) — (us — ш) 
v(1 = l/r) 








mep — 


The specific volume at state 1 is evaluated in Example 9.2 as v, = 0.861 т Ко. Inserting values into the above 
expression for mep 





10°N -m|| 1 MPa 
1065.8 — 673.2) + (1778.3 — 1452.6) — (475.96 — 214.07 
( ma А. (к *)| 1kJ ыға, 


тер - 3 = 0.56 MPa 
0.861 (1 — 118) m"/kg 








: Evaluate the total heat addition and the net work of the cycle, 
ӨӨӨ each in kJ per kg of air. Ans. 0,/т = 718 kJ/kg, Weycie/m = 456 kJ/kg. 





В. HORIZONS 


Diesel-powered vehicles may be more prevalent 
in the United States in coming years. Diesel 
engines are more powerful and about one-third 
more fuel-efficient than similar-sized gasoline engines 
currently dominating the U.S. market. Ultra-low sulfur diesel 
fuel, commonly available today at U.S. fuel pumps, and 
improved exhaust treatment allow diesel-powered vehicles 
to meet the same emissions standards as gasoline vehicles. 
Biodiesel also can be used as fuel. Biodiesel is domesti- 
cally produced from nonpetroleum, renewable sources, 
including vegetable oils (from soybeans, rapeseeds, sun- 
flower seeds, and jatropha seeds), animal fats, and algae. 
Waste vegetable oil from industrial deep fryers, snack food 
factories, and restaurants can be converted to biodiesel. 
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Are Biodiesel-Fueled Vehicles in Our Future? 


Petroleum-based diesel fuel blended with 596 biodiesel, 
called B5, is said to be safe for use in diesel-powered cars. 
Other blends may damage the engine or void the warranty, 
automakers caution. And although biofuels provide bene- 
fits, producing them from corn and other crops used by mil- 
lions for food and/or with methods leading to environmen- 
tal damage, such as deforestation, places a cloud over their 
widespread use for transportation. 

Finally, despite having many pluses, the extent to which 
diesel-powered cars will be seen on our roadways is uncer- 
tain, for they face stiff competition from cars with advanced 
engines fueled by gasoline and from hybrid-electric and 
all-electric vehicles. 





Considering Gas Turbine Power Plants 


This part of the chapter deals with gas turbine power plants. Gas turbines tend to be 
lighter and more compact than the vapor power plants studied in Chap. 8. The favor- 
able power-output-to-weight ratio of gas turbines makes them well suited for transpor- 
tation applications (aircraft propulsion, marine power plants, and so on). In recent years, 
gas turbines also have contributed an increasing share of U.S. electric power needs. 

Today's electric power-producing gas turbines are almost exclusively fueled by 
natural gas. However, depending on the application, other fuels can be used by gas 
turbines, including distillate fuel oil; propane; gases produced from landfills, sewage 
treatment plants, and animal waste; and syngas (synthesis gas) obtained by gasifica- 
tion of coal (see Sec. 9.10). 


o Modeling Gas Turbine Power Plants 


Gas turbine power plants may operate on either an open or closed pass The open 
mode pictured in Fig. 9.8a is more common. This is an engine in which atmospheric 
air is continuously drawn into the compressor, where it is compressed to a high 


Fuel 





Air Products 





(a) (b) 
Fig. 9.8 Simple gas turbine. (a) Open to the atmosphere. (b) Closed. 
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air-standard analysis: 
gas turbines 





pressure. The air then enters a combustion chamber, or combustor, where it is mixed 
with fuel and combustion occurs, resulting in combustion products at an elevated 
temperature. The combustion products expand through the turbine and are subse- 
quently discharged to the surroundings. Part of the turbine work developed is used 
to drive the compressor; the remainder is available to generate electricity, to propel 
a vehicle, or for other purposes. 

In the closed mode pictured in Fig. 9.85, the working fluid receives an energy input 
by heat transfer from an external source, for example, a gas-cooled nuclear reactor. 
The gas exiting the turbine is passed through a heat exchanger, where it is cooled 
prior to reentering the compressor. 

An idealization often used in the study of open gas turbine power plants is that of 
an air-standard analysis. In an air-standard analysis two assumptions are always made: 


» The working fluid is air, which behaves as an ideal gas. 
» The temperature rise that would be brought about by combustion is accomplished 
by a heat transfer from an external source. 


With an air-standard analysis, we avoid dealing with the complexities of the com- 
bustion process and the change of composition during combustion. Accordingly, an 
air-standard analysis simplifies study of gas turbine power plants considerably, but 
numerical values calculated on this basis may provide only qualitative indications of 
power plant performance. Still, we can learn important aspects of gas turbine opera- 
tion using an air-standard analysis; see Sec. 9.6 for further discussion supported by 
solved examples. 


> 
A ENERGY & Natural gas is widely used for power 
j generation by gas turbines, industrial and home heating, and chemical pro- 
cessing. The versatility of natural gas is matched by its relative abundance in 
North America, including natural gas extracted from deep-water ocean sites and 
shale deposits. Pipeline delivery of natural gas across the nation and from Canada 
has occurred for decades. Natural gas is also delivered overseas by ship. 

Turning natural gas into a liquid, and thereby reducing specific volume significantly, is 
the only practical way to transfer it overseas using ships. Liquefied natural gas (LNG) is 
stored in tanks onboard ships at about —163°C (—260°F). To reduce heat transfer to the 
cargo LNG from outside sources, the tanks are insulated and the ships have double hulls 
with ample space between them. Still, a fraction of the cargo evaporates during long voy- 
ages. Such boil-off gas is commonly used to fuel the ship’s propulsion system and meet 
other onboard energy needs. When tankers arrive at their destinations, LNG is converted to 
gas by heating it. The gas is then sent via pipeline to storage tanks onshore for distribution 
to customers. 

Shipboard delivery of LNG has some minuses. Owing to cumulative effects during the 
LNG delivery chain, considerable exergy is destroyed and lost in liquefying gas at the begin- 
ning of the chain, transporting LNG by ship, and regasifying it when port is reached. If 
comparatively warm seawater is used to regasify LNG, environmentalists worry about the 
effect on aquatic life nearby. Some observers are also concerned about safety, especially 
when huge quantities of gas are stored at ports in major urban areas. 


A schematic diagram of an air-standard gas turbine is shown in Fig. 9.9. The direc- 
tions of the principal energy transfers are indicated on this figure by arrows. In 
accordance with the assumptions of an air-standard analysis, the temperature rise 
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that would be achieved in the combustion process is brought about by a heat trans- 
fer to the working fluid from an external source and the working fluid is considered 
to be air as an ideal gas. With the air-standard idealizations, air would be drawn into 
the compressor at state 1 from the surroundings and later returned to the surround- 
ings at state 4 with a temperature greater than the ambient temperature. After inter- 
acting with the surroundings, each unit mass of discharged air would eventually 
return to the same state as the air entering the compressor, so we may think of the 
air passing through the components of the gas turbine as undergoing a thermody- 
namic cycle. A simplified representation of the states visited by the air in such a 
cycle can be devised by regarding the turbine exhaust air as restored to the compres- 
sor inlet state by passing through a heat exchanger where heat rejection to the sur- 
roundings occurs. The cycle that results with this further idealization is called the 
air-standard Brayton cycle. Brayton cycle 


9.6.1 Evaluating Principal Work and Heat Transfers 


The following expressions for the work and heat transfers of energy that occur at 
steady state are readily derived by reduction of the control volume mass and energy 
rate balances. These energy transfers are positive in the directions of the arrows in 
Fig. 9.9. Assuming the turbine operates adiabatically and with negligible effects of 
kinetic and potential energy, the work developed per unit of mass flowing is 


— A ћа = hy (9.15) 


where m denotes the mass flow rate. With the same assumptions, the compressor work 
per unit of mass flowing is 


W. 
ti ћ = ћу (9.16) 
т 





The symbol W, denotes work input and takes on а positive value. The heat added to 
the cycle per unit of mass is 


т = ја — hy (9.17) 





т 





бак Fig. 9.9 Air-standard gas turbine 
cycle. 
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back work ratio 


The heat rejected per unit of mass is 


Оош 


т 


= hy — ћу (9.18) 


where D is positive in value. 
The thermal efficiency of the cycle in Fig. 9.9 is 


Wm — Wm _ (Ra — hj) — (ho — hy) 








— (9.19) 
Qum hz = hy 
The back work ratio for the cycle is 
Wm  h;—Hh 
Бут = — - (9.20) 
Wim h> h, 


For the same pressure rise, a gas turbine compressor would require a much greater 
work input per unit of mass flow than the pump of a vapor power plant because the 
average specific volume of the gas flowing through the compressor would be many 
times greater than that of the liquid passing through the pump (see discussion of 
Eq. 6.51b in Sec. 6.13). Hence, a relatively large portion of the work developed by 
the turbine is required to drive the compressor. Typical back work ratios of gas tur- 
bines range from 40 to 80%. In comparison, the back work ratios of vapor power 
plants are normally only 1 or 2%. 

If the temperatures at the numbered states of the cycle are known, the specific enthal- 
pies required by the foregoing equations are readily obtained from the ideal gas table 
for air, Table A-22 or Table A-22E. Alternatively, with the sacrifice of some accuracy, the 
variation of the specific heats with temperature can be ignored and the specific heats 
taken as constant. The air-standard analysis is then referred to as a cold air-standard 
analysis. As illustrated by the discussion of internal combustion engines given previously, 
the chief advantage of the assumption of constant specific heats is that simple expres- 
sions for quantities such as thermal efficiency can be derived, and these can be used to 
deduce qualitative indications of cycle performance without involving tabular data. 

Since Eqs. 9.15 through 9.20 have been developed from mass and energy rate balances, 
they apply equally when irreversibilities are present and in the absence of irreversibilities. 
Although irreversibilities and losses associated with the various power plant components 
have a pronounced effect on overall performance, it is instructive to consider an idealized 
cycle in which they are assumed absent. Such a cycle establishes an upper limit on the 
performance of the air-standard Brayton cycle. This is considered next. 


9.6.2 Ideal Air-Standard Brayton Cycle 


Ignoring irreversibilities as the air circulates through the various components of the 
Brayton cycle, there are no frictional pressure drops, and the air flows at constant 
pressure through the heat exchangers. If stray heat transfers to the surroundings 
are also ignored, the processes through the turbine and compressor are isentropic. 
The ideal cycle shown on the p-v and T-s diagrams in Fig. 9.10 adheres to these 
idealizations. 

Areas on the 7—s and p-w diagrams of Fig. 9.10 can be interpreted as heat and 
work, respectively, per unit of mass flowing. On the 7-5 diagram, area 2-3-a-b-2 


EXAMPLE 9.4 
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Fig. 9.10 Air-standard ideal Brayton cycle. 


represents the heat added per unit of mass and area 1-4-a-b-1 is the heat rejected 
per unit of mass. On the p-v diagram, area 1-2-a-b-1 represents the compressor work 
input per unit of mass and area 3-4-b-a-3 is the turbine work output per unit of 
mass. The enclosed area on each figure can be interpreted as the net work output or, 
equivalently, the net heat added. 

When air table data are used to conduct an analysis involving the ideal Brayton 
cycle, the following relationships, based on Eq. 6.41, apply for the isentropic processes 
1-2 and 3-4: 


P2 





12 = Pi. (9.21) 
Pr = Рп Pi 
P4 Pi 
14 = Pr = р; (9.22) 
Pr = Pr ҒА Різ р» 


where р/р is the compressor pressure ratio. Recall that p, is tabulated versus tem- 
perature in Tables A-22. Since air flows through the heat exchangers of the ideal cycle 
at constant pressure, it follows that pyp, = р;/р». This relationship has been used in 
writing Eq. 9.22. 

When an ideal Brayton cycle is analyzed on a cold air-standard basis, the specific 
heats are taken as constant. Equations 9.21 and 9.22 are then replaced, respectively, 
by the following expressions, based on Eq. 6.43, 


(k—1)lk 
Т, = 7(2) (9.23) 
pi 
(k—1)Ik (k—1)lk 
Т, = (2°) = (21) (9.24) 
Рз P2 


where К is the specific heat ratio, k = с,/с,,. 
In the next example, we illustrate the analysis of an ideal air-standard Brayton 
cycle and compare results with those obtained on a cold air-standard basis. 


: Analyzing the Ideal Brayton Cycle 


99000090990009009900009000000000090990000090900000909900900009090090000000900909 


TAKE NOTE... 

For internally reversible 
flows through control 
volumes at. steady state, 
see бес. 6.13 for area 
interpretations of work and 
heat transfer on p-v and 
1-ө diagrams, respectively. 






Brayton_Cycle 
A.29 — Taba 


еегееееееееееееееееееееееееееееееегееееее: 


Air enters the compressor of an ideal air-standard Brayton cycle at 100 kPa, 300 К, with a volumetric flow rate 
of 5 m?/s. The compressor pressure ratio is 10. The turbine inlet temperature is 1400 K. Determine (а) the thermal 


efficiency of the cycle, (b) the back work ratio, (с) the net power developed, in kW. 


SOLUTION 


Known: An ideal air-standard Brayton cycle operates with given compressor inlet conditions, given turbine inlet 


temperature, and a known compressor pressure ratio. 
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Find: Determine the thermal efficiency, the back work ratio, and the net power developed, in kW. 


Schematic and Given Data: 


Т А 


Та = 1400 K —4— 


T = 1400 K 














Fig. E9.4 


Engineering Model: 


1. Each component is analyzed as a control volume at steady state. The control volumes are shown on the 
accompanying sketch by dashed lines. 


. The turbine and compressor processes are isentropic. 
. There are no pressure drops for flow through the heat exchangers. 


. Kinetic and potential energy effects are negligible. 


л ы ow NM 


. The working fluid is air modeled as an ideal gas. 


@ Analysis: The analysis begins by determining the specific enthalpy at each numbered state of the cycle. At 
state 1, the temperature is 300 K. From Table A-22, A, = 300.19 kJ/kg and p,, = 1.386. 
Since the compressor process is isentropic, the following relationship can be used to determine hy: 


жі 5. Pa — (10)(1.386) — 13.86 
1 


Then, interpolating in Table А-22, we obtain А; = 579.9 kJ/kg. 

The temperature at state 3 is given as 7; = 1400 K. With this temperature, the specific enthalpy at state 3 
from Table А-22 is л; = 1515.4 kJ/kg. Also, p, = 450.5. 

The specific enthalpy at state 4 is found by using the isentropic relationship 


ры = Раз = (450.5)(1/10) = 45.05 
3 
Interpolating in Table A-22, we get h4 = 808.5 kJ/kg. 
(a) The thermal efficiency is 


(Wim) = (Wim) 








Оыт 
(hz — hy) — (hy — hi) (1515.4 — 8085) — (579.9 — 300.19) 
i hg — ho 7 1515.4 — 579.9 
706.9 — 279.7 





= шл = 0.457 (45.7%) 
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(b) The back work ratio is 


Wm № = ә 279. 
4 UH oce 7 оао аа) 


b : 
ө WU Wim h-h, 7069 





(c) The net power developed is 


W cc E m| (hs = hy) — (h= hi)] 


To evaluate the net power requires the mass flow rate т, which can be determined from the volumetric flow 
rate and specific volume at the compressor inlet as follows: 


_ (АУ), 
nem 
Since v, = (R/M)T;/p;, this becomes 
(AV)p, (5 m*/s)(100 x 10° N/m’) 
т = == = 
(RIM)T| Ес м. x) 
——— — |(300 К 
28.97 kg: К ( ) 


= 5.807 kg/s 





Finally, 


1 kW 


= 2481 kW 
1 kJ/s 


| k 
И уге = (5.807 kg/s)(706.9 — 279.7) (тє) 


@ The use of the ideal gas table for air is featured in this solution. A solution also can be developed on a cold 
air-standard basis in which constant specific heats are assumed. The details 
are left as an exercise, but for comparison the results are presented for the 


case k = 14 in the following table: и ^ » ^et eg R MÀ. 
Ability to... 
Cold Air-Standard Analysis, a ШЕТІ ДЕ schematic of the 
Parameter Air-Standard Analysis К=з basic air-standard gas 
eS ee —ÀmSI turbine and the 7-5 diagram 
T 574.1 К 579.2 K for the corresponding ideal 
T, 787.7 К 725.1К Brayton cycle 
n 0.457 0.482 : 
bwr nnd адақ Q evaluate Е and 
Weycte 2481 kW 2308 kW pressures at each principal 


state and retrieve 

necessary property data. 
О calculate the thermal effi- 
ciency and back work ratio, 


© The value of the back work ratio in the present gas turbine case is significantl 
P g g у 
greater than the back work ratio of the simple vapor power cycle of Example 8.1. 


: Determine the rate of heat transfer to the air passing through 
HÀ the combustor, in kW. Ans. 5432 KW. Beeeeseeeceeseessseseeeee nennen 





EFFECT OF COMPRESSOR PRESSURE RATIOON PERFORMANCE. Con- 
clusions that are qualitatively correct for actual gas turbines can be drawn from a 
study of the ideal Brayton cycle. The first of these conclusions is that the thermal 
efficiency increases with increasing pressure ratio across the compressor. 


referring again to the 7—s diagram of Fig. 9.10, we see that an 
increase in the compressor pressure ratio changes the cycle from 1-2-3-4-1 to 1-2’ 
3 -4-1. Since the average temperature of heat addition is greater in the latter cycle 
and both cycles have the same heat rejection process, cycle 1–2'–3'–4–1 would have 
the greater thermal efficiency. << 9 4 
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The increase in thermal efficiency with the pressure ratio across the compressor is 
also brought out simply by the following development, in which the specific heat с, 
and, thus, the specific heat ratio k are assumed constant. For constant c,, Eq. 9.19 
becomes 
cp( T3 = T4) E c ( T; I Ti) 1 (Т, = Ti) 
n= = 
£l Т; = Т») (Т» = T>) 
Or, on further rearrangement, 
ШЕ Ti – 1) 
n=l- 
Т, ТТ, кені 1 
From Eqs. 9.23 and 9.24, Т/Т = TT», so 
NN 
= T, 
Cycle A: 12341 Finally, introducing Eq. 9.23, 
а larger thermal efficiency 


Turbine inlet 
3 temperature 








ы Cycle B: 1-2-3-4-1 
larger net work per unit of mass flow 








Fig. 9.11 Ideal Brayton cycles with different 
compressor pressure ratios and the same 
turbine inlet temperature. 
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Fig. 9.12 Ideal Brayton cycle thermal efficiency 
and net work per unit of mass flow versus 
compressor pressure ratio for k — 1.4, a turbine 
inlet temperature of 1700 K, and a compressor 
inlet temperature of 300 K. 





1 
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(cold air-standard basis) (9.25) 


"uod 


By inspection of Eq. 9.25, it can be seen that the cold air-standard 
ideal Brayton cycle thermal efficiency increases with increasing pres- 
sure ratio across the compressor. 

As there is a limit imposed by metallurgical considerations on the 
maximum allowed temperature at the turbine inlet, it is instructive to 
consider the effect of increasing compressor pressure ratio on thermal 
efficiency when the turbine inlet temperature is restricted to the max- 
imum allowable temperature. We do this using Figs. 9.11 and 9.12. 

The T-s diagrams of two ideal Brayton cycles having the same tur- 
bine inlet temperature but different compressor pressure ratios are 
shown in Fig. 9.11. Cycle A has a greater compressor pressure ratio 
than cycle B and thus the greater thermal efficiency. However, cycle 
B has a larger enclosed area and thus the greater net work developed 
per unit of mass flow. Accordingly, for cycle A to develop the same 
net power output as cycle B, a larger mass flow rate would be 
required, which might dictate a larger system. 

These considerations are important for gas turbines intended 
for use in vehicles where engine weight must be kept small. For 
such applications, it is desirable to operate near the compressor 
pressure ratio that yields the most work per unit of mass flow and 
not the pressure ratio for the greatest thermal efficiency. To illus- 
trate this, see Fig. 9.12 showing the variations with increasing com- 
pressor pressure ratio of thermal efficiency and net work per unit 
of mass flow. While thermal efficiency increases with pressure 
ratio, the net work per unit of mass curve has a maximum value 
at a pressure ratio of about 21. Also observe that the curve is 
relatively flat in the vicinity of the maximum. Thus, for vehicle 
design purposes a wide range of compressor pressure ratio values 
may be considered as nearly optimal from the standpoint of max- 
imum work per unit of mass. 

Example 9.5 provides an illustration of the determination of the 
compressor pressure ratio for maximum net work per unit of mass 
flow for the cold air-standard Brayton cycle. 


Thermal efficiency 
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EXAMPLE 9.5 К ОО О Г Л ГИ К ГГ ЕЛЕР 


Determining Compressor Pressure Ratio for Maximum Net Work 


Determine the pressure ratio across the compressor of an ideal Brayton cycle for the maximum net work output 
per unit of mass flow if the state at the compressor inlet and the temperature at the turbine inlet are fixed. Use 
a cold air-standard analysis and ignore kinetic and potential energy effects. Discuss. 

SOLUTION 


Known: An ideal Brayton cycle operates with a specified state at the inlet to the compressor and a specified 
turbine inlet temperature. 


Find: Determine the pressure ratio across the compressor for the maximum net work output per unit of mass 
flow, and discuss the result. 


Schematic and Given Data: 









T| Turbine intet ___________ Engineering Model: 
temperature fixed 3 1. Each component is analyzed as a control volume at steady state. 
D vabe 2. The turbine and compressor processes are isentropic. 
1 
3. There are no pressure drops for flow through the heat exchangers. 
: " 4. Kinetic and potential energy effects are negligible. 
5. The working fluid is air modeled as an ideal gas. 
6. The specific heat c, and thus the specific heat ratio k are constant. 
1 Compressor inlet state fixed 
5 Fig. E9.5 


Analysis: The net work of the cycle per unit of mass flow is 


Wycie 

—— = (h; — На) — (m — №) 
m 

Since c, is constant (assumption 6), 


Муде 


= == Ta) = (= Ti) 


Or on rearrangement 





уге = (2 Т, Т; Т, 1) 
] РА GA 4 


Replacing the temperature ratios Т/Т; and Т,/Т; by using Eqs. 9.23 and 9.24, respectively, gives 


Weycte т E _ Т» (hy ^ E o Й | 
т р 1 Т Ti P3 Pi 


From this expression it can be concluded that for specified values of Т}, Т, and c,, the value of the net work 
output per unit of mass flow varies with the pressure ratio p,/p, only. 
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To determine the pressure ratio that maximizes the net work output per unit of mass flow, first form the 
derivative 


д(У/сусгы/ т) д Т» Т; Di (к= 1)/к pa (k—1)lk 
x [от ( +1 
à(polpi) (р/р) T, Тір; Pi 
Sat (5 = 2 ((2)(=) (2) _ ap 
diem k Ti/ NP2 P2 Рі 
k—1 Т. (2k —1)/k —1/k 
CDL) -G) | 
k ТХ NP2 Рі 


When the partial derivative is set to zero, the following relationship is obtained: 














pio [p (а) 

pi Ti 
By checking the sign of the second derivative, we can verify that the net work (9 skills Devel ped : 
per unit of mass flow is a maximum when this relationship is satisfied. Ability to... 

For gas turbines intended for transportation, it is desirable to operate near О complete the detailed 
the compressor pressure ratio that yields the most work per unit of mass flow. derivation of a thermody- 
The present example shows how the maximum net work per unit of mass flow namic expression. 
is determined on a cold air-standard basis when the state at the compressor О use calculus to maximize а 
inlet and turbine inlet temperature are fixed. function. 





For an ideal cold air-standard Brayton cycle with a compres- 


sor inlet temperature of 300 K and a maximum cycle temperature of 
1700 K, use Eq. (a) above to find the compressor pressure ratio that 
maximizes the net power output per unit mass flow. Assume К = 1.4. 
Ans. 21. (Value agrees with Fig. 9.12.) 






....... Ane 71 (Ага agraac with Eio ОА>У 732) _ россоссосовосвеовововововововосовововосовововсосововово во. 


9.6.3 Considering Gas Turbine Irreversibilities and Losses 


The principal state points of an air-standard gas turbine might be shown more realisti- 
cally as in Fig. 9.13a. Because of frictional effects within the compressor and turbine, the 
working fluid would experience increases in specific entropy across these components. 
Owing to friction, there also would be pressure drops as the working fluid passes through 
the heat exchangers. However, because frictional pressure drops in the heat exchangers 
are less significant sources of irreversibility, we ignore them in subsequent discussions 
and for simplicity show the flow through the heat exchangers as occurring at constant 
pressure. This is illustrated by Fig. 9.135. Stray heat transfers from the power plant 

















(a) | (5) 
Fig. 9.13 Effects of irreversibilities on the air-standard gas turbine. 
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components to the surroundings represent losses, but these effects are usually of sec- 
ondary importance and are also ignored in subsequent discussions. 
As the effect of irreversibilities in the turbine and compressor becomes more pro- SLE 
nounced, the work developed by the turbine decreases and the work input to the - 
compressor increases, resulting in a marked decrease in the net work of the power 
plant. Accordingly, if appreciable net work is to be developed by the plant, relatively 
high isentropic turbine and compressor efficiencies are required. 
After decades of developmental effort, efficiencies of 80 to 9096 can now be achieved 
for the turbines and compressors in gas turbine power plants. Designating the states as 
in Fig. 9.135, the isentropic turbine and compressor efficiencies are given by 
(Wim) ъ= № ОНЕ NOTE... 
т = === = Sentropic turbine and 
(Wi! m)s hs = has compressor efficiencies 
_ (Ут); _ Ing = № are introduced in Sec. 6.12. 
Тс (WJm) № See discussions of 
Eqs. 6.46 and 6.48, 
respectively. 















Among the irreversibilities of actual gas turbine power plants, irreversibilities 
within the turbine and compressor are important, but the most significant by far is 
combustion irreversibility. An air-standard analysis does not allow combustion irre- 
versibility to be evaluated, however, and means introduced in Chap. 13 must be 
applied. 

Example 9.6 brings out the effect of turbine and compressor irreversibilities on 
plant performance. 





EXAMPLE 96 ОООО О О ОО ОО О ООО ГГ 
: 
: 
1 


Evaluating Performance of a Brayton Cycle with Irreversibilities 


Reconsider Example 9.4, but include in the analysis that the turbine and compressor each have an isentropic 
efficiency of 80%. Determine for the modified cycle (a) the thermal efficiency of the cycle, (b) the back work 
ratio, (c) the net power developed, in kW. 


SOLUTION 


Known: An air-standard Brayton cycle operates with given compressor inlet conditions, given turbine inlet tem- 
perature, and known compressor pressure ratio. The compressor and turbine each have an isentropic efficiency 
of 80%. 


Find: Determine the thermal efficiency, the back work ratio, and the net power developed, in kW. 


Schematic and Given Data: 


3/ Engineering Model: 
T, = 1400 K —2— 


1. Each component is analyzed as a control volume at steady state. 
2. The compressor and turbine are adiabatic. 

3. There are no pressure drops for flow through the heat exchangers. 
4. Kinetic and potential energy effects are negligible. 


5. The working fluid is air modeled as an ideal gas. 











5 Fig. E9.6 
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Analysis: 
(a) The thermal efficiency is given by 

(Wm) = (Ут) 

Qum 

The work terms in the numerator of this expression are evaluated using the given values of the compressor and 
turbine isentropic efficiencies as follows: 

"ue c WR s 

т M/s 


The turbine work per unit of mass is 
where m is the turbine efficiency. The value of (Ут), is determined in the solution to Example 9.4 as 
706.9 kJ/kg. Thus, 





W 
Ф — = 0.8(706.9) = 565.5 kJ/kg 
m 


For the compressor, the work per unit of mass is 
W. (Wm), 
m Тіс 
where т, is the compressor efficiency. The value of (Ут), is determined іп the solution to Example 9.4 as 
2779.7 kJ/kg, so 
W. 2797 
— = —— = 349.6 КҮК 
m E и 
The specific enthalpy at the compressor exit, h}, is required to evaluate the denominator of the thermal effi- 
ciency expression. This enthalpy can be determined by solving 


W. 
— dh 
m 
to obtain 
hy = ћу + Wim 


Inserting known values 
h, = 300.19 + 349.6 = 649.8 kJ/kg 
The heat transfer to the working fluid per unit of mass flow is then 
Qin = h; — h, = 1515.4 — 649.8 = 865.6 kJ/kg 
m 


where h; is from the solution to Example 9.4. 
Finally, the thermal efficiency is 








565.5 — 349.6 о 
n= 865.6 = 0.249 (24.9% ) 
(b) The back work ratio is 
W.lm 3496 
bwr = = - — 0.618 (61.8% 
WU Wee 3655 е 
(с) The mass flow rate is the same as in Example 9.4. The net power developed by the cycle is then 
; kg КЈ 1 kW 
ө Wya = (54014 ess - iim 1E > 1254 kW 


9.7 Regenerative Gas Turbines 


Ф The solution to this example on a cold air-standard basis is left as an exercise. 


Ө Irreversibilities within the turbine and compressor have a significant impact 
on the performance of gas turbines. This is brought out by comparing the 
results of the present example with those of Example 9.4. Irreversibilities result 
in an increase in the work of compression and a reduction in work output of 
the turbine. The back work ratio is greatly increased and the thermal efficiency 
significantly decreased. Still, we should recognize that the most significant irre- 
versibility of gas turbines by far is combustion irreversibility. 


What would be the thermal efficiency and back work ratio if 


the isentropic turbine efficiency were 7096 keeping isentropic compres- 
sor efficiency and other given data the same? Ans. 7 = 16.896, bwr = 
70.65%. 


$90009900090909000000000000000000000090000000009€ 





Regenerative Gas Turbines 
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The dns exhaust temperature of a simple gas turbine is normally well above the 
ambient temperature. Accordingly, the hot turbine exhaust gas has significant ther- 
modynamic utility (exergy) that would be irrevocably lost were the gas discarded 
directly to the surroundings. One way of utilizing this potential is by means of a heat 
exchanger called a regenerator, which allows the air exiting the compressor to be 
preheated before entering the combustor, thereby reducing the amount of fuel that 
must be burned in the combustor. The combined cycle arrangement considered in 
Sec. 9.9 is another way to utilize the hot turbine exhaust gas. 

An air-standard Brayton cycle modified to include a regenerator is illustrated in 
Fig. 9.14. The regenerator shown is a counterflow heat exchanger through which the 
hot turbine exhaust gas and the cooler air leaving the compressor pass in opposite 
directions. Ideally, no frictional pressure drop occurs in either stream. The turbine 
exhaust gas is cooled from state 4 to state y, while the air exiting the compressor is 
heated from state 2 to state x. Hence, a heat transfer from a source external to the 




















Fig. 9.14 Ideal regenerative air-standard gas turbine cycle. 
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Ability to... 

Q sketch the schematic of the 
basic air-standard gas 
turbine and the T-s diagram 
for the corresponding Bray- 
ton cycle with compressor 
and turbine irreversibilities, 

О evaluate temperatures and 
pressures at each principal 
state and retrieve neces- 
sary property data. 

О calculate the thermal effi- 
ciency and back work ratio, 





regenerator 


TAKE NOTE... 

The gas turbine of Fig. 9.14 
is called ideal because flow 
through the turbine and 


compressor occurs isentro- 
pically and there are no 
Frictional pressure drops. 
Still, heat transfer between 
the counterflow streams of 
the regenerator is a source 
of irreversibility. 
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cycle is required only to increase the air temperature from state x to state 3, rather 
than from state 2 to state 3, as would be the case without regeneration. The heat 
added per unit of mass is then given by 


= h — h, (9.26) 


т 





The net work developed per unit of mass flow is not altered by the addition of а 
regenerator. Thus, since the heat added is reduced, the thermal efficiency increases. 


REGENERATOR EFFECTIVENESS. From Eq. 9.26 it can be concluded that the 
external heat transfer required by a gas turbine power plant decreases as the specific 
enthalpy h, increases and thus as the temperature Т, increases. Evidently, there is an 
incentive in terms of fuel saved for selecting a regenerator that provides the greatest 
practical value for this temperature. To consider the maximum theoretical value for 
Ty, refer to Fig. 9.15, which shows temperature variations of the hot and cold streams 
of a counterflow heat exchanger. 


» First, refer to Fig. 9.15a. Since a finite temperature difference between the streams 
is required for heat transfer to occur, the temperature of the cold stream at each 
location, denoted by the coordinate z, is less than that of the hot stream. In par- 
ticular, the temperature of the colder stream as it exits the heat exchanger is less 
than the temperature of the incoming hot stream. If the heat transfer area were 
increased, providing more opportunity for heat transfer between the two streams, 
there would be a smaller temperature difference at each location. 

» In the limiting case of infinite heat transfer area, the temperature difference would 
approach zero at all locations, as illustrated in Fig. 9.155, and the heat transfer 
would approach reversibility. In this limit, the exit temperature of the colder stream 
would approach the temperature of the incoming hot stream. Thus, the highest 
possible temperature that could be achieved by the colder stream is the tempera- 
ture of the incoming hot gas. 


Referring again to the regenerator of Fig. 9.14, we can conclude from the discus- 
sion of Fig. 9.15 that the maximum theoretical value for the temperature Ту is the 
turbine exhaust temperature T4, obtained if the regenerator were operating reversibly. 
The regenerator effectiveness, ћу, is a parameter that gauges the departure of an actual 
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(а) (b) 


Fig. 9.15 Temperature distributions in counterflow heat exchangers. (a) Actual. (b) Reversible. 
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regenerator from such an ideal regenerator. The regenerator effectiveness is defined regenerator effectiveness 
as the ratio of the actual enthalpy increase of the air flowing through the compressor 
side of the regenerator to the maximum theoretical enthalpy increase. That is, 


hy = hy 
= 0—2 3 


As heat transfer approaches reversibility, h, approaches h4 and те, tends to unity 
(10096). 

In practice, regenerator effectiveness values typically range from 60 to 80%, and 
thus the temperature Т, of the air exiting on the compressor side of the regenerator 
is normally well below the turbine exhaust temperature. To increase the effectiveness 
above this range would require greater heat transfer area, resulting in equipment 
costs that might cancel any advantage due to fuel savings. Moreover, the greater heat 
transfer area that would be required for a larger effectiveness can result in a signifi- 
cant frictional pressure drop for flow through the regenerator, thereby affecting over- 
all performance. The decision to add a regenerator is influenced by considerations 
such as these, and the final decision is primarily an economic one. 

In Example 9.7 we analyze an air-standard Brayton cycle with regeneration and 
explore the effect on thermal efficiency as the regenerator effectiveness varies. 


EXAMPLE Д ............. азаны P on ERE MORE ес Gir ТТУ ген — eee аз Ba 


Evaluating Thermal Efficiency of a Brayton Cycle with Regeneration 


A regenerator is incorporated in the cycle of Example 9.4. (a) Determine the thermal efficiency for a regenera- 
tor effectiveness of 80%. (b) Plot the thermal efficiency versus regenerator effectiveness ranging from 0 to 80%. 


SOLUTION 


Known: A regenerative gas turbine operates with air as the working fluid. The compressor inlet state, turbine 
inlet temperature, and compressor pressure ratio are known. 


Find: For a regenerator effectiveness of 80%, determine the thermal efficiency. Also plot the thermal efficiency 
versus the regenerator effectiveness ranging from 0 to 80%. 


Schematic and Given Data: 


T A 


T, = 1400 K —— 

















Fig. E9.7a 
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Engineering Model: 


1. Each component is analyzed as a control volume at steady state. The control volumes are shown on the 
accompanying sketch by dashed lines. 


. The compressor and turbine processes are isentropic. 
. There are no pressure drops for flow through the heat exchangers. 
. The regenerator effectiveness is 8096 in part (a). 


. Kinetic and potential energy effects are negligible. 


ол ы о NM 


. The working fluid is air modeled as an ideal gas. 


Analysis: 


(a) The specific enthalpy values at the numbered states on the 7—s diagram are the same as those in Example 
9.4: hy = 300.19 kJ/kg, hy = 579.9 kJ/kg, hz = 1515.4 kJ/kg, hy = 808.5 kJ/kg. 
To find the specific enthalpy h,, the regenerator effectiveness is used as follows: By definition 





Solving for h, 


ћу = туы ш h;) F hy 
= (0.8)(808.5 — 579.9) + 579.9 = 762.8 kJ/kg 


With the specific enthalpy values determined above, the thermal efficiency is 


(Wm) — (Ут) _ (Rs — h4) — (hp = hi) 








= i (Qui) (hs — hy) 
(1515.4 — 808.5) — (579.9 — 300.19) 
i (1515.4 — 762.8) 
e — 0.568 (56.896) 


(b) The /T code for the solution follows, where те is denoted as etareg, n is eta, р/т is Wcomp, and so on. 


// Fix the states 

T1 = 300//K 

рі = 100//kPa 

ha = h. ТАН“, Та) 
51-65 ТР(“Аіг”, Т1, p1) 


p2 - 1000//kPa 

52 = s ТР(“Аіг”, T2, p2) 
52-61 

h2 — h Т(“Аіг”, T2) 


T3 = 1400//К 

p3 = p2 

h3 = h_T(“Air”, T3) 

53 = s, TP("Air", T3, рз) 


рд = р1 

s4 = 5_ТР(“Аїт”, Тл, рд) 
54 = 53 

h4 = һ_Т(“Аїг”, T4) 
etareg — o.8 


hx = etareg*(h4 — h2) + h2 


// Thermal efficiency 
Wcomp = h2 — h1 
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Wturb — h3 — h4 
Qin = h3 — hx 
eta — (Wturb — Wcomp) / Qin 


following plot: 
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Regenerator effectiveness Fig. E9.7b 


© From the computer data, we see that the cycle thermal efficiency increases 
from 0.456, which agrees closely with the result of Example 9.4 (no regenera- 
tor), to 0.567 for a regenerator effectiveness of 8096, which agrees closely with 
the result of part (a). This trend is also seen in the accompanying graph. Regen- 
erator effectiveness is seen to have a significant effect on cycle thermal 
efficiency. 


Ф The values for work per unit of mass flow of the compressor and turbine are 
unchanged by the addition of the regenerator. Thus, the back work ratio and 
net work output are not affected by this modification. 


Ө Comparing the present thermal efficiency value with the one determined іп 
Example 9.4, it should be evident that the thermal efficiency can be increased 
significantly by means of regeneration. 


Ө The regenerator allows improved fuel utilization to be achieved by transferring 
a portion of the exergy in the hot turbine exhaust gas to the cooler air flowing 
on the other side of the regenerator. 


What would be the thermal efficiency if the regenerator effec- 
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өнө tiveness were 100%? Ans. 60.4%. | 
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Two modifications of the basic gas turbine that increase the net work developed аге 
multistage expansion with reheat and multistage compression with intercooling. When 
used in conjunction with regeneration, these modifications can result in substantial 
increases in thermal efficiency. The concepts of reheat and intercooling are introduced 
in this section. 


Using the Explore button, sweep etareg from 0 to 0.8 in steps of 0.01. Then, using the Graph button, obtain the 


Ability to... 

О sketch the schematic of the 
regenerative gas turbine 
and the T-s diagram for the 
corresponding air-standard 
cycle. 

О evaluate temperatures and 
preseures at each principal 
State and retrieve neces- 
sary property data. 

Ц calculate the thermal 

efficiency. 
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Fig. 9.16 Ideal gas turbine with reheat. 


9.8.1 Gas Turbines with Reheat 


For metallurgical reasons, the temperature of the gaseous combustion products enter- 
ing the turbine must be limited. This temperature can be controlled by providing air 
in excess of the amount required to burn the fuel in the combustor (see Chap. 13). 
As a consequence, the gases exiting the combustor contain sufficient air to support 
the combustion of additional fuel. Some gas turbine power plants take advantage of 

reheat the excess air by means of a multistage turbine with a reheat combustor between the 
stages. With this arrangement the net work per unit of mass flow can be increased. 
Let us consider reheat from the vantage point of an air-standard analysis. 

The basic features of a two-stage gas turbine with reheat are brought out by con- 
sidering an ideal air-standard Brayton cycle modified as shown in Fig. 9.16. After 
expansion from state 3 to state a in the first turbine, the gas is reheated at constant 
pressure from state a to state b. The expansion is then completed in the second tur- 
bine from state b to state 4. The ideal Brayton cycle without reheat, 1-2—3-4'-1, is 
shown on the same T-s diagram for comparison. Because lines of constant pressure 
on a T-s diagram diverge slightly with increasing entropy, the total work of the two- 
stage turbine is greater than that of a single expansion from state 3 to state 4’. Thus, 
the net work for the reheat cycle is greater than that of the cycle without reheat. 
Despite the increase in net work with reheat, the cycle thermal efficiency would not 
necessarily increase because a greater total heat addition would be required. How- 
ever, the temperature at the exit of the turbine is higher with reheat than without 
reheat, so the potential for regeneration is enhanced. 

When reheat and regeneration are used together, the thermal efficiency can 
increase significantly. The following example provides an illustration. 


EXAMPLE 2.0 ОО О Г Л Г Г ГГ К КГ ГГ 


Determining Thermal Efficiency of a Brayton Cycle 
with Reheat and Regeneration 


Consider a modification of the cycle of Example 9.4 involving reheat and regeneration. Air enters the compres- 
sor at 100 kPa, 300 K and is compressed to 1000 kPa. The temperature at the inlet to the first turbine stage is 
1400 K. The expansion takes place isentropically in two stages, with reheat to 1400 K between the stages at a 
constant pressure of 300 kPa. A regenerator having an effectiveness of 100% is also incorporated in the cycle. 
Determine the thermal efficiency. 


SOLUTION 


Known: An ideal air-standard gas turbine cycle operates with reheat and regeneration. Temperatures and pres- 
sures at principal states are specified. 


....... 
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Find: Determine the thermal efficiency. 


Schematic and Given Data: 


Engineering Model: 


at steady state. 


. The regenerator effectiveness is 100%. 


ол ы ом 











з Fig. Е9.8 


1. Each component of the power plant is analyzed as a control volume 


. The compressor and turbine processes are isentropic. 


. There are no pressure drops for flow through the heat exchangers. 


. Kinetic and potential energy effects are negligible. 


. The working fluid is air modeled as an ideal gas. 


Analysis: We begin by determining the specific enthalpies at each principal state of the cycle. States 1, 2, and 3 
are the same as in Example 9.4: A, = 300.19 kJ/kg, ћу = 579.9 kJ/kg, Аз = 1515.4 kJ/kg. The temperature at state 


b is the same as at state 3, so ль = hs. 


Since the first turbine process is isentropic, the enthalpy at state a can be determined using p, data from Table 


А-22 and the relationship 


Da 300 
- — = (450.5)——— = 135.15 
Рта Різ рз ( )1000 


Interpolating in Table A-22, we get л, = 1095.9 kJ/kg. 


The second turbine process is also isentropic, so the enthalpy at state 4 can be determined similarly. Thus, 


Ра 100 
- — = (450.5)--- = 150.1 


Interpolating in Table A-22, we obtain h4 = 11276 kJ/kg. Since the regenerator 
effectiveness is 10096, hy = h4 = 11276 kJ/kg. 

The thermal efficiency calculation must take into account the compressor work, 
the work of each turbine, and the total heat added. Thus, on a unit mass basis 


(fts №) + (hs — ha) – (h №) 
: (hs — hy) + (s — ha) 
(1515.4 — 1095.9) + (1515.4 — 1127.6) — (579.9 — 300.19) 
(15154 — 1127.6) + (1515.4 — 1095.9) 
Ф = 0.654 (65.4%) 








© Comparing the present value with the thermal efficiency determined in part 
(a) of Example 9.4, we can conclude that the use of reheat coupled with regen- 
eration can result in a substantial increase in thermal efficiency. 


What percentage of the total heat addition occurs in the reheat 
process? Ans. 5296. 


Ability to... 

О sketch the schematic of the 
regenerative gas turbine with 
reheat and the T-s diagram 
for the correeponding 
air-standard cycle. 

О evaluate temperatures and 
pressures at each principal 
State and retrieve neces- 


sary property data. 
О calculate the thermal 
efficiency, 
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9.8.2 Compression with Intercooling 


P2 






Adiabatic compression 


Compression with cooling 





Fig. 9.17 Internally reversible compression 
processes between two fixed pressures. 


The net work output of a gas turbine also can be increased by reducing 
the compressor work input. This can be accomplished by means of mul- 
tistage compression with intercooling. The present discussion provides an 
introduction to this subject. 

Let us first consider the work input to compressors at steady state, 
assuming that irreversibilities are absent and changes in kinetic and 
potential energy from inlet to exit are negligible. The p-v diagram of 
Fig. 9.17 shows two alternative compression paths from a specified state 
1 to a specified final pressure р». Path 1-2” is for an adiabatic compres- 
sion. Path 1-2 corresponds to a compression with heat transfer from the 
working fluid to the surroundings. The area to the left of each curve 
equals the magnitude of the work per unit mass of the respective process 
(see Sec. 6.13.2). The smaller area to the left of Process 1-2 indicates that 
the work of this process is less than for the adiabatic compression from 
1 to 2'. This suggests that cooling a gas during compression is advanta- 
geous in terms of the work-input requirement. 

Although cooling a gas as it is compressed would reduce the work, a 
heat transfer rate high enough to effect a significant reduction in work 


is difficult to achieve in practice. A practical alternative is to separate the work and 
heat interactions into separate processes by letting compression take place in stages 

intercooler with heat exchangers, called intercoolers, cooling the gas between stages. Figure 9.18 
illustrates a two-stage compressor with an intercooler. The accompanying p-v and T-s 
diagrams show the states for internally reversible processes: 


>» Process 1-с is an isentropic compression from state 1 to state с where the pressure 


is рі. 


>» Process c-d is constant-pressure cooling from temperature T, to Ty. 
>» Process d-2 is an isentropic compression to state 2. 


Fig. 9.18 Two-stage 


























compression with intercooling. v s 
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The work input per unit of mass flow is represented on the р-у diagram by shaded 
area 1-c-d-2-a-b-1. Without intercooling the gas would be compressed isentropically 
in a single stage from state 1 to state 2' and the work would be represented by 
enclosed area 1-2'-a—-b-1. The crosshatched area оп the p-v diagram represents the 
reduction in work that would be achieved with intercooling. 

Some large compressors have several stages of compression with intercooling 
between stages. The determination of the number of stages and the conditions at which 
to operate the various intercoolers is a problem in optimization. The use of multistage 
compression with intercooling in a gas turbine power plant increases the net work 
developed by reducing the compression work. By itself, though, compression with 
intercooling would not necessarily increase the thermal efficiency of a gas turbine 
because the temperature of the air entering the combustor would be reduced (com- 
pare temperatures at states 2' and 2 on the T-s diagram of Fig. 9.18). A lower tem- 
perature at the combustor inlet would require additional heat transfer to achieve the 
desired turbine inlet temperature. The lower temperature at the compressor exit 
enhances the potential for regeneration, however, so when intercooling is used in 
conjunction with regeneration, an appreciable increase in thermal efficiency can result. 

In the next example, we analyze a two-stage compressor with intercooling between 
the stages. Results are compared with those for a single stage of compression. 


EXAMPLE 99 ШО О er О С Г ЕГ ГТ Г Т ОЛ er rer re 


Evaluating a Two-Stage Compressor with Intercooling 


Air is compressed from 100 kPa, 300 K to 1000 kPa in a two-stage compressor with intercooling between stages. 
The intercooler pressure is 300 kPa. The air is cooled back to 300 K in the intercooler before entering the sec- 
ond compressor stage. Each compressor stage is isentropic. For steady-state operation and negligible changes in 
kinetic and potential energy from inlet to exit, determine (a) the temperature at the exit of the second compres- 
sor stage and (b) the total compressor work input per unit of mass flow. (c) Repeat for a single stage of com- 
pression from the given inlet state to the final pressure. 


SOLUTION 


Known: Air is compressed at steady state in a two-stage compressor with intercooling between stages. Operating 
pressures and temperatures are given. 


Find: Determine the temperature at the exit of the second compressor stage and the total work input per unit 
of mass flow. Repeat for a single stage of compression. 


Schematic and Given Data: 


P2 = 1000 kPa 
> 

















Fig. E9.9 
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Engineering Model: 


1. The compressor stages and intercooler are analyzed as control volumes at steady state. The control volumes 


are shown on the accompanying sketch by dashed lines. 
. The compression processes are isentropic. 
. There is no pressure drop for flow through the intercooler. 


. Kinetic and potential energy effects are negligible. 


л ы ow NM 


. The air is modeled as an ideal gas. 


Analysis: 


(a) The temperature at the exit of the second compressor stage, Т», can be found using the following relationship 


for the isentropic process 4–2: 


—— 
r2 rd ра 
With p,a at Та = 300 К from Table A-22, р» = 1000 kPa, and pg = 300 kPa, 
1000 
1.386) = 4.62 
Pr ( ) 300 


Interpolating in Table A-22, we get T; = 422 К and h, = 423.8 kJ/kg. 


(b) The total compressor work input per unit of mass is the sum of the work inputs for the two stages. That is, 


W. 
— = (he =h) + (Ah; — ha) 
m 
From Table A-22 at T; = 300 K, h, = 300.19 kJ/kg. Since Та = 
from Table A-22 together with р; = 100 kPa апар; = 300 kPa to write 
Dc 300 


= — = (1.386)--- = 4.158 
Pre Рп Di ( 3 100 


Ti, һа = 300.19 kJ/kg. To find h., use p, data 


Interpolating in Table A-22, we obtain A, — 411.3 kJ/kg. Hence, the total compressor work per unit of mass is 


W, 


— = (411.3 - 300.19) + (423.8 — 30019) = 234.7 kJ/kg 


m 


(c) For a single isentropic stage of compression, the exit state would be state 
3 Jocated on the accompanying p-v diagram. The temperature at this state can 
be determined using 
рз 1000 
= — = (1.386)——— = 13.86 
Pr3 Рп рі ( ) 100 
Interpolating in Table А-22, we get Т; = 574 К and h; = 579.9 kJ/kg. 
The work input for a single stage of compression is then 
W, 
— = а 
т 





hı = 579.9 — 300.19 = 279.7 kJ/kg 

This calculation confirms that a smaller work input is required with two-stage com- 
pression and intercooling than with a single stage of compression. With intercooling, 
however, a much lower gas temperature is achieved at the compressor exit. 


In this case, what is the percentage reduction in compressor 


work with two-stage compression and intercooling compared to a single 
stage of compression? Ans. 16.196. 





Ability to... 

О sketch the schematic of a 
two-stage compressor with 
intercooling between the 
stages and the Corresponding 
7-5 diagram. 

О evaluate temperatures and 
preseures at each principal 
state and retrieve necessary 
property data. 


Ч apply energy and entropy 
balances. 
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Referring again to Fig. 9.18, the size of the crosshatched area on the p-v diagram 
representing the reduction in work with intercooling depends on both the tempera- 
ture Та at the exit of the intercooler and the intercooler pressure р; By properly 
selecting Та and p, the total work input to the compressor can be minimized. For 
example, if the pressure p; is specified, the work input would decrease (crosshatched 
area would increase) as the temperature Тц approaches Т), the temperature at the 
inlet to the compressor. For air entering the compressor from the surroundings, Т; 
would be the limiting temperature that could be achieved at state d through heat 
transfer with the surroundings only. Also, for a specified value of the temperature Ty, 
the pressure p; can be selected so that the total work input is a minimum (cross- 
hatched area is a maximum). 

Example 9.10 provides an illustration of the determination of the intercooler pres- 
sure for minimum total work using a cold air-standard analysis. 


Determining Intercooler Pressure for Minimum Total Compressor Work 


For a two-stage compressor with fixed inlet state and exit pressure, conduct a cold air-standard analysis to express 
in terms of known property values the intercooler pressure required for the minimum total compressor work 
per unit of mass flowing. Assume steady-state operation and the following idealizations: Each compression pro- 
cess is isentropic. There is no pressure drop through the intercooler. The temperature at the inlet to the second 
compressor is greater than, or equal to, that at the inlet to the first compressor. Kinetic and potential energy 
effects are negligible. 


SOLUTION 


Known: A two-stage compressor with intercooling operates at steady state under specified conditions. 


Find: Determine the intercooler pressure for minimum total compressor work input, per unit of mass flowing. 
Schematic and Given Data: 


p Engineering Model: 


1. The compressor stages and intercooler are analyzed as control vol- 
umes at steady state. 





рэ specified 


2. The compression processes are isentropic. 
3. There is no pressure drop for flow through the intercooler. 


4. The temperature at the inlet to the second compressor stage obeys 
p; variable Та = Т. 





5. Kinetic and potential energy effects are negligible. 
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6. The working fluid is air modeled as an ideal gas. 








С - - 7. The specific heat с, and thus the specific heat ratio К are constant. 
ompressor inlet state specifie 








U Fig. E9.10 


Analysis: The total compressor work input per unit of mass flow is 


W. 


m 





= (А. — №) + (hz — ha) 
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Since c, is constant, 
W. 
Ly CoL T. = Ti) F &l T; = Ta) 


m 
T. Т, 
= Cali T e] Cy Ta -1 


Since the compression processes are isentropic and the specific heat ratio k is constant, the pressure and 
temperature ratios across the compressor stages are related, respectively, by 


To м Ре В (my 
Ti рі Ta Di 


W. (By 7 | (By | 
— eue T = + | Ee == = 1 
т P ыт? 


Hence, for specified values of Ti, Та, pi, рә, and cp, the value of the total compressor work input varies with 
the intercooler pressure only. To determine the pressure p; that minimizes the total work, form the derivative 


a йт 5 А (к= Тук E (k—1)Ik 
m C5 T4 (2 ) "pii. = E 
дрі дрі ND1 дрі \ Pi 


p p p i 
k Di pi 1 Di 


Setting the partial derivative to zero, we get 


Pi (рају Tay ы 
n n) a 
Alternatively, 


Collecting results 











Ability to... 


....... 


ТУ (6-1) 
Ф еі piri 7) (b) 
1 


By checking the sign of the second derivative, it can be verified that the total 
compressor work is a minimum. 


© Observe that when Та = Т), pj = V pip». 


If p, = 1 bar, p; = 12 bar, Ty = Т, = 300 K, and k = 1.4, deter- 


mine the intercooler pressure for minimum total compressor work, in bar, 
and the accompanying temperature at the exit of each compressor stage, 
in K. Ans. 3.46 bar, 428 K. 





9.8.3 Reheat and Intercooling 





О complete the detailed 
derivation of a thermody- 
namic expression. 

О use calculus to minimize а 
function. 
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Reheat between turbine stages and intercooling between compressor stages provide two 
important advantages: The net work output is increased, and the potential for regenera- 
tion is enhanced. Accordingly, when reheat and intercooling are used together with 
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Fig. 9.19 Regenerative gas turbine with intercooling and reheat. 


regeneration, a substantial improvement in performance can be realized. One arrange- 
ment incorporating reheat, intercooling, and regeneration is shown in Fig. 9.19. This gas 
turbine has two stages of compression and two turbine stages. The accompanying 7-s 
diagram is drawn to indicate irreversibilities in the compressor and turbine stages. 
The pressure drops that would occur as the working fluid passes through the inter- 
cooler, regenerator, and combustors are not shown. 

Example 9.11 illustrates the analysis of a regenerative gas turbine with intercooling 
and reheat. 


EXAMPLE 914 ЧЕГА errr rere rrr rr reece err errr errr rer errr rer rere te 


Analyzing a Regenerative Gas Turbine with Intercooling and Reheat 


A regenerative gas turbine with intercooling and reheat operates at steady state. Air enters the compressor at 
100 kPa, 300 K with a mass flow rate of 5.807 kg/s. The pressure ratio across the two-stage compressor is 10. The 
pressure ratio across the two-stage turbine is also 10. The intercooler and reheater each operate at 300 kPa. At 
the inlets to the turbine stages, the temperature is 1400 K. The temperature at the inlet to the second compres- 
sor stage is 300 K. The isentropic efficiency of each compressor and turbine stage is 80%. The regenerator 
effectiveness is 80%. Determine (a) the thermal efficiency, (b) the back work ratio, (c) the net power developed, 
in kW, (d) the total rate energy is added by heat transfer, in kW. 
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SOLUTION 


Known: An air-standard regenerative gas turbine with intercooling and reheat operates at steady state. Operating 
pressures and temperatures are specified. Turbine and compressor isentropic efficiencies are given and the regen- 


erator effectiveness is known. 


Find: Determine the thermal efficiency, back work ratio, net power developed, in kW, and total rate energy is 


added by heat transfer, in kW. 


Schematic and Given Data: 









Тұ-Тұ-1400К 


T; =300K 
рі = 100 КРа !----2---! 
т = 5.807 kg/s P2 = рз = 300 kPa 


Qout 








P7 = pg = 300 kPa 








Fig. E9.11 


Engineering Model: 


1. 


Each component 
is analyzed as a 
control volume at 
steady state. The 
control volumes 
are shown on the 
accompanying 
sketch by dashed 
lines. 


There are no 
pressure drops for 
flow through the 
heat exchangers. 


. The compressor 


and turbine are 
adiabatic. 


. Kinetic and 


potential energy 
effects are negli- 
gible. 


. The working fluid 


is air modeled as 
an ideal gas. 


Analysis: Specific enthalpy values at states shown in Fig. E9.11 are provided in the following table. See note @ 


for discussion. 


State h (kJ/kg) State 


1 300.19 6 
25 411.3 75 
2 439.1 7 

300.19 8 
45 423.8 95 
4 454.7 9 
5 1055.1 


h (kJ/kg) 


1515.4 
1095.9 
1179.8 
1515.4 
1127.6 
1205.2 


(a) The thermal efficiency must take into account the work of both turbine stages, the work of both compressor 


stages, and the total heat added. The total turbine work per unit of mass flow is 


W, 
— = (he — ћу) + (hg — №) 
m 


= (1515.4 — 1179.8) + (1515.4 — 12052) = 645.8 kJ/kg 


9.8 Regenerative Gas Turbines with Reheat and Intercooling 551 


The total compressor work input per unit of mass flow is 


ША 
— = (А — На) + (hg — ha) 
m 


= (439.1 — 300.19) + (454.7 — 300.19) = 293.4 kJ/kg 


The total heat added per unit of mass flow is 
Qu 


л = (hg — hs) + (hg — о) 


= (1515.4 — 1055.1) + (15154 — 1179.8) = 795.9 kJ/kg 


Calculating the thermal efficiency 














645.8 — 293.4 
- — 0.443 (44.396 
" 795.9 ee 
(b) The back work ratio is 
W.m 2934 
bwr = — 0.454 (45.4% 
WI Wm 645.8 54 (45.496) 
(c) The net power developed is 
Жуа = m(Wm — Wim) 
kg kJ |1 kW 
= | 5.807— |(645.8 — 293.4 
е (5 ú 5 y e т s 


— 2046 kW 


(d) The total rate energy is added by heat transfer is obtained using the specified mass flow rate and data from 


part (a) 
Qi, — m(Qim) 


kg e 
= | 5.807— | 795.9 — 
ө ( TE reso ы 1 kJ/s 


@ The enthalpies at states 1, 2s, 3, and 4s are obtained from the solution to 
Example 9.9 where these states are designated as 1, c, d, and 2, respectively. 
Thus, Лу = А; = 300.19 kJ/kg, ho, = 4113 kJ/kg, hy, = 423.8 kJ/kg. 

The specific enthalpies at states 6, 7s, 8, and 9s are obtained from the solu- 
tion to Example 9.8, where these states are designated as 3, a, b, and 4, respec- 
tively. Thus, Ле = hg = 1515.4 kJ/kg, Л» = 1095.9 kJ/kg, ho, = 11276 kJ/kg. 

Specific enthalpies at states 2 and 4 are obtained using the isentropic effi- 
ciency of the first and second compressor stages, respectively. Specific enthalpy 
at state 5 is obtained using the regenerator effectiveness. Finally, specific 
enthalpies at states 7 and 9 are obtained using the isentropic efficiency of the 
first and second turbine stages, respectively. 


= 4622 kW 








Ө Comparing the thermal efficiency, back work ratio, and net power values of 
the current example with the corresponding values of Example 9.6, it should 
be evident that gas turbine power plant performance can be increased sig- 
nificantly by coupling reheat and intercooling with regeneration. 


© With the results of parts (c) and (d), we get 7 = 0.443, which agrees with the 
value obtained in part (a), as expected. Since the mass flow rate is constant 
throughout the system, the thermal efficiency can be calculated alternatively 
using energy transfers on a per unit mass of air flowing basis, in kJ/kg, or on 
a time rate basis, in kW. 


Ability to... 

Ц sketch the schematic of the 
regenerative gas turbine 
with intercooling and reheat 
and the T-s diagram for the 
corresponding air-standard 
Cycle. 

Q evaluate temperatures and 
preseures at each principal 
State and retrieve neces- 
Sary property data. 

О calculate the thermal 
efficiency, back work ratio, 
net power developed, and 
total rate energy is added 
by heat transfer. 
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Ericsson cycle 

















(a) (b) 


Fig. 9.20 Ericsson cycle as a limit of ideal gas turbine operation using multistage 
compression with intercooling, multistage expansion with reheating, and regeneration. 


9.8.4 Ericsson and Stirling Cycles 


As illustrated by Example 9.11, significant increases in the thermal efficiency of gas 
turbine power plants can be achieved through intercooling, reheat, and regeneration. 
There is an economic limit to the number of stages that can be employed, and nor- 
mally there would be no more than two or three. Nonetheless, it is instructive to 
consider the situation where the number of stages of both intercooling and reheat 
becomes indefinitely large. 


ERICSSON CYCLE. Figure 920a shows an ideal regenerative gas turbine cycle 
with several stages of compression and expansion and a regenerator whose effective- 
ness is 100%. As in Fig. 9.85, this is a closed gas turbine cycle. Each intercooler is 
assumed to return the working fluid to the temperature Tc at the inlet to the first 
compression stage, state 1, and each reheater restores the working fluid to the tem- 
perature Ty at the inlet to the first turbine stage, state 3. The regenerator allows the 
heat input for Process 2-3 to be obtained from the heat rejected in Process 4-1. 
Accordingly, all the heat added externally occurs in the reheaters, and all the heat 
rejected to the surroundings takes place in the intercoolers. 

In the limit, as an infinite number of reheat and intercooler stages is employed, 
all heat added occurs while the working fluid expands at its highest temperature, Тн, 
and all heat rejected takes place while the working fluid is compressed at its lowest 
temperature, Tc. The limiting cycle, shown in Fig. 9.206, is called the Ericsson cycle. 

Since irreversibilities are presumed absent and all heat is supplied and rejected 
isothermally, the thermal efficiency of the Ericsson cycle equals that of any reversible 
power cycle operating with heat addition at the temperature Тн and heat rejection 
at the temperature Тс: Nmax = 1 — Tc/Ty. This expression is applied in Secs. 5.10 and 
6.6 to evaluate the thermal efficiency of Carnot power cycles. Although the details 
of the Ericsson cycle differ from those of the Carnot cycle, both cycles have the same 
value of thermal efficiency when operating between the temperatures Тн and Тс. 


STIRLING CYCLE. Another cycle that employs a regenerator is the Stirling cycle, 
shown on the p-v and T-s diagrams of Fig. 9.21. The cycle consists of four internally 
reversible processes in series: isothermal compression from state 1 to state 2 at tem- 
perature Тс, constant-volume heating from state 2 to state 3, isothermal expansion 
from state 3 to state 4 at temperature Тн, and constant-volume cooling from state 4 
to state 1 to complete the cycle. 

A regenerator whose effectiveness is 100% allows the heat rejected during Process 
4—] to provide the heat input in Process 2-3. Accordingly, all the heat added to the 
working fluid externally takes place in the isothermal process 3-4 and all the heat 
rejected to the surroundings occurs in the isothermal process 1-2. 


9.9 Gas Turbine-Based Combined Cycles 

















Fig. 9.21 p-v and T-s diagrams of the Stirling cycle. 


It can be concluded, therefore, that the thermal efficiency of the Stirling cycle is 
given by the same expression as for the Carnot and Ericsson cycles. Since all three 
cycles are reversible, we can imagine them as being executed in various ways, includ- 
ing use of gas turbines and piston-cylinder engines. In each embodiment, however, 
practical issues prevent it from actually being realized. 


STIRLING ENGINE. The Ericsson and Stirling cycles are principally of theoreti- 
cal interest as examples of cycles that exhibit the same thermal efficiency as the 
Carnot cycle. However, a practical engine of the piston-cylinder type that operates 
on a closed regenerative cycle having features in common with the Stirling cycle has 
been under study for years. This engine is known as a Stirling engine. The Stirling 
engine offers the opportunity for high efficiency together with reduced emissions 
from combustion products because combustion takes place externally and not within 
the cylinder as for internal combustion engines. In the Stirling engine, energy is trans- 
ferred to the working fluid from products of combustion, which are kept separate. It 
is an external combustion engine. 


CD cas Turbine-Based Combined Cycles 


In this section, gas turbine-based combined cycles are considered for power genera- 
tion. Cogeneration, including district heating, is also considered. These discussions 
complement those of Sec. 8.5, where vapor power systems performing similar func- 
tions are introduced. 

The present applications build on recognizing that the exhaust gas temperature of 
a simple gas turbine is typically well above ambient temperature and thus hot gas 
exiting the turbine has significant thermodynamic utility that might be harnessed 
economically. This observation provides the basis for the regenerative gas turbine 
cycle introduced in Sec. 9.7 and for the current applications. 


9.9.1 Combined Gas Turbine-Vapor Power Cycle 


A combined cycle couples two power cycles such that the energy discharged by heat 
transfer from one cycle is used partly or wholly as the heat input for the other cycle. 
This is illustrated by the combined cycle involving gas and vapor power turbines shown 
in Fig. 9.22. The gas and vapor power cycles are combined using an interconnecting 
heat-recovery steam generator that serves as the boiler for the vapor power cycle. 
The combined cycle has the gas turbine's high average temperature of heat addition 
and the vapor cycle's low average temperature of heat rejection and, thus, a thermal 
efficiency greater than either cycle would have individually. For many applications 


Stirling engine 
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Fig. 9.22 Combined gas 
turbine-vapor power plant. 


0 
Cooling 
water 


combined cycles are a good choice, and they are increasingly being used worldwide 
for electric power generation. 
With reference to Fig. 9.22, the thermal efficiency of the combined cycle is 


Was + Мар 
Qin 
where Was is the net power developed by the gas turbine and Wap is the net power 
developed by the vapor cycle. Qin denotes the total rate of heat transfer to the com- 
bined cycle, including additional heat transfer, if any, to superheat the vapor entering 
the vapor turbine. The evaluation of the quantities appearing in Eq. 9.28 follows the 
procedures described in the sections on vapor cycles and gas turbines. 

The relation for the energy transferred from the gas cycle to the vapor cycle for 
the system of Fig. 9.22 is obtained by applying the mass and energy rate balances to 
a control volume enclosing the heat-recovery steam generator. For steady-state oper- 
ation, negligible heat transfer with the surroundings, and no significant changes in 
kinetic and potential energy, the result is 


n (9.28) 


т,(Һһу — ће) = ти(Ва — hs) (9.29) 


where m, and my, are the mass flow rates of the gas and vapor, respectively. 

As witnessed by relations such as Eqs. 9.28 and 9.29, combined cycle performance 
can be analyzed using mass and energy balances. To complete the analysis, however, 
the second law is required to assess the impact of irreversibilities and the true mag- 
nitudes of losses. Among the irreversibilities, the most significant is the exergy 
destroyed by combustion. About 30% of the exergy entering the combustor with the 
fuel is destroyed by combustion irreversibility. An analysis of the gas turbine on an 
air-standard basis does not allow this exergy destruction to be evaluated, however, 
and means introduced in Chap. 13 must be applied for this purpose. 
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Advanced combined-cycle H-class power 
77 plants capable of achieving the long-elusive 60% combined-cycle thermal effi- 
ciency level are a reality. H-class power plants integrate a gas turbine, steam 
turbine, steam generator, and heat-recovery steam generator. They are capable 
of net power outputs up to 600 MW, while significantly saving fuel, reducing car- 
bon dioxide emissions, and meeting low nitric oxide standards. 

Before the H-class breakthrough, gas turbine manufacturers had struggled against a 
temperature-imposed barrier that limited thermal efficiency for gas turbine-based power 
systems. For years, the barrier was a gas turbine inlet temperature of about 1260?C (2300°Е). 
Above that level, available cooling technologies were unable to protect turbine blades and 
other key components from thermal degradation. Since higher temperatures go hand-in- 
hand with higher thermal efficiencies, the perceived temperature barrier limited the effi- 
ciency achievable. 

Two developments were instrumental in allowing combined-cycle thermal efficiencies of 
6096 or more: steam cooling of both stationary and rotating blades and blades made from 
single crystals. 


>» In steam cooling, relatively low-temperature steam generated in the companion vapor 
power plant is fed to channels in the blades of the high-temperature stages of the gas 
turbine, thereby cooling the blades while producing superheated steam for use in the vapor 
plant, adding to overall cycle efficiency. Innovative coatings, typically ceramic composites, 
also help components withstand very high gas temperatures. 


> H-class gas turbines also have single-crystal blades. Conventionally cast blades are poly- 
crystalline. They consist of a multitude of small grains (crystals) with interfaces between 
the grains called grain boundaries. Adverse physical events such as corrosion and creep 
originating at grain boundaries greatly shorten blade life and impose limits on allowed 
turbine temperatures. Having no grain boundaries, single-crystal blades are far more dura- 
ble and less prone to thermal degradation. 


Not content with their achievements, major gas turbine manufacturers are now striving 
to reach a turbine inlet temperature of 1700°C and efficiencies of 62% or more. 





The next example illustrates the use of mass and energy balances, the second law, 
and property data to analyze combined cycle performance. 


Energy and Exergy Analyses of a Combined Gas Turbine-Vapor Power Plant 


A combined gas turbine-vapor power plant has a net power output of 45 MW. Air enters the compressor of the 
gas turbine at 100 kPa, 300 K, and is compressed to 1200 kPa. The isentropic efficiency of the compressor is 
84%. The condition at the inlet to the turbine is 1200 kPa, 1400 К. Air expands through the turbine, which has 
an isentropic efficiency of 88%, to a pressure of 100 kPa. The air then passes through the interconnecting heat- 
recovery steam generator and is finally discharged at 400 K. Steam enters the turbine of the vapor power cycle 
at 8 MPa, 400°C, and expands to the condenser pressure of 8 kPa. Water enters the pump as saturated liquid at 
8 kPa. The turbine and pump of the vapor cycle have isentropic efficiencies of 90 and 80%, respectively. 


$906000000000900000000009 


(а) Determine the mass flow rates of the air and the steam, each in kg/s; the net power developed by the gas 
turbine and vapor power cycle, each in MW; and the thermal efficiency. 


(b) Develop a full accounting of the net rate of exergy increase as the air passes through the gas turbine com- 
bustor. Discuss. 


Let Т) = 300 K, ро = 100 kPa. 


$99600000000009090000000900909009€ 
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Known: A combined gas turbine-vapor power plant operates at steady state with a known net power output. 
Operating pressures and temperatures are specified. Turbine, compressor, and pump efficiencies are also given. 


Find: Determine the mass flow rate of each working fluid, in kg/s; the net power developed by each cycle, in 
MW; and the thermal efficiency. Develop a full accounting of the exergy increase of the air passing through the 
gas turbine combustor and discuss the results. 


Schematic and Given Data: 












T;2400K 5 
р5 = ра= 100 kPa 


Heat-recovery 


Vapor 
cycle 


ъ= 80% 





steam generator 


Po = pg = 8 kPa 


Та = 1400 K 
3 рз = ро = 1200 kPa 


ту = 88% 


Engineering Model: 

1. Each component on the accompanying sketch 
is analyzed as a control volume at steady 
state. 


2. The turbines, compressor, pump, and intercon- 
necting heat-recovery steam generator operate 


и adiabatically. 
Weas= 3. Kinetic and potential energy effects are 
ул – We negligible. 

4. There are no pressure drops for flow through 
the combustor, heat-recovery steam generator, 
and condenser. 

5. An air-standard analysis is used for the gas 

T, = 400°C turbine. 
7 ру=8 MPa 
n, = 90% 6. To = 300 К, pọ = 100 kPa. 






Fig. E9.12 


Analysis: The property data given in the table below are determined using procedures illustrated in previously 
solved examples of Chaps. 8 and 9. The details are left as an exercise. 


Gas Turbine 
State h (kJ/kg) s? (kJ/kg · K) 
1 300.19 1.7020 
2 669.79 2.5088 
3 1515.42 3.3620 
4 858.02 2.7620 
5 400.98 1.9919 


Energy Analysis 


Vapor Cycle 
State h (kJ/kg) s (kJ/kg · K) 
6 183.96 0.5975 
7 3138.30 6.3634 
8 2104.74 6.7282 
9 173.88 0.5926 


(а) To determine the mass flow rates of the vapor, m,, and the air, т,, begin by applying mass and energy rate 
balances to the interconnecting heat-recovery steam generator to obtain 


0 = m,(hg — hs) + m,(hs — h;) 


or 


йу hg — hs _ 


858.02 — 400.98 





Mg 


h; — he 


— 0.154 
3138.3 — 183.96 ы 
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Mass and energy rate balances applied to the gas turbine and vapor power cycles give the net power devel- 
oped by each, respectively, 


With Wnet = Wa + Wrap 


: . m, 
Wiet = ZR = h4) = (hy = hı)] + - uM = Пеј = (ле = ^1] 
g 
Solving for m, and inserting Wet = 45 MW = 45,000 kJ/s and mylm, = 0.1547, we get 
"T 45,000 kJ/s 
Mg {[(1515.42 — 858.02) - (669.79 — 300.19)] + 0.1547[ (3138.3 — 2104.74) — (183.96 — 173.88) ] } kJ/kg 
— 100.87 kg/s 





and 
m, — (0.1547) m, — 15.6 kg/s 


Using these mass flow rate values and specific enthalpies from the table above, the net power developed by 
the gas turbine and vapor power cycles, respectively, is 











: k k 1MW 
Was = (108 8 (2878 )| = = 29.03 MW 
8 Ке / 110° kJ/s 
. k k 1MW 
Мар = (15s) 3 = 15.97 MW 
6 kg/ 110" kJ/s 





The thermal efficiency is given by Eq. 9.28. The net power output is specified in the problem statement as 
45 MW. Thus, only Q;, must be determined. Applying mass and energy rate balances to the combustor, we get 


Qu = m,(h3 — hy) 








k kJ| 1 MW 
= (10078) (151542 = 669.79 E. n 
5 kg [107 kJ/s 
- 85.3 MW 
Q Finally, thermal efficiency is 
45MW 
7 = 853MW = 0.528 (52.8 %) 


Exergy Analysis 
(b) The net rate of exergy increase of the air passing through the combustor is (Eq. 718) 





Ев Ер = m,[h3 hy To(s3 82)| 
— т, Рз — hy — To(s3 — 52 — R ln pslp;)] 


With assumption 4, we have 


Es - Ер = 2 hy "(ж 87 R «РУ 


P2 











kJ kJ kJ 
= | 100.87— 1515.42 — 669.79)— — 300 K (3.3620 — 2.5088 
( jJ 5 979) ( 5088) к 
kJ | 1 MW 
= 59,480 1 = = 59.48 MW 
S 110° kJ/s 
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The net rate exergy is carried out of the plant by the exhaust air stream at 5 is 
0 


Ер = Ең = rn hs = ћу = Є — 5: —R E) 
1 


k kJ\| 1M 
- (10824) (доо. — 300.19) - 300(1.9919 — 1.7020))( ) а 
5 kg/ |10? kJ/s 





= 1.39 MW 


The net rate exergy is carried out of the plant as water passes through the condenser is 





Ев Es = то [№ hy — То(58 89)| 





k kJ kJ ]|1MW 
- (156 2) (2104.74 - 173,88) — 300 К(6.7282 — 0.5926) | | 


kg: K | 10? kJ/s 





- 1.41 MW 


The rates of exergy destruction for the air turbine, compressor, steam turbine, pump, and heat-recovery steam 
generator are evaluated using Ey = Гас, respectively, as follows: 


Air turbine: 


ð E. = тьТо(54 = 5з) 
= ту То(5а — 53 — R In palps) 


kg kJ E kJ ) & Jl 1MW 
= (100.87-5 J(300 К)! (2.7620 — 3.3620 l 
( dn | Jr 1 Neg K (28.97 kg - K/ V1200/] 109 k/s 








= 3.42 MW 
Compressor: 
Е, = тьТо(52 == 51) 


= т,То(55 — sj — R In р›/р) 





8314. /1200\]| 1 
= (100.87)(300)| (2.5088 — 1.7020) — 1 
РАТУ 7020) ^ 5897 ТЕТІ 
- 2.8 MW 





Steam turbine: 


= = m,T (Sg — 57) 





1 
= (15.6) (300) (6.7282 - 6.3634) ls 
= 1.71 MW 

Pump: 
Ea = myTo(se = 59) 

1 
— (15.6)(300)(0.5975 - 0.5926) = 





= 0.02 MW 


Heat-recovery steam generator: 
Ea = Ту ту(55 — 54) + т.) — %)| 


kg 


(300 K) (100.872) 1.9919 - 2.7620) 1 = 








k 
=+ (156 2) (63634 - 0.5975) 


kg kJ | uw 
5 


Ке. K | [10° kJ/s 





— 3.68 MW 


ее.%:евеЮвФвеввееевееееееееееееееееееееееееееееегеееееееееееееееееееееееееееееееееееееееееееееееееееегееееееееееееееее 


....... 
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ters] relatively low-temperature water flowing through the condenser. а 
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Ө The results are summarized by the following exergy rate balance sheet in terms of exergy magnitudes on a 


rate basis: 


Net exergy increase of the gas passing 
through the combustor: 59.48 MW 100% 
Disposition of the exergy: 


е Net power developed 





gas turbine cycle 29.03 MW 48.8% 
vapor cycle 15.97 MW 26.8% 
Subtotal 45.00 MW 75.6% 

e Net exergy lost 

with exhaust gas at state 5 1.39 MW 2.3% 

from water passing through condenser 1.41 MW 2.4% 
e Exergy destruction 

air turbine 3.42 MW 5.7% 

compressor 2.83 MW 4.8% 

steam turbine 1.71 MW 2.9% 

pump 0.02 MW - 

heat-recovery steam generator 3.68 MW 6.2% 


*Estimation based on fuel exergy. For discussion, see note 3. 


(70%)* 


(34.2%) 
(18.8%) 


(53.0%) 





(1.6%) 
(1.7%) 


(4.0%) 
(3.4%) 
(2.0%) 


(4.3%) 


The subtotals given in the table under the net power developed heading indicate that the combined cycle is 
effective in generating power from the exergy supplied. The table also indicates the relative significance of the 
exergy destructions in the turbines, compressor, pump, and heat-recovery steam generator, as well as the relative 
significance of the exergy losses. Finally, the table indicates that the total of the exergy destructions overshadows 
the losses. While the energy analysis of part (a) yields valuable results about combined-cycle performance, the 
exergy analysis of part (b) provides insights about the effects of irreversibilities and true magnitudes of the losses 
that cannot be obtained using just energy. 


© For comparison, note that the combined-cycle thermal efficiency in this case is much greater than those of 
the stand-alone regenerative vapor and gas cycles considered in Examples 8.5 and 9.11, respectively. 


ө 


ө 


The development of the appropriate expressions for the rates of entropy production in the turbines, compres- 


sor, pump, and heat-recovery steam generator is left as an exercise. 


In this exergy balance sheet, the percentages shown in parentheses are esti- 
mates based on the fuel exergy. Although combustion is the most significant 
source of irreversibility, the exergy destruction due to combustion cannot be 
evaluated using an air-standard analysis. Calculations of exergy destruction due 
to combustion (Chap. 13) reveal that approximately 30% of the exergy enter- 
ing the combustor with the fuel would be destroyed, leaving about 70% of the 
fuel exergy for subsequent use. Accordingly, the value 59.48 MW for the net 
exergy increase of the air passing through the combustor is assumed to be 7096 
of the fuel exergy supplied. All other percentages in parentheses are obtained 
by multiplying the corresponding percentages, based on the exergy increase of 
the air passing through the combustor, by the factor 0.7. Since they account for 
combustion irreversibility, the table values in parentheses give the more accu- 
rate picture of combined cycle performance. 


Determine the net rate energy is carried out of the plant by 


heat transfer as water passes through the condenser, in MW, and com- 
ment. Ans. 30.12 MW. The significance of this energy loss is far less than 
indicated by the answer. In terms of exergy, the loss at the condenser 
is 1.41 MW [see part (b)], which better measures the limited utility of the 


Ability to... 

Парріу mass апа епегау 
balances. 

О determine thermal 
efficiency. 


О evaluate exergy quantities. 
О develop an exergy 
accounting. 
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Fig. 9.23 Combined-cycle district heating plant. 


9.9.2 Cogeneration 


Cogeneration systems are integrated systems that yield two valuable products simul- 
taneously from a single fuel input, electricity and steam (or hot water), achieving cost 
savings. Cogeneration systems have numerous industrial and commercial applications. 
District heating is one of these. 

District heating plants are located within communities to provide steam or hot water 
for space heating and other needs together with electricity for domestic, commercial, 
and industrial use. Vapor cycle—based district heating plants are considered in Sec. 8.5. 

Building on the combined gas turbine-vapor power cycle introduced in Sec. 9.9.1, 
Fig. 9.23 illustrates a district heating system consisting of a gas turbine cycle partnered 
with a vapor power cycle operating in the back-pressure mode discussed in Sec. 8.5.3. 
In this embodiment, steam (or hot water) is provided from the condenser to service 
the district heating load. 

Referring again to Fig. 9.23, if the condenser is omitted, steam is supplied directly 
from the steam turbine to service the district heating load; condensate is returned to 
the heat-recovery steam generator. If the steam turbine is also omitted, steam passes 
directly from the heat-recovery unit to the community and back again; power is gen- 
erated by the gas turbine alone. 


Integrated Gasification Combined-Cycle 
Power Plants 
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For decades vapor power plants fueled by coal have been the workhorses of U.S. 
electricity generation (see Chap. 8). However, human health and environmental 
impact issues linked to coal combustion have placed this type of power generation under 
a cloud. In light of our large coal reserves and the critical importance of electricity 
to our society, major governmental and private-sector efforts are aimed at developing 
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Fig. 9.24 Integrated gasification combined-cycle power plant. 


alternative power generation technologies using coal but with fewer adverse effects. 
In this section, we consider one such technology: integrated gasification combined- 
cycle (IGCC) power plants. 

An IGCC power plant integrates a coal gasifier with a combined gas turbine-vapor 
power plant like that considered in Sec. 9.9. Key elements of an IGCC plant are 
shown in Fig. 9.24. Gasification is achieved through controlled combustion of coal 
with oxygen in the presence of steam to produce syngas (synthesis gas) and solid 
waste. Oxygen is provided to the gasifier by the companion air-separation unit. Syn- 
gas exiting the gasifier is mainly composed of carbon monoxide and hydrogen. The 
syngas is cleaned of pollutants and then fired in the gas turbine combustor. The 
performance of the combined cycle follows the discussion provided in Sec. 9.9. 

In IGCC plants, pollutants (sulfur compounds, mercury, and particulates) are removed 
before combustion when it is more effective to do so, rather than after combustion as 
in conventional coal-fueled power plants. While IGCC plants emit fewer sulfur dioxide, 
nitric oxide, mercury, and particulate emissions than comparable conventional coal 
plants, abundant solid waste is still produced that must be responsibly managed. 

Taking a closer look at Fig. 9.24, better IGCC plant performance can be realized 
through tighter integration between the air-separation unit and combined cycle. For 
instance, by providing compressed air from the gas turbine compressor to the air- 
separation unit, the compressor feeding ambient air to the air-separation unit can be 
eliminated or reduced in size. Also, by injecting nitrogen produced by the separation 
unit into the air stream entering the combustor, mass flow rate through the turbine 
increases and therefore greater power is developed. 

Only a few IGCC plants have been constructed worldwide thus far. Accordingly, only 
time will tell if this technology will make significant inroads against coal-fired vapor 
power plants, including the newest generation of supercritical plants. Proponents 
point to increased combined cycle thermal efficiency as a way to extend the viability 
of U.S. coal reserves. Others say investment might be better directed to technologies 
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Fig. 9.25 Turbojet engine 
schematic and accompanying 
ideal T-s diagram. 
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Fig. 9.26 Schematic of a 
turbojet engine with 
afterburner. 
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fostering use of renewable sources of energy for power generation than to technolo- 
gies fostering use of coal, which has so many adverse effects related to its utilization. 


Gas Turbines for Aircraft Propulsion 


* о ө ө ө о ө ө с ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө 


Gas turbines are particularly suited for aircraft propulsion because of their favorable 
power-to-weight ratios. The turbojet engine is commonly used for this purpose. As 
illustrated in Fig. 9.25a, this type of engine consists of three main sections: the diffuser, 
the gas generator, and the nozzle. 

The diffuser placed before the compressor decelerates the incoming air relative to 
the engine. A pressure rise known as the ram effect is associated with this decelera- 
tion. The gas generator section consists of a compressor, combustor, and turbine, with 
the same functions as the corresponding components of a stationary gas turbine 
power plant. In a turbojet engine, the turbine power output need only be sufficient 
to drive the compressor and auxiliary equipment, however. 

Combustion gases leave the turbine at a pressure significantly greater than atmo- 
spheric and expand through the nozzle to a high velocity before being discharged to 
the surroundings. The overall change in the velocity of the gases relative to the engine 
gives rise to the propulsive force, or thrust. 

Some turbojets are equipped with an afterburner, as shown in Fig. 9.26. This is 
essentially a reheat device in which additional fuel is injected into the gas exiting the 
turbine and burned, producing a higher temperature at the nozzle inlet than would 
be achieved otherwise. As a consequence, a greater nozzle exit velocity is attained, 
resulting in increased thrust. 


TURBOJET ANALYSIS. Тһе Т- diagram of the processes in an ideal turbojet engine 
is shown in Fig. 9.256. In accordance with the assumptions of an air-standard analysis, the 
working fluid is air modeled as an ideal gas. The diffuser, compressor, turbine, and nozzle 
processes are isentropic, and the combustor operates at constant pressure. 
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>» Process a-1 shows the pressure rise that occurs in the diffuser as the air decelerates 
isentropically through this component. 

>» Process 1-2 is an isentropic compression. 

> Process 2-3 is a constant-pressure heat addition. 

>» Process 3-4 is an isentropic expansion through the turbine during which work is 
developed. 

>» Process 4-5 is ап isentropic expansion through the nozzle in which the air acceler- 
ates and the pressure decreases. 


Owing to irreversibilities in an actual engine, there would be increases in specific TAKE NOTE. 
entropy across the diffuser, compressor, turbine, and nozzle. In addition, there would ý 
be a combustion irreversibility and a pressure drop through the combustor of the 
actual engine. Further details regarding flow through nozzles and diffusers are pro- 
vided in Secs. 9.13 and 9.14. The subject of combustion is discussed in Chap. 13. 

In a typical thermodynamic analysis of a turbojet on an air-standard basis, the 
following quantities might be known: the velocity at the diffuser inlet, the compressor 
pressure ratio, and the turbine inlet temperature. The objective of the analysis might 
then be to determine the velocity at the nozzle exit. Once the nozzle exit velocity is 
known, the thrust can be determined. 

All principles required for the thermodynamic analysis of turbojet engines on an 
air-standard basis have been introduced. Example 9.13 provides an illustration. 


ЕХАМРІЕ 9.13 —— MÀ —— M РУТ €————— — (—— нанава siiis КТІ — 


Analyzing a Turbojet Engine 








Thrust is the forward- 
directed force developed due 
to the change in momentum 
of the gases flowing through 
the turbojet engine. See 

Sec. 9.12.1 for the 
momentum equation, 


Air enters a turbojet engine at 11.8 Ibf/in.?, 430°R, and an inlet velocity of 620 miles/h (909.3 ft/s). The pressure 
ratio across the compressor is 8. The turbine inlet temperature is 2150°R and the pressure at the nozzle exit is 
11.8 Ibf/in.* The work developed by the turbine equals the compressor work input. The diffuser, compressor, 
turbine, and nozzle processes are isentropic, and there is no pressure drop for flow through the combustor. For 
operation at steady state, determine the velocity at the nozzle exit and the pressure at each principal state. 
Neglect kinetic energy except at the inlet and exit of the engine, and neglect potential energy throughout. 
SOLUTION 

Known: An ideal turbojet engine operates at steady state. Key operating conditions are specified. 


Find: Determine the velocity at the nozzle exit, in ft/s, and the pressure, in Ibf/in.’, at each principal state. 


Schematic and Given Data: 


Та = 2150°R 












У : а 
T, = 430%. 1 У р5= 118 Ibffin. 


Pa = 11.8 Ibf/in? . 
V, = 620 mi/hr Fig. E9.13 
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Engineering Model: 


1. Each component is analyzed as a control volume at steady state. The control volumes are shown on the 
accompanying sketch by dashed lines. 


. The diffuser, compressor, turbine, and nozzle processes are isentropic. 
. There is no pressure drop for flow through the combustor. 


. The turbine work output equals the work required to drive the compressor. 


л ы ow м 


. Except at the inlet and exit of the engine, kinetic energy effects can be ignored. Potential energy effects are 
negligible throughout. 


6. The working fluid is air modeled as an ideal gas. 


Analysis: To determine the velocity at the exit to the nozzle, the mass and energy rate balances for a control 
volume enclosing this component reduce at steady state to give 


0 
. . ; yi - V3 
д= д. = Wa + ZI = Јој + ox + 2(24 Zs) 
where m is the mass flow rate. The inlet kinetic energy is dropped by assumption 5. Solving for У; 


Vs = V2(h4 — hs) 


This expression requires values for the specific enthalpies ћ, and hs at the nozzle inlet and exit, respectively. With 
the operating parameters specified, the determination of these enthalpy values is accomplished by analyzing each 
component in turn, beginning with the diffuser. The pressure at each principal state can be evaluated as a part 
of the analyses required to find the enthalpies h4 and hs. 

Mass and energy rate balances for a control volume enclosing the diffuser reduce to give 


2 


Ма 
hy = ha + > 


With h, from Table A-22E and the given value of V, 


909.3)? l/ 2 
о h, = 102.7 Btu/lb + [ ) (© ) 


2 s? 
= 119.2 Btu/lb 


1 lbf 
32.2 Ib - ft/s? 














1 Btu | 
778 ft - Ibf 


Interpolating in Table A-22E gives ри = 1.051. The flow through the diffuser is isentropic, so pressure p, is 


ism 
"o йы 


With p, data from Table A-22E and the known value of p, 


|. 1.051 TE E. 
Pi = 668 (11.8 Ibf/in.^) = 19.79 Ibf/in. 
Using the given compressor pressure ratio, the pressure at state 2 is p; = 8(19.79 Ibf/in?) = 158.3 Ibf/in.? 
The flow through the compressor is also isentropic. Thus, 


ро = раз = 1.051(8) = 8.408 
1 


Interpolating in Table A-22E, we get Л, = 216.2 Btu/lb. 
At state З the temperature is given as Т; = 2150°R. From Table А-22Е, А; = 546.54 Btu/lb. By assumption 3, 
рз = p». The work developed by the turbine is just sufficient to drive the compressor (assumption 4). That is, 
ж. _ We 


m m 
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Or 
ћа = hy = hy a hi 
Solving for h4 


— 449.5 Btu/Ib 


Interpolating in Table A-22E with ћ, gives ра = 113.8. 
The expansion through the turbine is isentropic, so 


ра = р Ри 
| рз 
With р» = p» and p, data from Table A-22E 
113.8 
- ы 2 = «2 
ра = (158.3 Ibf/in. ) 2335 71.2 \bf/in. 


The expansion through the nozzle is isentropic to ps = 11.8 Ibf/in.? Thus, 


Ps 11.8 
= pa = (113.8) = = 17.39 
Prs Pr4 P4 ( ) 77:2. 
From Table A-22E, h; = 265.8 Btu/lb, which is the remaining specific enthalpy value 
required to determine the velocity at the nozzle exit. 
Using the values for A, and hs; determined above, the velocity at the nozzle 
exit is 


У; = V 2(ћа m hs) 





32.2 lb - ft/s? 
1 lbf 


B 
= “| 2(449.5 — 265.8) ч 


= 3034 ft/s (2069 mi/h) 














778 ft - i 
1 Btu 


ө 


@ Note the unit conversions required here and in the calculation of Vs. 


Ө The increase in the velocity of the air as it passes through the engine gives rise 
to the thrust produced by the engine. A detailed analysis of the forces acting 
on the engine requires Newton's second law of motion in a form suitable for 
control volumes (see Sec. 9.12.1). 


Using Eq. 6.47, the isentropic nozzle efficiency, what is the 





OTHER APPLICATIONS. Other related applications of the gas turbine include 
turboprop and turbofan engines. The turboprop engine shown in Fig. 9.27a consists 
of a gas turbine in which the gases are allowed to expand through the turbine to 
atmospheric pressure. The net power developed is directed to a propeller, which pro- 
vides thrust to the aircraft. Turboprops are able to achieve speeds up to about 925 
km/h (575 miles/h). In the turbofan shown in Fig. 9.27b, the core of the engine is 
much like a turbojet, and some thrust is obtained from expansion through the nozzle. 
However, a set of large-diameter blades attached to the front of the engine acceler- 
ates air around the core. This bypass flow provides additional thrust for takeoff, 
whereas the core of the engine provides the primary thrust for cruising. Turbofan 
engines are commonly used for commercial aircraft with flight speeds of up to about 
1000 km/h (620 miles/h). A particularly simple type of engine known as a ramjet is 


nozzle exit velocity, in ft/s, if the efficiency is 90%? Ans. 2878 ft/s. A 
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Ability to... 

Ц sketch the schematic of the 
turbojet engine and the T-s 
diagram for the correspond- 
ing air-standard cycle. 

О evaluate temperatures and 
pressures at each principal 
state and retrieve neces- 


sary property data. 

U apply mass, energy, and 
entropy principles. 

О calculate the nozzle exit 
velocity. 
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Fig. 9.27 Other examples of aircraft engines. (a) Turboprop. (b) Turbofan. (c) Ramjet. 


shown in Fig. 9.27c. This engine requires neither a compressor nor a turbine. A suf- 
ficient pressure rise is obtained by decelerating the high-speed incoming air in the 
diffuser (ram effect). For the ramjet to operate, therefore, the aircraft must already 
be in flight at high speed. The combustion products exiting the combustor are 
expanded through the nozzle to produce the thrust. 

In each of the engines mentioned thus far, combustion of the fuel is supported by 
air brought into the engines from the atmosphere. For very high-altitude flight and 
space travel, where this is no longer possible, rockets may be employed. In these 
applications, both fuel and an oxidizer (such as liquid oxygen) are carried onboard 
the craft. Thrust is developed when the high-pressure gases obtained on combustion 
are expanded through a nozzle and discharged from the rocket. 


Considering Compressible Flow 
Through Nozzles and Diffusers 


In many applications of engineering interest, gases move at relatively high velocities 
and exhibit appreciable changes in specific volume (density). The flows through the 
nozzles and diffusers of jet engines discussed in Sec. 9.11 are important examples. 
Other examples are the flows through wind tunnels, shock tubes, and steam ejectors. 
These flows are known as compressible flows. In this part of the chapter, we introduce 
some of the principles involved in analyzing compressible flows. 


Compressible Flow Preliminaries 
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Concepts introduced in this section play important roles in the study of compressible 
flows. The momentum equation is introduced in a form applicable to the analysis of 
control volumes at steady state. The velocity of sound is also defined, and the concepts 
of Mach number and stagnation state are discussed. 
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9.12.1 Momentum Equation for Steady One-Dimensional Flow 


The analysis of compressible flows requires the principles of conservation of mass 
and energy, the second law of thermodynamics, and relations among the thermody- 
namic properties of the flowing gas. In addition, Newton's second law of motion is 
required. Application of Newton's second law of motion to systems of fixed mass 
(closed systems) involves the familiar form 


Е = ma 


where F is the resultant force acting on a system of mass т and а is the acceleration. 
The object of the present discussion is to introduce Newton's second law of motion 
in a form appropriate for the study of the control volumes considered in subsequent 
discussions. 

Consider the control volume shown in Fig. 9.28, which has a single inlet, designated 
by 1, and a single exit, designated by 2. The flow is assumed to be one-dimensional 
at these locations. The energy and entropy rate equations for such a control volume 
have terms that account for energy and entropy transfers, respectively, at the inlets 
and exits. Momentum also can be carried into or out of the control volume at the 
inlets and exits, and such transfers can be accounted for as 


time rate of momentum 


transfer into or | 
= mV (9.30) 
out of a control volume 


accompanying mass flow 


In this expression, the momentum per unit of mass flowing across the boundary of 
the control volume is given by the velocity vector V. In accordance with the one- 
dimensional flow model, the vector is normal to the inlet or exit and oriented in the 
direction of flow. 

In words, Newton's second law of motion for control volumes is 


time rate of change resultant force net rate at which momentum is 
of momentum contained | = | actingonthe | + transferred into the control 
within the control volume control volume volume accompanying mass flow 


At steady state, the total amount of momentum contained in the control volume is 
constant with time. Accordingly, when applying Newton's second law of motion to 
control volumes at steady state, it is necessary to consider only the momentum accom- 
panying the incoming and outgoing streams of matter and the forces acting on the 
control volume. Newton's law then states that the resultant force F acting on the 
control volume equals the difference between the rates of momentum exiting 


7 


2 Fig. 9.28 One-inlet, one-exit 
ЖІ control volume at steady state 
lia No flow through this labeled with momentum transfers 
portion of the boundary accompanying mass flow. 
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b HORIZONS 


Hydrogen Bubble-Propelled Microrockets Have 
Promise for Biomedical and Industrial Applications 
Tiny cone-shaped devices displaying autonomous 
motion when in extreme acidic environments may 
have diverse applications ranging from targeted drug deliv- 
ery in the human body to the monitoring of industrial pro- 
cesses, researchers say. 
The hollow cones are fabricated from zinc and are only about 
10 micrometers long, much too small to be seen by the human 
eye. When a cone is placed in an acidic environment, the zinc ow Acidic environment 
loses electrons. As hydrogen ions in the acid take up these elec- С 


Conical rocket, 
outer surface coated 


trons, hydrogen bubbles form on the cone's inner zinc surface. H3 bubbles 
Finally, as shown in the accompanying figure, the bubbles are 

emitted from the larger end of the conical rocket, and the rocket 

is thrust forward at speeds as high as 100 cone-lengths per 

second. 


Zn +2H*t ——> Н,-7һ2% 





steady-state and entering the control volume accompanying mass flow. This is expressed by the 
momentum equation following steady-state form of the momentum equation: 
TAKE NOTE... F = ЊУ; – mV: = п(У; – Vi) (9.31) 


The resultant force F 
includes the forces due to 
pressure acting at the inlet 
and exit, forces acting on 
the portion of the boundary 
through which there is no 
mass flow, and the force of 
gravity. 


Since mi, = m, at steady state, the common mass flow is designated in this expression 
simply as m. The expression of Newton's second law of motion given by Eq. 9.31 
suffices for subsequent discussions. More general control volume formulations are 
normally provided in fluid mechanics texts. 


9.12.2 Velocity of Sound and Mach Number 





A sound wave is a small pressure disturbance that propagates through a gas, liquid, or 
solid at a velocity c that depends on the properties of the medium. In this section we obtain 
an expression that relates the velocity of sound, or sonic velocity, to other properties. The 
velocity of sound is an important property in the study of compressible flows. 


MODELING PRESSURE WAVES. Let us begin by referring to Fig. 9.29a, which 
shows a pressure wave moving to the right with a velocity of magnitude c. The wave 
is generated by a small displacement of the piston. As shown on the figure, the pres- 
sure, density, and temperature in the region to the left of the wave depart from the 
respective values of the undisturbed fluid to the right of the wave, which are desig- 
nated simply p, p, and Т. After the wave has passed, the fluid to its left is in steady 
motion with a velocity of magnitude AV. 

Figure 9.29a shows the wave from the point of view of a stationary observer. It is 
easier to analyze this situation from the point of view of an observer at rest relative to 
the wave, as shown in Fig. 9.295. By adopting this viewpoint, a steady-state analysis can 
be applied to the control volume identified on the figure. To an observer at rest relative 
to the wave, it appears as though the fluid is moving toward the stationary wave from 
the right with velocity c, pressure p, density p, and temperature Т апа moving away on 
the left with velocity c — AV, pressure p + Ap, density p + Ap, and temperature T + AT. 

At steady state, the conservation of mass principle for the control volume reduces 
to m, = m, or 

pAc = (p + Ap)A(c — AV) 
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Fig. 9.29 Illustrations used to analyze the propagation of a sound wave. (a) Propagation of 
a pressure wave through a quiescent fluid relative to a stationary observer. (b) Observer at 
rest relative to the wave. 


On rearrangement 
jeg = А АБАҚ” (9.32) 


If the disturbance is weak, the third term on the right of Eq. 9.32 can be neglected, 
leaving 


AV - (dp)Ap (9.33) 


Next, the momentum equation, Eq. 9.31, is applied to the control volume under 
consideration. Since the thickness of the wave is small, shear forces at the wall are 
negligible. The effect of gravity is also ignored. Hence, the only significant forces act- 
ing on the control volume in the direction of flow are the forces due to pressure at 
the inlet and exit. With these idealizations, the component of the momentum equation 
in the direction of flow reduces to 


pA — (p + Ap)A = m(c — AV) — mc 


= m(c — AV — c) 
= (pAc)(-AV) 
Or 
Ap — pc AV (9.34) 


Combining Eqs. 9.33 and 9.34 and solving for c 


__ [Ар 
e AS (9.35) 


SOUND WAVES. For sound waves the differences in pressure, density, and tem- 
perature across the wave are quite small. In particular, Ap << p, justifying the neglect 
of the third term of Eq. 9.32. Furthermore, the ratio Ap/Ap in Eq. 9.35 can be inter- 
preted as the derivative of pressure with respect to density across the wave. Experi- 
ments also indicate that the relation between pressure and density across a sound 
wave is nearly isentropic. The expression for the velocity of sound then becomes 


n (2) (9.36a) 


@ = -v(*) (9.36b) 


or in terms of specific volume 





velocity of sound 
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Mach number 


supersonic 
subsonic 


The velocity of sound is an intensive property whose value depends on the state of 
the medium through which sound propagates. Although we have assumed that sound 
propagates isentropically, the medium itself may be undergoing any process. 

Means for evaluating the velocity of sound c for gases, liquids, and solids are intro- 
duced in Sec. 11.5. The special case of an ideal gas will be considered here because 
it is used extensively later in the chapter. For this case, the relationship between 
pressure and specific volume of an ideal gas at fixed entropy is pv* — constant, where 
К is the specific heat ratio (Sec. 6.11.2). Thus, (др/ди), = —kplv, and Eq. 9.36b gives 
с = V kpv. Or, with the ideal gas equation of state 


c= VkRT (ideal gas) (9.37) 


to illustrate the use of Eq. 9.37, let us calculate the velocity of 
sound in air at 300 K (540°R) and 650 K (1170°R). From Table A-20 at 300 K, 
k = 1.4. Thus, 


8314 N-m 1 kg + m/s? 2 У 
= A14 300 K = 347 1138 
C | E kg- 3! | ІМ Ts s 


At 650 K, k — 1.37 and c - 506 m/s (1660 ft/s), as can be verified. As examples in 
English units, consider next helium at 495°R (275 К) and 1080°R (600 К). For helium, 
the specific heat c,(T) is a constant (Fig. 3.13), giving k — 1.67 Then, at 495*R, 
Eq. 9.37 reads 


1545 ft - Ibf гел 1322 Ib + ft/s? ft m 
c= М5 b- ac Juss R) | ПЫ 3206— (on Е ) 


At 1080°R, с = 4736 ft/s (1444 m/s), as can be verified. - << 4 


























Mach Number 


In subsequent discussions, the ratio of the velocity V at a state in a flowing fluid to 

the value of the sonic velocity c at the same state plays an important role. This ratio 
is called the Mach number M 

V 

M = E (9.38) 


When M > 1, the flow is said to be supersonic; when M < 1, the flow is subsonic; 
and when M = 1, the flow is sonic. The term hypersonic is used for flows with Mach 
numbers much greater than one, and the term transonic refers to flows where the 
Mach number is close to unity. 


For centuries, physicians have used sounds emanat- 
ing from the human body to aid diagnosis. Most of us are familiar with the 
stethoscope, which has been used by medical practitioners for more effective 

sound detection since the early nineteenth century. 
Another commonly encountered sound-related diagnostic method in medical practice 


is the use of sound at frequencies above that audible by the human ear, known as ultrasound. 
Ultrasound imaging allows physicians to peer inside the body and evaluate solid structures in 
the abdominal cavity. Ultrasound devices beam sound waves into the body and collect return 
echoes as the beam encounters regions of differing density. The reflected sound waves produce 
shadow pictures of structures below the skin on a monitor screen. Pictures show the shape, 
size, and movement of target objects in the path of the beam. 
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Obstetricians commonly use ultrasound to assess the fetus during pregnancy. Emergency 
physicians use ultrasound to assess abdominal pain or other concerns. Ultrasound is also 
used to break up small kidney stones. 

Cardiologists use an ultrasound application known as echocardiography to evaluate the 
heart and its valve function, measure the amount of blood pumped with each stroke, and 


detect blood clots in veins and artery blockage. Among several uses of echocardiography 
are the stress test, where the echocardiogram is done both before and after exercise, and 
the transesophageal echo test, where the probe is passed down the esophagus to locate 
it closer to the heart, thereby enabling clearer pictures of the heart without interference 
from the ribs or lungs. 





9.12.3 Determining Stagnation State Properties 


When dealing with compressible flows, it is often convenient to work with properties 

evaluated at a reference state known as the stagnation state. The stagnation state is stagnation state 
the state a flowing fluid would attain if it were decelerated to zero velocity isentropi- 

cally. We might imagine this as taking place in a diffuser operating at steady state. By 

reducing an energy balance for such a diffuser, it can be concluded that the enthalpy 

at the stagnation state associated with an actual state in the flow where the specific 

enthalpy is / and the velocity is V is given by 


2 


ho =h + E (9.39)  stagnation enthalpy 


The enthalpy designated here as h, is called the stagnation enthalpy. The pressure 
Ро and temperature 7, at a stagnation state are called the stagnation pressure and stagnation pressure 
stagnation temperature, respectively. and temperature 
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Although the subject of compressible flow arises in a great many important areas of 
engineering application, the remainder of this presentation is concerned only with 
flow through nozzles and diffusers. Texts dealing with compressible flow should be 
consulted for discussion of other areas of application. 

In the present section we determine the shapes required by nozzles and diffusers 
for subsonic and supersonic flow. This is accomplished using mass, energy, entropy, 
and momentum principles, together with property relationships. In addition, we study 
how the flow through nozzles is affected as conditions at the nozzle exit are changed. 
The presentation concludes with an analysis of normal shocks, which can exist in 
supersonic flows. 


9.13.1 Exploring the Effects of Area Change in Subsonic 
and Supersonic Flows 


The objective of the present discussion is to establish criteria for determining whether 
a nozzle or diffuser should have a converging, diverging, or converging-diverging 
shape. This is accomplished using differential equations relating the principal vari- 
ables that are obtained using mass and energy balances together with property rela- 
tions, as considered next. 
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Control volume at steady 
state. 


Coy = We, = О. 
Negligible potential 
energy. 


lsentropic flow. 








GOVERNING DIFFERENTIAL EQUATIONS. Let us begin by considering a 
control volume enclosing a nozzle or diffuser. At steady state, the mass flow rate is 
constant, so 


рАУ - constant 
In differential form 
d(pAV) - 0 
AV dp + pA dV + pV dA =0 
or on dividing each term by pAV 


dp dV dA 


+ — + — = : 
Ра А 0 (9.40) 





Assuming Об = М, = 0 and negligible potential energy effects, an energy rate 

balance reduces to give 

у; Vi 

5 = h + — 
"MEE" 
Introducing Eq. 9.39, it follows that the stagnation enthalpies at states 1 and 2 are 
equal: ho = hoi. Since any state downstream of the inlet сап be regarded as state 2, 
the following relationship between the specific enthalpy and kinetic energy must be 
satisfied at each state: 


hy + 


v2 
һ + Fd hy (constant) 


In differential form this becomes 


dh = -V dV (9.41) 


This equation shows that if the velocity increases (decreases) in the direction of flow, 
the specific enthalpy must decrease (increase) in the direction of flow. 

In addition to Eqs. 9.40 and 9.41 expressing conservation of mass and energy, 
relationships among properties must be taken into consideration. Assuming the flow 
occurs isentropically, the property relation (Eq. 6.10b) 


d 
Yd 
p 


reduces to give 
1 
dh — p” (9.42) 


This equation shows that when pressure increases or decreases in the direction of 
flow, the specific enthalpy changes in the same way. 
Forming the differential of the property relation p = p(p, s) 


д д 
dp = (2) dp (2) ds 
др /s 05 Jp 


The second term vanishes in isentropic flow. Introducing Eq. 9.36a, we have 

ар = c! ар (9.43) 
which shows that when pressure increases or decreases in the direction of flow, den- 
sity changes in the same way. 


Additional conclusions can be drawn by combining the above differential equa- 
tions. Combining Eqs. 9.41 and 9.42 results in 


1 
тар = -V dV (9.44) 
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which shows that if the velocity increases (decreases) in the direction of flow, the 
pressure must decrease (increase) in the direction of flow. 
Eliminating dp between Eqs. 9.43 and 9.44 and combining the result with Eq. 9.40 


gives 
dA 4У 1 Е (У) 
А V с 


or with the Mach number М 


IA N 22.2 
de 2 M?) (9.45) 


VARIATION OF AREA WITH VELOCITY. Equation 9.45 shows how area 


must vary with velocity. The following four cases can be identified: 


Case 1: Subsonic nozzle. dV > 0, М < 1= dA < 0: The duct converges in the 
direction of flow. 


Case 2: Supersonic nozzle. dV > 0, M > 1= dA > 0: The duct diverges in the 
direction of flow. 


Case 3: Supersonic diffuser. dV < 0, M > 1= dA < 0: The duct converges in the 
direction of flow. 


Case 4: Subsonic diffuser. dV < 0, M < 1— dA > 0: The duct diverges in the 
direction of flow. 


The forgoing conclusions concerning the nature of the flow in subsonic and super- 
sonic nozzles and diffusers are summarized in Fig. 9.30. From Fig. 9.30a, we see that 
to accelerate a fluid flowing subsonically, a converging nozzle must be used, but once 
M - 1 is achieved, further acceleration can occur only in a diverging nozzle. From 
Fig. 9.30b, we see that a converging diffuser is required to decelerate a fluid flowing 
supersonically, but once M — 1 is achieved, further deceleration can occur only in a 
diverging diffuser. These findings suggest that a Mach number of unity can occur only 
at the location in a nozzle or diffuser where the cross-sectional area is a minimum. 
This location of minimum area is called the throat. 

The developments of this section have not required the specification of an equa- 
tion of state; thus, the conclusions hold for all gases. Moreover, while the conclusions 
have been drawn for isentropic flow through nozzles and diffusers, they are at least 
qualitatively valid for many actual such applications and, in particular, for nozzles 
and diffusers having high isentropic efficiencies (Sec. 6.12). 


~ =" — — 


М<1 М>1 М>1 М<1 
Subsonic Supersomié ^ Т^ Supersonic > Subsonic 
Case 1 Case 2 Case 3 Case 4 


(a) (b) 


Fig. 9.30 Effects of area change in subsonic and supersonic flows. (a) Nozzles: V increases; 
h, p, and p decrease. (b) Diffusers: V decreases; h, p, and p increase. 


throat 
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back pressure 


9.13.2 Effects of Back Pressure on Mass Flow Rate 


In the present discussion we consider the effect of varying the back pressure on the 
rate of mass flow through nozzles. The back pressure is the pressure in the exhaust 
region outside the nozzle. The case of converging nozzles is taken up first and then 
converging-diverging nozzles are considered. 


CONVERGING NOZZLES. Figure 9.31 shows a converging duct with stagnation 
conditions at the inlet, discharging into a region in which the back pressure pg can 
be varied. For the series of cases labeled a through e, let us consider how the mass 
flow rate т and nozzle exit pressure pg vary as the back pressure is decreased while 
keeping the inlet conditions fixed. 

When pg = pg = Ро, there is no flow, so m = 0. This corresponds to case a of Fig. 9.31. 
If the back pressure pg is decreased, as in cases b and c, there will be flow through 
the nozzle. As long as the flow is subsonic at the exit, information about changing 
conditions in the exhaust region can be transmitted upstream. Decreases in back 
pressure thus result in greater mass flow rates and new pressure variations within the 
nozzle. In each instance, the velocity is subsonic throughout the nozzle and the exit 
pressure equals the back pressure. The exit Mach number increases as pg decreases, 
however, and eventually a Mach number of unity will be attained at the nozzle exit. 
The corresponding pressure is denoted by p*, called the critical pressure. This case is 
represented by d on Fig. 9.31. 

Recalling that the Mach number cannot increase beyond unity in a converging 
section, let us consider next what happens when the back pressure is reduced further 
to a value less than p*, such as represented by case e. Since the velocity at the exit 
equals the velocity of sound, information about changing conditions in the exhaust 
region no longer can be transmitted upstream past the exit plane. Accordingly, reduc- 
tions in pg below p* have no effect on flow conditions in the nozzle. Neither the 
pressure variation within the nozzle nor the mass flow rate is affected. Under these 


Valve to adjust 
back pressure | 
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Fig. 9.31 Effect of back 
pressure on the operation of 
a converging nozzle. (b) (c) 
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Fig. 9.32 Effect of back pressure on the operation of a converging-diverging nozzle. 


conditions, the nozzle is said to be choked. When a nozzle is choked, the mass flow 
rate is the maximum possible for the given stagnation conditions. For pg less than p*, 
the flow expands outside the nozzle to match the lower back pressure, as shown by 
case e of Fig. 9.31. The pressure variation outside the nozzle cannot be predicted using 
the one-dimensional flow model. 


CONVERGING-DIVERGING NOZZLES. Figure 9.32 illustrates the effects of 
varying back pressure on a converging-diverging nozzle. The series of cases labeled 
a through j is considered next. 


» Let us first discuss the cases designated a, b, c, and d. Case a corresponds to 
рв = рв = Po for which there is no flow. When the back pressure is slightly less 
than p, (case b), there is some flow, and the flow is subsonic throughout the noz- 
zle. In accordance with the discussion of Fig. 9.30, the greatest velocity and lowest 
pressure occur at the throat, and the diverging portion acts as a diffuser in which 
pressure increases and velocity decreases in the direction of flow. If the back pres- 
sure is reduced further, corresponding to case c, the mass flow rate and velocity at 
the throat are greater than before. Still, the flow remains subsonic throughout and 
qualitatively the same as case b. As the back pressure is reduced, the Mach number 
at the throat increases, and eventually a Mach number of unity is attained there 
(case d). As before, the greatest velocity and lowest pressure occur at the throat, 
and the diverging portion remains a subsonic diffuser. However, because the throat 
velocity is sonic, the nozzle is now choked: The maximum mass flow rate has been 
attained for the given stagnation conditions. Further reductions in back pressure 
cannot result in an increase in the mass flow rate. 

» When the back pressure is reduced below that corresponding to case d, the flow 
through the converging portion and at the throat remains unchanged. Conditions 
within the diverging portion can be altered, however, as illustrated by cases e, f, 
and g. In case e, the fluid passing the throat continues to expand and becomes 
supersonic in the diverging portion just downstream of the throat; but at a certain 
location an abrupt change in properties occurs. This is called a normal shock. Across 
the shock, there is a rapid and irreversible increase in pressure, accompanied by a 
rapid decrease from supersonic to subsonic flow. Downstream of the shock, the 
diverging duct acts as a subsonic diffuser in which the fluid continues to decelerate 


choked flow: 
converging nozzle 


choked flow: 
converging-diverging 
nozzle 


normal shock 
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and the pressure increases to match the back pressure imposed at the exit. If the 
back pressure is reduced further (case f), the location of the shock moves down- 
stream, but the flow remains qualitatively the same as in case e. With further 
reductions in back pressure, the shock location moves farther downstream of the 
throat until it stands at the exit (case g). In this case, the flow throughout the noz- 
zle is isentropic, with subsonic flow in the converging portion, M = 1 at the throat, 
and supersonic flow in the diverging portion. Since the fluid leaving the nozzle 
passes through a shock, it is subsonic just downstream of the exit plane. 

» Finally, let us consider cases h, i, and j where the back pressure is less than that 
corresponding to case g. In each of these cases, the flow through the nozzle is not 
affected. The adjustment to changing back pressure occurs outside the nozzle. In 
case h, the pressure decreases continuously as the fluid expands isentropically 
through the nozzle and then increases to the back pressure outside the nozzle. The 
compression that occurs outside the nozzle involves oblique shock waves. In case 
i, the fluid expands isentropically to the back pressure and no shocks occur within 
or outside the nozzle. In case j, the fluid expands isentropically through the nozzle 
and then expands outside the nozzle to the back pressure through oblique expan- 
sion waves. Once M = 1 is achieved at the throat, the mass flow rate 15 fixed at 
the maximum value for the given stagnation conditions, so the mass flow rate is 
the same for back pressures corresponding to cases d through j. The pressure var- 
iations outside the nozzle involving oblique waves cannot be predicted using the 
one-dimensional flow model. 


9.13.3 Flow Across a Normal Shock 


We have seen that under certain conditions a rapid and abrupt change of state called 
a shock takes place in the diverging portion of a supersonic nozzle. In a normal shock, 
this change of state occurs across a plane normal to the direction of flow. The object 
of the present discussion is to develop means for determining the change of state 
across a normal shock. 


MODELING NORMAL SHOCKS. A control volume enclosing a normal shock 
is shown in Fig. 9.33. The control volume is assumed to be at steady state with W.. 0, 
О, = 0 and negligible effects of potential energy. The thickness of the shock is very 
small (on the order of 10 ? cm). Thus, there is no significant change in flow area 
across the shock, even though it may occur in a diverging passage, and the forces 
acting at the wall can be neglected relative to the pressure forces acting at the 
upstream and downstream locations denoted by x and y, respectively. 
The upstream and downstream states are related by the following equations: 





Mass: 
PxVx = p, V, (9.46) 
Energy: 
hx + У =hy+ Е (9.47а) 
Or 
йы. = АМ (9.47Ь) 
Momentum: 
Px — Py = руУу ЕМ (9.48) 
Entropy: 


Fig. 9.33 Control volume 
enclosing a normal shock. Sy — Sx = e (9.49) 
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Rayleigh line 


Fanno line 








клет = лз M = 1 at a and b " . 
i M « 1 on upper branches Fig. 9.34. Intersection of Fanno and 
x M > 1 on lower branches Rayleigh lines as a solution to the normal 





s shock equations. 


When combined with property relations for the particular fluid under consideration, 
Eqs. 9.46, 9.47, and 9.48 allow the downstream conditions to be determined for spec- 
ified upstream conditions. Equation 9.49, which corresponds to Eq. 6.39, leads to the 
important conclusion that the downstream state must have greater specific entropy 
than the upstream state, ог sy > sy. 


FANNO AND RAYLEIGH LINES. Тһе mass and energy equations, Eqs. 9.46 
and 9.47 can be combined with property relations for the particular fluid to give an 
equation that when plotted on an h-s diagram is called a Fanno line. Similarly, the 
mass and momentum equations, Eqs. 9.46 and 9.48, can be combined to give an equa- 
tion that when plotted on an h-s diagram is called a Rayleigh line. Fanno and Rayleigh 
lines are sketched on h-s coordinates in Fig. 9.34. It can be shown that the point of 
maximum entropy on each line, points а апа b, corresponds to M = 1. It also can be 
shown that the upper and lower branches of each line correspond, respectively, to 
subsonic and supersonic velocities. 

The downstream state y must satisfy the mass, energy, and momentum equations 
simultaneously, so state y is fixed by the intersection of the Fanno and Rayleigh lines 
passing through state x. Since s, > s, it can be concluded that the flow across the 
shock can only pass from x to y. Accordingly, the velocity changes from supersonic 
before the shock (M, > 1) to subsonic after the shock (М, < 1). This conclusion is 
consistent with the discussion of cases e, f, and g in Fig. 9.32. A significant increase 
in pressure across the shock accompanies the decrease in velocity. Figure 9.34 also 
locates the stagnation states corresponding to the states upstream and downstream 
of the shock. The stagnation enthalpy does not change across the shock, but there is 
a marked decrease in stagnation pressure associated with the irreversible process 
occurring in the normal shock region. 


Flow in Nozzles and Diffusers of Ideal 
___ Gases with Constant Specific Heats | 


The discussion of flow in nozzles and diffusers presented in Sec. 9.13 requires no 
assumption regarding the equation of state, and therefore the results obtained hold 
generally. Attention is now restricted to ideal gases with constant specific heats. This 
case is appropriate for many practical problems involving flow through nozzles and 
diffusers. The assumption of constant specific heats also allows the derivation of rel- 
atively simple closed-form equations. 


Fanno line 
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Fig. 9.35 Variation of A/A* with Mach 
number in isentropic flow for К = 1.4. 
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9.14.1 Isentropic Flow Functions 


Let us begin by developing equations relating a state in a compressible flow to the 
corresponding stagnation state. For the case of an ideal gas with constant с,, Eq. 9.39 
becomes 


T, = Т----- 
2Cp 


where T, is the stagnation temperature. Using Eq. 3.47a, с, = kR/(k — 1), together 
with Eqs. 9.37 and 9.38, the relation between the temperature T and the Mach num- 
ber M of the flowing gas and the corresponding stagnation temperature T, is 


7; k-1,, 
Ue cu ЖШ ; 
i emi (9.50) 


With Eq. 6.43, a relationship between the temperature T and pressure p of the 
flowing gas and the corresponding stagnation temperature T, and the stagnation 


pressure p, is 
p T. NEG -1) 
Ро = 


Introducing Eq. 9.50 into this expression gives 


ls [к 1 kl(k—1) 
| - (1 = м) (9.51) 





Although sonic conditions тау not actually be attained in a particular flow, it is 
convenient to have an expression relating the area A at a given section to the area 
A* that would be required for sonic flow (M — 1) at the same mass flow rate and 
stagnation state. These areas are related through 


РАМ = p*A*V* 


where p* and У“ are the density and velocity, respectively, when M = 1. Introducing 
the ideal gas equation of state, together with Eqs. 9.37 and 9.38, and solving for A/A* 


A 1 P( гү” 1 Ра TH ) 
A* МрҚТ%) — M plp, NT*IT, 





where 7* and p* are the temperature and pressure, respectively, when M = 1. Then 
with Eqs. 9.50 and 9.51 


A 1 p К | ^ (K-F1)0(k —1) 
ee ре T 


The variation of A/A* with M is given in Fig. 9.35 for k = 1.4. The figure 
shows that a unique value of A/A* corresponds to any choice of M. 
However, for a given value of A/A* other than unity, there are two pos- 
sible values for the Mach number, one subsonic and one supersonic. This 
is consistent with the discussion of Fig. 9.30, where it was found that a 
converging-diverging passage with a section of minimum area is required 
to accelerate a flow from subsonic to supersonic velocity. 

Equations 9.50, 9.51, and 9.52 allow the ratios T/T,, p/p,, and A/A* 
to be computed and tabulated with the Mach number as the single inde- 
pendent variable for a specified value of К. Table 9.2 provides a tabula- 
tion of this kind for k — 1.4. Such a table facilitates the analysis of flow 
through nozzles and diffusers. Equations 9.50, 9.51, and 9.52 also can be 
readily evaluated using calculators and computer software such as Inter- 
active Thermodynamics: IT. 
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TABLE 9.2 


Isentropic Flow Functions for an Ideal Gas with К = 1.4 


M TT. p/p. A/A* 
0 1.000 00 1.000 00 оо 
0.10 0.998 00 0.993 03 5.8218 
0.20 0.992 06 0.972 50 2.9635 
0.30 0.982 32 0.939 47 2.0351 
0.40 0.968 99 0.895 62 1.5901 
0.50 0.952 38 0.843 02 1.3398 
0.60 0.932 84 0.784 00 1.1882 
0.70 0.910 75 0.720 92 1.094 37 
0.80 0.886 52 0.656 02 1.038 23 
0.90 0.860 58 0.591 26 1.008 86 
1.00 0.833 33 0.528 28 1.000 00 
1.10 0.805 15 0.468 35 1.007 93 
1.20 0.776 40 0.412 38 1.030 44 
1.30 0.747 38 0.360 92 1.066 31 
1.40 0.718 39 0.314 24 1.1149 
1.50 0.689 65 0.272 40 1.1762 
1.60 0.66138 0.235 27 1.2502 
1.70 0.633 72 0.202 59 1.3376 
1.80 0.606 80 0.174 04 1.4390 
1.90 0.580 72 0.149 24 1.5552 
2.00 0.555 56 0.127 80 1.6875 
2.10 0.531 35 0.109 35 1.8369 
2.20 0.508 13 0.093 52 2.0050 
2.30 0.485 91 0.079 97 2.1931 
2.40 0.464 68 0.068 40 2.4031 





In Example 9.14, we consider the effect of back pressure on flow in a converging 
nozzle. The first step of the analysis is to check whether the flow is choked. 


Determining the Effect of Back Pressure: Converging Nozzle 


A converging nozzle has an exit area of 0.001 m^. Air enters the nozzle with negligible velocity at a pressure of 
1.0 MPa and a temperature of 360 K. For isentropic flow of an ideal gas with k — 1.4, determine the mass flow 
rate, in kg/s, and the exit Mach number for back pressures of (a) 500 kPa and (b) 784 kPa. 


SOLUTION 


Known: Air flows isentropically from specified stagnation conditions through a converging nozzle with a known 
exit area. 


Find: For back pressures of 500 and 784 kPa, determine the mass flow rate, in kg/s, and the exit Mach number. 


Schematic and Given Data: 





2 Ж. 
рв = 500 kPa p* = 528 kPa 





T,-T,-360K 
ру = Po = 1.0 MPa 5 s Fig. E9.14 
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Engineering Model: 


1. The control volume shown in the accompanying sketch operates at steady state. 
2. The air is modeled as an ideal gas with К = 1.4. 
3. Flow through the nozzle is isentropic. 


Analysis: The first step is to check whether the flow is choked. With К = 1.4 and M = 1.0, Eq. 9.51 gives 
@ p*/p, = 0.528. Since p, = 1.0 MPa, the critical pressure is р“ = 528 kPa. Thus, for back pressures of 528 kPa 
or less, the Mach number is unity at the exit and the nozzle is choked. 


(a) From the above discussion, it follows that for a back pressure of 500 kPa, the nozzle is choked. At the exit, 
М = 10 and the exit pressure equals the critical pressure, p; = 528 kPa. The mass flow rate is the maximum 
value that can be attained for the given stagnation properties. With the ideal gas equation of state, the mass flow 
rate is 


P2 


m = рАУ = RT. АУ 
2 


The exit area A; required by this expression is specified as 10 ? т^. Since М = 1 at the exit, the exit temperature 
T, can be found from Eq. 9.50, which on rearrangement gives 


To 360 K 
T, = - = 300K 


k=l 14-1 
14——M^ + P 
poe а-(М а) 
Then, with Eq. 9.37 the exit velocity V; is 


У, = ў КЕТ, 

















8314 N-m 1 kg • m/s 
= К, (s шк к. Jav K) DI N = 347.2 m/s 
Finally 
(528 x 10° N/m?) (107° m?) (347.2 m/s) 
m= = 2.13 kg/s 
(= N- " зоок) 
28.97 К.К 


(b) Since the back pressure of 784 kPa is greater than the critical pressure determined above, the flow through- 
out the nozzle is subsonic and the exit pressure equals the back pressure, p; — 784 kPa. The exit Mach number 
can be found by solving Eq. 9.51 to obtain 


(He up 
M, = 1 
2 Ет (Vf Skills Developed 


Inserting vales. 00000 Мм, c 








6 0286 12 Ability to... 
14 — 1147.84 x 10° with constant k in the anal- 


ysis of isentropic flow 
through a converging nozzle. 
О understand when choked 


With the exit Mach number known, the exit temperature Т; can be found 
from Eq. 9.50 as 336 K. The exit velocity is then 





= = ы fe. 8314 flow occurs in a converging 
У, = Моос = М» kRT; = ТЕРЕ noze for ынан Т 
= 220.5 mis pressures. 


О determine conditions at the 
throat and the mass flow 
3 -3 | 
| " (784 x 10 )(10 )(220.5) rate for different back 
т = РАМ жЕ ——_А2М; 


RT, 227 (831428.97)(336) pressures and a fixed 
— 1.79 kg/s stagnation state. 


The mass flow rate is 
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© The use of Table 9.2 reduces some of the computation required in the solution. It is left as an exercise to 
develop a solution using this table. Also, observe that the first step of the analysis is to check whether the 
flow is choked. 


Using the isentropic flow functions in Table 9.2, determine the 


: exit temperature and Mach number for a back pressure of 843 kPa. 
МАРА Ans. 342.9 K 05. рен ӨӨӨ 


9.14.2 Normal Shock Functions 


Next, let us develop closed-form equations for normal shocks for the case of an ideal 
gas with constant specific heats. For this case, it follows from the energy equation, 
Eq. 9.47b, that there is no change in stagnation temperature across the shock, Tox = 
Тоу. Then, with Eq. 9.50, the following expression for the ratio of temperatures across 
the shock is obtained: 


iki 
1- 
Ту 2 


qu {к =] 
* 1+ 
2 





М? 





(9.53) 





2 
M5 


Rearranging Eq. 9.48 
Px + pxVx = Ру + pyVy 


Introducing the ideal gas equation of state, together with Eqs. 9.37 and 9.38, the ratio 
of the pressure downstream of the shock to the pressure upstream is 


Py 1+kM2 
P. 1+kM3 ii 
= y 


ps _ |м, 

Px Т, My 
The following equation relating the Mach numbers M, and M, across the shock can 
be obtained when Eqs. 9.53 and 9.54 are introduced in this expression: 


Similarly, Eq. 9.46 becomes 





2) 
м? + 
* k-1 


2 EL ==========____ е _=== 
м = —x (9.55) 
ро 





The ratio of stagnation pressures across a shock Роу/Рох is often useful. It is left as 
an exercise to show that 


ГС 2 ПЕЕ) 











Ро М, p d 
к” emn (9.56) 
gun У 1+ М; 
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TABLE 9.3 


Normal Shock Functions for an Ideal Gas with К = 1.4 


NM GM Му ККЕ; ККЕ ТЫТ... Pr Pox 
1.00 1.000 00 1.0000 1.0000 1.000 00 
1.10 0.911 77 1.2450 1.0649 0.998 92 
1.20 0.842 17 1.5133 1.1280 0.992 80 
1.30 0.785 96 1.8050 1.1909 0.979 35 
1.40 0.739 71 2.1200 1.2547 0.958 19 
1.50 0.701 09 2.4583 1.3202 0.929 78 
1.60 0.668 44 2.8201 1.3880 0.895 20 
1.70 0.640 55 3.2050 1.4583 0.855 73 
1.80 0.616 50 3.6133 1.5316 0.812 68 
1.90 0.595 62 4.0450 1.6079 0.767 35 
2.00 0.577 35 4.5000 1.6875 0.720 88 
2.10 0.56128 4.9784 1.7704 0.674 22 
2.20 0.547 06 5.4800 1.8569 0.628 12 
2.30 0.534 41 6.0050 1.9468 0.583 31 
2.40 0.523 12 6.5533 2.0403 0.540 15 
2.50 0.512 99 7.1250 2.1375 0.499 02 
2.60 0.503 87 7.7200 2.2383 0.460 12 
2.70 0.495 63 8.3383 2.3429 0.423 59 
2.80 0.488 17 8.9800 2.4512 0.389 46 
2.90 0.48138 9.6450 2.5632 0.357 73 
3.00 0.475 19 10.333 2.6790 0.328 34 
4.00 0.434 96 18.500 4.0469 0.138 76 
5.00 0.415 23 29.000 5.8000 0.061 72 

10.00 0.387 57 116.50 20.388 0.003 04 
oo 0.377 96 со со 0.0 





Since there is no area change across a shock, Eqs. 9.52 and 9.56 combine to give 


з. (9.57) 
ЖӘ Рох 

For specified values of М, and specific heat ratio k, the Mach number downstream 
of a shock can be found from Eq. 9.55. Then, with Му, Му, and k known, the ratios 
TJ Ty, Py/Px, and Poy/Pox can be determined from Eqs. 9.53, 9.54, and 9.56. Accordingly, 
tables can be set up giving My Ty/T,, ру/р,, and Poy/Pox versus the Mach number M, 
as the single independent variable for a specified value of k. Table 9.3 is a tabulation 
of this kind for k = 1.4. 

In the next example, we consider the effect of back pressure on flow in a converging- 
diverging nozzle. Key elements of the analysis include determining whether the flow 
is choked and if a normal shock exists. 


EXAMPLE 9,15 Ж УО О Г ЛЛ ЕРЕКЕ ЛГ ы t 


Determining the Effect of Back Pressure: Converging-Diverging Nozzle 


“егеевееве 


A converging—diverging nozzle operating at steady state has a throat area of 1.0 in.” and an exit area of 2.4 in.” 
Air enters the nozzle with a negligible velocity at a pressure of 100 Ibf/in.? and a temperature of 500°R. For 
air as an ideal gas with k = 1.4, determine the mass flow rate, in Ib/s, the exit pressure, in Ibf/in.?, and exit Mach 
6) number for each of the five following cases. (а) Isentropic flow with M = 0.7 at the throat. (b) Isentropic 
flow with M = 1 at the throat and the diverging portion acting as a diffuser. (c) Isentropic flow with M = 1 at 
the throat and the diverging portion acting as a nozzle. (d) Isentropic flow through the nozzle with a normal 


“е.вевеевеееееееееееееееееееееее 
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shock standing at the exit. (e) A normal shock stands in the diverging section at a location where the area is 2.0 in.? 
Elsewhere in the nozzle, the flow is isentropic. 


SOLUTION 


Known: Air flows from specified stagnation conditions through a converging-diverging nozzle having a known 
throat and exit area. 


Find: The mass flow rate, exit pressure, and exit Mach number are to be determined for each of five cases. 


Schematic and Given Data: 


Engineering Model: 


1. The control volume shown in the accompa- 
nying sketch operates at steady state. The 
T-s diagrams provided locate states within 


У 201 


Pi = p, = 100 Ibf/in? 227 





























T,-T,-50UR | ТЕРЕ the nozzle. 
у а 2 NE š p 
2. The air is modeled as an ideal gas with 
T k — 14. 
T 1 _ Po = 100 Ibffin. T Po = 100 Ibf/in? a : 
Т,- 500*R T. =500°R 3. Flow through the nozzle is isentropic 
о 
2 xd throughout, except for case (e), where a 
pa = 25:2 DU 2_ py =95.3 Ibf/in? shock stands in the diverging section. 
Pi Sak 
M, = 0:7 PZP 
M,=1 
Case (a) 5 Case (b) 8 
Stagnation state Stagnation state 
T Т associated with associated with 
452% state x state y 
1 Ро = 100 Ibf/in. 
Т, = 500%. р 
Ds [ Poy 2 
> ЈЕ 
Ry ^ Sonic stat 
a onic 5 ate 
7 * associated 
М=1 al with state y 
Га 
x Normal shock 
Sonic state 
рэ 6.84 Ibf/in.? associated 
2 with state x 
Cases (c) and (d) Ы Саве (е) ы 
Fig. E9.15 
Analysis: 


(a) The accompanying T-s diagram shows the states visited by the gas in this case. The following are known: the 
Mach number at the throat, M, = 0.7 the throat area, А, = 1.0 in.”, and the exit area, А, = 2.4 in? The exit Mach 
number M,, exit temperature 75, and exit pressure p, can be determined using the identity 

А) АА, 


A* A, A* 


With M, = 0.7, Table 9.2 gives A/A* = 1.09437. Thus, 





A _ (2 in? 


1.09437) = 2.626 
A* ma о j 
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The flow throughout the nozzle, including the exit, is subsonic. Accordingly, with this value for АЈА“, Table 9.2 
gives M; = 0.24. For М; = 0.24, Т/Т, = 0.988, and рур = 0.959. Since the stagnation temperature and pressure 
аге 500°R and 100 Ibf/in.’, respectively, it follows that Т; = 494°R and р, = 95.9 Ibf/in.? 

The velocity at the exit is 


У, = Ме, = MIV КЕТ, 


——— 
= 024 t 14 (25 R 21) (494°R) Giu 











28.97 Ib - ^R 1 lbf 
= 262 ft/s 
The mass flow rate is 
. P2 
= о›А»\У» = == AV 
m = p2AA2V2 RT, 2У2 





(95.9 Ibf/in.?)(2.4 in.?)(262 ft/s) 


1545 ft - Ibf : 
(o; Ib - = УМЕ) 


= 2.29 15/8 





(b) The accompanying 7-5 diagram shows the states visited by the gas in this case. Since M = 1 at the throat, 
we һауе A, = А“, and thus A/A* = 2.4. Table 9.2 gives two Mach numbers for this ratio: M = 0.26 and M = 24. 
The diverging portion acts as a diffuser in the present part of the example; accordingly, the subsonic value is 
appropriate. The supersonic value is appropriate in part (c). 

Thus, from Table 9.2 we have at M; = 0.26, Т/Т, = 0.986, and рур = 0.953. Since T, = 500°R and p, = 
100 Ibf/in.”, it follows that 7 = 493°R and p; = 95.3 Ibf/in.? 

The velocity at the exit is 


У, = М = MoV КЕТ,» 


1545 
- о2в,/ (14) (25) (493)|32.2| = 283 ft/s 





The mass flow rate is 








95.3) (2.4)(283 
т = 22 Шы. Е заты 
ЕТ, (ЕЕ Tm 
28.97 


This is the maximum mass flow rate for the specified geometry and stagnation conditions: The flow is choked. 


(c) The accompanying 7-5 diagram shows the states visited by the gas in this case. As discussed in part (b), the 
exit Mach number in the present part of the example is M; = 2.4. Using this, Table 9.2 gives р›/ру = 0.0684. 
With p, = 100 Ibf/in.?, the pressure at the exit is p; = 6.84 Ibf/in.? Since the nozzle is choked, the mass flow rate 
is the same as found in part (b). 


(d) Since a normal shock stands at the exit and the flow upstream of the shock is isentropic, the Mach number 
M, and the pressure p, correspond to the values found in part (c), M, — 2.4, p, — 6.84 Ibf/in? Then, from Table 9.3, 
M, ғ“ 0.52 and py/p, — 6.5533. The pressure downstream of the shock is thus 44.82 Ibf/in.? This is the exit pres- 
sure. The mass flow is the same as found in part (b). 


(e) The accompanying 7—s diagram shows the states visited by the gas. It is known that a shock stands in the 

diverging portion where the area is A, — 2.0 in? Since a shock occurs, the flow is sonic at the throat, so 

Af = A, = 1.0 in? The Mach number M, can then be found from Table 9.2, by using АЈА“ = 2, as M, = 22. 
The Mach number at the exit can be determined using the identity 


А (АА) 
Aš АЯ АЯ 
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Introducing Eq. 9.57 to replace А%/А%, this becomes 


Ay (5 Хо) 
AS AX /NPox 

where p,, and Poy are the stagnation pressures before and after the shock, respec- СА skill 

tively. With M, — 22, the ratio of stagnation pressures is obtained from Table 9.3 ue mr enel epee. 5 

as po Po, = 0.62812. Thus, Ad 

" О analyze ieentropic flow 
= through а converging- 
Я diverging nozzle for ап ideal 
gas with constant К. 

О understand the occurrence 
of choked flow and normal 
shocks in a converging- 
diverging nozzle for different 
back pressures. 

О analyze the flow through a 
converging-diverging nozzle 
when normal shocks аге 
present for an ideal gas with 

constant К. 








(= in.? 


Үт z )(0.62812) = 1.51 
УІН; 


Using this ratio and noting that the flow is subsonic after the shock, Table 9.2 gives 
М = 0.43, for which руроу = 0.88. 
The pressure at the exit can be determined using the identity 


' Ibf 
ss ( (2 >) Pox = (0.88)(0.628) (1 25) = 55.3 Ibf Jin? 


Роу Рох 1n. 


Since the flow is choked, the mass flow rate is the same as that found in part (b). 








Q With reference to cases labeled on Fig. 9.32, part (a) of the present example 
corresponds to case c on the figure, part (b) corresponds to case d, part 
(c) corresponds to case i, part (d) corresponds to case g, and part (e) corre- 
sponds to case f. 


What is the stagnation temperature, in °R, corresponding to 
the exit state for case (e)? Ans. 5009R. 9eccocecccecocccccceccocccccccccccccecccccoe: 
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CHAPTER SUMMARY AND STUDY GUIDE SERERE 


In this chapter, we have studied the thermodynamic modeling 
of internal combustion engines, gas turbine power plants, and 
compressible flow in nozzles and diffusers. The modeling of 
cycles is based on the use of air-standard analysis, where the 
working fluid is considered to be air modeled as an ideal gas. 

The processes in internal combustion engines are described 
in terms of three air-standard cycles: the Otto, Diesel, and 
dual cycles, which differ from each other only in the way the 
heat addition process is modeled. For these cycles, we have 
evaluated the principal work and heat transfers along with 
two important performance parameters: the mean effective 
pressure and the thermal efficiency. The effect of varying com- 
pression ratio on cycle performance is also investigated. 

The performance of simple gas turbine power plants is 
described in terms of the air-standard Brayton cycle. For this 
cycle, we evaluate the principal work and heat transfers along 
with two important performance parameters: the back work 
ratio and the thermal efficiency. We also consider the effects 
on performance of irreversibilities and of varying compressor 
pressure ratio. Three modifications of the simple cycle to 
improve performance are introduced: regeneration, reheat, 
and compression with intercooling. Applications related to gas 
turbines are also considered, including combined gas turbine- 
vapor power cycles, integrated gasification combined-cycle 


(IGCC) power plants, and gas turbines for aircraft propulsion. 
In addition, the Ericsson and Stirling cycles are introduced. 

The chapter concludes with the study of compressible flow 
through nozzles and diffusers. We begin by introducing the 
momentum equation for steady, one-dimensional flow, the 
velocity of sound, and the stagnation state. We then consider 
the effects of area change and back pressure on performance 
in both subsonic and supersonic flows. Choked flow and the 
presence of normal shocks in such flows are investigated. 
Tables are introduced to facilitate analysis for the case of 
ideal gases with constant specific heat ratio, k = 1.4. 

The following list provides a study guide for this chapter. 
When your study of the text and end-of-chapter exercises 
has been completed, you should be able to 


> write out the meanings of the terms listed in the margin 
throughout the chapter and understand each of the 
related concepts. The subset of key concepts listed on 
p. 586 is particularly important. 


> sketch p-v апа T-s diagrams of the Otto, Diesel, and dual 
cycles. Apply the closed system energy balance and the sec- 
ond law along with property data to determine the performance 
of these cycles, including mean effective pressure, thermal 
efficiency, and the effects of varying compression ratio. 
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» sketch schematic diagrams and accompanying T-s dia- 


grams of the Brayton cycle and modifications involving 
regeneration, reheat, and compression with intercooling. 
In each case, be able to apply mass and energy balances, 


IGCC power plants, and aircraft propulsion. You also 
should be able to apply the principles of this chapter to 
Ericsson and Stirling cycles. 


discuss for nozzles and diffusers the effects of area 


the second law, and property data to determine gas tur- 
bine power cycle performance, including thermal effi- 
ciency, back work ratio, net power output, and the effects 
of varying compressor pressure ratio. 


change in subsonic and supersonic flows, the effects of 
back pressure on mass flow rate, and the appearance and 
consequences of choking and normal shocks. 


> analyze the flow in nozzles and diffusers of ideal gases 


» analyze the performance of gas turbine-related applica- with constant specific heats, as in Examples 9.14 and 9.15. 


tions involving combined gas turbine-vapor power plants, 


KEY ENGINEERING CONCEPTS ++» ee е э ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө е ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө э ө ө ө ө ө ө э ө ө ө ө ө ө ө ө ө ө ө ө 


mean effective pressure, p. 511 
air-standard analysis, p. 511 
Otto cycle, p. 513 

Diesel cycle, p. 518 

dual cycle, p. 522 

Brayton cycle, p. 527 
regenerator, p. 537 


p KEY EQUATIONS РОН оо ө ө ө ө ө ө ө ө ө ө ө ө ө ө э ө ө ө ө ө ө ө э ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө е ө ө ө ө ө ө ө ө ө ө ө ‹ 


net work for one cycle 


regenerator effectiveness, p. 539 
reheat, p. 542 

intercooler, p. 544 

combined cycle, pp. 553, 560 
turbojet engine, p. 562 
compressible flow, p. 566 
momentum equation, p. 568 


velocity of sound, p. 569 

Mach number, p. 570 

subsonic and supersonic flow, p. 570 
stagnation state, p. 571 

choked flow, p. 575 

normal shock, p. 575 





mep — 


9.1) p. 511 
displacement volume | vp 


Mean effective pressure for reciprocating 
piston engines 























Otto Cycle 
Из Ии — (или ид и 
n= a ee аділ (9.3) p. 514 Thermal efficiency (Fig. 9.3) 
из — и; из — Uy 
1 
maiks = (9.8) p. 515 Thermal efficiency (cold air-standard basis) 
Ја 
Diesel Cycle 
W, с el = 
=з LTEM Cat а ак (9.11) p. 519 Thermal efficiency (Fig. 9.5) 
Qm О»зіт ћу — hy 


(9.13) p. 519 Thermal efficiency (cold air-standard basis) 





21 Ви 
То PH. = 1) 














Brayton Cycle 
n= up Wie (ата) eh (9.19) p. 528 Thermal efficiency (Fig. 9.9) 
Qum ha — hy 
bwr = Tun те (9.20) р. 528 Back work ratio (Fig. 9.9) 
ут Аз — hy 





(9.25) p. 532 Thermal efficiency (cold air-standard basis) 


(9.27) p. 539 Regenerator effectiveness for the regenerative 


gas turbine cycle (Fig. 9.14) 
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Compressible Flow in Nozzles and Diffusers 





(9.31) p. 568 Momentum equation for steady-state 


F = т(У,- Vi) one-dimensional flow 





c = VkRT (9.37) p. 570 Ideal gas velocity of sound 
M = Міс (9.38) р. 570 Mach number 
h, = h V?2 (9.39) р. 571 Stagnation enthalpy 
(9.50) p. 578 Isentropic flow function relating temperature 
T. к=п : 
T =1+ 2 M and stagnation temperature (constant К) 
T. NEG) x К(К—1) (9.51) p. 578 Isentropic flow function relating pressure and 
= (2) = ( + к= 2) stagnation pressure (constant k) 
Т 2 Р 
р 


EXERCISES: THINGS ENGINEERS THINK ABOUT ЛЕКЕНИК iirrr 


1. Diesel engines are said to produce higher torque than 11. Grace, a ten-year-old camper, is suddenly awakened by a 
gasoline engines. What does that mean? metallic click coming from a railroad track passing close to 
her camping area; in the distance, she soon hears the deep 
growling of a diesel locomotive pulling an approaching train. 
How would you interpret these different sounds to her? 


2. Formula One race cars have 2.4 liter engines. What does 
that signify? How is your car's engine sized in liters? 


3. What is metal dusting, which has been observed in the 


production of syngas and in other chemical processes? oe AORAR TE ‘Dave weveloped: prototype. pas шше 


powered vehicles, but the vehicles have not been generally 
4. What strategies will automakers pursue to achieve corporate marketed to consumers. Why? 
average fuel economy standards (CAFE standards) of nearly 


55 miles per gallon by 2025? 13. In making a quick stop at a friend’s home, is it better to 


let your car’s engine idle or turn it off and restart when you 
5. You jump off a raft into the water in the middle of a lake. leave? 


UM А : 
оваа о 14. What is the difference between the diesel and gasoline fuel 


6. What is the purpose of a rear diffuser on a race car? used in internal combustion engines? 


7. What is the meaning of the octane rating that you see posted 15. What is the range of fuel efficiencies, in miles per gallon, 
on gas pumps? Why is it important to consumers? you get with your car? At what speeds, in miles per hour, is 


8. What are the bird ingestion regulations with which commercial the peak achieved? 


jet engines must be in compliance? 16. Even if natural gas is as plentiful in the years ahead as 
some say, what are the prospects for compressed natural gas 
being used significantly to meet personal transportation 
needs? 


9, While advanced combined-cycle power plants are able to 
achieve a thermal efficiency of 6096, what other performance 
features do such plants enjoy that owner-operators may 
value even more highly? 17. What are important applications of the closed gas turbine 


10. What is the purpose of the gas turbine-powered auxiliary power plant? 


power units commonly seen at airports near commercial 
aircraft? 


[eis [Te АТТЫ ЛА ЛАУ ТІ ТТСЫ....-.-..-............................................... 


1. The thermal efficiency expression given by Eq. 5.9 applies 3. In Fig. 9.19, а reheat combustor separates the two turbine 
for the (a) Carnot cycle only, (b) Carnot, Otto, and Diesel stages. How does the reheat combustor contribute to 
cycles, (c) Carnot, Ericsson, and Stirling cycles, (d) Carnot, improving overall system performance? 


dual and ouest Brayton cycles 4. For a specified compression ratio, and assuming a cold air- 


2. In Fig. 9.19, an intercooler separates the two compressor standard analysis for simplicity, which cycle has the greater 
stages. How does the intercooler contribute to improving thermal efficiency: an Otto cycle or a Diesel cycle? 
overall system performance? 
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5. Тһе ideal Brayton and Rankine cycles are each composed of 
two constant-pressure processes alternated with two isentropic 
processes; yet the two cycles look much different when shown 
on the T-s diagrams of Figs. 8.3 and 9.10. Explain. 


6. The compression processes of the Otto and ideal Brayton 
cycles are each represented by an isentropic process; yet the 
way compression occurs in these cycles differ. Explain. 


7. The value of the back work ratio of a Brayton cycle is 
typically (a) much less than for a Rankine cycle, (b) much 
greater than for a Rankine cycle, (c) about the same as for 
a Rankine cycle, (d) cannot be determined without more 
information. 


8. Referring to the 7—s diagram of Fig. 9.10, which of the two 
cycles does not allow use of a regenerator: 1-2-3-4-1 or 
1-2'-3'-4-1? Explain. 


9. When a regenerator is introduced in a simple Brayton cycle, 
the net work developed per unit of mass flow (a) increases, 
(b) decreases, (c) increases or decreases depending on the 
regenerator effectiveness, (d) remains the same. 


10. How is combustion initiated in a conventional gasoline- 
fueled internal combustion engine? 


11. How is combustion initiated in a conventional diesel- 
fueled internal combustion engine? 


12. In a cold air-standard analysis, what is assumed about the 
specific heats and specific heat ratio? 


13. Referring to cycle 1-2-3-4-1 of Fig. 9.10, the net work per 
unit of mass flowing is represented on the р-у diagram by 
area . The heat rejected per unit of mass flowing 
is represented on the 7-5 diagram by area 


14. Referring to Example 9.4, on the basis of a cold air- 
standard analysis with k — 1.4 the rate of heat transfer to 
the air passing through the combustor is kW. 


15. Referring to Example 9.6, if the thermal efficiency is 3096 
instead of 24.9%, the corresponding isentropic turbine efficiency, 
keeping ћу, ho, Аз, and hy, the same, is then 


16. Referring to part (a) of Example 9.7 if the thermal 
efficiency is 55% instead of 56.8%, the corresponding 
regenerator effectiveness, keeping h4, hz, йз, and Ац, the same, 
is then 


17. Referring to Fig. 9.18, if the temperature at the exit of the 
intercooler, state d, is the same as at state 1, locate the new 
states d and 2 on the p-v and 7-5 diagrams for the two-stage 
compressor, keeping states 1, c, and 2' the same. 


18. Referring to Example 9.10, if p; = 1 bar, 7, = Та = 300K 
and the intercooler pressure that minimizes the total work 
input required is 3 bar, then p; — bar. 


19. Sketch a Carnot gas power cycle on the p-v and T-s 
diagrams of Fig. 9.21 for the Stirling gas power cycle, 
assuming each cycle has the same isothermal heat addition 
process at temperature Ty: Process 3-4. How do the thermal 
efficiencies of these cycles compare? 


20. Referring to Example 9.12, if the net power output of 
the combined gas turbine-vapor power plant increases from 
45 to 50 MW, while the enthalpy data at states 1 through 9 


remain the same, the thermal efficiency (a) increases, 
(b) decreases, (c) remains the same, (d) cannot be determined 
without more information. 


21. When a regenerator is introduced in a simple Brayton 
cycle, the thermal efficiency (a) increases, (b) decreases, 
(c) increases or decreases depending on the regenerator 
effectiveness, (d) remains the same. 


22. Sketch the T-s diagram for the turbojet engine shown іп 
Fig. 9.25a using the following assumptions: The diffuser and 
nozzle processes are isentropic, the compressor and turbine 
have isentropic efficiencies of 85% and 90%, respectively, 
and there is a 5% pressure drop for flow through the 
combustor. 


23. Among the principal irreversiblilities of a gas turbine 
power plant, the most significant source of irreversibility by 
far is 


24. Referring to Fig. 9.17 sketch an internally reversible process 
from state 1 to pressure p; representing compression with 
heating. How does the magnitude of the compressor work 
input per unit of mass flowing for this case compare to that 
for compression with cooling? 


25. The combined-cycle district heating plant shown in 
Fig. 9.23 has an input of energy by heat transfer and three 
valuable products: Was Wap, and steam for district heating. 
A thermodynamic efficiency for the plant is best expressed 
on (a) an energy basis, (b) an exergy basis, (c) an energy or 
exergy basis depending on specific information about the 
performance of the individual plant components. Explain. 


26. Referring to the heat exchanger shown by the dashed line 
in Fig. 9.9, is this an actual or virtual component of the air- 
standard Brayton cycle? What is its purpose? 


27. In the diffuser of a turbojet engine the incoming air is 
decelerated and its pressure (a) increases, (b) decreases, 
(c) remains the same. 


28. Figure P9.28C shows an isentropic expansion through a 
turbine at steady state. The area on the diagram that 
represents the work developed by the turbine per unit of 
mass flowing is 











О Ф 


Fig. P9.28C 


29. Figure P9.29C shows two Brayton cycles, labeled A and B, 
each having the same turbine inlet temperature and the 
same mass flow rate. 


(a) The cycle having the greater net power output is 


(b) The cycle having the greater thermal efficiency is 


Cycle A: 1-2-3-4-1 






Turbine inlet 
^|3 temperature 





4 Cycle В: 1-2-3-4-1 








Fig. Р9.29С 


30. From inspection of Eq. 9.36b, in which phase of a substance 
do you expect the velocity of sound to be greatest: gas, 
liquid, or solid? Explain. 


31. For a converging-diverging nozzle corresponding to 
Fig. 9.30b, sketch the isentropic process оп an h-s diagram. 
Label the inlet and exit pressures and locate the sonic 
(M = 1) and stagnation states. 


32. Referring to Fig. 9.32, identify cases involving entropy 
production (a) within the nozzle, (b) within the exhaust region. 


33. Table 9.3 has a column for роу/Рох but not Т/Т. 
Explain. 


34. Can a normal shock occur in a converging channel? Explain. 


35 Consider a jet engine operating at steady state while on a 
test stand. The test stand imposes a force on the engine (a) 
in the direction of flow, (b) opposite to the direction of flow. 
Explain. 


36. Showing all intermediate steps, develop Eq. 9.37 from 
Eq. 9.36b. 


37. Showing all intermediate steps, develop (a) Eq. 9.50, 
(b) Eq. 9.51, (c) Eq..9.52. 


38. Showing all intermediate steps, develop (a) Eqs. 9.53 and 
9.54, (b) Eq. 9.55, (c) Eq. 9.56, (d) Eq. 9.57 


Otto, Diesel, and Dual Cycles 


9.1 At the beginning of the compression process of an air- 
standard Otto cycle, p; = 1 bar and 7, = 300 K. The 
compression ratio is 8.5 and the heat addition per unit mass 
of air is 1400 kJ/kg. Determine the net work, in kJ/kg, (b) the 
thermal efficiency of the cycle, (c) the mean effective pressure, 
in bar, (d) the maximum temperature of the cycle, in K. 
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39. Referring to Example 9.14, the Mach number at the exit 
for a back pressure of 843 kPa is 


40. For each of the five cases of Example 9.15, sketch the 
variation of pressure through the nozzle as in Fig. 9.32. Label 
your sketch with the values, in Ibf/in.”, of p* and the five exit 
pressures. 


Indicate whether the following statements are true or false. 
Explain. 


41. Although the exhaust gas temperature of a simple gas 
turbine is typically well above the ambient temperature, the 
exhaust gas is normally discarded to the surroundings for 
operational simplicity. 


42. If two reciprocating piston-cylinder engines have the same 
displacement volume, the one with the lower mean effective 
pressure will produce the lesser net work and, if the engines 
run at the same speed, lesser power. 


43. In a gas turbine operating on a closed basis the working 
fluid receives an energy input by heat transfer from an 
external source. 


44. The Otto, Diesel, and dual cycles differ from each other 
only in the way the heat addition process that replaces 
combustion in the actual cycle is modeled. 


45. In a two-stroke internal combustion engine, the intake, 
compression, expansion, and exhaust operations are 
accomplished in two revolutions of crankshaft. 


46. For the same pressure rise, a gas turbine compressor 
requires a much greater work input per unit of mass flow 
than the pump of a vapor power plant. 


47. The thermal efficiency of a power cycle formed by 
combining a gas turbine power cycle and a vapor power 
cycle is the sum of the individual thermal efficiencies. 


48. An ideal gas (k — 1.4) has a velocity of 200 m/s, а 
temperature of 335 K, and a pressure of 8 bar. The 
corresponding stagnation temperature is less than 335 K. 


49. An ideal gas (k — 1.4) has a velocity of 500 ft/s, a 
temperature of 600°R, and a pressure of 8 atm. Тһе 
corresponding stagnation pressure is greater than 8 atm. 


50. Depending on the back pressure imposed, an ideal gas 
flowing isentropically through a converging nozzle can achieve 
supersonic flow at its exit. 


PROBLEMS: DEVELOPING ENGINEERING SKILLS 


9.2 At the beginning of the compression process of an air- 
standard Otto cycle, p, = 100 kPa and Т, = 300 K. The heat 
addition per unit mass of air is 1350 kJ/kg. Plot each of 
the following versus compression ratio ranging from 1 to 12: 
(a) the net work, in kJ/kg, (b) the thermal efficiency of the 
cycle, (c) the mean effective pressure, in kPa, (d) the 
maximum temperature of the cycle, in K. 
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9.3 At the beginning of the compression process of an air- 


E^ 


9. 


9. 


9; 


9. 


к” 


standard Otto cycle, р = 1 bar, Т = 290 K, V; = 400 ст. 
The maximum temperature in the cycle is 2200 К and the 
compression ratio is 8. Determine 


(a) the heat addition, in kJ. 

(b) the net work, in kJ. 

(c) the thermal efficiency. 

(d) the mean effective pressure, in bar. 


4 Plot each of the quantities specified in parts (a) through 
(d) of Problem 9.3 versus the compression ratio ranging 
from 2 to 12. 


5 Solve Problem 9.3 on a cold air-standard basis with specific 
heats evaluated at 300 K. 


6 A four-cylinder, four-stroke internal combustion engine 
operates at 2800 RPM. The processes within each cylinder 
are modeled as an air-standard Otto cycle with a pressure of 
14.7 Ibf/in2, a temperature of 80°F, and a volume of 0.0196 fe 
at the beginning of compression. The compression ratio is 
10, and maximum pressure in the cycle is 1080 Ibf/in.? 
Determine, using a cold air-standard analysis with k — 1.4, 
the power developed by the engine, in horsepower, and the 
mean effective pressure, іп Ibf/in.? 





Fig. P9.6 


7 An air-standard Otto cycle has a compression ratio of 6 
and the temperature and pressure at the beginning of the 
compression process аге 520°R апа 14.2 Ibf/in.?, respectively. 
The heat addition per unit mass of air is 600 Btu/lb. 
Determine 


(a) the maximum temperature, in °R. 

(b) the maximum pressure, in Ibf/in.? 

(c) the thermal efficiency. 

(d) the mean effective pressure, іп Ibf/in.? 


8 Solve Problem 9.7 on a cold air-standard basis with specific 
heats evaluated at 520°R. 


9 At the beginning of the compression process in an air- 
standard Otto cycle, p; - 14.7 Ibf/in. and T; = 530^R. Plot 
the thermal efficiency and mean effective pressure, in Ibf/in.?, 
for maximum cycle temperatures ranging from 2000 to 
5000°R and compression ratios of 6, 8, and 10. 


9.10 At the beginning of the compression process of an Otto 


cycle, рі - 14.7 Ibf/in? and T, = 53098. The maximum cycle 
temperature is 3000°R. On а cold air-standard basis using 
k — 14, determine the net work developed, in Btu per unit 
mass of air, the thermal efficiency, and mean effective 
pressure, in Ibf/in, for compression ratios of 6, 8, and 10. 


9.11 Consider an air-standard Otto cycle. Operating data at 


principal states in the cycle are given in the table below. The 
states are numbered as in Fig. 9.3. The mass of air is 0.002 kg. 
Determine 


(a) the heat addition and the heat rejection, each in kJ. 
(b) the net work, in kJ. 

(c) the thermal efficiency. 

(d) the mean effective pressure, in kPa. 





State T (K) p (kPa) u (kJ/kg) 
1 305 85 217.67 
2 367.4 767.9 486.77 
3 960 2006 725.02 
4 458.7 127.8 329.01 


9.12 Consider a cold air-standard Otto cycle. Operating data 


at principal states in the cycle are given in the table below. 
The states are numbered as in Fig. 9.3. The heat rejection 
from the cycle is 86 Btu per lb of air. Assuming с, = 0.172 
Btu/lb · °R, determine 


(a) the compression ratio. 

(b) the net work per unit mass of air, in Btu/Ib. 
(c) the thermal efficiency. 

(d) the mean effective pressure, іп ІМ/іп.2 





State T CR) р (Ibf/in.?) 
1 500 47.50 
2 1204.1 1030 
3 2408.2 2060 
4 1000 95 


9.13 Consider a modification of the air-standard Otto cycle in 


which the isentropic compression and expansion processes 
are each replaced with polytropic processes having n = 1.3. 
The compression ratio is 10 for the modified cycle. At the 
beginning of compression, p, = 1 bar and T; = 310 K. The 
maximum temperature during the cycle is 2200 K. Determine 


(a) the heat transfer and work in kJ per kg of air for each 
process in the modified cycle. 

(b) the thermal efficiency. 

(c) the mean effective pressure, in bar. 


9.14 A four-cylinder, four-stroke internal combustion engine 


has a bore of 3.7 in. and a stroke of 3.4 in. The clearance 
volume is 16% of the cylinder volume at bottom dead center 
and the crankshaft rotates at 2400 RPM. The processes 
within each cylinder are modeled as an air-standard Otto 
cycle with a pressure of 14.5 Ibf/in? and a temperature of 
60°F at the beginning of compression. The maximum 
temperature in the cycle is 5200°R. Based on this model, 
calculate the net work per cycle, in Btu, and the power 
developed by the engine, in horsepower. 


9.15 At the beginning of the compression process in an air- 


standard Otto cycle, ру = 1 bar and 7, = 300 К. The 


с. 
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maximum cycle temperature is 2000 K. Plot the net work (a) Showing all steps, develop the following alternative 
per unit of mass, in kJ/kg, the thermal efficiency, and the expressions for the thermal efficiency тд of the Atkinson 
mean effective pressure, in bar, versus the compression ratio cycle: 
ranging from 2 to 14. Шк 

ging | | nos k(ry 1) (i 

п. 9.16 Investigate the effect of maximum cycle temperature on the pe. => 

net work per unit mass of air for air-standard Otto cycles 
with compression ratios of 5, 8, and 11. At the beginning of where r, = p3/p2, and 
the compression process, p, - 1 bar and T, - 295 K. Let re = Р е 
the maximum temperature in each case vary from 1000 to тА = 1 — (1-5) (i) 
2200 K. i 


+ | . where r, = v/v. 
9.17 The pressure-specific volume diagram of the air-standard 


Lenoir cycle is shown in Fig. P9.17 The cycle consists of (b) Which cycle has the greater thermal efficiency, the 
constant-volume heat addition, isentropic expansion, and Atkinson cycle or the Otto cycle? Explain. 

. ne . 2 
constant prossun compression. For the cycle, p, = = Ibffin.” 919 Referring again to Fig. P9.18, let p; = 1 bar, T, = 300 K, 
and Т = 540°R. The mass of air is 4.24 X 10 " Ib, and r = 8.5, Оујт = 1400 kJ/kg, and К = 14 
the maximum cycle temperature is 1600°R. Assuming c, = 


0.171 Btu/Ib - °R, determine for the cycle (a) Evaluate the ratio of the thermal efficiency of the 
| Atkinson cycle, 1-2-3-4-1, to the thermal efficiency of the 
(a) the net work, in Btu. Otto cycle, 1-2-3-4'-1. 


(b) the thermal efficiency. (b) Evaluate the ratio of the mean effective pressure of the 


Atkinson cycle to the mean effective pressure of the Otto 

cycle. 
р 
9.20 The pressure and temperature at the beginning of 
compression of an air-standard Diesel cycle are 95 kPa and 
300 K, respectively. At the end of the heat addition, the 
pressure is 72 MPa and the temperature is 2150 K. Determine 





1600°R 


(a) the compression ratio. 

(b) the cutoff ratio. 

(c) the thermal efficiency of the cycle. 
(d) the mean effective pressure, in kPa. 


9.21 Solve Problem 9.20 on a cold air-standard basis with 
specific heats evaluated at 300 K. 


І 54028 3 


9.22 Consider an air-standard Diesel cycle. At the beginning 

of compression, ру = 14.0 Ibf/in? and T, = 520°R. The mass 

0 of air is 0.145 Ib and the compression ratio is 17 Тће maximum 
Fig. P9.17 temperature in the cycle is 4000°R. Determine 








(a) the heat addition, in Btu. 
(b) the thermal efficiency. 


9.18 Figure P9.18 shows two cold air-standard cycles: 1-2-3- (c) the cutoff ratio 


4-1 is an Atkinson cycle while 1-2-3-4'-1 is an Otto cycle. 
The compression ratio of these cycles is r = ул». 9.23 Solve Problem 9.22 on a cold air-standard basis with 
specific heats evaluated at 520°К. 


9.24 Consider an air-standard Diesel cycle. Operating data at 
p principal states in the cycle are given in the table below. The 
states are numbered as in Fig. 9.5. Determine 


(a) the cutoff ratio. 

(b) the heat addition per unit mass, in kJ/kg. 
(c) the net work per unit mass, in kJ/kg. 

(d) the thermal efficiency. 


State T (K) p (kPa) и (kJ/kg) h (kJ/kg) 
1 380 100 271.69 380.77 
2 1096.6 5197.6 842.40 1157.18 
3 1864.2 5197.6 1548.47 2082.96 
4 875.2 230.1 654.02 905.26 











0 9.25 Consider a cold air-standard Diesel cycle. Operating data 
Fig. P9.18 at principal states in the cycle are given in the table below. 
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The states are numbered as in Fig. 9.5. For k — 14, c, — 
0.718 kJ/(kg - K), and с, = 1.005 kJ/(kg - K), determine 


(a) the heat transfer per unit mass and work per unit mass 
for each process, in kJ/kg, and the cycle thermal efficiency. 
(b) the exergy transfers accompanying heat and work for 
each process, in kJ/kg. Devise and evaluate an exergetic 
efficiency for the cycle. Let Ty - 300 K and p, - 100 kPa. 





State T (K) p (kPa) о (m?/kg) 
1 340 100 0.9758 
2 1030.7 4850.3 0.06098 
3 2061.4 4850.3 0.1220 
4 897.3 263.9 0.9758 


9.26 Consider an air-standard Diesel cycle. Operating data at 
principal states in the cycle are given in the table below. The 
states are numbered as in Fig. 9.5. Determine 


(a) the cutoff ratio. 

(b) the heat addition per unit mass, in Btu/Ib. 
(с) the net work per unit mass, in Btu/Ib. 

(d) the thermal efficiency. 





State T CR) p (Ibf/in.?) ^ u(Btu/Ib) h (Btu/Ib) 
1 520 14.2 88.62 124.27 
2 1502.5 657.8 266.84 369.84 
3 3000 657.8 585.04 790.68 
4 1527.1 41.8 271.66 376.36 


9.27 Consider a cold air-standard Diesel cycle. Operating data 
at principal states in the cycle are given in the table below. 
The states are numbered as in Fig. 9.5. For k = 14, c, = 
0.172 Btu/(Ib - *R), and c, = 0.240 Btu/(Ib - °R), determine 


(a) heat transfer per unit mass and work per unit mass for 
each process, in Btu/Ib, and the cycle thermal efficiency. 

(b) exergy transfers accompanying heat and work for each 
process, in Btu/lb. Devise and evaluate an exergetic efficiency 
for the cycle. Let Ty = 540°R and p, = 14.7 Ibf/in.? 





State T (°R) p(bf/in2) о (АЛЬ) 
1 540 14.7 13.60 
2 1637 713.0 0.85 
3 3274 713.0 1.70 
4 1425.1 38.8 13.60 


9.28 The displacement volume of an internal combustion 
engine is 3 liters. The processes within each cylinder of the 
engine are modeled as an air-standard Diesel cycle with a 
cutoff ratio of 2.5. The state of the air at the beginning of 
compression is fixed by p, = 95 kPa, Т = 22°С, and V; = 
3.17 liters. Determine the net work per cycle, in kJ, the power 
developed by the engine, in kW, and the thermal efficiency, 
if the cycle is executed 1000 times per min. 


9.29. At the beginning of the compression process of an air- 
standard Diesel cycle, p, = 95 kPa and Т, = 300 K. The 
maximum temperature is 1800 K and the mass of air is 12 g. 
For compression ratios of 15, 18, and 21, determine the net 
work developed, in kJ, the thermal efficiency, and the mean 
effective pressure, in kPa. 


9,30 The thermal efficiency, 7, of a cold air-standard diesel 
cycle can be expressed by Eq. 9.13: 


aif eS 
‚ у | kG = 1) 





where r is compression ratio and r, is cutoff ratio. Derive this 
expression. 


9.31 The state at the beginning of compression of an air-standard 
Diesel cycle is fixed by p; = 100 kPa and Т) = 310 K. The 
compression ratio is 15. For cutoff ratios ranging from 1.5 to 
2.5, plot 


(a) the maximum temperature, in K. 

(b) the pressure at the end of the expansion, in kPa. 
(c) the net work per unit mass of air, in kJ/kg. 

(d) the thermal efficiency. 


9.32 An air-standard Diesel cycle has a maximum temperature 
of 1800 K. At the beginning of compression, ру = 95 kPa 
and 7, = 300 К. The mass of air is 12 2. For compression 
ratios ranging from 15 to 25, plot 


(a) the net work of the cycle, in kJ. 
(b) the thermal efficiency. 
(c) the mean effective pressure, in kPa. 


9.33 At the beginning of the compression process in ап air- 
standard Diesel cycle, ру = 1 bar and Т, = 300 К. For 
maximum cycle temperatures of 1200, 1500, 1800, and 2100 K, 
plot the heat addition per unit of mass, in kJ/kg, the net work 
per unit of mass, in kJ/kg, the mean effective pressure, in bar, 
and the thermal efficiency, each versus compression ratio 
ranging from 5 to 20. 


9.34 An air-standard dual cycle has a compression ratio of 9. 
At the beginning of compression, p, = 100 kPa, Т) = 300 K. 
The heat addition per unit mass of air is 1400 kJ/kg, with 
two-thirds added at constant volume and one-third added at 
constant pressure. Determine 


(a) the temperatures at the end of each heat addition 
process, in K. 

(b) the net work of the cycle per unit mass of air, in kJ/kg. 
(c) the thermal efficiency. 

(d) the mean effective pressure, in kPa. 


9.35 Solve Problem 9.34 on a cold air-standard basis with 
specific heats evaluated at 300 K. 


9.36 Consider an air-standard dual cycle. Operating data at 
principal states in the cycle are given in the table below. The 
states are numbered as in Fig. 9.7 If the mass of air is 0.05 kg, 
determine 


(a) the cutoff ratio. 

(b) the heat addition to the cycle, in kJ. 
(c) the heat rejection from the cycle, in kJ. 
(d) the net work, in kJ. 

(e) the thermal efficiency. 


State T (K) p (kPa) u (kJ/kg) h (kJ/kg) 
1 300 95 214.07 300.19 
2 862.4 4372.8 643.35 890.89 
3 1800 9126.9 1487.2 2003.3 
4 1980 9126.9 1659.5 22274 
5 840.3 265.7 625.19 866.41 


9,37 The pressure and temperature at the beginning of 
compression in an air-standard dual cycle are 14.0 Ibf/in? 
and 520°R, respectively. The compression ratio is 15 and the 
heat addition per unit mass of air is 800 Btu/lb. At the end 


с. 
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of the constant volume heat addition process, the pressure 
is 1200 Ibf/in.? Determine 


(a) the net work of the cycle per unit mass of air, in Btu/Ib. 
(b) the heat rejection for the cycle per unit mass of air, in 
Btu/Ib. 

(c) the thermal efficiency. 

(d) the cutoff ratio. 

(e) To investigate the effects of varying compression ratio, 
plot each of the quantities calculated in parts (a) through 
(d) for compression ratios ranging from 10 to 28. 


38 An air-standard dual cycle has a compression ratio of 16. 
At the beginning of compression, p, — 14.5 Ibf/in’, V, = 
0.5 f£, and T, = 50°F The pressure doubles during the 
constant-volume heat addition process. For a maximum cycle 
temperature of 3000°R, determine 


(a) the heat addition to the cycle, in Btu. 

(b) the net work of the cycle, in Btu. 

(c) the thermal efficiency. 

(d) the mean effective pressure, in Ibf/in.? 

(e) To investigate the effects of varying maximum cycle 
temperature, plot each of the quantities calculated in parts 
(a) through (d) for maximum cycle temperatures ranging 
from 3000 to 4000*R. 


39. An air-standard dual cycle has a compression ratio of 9. 
At the beginning of compression, p, = 100 kPa, Т, = 300 К, 
and V; = 14 L. The total amount of energy added by heat 
transfer is 22.7 kJ. Plot the temperatures at the end of each 
heat addition process, in K, the net work per unit of mass of 
air, in kJ/kg, the thermal efficiency, and the mean effective 
pressure, in kPa, versus the ratio of the constant-volume heat 
addition to total heat addition varying from 0 to 1. 


40 At the beginning of the compression process in an air- 
standard dual cycle, ру = 1 bar and T; = 300 К. The total 
heat addition is 1000 kJ/kg. Plot the net work per unit of 
mass, in kJ/kg, the mean effective pressure, in bar, and the 
thermal efficiency versus compression ratio for different 
fractions of constant-volume and constant-pressure heat 
addition. Consider compression ratio ranging from 10 to 20. 


41 The thermal efficiency, т, of a cold air-standard dual cycle 
can be expressed as 


1 кә: == 
ЕН! Lr — 1) 4 rr 1) 
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where г is compression ratio, r, is cutoff ratio, and гр is the 
pressure ratio for the constant-volume heat addition. Derive 
this expression. 


Brayton Cycle 


9. 


42 An ideal air-standard Brayton cycle operating at steady 
state produces 10 MW of power. Operating data at principal 
states in the cycle are given in the table below. The states 
are numbered as in Fig. 9.9. Sketch the T-s diagram for the 
cycle and determine 


(a) the mass flow rate of air, in kg/s. 

(b) the rate of heat transfer, in kW, to the working fluid 
passing through the heat exchanger. 

(c) the thermal efficiency. 
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State p (kPa) T (K) h (kJ/kg) 
1 100 300 300.19 
2 1200 603.5 610.65 
3 1200 1450 1575.57 
4 100 780.7 800.78 


9.43 An ideal air-standard Brayton cycle operates at steady 


state with compressor inlet conditions of 300 K and 100 kPa 
and a fixed turbine inlet temperature of 1700 K. For the 
cycle, 


(a) determine the net work developed per unit mass flowing, 
in kJ/kg, and the thermal efficiency for a compressor pressure 
ratio of 8. 

(b) plot the net work developed per unit mass flowing, in 
kJ/kg, and the thermal efficiency, each versus compressor 
pressure ratio ranging from 2 to 50. 


9.44 An ideal cold air-standard Brayton cycle operates at 


steady state with compressor inlet conditions of 300 K 
and 100 kPa, fixed turbine inlet temperature of 1700 K, and 
k = 1.4. For the cycle, 


(a) determine the net work developed per unit mass flowing, 
in kJ/kg, and the thermal efficiency for a compressor pressure 
ratio of 8. 

(b) plot the net work developed per unit mass flowing, in 
kJ/kg, and the thermal efficiency, each versus compressor 
pressure ratio ranging from 2 to 50. 


9.45 For an ideal Brayton cycle on a cold air-standard basis 


show that 
(a) the back work ratio is given by 
bwr = ТИТА 


where Т) is the temperature at the compressor inlet and Т; 
is the temperature at the turbine exit. 


(b) the temperature at the compressor exit that maximizes 
the net work developed per unit of mass flowing is given by 


h= (173)? 


where Т) is the temperature at the compressor inlet and 7; 
is the temperature at the turbine inlet. 


9.46 Air enters the compressor of an ideal cold air-standard 


Brayton cycle at 100 kPa, 300 K, with a mass flow rate of 
6 kg/s. The compressor pressure ratio is 10, and the turbine 
inlet temperature is 1400 К. For k = 14, calculate 


(a) the thermal efficiency of the cycle. 
(b) the back work ratio. 
(c) the net power developed, in kW. 


9.47 For the Brayton cycle of Problem 9.46, investigate the 


effects of varying compressor pressure ratio and turbine inlet 
temperature. Plot the same quantities calculated in Problem 
9.46 for 


(a) a compressor pressure ratio of 10 and turbine inlet 
temperatures ranging from 1000 to 1600 K. 

(b) a turbine inlet temperature of 1400 K and compressor 
pressure ratios ranging from 2 to 20. Discuss. 


9.48 Тһе rate of heat addition to an ideal air-standard Brayton 


cycle is 5.2 х 10° Btu/h. The pressure ratio for the cycle is 


E^ 
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12 and the minimum and maximum temperatures аге 520°R 
and 2800°R, respectively. Determine 


(a) the thermal efficiency of the cycle. 
(b) the mass flow rate of air, in Ib/h. 
(c) the net power developed by the cycle, in hp. 


9.49 Solve Problem 9.48 on a cold air-standard basis with 


specific heats evaluated at 520°R. 


9,50 Airenters the compressor of an ideal air-standard Brayton 


cycle at 100 kPa, 300 К, with a volumetric flow rate of 5 m/s. 
The turbine inlet temperature is 1400 K. For compressor 
pressure ratios of 6, 8, and 12, determine 


(a) the thermal efficiency of the cycle. 
(b) the back work ratio. 
(c) the net power developed, in kW. 


51 The compressor inlet temperature of an ideal air-standard 
Brayton cycle is 520°R and the maximum allowable turbine 
inlet temperature is 2600°R. Plot the net work developed per 
unit mass of air flow, in Btu/lb, and the thermal efficiency 
versus compressor pressure ratio for pressure ratios ranging 
from 12 to 24. Using your plots, estimate the pressure ratio 
for maximum net work and the corresponding value of 
thermal efficiency. Compare the results to those obtained in 
analyzing the cycle on a cold air-standard basis. 


9.52 Air enters the compressor of a cold air-standard Brayton 


cycle at 100 kPa, 300 K, with a mass flow rate of 6 kg/s. The 
compressor pressure ratio is 10, and the turbine inlet 
temperature is 1400 K. The turbine and compressor each 
have isentropic efficiencies of 80%. For k = 1.4, calculate 


(a) the thermal efficiency of the cycle. 

(b) the back work ratio. 

(c) the net power developed, in kW. 

(d) the rates of exergy destruction in the compressor and 
turbine, respectively, each in kW, for Ty = 300 K. 

(e) Plot the quantities calculated in parts (a) through (d) 
versus isentropic efficiency for equal compressor and 
turbine isentropic efficiencies ranging from 70 to 100%. 
Discuss. 


9.53 The cycle of Problem 9.42 is modified to include the 


effects of irreversibilities in the adiabatic expansion and 
compression processes. If the states at the compressor and 
turbine inlets remain unchanged, the cycle produces 10 MW 
of power, and the compressor and turbine isentropic 
efficiencies are both 80%, determine 


(a) the pressure, in kPa, temperature, in K, and specific 
enthalpy, in kJ/kg, at each principal state of the cycle and 
sketch the T-s diagram. 

(b) the mass flow rate of air, in kg/s. 

(c) the rate of heat transfer, in kW, to the working fluid 
passing through the heat exchanger. 

(d) the thermal efficiency. 


9.54 Air enters the compressor of an air-standard Brayton 


cycle with a volumetric flow rate of 60 m/s at 0.8 bar, 280 К. 
The compressor pressure ratio is 20, and the maximum cycle 
temperature is 2100 K. For the compressor, the isentropic 
efficiency is 92% and for the turbine the isentropic efficiency 
is 95%. Determine 


(a) the net power developed, in MW. 
(b) the rate of heat addition in the combustor, in MW. 
(c) the thermal efficiency of the cycle. 


9,55 Air enters the compressor of a simple gas turbine at 


pı = 14 Ibf/in.?, T, = 520°R, and a volumetric flow rate of 
10,000 ft/min. The isentropic efficiencies of the compressor 
and turbine are 83 and 87%, respectively. The compressor 
pressure ratio is 14 and the temperature at the turbine inlet 
is 2500°R. On the basis of an air-standard analysis, calculate 


(a) the thermal efficiency of the cycle. 

(b) the net power developed, in hp. 

(c) the rates at which entropy is produced within the 
compressor and turbine, each in hp/°R. 


9,56 Solve Problem 9.55 on a cold air-standard basis with 


specific heats evaluated at 520°К. 


9,57 Air enters the compressor of a simple gas turbine at 


100 kPa, 300 K, with a volumetric flow rate of 5 m?/s. The 
compressor pressure ratio is 10 and its isentropic efficiency 
is 8596. At the inlet to the turbine, the pressure is 950 kPa, 
and the temperature is 1400 K. The turbine has an isentropic 
efficiency of 88% and the exit pressure is 100 kPa. On the 
basis of an air-standard analysis, 


(a) develop a full accounting of the net exergy increase of 
the air passing through the gas turbine combustor, in kW. 
(b) devise and evaluate an exergetic efficiency for the gas 
turbine cycle. 


Let T, = 300 K, pọ = 100 kPa. 


9,58 Air enters the compressor of a simple gas turbine at 


14.5 Ibf/in.?, 80°F, and exits at 87 Ibf/in.”, 514°Е The air enters 
the turbine at 1540°F, 87 Ibf/in? and expands to 9175, 
14.5 Ibf/in.? The compressor and turbine operate adiabatically, 
and kinetic and potential energy effects are negligible. On 
the basis of an air-standard analysis, 


(a) develop a full accounting of the net exergy increase of 
the air passing through the gas turbine combustor, in Btu/Ib. 
(b) devise and evaluate an exergetic efficiency for the gas 
turbine cycle. 


Let Т) = 80°F, py = 14.5 Ibf/in? 


Regeneration, Reheat, and Compression with Intercooling 


9.59 An ideal air-standard regenerative Brayton cycle produces 


10 MW of power. Operating data at principal states in the 
cycle are given in the table below. The states are numbered 
as in Fig. 9.14. Sketch the T-s diagram and determine 


(a) the mass flow rate of air, in kg/s. 

(b) the rate of heat transfer, in kW, to the working fluid 
passing through the combustor. 

(c) the thermal efficiency. 





State p (kPa) T (K) h (kJ/kg) 
1 100 300 300.19 
2 1200 603.5 610.65 
x 1200 780.7 800.78 
3 1200 1450 1575:57 
4 100 780.7 800.78 
y 100 603.5 610.65 


с. 


E. 


9.60 The cycle of Problem 9.59 is modified to include the 


effects of irreversibilities in the adiabatic expansion and 
compression process. The regenerator effectiveness is 10096. 
If the states at the compressor and turbine inlets remain 
unchanged, the cycle produces 10 MW of power, and the 
compressor and turbine isentropic efficiencies are both 8096, 
determine 


(a) the pressure, in kPa, temperature, in K, and enthalpy, in 
kJ/kg, at each principal state of the cycle and sketch the 7—s 
diagram. 

(b) the mass flow rate of air, in kg/s. 

(c) the rate of heat transfer, in kW, to the working fluid 
passing through the combustor. 

(d) the thermal efficiency. 


9.61 The cycle of Problem 9.60 is modified to include a 


regenerator with an effectiveness of 7096. Determine 


(a) the specific enthalpy, in kJ/kg, and the temperature, in 
K, for each stream exiting the regenerator and sketch the 
T-s diagram. 

(b) the mass flow rate of air, in kg/s. 

(c) the rate of heat transfer, in kW, to the working fluid 
passing through the combustor. 

(d) the thermal efficiency. 


9.62 Air enters the compressor of a cold air-standard Brayton 


cycle with regeneration at 100 kPa, 300 K, with a mass flow 
rate of 6 kg/s. The compressor pressure ratio is 10, and the 
turbine inlet temperature is 1400 K. The turbine and 
compressor each have isentropic efficiencies of 80% and the 
regenerator effectiveness is 80%. For k — 14, calculate 


(a) the thermal efficiency of the cycle. 

(b) the back work ratio. 

(c) the net power developed, in kW. 

(d) the rate of entropy production in the regenerator, in 
kW/K. 


9.63 Air enters the compressor of a regenerative air-standard 


Brayton cycle with a volumetric flow rate of 60 m?/s at 0.8 
bar, 280 K. The compressor pressure ratio is 20, and the 
maximum cycle temperature is 2100 K. For the compressor, 
the isentropic efficiency is 92% and for the turbine the 
isentropic efficiency is 9596. For a regenerator effectiveness 
of 8596, determine 


(a) the net power developed, in MW. 

(b) the rate of heat addition in the combustor, in MW. 

(c) the thermal efficiency of the cycle. 

(d) Plot the quantities calculated in parts (a) through (c) for 
regenerator effectiveness values ranging from 0 to 100%. 
Discuss. 


64 Air enters the compressor of a regenerative air-standard 
Brayton cycle at 14 Ibf/in.?, 520*R. The compressor pressure 
ratio is 14 and the turbine inlet temperature is 2500°R. The 
compressor and turbine have isentropic efficiencies of 83 
and 87%, respectively. The net power developed is 5 x 10° 
Btu/h. For regenerator effectiveness values ranging from 0 
to 100% plot 


(a) the thermal efficiency. 
(b) the percent decrease in heat addition to the air. 
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9.65 On the basis of a cold air-standard analysis, show that the 


thermal efficiency of an ideal regenerative gas turbine can 
be expressed alternatively as 


T 

n=1- (2) (ғу (а) 
T3 

where r is the compressor pressure ratio, T; and T; denote 


the temperatures at the compressor and turbine inlets, 
respectively, and as 


dec (b) 


where T, is the temperature at the compressor exit. 


9.66 Air at 1 bar and 15°С enters the compressor of an ideal 


cold air-standard regenerative Brayton cycle. The pressure at 
the compressor exit is 10 bar and the maximum cycle 
temperature is 1100°C. For k = 14, determine 


(a) the net work developed, in kJ per kg of air flowing. 
(b) the energy added by heat transfer, in kJ per kg of air 
flowing. 

(c) the thermal efficiency. 

(d) Using Eq. (b) of Problem 9.65, check the value obtained 
in (c) for thermal efficiency. 


9.67 An air-standard Brayton cycle has a compressor pressure 


ratio of 10. Air enters the compressor at ру = 14.7 Ibf/in.?, 
T, = 70°F with a mass flow rate of 90,000 Ib/h. The turbine 
inlet temperature is 2200" R. Calculate the thermal efficiency 
and the net power developed, in horsepower, if 


(a) the turbine and compressor isentropic efficiencies are 
each 100%. 

(b) the turbine and compressor isentropic efficiencies are 88 
and 84%, respectively. 

(c) the turbine and compressor isentropic efficiencies are 88 
and 84%, respectively, and a regenerator with an effectiveness 
of 8096 is incorporated. 


9.68 Fig. P9.68 illustrates a gas turbine power plant that uses 


solar energy as the source of heat addition (see U.S. Patent 
4,262,484). Operating data are given on the figure. Modeling 
the cycle as a Brayton cycle, and assuming no pressure drops 
in the heat exchanger or interconnecting piping, determine 


(a) the thermal efficiency. 
(b) the air mass flow rate, in kg/s, for a net power output of 
500 kW. 


9.69 Air enters the compressor of a regenerative gas turbine 


at 14.5 Ibf/in2, 77°F, and is compressed to 60 Ibf/in.? The air 
then passes through the regenerator and exits at 1120°R. The 
temperature at the turbine inlet is 1700°R. The compressor 
and turbine each have ап isentropic efficiency of 84%. The 
net power developed is 1000 hp. Using an air-standard 
analysis, calculate 


(a) the thermal efficiency of the cycle. 
(b) the back work ratio. 

(c) the regenerator effectiveness. 

(d) the mass flow rate of the air, іп Ib/s. 


9.70 Air enters the turbine of a gas turbine at 1200 kPa, 1200 K, 


and expands to 100 kPa in two stages. Between the stages, the 
air is reheated at a constant pressure of 350 kPa to 1200 K. 
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Fig. P9.68 


The expansion through each turbine stage is isentropic. 
Determine, in kJ per kg of air flowing, 


(a) the work developed by each stage. 

(b) the heat transfer for the reheat process. 

(c) the increase in net work as compared to a single stage 
of expansion with no reheat. 


. 9.71 Reconsider Problem 9.70 and include in the analysis that 
each turbine stage might have an isentropic efficiency less 
than 100%. Plot each of the quantities calculated in parts 
(a) through (c) of Problem 9.70 for values of the interstage 
pressure ranging from 100 to 1200 kPa and for isentropic 
efficiencies of 10096, 8096, and 6096. 


9.72 Тһе schematic and 7-s diagram of a two-stage turbine T 
operating at steady state with reheat at pressure p; between 
the two stages is shown in Fig. P9.72. Values for ру, T; and Pi variable 
рә are known. The temperature at the inlet to each turbine 
stage is the same, the turbine expansions are isentropic, and 
kinetic and potential energy effects are negligible. Assuming 
the ideal gas model with constant k for the air, show that 


(a) the maximum total work per unit of mass flowing is 
developed when the pressure ratio is the same across each 
stage. 

(b) the temperature at the exit of each turbine stage is the same. 
(c) the work developed per unit mass of air flowing is the 
same for each turbine stage. 

(d) the heat transfer per unit of mass flowing equals the 











work value determined in part (c). 


Fig. P9.72 


9.73 Air at 10 bar enters a two-stage turbine with reheat 
operating at steady state. The overall pressure ratio across 


9. 


9. 


9. 


ы” 


the stages is 10. Reheat occurs at the pressure that maximizes 
total turbine work per unit mass of air flowing as determined 
in Problem 9.72(a). The temperature at the inlet of each 
turbine stage is 1400 K and each stage operates isentropically. 
Assuming the ideal gas model with k — 1.4 for the air, 
determine 


(a) the reheater pressure, in bar. 

(b) for each turbine stage the work developed per unit mass 
of air flowing, in kJ/kg. 

(c) for the reheater the heat transfer per unit mass of air 
flowing, in kJ/kg. 


74 Air enters the compressor of a cold air-standard Brayton 
cycle with regeneration and reheat at 100 kPa, 300 K, with 
a mass flow rate of 6 kg/s. The compressor pressure ratio is 
10, and the inlet temperature for each turbine stage is 1400 K. 
The pressure ratios across each turbine stage are equal. The 
turbine stages and compressor each have isentropic efficiencies 
of 80% and the regenerator effectiveness is 80%. For k — 
1.4, calculate 


(a) the thermal efficiency of the cycle. 

(b) the back work ratio. 

(c) the net power developed, in kW. 

(d) the rates of exergy destruction in the compressor and 
each turbine stage as well as the regenerator, in kW, for 
Ty — 300 K. 


75 Air enters a two-stage compressor operating at steady 
state at 520°R, 14 Ibf/in? The overall pressure ratio across 
the stages is 12 and each stage operates isentropically. 
Intercooling occurs at constant pressure at the value that 
minimizes compressor work input as determined in Example 
9.10, with air exiting the intercooler at 520°R. Assuming 
ideal gas behavior, with k — 1.4, determine the work per unit 
mass of air flowing for the two-stage compressor, in Btu per 
Ib of air flowing. 


76 Air enters a two-stage compressor operating at steady 
state at 1 bar, 290 K. The overall pressure ratio across the 
stages is 16 and each stage operates isentropically. 
Intercooling occurs at the pressure that minimizes total 
compressor work, as determined in Example 9.10. Air exits 
the intercooler at 290 K. Assuming ideal gas behavior with 
k — 14, determine 


(a) the intercooler pressure, in bar, and the heat transfer, in 
kJ per kg of air flowing. 

(b) the work required for each compressor stage, in kJ per 
kg of air flowing. 


77 A two-stage air compressor operates at steady state, 
compressing 10 m*/min of air from 100 kPa, 300 K to 1200 kPa. 
An intercooler between the two compressor stages cools the 
air at constant pressure to 300 K. Each compressor stage 
has the same isentropic efficiency. For values of interstage 
pressure ranging from 100 to 1200 kPa and isentropic 
efficiencies of 100%, 80%, and 60%, plot in kW 


(a) the power required by each stage. 

(b) the rate of heat transfer from the intercooler. 

(c) the decrease in power input as compared to a single 
stage of compression (no intercooling) having the same 
isentropic efficiency as each of the two stages. 
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9.78 Air enters a compressor operating at steady state at 


15 Ibf/in2, 60°F, with a volumetric flow rate of 5000 ft/min. 
The compression occurs in two stages, with each stage being 
a polytropic process with п = 1.3. The air is cooled to 100°F 
between the stages by an intercooler operating at 40 Ibf/in.? 
Air exits the compressor at 120 Ibf/in.? Determine, іп Btu 
per min 


(a) the power and heat transfer rate for each compressor 
stage. 
(b) the heat transfer rate for the intercooler. 


9.79 Air enters the first compressor stage of a cold air-standard 


Brayton cycle with regeneration and intercooling at 100 kPa, 
300 K, with a mass flow rate of 6 kg/s. The overall compressor 
pressure ratio is 10, and the pressure ratios are the same 
across each compressor stage. The temperature at the inlet 
to the second compressor stage is 300 K. The temperature 
at the inlet to the turbine is 1400 K. The compressor stages 
and turbine each have isentropic efficiencies of 80% and the 
regenerator effectiveness is 80%. For k — 1.4, calculate 


(a) the back work ratio. 

(b) the net power developed, in kW. 

(c) the thermal efficiency of the cycle. 

(d) the rates of entropy production in each compressor 
stage, the turbine stage, and the regenerator, each in kW/K. 


9.80 An air-standard regenerative Brayton cycle operating at 


steady state with intercooling and reheat produces 10 MW 
of power. Operating data at principal states in the cycle are 
given in the table below. The states are numbered as in Fig. 
9.19. Sketch the 7—s diagram for the cycle and determine 


(a) the mass flow rate of air, in kg/s. 

(b) the rate of heat transfer, in kW, to the working fluid 
passing through each combustor. 

(c) the thermal efficiency. 





State p (kPa) T(K) h (kJ/kg) 
1 100 300 300.19 
2 300 410.1 411.22 
3 300 300 300.19 
4 1200 444.8 446.50 
5 1200 1111.0 1173.84 
6 1200 1450 1575.57 
7 300 1034.3 1085.31 
8 300 1450 1575.57 
9 100 1111.0 1173.84 

10 100 444.8 446.50 


9.81 Air enters the compressor of a cold air-standard Brayton 


cycle with regeneration, intercooling, and reheat at 100 kPa, 
300 K, with a mass flow rate of 6 kg/s. The compressor 
pressure ratio is 10, and the pressure ratios are the same 
across each compressor stage. The intercooler and reheater 
both operate at the same pressure. The temperature at the 
inlet to the second compressor stage is 300 K, and the inlet 
temperature for each turbine stage is 1400 K. The compressor 
and turbine stages each have isentropic efficiencies of 8096 
and the regenerator effectiveness is 80%. For k — 14, 
calculate 


(a) the thermal efficiency of the cycle. 
(b) the back work ratio. 
(c) the net power developed, in kW. 
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(d) the rates of exergy destruction in the compressor 
and turbine stages as well as the regenerator, in kW, for 
Ty — 300 K. 


9.82 An air-standard Brayton cycle produces 10 MW of power. 
The compressor and turbine isentropic efficiencies are both 
80%. Operating data at principal states in the cycle are given 
in the table below. The states are numbered as in Fig. 9.9. 


(a) Fill in the missing data in the table and sketch the T-s 
diagram for the cycle. 

(b) Determine the mass flow rate of air, in kg/s. 

(c) Perform a full accounting for the net rate of exergy 
increase as the air passes through the combustor. 


Let Т) = 300 K, pọ = 100 kPa. 





State — p(kPa T(K)  h(kj/kg) 5° [КЈ/(Ке - K)] Pr 
1 100 300 300.19 1.70203 1.3860 
2 1200 
3 1200 1450 1575.57 3.40417 522 
4 100 


9.83 Air enters the compressor of an air-standard regenerative 
gas turbine at p, = 14.7 Ibf/in.”, T, = 530°R with a mass flow 
rate of 90,000 Ib/h. The compressor pressure ratio is 10, the 
turbine inlet temperature is 2200°R, and the regenerator 
effectiveness is 80%. Determine the thermal efficiency and 
net power developed, in hp, for each of the following 
configurations that build on Problem 9.67(c). 


(a) Introduce two-stage compression with intercooling 
between the compressor stages at a pressure of 50 Ibf/in.? 
Each compressor stage has an isentropic efficiency of 84% 
and the temperature of the air entering the second stage is 
530°R. The isentropic turbine efficiency is 88%. 

(b) Introduce two-stage expansion with reheat between the 
turbine stages at a pressure of 50 Ibf/in.? Each turbine stage 
has an isentropic efficiency of 88% and the temperature of 
the air entering the second stage is 2000°R. The isentropic 
compressor efficiency is 84%. 


9,84 Combining the features considered in Problem 9.83, air 
enters the compressor of an air-standard regenerative gas 
turbine at p; = 14.7 Ib/in? and T, = 530°R with a mass flow 
rate of 90,000 Ib/h. The compressor pressure ratio is 10. The 
turbine inlet temperature is 2200°R, and the regenerator 
effectiveness is 80%. Compression occurs in two stages with 
intercooling to 530°R between the two stages at 50 Ibf/in.? 
The turbine expansion also occurs in two stages, with reheat 
to 2000°R between the stages at 50 Ibf/in? The isentropic 
efficiencies of the compressor and turbine stages are 84 and 
8896, respectively. For the regenerative gas turbine, 
determine the thermal efficiency and net power developed, 
in hp. 


Other Gas Power System Applications 


9,85 Air at 26 kPa, 230 K, and 220 m/s enters a turbojet engine 
in flight. The air mass flow rate is 25 kg/s. The compressor 
pressure ratio is 11, the turbine inlet temperature is 1400 K, 
and air exits the nozzle at 26 kPa. The diffuser and nozzle 
processes are isentropic, the compressor and turbine have 
isentropic efficiencies of 85% and 90%, respectively, and 
there is no pressure drop for flow through the combustor. 


Kinetic energy is negligible everywhere except at the diffuser 
inlet and the nozzle exit. On the basis of air-standard analysis, 
determine 


(a) the pressures, in kPa, and temperatures, in K, at each 
principal state. 

(b) the rate of heat addition to the air passing through the 
combustor, in kJ/s. 

(c) the velocity at the nozzle exit, in m/s. 


9.86 For the turbojet in Problem 9.85, plot the velocity at the 


nozzle exit, in m/s, the pressure at the turbine exit, in kPa, 
and the rate of heat input to the combustor, in kW, each as 
a function of compressor pressure ratio in the range of 6 to 
14. Repeat for turbine inlet temperatures of 1200 K and 
1000 K. 


9.87 Air enters the diffuser of a turbojet engine with a mass 


flow rate of 85 Ib/s at 9 Ibf/in?, 420°R, and a velocity of 750 ft/s. 
The pressure ratio for the compressor is 12, and its isentropic 
efficiency is 88%. Air enters the turbine at 2400°R with the 
same pressure as at the exit of the compressor. Air exits the 
nozzle at 9 Ibf/in.? The diffuser operates isentropically and 
the nozzle and turbine have isentropic efficiencies of 92% 
and 90%, respectively. On the basis of an air-standard 
analysis, calculate 


(a) the rate of heat addition, in Btu/h. 

(b) the pressure at the turbine exit, in Ibf/in? 
(c) the compressor power input, in Btu/h. 

(d) the velocity at the nozzle exit, in ft/s. 


Neglect kinetic energy except at the diffuser inlet and the 
nozzle exit. 


9.88 Consider the addition of an afterburner to the turbojet in 


Problem 9.85 that raises the temperature at the inlet of the 
nozzle to 1300 K. Determine the velocity at the nozzle exit, 
in m/s. 


9.89 Consider the addition of an afterburner to the turbojet in 


Problem 9.87 that raises the temperature at the inlet of the 
nozzle to 2200°R. Determine the velocity at the nozzle exit, 
in ft/s. 


9.90 Air enters the diffuser of a ramjet engine (Fig. 9.27c) at 


6 Ibf/in.”, 420°R, with a velocity of 1600 ft/s, and decelerates 
essentially to zero velocity. After combustion, the gases 
reach a temperature of 2200°R before being discharged 
through the nozzle at 6 Ibf/in? On the basis of an air- 
standard analysis, determine 


(a) the pressure at the diffuser exit, in ІМ/іп.2 
(b) the velocity at the nozzle exit, in ft/s. 


Neglect kinetic energy except at the diffuser inlet and the 
nozzle exit. Assume combustion occurs at constant pressure 
and flow through the diffuser and nozzle is isentropic. 


9.91 Air enters the diffuser of a ramjet engine (Fig. 9.27c) at 


25 kPa, 220 K, with a velocity of 3080 km/h and decelerates 
to negligible velocity. On the basis of an air-standard analysis, 
the heat addition is 900 kJ per kg of air passing through the 
engine. Air exits the nozzle at 25 kPa. Determine 


(a) the pressure at the diffuser exit, in kPa. 
(b) the velocity at the nozzle exit, in m/s. 


Neglect kinetic energy except at the diffuser inlet and the 
nozzle exit. Assume combustion occurs at constant pressure 
and flow through the diffuser and nozzle is isentropic. 


9.92 A turboprop engine (Fig. 9.27a) consists of a diffuser, 
compressor, combustor, turbine, and nozzle. The turbine 
drives a propeller as well as the compressor. Air enters the 
diffuser with a volumetric flow rate of 83.7 m?/s at 40 kPa, 
240 K, and a velocity of 180 m/s, and decelerates essentially 
to zero velocity. The compressor pressure ratio is 10 and 
the compressor has an isentropic efficiency of 85%. The 
turbine inlet temperature is 1140 K, and its isentropic 
efficiency is 85%. The turbine exit pressure is 50 kPa. 
Combustion occurs at constant pressure. Flow through the 
diffuser and nozzle is isentropic. Using an air-standard 
analysis, determine 


(a) the power delivered to the propeller, in MW. 
(b) the velocity at the nozzle exit, in m/s. 


Neglect kinetic energy except at the diffuser inlet and the 
nozzle exit. 


9.93 A turboprop engine (Fig. 9.274) consists of a diffuser, 
compressor, combustor, turbine, and nozzle. The turbine 
drives a propeller as well as the compressor. Air enters the 
diffuser at 12 Ibf/in?, 460°R, with a volumetric flow rate of 
23,330 ft?/min and a velocity of 520 ft/s. In the diffuser, the 
air decelerates to negligible velocity. The compressor pressure 
ratio is 9, and the turbine inlet temperature is 2100°R. The 
turbine exit pressure is 25 Ibf/in.?, and the air expands to 
12 Ibf/in.? through a nozzle. The compressor and turbine each 
have an isentropic efficiency of 87%, and the nozzle has an 
isentropic efficiency of 95%. Combustion occurs at constant 
pressure. Flow through the diffuser is isentropic. Using an 
air-standard analysis, determine 


(a) the power delivered to the propeller, in hp. 
(b) the velocity at the nozzle exit, in ft/s. 


Neglect kinetic energy except at the diffuser inlet and the 
nozzle exit. 


9.94 Helium is used in a combined cycle power plant as the 
working fluid in a simple closed gas turbine serving as the 
topping cycle for a vapor power cycle. A nuclear reactor is 
the source of energy input to the helium. Figure P9.94 provides 
steady-state operating data. Helium enters the compressor of 
the gas turbine at 200 Ibf/in.?, 180°F with a mass flow rate of 
8 x 10? ТЫМ and is compressed to 800 Ibf/in.? The isentropic 
efficiency of the compressor is 80%. The helium then passes 
through the reactor with a negligible decrease in pressure, 
exiting at 1400°F. Next, the helium expands through the 
turbine, which has an isentropic efficiency of 80%, to a 
pressure of 200 Ibf/in? The helium then passes through the 
interconnecting heat exchanger. A separate stream of liquid 
water enters the heat exchanger and exits as saturated vapor 
at 1200 Ibf/in.? The vapor is superheated before entering the 
turbine at 800°F, 1200 Ibf/in? The steam expands through the 
turbine to 1 Ibf/in. and a quality of 0.9. Saturated liquid exits 
the condenser at 1 Ibf/in.? Cooling water passing through the 
condenser experiences a temperature rise from 60 to 90°F. The 
isentropic pump efficiency is 100%. The helium is modeled as 
an ideal gas with k — 1.67 Stray heat transfer and kinetic and 
potential energy effects can be ignored. Determine 
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Fig. P9.94 


(a) the mass flow rates of the steam and the cooling water, 
each in Ib/h. 

(b) the net power developed by the gas turbine and vapor 
cycles, each in Btu/h. 

(c) the thermal efficiency of the combined cycle. 


9.95 A combined gas turbine-vapor power plant operates as 
shown in Fig. P9.95. Pressure and temperature data are given 
at principal states, and the net power developed by the gas 
turbine is 147 MW. Using air-standard analysis for the gas 
turbine, determine 


(a) the net power, in MW, developed by the power plant. 
(b) the overall thermal efficiency of the plant. 


Stray heat transfer and kinetic and potential energy effects 
can be ignored. 


9.96 A combined gas turbine-vapor power plant operates as in 
Fig. 9.22. Steady-state data at principal states of the combined 
cycle are given in the table below. An air-standard anaylsis 
is assumed for the gas turbine in which the air passing through 
the combustor receives energy by heat transfer at a rate of 
50 MW. Except for the combustor, all components operate 


600 Chapter 9 Gas Power Systems 


Marlen — Сењ], in MW, and the exergetic efficiency of the 
combined cycle. 


Let Т) — 300 K, py — 100 kPa. 



















С 2. 2 У ds Н 2. Gas Turbine Vapor Cycle 
State (kJ/kg)  s'(kJ/kg:K) State  h(kJ/kg)  s(kJ/kg: K) 
1 300.19 1.7020 6 183.96 0.5975 
à 2 669.79 2.5088 7 3138.30 6.3634 
W...- 3 1515.42 3.3620 8 2104.74 6.7282 
pi 4 858.02 2.7620 9 173.88 0.5926 
МММ s 48249 24776 
Aüsiulet 4 T,2900K 9.98 A combined gas turbine-vapor power plant operates as in 
ра = 1 bar Fig. 9.22. Steady-state data at principal states of the cycle аге 
Бұқаны given іп the table below. Ап air-standard analysis is assumed 
T; = 400 K for the gas turbine. Air enters the compressor at 
= 1 bar Рі 147 Ibf/in2, Т = 520°R and a volumetric flow rate of 
d T, = 520°C ME 
7 = 100 Бе» 40,000 ft/min. Also рі = p4 = ps and p; = ps = 12 atm. 
i Except for the combustor, all components operate adiabatically. 
Heat exchanger Kinetic and potential energy effects are negligible. Determine 
5 | r (a) the mass flow rates of the air, steam, and cooling water, 
team 


n=85% 7” each in ТЫЛ. 
(b) the net power developed by the gas turbine cycle and 
the vapor cycle, respectively, each in Btu/h. 


P6=P7 cycle 


Pump out (c) the thermal efficiency of the combined cycle. 
\ (d) а full accounting of the net exergy increase of the air 
"-— üz Po = p; 0.08 bar passing through the combustor of the gas turbine, Mairen — ер], 
po 9e | 


in Btu/h, and the exergetic efficiency of the combined cycle. 








Fig. P9.95 ? 
5 Let Ty = 520°R, pọ = 14.7 Ibf/in? 

: . Y : Gas Turbine Vapor Cycle 
adiabatically. Kinetic and potential energy effects are — State h(Btu/Ib) s*(Btu/Ib-*R) State h(Btu/Ib)  s(Btu/lb - °R) 
negligible. Determine. 

1 124.27 0.59172 6 74.2 0.1350 

(a) the mass flow rates of the air, steam, and cooling water, 2 270.37 0.77820 7 1448.1 1.6120 
each in kg/s. 3 674.49 1.00623 8 955.0 1.7095 
(b) the net power developed by the gas turbine cycle and 4 382.51 0.86289 9 69.7 0.1327 
the vapor cycle, respectively, each in MW. 5 201.56 0.70747 10 284 0.0556 
11 48.1 0.0933 


(c) the thermal efficiency of the combined cycle. 
9.99 Hydrogen enters the turbine of an Ericsson cycle at 920 K, 





SEE р (Бай ш, h ИКЕ) 15 bar with a mass flow rate of 1 kg/s. At the inlet to the 
Е i => 2 ys compressor the condition is 300 K and 1.5 bar. Assuming the 
3 3 1250 1663.9 ideal gas model and ignoring kinetic and potential energy 
4 1 = 923.2 effects, determine 
5 1 200 475.3 (a) the net power developed, in kW. 

6 125 = 204.5 (b) the thermal efficiency. 

7 125 500 3341.8 (c) the back work ratio. 

8 0.1 = 2175.6 

9 0.1 — 191.8 9.100 Air enters the compressor of an Ericsson cycle at 300 К, 
10 = 20 84.0 1 bar with a mass flow rate of 5 kg/s. At the inlet to the 
Ti — 35 146.7 turbine the condition is 1400 K and 10 bar. Assuming the 


ideal gas model and ignoring kinetic and potential energy 


9.97 A combined gas turbine-vapor power plant operating as | 
в por P P Р в effects, determine 


in Fig. 9.22 has а net power output of 100 MW. Steady-state 
data at principal states of the cycle are given in the table (a) the net power developed, in kW. 

below. An air-standard analysis is assumed for the gas turbine (b) the thermal efficiency. 

for which p, = ра = ps = 1 bar and p; = рз = 12 bar. Except (c) the back work ratio. 

for the combustor, all components operate adiabatically. (d) For turbine inlet temperatures of 1400 K, 1200 K, and k. 
Kinetic and potential energy effects are negligible. Determine 1000 K, plot the net power developed versus compressor 


(a) the mass flow rates of air and steam, each in kg/s. pressure ratiorangmg trom 2 toi. 


(b) the thermal efficiency of the combined cycle. 9.101 Air is the working fluid in an Ericsson cycle. Expansion 
(c) a full accounting of the net exergy increase of the air through the turbine takes place at a temperature of 2000°R. 
passing through the combustor of the gas turbine, Heat transfer from the compressor occurs at 520°R. The 


compressor pressure ratio is 10. Assuming the ideal gas model 
and ignoring kinetic and potential energy effects, determine 


(a) the net work, in Btu per Ib of air flowing. 
(b) the thermal efficiency. 


9.102 Thirty-six grams of air in a piston-cylinder assembly 
undergo a Stirling cycle with a compression ratio of six. At 
the beginning of the isothermal compression, the pressure 
and volume are 1 bar and 0.03 т?, respectively. The 
temperature during the isothermal expansion is 1000 K. 
Assuming the ideal gas model and ignoring kinetic and 
potential energy effects, determine 


(a) the net work, in kJ. 
(b) the thermal efficiency. 
(c) the mean effective pressure, in bar. 


9.103 Helium in a piston-cylinder assembly undergoes a Stirling 
cycle. In the isothermal compression, the helium is compressed 
from 15 Ibf/in2, 100*F, to 150 Ibf/in.? The isothermal expansion 
occurs at 1500°F. Assuming the ideal gas model and ignoring 
kinetic and potential energy effects, determine 


(a) the work and heat transfer, in Btu per Ib of helium, for 
each process in the cycle. 
(b) the thermal efficiency. 


Compressible Flow 


9.104 Calculate the thrust developed by the turbojet engine in 
Problem 9.85, in kN. 


9.105 Calculate the thrust developed by the turbojet engine in 
Problem 9.87, in ЊЕ. 


9.106 Calculate the thrust developed by the turbojet engine 
with afterburner in Problem 9.88, in kN. 


9.107 Referring to the turbojet in Problem 9.87 and the 
modified turbojet in Problem 9.89, calculate the thrust 
developed by each engine, іп lbf. Discuss. 


9.108 Air enters the diffuser of a turbojet engine at 18 kPa, 
216 K, with a volumetric flow rate of 230 m?/s and a velocity 
of 265 m/s. The compressor pressure ratio is 15, and its isentropic 
efficiency is 87%. Air enters the turbine at 1360 K and the same 
pressure as at the exit of the compressor. The turbine isentropic 
efficiency is 89%, and the nozzle isentropic efficiency is 97%. 
The pressure at the nozzle exit is 18 kPa. On the basis of an 
air-standard analysis, calculate the thrust, in KN. 


9.109 Calculate the ratio of the thrust developed to the mass flow 
rate of air, in N per kg/s, for the ramjet engine in Problem 9.91. 


9.110 Air flows at steady state through a horizontal, well- 
insulated, constant-area duct of diameter 0.1 m. At the inlet, 
Рі = 6.8 bar, Ті = 300 K. The temperature of the air leaving 
the duct is 250 K. The mass flow rate is 270 kg/min. Determine 
the magnitude, in N, of the net horizontal force exerted by the 
duct wall on the air. In which direction does the force act? 


9.111 Liquid water at 70°F flows through a horizontal, constant- 
diameter pipe at steady state. The mass flow rate is 25 kg/s 
and pressure decreases by 2 Ibf/in? from pipe inlet to exit. 
Plot the magnitude, in lbf, of the horizontal force required 
to hold the pipe in place versus pipe diameter varying from 
1 to 6 inches. Specify the direction of the horizontal force. 


9.112 Air enters a horizontal, well-insulated nozzle operating 
at steady state at 12 bar, 500 K, with a velocity of 50 m/s 
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and exits at 7 bar, 440 K. The mass flow rate is 1 kg/s. 
Determine the net force, in N, exerted by the air on the duct 
in the direction of flow. 


9.113 Using the ideal gas model, determine the sonic velocity, 
in m/s, of 


(a) air at 1000 K. 
(b) carbon dioxide at 500 K. 
(c) helium at 300 K. 


9.114 While attending a July 4 fireworks show, you see the 
flash of an explosion and about 2 seconds later hear the 
explosion. If the ambient temperature is 80°F, about how far 
are you, in feet, from the flash? 


9.115 Using data from Table A-4, estimate the sonic velocity, 
in m/s, of steam at 60 bar, 360°C. Compare the result with 
the value predicted by the ideal gas model. 


9.116 Plot the Mach number of carbon dioxide at 1 bar, 460 m/s, 
as a function of temperature in the range 250 to 1000 K. 


9.117 An ideal gas flows through a duct. At a particular 
location, the temperature, pressure, and velocity are known. 
Determine the Mach number, stagnation temperature, in °R, 
and the stagnation pressure, in Ibf/in?, for 


(a) air at 310°F, 100 Ibf/in.?, and a velocity of 1400 ft/s. 
(b) helium at 520°R, 20 Ibf/in.?, and a velocity of 900 ft/s. 
(c) nitrogen at 600°R, 50 Ibf/in.?, and a velocity of 500 ft/s. 


9.118 For Problem 9.112, determine the values of the Mach 
number, the stagnation temperature, in K, and the stagnation 
pressure, in bar, at the inlet and exit of the duct, respectively. 


9.119 Using Interactive Thermodynamics: IT, determine for 
water vapor at 500 Ibf/in.?, 600°F, and 1000 ft/s, 


(a) the stagnation enthalpy, in Btu/lb. 
(b) the stagnation temperature, in °F. 
(c) the stagnation pressure, in Ibf/in. 


Check the values obtained by inspection of the Mollier 
diagram, Fig. A-8E. 


9.120 Steam flows through a passageway, and at a particular 
location the pressure is 3 bar, the temperature is 281.4°C, and 
the velocity is 688.8 m/s. Determine the corresponding 
specific stagnation enthalpy, in kJ/kg, and stagnation 
temperature, in °C, if the stagnation pressure is 7 bar. 


9.121 Consider isentropic flow of an ideal gas with constant k. 


T 2 pe f£ 2 ven 
(a) Show that T, кал and С (с 2 1) where 


T* and p* are the temperature and pressure, respectively, at 
the state where Mach number is unity, and T, and p, are the 
temperature and pressure, respectively, at the stagnation state. 





(b) Using the results of part (a), evaluate 7* and p* for 
Example 9.14, in К and kPa, respectively. 


9.122 Consider isentropic flow of an ideal gas with constant k 
through a converging nozzle from a large tank at 500 K, 
8 bar. Using the results of Problem 9.121(a) with k at 500 К, 
evaluate the temperature, in K, and pressure, in bar, at the 
state where Mach number is unity for 
(a) air. 
(b) oxygen, O;. 
(c) carbon dioxide, CO. 
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9.123 An ideal gas mixture with k — 1.31 and a molecular 
weight of 23 is supplied to a converging nozzle at p, = 5 bar, 
T, — 700 K, which discharges into a region where the 
pressure is 1 bar. The exit area is 30 cm?. For steady isentropic 
flow through the nozzle, determine 


(a) the exit temperature of the gas, in K. 
(b) the exit velocity of the gas, in m/s. 
(c) the mass flow rate, in kg/s. 


9.124 An ideal gas expands isentropically through a converging 
nozzle from a large tank at 120 Ibf/in.’, 600°R, and discharges 
into a region at 60 Ibf/in.2 Determine the mass flow rate, in 
Ib/s, for an exit flow area of 1 in.”, if the gas is 


(a) air, with k — 1.4. 
(b) carbon dioxide, with k — 1.26. 
(c) argon, with k — 1.667 


9.125 Air at p, = 14 bar, T, = 280 K expands isentropically 
through a converging nozzle and discharges to the atmosphere 
at 1 bar. The exit plane area is 0.0013 m’. Assume k = 14. 


(a) Determine the mass flow rate, in kg/s. 
(b) If the supply region pressure, ро, were increased to 2 bar, 
what would be the mass flow rate, in kg/s? 


9.126 Air as an ideal gas with k — 1.4 enters a converging- 
diverging nozzle operating at steady state and expands 
isentropically as shown in Fig. P9.126. Using data from the 
figure and from Table 9.2 as needed, determine 


(a) the stagnation pressure, іп Ibf/in?, and the stagnation 
temperature, in °R. 

(b) the throat area, in in? 

(c) the exit area, in in? 





M,-02 
T, = 595°R = 
ру = 77.8 Ibffin? | ЕЕ 
т = 116/5 22 


Fig. P9.126 


9.127 A converging-diverging nozzle operating at steady state 
has a throat area of 3 cm? and an exit area of 6 cm’. Air as 
an ideal gas with k — 1.4 enters the nozzle at 8 bar, 400 K, 
and a Mach number of 0.2, and flows isentropically 
throughout. If the nozzle is choked, and the diverging portion 
acts as a supersonic nozzle, determine the mass flow rate, in 
kg/s, and the Mach number, pressure, in bar, and temperature, 
in K, at the exit. Repeat if the diverging portion acts as a 
supersonic diffuser. In each analysis use data from Table 9.2 
as needed. 


n. 9.128 Air as an ideal gas with k — 1.4 enters a diffuser operating 


at steady state at 4 bar, 290 K, with a velocity of 512 m/s. 
Assuming isentropic flow, plot the velocity, in m/s, the Mach 
number, and the area ratio A/A* for locations in the flow 
corresponding to pressures ranging from 4 to 14 bar. 


9.129 Air enters a nozzle operating at steady state at 45 Ibf/in.?, 
800°R, with a velocity of 480 ft/s, and expands isentropically 


to an exit velocity of 1500 ft/s. Using data from Table A-22E 
as needed, determine 


(a) the exit pressure, in Ibf/in? 

(b) the ratio of the exit area to the inlet area. 

(c) whether the nozzle is diverging only, converging only, or 
converging-diverging in cross section. 


9.130 Steam expands isentropically through a converging 
nozzle operating at steady state from a large tank at 1.83 bar, 
280°C. The mass flow rate is 2 kg/s, the flow is choked, and 
the exit plane pressure is 1 bar. Using steam table data as 
needed, determine the diameter of the nozzle, in cm, at 
locations where the pressure is 1.5 bar, and 1 bar, respectively. 


9.131 Air enters a converging nozzle operating at steady state 
with negligible velocity at 10 bar, 360 K and exits at 5.28 bar. 
The exit area is 0.001 m? and the isentropic nozzle efficiency is 
98%. The air is modeled as an ideal gas with k = 14. Potential 
energy effects are negligible. Determine at the nozzle exit 


(a) the velocity, in m/s. 

(b) the temperature, in K. 

(c) the Mach number. 

(d) the stagnation pressure, in bar. 

(e) Also evaluate the mass flow rate, in kg/s. 


9.132 In part (e) of Example 9.15 a converging-diverging 
nozzle is considered that experiences a shock in the diverging 
section. At the nozzle exit for this case the pressure is 
53.3 Ibf/in? Demonstrate that a converging nozzle also can 
achieve that exit pressure while flow is isentropic throughout 
from the same stagnation state as in part(e). Determine the 
Mach number at the exit of the converging nozzle. 


9.133 A converging-diverging nozzle operates at steady state. 
Air as an ideal gas with k — 1.4 enters the nozzle at 500 K, 
6 bar, and a Mach number of 0.3. The air flows isentropically 
to the exit plane, where a normal shock stands. The 
temperature just upstream of the shock is 380.416 K. 
Determine the back pressure, in bar. 


9.134 A converging-diverging nozzle operates at steady state. 
Air as an ideal gas with k — 1.4 enters the nozzle at 500 K, 
6 bar, and a Mach number of 0.3. A normal shock stands in 
the diverging section at a location where the Mach number 
is 1.40. The cross-sectional areas of the throat and the exit 
plane are 4 cm? and 6 cm’, respectively. The flow is isentropic, 
except where the shock stands. Determine the exit pressure, 
in bar, and the mass flow rate, in kg/s. 


9.135 Air as an ideal gas with k — 1.4 enters a converging- 
diverging duct with a Mach number of 2. At the inlet, the 
pressure is 26 Ibf/in.? and the temperature is 445°R. A normal 
shock stands at a location in the converging section of the 
duct, with M, — 1.5. At the exit of the duct, the pressure is 
150 Ibf/in.? The flow is isentropic everywhere except in the 
immediate vicinity of the shock. Determine temperature, in 
°R, and the Mach number at the exit. 


9.136 Air as an ideal gas with К = 1.4 undergoes a normal 
shock. The upstream conditions are p, - 0.5 bar, T, - 280 K, 
and M, - 1.8. Determine 


(a) the pressure ру, in bar. 
(b) the stagnation pressure pox, in bar. 


с. 
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(c) the stagnation temperature То, in К. 

(d) the change in specific entropy across the shock, in 
kJ/kg - K. 

(e) Plot the quantities of parts (a)-(d) versus M, ranging 
from 1.0 to 2.0. All other upstream conditions remain the 
same. 


9.137 A converging-diverging nozzle operates at steady state. 


Air as an ideal gas with k — 1.4 flows through the nozzle, 
discharging to the atmosphere at 14.7 Ibf/in? апа 52098. A 
normal shock stands at the exit plane with M, — 1.5. The 
exit plane area is 1.8 in." Upstream of the shock, the flow is 
isentropic. Determine 


(a) the stagnation pressure pox, in Ibf/in? 
(b) the stagnation temperature То, in °R. 
(c) the mass flow rate, in ТЫ. 


9.138 A converging-diverging nozzle operates at steady state. 


Air as an ideal gas with k — 1.4 flows through the nozzle, 
discharging to the atmosphere at 14.7 Ibf/in? and 51098. A 
normal shock stands at the exit plane with p, — 9.714 Ibf/ 
in.” The exit plane area is 2 in.? Upstream of the shock, the 
flow is isentropic. Determine 


(a) the throat area, in in.? 


(b) the entropy produced in the nozzle, in Btu/^R per Ib of 
air flowing. 


9.139 Air at 3.4 bar, 530 K, and a Mach number of 0.4 enters 


a converging-diverging nozzle operating at steady state. A 
normal shock stands in the diverging section at a location 


for decades but have not been commonly used in automobiles. 
Yet helicopters routinely use gas turbines. Explore why 
different types of engines are used in these respective 
applications. Compare selection factors such as performance, 
power-to-weight ratio, space requirements, fuel availability, 
and environmental impact. Summarize your findings in a 
report with at least three references. 


9.2D The Annual Energy Outlook with Projections report 


released by the U.S. Energy Information Administration 
projects annual consumption estimates for various fuel types 
through the next 25 years. According to the report, biofuels will 
play an increasing role in the liquid fuel supply over that time 
period. Based on technologies commercially available or 
reasonably expected to become available in the next decade, 
identify the most viable options for producing biofuels. Compare 
several options based on energy return on energy invested 
(EROEL, water and land requirements, and effects on global 
climate change. Draw conclusions based on your study, and 
present your findings in a report with at least three references. 


9.3D Investigate the following technologies: plug-in hybrid 


vehicles, all-electric vehicles, hydrogen fuel cell vehicles, 
diesel-powered vehicles, natural gas-fueled vehicles, and 
ethanol-fueled vehicles, and make recommendations on 
which of these technologies should receive federal research, 
development, and deployment support over the next decade. 


where the Mach number is M, — 1.8. The flow is isentropic, 
except where the shock stands. The air behaves as an ideal 
gas with К = 1.4. Determine 


(a) the stagnation temperature Tox, in К. 

(b) the stagnation pressure pox, in bar. 

(c) the pressure p,, in bar. 

(d) the pressure py, in bar. 

(е) the stagnation pressure poy, in bar. 

(f) the stagnation temperature То, in К. 

(в) If the throat area is 76 x 1074 m?, and the exit plane 
pressure is 2.4 bar, determine the mass flow rate, in kg/s, and 
the exit area, in m?. 


9.140 Air as an ideal gas with k = 1.4 enters a converging- 
diverging channel at a Mach number of 1.2. A normal shock 
stands at the inlet to the channel. Downstream of the shock 
the flow is isentropic; the Mach number is unity at the 
throat; and the air exits at 100 Ibf/in.”, 540°R, with negligible 
velocity. If the mass flow rate is 100 Ib/s, determine the inlet 
and throat areas, in ft”. 


9.141 Using Interactive Thermodynamics: IT, generate tables B. 
of the same isentropic flow functions as in Table 9.2 for 
specific heat ratios of 1.2, 1.3, 1.4, and 1.67 and Mach numbers 
ranging from 0 to 5. 


9.142 Using Interactive Thermodynamics: IT, generate tables R 
of the same normal shock functions as in Table 9.3 for 
specific heat ratios of 1.2, 1.3, 1.4, and 1.67 and Mach numbers 
ranging from 1 to 5. 
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9.1D Automotive gas turbines have been under development 


Base your recommendation on the result of a decision matrix 
method such as the Pugh method to compare the various 
technologies. Clearly identify and justify the criteria used for 
the comparison and the logic behind the scoring process. 
Prepare a 15-minute briefing and an executive summary 
suitable for a conference with your local congressperson. 


9.4D Figure P9.4D shows a wheeled platform propelled by 
thrust generated using an onboard water tank discharging 


Opening for atmosphere exposure 






Elbow (tubing) 


Water tank stand 


Fig. P9.4D 


604 












Chapter 9 Gas Power Systems 
p 
: а= Оззіт 
4 

r=v,/v, 

T, = U4/V3 = ид 5 

r* == rr 1 

v 

Fig. P9.8D 


water through an elbow to which a nozzle is attached. Design 
and construct such an apparatus using easily obtained 
materials like a skateboard and one-gallon milk jug. 
Investigate the effects of elbow angle and nozzle exit area 
on volumetric flow and thrust. Prepare a report including 
results and conclusions together with an explanation of the 
measurement techniques and experimental procedures. 


9.5D Owing to its very low temperature, liquid natural gas 
(LNG) transported by ship has considerable thermo- 
mechanical exergy. Yet when LNG is regasified in heat 
exchangers where seawater is the other stream, that exergy 
is largely destroyed. Conduct a search of the patent literature 
for methods to recover a substantial portion of LNG exergy 
during regasification. Consider patents both granted and 
pending. Critically evaluate the technical merit and economic 
feasibility of two different methods found in your search. 
Report your conclusions in an executive summary and 
PowerPoint presentation. 


9.6D Hundreds of U.S. universities and colleges currently have 
combined heat and power (CHP) systems that provide 
electricity, heating, and cooling to campus buildings. The 
direct benefits to these institutions include significant annual 
energy cost savings and reductions in greenhouse gas 
emissions. For a university or college in your locale currently 
not employing CHP, use tools provided by the U.S. 
Environmental Protection Agency Combined Heat and Power 
Partnership, together with input from campus energy plant 
staff, to assess if the university or college is a good candidate 
for CHP. Document your recommendation in a report 
including notes from interviews with energy plant staff and 
at least three references. 


9.7D Micro-CHP (combined heat and power) units capable of 
producing up to 1.8 kW of electric power are now commercially 
available for use in the home. Such units contribute to 
domestic space or water heating needs while providing 
electricity as a by-product. They operate on an internal 


combustion engine fueled by natural gas. By hybridizing a 
micro-CHP unit with a gas furnace, all domestic heating 
needs can be met while generating a substantial portion of 
the annual electric power requirement. Evaluate this hybrid 
form for application to a typical single-family dwelling in 
your locale having natural gas service. Consider on-site 
battery storage of excess electricity generated and the 
possibility of net metering. Specify equipment and determine 
costs, including initial cost and installation cost. Estimate the 
annual cost for heating and power using the hybrid and 
compare it to the annual cost for heating and power with a 
stand-alone gas furnace and grid power. Using your findings, 
recommend the better approach for the dwelling. 


9.8D Figure P9.8D shows two cold air-standard cycles: 1-2-3- 


4'—1 is an Otto cycle and 1-2-3-4-5-1 is an over-expanded 
variation of the Otto cycle. The over-expanded cycle is of 
interest today because it provides a model for the engine 
used in various production hybrid-electric vehicles. 


(a) Develop the following expression for the ratio of the 
thermal efficiency of the over-expanded cycle to the thermal 
efficiency of the Otto cycle, Nott, given by Eq. 9.8. 


Toto = 





б-де GB) nre] 


!Notto 


(b) Plot the ratio obtained in part (a) versus r* ranging 
from 1 to З for the case ғ = 8, k = 1.3, and q/c,T, = 8.1. 
Also plot the ratio of the mean effective pressure (mep) of 
the over-expanded cycle to the mep of the Otto cycle 
versus r*. 

(c) Referring to your plots, together with information 
obtained from an Internet search, draw conclusions about 
the performance of the engines used in hybrid-electric 
vehicles modeled here by the over-expanded cycle. 


Design & Open-Ended Problems: Exploring Engineering Practice 605 












Gas turbine cycle 


Т, = Ту +20К 
Рт=Р1 


Fig. P9.9D 


Prepare a memorandum including the derivation of part (a), 
the plots of part (b), and the conclusions of part (c) relating 
to actual engine performance. 


9.9D Figure P9.9D shows a combined cycle formed by a gas 
turbine and an organic Rankine bottoming cycle. Steady- 
state operating data are labeled on the figure. Owing to 
internal irreversibilities, the generator electricity output is 
95% of the input shaft power. The regenerator preheats air 
entering the combustor. In the evaporator, hot exhaust gas 
from the regenerator vaporizes the bottoming cycle working 
fluid. For each of three working fluids — propane, Refrigerant 
22, and Refrigerant 134a— specify workable ranges for ps, 
turbine inlet pressure, and Тұ, turbine inlet temperature; also 
determine turbine exit pressure po. For each working fluid, 
investigate the influence on net combined-cycle electricity 
production and on combined-cycle thermal efficiency of 
varying ps, 7s, and compressor pressure ratio. Identify the 
bottoming working fluid and operating conditions with 
greatest net combined-cycle electricity production. Repeat 
for greatest combined-cycle thermal efficiency. Apply 
engineering modeling compatible with that used in the text 


Organic Rankine cycle 


Saturated liquid 


Werc Tlgen 





= 95% 






W, = 100 kW 
шека 


Qout 


for Rankine cycles and air-standard analysis of gas turbines. 
Present your analyses, results, and recommendations in a 
technical article adhering to ASME standards with at least 
three references. 


9.10D Figure P9.10D provides the schematic of an internal 


combustion automobile engine fitted with two Rankine 
vapor power bottoming cycles: a high-temperature cycle 
1-2-3-4-1 and a low-temperature cycle 5-6-7-8-5. These 
cycles develop additional power using waste heat derived 
from exhaust gas and engine coolant. Using operating data 
for a commercially available car having a conventional four- 
cylinder internal combustion engine with a size of 2.5 liters 
or less, specify cycle working fluids and state data at key 
points sufficient to produce at least 15 hp more power. 
Apply engineering modeling compatible with that used in 
the text for Rankine cycles and air-standard analysis of 
internal combustion engines. Write a final report justifying 
your specifications together with supporting calculations. 
Provide a critique of the use of such bottoming cycles on car 
engines and a recommendation about whether such technology 
should be actively pursued by automakers. 
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1-2-3-4-1: High-temperature cycle 
5-6-7-8-5: Low-temperature cycle 
a-b-c: Engine coolant 
d-e: Engine exhaust gas 


Fig. P9.10D 


9.11D Supercritical closed Brayton power cycles using carbon 
dioxide as the working substance currently are under active 
consideration. Figure P9.11D provides the schematic of such 
a cycle and an accompanying 7-s diagram with state data. 
In this cycle the main flow is split at state 8 and merged at 
state 3 after two stages of compression. The fractions of the 
total flow at various locations are indicated in parentheses 
on the figure as (1), (y), and (1 — y). If the cycle develops 
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net work at a rate of 85.5 kJ per kg of carbon dioxide flowing 
through the turbine, determine the thermal efficiency, back 
work ratio, isentropic efficiency of each compressor stage, 
and isentropic turbine efficiency. Also conduct an Internet 
search for important applications of supercritical closed 
Brayton power cycles using carbon dioxide. Prepare a poster 
presentation of your findings suitable for your class in 
thermodynamics. 


Heat 
exchanger 


Design & Open-Ended Problems: Exploring Engineering Practice 


Regenerator 2 
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Fig. P9.11D 


9.12D An ideal gas whose specific heat ratio is k flows 


adiabatically with friction through a nozzle, entering with 
negligible velocity at temperature Ty and pressure po. Operation 
is at steady state and potential energy effects can be ignored. 


(a) Showing all details, develop the following expression giving 
the mass flow rate per unit of nozzle flow area in dimensionless 
form as a function of local Mach number and К. 


pai 1\ 180671) 
m УТ, г М1-( 2 м a 


A k = (k+1)/2(k—1) 
"UU pe 








where 7 denotes the isentropic nozzle efficiency, which is 
assumed constant. 


(b) Using the result of part (a), investigate nozzle 
performance for three isentropic nozzle efficiency values in 
the range 0.98 to 1.0. For each value, determine the Mach 
number at the throat and where Mach number unity occurs 
within the nozzle. Interpret the effect of friction in such a 
nozzle flow. 


Report your results in a 15-minute PowerPoint presentation 
suitable for your class in thermodynamics. 


Refrigeration sys- 
tems for food preservation and air conditioning play 
prominent roles in our everyday lives. Heat pumps 
also are used for heating buildings and for produc- 
ing industrial process heat. There are many other 
examples of commercial and industrial uses of 
refrigeration, including air separation to obtain liq- 
uid oxygen and liquid nitrogen, liquefaction of nat- 
ural gas, and production of ice. 


To achieve refrigeration by most conventional means 
requires an electric power input. Heat pumps also 
require power to operate. Referring again to Table 8.1, 
we see that in the United States electricity is obtained 
today primarily from coal, natural gas, and nuclear, all 
of which are nonrenewable. These nonrenewables have 
significant adverse effects on human health and the 
environment associated with their use. Depending on 
the type of resource, such effects are related to extrac- 
tion from the earth, processing and distribution, emis- 
sions during power production, and waste products. 
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Ineffective refrigeration and heat pump systems, 
excessive building cooling and heating, and other 
wasteful practices and lifestyle choices not only 
misuse increasingly scarce nonrenewable resources 
but also endanger our health and burden the envi- 
ronment. Accordingly, refrigeration and heat pump 
systems are areas of application where more effec- 
tive systems and practices can significantly improve 
our national energy posture. 


The objective of this chapter is to describe some of 
the common types of refrigeration and heat pump 
systems presently in use and to illustrate how such 
systems can be modeled thermodynamically. The 
three principal types described are the vapor- 
compression, absorption, and reversed Brayton 
cycles. As for the power systems studied in Chaps. 8 
and 9, both vapor and gas systems are considered. 
In vapor systems, the refrigerant is alternately 
vaporized and condensed. In gas refrigeration 
systems, the refrigerant remains a gas. 





Refrigeration and 
Heat Pump Systems 





> LEARNING OUTCOMES 


When you complete your study of this chapter, you will be able to... 


> demonstrate understanding of basic vapor-compression refrigeration 
and heat pump systems. 


» develop and analyze thermodynamic models of vapor-compression 
systems and their modifications, including 


>» sketching schematic and accompanying 7—5 diagrams. 
» evaluating property data at principal states of the systems. 


» applying mass, energy, entropy, and exergy balances for the basic 
processes. 


» determining refrigeration and heat pump system performance, 
coefficient of performance, and capacity. 


» explain the effects on vapor-compression system performance of 
varying key parameters. 


» demonstrate understanding of the operating principles of absorption 
and gas refrigeration systems and perform thermodynamic analysis of 
gas systems. 
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Refrig Cycle 


А, АЛО – АП Tabs 


TAKE NOTE... 
Әсе бес. 6.15.1 for the 
| area interpretation of heat 
transfer on а T-s diagram 
for the case of internally 
reversible flow though a 
control volume at steady 
state. 





Vapor Refrigeration Systems 


The purpose of a refrigeration system is to maintain a cold region at a temperature 
below the temperature of its surroundings. This is commonly achieved using the vapor 
refrigeration systems that are the subject of the present section. 


10.1.1 Carnot Refrigeration Cycle 


To introduce some important aspects of vapor refrigeration, let us begin by consider- 
ing a Carnot vapor refrigeration cycle. This cycle is obtained by reversing the Carnot 
vapor power cycle introduced in Sec. 5.10. Figure 10.1 shows the schematic and 
accompanying T-s diagram of a Carnot refrigeration cycle operating between a region 
at temperature Тс and another region at a higher temperature Ty. The cycle is exe- 
cuted by a refrigerant circulating steadily through a series of components. АП pro- 
cesses are internally reversible. Also, since heat transfers between the refrigerant and 
each region occur with no temperature differences, there are no external irrevers- 
ibilities. The energy transfers shown on the diagram are positive in the directions 
indicated by the arrows. 

Let us follow the refrigerant as it passes steadily through each of the components 
in the cycle, beginning at the inlet to the evaporator. The refrigerant enters the evap- 
orator as a two-phase liquid-vapor mixture at state 4. In the evaporator some of the 
refrigerant changes phase from liquid to vapor as a result of heat transfer from 
the region at temperature Тс to the refrigerant. The temperature and pressure of the 
refrigerant remain constant during the process from state 4 to state 1. The refrigerant 
is then compressed adiabatically from state 1, where it is a two-phase liquid-vapor 
mixture, to state 2, where it is a saturated vapor. During this process, the temperature 
of the refrigerant increases from Тс to Ty, and the pressure also increases. The refrig- 
erant passes from the compressor into the condenser, where it changes phase from 
saturated vapor to saturated liquid as a result of heat transfer to the region at tem- 
perature Ty. The temperature and pressure remain constant in the process from state 
2 to state 3. The refrigerant returns to the state at the inlet of the evaporator by 
expanding adiabatically through a turbine. In this process, from state 3 to state 4, the 
temperature decreases from Ty to То, and there is a decrease in pressure. 






Turbine 







Compressor 





Evaporator 








Fig. 10.1 Carnot vapor refrigeration cycle. 
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Since the Carnot vapor refrigeration cycle is made up of internally reversible pro- 
cesses, areas on the 7—s diagram can be interpreted as heat transfers. Area 1-a-b-4-1 
is the heat added to the refrigerant from the cold region per unit mass of refrigerant 
flowing. Area 2-a-b-3-2 is the heat rejected from the refrigerant to the warm region 
per unit mass of refrigerant flowing. The enclosed area 1-2-3-4-1 is the net heat 
transfer from the refrigerant. The net heat transfer from the refrigerant equals the 
net work done on the refrigerant. The net work is the difference between the com- 
pressor work input and the turbine work output. 

The coefficient of performance B of any refrigeration cycle is the ratio of the refrig- 
eration effect to the net work input required to achieve that effect. For the Carnot 
vapor refrigeration cycle shown in Fig. 10.1, the coefficient of performance is 


Qm area 1-a-b-4-1 Tc(s, — 55) 
Wm — Wim атеа 1-2-3-4-1 (Т = Tc)(Sa — Sp) 





Bmax = 


which reduces to 


Tc 
Eo e 10.1 


This equation, which corresponds to Eq. 5.10, represents the maximum theoretical 
coefficient of performance of any refrigeration cycle operating between regions at Тс 
and Ту. 


10.1.2 Departures from the Carnot Cycle 


Actual vapor refrigeration systems depart significantly from the Carnot cycle consid- 
ered above and have coefficients of performance lower than would be calculated from 
Eq. 10.1. Three ways actual systems depart from the Carnot cycle are considered next. 


>» One of the most significant departures is related to the heat т 
transfers between the refrigerant and the two regions. In actual 
systems, these heat transfers are not accomplished reversibly as Tá 
presumed above. In particular, to achieve a rate of heat transfer 
sufficient to maintain the temperature of the cold region at Тс 
with a practical-sized evaporator requires the temperature of the 
refrigerant in the evaporator, Тс, to be several degrees below Тс. тё 
This is illustrated by the placement of the temperature Тс on the 
T-s diagram of Fig. 10.2. Similarly, to obtain a sufficient heat 











Condenser 


r—— temperature, Ту 





Temperature of warm 
region, Ty 


Temperature of cold 
region, Тс 





——— Evaporator 
temperature, Té 





transfer rate from the refrigerant to the warm region requires that b 
the refrigerant temperature in the condenser, Ту, be several 
degrees above Ty. This is illustrated by the placement of the tem- 
perature Тү on the 7—s diagram of Fig. 10.2. 

Maintaining the refrigerant temperatures in the heat exchang- 
ers at 76 and Ту rather than at Тс and Ty, respectively, has the 
effect of reducing the coefficient of performance. This can be seen by expressing 
the coefficient of performance of the refrigeration cycle designated by 1'-2'-3'-4'-1' 
on Fig. 10.2 as 


and cold regions. 


area 1'-a-b-4'-1 Tc 
area 1'-2/'-3'-4'-1' Ты- Те 





(10.2) 


Comparing the areas underlying the expressions for Bmax and В” given above, we 
conclude that the value of 8" is less than Bmax This conclusion about the effect of 
refrigerant temperature on the coefficient of performance also applies to other 
refrigeration cycles considered in the chapter. 


5 


Fig. 10.2 Comparison of ће condenser and 
evaporator temperatures with those of the warm 
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» Even when the temperature differences between the refrigerant and 
warm and cold regions are taken into consideration, there are other 
features that make the vapor refrigeration cycle of Fig. 10.2 imprac- 
tical as a prototype. Referring again to the figure, note that the com- 
pression process from state 1' to state 2' occurs with the refrigerant 
as a two-phase liquid-vapor mixture. This is commonly referred to 
as wet compression. Wet compression is normally avoided because 
the presence of liquid droplets in the flowing liquid-vapor mixture 

= can damage the compressor. In actual systems, the compressor han- 

dles vapor only. This is known as dry compression. 
» Another feature that makes the cycle of Fig. 10.2 impractical is the 
expansion process from the saturated liquid state 3' to the low- 

1 quality, two-phase liquid-vapor mixture state 4'. This expansion typi- 

Ssturated OF cally produces a relatively small amount of work compared to the 

superheated vapor work input in the compression process. The work developed by an 

actual turbine would be smaller yet because turbines operating under 
these conditions have low isentropic efficiencies. Accordingly, the work 

Fig. 10.3 Components of a vapor- output of the turbine is normally sacrificed by substituting a simple 

compression refrigeration system. throttling valve for the expansion turbine, with consequent savings 

in initial and maintenance costs. The components of the resulting cycle are illustrated 
in Fig. 10.3, where dry compression is presumed. This cycle, known as the vapor- 
compression refrigeration cycle, is the subject of the section to follow. 











Condenser 


\/ Expansion 
Compressor 


Evaporator 


Analyzing Vapor-Compression 
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vapor-compression Vapor-compression refrigeration systems are the most common refrigeration systems 
refrigeration in use today. The objective of this section is to introduce some important features of 
systems of this type and to illustrate how they are modeled thermodynamically. 


10.2.1 Evaluating Principal Work and Heat Transfers 


Let us consider the steady-state operation of the vapor-compression system illustrated 
in Fig. 10.3. Shown on the figure are the principal work and heat transfers, which are 
positive in the directions of the arrows. Kinetic and potential energy changes are 
neglected in the following analyses of the components. We begin with the evaporator, 
where the desired refrigeration effect is achieved. 


» As the refrigerant passes through the evaporator, heat transfer from the refriger- 
ated space results in the vaporization of the refrigerant. For a control volume 
enclosing the refrigerant side of the evaporator, the mass and energy rate balances 
reduce to give the rate of heat transfer per unit mass of refrigerant flowing as 


—-hy-h, (10.3) 
m 
where т is the mass flow rate of the refrigerant. The heat transfer rate О is 
refrigeration capacity referred to as the refrigeration capacity. In the SI unit system, the capacity is 
normally expressed in kW. In the English unit system, the refrigeration capacity 
may be expressed in Btu/h. Another commonly used unit for the refrigeration 
ton of refrigeration capacity is the ton of refrigeration, which is equal to 200 Btu/min or about 
211 kJ/min. 
» The refrigerant leaving the evaporator is compressed to a relatively high pressure 
and temperature by the compressor. Assuming no heat transfer to or from the 
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compressor, the mass and energy rate balances for a control volume enclosing the 
compressor give 


W. 
7 





= hy = ћу (10.4) 


where W,/m is the rate of power input per unit mass of refrigerant flowing. 

» Next, the refrigerant passes through the condenser, where the refrigerant con- 
denses and there is heat transfer from the refrigerant to the cooler surroundings. 
For a control volume enclosing the refrigerant side of the condenser, the rate of 
heat transfer from the refrigerant per unit mass of refrigerant flowing is 


Оош 


т 


= h, — h (10.5) 


» Finally, the refrigerant at state 3 enters the expansion valve and expands to the 
evaporator pressure. This process is usually modeled as a throttling process for 
which 


hy = h, (10.6) 


The refrigerant pressure decreases in the irreversible adiabatic expansion, and 
there is an accompanying increase in specific entropy. The refrigerant exits the 
valve at state 4 as a two-phase liquid—vapor mixture. 


In the vapor-compression system, the net power input is equal to the compressor 
power, since the expansion valve involves no power input or output. Using the quan- 
tities and expressions introduced above, the coefficient of performance of the vapor- 
compression refrigeration system of Fig. 10.3 is 


_ Омт _ hy = he 
Wim № = № 





В (10.7) 


Provided states 1 through 4 are fixed, Eqs. 10.3 through 10.7 can be used to eval- 
uate the principal work and heat transfers and the coefficient of performance of the 
vapor-compression system shown in Fig. 10.3. Since these equations have been devel- 
oped by reducing mass and energy rate balances, they apply equally for actual per- 
formance when irreversibilities are present in the evaporator, compressor, and con- 
denser and for idealized performance in the absence of such effects. Although 
irreversibilities in the evaporator, compressor, and condenser can have a pronounced 
effect on overall performance, it is instructive to consider an idealized cycle in which 
they are assumed absent. Such a cycle establishes an upper limit on the performance 


of the vapor-compression refrigeration cycle. It is considered next. » 


10.2.2 Performance of Ideal Vapor-Compression 
Systems 


If irreversibilities within the evaporator and condenser are ignored, there are 
no frictional pressure drops, and the refrigerant flows at constant pressure 
through the two heat exchangers. If compression occurs without irreversibili- 
ties, and stray heat transfer to the surroundings is also ignored, the compres- 
sion process is isentropic. With these considerations, the vapor-compression 
refrigeration cycle labeled 1-25-3-4-1 on the 7—s diagram of Fig. 10.4 results. 
The cycle consists of the following series of processes: 





Process 1-2s:  Isentropic compression of the refrigerant from state 1 to the — Fig. 10.4 7-5 diagram of an ideal 
condenser pressure at state 2s. vapor-compression cycle. 
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Process 28-3: Heat transfer from the refrigerant as it flows at constant pressure 
through the condenser. The refrigerant exits as a liquid at state 3. 
VCRC Process 3-4: Throttling process from state 3 to a two-phase liquid-vapor mixture at 4. 


A.30 - Tab a Process 4-1: Heat transfer to the refrigerant as it flows at constant pressure through 
the evaporator to complete the cycle. 


АП processes of the cycle shown in Fig. 10.4 are internally reversible except for the 
ideal vapor-compression throttling process. Despite the inclusion of this irreversible process, the cycle is com- 
cycle monly referred to as the ideal vapor-compression cycle. 

The following example illustrates the application of the first and second laws of 
thermodynamics along with property data to analyze an ideal vapor-compression cycle. 


EXAMPLE 10.1 Ж ОООО О О Г О ОО Г Г ОО К О О Г ГГ 


Analyzing an Ideal Vapor-Compression Refrigeration Cycle 


Refrigerant 134a is the working fluid in an ideal vapor-compression refrigeration cycle that communicates thermally 
with a cold region at 0°C and a warm region at 26°C. Saturated vapor enters the compressor at 0°C and saturated 
liquid leaves the condenser at 26°С. Тһе mass flow rate of the refrigerant is 0.08 kg/s. Determine (a) the compres- 
sor power, in kW, (b) the refrigeration capacity, in tons, (c) the coefficient of performance, and (d) the coefficient 
of performance of a Carnot refrigeration cycle operating between warm and cold regions at 26 and 0°C, respectively. 


SOLUTION 


Known: Ап ideal vapor-compression refrigeration cycle operates with Refrigerant 134a. The states of the refrig- 
erant entering the compressor and leaving the condenser are specified, and the mass flow rate is given. 


Find: Determine the compressor power, in kW, the refrigeration capacity, in tons, coefficient of performance, and 
the coefficient of performance of a Carnot vapor refrigeration cycle operating between warm and cold regions 
at the specified temperatures. 


Schematic and Given Data: 







Warm region Ty = 26°С = 299 К 






V i Expansion 


X Compressor 
/ N valve 


Temperature of 
warm region 





— виа | = А Temperature of 
os : cold region 








І 
І 

Evaporator 
І 
І 

















Cold region Тс = 0°C = 273 К Fig. E10.1 


Engineering Model: 


1. Each component of the cycle is analyzed as a control volume at steady state. The control volumes are indicated 
by dashed lines on the accompanying sketch. 
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2. Except for the expansion through the valve, which is a throttling process, all processes of the refrigerant are 
internally reversible. 


3. The compressor and expansion valve operate adiabatically. 


4. Kinetic and potential energy effects are negligible. 

5. Saturated vapor enters the compressor, and saturated liquid leaves the condenser. 

Analysis: Let us begin by fixing each of the principal states located on the accompanying schematic апа 7—s 
diagrams. At the inlet to the compressor, the refrigerant is a saturated vapor at 0°C, so from Table A-10, А; = 


24723 kJ/kg and s, — 0.9190 kJ/kg - K. 
The pressure at state 2s is the saturation pressure corresponding to 26°С, or p; = 6.853 bar. State 2s is 


@ fixed by p; and the fact that the specific entropy is constant for the adiabatic, internally reversible compres- 
sion process. The refrigerant at state 2s is a superheated vapor with h» = 264.7 kJ/kg. State 3 is saturated 
liquid at 26°C, so Л; = 85.75 kJ/kg. The expansion through the valve is a throttling process (assumption 2), 


so h4 = hy. 
(а) The compressor work input is 
W. = т(һ» 2 hi) 
where т is the mass flow rate of refrigerant. Inserting values 
1kW 
1 KJ/s 


W, = (0.08 kg/s)(264.7 — 247.23) ка) 


=14kW 
(b) The refrigeration capacity is the heat transfer rate to the refrigerant passing through the evaporator. This is 
given by 
Оһ = m(h, — ha) 
А 1 ton 
(0.08 kg/s)|60 s/min|(247.23 - 85.75) ка) 


211 kJ/min 





— 3.67 ton 
(c) The coefficient of performance f is 


Qu hj -h, 24723 — 85.75 














Bo = = 9.24 
М, А = hy 264.7 — 247.23 skills Developed 
(d) For a Carnot vapor refrigeration cycle operating at Ty = 299 К and Ability " DUE 
Tc — 273 K, the coefficient of performance determined from Eq. 10.1 is о EMEN 7-5 diagram of 
Te the ideal vapor-compression 
e Cone Ty Te = 10.5 refrigeration cycle. 
О fix each of the principal 
states and retrieve 
@ The value for Лу, can be obtained by double interpolation in Table A-12 or MM um 
by using Interactive Thermodynamics: IT. чоо, 
. е Е] € it ici 
O Аз expected, the ideal vapor-compression cycle has a lower coefficient of Bride ит 
performance than a Carnot cycle operating between the temperatures of B ga 
О compare with the 


the warm and cold regions. The smaller value can be attributed to the effects 
of the external irreversibility associated with desuperheating the refrigerant 
in the condenser (Process 2s-a on the T-s diagram) and the internal irre- 
versibility of the throttling process. 


Keeping all other given data the same, determine the mass 


flow rate of refrigerant, in kg/s, for a 10-ton refrigeration capacity. 
Ans. 0.218 kg/s. 


corresponding Carnot 
refrigeration cycle. 







. ф “лл... о, 2а. %ееееееегеееегегеееееегеееееееееееееееееееееее: 
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Temperature of 
warm region, Ty 





Temperature of 
cold region, Тс 





Fig. 10.5 7-5 diagram of an actual 
vapor-compression cycle. 5 





10.2.3 Performance of Actual Vapor-Compression Systems 


А a Ta b Figure 10.5 illustrates several features exhibited by actual vapor-compression systems. 
Benn. As shown in the figure, the heat transfers between the refrigerant and the warm and 


cold regions are not accomplished reversibly: The refrigerant temperature in the 
evaporator is less than the cold region temperature, Тс, and the refrigerant tempera- 
ture in the condenser is greater than the warm region temperature, Ty. Such irrevers- 
ible heat transfers have a significant effect on performance. In particular, the coef- 
ficient of performance decreases as the average temperature of the refrigerant in the 
evaporator decreases and as the average temperature of the refrigerant in the con- 
denser increases. Example 10.2 provides an illustration. 


EXAMPLE 10,2 Ж ОТОО ЛК ОЛО О О Т О = 


Considering the Effect of Irreversible Heat Transfer on Performance 


Modify Example 10.1 to allow for temperature differences between the refrigerant and the warm and cold regions 
as follows. Saturated vapor enters the compressor at —10°C. Saturated liquid leaves the condenser at a pressure 
of 9 bar. Determine for the modified vapor-compression refrigeration cycle (a) the compressor power, in kW, (b) the 
refrigeration capacity, in tons, (c) the coefficient of performance. Compare results with those of Example 10.1. 


SOLUTION 
Known: A modified vapor-compression refrigeration cycle operates with Refrigerant 134a as the working fluid. 
The evaporator temperature and condenser pressure are specified, and the mass flow rate is given. 


Find: Determine the compressor power, in kW, the refrigeration capacity, in tons, and the coefficient of perfor- 
mance. Compare results with those of Example 10.1. 
Schematic and Given Data: 

T Engineering Model: 


1. Each component of the cycle is analyzed as a control volume at 
steady state. The control volumes are indicated by dashed lines on 
the sketch accompanying Example 10.1. 


2. Except for the process through the expansion valve, which is a throt- 
tling process, all processes of the refrigerant are internally reversible. 





-10°C 3. The compressor and expansion valve operate adiabatically. 








4. Kinetic and potential energy effects are negligible. 


5. Saturated vapor enters the compressor, and saturated liquid exits 


Fig. E10.2 the condenser. 
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Analysis: Let us begin by fixing each of the principal states located on the accompanying T-s diagram. Starting 
at the inlet to the compressor, the refrigerant is a saturated vapor at —10°C, so from Table A-10, Л = 241.35 kJ/ 
kg and s, — 0.9253 kJ/kg - K. 
The superheated vapor at state 2s is fixed by p; — 9 bar and the fact that the specific entropy is constant for 
the adiabatic, internally reversible compression process. Interpolating in Table A-12 gives hj, = 272.39 kJ/kg. 
State 3 is a saturated liquid at 9 bar, so л; = 99.56 kJ/kg. The expansion through the valve is a throttling 


process; thus, h4 = hz. 
(а) The compressor power input is 

үу; = M( hy, = һ,) 
where m is the mass flow rate of refrigerant. Inserting values 


1kW 
W, = (0.08 kg/s) (272.39 — 241.35) ke НОМ! 


1 kJ/s 
— 2.48 kW 


(b) The refrigeration capacity is 
















in this example than in Example 10.1. This illustrates the considerable influence on 
performance of irreversible heat transfer between the refrigerant and the cold and 
warm regions. 


coefficient of performance. 





Qin = m(h, — №) 
: . 1 ton 
: = (0.08 kg/s)|60 s/min|(241.35 — 99.56) kJ/kg 211 kI/min 
: m (vj skills Developed 
е — 3.23 ton se RAG CT ECE ge to terior try а 
: Ability to... 
: (c) The coefficient of performance f 15 О sketch the 7-5 diagram of 
: : the ideal vapor-compression 
: B= Qin _ № а 241.35 – 99.56 _ 457 refrigeration cycle. 
: М, Ins = hy 27239 — 24135 О fix each of the principal 
e . | states and retrieve 
| Comparing the results of the present example with those of Example 10.1, we necessary property dat 
: see that the power input required by the compressor is greater in the present case. Ij caletilate com е | 
: Furthermore, the refrigeration capacity and coefficient of performance are smaller refrigeration pu in 
: Determine the rate of heat transfer from the refrigerant pass- 
аны ing throwgh the condenser to the surroundings, Іп ӨЛ. ANS, 1383 KW AE tttm áÁáÁáÉsÉásááá 


Referring again to Fig. 10.5, we can identify another key feature of actual vapor- 
compression system performance. This is the effect of irreversibilities during com- 
pression, suggested by the use of a dashed line for the compression process from 
state 1 to state 2. The dashed line is drawn to show the increase in specific entropy 
that accompanies an adiabatic irreversible compression. Comparing cycle 1-2-3-4-1 
with cycle 1-25-3-4-1, the refrigeration capacity would be the same for each, but 
the work input would be greater in the case of irreversible compression than in the 
ideal cycle. Accordingly, the coefficient of performance of cycle 1-2-3-4-1 is less 
than that of cycle 1—2s-3-4-1. The effect of irreversible compression can be accounted 
for by using the isentropic compressor efficiency, which for states designated as in 
Fig. 10.5 is given by 


TAKE NOTE... 

The isentropic compressor 
efficiency is introduced in 
бес. 6.12.3. See Eq. 6.48. 







(Жут), ha = № 
P (WJm) h-h 





618 Chapter 10 Refrigeration and Heat Pump Systems 


Additional departures from ideality stem from frictional effects that result in pressure 
drops as the refrigerant flows through the evaporator, condenser, and piping connect- 
АЗ0 Ко cahd ing the various components. These pressure drops are not shown on the T-s diagram 
о. of Fig. 10.5 апа are ignored in subsequent discussions for simplicity. 
Finally, two additional features exhibited by actual vapor-compression systems are 
shown in Fig. 10.5. One is the superheated vapor condition at the evaporator exit 
(state 1), which differs from the saturated vapor condition shown in Fig. 10.4. Another 
is the subcooling of the condenser exit state (state 3), which differs from the saturated 
liquid condition shown in Fig. 10.4. 
Example 10.3 illustrates the effects of irreversible compression and condenser exit 
subcooling on the performance of the vapor-compression refrigeration system. 


EXAMPLE 103 ОО О О Г Л О ЛГ ЛК О Г ЛС ГГ Г 


| Analyzing ап Actual Vapor-Compression Refrigeration Cycle 


Reconsider the vapor-compression refrigeration cycle of Example 10.2, but include in the analysis that the com- 
pressor has an isentropic efficiency of 80%. Also, let the temperature of the liquid leaving the condenser be 30°С. 
Determine for the modified cycle (a) the compressor power, in kW, (b) the refrigeration capacity, in tons, (c) the 
coefficient of performance, and (d) the rates of exergy destruction within the compressor and expansion valve, 
in kW, for 7) = 299 К (26°С). 

SOLUTION 

Known: A vapor-compression refrigeration cycle has an isentropic compressor efficiency of 8096. 


Find: Determine the compressor power, in kW, the refrigeration capacity, in tons, the coefficient of performance, 
and the rates of exergy destruction within the compressor and expansion valve, in kW. 


Schematic and Given Data: 


T Engineering Model: 
2 P2=9 bar 1. Each component of the cycle is analyzed as a control 
volume at steady state. 


2. There are no pressure drops through the evaporator and 
condenser. 






3. The compressor operates adiabatically with an isentropic 
efficiency of 80%. The expansion through the valve is a 
throttling process. 


30°C 





Ty = 26°C = 299 K 


-109С 
4. Kinetic and potential energy effects are negligible. 





5. Saturated vapor at —10°C enters the compressor, and 
liquid at 30°С leaves the condenser. 





Fig. E10.3 6. The environment temperature for calculating exergy is 


Ty = 299 K (26°С). 


Analysis: Let us begin by fixing the principal states. State 1 is the same as in Example 10.2, so h, = 241.35 kJ/kg 
and s, = 0.9253 kJ/kg • К. 

Owing to the presence of irreversibilities during the adiabatic compression process, there is an increase in 
specific entropy from compressor inlet to exit. The state at the compressor exit, state 2, can be fixed using the 
isentropic compressor efficiency . 

(W/m), (А — №) 


"o cUm (ы-і) 
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where hy, is the specific enthalpy at state 2s, as indicated on the accompanying T-s diagram. From the solution 
to Example 10.2, hy, = 272.39 kJ/kg. Solving for Л» and inserting known values 


h» = № (272.39 — 241.35) 
h = +h = 
те (0.80) 








+ 241.35 = 280.15 kJ/kg 


State 2 is fixed by the value of specific enthalpy h, and the pressure, p; = 9 bar. Interpolating in Table A-12, the 
specific entropy is s = 0.9497 kJ/kg - K. 

The state at the condenser exit, state 3, is in the liquid region. The specific enthalpy is approximated using 
Eq. 3.14, together with saturated liquid data at 30°C, as follows: Л; = Л; = 91.49 kJ/kg. Similarly, with Eq. 6.5, 
53 = Sp = 0.3396 kJ/kg - К. 

The expansion through the valve is a throttling process; thus, h4 = h3. The quality and specific entropy at state 
4 are, respectively, 

hy — ha _ 91.49 — 36.97 


- - - 0.2667 
АЕ vu 204.39 





and 
54 = Sp + X4( Sg — 8м) 


= 0.1486 + (0.2667)(0.9253 — 0.1486) = 0.3557 kJ/kg - K 


(a) The compressor power is 
ТА = т(һ› == һ,) 


= (0.08 kg/s)(280.15 — 241.35) кка = 31 kW 


(b) The refrigeration capacity is 
Qi, = r(h; — №) 


1 ton 


= (0.08 kg/s)|60 s/min|(241.35 — 91.49) kJ/kg E 





= 3.41 ton 


(c) The coefficient of performance is 


(hy = h4) Е (241.35 = 91.49) 2c фа аа ааа 


3.86 ЙІ 
SUME a Ability to... 
— О sketch the -s diagram of 


the vapor-compression 
refrigeration cycle with 
irreversibilities in the 





9 B= 


(d) The rates of exergy destruction in the compressor and expansion valve can 
be found by reducing the exergy rate balance or using the relationship 
E, = Тус, where o, is the rate of entropy production from an entropy rate 
balance. With either approach, the rates of exergy destruction for the compres- ОЕ and subcooled 
sor and valve are, respectively, aure exiting the condenser. 
О fix each of the principal 
(Ел) = тТ о — 81) and [E use = тТо(54 — 5з) States and retrieve neces- 
sary property data. 
Substituting values О calculate compressor power, 
refrigeration Capacity, and 
kJ | ТКМ | | 058kW coefficient of performance, 
8-КІ1КУ5 ` О calculate ехегду destruction 
in the compressor and 
and expansion valve, 





ө (Ej). = (50% |299 K)(0.9497 — 0.9253) 





(Ёз) һе = (0.08)(299)(0.3557 — 0.3396) = 0.39 kW 
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@ While the refrigeration capacity is greater than in Example 10.2, irreversibilities in the compressor result in 
an increase in compressor power compared to isentropic compression. The overall effect is a lower coefficient 
of performance than in Example 10.2. 


© The exergy destruction rates calculated in part (d) measure the effect of irreversibilities as the refrigerant 
flows through the compressor and valve. The percentages of the power input (exergy input) to the compres- 
sor destroyed in the compressor and valve are 18.7 апа 12.6%, respectively. 


What would be the coefficient of performance if the isentropic 
э] compressor efficiency were 100%? Ans. 4.83. 





p-h diagram 


TAKE NOTE... 
Skillful use of tables and 
property diagrams is 
prerequisite for the effective 
use of software to retrieve 
thermodynamic property 
data. The current version of 
computer software available 
with this text, Interactive 
Thermodynamics: IT, provides 
data for СО; (Е-74-4) and 
K-410A using as its source 
Mini REFPROP by permission 
of the National institute of 
Standards and Technology 
(NIST). 





р 








10.2.4 Тһе р-һ Оіаргат 


A thermodynamic property diagram widely used in the refrigeration field is the pressure- 
enthalpy or p-h diagram. Figure 10.6 shows the main features of such a property 
diagram. The principal states of the vapor-compression cycles of Fig. 10.5 are located 
on this p-/ diagram. It is left as an exercise to sketch the cycles of Examples 10.1, 
10.2, and 10.3 on р-һ diagrams. Property tables and p-/ diagrams for many refriger- 
ants are given in handbooks dealing with refrigeration. 

The p-h diagrams for two refrigerants, CO; (R-744) and R-410A, are included as 
Figs. A-10 and A-11, respectively, in the Appendix. The ability to locate states on 
property diagrams is an important skill that is used selectively in end-of-chapter 
problems. 
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Refrigerant selection for a wide range of refrigeration and air-conditioning applica- 
tions is generally based on three factors: performance, safety, and environmental 
impact. The term performance refers to providing the required cooling or heating 
capacity reliably and cost-effectively. Safety refers to avoiding hazards such as toxic- 
ity and flammability. Finally, environmental impact primarily refers to using refriger- 
ants that do not harm the stratospheric ozone layer or contribute 
significantly to global climate change. We begin by considering some 
performance aspects. 

The temperatures of the refrigerant in the evaporator and con- 
denser of vapor-compression cycles are governed by the tempera- 
tures of the cold and warm regions, respectively, with which the 
system interacts thermally. This, in turn, determines the operating 
pressures in the evaporator and condenser. Consequently, the selec- 
tion of a refrigerant is based partly on the suitability of its pressure- 
temperature relationship in the range of the particular application. 
It is generally desirable to avoid excessively low pressures in the 


Constant T 





Fig. 10.6 Principal features of the pressure- 
enthalpy diagram for a typical refrigerant, with 
vapor-compression cycles superimposed. 


п evaporator and excessively high pressures in the condenser. Other 
considerations in refrigerant selection include chemical stability, cor- 
rosiveness, and cost. The type of compressor also affects the choice 
of refrigerant. Centrifugal compressors are best suited for low evap- 
orator pressures and refrigerants with large specific volumes at low 
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pressure. Reciprocating compressors perform better over large pressure ranges and 
are better able to handle low specific volume refrigerants. 


Refrigerant Types and Characteristics 

Prior to the 1930s, accidents were prevalent among those who worked closely with 
refrigerants due to the toxicity and flammability of most refrigerants at the time. 
Because of such hazards, two classes of synthetic refrigerants were developed, each 
containing chlorine and possessing highly stable molecular structures: CFCs (chloro- 
fluorocarbons) and HCFCs (hydrochlorofluorocarbons). These refrigerants were 
widely known as “freons,” the common trade name. 

In the early 1930s, CFC production began with R-11, R-12, R-113, and R-114. In 
1936, the first HCFC refrigerant, R-22, was introduced. Over the next several decades, 
nearly all of the synthetic refrigerants used in the United States were either CFCs ог 
HCFCs, with R-12 being most commonly used. 

To keep order with so many new refrigerants having complicated names, the “К” 
numbering system was established in 1956 by DuPont and persists today as the indus- 
try standard. Table 10.1 lists information including refrigerant number, chemical com- 
position, and global warming potential for selected refrigerants. 


Environmental Considerations 

After decades of use, compelling scientific data indicating that release of chlorine- 
containing refrigerants into the atmosphere is harmful became widely recognized. 
Concerns focused on released refrigerants depleting the stratospheric ozone layer and 
contributing to global climate change. Because of the molecular stability of the CFC 
and HCFC molecules, their adverse effects are long-lasting. 

In 1987 an international agreement was adopted to ban production of certain 
chlorine-containing refrigerants. In response, a new class of chlorine-free refrigerants 
was developed: the HFCs (hydrofluorocarbons). One of these, R-134a, has been used 
for over 20 years as the primary replacement for R-12. Although R-134a and other 
HFC refrigerants do not contribute to atmospheric ozone depletion, they do contribute 


TABLE 10.1 
Refrigerant Data Including Global Warming Potential (GWP) 





“Тһе Global Warming Potential (GWP) depends on the time period over which the potential influence on global 
warming is estimated. The values listed are based on a 100-year time period, which is an interval favored by 
some regulators. 





1 Chemi 
CCLF, 
ССЊЕ 
CCIF;CCIF, 
CCLFCCIF, 
CHCIF, 
R-134a CH;FCF, 
R-1234yf CF3;CF=CH, 
R-410A HFC blend R-32, R-125 
(50/50 Weight %) 
R-407C HFC blend R-32, R-125, R-134a 1526 
(23/25/52 Weight 96) 
R-744 (carbon dioxide) Natural CO; 1 
R-717 (ammonia) Natural NH3 0 
R-290 (propane) Natural C5Hg 10 
R-50 (methane) Natural CH, 25 
R-600 (butane) Natural C4 Hio 10 


TAKE NOTE... 

Global warming refers to an 
increase in global average 
temperature due to a 
combination of natural 
phenomena and human 
industrial, agricultural, and 
lifestyle activities, 

The Global Warming Foten- 
tial (GWP) is a simplified 
index that aims to estimate 
the potential future influence 
on global warming of different 
gases when released to the 
atmosphere. The GWP of a 
gas refers to how much that 
gas contributes to global 
warming in comparison to 

the same amount of carbon 
dioxide. The GWP of carbon 
dioxide is taken to be 1. 
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to global climate change. Owing to a relatively high Global Warming Potential of 
about 1430 for R-134a, we may soon see reductions in its use in the United States 
despite widespread deployment in refrigeration and air-conditioning systems, includ- 
ing automotive air conditioning. Carbon dioxide (R-744) and R-1234yf are possible 
replacements for R-134a in automotive systems. See Sec. 10.73 for discussion of CO;- 
charged automotive air-conditioning systems. 

Another refrigerant that has been used extensively in air-conditioning and refrig- 
eration systems for decades, R-22, is being phased out under a 1995 amendment to 
the international agreement on refrigerants because of its chlorine content. Effective 
іп 2010, К-22 cannot be installed in new systems. However, recovered and recycled 
R-22 can be used to service existing systems until supplies are no longer available. 
As R-22 is phased out, replacement refrigerants are being introduced, including 
R-410A and R-407C, both HFC blends. 


Ж ENERGY & The European Union announced in 2011 

=) that the use of HFC-134a in automobile air conditioners would be banned by 

2017 due to its damaging effect on the ozone layer. A replacement refrigerant, 

R-1234yf, has been developed with a much lower Global Warming Potential 

(GWP): 350 times lower that that of R-134a. However, the findings of research 

conducted by one European automaker challenge the safety of this replacement. Crash 

testing has shown that R-1234yf is highly flammable and can release toxic chemicals upon 

combustion. This research has resulted in some automobile manufacturers withdrawing 

support from R-1234yf, although the European Union states that the information is not likely 

to change the implementation plan for the new refrigerant. In response to the research 

findings, hundreds of additional safety tests to confirm the safety of R-1234yf have been 

conducted in the United States. Some of the research findings report that refrigerant igni- 

tion only occurs in cases where significant modifications to vehicle hardware and software 

have occurred. In the United Sates, the risk of passenger exposure to a vehicle fire based 

on the use of R-1234yf has been determined to be very low and over 100,000 vehicles in 
the United States and Europe are on the roads with refrigerant R-1234yf. 





Natural Refrigerants 

Nonsynthetic, naturally occurring substances also can be used as refrigerants. Called 
natural refrigerants, they include carbon dioxide, ammonia, and hydrocarbons. As 
indicated by Table 10.1, natural refrigerants typically have low Global Warming 
Potentials. 

Ammonia (R-717), which was widely used in the early development of vapor- 
compression refrigeration, continues to serve today as a refrigerant for large systems 
used by the food industry and in other industrial applications. In the past two decades, 
ammonia has been increasingly used because of the R-12 phaseout and is receiving 
even greater interest today due to the R-22 phaseout. Ammonia is also used in the 
absorption systems discussed in Sec. 10.5. 

Hydrocarbons, such as propane (R-290), are used worldwide in various refrigera- 
tion and air-conditioning applications including commercial and household appli- 
ances. Іп the United States, safety concerns limit propane use to niche markets like 
industrial process refrigeration. Other hydrocarbons— methane (R-50) and butane 
(R-600) —are also under consideration for use as refrigerants. 
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Refrigeration with No Refrigerant Needed 

Alternative cooling technologies aim to achieve a refrigerating effect without use of 
refrigerants, thereby avoiding adverse effects associated with release of refrigerants 
to the atmosphere. One such technology is thermoelectric cooling. See the box. 





New Materials May Improve Thermoelectric Cooling 

You can buy a thermoelectric cooler powered from the cigarette lighter outlet of your car. 
The same technology is used in space flight applications and in power amplifiers and 
microprocessors. 

Figure 10.7 shows a thermoelectric cooler separating a cold region at temperature Тс 
and a warm region at temperature Ти. The cooler is formed from two n-type and two p-type 
semiconductors with low thermal conductivity, five metallic interconnects with high elec- 
trical conductivity and high thermal conductivity, two electrically insulating ceramic sub- 
strates, and a power source. When power is provided by the source, current flows through 
the resulting electric circuit, giving a refrigeration effect: a heat transfer of energy from 
the cold region. This is known as the Peltier effect. 

The p-type semiconductor material in the right leg of the cooler shown in Fig. 10.7 has 
electron vacancies called holes. Electrons move through this material by filling individual 
holes, slowing electron motion. In the adjacent n-type semiconductor, no holes exist in 
its material structure, so electrons move freely and more rapidly through that material. 
When power is provided by the power source, positively charged holes move in the direc- 
tion of current while negatively charged electrons move opposite to the current; each 
transfers energy from the cold region to the warm region. 

The process of Peltier refrigeration may be understood by following the journey of 
an electron as it travels from the negative terminal of the power source to the positive 
terminal. On flowing through the metallic interconnect and into the p-type material, the 
electron slows and loses energy, causing the surrounding material to warm. At the other 
end of the p-type material, the electron accelerates as it enters the metallic intercon- 
nect and then the n-type material. The accelerating electron acquires energy from the 
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Fig. 10.7 Schematic of a thermoelectric cooler. 
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surrounding material and causes the end of the p-type leg to cool. While the electron 
traverses the p-type material from the hot end to the cold end, holes are moving from the 
cold end to the hot end, transferring energy away from the cold end. While traversing the 
n-type material from the cold end to the hot end, the electron also transfers energy away 
from the cold end to the hot end. When it reaches the warm end of the n-type leg, the 
electron flows through the metallic interconnect and enters the next p-type material, 
where it slows and again loses energy. This scenario repeats itself at each pair of p-type 
and n-type legs, resulting in more removal of energy from the cold end and its deposit at 
the hot end. Thus, the overall effect of the thermoelectric cooler is heat transfer from the 
cold region to the warm region. 

These simple coolers have no moving parts at a macroscopic level and are compact. 
They are reliable and quiet. They also use no refrigerants that harm the ozone layer or 
contribute to global climate change. Despite such advantages, thermoelectric coolers 
have found only specialized application because of low coefficients of performance com- 
pared to vapor-compression systems. However, new materials and production methods 
may make this type of cooler more effective, material scientists report. 

As shown in Fig. 10.7, at the core of a thermoelectric cooler are two dissimilar materi- 
als, in this case n-type and p-type semiconductors. To be effective for thermoelectric 
cooling, the materials must have low thermal conductivity and high electrical conductiv- 
ity, a rare combination in nature. However, new materials with novel microscopic struc- 
tures at the nanometer level may lead to improved cooler performance. With nanotechnol- 
ogy and other advanced techniques, material scientists are striving to find materials with 
the favorable characteristics needed to improve the performance of thermoelectric cool- 
ing devices. 





Other Vapor-Compression Applications 

The basic vapor-compression refrigeration cycle can be adapted for special applica- 
tions. Three are presented in this section. The first is cold storage, which is a ther- 
mal energy storage approach that involves chilling water or making ice. The second 
is a combined-cycle arrangement where refrigeration at relatively low temperature 
is achieved through a series of vapor-compression systems, with each normally 
employing a different refrigerant. In the third, compression work is reduced through 
multistage compression with intercooling between stages. The second and third 
applications considered are analogous to power cycle applications considered in 
Chaps. 8 and 9. 


10.4.1 Cold Storage 


Chilling water or making ice during off-peak periods, usually overnight or over week- 
ends, and storing chilled water/ice in tanks until needed for cooling is known as cold 
storage. Cold storage is an aspect of thermal energy storage considered in the box on 
p. 116. Applications of cold storage include cooling of office and commercial buildings, 
medical centers, college campus buildings, and shopping malls. 

Figure 10.8 illustrates a cold storage system intended for the comfort cooling of 
an occupied space. It consists of a vapor-compression refrigeration unit, ice maker 
and ice storage tank, and coolant loop. Running at night, when less power is required 
for its operation due to cooler ambient temperatures and when electricity rates are 
lowest, the refrigeration unit freezes water. The ice produced is stored in the accom- 
panying tank. When cooling is required by building occupants during the day, the 
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Fig. 10.8 Cold storage applied to comfort cooling. 


temperature of circulating building air is reduced as it passes over coils carrying 
chilled coolant flowing from the ice storage tank. Depending on local climate, some 
moisture also may be removed or added (see Secs. 12.8.3 and 12.8.4). Cool storage 
can provide all cooling required by the occupants or work in tandem with vapor- 
compression or other comfort cooling systems to meet needs. 


10.4.2 Cascade Cycles 


Combined-cycle arrangements for refrigeration are called cascade cycles. In Fig. 10.9 
a cascade cycle is shown in which two vapor-compression refrigeration cycles, labeled 
A and B, are arranged in series with a counterflow heat exchanger linking them. In 
the intermediate heat exchanger, the energy rejected during condensation of the 
refrigerant in the lower-temperature cycle A is used to evaporate the refrigerant in 
the higher-temperature cycle B. The desired refrigeration effect occurs in the low- 
temperature evaporator, and heat rejection from the overall cycle occurs in the high- 
temperature condenser. The coefficient of performance is the ratio of the refrigeration 
effect to the total work input 


On 
В =a. a 
Wea E Wis 


The mass flow rates in cycles A and B are normally different. However, the mass 
flow rates are related by mass and energy rate balances on the interconnecting coun- 
terflow heat exchanger serving as the condenser for cycle A and the evaporator for 
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cycle B. Although only two cycles are shown in Fig. 10.9, cascade cycles 
may employ three or more individual cycles. 

A significant feature of the cascade system illustrated in Fig. 10.9 is 
that the refrigerants in the two or more stages can be selected to have 
advantageous evaporator and condenser pressures in the two or more 
temperature ranges. In a double cascade system, a refrigerant would be 
selected for cycle A that has a saturation pressure-temperature relation- 
ship that allows refrigeration at a relatively low temperature without 
excessively low evaporator pressures. The refrigerant for cycle B would 
Cycle B have saturation characteristics that permit condensation at the required 
temperature without excessively high condenser pressures. 


/ Expansion 
valve 


10.4.3 Multistage Compression with Intercooling 


The advantages of multistage compression with intercooling between 
stages have been cited in Sec. 9.8, dealing with gas power systems. 


Cycle A ) Intercooling is achieved in gas power systems by heat transfer to the 
Бана *—7 lower-temperature surroundings. In refrigeration systems, the refriger- 
AVE ant temperature is below that of the surroundings for much of the 
4 cycle, so other means must be employed to accomplish intercooling 


and achieve the attendant savings in the required compressor work 
input. An arrangement for two-stage compression using the refriger- 
ant itself for intercooling is shown in Fig. 10.10. The principal states 
of the refrigerant for an ideal cycle are shown on the accompanying 
Оһ T-s diagram. 





Fig. 10.9 Example of a cascade vapor- 
compression refrigeration cycle. 
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Fig. 10.10 Refrigeration cycle with two stages of compression and flash intercooling. 


10.5 Absorption Refrigeration 


Intercooling is accomplished in this cycle by means of a direct-contact heat exchanger. 
Relatively low-temperature saturated vapor enters the heat exchanger at state 9, where 
it mixes with higher-temperature refrigerant leaving the first compression stage at state 2. 
A single mixed stream exits the heat exchanger at an intermediate temperature at 
state 3 and is compressed in the second compressor stage to the condenser pressure at 
state 4. Less work is required per unit of mass flow for compression from 1 to 2 fol- 
lowed by compression from 3 to 4 than for a single stage of compression 1-2-а. Since 
the refrigerant temperature entering the condenser at state 4 is lower than for a single 
stage of compression in which the refrigerant would enter the condenser at state a, the 
external irreversibility associated with heat transfer in the condenser is also reduced. 

A central role is played in the cycle of Fig. 10.10 by a liquid-vapor separator, called 
a flash chamber. Refrigerant exiting the condenser at state 5 expands through a valve 
and enters the flash chamber at state 6 as a two-phase liquid-vapor mixture with 
quality x. In the flash chamber, the liquid and vapor components separate into two 
streams. Saturated vapor exiting the flash chamber enters the heat exchanger at state 
9, where intercooling is achieved as discussed above. Saturated liquid exiting the flash 
chamber at state 7 expands through a second valve into the evaporator. On the basis 
of a unit of mass flowing through the condenser, the fraction of the vapor formed in 
the flash chamber equals the quality x of the refrigerant at state 6. The fraction of 
the liquid formed is then (1 — x). The fractions of the total flow at various locations 
are shown in parentheses on Fig. 10.10. 


Absorption Refrigeration. 
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Absorption refrigeration cycles are the subject of this section. These cycles have some 
features in common with the vapor-compression cycles considered previously but 
differ in two important respects: 


» One is the nature of the compression process. Instead of compressing a vapor 
between the evaporator and the condenser, the refrigerant of an absorption system 
is absorbed by a secondary substance, called an absorbent, to form a liquid solution. 
The liquid solution is then pumped to the higher pressure. Because the average 
specific volume of the liquid solution is much less than that of the refrigerant vapor, 
significantly less work is required (see the discussion of Eq. 6.51b in Sec. 6.13.2). 
Accordingly, absorption refrigeration systems have the advantage of relatively 
small work input compared to vapor-compression systems. 

» The other main difference between absorption and vapor-compression systems is 
that some means must be introduced in absorption systems to retrieve the refriger- 
ant vapor from the liquid solution before the refrigerant enters the condenser. This 
involves heat transfer from a relatively high-temperature source. Steam or waste 
heat that otherwise would be discharged to the surroundings without use is par- 
ticularly economical for this purpose. Natural gas or some other fuel can be burned 
to provide the heat source, and there have been practical applications of absorption 
refrigeration using alternative energy sources such as solar and geothermal energy. 


The principal components of an absorption refrigeration system are shown sche- 
matically in Fig. 10.11. In this case, ammonia is the refrigerant and water is the absor- 
bent. Ammonia circulates through the condenser, expansion valve, and evaporator as 
in a vapor-compression system. However, the compressor is replaced by the absorber, 
pump, generator, and valve shown on the right side of the diagram. 


» In the absorber, ammonia vapor coming from the evaporator at state 1 is absorbed 
by liquid water. The formation of this liquid solution is exothermic. Since the amount 
of ammonia that can be dissolved in water increases as the solution temperature 
decreases, cooling water is circulated around the absorber to remove the energy 
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Fig. 10.11 Simple ammonia-water absorption refrigeration system. 
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Fig. 10.12 Modified ammonia-water 
absorption system. 





released as ammonia goes into solution and to maintain the tem- 
perature in the absorber as low as possible. The strong ammonia- 
water solution leaves the absorber at point a and enters the pump, 
where its pressure is increased to that of the generator. 

» In the generator, heat transfer from a high-temperature source drives 
ammonia vapor out of the solution (an endothermic process), leaving 
a weak ammonia-water solution in the generator. The vapor liberated 
passes to the condenser at state 2, and the remaining weak solution at 
с flows back to the absorber through a valve. The only work input is 
the power required to operate the pump, and this is small in compari- 
son to the work that would be required to compress refrigerant vapor 
between the same pressure levels. However, costs associated with the 
heat source and extra equipment not required by vapor-compressor 
systems can cancel the advantage of a smaller work input. 


Ammonia-water systems normally employ several modifications of 
the simple absorption cycle considered above. Two common modifica- 
tions are illustrated in Fig. 10.12. In this cycle, a heat exchanger is included 
between the generator and the absorber that allows the strong water- 
ammonia solution entering the generator to be preheated by the weak 
solution returning from the generator to the absorber, thereby reducing 
the heat transfer to the generator, Qc. The other modification shown 
on the figure is the rectifier placed between the generator and the con- 
denser. The function of the rectifier is to remove any traces of water 
from the refrigerant before it enters the condenser. This eliminates the 
possibility of ice formation in the expansion valve and the evaporator. 

Another type of absorption system uses lithium bromide as the absor- 
bent and water as the refrigerant. The basic principle of operation is the 
same as for ammonia-water systems. То achieve refrigeration at lower 
temperatures than are possible with water as the refrigerant, a lithium 
bromide-water absorption system may be combined with another cycle 
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using a refrigerant with good low-temperature characteristics, such as ammonia, to 
form a cascade refrigeration system. 
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The objective of a heat pump is to maintain the temperature within a dwelling or 
other building above the temperature of the surroundings or to provide a heat trans- 
fer for certain industrial processes that occur at elevated temperatures. Heat pump 
systems have many features in common with the refrigeration systems considered thus 
far and may be of the vapor-compression or absorption type. Vapor-compression heat 
pumps are well suited for space heating applications and are commonly used for this 
purpose. Absorption heat pumps have been developed for industrial applications and 
are also increasingly being used for space heating. To introduce some aspects of heat 
pump operation, let us begin by considering the Carnot heat pump cycle. 


10.6.1 Carnot Heat Pump Cycle 


By simply changing our viewpoint, we can regard the cycle shown in Fig. 10.1 as a 
heat pump. 'The objective of the cycle now, however, is to deliver the heat transfer 
Ол to the warm region, which is the space to be heated. At steady state, the rate at 
which energy is supplied to the warm region by heat transfer is the sum of the energy 
supplied to the working fluid from the cold region, Qin, and the net rate of work input 
to the cycle, Wnet. That is, 


Oout = О RS Wie (10.8) 
The coefficient of performance of any heat pump cycle is defined as the ratio of 
the heating effect to the net work required to achieve that effect. For the Carnot heat 
pump cycle of Fig. 10.1 
Qowlm area 2-a-b-3-2 


Wm — Wim агеа1-2-3-4-1 





Ymax — 


which reduces to 


КЕТЕ (5 = 50) 2 06 
"T (7,- Te)(sa— љ) Ta- Tc 





(10.9) 


This equation, which corresponds to Eq. 5.11, represents the maximum theoretical 
coefficient of performance for any heat pump cycle operating between two regions 
at temperatures Тс and Ти. Actual heat pump systems have coefficients of perfor- 
mance that are lower than calculated from Eq. 10.9. 

A study of Eq. 10.9 shows that as the temperature Tc of the cold region decreases, 
the coefficient of performance of the Carnot heat pump decreases. This trait is also 
exhibited by actual heat pump systems and suggests why heat pumps in which the 
role of the cold region is played by the local atmosphere (air-source heat pumps) 
normally require backup systems to provide heating on days when the ambient tem- 
perature becomes very low. If sources such as well water or the ground itself are used, 
relatively high coefficients of performance can be achieved despite low ambient air 
temperatures, and backup systems may not be required. 


10.6.2 Vapor-Compression Heat Pumps 


Actual heat pump systems depart significantly from the Carnot cycle model. Most 
systems in common use today are of the vapor-compression type. The method of 


Heat Pump. Cycle 


A.11 – АП Tabs А, 
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Fig. 10.13 Air-source vapor-compression heat pump system. 


analysis of vapor-compression heat pumps is the same as that of vapor-compression 
refrigeration cycles considered previously. Also, the previous discussions concerning 
the departure of actual systems from ideality apply for vapor-compression heat pump 
systems as for vapor-compression refrigeration cycles. 

As illustrated by Fig. 10.13, a typical vapor-compression heat pump for space heat- 
ing has the same basic components as the vapor-compression refrigeration system: 
compressor, condenser, expansion valve, and evaporator. The objective of the system 
is different, however. In a heat pump system, Qin comes from the surroundings, and 
Qou is directed to the dwelling as the desired effect. А net work input is required to 
accomplish this effect. 

The coefficient of performance of a simple vapor-compression heat pump with 
states as designated on Fig. 10.13 is 


_ быт В — hs 
Wm h, — hy 





Y (10.10) 


The value of y can never be less than unity. 

Many possible sources are available for heat transfer to the refrigerant passing 
through the evaporator, including outside air; the ground; and lake, river, or well 
water. Liquid circulated through a solar collector and stored in an insulated tank also 
can be used as a source for a heat pump. Industrial heat pumps employ waste heat 
or warm liquid or gas streams as the low-temperature source and are capable of 
achieving relatively high condenser temperatures. 

In the most common type of vapor-compression heat pump for space heating, the 
evaporator communicates thermally with the outside air. Such air-source heat pumps 
also can be used to provide cooling in the summer with the use of a reversing valve, 
as illustrated in Fig. 10.14. The solid lines show the flow path of the refrigerant in the 
heating mode, as described previously. To use the same components as an air condi- 
tioner, the valve is actuated, and the refrigerant follows the path indicated by the 
dashed line. In the cooling mode, the outside heat exchanger becomes the condenser, 
and the inside heat exchanger becomes the evaporator. Although heat pumps can be 
more costly to install and operate than other direct heating systems, they can be 
competitive when the potential for dual use is considered. 

Example 10.4 illustrates use of the first and second laws of thermodynamics 
together with property data to analyze the performance of an actual heat pump cycle, 
including cost of operation. 
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heat pump. 


Analyzing an Actual Vapor-Compression Heat Pump Cycle 


Refrigerant 134a is the working fluid in an electric-powered, air-source heat pump that maintains the inside tem- 
perature of a building at 22°C for a week when the average outside temperature is 5°C. Saturated vapor enters 
the compressor at —8°C and exits at 50°C, 10 bar. Saturated liquid exits the condenser at 10 bar. The refrigerant 
mass flow rate is 0.2 kg/s for steady-state operation. Determine (a) the compressor power, in kW, (b) the isentro- 
pic compressor efficiency, (c) the heat transfer rate provided to the building, in kW, (d) the coefficient of perfor- 
mance, and (e) the total cost of electricity, in $, for 80 hours of operation during that week, evaluating electricity 
at 15 cents per kW - h. 


SOLUTION 


Known: A heat pump cycle operates with Refrigerant 134a. The states of the refrigerant entering and exiting the 
compressor and leaving the condenser are specified. The refrigerant mass flow rate and interior and exterior 
temperatures are given. 


Find: Determine the compressor power, the isentropic compressor efficiency, the heat transfer rate to the build- 
ing, the coefficient of performance, and the cost to operate the electric heat pump for 80 hours of operation. 


Schematic and Given Data: 


Building inside Tja. = 22°С 


















50°C 






T; 


inside 


T, 


outside 


-22С 
-8°C =3°С 


























Тош 556 Outside 


Fig. E10.4 
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Engineering Model: 


1. Each component of the cycle is analyzed as a control volume at steady state. 

. There are no pressure drops through the evaporator and condenser. 

. The compressor operates adiabatically. The expansion through the valve is a throttling process. 
. Kinetic and potential energy effects are negligible. 


. Saturated vapor enters the compressor and saturated liquid exits the condenser. 


ол ы о NM 


. For costing purposes, conditions provided are representative of the entire week of operation and the value 
of electricity is 15 cents per kW - h. 


Analysis: Let us begin by fixing the principal states located on the accompanying schematic and T-s diagram. 
State 1 is saturated vapor at —8°C; thus Л, and sı are obtained directly from Table A-10. State 2 is superheated 
vapor; knowing Т» and р», Л» is obtained from Table A-12. State 3 is saturated liquid at 10 bar and л; is obtained 
from Table A-11. Finally, expansion through the valve is a throttling process; therefore, h4 = йз. A summary of 
property values at these states is provided in the following table: 





State T(C) p(bar) h(kJ/kg) s(kJ/kg - K) 
1 —8 2.1704 242.54 0.9239 
2 50 10 280.19 = 
3 — 10 105.29 — 
4 = 2.1704 105.29 ES 


(a) The compressor power is 


1kW 
1 kJ/s 


kg 


| kJ 
We = ri(h; — hy) = 025 (280.19 – 242.54) =| = 7.53 kW 


(b) The isentropic compressor efficiency is 


(Writ), 
(Wm) 
where Л»; is the specific entropy at state 2s, as indicated on the accompanying 
T-s diagram. State 2s is fixed using p; and sọ} = sı. Interpolating in Table A-12, 


(ћу ni hi) 
(hy — hy) 





с 


тее UC M De VS PT AT BOSCH E IT 


ћу = 274.18 kJ/kg. Solving for compressor efficiency 


(hy, = №) (274.18 — 242.54) 
Te Ch, — m) (280.19 — 242.54) 





= 0.84 (84%) 


(c) The heat transfer rate provided to the building is 





А kg kJ|1 kW 
= m(h; — hz) = | 0.2— |(280.19 — 105.29) — ———| = 34.98 k 
Qou = (ha — №) ( 5 X 3 us 1 kJ/s oid 
(d) The heat pump coefficient of performance is 
Qo. 3498 kW 
үзу  TSkWw 74% 


(e) Using the result from part (а) together with the given cost and use data 


$ 
kW · 





[electricity cost for 80 hours of operation] = (7.53 kW)(80 0л ;) — $90.36 


If the cost of electricity is 10 cents per kW - h, which is the U.S. 


average for the period under consideration, evaluate the cost to operate 
the heat pump, in $, keeping all other data the same. Ans. $60.24. 





Ability to... 

О sketch the T-s diagram of 
the vapor-compression heat 
pump cycle with irreversibili- 
ties in the compressor. 

О fix each of the principal 
States and retrieve 
necessary property data. 

О calculate the compressor 
power, heat transfer rate 
delivered, and coefficient of 
performance. 

О calculate isentropic com- 
pressor efficiency. 

Ц conduct ап elementary 
economic evaluation. 
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АП refrigeration systems considered thus far involve changes in phase. Let us now 
turn to gas refrigeration systems in which the working fluid remains a gas throughout. 
Gas refrigeration systems have a number of important applications. They are used to 
achieve very low temperatures for the liquefaction of air and other gases and for 
other specialized applications such as aircraft cabin cooling. The Brayton refrigeration 
cycle illustrates an important type of gas refrigeration system. 


10.7.1 Brayton Refrigeration Cycle 


The Brayton refrigeration cycle is the reverse of the closed Brayton power cycle intro- 
duced in Sec. 9.6. A schematic of the reversed Brayton cycle is provided in Fig. 10.15a. 
The refrigerant gas, which may be air, enters the compressor at state 1, where the 
temperature is somewhat below the temperature of the cold region, Те, and is com- 
pressed to state 2. The gas is then cooled to state 3, where the gas temperature 
approaches the temperature of the warm region, Ty. Next, the gas is expanded to state 
4, where the temperature, Т), is well below that of the cold region. Refrigeration is 
achieved through heat transfer from the cold region to the gas as it passes from state 
4 to state 1, completing the cycle. The T-s diagram in Fig. 10.155 shows an ideal Bray- 
ton refrigeration cycle, denoted by 1-25-3-45-1, in which all processes are assumed to 
be internally reversible and the processes in the turbine and compressor are adiabatic. 
Also shown is the cycle 1-2-3-4-1, which suggests the effects of irreversibilities during 
adiabatic compression and expansion. Frictional pressure drops have been ignored. 


CYCLE ANALYSIS. The method of analysis of the Brayton refrigeration cycle is 
similar to that of the Brayton power cycle. Thus, at steady state the work of the 
compressor and the turbine per unit of mass flow are, respectively, 
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Fig. 10.15 Brayton refrigeration cycle. 
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In obtaining these expressions, heat transfer with the surroundings and changes in 
kinetic and potential energy have been ignored. The magnitude of the work devel- 
oped by the turbine of a Brayton refrigeration cycle is typically significant relative to 
the compressor work input. 

Heat transfer from the cold region to the refrigerant gas circulating through the 
low-pressure heat exchanger, the refrigeration effect, is 


Eu йы 
m 


The coefficient of performance is the ratio of the refrigeration effect to the net 
work input: 


= Ошт = (hy = h4) 
W.lm — Wim (h — hi) — (h; — hà) 





p (10.11) 


In the next example, we illustrate the analysis of an ideal Brayton refrigeration 
cycle. 


EXAMPLE 10.5 О О ГГ О О Т О Г ОГ КТК ЕРТЕРЕКТЕ 
T 
Н 


Analyzing an Ideal Brayton Refrigeration Cycle 


Air enters the compressor of an ideal Brayton refrigeration cycle at 1 atm, 480°R, with a volumetric flow rate 
of 50 ft?/s. If the compressor pressure ratio is 3 and the turbine inlet temperature is 540°R, determine (a) the net 
power input, in Btu/min, (b) the refrigeration capacity, in Btu/min, (c) the coefficient of performance. 


SOLUTION 


Known: An ideal Brayton refrigeration cycle operates with air. Compressor inlet conditions, the turbine inlet 
temperature, and the compressor pressure ratio are given. 


Find: Determine the nef power input, іп Btu/min, the refrigeration capacity, іп Btu/min, and the coefficient of 
performance. 


Schematic and Given Data: 


Engineering Model: 


1. Each component of the 
cycle is analyzed as a con- 
trol volume at steady state. 
The control volumes are 
indicated by dashed lines on 
the accompanying sketch. 














р=3 айа 
Т, = 2. The turbine and compressor 
54028. processes are isentropic. 





3. There are no pressure drops 
through the heat exchangers. 








Ts 
480°R 











4. Kinetic and potential energy 
effects are negligible. 


4s 





1 
a | (AV), = 50 ft/s 
| T, = 480°R 
Qin Ра = latm 4s 5. The working fluid is air 
7 modeled as ар ideal gas. 








Fig. E10.5 
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Analysis: The analysis begins by determining the specific enthalpy at each numbered state of the cycle. At state 
1, the temperature is 480°R. From Table А-22Е, А; = 114.69 Btu/lb, р„ = 0.9182. Since the compressor process 


is isentropic, ћу, can be determined by first evaluating p, at state 2s. That is, 
P2 
Pr = na = (3)(0.9182) = 2.755 
1 


Then, interpolating in Table A-22E, we get hj, = 1571 Btu/lb. 


The temperature at state 3 is given as T4 = 540°R. From Table A-22E, h; = 129.06 Btu/lb, р,; = 1.3860. The 


specific enthalpy at state 4s is found by using the isentropic relation 
P4 
ра = Ps, = (1.3860) (1/3) = 0.462 
3 


Interpolating in Table A-22E, we obtain h4, = 94.1 Btu/Ib. 
(a) The net power input is 


Weycte = m| (hz ~ hi) ~ (h3 ш has) | 


This requires the mass flow rate m, which can be determined from the volumetric flow rate and the specific 


volume at the compressor inlet: 
(AV) 


11 





т- 


Since uU = (RIM)T\/p, 

(AV)ıpı 

(RIM)T, 

(50 ft*/s)|60 s/min|(14.7 Ibf/in.?)|144 in."/ft^| 


( 1545 ft - Ibf Jason) 





28.97 ]b - ^R 
= 248 тіп 


Finally 


Wa. = (248 Ib/min)[ (157.1 — 114.69) - (129.06 — 94.1)] Btu/Ib 


— 1848 Btu/min 


(b) The refrigeration capacity is 
Qin = m(h, — ha) 
= (248 Ib/min)(114.69 — 94.1) Btu/lb 
— 5106 Btu/min 


(c) The coefficient of performance is 
Qu _ 5106 _ 


: 2.76 
ае 1948 





9 B= 


@ Irreversibilities within the compressor and turbine serve to decrease the coef- 
ficient of performance significantly from that of the corresponding ideal cycle 
because the compressor work requirement is increased and the turbine work 
output is decreased. This is illustrated in Example 10.6. 


Determine the refrigeration capacity in tons of refrigeration. 


Ans. 25.53 ton. 













Ability to... 

О sketch the T-s diagram of 
the ideal Brayton refrigera- 
tion cycle. 

О fix each of the principal 
States and retrieve neces- 
Sary property data. 

О calculate net power input, 

refrigeration capacity, and 

coefficient. of performance. 
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Example 10.6 illustrates the effects of irreversible compression and turbine expan- 
sion building on Example 10.5, on the performance of Brayton cycle refrigeration. For 
this, we apply the isentropic compressor and turbine efficiencies introduced in Sec. 6.12. 


EXAMPLE 4558 ОУ О О О О О Т О О Г Л Г Г Г Т Т terry 


Evaluating Performance of a Brayton Refrigeration Cycle with 
Irreversibilities 
Reconsider Example 10.5, but include in the analysis that the compressor and turbine each have an isentropic 


efficiency of 80%. Determine for the modified cycle (a) the net power input, in Btu/min, (b) the refrigeration 
capacity, in Btu/min, (c) the coefficient of performance, and discuss its value. 


SOLUTION 


Known: А Brayton refrigeration cycle operates with air. Compressor inlet conditions, the turbine inlet temperature, 
and the compressor pressure ratio are given. The compressor and turbine each have an isentropic efficiency of 8096. 


Find: Determine the net power input and the refrigeration capacity, each in Btu/min. Also determine the coef- 
ficient of performance and discuss its value. 


Schematic and Given Data: 


T 2 Engineering Model: 


1. Each component of the cycle is analyzed as a control vol- 
ume at steady state. 


2. The compressor and turbine are adiabatic. 


3. There are no pressure drops through the heat exchangers. 





4. Kinetic and potential energy effects are negligible. 





T; = 540°R 





T, = 48098. 5. The working fluid is air modeled as ап ideal gas. 








4s 
s Fig. E10.6 
Analysis: 
(а) The power input to the compressor is evaluated using the isentropic compressor efficiency, n.. That is, 
у, _ (Тит), 
то ко 


The value of the work per unit mass for the isentropic compression, (ҮГ), is determined with data from 
the solution in Example 10.5 as 42.41 Btu/Ib. The actual power required is then 


m(W.lm), (2481Ьшіп)(42.41 Btu/Ib) 


° те (0.8) 
= 13,147 Btu/min 





The turbine power output is determined using the turbine isentropic efficiency ту. Thus, ут = n (Ут). Using 
data from the solution to Example 10.5 gives (Ут), = 34.96 Btu/Ib. The actual power output of the turbine is then 


W, = ту Wim), = (248 Ib/min)(0.8)(34.96 Btu/Ib) 
— 6936 Btu/min 
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The net power input to the cycle is 


уге = 13,147 - 6936 = 6211 Btu/min 


(b) The specific enthalpy at the turbine exit, h4, is required to evaluate the refrigeration capacity. This enthalpy 
can be determined by solving W, = m(h3 — hi) to obtain hy = лз — W,/m. Inserting known values 


6936 
h4 = 129.06 — (525) = 1011 Btu/Ib 


The refrigeration capacity is then 


Ош = т(А, — hy) = (248)(114.69 — 101.1) = 3370 Btu/min 























(c) The coefficient of performance is — NM ee ee 
^, Ability to... 
B Qin = — = 0.543 О sketch the Т-в diagram of 
Weycle the Brayton refrigeration 

The value of the coefficient of performance in this case is less than unity. This cycle with irreversibilities in 
means that the refrigeration effect is smaller than the net work required to achieve the turbine and compressor. 
it. Additionally, note that irreversibilities in the compressor and turbine have а Q fi each of the principa 
significant effect on the performance of gas refrigeration systems. This is brought states and retrieve neces- 
out by comparing the results of the present example with those of Example 10.5. sary property data. 
Irreversibilities result in an increase in the work of compression and a reduction О calculate net power input, 
in the work output of the turbine. The refrigeration capacity is also reduced. The refrigeration capacity, and 


overall effect is that the coefficient of performance is decreased significantly. coefficient of performance. 


Determine the coefficient of performance for a Carnot refrig- 


өөө eration cycle operating between reservoirs at 480°R and 540°R. Ans. 8. i 








10.7.2 Additional Gas Refrigeration Applications 


To obtain even moderate refrigeration capacities with the Brayton refrigeration cycle, 
equipment capable of achieving relatively high pressures and volumetric flow rates 
is needed. For most applications involving air conditioning and for ordinary refrig- 
eration processes, vapor-compression systems can be built more cheaply and can oper- 
ate with higher coefficients of performance than gas refrigeration systems. With suit- 
able modifications, however, gas refrigeration systems can be used to achieve 
temperatures of about —150°C (—240°F), which are well below the temperatures 
normally obtained with vapor systems. 

Figure 10.16 shows the schematic and 7—s diagram of an ideal Brayton cycle modi- 
fied by introduction of a heat exchanger. The heat exchanger allows the air exiting the 
compressor at state 2 to cool below the warm region temperature Ty, giving a low 
turbine inlet temperature, Т». Without the heat exchanger, air could be cooled only 
close to Тн, as represented on the figure by state a. In the subsequent expansion through 
the turbine, the air achieves a much lower temperature at state 4 than would have been 
possible without the heat exchanger. Accordingly, the refrigeration effect, achieved from 
state 4 to state b, occurs at a correspondingly lower average temperature. 

An example of the application of gas refrigeration to cabin cooling in an aircraft 
is illustrated in Fig. 10.17 As shown in the figure, a small amount of high-pressure air 
is extracted from the main jet engine compressor and cooled by heat transfer to the 
ambient. The high-pressure air is then expanded through an auxiliary turbine to the 
pressure maintained in the cabin. The air temperature is reduced in the expansion 
and thus is able to fulfill its cabin cooling function. As an additional benefit, the 
turbine expansion can provide some of the auxiliary power needs of the aircraft. 
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Fig. 10.16 Brayton refrigeration cycle modified with a heat exchanger. 


Size and weight are important considerations in the selection of equipment for use 
in aircraft. Open-cycle systems, like the example given here, utilize compact high- 
speed rotary turbines and compressors. Furthermore, since the air for cooling comes 
directly from the surroundings, there are fewer heat exchangers than would be needed 
if a separate refrigerant were circulated in a closed vapor-compression cycle. 


10.7.3 Automotive Air Conditioning Using Carbon Dioxide 


Owing primarily to environmental concerns, automotive air-conditioning systems 
using CO; are currently under active consideration. Carbon dioxide causes no harm 
to the ozone layer, and its Global Warming Potential of 1 is small compared to that 
of R-134a, commonly used in automotive air-conditioning systems. Carbon dioxide is 
nontoxic and nonflammable. As it is abundant in the atmosphere and the exhaust gas 
of coal-burning power and industrial plants, CO; is a relatively inexpensive choice as 
a refrigerant. Still, automakers considering a shift to CO; away from R-134a must 
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Fig. 10.17 An application of gas 
refrigeration to aircraft cabin cooling. 
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Fig. 10.18 Carbon dioxide automotive air-conditioning system. 


weigh system performance, equipment costs, and other key issues before embracing 
such a change in longstanding practice. 

Figure 10.18 shows the schematic of а CO,-charged automotive air-conditioning 
system with an accompanying 7-s diagram labeled with the critical temperature T, 
and critical pressure р, of СО»: 31°C (88°F) and 72.9 atm, respectively. The system 
combines aspects of gas refrigeration with aspects of vapor-compression refrigeration. 
Let us follow the СО; as it passes steadily through each of the components, beginning 
with the inlet to the compressor. 

Carbon dioxide enters the compressor as superheated vapor at state 1 and is com- 
pressed to a much higher temperature and pressure at state 2. The СО; passes from 
the compressor into the gas cooler, where it cools at constant pressure to state 3 as 
a result of heat transfer to the ambient. The temperature at state 3 approaches that 
of the ambient, denoted on the figure by Тн. CO; is further cooled in the intercon- 
necting heat exchanger at constant pressure to state 4, where the temperature is 
below that of ambient. Cooling is provided by low-temperature CO; in the other 
stream of the heat exchanger. During this portion of the refrigeration cycle, the pro- 
cesses are like those seen in gas refrigeration. 

This similarity ends abruptly as the CO; next expands through the valve to state 
5 in the liquid-vapor region and then enters the evaporator, where it is vaporized to 
state 6 by heat transfer from the passenger cabin at temperature То, thereby cooling 
the passenger cabin. These processes are like those seen in vapor-compression refrig- 
eration systems. Finally, at state 6 the СО; enters the heat exchanger, exiting at state 1. 
The heat exchanger increases the cycle's performance in two ways: by delivering 
lower-quality two-phase mixture at state 5, increasing the refrigerating effect through 
the evaporator, and by producing higher-temperature superheated vapor at state 1, 
reducing the compressor power required. 
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CHAPTER SUMMARY AND STUDY GUIDE DD 


Chapter 10 Refrigeration and Heat Pump Systems 


KEY EQUATIONS 


In this chapter we have considered refrigeration and heat 
pump systems, including vapor systems where the refriger- 
ant is alternately vaporized and condensed, and gas systems 
where the refrigerant remains a gas. The three principal 
types of systems discussed are the vapor-compression, 
absorption, and reversed Brayton cycles. 

The performance of simple vapor refrigeration systems is 
described in terms of the vapor-compression cycle. For this 
cycle, we have evaluated the principal work and heat trans- 
fers along with two important performance parameters: the 
coefficient of performance and the refrigeration capacity. We 
have considered the effect on performance of irreversibili- 
ties during the compression process and in the expansion 
across the valve, as well as the effect of irreversible heat 
transfer between the refrigerant and the warm and cold 
regions. Variations of the basic vapor-compression refrigera- 
tion cycle also have been considered, including cold stor- 
age, cascade cycles, and multistage compression with inter- 
cooling. A discussion of vapor-compression heat pump 
systems is also provided. 

Qualitative discussions are presented of refrigerant prop- 
erties and of considerations in selecting refrigerants. Absorp- 
tion refrigeration and heat pump systems are also discussed 
qualitatively. The chapter concludes with a study of gas 
refrigeration systems. 


KEY ENGINEERING CONCEPTS 4.4.4..... 


vapor-compression refrigeration, p. 612 
refrigeration capacity, p. 612 


ton of refrigeration, p. 612 
absorption refrigeration, p. 627 


The following list provides a study guide for this chapter. 
When your study of the text and end-of-chapter exercises 
has been completed, you should be able to 


> write out the meanings of the terms listed in the margin 
throughout the chapter and understand each of the 
related concepts. The subset of key concepts listed below 
is particularly important. 


> sketch the T-s diagrams of vapor-compression refrigeration 
and heat pump cycles and of Brayton refrigeration cycles 
correctly showing the relationship of the refrigerant tem- 
perature to the temperatures of the warm and cold regions. 


> apply the first and second laws along with property data 
to determine the performance of vapor-compression 
refrigeration and heat pump cycles and of Brayton refrig- 
eration cycles, including evaluation of the power required, 
the coefficient of performance, and the capacity. 


> sketch schematic diagrams of vapor-compression cycle 
modifications, including cascade cycles and multistage 
compression with intercooling between the stages. In 
each case be able to retrieve property data and apply 
mass and energy balances and the second law to deter- 
mine performance. 


> explain the operation of absorption refrigeration systems. 


vapor-compression heat pump, p. 630 
Brayton refrigeration cycle, p. 633 




















f) 
Bmax = poe (10.1) p. 611 Coefficient of performance of the Carnot refrigera- 
H “с tion cycle (Fig. 10.1) 
B= Qum № = ha (10.7) p. 613 Coefficient of performance of the vapor-compression 
Wim = refrigeration cycle (Fig. 10.3) 
Ti 
тах © с (10.9) p. 629 | Coefficient of performance of the Carnot heat pump 
Tue ет 
H Ç cycle (Fig. 10.1) 
= Фот _ — № (10.10) p. 630 | Coefficient of performance of the vapor-compression 
т № = hy heat pump cycle (Fig. 10.13) 
Qum (hi — ha) (10.11) p. 634 
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Coefficient of performance of the Brayton refrigera- 
tion cycle (Fig. 10.15) 
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EXERCISES: THINGS ENGINEERS THINK ABOUT ...................................... 


1. How can steam be used for refrigeration applications? 


2. You have a refrigerator located in your garage. Does it 
perform differently in the summer than in the winter? Explain. 


3. Abbe installs a dehumidifier to dry the walls of a small, 
closed basement room. When she enters the room later, it 
feels warm. Why? 


4. Why does the indoor unit of a central air conditioning 
system have a drain hose? 


5. Refrigerant flowing to a refrigerator's compressor flows 
through a tube with a larger diameter than the tube at the 
discharge of the compressor. Why is this true? 


6. Why do refrigerator manufacturers recommend that owners 
clean the back of some domestic refrigerators? 


7. What are three considerations taken into account when 
selecting a refrigerant for a domestic refrigerator? 
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8. What are п-іуре and p-type semiconductors? 
9. What qualifies a refrigerator to be an Energy Star® appliance? 
10. You see an advertisement claiming that heat pumps are 


particularly effective in Atlanta, Georgia. Why might that be 
true? 

11. If your car's air conditioner discharges only warm air while 
operating, what might be wrong with it? 


12. Large office buildings often use air conditioning to cool 
interior areas even in winter in cold climates. Why? 


13. In what North American locations are heat pumps not a 
good choice for heating dwellings? Explain. 


14. If the heat exchanger is omitted from the system of 
Fig. 10.16, what is the effect on the coefficient of per- 
formance? 


Match the appropriate definition in the right column with each term in the left column. 


1. _ Refrigeration Capacity 


A. Simplified index used to estimate the potential influence on global warming 


caused by the release of a specified gas. 


2. CO, 

3. __ Vapor-Compression Heat Pump 
4. — Flash Chamber 
5; 


__ Ton of Refrigeration 


B. A liquid-vapor separator. 
C. Examples include R-12, R-134a, and R-22. 
D. Examples include ammonia and CQ). 


E. A refrigeration system where the working fluid changes phase (gas, liquid, 


vapor-liquid mixture) during the cycle. 


6. __ Thermoelectric Cooling 


Е The heat transfer from the refrigerated space resulting in the evaporation 


vaporization of the refrigerant. 


7. __ Natural Refrigerants 
8. Synthetic Refrigerants 
9. __ Global Warming Potential 


G. A cooling technology that does not use a refrigerant. 
H. A refrigerant with a GWP of 1. 


1. System used for heating that consists of the same basic components as a 


vapor-compression refrigeration system. 


10. — Vapor-Compression 
Refrigeration System 


11. The Carnot refrigeration cycle consists of internally 
reversible processes and areas on a can be 
interpreted as heat transfers. 


12. The coefficient of performance of a refrigeration cycle is 
the ratio of 


13. Why is wet compression avoided within refrigeration cycle 
compression? 


14. Why is a valve used rather than a turbine for the expansion 
in a vapor-compression refrigeration cycle? 


15. The refrigerant temperature in the condenser is several 
degrees the temperature of the warm region, Ty. 


J. A commonly used unit for refrigeration capacity. 


16. Which process within an ideal vapor-compression cycle is 
not internally reversible? 


17. Hydrocarbons such as butane and methane are examples 
of refrigerants. 


18. Which component of an air-source heat pump allows it to 
be used for both heating in the winter and cooling in the 
summer? 


19. The coefficient of performance of a Brayton refrigeration 
cycle be less than unity. 


20. Why is the coefficient of performance of an ideal vapor- 
compression refrigeration cycle less than the coefficient of 
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performance of a Carnot refrigeration cycle operating 
between the same warm and cold region temperatures? 


21. In the condensing process of an actual vapor-compression 
system, what effect can subcooling the refrigerant have on 
external irreversibilities on the system? 


22. A gas refrigeration application is often used to cool the 
interior cabin of a(n) 


23. Comparing centrifugal and reciprocating compressors, 
centrifugal compressors are better suited for 
evaporating pressures and refrigerants with 
volumes at low pressure. 


specific 


24. The evaporator temperature in a vapor-compression 
refrigeration system is governed by the associated 
region temperature. 


25. Cold storage involves creating and storing chilled water or 
ice during periods. 


26. What is the Global Warming Potential of R-134a? 


27. 'The essential elements within a thermoelectric cooler are 
two metals. 


28. In a vapor-compression refrigeration system, a can 
be used to separate a two-phase liquid-vapor mixture into 
saturated liquid and saturated vapor components. 


29. Which component within an absorption refrigeration 
system requires heat transfer from a high temperature 
source? 


30. In a gas refrigeration system, the refrigerant remains a 
throughout the cycle. 


Indicate whether the following statements are true or false. 
Explain. 


31. The choice of refrigerant affects the type of compressor used. 


32. In a lithium bromide absorption refrigeration system, 
water is the refrigerant. 


33. The desuperheating section of the refrigerant condenser 
generally introduces external irreversibilities for the 
refrigeration system. 


34. A throttling process is usually modeled as an isentropic 
process. 


35. In a vapor-compression refrigeration system, the net power 
input is equal to the sum of the compressor power input and 
turbine power output. 


Vapor Refrigeration Systems 


10.1 Refrigerant 22 is the working fluid in a Carnot refrigeration 
cycle operating at steady state. The refrigerant enters the 
condenser as saturated vapor at 32°С and exits as saturated 
liquid. The evaporator operates at 0°C. What is the coefficient 
of performance of the cycle? Determine, in kJ per kg of 
refrigerant flowing, 


(a) the work input to the compressor. 
(b) the work developed by the turbine. 
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36. In cold regions when the ambient temperature becomes 
very low, residential air-source heat pumps can typically 
supply adequate heat to a dwelling without the use of a 
backup heating system. 


37. The refrigerant flowing through the compressor in a vapor- 
compression refrigeration system is generally in the super- 
heated vapor phase. 


38. Absorption refrigeration systems include a compressor. 


39. The refrigerant in an ideal Carnot refrigeration cycle 
experiences no internal irreversibilities, but there might be 
external irreversibilities in the heat transfer processes with 
the respective thermal reservoirs. 


40. Refrigerant exits the expansion valve of a vapor-compression 
refrigeration system as a two-phase liquid-vapor mixture. 


41. The Carnot vapor refrigeration cycle is represented on a 
T-s diagram as a rectangle. 


42. Тһе coefficient of performance of а vapor-compression 
system tends to increase as the evaporating temperature 
decreases and the condensing temperature increases. 


43. CFC refrigerants are commonly used in new installations in 
the United States. 


44. Refrigerant-134a is an example of a natural refrigerant. 


45. The coefficient of performance of a heat pump can be less 
than 1. 


46. The core materials used in thermoelectric coolers must 
have low thermal conductivity and high electrical conductivity. 


47. Тһе coefficient of performance of an actual refrigeration cycle 
exceeds that of an ideal Carnot refrigeration cycle operating 
between the same high- and low-temperature regions. 


48. In a cascade vapor-compression refrigeration cycle, each 
stage can use a unique refrigerant based on suitable evaporator 
and condenser pressures. 


49. A vapor-compression refrigerator located in a garage 
performs differently depending on the variation of garage 
indoor air temperature. 


50. The same components of a heat pump system for a building 
can be used for heating or cooling the interior space. 


51. In an automotive air-conditioning cycle using CO; as the 
refrigerant, the temperature and pressure of the CO; within 
the cycle exceed the critical temperature and critical pressure 
of carbon dioxide. 
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(c) the heat transfer to the refrigerant passing through the 
evaporator. 


10.2 Refrigerant 22 is the working fluid in a Carnot vapor 
refrigeration cycle for which the evaporator temperature is 
—30*C. Saturated vapor enters the condenser at 36°С, and 
saturated liquid exits at the same temperature. The mass 
flow rate of refrigerant is 10 kg/min. Determine 


(a) the rate of heat transfer to the refrigerant passing 
through the evaporator, in kW. 


(b) the net power input to the cycle, in kW. 
(c) the coefficient of performance. 
(d) the refrigeration capacity, in tons. 


10.3 A Carnot vapor refrigeration cycle operates between 
thermal reservoirs at 4°С and 30°С. The working fluid is 
saturated vapor at the end of the compression process and 
saturated liquid at the beginning of the expansion process. 
For (a) Refrigerant 134a, (b) propane, (c) water, (d) ammonia, 
(е) СО; (using Fig. А-10), and (f) Refrigerant 410A (using 
Fig. A-11) as the working fluid, determine the operating 
pressures in the condenser and evaporator, in bar, and the 
coefficient of performance. 


10.4 Consider a Carnot vapor refrigeration cycle with 
Refrigerant 134a as the working fluid. The cycle maintains a 
cold region at 40°F when the ambient temperature is 90°F. 
Data at principal states in the cycle are given in the table 
below. The states are numbered as in Fig. 10.1. Sketch the 
T-s diagram for the cycle and determine the 


(a) temperatures in the evaporator and condenser, each in °R. 
(b) compressor and turbine work, each in Btu per lb of 
refrigerant flowing. 

(c) coefficient of performance. 

(d) coefficient of performance for a Carnot cycle operating 
at the reservoir temperatures. 


Compare the coefficients of performance determined in (c) 
and (d), and comment. 





State р (Ibf/in.?) h (Btu/Ib) s (Btu/Ib - °R) 
1 40 104.12 0.2161 
2 140 114.95 0.2161 
3 140 44.43 0.0902 
4 40 42.57 0.0902 


10.5 For the cycle in Problem 10.4, determine 


(a) the rates of heat transfer, in Btu per lb of refrigerant 
flowing, for the refrigerant flowing through the evaporator 
and condenser, respectively. 

(b) the rates and directions of exergy transfer accompanying 
each of these heat transfers, in Btu per lb of refrigerant 
flowing. Let Ty = 90°F. 


10.6 An ideal vapor-compression refrigeration cycle operates 
at steady state with Refrigerant 134a as the working fluid. 
Saturated vapor enters the compressor at 2 bar, and saturated 
liquid exits the condenser at 8 bar. The mass flow rate of 
refrigerant is 7 kg/min. Determine 


(a) the compressor power, in kW. 
(b) the refrigerating capacity, in tons. 
(c) the coefficient of performance. 


10.7 Plot each of the quantities in Problem 10.6 versus 
evaporator temperature for evaporator pressures ranging 
from 0.6 to 4 bar, while the condenser pressure remains fixed 
at 8 bar. 


10.8 Refrigerant 134a is the working fluid in an ideal vapor- 
compression refrigeration cycle operating at steady state. 
Refrigerant enters the compressor at 1.4 bar, —12°C, and 
the condenser pressure is 9 bar. Liquid exits the condenser 
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at 32°С. The mass flow rate of refrigerant is 7 kg/min. 
Determine 


(a) the compressor power, in kW. 
(b) the refrigeration capacity, in tons. 
(c) the coefficient of performance. 


10.9 Figure P10.9 provides steady-state operating data for an 


ideal vapor-compression refrigeration cycle with Refrigerant 
134a as the working fluid. The mass flow rate of refrigerant 
is 30.59 ]b/min. Sketch the 7-5 diagram for the cycle and 
determine 


(a) the compressor power, in horsepower. 

(b) the rate of heat transfer, from the working fluid passing 
through the condenser, in Btu/min. 

(c) the coefficient of performance. 





Hot region 













// Expansion 


Compressor 
\ valve 








Cold region 





State А 1 п S 
(übfin2) ^ CF)  (Btwlb) (Btwlb-^R) 
1 10 0 102.94 0.2391 
2 180 --- 131.04 0.2391 
3 180 Sat. 50.64 0.1009 
4 10 Sat. 50.64 === 
Не. Р10.9 


10.10 Refrigerant 22 enters the compressor of an ideal vapor- 


compression refrigeration system as saturated vapor at —40°C 
with a volumetric flow rate of 15 m*/min. The refrigerant 
leaves the condenser at 19°С, 9 bar. Determine 


(a) the compressor power, in kW. 

(b) the refrigerating capacity, in tons. 

(c) the coefficient of performance. 

(d) the rate of entropy production for the cycle, in kW/K. 
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10.11 Ammonia with a mass flow rate of 5 kg/min is the 


р 10.12 


working fluid within an ideal vapor-compression refrigeration 
cycle. Saturated vapor enters the compressor and saturated 
liquid exits the condenser. The evaporator temperature is 
—10*C and the condenser pressure is 10 bar. Determine 


(a) the coefficient of performance. 
(b) the refrigerating capacity, in tons. 


Refrigerant 134a enters the compressor of an ideal 
vapor-compression refrigeration cycle as saturated vapor at 
—10*F. The condenser pressure is 160 Ibf/in? The mass flow 
rate of refrigerant is 6 lb/min. Plot the coefficient of 
performance and the refrigerating capacity, in tons, versus 
the condenser exit temperature ranging from the saturation 
temperature at 160 Ibf/in.? to 90°F. 


10.13 An ideal vapor-compression refrigeration cycle with 


с. 


B." 


10 


10 


10 


ammonia as the working fluid has an evaporator temperature 
of —20*C and a condenser pressure of 12 bar. Saturated 
vapor enters the compressor and saturated liquid exits the 
condenser. The mass flow rate of the refrigerant is 3 kg/min. 
Determine 


(a) the coefficient of performance. 
(b) the refrigerating capacity, in tons. 


To determine the effect of changing the evaporator 
temperature on the cycle performance, plot the coefficient 
of performance and the refrigerating capacity, in tons, for 
saturated vapor entering the compressor at temperatures 
ranging from —40 to —10°C. 


.14 To determine the effect of changing condenser pressure 
on the performance of an ideal vapor-compression 
refrigeration cycle, plot the coefficient of performance and 
the refrigerating capacity, in tons, for the cycle in Problem 
10.13 for condenser pressures ranging from 8 to 16 bar. АП 
other conditions are the same as in Problem 10.13. 


.15 A vapor-compression refrigeration cycle operates at 
steady state with Refrigerant 134a as the working fluid. 
Saturated vapor enters the compressor at 2 bar, and saturated 
liquid exits the condenser at 8 bar. The isentropic compressor 
efficiency is 80%. The mass flow rate of refrigerant is 7 kg/min. 
Determine 


(a) the compressor power, in kW. 
(b) the refrigeration capacity, in tons. 
(c) the coefficient of performance. 


.16 Modify the cycle in Problem 10.9 to have an isentropic 
compressor efficiency of 83% and let the temperature of the 
liquid leaving the condenser be 100°F. Determine, for the 
modified cycle, 


(a) the compressor power, in horsepower. 

(b) the rate of heat transfer from the working fluid passing 
through the condenser, in Btu/min. 

(c) the coefficient of performance. 

(d) the rates of entropy production in the compressor and 
expansion valve, in Btu/min-°R. 

(e) the rates of exergy destruction in the compressor and 
expansion valve, each in Btu/min. Let 70 = 90°F. 


.17 Data for steady-state operation of a vapor-compression 
refrigeration cycle with Refrigerant 134a as the working 
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fluid are given in the table below. The states are numbered 
as in Fig. 10.3. The refrigeration capacity is 4.6 tons. Ignoring 
heat transfer between the compressor and its surroundings, 
sketch the 7—s diagram of the cycle and determine 


(a) the mass flow rate of the refrigerant, in kg/min. 

(b) the isentropic compressor efficiency. 

(c) the coefficient of performance. 

(d) the rates of exergy destruction in the compressor and 
expansion valve, each in kW. 

(e) the net changes in flow exergy rate of the refrigerant 
passing through the evaporator and condenser, respectively, 
each in kW. 


Let Ty = 21°С, po = 1 bar. 





State р (Ба) Т  h(k/kg s(kj/kg:K) 
1 1.4 -10 243.40 0.9606 
2 7 58.5 295.13 1.0135 
3 7 24 82.90 0.3113 
4 1.4 -18.8 82.90 0.33011 


10.18 A vapor-compression refrigeration system uses ammonia 


as the working fluid. Data for the cycle are provided in the 
table below. The principal states are numbered as in Fig. 10.3. 
The heat transfer rate from the working fluid passing through 
the condenser is 50,000 Btu/h. If the compressor operates 
adiabatically, determine 


(a) the compressor power input, in hp. 
(b) the coefficient of performance of the cycle. 





State — p(Ibf/in2 ТСЕ) h(Btu/Ib) s (Btu/Ib - ^R) 
1 30 10 617.07 1.3479 
2 200 300 763.74 1.3774 
3 200 100 155.05 = 
4 30 - 155.05 - 


10.19 If the minimum and maximum allowed refrigerant 


pressures are 1 and 10 bar, respectively, which of the following 
can be used as the working fluid in a vapor-compression 
refrigeration system that maintains a cold region at 0°С, while 
discharging energy by heat transfer to the surrounding air at 
30°С: Refrigerant 22, Refrigerant 134a, ammonia, propane? 


10.20 Consider the following vapor-compression refrigeration 


cycle used to maintain a cold region at temperature Tc when 
the ambient temperature is 80°F: Saturated vapor enters the 
compressor at 15°F below Тос, and the compressor operates 
adiabatically with an isentropic efficiency of 80%. Saturated 
liquid exits the condenser at 95°F. There are no pressure drops 
through the evaporator or condenser, and the refrigerating 
capacity is 1 ton. Plot refrigerant mass flow rate, in Ib/min, 
coefficient of performance, and refrigerating efficiency, versus 
Tc ranging from 40°F to —25°F if the refrigerant is 


(a) Refrigerant 134a. 
(b) propane. 

(c) Refrigerant 22. 
(d) ammonia. 


The refrigerating efficiency is defined as the ratio of the 
cycle coefficient of performance to the coefficient of 
performance of a Carnot refrigeration cycle operating 
between thermal reservoirs at the ambient temperature and 
the temperature of the cold region. 


с. 


10.21 In a vapor-compression refrigeration cycle, ammonia 
exits the evaporator as saturated vapor at —22°C. Тһе 
refrigerant enters the condenser at 16 bar and 160*C, and 
saturated liquid exits at 16 bar. There is no significant heat 
transfer between the compressor and its surroundings, and 
the refrigerant passes through the evaporator with a 
negligible change in pressure. If the refrigerating capacity is 
150 kW, determine 


(a) the mass flow rate of the refrigerant, in kg/s. 

(b) the power input to the compressor, in kW. 

(c) the coefficient of performance. 

(d) the isentropic compressor efficiency. 

(e) the rate of entropy production, in kW/K, for the 
compressor. 


10.22 A vapor-compression refrigeration system with a 
capacity of 10 tons has Refrigerant 134a as the working fluid. 
Information and data for the cycle are provided in 
Fig. P10.22 and in the table below. The compression process 
is internally reversible and can be modeled by ри"! = constant. 
The condenser is water-cooled, with water entering and 
leaving with a negligible change in pressure. Heat transfer 
from the outside of the condenser can be neglected. 
Determine 


(a) the mass flow rate of refrigerant, in kg/s. 

(b) the power input and the heat transfer rate for the 
compressor, each in kW. 

(c) the coefficient of performance. 


State р (Баг) TCC) v(m/kg) h(kI/kg) s(kV/kgK) 
1 4 15 0.05258 25815 0.9348 
2 ТН ТИ | oe аа ОО 
3 | mg 44 00008847 11222 0.4054 
4 4 893 0.01401 112220 04179 
5 = 20 Е 83.96 0.2966 
6 В 30 - 125.79 0.4369 


Cooling water 


Т;=20°С Т;= 30°С 








Тз = 44°С ГІ 
рз= 11.6 bar 
3 | 





/ Expansion 
valve 


Qi, = 10 tons 
Fig. P10.22 
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(d) the mass flow rate of the cooling water, in kg/s. 

(e) the rates of entropy production in the condenser and 
expansion valve, in kW/K. 

(f) the rates of exergy destruction in the condenser and 
expansion valve, each expressed as a percentage of the 
compressor power input. Let 70 = 20°С. 


10.23 Data for steady-state operation of a vapor-compression 


refrigeration cycle with propane as the working fluid are 
given in the table below. The states are numbered as in 
Fig. 10.3. The mass flow rate of refrigerant is 8.42 Ib/min. 
Heat transfer from the compressor to its surroundings occurs 
at a rate of 3.5 Btu per lb of refrigerant passing through the 
compressor. The condenser is water-cooled, with water 
entering at 65°F and leaving at 80°F with negligible change 
in pressure. Sketch the T-s diagram of the cycle and 
determine 


(a) the refrigeration capacity, in tons. 

(b) the compressor power, in horsepower. 

(c) the mass flow rate of the condenser cooling water, in 
Ib/min. 


(d) the coefficient of performance. 





State — p(lbf/in2 T(°F) h (Btu/lb) 
1 38.4 0 193:2 
2 180 120 229.8 
3 180 85 74.41 
4 38.4 0 74.41 


10.24 The window-mounted air conditioner shown in Fig. P10.24 


supplies 19 m?/min of air at 15°C, 1 bar to a room. Air returns 
from the room to the evaporator of the unit at 22°С. The air 
conditioner operates at steady state on a vapor-compression 
refrigeration cycle with Refrigerant 22 entering the 
compressor at 4 bar, 10°С. Saturated liquid refrigerant at 9 bar 
leaves the condenser. The compressor has an isentropic 
efficiency of 70%, and refrigerant exits the compressor at 9 bar. 
Determine the compressor power, in kW, the refrigeration 
capacity, in tons, and the coefficient of performance. 








Fig. P10.24 


10.25 A vapor-compression refrigeration system for a household 


refrigerator has a refrigerating capacity of 900 Btu/h. 
Refrigerant enters the evaporator at —15?F and exits at 20°F. 
The isentropic compressor efficiency is 75%. The refrigerant 
condenses at 110°F and exits the condenser subcooled at 100°F. 
There are no significant pressure drops in the flows through 
the evaporator and condenser. Determine the evaporator 
and condenser pressures, each in Ibf/in?, the mass flow rate 
of refrigerant, in lb/min, the compressor power input, in 
horsepower, and the coefficient of performance for working 
fluids: (a) Refrigerant 134a, (b) propane, (c) CO; (using data 
from Fig. A-10E). 


646 


10.26 A vapor-compression air-conditioning system operates 
at steady state as shown in Fig. P10.26. The system maintains a 
cool region at 60?F and discharges energy by heat transfer to 
the surroundings at 90°Е. Refrigerant 134a enters the compressor 
as a saturated vapor at 40°F and is compressed adiabatically to 
160 lbf/in? The isentropic compressor efficiency is 80%. 
Refrigerant exits the condenser as a saturated liquid at 160 
Ibf/in.? The mass flow rate of the refrigerant is 0.15 Ib/s. 
Kinetic and potential energy changes are negligible as are 
changes in pressure for flow through the evaporator and 
condenser. Determine 


(a) the power required by the compressor, in Btu/s. 

(b) the coefficient of performance. 

(c) the rates of exergy destruction in the compressor and 
expansion valve, each in Btu/s. 

(d) the rates of exergy destruction and exergy transfer 
accompanying heat transfer, each in Btu/s, for a control 
volume comprising the evaporator and a portion of the cool 
region such that heat transfer takes place at Tc = 520°R 
(60°Е). 

(e) the rates of exergy destruction апа exergy transfer 
accompanying heat transfer, each in Btu/s, for a control 
volume enclosing the condenser and a portion of the 
surroundings such that heat transfer takes place at Ty = 
550°R (90°F). 


Let T) = 550°R. 


Surroundings Ty = 550°R (90°F) 








Saturated 
liquid 





Saturated vapor 
T, =40°F 





Cool region Тс = 520°R (60°F) 


Fig. P10.26 


10.27 A vapor-compression refrigeration cycle with Refrigerant 
134a as the working fluid operates with an evaporator 
temperature of 50°F and a condenser pressure of 180 Ibf/in.? 
Saturated vapor enters the compressor. Refrigerant enters 
the condenser at 140?F and exits as saturated liquid. The 
cycle has a refrigeration capacity of 5 tons. Determine 


(a) the refrigerant mass flow rate, in Ib/min. 
(b) the compressor isentropic efficiency. 
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(c) the compressor power, in horsepower. 
(d) the coefficient of performance. 


Plot each of the quantities calculated in parts (b) through 
(d) for compressor exit temperatures varying from 130°F to 
140°Е. 


Cascade and Multistage Systems 


10.28 A vapor-compression refrigeration system operates with 


the cascade arrangement of Fig. 10.9. Refrigerant 22 is the 
working fluid in the high-temperature cycle and Refrigerant 
134a is used in the low-temperature cycle. For the Refrigerant 
134a cycle, the working fluid enters the compressor as 
saturated vapor at —30?F and is compressed isentropically 
to 50 Ibf/in? Saturated liquid leaves the intermediate heat 
exchanger at 50 Ibf/in? and enters the expansion valve. For 
the Refrigerant 22 cycle, the working fluid enters the 
compressor as saturated vapor at a temperature 5?F below 
that of the condensing temperature of the Refrigerant 134a 
in the intermediate heat exchanger. The Refrigerant 22 is 
compressed isentropically to 250 Ibf/in? Saturated liquid 
then enters the expansion valve at 250 lbf/in? The 
refrigerating capacity of the cascade system is 20 tons. 
Determine 


(a) the power input to each compressor, in Btu/min. 

(b) the overall coefficient of performance of the cascade 
cycle. 

(c) the rate of exergy destruction in the intermediate heat 
exchanger, in Btu/min. Let Ty = 80°F, ро = 14.7 Ibf/in.? 


10.29 A vapor-compression refrigeration system uses the 


arrangement shown in Fig. 10.10 for two-stage compression 
with intercooling between the stages. Refrigerant 134a is the 
working fluid. Saturated vapor at —30°C enters the first 
compressor stage. The flash chamber and direct contact heat 
exchanger operate at 4 bar, and the condenser pressure is 
12 bar. Saturated liquid streams at 12 and 4 bar enter the 
high- and low-pressure expansion valves, respectively. If each 
compressor operates isentropically and the refrigerating 
capacity of the system is 10 tons, determine 


(a) the power input to each compressor, in kW. 
(b) the coefficient of performance. 


10.30 Figure P10.30 shows a two-stage vapor-compression 


refrigeration system with ammonia as the working fluid. 
The system uses a direct-contact heat exchanger to achieve 
intercooling. The evaporator has a refrigerating capacity of 
30 tons and produces —20°F saturated vapor at its exit. In 
the first compressor stage, the refrigerant is compressed 
adiabatically to 80 Ibf/in.”, which is the pressure in the 
direct contact heat exchanger. Saturated vapor at 80 Ibf/in? 
enters the second compressor stage and is compressed 
adiabatically to 250 Ibf/in.? Each compressor stage has an 
isentropic efficiency of 85%. There are no significant 
pressure drops as the refrigerant passes through the heat 
exchangers. Saturated liquid enters each expansion valve. 
Determine 


(a) the ratio of mass flow rates, 73/71. 
(b) the power input to each compressor stage, in horsepower. 
(c) the coefficient of performance. 
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Fig. P10.30 


(d) Plot each of the quantities calculated in parts (a)-(c) 
versus the direct-contact heat exchanger pressure ranging 
from 20 to 200 Ibf/in? Discuss. 


10.31 Figure P10.31 shows a two-stage, vapor-compression 


refrigeration system with two evaporators and a direct- 
contact heat exchanger. Saturated vapor ammonia from 
evaporator 1 enters compressor 1 at 18 Ibf/in.? and exits at 


Quz = 10 tons 





Expansion Compressor 
\ valve 1 


дал = 5 tons 


Fig. P10.31 
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70 Ibf/in? Evaporator 2 operates at 70 Ibf/in.’, with saturated 
vapor exiting at state 8. The condenser pressure is 200 Ibf/in.?, 
and saturated liquid refrigerant exits the condenser. Each 
compressor stage has an isentropic efficiency of 80%. The 
refrigeration capacity of each evaporator is shown on the 
figure. Sketch the 7—s diagram of the cycle and determine 


(a) the temperatures, in °F, of the refrigerant in each 
evaporator. 

(b) the power input to each compressor stage, in horsepower. 
(c) the overall coefficient of performance. 


.32 Figure P10.32 shows the schematic diagram of a vapor- 
compression refrigeration system with two evaporators using 
Refrigerant 134a as the working fluid. This arrangement is 
used to achieve refrigeration at two different temperatures 
with a single compressor and a single condenser. The lower- 
temperature evaporator has a refrigerating capacity of 3 tons 
while the higher-temperature evaporator has a refrigerating 
capacity of 2 tons. Operating data are provided in the 
accompanying table. Calculate 


(a) the mass flow rate of refrigerant through each evaporator, 
in kg/min. 

(b) the compressor power input, in kW. 

(c) the rate of heat transfer from the refrigerant passing 
through the condenser, in kW. 





State p (bar) ТЕС) h (kJ/kg) 5 (kJ/kg - К) 
1 1.4483 «12:52 241.13 0.9493 
2 10 51.89 282.3 0.9493 
3 10 39.39 105.29 0.3838 
4 3.2 2.48 105.29 0.3975 
5 1.4483 —18 105.29 0.4171 
6 1.4483 —18 236.53 0.9315 
7 3:2 2.48 248.66 0.9177 
8 1.4483 —3.61 248.66 0.9779 

Qu 
We 
«ы 





Ехрапѕіоп 
valve 


дал = 3 tons 


Не. Р10.32 
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10.33 An ideal vapor-compression refrigeration cycle is modified 
to include a counterflow heat exchanger, as shown in Fig. 
P10.33. Ammonia leaves the evaporator as saturated vapor 
at 1.0 bar and is heated at constant pressure to 5°C before 
entering the compressor. Following isentropic compression to 
18 bar, the refrigerant passes through the condenser, exiting 
at 40°С, 18 bar. The liquid then passes through the heat 
exchanger, entering the expansion valve at 18 bar. If the mass 
flow rate of refrigerant is 12 kg/min, determine 


(a) the refrigeration capacity, in tons of refrigeration. 

(b) the compressor power input, in kW. 

(c) the coefficient of performance. 

(d) the rate of entropy production in the compressor, in 
kW/K. 

(e) the rate of exergy destruction in the compressor, in kW. 
Let Ty = 20°С. 


Discuss advantages and disadvantages of this arrangement. 


Heat exchanger 





Fig. P10.33 


Vapor-Compression Heat Pump Systems 


10.34 Figure P10.34 gives data for an ideal vapor-compression 
heat pump cycle operating at steady state with Refrigerant 
134a as the working fluid. The heat pump provides heating 
at a rate of 15 kW to maintain the interior of a building at 
20°C when the outside temperature is 5°C. Sketch the 7—s 
diagram for the cycle and determine the 


(a) temperatures at the principal states of the cycle, each 
in °C. 
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Building interior Ту = 20°С = 293 K 







Saturated liquid 
Condenser 





1 Expansion 


Compressor 
\ valve 





Saturated vapor 





Te =5°C =278 K 
Outside 


State р (Баг) А (kJ/kg) 
1 24 244.09 
2 8 268.97 
3 8 93.42 
4 24 93.42 


Fig. P10.34 


(b) power input to the compressor, in kW. 

(c) coefficient of performance. 

(d) coefficient of performance for a Carnot heat pump cycle 
operating between reservoirs at the building interior and 
outside temperatures, respectively. 


Compare the coefficients of performance determined in (c) 
and (d). Discuss. 


10.35 Refrigerant 134a is the working fluid in a vapor- 


compression heat pump system with a heating capacity of 
70,000 Btu/h. The condenser operates at 180 Ibf/in2, and the 
evaporator temperature is 20°F. The refrigerant is a saturated 
vapor at the evaporator exit and exits the condenser at 120°F. 
Pressure drops in the flows through the evaporator and 
condenser are negligible. The compression process is adiabatic, 
and the temperature at the compressor exit is 200°Е. Determine 


(a) the mass flow rate of refrigerant, in lb/min. 
(b) the compressor power input, in horsepower. 
(c) the isentropic compressor efficiency. 

(d) the coefficient of performance. 


10.36 Refrigerant 134a is the working fluid in a vapor- 


compression heat pump that provides 35 kW to heat a 
dwelling on a day when the outside temperature is below 
freezing. Saturated vapor enters the compressor at 1.6 bar, 
and saturated liquid exits the condenser, which operates at 
8 bar. Determine for isentropic compression 


(a) the refrigerant mass flow rate, in kg/s. 
(b) the compressor power, in kW. 
(c) the coefficient of performance. 


Recalculate the quantities in parts (b) and (c) for an isentropic 
compressor efficiency of 75%. 


10.37 An office building requires a heat transfer rate of 20 kW 
to maintain the inside temperature at 21°С when the outside 
temperature is 0°С. A vapor-compression heat pump with 
Refrigerant 134a as the working fluid is to be used to provide 
the necessary heating. The compressor operates adiabatically 
with an isentropic efficiency of 82%. Specify appropriate 
evaporator and condenser pressures of a cycle for this 
purpose assuming AT ыа = ATevap = 10°C, as shown in 
Figure P10.37 The states are numbered as in Fig. 10.13. The 
refrigerant exits the evaporator as saturated vapor and exits 
the condenser as saturated liquid at the respective pressures. 
Determine the 


(a) mass flow rate of refrigerant, in kg/s. 

(b) compressor power, in kW. 

(c) coefficient of performance and compare with the 
coefficient of performance for a Carnot heat pump cycle 
operating between reservoirs at the inside and outside 
temperatures, respectively. 


21°C 
0C 








Fig. P10.37 


10.38 Repeat the calculations of Problem 10.37 for Refrigerant 22 
as the working fluid. Compare the results with those of Problem 
10.37 and discuss. 


10.39 A process requires a heat transfer rate of 3 x 105 Btu/h 
at 170°F. It is proposed that a Refrigerant 134a vapor- 
compression heat pump be used to develop the process 
heating using a wastewater stream at 125?F as the lower- 
temperature source. Figure P10.39 provides data for this 
cycle operating at steady state. The compressor isentropic 
efficiency is 80%. Sketch the 7—s diagram for the cycle and 
determine the 


(a) specific enthalpy at the compressor exit, in Btu/Ib. 

(b) temperatures at each of the principal states, in °F. 

(c) mass flow rate of the refrigerant, in Ib/h. 

(d) compressor power, in Btu/h. 

(e) coefficient of performance and compare with the 
coefficient of performance for a Carnot heat pump cycle 
operating between reservoirs at the process temperature and 
the wastewater temperature, respectively. 
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Process Ту = 170°F 










x 106 Btu/h 


D -3 





Condenser 











i Expansion Compressor 
\ valve Ne = 80% 








Evaporator 




















Тс = 125°F 
‘Wastewater 


State ій у 
(Ibf/in.?) (Btu/Ib) 
1 180 116.74 

2 400 ? 
3 400 76.11 
4 180 76.11 


Fig. P10.39 


10.40 A vapor-compression heat pump has a heating capacity of 
500 kJ/min and uses Refrigerant 134a as the working fluid. The 
isentropic compressor efficiency is 80%. The heat pump is 
driven by a power cycle with a thermal efficiency of 25%. For 
the power cycle, 80% of the heat rejected is transferred to the 
heated space. Data for the cycle are provided in the table 
below. The principal states are numbered as in Fig. 10.3. 

(a) Determine the power input to the heat pump compressor, 
in kW. 

(b) Evaluate the ratio of the total rate that heat is delivered 
to the heated space to the rate of heat input to the power 
cycle. Discuss. 


State p (bar) T (°С) h (kJ/kg) s (kJ/kg - K) 


1 2.0122 =10 241.34 0.9253 
2s 10 45.17 274.63 0.9253 
2 10 52.47 282.95 0.9512 
3 9.6 34 97.31 0.3584 
4 2.0122 —10 97.31 0.3779 


10.41 Refrigerant 134a enters the compressor of a vapor- 
compression heat pump at 15 ІМ/іп.2, 0°F and is compressed 
adiabatically to 160 Ibf/in.?, 160°F. Liquid enters the expansion 
valve at 160 Ibf/in.”, 95°F. At the valve exit, the pressure is 
15 Ibf/in.? 


(a) Determine the isentropic compressor efficiency. 

(b) Determine the coefficient of performance. 

(c) Perform a full exergy accounting of the compressor 
power input, in Btu per lb of refrigerant flowing. Discuss. 


Let Т) — 480%. 


650 


10.42 A geothermal heat pump operating at steady state with 
Refrigerant-22 as the working fluid is shown schematically 
in Fig. P10.42. The heat pump uses 55?F water from wells as 
the thermal source. Operating data are shown on the figure 
for a day in which the outside air temperature is 20°F. 
Assume adiabatic operation of the compressor. For the heat 
pump, determine 


(a) the volumetric flow rate of heated air to the house, in 
ft/min. 

(b) the isentropic compressor efficiency. 

(c) the compressor power, in horsepower. 

(d) the coefficient of performance. 

(e) the volumetric flow rate of water from the geothermal 
wells, in gal/min. 


For Ty = 20°F, perform a full exergy accounting of the 
compressor power input, and devise and evaluate a second 
law efficiency for the heat pump system. 


Return air Heated air 
from house | to house 
70°F BEEN 1 10°F 









2 P2 = 180 Ibf/in.? 
рз = 180 Ibf/in? T, = 140°F 


Тұ-759Е 





W, 
Compressor c 
рд = 70 Ibf/in.? Evaporator 
Í | ру 70 Ibf/in? 
T, = 40°F 






Water А Water from 
discharged geothermal wells 
at 45°F enters at 55°F 


Fig. P10.42 


Gas Refrigeration Systems 


10.43 Air enters the compressor of an ideal Brayton 
refrigeration cycle at 100 kPa, 300 K. The compressor 
pressure ratio is 3.75, and the temperature at the turbine 
inlet is 350 K. Determine the 


(a) net work input, per unit mass of air flow, in kJ/kg. 

(b) refrigeration capacity, per unit mass of air flow, in kJ/kg. 
(c) coefficient of performance. 

(d) coefficient of performance of a Carnot refrigeration 
cycle operating between thermal reservoirs at Тс — 300 K 
and Ty = 350 K, respectively. 


10.44 Air enters the compressor of a Brayton refrigeration 
cycle at 100 kPa, 270 K. The compressor pressure ratio is 3, 
and the temperature at the turbine inlet is 315 K. The 
compressor and turbine have isentropic efficiencies of 82% 
and 85%, respectively. Determine the 


(a) net work input, per unit mass of air flow, in kJ/kg. 
(b) exergy accounting of the net power input, in kJ per kg 
of air flowing. Discuss. 


Let Ty = 315 К. 
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10.45 Plot the quantities calculated in parts (a) through (c) of i 


Problem 10.43 versus the compressor pressure ratio ranging 
from 3 to 6. Repeat for compressor and turbine isentropic 
efficiencies of 9096, 8596, and 8096. 


10.46 An ideal Brayton refrigeration cycle has a compressor 


pressure ratio of 7 At the compressor inlet, the pressure and 
temperature of the entering air are 22 Ibf/in? and 450°R, 
respectively. The temperature at the inlet of the turbine is 
680°R. For a refrigerating capacity of 13.5 tons, determine 


(a) the mass flow rate of the refrigerant, in lb/min. 
(b) the net power input, in Btu/min. 
(c) the coefficient of performance. 


10.47 Reconsider Problem 10.46, but include in the analysis 


that the compressor and turbine have isentropic efficiencies 
of 75% and 89%, respectively. Answer the same questions 
as in Problem 10.46 and determine the rate of entropy 
production within the compressor and turbine, each in 
Btu/min - ^R. 


10.48 The table below provides steady-state operating data for 


an ideal Brayton refrigeration cycle with air as the working 
fluid. The principal states are numbered as in Fig. 10.15. The 
volumetric flow rate at the turbine inlet is 0.4 m?/s. Sketch 
the T-s diagram for the cycle and determine the 


(a) specific enthalpy, in kJ/kg, at the turbine exit. 
(b) mass flow rate, іп kg/s. 

(c) net power input, in kW. 

(d) refrigeration capacity, in kW. 

(e) coefficient of performance. 





State — p(kPa T(K)  h(kj/kg) p. 
1 140 270 270.11 0.9590 
2 420 = 370.10 2.877 
3 420 320 320.29 1.7375 
4 140 = ? = 


10.49 Air enters the compressor of a Brayton refrigeration 


cycle at 100 kPa, 260 K, and is compressed adiabatically to 
300 kPa. Air enters the turbine at 300 kPa, 300 K, and 
expands adiabatically to 100 kPa. For the cycle 


(a) determine the net work per unit mass of air flow, in kJ/kg, 
and the coefficient of performance if the compressor and 
turbine isentropic efficiencies are both 100%. 

(b) plot the net work per unit mass of air flow, in kJ/kg, and E. 
the coefficient of performance for equal compressor and 
turbine isentropic efficiencies ranging from 80 to 100%. 


10.50 The Brayton refrigeration cycle of Problem 10.43 is 


modified by the introduction of a regenerative heat 
exchanger. In the modified cycle, compressed air enters 
the regenerative heat exchanger at 350 K and is cooled to 
320 K before entering the turbine. Determine, for the 
modified cycle, 


(a) the lowest temperature, in K. 

(b) the net work input per unit mass of air flow, in kJ/kg. 
(c) the refrigeration capacity, per unit mass of air flow, 
in kJ/kg. 

(d) the coefficient of performance. 
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10.51 Reconsider Problem 10.50, but include in the analysis 
that the compressor and turbine have isentropic efficiencies 
of 85 and 88% respectively. Answer the same questions as 
in Problem 10.50. 


“Ж 10.52 Plot the quantities calculated in parts (a) through (d) of 


Problem 10.50 versus the compressor pressure ratio ranging 
from 4 to 7 Repeat for equal compressor and turbine 
isentropic efficiencies of 95%, 90%, and 80%. 


10.53 Consider a Brayton refrigeration cycle with a regenerative 
heat exchanger. Air enters the compressor at 500°R, 16 Ibf/in.? 
and is compressed isentropically to 45 ІМ/іп.2 Compressed 
air enters the regenerative heat exchanger at 550°R and is 
cooled to 490°К before entering the turbine. The expansion 
through the turbine is isentropic. If the refrigeration capacity 
is 14 tons, calculate 


(a) the volumetric flow rate at the compressor inlet, in 
ft?/min. 

(b) the coefficient of performance. 

10.54 Reconsider Problem 10.53, but include in the analysis 
that the compressor and turbine each have isentropic 
efficiencies of 84%. Answer the same questions for the 


(c) the rate of heat transfer from the air to the ambient, in 
Btu/min. 


10.57 Air within a piston-cylinder assembly undergoes a 


Stirling refrigeration cycle, which is the reverse of the Stirling 
power cycle introduced in Sec. 9.8.4. At the beginning of the 
isothermal compression, the pressure and temperature are 
100 kPa and 350 K, respectively. The compression ratio is 7, 
and the temperature during the isothermal expansion is 150 K. 
Determine the 


(a) heat transfer for the isothermal compression, in kJ per 
kg of air. 

(b) net work for the cycle, in kJ per kg of air. 

(c) coefficient of performance. 


10.58 Air undergoes an Ericsson refrigeration cycle, which is 


the reverse of the Ericsson power cycle introduced in Sec. 
9.8.4. Figure P10.58 provides data for the cycle operating at 
steady state. Sketch the p-v diagram for the cycle and 
determine the 


(a) heat transfer for the isothermal expansion, per unit mass 
of air flow, in kJ/kg. 
(b) net work, per unit mass of air flow, in kJ/kg. 


modified cycle in Problem 10.53 and determine the rate of 
entropy production within the compressor and turbine, each 
in Btu/min - ^R. | 


(c) coefficient of performance. 





10.55 Air at 2.5 bar, 400 K is extracted from a main jet engine 
compressor for cabin cooling. The extracted air enters a heat 
exchanger where it is cooled at constant pressure to 325 K 
through heat transfer with the ambient. It then expands ү 
adiabatically to 1.0 bar through a turbine and is discharged «= 
into the cabin. The turbine has an isentropic efficiency of 
80%. If the mass flow rate of the air is 2.0 kg/s, determine 









Ideal regenerator 


(a) the power developed by the turbine, in kW. 
(b) the rate of heat transfer from the air to the ambient, 
in kW. 


10.56 Air at 30 Ibf/in.?, 700*R is extracted from a main jet 
engine compressor for cabin cooling. The extracted air enters 
a heat exchanger where it is cooled at constant pressure to 











State p(kPa  T(K) 

580°R through heat transfer with the ambient. It then 
expands adiabatically to 15 Ibf/in.? through a turbine and is | 100 310 
discharged into the cabin at 520°R with a mass flow rate of 2 350 310 
220 Ib/min. Determine E 350 270 
4 100 270 


(a) the power developed by the turbine, in horsepower. 
(b) the isentropic turbine efficiency. 


Fig. P10.58 


DESIGN & OPEN-ENDED PROBLEMS: EXPLORING ENGINEERING PRACTICE [RRS 


10.1D Children may wonder how a household refrigerator 
works to keep food cold in a warm kitchen. Prepare a 20-minute 
presentation suitable for an elementary school science class to 
explain the principles of operation of a refrigerator. Include 
instructional aids to enhance your presentation. 


type and number of thermoelectric modules are used in the 
unit selected, and what is its power requirement? Summarize 
your findings in a memorandum. 


10.3D In cases involving cardiac arrest, stroke, heart attack, 
and hyperthermia, hospital medical staff must move quickly 
to reduce the patient's body temperature by several degrees. 
А system for this purpose featuring a disposable plastic body 
suit is described in BIOCONNECTIONS in Sec. 4.9. Conduct 
a search of the patent literature for alternative ways to 
achieve cooling of medically distressed individuals. Consider 


10.2D The object of this project is to select a compact 
thermoelectric refrigerator to be shared by you and at least 
two other students living in the same residence as you do. 
Survey the other students to determine their needs in order 
to size the unit. Critically evaluate competing brands. What 
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patents both granted and pending. Critically evaluate two 
different methods found in your search relative to each 
other and the body suit approach. Write a report including 
at least three references. 


10.4D Identify and visit a local facility that uses cold thermal 
storage. Conduct a forensic study to determine if the cold 
storage system is well suited for the given application today. 
Consider costs, effectiveness in providing the desired cooling, 
contribution to global climate change, and other pertinent 
issues. Document the cold storage systems suitability for the 
application. If the cold storage system is not well suited, 
recommend system upgrades or an alternative approach for 
obtaining the desired cooling. Prepare a PowerPoint 
presentation of your findings. 


.5D Refrigerant 134a is widely used as the working fluid in 
air conditioners and refrigerators. However, its use will likely 
be phased out in the future due to concerns about its Global 
Warming Potential (GWP). Investigate which environmentally 
acceptable working fluids are under consideration to replace 
R-134a for these uses in the United States and internationally. 
Determine the design issues for air conditioners and 
refrigerators that would result from changing refrigerants. 
Create an executive summary of your findings with an 
accompanying appendix including your background research. 


10.6D A horizontal, closed-loop geothermal heat pump system 
is under consideration for a residential development of 100 
single-family homes, 2000 ft? each. The local water table is 
50 ft, and the groundwater temperature is 56°F. Develop 
preliminary specifications for a ground-source heat pump 
system having a run-around loop that provides geothermal 
water for the 100 homes in the development. Include 
specifications for the system's accompanying trench design. 


10.7D Food poisoning is on the rise and can be fatal. Many of 
those affected have eaten recently at a restaurant, café, or 
fast-food outlet serving food that has not been cooled 
properly by the food supplier or restaurant food-handlers. To 
be safe, foods should not be allowed to remain in the 
temperature range where bacteria most quickly multiply. 
Standard refrigerators typically do not have the ability to 
provide the rapid cooling needed to ensure dangerous levels 
of bacteria are not attained. А food processing company 
supplying a wide range of fish products to restaurants has 
requested your project group to provide advice on how to 
achieve best cooling practices in its factory. In particular, you 
are asked to consider applicable health regulations, suitable 
equipment, typical operating costs, and other pertinent issues. 
A written report providing your recommendations is required, 
including an annotated list of food-cooling Dos and Don'ts 
for restaurants supplied by the company with fish. 


10.8D According to researchers, advances in nanomaterial 
fabrication are leading to development of tiny thermoelectric 
modules that could be used in various applications, including 
integrating nanoscale cooling devices within the uniforms of 
firefighters, emergency workers, and military personnel; 
embedding thermoelectric modules in facades of a building; 
and using thermoelectric modules to recover waste heat in 
automobiles. Research two applications for this technology 
proposed within the past five years. Investigate the technical 
readiness and economic feasibility for each concept. Report 
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10.11D High-performance 


your findings in an executive summary and a PowerPoint 
presentation with at least three references. 


.9D EcoCute is a transcritical СО; heat pump used 
extensively in Europe and Japan. Investigate this technology 
and compare its operational schematic and accompanying 
T-s diagram with that shown in Fig. 10.18. Explore why this 
technology is not readily available and used within the 
United States. Compare its use for a 1000 ft^ dwelling in 
your locale with a more conventional air-cooled residential 
heat pump using a synthetic refrigerant in terms of costs 
(operational and initial) and environmental impact. What 
are the impediments to its deployment in the United States? 
Create a PowerPoint presentation of your findings and a 
supporting project report. 


10.100 A vapor-compression refrigeration system operating 


continuously is being considered to provide a minimum of 
80 tons of refrigeration for an industrial refrigerator 
maintaining a space at 22С. The surroundings to which the 
system rejects energy by heat transfer reach a maximum 
temperature of 40°С. For effective heat transfer, the system 
requires a temperature difference of at least 20°С between 
the condensing refrigerant and surroundings and between 
the vaporizing refrigerant and refrigerated space. The project 
manager wishes to install a system that minimizes the annual 
cost for electricity (monthly electricity cost is fixed at 5.692 
cents for the first 250 kW · h and 6.006 cents for any usage 
above 250 kW > h). You are asked to evaluate two alternative 
designs: a standard vapor-compression refrigeration cycle 
and a vapor-compression refrigeration cycle that employs a 
power-recovery turbine in lieu of an expansion valve. For 
each alternative, consider three refrigerants: ammonia, 
Refrigerant 22, and Refrigerant 134a. Based on electricity 
cost, recommend the better choice between the two 
alternatives and a suitable refrigerant. Other than electricity 
cost, what additional factors should the manager consider in 
making a final selection? Prepare a written report including 
results, conclusions, and recommendations. 


aircraft increasingly feature 
electronics that assist flight crews in performing their duties 
and reducing their fatigue. While these electronic devices 
improve aircraft performance, they also add greatly to the 
thermal load that must be managed within the aircraft. Cooling 
technologies currently used on aircraft are approaching their 
limits and other means are being considered, including vapor- 
compression refrigeration systems. However, unlike cooling 
systems used on Earth, systems employed on aircraft must 
meet rapidly changing conditions. For instance, as onboard 
electronic devices switch on and off, the energy they emit by 
heat transfer alters the thermal load; additionally, the 
temperature of the air outside the aircraft into which such 
waste heat is discarded changes with altitude and flight speed. 
Accordingly, for vapor-compression systems to be practical for 
aircraft use, engineers must determine if the systems can 
quickly adapt to rapidly changing thermal loads and 
temperatures. The object of this project is to develop the 
preliminary design of a bench-top laboratory set-up with 
which to evaluate the performance of a vapor-compression 
refrigeration system subject to broadly variable thermal inputs 
and changing ambient conditions. Document your design in a 
report having at least three references. 
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As seen in previous 
chapters, application of thermodynamic principles to 
engineering systems requires data for specific inter- 
nal energy, enthalpy, entropy, and other properties. 
The objective of this chapter is to introduce thermo- 
dynamic relations that allow u, h, s, and other thermo- 
dynamic properties of simple compressible systems 
to be evaluated from data that are more readily mea- 
sured. Primary emphasis is on systems involving a 
single chemical species such as water or a mixture 
such as air. An introduction to general property rela- 
tions for mixtures and solutions is also included. 
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Means are available for determining pressure, tem- 
perature, volume, and mass experimentally. In addi- 
tion, the relationships between the specific heats 
c, and c, and temperature at relatively low pressure 
are accessible experimentally. Values for certain 
other thermodynamic properties also can be mea- 
sured without great difficulty. However, specific 
internal energy, enthalpy, and entropy are among 
those properties that are not easily obtained exper- 
imentally, so we resort to computational procedures 
to determine values for these. 











Thermodynamic 
Relations 


> LEARNING OUTCOMES 


When you complete your study of this chapter, you will be able to... 


> 


calculate p—v-T data using equations of state involving two or more 
constants. 


demonstrate understanding of exact differentials involving properties 
and utilize the property relations developed from the exact differentials 
summarized in Table 11.1. 


evaluate Au, Ah, and As, using the Clapeyron equation when 
considering phase change, and using equations of state and specific 
heat relations when considering single phases. 


demonstrate understanding of how tables of thermodynamic properties 
are constructed. 


evaluate Ah and As using generalized enthalpy and entropy departure 
charts. 


apply mixture rules, such as Kay’s rule, to relate pressure, volume, 
and temperature of mixtures. 


apply thermodynamic relations to multicomponent systems. 
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equations of state 


TAKE NOTE... 
Using the generalized 
compressibility chart, virial 
equations of state and 
the ideal gas model are 
introduced in Chap. 3. See 
Secs. 3.11 and 3.12. 





virial equation 


Using Equations of Stat 

An essential ingredient for the calculation of properties such as the specific internal 
energy, enthalpy, and entropy of a substance is an accurate representation of the 
relationship among pressure, specific volume, and temperature. The p—v-T relation- 
ship can be expressed alternatively: There are tabular representations, as exempli- 
fied by the steam tables. The relationship also can be expressed graphically, as in 
the p-v-T surface and compressibility factor charts. Analytical formulations, called 
equations of state, constitute a third general way of expressing the p—v-T relationship. 
Computer software such as /nteractive Thermodynamics: IT also can be used to 
retrieve p-v-T data. 

The virial equation and the ideal gas equation are examples of analytical equations 
of state introduced in previous sections of the book. Analytical formulations of the 
p-v-T relationship are particularly convenient for performing the mathematical oper- 
ations required to calculate и, h, s, and other thermodynamic properties. The object 
of the present section is to expand on the discussion of p-v-T relations for simple 
compressible substances presented in Chap. 3 by introducing some commonly used 
equations of state. 


11.1.1 Getting Started 


Recall from Sec. 3.11 that the virial equation of state can be derived from the prin- 
ciples of statistical mechanics to relate the p—v-T behavior of a gas to the forces 
between molecules. In one form, the compressibility factor Z is expanded in inverse 
powers of specific volume as 


ы ж о ут (пл) 


v v 











The coefficients B, C, D, etc. are called, respectively, the second, third, fourth, etc. 
virial coefficients. Each virial coefficient is a function of temperature alone. In prin- 
ciple, the virial coefficients are calculable if a suitable model for describing the forces 
of interaction between the molecules of the gas under consideration is known. Future 
advances in refining the theory of molecular interactions may allow the virial coef- 
ficients to be predicted with considerable accuracy from the fundamental properties 
of the molecules involved. However, at present, just the first few coefficients can be 
calculated and only for gases consisting of relatively simple molecules. Equation 11.1 
also can be used in an empirical fashion in which the coefficients become parameters 
whose magnitudes are determined by fitting p-v-T data in particular realms of inter- 
est. Only a few coefficients can be found this way, and the result is a truncated equa- 
tion valid only for certain states. 

In the limiting case where the gas molecules are assumed not to interact in any 
way, the second, third, and higher terms of Eq. 11.1 vanish and the equation reduces 
to Z = 1. Since Z = pulRT, this gives the ideal gas equation of state pv = RIT. 
The ideal gas equation of state provides an acceptable approximation at many states, 
including but not limited to states where the pressure is low relative to the critical 
pressure and/or the temperature is high relative to the critical temperature of the 
substance under consideration. At many other states, however, the ideal gas equation 
of state provides a poor approximation. 

Over 100 equations of state have been developed in an attempt to improve on the 
ideal gas equation of state and yet avoid the complexities inherent in a full virial 
series. In general, these equations exhibit little in the way of fundamental physical 
significance and are mainly empirical in character. Most are developed for gases, but 
some describe the p—v-T behavior of the liquid phase, at least qualitatively. Every 
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equation of state 15 restricted to particular states. This realm of applicability is often 
indicated by giving an interval of pressure, or density, where the equation can be 
expected to represent the p—v-T behavior faithfully. When it is not stated, the realm 
of applicability of a given equation can be approximated by expressing the equation 
in terms of the compressibility factor Z and the reduced properties pr, Tr, vg and 
superimposing the result on a generalized compressibility chart or comparing with 
tabulated compressibility data obtained from the literature. 


11.1.2 Two-Constant Equations of State 


Equations of state can be classified by the number of adjustable constants they 
include. Let us consider some of the more commonly used equations of state in order 
of increasing complexity, beginning with two-constant equations of state. 


van der Waals Equation 

An improvement over the ideal gas equation of state based on elementary molecu- 
lar arguments was suggested in 1873 by van der Waals, who noted that gas molecules 
actually occupy more than the negligibly small volume presumed by the ideal gas 
model and also exert long-range attractive forces on one another. Thus, not all of 
the volume of a container would be available to the gas molecules, and the force 
they exert on the container wall would be reduced because of the attractive forces 
that exist between molecules. Based on these elementary molecular arguments, the 
van der Waals equation of state is 


== (11.2) 





The constant b is intended to account for the finite volume occupied by the molecules, 
the term a/v? accounts for the forces of attraction between molecules, and R is the 
universal gas constant. Note than when a and b are set to zero, the ideal gas equation 
of state results. 

The van der Waals equation gives pressure as a function of temperature and spe- 
cific volume and thus is explicit in pressure. Since the equation can be solved for 
temperature as a function of pressure and specific volume, it is also explicit in tem- 
perature. However, the equation is cubic in specific volume, so it cannot generally be 
solved for specific volume in terms of temperature and pressure. The van der Waals 
equation is not explicit in specific volume. 

p 
EVALUATING а AND b. The van der Waals equation is a two-constant 
equation of state. For a specified substance, values for the constants a and b 


can be found by fitting the equation to p—v-T data. With this approach several 
sets of constants might be required to cover all states of interest. Alternatively, 


a single set of constants for the van der Waals equation can be determined by T«T 


noting that the critical isotherm passes through a point of inflection at the 
critical point, and the slope is zero there. Expressed mathematically, these 
conditions are, respectively 


д? д 
( 2) = 0, ( 4 =0 (critical point) (11.3) 
T T 


002 до 





Although less overall accuracy normally results when the constants a and b 
are determined using critical point behavior than when they are determined 









van der Waals equation 


Critical 
point 
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by fitting p—v-T data in a particular region of interest, the advantage of this 


Sel 
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approach is that the van der Waals constants can be expressed in terms of the critical 
pressure р, and critical temperature T, as demonstrated next. 
For the van der Waals equation at the critical point 
RT. a 
pem 


Lh 0 
u b we 


Applying Eqs. 11.3 with the van der Waals equation gives 


(=) IRT; 6a 
д0 /т (%- Њу w 


др КТ, 2a 
n = 2 + 280.77 
02 /т (v, — b) 05 


Solving the foregoing three equations for a, b, and v, іп terms of the critical pressure 
and critical temperature 

















m RT (па) 
64 p. 
A КТ, (11.45) 
С ёр; 
"HERE Іс” (11.4с) 
"вр, 


Values of Һе van der Waals constants a and b determined from Eqs. 11.4a апа 11.45 for 
several common substances are given in Table А-24 for pressure in bar, specific volume 
in m"/kmol, and temperature іп K. Values of a and b for the same substances are given 
in Table A-24E for pressure in atm, specific volume in ft*/Ibmol, and temperature in ^R. 


GENERALIZED FORM. Introducing the compressibility factor Z = pv/RT, the 
reduced temperature Tg = T/T, the pseudoreduced specific volume vk = p IRT, 
and the foregoing expressions for a апа b, the van der Waals equation сап be written 
in terms of Z, vp, and Tp as 


Z-. "à 27164 (11.5) 


vg = 1/8 Тал, 


or alternatively in terms of Z, Tp, and pg as 


21 27рї 
2 (2+1) +( Pez - PR 9 (11.6) 
8Та GTA) S12TR 











The details of these developments are left as exercises. Equation 11.5 can be evalu- 
ated for specified values of vp and Тұ and the resultant Z values located оп а gen- 
eralized compressibility chart to show approximately where the equation performs 
satisfactorily. A similar approach can be taken with Eq. 11.6. 

The compressibility factor at the critical point yielded by the van der Waals equa- 
tion is determined from Eq. 11.4c as 

gi cya 
RT: 

Actually, Z, varies from about 0.23 to 0.33 for most substances (see Tables A-1). 
Accordingly, with the set of constants given by Eqs. 11.4, the van der Waals equation 
is inaccurate in the vicinity of the critical point. Further study would show inaccuracy 
in other regions as well, so this equation is not suitable for many thermodynamic 
evaluations. The van der Waals equation is of interest to us primarily because it is 
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the simplest model that accounts for the departure of actual gas behavior from the 
ideal gas equation of state. 


Redlich-Kwong Equation 

Three other two-constant equations of state that have been widely used are the Berthelot, 
Dieterici, and Redlich-Kwong equations. The Redlich-Kwong equation, considered by 
many to be the best of the two-constant equations of state, is 


RT a 
- - 11. 
Р“%-Ы що+ БУТ” ы) 





This equation, proposed in 1949, is mainly empirical in nature, with no rigorous jus- 
tification in terms of molecular arguments. The Redlich-Kwong equation is explicit 
in pressure but not in specific volume or temperature. Like the van der Waals equa- 
tion, the Redlich-Kwong equation is cubic in specific volume. 

Although the Redlich-Kwong equation is somewhat more difficult to manipulate 
mathematically than the van der Waals equation, it is more accurate, particularly at 
higher pressures. The two-constant Redlich-Kwong equation performs better than 
some equations of state having several adjustable constants; still, two-constant equa- 
tions of state tend to be limited in accuracy as pressure (or density) increases. 
Increased accuracy at such states normally requires equations with a greater number 
of adjustable constants. Modified forms of the Redlich-Kwong equation have been 
proposed to achieve improved accuracy. 


EVALUATING a AND b. As for the van der Waals equation, the constants a and 
b in Eq. 11.7 can be determined for a specified substance by fitting the equation to 
p-v-T data, with several sets of constants required to represent accurately all states 
of interest. Alternatively, a single set of constants in terms of the critical pressure and 
critical temperature can be evaluated using Eqs. 11.3, as for the van der Waals equa- 
tion. The result is 
Ru RT, 
re = and b=b = (11.8) 
Pc Ре 
where а” = 0.42748 апа b' = 0.08664. Evaluation of these constants is left as ап 
exercise. Values of the Redlich-Kwong constants a and b determined from Eqs. 11.8 
for several common substances are given in Table A-24 for pressure in bar, specific 
volume іп m*/kmol, and temperature іп K. Values of a and b for the same substances 
are given in Table A-24E for pressure in atm, specific volume in ft*/Ibmol, and tem- 
perature in °R. 


GENERALIZED FORM. Introducing the compressibility factor Z, the reduced 
temperature Тр, the pseudoreduced specific volume vg, and the foregoing expressions 
for a and b, the Redlich-Kwong equation can be written as 
UR a' 
Z- (11.9) 
vg — b' (ик b')TR. 





Equation 11.9 can be evaluated at specified values of vg and Tg and the resultant 
Z values located on a generalized compressibility chart to show the regions where 
the equation performs satisfactorily. With the constants given by Eqs. 11.8, the com- 
pressibility factor at the critical point yielded by the Redlich-Kwong equation is 
Z. = 0.333, which is at the high end of the range of values for most substances, indi- 
cating that inaccuracy in the vicinity of the critical point should be expected. 

In Example 11.1, the pressure of a gas is determined using three equations of state 
and the generalized compressibility chart. The results are compared. 


Redlich-Kwong equation 
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EXAMPLE 11,1 TERT 


Comparing Equations of State 


A cylindrical tank containing 4.0 kg of carbon monoxide gas at —50°C has an inner diameter of 0.2 m and a 
length of 1 m. Determine the pressure, in bar, exerted by the gas using (a) the generalized compressibility chart, 
(b) the ideal gas equation of state, (c) the van der Waals equation of state, (d) the Redlich-Kwong equation of 
state. Compare the results obtained. 


SOLUTION 


Known: A cylindrical tank of known dimensions contains 4.0 kg of CO gas at —50°C. 


Find: Determine the pressure exerted by the gas using four alternative methods. 


Schematic and Given Data: 

















-р =0.2 то Engineering Model: 
1. As shown in the accompanying figure, the closed system is taken as the gas. 
—— ж >) 2. The system is at equilibrium. 
ED | 
| 
| 
= |- 4 kg CO gas 
End | аг-50°С 
| 
| 
| 
| 
== NS 2 
Fig. E11.1 


Analysis: The molar specific volume of the gas is required in each part of the solution. Let us begin by evaluat- 
ing it. The volume occupied by the gas is 


y- (P): seas 





= 0.0314 m? 
The molar specific volume is then 


_ V kg le з) m? 
ыа u(~) Е (s kmol 40kg / pare kmol 


(a) From Table A-1 for CO, Т, = 133 K, р, = 35 bar. Thus, the reduced temperature Tp and pseudoreduced 
specific volume vp are, respectively, 








223 K 
vp, (0.2198 m*/kmol)(35 x 10° N/m’) 
Ue = 0.696 


ЕТ. (8314 № · m/kmol - K)(133 К) 


Turning to Fig. A-2, 2 ~ 0.9. Solving Z = pv/RT for pressure and inserting known values 














ZRT  0.9(8314N · mkmol - K)(223 K)| 1bar 
p=—== 5 5 ;| = 73.9 bar 
U (0.2198 m"/kmol) 10° N/m 
(b) The ideal gas equation of state gives 
RT (8314N · m/kmol - K)(223 K)| 1 bar 
p= = = 3 5 |= 84.4 баг 
v (0.2198 m"/kmol) 10” N/m 
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(c) For carbon monoxide, the van der Waals constants a and b given by Eqs. 11.4 can be read directly from 
Table A-24. Thus, 


m? 


kmol 


3 








2 
aul and b - 0.0395 


а = 1474 Par - 


Substituting into Eq. 11.2 
RT а 
da = 
(8314 N - m/kmol - K)(223 K)| 1 bar 
а (0.2198 — 0.0395) (m?/kmol) І% Мт? 
= 72.3 bar 


1.474 bar(m*/kmol)’ 
(0.2198 m?/kmol)? 








Alternatively, the values for и and Tg obtained in the solution of part (a) can be substituted into Eq. 11.5, giv- 
ing Z = 0.86. Then, with p = ZRTIv, p = 72.5 bar. The slight difference is attributed to roundoff. 


(d) For carbon monoxide, the Redlich-Kwong constants given by Eqs. 11.8 can be read directly from Table A-24. 
Thus 














17.22 bar( m9) (K) а 
а = 71 апа b = 0.02737 m"/kmol 
(kmol) 
Substituting into Eq. 11.7 
RT a 
P-y-p aut ут (У) Skills Developed 
_ (8314 № * m/kmol - K)(223 К) | 1 bar 17.22 bar Ability to... 
(0.2198 — 0.02737) m"/kmol 110° N/m?| — (0.2198) (0.24717) (223)? О determine pressure using 
E the compressibiliby chart. 
= 75.1 bar | 
ideal gas model, and the van 
Alternatively, the values for v, and Тр obtained in the solution of part (a) can be der Waale and Redlich-Kwong 
substituted into Eq. 11.9, giving Z = 0.89. Then, with p = ZRTIv, p = 75.1 bar. In equations of etate. 
comparison to the value of part (a), the ideal gas equation of state predicts a pres- О perform unit conversions 
sure that is 11% higher and the van der Waals equation gives a value that is 5% correctly. 





lower. The Redlich-Kwong value is about 1% less than the value obtained using 
the compressibility chart. 


: Using the given temperature and the pressure value deter- 
28444.. mined іп part (a), check the value of Z using Fig. A-2. ANS. Z = 0.9. eee 





11.1.3 Multiconstant Equations of State 


To fit the p-v-T data of gases over a wide range of states, Beattie and Bridgeman pro- 
posed in 1928 a pressure-explicit equation involving five constants in addition to the gas 
constant. The Beattie-Bridgeman equation can be expressed in a truncated virial form as 


RT ô 
р==—— + B TA (11.10) Beattie-Bridgeman 


v 97 X 97 А 
equation 





where 


В = BRT — A – cRIT? 
y = —BbRT + Aa — BcRIT? (11.1) 
8 — BbcRIT? 
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Benedict-Webb-Rubin 
equation 


TAKE NOTE... 
The etate principle for 

simple systems is intro- 
duced in бес. 3.1. 





exact differential 


test for exactness 





The five constants a, b, c, A, and B appearing in these equations are determined by 
curve fitting to experimental data. 

Benedict, Webb, and Rubin extended the Beattie-Bridgeman equation of state to 
cover a broader range of states. The resulting equation, involving eight constants in 
addition to the gas constant, has been particularly successful in predicting the p-v-T 
behavior of light hydrocarbons. The Benedict-Webb-Rubin equation is 


RT COOR E ат c u Jue 
p^ — = «(snr - А-Б) + = от Ше ехр 





(11.12) 


Values of the constants appearing іп Eq. 11.12 for five common substances are given in 
Table А-24 for pressure in bar, specific volume in m*/kmol, and temperature in K. Values 
of the constants for the same substances are given in Table A-24E for pressure in atm, 
specific volume in ft?/Ibmol, and temperature in °R. Because Eq. 11.12 has been so suc- 
cessful, its realm of applicability has been extended by introducing additional constants. 

Equations 11.10 and 11.12 are merely representative of multiconstant equations of 
state. Many other multiconstant equations have been proposed. With high-speed com- 
puters, equations having 50 or more constants have been developed for representing 
the p-v-T behavior of different substances. 


Important Mathematical Relations 


рогова веевеаеееваевоеваеевеовевееввевеововавевовоеевавоеевоаеее ва е 


Values of two independent intensive properties are sufficient to fix the intensive state 
of a simple compressible system of specified mass and composition —for instance, 
temperature and specific volume (see Sec. 3.1). All other intensive properties can be 
determined as functions of the two independent properties: p = p(T, v), и = u(T, v), 
h = h(T, v), and so on. These are all functions of two independent variables of the 
form z = z(x, y), with x and y being the independent variables. It might also be recalled 
that the differential of every property is exact (Sec. 2.2.1). The differentials of non- 
properties such as work and heat are inexact. Let us review briefly some concepts 
from calculus about functions of two independent variables and their differentials. 
The exact differential of a function z, continuous in the variables x and y, is 


0 0 
dz = (22) dx + (%) ау (11.13a) 
Ox /у Oy /x 
This can be expressed alternatively as 
dz = Мах + Мау (11.136) 


where М = (dz/dx), and N = (92/Әу),. The coefficient M is the partial derivative of 
z with respect to x (the variable y being held constant). Similarly, N is the partial 
derivative of z with respect to y (the variable x being held constant). 

If the coefficients M and N have continuous first partial derivatives, the order in 
which a second partial derivative of the function z is taken is immaterial. That is, 


ð (8z a | (az 
| б e (11.142) 


QE (лды 
ду /, Ox /у 


which can be called the test for exactness, as discussed next. 





or 


11.2 Important Mathematical Relations 


In words, Eqs. 11.14 indicate that the mixed second partial derivatives of the func- 
tion z are equal. The relationship in Eqs. 11.14 is both a necessary and sufficient 
condition for the exactness of a differential expression, and it may therefore be used 
as a test for exactness. When an expression such as M dx + М dy does not meet this 
test, no function z exists whose differential is equal to this expression. In thermody- 
namics, Eq. 11.14 is not generally used to test exactness but rather to develop addi- 
tional property relations. This is illustrated in Sec. 11.3 to follow. 

Two other relations among partial derivatives are listed next for which applications 
are found in subsequent sections of this chapter. These are 


Ox ду я 

ecole: quas 
000- mo 
02/,Х9х/,Қоу/; 


МУ NOUNS) consider the three quantities x, y, and z, any two of which may 
be selected as the independent variables. Thus, we can write x = x(y, z) and y = y(x, z). 


The differentials of these functions are, respectively, 


д д д 
dx = (2) dy + (%) dz and  dy- (2) dx + (2) dz 
ду/; 82 /у OXJ OZ Jx 


Eliminating dy between these two equations results in 


H-A N mm 


Since x and z can be varied independently, let us hold z constant and vary x. That is, 
let dz = 0 and dx = 0. It then follows from Eq. 11.17 that the coefficient of dx must 
vanish, so Eq. 11.15 must be satisfied. Similarly, when dx = 0 and dz > 0, the coef- 
ficient of dz in Eq. 11.17 must vanish. Introducing Eq. 11.15 into the resulting expres- 
sion and rearranging gives Eq. 11.16. The details are left as an exercise. ~ 4 << 4 


and 











APPLICATION. An equation of state p — p(T, v) provides a specific example of 
a function of two independent variables. The partial derivatives (dp/dT), and (др/дъ)т 
of p(T, v) are important for subsequent discussions. The quantity (Әр/ӘТ), is the 
partial derivative of p with respect to T (the variable v being held constant). This 
partial derivative represents the slope at a point on a line of constant specific volume 
(isometric) projected onto the р-Т plane. Similarly, the partial derivative (др/ду)т is 
the partial derivative of p with respect to v (the variable T being held constant). This 
partial derivative represents the slope at a point on a line of constant temperature 
(isotherm) projected on the р-у plane. The partial derivatives (dp/dT), and (ðplðv)r 
are themselves intensive properties because they have unique values at each state. 

The p—v- T surfaces given in Figs. 3.1 and 3.2 are graphical representations of func- 
tions of the form p — p(v, T). Figure 11.1 shows the liquid, vapor, and two-phase 
regions of a p—v-T surface projected onto the р-у and p- T planes. Referring first to 
Fig. 11.1a, note that several isotherms are sketched. In the single-phase regions, the 
partial derivative (др/ду)т giving the slope is negative at each state along an isotherm 
except at the critical point, where the partial derivative vanishes. Since the isotherms 
are horizontal in the two-phase liquid-vapor region, the partial derivative (dp/dv) 7 
vanishes there as well. For these states, pressure is independent of specific volume 
and is a function of temperature only: p = Psal T). 

Figure 1115 shows the liquid and vapor regions with several isometrics (constant 
specific volume lines) superimposed. In the single-phase regions, the isometrics are 
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р 0<00 U=: 
(2) 
oT ^v 20 
Critical 
point c 

! Locus of saturation states 
Triple 
point 

U T 


(a) (b) 


Fig. 11.1 Diagrams used to discuss (др/дъ)т and (dp/dT),. (a) p-v diagram. (b) Phase diagram. 


nearly straight or are slightly curved and the partial derivative (др/дТ)„ is positive at 
each state along the curves. For the two-phase liquid-vapor states corresponding to 
a specified value of temperature, the pressure is independent of specific volume and 
is determined by the temperature only. Hence, the slopes of isometrics passing through 
the two-phase states corresponding to a specified temperature are all equal, being 
given by the slope of the saturation curve at that temperature, denoted simply as 
(dpldT),4. For these two-phase states, (dp/dT), = (dpldT),. 

In this section, important aspects of functions of two variables have been intro- 
duced. The following example illustrates some of these ideas using the van der Waals 
equation of state. 


EXAMPLE 11.2 ОУ О ————————————— Т 
5 
: 


Applying Mathematical Relations 


For the van der Waals equation of state, (a) determine an expression for the exact differential dp, (b) show that 
the mixed second partial derivatives of the result obtained in part (a) are equal, and (c) develop an expression 
for the partial derivative (dv/d7),. 

SOLUTION 


Known: The equation of state is the van der Waals equation. 


Find: Determine the differential dp, show that the mixed second partial derivatives of dp are equal, and develop 
an expression for (dv/dT),. 


Analysis: 
(а) By definition, the differential of a function p = p(T, v) is 


др 2) 
dp-l-—1la4p-|-—] 
E (2) (2 T ч 


The partial derivatives appearing in this expression obtained from the van der Waals equation expressed as p = 


RTI(v — b) — ah? are 
д д 
м-(%) = к. у= (2) -- RT_ 2a 
aT/, v-b ди/т | (v-by v 
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Accordingly, the differential takes the form 


ә-( аз | 85, lay 
v—b (v — b) у 


(b) Calculating the mixed second partial derivatives 


(аи), 5 21310 "(v 7 
Cl ress: 


Thus, the mixed second partial derivatives are equal, as expected. 








(c) An expression for (dv/dT), сап be derived using Eqs. 11.15 and 11.16. Thus, with x = p, y = v, and z = T, 


Eq. 11.16 gives 
ӘТ уди ту Op /y 


(=) _ 1 
ol), (др!дъ) т (д Пор), 
Then, with x = T, y = p, and z = v, Eq. 11.15 gives 


(47) 1 
дрл, (өріәТ), 


( У (ӘріӘТ), 
aT),  (àplàv); 
The numerator and denominator of this expression have been evaluated in part (а), so 


eu Би лана, skills 
= Developed 
` (ш) [-RT(v — b. + 2al?] Qut ue 


Ability to... 

Пиве Eqs. 11.15 and 11.16 
together with the van der 
Waals equation of state to 
develop a thermodynamic 
property relation, 





or 








Combining these results 








which is the desired result. 


@ Since the van der Waals equation is cubic in specific volume, it can be solved 
for v (T, p) at only certain states. Part (c) shows how the partial derivative 
(дијо T), can be evaluated at states where it exists. 


Using the results obtained, develop an expression for 


д 
(5) of an ideal gas. Ans. v/T. 
aT /p 
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In this section, several important property relations are developed, including the 
expressions known as the Maxwell relations. The concept of a fundamental thermo- 
dynamic function is also introduced. These results, which are important for subsequent 
discussions, are obtained for simple compressible systems of fixed chemical composi- 
tion using the concept of an exact differential. 
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Helmholtz function 


Gibbs function 


11.3.1 Principal Exact Differentials 


The principal results of this section are obtained using Eqs. 11.18, 11.19, 11.22, and 
11.23. The first two of these equations are derived in Sec. 6.3, where they are referred 
to as the Т ds equations. For present purposes, it is convenient to express them as 


du — T ds — p dv (11.18) 
dh = T ds + vdp (11.19) 


The other two equations used to obtain the results of this section involve, respec- 
tively, the specific Helmholtz function y defined by 


b= in = Ty (11.20) 
and the specific Gibbs function g defined by 
г=-— Ts (1.21) 


The Helmholtz and Gibbs functions are properties because each is defined in terms 
of properties. From inspection of Eqs. 11.20 and 11.21, the units of y and g are the 
same as those of и and Л. These two new properties are introduced solely because 
they contribute to the present discussion, and no physical significance need be 
attached to them at this point. 
Forming the differential dy 
dy = du - d(Ts) = du – Tds – sdT 


Substituting Eq. 11.18 into this gives 
dy = =p dv - sdT (11.22) 


Similarly, forming the differential dg 
dg = dh — d(Ts) = dh — T ds – s dT 
Substituting Eq. 11.19 into this gives 


dg = идр – s dT (11.23) 


11.3.2 Property Relations from Exact Differentials 


The four differential equations introduced above, Eqs. 11.18, 11.19, 11.22, and 11.23, 
provide the basis for several important property relations. Since only properties are 
involved, each is an exact differential exhibiting the general form dz = M dx + N dy 
considered in Sec. 11.2. Underlying these exact differentials are, respectively, functions 
of the form u(s, v), h(s, p), (у, T), and g(T, p). Let us consider these functions in the 
order given. 

The differential of the function и = u(s, v) is 


du = (=) ds + (=) dv 
Os /y ду/; 
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By comparison with Eq. 11.18, we conclude that 


T- (=) (11.24) 
98 /, 
E (ж) (11.25) 


The differential of the function h = h(s, p) is 


dh — (=) ds + (25) dp 
OS Jp Op /5 


By comparison with Eq. 11.19, we conclude that 


T- (2) (11.26) 
05 /р 
oh 

y= (2) (11.27) 


Similarly, the coefficients -р and —s of Eq. 11.22 are partial derivatives of y(v, Т) 


b (=) (11.28) 
Up 
_ (9 
ae (2) (11.29) 


and the coefficients v and —s of Eq. 11.23 are partial derivatives of g(T, p) 


с (2%) (11.30) 
9р /т 
_ (98 
E E (1.31) 


As each of the four differentials introduced above is exact, the second mixed partial 
derivatives are equal. Thus, in Eq. 11.18, Т plays the role of M in Eq. 11.14b and -р 
plays the role of N in Eq. 11.14b, so 


ОЛ o 90 
9-45) п 


In Eq. 11.19, T and v play the roles of M апа N in Eq. 11.145, respectively. Thus, 


oT ду 
Sle) qvas 


Similarly, from Eqs. 11.22 and 11.23 follow 
др д5 
|S || 11.34 
| EI ( ) 
ду 05 
у се 11.35 
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Summary of Property Relations from Exact Differentials 


Basic relations: 


from и = u(s, v) from h = h(s, p) 
T= (ш) (1.24) T= (=) (11.26) 
ius (2) (11.25) TE (25) (1.27) 

from yy = yv, T) from g = 9(7, р) 
"CNET. „-(8) в 
-5- (% (11.29) -5- (4) (11.31) 


Maxwell relations: 
Оту — Е др ар as 
(2) = [S (11.32) (2) (=) (11.34) 
oT ду D a 
a (2) (11.33) (=) 45) (11.35) 


Additional relations: 
д д 
()-(%) (пзо 
д® /$ дъ /r 


2-02, 


| 


|| 
| 





Maxwell relations Equations 11.32 through 11.35 are known as the Maxwell relations. 


Since each of the properties T, p, v, s appears on the left side of two of the eight 
equations, Eqs. 11.24 through 11.31, four additional property relations can be obtained 
by equating such expressions. They are 


( ) ( ) ( ) ( | 
05 05 2 ду 5 ду 
др 5 др | oT v oT p (1 1.36) 


Equations 11.24 through 11.36, which are listed in Table 11.1 for ease of reference, 
are 16 property relations obtained from Eqs. 11.18, 11.19, 11.22, and 11.23, using the 
concept of an exact differential. Since Eqs. 11.19, 11.22, and 11.23 can themselves be 
derived from Eq. 11.18, the important role of the first T dS equation in developing 
property relations is apparent. 

The utility of these 16 property relations is demonstrated in subsequent sections 
of this chapter. However, to give a specific illustration at this point, suppose the par- 
tial derivative (98/Әу)т involving entropy is required for a certain purpose. The Max- 
well relation Eq. 11.34 would allow the derivative to be determined by evaluating the 
partial derivative (dp/dT),, which can be obtained using p-v-T data only. Further 
elaboration is provided in Example 11.3. 
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EXAMPLE 17,3 "P 


Applying the Maxwell Relations 


Evaluate the partial derivative (ðs/ðv)r for water vapor at a state fixed by a temperature of 240°C and a specific 
volume of 0.4646 m°/kg. (a) Use the Redlich-Kwong equation of state and an appropriate Maxwell relation. 
(b) Check the value obtained using steam table data. 

SOLUTION 

Known: The system consists of a fixed amount of water vapor at 240°C and 0.4646 m*/kg. 


Find: Determine the partial derivative (95/00) т employing the Redlich-Kwong equation of state, together with 
a Maxwell relation. Check the value obtained using steam table data. 


Engineering Model: 

1. The system consists of a fixed amount of water at a known equilibrium state. 

2. Accurate values for (95/ӘТ), in the neighborhood of the given state can be determined from the Redlich- 
Kwong equation of state. 

Analysis: 

(a) The Maxwell relation given by Eq. 11.34 allows (д5/дъ)т to be determined from the p—v-T relationship. That is, 


САС 


The partial derivative (dp/dT), obtained from the Redlich-Kwong equation, Eq. 11.7, is 





(=) R a 

= - 

aT), 9-Ь Qu(v-b)T?" 

At the specified state, the temperature is 513 K and the specific volume on a molar basis is 
3 


m? ( 18.02 “2 m 
v = 0.4646 = 8.372 
Y Ке у kmol kmol 





From Table A-24 


m? 


kmol 








3 
а - 142.59 bar( = 


2 
| У (КҮР B= 00211 
mo 


Substituting values into the expression for (dp/dT), 


М-т m ү 12. 





























(2) К 2 10° N/m? 
oT, m? m? X m? ) ар! 1 bar 
(8.372 = 00211). — 2837 ma ре ыы», 
ы. 1k 
- (10043 : =) 
m`- К/ I1 · т 
= 1.0043- 
m . 


Accordingly 





(%) = 1.0043 
ду T тк 


(b) A value for (95/99) can be estimated using а graphical approach with steam table data, as follows: At 240°C, 
Table A-4 provides the values for specific entropy s and specific volume v tabulated below. 


670 Chapter 11 Thermodynamic Relations 








T = 240°C 
p (bar) s (kJ/kg - K) v (m?/kg) 
1.0 7.9949 2.359 
1.5 7.8052 1.570 
3.0 7-4774 0.781 
5.0 7.2307 0.4646 
7.0 7.0641 0.3292 
10.0 6.8817 0.2275 


With the values for s and v listed in the table, the plot in Fig. E11.3a giving s versus v can be prepared. Note 
that a line representing the tangent to the curve at the given state is shown on the plot. The pressure at this 
state is 5 bar. The slope of the tangent is (д5/дъ)т = 1.0 kJ/m? - K. Thus, the value of (25/90); obtained using the 
Redlich-Kwong equation agrees closely with the result determined graphically using steam table data. 








Т = 240°С 1.5 Баг 
м ІШ 
50 ШЕ 
= 
2 ШЕ 
ж 
8 RS 
E ы; 3 bar 
o L— 
= 
3 — 5 bar 
ж 
~ d 7 bar 
(ЕН E ap eie spese ЕД 
7.0 
N 0.5 1.0 1.5 
Specific volume, m?/kg Fig. E11.3a 


Alternative Solution: Alternatively, the partial derivative (ðs/ðv)r сап be estimated using numerical methods and 
computer-generated data. The following 17 code illustrates опе way the partial derivative, denoted dsdv, can be 
estimated: 


v = 0.4646 // m3/kg 


T = 240 // °С 
мг = У + dv 
v1 =v — dv 
dv = 0.2 


v2 = v PT (“Water/Steam”, p2, T) 
v1 = v_PT (“Water/Steam”, p1, T) 
52 = s PT (“Water/Steam”, рг, Т) 
51-5 PT (“Water/Steam”, р1, T) 
dsdv = (52 — s1)/(v2 — v1) 


Using the Explore button, sweep dv from 0.0001 to 0.2 in steps of 0.001. Then, using the Graph button, the fol- 
lowing graph can be constructed: 


1.12 





1.10 


1.08 


1.06 


dsdv 


| 
` 0.00 0.05 0.10 0.15 0.20 


dy Fig. E11.3b 
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From the computer data, the y-intercept of the graph is 
Skills D 
"A ы O skills Developed 
= lim == 1, УН 
ðv/r әо\Аъ›/т ток Ability to... 
U apply a Maxwell relation to 
evaluate a thermodynamic 








This answer is an estimate because it relies on a numerical approximation of the 
partial derivative based on the equation of state that underlies the steam tables. 


- à d . 5 quantity. 
The values obtained using the Redlich-Kwong equation of state and the graphical — apply the Redlich-Kwong 
method using steam table data agree with this result. equation 


О perform а comparison with 
data from the steam table 
using graphical and computer- 
based methods. 


@ It is left as an exercise to show that, in accordance with Eq. 11.34, the value of 
(ӘріӘТ), estimated by a procedure like the one used for (ds/dv)7 agrees with 
the value given here. 


For steam at T = 240°C, v = 0.4646 m?/kg, p = 5 bar, calcu- 


МАРАКА. late the value of the compressibility factor Z. ANS. 0.981. — eee eher 





11.3.3 Fundamental Thermodynamic Functions 


A fundamental thermodynamic function provides a complete description of the ther- 
modynamic state. In the case of a pure substance with two independent properties, 
the fundamental thermodynamic function can take one of the following four forms: 


и = u(s, v) 

һ- h(s, p) (11.37) fundamental thermodynamic 
y = (Т, v) function 

g = UR m) 


Of the four fundamental functions listed in Eqs. 11.37 the Helmholtz function y and 
the Gibbs function g have the greatest importance for subsequent discussions (see 
Sec. 11.6.2). Accordingly, let us discuss the fundamental function concept with refer- 
ence to y and g. 

In principle, all properties of interest can be determined from a fundamental ther- 
modynamic function by differentiation and combination. 


consider a fundamental function of the form (Т, v). The proper- 
ties v and Т, being the independent variables, are specified to fix the state. The pres- 
sure p at this state can be determined from Eq. 11.28 by differentiation of (Т, v). 
Similarly, the specific entropy s at the state can be found from Eq. 11.29 by differen- 
tiation. By definition, y = и — Ts, so the specific internal energy is obtained as 


и = Џ + Ts 
With и, p, and v known, the specific enthalpy can be found from the definition h = 
и + pv. Similarly, the specific Gibbs function is found from the definition, g = h — 


Ts. The specific heat c, can be determined by further differentiation, c, = (du/dT),,. 
Other properties can be calculated with similar operations. ~ < < < 4 


consider a fundamental function of the form g(T, p). The proper- 
ties T and p are specified to fix the state. The specific volume and specific entropy 


at this state can be determined by differentiation from Eqs. 11.30 and 11.31, respec- 
tively. By definition, g = h — Ts, so the specific enthalpy is obtained as 


А = р + Ts 
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With А, p, and v known, the specific internal energy can be found from и = h — pv. 
The specific heat c, can be determined by further differentiation, с, = (dh/dT),. Other 
properties can be calculated with similar operations. ~ ~ << 4 


Like considerations apply for functions of the form u(s, v) and A(s, p), as can read- 
ily be verified. Note that a Mollier diagram provides a graphical representation of 
the fundamental function h(s, p). 


Evaluating Changes in Entropy, 
Internal Energy, and Enthalpy 


With the introduction of the Maxwell relations, we are in a position to develop ther- 
modynamic relations that allow changes in entropy, internal energy, and enthalpy to be 
evaluated from measured property data. The presentation begins by considering relations 
applicable to phase changes and then turns to relations for use in single-phase regions. 


11.4.1 Considering Phase Change 


The objective of this section is to develop relations for evaluating the changes in 
specific entropy, internal energy, and enthalpy accompanying a change of phase at 
fixed temperature and pressure. A principal role is played by the Clapeyron equation, 
which allows the change in enthalpy during vaporization, sublimation, or melting at 
a constant temperature to be evaluated from pressure-specific volume-temperature 
data pertaining to the phase change. Thus, the present discussion provides important 
examples of how p-v-T measurements can lead to the determination of other prop- 
erty changes, namely As, Au, and АЛ for a change of phase. 

Consider a change in phase from saturated liquid to saturated vapor at fixed tem- 
perature. For an isothermal phase change, pressure also remains constant, so Eq. 11.19 
reduces to 


dh = T ds 
Integration of this expression gives 


h, — h 
ya СО Ыр = T 





(11.38) 


Hence, the change in specific entropy accompanying a phase change from saturated 
liquid to saturated vapor at temperature 7' can be determined from the temperature 
and the change in specific enthalpy. 

The change in specific internal energy during the phase change can be determined 
using the definition h = и + pv. 


Wy — Up = h, — hy — p(v, — w) (11.39) 


Thus, the change in specific internal energy accompanying a phase change at tem- 
perature Т can be determined from the temperature and the changes in specific 
volume and enthalpy. 


CLAPEYRON EQUATION. The change in specific enthalpy required by 
Eqs. 11.38 and 11.39 can be obtained using the Clapeyron equation. To derive the 
Clapeyron equation, begin with the Maxwell relation 


OSA _ др 
a) Ga, mae 


11.4 Evaluating Changes in Entropy, Internal Energy, and Enthalpy 


During a phase change at fixed temperature, the pressure is independent of specific 
volume and is determined by temperature alone. Thus, the quantity (dp/dT),, is deter- 
mined by the temperature and can be represented as 


Ges. 
aT), хат) 


where “sat” indicates that the derivative is the slope of the saturation pressure— 
temperature curve at the point determined by the temperature held constant during 
the phase change (Sec. 11.2). Combining the last two equations gives 


G7 Gr) 
ду Т ат sat 


Since the right side of this equation is fixed when the temperature is specified, the 
equation can be integrated to give 


Introducing Eq. 11.38 into this expression results in the Clapeyron equation 


dp hg = hs 
= 11.4 
ЭВ T(vg z V) қ ы 





Equation 11.40 allows (h, — he) to be evaluated using only p—v-T data pertaining to 
the phase change. In instances when the enthalpy change is also measured, the 
Clapeyron equation can be used to check the consistency of the data. Once the spe- 
cific enthalpy change is determined, the corresponding changes in specific entropy 
and specific internal energy can be found from Eqs. 11.38 and 11.39, respectively. 
Equations 11.38, 11.39, and 11.40 also can be written for sublimation or melting 
occurring at constant temperature and pressure. In particular, the Clapeyron equation 


would take the form 
dp h" = ћ' 
= 11.41 
(2), T(v" E 7') i 


where " and ’ denote the respective phases, and (dp/dT)sa is the slope of the relevant 
saturation pressure-temperature curve. 

The Clapeyron equation shows that the slope of a saturation line on a phase dia- 
gram depends on the signs of the specific volume and enthalpy changes accompany- 
ing the phase change. In most cases, when a phase change takes place with an increase 
in specific enthalpy, the specific volume also increases, and (dp/dT),4 is positive. How- 
ever, in the case of the melting of ice and a few other substances, the specific volume 
decreases on melting. The slope of the saturated solid-liquid curve for these few 
substances is negative, as pointed out in Sec. 3.2.2 in the discussion of phase diagrams. 

An approximate form of Eq. 11.40 can be derived when the following two idealiza- 
tions are justified: (1) и; is negligible in comparison to v,, and (2) the pressure is low 
enough that v, can be evaluated from the ideal gas equation of state as v, = RT/p. 


With these, Eq. 11.40 becomes 
Gr]. xr 
TAa RITU 


which can be rearranged to read 


dinp hy — hi 
= 11.42 
( dT |. RT? ( ) 











Equation 11.42 is called the Clausius-Clapeyron equation. A similar expression applies 
for the case of sublimation. 


Clapeyron equation 


Clausius-Clapeyron 
equation 
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The use of the Clapeyron equation in any of the foregoing forms requires an accurate 
representation for the relevant saturation pressure-temperature curve. This must not 
only depict the pressure-temperature variation accurately but also enable accurate values 
of the derivative (dp/dT),4 to be determined. Analytical representations in the form of 
equations are commonly used. Different equations for different portions of the pressure- 
temperature curves may be required. These equations can involve several constants. 
One form that is used for the vapor-pressure curves is the four-constant equation 


B 
In Paar = A +t СілТ- DT 


in which the constants A, B, C, D are determined empirically. 

The use of the Clapeyron equation for evaluating changes in specific entropy, 
internal energy, and enthalpy accompanying a phase change at fixed T and p is illus- 
trated in the next example. 


"— — —————— ——AUO— — T 
: Applying the Clapeyron Equation 


Using p-v-T data for saturated water, calculate at 100°C (a) A, — hs (b) и, — ш, (с) s, — 5. Compare with the 
respective steam table value. 


SOLUTION 
Known: The system consists of a unit mass of saturated water at 100°C. 


Find: Using saturation data, determine at 100°C the change on vaporization of the specific enthalpy, specific 
internal energy, and specific entropy, and compare with the respective steam table value. 


Analysis: For comparison, Table A-2 gives at 100°C, л, — hy = 22570 kJ/kg, и, — ш = 20876 kJ/kg, s, — s; = 
6.048 kJ/kg · К. 


(a) The value of h, — Ah; can be determined from the Clapeyron equation, Eq. 11.40, expressed as 


dp 
hg n: h; = Ку = vi) dT T 


This equation requires a value for the slope (dp/dT),, of the saturation pressure-temperature curve at the 
specified temperature. 

The required value for (dp/dT),4, at 100°C сап be estimated graphically as follows. Using saturation pressure— 
temperature data from the steam tables, the accompanying plot can be prepared. Note that a line drawn tangent to 
the curve at 100°C is shown on the plot. The slope of this tangent line is about 3570 N/m? - К. Accordingly, at 100°C 


N 
---| ~ 3570 
(2. sat m? К 





Saturation pressure (bar) 








0 | | | 
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Inserting property data from Table A-2 into the equation for hg — A; gives 


m N 1kJ 
ћу — ћ = (37345 K)(1.673 — 1.0435 x 10? (= (sro ) 
ма: X kg m? + K/[10°N -m 





= 2227 kJ/kg 


This value is about 196 less than the value read from the steam tables. 
© Alternatively, the derivative (dp/dT),4 can be estimated using numerical methods and computer-generated 
data. The following ГТ code illustrates one way the derivative, denoted dpdT, can be estimated: 


T = 100 // °С 
dT = 0.001 
Ta qr 
T2=T+dT 


p1 = Psat (“Water/Steam”, T1) // bar 
p2 = Psat (“Water/Steam”, T2) // bar 
dpdT = ((p2 — p1) / (T2 — T1)) * 100000 


Using the Explore button, sweep dT from 0.001 to 0.01 in steps of 0.001. Then, reading the limiting value from 


the computer data 
a N 
—— | ~ 3616 
(%, sat m? К 


When this value is used in the above expression for A, — Лу, the result is Ag — ће = 2256 kJ/kg, which agrees 
closely with the value read from the steam tables. 


(b) With Eq. 11.39 





üg — Up = hg — ће — Pal = 1) 


Inserting the ГТ result for (hg — hs) from part (a) together with saturation data at 100°C from Table A-2 











kJ N N| GE 
u,— ш = 2256 (104 x i (Len) == 
Ко т Ко / 10КМ · т 
- 2086.5 
т (Vf Skills Developed 
which also agrees closely with the value from the steam tables. UO EM EE 
ility to... 
(с) With Eq. 11.38 and the 77 result for (л, — А) from part (а) О use the Clapeyron equation 
h,— ht 2256 kJ/kg k With p-v-T data for satu- 
Sg — 5p = T 37315K . Oo eK “К rated water to evaluate, 
Utg ћу, апа Sty. 
which again agrees closely with the steam table value. Ч use graphical and computer- 


based methods to evaluate 
thermodynamic property 
data and relations. 


© Аво,(ар/аТ), might be obtained by differentiating an analytical expression 
for the vapor pressure curve, as discussed immediately above the introduction 
of this example. 





11.4.2 Considering Single-Phase Regions 


The objective of the present section is to derive expressions for evaluating As, Au, 
and АЛ between states in single-phase regions. These expressions require both p-v-T 
data and appropriate specific heat data. Since single-phase regions are under present 
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TAKE NOTE... 
Here we demonstrate that 
the specific internal energy 


of a gas whose equation of 
state is 


pu = RT 


depends on temperature 
alone, thereby confirming a 
claim made in Sec, 3.12.2. 





consideration, any two of the properties pressure, specific volume, and temperature 
can be regarded as the independent properties that fix the state. Two convenient 
choices are T, v and T, p. 


T AND v AS INDEPENDENT PROPERTIES. With temperature and specific 
volume as the independent properties that fix the state, the specific entropy can be 
regarded as a function of the form s = s(T, v). The differential of this function is 


a- (2) ar (2) а 
oT ü ðv Т 


The partial derivative (95/90); appearing in this expression can be replaced using the 
Maxwell relation, Eq. 11.34, giving 


д5 др 
= | — + 3 
ds (25) ar (Z) а (11.43) 


The specific internal energy also can be regarded as a function of T and v: u — 
u(T, v). The differential of this function is 


a. - (2) ar E) a 
oT v ду УШ 


du =c,dT + (=) dv (11.44) 
T 


With c, = (дшдт), 


ðv 


Substituting Eqs. 11.43 and 11.44 into du = T ds — p dv and collecting terms 


results in 
ðu др д5 
— | +р- Т dv = |Т ат 11.4 
(ш E (=) i | (=) 3 pue 


Since specific volume and temperature can be varied independently, let us hold spe- 
cific volume constant and vary temperature. That is, let dv = 0 and dT # 0. It then 
follows from Eq. 11.45 that 





98 €» 
(=) ш: (11.46) 
Similarly, suppose that dT = 0 and dv = 0. It then follows that 
ди др 
=" e —- 11.47 
e | А an 


Equations 11.46 and 11.47 are additional examples of useful thermodynamic 
property relations. 


Equation 11.47, which expresses the dependence of the specific 
internal energy on specific volume at fixed temperature, allows us to demonstrate 
that the internal energy of a gas whose equation of state is pv = RT depends on 
temperature alone, a result first discussed in Sec. 3.12.2. Equation 11.47 requires the 
partial derivative (dp/dT),. If p = RTh, the derivative is (dp/dT), = Rlv. Introducing 
this, Eq. 11.47 gives 


ди 2) (&) 
-T -T - -0 
(ha ee, eee 


This demonstrates that when pv = RT, the specific internal energy is independent of 
specific volume and depends on temperature alone. я « 4 4 





11.4 Evaluating Changes in Entropy, Internal Energy, and Enthalpy 


Continuing the discussion, when Eq. 11.46 is inserted in Eq. 11.43, the following 
expression results. 


Су др 
= dT +|— ; 
4 T ат (2) dv (11.48) 
Inserting Eq. 11.47 into Eq. 11.44 gives 
д 
ди = c, dT + [т(®) Е p du (11.49) 


Observe that the right sides of Eqs. 11.48 and 11.49 аге expressed solely in terms of 
p. у, T, and G; 

Changes in specific entropy and internal energy between two states are determined 
by integration of Eqs. 11.48 and 11.49, respectively. 


2 2 
са др 
ey = Sy = | —q sr | (=) dv (11.50) 
LUE NETUS 


D D Я 
Uy — ш = | Cdn + | (20) -plav (11.51) 
| Lbs TUE 


To integrate the first term on the right of each of these expressions, the variation of 
c, with temperature at one fixed specific volume (isometric) is required. Integration 
of the second term requires knowledge of the p—v-T relation at the states of interest. 
An equation of state explicit in pressure would be particularly convenient for evalu- 
ating the integrals involving (dp/dT),. The accuracy of the resulting specific entropy 
and internal energy changes would depend on the accuracy of this derivative. In cases 
where the integrands of Eqs. 11.50 and 11.51 are too complicated to be integrated in 
closed form they may be evaluated numerically. Whether closed-form or numerical 
integration is used, attention must be given to the path of integration. 


let us consider the evaluation of Eq. 11.51. Referring to Fig. 11.2, 
if the specific heat c, is known as a function of temperature along the isometric 
(constant specific volume) passing through the states x and y, one possible path of 
integration for determining the change in specific internal energy between states 1 
and 2 is 1-х-у-2. The integration would be performed in three steps. Since tempera- 
ture is constant from state 1 to state x, the first integral of Eq. 11.51 vanishes, so 


Ux A 
«un | 27) -plav 


у. 


From state x to y, the specific volume is constant and с, is known as а function of 
temperature only, so 


T, Р 
Uy — их = | cat 


where T, = Т) and Т, = T». From state y to state 2, the temperature 
is constant once again, and 


и; = и, = | БЕЗ -plav 
а uu ӨТ» 


When these are added, the result is the change in specific internal 
energy between states 1 and 2. < < « 4 4 





Cy = c (T, оу) 
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T AND p AS INDEPENDENT PROPERTIES. In this section a 


presentation parallel to that considered above is provided for the Fig. 11.2 Integration path between two vapor 


choice of temperature and pressure as the independent properties. states. 


U 
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With this choice for the independent properties, the specific entropy can be regarded 
as a function of the form s = s(T, p). The differential of this function is 


05 д5 
ds = |) ат +1) а 
n Go 


The partial derivative (95/др)т appearing in this expression can be replaced using the 
Maxwell relation, Eq. 11.35, giving 


98 ду 
ds = (ж) ат- (=) dp (11.52) 


The specific enthalpy also can be regarded as a function of T and p: h = A(T, p). 
The differential of this function is 


oh oh 
a - (2) „та (2) а 
oT p др T 


h 
dh = c, dT + (%) ар (11.53) 
др/т 


With c, = (ahlaT)> 


Substituting Eqs. 11.52 and 11.53 into dh = T ds + v dp and collecting terms 


results in 
дћ ду 05 
— | + | — | – ар = | T| — | – ат 11.54 
lel £3 J i | Ө] О usn 


Since pressure and temperature can be varied independently, let us hold pressure 
constant and vary temperature. That is, let dp = 0 and dT # 0. It then follows from 
Eq. 11.54 that 


os у _ m 
er = (11.55) 


Similarly, when 4Т = 0 and ар = 0, Eq. 11.54 gives 


UM T Pb 
(2) -» | (11.56) 


Equations 11.55 апа 11.56, like Eqs. 11.46 and 11.47 are useful thermodynamic property 
relations. 
When Eq. 11.55 is inserted in Eq. 11.52, the following equation results: 


с ду 
Ф%--ат-(--)а п. 
= т (ш) Ip (11.57) 
Introducing Eq. 11.56 into Eq. 11.53 gives 
ду 
dh = c, dT + Е = (=) | dp (11.58) 
dT; 


Observe that the right sides of Eqs. 11.57 and 11.58 are expressed solely in terms of 
p. у, T, and cp. 

Changes in specific entropy and enthalpy between two states are found by integrat- 
ing Eqs. 11.57 and 11.58, respectively, 


85 — $4 = [3 dT — [(5) dp (11.59) 
1 Т 1 \9T/p 
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2 2 
1 1 aT p 


To integrate the first term on the right of each of these expressions, the variation of 
c, with temperature at one fixed pressure (isobar) is required. Integration of the 
second term requires knowledge of the p-v-T behavior at the states of interest. An 
equation of state explicit in v would be particularly convenient for evaluating the 
integrals involving (dv/dT),. The accuracy of the resulting specific entropy and 
enthalpy changes would depend on the accuracy of this derivative. 

Changes in specific enthalpy and internal energy are related through h = u + pv by 


hy — hy = (ш — uj) + (pov) = pii) (11.61) 


Hence, only one of Ай and Au need be found by integration. Then, the other can be 
evaluated from Eq. 11.61. Which of the two property changes is found by integration 
depends on the information available. Ай would be found using Eq. 11.60 when an 
equation of state explicit in v and c, as a function of temperature at some fixed pres- 
sure are known. Au would be found from Eq. 11.51 when an equation of state explicit 
in p and c, as a function of temperature at some specific volume are known. Such 
issues are considered in Example 11.5. 


EXAMPLE 11.5 ООО О ОО О Г О О ГООГО Г reste ror rrr es 


: Evaluating As, Au, and Ah of a Gas 


Using the Redlich-Kwong equation of state, develop expressions for the changes in specific entropy, internal 
energy, and enthalpy of a gas between two states where the temperature is the same, T, = Т», and the pressures 
are p, and р;, respectively. 


SOLUTION 


Known: Two states of a unit mass of a gas as the system are fixed by p, and Т, at state 1 and p», T; (= Т) at 
state 2. 


Find: Determine the changes in specific entropy, internal energy, and enthalpy between these two states. 
Schematic and Given Data: 


p Engineering Model: The Redlich-Kwong equation of state represents the 
p-v-T behavior at these states and yields accurate values for (dp/dT),. 


P2[- 
Р | 


1 


Em 





| | 
о шо Fig. E11.5 





Analysis: The Redlich-Kwong equation of state is explicit in pressure, so Eqs. 11.50 and 11.51 are selected for 
determining 52 — s, and u — u. Since Т = Т», an isothermal path of integration between the two states is 
convenient. Thus, these equations reduce to give 


2 
др 
.-я-| (2) dv 
‚ TJ, 
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The limits for each of the foregoing integrals are the specific volumes v, and v; at the two states under con- 
sideration. Using рі, p2, and the known temperature, these specific volumes would be determined from the 
Redlich-Kwong equation of state. Since this equation is not explicit in specific volume, the use of an equation 
solver such as Interactive Thermodynamics: IT is recommended. 

The above integrals involve the partial derivative (dp/dT),,, which can be determined from the Redlich-Kwong 
equation of state as 





(=) R a 
= + 
aT), v—b 2wv(v + b)T*” 


Inserting this into the expression for (52 — 51) gives 


S $1 — 
20 jiv-b оь + BTR | 
"[ R a (1. 1 
- + а 
АЕ б 215) ai 


=p a 19 v, + z) 
-— + рақ 
B ДЕ = ;) ДЕ ) ш Е +b 


= ђ а vo(vi F 5 
SRi + 1 
„(2 E | оът? " ЕС + b) 


With the Redlich-Kwong equation, the integrand of the expression for (и; — и) becomes 


EI " ‚| о ЈЕ = Daa t] ES v(v d 





























а= 
2v(v + b) T"? 
TN (vf Skills Developed 
и: - за (9/1 1 Ability to. 
€ | zs pr Дө = xs (5 oa >) dv Ч perform differentiations and 
| integrations required to 
за TEN, 3a v2(v, + b) evaluate Au and As usin 
In In = p 1 | 
арт! v +b от: v(v; + b) the two-constant Redlich- 


Kwong equation of state. 





Finally, (л — ћу) would be determined using Eq. 11.61 together with the known 
values of (и; — u), pi, vi, p», and з». 


Using results obtained, develop expressions for Au and As of 


244... an ideal gas. Ans. Au — 0, As = R In (v,/v,). ЗРРРРРРРРРРРРРРРРРРРРРРРРРРРРРРРРРРРРРРРРРРРРРРРР 





Other Thermodynamic Relations 


..%4%!еееееееееевевее%ееееееевееееееееееееееееееееееееееееее 


The presentation to this point has been directed mainly at developing thermody- 
namic relations that allow changes in и, h, and s to be evaluated from measured 
property data. The objective of the present section is to introduce several other 
thermodynamic relations that are useful for thermodynamic analysis. Each of the 
properties considered has a common attribute: It is defined in terms of a partial 
derivative of some other property. The specific heats c, and c, are examples of this 
type of property. 
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11.5.1 Volume Expansivity, Isothermal and Isentropic 
Compressibility 


In single-phase regions, pressure and temperature are independent, and we can think 
of the specific volume as being a function of these two, и = и(7, p). The differential 


of such a function is 
д д 
dv = (=) dT + (=) dp 
oT p др Т 


Two thermodynamic properties related to the partial derivatives appearing in 
this differential are the volume expansivity 8, also called the coefficient of volume 


expansion 
1/ ðv 
= —| — 11.62 
B 13) arsa 


and the isothermal compressibility « 


R= -1(%) (11.63) 
v хдр/т 


By inspection, the unit for B is seen to be the reciprocal of that for temperature and 
the unit for « is the reciprocal of that for pressure. The volume expansivity is an 
indication of the change in volume that occurs when temperature changes while pres- 
sure remains constant. The isothermal compressibility is an indication of the change 
in volume that takes place when pressure changes while temperature remains con- 
stant. The value of к is positive for all substances in all phases. 

The volume expansivity and isothermal compressibility are thermodynamic prop- 
erties, and like specific volume are functions of T and p. Values for В and к are 
provided in compilations of engineering data. Table 11.2 gives values of these proper- 
ties for liquid water at a pressure of 1 atm versus temperature. For a pressure of 
1 atm, water has a state of maximum density at about 4°C. At this state, the value of 
В is zero. 

The isentropic compressibility o is an indication of the change in volume that occurs 
when pressure changes while entropy remains constant: 


m 4%) (11.64) 
v op, 


The unit for а is the reciprocal of that for pressure. 


Volume Expansivity 8 and Isothermal Compressibility 
к of Liquid Water at 1 atm Versus Temperature 


T Density B х 105 к X 10° 
^ S La bo а MEUS... A 
0 999.84 —68.14 50.89 
10 999.70 87.90 47.81 
20 998.21 206.6 45.90 
30 995.65 303.1 44.77 
40 992.22 385.4 44.24 





volume expansivity 


isothermal compressibility 


isentropic compressibility 
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velocity of sound 


TAKE NOTE... 
Through the Mach number, 
the sonic velocity c plays an 
important role in analyzing 
flow in nozzles and 
diffusers. See Sec. 9.15, 

















The isentropic compressibility is related to the speed at which sound travels in a 
substance, and such speed measurements can be used to determine a. In Sec. 9.12.2, 
the velocity of sound, or sonic velocity, is introduced as 


ee -v(2) (9.36b) 


The relationship of the isentropic compressibility and the velocity of sound can be 
obtained using the relation between partial derivatives expressed by Eq. 11.15. Iden- 
tifying p with x, v with y, and s with z, we have 


(2) CM жн 
ди/,  (dv/dp), 


With this, the previous two equations can be combined to give 
с = Vula (11.65) 


The details are left as an exercise. 


The propagation of elastic waves, such as sound 
waves, has important implications related to injury in living things. During 
impact such as a collision in a sporting event (see accompanying figure), elas- 
tic waves are created that cause some bodily material to move relative to the 

rest of the body. The waves can propagate at supersonic, transonic, or subsonic 
speeds depending on the nature of the impact, and the resulting trauma can cause serious 
damage. The waves may be focused into a small area, causing localized damage, or they 
may be reflected at the boundary of organs and cause more widespread damage. 

An example of the focusing of waves occurs in some head injuries. An impact to the skull 
causes flexural and compression waves to move along the curved surface and arrive at the 
far side of the skull simultaneously. Waves also propagate through the softer brain tissue. 
Consequently, concussions, skull fractures, and other injuries can appear at locations away 
from the site of the original impact. 

Central to an understanding of traumatic injury is data on speed of sound and other 
elastic characteristics of organs and tissues. For humans the speed of sound varies widely, 
from approximately 30-45 m/s in spongy lung tissue to about 1600 m/s in muscle and 3500 m/s 
in bone. Because the speed of sound in the lungs is relatively low, impacts such as in 
automobile collisions or even air-bag deployment can set up waves that propagate super- 
sonically. Medical personnel responding to traumas are trained to check for lung injuries. 

The study of wave phenomena in the body constitutes an important area in the field of 
biomechanics. 


11.5.2 Relations Involving Specific Heats 


In this section, general relations are obtained for the difference between specific heats 
(с, — с,) and the ratio of specific heats c,/c,. 


EVALUATING (c, — с,). An expression for the difference between c, and c, can 


be obtained by equating the two differentials for entropy given by Eqs. 11.48 and 
11.57 and rearranging to obtain 


др ду 
= = aL + pom 
(6, Gi) dT (2 ) du r( ) ар 


11.5 Other Thermodynamic Relations 


Considering the equation of state p — p(T, v), the differential dp can be expressed as 


др 2) 
dp = ат а 
P T) ду T d 


Eliminating dp between the last two equations and collecting terms gives 


®-=- ИРА СИ d, * Gr), 6 


Since temperature and specific volume can be varied independently, the coefficients 
of the differentials in this expression must vanish, so 


ду др 
– с, = (2) (2. (11.66) 
Р ƏT) oT), 


C 
др ду др 
a E к] п 


Introducing Eq. 11.67 into Eq. 11.66 gives 


до Y 2) 
Ce = ZEE: а (11.68) 


This equation allows с, to be calculated from observed values of c, knowing only 
p-v-T data, or с, to be calculated from observed values of c, 


for the special case of an ideal gas, Eq. 11.68 reduces to Eq. 3.44: 


c, (T) = c,(T) + R, as can readily be shown. 4 4 4 4 4 














The right side of Eq. 11.68 can be expressed in terms of the volume expansivity 8 
and the isothermal compressibility к. Introducing Eqs. 11.62 and 11.63, we get 


бы e (11.69) 


In developing this result, the relationship between partial derivatives expressed by 
Eq. 11.15 has been used. 

Several important conclusions about the specific heats с, and c, can be drawn from 
Eq. 11.69. 


24-7 272558 since the factor 82 cannot be negative and x is positive for all 
substances in all phases, the value of c, is always greater than, or equal to, c,. The 


specific heats are equal when 8 = 0, as occurs in the case of water at 1 atmosphere 
and 4°C, where water is at its state of maximum density. The two specific heats also 
become equal as the temperature approaches absolute zero. For some liquids and 
solids at certain states, c, and c, differ only slightly. For this reason, tables often give 
the specific heat of a liquid or solid without specifying whether it is с, ог с, The data 
reported are normally c, values, since these are more easily determined for liquids 
and solids. « 4 4 4 4 


EVALUATING c,/c,. Next, let us obtain expressions for the ratio of specific 
heats, k. Employing Eq. 11.16, we can rewrite Eqs. 11.46 and 11.55, respectively, as 


б; (5) = 
T (9Т/, (дъ/д5)т(дТ1!дъ), 
Ср (5) = 
Т отљ (ӘріӘв)т(ӘТІӘр), 
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Forming the ratio of these equations gives 


Cp (ðvlðs)r(ðTlðv)s (11.70) 
с, (ӘріӘз)т(ӘТІӘр), | 





Since (д5/др)т = 1(9р/д5)т and (dp/dT), = 1/(9Т/Әр);, Eq. 11.70 can be expressed as 


XO CN 


Finally, the chain rule from calculus allows us to write (д1/др)т = (dv/ds)7(ds/dp) 7 
and (dp/dv), = (dpldT),(dT/dv),, so Eq. 11.71 becomes 


с д 
pes (2) ( 2 (1.72) 
С, др T ду 3 


This can be expressed alternatively in terms of the isothermal and isentropic com- 
pressibilities as 








k= (11.73) 


RIR 


Solving Eq. 11.72 for (dp/dv), and substituting the resulting expression into Eq. 9.36b 
gives the following relationship involving the velocity of sound c and the specific heat 
ratio k 


c = V —kv'(aplàv)g (11.74) 


Equation 11.74 can be used to determine с knowing the specific heat ratio and p-v-T 
data, or to evaluate k knowing c and (др/ди)7. 


in the special case of an ideal gas, Eq. 11.74 reduces to give 
Eq. 9.37 (Sec. 9.12.2): 


c= VkRT (ideal gas) (9.37) 
as can easily be verified. « 4 < 4 4 


In the next example we illustrate the use of specific heat relations introduced 
above. 


EXAMPLE 17.6 Ж ООО КТ ЛГУ РРА бын ГКК ГЛ mre 


Using Specific Heat Relations 


For liquid water at 1 atm and 20°С, estimate (a) the percent error in c, that would result if it were assumed that 


Cp = Cy (b) the velocity of sound, in m/s. 


SOLUTION 
Known: The system consists of a fixed amount of liquid water at 1 atm and 20°C. 


Find: Estimate the percent error in c, that would result if c, were approximated by c,, and the velocity of sound, 
in m/s. 
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Analysis: 


(a) Equation 11.69 gives the difference between c, and с, Table 11.2 provides the required values for the volume 
expansivity B, the isothermal compressibility к, and the specific volume. Thus, 




















Emu 
Cp — Cy = к 
= ( 1 ) (293 x (2556 х e^ bar ) 
998.21 kg/m? K 45.90 x 1079 
bar - m^ 10° N/m? 1kJ 
= | 272.96 x 10° 
(2729 => 1 bar 10N-m 
kJ 
=0027 
kg: К 


@ Interpolating in Table A-19 at 20°C gives с, = 4.188 kJ/kg > K Thus, the value of c, is 
c, = 4.188 — 0.027 = 4.161 kJ/kg · K 
Using these values, the percent error in approximating c, by c, is 


ө (% - лою) Е (2597 100) — 06% 


v 








(b) The velocity of sound at this state can be determined using Eq. 11.65. The required value for the isentropic 
compressibility а is calculable in terms of the specific heat ratio k and the isothermal compressibility к. With 
Eq. 11.73, а = к/К. Inserting this into Eq. 11.65 results in the following expression for the velocity of sound 


kv 
зы = 
к 


The values of v апа к required by this expression are the same as used in part (a). Also, with the values of 
с, and c, from part (a), the specific heat ratio is k = 1.006. Accordingly 


|| (1.006) (105) bar | 10° N/m? 
(998.21 kg/m*)(45.90)| 1 bar 





1 kg • m/s? 
1N 





e — 1482 m/s 











@ Consistent with the discussion of Sec. 3.10.1, we take с, at 1 atm and 20°C as (vf Skills Developed 


the saturated liquid value at 20C. Et te te et eee ee 
Ability to... 


О apply specific heat relations 
to liquid water. 


Ө For comparison, the velocity of sound in air at 1 atm, 20°С is about 343 m/s, О evaluate velocity of sound 
which can be checked using Eq. 9.37. for liquid water. 


A submarine moves at a speed of 20 knots (1 knot — 


1.852 km/h). Using the sonic velocity calculated in part (b), estimate the 


Ө The result of part (a) shows that for liquid water at the given state, с, and с, 
are closely equal. 





өөө Mach number of the vessel relative to the water. Ans. 0.0069. — tee eee 





11.5.3 Joule-Thomson Coefficient 


The value of the specific heat с, can be determined from p-v-T data and the Joule— 


Thomson coefficient. The Joule-Thomson coefficient uy is defined as Joule- Thomson 


coefficient 
ar) 
= | — (11.75) 
a E h 


686 


Chapter 11 Thermodynamic Relations 


Like other partial differential coefficients introduced in this section, the Joule- 
Thomson coefficient is defined in terms of thermodynamic properties only and thus 
is itself a property. The units of uy are those of temperature divided by pressure. 

A relationship between the specific heat с, and the Joule- Thomson coefficient py 
can be established by using Eq. 11.16 to write 


EIU eed 


The first factor in this expression is the Joule- Thomson coefficient and the third is 
Cp. Thus, 





= 1 
C, = — — —— 
” џаз(дрјдћ)т 
With (ah/dp)r = И(др/оћ)у from Eq. 11.15, this can be written as 


1 (әй 
= ——| — 11.76 
Ф 2. ( ) 


The partial derivative (dh/dp)7, called the constant-temperature coefficient, can be 
eliminated from Eq. 11.76 by use of Eq. 11.56. The following expression results: 


1 ду 
Ср = | = ] (11.77) 


Equation 11.77 allows the value of c, at a state to be determined using p-v-T data 
and the value of the Joule-Thomson coefficient at that state. Let us consider next 
how the Joule- Thomson coefficient can be found experimentally. 


EXPERIMENTAL EVALUATION. The Joule- Thomson coefficient can be evalu- 
ated experimentally using an apparatus like that pictured in Fig. 11.3. Consider first 
Fig. 11.3a, which shows a porous plug through which a gas (or liquid) may pass. During 
operation at steady state, the gas enters the apparatus at a specified temperature Т, 
and pressure p; and expands through the plug to a lower pressure p», which is controlled 
by an outlet valve. The temperature Т; at the exit is measured. The apparatus is designed 
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Fig. 11.3 Joule-Thomson expansion. (a) Apparatus. (b) Isenthalpics on а T-p diagram. 
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so that the gas undergoes a throttling process (Sec. 4.10) as it expands from 1 to 2. 
Accordingly, the exit state fixed by p; and Т; has the same value for the specific 
enthalpy as at the inlet, Л; = h, By progressively lowering the outlet pressure, a finite 
sequence of such exit states can be visited, as indicated on Fig. 11.35. A curve may 
be drawn through the set of data points. Such a curve is called an isenthalpic (constant 
enthalpy) curve. An isenthalpic curve is the locus of all points representing equilib- 
rium states of the same specific enthalpy. 

The slope of an isenthalpic curve at any state is the Joule- Thomson coefficient at 
that state. The slope may be positive, negative, or zero in value. States where the coef- 
ficient has a zero value are called inversion states. Notice that not all lines of constant 
h have an inversion state. The uppermost curve of Fig. 11.35, for example, always has 
a negative slope. Throttling a gas from an initial state on this curve would result in an 
increase in temperature. However, for isenthalpic curves having an inversion state, the 
temperature at the exit of the apparatus may be greater than, equal to, or less than the 
initial temperature, depending on the exit pressure specified. For states to the right of 
an inversion state, the value of the Joule- Thomson coefficient is negative. For these 
states, the temperature increases as the pressure at the exit of the apparatus decreases. 
At states to the left of an inversion state, the value of the Joule- Thomson coefficient 
is positive. For these states, the temperature decreases as the pressure at the exit of the 
device decreases. This can be used to advantage in systems designed to liquefy gases. 


inversion states 


b HORIZONS 


Small Power Plants Pack Punch 


| Ап innovation in power systems moving from 

concept to reality promises to help keep com- 

puter networks humming, hospital operating rooms 

lit, and shopping centers thriving. Called distributed 

generation systems, compact power plants provide electric- 

ity for small loads or are linked for larger applications. With 

distributed generation, consumers hope to avoid unpredict- 
able price swings and brownouts. 

Distributed generation includes a broad range of technolo- 
gies that provides relatively small levels of power at sites close 
to users, including but not limited to internal combustion 
engines, micro-turbines, fuel cells, and photovoltaic systems. 


Constructing Tables of 


Although the cost per kilowatt-hour may be higher with 
distributed generation, some customers are willing to pay 
more to gain control over their electric supply. Computer 
networks and hospitals need high reliability, since even 
short disruptions can be disastrous. Businesses such as 
shopping centers also must avoid costly service interrup- 
tions. With distributed generation, the needed reliability is 
provided by modular units that can be combined with power 
management and energy storage systems to ensure quality 
power is available when needed. 





. Thermodynamic Properties | | (20 


The objective of this section is to utilize the thermodynamic relations introduced thus 
far to describe how tables of thermodynamic properties can be constructed. The 
characteristics of the tables under consideration are embodied in the tables for water 
and the refrigerants presented in the Appendix. The methods introduced in this sec- 
tion are extended in Chap. 13 for the analysis of reactive systems, such as gas turbine 
and vapor power systems involving combustion. The methods of this section also 
provide the basis for computer retrieval of thermodynamic property data. 
Two different approaches for constructing property tables are considered: 


» The presentation of Sec. 11.6.1 employs the methods introduced in Sec. 11.4 for 
assigning specific enthalpy, specific internal energy, and specific entropy to states 
of pure, simple compressible substances using p-v-T data, together with a limited 
amount of specific heat data. The principal mathematical operation of this approach 
is integration. 
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» The approach of Sec. 11.6.2 utilizes the fundamental thermodynamic function con- 
cept introduced in Sec. 11.3.3. Once such a function has been constructed, the 
principal mathematical operation required to determine all other properties is 
differentiation. 


11.6.1 Developing Tables by Integration Using p-v-T 
and Specific Heat Data 


In principle, all properties of present interest can be determined using 


с, = С 


ЖЕУ (11.78) 
PEPOT) w=uv(p,7) 


In Eqs. 11.78, с.(Т) is the specific heat c, for the substance under consideration 
extrapolated to zero pressure. This function might be determined from data obtained 
calorimetrically or from spectroscopic data, using equations supplied by statistical 
mechanics. Specific heat expressions for several gases are given in Tables A-21. The 
expressions p(v, T) and v(p, T) represent functions that describe the saturation 
pressure-temperature curves, as well as the p—v-T relations for the 

Isobar- single-phase regions. These functions may be tabular, graphical, or 
Барлық дайы analytical in character. Whatever their forms, however, the functions 
pg low enough 


for the ideal Ji must not only represent the p—v-T data accurately but also yield 






model to be accurate values for derivatives such as (dv/dT), апа (ар/4Т),.. 

n di адымы Figure 11.4 shows eight states of a substance. Let us consider how 

? values can be assigned to specific enthalpy and specific entropy at 
these states. The same procedures can be used to assign property 
values at other states of interest. Note that when л has been assigned 
to a state, the specific internal energy at that state can be found from 
и = һ— pv. 















2 





Arbitrary reference 
state hy = 5 = 0 





» Letthe state denoted by 1 on Fig. 11.4 be selected as the reference 
0 state for enthalpy and entropy. Any value can be assigned to Л 
| and s at this state, but a value of zero is usual. It should be noted 
Fig. 11.4 T-v diagram used to discuss how h that the use of an arbitrary reference state and arbitrary reference 
and 5 can be assigned to liquid and vapor values for specific enthalpy and specific entropy suffices only for 
states. evaluations involving differences in property values between states 
of the same composition, for then datums cancel. 
» Once a value is assigned to enthalpy at state 1, the enthalpy at the saturated vapor 
state, state 2, can be determined using the Clapeyron equation, Eq. 11.40 


dp 
hy = h = Ti(v; 2 ) 
sat 








TAKE NOTE... 

See Sec. 3.6.3 for a 
discussion of reference 
states and reference values 
for Tables A-2 through 
A-18. 









dT 
where the derivative (dp/dT),, and the specific volumes v; and v; are obtained from 


appropriate representations of the p-v-T data for the substance under consideration. 
The specific entropy at state 2 is found using Eq. 11.38 in the form 


h — hy 


> Proceeding at constant temperature from state 2 to state 3, the entropy and enthalpy 
are found by means of Eqs. 11.59 and 11.60, respectively. Since temperature is fixed, 
these equations reduce to give 


P3 ð P3 ð 
53 — 5, = | (=) dp and һ-%-| Е ТЕЗІ 
р р 


P2 P2 








With the same procedure, 54 and h4 can be determined. 
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» The isobar (constant-pressure line) passing through state 4 is assumed to be at a 
low enough pressure for the ideal gas model to be appropriate. Accordingly, to 
evaluate s and Л at states such as 5 оп this isobar, the only required information 
would be c,o(7) and the temperatures at these states. Thus, since pressure is fixed, 
Eqs. 11.59 and 11.60 give, respectively 


T. Т 
5 ат 5 
$5 — $4 = | Со апа hs = hy = | Ср0 ат 
Т 
T T, 
» Specific entropy and enthalpy values at states 6 and 7 are found from those at state 
5 by the same procedure used in assigning values at states 3 and 4 from those at 
state 2. Finally, sg and hg are obtained from the values at state 7 using the Clapeyron 


equation. 


11.6.2 Developing Tables by Differentiating a Fundamental 
Thermodynamic Function 


Property tables also can be developed using a fundamental thermodynamic function. 
It is convenient for this purpose to select the independent variables of the fundamen- 
tal function from among pressure, specific volume (density), and temperature. This 
indicates the use of the Helmholtz function (ҚТ, v) or the Gibbs function g(T, p). The 
properties of water tabulated in Tables A-2 through A-6 have been calculated using the 
Helmholtz function. Fundamental thermodynamic functions also have been employed 
successfully to evaluate the properties of other substances in the Appendix tables. 

The development of a fundamental thermodynamic function requires considerable 
mathematical manipulation and numerical evaluation. Prior to the advent of high- 
speed computers, the evaluation of properties by this means was not feasible, and the 
approach described in Sec. 11.6.1 was used exclusively. The fundamental function 
approach involves three steps: 


1. The first step is the selection of a functional form in terms of the appropriate pair 
of independent properties and a set of adjustable coefficients, which may number 
50 or more. The functional form is specified on the basis of both theoretical and 
practical considerations. 


2. Next, the coefficients in the fundamental function are determined by requiring 
that a set of carefully selected property values and/or observed conditions be 
satisfied in a least-squares sense. This generally involves the use of property data 
requiring the assumed functional form to be differentiated one or more times, such 
as p-v-T and specific heat data. 


3. When all coefficients have been evaluated, the function is carefully tested for 
accuracy by using it to evaluate properties for which accepted values are known. 
These may include properties requiring differentiation of the fundamental function 
two or more times. For example, velocity of sound and Joule- Thomson data might 
be used. 


This procedure for developing a fundamental thermodynamic function is not routine 
and can be accomplished only with a computer. However, once a suitable fundamen- 
tal function is established, extreme accuracy in and consistency among the thermo- 
dynamic properties is possible. 

The form of the Helmholtz function used in constructing the steam tables from 
which Tables A-2 through A-6 have been extracted is 


Ф(р.Т) = (Т) + RT[In p + pQ(p,7)] (11.79) 


where уо and О are given as the sums listed in Table 11.3. The independent variables 
are density and temperature. The variable т denotes 1000/7: Values for pressure, 
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Fundamental Equation Used to Construct the Steam Tables^^ 


Y = p(T) + RT[In p + pQ(p. 7)] (1) 
where 
6 
yc > GI +C,InT + Cg in Пт (2) 
and 
7 | 8 А 10 | 
Q-(r-7) > Tm Y Ау(р =p ow ey Ар“ (3) 
ј=т іі і-9 


In (7, (2), and (3), T denotes temperature on the Kelvin scale, т denotes 1000/7, p denotes density 
in g/cm?, R = 4.6151 bar - cm?/g - K or 0.46151 J/g · K, т. = 1000/1, = 1.544912, E = 4.8, and 


та = Tej = 1) Pa = 9.634 (Ј = 1) 
= 2.5(j > 1) = 1.0(j > 1) 


The coefficients for y, in J/g are given as follows: 


C, — 1857.065 C, — 36.6649 C, — 46.0 
С, - 3229.12 C; = —20.5516 (,--1011.249 
Су = —419.465 С; = 4.85233 


|| 


Values for the coefficients A; are listed in the original source." 


ај, H. Keenan, F. G. Keyes, Р. С. Hill, and J. G. Moore, Steam Tables, Wiley, New York, 1969. 

^Also see L. Haar, J. S. Gallagher, and 6. S. Kell, NBS/NRC Steam Tables, Hemisphere, Washington, D.C., 
1984. The properties of water are determined in this reference using a different functional form for the 
Helmholtz function than given by Eqs. (1)-(3). 





specific internal energy, and specific entropy can be determined by differentiation 
of Eq. 11.79. Values for the specific enthalpy and Gibbs function are found from Л = 
и + pv and g = y + pv, respectively. The specific heat c, is evaluated by further dif- 
ferentiation, c, = (du/dT),. With similar operations, other properties can be evalu- 
ated. Property values for water calculated from Eq. 11.79 are in excellent agreement 
with experimental data over a wide range of conditions. 


“2 
> ENERGY & Due to the phase-out of refrigerants 


Э that contribute significantly to global climate change, new substances and 

mixtures with lower Global Warming Potential are being developed as alterna- 

tives (see Sec. 10.3). This has led to significant research efforts to provide the 
necessary thermodynamic property data for analysis and design. 

The National Institute of Standards and Technology (NIST) has led governmental efforts 


to provide accurate data. Specifically, data have been developed for high-accuracy p-v-T 
equations of state from which fundamental thermodynamic functions can be obtained. The 
equations are carefully validated using data for velocity of sound, Joule-Thomson coeffi- 
cient, saturation pressure-temperature relations, and specific heats. Such data were used 
to calculate the property values in Tables A-7 to A-18 in the Appendix. NIST has developed 
REFPROP, a computer database that is the current standard for refrigerant and refrigerant 
mixture properties. 





Example 11.7 illustrates the use of a fundamental function to determine thermo- 
dynamic properties for computer evaluation and to develop tables. 
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EXAMPLE 11.7 TP 


Determining Properties Using a Fundamental Function 


The following expression for the Helmholtz function has been used to determine the properties of water: 


((р, T) = фо(Т) + RT[In p + pQ(p. 7)] 
where p denotes density and т denotes 1000/7. The functions yy and О are sums involving the indicated inde- 
pendent variables and a number of adjustable constants (see Table 11.3). Obtain expressions for (a) pressure, 
(b) specific entropy, and (c) specific internal energy resulting from this fundamental thermodynamic function. 


SOLUTION 
Known: An expression for the Helmholtz function y is given. 


Find: Determine the expressions for pressure, specific entropy, and specific internal energy that result from this 
fundamental thermodynamic function. 


Analysis: The expressions developed below for р, s, and и require only the functions yo(T) апа Q(p, т). Once 
these functions are determined, p, s, and u can each be determined as a function of density and temperature 
using elementary mathematical operations. 


(а) When expressed in terms of density instead of specific volume, Eq. 11.28 becomes 


=й) 
др /T 


as can easily be verified. When T is held constant 7 is also constant. Accordingly, the following is obtained on 
differentiation of the given function: 


(2) nip en 9) 


Combining these equations gives an expression for pressure 


p- pRT1 + pQ + e) | (a) 


др 
- X) 
PUTA 


Differentiation of the given expression for y yields 


ү uc 20 \ dr 
(от), = dT t ШУ + pQ) + RTo( 2 ат 


(b) From Eq. 11.29 





аф | 20) У) 
= = + + + = || – 
ar + | Kline + pQ) + RTp\ 7 АТ? 
4774) £2 
ат шыла Өт, 
Combining results gives 
ar *| £21 
= ———— = + — == 
5 gr Rete g-en | (b) 


(с) By definition, y = и — Ts. Thus, и = y + Ts. Introducing the given expression for y together with the expres- 
sion for s from part (b) results in 





d 
uc ЕЕ р РО т rf- - Ки, + pQ – (20) |} 
р 
= = аф 20 
= Т dT T ктр 5 ) 
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This can be written more compactly by noting that 


diio dio dr а Eg аю 
Т - = -T 


T ew = 
dT dr dT ат T? dr 








Thus, i 
"T (Vf Skills Developed 
Р В vor) Асе 
ш-Т po _ des фо _ Ability to... 
dT di dr | 
О derive expressions for 
Finally, the expression for u becomes лану 
and specific internal energy 
u= d(por) à кто (20) (c) based on a fundamental 
Tis дт /, thermodynamic function. 





Using results obtained, how can an expression be developed 
for h? Ans. h = и + p/p. Substitute Eq. (c) for и and Eq. (a) for p and 


244... collect terms. 
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Generalized Charts for Enthalpy 
and Entropy 
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ТАКЕ МОТЕ... 
Generalized compressibility 
charts are provided in 
Appendix figures A-1, 272) 
and A-3. See Example 3.7 
for an application. 


Generalized charts giving the compressibility factor Z in terms of the reduced prop- 
erties pg, Тр, and vg are introduced in Sec. 3.11. With such charts, estimates of p-v- T 
data can be obtained rapidly knowing only the critical pressure and critical tempera- 
ture for the substance of interest. The objective of the present section is to introduce 
generalized charts that allow changes in enthalpy and entropy to be estimated. 





Generalized Enthalpy Departure Chart 
The change in specific enthalpy of a gas (or liquid) between two states fixed by tem- 
perature and pressure can be evaluated using the identity 


(Т, ро) — (Т, pi) = [h*(T2) = n*(T1)) 
+ ([h(T5, po) - и*(Т)] - [h(T, pi) - 5*(7)]) (1.80) 


The term [h(T, p) — h*(T)] denotes the specific enthalpy of the substance relative 
to that of its ideal gas model when both are at the same temperature. The superscript 
* js used in this section to identify ideal gas property values. Thus, Eq. 11.80 indicates 
that the change in specific enthalpy between the two states equals the enthalpy 
change determined using the ideal gas model plus a correction that accounts for the 
departure from ideal gas behavior. The correction is shown underlined in Eq. 11.80. 
The ideal gas term can be evaluated using methods introduced in Chap. 3. Next, we 
show how the correction term is evaluated in terms of the enthalpy departure. 





DEVELOPING THE ENTHALPY DEPARTURE. The variation of enthalpy 


with pressure at fixed temperature is given by Eq. 11.56 as 


(=) (2) 
—|2v-Tl— 
др T oT p 


Integrating from pressure p' to pressure p at fixed temperature Т 


A(T, p) - ҚТ, p) = [^ 1 dp 
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This equation is not altered fundamentally by adding and subtracting h*(T) on the 
left side. That is, 


ду 
oT 





ГА(Т, p) = h*(T)] — (A(T, p) - h*(T)] = ||» т || dp (11.81) 


As pressure tends to zero at fixed temperature, the enthalpy of the substance 
approaches that of its ideal gas model. Accordingly, as p' tends to zero 


lim[A(T, р') - h*(T)] = 0 
р-0 
In this limit, the following expression is obtained from Eq. 11.81 for the specific 


enthalpy of a substance relative to that of its ideal gas model when both are at the 
same temperature: 





h(T, p) - h*(T) = ПЫ r(57.) |e (11.82) 


This also can be thought of as the change in enthalpy as the pressure is increased 
from zero to the given pressure while temperature is held constant. Using p—v-T data 
only, Eq. 11.82 can be evaluated at states 1 and 2 and thus the correction term of 
Eq. 11.80 evaluated. Let us consider next how this procedure can be conducted in 
terms of compressibility factor data and the reduced properties Тр and pr. 

The integral of Eq. 11.82 can be expressed in terms of the compressibility factor 
Z and the reduced properties Тр and рр as follows. Solving Z = pv/RT gives 


ЖЕТ 
p 


(=) RZ , кТ(22) 
9T, р р 97, 


With the previous two expressions, the integrand of Eq. 11.82 becomes 


2 
" r(2) _ ZRT г| 42 i: E (2) | Г (4) (11.83) 
ӘТ/, р р р NOT/, р NOT/, 


Equation 11.83 can be written in terms of reduced properties as 


(=) RT. o) 
у= Т . 
oT p Pc PR OTR PR 


Introducing this into Eq. 11.82 gives on rearrangement 


v 


On differentiation 




















BAT) - h(T, p) _ aa "(22 dpr 
RT, 8) \OTR/ pp PR 
Or, on a per mole basis, the enthalpy departure is enthalpy departure 
h*(T) — A(T, w Z d 
ШЕ rf (22) En (11.84) 
If 0 OTR Pr PR 


The right side of Eq. 11.84 depends only on the reduced temperature Tp and 
reduced pressure pg. Accordingly, the quantity (h* — h)/RT,, the enthalpy departure, 
is a function only of these two reduced properties. Using a generalized equation of 
state giving Z as a function of Тр апа рр, the enthalpy departure can readily be 
evaluated with a computer. Tabular representations are also found in the literature. 
Alternatively, the graphical representation provided in Fig. A-4 can be employed. 
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EVALUATING ENTHALPY CHANGE. The change in specific enthalpy between 
two states can be evaluated by expressing Eq. 11.80 in terms of the enthalpy departure as 


АА mcum 
ee (ee 4, 
2 1 2 і RI RIP аз) 

















The first underlined term in Eq. 11.85 represents the change in specific enthalpy 
between the two states assuming ideal gas behavior. The second underlined term is 
the correction that must be applied to the ideal gas value for the enthalpy change to 
obtain the actual value for the enthalpy change. Referring to the engineering litera- 
ture, the quantity (л* — h)/RT, at states 1 and 2 can be calculated with an equation 
giving Z(Tg, pg) or obtained from tables. This quantity also can be evaluated at state 
1 from the generalized enthalpy departure chart, Fig. A-4, using the reduced tem- 
perature Тај and reduced pressure pg, corresponding to the temperature Т) and 
pressure p; at the initial state, respectively. Similarly, (h* — h)/RT, at state 2 can be 
evaluated from Fig. A-4 using Tp, and рь». The use of Eq. 11.85 is illustrated in the 
next example. 


EXAMPLE 115 ЖО О Л Л ГЛ ЛГ УК ЛУК ЛКК СС ——— ЕНЕ 


: Using the Generalized Enthalpy Departure Chart 


Nitrogen enters a turbine operating at steady state at 100 bar and 300 K and exits at 40 bar and 245 K. Using 
the enthalpy departure chart, determine the work developed, in kJ per kg of nitrogen flowing, if heat transfer 
with the surroundings can be ignored. Changes in kinetic and potential energy from inlet to exit also can be 
neglected. 


SOLUTION 


Known: A turbine operating at steady state has nitrogen entering at 100 bar and 300 K and exiting at 40 bar 
and 245 K. 


Find: Using the enthalpy departure chart, determine the work developed. 
Schematic and Given Data: 


T Engineering Model: 
Woy — 1. The control volume shown on the accom- 
jh \ panying figure operates at steady state. 


К 2. There is no significant heat transfer between 
i the control volume and its surroundings. 





pı = 100 bar р) = 40 bar \ 3. Changes in kinetic and potential energy 
Ty= 30K 2 between inlet and exit can be neglected. 








4. Equilibrium property relations apply at the 
inlet and exit. 





Fig. E11.8 
Analysis: The mass and energy rate balances reduce at steady state to give 
m Wo Vi — V3 
emma P. [h = m + YET +ща-ы) 
т т 2 


where т is the mass flow rate. Dropping the heat transfer term by assumption 2 and the kinetic and potential 
energy terms by assumption 3 gives on rearrangement 
Ws 


== =} 
т 
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The term Л, — Л» can be evaluated as follows: 


Лек sspe See Se h* -h 
mone arene) 771) 
1 2% { 1 2 RT, J RT, ^ 
In this expression, M is the molecular weight of nitrogen and the other terms have the same significance as in 
Eq. 11.85. 
With specific enthalpy values from Table A-23 at Т, = 300 К and Т; = 245 К, respectively, 


ћу — hj = 8723 — 7121 = 1602 kJ/kmol 














The terms (h* — A)/ RT, at states 1 and 2 required by the above expression for Лу — h, can be determined 
from Fig. A-4. First, the reduced temperature and reduced pressure at the inlet and exit must be determined. 
From Tables A-1, Т, = 126 К, p, = 33.9 bar. Thus, at the inlet 











300 100 
Ты = 126 = 2.38, Pri = 33.9 = 2.95 
At the exit 
245 40 
Tro = 126 = 1.94, PR = 33.9 = 1.18 
By inspection of Fig. A-4 
h* -h h* —h 
Ф ( == ) == 0.5, ( == ) == 0,31 
RT, A RT, 2 
Substituting values 
а : = T (Vf Skills Developed 
"E kg (160 inal (вам) 20 K)(0.5 — 031) | = 50.1 kJ/kg Ability to... 
28 em О use data from the 


generalized enthalpy 
departure chart to calculate 
the change in enthalpy of 
nitrogen. 


Ф Due to inaccuracy in reading values from a graph such as Fig. А-4, we cannot 
expect extreme accuracy in the final calculated result. 


: Determine the work developed, in kJ per kg of nitrogen flow- 
киш ing, assuming the ideal gas model. Ans. 57.2 kJ/kg. 








Generalized Entropy Departure Chart 

A generalized chart that allows changes in specific entropy to be evaluated can be 
developed in a similar manner to the generalized enthalpy departure chart introduced 
earlier in this section. The difference in specific entropy between states 1 and 2 of a 
gas (or liquid) can be expressed as the identity 


S(T, рг) — (Т, pi) = 5%(Т,, p2) = s*(T\, pı) 
+ {[5(Т» ро) – 5 (Ту p2)] – [Ту рл) — (Т, pi)]} (11.86) 





where [s(T, p) — s*(T, p)] denotes the specific entropy of the substance relative to 
that of its ideal gas model when both are at the same temperature and pressure. 
Equation 11.86 indicates that the change in specific entropy between the two states 
equals the entropy change determined using the ideal gas model plus a correction 
(shown underlined) that accounts for the departure from ideal gas behavior. The ideal 
gas term can be evaluated using methods introduced in Sec. 6.5. Let us consider next 
how the correction term is evaluated in terms of the entropy departure. 
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entropy departure 


DEVELOPING THE ENTROPY DEPARTURE. The following Maxwell relation 


gives the variation of entropy with pressure at fixed temperature: 


д д 
(=) - 4%) (11.35) 
др T oT p 
Integrating from pressure p' to pressure p at fixed temperature Т gives 


p 
s(T,p) —s(T,p)— -Í (=) dp (11.87) 
p' p 


For an ideal gas, v = RT/p, so (dv/dT), = Rip. Using this in Eq. 11.87 the change 
in specific entropy assuming ideal gas behavior is 


р 
К 

s*(T, p) – s*(T, p') = -| — dp (11.88) 
„Р 

Subtracting Eq. 11.88 from Eq. 11.87 gives 
ж , ж , i R ду 
[s(T, p) - «“Т,р)-((Т,р)-%«%7,р71-||--(ат) |Ф (1.89) 
‚|р 9T /, 


p 


Since the properties of a substance tend to merge into those of its ideal gas model 
as pressure tends to zero at fixed temperature, we have 


lim[s(T, p") – s*(T, p')] = 0 
p0 
Thus, in the limit as p' tends to zero, Eq. 11.89 becomes 
РГЕ ду 
s(T,p) – (Тр) = | | - (2) | а (11.90) 
(T, p) (T, p) | |р (Әт), р 


Using p-v-T data only, Eq. 11.90 can be evaluated at states 1 апа 2 and thus the 
correction term of Eq. 11.86 evaluated. 

Equation 11.90 can be expressed in terms of the compressibility factor Z and the 
reduced properties Tg and pg. The result, on a per mole basis, is the entropy departure 





SES S(T, p) 5 nw) = h(T, p) ES Га E 1) PR (11.91) 


R RIT. PR 

The right side of Eq. 11.91 depends only on the reduced temperature Tp and 
reduced pressure pg. Accordingly, the quantity (5* — s)/R, the entropy departure, is 
a function only of these two reduced properties. As for the enthalpy departure, the 
entropy departure can be evaluated with a computer using a generalized equation of 
state giving Z as a function of Тр and pg. Alternatively, tabular data from the litera- 
ture or the graphical representation provided in Fig. A-5 can be employed. 


EVALUATING ENTROPY CHANGE. The change in specific entropy between two 


states can be evaluated by expressing Eq. 11.86 in terms of the entropy departure as 


ы! а mW NS е 
s-s-s-st-R( 3 -( 3! (11.92) 
R 2 R 1 


The first underlined term in Eq. 11.92 represents the change in specific entropy 
between the two states assuming ideal gas behavior. The second underlined term is 
the correction that must be applied to the ideal gas value for entropy change to obtain 
the actual value for the entropy change. The quantity (5* — s),/R appearing in Eq. 11.92 
can be evaluated from the generalized entropy departure chart, Fig. A-5, using the 
reduced temperature 7g, and reduced pressure pg; corresponding to the tempera- 
ture T, and pressure p, at the initial state, respectively. Similarly, (5* — 8)/В can 
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be evaluated from Fig. A-5 using Та; and pp. The use of Eq. 11.92 is illustrated іп 
the next example. 


EXAMPLE 11.9 “ОО О О Л Г Г ГЛ СГ 


Using the Generalized Entropy Departure Chart 


For the turbine of Example 11.8, determine (a) the rate of entropy production, in kJ/kg · К, and (b) the isentropic 
turbine efficiency. 


SOLUTION 


Known: A turbine operating at steady state has nitrogen entering at 100 bar and 300 K and exiting at 40 bar 
and 245 K. 


Find: Determine the rate of entropy production, in kJ/kg - К, and the isentropic turbine efficiency. 


Schematic and Given Data: See Fig. E11.8. 

Engineering Model: See Example 11.8. 

Analysis: 

(a) At steady state, the control volume form of the entropy rate equation reduces to give 
бо 
a = $27 $4 
m 


The change in specific entropy required by this expression can be written as 


пеене) Р] 


where М is the molecular weight of nitrogen and the other terms have the same significance as in Eq. 11.92. 
The change in specific entropy 57 — sf can be evaluated using 








Sf — xf = P(T) — 5°(T,) – Rin 
1 


With values from Table A-23 





40 kJ 
sf — sf = 185.775 — 191.682 — 83141 = 1711 
ND Mec de ido PP DE 


The terms (5* — 5)/R at the inlet and exit can be determined from Fig. A-5. Using the reduced temperature 
and reduced pressure values calculated in the solution to Example 11.8, inspection of Fig. A-5 gives 


ok с wk с 
(: = >) = 0.21, (: iz >) ~ 0.14 
R A R h 








Substituting values 








С; il kJ kJ 
- 1.711 8.314 0.14 — 0.21 
m  (28kg/kmol) | ? kmol - K kmol · к ) 
kJ 
= 0.082 — — 
kg-K 


(b) The isentropic turbine efficiency is defined in Sec. 6.12 as 
(Wr) 


"E стоји) 
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where the denominator is the work that would be developed by the turbine if the nitrogen expanded isentropi- 
cally from the specified inlet state to the specified exit pressure. Thus, it is necessary to fix the state, call it 2s, at 
the turbine exit for an expansion in which there is no change in specific entropy from inlet to exit. With 
($3, — 51) = 0 and procedures similar to those used in part (a) 


0-35 —sf п (— 31 (= | 
(зона ne) AE ер) 


Using values from part (a), the last equation becomes 














= 


40 = 5 
0 = °(Т„) — 191.682 — 8.314 In — — R| — 
5° Ths) Тт ( 5 ), + 1.746 


Or 


(5° — 5 
PO R( 8 ) = 1823 
25 





The temperature 75, can be determined in an iterative procedure using s? data from Table A-23 and (s* — 5)/А 
from Fig. A-5 as follows: First, a value for the temperature 7», is assumed. The corresponding value of s? can 
then be obtained from Table A-23. The reduced temperature (Тұ), = T>,/T., together with pg; = 1.18, allows a 
value for (5* — 5)/R to be obtained from Fig. А-5. The procedure continues until agreement with the value on 
the right side of the above equation is obtained. Using this procedure, Т is found to be closely 228 К. 

With the temperature 75, known, the work that would be developed by the turbine if the nitrogen expanded 
isentropically from the specified inlet state to the specified exit pressure can be evaluated from 


Wey 
(== ) = h — hy, 
т /s 


= s OR „Ше кт, ( А = 




















From Table A-23, A», = 6654 kJ/kmol. From Fig. A-4 at = 1.18 and (Tp), = д 
228126 = 181 i = d (Vj skills Developed 
E Ability to... 
( == ) = ().36 О use data from the general- 
RT, /2s | ized entropy departure 
Values for the other terms in the expression for (W/m), are obtained in the chart to calculate the 
solution to Example 11.8. Finally, entropy production. 
w 1 О use data from the general- 
= | = — [8723 — 6654 — (8.314)(126)(0.5 - 0.36)] = 68.66 kJ/k ized enthalpy and entro 
5 ру 
m/s 28 departure charts to 
With the work value from Example 11.8, the turbine efficiency is calculate isentropic turbine 
efficiency, 
(Wm) 50.1 Q use an iterative procedure 
Ф M = (W. іт) = 68.66 = 0.73(73%) to calculate the tempera- 


ture at the end of an isen- 
tropic process using data 
from the generalized 


We cannot expect extreme accuracy when reading data from a generalized 
Өө р y 8 8 entropy departure chart. 


chart such as Fig. A-5, which affects the final calculated result. 





| Determine the rate of entropy production, in kJ/K per kg of 
....... nitrogen flowing, assuming the ideal gas model. Ans. 0.061 kJ/kg 5 K. €090000009000900020090900020000000000009000200200000900009 е ‹ 
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p-v-T Relations for Gas Mixtures 
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Many systems of interest involve mixtures of two or more components. The principles 
of thermodynamics introduced thus far are applicable to systems involving mixtures, 
but to apply such principles requires that mixture properties be evaluated. 

Since an unlimited variety of mixtures can be formed from a given set of pure 
components by varying the relative amounts present, the properties of mixtures are 
available in tabular, graphical, or equation forms only in particular cases such as air. 
Generally, special means are required for determining mixture properties. 

In this section, methods for evaluating the p—v-T relations for pure components 
introduced in previous sections of the book are adapted to obtain plausible estimates 
for gas mixtures. In Sec. 11.9 some general aspects of property evaluation for multi- 
component systems are introduced. 

To evaluate the properties of a mixture requires knowledge of the composition. 
The composition can be described by giving the number of moles (kmol or Ibmol) of 
each component present. The total number of moles, n, is the sum of the number of 
moles of each of the components 


і 
п-п tnt - Ха (11.93) 


The relative amounts of the components present can be described in terms of mole 
fractions. Тһе mole fraction y; of component i is defined as 
ni 


уе (11.94) 


Dividing each term of Eq. 11.93 by the total number of moles and using Eq. 11.94 
] 
[ey (11.95) 
ігі 


That is, the sum of the mole fractions of all components present is equal to unity. 

Most techniques for estimating mixture properties are empirical in character and 
are not derived from fundamental principles. The realm of validity of any particular 
technique can be established only by comparing predicted property values with 
empirical data. The brief discussion to follow is intended only to show how certain 
of the procedures for evaluating the p-v-T relations of pure components introduced 
previously can be extended to gas mixtures. 


MIXTURE EQUATION OF STATE. Опе way the p-v-T relation for a gas mix- 
ture can be estimated is by applying to the overall mixture an equation of state such 
as introduced in Sec. 11.1. The constants appearing in the equation selected would be 
mixture values determined with empirical combining rules developed for the equation. 
For example, mixture values of the constants a and b for use in the уап der Waals 
and Redlich-Kwong equations would be obtained using relations of the form 


і 2 і 
а= (Sva) , b= (а) (11.96) 


where a; and b; are the values of the constants for component i and y; is the mole 
fraction. Combination rules for obtaining mixture values for the constants in other 
equations of state also have been suggested. 


KAY'S RULE. The principle of corresponding states method for single components 
introduced in Sec. 3.11.3 can be extended to mixtures by regarding the mixture as if 
it were a single pure component having critical properties calculated by one of several 
mixture rules. Perhaps the simplest of these, requiring only the determination of a 
mole fraction averaged critical temperature Т, and critical pressure p,, is Kay's rule 


TAKE NOTE... 
Additional content in 
support of this section is 
provided in Sec. 12.1. The 
Special case of ideal gas 
mixtures is detailed in 
Secs, 122-12 4) 









Kay’s rule 
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additive pressure rule 


additive volume rule 


j j 
Те УуП» | Pe5 У уры (11.97) 


where Т. , Pei and y; are the critical temperature, critical pressure, and mole fraction 
of component i, respectively. Using Т, and p,, the mixture compressibility factor Z is 
obtained as for a single pure component. The unknown quantity from among the 
pressure p, volume V, temperature Т, and total number of moles n of the gas mixture 
can then be obtained by solving 
v 
Ze. (1.98) 
nRT 
Mixture values for Т, and p, also can be used to enter the generalized enthalpy 
departure and entropy departure charts introduced in Sec. 11.7 


ADDITIVE PRESSURE RULE. Additional means for estimating p-v-T relations 
for mixtures are provided by empirical mixture rules, of which several are found in 
the engineering literature. Among these are the additive pressure and additive volume 
rules. According to the additive pressure rule, the pressure of a gas mixture occupying 
volume V at temperature 7 is expressible as a sum of pressures exerted by the indi- 
vidual components: 


р = ру t p + р» + -| ту (11.99а) 


where the pressures рі, p2, and so оп are evaluated by considering the respective com- 
ponents to be at the volume and temperature of the mixture. These pressures would 
be determined using tabular or graphical p-v-T data or a suitable equation of state. 

An alternative expression of the additive pressure rule in terms of compressibility 
factors can be obtained. Since component ; is considered to be at the volume and 
temperature of the mixture, the compressibility factor Z; for this component is 
7; = p;VIn;RT , so the pressure p; is 


u “т КТ 
Pi V 





Similarly, for the mixture 
_ ZnRT 
V 
Substituting these expressions into Eq. 11.99a and reducing gives the following rela- 
tionship between the compressibility factors for the mixture Z and the mixture com- 
ponents Z; 


i 
Z= 2 у (11.996) 


The compressibility factors Z; are determined assuming that component i occupies 
the entire volume of the mixture at the temperature T: 


ADDITIVE VOLUME RULE. The underlying assumption of the additive volume 
rule is that the volume V of a gas mixture at temperature Т апа pressure p is express- 
ible as the sum of volumes occupied by the individual components: 


У = Vi ar Vz ЗЕ Үз ap 95 рт (плода) 
where the volumes Vi, V2, and so on are evaluated by considering the respective com- 


ponents to be at the pressure and temperature of the mixture. These volumes would 
be determined from tabular or graphical p-v-T data or a suitable equation of state. 


EXAMPLE 11.10 
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An alternative expression of the additive volume rule in terms of compressibility 
factors can be obtained. Since component i is considered to be at the pressure and 
temperature of the mixture, the compressibility factor Z; for this component is 
7; = pV/n;RT , so the volume У; is 





Zjn;RT 
V; = 
р 
Similarly, for the mixture 
p= ZnRT 
P 


Substituting these expressions into Eq. 11.100a and reducing gives 
i 
Z = У у] ут (11.100b) 
(ей 


Тһе compressibility factors 2; are determined assuming that component i exists at 
the temperature Т and pressure p of the mixture. 

The next example illustrates alternative means for estimating the pressure of a gas 
mixture. 


Estimating Mixture Pressure by Alternative Means 


A mixture consisting of 0.18 kmol of methane (СН) and 0.274 kmol of butane (СН) occupies a volume of 
0.241 m? at a temperature of 238°C. The experimental value for the pressure is 68.9 bar. Calculate the pressure, 
in bar, exerted by the mixture by using (a) the ideal gas equation of state, (b) Kay's rule together with the gen- 
eralized compressibility chart, (c) the van der Waals equation, and (d) the rule of additive pressures employing 
the generalized compressibility chart. Compare the calculated values with the known experimental value. 


SOLUTION 


Known: A mixture of two specified hydrocarbons with known molar amounts occupies a known volume at a 
specified temperature. 


Find: Determine the pressure, in bar, using four alternative methods, and compare the results with the experi- 
mental value. 


Schematic and Given Data: 
Engineering Model: As shown in the accompanying figure, the system is the 


T =238°С @ mixture. 
p=? 















Fig. E11.10 





Analysis: The total number of moles of mixture л 15 


n = 0.18 + 0.274 = 0.454 kmol 
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Thus, the mole fractions of the methane and butane are, respectively, 
y, = 0.396 and y» = 0.604 
The specific volume of the mixture on a molar basis is 
0.241 m* m 


= = 0.531 
У (018 + 0.274) kmol kmol 





(a) Substituting values into the ideal gas equation of state 

RT  (8314N : пукто! · K)(511 K)| 1 bar 
PUN (0.531 m/kmol) Г Nim? 
= 80.01 bar 








(b) To apply Kay’s rule, the critical temperature and pressure for each component are required. From Table A-1, 
for methane 


Та = 191 K, ра = 46.4 bar 
and for butane 
To= PSK Ро = 38.0 bar 
Thus, with Eqs. 11.97 
Te = у Та + у;Го = (0.396)(191) + (0.604)(425) = 332.3 K 
Pe = ура + Уро = (0.396)(46.4) + (0.604)(38.0) = 41.33 Баг 
Treating the mixture as а pure component having the above values for the critical temperature and pressure, 
the following reduced properties are determined for the mixture: 
T 511 


Tg = — = === = 1.54 
3.7 2383 


EE (0.531) (41.33)|10)| 
>к © RT, (8314)(3323) 








— 0.794 
Turning to Fig. А-2, Z = 0.88. The mixture pressure is then found from 
_ ZnRT _ ‚ЁТ Е (8314)(511) 
V 92-7 (0.531) |103 
= 70.4 bar 


(c) Mixture values for the van der Waals constants can be obtained using Eqs. 11.96. This requires values of the van 
der Waals constants for each of the two mixture components. Table A-24 gives the following values for methane: 














d | m 
a, = 2.293 bar( ; b, = 0.0428 ној 
Similarly, from Table А-24 for butane 
даб ) 2 
= 13.86 b Б; = 0.1162 
өз 3 o( i = kmol 


Then, the first of Eqs. 11.96 gives a mixture value for the constant a as 


а = (yial? + ya} = [0.396(2.293)'? + 0.604(13.86) 2 


m? j 
= 8.113 b 
ar ne 


Substituting into the second of Eqs. 11.96 gives a mixture value for the constant b 


b = yb, + уБ = (0.396)(0.0428) + (0.604)(0.1162) 





3 
m 

= 0.087—— 

eol 
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Inserting the mixture values for a and b into the van der Waals equation together with known data 


RT L4 
P'y-b v 


(8314 N * m/kmol - K)(511 K) | 1 bar 


(0.531 — 0.087)(m*/kmol) 110° 
— 66.91 bar 





8.113 bar (m*/kmol)* 
(0.531 m?/kmol)? 











(d) To apply the additive pressure rule with the generalized compressibility chart requires that the compress- 
ibility factor for each component be determined assuming that the component occupies the entire volume at the 
mixture temperature. With this assumption, the following reduced properties are obtained for methane: 











Ты = А = = = 2.69 
T4 191 
, Uia (0241 m?/0.18 kmol) (46.4 bar) |10° 
"RU RT, —(834N-mlkmol-K)(19] K)) 1bar | "m 








With these reduced properties, Fig. A-2 gives 2, = 1.0. 
Similarly, for butane 


T 511 
Tg = —- = === = 12 
ES Tə 425 


КЕЛЕ (0.88)(38)107 _ 
R2 Кт, (8314)(425) 





From Fig. А-2, Z; = 0.8. 
The compressibility factor for the mixture determined from Eq. 11.99b is 


Z = yZ, + y2Z, = (0.396)(1.0) + (0.604)(0.8) = 0.88. 


Accordingly, the same value for pressure as determined in part (b) using Кау» rule 
results: p — 70.4 bar. (Vf Skills Developed 

In this particular example, the ideal gas equation of state gives a value for pres- у 
sure that exceeds the experimental value by nearly 16%. Kay's rule and the rule of 
additive pressures give pressure values about 3% greater than the experimental 
value. The van der Waals equation with mixture values for the constants gives a 
pressure value about 3% less than the experimental value. 


Convert the mixture analysis from a molar basis to a mass 


MS fraction basis. Ans. Methane: 0.153, Butane: 0.847. ее%%е%%%%%еее6еееееееееееееееевееееееееееее, 


Ability to... 

О calculate the pressure of a 
gas mixture using four 
alternative methods. 





Analyzing Multicomponent Systems 
€ е ө ө ө е е ө ө ө ө е € ө с е € ө ө е с с ө ө ө ө ө ө ө е ө ө ө € ө ө ө € ө ө ө ө е ө ө ө ө е eevee ооо ө ТАКЕ МОТЕ... 

In the preceding section we considered means for evaluating the Ж. relation of | Section 11.9 may be 
gas mixtures by extending methods developed for pure components. The current ^ deferred until Secs, 12.1- 
section is devoted to the development of some general aspects of the properties of 
systems with two or more components. Primary emphasis is on the case of gas mix- 
tures, but the methods developed also apply to solutions. When liquids and solids are 
under consideration, the term solution is sometimes used in place of mixture. The solution 
present discussion is limited to nonreacting mixtures or solutions in a single phase. 
The effects of chemical reactions and equilibrium between different phases are taken 
up in Chaps. 13 and 14. 

To describe multicomponent systems, composition must be included in our thermo- 
dynamic relations. This leads to the definition and development of several new con- 
cepts, including the partial molal property, the chemical potential, and the fugacity. 







12.4 have been studied. 
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partial molal property 


11.9.1 Partial Molal Properties 


In the present discussion we introduce the concept of a partial molal property and 
illustrate its use. This concept plays an important role in subsequent discussions of 
multicomponent systems. 


DEFINING PARTIAL MOLAL PROPERTIES. Апу extensive thermodynamic 
property X of a single-phase, single-component system is a function of two indepen- 
dent intensive properties and the size of the system. Selecting temperature and pres- 
sure as the independent properties and the number of moles n as the measure of size, 
we have X — X(T, p, n). For a single-phase, multicomponent system, the extensive 
property Х must then be a function of temperature, pressure, and the number of 
moles of each component present, X = X(T, p, ni, n», . . . Nj). 

If each mole number is increased by a factor a, the size of the system increases 
by the same factor, and so does the value of the extensive property X. That is, 


aX(T, p, m, n», ...,nj) = X(T, p, am, on, ...,anj) 


Differentiating with respect to a while holding temperature, pressure, and the mole 
numbers fixed and using the chain rule on the right side gives 
ax т ox " А ax 
n n + n; 
alanı) | alam) ^ a(anj) ! 








This equation holds for all values of a. In particular, it holds for а = 1. Setting a = 1 


i ӘХ 
Х = Yn ) (11.101) 
[1 Onit pm 
where the subscript n; denotes that all rs except n; are held fixed during differen- 
tiation. s 
The partial molal property X; is by definition 





X= 2x) (11.102) 
дп; T. p,m 


The partial molal property X; is a property of the mixture and not simply a property 
of component i, for X; depends in general on temperature, pressure, and mixture 
composition: X; T, p, ny, n», . .. , nj). Partial molal properties are intensive properties 
of the mixture. 

Introducing Eq. 11.102, Eq. 11.101 becomes 


кча 
X= DaX (11.103) 
| 


This equation shows that the extensive property X can be expressed as a weighted 
sum of the partial molal properties X;. 

Selecting the extensive property X in Eq. 11.103 to be volume, internal energy, 
enthalpy, and entropy, respectively, gives 


ER 


"ANS "CE Jo — 
V= MnV, U-NXnU, H= Ý nH, S= Mns; (11.104) 
EFi і 


і-1 і-1 і- 


ја 


where V; U; Hi, 8; denote the partial molal volume, internal energy, enthalpy, and 
entropy. Similar expressions can be written for the Gibbs function G and the Helmholtz 
function V. Moreover, the relations between these extensive properties: Н = U + pV, 
С = H — TS, Y = И — TS can be differentiated with respect to n; while holding tem- 
perature, pressure, and the remaining n’s constant to produce corresponding relations 


11.9 Analyzing Multicomponent Systems 





among partial molal properties: H; = U; + pV; С; = H; — TS, V; = О, — TS;, where 
С; and Y; are the partial molal Gibbs function and Helmholtz function, respectively. 
Several additional relations involving partial molal properties are developed later in 
this section. 


EVALUATING PARTIAL MOLAL PROPERTIES. Partial molal properties can 


be evaluated by several methods, including the following: 


» If the property X can be measured, X; can be found by extrapolating a plot giving 
(A XIAn;)r, у, а, versus An; That is, 


= oX AX 
X; = ( ) = lim ( ) 
дп; T, p,n An;—>0 Ап; T, p.n 


> If an expression for X in terms of its independent variables is known, X; сап be 
evaluated by differentiation. The derivative can be determined analytically if the func- 
tion is expressed analytically or found numerically if the function is in tabular form. 

» When suitable data are available, a simple graphical procedure known as the 
method of intercepts can be used to evaluate partial molal properties. In principle, 
the method can be applied for any extensive property. To introduce this method, 
let us consider the volume of a system consisting of two components, А and B. For 
this system, Eq. 11.103 takes the form 





Ү- пАУА + ngVg 


where У, and Vg are the partial molal volumes of A and B, respectively. Dividing 
by the number of moles of mixture п 


V 2 = 
a Ya Va + УвУв 

where уд and yg denote the mole fractions of А and B, respectively. Since уд + 

ув = 1, this becomes 


u = (1 — ys)Va + увУв = Va + ув(Ив — Va) 

This equation provides the basis for the method of intercepts. For example, refer 
to Fig. 11.5, in which V/n is plotted as a function of yg at constant T and p. At a 
specified value for yg, a tangent to the curve is shown on the figure. When extrapo- 
lated, the tangent line intersects the axis on the left at V4 and the axis on the right 
at Ув. These values for the partial molal volumes correspond to the particular 
specifications for T, p, and ув. At fixed temperature and pressure, V4 and Vg vary 
with ур and are not equal to the molar specific volumes of pure А and pure В, 
denoted on the figure as v4 and vg, respectively. The values of v4 and vg are 
fixed by temperature and pressure only. 


У | T and p constant 


n 


Y as a function of T 
n Ув ов(Т, p) 





-|Va(T. p. ув) 
UA, p) 


VA, р, yg) * 








Fig. 11.5 Illustration of the evaluation of 
0 Ув 1.0 partial molal volumes by the method of 
(рше) Mole fraction of B (puse B) intercepts. 





method of intercepts 
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chemical potential 


EXTENSIVE PROPERTY CHANGES ON MIXING. Let us conclude the pres- 
ent discussion by evaluating the change in volume on mixing of pure components at 
the same temperature and pressure, a result for which an application is given in the 
discussion of Eq. 11.135. The total volume of the pure components before mixing is 


Vomponents. = X п; iUi 


where v; is the molar specific volume of pure component i. The volume of the mixture is 


V mixture > nj V, 


where V; is the partial molal volume of component i in the mixture. The volume 
change on mixing is 


і 
АУ, іне = V mixture Е V components T > nij У; = > па) 
i=1 


or 


і 
AV ым = У п D у) (11.105) 


Да = 2" D u;) 


Anixing Bee n;(H, i hi) (11 Л 06) 


Í 


Smizing = Уп 


In Eqs. 11.106, М, h;, and s; denote the molar internal energy, enthalpy, and entropy 


of pure component i, respectively. The symbols U;, H;, and S; denote the respective 
partial molal properties. 


11.9.2 Chemical Potential 


Of the partial molal properties, the partial molal Gibbs function is particularly useful 
in describing the behavior of mixtures and solutions. This quantity plays a central role 
in the criteria for both chemical and phase equilibrium (Chap. 14). Because of its 
importance in the study of multicomponent systems, the partial molal Gibbs function 
of component i is given a special name and symbol. It is called the chemical potential 
of component i and symbolized by y; 





= JG 
Hi = G; = m ) (11.107) 
i/ T, p.t 


Like temperature and pressure, the chemical potential u; is an intensive property. 
Applying Eq. 11.103 together with Eq. 11.107, the following expression can be 
written: 


j 
= Уаш (11.108) 
ici 
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Expressions for the internal energy, enthalpy, and Helmholtz function can be obtained from 
Eq. 11.108, using the definitions H = U + pV, С = H — TS, and V = U — TS. They аге 


J 
0- TS — pV + У niu 
і-1 
Í 
Н = TS + У nip; (11.109) 
i=1 


1 
P= py X тщ 
ігі 


Other useful relations can be obtained as well. Forming the differential of 
G(T, р, m, n», ..., nj) 


да ӘС i (9G 
dG = ) ар + ) ат + ( ) ап; (11.110) 
др Тіп á oT p.n 2 дп; T, p, т 


The subscripts n in the first two terms indicate that all n’s are held fixed during dif- 
ferentiation. Since this implies fixed composition, it follows from Eqs. 11.30 and 11.31 


(Sec. 11.3.2) that 
a a 
Ve (38) and -5- (38) (11.111) 
др T.n oT p.n 


With Eqs. 11.107 and 11.111, Eq. 11.110 becomes 





j 
i-1 


which for a multicomponent system is the counterpart of Eq. 11.23. 
Another expression for dG is obtained by forming the differential of Eq. 11.108. 
That is, 


| Ї 
dG = У nidu; + У шап, 
і=1 і=1 
Combining this equation with Eq. 11.112 gives the Gibbs-Duhem equation 


J 
X nidu; = V dp – S dT (11.113) 
i=1 


11.9.3 Fundamental Thermodynamic Functions 
for Multicomponent Systems 


A fundamental thermodynamic function provides a complete description of the ther- 
modynamic state of a system. In principle, all properties of interest can be determined 
from such a function by differentiation and/or combination. Reviewing the develop- 
ments of Sec. 11.9.2, we see that a function G(T, p, ni, n», . . . , nj) is a fundamental 
thermodynamic function for a multicomponent system. 

Functions of the form U(S, V, m, m, ..., n), H(S, p, m, n», ..., nj), and Y(T, V, m, 
п».... nj) also can serve as fundamental thermodynamic functions for multicomponent 
systems. To demonstrate this, first form the differential of each of Eqs. 11.109 and use 
the Gibbs-Duhem equation, Eq. 11.113, to reduce the resultant expressions to obtain 


і 

dU = TdS – p dV + Nui dn; (11.114a) 
i=1 
J 

dH = TdS + V dp + У, шап; (11.114b) 
i=l 


i 
dY = –рау — SdT + У шап; (11.114с) 
i=1 


Gibbs-Duhem equation 
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For multicomponent systems, these are the counterparts of Eqs. 11.18, 11.19, and 11.22, 
respectively. 
The differential of U(S, V, nı, nj, . . . , nj) is 


aU aU Lau 
dU-—| азы”) ау+У|—) an, 
d x. T, nı ù 


Comparing this expression term by term with Eq. 11.114a, we have 


ðU ðU ðU 
ы al ње 11.115а 
95 | А d s n x). n ( ) 


That is, the temperature, pressure, and chemical potentials can be obtained by dif- 
ferentiation of U(S, V, пу, m, . . . , nj). The first two of Eqs. 11.115a are the counterparts 
of Eqs. 11.24 and 11.25. 








A similar procedure using a function of the form H(S, p, пу, n», . .. , nj) together 
with Eq. 11.114b gives 
oH oH oH 
Т- ) , V= ) >, i ) (11.1156) 
os p.n др $,n дп; S, p. ni 


where the first two of these are the counterparts of Eqs. 11.26 and 11.27 Finally, with 
P(S, V, ni, m, ..., nj) and Eq. 11.114c 


ow ow ow 
mae car. ы = 11.115¢ 
P а 2 F n дп ).. ni ( ) 


The first two of these are the counterparts of Eqs. 11.28 and 11.29. With each choice 
of fundamental function, the remaining extensive properties can be found by combi- 
nation using the definitions Н = U + pV, =H — TS, Y = U – TS. 

The foregoing discussion of fundamental thermodynamic functions has led to 
several property relations for multicomponent systems that correspond to relations 
obtained previously. In addition, counterparts of the Maxwell relations can be obtained 
by equating mixed second partial derivatives. For example, the first two terms on the 


right of Eq. 11.112 give 
ду as 
= ---- 11.116 

9 т). п др ), п ( ) 
which corresponds to Eq. 11.35. Numerous relationships involving chemical potentials 
can be derived similarly by equating mixed second partial derivatives. An important 


example from Eq. 11.112 is 
ara m) 
др Tn дп; T, p.n, 


Recognizing the right side of this equation as the partial molal volume, we have 











ди; c 
ux ) =й (11.117) 
др Лып 


This relationship is applied in the development of Eqs. 11.126. 
The present discussion concludes by listing four different expressions derived 
above for the chemical potential in terms of other properties. In the order obtained, 


they are 
0G ðU oH ow 
ds ) = ) = ) - ) (1.118) 
On;/Tp,m 9т/%у  Oli/spn 9:/т,У,т 


Only the first of these partial derivatives is a partial molal property, however, for 
the term partial molal applies only to partial derivatives where the independent 
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variables are temperature, pressure, and the number of moles of each component 
present. 


11.9.4 Fugacity 


The chemical potential plays an important role in describing multicomponent systems. 
In some instances, however, it is more convenient to work in terms of a related prop- 
erty, the fugacity. The fugacity is introduced in the present discussion. 


Single-Component Systems 


Let us begin by taking up the case of a system consisting of a single component. For 
this case, Eq. 11.108 reduces to give 
G 2 
С = пи or wa =8 
That is, for a pure component the chemical potential equals the Gibbs function per 
mole. With this equation, Eq. 11.30 written on a per mole basis becomes 


зе) =7 (1.19) 
Op /т 
For the special case of ап ideal gas, v = RT/p, and Eq. 11.119 assumes the form 
wn _ RT 
pr р 
where the asterisk denotes ideal gas. Integrating at constant temperature 
и* = RTIn p + C(T) (11.120) 


where C(T) is a function of integration. Since the pressure p can take on values from 
Zero to plus infinity, the In p term of this expression, and thus the chemical potential, 
has an inconvenient range of values from minus infinity to plus infinity. Equation 11.120 
also shows that the chemical potential can be determined only to within an arbitrary 
constant. 


INTRODUCING FUGACITY. Because of the above considerations, it is advanta- 
geous for many types of thermodynamic analyses to use fugacity in place of the 
chemical potential, for it is a well-behaved function that can be more conveniently 
evaluated. We introduce the fugacity f by the expression 


p = ЕТ f+ C(T) (11.121) 


Comparing Eq. 11.121 with Eq. 11.120, the fugacity is seen to play the same role in 
the general case as pressure plays in the ideal gas case. Fugacity has the same units 
as pressure. 

Substituting Eq. 11.121 into Eq. 11.119 gives 


Rr(* =f) =v (11.122) 
др /т 


Integration of Eq. 11.122 while holding temperature constant can determine the fugac- 
ity only to within a constant term. However, since ideal gas behavior is approached as 
pressure tends to zero, the constant term can be fixed by requiring that the fugacity of 
a pure component equals the pressure in the limit of zero pressure. That is, 


im =1 (11.123) 


р-ор 


Equations 11.122 and 11.123 then completely determine the fugacity function. 


fugacity 
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EVALUATING FUGACITY. Let us consider next how the fugacity can be evalu- 
ated. With Z = pv/RT , Eq. 11.122 becomes 


— fal R 
Rr( =f) ATE 
др /т P 
(=) + 
др Jr P 


Subtracting 1/p from both sides and integrating from pressure p' to pressure p at fixed 
temperature T 





or 


p 
[In f -ln pẹ = | (Z — D)dinp 
| 
ог 


а] = Га = 1)dln p 


p' 


Taking the limit as p' tends to zero and applying Eq. 11.123 results in 
f p 
п-- | (Z — 1)dlnp 
P h 
When expressed in terms of the reduced pressure, рь = p/p,, the above equation is 


PR 
in = | (2 = 1) арр (11.124) 
0 


Since the compressibility factor Z depends оп the reduced temperature Tp апа reduced 
pressure рр, it follows that the right side of Eq. 11.124 depends on these properties only. 
Accordingly, the quantity In f/p is a function only of these two reduced properties. Using 
a generalized equation of state giving Z as a function of Tp and pr, In f/p can readily 
be evaluated with a computer. Tabular representations are also found in the literature. 
Alternatively, the graphical representation presented in Fig. A-6 can be employed. 


to illustrate the use of Fig. A-6, consider two states of water 

vapor at the same temperature, 400°C. At state 1 the pressure is 200 bar, and at state 

2 the pressure is 240 bar. The change in the chemical potential between these states 

can be determined using Eq. 11.121 as 

из T ш = RT in P = 
fi 


ЕТІ (£22) 

pipi fi 
Using the critical temperature and pressure of water from Table А-1, at state 1 
Pri = 0.91, Ta, = 1.04, and at state 2 pg; = 1.09, Tg; = 1.04. By inspection of 
Fig. А-6, р/р = 0.755 апа Рр; = 0.7 Inserting values in the above equation 





Ma — ш = (8.314)(673.15) In [6363] — 597 kJ/kmol 
For a pure component, the chemical potential equals the Gibbs function per mole, 
g = Л — Ts. Since the temperature is the same at states 1 and 2, the change іп the 
chemical potential can be expressed as ил — ш = hy — hı — T($; — 51). Using steam 
table data, the value obtained with this expression is 597 kJ/kmol, which agrees with 
the value determined from the generalized fugacity coefficient chart. << < 4 








Multicomponent Systems 


The fugacity of a component i in a mixture can be defined by a procedure that par- 
allels the definition for a pure component. For a pure component, the development 
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begins with Eq. 11.119, and the fugacity is introduced by Eq. 11.121. These are then 
used to write the pair of equations, Eqs. 11.122 and 11.123, from which the fugacity 
can be evaluated. For a mixture, the development begins with Eq. 11.117 the coun- 
terpart of Eq. 11.119, and the fugacity f; of component i is introduced by 


p; = RT In f; + C;(T) (11.125) 
which parallels Eq. 11.121. The pair of equations that allow the fugacity of a mixture 





component, /;, to be evaluated is 
Eam, ез 
кт ah) =, (11.1262) 
др “Тл 
lim (=) =í (11.126b) 
p>0 \YiP 


The symbol f; denotes the fugacity of component i in the mixture and should be care- 
fully distinguished in the presentation to follow from f;, which denotes the fugacity of 
pure i. 


DISCUSSION. Referring to Eq. 11.126b, note that in the ideal gas limit the fugac- 
ity f; is not required to equal the pressure p, as for the case of a pure component, 
but to equal the quantity ур. To see that this is the appropriate limiting quantity, 
consider a system consisting of a mixture of gases occupying a volume V at pressure 
p and temperature T. If the overall mixture behaves as an ideal gas, we can write 
nRT 

V 





p= (11.127) 
where n is the total number of moles of mixture. Recalling from Sec. 3.12.3 that an 
ideal gas can be regarded as composed of molecules that exert negligible forces on 
one another and whose volume is negligible relative to the total volume, we can think 
of each component i as behaving as if it were an ideal gas alone at the temperature 
T and volume V. Thus, the pressure exerted by component i would not be the mixture 
pressure p but the pressure p; given by 


n;RT 
V 
where n; is the number of moles of component i. Dividing Eq. 11.128 by Eq. 11.127 





pi (11.128) 


Pi n;RTIV П; 


р nRTV n 





= Vi 
On rearrangement 


Pi ур (11.129) 


Accordingly, the quantity ур appearing in Eq. 11.126b corresponds to the pressure p;. 
Summing both sides of Eq. 11.129, we obtain 
i j i 
25 = > yip = РУ у: 


ї=1 


Or, since the sum of the mole fractions equals unity 
J 
p= Хр (11.130) 
ігі 


Іп words, Eq. 11.130 states that the sum of the pressures p; equals the mixture pres- 
sure. This gives rise to the designation partial pressure for p;. With this background, 
we now see that Eq. 11.126b requires the fugacity of component i to approach the 
partial pressure of component i as pressure p tends to zero. Comparing Eqs. 11.130 


fugacity of a mixture 
component 
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ideal solution 


Lewis-Randall rule 


and 11.99a, we also see that the additive pressure rule is exact for ideal gas mixtures. 
This special case is considered further in Sec. 12.2 under the heading Dalton model. 


EVALUATING FUGACITY IN A MIXTURE. Let us consider next how the 
fugacity of component i in a mixture can be expressed in terms of quantities that can 
be evaluated. For a pure component i, Eq. 11.122 gives 


д1 
кт( шалу. 5 (11.131) 
др Jr 
where v; is the molar specific volume of pure i. Subtracting Eq. 11.131 from 
Eq. 11.126a 
— dln Filf; ше 
кт) m UP = Vi (11.132) 
др Тіп 


Integrating from pressure p' to pressure p at fixed temperature апа mixture compo- 


sition 
[ео 


р 
In the limit as р’ tends to zero, this becomes 


v(e(f)- (f) [9-9 


Since fj, эр’ and f,— yjp' as pressure р’ tends to zero 


lim In (7) sin (2 ) = y; 
р'—0 ћ P 
Therefore, we can write 
= F Po 
Rr|In( 3 шу -| (У; – v;)dp 
fi o 


Í; 2.) Ро = 
ЕТіп - V; — vj)d 11.133 


i 








Or 


in which f; is the fugacity of component i at pressure p in a mixture of given com- 
position at a given temperature, and f; is the fugacity of pure i at the same tempera- 
ture and pressure. Equation 11.133 expresses the relation between f; and f, in terms 
of the difference between V; and v;, a measurable quantity. 


11.9.5 Ideal Solution 


The task of evaluating the fugacities of the components in a mixture is considerably 
simplified when the mixture can be modeled as an ideal solution. An ideal solution 
is a mixture for which 


fi=yif; (ideal solution) (11.134) 


Equation 11.134, known as the Lewis-Randall rule, states that the fugacity of each 
component in an ideal solution is equal to the product of its mole fraction and the 
fugacity of the pure component at the same temperature, pressure, and state of aggre- 
gation (gas, liquid, or solid) as the mixture. Many gaseous mixtures at low to moderate 
pressures are adequately modeled by the Lewis-Randall rule. The ideal gas mixtures 
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considered in Chap. 12 are an important special class of such mixtures. Some liquid 
solutions also can be modeled with the Lewis-Randall rule. 

As consequences of the definition of an ideal solution, the following characteristics 
are exhibited: 


> Introducing Eq. 11.134 into Eq. 11.132, the left side vanishes, giving V; — v; = 0, or 
V; = vi (11.135) 


Thus, the partial molal volume of each component in an ideal solution is equal to the 

molar specific volume of the corresponding pure component at the same temperature 

and pressure. When Eq. 11.135 is introduced in Eq. 11.105, it can be concluded that 

there is no volume change on mixing pure components to form an ideal solution. 
With Eq. 11.135, the volume of an ideal solution is 


J> z і i 
У = Уп, = У плу = У, У, (ideal solution) (11.136) 
ја: = id 


where V; is the volume that pure component ; would occupy when at the tem- 
perature and pressure of the mixture. Comparing Eqs. 11.136 and 11.100a, the addi- 
tive volume rule is seen to be exact for ideal solutions. 

» It also can be shown that the partial molal internal energy of each component in 
an ideal solution is equal to the molar internal energy of the corresponding pure 
component at the same temperature and pressure. A similar result applies for 
enthalpy. In symbols 


[Le Ws H; = h; (11.137) 

With these expressions, it can be concluded from Eqs. 11.106 that there is no change 

in internal energy or enthalpy on mixing pure components to form an ideal solution. 
With Eqs. 11.137 the internal energy and enthalpy of an ideal solution are 


j L = 
U = X тщ and H = Ý nih; (ideal solution) (11.138) 
i-1 2-1 


where и; and Л; denote, respectively, the molar internal energy and enthalpy of pure 
component i at the temperature and pressure of the mixture. 


Although there is no change in V, U, or H on mixing pure components to form 
an ideal solution, we expect an entropy increase to result from the adiabatic mixing 
of different pure components because such a process is irreversible: The separation 
of the mixture into the pure components would never occur spontaneously. The 
entropy change on adiabatic mixing is considered further for the special case of ideal 
gas mixtures in Sec. 12.42. 

The Lewis-Randall rule requires that the fugacity of mixture component ; be 
evaluated in terms of the fugacity of pure component i at the same temperature and 
pressure as the mixture and in the same state of aggregation. For example, if the 
mixture were a gas at T, p, then f; would be determined for pure i at T, p and as a 
gas. However, at certain temperatures and pressures of interest a component of a 
gaseous mixture may, as a pure substance, be a liquid or solid. An example is an 
air-water vapor mixture at 20°C (68°F) and 1 atm. At this temperature and pressure, 
water exists not as a vapor but as a liquid. Although not considered here, means have 
been developed that allow the ideal solution model to be useful in such cases. 


11.9.6 Chemical Potential for Ideal Solutions 


The discussion of multicomponent systems concludes with the introduction of expres- 
sions for evaluating the chemical potential for ideal solutions used in Sec. 14.3.3. 
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Consider a reference state where component i of a multicomponent system is pure 
at the temperature T of the system and a reference-state pressure р. The difference 
in the chemical potential of i between a specified state of the multicomponent system 
and the reference state is obtained with Eq. 11.125 as 

ш = u$ = RTIn Ей 
fi 
where the superscript ° denotes property values at the reference state. The fugacity 
ratio appearing in the logarithmic term is known as the activity, а,, of component i in 
the mixture. That is, 


(11.139) 
activity 


m 
fi 
For subsequent applications, it suffices to consider the case of gaseous mixtures. For 
gaseous mixtures, Pret is specified as 1 atm, so и? and f? in Eq. 11.140 are, respectively, 
the chemical potential and fugacity of pure i at temperature Т апа 1 atm. 
Since the chemical potential of a pure component equals the Gibbs function per 
mole, Eq. 11.139 can be written as 


(11.140) 


4; 


ш= 82 + RTIna; (11.141) 


where g? is the Gibbs function per mole of pure component i evaluated at tempera- 
ture T and 1 atm: 2$ = g; (T, 1 atm). 
For an ideal solution, the Lewis-Randall rule applies and the activity is 


m yifi 

"4 

where f; is the fugacity of pure component i at temperature T and pressure p. Intro- 
ducing Eq. 11.142 into Eq. 11.141 





(11.142) 


yifi 
f 


-5 26324 ; е 
"ES RT in ( 2 ideal solution 
5 8 P fi Pret | ) 


In principle, the ratios of fugacity to pressure shown underlined in this equation can 
be evaluated from Eq. 11.124 or the generalized fugacity chart, Fig. A-6, developed 
from it. If component i behaves as an ideal gas at both T, p and T, рь we have 
Мр = Јаре = 1; Eq. 11.143 then reduces to 


mw = gi *RTIn 





or 





(11.143) 


Ур 


ref 


ш = g?- RTIn (1.144) 





(ideal gas) 


CHAPTER БАПППЛУХУАЕЗИЭМСПРЕЕҙәҙҙә 2. 


In this chapter, we introduce thermodynamic relations that allow 
u, h, and s as well as other properties of simple compressible 
systems to be evaluated using property data that are more 
readily measured. The emphasis is on systems involving a 
single chemical species such as water or a mixture such as 
air. An introduction to general property relations for mixtures 
and solutions is also included. 


Equations of state relating p, v, and T are considered, includ- 
ing the virial equation and examples of two-constant and multi- 
constant equations. Several important property relations based 
on the mathematical characteristics of exact differentials are 
developed, including the Maxwell relations. The concept of a 
fundamental thermodynamic function is discussed. Means for 
evaluating changes in specific internal energy, enthalpy, and 


entropy are developed and applied to phase change and to 
single-phase processes. Property relations are introduced involv- 
ing the volume expansivity, isothermal and isentropic compress- 
ibilities, velocity of sound, specific heats and specific heat ratio, 
and the Joule-Thomson coefficient. 

Additionally, we describe how tables of thermodynamic prop- 
erties are constructed using the property relations and methods 
developed in this chapter. Such procedures also provide the 
basis for data retrieval by computer software. Also described are 
means for using the generalized enthalpy and entropy departure 
charts and the generalized fugacity coefficient chart to evaluate 
enthalpy, entropy, and fugacity, respectively. 

We also consider p-v-T relations for gas mixtures of known 
composition, including Kay's rule. The chapter concludes with 
a discussion of property relations for multicomponent systems, 
including partial molal properties, chemical potential, fugacity, 
and activity. Ideal solutions and the Lewis-Randall rule are 
introduced as a part of that presentation. 

The following checklist provides a study guide for this chap- 
ter. When your study of the text and end-of-chapter exercises 
has been completed, you should be able to write out the mean- 
ings of the terms listed in the margins throughout the chapter 
and understand each of the related concepts. The subset of key 
concepts listed below is particularly important. Additionally, for 
systems involving a single species you should be able to 


> calculate p-v-T data using equations of state such as the 
Redlich-Kwong and Benedict-Webb-Rubin equations. 


KEY ENGINEERING CONCEPTS ааа 


equation of state, p. 656 
exact differential, p. 662 
test for exactness, p. 662 
Helmholtz function, p. 666 
Gibbs function, p. 666 
Maxwell relations, p. 668 


function, p. 671 


KEY EQUATIONS И а КГ Г T 


fundamental thermodynamic 


Clapeyron equation, p. 673 
Joule-Thomson coefficient, p. 685 
enthalpy departure, p. 693 
entropy departure, p. 696 


Key Equations 715 


> apply the 16 property relations summarized in Table 11.1 
and explain how the relations are obtained. 


> evaluate As, Au, and АЛ, using the Clapeyron equation when 
considering phase change, and using equations of state and 
specific heat relations when considering single phases. 

> apply the property relations introduced in Sec. 11.5, such 
as those involving the specific heats, the volume expan- 
sivity, and the Joule-Thomson coefficient. 

> explain how tables of thermodynamic properties, such as 
Tables A-2 through A-18, are constructed. 

> apply the generalized enthalpy and entropy departure 
charts, Figs. A-4 and A-5, to evaluate Ah and As. 


For a gas mixture of known composition, you should be able to 


> apply the methods introduced in Sec. 11.8 for relating 
pressure, specific volume, and temperature—Kay’s rule, 
for example. 


For multicomponent systems, you should be able to 


> evaluate extensive properties in terms of the respective 
partial molal properties. 

> evaluate partial molal volumes using the method of 
intercepts. 

> evaluate fugacity using data from the generalized fugacity 
coefficient chart, Fig. A-6. 

> apply the ideal solution model. 


* +оо ө оэ ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө э ө э о 


Kay's rule, p. 699 

method of intercepts, p. 705 
chemical potential, p. 706 
fugacity, p. 709 
Lewis-Randall rule, p. 712 




















B(T) С(Т) BUF) КА . 
Lk RR (11.1) p. 656 Virial equation of state 
v v v 
RT 
р = = 5 = = (11.2) p. 657 van der Waals equation of state 
pis 
RT S (11.7) p. 659 Redlich-Kwong equation of state 
P'y-b wv-b)T7 "m 8 eq 
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Mathematical Relations for Properties 





TE 
Gee! 
6.) -1 

(2) 6) (2) - 





(11.142) p. 662 


(11145) p. 662 





(11.15) p. 663 


(11.16) p. 663 


Test for exactness 


Important relations among partial derivatives 
of properties 





Table 11.1 


(11.24- 


11.36) p. 668 


Summary of property relations from exact 
differentials 





Expressions for Au, Ah, and As 








DL 
Ara T(V — ve) 


(11.40) p. 673 


Clapeyron equation 





20 2/ др 
s-s- | ®ат+ | (2) 
E „Кату, 


2 2 др 
и, — Uy = | сат + | |т (2) -plav 
" 1 ӘТ/, 


(11.50) р. 677 


(11.51) р. 677 


Expressions for changes іп s and u with T 
and v as independent variables 





2 2 
Cp ду 
а-а | Zar- | (2) ар 
ү Т А 9T, 


2 2 ob 
-— |Т la 
hy ћу | СИГ | Е (=) D 


(11.59) p. 678 


(11.60) p. 679 


Expressions for changes in s and h with T 
and p as independent variables 











h, = hı =h} ћу 


-ж z LINE 
$5 $1 $5 $1 R | R i 





(11.85) p. 694 


Evaluating enthalpy and entropy changes in 
terms of generalized enthalpy and entropy 
departures and data from Figs. A-4 and A-5, 
respectively 








(11.20) p. 666 


Helmholtz function 





(11.21) p. 666 


Gibbs function 








(9.36b) p. 569 


(11.74) p. 684 


Expressions for velocity of sound 





(11.75) p. 685 


Joule-Thomson coefficient 
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Properties of Multicomponent Mixtures 


і і 
1,- ХУТ Рс = È Уро 


(11.97) р. 700 





(11.102) р. 704 


Кау? rule for critical temperature and 
pressure of mixtures 


Partial molal property X; and its relation to 
extensive property X 





(11.103) p. 704 


X as a weighted sum of partial molal 
properties 




















— 0G 
ш = G= э (11.107) р. 706 Chemical potential of species 7 іп a mixture 
LS Тр 
R (= f) е7 (11.122) р. 709 
др /т Expressions for evaluating fugacity of a 
f single-component system 
Іш --і1 (11.123) p. 709 
po0p 
à In fi Е 
Rr( ~ fi ) ST. (11.1262) p. 711 
Р = 2 Expressions for evaluating fugacity of 
li f. mixture component / 
жау; (11,265) p. 711 
fh yif (1.134) p. 712 | Lewis-Randall rule for ideal solutions 





УІР 


ref 


ш = 8° + RTIn 





(1.144) р. 714 


Chemical potential of component / in an 
ideal gas mixture 


EXERCISES: THINGS ENGINEERS УАеСОТПА...................................... 


1. With so much thermodynamic property data software 
available today, engineers no longer need be well versed in 
the fundamentals of property evaluation—or do they? 


2. What is the reference state and accompanying reference 
property values used in constructing the steam tables, 
Tables A-2 through A-5? 


3. What is an advantage of using the Redlich-Kwong equation 
of state in the generalized form given by Eq. 11.9 instead of 
Eq. 11.7? A disadvantage? 


4. To determine the specific volume of superheated water 
vapor at a known pressure and temperature, when would 
you use each of the following: the steam tables, the 
generalized compressibility chart, an equation of state, the 
ideal gas model? 


5. If the function p = p(T, v) is an equation of state, is (dp/dT), 
a property? What are the independent variables of (dp/dT),? 


6. In the expression (du/dT), , what does the subscript v signify? 


7. How does a Mollier diagram provide a graphical 
representation of the fundamental function h(s, p)? 


8. What is the importance of the Clapeyron equation? 


9. For a gas whose equation of state is pv = RT, are the specific 
heats c, and c, necessarily functions of temperature alone? 


10. Referring to the phase diagram for water (Fig. 3.5), explain 
why ice melts under the blade of an ice skate. 


11. What is the Joule- Thomson coefficient of an ideal gas? 


12. At what states is the entropy departure negligible? The 
fugacity coefficient, f/p, closely equal to unity? 


13. In Eq. 11.107 what do the subscripts T, p, and n; signify? 
What does i denote? 


14. How does Eq. 11.108 reduce for a system consisting of a 
pure substance? Repeat for an ideal gas mixture. 


15. If two different liquids are mixed, is the final entropy necessarily 
equal to the sum of the original entropy values? Explain. 
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eise АНТЫ ЛА ЛАУЛТӘЛТСЕ..-ӛ.-..---..--..--....-...-...-................................. 


1. Ап equation of state expressed as 


_ RT 
Же: 





+а 


where a and b are constants is explicit in (a) pressure, 
(b) pressure and temperature, (c) pressure and specific 
volume, (d) pressure, temperature, and specific volume. 


2. For the equation of state in question 1, demonstrate that the 
mixed second partial derivatives are equal and explain the 
mathematical significance of this attribute. 


3. For liquid water at 1 atm a slight increase in temperature 
from 0°C results іп (a) an increase in specific volume, (b) a 
decrease in specific volume, (c) no change in specific volume, 
(d) the specific volume behavior cannot be determined 
without more information. 


4. Evaluate the compressibility factor Z of water vapor at 2000 
Ibf/in.? and (a) 900°F, (b) 650°F. 


5. By inspection of the appendix tables for R-22, R-134a, 
ammonia, and propane, what is the temperature, in ^C, at the 
reference state defined as in Fig. 11.4? 


6. In Eq. 11.85, the first underlined term accounts for 





7. In Eq. 11.92, the second underlined term accounts for 





8. Extend Example 11.5 by obtaining an expression in terms 
of known property values for the change in enthalpy, (/ — hı), 
of the specified process. 


9. For an ideal gas obtain expressions for the (a) volume 
expansivity and (b) isothermal compressibility. 


10. As the saturation temperature approaches the critical 
temperature, the Лу and у, terms of Eq. 11.40 each approach 
, is finite 
sat 


d, 
Zero, yet the slope of the saturation curve, (2) 
(see Fig. 11.1b). Explain using steam table data. 


11. Using Eq. 11.56, show that for an ideal gas the specific 
enthalpy is independent of pressure and depends on 
temperature alone. 


12. For nitrogen, №, at 678 bar, —34°C, evaluate the enthalpy 
departure. 


13. For the turbine of Examples 11.8 and 11.9 determine the 
exergetic efficiency. Take Ty — 298.15 K. 


14. The independent variables of the Helmholtz function used 
to construct the steam tables, Tables A-2 through A-6, are 





15. In symbols and words, an ideal solution is a mixture for 
which 


16. The fugacity of water at 245°C, 133 bar is bar. 





17. The partial molal Gibbs function of a component i within 
a mixture or solution is also called the 


18. A closed, rigid tank holds 20 kg of a gas mixture having the 
molar analysis 50% nitrogen (N2), 50% argon. If the mixture 
is at 180 K, 20 bar, determine the tank volume, in та, using 
Kay's rule. 


19. Assuming a fundamental thermodynamic function of the 
form A(s, p), derive expressions for (a) the specific volume, 
v, (b) the specific Gibbs function, g, each as a function of 
specific entropy and pressure. 


20. Repeat parts (a)-(d) of Example 111 if the carbon 
monoxide is at —120°C, while all other given data remain 
the same. 


21. Match the appropriate expression in the right column with 
each term in the left column. 


— 1l аћ = A. —pdv—sdT 
____2. dg = В. T ds + v dp 
____3. du = С. vdp —s dT 
____4 dy = D. T ds — p dv 


22. Match the appropriate expression in the right column with 
each term in the left column. 


6 
Т ` NOT, 

д 
2. =p = В. (29 
др /т 

oh 
3. v= C. (+) 
д5 р 

Cy u 

4. — = BD, |= 
T (шу 

д 

5. Т= Е. ( 


с 
| 
[^] 
| 
ті 
ж 


23. Match the appropriate expression іп the right column with 
each term in the left column. 
д 
^. (=) 
ду Т 


|. (2) Е 
дъ /, 
ди д5 
2. (2) = B. (2) 
05 57 ди T 
др 
3. |=] = 
(ғ). 
" (=) = 
ду/; 


24. Match the appropriate expression in the right column with 
each term in the left column. 
д 
А. (2) 
др/т 


oT 
— L | | = 
др /s 
дћ ду 
2. || = B. [== 
Op /, д5 Љ 


ðæ\ 9g 

3, (ш)- с. || 
* -6 
TU 487), | др/т 


25. Match the appropriate expression in the right column with 
each term in the left column. 


oT 
1. а = А. (2) 
Әр /һ 
TETTA l Hæ) 
v\ðT/p 


| 
es] 


ду др 
3. B= C =e Wt 
др Т ду 5 
1/9v 
4. Ш = Di 122) 
3 2 Е (2) 
Cy i ду/; 
6. к= Е - 9) 
UNOD/T 


Indicate whether the following statements are true or false. 
Explain 


26. Тһе ideal gas equation of state, pv — RT, provides ап 
acceptable approximation at states of a gas where the 
pressure is low relative to the critical pressure of the gas and/ 
or where the temperature is low relative to the critical 
temperature of the gas. 


27. Тһе compressibility factor Z for a gas mixture can be 
evaluated using Kay's rule to determine mixture values for 
the critical temperature, Т, and critical pressure, pe- 


28. The van der Waals equation of state is explicit in pressure 
and temperature but not specific volume, while the Redlich- 
Kwong equation of state is explicit only in pressure. 


29. The value of the isothermal compressibility is positive in 
all phases. 


30. The compressibility factor Z for a mixture can be 
evaluated using the Gibbs-Duhem equation to determine 
mixture values for the critical temperature, 7;, and critical 
pressure, р,. 


31. When pure components are mixed to form an ideal 
solution, no change in volume, internal energy, enthalpy, or 
entropy is observed. 


32. Тһе constants a and b for the van der Waals and Redlich- 
Kwong equations given in Table A-24 are determined using 
Eq. 113. 


33. Using only p-v-T data, the change in specific enthalpy for 
a change in phase from liquid to vapor can be evaluated 
from 





dp 
ћу h; = T( Ug vi) dT 
sat 
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34. In engineering practice the coefficients of a virial equation 
of state are normally calculated using a model for the forces 
of interaction between the molecules of the gas under 
consideration. 


35. The following expression is the differential of an equation 
of state, p — p(v, T): 


=К —RT 2a 
dp — dT 4 + d 
á (225) en 5 . 


36. The Benedict-Webb-Rubin equation of state is well suited 
for predicting the p—v-T behavior of light hydrocarbons. 





37. According to the additive pressure rule, the pressure of 
a gas mixture is expressible as the sum of the pressures 
exerted by the individual components, assuming each 
component occupies the entire volume at the mixture 
temperature. 


38. The constants a and b of the Redlich-Kwong equation of 
state can only be determined by fitting the equation to p-v- T 
data. 


39. The enthalpy and entropy departures of a gas are small at 
states where pressure is low relative to the critical pressure 
of the gas and temperature is high relative to the critical 
temperature of the gas. 


40. Partial molal properties are extensive properties. 


41. The value of the critical compressibility factor, Z., for most 
substances is in the range of 0.3 to 0.4. 


42. If the required data аге in hand, the partial molal volume 
can be evaluated using the method of intercepts. 


43. For a simple compressible system whose pressure increases 
while temperature remains constant, the specific Gibbs 
function can only increase. 


44. For certain thermodynamic analyses it is advantageous to 
use fugacity instead of the chemical potential. 


45. In an ideal solution, the activity of a component i is a 
measure of its tendency to react chemically with other 
components in the solution. 


46. The enthalpy departure is always positive while the entropy 
departure can be positive or negative. 


47. A Mollier diagram provides a graphical representation of 
the fundamental function h(s, р). 


48. When Тұ > 1.0, the fugacity coefficient, f/p, approaches a 
value of 1.0 as the reduced pressure decreases. 


49. For a simple compressible system whose pressure decreases 
while specific enthalpy remains constant, the temperature 
can only decrease. 


50. By definition, an ideal solution is a mixture of gases in 
which each gas of the mixture and the overall mixture 
adhere to the ideal gas model. 
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Using Equations of State 


111 Owing to safety requirements, the pressure within a 19.3 ft 
cylinder should not exceed 52 atm. Check the pressure 
within the cylinder if filled with 100 lb of CO; maintained 
at 212°F using the 


(a) van der Waals equation. 
(b) compressibility chart. 
(c) ideal gas equation of state. 


11.2 Ten pounds mass of propane have a volume of 2 ft? and 
a pressure of 600 Ibf/in.? Determine the temperature, in °R, 
using the 


(a) van der Waals equation. 
(b) compressibility chart. 

(c) ideal gas equation of state. 
(d) propane tables. 


11.3 The pressure within a 23.3-m? tank should not exceed 
105 bar. Check the pressure within the tank if filled with 
1000 kg of water vapor maintained at 360°C using the 


(a) ideal gas equation of state. 
(b) van der Waals equation. 
(c) Redlich-Kwong equation. 
(d) compressibility chart. 

(e) steam tables. 


11.4 Estimate the pressure of water vapor at a temperature of 
5009С and a density of 24 kg/m? using the 


(a) steam tables. 

(b) compressibility chart. 

(c) Redlich-Kwong equation. 
(d) van der Waals equation. 
(e) ideal gas equation of state. 


| 11.5 Methane gas flows through a pipeline with a volumetric 
flow rate of 11 ft*/s at a pressure of 183 atm and a 
temperature of 56°F. Determine the mass flow rate, in Ib/s, 
using the 


(a) ideal gas equation of state. 
(b) van der Waals equation. 
(c) compressibility chart. 


| 11.6 Determine the specific volume of water vapor at 20 MPa 
and 400°C, in m*/kg, using the 


(a) steam tables. 

(b) compressibility chart. 

(c) Redlich-Kwong equation. 
(d) van der Waals equation. 
(e) ideal gas equation of state. 


11.7 A vessel whose volume is 1 m? contains 4 kmol of 
methane at 100°C. Owing to safety requirements, the pressure 
of the methane should not exceed 12 MPa. Check the 
pressure using the 


(a) ideal gas equation of state. 
(b) Redlich-Kwong equation. 
(c) Benedict-Webb-Rubin equation. 


11.8 Methane gas at 100 atm and —18°C is stored in a 10-m^ [1 
tank. Determine the mass of methane contained in the tank, 
in kg, using the 


(a) ideal gas equation of state. 
(b) van der Waals equation. 
(c) Benedict-Webb-Rubin equation. 


11.9 Using the Benedict-Webb-Rubin equation of state, 4% 
determine the volume, іп m5, occupied by 165 kg of methane 
at a pressure of 200 atm and temperature of 400 K. Compare 
with the results obtained using the ideal gas equation of 
state and the generalized compressibility chart. 


11.10 A rigid tank contains 1 kg of oxygen (O;) at p; = 40 bar, [| 
T, — 180 K. The gas is cooled until the temperature drops 
to 150 K. Determine the volume of the tank, in m?, and the 
final pressure, in bar, using the 


(a) ideal gas equation of state. 
(b) Redlich-Kwong equation. 
(c) compressibility chart. 


11.11 One pound mass of air initially occupying a volume of 
0.4 f? at a pressure of 1000 Ibf/in? expands in a piston- 
cylinder assembly isothermally and without irreversibilities 
until the volume is 2 ft^. Using the Redlich-Kwong equation 
of state, determine the 


(a) temperature, in °К. 
(b) final pressure, in Ibf/in.? 
(c) work developed in the process, in Btu. 


11.12 Water vapor initially at 240°C, 1 MPa expands in a ы 
piston-cylinder assembly isothermally and without internal 
irreversibilities to a final pressure of 0.1 MPa. Evaluate the 
work done, in kJ/kg. Use a truncated virial equation of state 
with the form 

B 
2=1+—+ = 
у v 
where B and C are evaluated from steam table data at 240°C 
and pressures ranging from 0 to 1 MPa. 


11.13 Referring. to the virial series, Eqs. 3.30 and 3.31, show 
that B = BIRT, C = (C – BR? T? . 

11.14 Express Eq. 11.5, the van der Waals equation, in terms 
of the compressibility factor Z 


(а) as a virial series in vg . [Hint: Expand the (vp — 1/8) ! 
term of Eq. 11.5 in a series.] 

(b) as a virial series in pg. 

(с) Dropping terms involving (pg)? and higher in the virial 
series of part (b), obtain the following approximate form: 


ыны (: ym 
Е Fie 


(d) Compare the compressibility factors determined from 
the equation of part (c) with tabulated compressibility 
factors from the literature for 0 « pg « 0.6 and each of 
Tg — 1.0, 12, 1.4, 1.6, 1.8, 2.0. Comment on the realm of 
validity of the approximate form. 





11.15 The Berthelot equation of state has the form 
RT _ а 
4-0 Ти 
(a) Using Eqs. 11.3, show that 





p^ 


27 RT? 
64 р, ' 


IRG 
8 p. 








(b) Express the equation in terms of the compressibility 
factor Z, the reduced temperature Тұ, and the pseudoreduced 
specific volume, vg. 


11.16 The Beattie-Bridgeman equation of state can be 
expressed as 


RT(1—s)(v* B) A 
р- 2 2 


v v 
b 
A = A1 - =), B= B(1-*) 
Т) 1) 
с 


vT? 
and Аб, Во, а, b, and c are constants. Express this equation 
of state in terms of the reduced pressure, pg, reduced 
temperature, Tg, pseudoreduced specific volume, vg, and 
appropriate dimensionless constants. 





where 


ge 


11.17 The Dieterici equation of state is 





(a) Using Eqs. 11.3, show that 
AR?T2 
а- Е 
E 


RT, 
Pe рсе” 


(b) Show that the equation of state can be expressed in 
terms of compressibility chart variables as 


UR —4 
2 = П 2 ехр E 12 
UR — lle Tgvge 


(c) Convert the result of part (b) to a virial series іп vg. 
(Hint: Expand the (vp — l/&?) ! term in a series. Also 
expand the exponential term in a series.) 








b= 





11.18 The Peng-Robinson equation of state has the form 


RT a 
Ud uc 





p= 


Using Eqs. 11.3, evaluate the constants a, b, c in terms of the 
critical pressure pe critical temperature Т, and critical 
compressibility factor Z.. 


| 11.19 The p-v-T relation for chlorofluorinated hydrocarbons 
can be described by the Carnahan-Starling-DeSantis 
equation of state 


a, X 1073 a, X 10? а, X 106 
R-12 3.52412 —2.77230 —0.67318 
R-13 2.29813 —3.41828 —1.52430 





Problems: Developing Engineering Skills 721 
ру „ПЕЊЕ oe а 
RT (1 + gy RT(v + b) 


where B = b/4v,a = ag exp (aT + aT”), and b = bg + bT + 
bT”. For Refrigerants 12 and 13, the required coefficients 
for T in K, a in J - L/(mol)’, and b in L/mol are given in 
Table P11.19. Specify which of the two refrigerants would 
allow the smaller amount of mass to be stored in a 10-m? 
vessel at 0.2 MPa, 80°С. 


Using Relations from Exact Differentials 


11.20 The differential of pressure obtained from a certain 
equation of state is given by one of the following expressions. 
Determine the equation of state. 








g a. ш" 
p RT ^" RT? 
RT R 
dp — -dv + dT 
(v — b) v—b 


11.21 Introducing 6Q;,, = Т dS into Eq. 6.8 gives 
Qin = dU + pdV 
Using this expression together with the test for exactness, 
demonstrate that Q;,, is not a property. 


11.22 Show that Eq. 11.16 is satisfied by an equation of state 
with the form p = [RT/(v — Б)] + а. 


11.23 For the functions x = x(y, w), y = y(z, w), = z(x, w), 


demonstrate that 
P E 
ду/,92/, 0X /w 


11.24 Using Eq. 11.35, check the consistency of 


(а) the steam tables at 2 MPa, 400°C. 
(b) the Refrigerant 134a tables at 2 bar, 50°С. 


11.25 Using Eq. 11.35, check the consistency of 


(a) the steam tables at 100 Ibf/in.?, 600°F. 
(b) the Refrigerant 134a tables at 40 Ibf/in?, 100*F. 


11.26 At a pressure of 1 atm, liquid water has a state of maxi- 
mum density at about 4°С. What can be concluded about 
(д5/др)т at 


(a) 3°C? 
(b) 4°C? 
(c) 5°C? 


11.27 A gas enters a compressor operating at steady state and is 
compressed isentropically. Does the specific enthalpy increase 
or decrease as the gas passes from the inlet to the exit? 


11.28 Show that T, p, h, у, and g can each be determined from 
a fundamental thermodynamic function of the form и = 
u(s, v). 


b, b, X 10* b, X 10° 
0.15376 —1.84195 —5.03644 
0.12814 —1.84474 —10.7951 Table P11.19 
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11.29 Evaluate p, s, и, h, с„ and с, for a substance for which 
the Helmholtz function has the form 


Y qood 
y = -RTIn- – cT'|1 = Ји 
v T get 





where v' and 7" denote specific volume and temperature, 
respectively, at a reference state, and c is a constant. 


11.30 The Mollier diagram provides a graphical representation 
of the fundamental thermodynamic function h = h(s, p). 
Show that at any state fixed by s and p the properties T, v, 
и, iy, and g сап be evaluated using data obtained from the 
diagram. 


11.31 Derive the relation c, — -Т(8%/ӘТЗ),. 


Evaluating As, Au, and Ah 


11.32 Using p-v-T data for saturated ammonia from Table A-13E, 
calculate at 20°F 


(a) ћу = hy. 
(b) ug — Up 
(с) бр = Se 


Compare with values obtained from Table A-13E. 


11.33 Using p-v-T data for saturated water from the steam 
tables, calculate at 50°С 


(a) ћу = ће 
(b) ug = ие 
(6) sk 


Compare with values obtained from the steam tables. 


11.34 Using hig, уь, and Psa at 10°F from the Refrigerant 134a 
tables, estimate the saturation pressure at 20°F. Comment оп 
the accuracy of your estimate. 


11.35 Using hig, уь, and р at 26°C from the ammonia tables, 
estimate the saturation pressure at 30°С. Comment on the 
accuracy of your estimate. 


11.36 Using triple-point data for water from Table A-6E, 
estimate the saturation pressure at —40°F. Compare with the 
value listed in Table A-6E. 


11.37 At 0°C, the specific volumes of saturated solid water (ice) 
and saturated liquid water are, respectively, и, = 1.0011 X 
1073 m?/kg and v; = 1.0002 x 1073 m?/kg, and the change in 
specific enthalpy on melting is Лу = 333.4 kJ/kg. Calculate the 
melting temperature of ice at (a) 250 bar, (b) 500 bar. Locate 
your answers on a sketch of the p-T diagram for water. 


11.38 The line representing the two-phase solid-liquid region 
on the phase diagram slopes to the left for substances that 
expand on freezing and to the right for substances that 
contract on freezing (Sec. 3.2.2). Verify this for the cases of 
lead that contracts on freezing and bismuth that expands on 
freezing. 


11.39 Consider a four-legged chair at rest on an ice rink. The 
total mass of the chair and a person sitting on it is 80 kg. If the 
ice temperature is —2°C, determine the minimum total area, in 
cm’, the tips of the chair legs can have before the ice in contact 
with the legs would melt. Use data from Problem 11.37 and let 
the local acceleration of gravity be 9.8 m/s?. 


11.40 Over a certain temperature interval, the saturation 
pressure-temperature curve of a substance is represented by 
an equation of the form In ра = A — B/T, where А and В 
are empirically determined constants. 


(a) Obtain expressions for h, — Лапа s, — s; in terms of 
p-v-T data and the constant B. 

(b) Using the results of part (a), calculate hg — hy and 5, — s; 
for water vapor at 25°С and compare with steam table data. 


11.41 Using data for water from Table A-2, determine the 
constants A and B to give the best fit in a least-squares sense 
to the saturation pressure in the interval from 20 to 30°С 
by the equation In ра = A — B/T. Using this equation, 
determine dp,,/dT at 25°C. Calculate A, — А; at 25°С and 
compare with the steam table value. 


11.42 Over limited intervals of temperature, the saturation 
pressure-temperature curve for two-phase liquid-vapor 
states can be represented by an equation of the form In p, = 
A — БІТ, where A and B are constants. Derive the following 
expression relating any three states on such a portion of the 


curve: 
Psat,3 Psat,2 У 
Psat,1 Е (=) 
where т = 7(7; — TYD — T). 
11.43 Use the result of Problem 11.42 to determine 








(a) the saturation pressure at 30°C using saturation pressure— 
temperature data at 20 and 40°С from Table A-2. Compare 
with the table value for saturation pressure at 30°С. 

(b) the saturation temperature at 0.006 MPa using saturation 
pressure-temperature data at 20 to 40°С from Table А-2. 
Compare with the saturation temperature at 0.006 MPa 
given in Table A-3. 


11.44 Complete the following exercises dealing with slopes: 


(a) At the triple point of water, evaluate the ratio of the 
slope of the vaporization line to the slope of the sublimation 
line. Use steam table data to obtain a numerical value for 
the ratio. 

(b) Consider the superheated vapor region of a temperature- 
entropy diagram. Show that the slope of a constant specific 
volume line is greater than the slope of a constant pressure 
line through the same state. 

(c) An enthalpy-entropy diagram (Mollier diagram) is often 
used in analyzing steam turbines. Obtain an expression for 
the slope of a constant-pressure line on such a diagram in 
terms of p-v-T data only. 

(d) A pressure-enthalpy diagram is often used in the 
refrigeration industry. Obtain an expression for the slope of 
an isentropic line on such a diagram in terms of p-v-T data 
only. 


11.45 Using only p—-T data from the ammonia tables, evaluate 
the changes in specific enthalpy and entropy for a process 
from 70 Ibf/in.2, 40°F to 14 Ibf/in.2, 40°F. Compare with the 
table values. 


11.46 One kmol of argon at 300 K is initially confined to one 
side of a rigid, insulated container divided into equal volumes 
of 0.2 m? by a partition. The other side is initially evacuated. 
The partition is removed and the argon expands to fill the 


с. 


entire container. Using the van der Waals equation of state, 
determine the final temperature of the argon, in K. Repeat 
using the ideal gas equation of state. 


11.47 Obtain the relationship between c, and c, for a gas that 
obeys the equation of state p(v — b) - RT. 


11.48 The p-v-T relation for a certain gas is represented 
closely by v = RT/p + B — A/RT, where В is the gas constant 
and A and B are constants. Determine expressions for the 
changes in specific enthalpy, internal energy, and entropy, 
[h(p». Т) ш h(pı, Т)], [и(р», Т) = и(р\, Tj and [s(p2, T) 
s(pi, T)], respectively. 


11.49 Develop expressions for the specific enthalpy, internal 
energy, and entropy changes [A(w, T) — hlv, T)], [u(v», T) — 
и(ал, Т)], [s(v2, T) - s(v;, T)], using the 


(a) van der Waals equation of state. 
(b) Redlich-Kwong equation of state. 


11.50 At certain states, the p—v-T data of a gas сап be expressed 
as Z = 1 — Ap/T*, where Z is the compressibility factor and 
A is a constant. 


(a) Obtain an expression for (dp/dT), in terms of p, Т, A, 
and the gas constant R. 

(b) Obtain an expression for the change in specific entropy, 
[s(p2, T) - 5(р\, T)]. 

(c) Obtain an expression for the change in specific enthalpy, 
[h(p». T) а h(pı, T)]. 

11.51 For a gas whose p-v-T behavior is described by Z = 
1 + Bp/RT, where B is a function of temperature, derive 
expressions for the specific enthalpy, internal energy, and 
entropy changes, [h(p2, T) — h(pi, Т)], [u(p2, T) — и(р\, T)]. 
and [5(р2, Т) = s(pi. T)]. 


11.52 For a gas whose p-v-T behavior is described by Z — 
1 + Bly + Ch’, where B and C are functions of temperature, 
derive an expression for the specific entropy change, 


(м, T) - sw, T)]. 


Using Other Thermodynamic Relations 


11.53 The volume of a 1-Ко copper sphere is not allowed to 
vary by more than 0.196. If the pressure exerted on the 
sphere is increased from 10 bar while the temperature 
remains constant at 300 K, determine the maximum allowed 
pressure, in bar. Average values of p, B, and к are 8888 kg/ 
п, 49.2 x 10 5 (К) ', and 0.776 x 1071 m"/N, respectively. 


11.54 The volume of a 146 copper sphere is not allowed to 
vary by more than 0.196. If the pressure exerted on the 
sphere is increased from 1 atm while the temperature 
remains constant at 80°F, determine the maximum allowed 
pressure, in atm. Average values of p, B, and к are 555 ІМ, 
2.75 x 107° (9В8)”!, and 3.72 x 10719 ЛЫ; respectively. 


11.55 Develop expressions for the volume expansivity B and 
the isothermal compressibility « for 


(a) an ideal gas. 
(b) a gas whose equation of state is p(v — b) = КТ. 
(c) a gas obeying the van der Waals equation. 


11.56 Derive expressions for the volume expansivity B and the 
isothermal compressibility x in terms of T, p, Z, and the first 
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partial derivatives of Z. For gas states with pg < 3, Тр < 2, 
determine the sign of к. Discuss. 


11.57 Show that the isothermal compressibility к is always 
greater than or equal to the isentropic compressibility a. 


11.58 Prove that (д3/др)т = —(oklaT),. 


11.59 For aluminum at 0°C, p = 2700 kg/m?, В = 714 x 107% 
(К) 7, k = 134 x 10 P по, and c, = 0.9211 kJ/kg · К. 
Determine the percent error in c, that would result if it were 
assumed that с, = cy. 


11.60 Estimate the temperature rise, in ^C, of mercury, initially 
at 0°С and 1 bar if its pressure were raised to 1000 bar 
isentropically. For mercury at 0°C, c, = 28.0 kJ/kmol · К, 
v = 0.0147 m'/kmol, and В = 178 x 107 (К). 


11.61 At certain states, the p-v-T data for a particular gas can 
be represented as 2 = 1 — Ap/T', where Z is the 
compressibility factor and A is a constant. Obtain an 
expression for the specific heat с, in terms of the gas constant 
R, specific heat ratio k, and Z. Verify that your expression 
reduces to Eq. 3.47a when Z - 1. 


11.62 For a gas obeying the van der Waals equation of state, 
(a) show that (dc,/dv)7 = 0. 


(b) develop an expression for с, — ¢,. 
(c) develop expressions for [u(T2, иу) — ШТ), vj)] and 


[s( T5, vj) Ет s(T3, v)]. 
(d) complete the Au and As evaluations if c, — 
where a and b are constants. 


11.63 If the value of the specific heat c, of air is 0.1965 Btu/Ib 

- °R at Т, = 1000*F, v, = 36.8 ЕЛЬ, determine the value of 

c, at T; = 1000*F, v, = 0.0555 ЛЬ. Assume that air obeys 
the Berthelot equation of state 


a + ЪТ, 











ME IN S 
P v—b Tv? 
where 
AIRT -IRK 
(0 pn 8р, 


11.64 Show that the specific heat ratio k can be expressed as 
К = сык/(сык — TuB?). Using this expression together with 
data from the steam tables, evaluate k for water vapor at 
200 Ibf/in.?, 500*F. 


11.65 For liquid water at 40°С, 1 atm estimate 


(a) c,, in kJ/kg - К. 
(b) the velocity of sound, in m/s. 


Use data from Table 112, as required. 


11.66 Using steam table data, estimate the velocity of sound 
in liquid water at (a) 20°C, 50 bar, (b) 50°F, 1500 Ibf/in? 


11.67 At a certain location in a wind tunnel, a stream of air is 
at 500°F, 1 atm and has a velocity of 2115 ft/s. Determine the 
Mach number at this location. 


11.68 For a gas obeying the equation of state p(v — b) - RT, 
where b is a positive constant, can the temperature be 
reduced in a Joule- Thomson expansion? Explain. 
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11.69 A gas is described by v = RT/p - A/T + B, where A 
and B are constants. For the gas 


(a) obtain an expression for the temperatures at the Joule- 
Thomson inversion states. 
(b) obtain an expression for c, — с. 


11.70 Determine the maximum Joule-Thomson inversion 
temperature in terms of the critical temperature Т, predicted 
by the 


(a) van der Waals equation. 
(b) Redlich-Kwong equation. 
(c) Dieterici equation given in Problem 11.17 


11.71 Derive an equation for the Joule- Thomson coefficient 
as a function of T and v for a gas that obeys the van der 
Waals equation of state and whose specific heat c, is given 
Бус, = А + BT + CT?, where A, B, С are constants. 
Evaluate the temperatures at the inversion states in terms of 
R, v, and the van der Waals constants a and b. 


11.72 Show that Eq. 11.77 can be written as 


Е Т? (=>) 
Е ср oT /p 
(a) Using this result, obtain an expression for the Joule- 
Thomson coefficient for a gas obeying the equation of state 


RT Ap 
c= 


p 4" 





Ш 


where А is a constant. 

(b) Using the result of part (a), determine c,, in kJ/kg - K, 
for CO, at 400 К, 1 atm, where ду = 0.57 K/atm. For СО», 
A = 278 X 1073 n? - K^kg · М. 


Developing Property Data 


11.73 If the specific heat c, of a gas obeying the van der Waals 
equation is given at a particular pressure, p', by c, = A + 
BT, where A and B are constants, develop an expression for 
the change in specific entropy between any two states 1 and 
2: [s(T», pz) — 5(Т\, p3)]- 

| 11.74 For air, write a computer program that evaluates the 
change in specific enthalpy from a state where the 
temperature is 25°С and the pressure is 1 atm to a state 
where the temperature is Т and the pressure is p. Use the 
van der Waals equation of state and account for the variation 
of the ideal gas specific heat as in Table A-21. 


| 11.75 Using the Redlich-Kwong equation of state, determine 
the changes in specific enthalpy, in kJ/kmol, and entropy, in 
kJ/kmol · К, for ethylene between 400 К, 1 bar and 400 К, 
100 bar. 


| 11.76 Using the Benedict-Webb-Rubin equation of state 
together with a specific heat relation from Table A-21, 
determine the change in specific enthalpy, in kJ/kmol, for 
methane between 300 K, 1 atm and 400 K, 200 atm. 


11.77 A certain pure, simple compressible substance has the 
following property relations. The p—v-T relationship in the 
vapor phase is 

RT Bp 
v= 


p 


where v is in ft?/Ib, T is in °R, p is in Ibf/ft?, R = 50 ft - Ibf/ 
lb - °R, and B = 100 f? - (“БУЛЬ - lbf. The saturation 
pressure, іп Ibf/ft’, is described by 

2400 


1 =? = 
D Psat T 


The Joule-Thomson coefficient at 10 lbf/in?, 200°F is 
0.004°R - ft?/Ibf. The ideal gas specific heat Cpo is constant 
over the temperature range 0 to 300°F. 


(a) Complete the accompanying table of property values 





T p Vr Vg h; hg Sr Sg 
ОЗЕ 0.03 0 0.000 
100°F 0.03 


for p in lbf/in?, v in НОЛЬ, h in Btu/Ib, and s in Btu/Ib · °R. 
(b) Evaluate v, Л, s at the state fixed by 15 Ibf/in.? 300°F. 


11.78 In Table А-2, at temperatures up to 50°С, the values of 
шапа Лу differ in most cases by 0.01 kJ/kg. Yet at each of 
these temperatures the product p.v; is small enough to be 
neglected and the table values of и; and л; should be the 
same. In a memorandum, provide a plausible explanation. 


Using Enthalpy and Entropy Departures 
11.79 Beginning with Eq. 11.90, derive Eq. 11.91. 
11.80 Derive an expression giving 


(a) the internal energy of a substance relative to that of its 
ideal gas model at the same temperature: [u(T, v) — и*(Т)]. 
(b) the entropy of a substance relative to that of its ideal 
gas model at the same temperature and specific volume: 
[s(T, v) — s*(T, v)]. 


11.81 Derive expressions for the enthalpy and entropy 
departures using an equation of state with the form 2 = 1 + 
Врв, where B is a function of the reduced temperature, Tp. 


11.82 The following expression for the enthalpy departure is 
convenient for use with equations of state that are explicit 


in pressure: 

h*(T) — h(T, v) | 1 | ЕЗ | | 
= = Те l1- Z- = T dv 
RT, B RT) | Ver, TP 

(a) Derive this expression. 

(b) Using the given expression, evaluate the enthalpy 

departure for a gas obeying the Redlich-Kwong equation of 

state. 

(c) Using the result of part (b), determine the change in 

specific enthalpy, in kJ/kmol, for CO, undergoing an 

isothermal process at 300 K from 50 to 20 bar. 





11.83 Using the equation of state of Problem 11.14 (c), evaluate 
v and с, for water vapor at 550°C, 20 MPa and compare with 
data from Table A-4 and Fig. 3.9, respectively. Discuss. 


11.84 Ethylene at 67°С, 10 bar enters a compressor operating 
at steady state and is compressed isothermally without 
internal irreversibilities to 100 bar. Kinetic and potential 
energy changes are negligible. Evaluate in kJ per kg of 
ethylene flowing through the compressor 


(a) the work required. 
(b) the heat transfer. 


с. 


11.85 Methane at 27°С, 10 MPa enters a turbine operating at 
steady state, expands adiabatically through a 5 : 1 pressure 
ratio, and exits at —48°C. Kinetic and potential energy effects 
are negligible. If c, = 35 kJ/kmol · К, determine the work 
developed per kg of methane flowing through the turbine. 
Compare with the value obtained using the ideal gas model. 


11.86 Nitrogen (N2) enters a compressor operating at steady 
state at 1.5 MPa, 300 K and exits at 8 MPa, 500 K. If the 
work input is 240 kJ per kg of nitrogen flowing, determine 
the heat transfer, in kJ per kg of nitrogen flowing. Ignore 
kinetic and potential energy effects. 


11.87 Oxygen (O2) enters a control volume operating at steady 
state with a mass flow rate of 9 kg/min at 100 bar, 287 K 
and is compressed adiabatically to 150 bar, 400 K. Determine 
the power required, in kW, and the rate of entropy production, 
in kW/K. Ignore kinetic and potential energy effects. 


11.88 Argon gas enters a turbine operating at steady state at 
100 bar, 325 K and expands adiabatically to 40 bar, 235 K 
with no significant changes in kinetic or potential energy. 
Determine 


(a) the work developed, in kJ per kg of argon flowing 
through the turbine. 

(b) the amount of entropy produced, in kJ/K per kg of 
argon flowing. 


11.89 Oxygen (O;) undergoes a throttling process from 100 
bar, 300 K to 20 bar. Determine the temperature after 
throttling, in K, and compare with the value obtained using 
the ideal gas model. 


11.90 Water vapor enters a turbine operating at steady state 
at 30 MPa, 600°C and expands adiabatically to 6 MPa with 
no significant change in kinetic or potential energy. If the 
isentropic turbine efficiency is 80%, determine the work 
developed, in kJ per kg of steam flowing, using the 
generalized property charts. Compare with the result 
obtained using steam table data. Discuss. 


11.91 Oxygen (O;) enters a nozzle operating at steady state at 
60 bar, 300 K, 1 m/s and expands isentropically to 30 bar. 
Determine the velocity at the nozzle exit, in m/s. 


11.92 A quantity of nitrogen gas in a piston-cylinder assembly 
undergoes a process at a constant pressure of 80 bar from 
220 to 300 K. Determine the work and heat transfer for the 
process, each in kJ per kmol of nitrogen. 

11.93 A closed, rigid, insulated vessel having a volume of 
0.142 m? contains oxygen (O;) initially at 100 bar, 7°C. The 


oxygen is stirred by a paddle wheel until the pressure 
becomes 150 bar. Determine the 


(a) final temperature, in °C. 
(b) work, in kJ. 
(c) amount of exergy destroyed in the process, in kJ. 


Let Т = 7°C. 


Evaluating p-v-T for Gas Mixtures 


11.94 A preliminary design calls for a 1 kmol mixture of CO; 
and CH, (ethane) to occupy a volume of 0.15 m? at a 
temperature of 400 K. The mole fraction of CO; is 0.3. 
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Owing to safety requirements, the pressure should not 
exceed 180 bar. Check the pressure using 


(a) the ideal gas equation of state. 

(b) Kay's rule together with the generalized compressibility 
chart. 

(c) the additive pressure rule together with the generalized 
compressibility chart. 


Compare and discuss these results. 


11.95 A gaseous mixture with a molar composition of 60% CO 
and 40% Н» enters a turbine operating at steady state at 
300°F, 2000 Ibf/in.? and exits at 212°F, 1 atm with a volumetric 
flow rate of 20,000 ft?/min. Estimate the volumetric flow rate 
at the turbine inlet, in ft/min, using Кау rule. What value 
would result from using the ideal gas model? Discuss. 


11.96 A 0.1-m? cylinder contains a gaseous mixture with a 
molar composition of 97% CO and 3% СО; initially at 138 bar. 
Due to a leak, the pressure of the mixture drops to 129 bar 
while the temperature remains constant at 30°С. Using Kay's 
rule, estimate the amount of mixture, in kmol, that leaks 
from the cylinder. 


11.97 A gaseous mixture consisting of 0.75 kmol of hydrogen 
(H2) and 0.25 kmol of nitrogen (N;) occupies 0.085 m? at 
259С. Estimate the pressure, in bar, using 


(a) the ideal gas equation of state. 

(b) Kay's rule together with the generalized compressibility 
chart. 

(c) the van der Waals equation together with mixture values 
for the constants a and b. 

(d) the rule of additive pressure together with the generalized 
compressibility chart. 


11.98 A gaseous mixture of 0.5 Ibmol of methane and 0.5 Ibmol 
of propane occupies a volume of 765 ft? at a temperature of 
194*F. Estimate the pressure using the following procedures 
and compare each estimate with the measured value of pressure, 
50 atm: 


(a) the ideal gas equation of state. 

(b) Kay's rule together with the generalized compressibility 
chart. 

(c) the van der Waals equation together with mixture values 
for the constants a and b. 

(d) the rule of additive pressure together with the van der 
Waals equation. 

(e) the rule of additive pressure together with the generalized 
compressibility chart. 

(f) the rule of additive volume together with the van der 
Waals equation. 


11.99 One lbmol of a gaseous mixture occupies a volume of 
1.78 fÜ at 212°Е. The mixture consists of 69.596 carbon 
dioxide and 30.5% ethylene (СН) on а molar basis. 
Estimate the mixture pressure, in atm, using 


(a) the ideal gas equation of state. 

(b) Kay's rule together with the generalized compressibility 
chart. 

(c) the additive pressure rule together with the generalized 
compressibility chart. 

(d) the van der Waals equation together with mixture values 
for the constants a and b. 


L. 


с. 
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11.100 Air having an approximate molar composition of 7996 
М» and 2196 О» fills a 0.36-m? vessel. The mass of mixture is 
100 kg. The measured pressure and temperature are 101 bar 
and 180 K, respectively. Compare the measured pressure 
with the pressure predicted using 


(a) the ideal gas equation of state. 

(b) Kay's rule. 

(c) the additive pressure rule with the Redlich-Kwong 
equation. 

(d) the additive volume rule with the Redlich-Kwong 
equation. 


11.101 A gaseous mixture consisting of 50% argon and 50% 
nitrogen (molar basis) is contained in a closed tank at 20 atm, 
—140*F. Estimate the specific volume, in ft?/Ib, using 


(a) the ideal gas equation of state. 

(b) Kay's rule together with the generalized compressibility 
chart. 

(c) the Redlich-Kwong equation with mixture values for 
a and b. 

(d) the additive volume rule together with the generalized 
compressibility chart. 


11.102 Using the Carnahan-Starling-DeSantis equation of 
state introduced in Problem 11.19, together with the following 
expressions for the mixture values of a and b: 


а = ута, + Зулу] — Ао) (a2) 2 + уза 
= yıbı + y2b2 


where fi; is an empirical interaction parameter, determine 
the pressure, in kPa, at v = 0.005 m*/kg, T = 180°C for a 
mixture of Refrigerants 12 and 13, in which Refrigerant 12 
is 4096 by mass. For a mixture of Refrigerants 12 and 13, 
fi = 0.035. 


11.103 A rigid vessel initially contains carbon dioxide gas at 
32°С and pressure p. Ethylene gas is allowed to flow into the 
tank until a mixture consisting of 20% carbon dioxide and 
8096 ethylene (molar basis) exists within the tank at a 
temperature of 43°С and a pressure of 110 bar. Determine 
the pressure p, in bar, using Kay's rule together with the 
generalized compressibility chart. 


11.104 Two tanks having equal volumes are connected by a 
valve. One tank contains carbon dioxide gas at 100°F and 
pressure p. The other tank contains ethylene gas at 100°F 
and 1480 Ibf/in? The valve is opened and the gases mix, 
eventually attaining equilibrium at 100°F and pressure р” 
with a composition of 20% carbon dioxide and 80% ethylene 
(molar basis). Using Kay's rule and the generalized 
compressibility chart, determine in Ibf/in? 


(a) the initial pressure of the carbon dioxide, p. 
(b) the final pressure of the mixture, р'. 


Analyzing Multicomponent Systems 


11.105 A binary solution at 25°С consists of 59 kg of ethyl 
alcohol (C;H;OH) and 41 kg of water. The respective partial 
molal volumes аге 0.0573 and 0.0172 m?/kmol. Determine the 
total volume, in m°. Compare with the volume calculated 
using the molar specific volumes of the pure components, 
each a liquid at 25°C, in the place of the partial molal volumes. 


11.106 The following data are for a binary solution of ethane 
(C2H6) and pentane (СН) at a certain temperature and 
pressure: 


mole fraction of 0.2 0.3 04 05 0.6 0.7 0.8 


ethane 
volume (in m?) рег 0.119 0.116 0.112 0.109 0.107 0.107 0.1 
kmol of solution 


Estimate 


(a) the specific volumes of pure ethane and pure pentane, 
each in m*/kmol. 

(b) the partial molal volumes of ethane and pentane for an 
equimolar solution, each in m"/kmol. 


11.107 The following data are for a binary mixture of carbon 
dioxide and methane at a certain temperature and pressure: 


mole fraction of 0.000 0.204 0.406 0.606 0.847 1.000 


methane 
1.506 3.011 


volume (in ft?) per 3.540 3.892 4.149 4.277 


то! of mixture 
Estimate 


(a) the specific volumes of pure carbon dioxide and pure 
methane, each in ft*/Ibmol. 

(b) the partial molal volumes of carbon dioxide and methane 
for an equimolar mixture, each in ft*/Ibmol. 


11.108 Using p—v-T data from the steam tables, determine the 
fugacity of water as a saturated vapor at (a) 280°C, (b) 500°Е. 
Compare with the values obtained from the generalized 
fugacity chart. 


11.109 Determine the fugacity, in atm, for 


(a) butane at 555 K, 150 bar. 
(b) methane at 120%, 800 Ibf/in.? 
(c) benzene at 890°R, 135 atm. 


11.110 Using the equation of state of Problem 11.14(c), 
evaluate the fugacity of ammonia at 750 K, 100 atm and 
compare with the value obtained from Fig. A-6. 


11.111 Using tabulated compressibility factor data from the 
literature, evaluate f/p at Tp = 1.40 and pg = 2.0. Compare 
with the value obtained from Fig. A-6. 


11.112 Consider the truncated virial expansion 
2 =1 + Ê(Tr)pr + C(Ta)pr + D(Ta)pà 


(a) Using tabulated compressibility factor data from the 
literature, evaluate the coefficients B, € ,and D for0< рв < 
1.0 and each of Tg = 1.0, 12, 1.4, 1.6, 1.8, 2.0. 

(b) Obtain an expression for In (f/p) in terms of Tg and pr. 
Using the coefficients of part (a), evaluate f/p at selected 
states and compare with tabulated values from the literature. 


11.113 Derive the following approximation for the fugacity of 
a liquid at temperature T and pressure p: 


vi (T) 
RT 





РТ, р) = f&(T)exp| [р - (ту) 

where fL(T) is the fugacity of the saturated liquid at 
temperature 7. For what range of pressures might the 
approximation f(T, р) = f&(T) apply? 


L. 


11.114 Beginning with Eq. 11.122, 


(a) evaluate In f for a gas obeying the Redlich-Kwong 
equation of state. 

(b) Using the result of part (a), evaluate the fugacity, in bar, 
for Refrigerant 134a at 90°С, 10 bar. Compare with the 
fugacity value obtained from the generalized fugacity chart. 


11.115 Consider a one-inlet, one-exit control volume at steady 
state through which the flow is internally reversible and 
isothermal. Show that the work per unit of mass flowing can 
be expressed in terms of the fugacity f as 


(=), = ктш(7) | 

т “теу fi 2 

11.116 Methane expands isothermally and without 
irreversibilities through a turbine operating at steady state, 
entering at 60 atm, 77°F and exiting at 1 atm. Using data 
from the generalized fugacity chart, determine the work 


developed, in Btu per lb of methane flowing. Ignore kinetic 
and potential energy effects. 


Vi – vj 











+ g(Z1 — о) 


11.117 Propane (С;Н») enters a turbine operating at steady 
state at 100 bar, 400 K and expands isothermally without 
irreversibilities to 10 bar. There are no significant changes in 
kinetic or potential energy. Using data from the generalized 
fugacity chart, determine the power developed, in kW, for a 
mass flow rate of 50 kg/min. 


11.118 Ethane (СН) is compressed isothermally without 
irreversibilities at a temperature of 320 K from 5 to 40 bar. 
Using data from the generalized fugacity and enthalpy departure 
charts, determine the work of compression and the heat transfer, 
each in kJ per kg of ethane flowing. Assume steady-state 
operation and neglect kinetic and potential energy effects. 


11.119 Methane enters a turbine operating at steady state at 
100 bar, 275 K and expands isothermally without irreversibili- 
ties to 15 bar. There are no significant changes in kinetic or 
potential energy. Using data from the generalized fugacity and 
enthalpy departure charts, determine the power developed 
and heat transfer, each in kW, for a mass flow rate of 0.5 kg/s. 


11.120 Methane flows isothermally and without irreversibilities 
through a horizontal pipe operating at steady state, entering 
at 50 bar, 300 K, 10 m/s and exiting at 40 bar. Using data 
from the generalized fugacity chart, determine the velocity 
at the exit, in m/s. 


11.121 Determine the fugacity, in atm, for pure ethane at 310 K, 
20.4 atm and as a component with a mole fraction of 0.35 in 
an ideal solution at the same temperature and pressure. 


11.122 Denoting the solvent and solute in a dilute binary liquid 
solution at temperature T and pressure p by the subscripts 
1 and 2, respectively, show that if the fugacity of the solute 
is proportional to its mole fraction in the solution: fs = kyo, 
where К is a constant (Henry’s rule), then the fugacity of the 
solvent is f, = y; fı, where y; is the solvent mole fraction 
and ћ is the fugacity of pure 1 at T, p. 


11.123 A tank contains 310 kg of a gaseous mixture of 7096 
ethane and 30% nitrogen (molar basis) at 311 K and 170 atm. 
Determine the volume of the tank, in m?, using data from the 
generalized compressibility chart together with (a) Kay's 
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rule, (b) the ideal solution model. Compare with the measured 
tank volume of 1 m’. 


11.124 A tank contains a mixture of 75% argon and 25% 
ethylene on a molar basis at 77°F, 81.42 atm. For 157 lb of 
mixture, estimate the tank volume, in ft’, using 


(a) the ideal gas equation of state. 

(b) Kay's rule together with data from the generalized 
compressibility chart. 

(c) the ideal solution model together with data from the 
generalized compressibility chart. 


11.125 A tank contains a mixture of 7096 ethane and 3096 
nitrogen (N;) on a molar basis at 400 K, 200 atm. For 
2130 kg of mixture, estimate the tank volume, in m, using 


(a) the ideal gas equation of state. 

(b) Kay's rule together with data from the generalized 
compressibility chart. 

(c) the ideal solution model together with data from the 
generalized compressibility chart. 


11.126 An equimolar mixture of O, and М» enters a compressor 
operating at steady state at 10 bar, 220 K with a mass flow rate 
of 1 kg/s. The mixture exits at 60 bar, 400 K with no significant 
change in kinetic or potential energy. Stray heat transfer from 
the compressor can be ignored. Determine for the compressor 


(a) the power required, in kW. 
(b) the rate of entropy production, in kW/K. 


Assume the mixture is modeled as an ideal solution. For the 
pure components: 





10 bar, 220 K 60 bar, 400 K 
h (kJ/kg) s(lj/kg-K)  h(kj/kg) s(kj/kg - Қ) 
Oxygen 195.6 5.521 358.2 5.601 
Nitrogen 224.1 5.826 409.8 5.911 


11.127 A gaseous mixture with a molar analysis of 7096 CH, 
and 30% №, enters a compressor operating at steady state at 
10 bar, 250 K and a molar flow rate of 6 kmol/h. The mixture 
exits the compressor at 100 bar. During compression, the 
temperature of the mixture departs from 250 K by no more 
than 0.1 K. The power required by the compressor is reported 
to be 6 kW. Can this value be correct? Explain. Ignore kinetic 
and potential energy effects. Assume the mixture is modeled 
as an ideal solution. For the pure components at 250 K: 





h (kJ/kg) s (kJ/kg - K) 
10 bar 100 bar 10 bar 100 bar 
Methane 506.0 358.6 10.003 8.3716 
Nitrogen 256.18 229.68 5.962 5.188 


11.128 The departure of a binary solution from ideal solution 
behavior is gauged by the activity coefficient, у; = ау, where а; 
is the activity of component і and y; is its mole fraction in the 
solution (i - 1,2). Introducing Eq. 11.140, the activity coefficient 
can be expressed alternatively as y; = f;/y;f?. Using this 
expression together with the Gibbs-Duhem equation, derive 
the following relation among the activity coefficients and the 
mole fractions for a solution at temperature T and pressure р: 


д In yi д іп Y2 
У à P MS 
Уі Арт ду; p T 


How might this expression be used? 
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111) Design a laboratory flask for containing up to 10 kmol have high expectations for the approach. Investigate the 


of mercury vapor at pressures up to 3 MPa and temperatures 
from 900 to 1000 K. Consider the health and safety of the 
technicians who would be working with such a mercury 
vapor-filled container. Use a p—v-T relation for mercury 
vapor obtained from the literature, including appropriate 
property software. Write a report including at least three 
references. 


11.2D The р-һ diagram (Sec. 10.2.4) used in the refrigeration 
engineering field has specific enthalpy and the natural 
logarithm of pressure as coordinates. Inspection of such a 
diagram suggests that in portions of the vapor region 
constant-entropy lines are nearly linear, and thus the relation 
between h, In p and s might be expressible there as 


h(s,p) = (As + В) ар + (Cs + D) 





Investigate the viability of this expression for pressure 
ranging up to 10 bar, using data for Refrigerant 134a. 
Summarize your conclusions in a memorandum. 


11.30 The scarcity of safe drinking water and the need for 
additional water supplies are critical in many arid regions of 
the globe where frequently there are no significant water 
resources in the form of rivers or lakes and the underground 
aquifers are rapidly becoming depleted with use. For some 
arid regions, seawater desalination has provided a solution 
but not without controversy. Potential customers increasingly 
demand plentiful potable water at modest cost with minimal 
environmental impact. Some say desalination using solar- 
activated distillation working together with wind power as 
needed may be a way to meet such requirements. Investigate 
the feasibility of that approach with goals that include 
minimizing environmental damage related to seawater 
intake and return of effluent to the sea, avoiding other 
significant environmental impacts, and producing potable 
water whose cost, in U.S. cents per cubic meter, is competitive 
with that of conventional desalination plants exhibiting best 
environmental practices. Write a report with at least three 
references. 


1L4D A portable refrigeration machine requiring no external 
power supply and using carbon dioxide at its triple point is 
described in U.S. Patent No. 4,096,707 Estimate the cost of 
the initial carbon dioxide charge required by such a machine 
to maintain a 6 ft by 8 ft by 15 ft cargo container at 35°F 
for up to 24 hours, if the container is fabricated from sheet 
metal covered with a 1-in. layer of polystyrene. Would you 
recommend the use of such a refrigeration machine? Report 
your findings in a PowerPoint presentation. 


11.5D A power plant located at a river's mouth where 
freshwater river currents meet saltwater ocean tides can 
generate electricity by exploiting the difference in 
composition of the freshwater and salt water. The technology 
for generating power is called reverse electrodialysis. While 
only small-scale demonstration power plants using reverse 
electrodialysis have been developed thus far, some observers 


technical readiness and economic feasibility of this 
renewable power source for providing 3%, or more, of 
annual U.S. electricity by 2030. Present your conclusions in 
a report, including a discussion of potential adverse 
environmental effects of such power plants and at least 
three references. 


11.6D During a phase change from liquid to vapor at fixed 


pressure, the temperature of a binary nonazeotropic solution 
such as an ammonia-water solution increases rather than 
remains constant as for a pure substance. This attribute is 
exploited in both the Kalina power cycle and in the Lorenz 
refrigeration cycle. Write a report assessing the status of 
technologies based on these cycles. Discuss the principal 
advantages of using binary nonazeotropic solutions. What 
are some of the main design issues related to their use in 
power and refrigeration systems? 


11.7D The following data are known for a 100-ton ammonia- 


water absorption system like the one shown in Fig. 10.12. 
The pump is to handle 570 Ib of strong solution per minute. 
The generator conditions аге 175 Ibf/in.?, 220°Е. The absorber 
is at 29 Ibf/in.? with strong solution exiting at 80°F. For the 
evaporator, the pressure is 30 Ibf/in.? and the exit temperature 
is 10°F. Specify the type and size, in horsepower, of the pump 
required. Present your findings in a memorandum. 


11.8D The Servel refrigerator works on an absorption principle 


and requires no moving parts. An energy input by heat 
transfer is used to drive the cycle, and the refrigerant 
circulates due to its natural buoyancy. This type of refrigerator 
is commonly employed in mobile applications, such as 
recreational vehicles. Liquid propane is burned to provide 
the required energy input during mobile operation, and 
electric power is used when the vehicle is parked and can 
be connected to an electrical outlet. Investigate the principles 
of operation of commercially available Servel-type systems, 
and study their feasibility for solar-activated operation. 
Consider applications in remote locations where electricity 
Or gas is not available. Write a report summarizing your 
findings. 


11.9D In the experiment for the regelation of ice, a small- 


diameter wire weighted at each end is draped over a block 
of ice. The loaded wire is observed to cut slowly through the 
ice without leaving a trace. In one such set of experiments, 
a weighted 1.00-mm-diameter wire is reported to have 
passed through 0°C ice at a rate of 54 mm/h. Perform the 
regelation experiment and propose a plausible explanation 
for this phenomenon. 


11.10D Figure P11.10D shows a kinetic energy recovery system 


for trains, trucks, buses, and other vehicles in the form of a 
cylinder with a piston separating a hydraulic fluid from a gas. 
The gas is compressed when the vehicle is braked, storing 
some of the kinetic energy decrease of the vehicle as an 
increase in the exergy of the gas. When the vehicle accelerates 
again, the gas expands providing exergy to the hydraulic 
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fluid, which is in communication with the vehicle’s 
drivetrain, thereby assisting acceleration. Develop a 
thermodynamic model for the recovery system, assuming the 
gas is nitrogen (№) and accounting appropriately for the 
departure of the nitrogen from ideal gas model behavior. 
What are the advantages and disadvantages of this system 
relative to those of alternative regenerative braking 
methods? Prepare a poster presentation detailing your 
Fig. P11.10D model and your conclusions. 








Piston 


Gas 











Clean rooms require careful temperature and humidity control using air-conditioning processes 
considered in Sec. 12.8. € Mcelroyart/iStockphoto 


ENGINEERING CONTEXT Many systems of 
interest involve gas mixtures of two or more compo- 
nents. To apply the principles of thermodynamics 
introduced thus far to these systems requires that 
we evaluate properties of the mixtures. Means are 
available for determining the properties of mixtures 
from the mixture composition and the properties of 
the individual pure components from which the mix- 
tures are formed. Methods for this purpose are dis- 
cussed both in Chap. 11 and in the present chapter. 


The objective of the present chapter is to study 
mixtures where the overall mixture and each of its 
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components can be modeled as ideal gases. General 
ideal gas mixture considerations are provided in the 
first part of the chapter. Understanding the behavior 
of ideal gas mixtures of dry air and water vapor is 
prerequisite to considering air-conditioning pro- 
cesses in the second part of the chapter, which is 
identified by the heading, Psychrometric Applica- 
tions. In those processes, we sometimes must con- 
sider the presence of liquid water as well. We will also 
need to know how to handle ideal gas mixtures when 
we study the subjects of combustion and chemical 
equilibrium in Chaps. 13 and 14, respectively. 













Ideal Gas Mixture 
and Psychrometric 
Applications 


> LEARNING OUTCOMES 


When you complete your study of this chapter, you will be able to... 


» describe ideal gas mixture composition in terms of mass fractions or 
mole fractions. 


>» use the Dalton model to relate pressure, volume, and temperature and 
to calculate changes in U, H, and S for ideal gas mixtures. 


» apply mass, energy, and entropy balances to systems involving ideal 
gas mixtures, including mixing processes. 


» demonstrate understanding of psychrometric terminology, including 
humidity ratio, relative humidity, mixture enthalpy, and dew point 
temperature. 


» use the psychrometric chart to represent common air-conditioning 
processes and to retrieve data. 


» apply mass, energy, and entropy balances to analyze air-conditioning 
processes and cooling towers. 
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TAKE NOTE... 

в necs 121-1272, 

we introduce mixture con- 

cepts required for study of 
psychrometrics in the second 

part of this chapter and 
combustion in Chap. 15. 

> In бес. 12.4, we extend 
the discussion of mixtures 
and provide several solved 
examples illustrating impor- 
tant types of mixture appli- 
cations. For economy of 
effort, some readers may 
elect to defer Sec. 12.4 
and proceed directly to 
content having more imme- 
diate interest for them: 
psychrometrics beginning in 
Sec. 12.5 or combustion 
beginning іп Sec. 13.1. 





mass fractions 


gravimetric analysis 


mole fractions 


Ideal Gas Mixtures: General 
Considerations 


Describing Mixture Composition 

To specify the state of a mixture requires the composition and the values of two 
independent intensive properties such as temperature and pressure. The object of the 
present section is to consider ways for describing mixture composition. In subsequent 
sections, we show how mixture properties other than composition can be evaluated. 

Consider a closed system consisting of a gaseous mixture of two or more compo- 
nents. The composition of the mixture can be described by giving the mass or the 
number of moles of each component present. With Eq. 1.8, the mass, the number of 
moles, and the molecular weight of a component i are related by 


(12.1) 


where т; is the mass, n; is the number of moles, and M; is the molecular weight of 
component i, respectively. When т; is expressed in terms of the kilogram, n; is in 
kmol. When 7n; is in terms of the pound mass, n; is in Ibmol. However, any unit of 
mass can be used in this relationship. 

The total mass of the mixture, m, is the sum of the masses of its components 


(12.2) 


j 
т=п + my tess + my = У т; 
і=1 


The relative amounts of the components present іп the mixture can be specified 
in terms of mass fractions. The mass fraction mf; of component i is defined as 


БЕ 


тј; = (12.3) 


A listing of the mass fractions of the components of a mixture is sometimes referred 


to as a gravimetric analysis. 
Dividing each term of Eq. 12.2 by the total mass of mixture т and using Eq. 12.3 


12 У ту 


і-1 


(12.4) 


That is, the sum of the mass fractions of all the components іп a mixture is equal to 
unity. 

Тһе total number of moles in a mixture, п, is the sum of the number of moles of 
each of its components 


j 
n=mtmt---+n= Уп, (12.5) 
i=1 


The relative amounts of the components present in the mixture also can be described 
in terms of mole fractions. The mole fraction y; of component i is defined as 


П; 
= (12.6) 
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A listing of the mole fractions of the components of a mixture may be called a molar 
analysis. An analysis of a mixture in terms of mole fractions is also called a 
volumetric analysis. 

Dividing each term of Eq. 12.5 by the total number of moles of mixture п and 
using Eq. 12.6 


i 
l= >> (12.7) 


That is, the sum of the mole fractions of all the components in a mixture is equal to unity. 
The apparent (or average) molecular weight of the mixture, M, is defined as the ratio 
of the total mass of the mixture, т, to the total number of moles of mixture, n 


M=% (12.8) 


Equation 12.8 can be expressed in a convenient alternative form. With Eq. 12.2, it 
becomes 


m +t m + +m; 





n 


Introducing m; = n;M; from Eq. 12.1 


nM, аР пә М gp 000 ар n; M; 
n 





Finally, with Eq. 12.6, the apparent molecular weight of the mixture can be calculated 
as a mole-fraction average of the component molecular weights 


і 
М = > yiM; (12.9) 
і-1 


consider the case of air. A sample of atmospheric air contains 
several gaseous components including water vapor and contaminants such as dust, 
pollen, and pollutants. The term dry air refers only to the gaseous components when 
all water vapor and contaminants have been removed. The molar analysis of a typical 
sample of dry air is given in Table 12.1. Selecting molecular weights for nitrogen, oxy- 
gen, argon, and carbon dioxide from Table A-1, and neglecting the trace substances 
neon, helium, etc., the apparent molecular weight of dry air obtained from Eq. 12.9 is 


М = 0.7808(28.02) + 0.2095(32.00) + 0.0093(39.94) + 0.0003(44.01) 
— 28.97 kg/kmol — 28.97 Ib/Ibmol 


This value, which is the entry for air in Tables A-1, would not be altered significantly 
if the trace substances were also included in the calculation. ~ + 4 4 4 


Approximate Composition of Dry Air 


КОБОЕ. messen tcr 
Nitrogen 78.08 
Oxygen 20.95 
Argon 0.93 
Carbon dioxide 0.03 


Neon, helium, methane, and others 0.01 





molar analysis 


volumetric analysis 


apparent molecular weight 


dry air 
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Next, we consider two examples illustrating, respectively, the conversion from an analy- 
sis in terms of mole fractions to an analysis in terms of mass fractions, and conversely. 


EXAMPLE 124 ЖИЛ Т О О О УГ К Л ГЛ ——Ó———n 


Converting Mole Fractions to Mass Fractions 


The molar analysis of the gaseous products of combustion of a certain hydrocarbon fuel is CO;, 0.08; H5O, 0.11; 
О», 0.07; №, 0.74. (a) Determine the apparent molecular weight of the mixture. (b) Determine the composition 
in terms of mass fractions (gravimetric analysis). 


SOLUTION 


Known: The molar analysis of the gaseous products of combustion of a hydrocarbon fuel is given. 


Find: Determine (a) the apparent molecular weight of the mixture, (b) the composition in terms of mass fractions. 
Analysis: 
(a) Using Eq. 12.9 and molecular weights (rounded) from Table A-1 


M = 0.08(44) + 0.11(18) + 0.07(32) + 0.74(28) 
— 28.46 kg/kmol — 28.46 Ib/Ibmol 


(b) Equations 12.1, 12.3, and 12.6 are the key relations required to determine the composition in terms of mass 
fractions. 


Ф Although the actual amount of mixture is not known, the calculations can be based on any convenient 
amount. Let us base the solution on 1 kmol of mixture. Then, with Eq. 12.6, the amount n; of each component 
present in kmol is numerically equal to the mole fraction, as listed in column (ii) of the accompanying table. 
Column (iii) of the table gives the respective molecular weights of the components. 

Column (iv) of the table gives the mass т; of each component, іп kg per kmol of mixture, obtained with 
Eq. 12.1 in the form m; = М, The values of column (iv) are obtained by multiplying each value of column 
(ii) by the corresponding value of column (iii). The sum of the values in column (iv) is the mass of the mixture: 
kg of mixture per kmol of mixture. Note that this sum is just the apparent mixture molecular weight determined 
in part (a). Finally, using Eq. 12.3, column (v) gives the mass fractions as a percentage. The values of column 
(v) are obtained by dividing the values of column (iv) by the column (iv) total and multiplying by 100. 


(i) (ii)* (iii) (iv)** v 
Component п; х М, = т; тў; % д 
со, 008 x 44 = 3.52 12.37 (У) Skule Developed 
H,0 0.11 x 18 = 1.98 6.96 Ability to... 
Ф, 0.07 х 32 = 2.24 7.87 О calcula 
= te the apparent 
N2 0.74 às 28 20.72 72:80 molecular weight with known 
P e o ND mole fractions, 
*Entries in this column have units of kmol per kmol of mixture. For example, the first entry О determine the gravimetric 


is 0.08 kmol of CO; per kmol of mixture. analysis given the molar 


**Entries in this column have units of kg per kmol of mixture. For example, the first entry analysis. 
is 3.52 kg of CO; per kmol of mixture. The column sum, 28.46, has units of kg of mixture 
per kmol of mixture. 





@ If the solution to part (b) were conducted on the basis of some other assumed amount of mixture —for 
example, 100 kmol ог 100 Ibmol— the same result for the mass fractions would be obtained, as can be verified. 


Determine the mass, in kg, of СО; in 0.5 kmol of mixture. 


ӨТІ Ап5. 1.76 kg. Ф%%еевевевевевевевееееееееееееевеееееееесеееееесегее: 
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EXAMPLE 12.2 IP 


Converting Mass Fractions to Mole Fractions 


A gas mixture has the following composition in terms of mass fractions: Н», 0.10; №, 0.60; СО», 0.30. Determine 
(a) the composition in terms of mole fractions and (b) the apparent molecular weight of the mixture. 


SOLUTION 
Known: The gravimetric analysis of a gas mixture is known. 


Find: Determine the analysis of the mixture in terms of mole fractions (molar analysis) and the apparent molec- 
ular weight of the mixture. 


Analysis: 
(а) Equations 12.1, 12.3, and 12.6 are the key relations required to determine the composition in terms of mole 
fractions. 


[1) Although the actual amount of mixture is not known, the calculation can be based on any convenient 
amount. Let us base the solution on 100 kg. Then, with Eq. 12.3, the amount m; of each component present, 
in kg, is equal to the mass fraction multiplied by 100 kg. The values are listed in column (ii) of the accom- 
panying table. Column (iii) of the table gives the respective molecular weights of the components. 

Column (iv) of the table gives the amount n; of each component, in kmol per 100 kg of mixture, obtained 
using Eq. 12.1. The values of column (iv) are obtained by dividing each value of column (ii) by the correspond- 
ing value of column (iii). The sum of the values of column (iv) is the total amount of mixture, in kmol per 
100 kg of mixture. Finally, using Eq. 12.6, column (v) gives the mole fractions as a percentage. The values of 
column (v) are obtained by dividing the values of column (iv) by the column (iv) total and multiplying by 100. 


(i) (ii)* (ii) (iv)** (~) 
(2) Component m; + M; = n; Yi % 
H2 10 E 2 - 5.00 63.9 
№; 60 E 28 - 2.14 27.4 
CO; 30 = 44 = 0.68 8.7 
100 7.82 100.0 


*Entries in this column have units of kg per 100 kg of mixture. For example, the first entry 
is 10 kg of H, per 100 kg of mixture. 


**Entries in this column have units of kmol per 100 kg of mixture. For example, the first 
entry is 5.00 kmol of H; per 100 kg of mixture. The column sum, 7.82, has units of kmol 
of mixture per 100 kg of mixture. 


(b) The apparent molecular weight of the mixture can be found by using Eq. 12.9 and the calculated mole frac- 
tions. The value can be determined alternatively by using the column (iv) total giving the total amount of mix- 
ture in kmol per 100 kg of mixture. Thus, with Eq. 12.8 

m 100 kg kg Ib 


^n 7.82 кто! _ Ређе kmol | ‚> Ibmol 





@ If the solution to part (a) were conducted on the basis of some other assumed 
amount of mixture, the same result for the mass fractions would be obtained, (Vf skills Developed 
as can be verified. 







Ability to... 
Ө Although H; has the smallest mass fraction, its mole fraction is the largest. Ч determine the molar analysis 
given the gravimetric analysis. 


: How many kmol of H; would be present in 200 kg of mixture? 
200690 Ans. 10 kmol. Pesssscccsoccccoscscccsoocooccococccccccoe, 
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Temperature = T 




















L— Boundary L Volume = У 


Fig. 12.1 Mixture of several 
gases. 


Dalton model 


partial pressure 


С) Pressure - 
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The definitions given in Sec. 12.1 apply generally to mixtures. In the present sec- 
tion we are concerned only with ideal gas mixtures and introduce a model com- 
monly used in conjunction with this idealization: the Dalton model. 

Consider a system consisting of a number of gases contained within a closed ves- 
sel of volume V as shown in Fig. 12.1. The temperature of the gas mixture is Т and 
the pressure is p. The overall mixture is considered an ideal gas, so p, V, T, and the 
total number of moles of mixture п are related by the ideal gas equation of state 


p 


RT 
pn (12.10) 
With reference to this system let us consider the Dalton model. 

The Dalton model is consistent with the concept of an ideal gas as being made 
up of molecules that exert negligible forces on one another and whose volume is 
negligible relative to the volume occupied by the gas (Sec. 3.12.3). In the absence 
of significant intermolecular forces, the behavior of each component is unaffected 

by the presence of the other components. Moreover, if the volume occupied by the 
molecules is a very small fraction of the total volume, the molecules of each gas pres- 
ent may be regarded as free to roam throughout the full volume. In keeping with this 
simple picture, the Dalton model assumes that each mixture component behaves as an 
ideal gas as if it were alone at the temperature T and volume V of the mixture. 

It follows from the Dalton model that the individual components would not exert 
the mixture pressure p but rather a partial pressure. As shown below, the sum of the 
partial pressures equals the mixture pressure. The partial pressure of component i, p;, 
is the pressure that n; moles of component i would exert if the component were alone 
in the volume V at the mixture temperature 7. The partial pressure can be evaluated 
using the ideal gas equation of state 


n,jRT 
V 





р; = (12.11) 


Dividing Eq. 12.11 by Eq. 12.10 


Di n;RTIV Ri 
р "ЕТУ n 








У; 


Thus, the partial pressure of component i can be evaluated in terms of its mole frac- 
tion y; and the mixture pressure p 


рр УТ) (12.12) 


To show that the sum of partial pressures equals the mixture pressure, sum both 
sides of Eq. 12.12 to obtain 


J j i 
Ур = Уур =p% yi 
ігі іі ігі 
Since the sum of the mole fractions is unity (Eq. 12.7), this becomes 


Ј 
p= Ур, (12.13) 
ї=1 


The Dalton model is a special case of the additive pressure rule for relating the 
pressure, specific volume, and temperature of gas mixtures introduced in Sec. 11.8. 


'The concept of an ideal gas mixture is a special case of the ideal solution concept introduced in Sec. 11.9.5. 


12.3 Evaluating U, H, S, and Specific Heats 


Among numerous other mixture rules found in the engineering literature is the 
Amagat model considered in the box that follows. 


Introducing the Amagat Model 

The underlying assumption of the Amagat model is that each mixture component 
behaves as an ideal gas as if it existed separately at the pressure p and temperature 
T of the mixture. 

The volume that n; moles of component / would occupy if the component existed 
at p and T is called the partial volume, У, of component i. As shown below, the sum 
of the partial volumes equals the total volume. The partial volume can be evaluated 
using the ideal gas equation of state 


(12.14) 


Dividing Eq. 12.14 by the total volume V 


V; nRlp n; 
V пр n 











Thus, the partial volume of component / also can be evaluated in terms of its mole 
fraction y; and the total volume 


V; = уу (12.15) 


This relationship between volume fraction and mole fraction underlies the use of the 
term volumetric analysis as signifying an analysis of a mixture in terms of mole fractions. 

To show that the sum of partial volumes equals the total volume, sum both sides 
of Eq. 12.15 to obtain 


Since the sum of the mole fractions equals unity, this becomes 


(5-1 


V; (12.16) 


Finally, note that the Amagat model is a special case of the additive volume model 
introduced in Sec. 11.8. 





Evaluating U, H, S, and Specific Heats 
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To apply the conservation of energy principle to a system involving an ideal gas 
mixture requires evaluation of the internal energy, enthalpy, or specific heats of the 
mixture at various states. Similarly, to conduct an analysis using the second law nor- 
mally requires the entropy of the mixture. The objective of the present section is to 
develop means to evaluate these properties for ideal gas mixtures. 


12.3.1 Evaluating U and H 


Consider a closed system consisting of an ideal gas mixture. Extensive properties of 
the mixture, such as U, H, or S, can be found by adding the contribution of each 
component at the condition at which the component exists in the mixture. Let us apply 
this model to internal energy and enthalpy. 
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Since the internal energy and enthalpy of ideal gases are functions of temperature 
only, the values of these properties for each component present in the mixture are 
determined by the mixture temperature alone. Accordingly, 


U, (12.17) 


M- 


1 


|| 
Me 


1 


where U; and Н; are the internal energy and enthalpy, respectively, of component і 
evaluated at the mixture temperature. 
Equations 12.17 and 12.18 can be rewritten on a molar basis as 


y 
пи = пи T ПИ на = пи) = У пи (12.19) 
i=1 
and 
= = Е е 25 
nh = пі + nh ae aay ЧЕ njhj = У nih; (12.20) 
і=1 


where и and Л are the specific internal energy and enthalpy of the mixture per mole 
of mixture, and и; and h; are the specific internal energy and enthalpy of component 
i per mole of i. Dividing by the total number of moles of mixture, п, gives expressions 
for the specific internal energy and enthalpy of the mixture per mole of mixture, 
respectively, 


i 
э үк» 2 
25300 (12.22) 


Each of the molar internal energy and enthalpy terms appearing in Eqs. 12.19 through 
12.22 is evaluated at the mixture temperature only. 


12.3.2 Evaluating c, and с, 
Differentiation of Eqs. 12.21 and 12.22 with respect to temperature results, respec- 


tively, in the following expressions for the specific heats c, and c, of the mixture on 
a molar basis 


Jj 
Cy = X убы (12.23) 
i=1 
1 
Gy = Y IEn (12.24) 


|| 
= 


That is, the mixture specific heats c, and c, are mole-fraction averages of the respec- 
tive component specific heats. The specific heat ratio for the mixture is k = cj/c,. 


12.3.3 Evaluating S 


The entropy of a mixture can be found, as for U and H, by adding the contribution 
of each component at the condition at which the component exists in the mixture. 


12.3 Evaluating U, H, S, and Specific Heats 


The entropy of an ideal gas depends on two properties, not on temperature alone as 
for internal energy and enthalpy. Accordingly, for the mixture 


j 
5-8,585-.-5-У6; (12.25) 
i-1 


where S; is the entropy of component i evaluated at the mixture temperature T and 
partial pressure p; (or at temperature Т and total volume V). 
Equation 12.25 can be written on a molar basis as 
j 
ns = 15] + 1285 se ats НЕ njs; = У nisi (12.26) 
іі 
where s is the entropy of the mixture per mole of mixture and s; is the entropy of 
component i per mole of i. Dividing by the total number of moles of mixture, п, gives 
an expression for the entropy of the mixture per mole of mixture 


і 
з= У ysi (12.27) 
i-1 


In subsequent applications, the specific entropies s; of Eqs. 12.26 and 12.27 are eval- 
uated at the mixture temperature Т and the partial pressure pj. 


12.3.4 Working on a Mass Basis 


In cases where it is convenient to work on a mass basis, the foregoing expressions are 
written with the mass of the mixture, т, and the mass of component i in the mixture, 
m,, replacing, respectively, the number of moles of mixture, п, and the number of moles 
of component i, n;. Similarly, the mass fraction of component i, тј, replaces the mole 
fraction, y;. All specific internal energies, enthalpies, and entropies are evaluated on a 
unit mass basis rather than on a per mole basis as above. To illustrate, Table 12.2 


Property Relations on a Mass Basis for Binary Ideal Gas Mixtures 


Notation: т; = mass of gas 1, M, = molecular weight of gas 1 
m; = mass of gas 2, M, = molecular weight of gas 2 
m = mixture mass = m; + т›, mf, = (m/m), mf, = (т,/ т) 
T — mixture temperature, p — mixture pressure, V — mixture volume 


| 


Equation of state: 
р = m(R/M)T]V (а) 


where M = (у, M, + у; М) and the mole fractions y, and у; are given by 
yi = ni(ni + п), y; = m/(m + nj) (b) 


where n, = m,/M, and n; = m;/M;. 





Partial pressures: Di = Ур, р = yop (с) 
Properties on a mass basis: 
Mixture enthalpy: H = тіһ(Т) + m;hx(T) (4) 
Mixture internal energy: U = тш(Т) + m;us(T) (е) 
Mixture specific heats: ср = (ту/т)с„(Т) + (т-/т)с, (Т) 
= (mf)es(T)  (mf)c; (T) (f) 
с, = (m,/m)c,(T) + (т›/т)с„(Т) 
= (тА)с(Т) + (т/Әс.г(Т) (в) 





Мїхїиге епїгору: S = mss«(T, ру) + т;5-(Т, p2) (h) 
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provides property relations on a mass basis for binary mixtures. These relations are 
applicable, in particular, to moist air, introduced in Sec. 12.5. 

By using the molecular weight of the mixture or of component i, as appropriate, 
data can be converted from a mass basis to a molar basis or, conversely, with relations 
of the form 


u-Mu, h-Mh с, = Мс, с, = М, s-Ms (12.28) 
for the mixture and 
uj = Ми h; - Mihi, Gyi = Мгс, Cos = Mii 5; = М (12.29) 


for component i. 


Analyzing Systems Involving Mixtures 
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To perform thermodynamic analyses of systems involving nonreacting ideal gas mixtures 
requires no new fundamental principles. The conservation of mass and energy principles 
and the second law of thermodynamics are applicable in the forms previously intro- 
duced. The only new aspect is the proper evaluation of the required property data for 
the mixtures involved. This is illustrated in the present section, which deals with two 
classes of problems involving mixtures: In Sec. 12.4.1 the mixture is already formed, and 
we study processes in which there is no change in composition. Section 12.42 considers 
the formation of mixtures from individual components that are initially separate. 


12.4.1 Mixture Processes at Constant Composition 


State 1 State 2 In the present section we are concerned with the case of ideal gas 

25 mixtures undergoing processes during which the composition remains 
constant. The number of moles of each component present and, thus, 
the total number of moles of mixture remain the same throughout the 
process. This case is shown schematically in Fig. 12.2, which is labeled 
with expressions for U, H, and S of a mixture at the initial and final 
states of a process undergone by the mixture. In accordance with the 
discussion of Sec. 12.3, the specific internal energies and enthalpies of 
the components are evaluated at the temperature of the mixture. The 
specific entropy of each component is evaluated at the mixture tem- 





) j : : б 
Uy = Епик) U= È nt {T>) perature and the partial pressure of the component in the mixture. 
| ; The changes in the internal energy and enthalpy of the mixture 
Hi = Упит) Н, = EnhT) during the process are given, respectively, by 
5 i (Ту, Pa) S i (Tp, ро) 
= A nS 1 Pi = 2 ПК» Pi = — 
гга ү 2-ға а 0, = 0 = niu Tr) = uj Ti)] (12.30) 


Fig. 12.2 Process of an ideal gas mixture. 
ККТ) — Һ(17,)) (12.31) 


|| 
iM- 3M- 
E 


where Т) and 7; denote the temperature at the initial and final states. Dividing by 
the number of moles of mixture, п, expressions for the change in internal energy and 
enthalpy of the mixture per mole of mixture result 


Ди = X ler) ІІ | (12.32) 


Ай- Xo (T2) — h(71)] (12.33) 
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Similarly, the change in entropy for the mixture is 


і 
$;— 51 = У nis: To, ро) (12.34) 


i=1 


== Tı, Pi) | 


where рд and рр denote, respectively, the initial and final partial pressures of com- 
ponent i. Dividing by the total moles of mixture, Eq. 12.34 becomes 


і 
As — > {з Tz, P2) — s(Ty Pa) | (12.35) 


Companion expressions for Eqs. 12.30 through 12.35 on a mass basis also can be 
written. This is left as an exercise. 

The foregoing expressions giving the changes in internal energy, enthalpy, and 
entropy of the mixture are written in terms of the respective property changes of the 
components. Accordingly, different datums might be used to assign specific enthalpy 
values to the various components because the datums would cancel when the com- 
ponent enthalpy changes are calculated. Similar remarks apply to the cases of inter- 
nal energy and entropy. 


Using Ideal Gas Tables 
For several common gases modeled as ideal gases, the quantities и; and h; appearing 
in the foregoing expressions can be evaluated as functions of temperature only from 
Tables A-22 and A-23. Table A-22 for air gives these quantities on a mass basis. Table 
А-23 gives them on a molar basis. 

The ideal gas tables also can be used to evaluate the entropy change. The change 
in specific entropy of component i required by Eqs. 12.34 and 12.35 can be deter- 
mined with Eq. 6.20b as 


ET = = 2 
А = (ШЖ) ерту: пак = 
Ра 
Since the mixture composition remains constant, the ratio of the partial pressures in 
this expression is the same as the ratio of the mixture pressures, as can be shown by 
using Eq. 12.12 to write 


Ро yip? P2 
Рп Урі Pi 


Accordingly, when the composition is constant, the change in the specific entropy of 
component i is simply 
"uu сө == „Ва 
As; = 52(7,) = 5%(Т)) о = (12.36) 
1 
where р; and р» denote, respectively, the initial and final mixture pressures. The terms 
5; of Eq. 12.36 can be obtained as functions of temperature for several common gases 
from Table A-23. Table A-22 for air gives 5° versus temperature. 


Assuming Constant Specific Heats 

When the component specific heats c,; and с,; are taken as constants, the specific 
internal energy, enthalpy, and entropy changes of the mixture and the components of 
the mixture are given by 


Ай-2/(Т,- Ту), Au, = c, (T; = Т) (12.37) 
Ah = Т, — Т), Ah, = (T; — Ту) (12.38) 
-o2u1 35, P - 23441 _ 5, Р2 
As=GIn—-Rin—, AS, = G mn- Rn 12. 
$ = c,In Т, de 5; = Cp; In Т, п (12.39) 


ТАКЕ МОТЕ... 
When mixture composition 
remains constant, a ratio of 
partial pressures, Piel! Da. 
equals the ratio of mixture 
pressures, рг/рі. 
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where the mixture specific heats c, and c, are evaluated from Eqs. 12.23 and 12.24, 
respectively, using data from Tables A-20 or the literature, as required. 

The expression for Au can be obtained formally by substituting the above 
expression for Au; into Eq. 12.32 and using Eq. 12.23 to simplify the result. Simi- 
larly, the expressions for Ал and As can be obtained by inserting Ah; and As; into 
Eqs. 12.33 and 12.35, respectively, and using Eq. 12.24 to simplify. In the equations 
for entropy change, the ratio of mixture pressures replaces the ratio of partial 
pressures as discussed above. Similar expressions can be written for the mixture 
specific internal energy, enthalpy, and entropy changes on a mass basis. This is left 
as an exercise. 


Using Computer Software 


The changes in internal energy, enthalpy, and entropy required in Eqs. 12.32, 12.33, 
and 12.35, respectively, also can be evaluated using computer software. Interactive 
Thermodynamics: IT provides data for a large number of gases modeled as ideal 
gases, and its use is illustrated in Example 12.4 below. 


The next example illustrates the use of ideal gas mixture relations for analyzing a 
compression process. 


EXAMPLE 12.3 ec 


Analyzing an Ideal Gas Mixture Undergoing Compression 


A mixture of 0.3 Ib of carbon dioxide and 0.2 Ib of nitrogen is compressed from p; = 1 atm, Т, = 540°R to p; = 
3 atm in a polytropic process for which n = 1.25. Determine (a) the final temperature, in °R, (b) the work, in 
Btu, (с) the heat transfer, іп Btu, (d) the change in entropy of the mixture, in Btu/°R. 


SOLUTION 


Known: A mixture of 0.3 Ib of CO; and 0.2 Ib of N; is compressed in a polytropic process for which n — 1.25. 
At the initial state, ру = 1 atm, 7; = 540°R. At the final state, p; = 3 atm. 


Find: Determine the final temperature, in ^R, the work, in Btu, the heat transfer, in Btu, and the entropy change 
of the mixture in, Btu/°R. 


Schematic and Given Data: 


p Engineering Model: 
Boundary 4 2 





1. As shown in the accompanying figure, the 
system is the mixture of CO, апа N>. The 
mixture composition remains constant 
during the compression. 








States of the i 
mixture 








2. The Dalton model applies: Each mixture 








рү Latm, T, = 540°R, 1 component behaves as if it were an ideal 
р = З atm gas occupying the entire system volume at 
id the mixture temperature. The overall 
Fig. E12.3 mixture acts as an ideal gas. 


3. The compression process is a polytropic 
process for which n — 1.25. 


4. The changes in kinetic and potential 
energy between the initial and final states 
can be ignored. 


12.4 Analyzing Systems Involving Mixtures 743 


Analysis: 
(a) For an ideal gas, the temperatures and pressures at the end states of a polytropic process are related by 


Eq. 3.56: 
(n — 1)/п 
Т, == r(2) 
рі 


4 02 
ТІ = s4o(*) = 673°R 


Inserting values 


(b) The work for the compression process is given by 
2 
W= | рау 
1 


Introducing pV" — constant and performing the integration 


V; — рҮ. 
W= P2V2 — pii 
1-n 
With the ideal gas equation of state, this reduces to 
m(RIM)(T> — T) 


1-п 





The mass of the mixture is т = 0.3 + 0.2 = 0.5 Ib. The apparent molecular weight of the mixture can be 
calculated using M — m/n, where n is the total number of moles of mixture. With Eq. 12.1, the numbers of moles 
of СО; and М are, respectively, 

0.3 0.2 
nco, = 24. — 0.0068 Ibmol, nn, = 28 — 0.0071 Ibmol 
The total number of moles of mixture is then n — 0.0139 Ibmol. The apparent molecular weight of the mixture 
is M — 0.5/0.0139 — 35.97 
Calculating the work 





1545 ft - Ibf А : 
а (0.5 [e BU. ers R — 540°R) | T | 
i D-31325 778 ft - Ibf 


= —14.69 Btu 
where the minus sign indicates that work is done on the mixture, as expected. 
(c) With assumption 4, the closed system energy balance can be placed in the form 
Q=AU+W 


where AU is the change in internal energy of the mixture. 
The change in internal energy of the mixture equals the sum of the internal energy changes of the components. 
With Eq. 12.30 


9 AU = псоДисо,( Т») - Uco,(T1)] + пм [и (12) - ux (T1)] 


This form is convenient because Table A-23E gives internal energy values for № and СО», respectively, оп a 
molar basis. With values from this table 


AU = (0.0068)(3954 — 2984) + (0.0071) (3340 — 2678) 
= 113 Btu 


Inserting values for AU and W into the expression for О 
О = 4113-1469 = —3.39 Btu 





where the minus sign signifies a heat transfer from the system. 
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(d) The change in entropy of the mixture equals the sum of the entropy changes of the components. With Eq. 12.34 
AS = псо,А<со, + ny, ASN, 


where Asy, and Asco, are evaluated using Eq. 12.36 and values of s° for N; and CO, from Table A-23E. 


That is, 
3 
AS = 0.0068( 53.123 — 51.082 — 1.986 In 2) 
3 
o9 + 0.0071| 47.313 - 45.781 — 1.986 пт 
= -- 0.0056 Btu^R 
Entropy decreases in the process because entropy is transferred from the system 
accompanying heat transfer. СЛ Skills Developed 
Abiltyto. — 
@ In view of the relatively small temperature change, the changes in the inter- analyze a polytropic process 
nal energy and entropy of the mixture can be evaluated alternatively using of a closed system for a 
the constant specific heat relations, Eqs. 12.37 and 12.39, respectively. In mixture of ideal gases. 
these equations, c, and c, are specific heats for the mixture determined О apply ideal gas mixture 
using Eqs. 12.23 and 12.24 together with appropriate specific heat values principles. 
for the components chosen from Table A-20E. Q determine changes in 


internal energy and entropy 
for ideal gas mixtures using 
tabular data. 


Ө Since the composition remains constant, the ratio of partial pressures equals 
the ratio of mixture pressures, so Eq. 12.36 can be used to evaluate the 
component specific entropy changes required here. 





Recalling that polytropic processes are internally reversible, 


: determine for the system the amount of entropy transfer accompanying | 
S eocoet heat transfer, in Btu/°R. Ans. —0.0056 Btu/°R. eeeseccccceccecscccccsceccesosescocccseccecocceccce: 





The next example illustrates the application of ideal gas mixture principles for the 
analysis of a mixture expanding isentropically through a nozzle. The solution features 
the use of table data and 77 as an alternative. 


EXAMPLE 124 Seo ee ee ee eee rrr errr rrr rr rr a err error rr es 


Considering an Ideal Gas Mixture Expanding Isentropically Through a Nozzle 


A gas mixture consisting of CO, and О» with mole fractions 0.8 and 0.2, respectively, expands isentropically and 
at steady state through a nozzle from 700 K, 5 atm, 3 m/s to an exit pressure of 1 atm. Determine (a) the tem- 
perature at the nozzle exit, in К, (b) the entropy changes of the CO; апа О; from inlet to exit, in kJ/kmol · К, 
(c) the exit velocity, in m/s. 


SOLUTION 


Known: A gas mixture consisting of CO; and О» in specified proportions expands isentropically through a noz- 
zle from specified inlet conditions to a given exit pressure. 


Find: Determine the temperature at the nozzle exit, in K, the entropy changes of the CO, and O, from inlet to 
exit, in kJ/kmol - К, and the exit velocity, in m/s. 
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Schematic and Given Data: 

















T =5 atm 
B ]1,A 
V4 23 m/s SF Т = ток 
pi75atm 
T, = 700К | 
— | 
У States of the mixture 
ро= 1 atm 
-< То? 
^ 2 
5 
Fig. E12.4 


Engineering Model: 
1. The control volume shown by the dashed line on the accompanying figure operates at steady state. 


2. The mixture composition remains constant as the mixture expands isentropically through the nozzle. 


3. The Dalton model applies: The overall mixture and each mixture component act as ideal gases. The state of 
each component is defined by the temperature and the partial pressure of the component. 


4. The change in potential energy between inlet and exit can be ignored. 
Analysis: 


(а) The temperature at the exit can be determined using the fact that the expansion occurs isentropically: s; — s, = 0. 
As there is no change in the specific entropy of the mixture between inlet and exit, Eq. 12.35 can be used to write 


52 — 51 = yo, Aso, + yco,Asco, = 0 (a) 


Since composition remains constant, the ratio of partial pressures equals the ratio of mixture pressures. Accord- 
ingly, the change in specific entropy of each component can be determined using Eq. 12.36. Equation (a) then 
becomes 


E s =, p zs = T [Йй 
Уо,|50,(7;) - 80,(T1) — Еш? " усо sto СТ) = Séo,(Ti) - ml = 0 
On rearrangement 


TÖ =o o TO R P2 
Yo, 80,(T2) + усо,8со,(Т,) = Уо,80,(Т1) + yco,sto,(T1) + (уо, + yco,)R In p 


The sum of mole fractions equals unity, so the coefficient of the last term on the right side is (yo, + Усо,) = 1. 
Introducing given data and values of 5° for О» and СО; at T, = 700 K from Table A-23 


_ т 1 
0255,7) + 08%2о,(7) = 0.2(231.358) + 0.8(250.663) + 8.314 In = 
Or 

0.255, (7) + 0.850 (7) = 233.42 kJ/kmol - К 


To determine the temperature 75 requires an iterative approach with the above equation: A final temperature 
T, is assumed, and the s? values for O, and СО; аге found from Table A-23. If these two values do not satisfy 
the equation, another temperature is assumed. The procedure continues until the desired agreement is attained. 
In the present case 


atT = 510К: 0.2(221.206) + 0.8(235.700) = 232.80 
at Т —520K: 0.2(221.812) + 0.8(236.575) = 233.62 


Linear interpolation between these values gives Т; - 5176 К. 
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Alternative Solution: 


Alternatively, the following /T program сап be used to evaluate Т; without resorting to iteration with table data. 
Іп the program, yO2 denotes the mole fraction of О», рі O2 denotes the partial pressure of О» at state 1, 51 O2 
denotes the entropy per mole of O; at state 1, and so on. 


Ті = 700 // К 

р1 = 5 // bar 

p2 — 1 // bar 

yO2 = 0.2 

yCO2 = 0.8 

рі 02 = yO2* р1 

рі CO2 = yCO2 * р1 

р2 02 = у02 * p2 

р2. CO2 - yCO2 * p2 

51 02 = s ТР (“О02”,Т1,р1 O2) 

51 CO2 = s TP (*CO2",T1,p1 CO2) 

52 02 = s TP (*O2",T2,p2 02) 

52 CO2 = s TP (*CO2",T2,p2. CO2) 

| When expressed in terms of these quantities, Ед. (a) takes the form 
yO2 * (52 O2 — 51 02) + yCO2 * (s2 СО2 — 51 CO2) = о 


Using the Solve button, the result is T) = 5176 K, which agrees with the value obtained using table data. Note that 
IT provides the value of specific entropy for each component directly and does not return s? of the ideal gas tables. 


@ (b) The change in the specific entropy for each of the components can be determined using Eq. 12.36. For О; 


Aso, = $5,(7) — SS (Т) — Rin 
1 
Inserting 5° values for O, from Table A-23 at Т = 700 K and T, = 5176 К 
Aso, = 221.667 — 231.358 — 8.314 In(0.2) = 3.69 kJ/kmol - К 


Similarly, with CO; data from Table A-23 


= 25 кө ==, Ра 
ASco, = Sto,(T2) — 5бо(Тл) – Кип — 


Pi 
= 236.365 — 250.663 — 8.314 11(0.2) 
ө = –0.92 kJ/kmol - K 
(с) Reducing the energy rate balance for the one-inlet, one-exit control volume at steady state 
v2 EM ү? 
0-h - № + EX E 


where Л and h, are the enthalpy of the mixture, per unit mass of mixture, at the inlet and exit, respectively. 
Solving for V; 





V, = VV} + 2(h, — h;) 


The term (A, — h) in the expression for V; can be evaluated as 


h -h; 1 же” m 


ћ— № = M ^M [Yo Ut; — №)о,  yco,(/4 — h2)co,] 





where M is the apparent molecular weight of mixture, and the molar specific enthalpies of O; and CO; are from 
Table A-23. With Eq. 12.9, the apparent molecular weight of the mixture is 


M = 0.8(44) + 0.2(32) = 41.6 kg/kmol 
Then, with enthalpy values at 7; — 700 K and T; — 5176 K from Table A-23, 


1 
ћу — № = zrg [02(21,184 — 15,320) + 0.8(27,125 — 18,468)] 


= 194.7 kJ/kg 
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Finally, 
- —€—— Q skills Developed 
ње v- (=) » (1947) ra | ro — 624 m/s Ability to... 
Ц analyze the isentropic 
expansion of an ideal gas 
@ Parts (b) and (c) can be solved alternatively using 17. These parts also can mixture flowing through a 
be solved using a constant c, together with Eqs. 12.38 and 12.39. Inspection hood 
of Table A-20 shows that the specific heats of CO; and O; increase only Q apply ideal gas mixture 
slightly with temperature over the interval from 518 to 700 K, and so suit- principles together with 
able constant values of c, for the components and the overall mixture can mass and energy balances 
be readily determined. These alternative solutions are left as exercises. to calculate the exit velocity 


of a nozzle. 
Ц determine the exit tempera- 
ture for a given inlet state 
and a given exit pressure 
using tabular data and 
alternatively using IT. 


Ө Each component experiences an entropy change as it passes from inlet to 
exit. The increase in entropy of the oxygen and the decrease in entropy of 
the carbon dioxide are due to entropy transfer accompanying heat transfer 
from the CO; to the О» as they expand through the nozzle. However, as 
indicated by Eq. (a), there is no change in the entropy of the mixture as it 
expands through the nozzle. 





Ө Note the use of unit conversion factors in the calculation of У». 


What would be the exit velocity, in m/s, if the isentropic nozzle 


4%%4%%4 efficiency were 9095? Ans. 592 m/s. Reresvecseccooovoosecoseceecesooceoteseeno 


12.4.2 Mixing of Ideal Gases 


Thus far, we have considered only mixtures that have already been formed. Now let 
us take up cases where ideal gas mixtures are formed by mixing gases that are initially 
separate. Such mixing is irreversible because the mixture forms spontaneously, and a 
work input from the surroundings would be required to separate the gases and return 
them to their respective initial states. In this section, the irreversibility of mixing is 
demonstrated through calculations of the entropy production. 

Three factors contribute to the production of entropy in mixing processes: 


1. The gases are initially at different temperatures. 
2. The gases are initially at different pressures. 
3. The gases are distinguishable from one another. 


Entropy is produced when any of these factors is present during a mixing process. 
This is illustrated in the next example, where different gases, initially at different 
temperatures and pressures, are mixed. 


EXAMPLE 12.5 _ Ж ОО -ə ————————— ere eT. 


Investigating Adiabatic Mixing of Gases at Constant Total Volume 


Two rigid, insulated tanks are interconnected by a valve. Initially 0.79 Ibmol of nitrogen at 2 atm and 460°R fills 
one tank. The other tank contains 0.21 Ibmol of oxygen at 1 atm and 540°R. The valve is opened and the gases аге 
allowed to mix until a final equilibrium state is attained. During this process, there are no heat or work interactions 
between the tank contents and the surroundings. Determine (a) the final temperature of the mixture, in °R, (b) the 
final pressure of the mixture, in atm, (c) the amount of entropy produced in the mixing process, in Btu/°R. 


SOLUTION 


Known: Nitrogen and oxygen, initially separate at different temperatures and pressures, are allowed to mix with- 
out heat or work interactions with the surroundings until a final equilibrium state is attained. 
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Find: Determine the final temperature of the mixture, in ^R, the final pressure of the mixture, in atm, and the 
amount of entropy produced in the mixing process, in Btu/°R. 
Schematic and Given Data: 


ашыды Engineering Model: 
1. The system is taken to be the nitrogen and the oxygen together. 





2. When separate, each of the gases behaves as an ideal gas. 


3. The final mixture acts as an ideal gas and the Dalton model applies: 


| Initially 0.79 Ibmol Each mixture component occupies the total volume and exhibits the 














of N, at 2 atm mixture temperature. 
and 460°R 
4. No heat or work interactions occur with the surroundings, and there 
are no changes in kinetic and potential energy. 
Fig. E12.5 
Analysis: 


(a) The final temperature of the mixture can be determined from an energy balance. With assumption 4, the 
closed system energy balance reduces to 
0 0 
AU=@ - у or 5 = 01-0 
The initial internal energy of the system, (1, equals the sum of the internal energies of the two gases when 
separate 
U; = пуним Ту) + пойо,(70,) 


where Ту, = 460°R is the initial temperature of the nitrogen and To, = 540°R is the initial temperature of the 
oxygen. The final internal energy of the system, (7, equals the sum of the internal energies of the two gases 
evaluated at the final mixture temperature 7; 


0, = Пик Т») ЧЕ полио Т) 
Collecting the last three equations 
пы, (Т) — их(Ту,)] + појио(Т>) - иојТо)] = 0 


The temperature Т; can be determined using specific internal energy data from Table A-23E and an iterative 
procedure like that employed in part (a) of Example 12.4. However, since the specific heats of М; and О, vary 
little over the temperature interval from 460 to 540*R, the solution can be conducted accurately on the basis of 
constant specific heats. Hence, the foregoing equation becomes 


"NC, N(T2 — Tw) + поо T; — To) = 0 
Solving for 7; 


INC, N, IN, + Ao C, o, Го, 





„ = 2 E 
Ny,Cv, Na + По,Су, о, 


Selecting c, values for N, and O, from Table A-20E at the average of the initial temperatures of the gases, 
500°R, and using the respective molecular weights to convert to a molar basis 


© = (25 (0177 EM re B 
ы ДА bR) Бој: В. 


Ib Btu Btu 
$42] 380 0.156 — 4.99 
^O; ( ТЫС) ТЕ i) Ibmol «*R 
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Substituting values into the expression for 7; 


Bt 
(0.79 Imo (496 : 


Btu 
= P si. Я 5 
Ibmol - > aso R) + (0.21 Tomo 4 99 5 Joao R) 


Ibmol • °R 





Т, = 


Btu Btu 
Е 960 == | гаје (ЈЕ a 
(0.79 ЕЕ 9% mol _ x) (0.21 ЕТЕ Tom - =) 


= 477°R 
(b) The final mixture pressure p; сап be determined using the ideal gas equation of state, p; = nRT>/V, where n 


is the total number of moles of mixture and V is the total volume occupied by the mixture. The volume V is the 
sum of the volumes of the two tanks, obtained with the ideal gas equation of state as follows: 





ny,R Ty, т пок То, 
PN; Po, 


where pw, — 2 atm is the initial pressure of the nitrogen and po, — 1 atm is the initial pressure of the oxygen. 
Combining results and reducing 


(им, + по,) Т, 
р = 
(= " PO 
PN, Po, 





Substituting values 


Е (1.01bmol) (477°R) 
P2 (ез Ibmol)(460?R) " (0.21 E 
2 айт 1 atm 








— 1.62 atm 


(c) Reducing the closed system form of the entropy balance 
0 


2/6 
$,— Sy = T tc 
b 


where the entropy transfer term drops out for the adiabatic mixing process. The initial entropy of the system, 
51, is the sum of the entropies of the gases at the respective initial states 


51 = пук (Tw, рм,) + по,5о,(То, Ро,) 


The final entropy of the system, S», is the sum of the entropies of the individual components, each evaluated at 
the final mixture temperature and the partial pressure of the component in the mixture 


Sy = пм, (Т, Yn, P2) + по3о,(Т>, yo,p2) 
Collecting the last three equations 
с = my [5y,( Tz yn,P2) — Snl Tn» Pn,) | 
+ по,5о,(Т», yo,p2) - So, To» Po.) | 


Evaluating the change in specific entropy of each gas in terms of a constant specific heat cj, this becomes 





5 T: 4. Yn,P2 
с = ZO" In n. Кіп Ps. ) 
Т, = а 
+ по | с, о, = — R In —— 
of 2 То, ро, 


The required values for c, сап be found by adding R to the c, values found previously (Eq. 3.45) 


Btu Btu 


(piu; — бир Ibmol · ?^R ' "pp = 998 Ibmol -°R 
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Since the total number of moles of mixture п = 0.79 + 0.21 = 1.0, the mole fractions of the two gases are 
Ум, = 0.79 and yo, = 0.21. 
Substituting values into the expression for ø gives 








Btu 477°В. Btu (0.79)(1.62 m GOD ESSERE 
с = 0.79 Ibmol 695 8: R 1 (ZR) 1.986 mol R ( 3 aimi Ability to... 
Я Ц analyze the adiabatic mixi 
Bt 477°В. Bt 0.21)(1.62 atm € mixing 
+021 Ibmol 698 NS ( ШІ ) iu = ( X 2 of two ideal gases at con- 
Ibmol · °R 540°R Ibmol • °R І atm stant total volume 
Ө = 1.168 Btu/°R О apply energy and entropy 
balances to the mixing of 
two gases. 


@ Entropy is produced when different gases, initially at different temperatures апа 


: U apply ideal gas mixt 
pressures, are allowed to mix. B p 


principles assuming con- 
stant specific heats, 





In the next example, we consider a control volume at steady state where two 
incoming streams form a mixture. A single stream exits. 


EXAMPLE 126 ZETT errr 


Analyzing Adiabatic Mixing of Two Streams 


At steady state, 100 m?/min of dry air at 32°C and 1 bar is mixed adiabatically with a stream of oxygen (O;) at 
1279С and 1 bar to form a mixed stream at 47°С and 1 bar. Kinetic and potential energy effects сап be ignored. 
Determine (a) the mass flow rates of the dry air and oxygen, in kg/min, (b) the mole fractions of the dry air and 
oxygen in the exiting mixture, and (c) the time rate of entropy production, in kJ/K - min. 


SOLUTION 


Known: At steady state, 100 m*/min of dry air at 32°C and 1 bar is mixed adiabatically with an oxygen stream 
at 127°C and 1 bar to form a mixed stream at 47°С and 1 bar. 


Find: Determine the mass flow rates of the dry air and oxygen, in kg/min, the mole fractions of the dry air and 
oxygen in the exiting mixture, and the time rate of entropy production, in kJ/K + min. 


Schematic and Given Data: 









i 1 
mu Insulation 
T, = 32°С | 3 
ру = 1 bar 


(AV), = 100 m?/min 


Т,-1279С 
рэ = 1 bar 





Oxygen 2 рз = 1 bar Fig. E12.6 


Engineering Model: 
1. The control volume identified by the dashed line on the accompanying figure operates at steady state. 


2. No heat transfer occurs with the surroundings. 
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3. Kinetic and potential energy effects can be ignored, and W,, = 0. 


4. The entering gases can be regarded as ideal gases. The exiting mixture can be regarded as an ideal gas mix- 
ture adhering to the Dalton model. 


5. The dry air is treated as a pure component. 
Analysis: 


(a) The mass flow rate of the dry air entering the control volume can be determined from the given volumetric 
flow rate (AV), 





where v, is the specific volume of the air at 1. Using the ideal gas equation of state 








8314 М. 
_ (EX 2) (305 K) 
(RIM,)T, N2897kg-K m? 
Val = - 5 5 = 0.875 
Pi 10° N/m kg 
The mass flow rate of the dry air is then 
100 m?/mi k 
iye a = 11429 Ё 
0.875 т Ко min 


The mass flow rate of the oxygen can be determined using mass and energy rate balances. At steady state, 
the amounts of dry air and oxygen contained within the control volume do not vary. Thus, for each component 
individually it is necessary for the incoming and outgoing mass flow rates to be equal. That is, 


Та = Таз (dry air) 
то = тоз (oxygen) 
Using assumptions 1-3 together with the foregoing mass flow rate relations, the energy rate balance reduces to 
0 = mh Ti) + т.һ(7,) — [mhl T3) + moho(T3)) 


where т, and m, denote the mass flow rates of the dry air and oxygen, respectively. The enthalpy of the mix- 
ture at the exit is evaluated by summing the contributions of the air and oxygen, each at the mixture temperature. 
Solving for m, 

ha( T3) — һ,(Т)) 

ћо(Т) - ho( Ts) 





m, = Zl 


The specific enthalpies can be obtained from Tables A-22 and A-23. Since Table A-23 gives enthalpy values 
on a molar basis, the molecular weight of oxygen is introduced into the denominator to convert the molar 
enthalpy values to a mass basis 


(114.29 kg/min) (320.29 kJ/kg — 305.22 kJ/kg) 





То = 
1 
(zamam kJ/kmol — 9,325 kJ/kmol) 


kg 


= 23.1 —— 
min 


(b) To obtain the mole fractions of the dry air and oxygen in the exiting mixture, first convert the mass flow 
rates to molar flow rates using the respective molecular weights 


m, 114.29 kg/min 





= 3.95 kmol/min 





Па ^ M, 28.97 kglkmol 
қ m, 231 kg/min bse gm 
"e M,  32kgkmol 7-77 779 
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where и denotes molar flow rate. The molar flow rate of the mixture п is the sum 
п =", + No = 3.95 + 0.72 = 4.67 kmol/min 
The mole fractions of the air and oxygen in the exiting mixture are, respectively, 


1, 3.95 n, 0.72 
o Rouge l.gde d = => = — = 0.154 
Уа А 4.67 ап Yo n 4.67 


(c) For the control volume at steady state, the entropy rate balance reduces to 
ge Masal Typi) T тозо( T», p2) ni [mass (Т3, YaP3) ate Moso T3, YoP3) | +o 


The specific entropy of each component in the exiting ideal gas mixture is evaluated at its partial pressure in 
the mixture and at the mixture temperature. Solving for с 


с = mi[s;(T3, Уарз) = Sa( Tı, P1)] + Mol So( T3, YoP3) Sol Tə, Pr) | 


Since p; = p3, the specific entropy change of the dry air is 








4 : К. YaP 
з. (Т, уарз) — sa( Ti, pi) = 5%(Т») – 5%(Ту) — Lu 
= 5а( T3) = sal Tı) d M In y, 


a 


The 5% terms are evaluated from Table A-22. Similarly, since p; = рз, the specific entropy change of the oxygen 
is 


1 .. x: = 
Sol T3, YoP3) - So( T», p2) = M. [5(73) = sol Т») — Кіп Yo] 


The 82 terms are evaluated from Table A-23. Note the use of the molecular weights M, and M, in the last two 
equations to obtain the respective entropy changes on a mass basis. 
The expression for the rate of entropy production becomes 


2 


Y шу, ету еу = шу 


с = т. (т) = $8 73) M. 


Substituting values 


k | 
em (11420 E) 7669 HE. qst ($ a. | је 0.846 
min kg: К 











kg-K 128.97 kg -K 
23.1 kg/min kJ kJ ( kJ ) | 
ee 213.765 8.314 In 0.154 
- emat) US NODE Ево kmol -K/ ^ 
kJ 
- 1742 
ө | K · min 










Ф This calculation is based on dry ап modeled as a pure component (assump- УУ 
tion 5). However, since O; is a component of dry air (Table 12.1), the actual Ability to... 


mole fraction of O; in the exiting mixture is greater than given here. Ч analyze the adiabatic mixing 
of two ideal gas streams at 


@ Entropy is produced when different gases, initially at different tempera- steady state. 

Wes байла ыш. U apply ideal mixture principles 
together with mass, energy, 
and entropy rate balances. 





What are the mass fractions of air and oxygen in the exiting 


ӨӨӨ mixture? Ans. mf,i, = 0.832, т, = 0.168. 


900990020990009990909900999999009999900900090900099990999| 
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Can spending time inside a building cause you to 
sneeze, cough, or develop a headache? If so, the culprit could be the indoor 
air. The term sick building syndrome (SBS) describes a condition where indoor 

air quality leads to acute health problems and comfort issues for building occu- 

pants. Effects of SBS can be linked to the amount of time an occupant spends 

within the space; yet while the specific cause and illness are frequently unidentifiable, 

symptoms typically subside after the occupant leaves the building. If the symptoms persist 

even after leaving the space and are diagnosed as a specific illness attributed to an air- 
borne contaminant, the term building-related illness is a more accurate descriptor. 

The U.S. Environmental Protection Agency (EPA) conducted studies from 1994 to 2000 
on domestic office buildings to understand the effects of ventilation rates on occupant 
health. In one study, indoor CO; levels were used to approximate levels of other occupant- 
generated pollutants and as a proxy for ventilation rate per occupant. The results of the 
EPA investigations agreed with most previous findings that relate lower ventilation rates 
per person within office buildings to higher rates of SBS symptom reporting. Building codes 
and guidelines in the United States generally recommend ventilation rates within office 
buildings in the range of 15-20 ft?/min per occupant. Some of the spaces studied had 
ventilation rates below the guidelines. 

Indoor air quality is a significant concern for both building occupants and engineers who 
design and operate building air delivery systems. Careful design is needed to ensure that 
air distribution systems deliver acceptable ventilation for each space. Inadequate system 
installation and improper maintenance also can give rise to indoor air quality problems, 
even when appropriate standards have been applied in the design. The EPA studies found 
this to be the case with the systems of many buildings in the study group. Also testing and 
balancing of the installed systems were never conducted in several of the buildings to 
ensure that systems were operating according to design intent. 





Psychrometric Applications 


The remainder of this chapter is concerned with the study of systems involving mix- 
tures of dry air and water vapor. A condensed water phase also may be present. 
Knowledge of the behavior of such systems is essential for the analysis and design 
of air-conditioning devices, cooling towers, and industrial processes requiring close 
control of the vapor content in air. The study of systems involving dry air and water 
is known as psychrometrics. psychrometrics 


(©) introducing Psychrometric Principles — 


The object of the present section is to introduce some important definitions and 
principles used in the study of systems involving dry air and water. 


12.5.1 Moist Air 


The term moist air refers to a mixture of dry air and water vapor in which the dry air moist air 
is treated as if it were a pure component. As can be verified by reference to appropri- 
ate property data, the overall mixture and each mixture component behave as ideal 
gases at the states under present consideration. Accordingly, for the applications to be 
considered, the ideal gas mixture concepts introduced previously apply directly. 

In particular, the Dalton model and the relations provided in Table 12.2 are appli- 
cable to moist air mixtures. Simply by identifying gas 1 with dry air, denoted by the 
subscript a, and gas 2 with water vapor, denoted by the subscript v, the table gives a 








TAKE NOTE... 

Moist air is a binary mixture е 
of dry air and water vapor, 
and the property relatione 
of Table 12.2 apply. 
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Temperature - T useful set of moist air property relations. Referring to Fig. 12.3, let's verify this 
point by obtaining a sampling of moist air relations and relating them to entries 


© Pressure=p in Table 12.2. 

Shown in Fig. 12.3—a special case of Fig. 12.1—is a closed system consisting 
d of moist air occupying a volume V at mixture pressure p and mixture temperature 
Т. Тће overall mixture is assumed to obey the ideal gas equation of state. Thus, 


nRT | m(RIM)T 
БЕ V 











(12.40) 


where n, m, and M denote the moles, mass, and molecular weight of the mixture, 
respectively, and n — m/M. 
Each mixture component is considered to act as if it existed alone in the vol- 

















шамын ааа ume V at the mixture temperature T while exerting a part of the pressure. The 
Fig. 12.3 Mixture of dry air and mixture pressure is the sum of the partial pressures of the dry air and the water 
water vapor. vapor: p = p, + py. That is, the Dalton model applies. 


Using the ideal gas equation of state, the partial pressures p, and p, of the dry 
air and water vapor are, respectively, 
| MRT т.(КІМ,)Т п ЕТ m(RIM,)T 
и У > m y V 








(12.41a) 


where n, and n, denote the moles of dry air and water vapor, respectively; m,, My, Ma 
and M, are the respective masses and molecular weights. The amount of water vapor 
present is normally much less than the amount of dry air. Accordingly, the values of 
п, т, and p, are small relative to the corresponding values of п,, ma and p,. 

Forming ratios with Eqs. 12.40 and 12.41a, we get the following 
Py alternative expressions for p, and p, 


Pa 35 ру = уур (12.41Ь) 
Mixture 


temperature where y, and y, are the mole fractions of the dry air and water 
|  — BEDA | — vapor, respectively. These moist air expressions conform to Eqs. (с) 
in Table 12.2. 

; А typical state of water vapor in moist air is shown in Fig. 12.4. 
Typical state of the К : А : 
water vapor in moist air At this state, fixed by the partial pressure p, and the mixture tem- 
perature T, the vapor is superheated. When the partial pressure of 
the water vapor corresponds to the saturation pressure of water at 
the mixture temperature, p, of Fig. 12.4, the mixture is said to be 
saturated. Saturated air is a mixture of dry air and saturated water 
vapor. The amount of water vapor in moist air varies from zero in 
Fig. 12.4 T-v diagram for water vapor in an dry air to a maximum, depending on the pressure and temperature, 
air-water mixture. when the mixture is saturated. 












Saturated air 


12.5.2 Humidity Ratio, Relative Humidity, Mixture Enthalpy, 
and Mixture Entropy 


A given moist air sample can be described in a number of ways. The mixture can be 
described in terms of the moles of dry air and water vapor present or in terms of 
the respective mole fractions. Alternatively, the mass of dry air and water vapor, or 
the respective mass fractions, can be specified. The composition also can be indicated 

humidity ratio by means of the humidity ratio о, defined as the ratio of the mass of the water vapor 
to the mass of dry air 


о=— (12.42) 
ma 


The humidity ratio is sometimes referred to as the specific humidity. 
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The humidity ratio can be expressed in terms of partial pressures and molecular 
weights by solving Eqs. 12.41a for т, and m,, respectively, and substituting the result- 
ing expressions into Eq. 12.42 to obtain 

m, My p, VI RT M, v 


m,  M,pVIRT Мұр, 


Introducing p, — p — p, and noting that the ratio of the molecular weight of water 
to that of dry air, M,/M,, is approximately 0.622, this expression can be written as 





Ру 
P = Py 





w = 0.622 (12.43) 


Moist air also can be described in terms of the relative humidity ф, defined as the 
ratio of the mole fraction of water vapor y, in a given moist air sample to the mole 
fraction у in a saturated moist air sample at the same mixture temperature and 


pressure: 
TRI ) 
Уу,ай T,p 


Since py = y,p and p, = yys4p, the relative humidity can be expressed as 


dies а (12.44) 
Ps/T,p 
The pressures in this expression for the relative humidity are labeled on Fig. 12.4. 
The humidity ratio and relative humidity can be measured. For laboratory mea- 
surements of humidity ratio, a hygrometer can be used in which a moist air sample 
is exposed to suitable chemicals until the moisture present is absorbed. The amount 
of water vapor is determined by weighing the chemicals. Continuous recording of the 
relative humidity can be accomplished by means of transducers consisting of resis- 
tance- or capacitance-type sensors whose electrical characteristics change with rela- 
tive humidity. 


Evaluating H, U, and S for Moist Air 


The values of H, U, and S for moist air modeled as an ideal gas mixture can be found 
by adding the contribution of each component at the condition at which the compo- 
nent exists in the mixture. For example, the enthalpy H of a given moist air sample is 


Н-Н,-Н,-т,Й, + myhy (12.45) 


This moist air expression conforms to Eq. (d) in Table 12.2. 
Dividing by m, and introducing the humidity ratio gives the mixture enthalpy per 
unit mass of dry air 


Н 
та 





= + LU = ку. (12.46) 


The enthalpies of the dry air and water vapor appearing in Eq. 12.46 are evaluated 
at the mixture temperature. An approach similar to that for enthalpy also applies to 
the evaluation of the internal energy of moist air. 

Reference to steam table data or a Mollier diagram for water shows that the enthalpy 
of superheated water vapor at low vapor pressures is very closely given by the saturated 
vapor value corresponding to the given temperature. Hence, the enthalpy of the water 
vapor ћ, іп Eq. 12.46 can be taken as h, at the mixture temperature. That is, 


И) (12.47) 


relative humidity 


Relative 
humidity 







Temperature 


Sensing element 


mixture enthalpy 
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mixture entropy 





Equation 12.47 is used in the remainder of the chapter. Enthalpy data for water 
vapor as an ideal gas from Table А-23 are not used for h, because the enthalpy datum 
of the ideal gas tables differs from that of the steam tables. These different datums 
can lead to error when studying systems that contain both water vapor and a liquid 
or solid phase of water. The enthalpy of dry air, h,, can be obtained from the appropri- 
ate ideal gas table, Table A-22 or Table A-22E, however, because air is a gas at all 
states under present consideration and is closely modeled as an ideal gas at these 
states. 

In accord with Eq. (h) in Table 12.2, the moist air mixture entropy has two contri- 
butions: water vapor and dry air. The contribution of each component is determined 
at the mixture temperature and the partial pressure of the component in the mixture. 
Using Eq. 6.18 and referring to Fig. 12.4 for the states, the specific entropy of the 
water vapor is given by s,(T, py) = s,(T) — R In ру/р,, where s, is the specific entropy 
of saturated vapor at temperature T. Observe that the ratio of pressures, рұ/р,, сап 
be replaced by the relative humidity ф, giving an alternative expression. 


Using Computer Software 

Property functions for moist air are listed under the Properties menu of /nteractive 
Thermodynamics: IT. Functions are included for humidity ratio, relative humidity, 
specific enthalpy and entropy as well as other psychrometric properties introduced 
later. The methods used for evaluating these functions correspond to the methods 
discussed in this chapter, and the values returned by the computer software agree 
closely with those obtained by hand calculations with table data. The use of IT for 
psychrometric evaluations is illustrated in examples later in the chapter. 


Medical practitioners and their patients have long 
noticed that influenza cases peak during winter. Speculation about the cause 
ranged widely, including the possibility that people spend more time indoors 

in winter and thus transmit the flu virus more easily or that the peak might be 
related to less sunlight exposure during winter, perhaps affecting human immune 
responses. 

Since air is drier in winter, others suspected a link between relative humidity and influ- 
enza virus survival and transmission. In a 2007 study, using influenza-infected guinea pigs 
in climate-controlled habitats, researchers investigated the effects of variable habitat tem- 
perature and humidity on the aerosol spread of influenza virus. The study showed there were 
more infections when it was colder and drier, but relative humidity was a relatively weak 
variable in explaining findings. This prompted researchers to look for a better rationale. 

When data from the 2007 study were reanalyzed, a significant correlation was found 
between humidity ratio and influenza. Unlike relative humidity, humidity ratio measures the 
actual amount of moisture present in air. When humidity ratio is low, as in peak winter flu 
months, the virus survives longer and transmission rates increase, researchers say. These 
findings strongly point to the value of humidifying indoor air in winter, particularly in high- 
risk places such as nursing homes. 


12.5.3 Modeling Moist Air in Equilibrium with Liquid Water 


Thus far, our study of psychrometrics has been conducted as an application of the 
ideal gas mixture principles introduced in the first part of this chapter. However, 
many systems of interest are composed of a mixture of dry air and water vapor in 
contact with a liquid (or solid) water phase. To study these systems requires additional 
considerations. 
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Shown in Fig. 12.5 is a vessel containing liquid water, above which is a mixture 


r- System boundary 





757 








of water vapor and dry air. If no interactions with the surroundings are allowed, [= 
liquid will evaporate until eventually the gas phase becomes saturated and the | 
system attains an equilibrium state. For many engineering applications, systems 
consisting of moist air in equilibrium with a liquid water phase can be described 
simply and accurately with the following idealizations: 


» The dry air and water vapor behave as independent ideal gases. 
» The equilibrium between the liquid phase and the water vapor is not signifi- 








cantly disturbed by the presence of the air. eee eee) 


Gas phase: Dry air and 
water vapor 








> The partial pressure of the water vapor equals the saturation pressure of water 
corresponding to the temperature of the mixture: py = p(T). 





— Liquid water 


Fig. 12.5 System consisting of 


Similar considerations apply for systems consisting of moist air in equilibrium moist air in contact with liquid 


with a solid water phase. The presence of the air actually alters the partial pressure water. 


of the vapor from the saturation pressure by a small amount whose magnitude is 
calculated in Sec. 14.6. 


12.5.4 Evaluating the Dew Point Temperature 


А significant aspect of the behavior of moist air is that partial condensation of the 
water vapor can occur when the temperature is reduced. This type of phenomenon 
is commonly encountered in the condensation of vapor on windowpanes and on pipes 
carrying cold water. The formation of dew on grass is another familiar example. 

To study such condensation, consider a closed system consisting of a sample of moist 
air that is cooled at constant pressure, as shown in Fig. 12.6. The property diagram given 
on this figure locates states of the water vapor. Initially, the water vapor is superheated 
at state 1. In the first part of the cooling process, both the system pressure and the 
composition of the moist air remain constant. Accordingly, since p, = yp, the partial 
pressure of the water vapor remains constant, and the water vapor cools at constant p, 
from state 1 to state d, called the dew point. The saturation temperature corresponding 
to p, is called the dew point temperature. This temperature is labeled on Fig. 12.6. 

In the next part of the cooling process, the system cools below the dew point 
temperature and some of the water vapor initially present condenses. At the final 
state, the system consists of a gas phase of dry air and water vapor in equilibrium 
with a liquid water phase. In accord with the discussion of Sec. 12.5.3, the vapor that 
remains is saturated vapor at the final temperature, state 2 of Fig. 12.6, with a partial 
pressure equal to the saturation pressure р, corresponding to this temperature. The 
condensate is saturated liquid at the final temperature: state 3 of Fig. 12.6. 



























dew point temperature 











T 
Ру <P gl 
<-----Ж----- Initial temperature p Dry air and 
Initial state superheated vapor 
of the water vapor at the initial temper- 
= ----- Dew point temperature ature p 
Pg2 < Ру [Tm 
| = 
| l 
| l 
9X ~~ Final temperature | | Air and saturated vapor | |[————-——— = 
4| | 1 at final temperature І | 
І 1 | | 
[c Condensate: — 1 
saturated liquid 
о Initial at final temperature Final 


state 


Fig. 12.6 States of water for moist air cooled at constant mixture pressure. 


state 
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EXAMPLE 12.7 


Cooling Moist A 


Referring again to Fig. 12.6, note that the partial pressure of the water vapor at 
the final state, p», is less than the initial value, ру). Owing to condensation, the partial 
pressure decreases because the amount of water vapor present at the final state is 
less than at the initial state. Since the amount of dry air is unchanged, the mole frac- 
tion of water vapor in the moist air also decreases. 

In the next two examples, we illustrate the use of psychrometric properties intro- 
duced thus far. The examples consider, respectively, cooling moist air at constant 
pressure and at constant volume. 


ir at Constant Pressure 


А 1-Ib sample of moist air initially at 70°F, 14.7 Ibf/in.’, and 70% relative humidity is cooled to 40°F while keep- 
ing the pressure constant. Determine (а) the initial humidity ratio, (b) the dew point temperature, in °F, and (с) 
the amount of water vapor that condenses, in Ib. 


SOLUTION 


Known: А 1-ІҺ sample of moist air is cooled at a constant mixture pressure of 14.7 Ibf/in? from 70 to 40°F. The 


initial relative humidity 


is 70%. 


Find: Determine the initial humidity ratio, the dew point temperature, in ^F, and the amount of water vapor that 


condenses, in Ib. 


Schematic and Given Dat 








Engineering Model: 






T Dg = 0.3632 Ibf/in.? 
N ру = 0.2542 Ibf/in.? 


Dew point temperature = 60°F 
Peg = 0.1217 Ibf/in.? 
40°F 








U Fig. E12.7 


1. The 1-Ib sample of moist air is taken as the closed system. The system pressure remains constant at 14.7 


Ibf/in.? 


2. The gas phase can be treated as an ideal gas mixture. The Dalton model applies: Each mixture component 
acts as an ideal gas existing alone in the volume occupied by the gas phase at the mixture temperature. 


3. When a liquid water 


phase is present, the water vapor exists as a saturated vapor at the system tempera- 


ture. The liquid present is a saturated liquid at the system temperature. 


Analysis: 
(a) The initial humidity 


ratio can be evaluated from Eq. 12.43. This requires the partial pressure of the water 


vapor, ру, Which can be found from the given relative humidity and p, from Table A-2E at 70°F as follows 


lbf lbf 
Pa = фр = (o-r (03622 2) = 0.2542 — 
1n. 1n. 
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Inserting values in Eq. 12.43 





) Ib (vapor 
о = 0.622( з: ) = 0 (apon 


14.7 — 0.2542 ` Tb (dry air) 


(b) The dew point temperature is the saturation temperature corresponding to the partial pressure, ру. Interpola- 
tion in Table A-2E gives T = 60°F. The dew point temperature is labeled on the accompanying property diagram. 


(с) The amount of condensate, ту, equals the difference between the initial amount of water vapor in the 
sample, тла, and the final amount of water vapor, my». That is, 


My = My, ~ ту 


To evaluate тла, note that the system initially consists of 1 Ib of dry air and water vapor, so 1 Ib = m, + my, 
where m, is the mass of dry air present in the sample. Since о; = m,,/m,,m, = тоу. With this we get 





y T 
i Ib = И + my = „(2 + 1) 
ал ал 


Solving for m, 


11b 


My = 


Inserting the value of w, determined in part (a) 


11b 
"SL (10.011) + 1 


Ө The mass of dry air present is then т, = 1 — 0.0109 = 0.9891 Ib (dry air). 

Next, let us evaluate m2. With assumption 3, the partial pressure of the water vapor remaining in the system 
at the final state is the saturation pressure corresponding to 40°F: p, = 0.1217 Ibf/in.? Accordingly, the humidity 
ratio after cooling is found from Eq. 12.43 as 





— 0.0109 Ib (vapor) 





0.1217 Ib (vapor Skills D 
a= ово ) = ово Р баро) O skills Developed 
14.7 — 0.1217 Ib (dry air) Ability to. 
The mass of the water vapor present at the final state is then О apply peychrometric termi- 
ту = ет, = (0.0052)(0.9891) = 0.0051 Ib (vapor) nology and principles. 

О demonstrate understanding 

Finally, the amount of water vapor that condenses is of the dew point tempera- 

My = та = то = 0.0109 — 0.0051 = 0.0058 Ib (condensate) ture and the formation of 


liquid condensate when 
pressure is constant. 

О retrieve property data for 
water. 


© The amount of water vapor present in a typical moist air mixture is consid- 
erably less than the amount of dry air present. 


Determine the quality of the two-phase liquid—vapor mixture 
and the relative humidity of the gas phase at the final state. Ans. 47%, 


HA 100%. ||| | ll V »Q o o o feeeeeeeeceesecececcececeseseccececececeeeee 


EXAMPLE 128 ТИ РА О ГГ ГЛ ГУУ 


Cooling Moist Air at Constant Volume 








An air-water vapor mixture is contained in a rigid, closed vessel with a volume of 35 m? at 1.5 bar, 120°C, and 
ф = 10%. The mixture is cooled at constant volume until its temperature is reduced to 22°С. Determine (а) 
the dew point temperature corresponding to the initial state, іп °C, (b) the temperature at which condensation 
actually begins, in ^C, and (c) the amount of water condensed, in kg. 
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SOLUTION 


Known: A rigid, closed tank with a volume of 35 m? containing moist air initially at 1.5 bar, 120°C, and ф = 10% 
is cooled to 22°С. 


Find: Determine the dew point temperature at the initial state, in ^C, the temperature at which condensation 
actually begins, in ^C, and the amount of water condensed, in kg. 


Schematic and Given Data: 



























T Engineering Model: 

Г-У 235 ш? 1. The contents of the tank are taken as 
— a closed system. The system volume 
e FN remains constant. 

ЦАР | [ Condensation 

| at L5 bar, 120°C | / begins 2. The gas phase can be treated as an 

| у= | ideal gas mixture. The Dalton model 

[o etes | applies: Each mixture component acts 

as an ideal gas existing alone in the 
— Boundary volume occupied by the gas phase at 
v the mixture temperature. 
Fig. E12.8 


3. When a liquid water phase is present, 
the water vapor exists as a saturated 
vapor at the system temperature. The 
liquid is a saturated liquid at the 
system temperature. 


Analysis: 


(a) The dew point temperature at the initial state is the saturation temperature corresponding to the partial 
pressure ру. With the given relative humidity and the saturation pressure at 120°C from Table A-2 


Pvt = фра = (0.10) (1.985) = 0.1985 bar 


Interpolating in Table A-2 gives the dew point temperature as 60°C, which is the temperature condensation would 
begin if the moist air were cooled at constant pressure. 


(b) Whether the water exists as a vapor only, or as liquid and vapor, it occupies the full volume, which remains 
constant. Accordingly, since the total mass of the water present is also constant, the water undergoes the constant 
specific volume process illustrated on the accompanying 7-v diagram. In the process from state 1 to state 1’, the 
water exists as a vapor only. For the process from state 1' to state 2, the water exists as a two-phase liquid-vapor 
mixture. Note that pressure does not remain constant during the cooling process from state 1 to state 2. 

State 1’ on the 7-v diagram denotes the state where the water vapor first becomes saturated. The saturation 
temperature at this state is denoted as 7". Cooling to a temperature less than 7" results in condensation of some 
of the water vapor present. Since state 1' is a saturated vapor state, the temperature 7" can be found by inter- 
polating in Table A-2 with the specific volume of the water at this state. The specific volume of the vapor at state 
1' equals the specific volume of the vapor at state 1, which can be evaluated from the ideal gas equation 


(RIM)T, _ ЕЕ М. = )( 393 K ) 


Pa 18 kg: K/X0.1985 x 10° N/m? 
3 


m 
= 9.145 — 
9.145 





Uy = 


@ Interpolation in Table A-2 with ил = о, gives 7” = 56°C. This is the temperature at which condensation begins. 


(c) The amount of condensate equals the difference between the initial and final amounts of water vapor pres- 
ent. The mass of the water vapor present initially is 

V 35m 
Ui 09.145 m"/kg 





— 3.827 kg 


My = 
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The mass of water vapor present finally can be determined from the quality. At the final state, the water forms 
a two-phase liquid-vapor mixture having a specific volume of 9.145 m*/kg. Using this specific volume value, the 
quality x2 of the liquid—vapor mixture can be found as 


уо = Vs. 9.145 — 1.002 x 10? 
Vg — Vr? 51447 — 1.0022 x 10°? 


where vp and v are the saturated liquid and saturated vapor specific volumes at Т; = 22°C, respectively. 
Using the quality together with the known total amount of water present, 3.827 kg, the mass of the water 
vapor contained in the system at the final state is 





х = = 0.178 





ту = (0.178)(3.827) = 0.681 kg (vj skills Developed 
The mass of the condensate, ту, is then 2. 
ту = my — ту = 3.827 — 0.681 = 3.146 kg О apply psychrometric termi- 


nology and principles. 

О demonstrate understanding 
of the onset of condensa- 
tion when cooling moist: air 
at constant volume, 

О retrieve property data for 
water. 


@ When a moist air mixture is cooled at constant mixture volume, the tem- 
perature at which condensation begins is not the dew point temperature 
corresponding to the initial state. In this case, condensation begins at 56°С, 
but the dew point temperature at the initial state, determined in part (a), 





is 60°С. 
: Determine the humidity ratio at the initial state and the 
essa amount of dry air present, in kg. Ans. 0.0949, 40.389 kg. EEO eT ККК eT ры TY 





No additional fundamental concepts are required for the study of closed systems 
involving mixtures of dry air and water vapor. Example 12.9, which builds on Exam- 
ple 12.8, brings out some special features of the use of conservation of mass and 
conservation of energy in analyzing this kind of system. Similar considerations can 
be used to study other closed systems involving moist air. 


EXAMPLE 12,0 ‘RAR rer rer re ener mr mercer ore rene err rrr mre 


Evaluating Heat Transfer for Moist Air Cooling at Constant Volume 


An air-water vapor mixture is contained in a rigid, closed vessel with a volume of 35 m? at 1.5 bar, 120°C, and 
ф = 10%. The mixture is cooled until its temperature is reduced to 22°C. Determine the heat transfer during 
the process, in kJ. 


SOLUTION 


Known: A rigid, closed tank with a volume of 35 т? containing moist air initially at 1.5 bar, 120°C, and ф = 10% 
is cooled to 22°C. 


Find: Determine the heat transfer for the process, in kJ. 

Schematic and Given Data: See the figure for Example 12.8. 

Engineering Model: 

1. The contents of the tank are taken as a closed system. The system volume remains constant. 


2. The gas phase can be treated as an ideal gas mixture. The Dalton model applies: Each component acts as 
an ideal gas existing alone in the volume occupied by the gas phase at the mixture temperature. 
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3. When a liquid water phase is present, the water vapor exists as a saturated vapor and the liquid is a satu- 
rated liquid, each at the system temperature. 


4. There is no work during the cooling process and no change in kinetic or potential energy. 


Analysis: Reduction of the closed system energy balance using assumption 4 results in 


AU-Q-y 
Or 
O=U,> 0; 
where 
Ui = Muay + туйу = maus, + mug 
and 


0, = mus + туиу + Myw? = mala» + ТИ; + турИр 


In these equations, the subscripts а, v, and w denote, respectively, dry air, water vapor, and liquid water. Тһе 
specific internal energy of the water vapor at the initial state can be approximated as the saturated vapor value 
at Ti. At the final state, the water vapor is assumed to exist as a saturated vapor, so its specific internal energy 
is и, at Т. The liquid water at the final state is saturated, so its specific internal energy is ur at T». 

Collecting the last three equations 


& О = т„(и„› — ид) + трир + турш; — туйы 





The mass of dry air, т,, can be found using the ideal gas equation of state together with the partial pressure 
of the dry air at the initial state obtained using ру, = 0.1985 bar from the solution to Example 12.8 as follows: 
рају [(1.5 — 0.1985) x 10° N/m?](35 т?) 
(RIM;)T, —. (8314/28.97 N + пуке · K)(393 К) 
— 40.389 kg 





a 


Then, evaluating internal energies of dry air and water from Tables A-22 and A-2, respectively, 


О = 40.389(210.49 — 281.1) + 0.681(2405.7) + 3.146(92.32) — 3.827(2529.3) 
= —2851.87 + 1638.28 + 290.44 — 9679.63 = —10,603 kJ 


The values for та, ту, and mw are from the solution to Example 12.8. 


@ The first underlined term in this equation for О is evaluated with specific ОМ icu Donc 
internal energies from the ideal gas table for air, Table A-22. Steam table Ability to... 
data are used to evaluate the second underlined term. The different apply peychrometric termi- 
datums for internal energy underlying these tables cancel because each nology and principles. 
of these two terms involves internal energy differences. Since the specific apply the energy balance to 
heat c,, for dry air varies only slightly over the interval from 120 to 22°C the cooling of moist air at 
(Table A-20), the specific internal energy change of the dry air could be constant volume, 
evaluated alternatively using a constant c,, value. See the Quick Quiz that Ч retrieve property data for 
follows. water. 





Calculate the change in internal energy of the dry air, in kJ, 


: assuming a constant specific heat са interpolated from Table A-20 at the 
....... average of the initial and final temperatures. Ans. —2854 kJ. Февевеевеевееееееееееееееееееееееееееееееееееееееееее: 
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12.5.5 Evaluating Humidity Ratio Using the 
Adiabatic-Saturation Temperature 


The humidity ratio w of an air-water vapor mixture сап be determined, in principle, 
knowing the values of three mixture properties: the pressure p, the temperature 7, 
and the adiabatic-saturation temperature 7,, introduced in this section. The relation- 
ship among these mixture properties is obtained by applying conservation of mass 
and conservation of energy to an adiabatic saturator (see box). 

Equations 12.48 апа 12.49 give the humidity ratio w in terms of the adiabatic- 
saturation temperature and other quantities: 


Ж. h,( T) m h,(T) + w'[hg( Tas) E ће(Та)] 
ВАТ) га hi Ts) 





(12.48) 


where А; and h, denote the enthalpies of saturated liquid water and saturated water 
vapor, respectively, obtained from the steam tables at the indicated temperatures. The 
enthalpies of the dry air h, can be obtained from the ideal gas table for air. Alterna- 
tively, A,(T4,) — А.(Т) = ср(Та — T), where cpa is an appropriate constant value for 
the specific heat of dry air. The humidity ratio о” appearing in Eq. 12.48 is 


Pe(Tas) 
р- Pol Ta) 





о” = 0.622 (12.49) 
where р,(7,) is the saturation pressure at the adiabatic-saturation temperature and 
p is the mixture pressure. 


Modeling an Adiabatic Saturator 

Figure 12.7 shows the schematic and process representations of an adiabatic satura- 
tor, which is a two-inlet, single-exit device through which moist air passes. The device 
is assumed to operate at steady state and without significant heat transfer with its 
surroundings. An air-water vapor mixture of unknown humidity ratio о enters the 
adiabatic saturator at a known pressure p and temperature Т. As the mixture passes 
through the device, it comes into contact with a pool of water. If the entering mixture 
is not saturated (ф < 100%), some of the water would evaporate. The energy required 
to evaporate the water would come from the moist air, so the mixture temperature 
would decrease as the air passes through the duct. For a sufficiently long duct, the 
mixture would be saturated as it exits (ф - 100%). Since a saturated mixture would 
be achieved without heat transfer with the surroundings, the temperature of the exit- 
ing mixture is the adiabatic-saturation temperature. As indicated on Fig. 12.7, a steady 
flow of makeup water at temperature Tas is added at the same rate at which water is 
evaporated. The pressure of the mixture is assumed to remain constant as it passes 
through the device. 

Equation 12.48 giving the humidity ratio о of the entering moist air in terms of p, 
T, and T4, can be obtained by applying conservation of mass and conservation of 
energy to the adiabatic saturator, as follows: 

At steady state, the mass flow rate of the dry air entering the device, m4, must 
equal the mass flow rate of the dry air exiting. The mass flow rate of the makeup 
water is the difference between the exiting and entering vapor flow rates denoted by 
m, and т), respectively. These flow rates are labeled on Fig. 12.7a. At steady state, 
the energy rate balance reduces to 


(таһа iia Myhy) moist air T [mi = My) М, naei F (Maha F my hy) moist air 
entering water exiting 





adiabatic-saturation 
temperature 
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TAKE NOTE... 

Although derived with refer- 
ence to the adiabatic 
saturator in Fig. 12.7, the 

_ relationship provided by 

Eq. 12.48 applies generally 
to moist air mixtures and is 
not restricted to this type 
of system or even to con- 
trol volumes. The relation- 
ship allows the humidity 
ratio w to be determined for 
any moist air mixture for 
which the pressure p, tem- 
perature T, and adiabatic- 


saturation temperature Tee 
are known. 





wet-bulb temperature 


dry-bulb temperature 


psychrometer 





State of the water vapor 
in the incoming moist air stream 







Moist air Saturated mixture 


State of the water 
vapor in the 
exiting moist air 
stream 











Makeup water — 
saturated liquid at T... 
mass flow rate = т, — my, 








(a) (b) 


Fig. 12.7 Adiabatic saturator. (а) Schematic. (b) Process representation. 


Several assumptions underlie this expression: Each of the two moist air streams is 
modeled as an ideal gas mixture of dry air and water vapor. Heat transfer with the 
surroundings is assumed to be negligible. There is no work Wevs and changes in 
kinetic and potential energy are ignored. 

Dividing by the mass flow rate of the dry air, ma, the energy rate balance can be 
written on the basis of a unit mass of dry air passing through the device as 

(ha + @hg)moist air + [(@" — e)hr]makeup = (hat о По) то air (12.50) 
entering water exiting 
where о = m/m, and w = пута. 

For the exiting saturated mixture, the partial pressure of the water vapor is the 
saturation pressure corresponding to the adiabatic-saturation temperature, p,(T,.). 
Accordingly, the humidity ratio w’ can be evaluated knowing 7,, and the mixture pres- 
sure p, as indicated by Eq. 12.49. In writing Eq. 12.50, the specific enthalpy of the 
entering water vapor has been evaluated as that of saturated water vapor at the tem- 
perature of the incoming mixture, in accordance with Eq. 12.47. Since the exiting mix- 
ture is saturated, the enthalpy of the water vapor at the exit is given by the saturated 
vapor value at Tas. The enthalpy of the makeup water is evaluated as that of saturated 
liquid at Tas- 

When Eq. 12.50 is solved for w, Eq. 12.48 results. The details of the solution are 
left as an exercise. 





Psychrometers: Measuring the Wet-Bulb 
and Dry-Bulb Temperatures 


* о ө ө ө * ө ө ө ө ө о 0 » ө ө ө ө ө ө с ө ө е ө ө ө э ө е ө ө ө * ө ө ө ө ө ө ө ө с ө ө ө ө ө ө ө ө э е ө ө ө ә ө ө е 


For moist air mixtures in the normal pressure and temperature ranges of psychro- 
metrics, the readily measured wet-bulb temperature is an important parameter. 

The wet-bulb temperature is read from a wet-bulb thermometer, which is an ordinary 
liquid-in-glass thermometer whose bulb is enclosed by a wick moistened with water. 
The term dry-bulb temperature refers simply to the temperature that would be measured 
by a thermometer placed in the mixture. Often a wet-bulb thermometer is mounted 
together with a dry-bulb thermometer to form an instrument called a psychrometer. 

The psychrometer of Fig. 12.8a is whirled in the air whose wet- and dry-bulb tem- 
peratures are to be determined. This induces air flow over the two thermometers. For 
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Dry-bulb 

thermometer 

Wet-bulb 
thermometer 











(Ла) Handle 





Wet-bulb Air in 
thermometer 
| 
Dry-bulb 
thermometer 











Wick (a) (b) 


Fig. 12.8 Psychrometers. (a) Sling psychrometer. (b) Aspirating psychrometer. 


the psychrometer of Fig. 12.85, the air flow is induced by a battery-operated fan. In 
each type of psychrometer, if the surrounding air is not saturated, water in the wick 
of the wet-bulb thermometer evaporates and the temperature of the remaining water 
falls below the dry-bulb temperature. Eventually a steady-state condition is attained 
by the wet-bulb thermometer. The wet- and dry-bulb temperatures are then read from 
the respective thermometers. The wet-bulb temperature depends on the rates of heat 
and mass transfer between the moistened wick and the air. Since these depend in 
turn on the geometry of the thermometer, air velocity, supply water temperature, and 
other factors, the wet-bulb temperature is not a mixture property. 

For moist air mixtures in the normal pressure and temperature ranges of psychro- 
metric applications, the adiabatic-saturation temperature introduced in Sec. 12.5.5 is 
closely approximated by the wet-bulb temperature. Accordingly, the humidity ratio for 
any such mixture can be calculated by using the wet-bulb temperature in Eqs. 12.48 
and 12.49 in place of the adiabatic-saturation temperature. Close agreement between 
the adiabatic-saturation and wet-bulb temperatures is not generally found for moist 
air departing from normal psychrometric conditions. 





Battery- 


| TAKE NOTE... 


this book can be calculated 
















The humidity ratio for moist: 
air mixtures considered in 


by using the wet-bulb 
temperature in Eqs. 12.48 
and 12.49 in place of the 
adiabatic-saturation 
temperature. 
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psychrometric charts 


Ce евевевееевееваееееваееееаавееевееееевеевевоваееевавевовоааеее оаа е 


Graphical representations of several important properties of moist air are provided 
by psychrometric charts. The main features of one form of chart are shown in 
Fig. 12.9. Complete charts in SI and English units are given in Figs. A-9 and A-9E. 
These charts are constructed for a mixture pressure of 1 atm, but charts for other 
mixture pressures are also available. When the mixture pressure differs only slightly 
from 1 atm, Figs. А-9 remain sufficiently accurate for engineering analyses. In this 
text, such differences are ignored. 
Let us consider several features of the psychrometric chart: 


» Referring to Fig. 12.9, note that the abscissa gives the dry-bulb temperature and 
the ordinate provides the humidity ratio. For charts in SI, the temperature is in “С 
and о is expressed in kg, ог g, of water vapor per kg of dry air. Charts in English 
units give temperature in ^F and о in lb, or grains, of water vapor per Ib of dry air, 
where 1 Ib — 7000 grains. 

» Equation 12.43 shows that for fixed mixture pressure there is a direct correspond- 
ence between the partial pressure of the water vapor and the humidity ratio. 
Accordingly, the vapor pressure also can be shown on the ordinate, as illustrated 
on Fig. 12.9. 

» Curves of constant relative humidity are shown on psychrometric charts. On 
Fig. 12.9, curves labeled ф - 100, 50, and 10% are indicated. Since the dew point 
is the state where the mixture becomes saturated when cooled at constant vapor 
pressure, the dew point temperature corresponding to a given moist air state can 
be determined by following a line of constant w (constant ру) to the saturation line, 
ф = 100%. The dew point temperature and dry-bulb temperature are identical for 
states on the saturation curve. 

>» Psychrometric charts also give values of the mixture enthalpy per unit mass of dry 
air in the mixture: ћ, + wh,. In Figs. А-9 and A-9E, the mixture enthalpy has units of kJ 
per kg of dry air and Btu per Ib of dry air, respectively. The numerical values provided 
on these charts are determined relative to the following special reference states and 
reference values. In Fig. А-9, the enthalpy of the dry air А, is determined relative to 
a zero value at 0°С, and not 0 К as in Table A-22. Accordingly, in place of Eq. 3.49 
used to develop the enthalpy data of Tables A-22, the following expression is employed 
to evaluate the enthalpy of the dry air for use on the psychrometric chart: 


© 
ћа = | ср AT = c, T(*C) (12.51) 
273.15 K 









Barometric pressure = | atm 


Scale for the 
mixture enthalpy dew point 
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Fig. 12.9 Psychrometric chart. 
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where cpa is a constant value for the specific heat с, of dry air and 70С) denotes 
the естт in °С. For the chart in English ШШК, Fig. A-9E, ћ, is determined 
relative to a datum of 0°F, using ha = Cpa Т(?Е), where T(°F) denotes the tempera- 
ture in °F In the temperature ranges E Figs. A-9 and A-9E, c,, can be taken as 
1.005 kJ/kg - K and 0.24 Btu/lb · °R, respectively. On Figs. А-9 the enthalpy of the 
water vapor Л, is evaluated as h, at the dry-bulb temperature of the mixture from 
Table A-2 or A-2E, as appropriate. 

» Another important parameter on psychrometer charts is the wet-bulb temperature. 
As illustrated by Figs. A-9, constant Tw lines run from the upper left to the lower 
right of the chart. The relationship between the wet-bulb temperature and other 
chart quantities is provided by Eq. 12.48. The wet-bulb temperature can be used 
in this equation in place of the adiabatic-saturation temperature for the states of 
moist air located on Figs. A-9. 

» Lines of constant wet-bulb temperature are approximately lines of constant mixture 
enthalpy per unit mass of dry air. This feature can be brought out by study of the 
energy balance for the adiabatic saturator, Eq. 12.50. Since the contribution of the 
energy entering the adiabatic saturator with the makeup water is normally much 
smaller than that of the moist air, the enthalpy of the entering moist air is very nearly 
equal to the enthalpy of the saturated mixture exiting. Accordingly, all states with the 
same value of the wet-bulb temperature (adiabatic-saturation temperature) have nearly 
the same value for the mixture enthalpy per unit mass of dry air. Although Figs. A-9 
ignore this slight effect, some psychrometric charts are drawn to show the departure 
of lines of constant wet-bulb temperature from lines of constant mixture enthalpy. 

> As shown on Fig. 12.9, psychrometric charts also provide lines representing volume 
per unit mass of dry air, V/m,. Figures А-9 and A-9E give this quantity in units of 
тука and ft/lb, respectively. These specific volume lines can be interpreted as 
giving the volume of dry air or of water vapor, per unit mass of dry air, since each 
mixture component is considered to fill the entire volume. 


The psychrometric chart is easily used. 


a psychrometer indicates that in a classroom the dry-bulb tem- 
perature is 68°F and the wet-bulb temperature is 60°F. Locating the mixture state on 
Fig. A-9E corresponding to the intersection of these temperatures, we read w = 0.0092 
Ib(vapor)lb(dry air) and ф = 63%. - << 4 


Analyzing Air-Conditioning Processes 


о о e ө ө ө ө ө ө ө ө ө = ө ө ө ө ө ө е ө ө ө ө ө ө ө ө ө ө ө 9 ө ө € э ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө 


The purpose of the present section is to study typical air-conditioning processes using 
the psychrometric principles developed in this chapter. Specific illustrations are provided 
in the form of solved examples involving control volumes at steady state. In each exam- 
ple, the methodology introduced in Sec. 12.8.1 is employed to arrive at the solution. 

To reinforce principles developed in this chapter, the psychrometric parameters 
required by these examples are determined in most cases using tabular data from 
Appendix tables. Where a full psychrometric chart solution is not also provided, we 
recommend the example be solved using the chart, checking results with values from 
the solution presented. 


12.8.1 Applying Mass and Energy Balances 
to Air-Conditioning Systems 


The object of this section is to illustrate the use of the conservation of mass and 
conservation of energy principles in analyzing systems involving mixtures of dry air 
and water vapor in which a condensed water phase may be present. The same basic 
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p 


r- Boundary 





solution approach that has been used in thermodynamic analyses con- 
sidered thus far is applicable. The only new aspect is the use of the 
special vocabulary and parameters of psychrometrics. 

Systems that accomplish air-conditioning processes such as heating, 
cooling, humidification, or dehumidification are normally analyzed on 








Liquid or vapor, ri, 


Fig. 12.10 Systems for conditioning moist air. 


TAKE NOTE... 
Ав indicated by the 


developmente Or See. 123.4, 


several simplifying assump- 
tions are made when analyz- 
Ing air-conditioning systems 
considered in Examples 
12.10-12.14 to follow. 
They include: 


> The control volume is at 
steady state. 

> Moist air streams are 
ideal gas mixtures of dry air 
and water vapor adhering to 
the Dalton model. 

> Flow is one-dimensional 
where mass crosses the 
boundary of the control 
volume, and the effects of 
kinetic and potential energy 
at these locations are 
neglected. 

> The only work is flow work 
(Sec. 4.4.2) where mass 
crosses the boundary of the 
control volume. 





a control volume basis. To consider a typical analysis, refer to Fig. 12.10, 
which shows a two-inlet, single-exit control volume at steady state. A 
moist air stream enters at 1, a moist air stream exits at 2, and a water- 
only stream enters (or exits) at 3. The water-only stream may be a 
liquid or a vapor. Heat transfer at the rate Об, can occur between the 
control volume and its surroundings. Depending on the application, the 
value of Òx might be positive, negative, or zero. 


Mass Balance 

At steady state, the amounts of dry air and water vapor contained within the control 
volume cannot vary. Thus, for each component individually it is necessary for the total 
incoming and outgoing mass flow rates to be equal. That is, 


та = Ma (dry air) 


та + ту = ту) (water) 

For simplicity, the constant mass flow rate of the dry air is denoted by т,. The mass 
flow rates of the water vapor can be expressed conveniently in terms of humidity 
ratios as та = алт, and ту) = wm. With these expressions, the mass balance for 
water becomes 


ту = m (Œ — ол) (water) (12.52) 


When water is added at 3, w is greater than в. 


Energy Balance 
Assuming W., — 0 and ignoring all kinetic and potential energy effects, the energy 
rate balance reduces at steady state to 


0 = Ox T (maha ЗЕ maha) F Maly (12.53) 


un (mha F mh) 
In this equation, the entering and exiting moist air streams are regarded as ideal gas 
mixtures of dry air and water vapor. 

Equation 12.53 can be cast into a form that is particularly convenient for the 
analysis of air-conditioning systems. First, with Eq. 12.47 the enthalpies of the enter- 
ing and exiting water vapor can be evaluated as the saturated vapor enthalpies cor- 


responding to the temperatures Т) and 75, respectively, giving 
0= Qs T (Maha РЕ Тућа) ES Тућу s (maha T тулы) 


Then, with та = от, апа іт, = от, the equation can be expressed as 


0 = О, + m,(hyy E oa) + yh, = т.(һ.ә + о) (12.54) 
Finally, introducing Eq. 12.52, the energy rate balance becomes 
0 = Ow + топа — ha) + оду + (0; — ш) — ohg] (12.55) 





The first underlined term of Eq. 12.55 can be evaluated from Tables A-22 giving the 
ideal gas properties of air. Alternatively, since relatively small temperature differences 
are normally encountered in the class of systems under present consideration, this term 
сап be evaluated as ha — ha = Cpa (Ті — Т), where cpa is a constant value for the 
specific heat of dry air. The second underlined term of Eq. 12.55 can be evaluated using 
steam table data together with known values for о; and c». As illustrated in discussions 
to follow, Eq. 12.55 also can be evaluated using the psychrometric chart or /T. 
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12.8.2 Conditioning Moist Air at Constant Composition 


Building air-conditioning systems frequently heat or cool a moist air stream with no 
change in the amount of water vapor present. In such cases the humidity ratio о 
remains constant, while relative humidity and other moist air parameters vary. Exam- 
ple 12.10 gives an elementary illustration using the methodology of Sec. 12.8.1. 


EXAMPLE 12.10 Ж ОАА ЕКИНЧИ ЕРАК КАНАН 


Heating Moist Air in a Duct 


Moist air enters a duct at 10°С, 80% relative humidity, and a volumetric flow rate of 150 m°/min. The mixture 
is heated as it flows through the duct and exits at 30°С. No moisture is added or removed, and the mixture pres- 
sure remains approximately constant at 1 bar. For steady-state operation, determine (a) the rate of heat transfer, 
in kJ/min, and (b) the relative humidity at the exit. Changes in kinetic and potential energy can be ignored. 
SOLUTION 


Known: Moist air that enters a duct at 10°C and ф = 80% with a volumetric flow rate of 150 m?/min is heated 
at constant pressure and exits at 30°С. No moisture is added or removed. 


Find: Determine the rate of heat transfer, in kJ/min, and the relative humidity at the exit. 


Schematic and Given Data: 






Engineering Model: 


3 
AV), = 150 — j 
( : WES 1. The control volume shown in 
T 


the accompanying figure oper- 
ates at steady state. 





2. The changes in kinetic and 
potential energy between inlet 
and exit can be ignored and 
Ий = 0. 











v 3. The entering and exiting moist 
air streams are regarded as 
ideal gas mixtures adhering to 
the Dalton model. 


Fig. E12.10a 


Analysis: 

(а) The heat transfer rate О ,, can be determined from the mass and energy rate balances. At steady state, the 
amounts of dry air and water vapor contained within the control volume cannot vary. Thus, for each component 
individually it is necessary for the incoming and outgoing mass flow rates to be equal. That is, 


Та = Та (dry air) 


та = ту (water vapor) 


For simplicity, the constant mass flow rates of the dry air and water vapor are denoted, respectively, by m, and my. 
From these considerations, it can be concluded that the humidity ratio is the same at the inlet and exit: оу = о». 
The steady-state form of the energy rate balance reduces with assumption 2 to 


^ y 0 H . B B 
0- О = cv + (mh EJ mhi) = (maha F myhy) 
In writing this equation, the incoming and outgoing moist air streams are regarded as ideal gas mixtures of dry 


air and water vapor. 
Solving for Ос, 


О = malha ~ ha) um т,(һо AB һа) 
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Noting that m, = wm,, where о is the humidity ratio, the expression for Os can be written in the form 


[1] Ox = mal (haz = ha) tr eh; m ha)] (a) 


To evaluate Q., from this expression requires the specific enthalpies of the dry air and water vapor at the inlet 
and exit, the mass flow rate of the dry air, and the humidity ratio. 

The specific enthalpies of the dry air are obtained from Table A-22 at the inlet and exit temperatures T, and 
T5, respectively: А. = 283.1 kJ/kg, hy. = 303.2 kJ/kg. The specific enthalpies of the water vapor are found using 
ћу = hy and data from Table A-2 at T; and T5, respectively: л, = 2519.8 kJ/kg, A, = 2556.3 kJ/kg. 

The mass flow rate of the dry air can be determined from the volumetric flow rate at the inlet (AV), 


(AV): 
Val 


In this equation, „у is the specific volume of the dry air evaluated at Т) and the partial pressure of the dry air 
Pa. Using the ideal gas equation of state 








Та = 


(RIM)T, 
Dai 
The partial pressure р, can be determined from the mixture pressure p and the partial pressure of the water 


vapor Py: Ра = р — ру. To find ру, use the given inlet relative humidity and the saturation pressure at 10°C 
from Table A-2 


Val — 


Pa = Piper = (0.8)(0.01228 bar) = 0.0098 bar 
Since the mixture pressure is 1 bar, it follows that p,; = 0.9902 bar. The specific volume of the dry air is then 


8314К - m 
ЕЕ kg: x Joss Б 


Ya = (09902 X IU Nim?) 4 i: 

Using this value, the mass flow rate of the dry air is 
150 m?/min 
— 0.82 mikg 


The humidity ratio w can be found from 


Ра 0.0098 ) 
= 0.622 = 0.622 
j С - i) ls — 0.0098 





— 182.9 kg/min 


ma 





kg (vapor 
— 0.00616 и 
kg (dry air) 
Finally, substituting values into Eq. (a) we get 


О = 182.9[(303.2 — 283.1) + (0.00616)(2556.3 — 2519.8)] 
— 3717 kJ/min 
(b) The states of the water vapor at the duct inlet and exit are located on the accompanying 7—v diagram. Since 
the composition of the moist air and the mixture pressure remain constant, the partial pressure of the water 


vapor at the exit equals the partial pressure of the water vapor at the inlet: ру) = py, = 0.0098 bar. The relative 
humidity at the exit is then 


= Py2 = 0.0098 
e Ф Ро 0.04246 


where p,» is from Table А-2 at 30°С. 





— 0.231(23.196) 


Alternative Psychrometric Chart Solution: Let us consider an alternative solution using the psychrometric chart. 
As shown on the sketch of the psychrometric chart, Fig. E12.10b, the state of the moist air at the inlet is defined 
by фі = 80% and а dry-bulb temperature of 10°С. From the solution to part (a), we know that the humidity 
ratio has the same value at the exit as at the inlet. Accordingly, the state of the moist air at the exit is fixed by 


12.8 Analyzing Air-Conditioning Processes 771 


о; = w, and а dry-bulb temperature of 30°С. By inspection of Fig. A-9, the relative humidity at the duct exit is 
about 2396 and, thus, in agreement with the result of part (b). 

The rate of heat transfer can be evaluated from the psychrometric chart using the following expression 
obtained by rearranging Eq. (a) of part (a) to read 


D = mal (ha 2 why)» = (A4 + why); | (b) 


To evaluate Q. from this expression requires values for the mixture enthalpy per unit mass of dry air (h, + 
оћу) at the inlet and exit. These can be determined by inspection of the psychrometric chart, Fig. A-9, as (h, + 
why), = 25.7 kJ/kg(dry air), (A; + why). = 45.9 kJ/kg(dry air). 

Using the specific volume value v, at the inlet state read from the chart together with the given volumetric 
flow rate at the inlet, the mass flow rate of the dry air is found as 











150 m?/min kg(dry air) 
Та = . m : 
0.81 m?/kg(dry air) min 
Substituting values into the energy rate balance, Eq. (b), we get 
. ke(dry air k 
д,-а уат. 257) К. 
min kg(dry air) 
- 3731-E- 
min 


which agrees closely with the result obtained in part (a), as expected. 








10°С 30°C 
Dry-bulb temperature 


Fig. E12.10b 


© The first underlined term in this equation for Q,, is evaluated with specific 
enthalpies from the ideal gas table for air, Table A-22. Steam table data are used 
to evaluate the second underlined term. Note that the different datums for 
enthalpy underlying these tables cancel because each of the two terms involves 
enthalpy differences only. Since the specific heat c,, for dry air varies only slightly 


Ability to... 
Ц apply psychrometric 


over the interval from 10 to 30°С (Table A-20), the specific enthalpy change of 
the dry air could be evaluated alternatively with cpa = 1.005 kJ/kg • K. 


@ No water is added or removed as the moist air passes through the duct at con- 
stant pressure; accordingly, the humidity ratio о and the partial pressures p, and 
Ра remain constant. However, because the saturation pressure increases as the 
temperature increases from inlet to exit, the relative humidity decreases: фу < фі. 


Ө The mixture pressure, 1 bar, differs slightly from the pressure used to construct 
the psychrometric chart, 1 atm. This difference is ignored. 


Using the psychrometric chart, what is the dew point tempera- 


ture, in °С, for the moist air entering? At the exit? Ans. == 7?C, same. 


....... 





terminology and principles. 

Ч apply mass and energy 
balances for heating at 
constant composition in a 
control volume at steady 
State. 


О retrieve necessary property 
data. 





9090909000009099000000000000900999090009909009991 
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TAKE NOTE... 

^ dashed line on a property 
diagram signals only that а 
process has occurred 
between initial and final 
equilibrium states and does 
not define a path for the 


process. 


























Cooling 
coil ) 
Heating 
1 coil 3 
Moist air 
Тр 
Ti, 0, 
p-latm 
о) 
Condensate — | | | 
saturated at Т» Т; Т; Ti 
(Dehumidifier section) (Heating section) Dry-bulb temperature 


(a) (b) 


Fig. 12.11 Dehumidification. (а) Equipment schematic. (b) Psychrometric chart representation. 


12.8.3 Dehumidification 


When a moist air stream is cooled at constant mixture pressure to a temperature below 
its dew point temperature, some condensation of the water vapor initially present will 
occur. Figure 12.11 shows the schematic of a dehumidifier using this principle. Moist 
air enters at state 1 and flows across a cooling coil through which a refrigerant or chilled 
water circulates. Some of the water vapor initially present in the moist air condenses, 
and a saturated moist air mixture exits the dehumidifier section at state 2. Although 
water condenses at various temperatures, the condensed water is assumed to be cooled 
to Т, before it exits the dehumidifier. Since the moist air leaving the humidifier is 
saturated at a temperature lower than the temperature of the moist air entering, the 
moist air stream at state 2 might be uncomfortable for direct use in occupied spaces. 
However, by passing the stream through a following heating section, it can be brought 
to a condition—state 3— most occupants would regard as comfortable. 

Let us sketch the procedure for evaluating the rates at which condensate exits and 
refrigerant circulates. This requires the use of mass and energy rate balances for the 
dehumidifier section. They are developed next. 


Mass Balance 

The mass flow rate of the condensate m, can be related to the mass flow rate of the 
dry air т, by applying conservation of mass separately for the dry air and water 
passing through the dehumidifier section. At steady state 


Ma, = mg (dry air) 
та = Шу тұ) (water) 


The common mass flow rate of the dry air is denoted as r1. Solving for the mass 
flow rate of the condensate 


My = My, "Ту 
Introducing mu; = от, and My = wM, the amount of water condensed per unit 
mass of dry air passing through the device is 
ту 
7, - 61 - 095 
та 
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This expression requires the humidity ratios ал and о». Because no moisture is added 
or removed in the heating section, it can be concluded from conservation of mass 
that о; = өз, SO œ; can be used in the above equation in place of о». 


Energy Balance 


The mass flow rate of the refrigerant through the cooling coil ri, can be related to 
the mass flow rate of the dry air т, by means of an energy rate balance applied to 
the dehumidifier section. With W,, = 0, negligible heat transfer with the surround- 
ings, and no significant kinetic and potential energy changes, the energy rate balance 
reduces at steady state to 


0- ту(ћ; С he) F (Mha F Mahy) d туйу > (Mha e толу) 


where Л; and Л„ denote the specific enthalpy values of the refrigerant entering апа 
exiting the dehumidifier section, respectively. Introducing та = com, My2 = от, 
and ту = (оі - о )та 


0 = ту(ћ; = he) + mal (ha = ha) + whey = Who = (о = оу јћр | 


where the specific enthalpies of the water vapor at 1 and 2 are evaluated at the 
saturated vapor values corresponding to T, and 75, respectively. Since the condensate 
is assumed to exit as a saturated liquid at 7, hy = hp. Solving for the refrigerant 
mass flow rate per unit mass of dry air flowing through the device 

т, (Аа — ha) + ойы — о — (w — оу )ћр 


Та ћ, i h; 





The accompanying psychrometric chart, Fig. 12.115, illustrates important features 
of the processes involved. As indicated by the chart, the moist air first cools from 
state 1, where the temperature is 7, and the humidity ratio is w,, to state 2, where 
the mixture is saturated ($5 = 100%), the temperature is 7, < T, and the humidity 
ratio is œ < ву. During the subsequent heating process, the humidity ratio remains 
constant, о» = оз, and the temperature increases to 73. Since all states visited are 
not equilibrium states, these processes are indicated on the psychrometric chart by 
dashed lines. 

The example that follows provides an illustration involving dehumidification where 
one of the objectives is the refrigerating capacity of the cooling coil. 


EXAMPLE 12.11 Ж О О О С О ГГ” 


Assessing Dehumidifier Performance 


Moist air at 30°С and 50% relative humidity enters a dehumidifier operating at steady state with a volumet- 
ric flow rate of 280 m?/min. The moist air passes over a cooling coil and water vapor condenses. Condensate 
exits the dehumidifier saturated at 10°С. Saturated moist air exits in a separate stream at the same tem- 
perature. There is no significant loss of energy by heat transfer to the surroundings and pressure remains 
constant at 1.013 bar. Determine (a) the mass flow rate of the dry air, in kg/min, (b) the rate at which water 
is condensed, in kg per kg of dry air flowing through the control volume, and (c) the required refrigerating 
capacity, in tons. 


SOLUTION 


Known: Moist air enters a dehumidifier at 30°С and 50% relative humidity with a volumetric flow rate of 
280 m?/min. Condensate and moist air exit in separate streams at 10°С. 


Determine: Find the mass flow rate of the dry air, in kg/min, the rate at which water is condensed, in kg per kg 
of dry air, and the required refrigerating capacity, in tons. 


$900000000000000000000000000909000009000000000000000000099000009 
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Schematic and Given Data: 


Cooling coil Heating coil Engineering Model: 
1. The control volume shown in the accompanying 


figure operates at steady state. Changes in kinetic 
and potential energy can be neglected, and W,, = 0. 





mixture 2. There is no significant heat transfer to the sur- 
(AV), = 280 m/min 10°С roundings. 
T 3pC —= = pe 8 


Г 
| 
| Saturated 
| 
| 
| 
| 




















Ф1= 50% = 3. The pressure remains constant throughout at 
1.013 bar. 
2 a 4. At location 2, the moist air is saturated. The con- 
1 2 densate exits at location 3 as a saturated liquid at 
Control volume temperature T}. 





5. The moist air streams are regarded as ideal gas 


оаа mixtures adhering to the Dalton model. 


saturated at 
T = 10°С 


Fig. E12.11a 


Analysis: 


(a) At steady state, the mass flow rates of the dry air entering and exiting are equal. The common mass flow 
rate of the dry air can be determined from the volumetric flow rate at the inlet 
(АУ): 


Ma = 
Val 


The specific volume of the dry air at inlet 1, v, can be evaluated using the ideal gas equation of state, so 
22 (АУ) 
3 (К/М.У(Т/ра) 


The partial pressure of the dry air р. сап be determined from р, = p, — Ру. Using the relative humidity at the 
inlet ф; and the saturation pressure at 30°С from Table А-2 


ри = Фіра = (0.5)(0.04246) = 0.02123 bar 





Thus, ра = 1.013 — 0.02123 = 0.99177 bar. Inserting values into the expression for т, gives 


(280 mmin)(099177 X 10° Nm?) _ 3s komi 
Ma (83142897 N · пука · K)(303 K) 77 Emm 





(b) Conservation of mass for the water requires ту = ту + my. With ma = от, and m,» = оҙт,, the rate at 
which water is condensed per unit mass of dry air is 

т, 

7. —017 0 

та 


The humidity ratios о; and о» сап be evaluated using Eq. 12.43. Thus, @ is 


Da 041123) kg(vapor) 
= 0.662 - 0.622 - 0.0133 
"a (> - 5 Gee kg(dry air) 








Since the moist air is saturated at 10°C, p, equals the saturation pressure at 10°C: p, = 0.01228 bar from Table 
A-2. Equation 12.43 then gives œ = 0.0076 kg(vapor)/kg(dry air). With these values for о) and о» 


kg(condensate) 





mw — 0.0133 — 0.0076 = 0,0057 


m, kg(dry air) 
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(c) The rate of heat transfer Ox between the moist air stream and the refrigerant coil can be determined 
using an energy rate balance. With assumptions 1 and 2, the steady-state form of the energy rate balance 
reduces to 


0= Ow ЗЕ (Maha at My hy) E тућу = (Mha air туой, (а) 
With та = от, То = wM, and ту = (о = v;)m,, this becomes 
Qs = tna (Ва — ha) — Qi; + why + (ал — v;)hg] (b) 


which agrees with Eq. 12.55. In Eq. (b), the specific enthalpies of the water vapor at 1 and 2 are evaluated at 
the saturated vapor values corresponding to Т; and 75, respectively, and the specific enthalpy of the exiting 
condensate is evaluated as hę at Т». Selecting enthalpies from Tables А-2 and A-22, as appropriate, Eq. (b) 
reads 


Оо, = (319.35)[(283.1 — 303.2) — 0.0133(2556.3) + 0.0076(2519.8) + 0.0057(42.01)] 
— —11,084 kJ/min 


Since 1 ton of refrigeration equals a heat transfer rate of 211 kJ/min (Sec. 10.2.1), the required refrigerating 
capacity is 52.5 tons. 


Alternative Psychrometric Chart Solution: Let us consider an alternative solution using the psychrometric chart. 
As shown on the sketch of the psychrometric chart, Fig. E12.11b, the state of the moist air at the inlet 1 is defined 
by ф = 50% and a dry-bulb temperature of 30°С. At 2, the moist air is saturated at 10°С. Rearranging Eq. (а), 
we get 


p = mal (ha ub ch, ); ae АЫ + why); + (а = wz)hy] (c) 





The underlined terms and humidity ratios, о; and о», can be read directly from the chart. The mass flow rate of 
the dry air can be determined using the volumetric flow rate at the inlet and v, read from the chart. The specific 
enthalpy Aw is obtained (as above) from Table A-2: A; at Т. The details are left as an exercise. 







(h, + @hy); 


ars Ability to... 

U apply psychrometric termi- 
nology and principles. 

Ч apply mass and energy 
balances for a dehumidifica- 
tion process in a control 
volume at steady state, 


(ла + eh) 











10°C 30°C О retrieve property data for 
Dry-bulb temperature dry air and water. 


Fig. E12.11b О apply the psychrometric 
chart. 





Using the psychrometric chart, determine the wet-bulb tem- 


өөө perature of the moist air entering the dehumidifier, in °С. Ans. =22°C. 0 ám 
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Moist air 


РА T5,05» 04 
Water injected 


(vapor or liquid) 


Moist air 
Tı, @, 




















Dry-bulb temperature Dry-bulb temperature 
(a) (b) (c) 


Fig. 12.12 Humidification. (a) Control volume. (b) Steam injected. (c) Liquid injected. 


12.8.4 Humidification 


It is often necessary to increase the moisture content of the air circulated through 
occupied spaces. One way to accomplish this is to inject steam. Alternatively, liquid 
water can be sprayed into the air. Both cases are shown schematically in Fig. 12.12a. 
The temperature of the moist air as it exits the humidifier depends on the condition 
of the water introduced. When relatively high-temperature steam is injected, both the 
humidity ratio and the dry-bulb temperature are increased. This is illustrated by the 
accompanying psychrometric chart of Fig. 12.125. If liquid water is injected instead of 
steam, the moist air may exit the humidifier with a lower temperature than at the inlet. 
This is illustrated in Fig. 12.12c. The example to follow illustrates the case of steam 
injection. The case of liquid water injection is considered further in the next section. 


eee · — weed — M аннан ——ÓÁ—— — Á— 
Analyzing a Steam-Spray Humidifier 


Moist air with a temperature of 22°C and a wet-bulb temperature of 9°C enters a steam-spray humidifier. The 
mass flow rate of the dry air is 90 kg/min. Saturated water vapor at 110°C is injected into the mixture at a rate 
of 52 kg/h. There is no heat transfer with the surroundings, and the pressure is constant throughout at 1 bar. 
Using the psychrometric chart, determine at the exit (a) the humidity ratio and (b) the temperature, in °С. 


SOLUTION 


Known: Moist air enters a humidifier at a temperature of 22°C and a wet-bulb temperature of 9°C. The mass flow 
rate of the dry air is 90 kg/min. Saturated water vapor at 110°С is injected into the mixture at a rate of 52 kg/h. 


Find: Using the psychrometric chart, determine at the exit the humidity ratio and the temperature, in 2С. 


Schematic and Given Data: 


Engineering Model: 















! Moist ai | 1 1 
| Т, ? 1. The control volume shown in the accompanying figure oper- 


| @)=? ates at steady state. Changes in kinetic and potential energy 
can be neglected and W,, = 0. 


та = 
90 kg/min! 
Тү=22°С!\ 
Tap = 9°С! 

| 


= 


2. There is no heat transfer with the surroundings. 








3 — Boundary 3. The pressure remains constant throughout at 1 bar. Figure A-9 
Saturated water vapor remains valid at this pressure. 
at 110°C, та = 52 kg/h 
Fig. E12.12a 4. The moist air streams are regarded as ideal gas mixtures 


adhering to the Dalton model. 


h09000900990000900000909000009099090009909000090000000906000090000000900000000090000090900000909000000000099 
= 
N 
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Analysis: 


(a) The humidity ratio at the exit w can be found from mass rate balances on the dry air and water individually. Thus, 
Тај = my (dry air) 


та + та = Шо (water) 


With та = от, and ту = от, where т, is the mass flow rate of the air, the second of these becomes 


та 





о; = о + — 
та 
Using the inlet dry-bulb temperature, 22°С, and the inlet wet-bulb temperature, 9°С, the value of the humidity 
ratio о; can be found by inspection of the psychrometric chart, Fig. A-9. The result is а) = 0.002 kg (vapor)/ 
kg(dry air). This value should be verified as an exercise. Inserting values into the expression for о; 
(52 kg/h)|1 h/60 min| kg(vapor) 


.0116 
90 kg/min kg(dry air) 





œ = 0.002 + 


(b) The temperature at the exit can be determined using an energy rate balance. With assumptions 1 and 2, the 
steady-state form of the energy rate balance reduces to a special case of Eq. 12.55. Namely, 


0- hay = ha + Q1 + (о» = ал) һыҙ = оће (а) 


In writing this, the specific enthalpies of the water vapor at 1 and 2 are evaluated as the respective saturated 
vapor values, and h,; denotes the enthalpy of the saturated vapor injected into the moist air. 
Equation (a) can be rearranged in the following form suitable for use with the psychrometric chart. 


[1] (ha + оћу); = (ha + wh) + (w — ex)hgs (Б) 


As shown on the sketch of the psychrometric chart, Fig. E12.12b, the first term on the right of Eq. (b) can be 
obtained from Fig. A-9 at the inlet state, defined by the intersection of the inlet dry-bulb temperature, 22?C, and 
the inlet wet-bulb temperature, 9°C; the value is 272 kJ/kg(dry air). The second term on the right can be evalu- 
ated using the known humidity ratios о) and о» and Л„; from Table А-2: 2691.5 kJ/kg(vapor). The value of the 
second term of Eq. (b) is 25.8 kJ/kg (dry air). The state at the exit is then fixed by œ and (h, + eh,); = 53 kJ/ 
kg (dry air), calculated from the two values just determined. Finally, the temperature at the exit can be read 
directly from the chart. The result is Т; = 23.5°C. 






(ha + Оһ, = 53 kJ/kg(dry air) 


(ha + coh), = 27.2 KJ/kg(dry air) 


T cO ~ @1 
L| 
Ту = 22°С T,223,5*C Fig. E12.12b 











Alternative IT Solution: 
@ The following program allows Т; to be determined using 77, where m, is denoted as mdota, r1 is denoted 
as mdotst, w1 and w2 denote о; and о», respectively, and so on. 
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// Given data 

T2522 JC 

Twb1 = 9 // °C 

mdota — 9o // kg/min 

p = 1 // bar 

Tst — 110 // °С 

mdotst — (52 / 60) // converting kg/h to kg/min 


// Evaluate humidity ratios 
ма = w_TTwb (11,Twb1,p) 
w2 = w1 + (mdotst / mdota) 


// Denoting the enthalpy of moist air at state 1 by А 

Sk 
// ha, etc., the energy balance, Eq. (a), becomes @ Skills Developed | 
о = ha = h2 + (w2 — wi1)*hst Ability to... 


// Evaluate enthalpies Ч apply psychrometric termi- 
һ1 = ha_Tw(11,w1) nology and principles. 
h2 = ha_Tw(T2,w2) О арру mass and energy 


hst = hsat_Px(“Water/Steam”, psat,1) Eee о 
..4:. ication process in a control 
volume at eteady state. 
Using the Solve button, the result is T; = 23.4°C, which agrees closely with petu I 
the values obtained above, as expected. а 
ric chart. 
U apply IT for psychrometric 


Ф А solution of Eq. (b) using data from Tables А-2 and A-22 requires an 
iterative (trial) procedure. The result is 7; = 24°С, as can be verified. 


analysis. 





© Note the use of special Moist Air functions listed in the Properties menu of ГТ. 


: Using the psychrometric chart, what is the relative humidity 
өөө ө at the exit? Ans. -<630))/,ү)000000 o o feeeeeeeeeceeeseecesecececescecececcsecoscececeseno, 





12.8.5 Evaporative Cooling 


Cooling in hot, relatively dry climates can be accomplished by evaporative cooling. 
This involves either spraying liquid water into air or forcing air through a soaked pad 
that is kept replenished with water, as shown in Fig. 12.13. Owing to the low humid- 
ity of the moist air entering at state 1, part of the injected water evaporates. The 
energy for evaporation is provided by the air stream, which is reduced in temperature 
and exits at state 2 with a lower temperature than the entering stream. Because the 
incoming air is relatively dry, the additional moisture carried by the exiting moist air 
stream is normally beneficial. . 

For negligible heat transfer with the surroundings, no work W,,, and no significant 
changes in kinetic and potential energy, the steady-state forms of the mass and 
energy rate balances reduce for the control volume of Fig. 12.13a to this special case 
of Eq. 12.55: 


(һә + оу) = (w — алі + (ha + оу) 


where / denotes the specific enthalpy of the liquid stream entering the control 
volume. АП the injected water is assumed to evaporate into the moist air stream. 
The underlined term accounts for the energy carried in with the injected liquid 
water. This term is normally much smaller in magnitude than either of the two moist 
air enthalpy terms. Accordingly, the enthalpy of the moist air varies only slightly, as 
illustrated on the psychrometric chart of Fig. 12.135. Recalling that lines of constant 


TAKE NOTE... 
Evaporative cooling takes 

place at а nearly constant 
wet-bulb temperature. 
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Water at Ту Mixture enthalpy (0) 
1 2 per unit mass 
| 1 of dry air 
| | 
| | 2 = 002 
| | \ 
Moist air | | Ta <T. X 
mr 2 S43 
Ma Ty, 0) | Г 05» 0 \ 
| | 
| 4 0 
| | | i 
L І 
Soaked Т; Т; 
раа Dry-bulb temperature 


(a) (b) 


Fig. 12.13 Evaporative cooling. (a) Equipment schematic. (b) Psychrometric chart 
representation. 


mixture enthalpy are closely lines of constant wet-bulb temperature (Sec. 12.7), it 
follows that evaporative cooling takes place at a nearly constant wet-bulb tem- 
perature. 

In the next example, we consider the analysis of an evaporative cooler. 


Considering an Evaporative Cooler 


Air at 100°F and 10% relative humidity enters an evaporative cooler with a volumetric flow rate of 5000 ft*/min. 
Moist air exits the cooler at 70°F Water is added to the soaked pad of the cooler as a liquid at 70°F and evap- 
orates fully into the moist air. There is no heat transfer with the surroundings and the pressure is constant 
throughout at 1 atm. Determine (a) the mass flow rate of the water to the soaked pad, in Ib/h, and (b) the 
relative humidity of the moist air at the exit to the evaporative cooler. 


SOLUTION 
Known: Air at 100°F and Ф = 10% enters an evaporative cooler with a volumetric flow rate of 5000 ft*/min. 
Moist air exits the cooler at 70°F. Water is added to the soaked pad of the cooler at 70°F. 


Find: Determine the mass flow rate of the water to the soaked pad, in Ib/h, and the relative humidity of the 
moist air at the exit of the cooler. 


Schematic and Given Data: 


Water at 70°Е Engineering Model: 


1. The control volume shown in the accompanying figure oper- 
ates at steady state. Changes in kinetic and potential energy 
сап be neglected апа Wx = 0. 





Г 
| 
| 
| 
| 








T, = 100°Е 2 
us m з E E Т 2. There is no heat transfer with the surroundings. 
= Tam 
E | | 3. The water added to the soaked pad enters as a liquid and 

| ] evaporates fully into the moist air. 
1 2 
Soaked pad Вошйаўу 4. The pressure remains constant throughout at 1 atm. 

Fig. E12.13 5. The moist air streams are regarded as ideal gas mixtures 


adhering to the Dalton model. 
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Analysis: 
(а) Applying conservation of mass to the dry air and water individually as in previous examples gives 


ту = т.( = ол) 


where ту is the mass flow rate of the water to the soaked pad. To find rw requires ал, т,, and оз. These will 
now be evaluated in turn. 

The humidity ratio о) can be found from Eq. 12.43, which requires руі, the partial pressure of the moist 
air entering the control volume. Using the given relative humidity ф; and p, at Т; from Table A-2E, we һауе 
Pa = Фіра = 0.095 Ibf/in.* With this, юу = 0.00405 Ib(vapor)/Ib(dry air). 

The mass flow rate of the dry air т, can be found as in previous examples using the volumetric flow rate and 
specific volume of the dry air. Thus, 





The specific volume of the dry air can be evaluated from the ideal gas equation of state. The result is v; = 14.2 ЛЬ 
(dry air). Inserting values, the mass flow rate of the dry air is 
5000 ft?/min Ib(dry air) 


= 3 — = 352.1 
14.2 ft/lb (агу air) min 





ma 
To find the humidity ratio о», reduce the steady-state forms of the mass and energy rate balances using assump- 
tion 1 to obtain 
= (Maha T туу) + Myhy d (mhz + тула) 
With the same reasoning as in previous examples, this can be expressed as the following special form of 
Eq. 12.55: 
ge (ha + why); sr (а» = hg = (ha + why), (a) 


where Л; denotes the specific enthalpy of the water entering the control volume at 70°F. Solving for а» 


ha — ha + өп — ће) — Ср(Ту Т) + ex(hg — hi) 


Ф о = = 
и ћу = h; hy; маг h; 





where Cpa = 0.24 Btu/lb - ^R. With Лу, hg, and A, from Table A-2E 
0.24(100 — 70) -- 0.00405(1105 — 38.1) 

















= (1092 — 38.1) 
Ib(vapor) 
= 0.0109------- 
Ib(dry air) 
Substituting values for ma, œw, and о» into the expression for ту 
| (агу air) | 60 min | Ib(water) 
= 21 0.0109 — 0.00405) — —— —— 
messe 1h | У (ағу air) 
Ib(water) 
= 144.7 h 


(b) The relative humidity of the moist air at the exit can be determined using Eq. 12.44. The partial pressure of 
the water vapor required by this expression can be found by solving Eq. 12.43 to obtain 


p 


Py = nt 05 
Inserting values 


(0.0109) (14.696 Ibf/in.”) 
(0.0109 + 0.622) 





Ba — 0.253 Ibf/in? 
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At 70°F, the saturation pressure is 0.3632 Ibf/in.? Thus, the relative humidity at the exit is 


0253 . d 
do 03632 0.697(69.7%) 

Alternative Psychrometric Chart Solution: Since the underlined term іп Eq. (a) is 
much smaller than either of the moist air enthalpies, the enthalpy of the moist air (Vf Skills Developed 
remains nearly constant, and thus evaporative cooling takes place at a nearly соп- — gp, | ^7" 
stant wet-bulb temperature. See Fig. 12.135 and the accompanying discussion. 
Using this approach with the psychrometric chart, Fig. A-9E, determine humidity 
ratio and relative humidity at the exit, and compare with the previously deter- 
mined values. The details are left as an exercise. 


Ability to... 

Q apply psychrometric termi- 
nology and principles. 

О apply mass and energy 
balances for an evaporative 
cooling process in a control 

@ A constant value of the specific heat с,, has been used here to evaluate the colina а a 

term (Ла — ha). As shown in previous examples, this term can be evaluated 2 ы т 
alternatively using the ideal gas table for air. анны 





Using steam table data, what is the dew point temperature at 
...... the exit, in °F? Ans. 59.6°F. .ееееееееееееееееееееееееееееееееееееее .... 


06090000000090990000090900600000000000000090900000000000000000009€9 


12.8.6 Adiabatic Mixing of Two Moist Air Streams 


A common process in air-conditioning systems is the mixing of moist air streams, as 
shown in Fig. 12.14. The objective of the thermodynamic analysis of such a process 
is normally to fix the flow rate and state of the exiting stream for specified flow rates 
and states of each of the two inlet streams. The case of adiabatic mixing is governed 
by Eqs. 12.56 to follow. 

The mass rate balances for the dry air and water vapor at steady state are, respec- 
tively, 


Та + muy = Ma (dry air) (12.562) 
my + ту = туз (water vapor) 
Mixture enthalpy 


per unit mass 
of dry air 






(ha + coh), 


(ha + Ohg)3 


(ha + oh); 








1 omg T, 0, 4a, 
о, 

таз 
Т; 95 

өз 











Я Insulation 
2 m Тә, 0» 


(а) (b) 


Fig. 12.14 Adiabatic mixing of two moist air streams. (a) Equipment representation. 
(b) Psychrometric chart representation. 
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With m, = wm,, the water vapor mass balance becomes 


QS, + о = wM (water vapor) (12.56b) 


Assuming Об = W,, = 0 and ignoring the effects of kinetic and potential energy, 
the energy rate balance reduces at steady state to 


Malha + оу) + malha + ойы) = malha + o3h,3) (12.56с) 


where the enthalpies of the entering and exiting water vapor are evaluated as the 
saturated vapor values at the respective dry-bulb temperatures. 

If the inlet flow rates and states are known, Eqs. 12.56 are three equations in three 
unknowns: 715, 0з, and (Лаз + оз/,з). The solution of these equations is illustrated 
by Example 12.14. 

Let us also consider how Eqs. 12.56 can be solved geometrically with the psychro- 
metric chart: Using Eq. 12.56a to eliminate m,3, the mass flow rate of dry air at 3, 
from Eqs. 12.56b and 12.56c, we get 


Та өу-о» (ha + 3g) — (ha + оу) (12.57) 
то 17% (ha + ои) — (Паз + озЛьз) | 





From the relations of Eqs. 12.56, we conclude that on a psychrometric chart state 3 
of the mixture lies on a straight line connecting states 1 and 2 of the two streams 
before mixing (see end-of-chapter Prob. 12.93). This is shown in Fig. 12.146. 


EXAMPLE 12.34. ОООО О ОКУЛУ Л Л ТТІ 


Analyzing Adiabatic Mixing of Two Moist Air Streams 


A stream consisting of 142 m?/min of moist air at a temperature of 5°C and a humidity ratio of 0.002 kg(vapor)/ 
kg(dry air) is mixed adiabatically with a second stream consisting of 425 m?/min of moist air at 24°С and 50% 
relative humidity. The pressure is constant throughout at 1 bar. Determine (a) the humidity ratio and (b) the 
temperature of the exiting mixed stream, in °С. 


SOLUTION 


Known: A moist air stream at 5°C, w = 0.002 kg(vapor)/kg(dry air), and a volumetric flow rate of 142 m?/min is 
mixed adiabatically with a stream consisting of 425 m?/min of moist air at 24°С and ф = 50%. 


Find: Determine the humidity ratio and the temperature, in ^C, of the mixed stream exiting the control volume. 
Schematic and Given Data: 


Engineering Model: 






Insulation А . 
| 1. The control volume shown in the accompanying 


Sci ae figure operates at steady state. Changes in kinetic 
| and potential energy can be neglected and 


(AV), - 142 m?/min 
T E o j kg(vapor) 
9 — 9) kg(dry air) 












We, = 0. 
2. There is no heat transfer with the surroundings. 
( ы 495 өзінін 3. Тһе pressure remains constant throughout at 1 bar. 
2. 4. The moist air streams аге regarded as ideal gas 
Fig. E12.14 mixtures adhering to the Dalton model. 


Analysis: 


(а) The humidity ratio оз can be found by means of mass rate balances for the dry air and water vapor, 
respectively, 
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Та my = ma (dry air) 


та + ту = Та (water vapor) 


With та = олт, Ту = wM, and ту = wM, the second of these balances becomes (Ед. 12.565) 
алта + а = Glas 


Solving 


Ота + 02,2 





Q3 = Я 


таз 
Since таз = Ma + Ma, this can be expressed as 


ај + 02022 





өз = Р А 
та + та? 
To determine w; requires values for о», Та, and maz, The mass flow rates of the dry air, та апа ma, can be 
found as in previous examples using the given volumetric flow rates 
(AV) (AV) 


Ma, = D , Ma = U 
al a2 








The values of уд, 9,2, and c; are readily found from the psychrometric chart, Fig. A-9. Thus, at о; = 0.002 and 
T, = 5°С, v, = 0.79 m/kg(dry air). At $; = 50% and Т, = 24°C, о = 0.855 m"/kg(dry air) and а» = 0.0094. 
The mass flow rates of the dry air are then m, = 180 kg(dry air)/min and m; = 497 kg(dry air)/min. Inserting 
values into the expression for оз 
(0.002)(180) + (0.0094)(497) _ бй kg(vapor) 

180 4- 497 | kg(dry air) 





(05. — 


(b) The temperature 7; of the exiting mixed stream can be found from an energy rate balance. Reduction of the 
energy rate balance using assumptions 1 and 2 gives (Eq. 12.56c) 


mah + oh,), * Malha + өһ,); = таз(һ, * wh,)s (a) 


Solving 
Mai(Na F why); T Malha F eh)» 





(ha + wh,)3 = (b) 


та + та 

With (ha + wh,); = 10 kJ/kg(dry air) and (h, + оћ,); = 47.8 kJ/kg(dry air) from Fig. А-9 and other known values 
180(10) -- 497(47.8) kJ 

180 + 497 22777 kg(dry air) 





(ha + whg)3 = 


@ This value for the enthalpy of the moist air at the exit, together with the previously determined value for оз, 
fixes the state of the exiting moist air. From inspection of Fig. A-9, T; = 19°C. 


Alternative Solutions: 

The use of the psychrometric chart facilitates the solution for Т». Without the chart, an iterative solution of Eq. (b) 
using data from Tables A-2 and A-22 could be used. Alternatively, Т; can be determined using the following /T 
program, where œ, is denoted as phi2, the volumetric flow rates at 1 and 2 are denoted as AV1 and AV2, respec- 
tively, and so on. 


// Given data 

71-57 

w1 — 0.002 // kg(vapor) / kg(dry air) 
AV1 = 142 // m?/ min 

T2 = 24 // °С 

phi2 - 0.5 

AV2 = 425 // m?/ min 

p = 1 // bar 


784 


Chapter 12 Ideal Gas Mixture and Psychrometric Applications 


// Mass balances for water vapor and dry air: 
w1 * mdota1 + w2 * mdota2 = w3 * mdota3 
mdota1 + mdota2 = mdota3 

// Evaluate mass flow rates of dry air 
mdota1 = AV1 / уал 

уал = уа Tw(T1, w1, p) 

mdota2 - AV2 / va2 

va2 — va, Tphi(T2, phi2, p) 


// Determine w2 

w2 — w. Tphi(T2, phi2, p) 

// The energy balance, Eq. (a), reads 
mdota1 * h1 + mdota2 * h2 = тдотаз * h3 
ha = ha. Tw(T1, мл) 

h2 = ha Tphi(T2, phi2, p) 

h3 = ha. Tw(T3, м3) 


Using the Solve button, the result is Т; = 19.01°C and в; = 0.00745 kg (vapor)/ 
kg(dry air), which agree with the psychrometric chart solution. 


e 


Using the psychrometric chart, what is the relative humidity 
at the exit? Ans. ~53%. 


....... 


A solution using the geometric approach based on Eq. 12.57 is left as an 
exercise. 


Note the use here of special Moist Air functions listed in the Properties 
menu of IT. 





Ability to... 

О apply psychrometric termi- 
nology and principles. 

Ч apply mass and energy 
balances for an adiabatic 
mixing process of two moist 
air streams in a control 
volume at steady state, 

О retrieve property data for 
moist air using the psychro- 
metric chart. 

Q apply IT for psychrometric 
analysis. 
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Power plants invariably discharge considerable energy to their surroundings by heat 
transfer (Chap. 8). Although water drawn from a nearby river or lake can be employed 
to carry away this energy, cooling towers provide an alternative in locations where 
sufficient cooling water cannot be obtained from natural sources or where concerns 
for the environment place a limit on the temperature at which cooling water can be 
returned to the surroundings. Cooling towers also are frequently employed to provide 
chilled water for applications other than those involving power plants. 

Cooling towers can operate by natural or forced convection. Also they may be 
counterflow, cross-flow, or a combination of these. A schematic diagram of a forced- 
convection, counterflow cooling tower is shown in Fig. 12.15. The warm water to be 
cooled enters at 1 and is sprayed from the top of the tower. The falling water usually 
passes through a series of baffles intended to keep it broken up into fine drops to 
promote evaporation. Atmospheric air drawn in at 3 by the fan flows upward, coun- 
ter to the direction of the falling water droplets. As the two streams interact, a frac- 
tion of the entering liquid water stream evaporates into the moist air, which exits at 
4 with a greater humidity ratio than the incoming moist air at 3, while liquid water 
exits at 2 with a lower temperature than the water entering at 1. Since some of the 
incoming water is evaporated into the moist air stream, an equivalent amount of 
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Discharged moist air 
та, T4, 04 > 04 





Fan Warm water inlet 


Tif 
ђ || Z| Atmospheric air 


» Hla, Тз, Өз 
22. 
a 


ie 





4 













Return water 
т, 
Т» < Т, 





5 MEUS Fig. 12.15 Schematic of a cooling 
water tower. 








makeup water is added at 5 so that the return mass flow rate of the cool water equals 
the mass flow rate of the warm water entering at 1. 

For operation at steady state, mass balances for the dry air and water and an 
energy balance on the overall cooling tower provide information about cooling tower 
performance. In applying the energy balance, heat transfer with the surroundings is 
usually neglected. The power input to the fan of forced-convection towers also may 
be negligible relative to other energy rates involved. The example to follow illustrates 
the analysis of a cooling tower using conservation of mass and energy together with 
property data for the dry air and water. 


EXAMPLE 12.15 ОО ОООО ЛОО ИР ЕТ ИЛ ТЕЕ errr 


Determining Mass Flow Rates for a Power Plant Cooling Tower 


Water exiting the condenser of a power plant at 38°C enters a cooling tower with a mass flow rate of 4.5 Х 10’ kg/h. 
A stream of cooled water is returned to the condenser from a cooling tower with a temperature of 30°C and 
the same flow rate. Makeup water is added in a separate stream at 20°С. Atmospheric air enters the cooling 
tower at 25°С and 35% relative humidity. Moist air exits the tower at 35°С and 90% relative humidity. Determine 
the mass flow rates of the dry air and the makeup water, in kg/h. The cooling tower operates at steady state. 
Heat transfer with the surroundings and the fan power can each be neglected, as can changes in kinetic and 
potential energy. The pressure remains constant throughout at 1 atm. 


SOLUTION 


Known: A liquid water stream enters a cooling tower from a condenser at 38°С with a known mass flow rate. A 
stream of cooled water is returned to the condenser at 30°С and the same flow rate. Makeup water is added at 
20°C. Atmospheric air enters the tower at 25°C and ф = 35%. Moist air exits the tower at 35°C and ф = 90%. 


Find: Determine the mass flow rates of the dry air and the makeup water, in kg/h. 
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Schematic and Given Data: 























Moist air Engineering Model: 
Т, = 35°С > А x 
4 фа = 90% 1. The control volume shown in the accompanying figure 
a operates at steady state. Heat transfer with the surroundings 
l Liquid water, T, = 38°C 8 Ы А 5 
== ri, =4.5 x 107 kg/h can be neglected, as can changes in kinetic and potential 
energy; also Wa = 0. 
‘A ір жа Atmospheric air 2. To evaluate specific enthalpies, each liquid stream is 
= о жә. €; . . . . 
ы Жаа ы, regarded as a saturated liquid at the corresponding speci- 
fied temperature. 
2. Liquid water, T, = 30°С T ; А 
+ odes 10" kg/h . The moist air streams are regarded as ideal gas mixtures 
====== E = adhering to the Dalton model. 
e 4. The pressure is constant throughout at 1 atm. 
;- 
Fig. E12.15 


Analysis: The required mass flow rates can be found from mass and energy rate balances. Mass balances for the 
dry air and water individually reduce at steady state to 


таз = Ma4 (dry air) 
m, + ms + та = m + ты (water) 
The common mass flow rate of the dry air is denoted as т, Since т = mp, the second of these equations becomes 
Ms = My4 T тз 
With та = озт, and та = ат, 
ms = m, (w4 — өз) 


Accordingly, the two required mass flow rates, m, and т; are related by this equation. Another equation relat- 
ing the flow rates is provided by the energy rate balance. 
Reducing the energy rate balance with assumption 1 results in 


0- mih, zs (mahas F mMyzhy3) + ту = ту 2 (mh, F туһа) 


Evaluating the enthalpies of the water vapor as the saturated vapor values at the respective temperatures and 
the enthalpy of each liquid stream as the saturated liquid enthalpy at each respective temperature, the energy 
rate equation becomes 


0 = miha + (mhas + тоа) + тй — mhe — (тһ + тойы) 
Introducing т; = т), Ms = m,(@4 — оз), туз = o4m,, and та = wm, and solving for mia 


ту(ћа — hy) 


ha — has + og, — Өзі — (w4 — w)hss 





(a) 


m, = 


The humidity ratios оз and од required by this expression can be determined from Eq. 12.43, using the par- 
tial pressure of the water vapor obtained with the respective relative humidity. Thus, оз = 0.00688 kg(vapor)/ 
kg(dry air) and «4 — 0.0327 kg(vapor)/kg(dry air). 

With enthalpies from Tables А-2 and A-22, as appropriate, and the known values for оз, ал, and m, the 
expression for т, becomes 

(4.5 x 107)(159.21 — 125.79) 
(308.2 — 298.2) + (0.0327)(2565.3) — (0.00688)(2547.2) — (0.0258)(83.96) 
= 2.03 x 10” kg/h 





M, = 


Finally, inserting known values into the expression for та results in 


ms = (2.03 x 107)(0.0327 — 0.00688) = 5.24 х 10? kg/h 
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Alternative Psychrometric Chart Solution: Equation (a) can be rearranged to | 

@ skills Developed 
mi(hg — hi) Ability to... 

(ба Figs) - (һә + wshgs) - 





Парріу peychrometric termi- 
nology and principles. 

QO) apply mass and energy 
balances for a cooling tower 
Process in a control volume 
at steady state. 

О retrieve property data for 
dry air and water. 


(о = оз) 5 


: The specific enthalpy terms hy, hy, and ће are obtained from Table A-2, as 
: above. The underlined terms and оз and w, can be obtained by inspection 
: of a psychrometric chart from the engineering literature providing data at 
: states 3 and 4. Figure A-9 does not suffice in this application at state 4. The 
: details are left as an exercise. 





Using steam table data, determine the partial pressure of the 


water vapor in the entering moist air stream, руз, in bar. Ans. 0.0111 bar. 


CHAPTER SUMMARY AND STUDY GUIDE SEERE 


KEY ENGINEERING CONCEPTS 


partial pressure, p. 736 
psychrometrics, p. 753 


In this chapter we have applied the principles of thermody- 
namics to systems involving ideal gas mixtures, including the 
special case of psychrometric applications involving air- 
water vapor mixtures, possibly in the presence of liquid 
water. Both closed system and control volume applications 
are presented. 

The first part of the chapter deals with general ideal gas 
mixture considerations and begins by describing mixture com- 
position in terms of the mass fractions or mole fractions. The 
Dalton model, which brings in the partial pressure concept, is 
then introduced for the p-v-T relation of ideal gas mixtures. 

Means are also introduced for evaluating the enthalpy, 
internal energy, and entropy of a mixture by adding the con- 
tribution of each component at its condition in the mixture. 
Applications are considered where ideal gas mixtures 
undergo processes at constant composition as well as where 
ideal gas mixtures are formed from their component gases. 

In the second part of the chapter, we study psychromet- 
rics. Special terms commonly used in psychrometrics are 
introduced, including moist air, humidity ratio, relative 
humidity, mixture enthalpy, and the dew point, dry-bulb, and 
wet-bulb temperatures. The psychrometric chart, which gives 
a graphical representation of important moist air properties, 
is introduced. The principles of conservation of mass and 
energy are formulated in terms of psychrometric quantities, 
and typical air-conditioning applications are considered, 
including dehumidification and humidification, evaporative 


mass fraction, p. 732 

gravimetric analysis, p. 732 

mole fraction, p. 732 

molar (volumetric) analysis, p. 733 
apparent molecular weight, p. 733 
Dalton model, p. 736 


moist air, p. 753 


humidity ratio, p. 754 
relative humidity, p. 755 
mixture enthalpy, p. 755 


cooling, and mixing of moist air streams. A discussion of 
cooling towers is also provided. 

The following list provides a study guide for this chapter. 
When your study of the text and end-of-chapter exercises 
has been completed, you should be able to 


> write out the meanings of the terms listed іп the margin 
throughout the chapter and understand each of the 
related concepts. The subset of key concepts listed below 
is particularly important. 


>» describe mixture composition in terms of mass fractions 
or mole fractions. 


>» relate pressure, volume, and temperature of ideal gas mix- 
tures using the Dalton model, and evaluate U, H, с, Cp, and 
S of ideal gas mixtures in terms of the mixture composition 
and the respective contribution of each component. 


> apply the conservation of mass and energy principles and 
the second law of thermodynamics to systems involving 
ideal gas mixtures. 


For psychrometric applications, you should be able to 

> evaluate the humidity ratio, relative humidity, mixture 
enthalpy, and dew point temperature. 

>» use the psychrometric chart. 

> apply the conservation of mass and energy principles and 


the second law of thermodynamics to analyze air-condi- 
tioning processes and cooling towers. 


dew point temperature, p. 757 
dry-bulb temperature, p. 764 
wet-bulb temperature, p. 764 
psychrometric chart, p. 766 
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Ideal Gas Mixtures: General Considerations 




















mf, = тїт (12.3) р. 732 
] Analysis in terms of mass fractions 
1-7 Ww mf, (12.4) p. 732 
і-і 
y; = піп (12.6) р. 732 
] Analysis in terms of mole fractions 
1= Уу (12.7) р. 733 
i=1 
i 
М = MyM, (12.9) р. 733 Apparent molecular weight 
i=1 
Di = yip (12.12) p. 736 
j Partial pressure of component / and relation to 
p= Хр; (12.13) p. 736 mixture pressure p 
j=1 
u= У уш, (12.21) р. 738 
© Internal energy, enthalpy, and entropy per 
2 T. mole of mixture. u; and h; evaluated at mixture 
" 2 ШЫ V222) TOS temperature T. s; evaluated at T and partial 
j pressure p; 
5 == У visi (12.27) р. 739 
і=1 
j es, 
Cy = У уби (12.23) p. 738 
dis Mixture specific heats on a molar basis 
J 
бь = > усы (12.24) р. 738 





Psychrometric Applications 














о = — = 0.6222 з (12.42, 12.43) р. 755 Humidity ratio 
de E) (12.44) p. 755 Relative humidity 
Р«/т,р 
— = h, + oh, (12.46) p. 755 Mixture enthalpy per unit mass of dry air 


EXERCISES: THINGS ENGINEERS THINK VEM... n n n nn nnn 6I 


1. How do you calculate the specific heat ratio, k, at 300 К for 4. A rigid, insulated container is divided into two 

a mixture of H5, O;, and CO if you know the molar analysis? compartments by a partition, and each compartment 
contains air at the same temperature and pressure. If the 
partition is removed is entropy produced within the 
container? Explain. 


2. If two different ideal gases mix spontaneously, is the process 
irreversible? Explain. 


3. During winter months in cold climate zones, people often 
feel as if the outdoor air is dry. Are outdoor relative humidity 
levels typically low in these regions? Explain. 


5. Which do you think is more closely related to human 
comfort, the humidity ratio or relative humidity? Explain. 


CHECKING UNDERSTANDING 


6. How do you explain the different rates of evaporation from 
a dish of water in winter and summer? 


7. Can the dry-bulb and wet-bulb temperatures be equal? 
Explain. 


8. How does sweating cool off the human body? 


9. Can cooling towers operate in cold regions when the winter 
temperatures drop below freezing? Explain. 

10. During winter, why do eyeglasses fog up when the wearer 
enters a warm building? 

11. Does operating a car’s air-conditioning system affect its 
fuel economy? Explain. 
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12. What is a food dehydrator and when might you use one? 
13. What is meant by a zero-energy building? 


14. What is the difference between a steam sauna and a steam 
room? 


15. Your local weather report gives the temperature, relative 
humidity, and dew point. When planning summertime 
outdoor activities, are these equally important? Explain. 


16. Under what conditions would frost accumulate on the 
interior of a car's windshield? 


For Problems 1-11, match the appropriate definition in the right column with each term in the left column. 


1. __ Mass Fractions 
2. _ Moist Air 


3. __ Mole Fractions 
pure component 


4. _ Dalton Model 


5. __ Gravimetric Analysis 
mixture 


6. | Humidity Ratio 


A. The study of systems involving dry air and water 
B. The relative amounts of the components present in a mixture on a mass basis 


C. A mixture of dry air and water vapor in which the dry air is treated as if it were a 


D. A listing of the mass fractions of the components of a mixture 


E. The ratio of the total mass of the mixture to the total number of moles of the 


Е A model that assumes each mixture component behaves as an ideal gas as if it were 


alone at the temperature and volume of the mixture 


7. __ Molar Analysis 
8. __ Psychrometrics 
9, — Apparent Molecular Weight 
10. — Saturated Air 


G. The ratio of the mass of the water vapor to the mass of the dry air 
H. A listing of the mole fractions of the components of a mixture 
I. The relative amounts of the components in a mixture on a molar basis 


J. The ratio of the mole fraction of water vapor in a given moist air sample to the mole 


fraction in a saturated moist air sample at the same mixture temperature and pressure 


1. — Relative Humidity 


12. If the partial pressure of the vapor in a volume of moist 
air is 1 Ibf/in? and the humidity ratio is 0.87 then the total 
pressure of the volume is 


a. 0.285 Ibf/in? 
b. 0.715 Ibf/in? 
c. 1.715 Ibf/in.? 
d. 1.87 Ibf/in? 


13. Component і within a mixture consists of 5 kmol with a 
mass of 8.8 kg. What is the molecular weight of the 
substance? 


a. 1.76 kg/kmol 
b. 0.57 kg/kmol 
c. 44.00 kg/kmol 
d. 42.08 kg/kmol 


14. For the steady-state humidification processes shown in Fig. 
12.12, which of the following is a false statement? 


a. The dry-bulb temperature increases. 
b. The dry-bulb temperature decreases. 
c. The humidity ratio decreases. 

d. Water is injected to the stream. 


K. A mixture of dry air and saturated water vapor 


15. If the total number of moles in a mixture is 85 kmol and 
there is 37 kmol of a particular component, what is the mole 
fraction of that component? 


a. 0.02703 
b; 2:297 
c. 0.435 
d. 0.01176 


16. The Dalton model assumes that each mixture component 
behaves as an ideal gas as if it were alone at the temperature 
and of the mixture. 


a. pressure 
b. volume 

c. mass 

d. humidity ratio 


17. During the mixing of initially separate ideal gases, which 
of the following factors can contribute to entropy production? 


a. The gases are initially at different temperatures. 
b. The mixture forms spontaneously. 

c. Тһе gases are initially at different pressures. 

d. АП of the above. 
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18. Which of the following can be associated with cooling 
tower operation? 


a. Natural convection heat transfer 
b. Counterflow heat exchange 

c. Cross-flow heat exchange 

d. АП of the above 


19. For the steady-state dehumidification process shown in Fig. 
12.11, which of the following does not occur? 


a. The mixture pressure remains constant. 

b. The temperature drops below the dew point temperature. 
c. Water condenses. 

d. Water evaporates. 


20. A stream of moist air flows into an air conditioner with 
an initial humidity ratio of 0.6 kg(vapor)/kg(dry air), and 
a dry air flow rate of 1.5 kg/s. If the moist air stream 
mixes with a separate stream of water vapor at 0.4 kg/s, 
what will the humidity ratio be at the exit in kg(vapor)/ 
kg(dry air)? 


a. 0.33 
b. 0.87 
2.315 
d. 4.35 


21. A mixture of dry air and saturated water vapor is called 


22. For the steady-state adiabatic mixing process shown in 
Fig. 12.14, which of the following is a true statement? 


a. The dry-bulb temperature of the exiting stream is greater 
than the dry-bulb temperatures of either of the entering 
streams. 

b. Theexitingstream condition can be determined geometrically 
on the psychrometric chart. 

c. The exiting stream's humidity ratio is less than the 
humidity ratio of either of the entering streams. 

d. Water is injected in this process. 


23. During an evaporative cooling process as illustrated in 
Fig. 12.13, which of the following occurs? 


a. The wet-bulb temperature changes significantly. 
b. The dry-bulb temperature decreases. 

c. The humidity ratio decreases. 

d. The relative humidity decreases. 


Indicate whether the following statements are true or false. 
Explain. 


24. The Amagat model is a special case of the additive pressure 
rule. 


25. In a gravimetric analysis, the summation of all the 
components' mass fractions must be equal to one. 


26. The enthalpy of superheated water vapor in moist air can 
reasonably be approximated by the saturated vapor value 
corresponding to the given temperature. 


27. Dehumidification is a process that involves condensation. 


28. It is impossible for mole fractions to be greater than 
unity. 
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29. While the dry air component of a moist air stream can be 
treated as an ideal gas, the water vapor component cannot 
be treated this way. 


30. The wet-bulb temperature is the temperature measured by 
a thermometer placed in the condensed liquid from a moist 
air stream. 


31. Mixing of ideal gases is an irreversible process. 


32. There is no difference between volumetric analysis and 
molar analysis for an ideal gas mixture. 


33. Concerning an ideal gas mixture, the masses of both the 
overall mixture and the individual components must be 
conserved. 


34. The wet-bulb temperature and the dry-bulb temperature 
can be measured using a psychrometer. 


35. The humidity ratio cannot be found on a psychrometric 
chart. 


36. The sum of the mass fractions of all the components in a 
mixture must be greater than unity. 


37. In a mixture, the Dalton model assumes that the summation 
of each component's volume equals the mixture volume. 


38. Psychrometrics is the study of systems involving dry air and 
water. 


39. The humidity ratio of moist air increases when it is heated 
in a steady-state flow process. 


40. At 100% relative humidity, the dew point and dry-bulb 
temperatures of moist air are equal. 


41. It is possible to cool moist air without changing its 
corresponding humidity ratio. 


42. The partial pressure of an ideal gas cannot be evaluated 
using the ideal gas equation of state. 


43. [n moist air, when the partial pressure of water vapor 
is greater than the saturation pressure corresponding to 
the mixture's temperature, the mixture is said to be 
saturated. 


44. On a psychrometric chart, lines of constant wet-bulb 
temperature are approximately lines of constant mixture 
enthalpy per unit mass of dry air. 


45. Evaporative cooling is typically used in hot, humid climates. 


46. In moist air, each mixture component contained in a 
volume is considered to act as if it existed alone in the 
volume at the given mixture temperature. 


47. Тһе saturation temperature that corresponds to the partial 
pressure of the water vapor within moist air is the dew point 
temperature. 


48. The entropy of an ideal gas depends only on temperature. 


49. Using a psychometric chart to analyze the adiabatic mixing 
of two moist air streams, the exit state falls just above a line 
connecting the two inlet states. 


50. Air that exits a dehumidification process is typically cooled 
further to achieve the necessary comfort conditions needed 
for the occupants. 


Determining Mixture Composition 


12.1 The analysis on a mass basis of an ideal gas mixture at 
50°F, 25 Ibf/in. is 60% CO», 25% SO, and 15% Np. 
Determine 


(a) the analysis in terms of mole fractions. 

(b) the apparent molecular weight of the mixture. 

(c) the partial pressure of each component, in Ibf/in.? 
(d) the volume occupied by 20 Ib of the mixture, in ft". 


12.2 The molar analysis of a gas mixture at 30°С, 2 bar is 40% 
№, 50% СО», and 10% СН,. Determine 


(a) the analysis in terms of mass fractions. 
(b) the partial pressure of each component, in bar. 
(с) the volume occupied by 10 kg of mixture, іп m°. 


12.3 The analysis on a molar basis of a gas mixture at 50°Е, 
1 atm is 20% Ar, 35% СО», and 4596 О». Determine 


(a) the analysis in terms of mass fractions. 
(b) the partial pressure of each component, in Ibf/in? 
(c) the volume occupied by 10 Ib of mixture, in ft^. 


12.4 The analysis on a mass basis of a gas mixture at 40°Е, 
14.7 Ibf/in? is 60% СО», 25% CO, 15% О». Determine 


(a) the analysis in terms of mole fractions. 
(b) the partial pressure of each component, in Ibf/in.? 
(c) the volume occupied by 10 Ib of the mixture, in Ё. 


12.5 The analysis on a mass basis of an ideal gas mixture at 
30°F, 15 Ibf/in.? is 55% СО,, 3096 CO, and 1596 О,. Determine 


(a) the analysis in terms of mole fractions. 

(b) the apparent molecular weight of the mixture. 

(c) the partial pressure of each component, in Ibf/in.? 
(d) the volume occupied by 10 Ib of the mixture, in ft. 


12.6 A 4-Ib mass of oxygen (O;) is mixed with 8 Ib of another 
gas to form a mixture that occupies 45 ft? at 150°F, 40 ЊЕ 
in? Applying ideal gas mixture principles, determine 


(a) the molecular weight of the unspecified gas. 
(b) the analysis of the mixture in terms of mole fractions. 


12.7 A vessel having a volume of 0.28 m? contains a mixture 
at 40°C, 6.9 bar with а molar analysis of 70% O», 30% CH4. 
Determine the mass of methane that would have to be 
added and the mass of oxygen that would have to be 
removed, each in kg, to obtain a mixture having a molar 
analysis of 30% О;, 70% CH, at the same temperature and 
pressure. 


12.8 Nitrogen (N2) at 150 kPa, 40°C occupies a closed, rigid 
container having a volume of 1 m?. If 2 kg of oxygen (O;) 
is added to the container, what is the molar analysis of the 
resulting mixture? If the temperature remains constant, what 
is the pressure of the mixture, in kPa? 


12.9 A flue gas in which the mole fraction of SO; is 0.002 
enters a packed bed wet scrubber operating at steady state 
а! 200°F, 1 atm with a volumetric flow rate of 35,000 ft?/h. 
If the scrubber removes 90% (molar basis) of the entering 
5О», determine the rate at which SO; is removed, in Ib/h. 
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12.10 A gas mixture with a molar analysis of 20% СН; 
(propane) and 80% air enters a control volume operating at 
steady state at location 1 with a mass flow rate of 5 kg/min, 
as shown in Fig. P12.10. Air enters as a separate stream at 2 
and dilutes the mixture. A single stream exits with a mole 
fraction of propane of 3%. Assuming air has a molar analysis 
of 21% О» and 79% М», determine 


(a) the molar flow rate of the entering air at 2, in kmol/min. 
(b) the mass flow rate of oxygen in the exiting stream, in 
kg/min. 





2096 C4Hg, 8096 Air 
ту = 5 kg/min 


3% C4Hg, 
97% Àir 


Ап 
(21% О», 79% №) 
Fig. P12.10 














Considering Constant-Composition Processes 


12.11 A gas mixture in a piston-cylinder assembly consists of 
2 Ib of N, and 3 Ib of He. Determine 


(a) the composition in terms of mass fractions. 

(b) the composition in terms of mole fractions. 

(c) the heat transfer, in Btu, required to increase the mixture 
temperature from 70 to 150°F, while keeping the pressure 
constant. 

(d) the change in entropy of the mixture for the process of 
part (c), in Btu/°R. 


For parts (c) and (d), use the ideal gas model with constant 
specific heats. 


12.12 Two kg of a mixture having an analysis on a mass basis 
of 30% №, 40% СО», 30% О» is compressed adiabatically 
from 1 bar, 300 K to 4 bar, 500 K. Determine 


(a) the work, in kJ. 
(b) the amount of entropy produced, in kJ/K. 


12.13 As illustrated in Fig. P12.13, an ideal gas mixture in a 
piston-cylinder assembly has a molar analysis of 30% carbon 
dioxide (CO2) and 70% nitrogen (№). The mixture is cooled 
at constant pressure from 425 to 325 K. Assuming constant 
specific heats evaluated at 375 K, determine the heat transfer 
and the work, each in kJ per kg of mixture. 





p = constant 
T, = 425K 
Т, = 325K 











Fig. Р12.13 
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12.14 A closed, rigid tank having a volume of 0.1 m? contains 
0.7 kg of № and 11 kg of CO, at 27°C. Determine 


(a) the analysis of the mixture in terms of mass fractions. 

(b) the analysis of the mixture in terms of mole fractions. 

(c) the partial pressure of each component, in bar. 

(d) the mixture pressure, in bar. 

(e) the heat transfer, in kJ, required to bring the mixture to 127°C. 

(f) the entropy change of the mixture for the process of 
part (e) in kJ/K. 


12.15 A mixture consisting of 2.8 kg of N; and 32 kg of O; is 
compressed from 1 bar, 300 K to 2 bar, 600 K. During the 
process there is heat transfer from the mixture to the 
surroundings, which are at 27°С. The work done on the 
mixture is claimed to be 2300 kJ. Can this value be correct? 


12.16 A mixture having a molar analysis of 50% СО», 33.396 
CO, and 16.7% О» enters a compressor operating at steady 
state at 37°С, 1 bar, 40 m/s with a mass flow rate of 1 kg/s 
and exits at 237°C, 30 m/s. The rate of heat transfer from the 
compressor to its surroundings is 5% of the power input. 


(a) Neglecting potential energy effects, determine the power 
input to the compressor, in kW. 

(b) If the compression is polytropic, evaluate the polytropic 
exponent п and the exit pressure, in bar. 


12.17 A mixture of 5 kg of H; and 4 kg of O; is compressed 
in a piston-cylinder assembly in a polytropic process for 
which п = 1.6. The temperature increases from 40 to 250°С. 
Using constant values for the specific heats, determine 


(a) the heat transfer, in kJ. 
(b) the entropy change, in kJ/K. 


12.18 A gas turbine receives a mixture having the following 
molar analysis: 10% СО», 19% H,O, 71% N, at 720 К, 
0.35 MPa and a volumetric flow rate of 3.2 m?/s. The mixture 
exits the turbine at 380 K, 0.11 MPa. For adiabatic operation 
with negligible kinetic and potential energy effects, determine 
the power developed at steady state, in kW. 


12.19 A gas mixture at 1500 K with the molar analysis 10% 
СО;,20% H5O, 70% М; enters a waste-heat boiler operating 
at steady state, and exits the boiler at 600 K. A separate 
stream of saturated liquid water enters at 25 bar and exits 
as saturated vapor with a negligible pressure drop. Ignoring 
stray heat transfer and kinetic and potential energy changes, 
determine the mass flow rate of the exiting saturated vapor, 
in kg per kmol of gas mixture. 


12.20 Two cubic feet of gas A initially at 60°F, 15 Ibf/in.? is 
allowed to mix adiabatically with 8 ft? of gas B initially at 
60°F, 5 Ibf/in? Assuming that the total volume remains 
constant and applying ideal gas mixture principles, determine 


(a) the final mixture pressure, іп ІЫ їп. 
(b) the entropy change of each gas in Btu/Ibmol - °R. 


12.21 An equimolar mixture of helium (He) and carbon 
dioxide (CO;) enters an insulated nozzle at 260°Е, 5 atm, 
100 ft/s and expands isentropically to a velocity of 1110 ft/s. 
Determine the temperature, in °F, and the pressure, іп atm, 
at the nozzle exit. Neglect potential energy effects. 


12.22 A gas mixture having a molar analysis of 60% О; and 
40% М; enters an insulated compressor operating at steady 
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state at 1 bar, 20°С with a mass flow rate of 0.5 kg/s and is 
compressed to 5.4 bar. Kinetic and potential energy effects 
are negligible. For an isentropic compressor efficiency of 
78%, determine 


(a) the temperature at the exit, in °С. 
(b) the power required, in kW. 
(c) the rate of entropy production, in kW/K. 


12.23 A mixture having a molar analysis of 60% №, 17% CO», 
and 17% ЊО enters a turbine at 1000 К, 8 bar, with a mass 
flow rate of 2 kg/s and expands isentropically to a pressure 
of 1 bar. Ignoring kinetic and potential energy effects, 
determine for steady-state operation 


(a) the temperature at the exit, in K. 
(b) the power developed by the turbine, in kW. 


12.24 A mixture having a molar analysis of 60% N, and 40% 
СО; enters an insulated compressor operating at steady 
state at 1 bar, 30°С with a mass flow rate of 1 kg/s and is 
compressed to 3 bar, 147°C. Neglecting kinetic and potential 
energy effects, determine 


(a) the power required, in kW. 
(b) the isentropic compressor efficiency. 
(с) the rate of exergy destruction, in kW, for T; = 300 К. 


12.25 An equimolar mixture of М; and СО; enters a heat 
exchanger at —40?F, 500 Ibf/in? and exits at 500°F, 500 Ibf/ 
in.” The heat exchanger operates at steady state, and kinetic 
and potential energy effects are negligible. 


(a) Using the ideal gas mixture concepts of the present 
chapter, determine the rate of heat transfer to the mixture, 
in Btu per lbmol of mixture flowing. 

(b) Compare with the value of the heat transfer determined 
using the generalized enthalpy chart (Fig. A-4), together with 
Kay’s rule (see Sec. 11.8). 


12.26 Natural gas having a molar analysis of 60% methane 
(CH4) and 40% ethane (C;Hg) enters a compressor at 
340 K, 6 bar and is compressed isothermally without 
internal irreversibilities to 20 bar. The compressor operates 
at steady state, and kinetic and potential energy effects are 
negligible. 


(a) Assuming ideal gas behavior, determine for the 
compressor the work and heat transfer, each in kJ per kmol 
of mixture flowing. 

(b) Compare with the values for work and heat transfer, 
respectively, determined assuming ideal solution behavior 
(Sec. 11.9.5). For the pure components at 340 K: 











h (kJ/kg) s (kJ/kg - K) 
6 bar 20 bar 6 bar 20 bar 
Methane 715.33. 704.40 10.9763 10.3275 
Ethane 462.39 439.13 7.3493 6.9680 


Forming Mixtures 


12.27 An insulated tank having a total volume of 0.6 m? is 
divided into two compartments. Initially one compartment 
contains 0.4 m? of hydrogen (H;) at 127°C, 2 bar and the 
other contains nitrogen (№) at 27°C, 4 bar. The gases are 
allowed to mix until an equilibrium state is attained. 


Assuming the ideal gas model with constant specific heats, 
determine 


(a) the final temperature, in С. 
(b) the final pressure, in bar. 
(c) the amount of entropy produced, in kJ/K. 


12.28 Using the ideal gas model with constant specific heats, 
determine the mixture temperature, in K, for each of two 
cases: 


(a) Initially, 0.6 kmol of О» at 500 К is separated by a 
partition from 0.4 kmol of H; at 300 K in a rigid insulated 
vessel. The partition is removed and the gases mix to obtain 
a final equilibrium state. 

(b) Oxygen (O;) at 500 К and a molar flow rate of 0.6 kmol/s 
enters an insulated control volume operating at steady state 
and mixes with H, entering as a separate stream at 300 K 
and a molar flow rate of 0.4 kmol/s. A single mixed stream 
exits. Kinetic and potential energy effects can be ignored. 


12.29 A system consists initially of пд moles of gas A at 
pressure p and temperature Т and пр moles of gas B separate 
from gas A but at the same pressure and temperature. The 
gases are allowed to mix with no heat or work interactions 
with the surroundings. The final equilibrium pressure and 
temperature are p and T, respectively, and the mixing occurs 
with no change in total volume. 


(a) Assuming ideal gas behavior, obtain an expression for 
the entropy produced in terms of R, n4, and ив. 

(b) Using the result of part (a), demonstrate that the entropy 
produced has a positive value. 

(c) Would entropy be produced when samples of the same 
gas at the same temperature and pressure mix? Explain. 


12.30 Carbon dioxide (CO;) at 197°C, 2 bar enters a chamber 
at steady state with a molar flow rate of 2 kmol/s and mixes 
with nitrogen (№) entering at 27°C, 2 bar with а molar flow 
rate of 1 kmol/s. Heat transfer from the mixing chamber 
occurs at an average surface temperature of 127°C. A single 
stream exits the mixing chamber at 127°C, 2 bar and passes 
through a duct, where it cools at constant pressure to 422С 
through heat transfer with the surroundings at 27°С. Kinetic 
and potential energy effects can be ignored. Determine the 
rates of heat transfer and exergy destruction, each in kW, for 
control volumes enclosing 


(a) the mixing chamber only. 

(b) the mixing chamber and enough of the nearby 
surroundings that heat transfer occurs at 27°С. 

(c) the duct and enough of the nearby surroundings that 
heat transfer occurs at 27°С. 


Let Ту = 27°С. 


12.31 Two kg of N, at 450 К, 7 bar is contained in a rigid tank 
connected by a valve to another rigid tank holding 1 kg of 
О» at 300 К, 3 bar. The valve is opened and gases are allowed 
to mix, achieving an equilibrium state at 370 K. Determine 


(a) the volume of each tank, in m°. 


(b) the final pressure, in bar. 

(c) the heat transfer to or from the gases during the process, 
in kJ. 

(d) the entropy change of each gas, in kJ/K. 
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12.32 An insulated tank having a total volume of 60 ft? is 


divided into two compartments. Initially one compartment 
having a volume of 20 ft? contains 4 Ib of carbon monoxide 
(CO) at 500°F and the other contains 0.8 Ib of helium (He) 
at 60°F. The gases are allowed to mix until an equilibrium 
state is attained. Determine 


(a) the final temperature, in °F. 
(b) the final pressure, in Ibf/in? 
(c) the exergy destruction, in Btu, for Ту = 60°F. 


12.33 A rigid insulated tank has two compartments. Initially 


one compartment is filled with 2.0 lbmol of argon at 150°F, 
50 Ibf/in? and the other is filled with 0.7 Ibmol of helium at 
O°F, 15 Ibf/n? The gases are allowed to mix until an 
equilibrium state is attained. Determine 


(a) the final temperature, in °F. 
(b) the final pressure, in atm. 
(c) the amount of entropy produced, in Btu/^R. 


12.34 A device is being designed to separate a natural gas 


having a molar analysis of 94% СН, and 6% C,H, into 
components. The device will receive natural gas at 20°С, 
1 atm with a volumetric flow rate of 100 m/s. Separate 
streams of СН, and СН will exit, each at 20°С, 1 atm. The 
device will operate isothermally at 20°С. Ignoring kinetic 
and potential energy effects and assuming ideal gas behavior, 
determine the minimum theoretical work input required at 
steady state, in kW. 


12.35 Air at 50°С, 1 atm and a volumetric flow rate of 60 m?/ 


min enters an insulated control volume operating at steady 
state and mixes with helium entering as a separate stream 
at 120°C, 1 atm and a volumetric flow rate of 25 m?/min. A 
single mixed stream exits at 1 atm. Ignoring kinetic and 
potential energy effects, determine for the control volume 


(a) the temperature of the exiting mixture, in °С. 
(b) the rate of entropy production, in kW/K. 
(c) the rate of exergy destruction, in kW, for 70 — 295 K. 


12.36 Argon (Ar), at 300 K, 1 bar with a mass flow rate of 


1 kg/s enters the insulated mixing chamber shown in Fig. 
P12.36 and mixes with carbon dioxide (CO;) entering as a 
separate stream at 575 K, 1 bar with a mass flow rate of 
0.5 kg/s. The mixture exits at 1 bar. Assume ideal gas behavior 
with k = 1.67 for Ar and k = 1.25 for CO). For steady-state 
operation, determine 


== Insulation 
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(a) the molar analysis of the exiting mixture. 
(b) the temperature of the exiting mixture, in K. 
(c) the rate of entropy production, in kW/K. 


12.37 Carbon dioxide (CO) at 100°F, 18 Ibf/in? and а 
volumetric flow rate of 250 ft/min enters an insulated 
control volume operating at steady state and mixes with 
oxygen (O») entering as a separate stream at 190°F, 18 Ibf/ 
in.? and a mass flow rate of 60 Ib/min. A single mixed stream 
exits at 15 Ibf/in? Kinetic and potential energy effects can 
be ignored. Using the ideal gas model with constant specific 
heats, determine for the control volume 


(a) the temperature of the exiting mixture, in °F. 
(b) the rate of entropy production, іп Btu/min-^R. 
(с) the rate of exergy destruction, іп Btu/min, for Ty = 40°F. 


12.38 Air at 77°С, 1 bar, and a molar flow rate of 0.1 kmol/s 
enters an insulated mixing chamber operating at steady state 
and mixes with water vapor entering at 277°С, 1 bar and a 
molar flow rate of 0.3 kmol/s. The mixture exits at 1 bar. 
Kinetic and potential energy effects can be ignored. For the 
chamber, determine 


(a) the temperature of the exiting mixture, in °С. 
(b) the rate of entropy production, in kW/K. 


12.39 A gas mixture required in an industrial process is 
prepared by first allowing carbon monoxide (CO) at 80°F, 
18 Ibf/in.? to enter an insulated mixing chamber operating at 
steady state and mix with argon (Ar) entering at 380°F, 
18 Ibf/in? The mixture exits the chamber at 140°F, 16 Ibf/in.? 
and is then allowed to expand in a throttling process through 
a valve to 14.7 Ibf/in? Determine 


(a) the mass and molar analyses of the mixture. 

(b) the temperature of the mixture at the exit of the valve, in °F. 
(c) the rates of exergy destruction for the mixing chamber 
and the valve, each in Btu per lb of mixture, for Ty = 40°F. 


Kinetic and potential energy effects can be ignored. 


"sen Helium at 400 K, 1 bar enters an insulated mixing 


chamber operating at steady state, where it mixes with argon 
entering at 300 K, 1 bar. The mixture exits at a pressure of 
1 bar. If the argon mass flow rate is x times that of helium, 
plot versus x 


(a) the exit temperature, in K. 
(b) the rate of exergy destruction within the chamber, in kJ 
per kg of helium entering. 


Kinetic and potential energy effects can be ignored. Let 
Т) - 300 K. 


12.41 Hydrogen (H2) at 77°C, 4 bar enters an insulated 
chamber at steady state, where it mixes with nitrogen (№) 
entering as a separate stream at 277°C, 4 bar. The mixture 
exits at 3.8 bar with the molar analysis 75% H5, 25% №. 
Kinetic and potential energy effects can be ignored. 
Determine 


(а) the temperature of the exiting mixture, in °С. 
(b) the rate at which entropy is produced, in КУК per kmol 
of mixture exiting. 


р 12.42 An insulated, rigid tank initially contains 1 kmol of argon 


(Ar) at 300 K, 1 bar. The tank is connected by a valve to a 
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large vessel containing nitrogen (N;) at 500 K, 4 bar. A 
quantity of nitrogen flows into the tank, forming an argon- 
nitrogen mixture at temperature Т and pressure p. Plot 7, in 
K, and p, in bar, versus the amount of N, within the tank, in 
kmol. 


12.43 A stream of oxygen (O;) at 100°F, 2 atm enters an 
insulated chamber at steady state with a mass flow rate of 
1 Ib/min and mixes with a stream of air entering separately 
at 200°F, L5 atm with a mass flow rate of 2 Ib/min. The 
mixture exits at a pressure of 1 atm. Kinetic and potential 
energy effects can be ignored. On the basis of constant 
specific heats, determine 


(a) the temperature of the exiting mixture, in ^F. 
(b) the rate of exergy destruction, in Btu/min, for Ty = 40°F. 


12.44 A device is being designed to separate into components 
a natural gas consisting of CH, and C,H, in which the mole 
fraction of C2H6, denoted by y, may vary from 0.05 to 0.50. 
The device will receive natural gas at 20°С, 1 atm with а 
volumetric flow rate of 100 m?/s. Separate streams of CH, 
and СН will exit, each at 20°C, 1 atm. Heat transfer 
between the device and its surroundings occurs at 20°С. 
Ignoring kinetic and potential energy effects, plot versus y 
the minimum theoretical work input required at steady 
state, in kW. 


Exploring Psychrometric Principles 


12.45 A water pipe at 5°С runs above ground between two 
buildings. The surrounding air is at 35°С. What is the 
maximum relative humidity the air can have before 
condensation occurs on the pipe? 


12.46 The inside temperature of a wall in a dwelling is 16°С. 
If the air in the room is at 219С, what is the maximum 
relative humidity the air can have before condensation 
occurs on the wall? 


12.47 A lecture hall having a volume of 10° ft? contains air at 
80°F, 1 atm, and а humidity ratio of 0.01 Ib of water vapor 
per Ib of dry air. Using the appropriate equations, determine 


(a) the relative humidity. 
(b) the dew point temperature, in °F. 
(c) the mass of water vapor contained in the room, in lb. 


12.48 A large room contains moist air at 30°С, 102 kPa. The 
partial pressure of water vapor is 1.5 kPa. Determine 


(a) the relative humidity. 

(b) the humidity ratio, in kg(vapor) per kg(dry air). 

(c) the dew point temperature, in °C. 

(d) the mass of dry air, in kg, if the mass of water vapor is 
10 kg. 


12.49 To what temperature, in ^C, must moist air with a 
humidity ratio of 5 x 1077 kg(vapor) per kg(dry air) be 
cooled at a constant pressure of 2 bar to become saturated 
moist air? 

12.50 A fixed amount of air initially at 14.5 Ibf/in.?, 80°F, and 
a relative humidity of 50% is compressed isothermally until 


condensation of water begins. Determine the pressure of the 
mixture at the onset of condensation, in Ibf/in.? 
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Fig. P12.47 


12.51 As shown in Fig. P12.51, moist air at 30°С, 2 bar, and 
50% relative humidity enters a heat exchanger operating at 
steady state with a mass flow rate of 600 kg/h and is cooled 
at constant pressure to 20°С. Ignoring kinetic and potential 
energy effects, determine the rate of heat transfer from the 
moist air stream, in kJ/h. 


m, - 600 kg/h 






T, = 30°С 1 

pı = 2 bar 

ф, = 50% Т» = 20°С 
| ———————————— | рә = 2 баг 

Fig. P12.51 


12.52 Two pounds of moist air initially at 100°F, 1 atm, 40% 
relative humidity is compressed isothermally to 4 atm. If 
condensation occurs, determine the amount of water 
condensed, in lb. If there is no condensation, determine the 
final relative humidity. 


12.53 A closed, rigid tank having a volume of 3 m? contains 
moist air in equilibrium with liquid water at 80°C. The 
respective masses present initially are 10.4 kg of dry air, 
0.88 kg of water vapor, and 0.17 kg of liquid water. If the 
tank contents are heated to 160°C, determine 


(a) the final pressure, in bar. 
(b) the heat transfer, in kJ. 


12.54 Air at 12?C, 1 atm, and 40% relative humidity enters a 
heat exchanger with a volumetric flow rate of 1 т?/5. A 


separate stream of dry air enters at 280°C, 1 atm with a mass 
flow rate of 0.875 kg/s and exits at 220°C. Neglecting heat 
transfer between the heat exchanger and its surroundings, 
pressure drops of each stream, and kinetic and potential 
energy effects, determine 


(а) the temperature of the exiting moist air, in “С. 
(b) the rate of exergy destruction, in kW, for Ty = 12°С. 


12.55 Solve Problem 12.47 using the psychrometric chart, 
Fig. A-9E. 


12.56 A mixture of nitrogen and water vapor а! 200°Е, 1 atm 
has the molar analysis 80% М;, 20% water vapor. If the 
mixture is cooled at constant pressure, determine the 
temperature, in °F, at which water vapor begins to 
condense. 


12.57 A system consisting initially of 0.5 m? of air at 35°С, 
1 bar, and 70% relative humidity is cooled at constant 
pressure to 29°С. Determine the work and heat transfer for 
the process, each in kJ. 


12.58 Moist air initially at 125°C, 4 bar, and 50% relative 
humidity is contained in a 2.5-m? closed, rigid tank. The tank 
contents are cooled. Determine the heat transfer, in kJ, if the 
final temperature in the tank is (a) 110?C, (b) 30°С. 


12.59 A closed, rigid tank initially contains 0.5 m? of moist air 
in equilibrium with 0.1 m? of liquid water at 80°С and 
0.1 MPa. If the tank contents are heated to 200°C, determine 


(a) the final pressure, in MPa. 
(b) the heat transfer, in kJ. 
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12.60 Air at 30°C, 1.05 bar, and 80% relative humidity enters 
a dehumidifier operating at steady state. Moist air exits at 
15°С, 1 bar, and 95% relative humidity. Condensate exits in 
a separate stream at 15°С. A refrigerant flows through the 
cooling coil of the dehumidifier with an increase in its 
specific enthalpy of 100 kJ per kg of refrigerant flowing. 
Heat transfer between the humidifier and its surroundings 
and kinetic and potential energy effects can be ignored. 
Determine the refrigerant flow rate, in kg per kg of dry air. 


12.61 Gaseous combustion products with the molar analysis of 
15% СО;,25% H,O, 60% №, enter an engine's exhaust pipe 
at 1100?F, 1 atm and are cooled as they pass through the 
pipe, to 125°F, 1 atm. Determine the heat transfer at steady 
state, in Btu per lb of entering mixture. 


| 12.62 Air at 60°F, 14.7 Ibf/in?, and 75% relative humidity 


enters an insulated compressor operating at steady state and 
is compressed to 100 Ibf/in? The isentropic compressor 
efficiency is ne 


(a) For т, = 0.8, determine the temperature, in °R, of the 
exiting air, and the work input required and the exergy 
destruction, each in Btu per lb of dry air flowing. Let 
Ty = 520°R. 

(b) Plot each of the quantities determined in part (a) versus 
те ranging from 0.7 to 1.0. 


12.63 Dry air enters a device operating at steady state at 27°C, 
2 bar with a volumetric flow rate of 300 m?/min. Liquid 
water is injected and a moist air stream exits at 15°C, 2 bar, 
and 91% relative humidity. Determine 


(a) the mass flow rate at the exit, in kg/min. 
(b) the temperature, in °C, of the liquid water injected into 
the air stream. 


Ignore heat transfer between the device and its surroundings 
and neglect kinetic and potential energy effects. 


12.64 A closed, rigid tank having a volume of 1 m? contains a 
mixture of carbon dioxide (CO;) and water vapor at 75°С. 
The respective masses are 12.3 kg of carbon dioxide and 
0.05 kg of water vapor. If the tank contents are cooled to 
20°С, determine the heat transfer, in kJ, assuming ideal gas 
behavior. 


12.65 At steady state, moist air at 29°С, 1 bar, and 50% relative 
humidity enters a device with a volumetric flow rate of 13 m/s. 
Liquid water at 40*C is sprayed into the moist air with a 
mass flow rate of 22 kg/s. The liquid water that does not 
evaporate into the moist air stream is drained and flows to 
another device at 26°С with a mass flow rate of 21.55 kg/s. 
A single moist air stream exits at 1 bar. Determine the 
temperature and relative humidity of the moist air stream 
exiting. Ignore heat transfer between the device and its 
surroundings and kinetic and potential energy effects. 


12.66 Air enters a compressor operating at steady state at 
50°С, 0.9 bar, 70% relative humidity with a volumetric flow 
rate of 0.8 m?/s. The moist air exits the compressor at 195°C, 
1.5 bar. Assuming the compressor is well insulated, determine 


(a) the relative humidity at the exit. 
(b) the power input, in kW. 
(c) the rate of entropy production, in kW/K. 
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12.67 Moist air enters a control volume operating at steady 


state with a volumetric flow rate of 3500 ft?/min. The moist 
air enters at 120°F, 1.2 atm, and 75% relative humidity. Heat 
transfer occurs through a surface maintained at 50?F. 
Saturated moist air and condensate exit the control volume, 
each at 68°F. Assuming W,, = 0, and kinetic and potential 
energy effects are negligible, determine 


(a) the mass flow rate of condensate, in lb/min. 

(b) the rate of heat transfer, in Btu/min. 

(c) the rate of entropy production, in Btu/°R - min. 

(d) the rate of exergy destruction, in Btu/min, for 70 = 50°F. 


12.68 Moist air at 15?C, 1.3 atm, 63% relative humidity and a 


volumetric flow rate of 770 m?/h enters a control volume at 
steady state and flows along a surface maintained at 187°C, 
through which heat transfer occurs. Liquid water at 15°С is 
injected at a rate of 7 kg/h and evaporates into the flowing 
stream. For the control volume, Wa = 0, and kinetic and 
potential energy effects are negligible. If moist air exits at 
45°С, 1.3 atm, determine 


(a) the rate of heat transfer, in kW. 
(b) the rate of entropy production, in kW/K. 


12.69 Using Eq. 12.48, determine the humidity ratio and 


relative humidity for each case below. 


(a) The dry-bulb and wet-bulb temperatures in a conference 
room at 1 atm are 24 and 16°С, respectively. 

(b) The dry-bulb and wet-bulb temperatures in a factory 
space at 1 atm are 75 and 60°F, respectively. 

(c) Repeat parts (a) and (b) using the psychrometric chart. 
(d) Repeat parts (a) and (b) using Interactive Thermodynamics: 
IT: 


12.70 Using the psychrometric chart, Fig. A-9, determine 


(a) the relative humidity, the humidity ratio, and the specific 
enthalpy of the mixture, in kJ per kg of dry air, corresponding 
to dry-bulb and wet-bulb temperatures of 30 and 25°C, 
respectively. 

(b) the humidity ratio, mixture specific enthalpy, and wet- 
bulb temperature corresponding to a dry-bulb temperature 
of 30°C and 60% relative humidity. 

(c) the dew point temperature corresponding to dry-bulb 
and wet-bulb temperatures of 30 and 20°C, respectively. 

(d) Repeat parts (a)-(c) using Interactive Thermodynamics: IT. 


12.71 Using the psychrometric chart, Fig. A-9E, determine 


(a) the dew point temperature corresponding to dry-bulb 
and wet-bulb temperatures of 80 and 70°F, respectively. 

(b) the humidity ratio, the specific enthalpy of the mixture, 
in Btu per Ib of dry air, and the wet-bulb temperature 
corresponding to a dry-bulb temperature of 80°F and 70% 
relative humidity. 

(c) the relative humidity, humidity ratio, and mixture specific 
enthalpy corresponding to dry-bulb and  wet-bulb 
temperatures of 80 and 65°F, respectively. 

(d) Repeat parts (a)-(c) using Interactive Thermodynamics: IT. 


12.72 A fixed amount of air initially at 52°С, 1 atm, and 10% 


relative humidity is cooled at constant pressure to 15°С. 
Using the psychrometric chart, determine whether 
condensation occurs. If so, evaluate the amount of water 


с. 


condensed, in kg per kg of dry air. If there is no condensation, 
determine the relative humidity at the final state. 


12.73 A fan within an insulated duct delivers moist air at the 


duct exit at 35?C, 50% relative humidity, and a volumetric 
flow rate of 0.4 m/s. At steady state, the power input to the 
fan is 17 kW. The pressure in the duct is nearly 1 atm 
throughout. Using the psychrometric chart, determine the 
temperature, in ^C, and relative humidity at the duct inlet. 


12.74 The mixture enthalpy per unit mass of dry air, in 


kJ/kg(a), represented on Fig. A-9 can be approximated 
closely from the expression 


H 
— = 1.005 T(°C) + «[2501.7 + 1.82 T(*C)] 
Ma 
When using Fig. A-9E, the corresponding expression, in Btu/ 
Ib(a), is 
H 
— = 024 ТЕ) + «|1061 + 0.444 Т(?Е)| 
Ma 


Noting all significant assumptions, develop the above 
expressions. 


Considering Air-Conditioning Applications 


12.75 Each case listed gives the dry-bulb temperature and 


relative humidity of the moist air stream entering an air- 
conditioning system: 


(a) 40°С, 60% 
(b) 20°С, 65% 
(с) 32°С, 45% 
(4) 13%С, 30% 
(е) 30°С, 35% 


The condition of the moist air stream exiting the system 
must satisfy these constraints: 232 Та =28"С, 4546096. In 
each case, develop a schematic of equipment and process 
from Sec. 12.8 that would achieve the desired result. The 
processes might include combinations of cooling, 
dehumidification, heating, and humidification. Sketch the 
process on a psychrometic chart. 





12.76 Moist air enters a device operating at steady state at 


1 atm with a dry-bulb temperature of 55°С and a wet-bulb 
temperature of 25°С. Liquid water at 20°С is sprayed into the 
air stream, bringing it to 40°С, 1 atm at the exit. Determine 


(a) the relative humidities at the inlet and exit. 
(b) the rate that liquid water is sprayed into the air stream, 
in kg per kg of dry air. 


12.77 Air at 1 atm with dry-bulb and wet-bulb temperatures 


of 82 and 68°Е, respectively, enters a duct with a mass flow 
rate of 10 lb/min and is cooled at essentially constant 
pressure to 62°F. For steady-state operation and negligible 
kinetic and potential energy effects, determine 


(a) the relative humidity at the duct inlet. 

(b) the rate of heat transfer, in Btu/min. 

(c) Check your answers using data from the psychrometric 
chart. 

(d) Check your answers using /nteractive Thermodynamics: 
IT. 
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12.78 Air at 35°C, 1 atm, and 50% relative humidity enters a 


dehumidifier operating at steady state. Saturated moist air 
and condensate exit in separate streams, each at 15°C. 
Neglecting kinetic and potential energy effects, determine 


(a) the heat transfer from the moist air, in kJ per kg of dry air. 
(b) the amount of water condensed, in kg per kg of dry air. 
(c) Check your answers using data from the psychrometric 
chart. 

(d) Check your answers using Interactive Thermodynamics: IT. 


12.79 Air at 80°F, 1 atm, and 70% relative humidity enters a 


dehumidifier operating at steady state with a mass flow rate 
of 1 16/5. Saturated moist air and condensate exit in separate 
streams, each at 50°F. Neglecting kinetic and potential energy 
effects, determine 


(a) the rate of heat transfer from the moist air, in tons. 

(b) the rate water is condensed, in 1b/s. 

(c) Check your answers using data from the psychrometric 
chart. 

(d) Check your answers using Interactive Thermodynamics: 
IT. 


12.80 Moist air at 28°C, 1 bar, and 50% relative humidity flows 


through a duct operating at steady state. The air is cooled at 
essentially constant pressure and exits at 20°C. Determine 
the heat transfer rate, in kJ per kg of dry air flowing, and 
the relative humidity at the exit. 


12.81 An air conditioner operating at steady state takes in 


moist air at 28°C, 1 bar, and 70% relative humidity. The 
moist air first passes over a cooling coil in the dehumidifier 
unit and some water vapor is condensed. The rate of heat 
transfer between the moist air and the cooling coil is 11 tons. 
Saturated moist air and condensate streams exit the 
dehumidifier unit at the same temperature. The moist air 
then passes through a heating unit, exiting at 24°C, 1 bar, 
and 40% relative humidity. Neglecting kinetic and potential 
energy effects, determine 


(a) the temperature of the moist air exiting the dehumidifier 
unit, in °C. 

(b) the volumetric flow rate of the air entering the air 
conditioner, in m?/min. 

(c) the rate water is condensed, in kg/min. 

(d) the rate of heat transfer to the air passing through the 
heating unit, in kW. 


12.82 Figure P12.82 shows a compressor followed by an 


aftercooler. Atmospheric air at 14.7 Ibf/in2, 90°F, and 75% 
relative humidity enters the compressor with a volumetric 
flow rate of 100 ft?/min. The compressor power input is 15 hp. 
The moist air exiting the compressor at 100 Ibf/in.?, 400°F 
flows through the aftercooler, where it is cooled at constant 
pressure, exiting saturated at 100°F. Condensate also exits 
the aftercooler at 100°Е. For steady-state operation and 
negligible kinetic and potential energy effects, determine 


(a) the rate of heat transfer from the compressor to its 
surroundings, in Btu/min. 

(b) the mass flow rate of the condensate, in Ib/min. 

(c) the rate of heat transfer from the moist air to the 
refrigerant circulating in the cooling coil, in tons of 
refrigeration. 


с. 


с. 
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Refrigerant circulating 
in a cooling coil 










Т, = 4009F 
рз = 100 Ibf/in.? 
2 


Air—water vapor 


mixture 
Та = 100°F 
фз = 100% 


+ = 100 Ibf/in.? 
Saturated Ps 
liquid at 100?F 


Power in Heat 
=> transfer to 
15 hp the surroundings 


Atmospheric air, 
М 100 ft/min at T, = 90°F, 
ф = 7596, p, = 14.7 Ibf/in? 


Fig. P12.82 


12.83 Outside air at 50°F, 1 atm, and 40% relative humidity 
enters an air-conditioning device operating at steady state. 
Liquid water is injected at 45?F and a moist air stream exits 
with a volumetric flow rate of 1000 ft?/min at 90°F, 1 atm 
and a relative humidity of 40%. Neglecting kinetic and 
potential energy effects, determine 


(a) the rate water is injected, in Ib/min. 
(b) the rate of heat transfer to the moist air, in Btu/h. 


12.84 Figure P12.84 shows a steam-spray humidification device 
at steady state. Heat transfer between the device and its 
surroundings can be ignored, as can kinetic and potential 
energy effects. Determine the rate of exergy destruction, in 
Btu/min, for Ty = 95°F. 


Saturated water 
vapor, m, = 1.404 Ib/min 
T=230°F 





та = 400 Ib/min > m, = 400 Ib/min 


1 Т = 95°Е —r- 7-95.3%Е 
p= latm —== p-latm 3 
æ = 0.01406 > æ = 0.01757 








Fig. P12.84 


| 12.85 Moist air at 95°F, 1 atm, and a relative humidity of 30% 
enters a steam-spray humidification device operating at steady 
state with a volumetric flow rate of 5700 ft?/min. Saturated 
water vapor at 230°F is sprayed into the moist air, which then 
exits the device at a relative humidity of 50%. Heat transfer 
between the device and its surroundings can be ignored, as 
can kinetic and potential energy effects. Determine 


(а) the temperature of the exiting moist air stream, in °F. 
(b) the rate at which steam is injected, in lb/min. 


12.86 For the steam-spray humidifier in Problem 12.85, determine 


the exergy destruction rate, in Btu/min. Let 70 = 95°Е. 


12.87 Atmospheric air having dry-bulb and wet-bulb 


temperatures of 33 and 29°С, respectively, enters a well- 
insulated chamber operating at steady state and mixes with 
air entering with dry-bulb and wet-bulb temperatures of 16 
and 12°С, respectively. The volumetric flow rate of the lower 
temperature stream is twice that of the other stream. A 
single mixed stream exits. Determine for the exiting stream 


(a) the relative humidity. 
(b) the temperature, in С. 


Pressure is uniform throughout at 1 atm. Neglect kinetic and 
potential energy effects. 


12.88 Moist air at 27°С, 1 atm, and 50% relative humidity 


enters an evaporative cooling unit operating at steady state 
consisting of a heating section followed by a soaked pad 
evaporative cooler operating adiabatically. The air passing 
through the heating section is heated to 45°С. Next, the air 
passes through a soaked pad exiting with 5096 relative 
humidity. Using data from the psychrometric chart, determine 


(a) the humidity ratio of the entering moist air mixture, in 
kg(vapor) per kg(dry air). 

(b) the rate of heat transfer to the moist air passing through 
the heating section, in kJ per kg of mixture. 

(c) the humidity ratio and temperature, in “С, at the exit of 
the evaporative cooling section. 


12.89 At steady state, a stream consisting of 650 ft*/min of air 


at 55°F, 1 atm, 20% relative humidity is mixed adiabatically 
with a stream consisting of 900 ft/min of air at 75°F, 1 atm, 
80% relative humidity. A single mixed stream exits at 1 atm. 
Neglect kinetic and potential energy effects. Determine for 
the exiting stream 


(a) the relative humidity. 
(b) the temperature, in °F. 


12.90 At steady state, moist air is to be supplied to a classroom 


at a specified volumetric flow rate and temperature T. Air 
is removed from the classroom in a separate stream at a 
temperature of 27°С and 50% relative humidity. Moisture is 
added to the air in the room from the occupants at a rate of 
4.5 kg/h. The moisture can be regarded as saturated vapor 
at 33°С. Heat transfer into the occupied space from all 
sources is estimated to occur at a rate of 34,000 kJ/h. The 
pressure remains uniform at 1 atm. 


(a) For a supply air volumetric flow rate of 40 m?/min, 
determine the supply air temperature T, in °С, and the 
relative humidity. 

(b) Plot the supply air temperature, in °С, and relative 
humidity, each versus the supply air volumetric flow rate 
ranging from 35 to 90 m?/min. 


12.91 At steady state, a device for heating and humidifying air 


has 250 ft/min of air at 40°F, 1 atm, and 80% relative 
humidity entering at one location, 1000 ft/min of air at 60°F, 
1 atm, and 80% relative humidity entering at another 
location, and liquid water injected at 55?F. A single moist air 
stream exits at 85°Е, 1 atm, and 35% relative humidity. Using 
data from the psychrometric chart, Fig. A-9E, determine 


(a) the rate of heat transfer to the device, in Btu/min. 
(b) the rate at which liquid water is injected, in Ib/min. 


Neglect kinetic and potential energy effects. 


12.92 Air at 35°С, 1 bar, and 10% relative humidity enters an 
evaporative cooler operating at steady state. The volumetric 
flow rate of the incoming air is 50 m*/min. Liquid water at 
20°С enters the cooler and fully evaporates. Moist air exits 
the cooler at 25°С, 1 bar. If there is no significant heat 
transfer between the device and its surroundings, determine 


(a) the rate at which liquid enters, in kg/min. 
(b) the relative humidity at the exit. 
(с) the rate of exergy destruction, in kJ/min, for 70 = 20°С. 


Neglect kinetic and potential energy effects. 


12.93 Using Eqs. 12.56, show that 





tg?) 


оз) 


©з — оз _ (has сћуз) (ha 
(ha о) (has 


Employ this relation to demonstrate on a psychrometric 
chart that state 3 of the mixture lies on a straight line 
connecting the initial states of the two streams before mixing. 


n. 12.94 For the adiabatic mixing process in Example 12.14, plot 
^ the exit temperature, in °C, versus the volumetric flow rate 
of stream 2 ranging from 0 to 1400 m?/min. Discuss the plot 

as (AV), goes to zero and as (АУ); becomes large. 


та 














то 1 — өз 


12.95 A stream consisting of 35 m/min of moist air at 14°C, 
1 atm, 8096 relative humidity mixes adiabatically with a 
stream consisting of 80 m?/min of moist air at 40°С, 1 atm, 
4096 relative humidity, giving a single mixed stream at 1 atm. 
Using the psychrometric chart together with the procedure 
of Problem 12.93, determine the relative humidity and 
temperature, in °C, of the exiting stream. 


12.96 At steady state, a stream of air at 56°Е, 1 atm, 50% 
relative humidity is mixed adiabatically with a stream of air 
at 100°F, 1 atm, 80% relative humidity. The mass flow rate of 
the higher-temperature stream is twice that of the other 
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stream. A single mixed stream exits at 1 atm. Using the result 
of Problem 12.74, determine for the exiting stream 


(a) the temperature, in ^F. 
(b) the relative humidity. 


Neglect kinetic and potential energy effects. 


12.97 At steady state, moist air at 42°С, 1 atm, 30% relative 
humidity is mixed adiabatically with a second moist air 
stream entering at 1 atm. The mass flow rates of the two 
streams are the same. A single mixed stream exits at 29°С, 
1 atm, 40% relative humidity with a mass flow rate of 2 kg/s. 
Kinetic and potential energy effects are negligible. For the 
second entering moist air stream, determine, using data from 
the psychrometric chart, 


(a) the relative humidity. 
(b) the temperature, іп С. 


12.98 Figure P12.98 shows two options for conditioning 
atmospheric air at steady state. In each case, air enters at 
15°С, 1 atm, and 20% relative humidity with a volumetric 
flow rate of 150 m/min and exits at 30°C, 1 atm, and 40% 
relative humidity. One method conditions the air by injecting 
saturated water vapor at 1 atm. The other method allows the 
entering air to pass through a soaked pad replenished by 
liquid water entering at 20°С. The moist air stream is then 
heated by an electric resistor. For Т) = 288 K, which of the 
two options is preferable from the standpoint of having less 
exergy destruction? Discuss. 


12.99 Air at 30°С, 1 bar, 50% relative humidity enters an 
insulated chamber operating at steady state with a mass flow 
rate of 3 kg/min and mixes with a saturated moist air stream 
entering at 5°C, 1 bar with a mass flow rate of 5 kg/min. A 
single mixed stream exits at 1 bar. Determine 


(a) the relative humidity and temperature, in “С, of the 
exiting stream. 
(b) the rate of exergy destruction, in kW, for Tọ = 20°C. 


Neglect kinetic and potential energy effects. 


Saturated water vapor at 1 atm 























3 

А | І 
Air | l Option A 
Ту = 15°С = 288 К 11 | 2 T, = 30°С 
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Е | І 
Air | | Option B 
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Fig. P12.98 
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12.100 Figure P12.100 shows a device for conditioning moist 


air entering at 5°C, 1 atm, 90% relative humidity, and a 
volumetric flow rate of 60 m?/min. The incoming air is first 
heated at essentially constant pressure to 24°С. Superheated 
steam at 1 atm is then injected, bringing the moist air stream 
to 25°С, 1 atm, and 45% relative humidity. Determine for 
steady-state operation 


(a) the rate of heat transfer to the air passing through the 
heating section, in kJ/min. 
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Analyzing Cooling Towers 


12.103 In the condenser of a power plant, energy is discharged 


by heat transfer at a rate of 836 MW to cooling water that 
exits the condenser at 40°С into a cooling tower. Cooled 
water at 20°С is returned to the condenser. Atmospheric air 
enters the tower at 25°С, 1 atm, 35% relative humidity. Moist 
air exits at 35°С, 1 atm, 90% relative humidity. Makeup 
water is supplied at 20°С. For operation at steady state, 
determine the mass flow rate, in kg/s, of 


(b) the mass flow rate of the injected steam, in kg/min. 

(c) If the injected steam expands through a valve from a 
saturated vapor condition at the valve inlet, determine the 
inlet pressure, in bar. 


(a) the entering atmospheric air. 
(b) the makeup water. 


Ignore kinetic and potential energy effects. 


Neglect kinetic and potential energy effects. 12.104 Liquid water at 100°F enters a cooling tower operating 
at steady state, and cooled water exits the tower at 80°F. Data 
for the various streams entering and exiting the tower are 


shown in Fig. P12.104. No makeup water is provided. Determine 


Superheated steam at 1 atm 


|, 


Valve 


Heat transfer (a) the mass flow rate of the entering atmospheric air, in Ib/h. 


(b) the rate at which water evaporates, in Ib/h. 
(c) the mass flow rate of the exiting liquid stream, in Ib/h. 
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12.101 A stream of air (stream 1) at 60°Е, 1 atm, 30% relative T, = 70°Е 
humidity is mixed adiabatically with a stream of air (stream 2) A = : ^e 
1 = 40% 


at 90°F, 1 atm, 80% relative humidity. A single stream (stream 3) 4 — dimid | 
аша water at 


exits the mixing chamber at temperature Т; and 1 atm. Assume T, = 80°F 
steady state and ignore kinetic and potential energy effects. | | 7 
Letting r denote ће ratio of air mass flow rates m,,/m . 

е ші шы Fig. P12.104 

















(a) determine 73, in °F, for r = 2. 
(b) plot 73, in °F, versus r ranging from 0 to 10. 


12.102 Figure P12.102 shows the adiabatic mixing of two 
moist-air streams at steady state. Kinetic and potential 
energy effects are negligible. Determine the rate of exergy 
destruction, in Btu/min, for 70 = 95°Е. 


с. 


12.105 Liquid water at 120°F enters a cooling tower operating 
at steady state with a mass flow rate of 140 Ib/s. Atmospheric 
air enters at 80°Е, 1 atm, 30% relative humidity. Saturated 
air exits at 100°Е, 1 atm. Makeup water is not provided. 
Determine the mass flow rate of dry air required, in Ib/h, if 
cooled water exits the tower at (a) 80°F and (b) 60°F. Ignore 


kinetic and potential energy effects. 
(AV) = 3000 ft?/min 


T = 85°Е 12.106 Liquid water at 100°F and a volumetric flow rate off 
p= latm 200 gal/min enters a cooling tower operating at steady state. ~ 
ф - 50% 


Atmospheric air enters at 1 atm with a dry-bulb temperature 
of 80°F and а wet-bulb temperature of 60°F. Moist air exits 
the cooling tower at 90°F and 90% relative humidity. Makeup 
water is provided at 80°F. Plot the mass flow rates of the dry 
air and makeup water, each in lb/min, versus return water 
temperature ranging from 80 to 100?F. Ignore kinetic and 
potential energy effects. 





12.107 Liquid water enters a cooling tower operating at steady 
state at 40°C with a mass flow rate of 10° kg/h. Cooled water 





(AV) = 2500 ft?/min 


Т = 125°Е at 25°С exits the cooling tower at the same mass flow rate. 
p = 1 atm Makeup water is supplied at 23°С. Atmospheric air enters 
Typ = 80°F the tower at 30°C, 1 bar, 35% relative humidity. A saturated 


Fig. P12.102 


moist air stream exits at 34°C, 1 bar. Determine 
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(a) the mass flow rates of the dry air and makeup water, 
each in kg/h. 

(b) the rate of exergy destruction within the cooling tower, 
in kW, for 7) = 23°С. 


Ignore kinetic and potential energy effects. 


12.108 Liquid water at 120°F and a volumetric flow rate of 
275 fÜ/min enters a cooling tower operating at steady state. 
Cooled water exits the cooling tower at 90°Е. Atmospheric 


12.1D About half the air we breathe on some airplanes is 
fresh air, and the rest is recirculated. Investigate typical 
equipment schematics for providing a blend of fresh and 
recirculated filtered air to the passenger cabins of commercial 
airplanes. What types of filters are used and how do they 
work? Write a report including at least three references. 


12.2D Identify a campus, commercial, or other building in 
your locale with an air-conditioning system installed 20 or 
more years ago. Critically evaluate the efficacy of the system 
in terms of comfort level provided, operating costs, 
maintenance costs, global warming potential of the refrigerant 
used, and other pertinent issues. On this basis, recommend 
specific system upgrades or a full system replacement, as 
warranted. Present your findings in a PowerPoint presentation. 


12.3D Study the air-conditioning system for one of the 
classrooms you frequent where occupant comfort is 
unsatisfactory and describe the system in detail, including 
the control strategy used. Propose modifications aimed at 
improving occupant satisfaction, including a new heating, 
ventilation, and air conditioning (HVAC) system for the 
room, if warranted. Compare the proposed and existing 
systems in terms of occupant comfort, potential impact on 
productivity, and energy requirements. Detail your findings 
in an executive summary and PowerPoint presentation. 


12.4D Critically evaluate a cooling tower on your campus, or 
nearby, in terms of effectiveness in providing the required 
range of cooled water, operating costs, maintenance costs, and 
other relevant issues. If warranted, recommend cost-effective 
upgrades of the existing cooling tower or alternative cooling 
technologies to achieve the desired level of performance, 
including options for minimizing water loss. Present your 
findings in a report including at least three references. 


12.5D Supermarkets in the United States use air-conditioning 
systems that are usually designed primarily to control 
temperature, and these typically produce a relative humidity 
of about 55%. At this relative humidity, excessive frost and 
condensation can form inside refrigerated display cases, and 
a substantial amount of energy must be expended to avoid 
these problems. Investigate technologies available for 
reducing overall store humidity levels within supermarkets 
to 40-4596, thereby reducing problems associated with frost 
and condensation. Estimate the potential operating cost 
saving associated with such a strategy for a supermarket 
within your locale. Refrigerated display cases with glass-door 
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air enters the tower at 86°F, 1 atm, 35% relative humidity, 
and saturated moist air at 100°F, 1 atm exits the cooling 
tower. Determine 


(a) the mass flow rates of the dry air and the cooled water, 
each in Ib/min. 

(b) the rate of exergy destruction within the cooling tower, 
in Btu/s, for 70 = 77°F. 


Ignore kinetic and potential energy effects. 
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fronts can significantly reduce the refrigeration load. What 
are the associated impacts on the overall store humidity 
level and the occurrence of frost and condensation forming 
within the closed cases? Write a report including sample 
calculations and at least three references. 


12.60 The human body regulates its temperature under 


various relative humidity, pressure, and temperature 
conditions using thermoregulation mechanisms. Explore the 
designs of space suits that are worn inside a spacecraft and 
those worn outside a spacecraft. How are such clothing 
systems designed to provide protection against the harsh 
environment of outer space while maintaining sufficient 
thermal comfort to allow for strenuous physical activity? 
Include in your report at least three references. 


12.7D Phosphorous compounds and zinc are used as additives 


in larger cooling tower systems to control corrosion and 
deposition of solids. Regulations are emerging that will limit 
the use of phosphorous compounds in these systems, 
especially those discharging process water directly to public 
waterways. Write a report explaining how cooling towers are 
maintained. Include relevant chemistry and explore how 
corrosion and deposition are currently controlled. Examine 
emerging regulations and describe ways by which new and 
existing designs will need to be modified to comply with new 
regulations. Include in your report at least three references. 


12.8D Nearly 20 years ago, eight scientists entered Biosphere 


2, located in Oracle, Arizona, for a planned two-year period 
of isolation. The three-acre biosphere had several ecosystems, 
including a desert, tropical rain forest, grassland, and 
saltwater wetlands. It also included species of plants and 
microorganisms intended to sustain the ecosystems. 
According to plan, the scientists would produce their own 
food using intensive organic farming, fish farmed in ponds, 
and a few barnyard animals. Occupants also would breathe 
oxygen produced by the plants and drink water cleansed by 
natural processes. Sunlight and a natural gas-fueled generator 
were to meet all energy needs. Numerous difficulties were 
encountered with the ecosystems and by the scientists, 
including insufficient oxygen, hunger and loss of body 
weight, and animosities among individuals. Study the record 
of Biosphere 2 for lessons that would substantially assist in 
designing a self-sustaining enclosed biosphere for human 
habitation on Mars. Present your results in a report including 
at least three references. 
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Fig. P12.9D 


12.9D In a 2007 study using influenza-infected guinea pigs in 
climate-controlled habitats, researchers investigated the 
aerosol transmission of influenza virus while varying the 
temperature and humidity within the habitats. The research 
showed there were more infections when it was colder and 
drier, and based on this work a significant correlation was 
found between humidity ratio and influenza. (See 
BIOCONNECTIONS on p. 756) For the aerosol transmission 
experiments, guinea pigs were housed within cabinets like 
the one shown in Fig. P12.9D. Each cabinet is fitted with a 
dedicated compressed-air line and an associated compressed- 
air dryer that provides precise and rapid control for the 
cabinet's humidity injection and dehumidification systems. A 
condensate recirculator collects and recycles the condensate 
that forms in the base of the chamber and provides 
continuous, clean, filtered water to the cabinet's humidity 
injection system. The cabinets were placed within an isolated 
room with an ambient temperature of approximately 20°С. 
Experimenters say ambient temperatures in excess of 25°С 
can result in chamber failure. The objective of this project is 
to specify the heating, ventilation, and air conditioning 
(HVAC) system for the room housing the cabinets, assuming 
the room encompasses 500 ft? and houses five environmental 
cabinets with up to eight guinea pigs per cabinet. Each 
cabinet delivers a maximum heat transfer rate of 4000 Btu/h 
to the room. Document your design in a report including a 
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Display panel consists of a 
power switch, refrigeration 
switch (on/off), temperature 
controller, and humidity 
controller 


Air vent 


Guinea pigs housed here 


Five adjustable shelves 
Access port 


Port for condensate drain and capture 
(unit located on back of cabinet) 


minimum of three references that substantiate assumptions 
made during the design process. 


12.10D Building energy use is significant in the United States, 


consuming about 70% of all electricity generated. An 
increase in electricity use of about 5096 is expected by the 
end of the current decade. In response to the adverse impact 
that buildings have on energy use and the environment, in 
1998 the U.S. Green Building Council developed LEED? 
(Leadership in Energy and Environmental Design), a 
certification system aimed at improving the performance of 
buildings across several measures, including energy and 
water use, greenhouse gas emission,and indoor environmental 
quality. Thousands of buildings throughout the world have 
now gained LEED? certification. Identify a newly 
constructed LEED®-certified building on your campus or in 
a nearby locale. Determine the level of LEED? certification 
the building achieves: certified, silver, gold, or platinum. 
Prepare a summary of the building's design, focusing on 
elements incorporated to improve building energy and 
environmental performance and associated costs. Present 
your findings in a written report including at least three 
references. 


12.11D In 2010, the U.S. Department of Energy focused its 


research agenda on innovative technologies to provide 
energy-efficient cooling for buildings and reduce greenhouse 
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gas emissions. Key agenda items include developing the 
following: 


1. Cooling systems using refrigerants with global warming 
potential less than or equal to 1 


2. Air-conditioning systems for warm and humid climates 
that increase the coefficient of performance of ventilation 
air cooling by 50% or more, based on current technology 


3. Hot-climate vapor-compression air-conditioning systems 
that condition recirculated air while increasing the 
coefficient of performance by 50% or more, based on 
current technology 

For one such project supported by the Department of 

Energy, prepare a report that summarizes the project goals 

and objectives, research plan, and expected outcomes. Also 

critically evaluate the feasibility of incorporating the resulting 
technology into existing cooling systems. 


12.12D An air-handling system is being designed for a 40 ft X 
40 ft X 8 ft biological research facility that houses 3000 
laboratory mice. The indoor conditions must be maintained 
at 75°F, 60% relative humidity when the outdoor air 
conditions are 90°F, 70% relative humidity. Develop a 
preliminary design of an air-conditioning and distribution 
system that satisfies National Institutes of Health (NIH) 
standards for animal facilities. Assume a biological safety 
level of one (BSL-1), and that two-thirds of the floor space 
is devoted to animal care. Since an interruption in ventilation 
or air conditioning could place the laboratory animals under 
stress and compromise the research under way in the facility, 
account for redundancy in your design. 


12.13D Adequate levels of ventilation reduce the likelihood 
of sick building syndrome. (See BIOCONNECTIONS on 















Damper A Damper B 


Cooling coil 


Outside air 
at25*C. 
д- 60% 


Condensate 


Fig. P12.13D 


Heating coil 









Supply air, 
25 m/s at 20°C, 
ф-55% 


p. 753.) The outdoor air used for ventilation must be 
conditioned, and this requires energy. Consider the air- 
handling system for the commercial building illustrated in 
Fig. P12.13D, consisting of ducting, two dampers labeled A 
and B, a vapor-compression dehumidifier, and a heater. The 
system supplies 25 m/s of conditioned air at 20°C and a 
relative humidity of 55% to maintain the interior space at 
259С and a relative humidity of 50%. The recirculated air 
has the same conditions as the air in the interior space. A 
minimum of 5 m/s of outdoor air is required to provide 
adequate ventilation. Dampers A and B can be set to 
provide alternative operating modes to maintain required 
ventilation rates. On a given summer day when the outside 
air dry-bulb temperature and relative humidity are 25°С 
and 6096, respectively, which of the following three 
operating modes is best from the standpoint of minimizing 
the total heat transfer of energy from the conditioned air 
to the cooling coil and fo the conditioned air from the 
heating coil? 


1. Dampers A and B closed. 

2. Damper A open and damper B closed with outside air 
contributing one-quarter of the total supply air. 

3. Dampers A and B open. One-quarter of the conditioned 
air comes from outside air and one-third of the recirculated 
air bypasses the dehumidifier via open damper B; the rest 
flows through damper A. 


Present your recommendation together with your reasoning 
in a PowerPoint presentation suitable for your class. 
Additionally, in an accompanying memorandum, provide 
well-documented sample calculations in support of your 
recommendation. 


Recirculated air 






The objective of 
this chapter is to study systems involving chemical 
reactions. Since the combustion of hydrocarbon 
fuels occurs in most power-producing devices 
(Chaps. 8 and 9), combustion is emphasized. 


The thermodynamic analysis of reacting systems is 
primarily an extension of principles introduced thus 
far. The concepts applied in the first part of the 
chapter dealing with combustion fundamentals 
remain the same: conservation of mass, conserva- 
tion of energy, and the second law. It is necessary, 
though, to modify the methods used to evaluate 
specific enthalpy, internal energy, and entropy, by 
accounting for changing chemical composition. 
Only the manner in which these properties are eval- 
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uated represents a departure from previous prac- 
tice, for once appropriate values are determined 
they are used as in earlier chapters in the energy 
and entropy balances for the system under consid- 
eration. In the second part ofthe chapter, the exergy 
concept of Chap. 7 is extended by introducing 
chemical exergy. 


The principles developed in this chapter allow the 
equilibrium composition of a mixture of chemical 
substances to be determined. This topic is studied 
in Chap. 14. The subject of dissociation is also 
deferred until then. Prediction of reaction rates is 
not within the scope of classical thermodynamics, 
so the topic of chemical kinetics, which deals with 
reaction rates, is not discussed in this text. 





Reacting Mixtures 
and Combustion 







> LEARNING OUTCOMES 


When you complete your study of this chapter, you will be able to... 


» define complete combustion, theoretical air, enthalpy of formation, 
and adiabatic flame temperature, and compute values associated with 
each term. 


» develop balanced reaction equations for combustion of hydrocarbon 
fuels. 


» apply mass, energy, and entropy balances to closed systems and 
control volumes involving chemical reactions. 


» conduct exergy analyses, including chemical exergy and the evaluation 
of exergetic efficiencies. 
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reactants 
products 


complete combustion 


stoichiometric coefficients 


Combustion Fundamentals 
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When a chemical reaction occurs, the bonds within molecules of the reactants аге 
broken, and atoms and electrons rearrange to form products. In combustion reac- 
tions, rapid oxidation of combustible elements of the fuel results in energy release 
as combustion products are formed. The three major combustible chemical ele- 
ments in most common fuels are carbon, hydrogen, and sulfur. Sulfur is usually a 
relatively unimportant contributor to the energy released, but it can be a signifi- 
cant cause of pollution and corrosion problems. Combustion is complete when all 
the carbon present in the fuel is burned to carbon dioxide, all the hydrogen is 
burned to water, all the sulfur is burned to sulfur dioxide, and all other combus- 
tible elements are fully oxidized. When these conditions are not fulfilled, combus- 
tion is incomplete. 

In this chapter, we deal with combustion reactions expressed by chemical equa- 
tions of the form 


reactants — products 
Or 
fuel -- oxidizer — products 


When dealing with chemical reactions, it is necessary to remember that mass is con- 
served, so the mass of the products equals the mass of the reactants. The total mass 
of each chemical element must be the same on both sides of the equation, even though 
the elements exist in different chemical compounds in the reactants and products. 
However, the number of moles of products may differ from the number of moles of 
reactants. 


consider the complete combustion of hydrogen with oxygen 
1H; + +O,  1H;O (13.1) 
In this case, the reactants are hydrogen and oxygen. Hydrogen is the fuel and oxygen 
is the oxidizer. Water is the only product of the reaction. The numerical coefficients 
in the equation, which precede the chemical symbols to give equal amounts of each 


chemical element on both sides of the equation, are called stoichiometric coefficients. 
In words, Eq. 13.1 states 


1 kmol H, + 1 kmol О» — 1 kmol HO 
or in English units 
1 Ibmol Н, + 4 Ibmol О, — 1 Ibmol НО 


Note that the total numbers of moles on the left and right sides of Eq. 13.1 are not 
equal. However, because mass is conserved, the total mass of reactants must equal 
the total mass of products. Since 1 kmol of H, equals 2 kg, 3 kmol of О, equals 16 kg, 
and 1 kmol of H;O equals 18 kg, Eq. 13.1 can be interpreted as stating 


2 kg H, + 16 kg О, — 18 kg HO 
or in English units 
2lb H, + 161b O, > 185 ЊО << << «4 


In the remainder of this section, consideration is given to the makeup of the fuel, 
oxidizer, and combustion products typically involved in engineering combustion 
applications. 
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13.1.1 Fuels 


A fuel is simply a combustible substance. In this chapter emphasis is on hydrocarbon 
fuels, which contain hydrogen and carbon. Sulfur and other chemical substances also 
may be present. Hydrocarbon fuels can exist as liquids, gases, and solids. 

Liquid hydrocarbon fuels are commonly derived from crude oil through distillation 
and cracking processes. Examples are gasoline, diesel fuel, kerosene, and other types 
of fuel oils. Most liquid fuels are mixtures of hydrocarbons for which compositions 
are usually given in terms of mass fractions. For simplicity in combustion calculations, 
gasoline is often modeled as octane, СаН а, and diesel fuel as dodecane, СН». 

Gaseous hydrocarbon fuels are obtained from natural gas wells or are produced 
in certain chemical processes. Natural gas normally consists of several different hydro- 
carbons, with the major constituent being methane, CH,. The compositions of gaseous 
fuels are usually given in terms of mole fractions. Both gaseous and liquid hydrocar- 
bon fuels can be synthesized from coal, oil shale, and tar sands. 

Coal is a familiar solid fuel. Its composition varies considerably with the location 
from which it is mined. For combustion calculations, the composition of coal is usually 
expressed as an ultimate analysis. The ultimate analysis gives the composition on a 
mass basis in terms of the relative amounts of chemical elements (carbon, sulfur, 
hydrogen, nitrogen, oxygen) and ash. 


13.1.2 Modeling Combustion Air 


Oxygen is required in every combustion reaction. Pure oxygen is used only in special 
applications such as cutting and welding. In most combustion applications, air pro- 
vides the needed oxygen. The composition of a typical sample of dry air is given in 
Table 12.1. For the combustion calculations of this book, however, the following 
model is used for simplicity: 


» All components of dry air other than oxygen are lumped together with nitrogen. 
Accordingly, air is considered to be 21% oxygen and 79% nitrogen on a molar basis. 
With this idealization the molar ratio of the nitrogen to the oxygen is 0.79/0.21 — 3.76. 
When air supplies the oxygen in a combustion reaction, therefore, every mole of 
oxygen is accompanied by 3.76 moles of nitrogen. 

» We also assume that the nitrogen present in the combustion air does rot undergo 
chemical reaction. That is, nitrogen is regarded as inert. The nitrogen in the prod- 
ucts is at the same temperature as the other products, however. Accordingly, nitro- 
gen undergoes a change of state if the products are at a temperature other than 
the reactant air temperature. If a high enough product temperature is attained, 
nitrogen can form compounds such as nitric oxide and nitrogen dioxide. Even trace 
amounts of oxides of nitrogen appearing in the exhaust of internal combustion 
engines can be a source of air pollution. 


Air-Fuel Ratio 

Two parameters that are frequently used to quantify the amounts of fuel and air in a 
particular combustion process are the air—fuel ratio and its reciprocal, the fuel-air ratio. 
The air-fuel ratio is simply the ratio of the amount of air in a reaction to the amount 
of fuel. The ratio can be written on a molar basis (moles of air divided by moles of 
fuel) or on a mass basis (mass of air divided by mass of fuel). Conversion between 
these values is accomplished using the molecular weights of the air, M,;,, and fuel, My, 


mass of air moles of air X Mj, 





mass of fuel — moles of fuel x M tuel 
_ moles of air ( Ma) 
Ме 





moles of fuel 


ultimate analysis 


TAKE NOTE... 

In this model, air is 
assumed to contain no 
water vapor. When moist air 
iS involved in combustion, 
the water vapor present is 
usually considered in writing 
the combustion equation. 






air-fuel ratio 
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theoretical air 


percent of theoretical air 


percent excess air 


or 


АЕ = ағ( Мыс) (13.2) 
Ме ` 


where AF is the air-fuel ratio on a molar basis and AF is the ratio оп a mass basis. 
For the combustion calculations of this book the molecular weight of air is taken as 
28.97 Tables A-1 provide the molecular weights of several important hydrocarbons. 
Since AF is a ratio, it has the same value whether the quantities of air and fuel are 
expressed in SI units or English units. 


Theoretical Air 


The minimum amount of air that supplies sufficient oxygen for the complete combus- 
tion of all the carbon, hydrogen, and sulfur present in the fuel is called the theoretical 
amount of air. For complete combustion with the theoretical amount of air, the products 
consist of carbon dioxide, water, sulfur dioxide, the nitrogen accompanying the oxy- 
gen in the air, and any nitrogen contained in the fuel. No free oxygen appears in the 
products. 


eb S255) let us determine the theoretical amount of air for the complete 
combustion of methane. For this reaction, the products contain only carbon dioxide, 
water, and nitrogen. The reaction is 


СН, + a(O5 + 3.76N;) — bCO, ate сН,О + аһ, (13.3) 


where а, b, c, and d represent the numbers of moles of oxygen, carbon dioxide, water, 
and nitrogen. In writing the left side of Eq. 13.3, 3.76 moles of nitrogen are considered 
to accompany each mole of oxygen. Applying the conservation of mass principle to 
the carbon, hydrogen, oxygen, and nitrogen, respectively, results in four equations 
among the four unknowns: 


C b=1 
H: 2c = 4 
O 2b + c = 2a 
N: d = 3.76a 


Solving these equations, the balanced chemical equation is 


The coefficient 2 before the term (О; + 3.76N;) in Eq. 13.4 is the number of moles 
of oxygen in the combustion air, per mole of fuel, and not the amount of air. The 
amount of combustion air is 2 moles of oxygen plus 2 X 3.76 moles of nitrogen, giv- 
ing a total of 9.52 moles of air per mole of fuel. Thus, for the reaction given by Eq. 
13.4 the air-fuel ratio on a molar basis is 9.52. To calculate the air-fuel ratio on a 
mass basis, use Eq. 13.2 to write 


AF ағ( Мы.) әз (2877) 1719 4 44 4 «4 
Е ЯҒ "^M604) 7 








Normally the amount of air supplied is either greater or less than the theoretical 
amount. The amount of air actually supplied is commonly expressed in terms of the 
percent of theoretical air. For example, 150% of theoretical air means that the air 
actually supplied is 1.5 times the theoretical amount of air. The amount of air supplied 
can be expressed alternatively as a percent excess air or a percent deficiency of air. 
Thus, 150% of theoretical air is equivalent to 50% excess air, and 80% of theoretical 
air is the same as a 20% deficiency of air. 
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eb SONOS) consider the complete combustion of methane with 15096 theo- 
retical air (5096 excess air). The balanced chemical reaction equation is 


CH, + (1.5)(2)(О; + 3.763) > CO; + 29,0 + О, + 1128N; (13.5) 


In this equation, the amount of air per mole of fuel is 1.5 times the theoretical amount 
determined by Eq. 13.4. Accordingly, the air-fuel ratio is 1.5 times the air-fuel ratio 
determined for Eq. 13.4. Since complete combustion is assumed, the products contain 
only carbon dioxide, water, nitrogen, and oxygen. The excess air supplied appears in the 
products as uncombined oxygen and a greater amount of nitrogen than in Eq. 13.4, 
based on the theoretical amount of air. = ~ 4 4 4 


The equivalence ratio is the ratio of the actual fuel-air ratio to the fuel-air ratio equivalence ratio 
for complete combustion with the theoretical amount of air. The reactants are said 
to form a lean mixture when the equivalence ratio is less than unity. When the ratio 
is greater than unity, the reactants are said to form a rich mixture. 
In Example 13.1, we use conservation of mass to obtain balanced chemical reac- 
tions. The air-fuel ratio for each of the reactions is also calculated. 


EXAMPLE 13,1 ОООО ОГО ОГ О ТТТ 


Determining the Air-Fuel Ratio for Complete Combustion of Octane 


Determine the air-fuel ratio on both a molar and mass basis for the complete combustion of octane, СН, with 
(a) the theoretical amount of air, (b) 15096 theoretical air (5096 excess air). 


SOLUTION 

Known: Octane, СН, is burned completely with (а) the theoretical amount of air, (b) 150% theoretical air. 
Find: Determine the air-fuel ratio on a molar and a mass basis. 

Engineering Model: 

1. Each mole of oxygen in the combustion air is accompanied by 3.76 moles of nitrogen. 

2. The nitrogen is inert. 

3. Combustion is complete. 

Analysis: 


(a) For complete combustion of СНз with the theoretical amount of air, the products contain carbon dioxide, 
water, and nitrogen only. That is, 


CgH = а(О; + 3.76N;) => bCO; + cH,O + dN, 


Applying the conservation of mass principle to the carbon, hydrogen, oxygen, and nitrogen, respectively, gives 


C: b=8 

H: 2c = 18 
O: 2Ь--с-2а 
М: d = 3.76a 


Solving these equations, а = 12.5, b = 8, с = 9, d = 47 The balanced chemical equation is 
The air-fuel ratio on a molar basis is 


— 12,5-%12.5(3.76)  12.5(476) kmol (air) 
AF = = = 59.5 
1 1 kmol (fuel) 
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The air-fuel ratio expressed on a mass basis is 


m kg (air) 
arela kmol (air) ~~ kmol (air) is kg (air) 
 [ 7 kmol (fuel) kg (fuel) ` kg (fuel) 


11422-------- 
kmol (fuel) 





(b) For 150% theoretical air, the chemical equation for complete combustion takes the form 
[1) Са а F 1.5(12.5)(О; + 3.76N;) => bCO, + сН,О + аһ, + eO5 
Applying conservation of mass 
С; b=8 
H: 2c = 18 
O 2b + c + 2e = (1.5)(12.5)(2) 

а = (1.5)(12.5)(3.76) 


Solving this set of equations, b = 8, c = 9, d = 70.5, e = 6.25, giving a balanced chemical equation 


CsHis + 18.75(О; + 3.76N5) — 8СО, + 9H,O + 70.5, + 6.250, 


The air-fuel ratio on a molar basis is 





Ability to... 
_ 18.75(4.76) _ В kmol (air) О balance a chemical reaction 
1 > kmol (fuel) equation for complete 


combustion with theoretical 
air and with excess air. 

Ч apply definitions of air-fuel 
ratio on mass and molar 
bases. 


On a mass basis, the air-fuel ratio is 22.6 kg (air)/kg (fuel), as can be verified. 


@ When complete combustion occurs with excess air, oxygen appears in the 
products, in addition to carbon dioxide, water, and nitrogen. 





13.1.3 Determining Products of Combustion 


In each of the illustrations given above, complete combustion is assumed. For a hydro- 
carbon fuel, this means that the only allowed products are СО», Н;О, and N;, with 
O, also present when excess air is supplied. If the fuel is specified and combustion 
is complete, the respective amounts of the products can be determined by applying 
the conservation of mass principle to the chemical equation. The procedure for 
obtaining the balanced reaction equation of an actual reaction where combustion is 
incomplete is not always so straightforward. 

Combustion is the result of a series of very complicated and rapid chemical reac- 
tions, and the products formed depend on many factors. When fuel is burned in the 
cylinder of an internal combustion engine, the products of the reaction vary with the 
temperature and pressure in the cylinder. In combustion equipment of all kinds, 
the degree of mixing of the fuel and air is a controlling factor in the reactions that occur 
once the fuel and air mixture is ignited. Although the amount of air supplied in an 
actual combustion process may exceed the theoretical amount, it is not uncommon 
for some carbon monoxide and unburned oxygen to appear in the products. This can 
be due to incomplete mixing, insufficient time for complete combustion, and other 
factors. When the amount of air supplied is less than the theoretical amount of air, 
the products may include both CO, and CO, and there also may be unburned fuel in 
the products. Unlike the complete combustion cases considered above, the products 


TAKE NOTE... 

In actual combustion 
processes, the products of 
combustion and their 
relative amounts can be 
determined only through 
measurement. 
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of combustion of an actual combustion process and their relative amounts can be 
determined only by measurement. 

Among several devices for measuring the composition of products of combustion 
are the Orsat analyzer, gas chromatograph, infrared analyzer, and flame ionization detec- 
tor. Data from these devices can be used to determine the mole fractions of the gaseous 
products of combustion. The analyses are often reported on a “ағу” basis. In a dry 
product analysis, the mole fractions are given for all gaseous products except the water 
vapor. In Examples 13.2 and 13.3, we show how analyses of the products of combustion 
on a dry basis can be used to determine the balanced chemical reaction equations. 

Since water is formed when hydrocarbon fuels are burned, the mole fraction of 
water vapor in the gaseous products of combustion can be significant. If the gaseous 
products of combustion are cooled at constant mixture pressure, the dew point tem- 
perature is reached when water vapor begins to condense. Since water deposited on 
duct work, mufflers, and other metal parts can cause corrosion, knowledge of the dew 
point temperature is important. Determination of the dew point temperature is Шив- dry product analysis 
trated in Example 13.2, which also features a dry product analysis. 


EXAMPLE 13.2 — ———————————— ——— ————— 


Using a Dry Product Analysis for Combustion of Methane 


TAKE NOTE... 
For cooling of combustion 
products at constant 
pressure, the dew point 
temperature marks the 
onset of condensation of 
water vapor present in the 
products. See Sec. 12.5.4 
to review this concept. 











Methane, СН, is burned with dry air. The molar analysis of the products on a dry basis is СО», 9.7%; CO, 0.5%; 
О», 2.95%; апа №, 86.85%. Determine (a) the air-fuel ratio on both a molar and a mass basis, (b) the percent 
theoretical air, (c) the dew point temperature of the products, in °F, if the products are cooled at 1 atm, (d) the 
amount of water vapor present, in lbmol per Ibmol of fuel consumed, if the products are cooled to 90°F at 1 atm. 


SOLUTION 
Known: Methane is burned with dry air. The molar analysis of the products on a dry basis is provided. 
Find: Determine (a) the air-fuel ratio on both a molar and a mass basis, (b) the percent theoretical air, (c) the 


dew point temperature of the products, in °F, if cooled at 1 atm, (d) the amount of water vapor present if the 
products are cooled to 90°F at 1 atm. 


Engineering Model: 
1. Each mole of oxygen in the combustion air is accompanied by 3.76 moles of nitrogen, which is inert. 
2. The products form an ideal gas mixture and the dew point temperature of the mixture is conceptualized as 
in Sec. 12.5.4. 
Analysis: 
Ф (a) The solution is conveniently conducted on the basis of 100 Ibmol of dry products. The chemical equation 
then reads 
aCH, + b(O; + 3.76М) — 97СО; + 0.5CO + 2.950, + 86.85N, + СЊО 
In addition to the assumed 100 Ibmol of dry products, water must be included as a product. 


Applying conservation of mass to carbon, hydrogen, and oxygen, respectively, 


C: 97--05-а 
Н: 2с = 4а 
О: (9.7)(2) + 0.5 + 2(2.95) + с = 25 
@ Solving this set of equations gives a = 10.2, b = 23.1, с = 20.4. The balanced chemical equation is 


10.2CH, + 23.1(O; + 3.76N,) — 9.720; + 0.5CO + 2.950, + 86.85N, + 20.4H,O 
On a molar basis, the air—fuel ratio is 
—_ 23.1(4.76) Ibmol (air) 
АЕ = = 10.78 
10.2 Ibmol (fuel) 
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On a mass basis 





28.97 Ib (air) 
= 19.4 
a m Ib (fuel) 
(b) The balanced chemical equation for the complete combustion of methane with the theoretical amount of air is 
CH, + 2(O, + 3.76N;) — CO, + 29,0 + 7.523, 


The theoretical air-fuel ratio on a molar basis is 


AF = (10.78) ( 





TF 2(4.76) Ibmol (air) 
(АР = 1 ~~~ Ibmol (fuel) 
The percent theoretical air is then found from 
сағы. ЖЕ) 
% theoretical air = ——— — 
(AF ) ico 


10.78 Ibmol (air)/Ibmol (fuel) 
~ 9.52 Ibmol (air)/Ibmol (fuel) 


(c) The dew point temperature is determined using the methodology of Secs. 12.5.3 and 12.5.4 but with the 
combustion products playing the role of the moist air in that discussion. Accordingly, the partial pressure of the 
water vapor in the combustion products is the focus. The partial pressure p, is found from p, = y,p, where y, is 
the mole fraction of the water vapor in the combustion products and p is 1 atm. 
Referring to the balanced chemical equation of part (a), the mole fraction of the water vapor is 
20.4 


5 71904204 Шаш 


Thus, p, = 0.169 atm = 2.484 Ibf/in.? Interpolating in Table A-2E, the dew point temperature is 134°F. 





- 1.13 (11396) 


(d) If the products of combustion are cooled at 1 atm below the dew point temperature of 134°F to 90°F, some 
condensation of the water vapor present will occur, giving a gas phase including water vapor in equilibrium with 
a liquid water phase. 

Expressing the balanced reaction equation of part (a) on a per mole of fuel basis, at 90°F the products will 
consist of 9.8 Ibmol of “dry” products (СО, СО, О», №) plus 2 Ibmol of water, each per Ibmol of fuel. Of the 
water, n lbmol is water vapor and the rest is liquid. Considering the gas phase, the partial pressure of the water 
vapor is the saturation pressure at 90°F: 0.6988 Ibf/in.? The partial pressure also is the product of the water vapor 
mole fraction and the mixture pressure, 14.696 Ibf/in.” Collecting results 


n 





нө 


0.6988 = 
эв - a 


Solving, п = 0.489 Ibmol of water vapor per lbmol of fuel consumed. (Vf skills Developed 


Ability to... | 

О balance a chemical reaction 
equation for incomplete 
combustion given the 
analysis of dry producte of 


Q The solution could be obtained on the basis of any assumed amount of dry 
products—for example, 1 Ibmol. With some other assumed amount, the val- 
ues of the coefficients of the balanced chemical equation would differ from 
those obtained in the solution, but the air-fuel ratio, the value for the per- 


cent of theoretical air, and the dew point temperature would be unchanged. о 
Парріу definitions of air-fuel 
@ The three unknown coefficients, a, b, and c, are evaluated here by applica- ratio on mass and molar 
tion of conservation of mass to carbon, hydrogen, and oxygen. As a check, bases as well as percent 
note that the nitrogen also balances theoretical air. 
М:  b(3.76) = 86.85 О determine the dew point 
. Е . | temperature of combustion 
This confirms the accuracy of both the given product analysis and the cal- products. 


culations conducted to determine the unknown coefficients. 
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In Example 13.3, a fuel mixture having a known molar analysis is burned with air, 
giving products with a known dry analysis. 


EXAMPLE 133: Ж ОООО О ОЛОК С О О ГО О ОСТ С Г. 


Burning Natural Gas with Excess Air 


A natural gas has the following molar analysis: СН,, 80.62%; C2H6, 5.41%; СН, 1.87%; СН, о, 1.60%; М, 10.50%. 
The gas is burned with dry air, giving products having a molar analysis on a dry basis: CO;, 78%; CO, 0.2%; О», 
7%; Nz, 85%. (a) Determine the air-fuel ratio on a molar basis. (b) Assuming ideal gas behavior for the fuel 
mixture, determine the amount of products in kmol that would be formed from 100 m? of fuel mixture at 300 K 
and 1 bar. (c) Determine the percent of theoretical air. 


SOLUTION 


Known: A natural gas with a specified molar analysis burns with dry air, giving products having a known molar 
analysis on a dry basis. 


Find: Determine the air-fuel ratio on a molar basis, the amount of products in kmol that would be formed from 
100 m? of natural gas at 300 K and 1 bar, and the percent of theoretical air. 


Engineering Model: 


1. Each mole of oxygen in the combustion air is accompanied by 3.76 moles of nitrogen, which is inert. 


2. The fuel mixture can be modeled as an ideal gas. 


Analysis: 


(a) The solution can be conducted on the basis of an assumed amount of fuel mixture or on the basis of an 
assumed amount of dry products. Let us illustrate the first procedure, basing the solution on 1 kmol of fuel 
mixture. The chemical equation then takes the form 


(0.8062CH, + 0.0541С-Н + 0.0187С-Нұ + 0.0160C4H;; + 0.1050N;) 
+ a(O; + 3.76М,) — b(0.078CO, + 0.002CO + 0.070, + 0.85N;) + сН,О 


The products consist of b kmol of dry products and c kmol of water vapor, each per kmol of fuel mixture. 
Applying conservation of mass to carbon 


b(0.078 + 0.002) = 0.8062 + 2(0.0541) + 3(0.0187) + 4(0.0160) 
Solving gives b — 12.931. Conservation of mass for hydrogen results in 
2c = 4(0.8062) + 6(0.0541) + 8(0.0187) + 10(0.0160) 


which gives с = 1.93. The unknown coefficient a can be found from either an oxygen balance or a nitrogen bal- 
ance. Applying conservation of mass to oxygen 


12.931[2(0.078) + 0.002 + 2(0.07)] + 1.93 = 2a 
Q giving a = 2.892. 
The balanced chemical equation is then 
(0.8062CH, + 0.0541C; Hg + 0.0187С;Н; + 0.0160C Hj) + 0.1050N;) 
+ 2.892(O; + 3.76N5) >> 12.931(0.078С0 + 0.002CO + 0.070; + 0.85Һ;) 
+ 193Н;О 


The air-fuel ratio оп a molar basis is 





—-  (2.892)(4.76) kmol (air) 
iiem ~ 77 kmol (fuel) 


(b) By inspection of the chemical reaction equation, the total amount of products is b + c = 12.931 + 1.93 = 
14.861 kmol of products per kmol of fuel. The amount of fuel in kmol, ng, present in 100 m? of fuel mixture 
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at 300 K and 1 bar can be determined from the ideal gas equation of state as 
pV 

Ng = = 

"ORT 


Е (10° N/m?) (100 m?) m 
(GIN линку) ыы 





Accordingly, the amount of product mixture that would be formed from 100 m? of fuel mixture is (14.861)(4.01) — 
59.59 kmol of product gas. 


(c) The balanced chemical equation for the complete combustion of the fuel mixture with the theoretical amount 
of air is 
(0.8062CH, + 0.0541C,H, + 0.0187C5Hg + 0.0160САН (0 + 0.1050N;) 
+ 2(О; + 3.76N;) — 1.0345СО; + 1.93Н,О + 7.6255, 


The theoretical air-fuel ratio on a molar basis is 








(АРЫ. = 2(4.76) Ж kmol (air) 
1 kmol (fuel) 
The percent theoretical air is then (vf Skills Developed 
Lae ae 13.77 kmol ш (fuel) _ 145 (145%) ШИ to... | | 
9.52 kmol (air)/kmol (fuel) ance a chemical reaction 


equation for incomplete 
combustion of a fuel mixture 
Ф A check on both the accuracy of the given molar analyses and the calculations given the analysis of dry 
conducted to determine the unknown coefficients is obtained by applying producte of combustion. 
conservation of mass to nitrogen. The amount of nitrogen in the reactants is Q apply the definition of 


air-fuel rati 
0.105 + (3.76)(2.892) = 10.98 kmol/kmol of fuel mr P o 


The amount of nitrogen in the products is (0.85)(12.931) = 10.99 kmol/kmol theoretical air. 
of fuel. The difference can be attributed to round-off. 


: Determine the mole fractions of the products of combustion. 
ce ANS. Yeo, = 0.0679, Veo = 0.0017, Yo, = 0.0609, yu, = 0.7396, уң о = 0.1299. 








13.1.4 Energy and Entropy Balances for Reacting Systems 


Thus far our study of reacting systems has involved only the conservation of mass 
principle. A more complete understanding of reacting systems requires application 
of the first and second laws of thermodynamics. For these applications, energy 
and entropy balances play important roles, respectively. Energy balances for react- 
ing systems are developed and applied in Secs. 13.2 and 13.3; entropy balances 
for reacting systems are the subject of Sec. 13.5. To apply such balances, it is 
necessary to take special care in how internal energy, enthalpy, and entropy are 
evaluated. 

For the energy and entropy balances of this chapter, combustion air and (normally) 
products of combustion are modeled as ideal gas mixtures. Accordingly, ideal gas 
mixture principles introduced in the first part of Chap. 12 play a role. For ease of 
reference, Table 13.1 summarizes ideal gas mixture relations introduced in Chap. 12 
that are used in this chapter. 
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Internal Energy, Enthalpy, and Entropy for Ideal Gas Mixtures 


Notation: n; = moles of gas i, y; = mole fraction of gas / 
T — mixture temperature, p — mixture pressure 
Di = yip = partial pressure of gas i 
specific internal energy of gas i, per mole of i 
h; = specific enthalpy of gas i, per mole of i 
s; = specific entropy of gas i, per mole of i 


= 
| 


j 
U = n, + nd, + +++ + nj; У пи (Т) (12.19) 





i 
S-ns,tn,S,t::-nsj- > п5{(Т, pi) (12.26) 


» With Eq. 6.18: 
8(7р) = 5;(T,p) - R in^ 
= S(T,p) - Rlny; (a) 


> With Eq. 6.18 and p, = 1 atm: 


Ра = = Di 
S;(T, pi) = S(T, Pret) — R ln E 


ref 


= $; (T) – Rin (b)! 





Ртеғ 


where s? is obtained from Tables А-23 and A-23E, as appropriate. 





'Equation (b) corresponds to Eq. 13.23. 
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The objective of the present section is to illustrate the application of the conservation 
of energy principle to reacting systems. The forms of the conservation of energy 
principle introduced previously remain valid whether or not a chemical reaction 
occurs within the system. However, the methods used for evaluating the properties 
of reacting systems differ somewhat from the practices used to this point. 


13.2.1 Evaluating Enthalpy for Reacting Systems 


In most tables of thermodynamic properties used thus far, values for the specific 
internal energy, enthalpy, and entropy are given relative to some arbitrary datum state 
where the enthalpy (or alternatively the internal energy) and entropy are set to zero. 
This approach is satisfactory for evaluations involving differences in property values 
between states of the same composition, for then arbitrary datums cancel. However, 
when a chemical reaction occurs, reactants disappear and products are formed, so 
differences cannot be calculated for all substances involved. For reacting systems, it 
is necessary to evaluate Л, и, and s in such a way that there are no subsequent ambi- 
guities or inconsistencies in evaluating properties. In this section, we will consider 


| TAKE NOTE... 
| entropy balances to react- 


| to take special care in how 








When applying energy and 
ing systems, it is necessary 


internal energy, enthalpy, 
and entropy are evaluated. 





816 Chapter 13 Reacting Mixtures and Combustion 


standard reference state 


enthalpy of formation 

















how this is accomplished for Л and и. The case of entropy is handled differently and 
is taken up in Sec. 13.5. 

An enthalpy datum for the study of reacting systems can be established by assign- 
ing arbitrarily a value of zero to the enthalpy of the stable elements at a state called 
the standard reference state and defined by T,e = 298.15 К (25°C) and p,e = 1 atm. 
In English units the temperature at the standard reference state is closely 53798 
(77°F). Note that only stable elements are assigned a value of zero enthalpy at the 
standard state. The term stable simply means that the particular element is in a chem- 
ically stable form. For example, at the standard state the stable forms of hydrogen, 
oxygen, and nitrogen are Н», О», апа N, and not the monatomic Н, O, and N. No 
ambiguities or conflicts result with this choice of datum. 


ENTHALPY OF FORMATION. Using the datum introduced above, enthalpy 
values can be assigned to compounds for use in the study of reacting systems. The 
enthalpy of a compound at the standard state equals its enthalpy of formation, sym- 
bolized h?. The enthalpy of formation is the energy released or absorbed when the 
compound is formed from its elements, the compound and elements all being at 7, 
and ре. The enthalpy of formation is usually determined by application of procedures 
from statistical thermodynamics using observed spectroscopic data. 

The enthalpy of formation also can be found in principle by measuring the heat 
transfer in a reaction in which the compound is formed from the elements. 


consider the simple reactor shown in Fig. 13.1, in which carbon 
and oxygen each enter at Т, and p, and react completely at steady state to form 
carbon dioxide at the same temperature and pressure. Carbon dioxide is formed from 
carbon and oxygen according to 


C бе oO; (13.6) 


This reaction is ехотеттис, so for the carbon dioxide to exit at the same temperature 
as the entering elements, there would be a heat transfer from the reactor to its sur- 
roundings. The rate of heat transfer and the enthalpies of the incoming and exiting 
streams are related by the energy rate balance 


0 = О + mche + Moho, - Mco,hco, 


where m and Л denote, respectively, mass flow rate and specific enthalpy. In writ- 
ing this equation, we have assumed no work W,, and negligible effects of kinetic 
and potential energy. For enthalpies on a molar basis, the energy rate balance 
appears as 


0 = Qw + nche + Noho, — Nco,hco, 


where л and denote, respectively, the molar flow rate and specific enthalpy per 
mole. Solving for the specific enthalpy of carbon dioxide and noting from Eq. 13.6 
that all molar flow rates are equal, 








= | ле” TRE 
hco, = чь + he + = ho, = 8 + Ас + Ао, (13.7) 
а Псо, Nco, "ico, "co, 
| салыныз Ji 
Trep Pret | E Since carbon and oxygen are stable elements at the standard state, 
| | Тер Pref ће = ho, = 0, and Eq. 13.7 becomes 
о, | l 2 | 
Tief Pref | | S Qo 
| | hog, =- (13.8) 
| | nco, 
Fig. 13.1 Reactor used to discuss the Accordingly, the value assigned to the specific enthalpy of carbon dioxide 


enthalpy of formation concept. 


at the standard state, the enthalpy of formation, equals the heat transfer, 
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per mole of CO», between the reactor and its surroundings. If the heat transfer could 
be measured accurately, it would be found to equal —393,520 kJ per kmol of carbon 
dioxide formed (—169,300 Btu per Ibmol of CO, formed). + « я 4 


Tables A-25 and A-25E give values of the enthalpy of formation for several 
compounds in units of kJ/kmol and Btu/Ibmol, respectively. In this text, the super- 
script ° is used to denote properties at 1 atm. For the case of the enthalpy of 
formation, the reference temperature Тш is also intended by this symbol. The 
values of A? listed in Tables A-25 and A-25E for СО; correspond to those given 
in the previous example. 

The sign associated with the enthalpy of formation values appearing in Tables A-25 
corresponds to the sign convention for heat transfer. If there is heat transfer from a 
reactor in which a compound is formed from its elements (an exothermic reaction as 
in the previous example), the enthalpy of formation has a negative sign. If a heat 
transfer to the reactor is required (an endothermic reaction), the enthalpy of formation 
is positive. 


Evaluating Enthalpy 

The specific enthalpy of a compound at a state other than the standard state is found 
by adding the specific enthalpy change Ай between the standard state and the state 
of interest to the enthalpy of formation 


A(T, p) = hi + [A(T, p) — h( Tress Pret) ] = hi + Ah (13.9) 


That is, the enthalpy of a compound is composed of hẹ, associated with the formation 
of the compound from its elements, and Ah, associated with a change of state at 
constant composition. An arbitrary choice of datum can be used to determine АЛ, 
since it is a difference at constant composition. Accordingly, Ай can be evaluated 
from tabular sources such as the steam tables, the ideal gas tables when appropriate, 
and so on. Note that as a consequence of the enthalpy datum adopted for the stable 
elements, the specific enthalpy determined from Eq. 13.9 is often negative. 

Tables A-25 provide two values of the enthalpy of formation of water: Л? (1), h? (g). 
The first is for liquid water and the second is for water vapor. Under equilibrium 
conditions, water exists only as a liquid at 25°C (77°F) and 1 atm. The vapor value 
listed is for a hypothetical ideal gas state in which water is a vapor at 25°C (77°F) 
and 1 atm. The difference between the two enthalpy of formation values is given 
closely by the enthalpy of vaporization hig at Te That is, 





Wig) — А1) ~ ћу (2590) (13.10) 


Similar considerations apply to other substances for which liquid and vapor values 
for А? are listed in Tables A-25. 


13.2.2 Energy Balances for Reacting Systems 


Several considerations enter when writing energy balances for systems involving 
combustion. Some of these apply generally, without regard for whether combus- 
tion takes place. For example, it is necessary to consider if significant work and 
heat transfers take place and if the respective values are known or unknown. 
Also, the effects of kinetic and potential energy must be assessed. Other consid- 
erations are related directly to the occurrence of combustion. For example, it is 
important to know the state of the fuel before combustion occurs. Whether the 
fuel is a liquid, a gas, or a solid is important. It is also necessary to consider 
whether the fuel is premixed with the combustion air or the fuel and air enter 
a reactor separately. 


TAKE NOTE... 
When applying Equo oo. 
water vapor, we use the 
vapor value of the enthalpy 
of formation of water, 
(а), from Tables A-25 
together with Ah for water 
vapor from Tables А-25, 
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The state of the combustion products also must be assessed. For instance, the pres- 
ence of water vapor should be noted, for some of the water present will condense if 
the products are cooled sufficiently. The energy balance must then be written to account 
for the presence of water in the products as both a liquid and a vapor. For cooling of 
combustion products at constant pressure, the dew point temperature method of Exam- 
ple 13.2 is used to determine the temperature at the onset of condensation. 


Analyzing Control Volumes at Steady State 

To illustrate the many considerations involved when writing energy balances for 
reacting systems, we consider special cases of broad interest, highlighting the under- 
lying assumptions. Let us begin by considering the steady-state reactor shown in 
Fig. 132, in which a hydrocarbon fuel C,H, burns completely with the theoretical 
amount of air according to 


b b b 
CE. + (a + е (О; + 3.76N;) => аСО» + 2 ЊО = (а + MESS (13.11) 


The fuel enters the reactor in a stream separate from the combustion air, which is 
regarded as an ideal gas mixture. The products of combustion also are assumed to 
form an ideal gas mixture. Kinetic and potential energy effects are ignored. 

With the foregoing idealizations, the mass and energy rate balances for the two- 
inlet, single-exit reactor can be used to obtain the following equation on a per mole 
ој fuel basis: 

да _ Wer _ dco + Fino + (a + ©) 3767x. 


Np Пе 








“Ар (а + 2) ho, + (а + 2) 3.76 га (13.12а) 


where rip denotes the molar flow rate of the fuel. Note that each coefficient on the 
right side of this equation is the same as the coefficient of the corresponding sub- 
stance in the reaction equation. 

The first underlined term on the right side of Eq. 13.12a is the enthalpy of the 
exiting gaseous products of combustion per mole of fuel. The second underlined term 
on the right side is the enthalpy of the combustion air per mole of fuel. In accord 
with Table 13.1, the enthalpies of the combustion products and the air have been 
evaluated by adding the contribution of each component present in the respective 
ideal gas mixtures. The symbol Ap denotes the molar enthalpy of the fuel. 

Equation 13.12a can be expressed more concisely as 


Du Ww 


ПЕ ПЕ 





= hp hg (13.12b) 





where hp and Лк denote, respectively, the enthalpies of the products and reactants 
per mole of fuel. 


EVALUATING ENTHALPY TERMS. Once the energy balance has been written, 


the next step is to evaluate the individual enthalpy terms. Since each component of 
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Fig. 13.2 Reactor at steady k Е 
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EXAMPLE 13.4 
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the combustion products is assumed to behave as an ideal gas, its contribution to the 
enthalpy of the products depends solely on the temperature of the products, Tp. 
Accordingly, for each component of the products, Eq. 13.9 takes the form 


h = he + [A(Tp) – h( Tret)] (13.13) 


In Eq. 13.13, h? is the enthalpy of formation from Table A-25 or A-25E, as appropri- 
ate. The second term accounts for the change in enthalpy from the temperature T; 
to the temperature 7p. For several common gases, this term can be evaluated from 
tabulated values of enthalpy versus temperature in Tables A-23 and A-23E, as appro- 
priate. Alternatively, the term can be obtained by integration of the ideal gas specific 
heat c, obtained from Tables A-21 or some other source of data. 

A similar approach is employed to evaluate the enthalpies of the oxygen and 
nitrogen in the combustion air. For these 


к= + АТА) – AT] 


where ТА is the temperature of the air entering the reactor. Note that the enthalpy of 
formation for oxygen and nitrogen is zero by definition and thus drops out of Eq. 13.14 
as indicated. 

The evaluation of the enthalpy of the fuel is also based on Eq. 13.9. If the fuel can 
be modeled as an ideal gas, the fuel enthalpy is obtained using an expression of the 
same form as Eq. 13.13, with the temperature of the incoming fuel replacing Тр. 

With the foregoing considerations, Eq. 13.12a takes the form 


О, №. 


ПЕ ПЕ 
+ A), — (а " 2) (+ Ао - (a г 2) 37608 + АЗЫ, 


The terms set to zero in this expression are the enthalpies of formation of oxygen 
and nitrogen. 
Equation 13.15a can be written more concisely as 








(13.14) 


Е - b — Е b = 
= a(hi + Ah)co, + 2 (h? + Ah)uo + ( + 2) 360 + Ah)n, 


(13.15a) 


ЈЕ Wey ~ ~ 
ы RS YE d У nhi САЙ); E Do ni(h ағ Ah); 


Пр ПЕ Б R 





(13.15b) 


where i denotes the incoming fuel and air streams and e the exiting combustion 
products. 

Although Eqs. 13.15 have been developed with reference to the reaction of Eq. 13.11, 
equations having the same general forms would be obtained for other combustion 
reactions. 

In Examples 13.4 and 13.5, the energy balance is applied together with tabular 
property data to analyze control volumes at steady state involving combustion. Exam- 
ple 13.4 involves a reciprocating internal combustion engine while Example 13.5 
involves a simple gas turbine power plant. 
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ТАКЕ МОТЕ... 
The coefficients n, апа П, of 
Ед. 13.15b correspond to 
the respective coefficients 
of the reaction equation 
giving the moles of reac- 
tants and products per mole 
of fuel, respectively. 
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Analyzing an Internal Combustion Engine Fueled with Liquid Octane 


Liquid octane enters an internal combustion engine operating at steady state with a mass flow rate of 0.004 Ib/s 
and is mixed with the theoretical amount of air. The fuel and air enter the engine at 77°F and 1 atm. The mixture 
burns completely and combustion products leave the engine at 1140°F. The engine develops a power output of 
50 horsepower. Determine the rate of heat transfer from the engine, in Btu/s, neglecting kinetic and potential 


energy effects. 
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SOLUTION 


Known: Liquid octane and the theoretical amount of air enter an internal combustion engine operating at steady 
state in separate streams at 77°F, 1 atm. Combustion is complete and the products exit at 1140°F. The power 
developed by the engine and fuel mass flow rate are specified. 


Find: Determine the rate of heat transfer from the engine, in Btu/s. 


Schematic and Given Data: 


Air at 77°Е, 1 atm . Driveshaft 50 hp Engineering Model: 
> > M 1. The control volume identified by a dashed line on 
Combustion products the accompanying figure operates at steady state. 






at 1140°F 


2. Kinetic and potential energy effects can be ignored. 
i Fuel at 77°F, 1 atm P БУ в 


3. The combustion air and the products of combustion 
each form ideal gas mixtures. 


4. Each mole of oxygen in the combustion air is 
accompanied by 3.76 moles of nitrogen. The nitro- 
gen is inert and combustion is complete. 


Analysis: The balanced chemical equation for complete combustion with the theoretical amount of air is obtained 
from the solution to Example 13.1 as 


The energy rate balance reduces, with assumptions 1-3, to give 


Ds = Wey 








- — + hp — hg 
np ng 
Wey = ЕД ҒИ 1. 1; 0 T 
Ф = — + (8[A2 + Ah]co, + 9115 + АЛјној + 4710 + Ahly, ] 
ПЕ 


= _ 0 _ 0 _ 0 mU cu) 
— {[ЖЁ + Асн + 1250 + Alo,  ATURE + АЖУ,) 


where each coefficient is the same as the corresponding term of the balanced chemical equation апа Eq. 13.9 
has been used to evaluate enthalpy terms. The enthalpy of formation terms for oxygen and nitrogen are zero, 
and Ай = 0 for each of the reactants because the fuel and combustion air enter at 77°F. 

With the enthalpy of formation for C&H;s&(I) from Table A-25E 


hg = (А?) сн) = - 107,530 Btu/Ibmol(fuel) 


With enthalpy of formation values for CO; and H,O(g) from Table А-25Е, and enthalpy values for №, НО, 
and CO; from Table A-23E 


hp = 8[—169,300 + (15,829 — 4027.5)] + 9[—104,040 + (13,494.4 — 4258)] 
+ 47|11,409.7 — 3729.5] 
= –1,752,251 Btu/Ibmol(fuel) 
Using the molecular weight of the fuel from Table A-1E, the molar flow rate of the fuel is 


0.004 Ib(fuel)/s 
— 11422 Ib(fuel)/Ibmol(fuel) 





ЙЕ = 3.5 х 10 ? Ibmol(fuel)/s 
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Inserting values into the expression for the rate of heat transfer 








e. = Wey + пе(ћр = hg) CHIC а ате ее жаы ак 
Ability to... 
2545 Btu/h 
= (50 hp | th E | БЕ О balance a chemical reaction 
ч йе) 5 equation for complete 
. , lbmol(fue Btu combustion of oct. і 
+ [3.5 x 1075 — ———— | [ -1,752,251 — (-107,530)|- —— ——— d 
| 5 | а ( d )] Ibmol(fuel) theoretical air. 
= —2222 Btuls U apply the control volume 
energy balance to a reacting 
system. 
@ These expressions correspond to Eqs. 13.12b and 13.15b, respectively. О evaluate enthalpy values 


appropriately, 





If the density of octane is 5.88 lb/gal, how many gallons of fuel 


өө would be used in 2 h of continuous operation of the engine? Ans. 4.9 gal. "oon 


EXAMPLE 12.5 Tnt 


Analyzing a Gas Turbine Fueled with Methane 


Methane (CH4) at 25°C enters the combustor of a simple open gas turbine power plant and burns completely 
with 400% of theoretical air entering the compressor at 25°С, 1 atm. Products of combustion exit the turbine at 
730 К, 1 atm. The rate of heat transfer from the power plant is estimated as 3% of the net power developed. 
Determine the net power developed, in MW, if the fuel mass flow rate is 20 kg/min. For the entering air and 
exiting combustion products, kinetic and potential energy effects are negligible. 

SOLUTION 


Known: Steady-state operating data are provided for a simple gas turbine power plant. 


Find: The net power developed, in MW, for a given fuel mass flow rate. 


Schematic and Given Data: 


CH,, 25°C Engineering Model: 
ть = 20 kg/min 


1. The control volume identified by a dashed 
line on the accompanying figure operates 
at steady state. 





2. Kinetic and potential energy effects can 
be ignored where mass enters and exits 
the control volume. 





=> W. 3. The ideal gas model is applicable to the 
fuel; the combustion air and the products 
of combustion each form ideal gas mixtures. 











| | 


4. Each mole of oxygen in the combustion air is 


400% theoretical air Combustion products (СО, H5O, О», апа №) accompanied by 3 76 moles of nitrogen, which 
25*C, 1 atm 730 K, 1 atm is inert. Combustion is complete. 
Fig. E13.5 


Analysis: The balanced chemical equation for complete combustion of methane with the theoretical amount of 
air is given by Eq. 13.4: 
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For combustion of fuel with 40096 of theoretical air 


Applying conservation of mass to carbon, hydrogen, oxygen, and nitrogen, respectively, 


C 1-а 

Н: 4-25 

O: (4.0)(2)(2) = 2a + b + 2c 
N (4.0) (2)(3.76)(2) = 2d 





Solving these equations, а = 1, b = 2, c = 6, d = 30.08. 
The balanced chemical equation for complete combustion of the fuel with 400% of theoretical air is 


CH, + 8(O, + 3.76N;) — CO, + 2H,O(g) + 60, + 30.08N; 





The energy rate balance reduces, with assumptions 1-3, to give 


) cv Wa > 1. 
Ф ge Ен —— + hy — hp 
Пе Пе 
Since the rate of heat transfer from the power plant is 3% of the net power developed, we һауе О, = —0.03W,,. 


Accordingly, the energy rate balance becomes 


LOW, . = 
—— = hg = hp 
ПЕ 


Evaluating terms, we get 


1.03 Wey B _ 0 220 220 NE MEM 
moe ДЕ + Afon, + 6 + Ао, + 30.087€ + AJ 
F = u _ Е 2-6 I u E. 
— {[7} + Ah]co, + 2018 + Ah Juno + 60 + Ah]o, + 30.08/44 + Ah]y,} 


where each coefficient is the same as the corresponding term of the balanced chemical equation and Eq. 13.9 
has been used to evaluate enthalpy terms. The enthalpy of formation terms for oxygen and nitrogen are zero, 
and Ah = 0 for each of the reactants because the fuel and combustion air enter at 25°C. 

With the enthalpy of formation for CH,(g) from Table A-25 


(2) hg = (hi)cuyg) = —74,850 kJ/kmol (fuel) 
With enthalpy of formation values for CO; and H,O(g) from Table A-25, and enthalpy values for СО», Н;О, О», 
апа М» at 730 К and 298 К from Table A-23 
hes (-393,520 + 28,622 — 9,364] + 2|-241,820 + 25,218 - 9,904] 
+ 6[22,177 — 8,682] + 30.08|21,529 — 8,669] 
hp = -359,475 kJ/kmol (fuel) 


Using the molecular weight of methane from Table A-1, the molar flow rate of the fuel is 











. тє 20 kg(fuel)/min | min 
- - — 0.02078 kmol(fuel)/ 
"p Ме 16.04 kg(fuel)/kmol(fuel) | 60 s акын 
Inserting values into the expression for the power 
Ок = o) 
kmol(fuel) kJ 

0.02078—— =] = 74,850! = (=859:473 ) С == 

E s kmol(fuel) |l MW] _ Zu 
= 1.03 kJ i 


10^— 
S 
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The positive sign indicates power is from the control volume. 


Ф This expression corresponds to Eq. 13.12b. САО 

О balance а chemical reaction 
equation for complete 
combustion of methane with 
400% of theoretical air. 

U apply the control volume 
energy balance to a reacting 
system. 

О evaluate enthalpy values 

appropriately. 


@ In the combustor, fuel is injected into air at a pressure greater than 1 atm 
because combustion air pressure has been increased in passing through the com- 
pressor. Still, since ideal gas behavior is assumed for the fuel, the fuel enthalpy 
is determined only by its temperature, 25°С. 





Determine the net power developed, in MW, if the rate of 


: heat transfer from the power plant is 1096 of the net power developed. 
МАРА Ans. 5.38 МАЕ 


Analyzing Closed Systems 


Let us consider next a closed system involving a combustion process. In the absence 
of kinetic and potential energy effects, the appropriate form of the energy balance is 


Up- Љ = О – № 


where Ug denotes the internal energy of the reactants and Up denotes the internal 
energy of the products. 

If the reactants and products form ideal gas mixtures, the energy balance can be 
expressed as 


X nu- Упи=О- У (13.16) 
Р R 


where the coefficients n on the left side are the coefficients of the reaction equation 
giving the moles of each reactant or product. 
Since each component of the reactants and products behaves as an ideal gas, the 


respective specific internal energies of Eq. 13.16 can be evaluated as и = h — RT, so 
the equation becomes 





О-М- У\п(ћ - КТ) - У п(ћ – RT) (13.172) 
P R 


where Tp and Tg denote the temperature of the products and reactants, respectively. 
With expressions of the form of Eq. 13.13 for each of the reactants and products, 
Eq. 13.17a can be written alternatively as 





QW ovn hs + Ah- КТ) -~ X nip Ah = ЕТУ 
P R 
= > n(h + Ah) — Wn(hi-Ah)— ЕТ Уп + ЕТ. У п (1ЗЛ7Ь) 
Р R 


R B 





The enthalpy of formation terms are obtained from Table A-25 or Table A-25E. The 
Ah terms are evaluated from Table A-23 or Table A-23E. 

The foregoing concepts are illustrated in Example 13.6, where a gaseous mixture 
burns in a closed, rigid container. 
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EXAMPLE 13.6 ЖО О Г ТК С Г ГГ ГОСТ К: 


Analyzing Combustion of Methane with Oxygen at Constant Volume 


A mixture of 1 kmol of gaseous methane and 2 kmol of oxygen initially at 25°С and 1 atm burns completely in 
a closed, rigid container. Heat transfer occurs until the products are cooled to 900 K. If the reactants and products 
each form ideal gas mixtures, determine (a) the amount of heat transfer, in kJ, and (b) the final pressure, in atm. 


SOLUTION 


Known: A mixture of gaseous methane and oxygen, initially at 25°С and 1 atm, burns completely within a closed 
rigid container. The products are cooled to 900 K. 


Find: Determine the amount of heat transfer, in kJ, and the final pressure of the combustion products, in atm. 


Schematic and Given Data: 


Engineering Model: 


Products of | Б 


combustion ^ 1. The contents of the closed, rigid 
Т, = 900K 


Tkmol ol Сну) E 


=25°С container are taken as the system. 


2. Kinetic and potential energy effects are 
absent, and W - 0. 


3. Combustion is complete. 


4. The initial mixture and the products 
of combustion each form ideal gas 
mixtures. 





State 1 State 2 


Fig. E13.6 
5. The initial and final states are equilib- 


rium states. 


Analysis: The chemical reaction equation for the complete combustion of methane with oxygen is 
CH, + 20, — CO, + 2H50(g) 
(а) With assumptions 2 and 3, the closed system energy balance takes the form 
= Lip = = w 
or 
Q = Up — Ur = (luco, + 2ин,о(в)) - (1йснув) + 2uo,) 


Each coefficient in this equation is the same as the corresponding term of the balanced chemical equation. 
Since each reactant and product behaves as an ideal gas, the respective specific internal energies can be 
evaluated as и = h — RT. The energy balance then becomes 


О = [1(hco, – RT) + 2(Ғңов) — RT;)] — [пена — КТ) + 2(ho, - RT:)] 
where 7; and 7; denote, respectively, the initial and final temperatures. Collecting like terms 
О = (hco, + 2hujo( — hcne) - 2ho,) + 3R(Ty - Tr) 


The specific enthalpies are evaluated in terms of the respective enthalpies of formation to give 
9 Q = [(h? + Ah)co, + 2(11 + Ah)ujo(g 


LUE d ec – 20€ + А, ] + 3R(T = Т) 


Since the methane and oxygen are initially at 25°C, АЛ = 0 for each of these reactants. Also, h? = 0 for 
oxygen. 
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With enthalpy of formation values for СО», H,O(g) and CH,(g) from Table A-25 and enthalpy values for H;O 
and СО; from Table A-23 


О = [—393,520 + (37,405 — 9364)] + 2[-241,820 + (31,828 - 9904)] 
— (—74,850) + 3(8.314)(298 — 900) 
= —745,436 kJ 


(b) By assumption 4, the initial mixture and the products of combustion each form ideal gas mixtures. Thus, for 
the reactants 


рҮ = пьЁТ, 


where ng is the total number of moles of reactants and p; is the initial pressure. 
Similarly, for the products (vf Skills Developed 


p np RT, Ability to... 
Ч apply the closed system 


where np is the total number of moles of products and p; is the final pressure. 
energy balance to a reacting 


Since ng — np — 3 and volume is constant, these equations combine to give 





System. 
T; 900 K О evaluate property d 
- - 1 atm) — 3.02 at property data 
HU e x) oe ni appropriately 
U apply the ideal gas equation 
of etate. 


@ This expression corresponds to Eq. 13.17b. 


| ETT Calculate ihe volume ot the sysem, in im- AnS TC mE .............--- m mmm gg 





13.2.3 Enthalpy of Combustion and Heating Values 


Although the enthalpy of formation concept underlies the formulations of the energy 
balances for reactive systems presented thus far, the enthalpy of formation of fuels 
is not always tabulated. 


fuel oil and coal are normally composed of several individual 
chemical substances, the relative amounts of which may vary considerably, depending 
on the source. Owing to the wide variation in composition that these fuels can exhibit, 
we do not find their enthalpies of formation listed in Tables A-25 or similar compila- 
tions of thermophysical data. ~ ~ << 4 


In many cases of practical interest, however, the enthalpy of combustion, which is 
accessible experimentally, can be used to conduct an energy analysis when enthalpy 
of formation data are lacking. 
The enthalpy of combustion App is defined as the difference between the enthalpy enthalpy of combustion 
of the products and the enthalpy of the reactants when complete combustion occurs 
at a given temperature and pressure. That is, 


вр = + nehe = X nihi (13.18) 
P R 


where the n’s correspond to the respective coefficients of the reaction equation giving 
the moles of reactants and products per mole of fuel. When the enthalpy of combus- 
tion is expressed оп a unit mass of fuel basis, it is designated Льь. Tabulated values 
are usually given at the standard temperature T,et and pressure pret introduced in Sec. 
13.2.1. The symbol hep ог h%p is used for data at this temperature and pressure. 
The heating value of a fuel is a positive number equal to the magnitude of the 
enthalpy of combustion. Two heating values are recognized by name: the higher heat- higher and lower 
ing value (HHV) and the lower heating маше (LHV). The higher heating value is heating values 
obtained when all the water formed by combustion is a liquid; the lower heating value 
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is obtained when all the water formed by combustion is a vapor. The higher heating 
value exceeds the lower heating value by the energy that would be released were all 
water in the products condensed to liquid. Values for the HHV and LHV also depend 
on whether the fuel is a liquid or a gas. Heating value data for several hydrocarbons 
are provided in Tables A-25. 

The calculation of the enthalpy of combustion, and the associated heating value, 
using table data is illustrated in the next example. 


EXAMPLE 127 ЖОЛ О О Л Л ОУ Л УО ЛГ ГУ ККК СГ ЛГ" 


Calculating Enthalpy of Combustion of Methane 


Calculate the enthalpy of combustion of gaseous methane, in kJ per kg of fuel, (a) at 25°С, 1 atm with liquid 
water in the products, (b) at 25°C, 1 atm with water vapor in the products. (c) Repeat part (b) at 1000 К, 1 atm. 


SOLUTION 
Known: The fuel is gaseous methane. 


Find: Determine the enthalpy of combustion, in kJ per kg of fuel, (a) at 25?C, 1 atm with liquid water in the 
products, (b) at 25°С, 1 atm with water vapor in the products, (c) at 1000 К, 1 atm with water vapor in the 
products. 


Engineering Model: 
1. Each mole of oxygen in the combustion air is accompanied by 3.76 moles of nitrogen, which is inert. 
2. Combustion is complete, and both reactants and products are at the same temperature and pressure. 
3. The ideal gas model applies for methane, the combustion air, and the gaseous products of combustion. 
Analysis: The combustion equation is obtained from Eq. 13.4 
CH, + 20, + 7.52N, — CO, + 29,0 + 7.52N5 
Using Eq. 13.9 in Eq. 13.18, the enthalpy of combustion is 


hgp = У пиће + Ай), к Mn + AR); 
P R 





Introducing the coefficients of the combustion equation and evaluating the specific enthalpies in terms of the 
respective enthalpies of formation 





ћир = hco, + 2hy,0 — hcne) - 2ho, > 
= (18 + Ал) со, + 20 + АЛ) о — (15 + AR) cays) — 208 +АЛ)о, 


For nitrogen, the enthalpy terms of the reactants and products cancel. Also, the enthalpy of formation of oxygen 
is zero by definition. On rearrangement, the enthalpy of combustion expression becomes 


hrp = (h3)co, 23 2( но - (A2) cu) + [(Дл) со, + 2(Ал)н,о - (АВ)сн,е) = 2(Ah)o,] 
= hke + [(Ah)co, + 2(Ай)но - (Mi)enqg) 7 2(Ал)о,] q 
The values for Ap and (Ah)uo depend on whether the water in the products is a liquid or a vapor. 


(a) Since the reactants and products are at 25°С, 1 atm in this case, the Ah terms drop out of Eq. (1) giving the 
expression for hgp. Thus, for liquid water in the products, the enthalpy of combustion is 


hep = (Ai)co, + 2(hf)moo) = (AP) cHyg) 
With enthalpy of formation values from Table А-25 
Һәр = —393,520 + 2(—285,830) — (—74,850) = —890,330 kJ/kmol(fuel) 
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Dividing by the molecular weight of methane places this result on a unit mass of fuel basis 


gh. — 890,330 kJ/kmol (fuel) 
RP 16.04 kg (fuel)/kmol (fuel) 





— —55,507 kJ/kg (fuel) 


The magnitude of this value agrees with the higher heating value of methane given in Table A-25. 


(b) As in part (a), the Ah terms drop out of the expression for Arp, Eq. (1), which for water vapor in the prod- 
ucts reduces to hp, where 


hip = (А8) со, Sis 2(А н,о(е) = (A?) cH) 
With enthalpy of formation values from Table A-25 
hłe = —393,520 + 2(—241,820) — (—74,850) = —802,310 kJ/kmol (fuel) 
On a unit of mass of fuel basis, the enthalpy of combustion for this case is 


| —802,310 


hke = тео = 750019 КҮК (fuel) 


The magnitude of this value agrees with the lower heating value of methane given in Table A-25. 


(c) For the case where the reactants and products are at 1000 K, 1 atm, the term h&p in Eq. (1) giving the 
expression for hgp has the value determined in part (b): App = —802,310 kJ/kmol (fuel), and the Ah terms 
for O5, H5O(g), апа СО; can be evaluated using specific enthalpies at 298 and 1000 K from Table A-23. The 
results are 
(Ah)o, = 31,389 — 8682 = 22,707 kJ/kmol 
(Afh)uo(g — 35,882 — 9904 — 25,978 kJ/kmol 
(Ал) со, = 42,769 — 9364 = 33,405 kJ/kmol 


For methane, the c, expression of Table A-21 can be used to obtain 


1000 
(Ah) cuyg) = | саат 
298 





= 3.979 T? 24.558 T? 22733 T 69657“ 
=R (звовт 5 + Е 5 += ) 
10" 2 10 3 10 4 10^ 5 759g 
9 - 38,189 kJ/kmol (fuel) 


Substituting values into the expression for the enthalpy of combustion, Eq. (1), we get 
hap = —802,310 + [33,405 + 2(25,978) - 38,189 — 2(22,707)] 
— —800,522 kJ/kmol (fuel) 


On a unit mass basis 


e hae = ep c 9910ка (08) | Skills Developed 
Ability to... 
О calculate the enthalpy of 
Q Using Interactive Thermodynamics: IT, we get 38,180 kJ/kmol (fuel). combustion at standard 


temperature and pressure. 
П calculate the enthalpy of 

combustion at an elevated 

temperature and standard 


Ө Comparing the values of parts (b) and (c), the enthalpy of combustion of 
methane is seen to vary little with temperature. The same is true for many 
hydrocarbon fuels. This fact is sometimes used to simplify combustion cal- 
culations. 


: What is the lower heating value of methane, in kJ/kg (fuel) at 
жаһан 25°C, 1 atm? Ans. 50,020 kJ/kg (Table A-25). E ЛЛ АРА TR 


pressure. 
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adiabatic flame temperature 


Evaluating Enthalpy of Combustion by Calorimetry 

When enthalpy of formation data are available for all the reactants and products, the 
enthalpy of combustion can be calculated directly from Eq. 13.18, as illustrated in 
Example 13.7 Otherwise, it must be obtained experimentally using devices known as 
calorimeters. Both constant-volume (bomb calorimeters) and flow-through devices 
are employed for this purpose. Consider as an illustration a reactor operating at 
steady state in which the fuel is burned completely with air. For the products to be 
returned to the same temperature as the reactants, a heat transfer from the reactor 
would be required. From an energy rate balance, the required heat transfer is 


Eu oS on SA (13.19) 
n. P R 


where the symbols have the same significance as in previous discussions. The heat 
transfer per mole of fuel, О ће, would be determined from measured data. Com- 
paring Eq. 13.19 with the defining equation, Eq. 13.18, we have hrp = О„/ль. In 
accord with the usual sign convention for heat transfer, the enthalpy of combustion 
would be negative. 

As noted previously, the enthalpy of combustion can be used for energy analyses 
of reacting systems. 


consider a control volume at steady state in which a fuel oil 
reacts completely with air. The energy rate balance is given by Eq. 13.15b 


Qu _ Wa 


Пр ПЕ 





= 5 пдћа AR), – У п(ћа + Ah); 
Р R 


АП symbols have the same significance as in previous discussions. This equation can 
be rearranged to read 


са ШЫ = En. - D nh); + Y n (AR), - У (Ат), 


Пе R P R 





For a complete reaction, the underlined term is just the enthalpy of combustion hp, 
at Те and P,e Thus, the equation becomes 
Ж Wey 3 4 
9 — — = he + Уп, (АЛ), — У n( Ah); (13.20) 
P 


ПЕ ПЕ R 








The right side of Eq. 13.20 can be evaluated with an experimentally determined value 
for Аър and Ah values for the reactants and products determined as discussed previ- 
ously « 4 4 4 4 


Determining the Adiabatic 
Flame Temperature 
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Let us reconsider the reactor at steady state pictured in Fig. 13.2. In the absence of 
work W., апа appreciable kinetic and potential energy effects, the energy liberated 
on combustion is transferred from the reactor in two ways only: by energy accompa- 
nying the exiting combustion products and by heat transfer to the surroundings. The 
smaller the heat transfer, the greater the energy carried out with the combustion 
products and thus the greater the temperature of the products. The temperature that 
would be achieved by the products in the limit of adiabatic operation of the reactor 
is called the adiabatic flame temperature or adiabatic combustion temperature. 

The adiabatic flame temperature can be determined by use of the conservation of 
mass and conservation of energy principles. To illustrate the procedure, let us suppose 
that the combustion air and the combustion products each form ideal gas mixtures. 
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Then, with the other assumptions stated previously, the energy rate balance on a per 
mole of fuel basis, Eq. 13.125, reduces to the form hp = hg —that is, 


San, = ұз njh; (13.21a) 
P R 
where i denotes the incoming fuel and air streams and e the exiting combustion 


products. With this expression, the adiabatic flame temperature can be determined 
using table data or computer software, as follows. 


13.3.1 Using Table Data 
When using Eq. 13.9 with table data to evaluate enthalpy terms, Eq. 13.21а takes the form 
У ne(h? AR), = У п(һ + Ah); 
P R 


or 





У n(Ah), = Wn( Ah); + У nih; - У, nhi (13.21b) 
P R R P 
The п% are obtained on a per mole of fuel basis from the balanced chemical reaction 
equation. The enthalpies of formation of the reactants and products are obtained from 
Table A-25 or А-25Е. Enthalpy of combustion data might be employed in situations 
where the enthalpy of formation for the fuel is not available. Knowing the states of the 
reactants as they enter the reactor, the Ah terms for the reactants can be evaluated as 
discussed previously. Thus, all terms on the right side of Eq. 13.21b can be evaluated. 
The terms (Ай), on the left side account for the changes іп enthalpy of the products 
from Т. to the unknown adiabatic flame temperature. Since the unknown temperature 
appears in each term of the sum on the left side of the equation, determination of the 
adiabatic flame temperature requires iferation: A temperature for the products is assumed 
and used to evaluate the left side of Eq. 13.21b. The value obtained is compared with 
the previously determined value for the right side of the equation. The procedure con- 
tinues until satisfactory agreement is attained. Example 13.8 gives an illustration. 


13.3.2 Using Computer Software 


Thus far we have emphasized the use of Eq. 13.9 together with table data when 
evaluating the specific enthalpies required by energy balances for reacting systems. 
Such enthalpy values also can be retrieved using /nteractive Thermodynamics: IT. 
With ТТ, the quantities on the right side of Eq. 13.9 are evaluated by software, and 
h data are returned directly. 


consider CO; at 500 K modeled as an ideal gas. The specific 
enthalpy is obtained from 77 as follows: 

Т = боо // К 

h = h_T(“CO,”, Т) 
Choosing K for the temperature unit and moles for the amount under the Units 
menu, /T returns h = —3.852 X 10° kJ/kmol. 


This value agrees with the value calculated from Eq. 13.9 using enthalpy data for 
CO, from Table A-23, as follows 


h = hi +[h(500 К) — h(298 K)] 
= —393,520 + [17,678 — 9364] 
= —3.852 X 10°kJ/kmol « 4 4 4 4 


TAKE NOTE... 
The adiabatic flame tem- 
perature can be determined 
iteratively using table data 
or IT. See Example 13.8. 
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As suggested by this discussion, /T is also useful for analyzing reacting systems. In 
particular, the equation solver and property retrieval features of /T allow the adia- 
batic flame temperature to be determined without the iteration required when using 
table data. 

In Example 13.8, we show how the adiabatic flame temperature can be determined 
iteratively using table data or Interactive Thermodynamics: IT. 


EXAMPLE 13.9 ОО О О О —————————————————— 


Determining the Adiabatic Flame Temperature for Complete 

Combustion of Liquid Octane 

Liquid octane at 25°С, 1 atm enters а well-insulated reactor and reacts with air entering at the same temperature 
and pressure. For steady-state operation and negligible effects of kinetic and potential energy, determine the 


temperature of the combustion products for complete combustion with (a) the theoretical amount of air, (b) 
400% theoretical air. 


SOLUTION 


Known: Liquid octane and air, each at 25°С and 1 atm, burn completely within a well-insulated reactor operat- 
ing at steady state. 


Find: Determine the temperature of the combustion products for (a) the theoretical amount of air and (b) 40096 
theoretical air. 


Schematic and Given Data: 


CgHjg(1) Engineering Model: 
25°С, 1 atm ОКУ? 
iaiia 1. The control volume indicated on the accom- 
| panying figure by a dashed line operates at 
ee | | ws _ steady state. 







ES UM aa, Combustion products, 2, For the control volume, Об, = 0, W,, = 0, and 
5 Sirani — - kinetic and potential effects are negligible. 
2 i 2 
% 3. Тһе combustion air and the products of com- 
~ . . . 
—— Mn bustion each form ideal gas mixtures. 
Fig. E13.8 4. Combustion is complete. 


5. Each mole of oxygen in the combustion air is 
accompanied by 3.76 moles of nitrogen, 
which is inert. 


Analysis: At steady state, the control volume energy rate balance Eq. 13.12b reduces with assumptions 2 and 3 
to give Eq. 13.21a: 


Ж neh, = A njh; (1) 
P R 
When Eq. 13.9 and table data are used to evaluate the enthalpy terms, Eq. (1) is written as 
> nhi T Ah), = > nihi t Ah); 
P R 


On rearrangement, this becomes 





У пдАћ), = У п(Ал): + S nihi; — У, nhi, 
R R P 


P 


13.3 Determining the Adiabatic Flame Temperature 831 


which corresponds to Eq. 13.21b. Since the reactants enter at 25?C, the (Ай); terms оп the right side vanish, and 
the energy rate equation becomes 


Dre Ah). = X nihi — X neh? Q) 
Р R P 
(a) For combustion of liquid octane with the theoretical amount of air, the chemical equation is 
СзН,(1) + 12.50, + 47N, — 8CO, + 9H,O(g) + 47N; 


Introducing the coefficients of this equation, Eq. (2) takes the form 


8(Ah)co, + 9(Ал)н,осв) + 47(АВ)у, 
= (Поени) + 12.5096, 4785] 
— [8(й)со, + 90) о + 4708] 


The right side of the above equation can be evaluated with enthalpy of formation data from Table A-25, 
giving 
8(Ah)co, + 9(Ah)njo( + 47(Ай)м, = 5,074,630 kJ/kmol (fuel) 


Each АЛ term on the left side of this equation depends on the temperature of the products, Тр. This tempera- 
ture can be determined by an iterative procedure. 

The following table gives a summary of the iterative procedure for three trial values of Ty. Since the summa- 
tion of the enthalpies of the products equals 5,074,630 kJ/kmol, the actual value of Тр is in the interval from 
2350 to 2400 K. Interpolation between these temperatures gives 7p — 2395 K. 





Tp 2500 K 2400 K 2350 K 
8(Ah)co, 975,408 926,304 901,816 
9 (AR) нось 890,676 842,436 818,478 
47 (Ah), 3,492,664 3,320,597 3,234,869 
У п.(Аћ), 5,358,748 5,089,337 4,955,163 
Р 





Alternative Solution: 


The following ГТ code can be used as an alternative to iteration with table data, where hN2 В and hN2 P denote 
the enthalpy of №, in the reactants and products, respectively, and so on. Іп the Units menu, select temperature 
in K and amount of substance in moles. 


TR = 25 + 27345 // К 

/| Evaluate reactant and product enthalpies, hR and hP, respectively 
hR = hC8H18 + 12.5 * hO2_R + 47* hN2 В 

hP = 8 * hCO2_P + 9 * hH20_P + 47* hN2 P 
hC8H18 = —249910 // kj/kmol (value from Table A-25) 
hO2_R = h_T(“02”,TR) 

hN2_R = h_T(“N2”,TR) 

hCO2 P = h_T(“CO2”,TP) 

hH20_P = h_T(“H20”,TP) 

hN2_P = h_T(“N2”,TP) 

// Energy balance 

hP = hR 


Using the Solve button, the result is TP = 2394 K, which agrees closely with the result obtained above. 
(b) For complete combustion of liquid octane with 400% theoretical air, the chemical equation is 


CsH;s(1) + 500, + 1883, — 8CO, + 9Н,О(р) + 37.50, + 188N; 
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The energy rate balance, Eq. (2), reduces for this case to 


8(Ah)co, + 9(Ал) осу + 37.5(AR)o, + 188(Ал)ҳ, = 5,074,630 kJ/kmol (fuel) 


Q Observe that the right side has the same value as in part (a). Proceeding 
iteratively as above, the temperature of the products is Тр = 962 K. The 
use of IT to solve part (b) is left as an exercise. . 


Ability to... 
О apply the control volume 
Ө The temperature determined in part (b) is considerably lower than the епегду balance to calculate 
value found in part (a). This shows that once enough oxygen has been the adiabatic flame tem- 
provided for complete combustion, bringing in more air dilutes the com- perature. 
bustion products, lowering their temperature. О evaluate enthalpy values 
appropriately. 





If octane gas entered instead of liquid octane, would the adia- 


294... batic flame temperature increase, decrease, or stay the same? Ans. Increase. ^50 ее. 


13.3.3 Closing Comments 


For a specified fuel and specified temperature and pressure of the reactants, the 
maximum adiabatic flame temperature is for complete combustion with the theo- 
retical amount of air. The measured value of the temperature of the combustion 
products may be several hundred degrees below the maximum adiabatic flame tem- 
perature, however, for several reasons: 


» Once adequate oxygen has been provided to permit complete combustion, bringing 
in more air dilutes the combustion products, lowering their temperature. 

» Incomplete combustion also tends to reduce the temperature of the products, and 
combustion is seldom complete (see Sec. 14.4). 

» Heat losses can be reduced but not altogether eliminated. 

> As a result of the high temperatures achieved, some of the combustion products 
may dissociate. Endothermic dissociation reactions lower the product tempera- 
ture. The effect of dissociation on the adiabatic flame temperature is considered 
in Sec. 14.4. 


Fuel cell A fuel cell is an electrochemical device in which fuel and an oxidizer (normally oxygen 
from air) undergo a chemical reaction, providing electrical current to an external 
circuit and producing products. The fuel and oxidizer react catalytically in stages on 
separate electrodes: the anode and the cathode. An electrolyte separating the two 
electrodes allows passage of ions formed by reaction. Depending on the type of fuel 
cell, the ions may be positively or negatively charged. Individual fuel cells are con- 
nected in parallel or series to form fuel cell stacks to provide the desired level of 
power output. 

With today's technology, the preferred fuel for oxidation at the fuel cell anode is 
hydrogen because of its exceptional ability to produce electrons when suitable cata- 
lysts are used, while producing no harmful emissions from the fuel cell itself. Depend- 
ing on the type of fuel cell, methanol (CH3OH) and carbon monoxide (CO) can be 
oxidized at the anode in some applications but often with performance penalties. 


Since hydrogen is not naturally occurring, it must be produced. Production meth- 
ods include electrolysis of water (see Sec. 2.7) and chemically reforming hydrogen- 
bearing fuels, predominantly hydrocarbons. See the following box. 


Hydrogen Production by Reforming of Hydrocarbons 
Steam reforming of natural gas is currently the most common method of producing 
hydrogen. To illustrate this simply, consider steam reforming of methane, typically the 
largest component of natural gas. 

Methane undergoes an endothermic reaction with steam to yield syngas (synthesis 
gas) consisting of H, and CO: 


CH, + Н,0(5) >3H, + CO 


In a second step, additional hydrogen is produced using the exothermic water-gas 
shift reaction 


CO + H,0(g) > H, + CO, 


The shift reaction also eliminates carbon monoxide, which poisons platinum catalysts 
used in some fuel cells to promote reaction rates. 





Hydrocarbon reforming can occur either separately or within the fuel cell (depend- 
ing on type). Hydrogen produced by reforming fuel separately from the fuel cell itself 
is known as external reforming. ТЕ not fed directly from the reformer to a fuel cell, 
hydrogen can be stored as a compressed gas, a cryogenic liquid, or atoms absorbed 
within metallic structures and then provided to fuel cells from storage, when required. 
Internal reforming refers to applications where hydrogen production by reforming fuel 
is integrated within the fuel cell. Owing to limitations of current technology, internal 
reforming is feasible only in fuel cells operating at temperatures above about 600°C. 

Rates of reaction in fuel cells are limited by the time it takes for diffusion of 
chemical species through the electrodes and the electrolyte and by the speed of the 
chemical reactions themselves. The reaction in a fuel cell is not a combustion process. 
These features result in fuel cell internal irreversibilities that are inherently less sig- 
nificant than those encountered in power systems employing combustion. Thus, fuel 
cells have the potential of providing more power from a given supply of fuel and 
oxidizer than conventional internal combustion engines and gas turbines. 

Fuel cells do not operate as thermodynamic power cycles, and thus the notion of 
a limiting thermal efficiency imposed by the second law is not applicable. However, 
as for all power systems, the power provided by fuel cell systems is eroded by inef- 
ficiencies in auxiliary equipment. For fuel cells this includes heat exchangers, com- 
pressors, and humidifiers. Irreversibilities and losses inherent in hydrogen production 
also can be greater than those seen in production of more conventional fuels. 

In comparison to reciprocating internal combustion engines and gas turbines that 
incorporate combustion, fuel cells typically produce relatively few damaging emis- 
sions as they develop power. Still, such emissions accompany production of fuels 
consumed by fuel cells as well as the manufacture of fuel cells and their supporting 
components. 

Despite potential thermodynamic advantages, widespread fuel cell use has not 
occurred thus far owing primarily to cost. Table 13.2 summarizes the most promising 
fuel cell technologies currently under consideration. Included are potential applications 
and other characteristics. 

Cooperative efforts by government and industry have fostered advances in both proton 
exchange membrane fuel cells and solid oxide fuel cells, which appear to provide the great- 
est range of potential applications in transportation, portable power, and stationary power. 
The proton exchange membrane fuel cell and the solid oxide fuel cell are discussed next. 
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TAKE NOTE... 

Ав discussed in the 
Horizons in Sec. 5.3.3, 
hydrogen production by 
electrolysis of water and by 
reforming of hydrocarbons 
are each burdened by the 
second law. Significant 
exergy destruction is 
observed with each method 
of production. 
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Transportation 
application 


Electrolyte 


Charge carrier 


Operating 
temperature 

Fuel oxidized 
at anode 


Fuel reforming 
Fuel typically 
used for internal 
reforming 





Characteristics of Major Fuel Cell Types 


Proton Exchange 
Membrane Fuel 
Cell (PEMFC) 


Automotive 
power 


Portable power 
Small-scale 
stationary power 


lon exchange 
membrane 
H* 


60-80%С 


Н; or methanol 


External 
None 


13.4.1 Proton Exchange Membrane Fuel Cell 
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Phosphoric Acid 

Fuel Cell (PAFC) 

Large vehicle 
power 


On-site 
cogeneration 

Electric power 
generation 


Liquid phosphoric 
acid 
H* 


External 
None 


Molten Carbonate 
Fuel Cell (MCFC) 


On-site 
cogeneration 

Electric power 
generation 


Liquid molten 
carbonate 


со,” 


со 


Light hydrocarbons 


(e.g., methane, 
propane) 
Methanol 


Solid Oxide Fuel 
Cell (SOFC) 


Vehicle auxiliary 
power 

Heavy vehicle 
propulsion 


On-site 
cogeneration 

Electric power 
generation 


Solid oxide 
ceramic 


07 


Internal or external 


Internal or external 
Light hydrocarbons 
(e.g., methane, 

propane) 
Synthetic diesel 
and gasoline 


Sources: Fuel Cell Handbook, Seventh Edition, 2004, EG&G Technical Services, Inc., DOE Contract No. DE-AM26-99FT40575. Larminie, J., and Dicks, A., 
2000, Fuel Cell Systems Explained, John Wiley & Sons, Ltd., Chichester, West Sussex, England. 


The fuel cells shown in Fig. 13.3 are proton exchange membrane fuel cells (РЕМЕС5). 
At the anode, hydrogen ions (Н?) and electrons (е ) are produced. At the cathode, 


oxygen, hydrogen ions, and electrons react to produce water. 


» The fuel cell shown schematically in Fig. 13.3a operates with hydrogen (H;) as the 
fuel and oxygen (O;) as the oxidizer. The reactions at these electrodes and the 
overall cell reaction are labeled on the figure. The only products of this fuel cell 
are water, power generated, and waste heat. 


External electric circuit 


Н, э 2Н+ + 2е" 











See 
Oxidizer 
20 


+ $0, + 2н* + 2e7 > H,O 


H,O 
Product 
= ЊО 





Overall cell reaction: H, + 105 > H,O 


Fig. 13.3 Proton exchange membrane fuel cell. (a) Hydrogen fueled. (b) Humidified-methanol fueled. 


(a) 


СИОН + H,O > 


External electric circuit 


Fuel == 


CH4OH + H,O `] 


6H* + бе“ + CO; 


шыта е 
— Oxidizer 
202 


30) + 6н? + бе“ — 3H,O 





CHOH + H,O 


CO; 





Product 
СО 








a Product 
—- 3H,0 








Overall cell reaction: CH4OH + 30, — 2H50 + CO, 


(5) 


WRT 


Fuel cells pushed into public awareness during 

the first decades of the U.S. space program. 
Observers learned then that fuel cells were being 

used in orbit, on the moon, and in outer space, produc- 

ing power for various tasks and drinking water for crew 
members. More recently, in the early years of the twenty-first 
century, fuel cells once again enjoyed broad popular appeal 
owing to their anticipated deployment in vehicles for per- 
sonal transportation. Fuel cells seemed ideal for powering 
cars because at the point of use they exhibit high second 
law efficiencies and low emissions. But the lack of infra- 
structure to fuel them and other issues have greatly slowed 
entry of fuel cell vehicles into the marketplace. Interest 
among the public also subsided as automakers began to 
favor hybrid and all-electric vehicles. With such a history, 
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A Bright Future for Fuel Cells? 


many are wondering what the future holds for fuel cells. 
Some say fuel cells for portable electronics will be the first 
fuel cells most of us will actually encounter because of 
strong consumer demand for cost-competitive, long-lasting, 
instantly rechargeable power. Yet without much fanfare 
commercial-scale fuel cells currently provide emergency 
power in the event of outages. They are also deployed 
increasingly for cogeneration duty, including industrial and 
commercial applications. Fuel cells still may play an impor- 
tant role in transportation, powering buses, fleet vehicles, 
and ships, for example. 

Looking more to the future, the U.S. Department of Energy 
actively encourages fuel cell innovations through the Energy 
Efficiency and Renewable Energy (EERE) program and has 
identified specific goals for fuel cell technology through 2020. 





>» The fuel cell shown schematically in Fig. 13.35 operates with humidified methanol 
(CHOH + H,O) as the fuel and oxygen (O;) as the oxidizer. This type of PEMFC 
is a direct-methanol fuel cell. The reactions at these electrodes and the overall cell 
reaction are labeled on the figure. The only products of this fuel cell are water, 


carbon dioxide, power generated, and waste heat. 


For PEMFCs, charge-carrying hydrogen ions are conducted through the electro- 


lytic membrane. For acceptable ion conductivity, high membrane water content is 
required. This requirement restricts the fuel cell to operating below the boiling point 
of water, so PEMFCS typically operate at temperatures in the range 60-80°С. Cooling 
is generally needed to maintain the fuel cell at the operating temperature. 

Owing to the relatively low-temperature operation of proton exchange membrane 
fuel cells, hydrogen derived from hydrocarbon feedstock must be produced using 
external reforming, while costly platinum catalysts are required at both the anode 
and cathode to increase ionization reaction rates. Due to an extremely slow reaction 
rate at the anode, the direct-methanol fuel cell requires several times as much plati- 
num catalyst as the hydrogen-fueled PEMFC to improve the anode reaction rate. 
Catalytic activity is more important in lower-temperature fuel cells because rates of 
reaction at the anode and cathode tend to decrease with decreasing temperature. 

Automakers continue to strive toward the production of market-ready hydrogen- 
fueled proton exchange membrane fuel cell vehicles. Still, just two such fuel cell 
vehicles are currently available in the United States. To promote further fuel cell 


External electric circuit 





<-- Oxidizer 
50 





$0, +2е- — 07 























Overall cell reaction: H, + 10, > H,O 
(a) (b) 
Fig. 13.4 Solid oxide fuel cell. (a) Module. (b) Schematic. 
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development major automakers have formed partnerships among themselves. Thus 
far, several major brands have formed three distinct partnerships, each having two or 
three automakers as members. Both hydrogen-fueled and direct-methanol PEMFCs 
have potential to replace batteries in portable devices such as cellular phones, laptop 
computers, and video players. Hurdles to wider deployment of PEMFCS include 
extending stack life, simplifying system integration, and reducing costs. 


13.4.2 Solid Oxide Fuel Cell 


For scale, Fig. 13.4a shows a solid oxide fuel cell (SOFC) module. The fuel cell sche- 
matic shown in Fig. 1345 operates with hydrogen (Н) as the fuel and oxygen (O;) 
as the oxidizer. At the anode, water (H2O) and electrons (e ) are produced. At the 
cathode, oxygen reacts with electrons (e ) to produce oxygen ions (O ) that migrate 
through the electrolyte to the anode. The reactions at these electrodes and the over- 
all cell reaction are labeled on the figure. The only products of this fuel cell are water, 
power generated, and waste heat. 

For SOFCs, an alternative fuel to hydrogen is carbon monoxide (CO) that pro- 
duces carbon dioxide (CO;) and electrons (e ) during oxidation at the anode. The 
cathode reaction is the same as that in Fig. 13.45. Due to their high-temperature 
operation, solid oxide fuel cells can incorporate internal reforming of various hydro- 
carbon fuels to produce hydrogen and/or carbon monoxide at the anode. 

Since waste heat is produced at relatively high temperature, solid oxide fuel cells 
can be used for cogeneration of power and process heat or steam. SOFCs also can 
be used for distributed (decentralized) power generation and for fuel cell-microturbine 
hybrids. Such applications are very attractive because they achieve objectives without 
using highly irreversible combustion. 

For instance, a solid oxide fuel cell replaces the combustor in the gas turbine shown 
in the fuel cell-microturbine schematic in Fig. 13.5. The fuel cell produces electric 
power while its high-temperature exhaust expands through the microturbine, produc- 
ing shaft power Ила. By producing power electrically and mechanically without com- 
bustion, fuel cell-microturbine hybrids have the potential of significantly improving 
effectiveness of fuel utilization over that achievable with comparable conventional 
gas turbine technology and with fewer harmful emissions. 


Absolute Entropy and the Third Law 
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of mass and conservation of energy principles. In the present section some of the impli- 
cations of the second law of thermodynamics for reacting systems are considered. 


Fuel 


Exhaust 





Fig. 13.5 Solid oxide fuel 
Air Exhaust cell- microturbine hybrid. 
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The discussion continues in the second part of this chapter dealing with the exergy 
concept and in the next chapter where the subject of chemical equilibrium is 
taken up. 


13.5.1 Evaluating Entropy for Reacting Systems 


The property entropy plays an important part in quantitative evaluations using the 
second law of thermodynamics. When reacting systems are under consideration, the 
same problem arises for entropy as for enthalpy and internal energy: A common 
datum must be used to assign entropy values for each substance involved in the reac- 
tion. This is accomplished using the third law of thermodynamics and the absolute 
entropy concept. 

The third law deals with the entropy of substances at the absolute zero of tem- 
perature. Based on empirical evidence, this law states that the entropy of a pure 
crystalline substance is zero at the absolute zero of temperature, 0 К or 0°К. Sub- 
stances not having a pure crystalline structure at absolute zero have a nonzero value 
of entropy at absolute zero. The experimental evidence on which the third law is 
based is obtained primarily from studies of chemical reactions at low temperatures 
and specific heat measurements at temperatures approaching absolute zero. 


ABSOLUTE ENTROPY. For present considerations, the importance of the third 
law is that it provides a datum relative to which the entropy of each substance par- 
ticipating in a reaction can be evaluated so that no ambiguities or conflicts arise. The 
entropy relative to this datum is called the absolute entropy. The change in entropy 
of a substance between absolute zero and any given state can be determined from 
precise measurements of energy transfers and specific heat data or from procedures 
based on statistical thermodynamics and observed molecular data. 

Tables A-25 and A-25E give the value of the absolute entropy for selected sub- 
stances at the standard reference state, Т,„ = 298.15 K, p, = 1 atm, in units of kJ/ 
kmol - K and Btu/Ibmol - °R, respectively. Two values of absolute entropy for water 
are provided. One is for liquid water and the other is for water vapor. As for the 
case of the enthalpy of formation of water considered in Sec. 13.2.1, the vapor value 
listed is for a hypothetical ideal gas state in which water is a vapor at 25°C (77°F) 
and р = 1 atm. 

Tables A-23 and A-23E give tabulations of absolute entropy versus temperature at 
a pressure of 1 atm for selected gases. In these tables, the absolute entropy at 1 atm 
and temperature T is designated 5 (7), and ideal gas behavior is assumed for the gases. 


USING ABSOLUTE ENTROPY. When the absolute entropy is known at the 
standard state, the specific entropy at any other state can be found by adding the 
specific entropy change between the two states to the absolute entropy at the stan- 
dard state. Similarly, when the absolute entropy is known at the pressure p,ep and 
temperature T, the absolute entropy at the same temperature and any pressure p can 
be found from 


s(T, р) = S(T, Pret) + (5(Т,р) ~ S(T, Pier) | 


For the ideal gases listed in Tables A-23, the first term on the right side of this 
equation 5 s*(T), and the second term on the right can be evaluated using Eq. 6.18. 
Collecting results, we get 


5(T, p) = 5°(T) – Rin ue (ideal gas) (13.22) 
ref 


To reiterate, 5% Т) is the absolute entropy at temperature T and pressure p,e = 1 atm. 
The entropy of the ith component of an ideal gas mixture is evaluated at the mix- 
ture temperature T and the partial pressure p;: (Т, р). The partial pressure is given 


third law of 
thermodynamics 


absolute entropy 


TAKE NOTE... 

Entropy data retrieved from 
Tables A-2 through A-18 are 
not absolute values. 
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by p; — yip, where y; is the mole fraction of component i and p is the mixture pres- 
sure. Thus, Eq. 13.22 takes the form 





(Тр) = (Т) - Rin P. 


Pret 
or 
= aoa ЙЛ component і of an 
S(T, pi) = 5ҚТ) - RIn US E gas mixture ) ы 


where s;(T) is the absolute entropy of component i at temperature T and ре = 1 atm. 
Equation 13.23 corresponds to Eq. (b) of Table 13.1. 

Finally, note that /nteractive Thermodynamics (IT) returns absolute entropy directly 
and does not use the special function 5°. 


13.5.2 Entropy Balances for Reacting Systems 


Many of the considerations that enter when energy balances are written for reacting 
systems also apply to entropy balances. The writing of entropy balances for reacting 
systems will be illustrated by referring to special cases of broad interest. 


CONTROL VOLUMES AT STEADY STATE. Let us begin by reconsidering the 
steady-state reactor of Fig. 13.2, for which the combustion reaction is given by 
Eq. 13.11. The combustion air and the products of combustion are each assumed to 
form ideal gas mixtures, and thus Eq. 12.26 from Table 13.1 for mixture entropy is 
applicable to them. The entropy rate balance for the two-inlet, single-exit reactor can 
be expressed on a per mole of fuel basis as 


ОТ, 


b b 
0 = DE + 5р + (a + 2 so + (а + Р) злез, 
і Е 


b b Foy 
= asco sr = Sy а = (а + ) 3.76%, + 4 (13.24) 
2 27% 4 2 йр 











where пр is the molar flow rate of the fuel and the coefficients appearing in the 
underlined terms are the same as those for the corresponding substances in the reac- 
tion equation. 

АП entropy terms of Eq. 13.24 are absolute entropies. The first underlined term 
on the right side of Eq. 13.24 is the entropy of the combustion air per mole of fuel. 
The second underlined term is the entropy of the exiting combustion products per 
mole of fuel. In accord with Table 13.1, the entropies of the air and combustion prod- 
ucts are evaluated by adding the contribution of each component present in the 
respective gas mixtures. For instance, the specific entropy of a substance in the com- 
bustion products is evaluated from Eq. 13.23 using the temperature of the combustion 
products and the partial pressure of the substance in the combustion product mixture. 
Such considerations are illustrated in Example 13.9. 


EXAMPLE 12.9 ЖУО О О ГО Г Т Т Л Г ГГ. 


Evaluating Entropy Production for a Reactor Fueled by Liquid Octane 


Liquid octane at 25°С, 1 atm enters а well-insulated reactor and reacts with air entering at the same temperature 
and pressure. The products of combustion exit at 1 atm pressure. For steady-state operation and negligible effects 
of kinetic and potential energy, determine the rate of entropy production, in kJ/K per kmol of fuel, for complete 
combustion with (a) the theoretical amount of air, (b) 40096 theoretical air. 
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SOLUTION 


Known: Liquid octane and air, each at 25°С and 1 atm, burn completely within a well-insulated reactor operat- 
ing at steady state. The products of combustion exit at 1 atm pressure. 


Find: Determine the rate of entropy production, in kJ/K per kmol of fuel, for combustion with (a) the theo- 
retical amount of air, (b) 40096 theoretical air. 


Schematic and Given Data: 






CgH) (1) Engineering Model: 
25°C, 1 atm 
шын 1. The control volume shown оп the accompany- 
| ing figure by a dashed line operates at steady 
pe L state and without heat transfer with its sur- 
: x: | roundings. 
Air o, >/ Combustion products 
о 7% . . 

тану Lun 2. Combustion is complete. Each mole of oxygen 
Тр = 2395 К (part a) in the combustion air is accompanied by 3.76 

Tp - 962 K (part b) moles of nitrogen, which is inert. 


3. The combustion air can be modeled as an ideal 
Fig. E13.9 gas mixture, as can the products of combustion. 


4. The reactants enter at 25°С, 1 atm. The products 
exit at a pressure of 1 atm. 


Analysis: The temperature of the exiting products of combustion Тр was evaluated in Example 13.8 for each of 
the two cases. For combustion with the theoretical amount of air, Tp — 2395 K. For complete combustion with 
400% theoretical air, Tp = 962 К. 


(a) For combustion of liquid octane with the theoretical amount of air, the chemical equation is 
С:Н,(1) + 12.50; + 47N; — 8CO, + 9H50(g) + 47N, 
With assumptions 1 and 3, the entropy rate balance on a per mole of fuel basis, Eq. 13.24, takes the form 


О, j = 7 су 
0= i24. Sp + (12.550, + 475%) — (85со, + 95io(g) + 475№,) + E 


j ПЕ ПЕ 





ог on re arrangement 


Ow 





— = (85c0, + 95ңо(г) + 475%) — Зе — (12.580, + 475y,) (1) 
Пе 
Each coefficient of this equation is the same as for the corresponding term of the balanced chemical equation. 
The fuel enters the reactor separately at Ту, Ру. The absolute entropy of liquid octane required by the entropy 
balance is obtained from Table A-25 as 360.79 kJ/kmol · К. 
The oxygen and nitrogen in the combustion air enter the reactor as components of an ideal gas mixture at 
Teb Pre With Eq. 13.23 and absolute entropy data from Table A-23 


зо, = 56 (Та) - R In a 
Pret 
= 205.03 — 8.314 In 0.21 = 218.01 kJ/kmol - K 
з, = ЗЫ Tree) — R In айы 
Pret 


= 191.5 — 8.314 In 0.79 = 193.46 kJ/kmol - К 
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The product gas exits as an ideal gas mixture at 1 atm, 2395 K with the following composition: усо, = 8/64 = 
0.125, ун,о(в) = 9/64 = 0.1406, yx, = 47/64 = 0.7344. With Eq. 13.23 and absolute entropy data at 2395 K from 
Tables A-23 

Sco, = Sto, — R In Усо, 
= 320.173 — 8.314 In 0.125 = 337.46 kJ/kmol - K 
Smo = 273.986 — 8.314 In 0.1406 = 290.30 kJ/kmol - K 
Sy, = 258.503 — 8.314 In 0.7344 = 261.07 kJ/kmol - К 

Inserting values into Eq. (1), the expression for the rate of entropy production, we get 
cu = 8(337.46) + 9(290.30) + 47(261.07) 

Пе 





- 360.79 - 12.5(218.01) - 47(193.46) 
= 5404 kJ/kmol (octane) - К 


Alternative Solution: 


As an alternative, the following /T code can be used to determine the entropy production per mole of fuel 
entering, where sigma denotes С.,/йр, and sN2 В and sN2 P denote the entropy of N, in the reactants and 
products, respectively, and so on. In the Units menu, select temperature in K, pressure in bar, and amount of 
substance in moles. 


TR = 25 + 273.15 // К 
p =4.01325 // bar 
TP — 2394 // K (Value from the /T alternative solution of Example 13.8) 


// Determine the partial pressures 
рог К-о.21%р 
pN2_R = 0.79 * p 
pCO2 P = (8/64) * p 
pH20_P = (9/64) * p 
pN2_P = (47/64) * p 
// Evaluate the absolute entropies 
5С8Н18 = 360.79 // kJ/kmol - K (from Table A-25) 
502 R = 5 TP(*O2", TR, pO2 R) 
: sN2 R = s TP(*N2", TR, pN2 Б) 
> 0 sCO2 Р = s TP(^CO2", TP, pCO2, P) 
: SH20 P = s TP(*H20", TP, pH20O P) 
sN2 P = s TP(*N2", TP, pN2. P) 
// Evaluate the reactant and product entropies, sR and sP, respectively 
SR = SC8H18 + 12.5 * 502 В + 47* SN2_R 
SR = 8 * 5002 Р + 9 * SH20_P+ 47 * SN2_P 
// Entropy balance, Eq. (1) 
sigma = sP — sR 


Using the Solve button, the result is sigma = 5404 kJ/kmol (octane) · K, which agrees with the result obtained above. 


(b) The complete combustion of liquid octane with 400% theoretical air is described by the following chemical 
equation: 
С:Н,з(1) + 500; + 188N; — 8СО; + 9H;O(g) + 37.502 + 188N; 


The entropy rate balance on a per mole of fuel basis takes the form 


== (өй, OSes d 37515, + ВВЕ) = ве = (0i, 9 N 

nr 
The specific entropies of the reactants have the same values as in part (a). The product gas exits as an ideal gas 
mixture at 1 atm, 962 K with the following composition: усо, = 8/242.5 = 0.033, ун,о(ғ) = 9242.5 = 0.0371, 
Yo, = 37.5/242.5 = 0.1546, уу, = 0.7753. With the same approach as in part (a) 
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Sco, = 267.12 — 8.314 In 0.033 = 295.481 kJ/kmol - К 


Smo = 231.01 — 8.314 In 0.0371 = 258.397 kJ/kmol - K 
50, = 242.12 — 8.314 In 0.1546 = 257.642 kJ/kmol - К 
Sy, = 226.795 - 8.314 In 0.7753 = 228.911 kJ/kmol - К 


Inserting values into the expression for the rate of entropy production 


ZS = 8(295.481) + 9(258.397) + 37.5(257.642) + 188(228.911) 


ПЕ 
- 360.79 - 50(218.01) - 188(193.46) 
ө = 9754 kJ/kmol (octane) - К 


The use of ТТ to solve part (b) is left as an exercise. 


@ For several gases modeled as ideal gases, ГТ directly returns the absolute 
entropies required by entropy balances for reacting systems. The entropy 
data obtained from /T agree with values calculated from Eq. 13.23 using 
table data. 


Ө Although the rates of entropy production calculated in this example are 
positive, as required by the second law, this does not mean that the pro- 
posed reactions necessarily would occur, for the results are based on the 
assumption of complete combustion. The possibility of achieving complete 
combustion with specified reactants at a given temperature and pressure 
can be investigated with the methods of Chap. 14, dealing with chemical 
equilibrium. For further discussion, see Sec. 14.4.1. 


How do combustion product temperature and rate of entropy 


production vary, respectively, as percent excess air increases? Assume 
о complete combustion. Ans. Decrease, increase. ` 


CLOSED SYSTEMS. Next consider an entropy balance for a process of a closed 
system during which a chemical reaction occurs 


d = Жу = | (22) dus (13.25) 


Sp and Sp denote, respectively, the entropy of the reactants and the entropy of the 
products. 

When the reactants and products form ideal gas mixtures, the entropy balance can 
be expressed on a per mole of fuel basis as 


S ns — У из = Е [(2) bc (13.26) 
P R b 


Пе 





where the coefficients n on the left are the coefficients of the reaction equation 
giving the moles of each reactant or product per mole of fuel. The entropy terms of 
Eq. 13.26 are evaluated from Eq. 13.23 using the temperature and partial pressures 
of the reactants or products, as appropriate. In any such application, the fuel is mixed 
with the oxidizer, so this must be taken into account when determining the partial 
pressures of the reactants. 

Example 13.10 provides an illustration of the evaluation of entropy change for 
combustion at constant volume. 









Ability to... 
О apply the control volume 


entropy balance to a reacting 
system. 


О evaluate entropy values 
appropriately based on 
absolute entropies. 


Феееееееееееееееееееееееееееееееееееееееее 
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EXAMPLE 12.10 "RR TTE 


Determine Entropy Change for Combustion of Gaseous 
Methane with Oxygen at Constant Volume 


Determine the change in entropy of the system of Example 13.6 in kJ/K. 


SOLUTION 


Known: A mixture of gaseous methane and oxygen, initially at 25°С and 1 atm, burns completely within a closed 
rigid container. The products are cooled to 900 K, 3.02 atm. 


Find: Determine the change entropy for the process in kJ/K. 


Schematic and Given Data: See Fig. E13.6. 

Engineering Model: 

1. The contents of the container are taken as the system. 

2. The initial mixture can be modeled as an ideal gas mixture, as can the products of combustion. 
3. Combustion is complete. 


Analysis: The chemical equation for the complete combustion of methane with oxygen is 


The change in entropy for the process of the closed system is AS = Sp — Sp, where Sp and Sp denote, 
respectively, the initial and final entropies of the system. Since the initial mixture forms an ideal gas mixture 
(assumption 2), the entropy of the reactants can be expressed as the sum of the contributions of the components, 
each evaluated at the mixture temperature and the partial pressure of the component That is, 

Sg = 15сн,( Ti, усн, P1) + 250 Ti, Уо,Р1) 


where усн, = 1/3 and yo, = 2/3 denote, respectively, the mole fractions of the methane and oxygen in the initial 
mixture. Similarly, since the products of combustion form an ideal gas mixture (assumption 2) 


Sp = 15co,( T». Усо,Р2) + 25н,о( To Ун,оР2) 


where усо, = 1/3 and ун,о = 2/3 denote, respectively, the mole fractions of the carbon dioxide and water vapor 
in the products of combustion. In these equations, р; and p; denote the pressure at the initial and final states, 
respectively. 

The specific entropies required to determine Sp сап be calculated from Eq. 13.23. Since Ti = Tet and p, = 
Pref absolute entropy data from Table A-25 can be used as follows 
YCH, Pret 


5сн,( Т1, усн,Р1) = Scu,(Tret) — R In pu 
1 
— 186.16 — 8.314 ша = 195.294 kJ/kmol · K 


Similarly 


Уо, Pret 
Pret 





So,( 11, yo,D1) = 50, Ты) - Rin 


2 
- 205.03 - 8.314 In 37 208.401 kJ/kmol - K 
At the final state, the products are at 7; = 900 K and p, = 3.02 atm. With Eq. 13.23 and absolute entropy 
data from Table A-23 


2 РЕ a. Усо,р2 
5со,( Tz, Yco,P2) = Sco,(T2) - Кіп "Hun 
ref 


(1/3) (3.02) 
= 263.559 - 83141n-— = 263.504 kJ/kmol - K 
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= =a =, Ун;орР? 
Smo( T5, Уњор2) — Stol T2) – Rin Ва. (vf skills Developed 
(2/3) (3.02) Ability to.. B 


— 228.321 — 8.314 In — 222.503 kJ/kmol - K 


Q apply the closed system 
entropy balance to a reacting 


Finally, the entropy change for the process is ee 





AS = Sp — Sp О evaluate entropy values 
= [263.504 + 2(222.503)] — [195.294 + 2(208.401) ] appropriately based on 
= 96.414 kJ/K absolute entropies. 
Applying the entropy balance, Eq. 13.25, is о greater than, less 
....... than, Or equal to AS? Ans. Greater than. 8 е%евеевеввеевеевввееееевееевееееееееееееееее 





13.5.3 Evaluating Gibbs Function for Reacting Systems 


The thermodynamic property known as the Gibbs function plays a role in the second 
part of this chapter dealing with exergy analysis. The specific Gibbs function 8, intro- 
duced in Sec. 11.3, is 


(13.27) 


The procedure followed in setting a datum for the Gibbs function closely parallels 
that used in defining the enthalpy of formation: To each stable element at the stan- 
dard state is assigned a zero value of the Gibbs function. The Gibbs function of forma- 
tion of a compound, 27, equals the change in the Gibbs function for the reaction in 
which the compound is formed from its elements, the compound and the elements 
all being at 7, = 25°C (77°F) and р = 1 atm. Tables A-25 and A-25E give the Gibbs 
function of formation, 27, for selected substances. 

The Gibbs function at a state other than the standard state is found by adding to 
the Gibbs function of formation the change in the specific Gibbs function Ag between 
the standard state and the state of interest: 


g-h-Ts 


Gibbs function of formation 


TAKE NOTE... 

Gibbs function is introduced 
here because it contributes 
to eubsequent develop- 
mente of this chapter. 


&(T. p) = 82 + [8(Т,р) — E Tees Pret)] = 8 + AB (3283) | біре function is a prop- 
erty because it is defined in 
With Eq. 13.27 Ag can be written as terms of properties. Like 
enthalpy, introduced as a 
igs ІІ ТШ = h( ы) = [LS (B) = Tee S Те, Bra) (13.28b) combination of properties in 


The Gibbs function of component i in an ideal gas mixture is evaluated at the partial 
pressure of component i and the mixture temperature. 

The procedure for determining the Gibbs function of formation is illustrated in 
the next example. 


Sec. 3.6.1, Gibbs function 
has no physical significance— 
in general. 





EXAMPLE 13.11 ЖО О О О О О Г О Л Г Г rere Ete es: 


Determining the Gibbs Function of Formation for Methane 


Determine the Gibbs function of formation of methane at the standard state, 25°С and 1 atm, in kJ/kmol, апа 
compare with the value given in Table A-25. 
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SOLUTION 
Known: The compound is methane. 


Find: Determine the Gibbs function of formation at the standard state, in kJ/kmol, and compare with the Table 
А-25 value. 


Assumptions: In the formation of methane from carbon and hydrogen (H;), the carbon and hydrogen are each 
initially at 25°С and 1 atm. The methane formed is also at 25°С and 1 atm. 


Analysis: Methane is formed from carbon and hydrogen according to С + 2H, — СНА. The change in the Gibbs 
function for this reaction is 





Бр — £g = (h — Т%)сн, – (h — Ts)c — 2(h — Тән, 
= (Лен, – hc — 2hy,) — Т(5сн, — $c — 256) (1) 


where gp and gg denote, respectively, the Gibbs functions of the products and reactants, each рег kmol of methane. 
In the present case, all substances are at the same temperature and pressure, 25°С and 1 atm, which correspond 
to the standard reference state values. At the standard reference state, the enthalpies and Gibbs functions for carbon 
and hydrogen are zero by definition. Thus, іп Eq. (1), £g = hc = hy, = 0. Also, gp = (gf)cu, Eq. (1) then reads 
(8) сн, = (A3) сн, m Tret(S CH, == 28%.) (2) 
where all properties are at Tep р With enthalpy of formation and absolute entropy data from Table A-25, 
Eq. (2) gives 


(2 сн, = —74,850 — 298.15[186.16 — 5.74 — 2(130.57)] = —50,783 kJ/kmol (ví Skills Developed 


Ability to... 
О apply the definition of Gibbs 
function of formation to 

calculate 47. 


The slight difference between the calculated value for the Gibbs function of 
formation of methane and the value from Table A-25 can be attributed to 
round-off. 


Using the method applied in the example, calculate 0% for 


monatomic oxygen at the standard state, in kJ/kmol. Begin by writing 
20, — О. Ans. 231,750 kJ/kmol, which agrees with Table A-25. 











Chemical Exergy 


The objective of this part of the chapter is to extend the exergy concept introduced 
in Chap. 7 to include chemical exergy. Several important exergy aspects are listed in 
Sec. 73.1. We suggest you review that material before continuing the current discussion. 

A key aspect of the Chap. 7 presentation is that thermomechanical exergy is a 
measure of the departure of the temperature and pressure of a system from those of 
a thermodynamic model of Earth and its atmosphere called the exergy reference 
environment or, simply, the environment. In the current discussion, the departure of 
the system state from the environment centers on composition, for chemical exergy 
is a measure of the departure of the composition of a system from that of the exergy 
reference environment. 

Exergy is the maximum theoretical work obtainable from an overall system of 
system plus environment as the system passes from a specified state to equilibrium 
with the environment. Alternatively, exergy is the minimum theoretical work input 
required to form the system from the environment and bring it to the specified state. 

For conceptual and computational ease, we think of the system passing to equilib- 
rium with the environment in two steps. With this approach, exergy is the sum of two 
contributions: thermomechanical, developed in Chap. 7, and chemical, developed in 
this chapter. 


TAKE NOTE... 

A system has exergy when 
one or more of its tempera- 
ture, pressure, and composi- 
tion differ from that of the 
environment. 
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TABLE 13.4 






Set of Substances Represented by C,H,0, 


Exergy Reference Environment Used in Sec. 13.6 








— КЕНІ ПЕ BRENNEN 

N2 75.67 

0, 20.35 

CO, 0.03 

Other 0.83 

Conceptualizing Chemical Exergy 
In this section, we consider a thought experiment to bring out impor- Woy! tip 

tant aspects of chemical exergy. This involves Г Pu 
p overall system 


> a set of substances represented by C,H4O, (see Table 13.3), 
» an environment modeling Earth's atmosphere (see Table 13.4), and 
» an overall system including a control volume (see Fig. 13.6). 


Boundary of the | % 
control volume  ' 








Referring to Table 13.4, the exergy reference environment consid- 
ered in the present discussion is an ideal gas mixture modeling Earth's 
atmosphere. Tọ and ро denote the temperature and pressure of the 
environment, respectively. The composition of the environment 15 : 
given in terms of mole fractions denoted by y^, where superscript e | 
is used to signal the mole fraction of an environmental component. On at T ге 
The values of these mole fractions, and the values of Т) and po, аге du d 
specified and remain unchanged throughout the development to fol- 
low. The gas mixture modeling the atmosphere adheres to the Dalton 
model (Sec. 12.2). 

| | | З Heat transfer 

Considering Fig. 13.6, a substance represented by C,H,O, enters į зет ов пене 
the control volume at Ту, py. Depending on the particular substance, ` 
compounds present in the environment enter (O;) and exit (CO; and 
H,O(g)) at T, and their respective partial pressures in the environ- 
ment. All substances enter and exit with negligible effects of motion © pe 
and gravity. Heat transfer between the control volume and environ- на i 
ment occurs only at temperature То. The control volume operates at C,H,O, + [a + b/4 – с/2]0, > aCO, + b/2 6,06) 
steady state, and the ideal gas model applies to all gases. Finally, for 
the overall system whose boundary is denoted by the dotted line, Fig. 13.6 Illustration used to conceptualize 
total volume is constant and there is no heat transfer across the chemical exergy. 
boundary. 

Next, we apply conservation of mass, an energy balance, and an entropy balance 
to the control volume of Fig. 13.6 with the objective of determining the maximum 
theoretical work per mole of substance C,H,O, entering— namely, the maximum 
theoretical value of И, „Гле. This value is the molar chemical exergy of the substance. The 
chemical exergy is given by 





Н,О at Tp, Уй-оРо 
[> 




















Environment at To, po 





eo = л, + (а +P. “Vio, = P Taol 
(13.29) 
= Tile à (а Алы “0 жара аз. о 
4 2/ °? T? 2 7 
where the superscript ch is used to distinguish this contribution to the exergy mag- 
nitude from the thermomechanical exergy introduced in Chap. 7 The subscript F 
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denotes the substance represented by С.НьО,. The other molar enthalpies and entro- 
pies appearing in Eq. 13.29 refer to the substances entering and exiting the control 
volume, each evaluated at the state at which it enters or exits. See the following box 
for the derivation of Eq. 13.29. 


Evaluating Chemical Exergy 
Although chemical reaction does not occur in every case we will be considering, con- 
servation of mass is accounted for generally by the following expression 


C,H,O, + [a + b/4 — с/2]0, > асо, + b/2 H,O(g) (13.30) 


which assumes that when reaction occurs, the reaction is complete. 
For steady-state operation, the energy rate balance for the control volume of Fig. 13.6 
reduces to give 
Wu duc be Ae  —— dB 
= = = + hp + (а | =) Во, аћсо, 2 hu,o (13.31) 
пр h 4 





where the subscript F denotes a substance represented by C,H,0, (Table 13.3). Since 
the control volume is at steady state, its volume does not change with time, so no 
portion of Wolfe is required to displace the environment. Thus, in keeping with all 
specified idealizations, Eq. 13.31 also gives the work developed by the overall system 
of control volume plus environment whose boundary is denoted on Fig. 13.6 by a dot- 
ted line. The potential for such work is the difference in composition between sub- 
stance С„НЬО, and the environment. 

Heat transfer is assumed to occur with the environment only at temperature To. An 
entropy balance for the control volume takes the form 


Ow 


Qe lf box. zo 25. 
па, Sp 4 a Sco, — —Suo + — (13.32) 
4 2 2 








ne 


Eliminating the heat transfer rate between Eqs. 13.31 and 13.32 gives 


ЈЕ = b c \— = b— 
n. = [r | (а + 4 32 аһсо, o] 








Ow 


rs "NA = D T 
o| Se - (a d 4 2 50, а5со, 2 5н,0 он 


In Eq. 13.33, the specific enthalpy hp and specific entropy Sp are evaluated at To 
and ро. Since the ideal gas model applies to the environment (Table 13.4), the specific 
enthalpies of the first underlined term of Eq. 13.33 are determined knowing only the 
temperature 70. Further, the specific entropy of each substance of the second under- 
lined term is determined by temperature 70 and the partial pressure in the environ- 
ment of that substance. Accordingly, since the environment is specified, all enthalpy 
and entropy terms of Eq. 13.33 are known and independent of the nature of the pro- 
cesses occurring within the control volume. 

The term Тас depends explicitly on the nature of such processes, however. In 
accordance with the second law, Тосс is positive whenever irreversibilities are pres- 
ent, vanishes in the limiting case of no irreversibilities, and is never negative. The 
maximum theoretical value for the work developed is obtained when no irreversibili- 
ties are present. Setting Га « to zero іп Eq. 13.33 yields the expression for chemical 
exergy given by Eq. 13.29. 





(13.33) 


F 





| TAKE NOTE... 

| Observe that the approach 

, used here to evaluate 

| chemical ехегду parallels 

those used in Secs, 7.3 

| and 7.5 to evaluate exergy 

| of a system and flow exergy. 

In each case, energy and 

| entropy balances are applied 

, to evaluate maximum 
theoretical work in the limit 
as entropy production 

| tends to zero. 










13.6 Conceptualizing Chemical Exergy 


13.6.1 Working Equations for Chemical Exergy 


For computational convenience, the chemical exergy given by Eq. 13.29 is written as 
Eqs. 13.35 and 13.36. The first of these is obtained by recasting the specific entropies 
of О, СО», and H,O using the following equation obtained by application of Eq. (а) 
of Table 13.1: 


S;( To, yi po) = Si(To, po) = Rin yi (13.34) 


The first term on the right is the absolute entropy at Tọ and po, and y; is the mole 
fraction of component i in the environment. 
Applying Eq. 13.34, Eq. 13.29 becomes 


== = D ew - DE 
po [ + (а + qs 2) ho, — аћсо, — Р no (To, po) 


Е ib ex = b_ 
= туз ЧЕ (а sr A = 2) So,  а$со, — P Snow (To, Po) (13.35) 


(yò ји | 


+ RTọln 
5 тты 
where the notation (To, po) signals that the specific enthalpy and entropy terms of 
Eq. 13.35 are each evaluated at Tọ and po, although 70 suffices for the enthalpy of 
substances modeled as ideal gases. _ 
Recognizing the Gibbs function in Eq. 13.35— 8р = hp — TySp, for instance— 
Eq. 13.35 can be expressed alternatively in terms of the Gibbs functions of the several 
substances as 


= E D Gk = (b 
е = Е oF (a аР m 33 = 28с0, = P ыш) (То, po) 
0% т. | 


(уво) (Yo)? 





+ ЕТ,іп | (13.36) 


Тһе logarithmic term common to Eqs. 13.35 and 13.36 typically contributes only а 
few percent to the chemical exergy magnitude. Other observations follow: 


» The specific Gibbs functions of Eq. 13.36 are evaluated at the temperature 70 and 
pressure ро of the environment. These terms can be determined with Eq. 13.28a as 


8(To, po) = 8t + [£(To, ро) — &(Tret Pret) | (13.37) 


where g? is the Gibbs function of formation and Те; = 25°C (77°F), Pret = 1 atm. 

> For the special case where To апа ро are the same as Т and р, respectively, the 
second term on the right of Eq. 13.37 vanishes and the specific Gibbs function is 
just the Gibbs function of formation. That is, the Gibbs function values of Eq. 13.36 
can be simply read from Tables A-25 or similar compilations. 

» Finally, note that the underlined term of Eq. 13.36 can be written more compactly 
as —AG: the negative of the change in Gibbs function for the reaction, Eq. 13.30, 
regarding each substance as separate at temperature 70 and pressure ро. 


13.6.2 Evaluating Chemical Exergy for Several Cases 


Cases of practical interest corresponding to selected values of a, b, and c in the repre- 
sentation C,H,O, can be obtained from Eq. 13.36. For example, а = 8, b = 18, с = 0 
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corresponds to octane, СаН а. An application of Eq. 13.36 to evaluate the chemical 
exergy of octane is provided in Example 13.12. Further special cases follow: 


>» Consider the case of pure carbon monoxide at To, ро. For CO we have a = 1, = 0, 
с = 1. Accordingly, Eq. 13.30 reads CO + 50; — СО», and the chemical exergy 
obtained from Eq. 13.36 is 





@ Nile 
(уб,) | (13.38) 


eto = [80 + 2 o, - &co,]( To. Ро) + RT,In | ЈЕ 


И carbon monoxide is not pure but a component of an ideal gas mixture at Tp, 
Do, each component i of the mixture enters the control volume of Fig. 13.6 at tem- 
perature T, and the respective partial pressure у;ро. The contribution of carbon 
monoxide to the chemical exergy of the mixture, per mole of CO, is then given by 
Eq. 13.38, but with the mole fraction of carbon monoxide in the mixture, yco, 
appearing in the numerator of the logarithmic term that then reads 
In[yco(y9,) Тубо,]. This becomes important when evaluating the exergy of com- 
bustion products involving carbon monoxide. 

>» Consider the case of pure water at То and ро. Water is a liquid when at То, po, but 
is a vapor within the environment of Table 13.4. Thus, water enters the control 
volume of Fig. 13.6 as a liquid and exits as a vapor at To, yr, opo. with no chemical 
reaction required. In this case, a = 0, b = 2, and c = 1. Equation 13.36 gives the 
chemical exergy as 


TAKE NOTE... 

For liquid water, we think 
only of the work that could 
be developed as water 
expands through a turbine, 
or comparable device, from 
pressure po to the partial 
pressure of the water vapor 
in the environment: 


H,0() H,O(g) x - z = 1 
ai “т ео = [8H,0(1) = 81,0(2)]( To, Po) + RT) In (=>) (13.39) 
Hy 


» Consider the case of pure carbon dioxide at 70, po. Like water, carbon dioxide is 
present within the environment and thus requires no chemical reaction to evaluate 
its chemical exergy. With а = 1, b = 0, c = 2, Eq. 13.36 gives the chemical exergy 
simply in terms of a logarithmic expression of the form 





e^ = RT, In (+) (13.40) 
Усо, 


Provided the appropriate mole fraction y^ is used, Eq. 13.40 also applies to 
other substances that are gases in the environment, in particular to О» and N;. 
Moreover, Eqs. 13.39 and 13.40 reveal that a chemical reaction does not always 
play a part when conceptualizing chemical exergy. In the cases of liquid water, 
СО», О», №, and other gases present in the environment, we think of the work 
that could be done as the particular substance passes by diffusion from the dead 
state, where its pressure is po, to the environment, where its pressure is the 
partial pressure, уро. 

> Finally, for an ideal gas mixture at To, po consisting only of substances present as 
gases in the environment, the chemical exergy is obtained by summing the contri- 
butions of each of the components. The result, per mole of mixture, is 








E | 
et = RT, У уш (25) (13.41a) 
ТЕЛІ 


1 


where y; and у; denote, respectively, the mole fraction of component i in the 
mixture at То, ро and in the environment. 
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Expressing the logarithmic term as (In(1/y;) + ш yj) and introducing a relation 
like Eq. 13.40 for each gas i, Eq. 13.41a can be written alternatively as 


j = j 
ec = > yi есі 4t RT, D yi In yi (13.41 b) 
qd i-1 


The development of Eqs. 13.41a and 13.41b is left as an exercise. 


13.6.3 Closing Comments 


The approach introduced in this section for conceptualizing the chemical exergy of 
the set of substances represented by C,H,O, can also be applied, in principle, for 
other substances. In any such application, the chemical exergy is the maximum theo- 
retical work that could be developed by a control volume like that considered in Fig. 13.6 
where the substance of interest enters the control volume at Tọ, ро and reacts com- 
pletely with environmental components to produce environmental components. АП 
participating environmental components enter and exit the control volume at their 
conditions within the environment. By describing the environment appropriately, this 
approach can be applied to many substances of practical interest. 


о e ө ө ө ө ө ө ө ө ө ө ө с ө ө ө ө ө ө 9 ө ө ө ө ө ө ө ө ө 9 ө ө ө € ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө ө а 


While the approach used in Sec. 13.6 for conceptualizing chemical exergy can be 
applied to many substances of practical interest, complications are soon encountered. 
For one thing, the environment generally must be extended; the simple environment 
of Table 13.4 no longer suffices. In applications involving coal, for example, sulfur 
dioxide or some other sulfur-bearing compound must appear among the environmen- 
tal components. Furthermore, once the environment is determined, a series of calcu- 
lations is required to obtain exergy values for the substances of interest. These com- 
plexities can be sidestepped by using a table of standard chemical exergies. 

Standard chemical exergy values are based on a standard exergy reference environ- 
ment exhibiting standard values of the environmental temperature То and pressure 
Po such as 298.15 К (536.67? R) and 1 atm, respectively. The exergy reference environ- 
ment also consists of a set of reference substances with standard concentrations 
reflecting as closely as possible the chemical makeup of the natural environment. To 
exclude the possibility of developing work from interactions among parts of the envi- 
ronment, these reference substances must be in equilibrium mutually. 

The reference substances generally fall into three groups: gaseous components of 
the atmosphere, solid substances from Earth's crust, and ionic and nonionic sub- 
stances from the oceans. A common feature of standard exergy reference environ- 
ments is a gas phase, intended to represent air, that includes №, О, CO;, H5O(g), 
and other gases. The ith gas present in this gas phase is assumed to be at temperature 
Ту and the partial pressure р? = yj po. 

Two standard exergy reference environments are considered in this book, called 
Model I and Model II. For each of these models, Table A-26 gives values of the stan- 
dard chemical exergy for several substances, in units of kJ/kmol, together with a brief 
description of the underlying rationale. The methods employed to determine the 
tabulated standard chemical exergy values are detailed in the references accompany- 
ing the tables. Only one of the two models should be used in a particular analysis. 

The use of a table of standard chemical exergies often simplifies the application 
of exergy principles. However, the term standard is somewhat misleading, for there 
is no one specification of the environment that suffices for all applications. Still, 
chemical exergies calculated relative to alternative specifications of the environment 
are generally in good agreement. For a broad range of engineering applications, the 


lFor further discussion see M. J. Moran, Availability Analysis: A Guide to Efficient Energy Use, ASME 
Press, New York, 1989, pp. 169-170. 
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TAKE NOTE... 

Equation 15.416 is also 
applicable for mixtures 
containing gases other 
than those present in the 
reference environment, for 
example, gaseous fuels. 
Moreover, this equation can 
be applied to mixtures that 
do not adhere to the ideal 
gas model. In all such 
applications, the terms е 
may be selected from a 
table of standard chemical 
exergies, introduced in 
Sec. 13.7 to follow. 





standard chemical 
exergy 










TAKE NOTE... 
Standard exergy Model || is 
commonly used today. 
Model | is provided to show 
that other standard 
reference environments can 
at least be imagined. 
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Wey 
С.Н, CO; 
— — ү =т= 
at To, Po at To. po 
О; H50 (1) 
— Sj 
at To, ро at To, Po 
To= д 








CH, 4 (а о, > aCO; + > н,00) 


Fig. 13.7 Reactor used to introduce the standard chemical exergy of С,Нь. 


convenience of using standard values generally outweighs the slight lack of accuracy 
that might result. In particular, the effect of slight variations in the values of Tọ and 
po about their standard values normally can be neglected. 


13.7.1 Standard Chemical Exergy of a Hydrocarbon: C,H, 


In principle, the standard chemical exergy of a substance not present in the environ- 
ment can be evaluated by considering a reaction of the substance with other substances 
for which the chemical exergies are known. 

To illustrate this for the case of a pure hydrocarbon fuel С.Н, at To, po, refer to 
the control volume at steady state shown in Fig. 13.7 where the fuel reacts completely 
with oxygen to form carbon dioxide and /iquid water. All substances are assumed to 
enter and exit at To, ро and heat transfer occurs only at temperature Ту. 

Assuming no irreversibilities, an exergy rate balance for the control volume reads 


0,7 А 
TA (ON (А a | » у 
=> : - + е + а + -jeg 
i і | | (2) ( ПЕ | "E 4 4 "és 
_ b\_ 0 
= Ghi. if расы = 
aeco, (2 јевоо Да 
where the subscript F denotes С.Н. Solving for the chemical exergy ef", we get 


" Wey А b\_ b\_ 
ep = (Fe) + a@ Go, + (2 )гйо - ( t jet (13.42) 
ПЕ Ли 2 4 


Applying energy and entropy balances to the control volume, as in the development 
in the preceding box giving the derivation of Eq. 13.29, we get 


Wey T bi- a, b 
(m) = [s i (а + э), алсо, 2 ор |(To-Po) 


- b\_ _ b. 
— тј + (а + 2) 50; asco, 2 Sion) (To, po) (13.43) 


The underlined term in Eq. 13.43 is recognized from Sec. 13.2.3 as the molar higher 
heating value HHV (7p, po). Substituting Eq. 13.43 into Eq. 13.42, we obtain 














= — _ b 
ec = HHV (To, po) = To [s dr (а == == 


= Z b. 
зо, = аѕсо, — 2 Sion) (T Ро) 


2 


= (9%. [DW 
+ aeQo, + (2) ено) — (а + 2) еб, (12.442) 
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Equations 13.42 and 13.43 can be expressed alternatively in terms of molar Gibbs 
functions as follows 


Em Қ (BW = D- 
ер- E 15 (а ar У 80,” Sco, — Р auc | Po) 


= DNS DNS 
+ аесо, + (2) efkon) — ( ar 2) еш (13.44b) 





With Eqs. 13.44, the standard chemical exergy of the hydrocarbon C,H, can be 
calculated using the standard chemical exergies of O2, СО», and H5O(l), together with 
selected property data: the higher heating value and absolute entropies, or Gibbs 
functions. 


consider the case of methane, CH,, and Т) = 298.15 K (25°C), p, = 
1 atm. For this application we can use Gibbs function data directly from Table A-25, 
and standard chemical exergies for СО», H5O(l), and О, from Table A-26 (Model П), 
since each source corresponds to 298.15 K, 1 atm. With a — 1, b — 4, Eq. 13.44b gives 
831,680 kJ/kmol. This agrees with the value listed for methane in Table A-26 for 
Model П. « 4 4 4 4 


We conclude the present discussion by noting special aspects of Eqs. 13.44: 


» First, Eq. 13.44a requires the higher heating value and the absolute entropy sr. 
When data from property compilations are lacking for these quantities, as in the 
cases of coal, char, and fuel oil, the approach of Eq. 13.44a can be invoked using 
a measured or estimated heating value and an estimated value of the absolute 
entropy 5p determined with procedures discussed in the literature.” 

» Next, note that the first term of Eq. 13.44b can be written more compactly as - AG: 
the negative of the change in Gibbs function for the reaction. 

» Finally, note that only the underlined terms of Eqs. 13.44 require chemical exergy 
data relative to the model selected for the exergy reference environment. 


In Example 13.12 we compare the use of Eq. 13.36 and Eq. 13.44b for evaluating 
the chemical exergy of a pure hydrocarbon fuel. 


?See, for example, A. Bejan, G. Tsatsaronis, and M. J. Moran, Thermal Design and Optimization, Wiley, New 
York, 1996, Secs. 3.4.3 and 3.5.4. 


EXAMPLE 13.12 Ж О О О О О ОТ Г Л О ГГ Т Г 
: 
: 
: 


Evaluating the Chemical Exergy of Liquid Осїапе 


Determine the chemical exergy of liquid octane at 25°С, 1 atm, in kJ/kg. (a) Using Eq. 13.36, evaluate the 
chemical exergy for an environment corresponding to Table 13.4— namely, a gas phase at 25°С, 1 atm obeying 
the ideal gas model with the following composition on a molar basis: №, 75.67%; О», 20.35%; HO, 3.12%; СО», 
0.03%; other, 0.83%. (b) Evaluate the chemical exergy using Eq. 13.44b and standard chemical exergies from 
Table A-26 (Model II). Compare each calculated exergy value with the standard chemical exergy for liquid octane 
reported in Table A-26 (Model II). 


SOLUTION 
Known: The fuel is liquid octane. 


Find: Determine the chemical exergy (a) using Eq. 13.36 relative to an environment consisting of a gas phase at 
25*C, 1 atm with a specified composition, (b) using Eq. 13.44b and standard chemical exergies. Compare calcu- 
lated values with the value reported in Table A-26 (Model II). 
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Schematic and Given Data: 


Engineering Model: For part (a), as shown in Fig. E13.12, the 

Boundary of | environment consists of an ideal gas mixture with the molar 

[ overall system analysis: №, 75.67%; О», 20.35%; H5O, 3.12%; СО», 0.03%; 
сы other, 0.8396. For part (b), Model II of Table А-26 applies. 


ез = (Уй max 


Boundary of the ` x 
control volume ` 











СО; at To, YE0,Po * 
[=> i 









| Oy at To, уб,ро 
|! Environment: 
То = 25°C T. 
po = І atm 


Ф 20560 — 
: ys dir 0.2035 Heat transfer 


H20 at To, yÅ oPo : 
[=> 

















i Уб 6) = 0.0312 with environment 
“Но ` 


5 убо, = 0.0003 


КЕ i se Fig. E13.12 








Analysis: (a) Since a — 8, b — 18, c — 0, Eq. 13.30 gives the following expression for the complete combustion 
of liquid octane with O;: 


С:Н,ғ(1) + 12.50, — 8CO, + 9H5O(g) 
Furthermore, Eq. 13.36 takes the form 





еф = [&сьньа) t 12.5860, = 88co, m 92н,осе) ]( To. Do) 
Gto) Vroe) 


Since 70 = Tet and po = рь the required specific Gibbs functions are just the Gibbs functions of formation from 
Table A-25. With the given composition of the environment and data from Table A-25, the above equation gives 


е = [6610 + 12.5(0) — 8(—394,380) — 9(—228,590)] 
(0.2035) > | 


(0.0003)8(0.0312)? 
ө = 5,218,960 + 188,383 = 5,407,843 kJ/kmol 


+ Rri | 





+ 8.314(298.15) In | 


This value agrees closely with the standard chemical exergy for liquid octane reported in Table A-26 (Model II): 
5,413,100 kJ/kmol. 
Dividing by the molecular weight, the chemical exergy is obtained on a unit mass basis: 
5,407,843 
ch > > 
= -------- = 47,346 КЈ/К 
Wap CONDENA 
(b) Using coefficients from the reaction equation above, Eq. 13.44b reads 





ers [еони + 12.580, - 88co, - Зењо (То, Po) 
+ Весе, + ето) — 12.5ео; 
With data from Table A-25 and Model II of Table A-26, the above equation gives 
е = [6610 + 12.5(0) — 8(—394,380) — 9(—237,180)] 
+ 8(19,870) + 9(900) — 12.5(3970) 
= 5,296,270 + 117,435 = 5,413,705 kJ/kmol 
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As expected, this agrees closely with the value listed for octane in Table A-26 (Model II): 5,413,100 kJ/kmol. 
Dividing by the molecular weight, the chemical exergy is obtained on a unit mass basis: 


à 5,413,705 


— 47,397 kJ/k 
114.22 
The chemical exergies determined with the two approaches used in parts (a) and 
(b) also closely agree. (vj Skills Developed 
Ability to... 
@ A molar analysis of this environment on a dry basis reads: Op: 21%, №, СО; О calculate the chemical 
and the other dry components: 79%. This is consistent with the dry air analysis exergy of a hydrocarbon fuel 
used throughout the chapter. The water vapor present in the assumed environ- relative to a specified 
ment corresponds to the amount of vapor that would be present were the gas reference environment. 
phase saturated with water at the specified temperature and pressure. Ц calculate the chemical 


ехегду of a hydrocarbon fuel 
based on standard chemical 
exergies. 


Ө The value of the logarithmic term of Eq. 13.36 depends on the composition of 
the environment. In the present case, this term contributes about 3% to the 
magnitude of the chemical exergy. The contribution of the logarithmic term is 
usually small. In such instances, a satisfactory approximation to the chemical 
exergy can be obtained by omitting the term. 





Would the higher heating value (HHV) of liquid octane provide 
a plausible estimate of the chemical exergy in this case? Ans. Yes, Table 


A-25 gives 47,900 kJ/kg, which is approximately 196 greater than values 
obtained in parts (a) and (b). 






..7. Ahtainar in narte (9a) and (КЕ = ||| росеосовововововвововововововссоссвсовововово оо 





13.7.2 Standard Chemical Exergy of Other Substances 


By paralleling the development given in Sec. 13.71 leading to Eq. 13.44b, we can in 
principle determine the standard chemical exergy of any substance not present in the 
environment. With such a substance playing the role of С.Н, in the previous develop- 
ment, we consider a reaction of the substance with other substances for which the 
standard chemical exergies are known, and write 


e? = -AG + У ne? — У пе“ (13.45) 
Р R 





where AG is the change in Gibbs function for the reaction, regarding each substance 
as separate at temperature То and pressure po. The underlined term corresponds to 
the underlined term of Eq. 13.44b and is evaluated using the known standard chem- 
ical exergies, together with the n’s giving the moles of these reactants and products 
per mole of the substance whose chemical exergy is being evaluated. 


consider the case of ammonia, МН;, and Tọ = 298.15 К (25°C), 
Po = 1 atm. Letting NH; play the role of C,H, in the development leading to 
Eq. 13.44b, we can consider any reaction of NH; with other substances for which the 
standard chemical exergies are known. For the reaction 

NH; + 70, — 3N; + 3H2O(1) 


Eq. 13.45 takes the form 





enn, = [8мн, + 780, — 28, — 581,01) ](To, Po) 


1:26 3 ch 3. ch 
+ 7en, “>ең,ой) — 1906, 
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Using Gibbs function data from Table A-25, and standard chemical exergies for О», 
№, and Н;О(І) from Table A-26 (Model II), еф, = 337,910 kJ/kmol. This agrees 
closely with the value for ammonia listed in Table А-26 for Model П. |. ~ « 4 4 


Applying Total Exergy 
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The exergy associated with a specified state of a substance is the sum of two contri- 
butions: the thermomechanical contribution introduced in Chap. 7 and the chemical 
contribution introduced in this chapter. On a unit mass basis, the total exergy is 


у? 
total exergy e = (и — ug) + polv — vo) — To(s — 50) + ES + gz + ез (13.46) 





where the underlined term is the thermomechanical contribution (Eq. 72) and е“ is 
the chemical contribution evaluated as іп Sec. 13.6 or 13.7 Similarly, the total flow 
exergy associated with a specified state is the sum 


у? 
total Пом exergy ег=ћ — ho — T(s — за) + t ва + ез (13.47) 





where the underlined term is the thermomechanical contribution (Eq. 714) and е" 
is the chemical contribution. 


13.8.1 Calculating Total Exergy 


Exergy evaluations considered in previous chapters of this book have been alike in 
this respect: Differences in exergy or flow exergy between states of the same compo- 
sition have been evaluated. In such cases, the chemical exergy contribution cancels, 
leaving just the difference in thermomechanical contributions to exergy. However, for 
many evaluations it is necessary to account explicitly for chemical exergy — for instance, 
chemical exergy is important when evaluating processes involving combustion. 

When using Eqs. 13.46 and 13.47 to evaluate total exergy at a state, we first think 
of bringing the substance from that state to the state where it is in thermal and 

dead state mechanical equilibrium with the environment — that is, to the dead state where tem- 

perature is То and pressure is ро. In applications dealing with gas mixtures involving 
water vapor, such as combustion products of hydrocarbons, some condensation of 
water vapor to liquid may occur in such a process. If so, at the dead state the initial 
gas mixture consists of a gas phase containing water vapor in equilibrium with liquid 
water. See the solution of Example 13.15 for an illustration. Yet total exergy evalua- 
tions are simplified by assuming at the dead state that all water present in the mixture 
exists only as a vapor, and this /typothetical dead state condition often suffices. Also 
see Example 13.15 for an illustration. 

In Examples 13.13-13.15, we evaluate the total flow exergy for an application 
involving a cogeneration system. 


EXAMPLE 1343 Ж “Т О О О О Г Т ГГ ОГ ГГ 


Evaluating the Total Flow Exergy of Process Steam 


The cogeneration system shown in Fig. E13.13 develops both power and process steam. At steady state, process 
steam exits the heat-recovery steam generator at state 9 as saturated vapor at 20 bar with a mass flow rate 14 kg/s. 
Evaluate the total flow exergy rate, in MW, of the process steam at this state relative to the exergy reference 
environment of Table A-26 (Model II). Neglect the effects of motion and gravity. 
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SOLUTION 
Known: Process steam exits a heat-recovery steam generator at a specified state and a specified mass flow rate. 


Find: Determine the total flow exergy rate of the process steam, in MW. 


Schematic and Given Data: 


Process steam: 
Feedwater Saturated vapor, 
20 bar, 14 kg/s 






Regenerator 
Exhaust to 
surroundings 


Power 


Air Fig. E13.13 


Engineering Model: 


1. The heat-recovery steam generator is analyzed as a control volume at steady state. 
2. The effects of motion and gravity are ignored. 

3. For liquid water at To, po, (70, po) = A To), s(To, po) = я(Т)). 

4. The exergy reference environment of Table A-26 (Model II) applies. 

Analysis: The total flow exergy on a unit of mass basis is given by Eq. 13.47 as 


e; = (hy — ho) — То(ѕә — so) + е“ 








where the underlined term is the thermomechanical contribution to the flow exergy, Eq. 714, subject to assump- 
tion 2. With steam table data and assumption 3 


kJ kJ 
Ф (As — hg) — Ту(5» — 50) = (2799.5 — 104.9) E^ 298.15 K(6.3409 — 0.3674) EE 
kJ 
= 913.6 — 
91361 


Water is a liquid at the dead state. Thus, the chemical exergy contribution to the 
total flow exergy is read from Table A-26 (Model П) as 900 kJ/kmol. Converting (vj Skills Developed 


[Ey ік Tead тот OE as >= желите. vonverung а 
to a mass basis, е” = 49.9 kJ/kg. Ability to... 


О determine the flow exergy, 
including the chemical exergy 
contribution of steam. 


Adding the two contributions 


А k kJ 
Ө Ey = (4 (913.6 + 49.9) — | 
s kg 


1MW 
10° kJ/s 











= 13.49 MW 
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© When evaluating thermomechanical exergy at a state, we think of bringing the substance from the given state 
to the state where it is in thermal and mechanical equilibrium with the exergy reference environment — that 
is, to the dead state where temperature is Ту and pressure is ро. In this application water is a liquid at the 
dead state. 


Ө In keeping with expectations for high-pressure process steam, the thermomechanical contribution dominates; 
in this case it accounts for 95% of the total. 


Evaluating the process steam at 8 cents per kW · h of exergy, 


| determine its value, in $/year, for 4000 hours of operation annually. | 
....... Ап5. $4.3 million. еевеееееееееееееееееееееееееееееееееееееееееееееееее 





EXAMPLE 12.74 ШИРАТУ ы 


Evaluating the Total Flow Exergy of Fuel Entering a Combustor 


Reconsider the cogeneration system of Example 13.13. The combustor is fueled by methane, which enters the 
combustor at state 10 at 25°С, 12 bar and a mass flow rate of 1.64 kg/s. Evaluate the total flow exergy rate, in 
MW, of the methane relative to the exergy reference environment of Table A-26 (Model II). Assume the ideal 
gas model and neglect the effects of motion and gravity. 


SOLUTION 

Known: Methane enters a combustor at a specified state and a specified mass flow rate. 
Find: Determine the total flow exergy rate of the methane, in MW. 

Schematic and Given Data: See Fig. E13.13. 


Engineering Model: 


1. The combustor is analyzed as a control volume at steady state. 

2. The effects of motion and gravity can be ignored. 

3. The methane adheres to the ideal gas model. 

4. The exergy reference environment of Table A-26 (Model II) applies. 
Analysis: The total flow exergy on a unit of mass basis is given by Eq. 13.47 as 


er = (hio — ho) — To(sio — so) + еш 





where the underlined term is the thermomechanical contribution to flow ехетоу, Eq. 714, subject to assumption 2. 
Since the methane is modeled as an ideal gas and enters the combustor at the dead state temperature, 298.15 
K (25°C), the thermomechanical contribution reduces with Eqs. 3.43 and 6.18 to give 


(1) (hip — 6) = То( 510 == 50) = ЕТ, in(2) 


8314 kJ 12 bar 
=| _______|ровлакуја — — 
(жм kg- zi E (тог: | 
= 562 
kg 


The chemical exergy contribution is read from Table A-26 (Model II) as 831,650 kJ/kmol. Converting to a mass 
basis, the chemical exergy is 51,849 kJ/kg. 
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Adding the two exergy contributions, we get on a time-rate basis 





: k kJ | 1M 


— (382 + 51,849) — 
5 | ^s 10? kJ/s 


= 85.7 MW (Vj Skills Developed 


Ability to... 
О determine the flow exergy, 





Q When evaluating thermomechanical exergy at a state, we think of bringing the RU 
substance from the given state to the dead state, where temperature is Tọ and ү a йе chemical exergy 
pressure is po. contribution, of methane 

modeled as an ideal gas. 





@ In keeping with expectations for a fuel, the chemical exergy contribution dom- 
inates; in this case it accounts for 99% of the total. 


If hydrogen (H,) enters the combustor at the same state as for 


the methane, determine the hydrogen mass flow rate, in kg/s, required 
tree to give the total flow exergy rate determined above: 85.7 MW. ANS. 0.71. 999955555555555555555595555 eee ес cece 


EXAMPLE 123.15 ЖО О О Л УЛ УС ЛЛК Г Г Г 


Evaluating the Total Flow Exergy of Combustion Products 


Evaluate the total flow exergy, in MW, of the combustion products exiting the combustor considered in Example 13.14 
relative to the exergy reference environment of Table A-26 (Model II). The molar analysis of the combustion 
products is 


М», 75.07%; O5, 13.72%; СО», 3.14%; H5O(g), 8.07 96 


and the mixture molecular weight is 28.25. The combustion products form an ideal gas mixture and the effects 
of motion and gravity can be ignored. Steady-state data at the combustor exit, state 4, are provided in the accom- 
panying table. 


State m(kg/s) T(K) p(bar) h(kJ/kg) S(kJ/kg - K) 

4 92.92 1520 9.14 322 8.32 
SOLUTION 
Known: Combustion products exit a combustor at a specified state and a specified mass flow rate. 
Find: Determine the total flow exergy rate of the combustion products, in MW. 


Schematic and Given Data: 











Regenerator Engineering Model: 


1. The combustor is analyzed as a control volume at 
steady state. 






Methane 


2. The effects of motion and gravity are ignored. 











3. The combustion products form an ideal gas 
mixture. 


Gombas 
4. The exergy reference environment of Table A-26 
(Model II) applies. 


Power 


Air Fig. E13.15a 
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Analysis: The total flow exergy on a unit of mass basis is given by Eq. 13.47 as 
e; = (h4 — ho) — Tolsa — 50) + e™ (a) 


where the underlined term is the thermomechanical contribution to flow exergy, Eq. 714, subject to assumption 2, 
and е" is the chemical contribution, each on a unit of mass basis. These contributions will now be considered in turn. 








Thermomechanical Contribution 


The thermomechanical contribution to Eq. (a) requires values for h4, 54, Лу, and so. The table provided with the 
problem statement gives h4 and 54. They are mixture values determined using Eqs. 13.9 and 13.23, respectively. While 
the evaluation of h4 and s, is left as an exercise (Problem 13.107), the evaluation of Л, and sọ is detailed next. 


When determining thermomechanical exergy at a state, we think of bringing the substance from the given 
state to the dead state where temperature is Tọ and pressure is pọ. In applications dealing with gas mixtures 
involving water vapor, some condensation of water vapor to liquid may occur in such a process, which is the 
case in the present application. See note @. 

As shown in Fig. E13.15b, a 1-kmol sample of the combustion products at the dead state where Ty = 298.15 К, 
Po = 1 atm consists of a gas phase, including the “dry” products М», О;, and СО; together with water vapor 
in equilibrium with the condensed water. In kmol, the analysis of the gas phase 15 №, 0.7507; О», 0.1372; СО», 
0.0314; H5O(g), 0.0297, while the liquid water phase contains the rest of the water formed on combustion: 
0.0510 kmol. Within the gas phase №,, О;, СО», and H,O(g) have the following mole fractions, denoted by y": 


ө y'n, = 0.7910, y'o, = 0.1446, y'co, = 0.0331, у ај = 0.0313 (b) 







1-kmol sample of the 
combustion products at 
Tg = 298.15 K (25°С), 
po = 1 atm. 






Gas phase: 
0.7507 kmol № 
0.1372 kmol O5 
0.0314 kmol CO; 
0.0297 kmol 


0.9490 kmol 










Liquid water: 


0.0510 kmol Fig. E13.15b 


The mixture enthalpy ho is determined using Eq. 13.9 to obtain the specific enthalpy of each mixture component 
and then summing those values using the known molar analysis of the mixture. For each component, the Ай 
term of Eq. 13.9 vanishes, leaving just the enthalpy of formation. Accordingly, with data from Table A-25, 


ho = 0.7507(0) + 0.1372(0) + 0.0314(—393,520) + 0.0297(—241,820) + 0.0510(—285,830) = —34,116 kJ/kmol 


The first four terms of this calculation correspond to the gas phase whereas the last term is the contribution of 
the liquid water phase. Using the mixture molecular weight, we get the mixture enthalpy on a unit mass basis: 
—34,116 kJ/kmol kJ 


= –1208 
28.25 kg/kmol kg 





hs = 


The mixture entropy s; is also determined by summing the entropies of the gas and liquid water phases. For 
each substance in the gas phase the following special form of Eq. 13.23 is used: 
e Sj = 5 (То) = Rin у' (с) 
where у’ is the mole fraction of that substance in the gas phase, as given by Eqs. (b). 
With absolute entropy data from Table A-23, we get the following values, each in kJ/kmol, for the gas phase 
5м, = 191.502 — 8.314 In(0.7910) = 193.45 
So, = 205.033 — 8.314 (0.1446) = 221.11 
Sco, = 213.685 — 8.314 In(0.0331) = 242.02 
5н,о(в) = 188.720 — 8.314 1n(0.0313) = 217.52 
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The liquid water value is obtained from Table A-25 as 
5н,о() = 69.95 kJ/kmol 
Summing as in the calculation of ho above 
$9 = 0.7507(193.45) + 0.1372(221.11) + 0.0314(242.02) + 0.0297(217.52) + 0.0510(69.95) 
- 193.19 kJ/kmol - K 
When expressed on a unit mass basis 


193.19 kJ/kmol 
= 
? 28.25 kg/kmol 





= 6.84 kJ/kg - K 


The thermomechanical contribution to the total flow exergy is then 
(Аа = ho) — То(4- so) = (322 — (—1208))KJ/kg — 298.15 K(8.32 — 6.84) kJ/kg - К 
— 1089 kJ/kg 


Chemical Contribution 


At the dead state a sample of the combustion products consists of a gas phase and a liquid water phase. The 
chemical exergy is determined by adding the chemical exergies of these phases. 
For the gas phase, Eq. 13.41b is applied in the form 


j а 
са. = >» eu Enc m yi (d) 


where y' is the mole fraction of component i of the gas phase, as given by Eqs. (b). Accordingly, with chemical 
exergy values from Table A-26 (Model II), 
еш = [0.7910(720) + 0.1446(3970) + 0.0331(19,870) + 0.0313(9500)] 
+ (8.314)(298.15)[0.7910 In(0.7910) + 0.1446 In(0.1446) + 0.0331 In(0.0331) + 0.0313 Іп(0.0313)| 
— 397 kJ per kmol of gas 
For the liquid phase, Table A-26 (Model II) gives 900 kJ per kmol of liquid. 


On the basis of 1 kmol of combustion products at То, ро, the gas phase accounts for 0.949 kmol and the liquid 
phase accounts for 0.0510 kmol. The chemical exergy is then 


е“ = (0.949 kmol)(397 kJ/kmol) + (0.051 kmol) (900 kJ/kmol) 
— 423 kJ/kmol 
When expressed on a unit mass basis, 


ch _ _423kJ/kmol _ К] 
28.25 kg/kmol kg 





Collecting results, Eq. (a) gives the total flow exergy as the sum 
k k 
e; = (1089 + 15) „жа 1104 E. 
kg kg 


On a time-rate basis 


| “Үү E | 1MW 
B, =| 9292 = || 1104 
.. j ( s kg/ 1103 kJ/s 








= 102.6 MW 


@ At the dead state where Т) = 25°С, pọ = 1 atm, а 1-kmol sample of the combustion products consists of 
0.9193 kmol of “dry products" (N2, O2, СО») plus 0.0807 kmol of water. Of the water, n kmol is water vapor 
and the rest is liquid. Considering the gas phase, the partial pressure of the water vapor is the saturation 
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pressure at 25°С: 0.0317 bar. The partial pressure also is the product of the water vapor mole fraction and 
the mixture pressure, 1.01325 bar. Collecting results, 


n 
n + 0.9193 Jus 


Solving, the amount of water vapor is n = 0.0297 kmol. The amount of liquid is (0.0807 — n) = 0.0510 kmol. 
These values appear in Fig. E13.15b. See Example 13.2(d) for a closely similar analysis. 


0.0317 — ( 


Ө On the basis of 1 kmol of combustion products the gas phase accounts for 0.949 kmol. Then, for №, y' = 
0.7507/0.949 = 0.7910; for О», y' = 0.1372/0.949 = 0.1446; and so on. 


Ө In the present application, T = To, p; = y; po, Where po = рь = 1 atm. 


Ө In keeping with expectations for high-temperature combustion products, the 
thermomechanical exergy contribution dominates; chemical exergy contrib- (vf Skills Developed 


utes only 1.4% to the total. аналы ы 
Ability to... 

Ө Іп this application, evaluation of the total flow exergy at state 4 can be О determine the flow exergy, 
simplified by assuming a hypothetical dead state where all water formed by including the chemical ony 
combustion is in vapor form only. With this assumption, the thermomechan- contribution, of combustion 
ical and chemical exergy contributions to the total flow exergy are 1086 kJ/kg products modeled as an 
and 17 kJ/kg, respectively, as can be verified (Problem 13.107). The total flow ideal gas mixture. 


exergy is then 1103 kJ/kg, which differs negligibly from the value determined 
in the solution: 1104 kJ/kg. 


If the total flow exergy of the preheated compressed air entering 


the combustor at state 3 is 41.9 MW and heat transfer from the combustor 
is ignored, evaluate the rate exergy is destroyed within the combustor, 
in MW. Ans. 25. 









.... |n NAW Ane 725 _.______6__6______  fMeeececcoccccceccoccccccccocccecccccccccccccccccicccoccon 






13.8.2 Calculating Exergetic Efficiencies of Reacting Systems 


Devices designed to do work by utilization of a combustion process, such as vapor 
and gas power plants and reciprocating internal combustion engines, invariably have 
irreversibilities and losses associated with their operation. Accordingly, actual devices 
produce work equal to only a fraction of the maximum theoretical value that might 
be obtained. The vapor power plant exergy analysis of Sec. 8.6 and the combined 
cycle exergy analysis of Example 9.12 provide illustrations. 

The performance of devices whose primary function is to do work can be evalu- 
ated as the ratio of the actual work developed to the exergy of the fuel consumed in 
producing that work. This ratio is an exergetic efficiency. The relatively low exergetic 
efficiency exhibited by many common power-producing devices suggests that thermo- 
dynamically more thrifty ways of utilizing the fuel to develop power might be pos- 
sible. However, efforts in this direction must be tempered by the economic impera- 
tives that govern the practical application of all devices. The trade-off between fuel 
savings and the additional costs required to achieve those savings must be carefully 
weighed. 

The fuel cell provides an illustration of a relatively fuel-efficient device. We noted 
previously (Sec. 13.4) that the chemical reactions in fuel cells are more controlled 
than the rapidly occurring, highly irreversible combustion reactions taking place in 
conventional power-producing systems. In principle, fuel cells can achieve greater 
exergetic efficiencies than many such devices. Still, relative to conventional power 
systems, fuel cell systems typically cost more per unit of power generated, and this 
has limited their deployment. 
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The examples to follow illustrate the evaluation of an exergetic efficiency for an 
internal combustion engine and a reactor. In each case, standard chemical exergies 
are used in the solution. 


EXAMPLE 13.16 Б О О О О Г ГГ € 


Evaluating Exergetic Efficiency of an Internal Combustion Engine 


Devise and evaluate an exergetic efficiency for the internal combustion engine of Example 13.4. For the fuel, 
use the standard chemical exergy value from Table A-26 (Model II). 


SOLUTION 


Known: Liquid octane and the theoretical amount of air enter an internal combustion engine operating at steady 
state in separate streams at 77°F, 1 atm, and burn completely. The combustion products exit at 1140°Е The power 
developed by the engine is 50 horsepower, and the fuel mass flow rate is 0.004 1555. 


Find: Devise and evaluate an exergetic efficiency for the engine using the fuel standard chemical exergy value 
from Table A-26 (Model П). 


Schematic and Given Data: See Fig. E13.4. 
Engineering Model: 
1. See the assumptions listed in the solution to Example 13.4. 


2. The environment corresponds to Model II of Table A-26. 
3. Air entering the engine at 25°С, 1 atm with the composition 21% О», 79% М» has negligible exergy. 


9 
Analysis: An exergy balance can be used in formulating an exergetic efficiency for the engine: At steady state, 
the rate at which exergy enters the engine equals the rate at which exergy exits plus the rate at which exergy is 
destroyed within the engine. With assumption 3, exergy enters the engine only with the fuel. Exergy exits the 
engine accompanying heat and work and with the products of combustion. 

If the power developed is taken to be the product of the engine, and the heat transfer and exiting product 
gas are regarded as losses, an exergetic efficiency expression that gauges the extent to which the exergy entering 
the engine with the fuel is converted to the product is 





ө РЕ 


where Ер denotes the rate at which exergy enters with the fuel. 

Since the fuel enters the engine at 77°F and 1 atm, which correspond to the values of Tọ and ро of the envi- 
ronment, and kinetic and potential energy effects are negligible, the exergy of the fuel is just the chemical exergy. 
There is no thermomechanical contribution. Thus, with data from Table A-1 and Table A-26 (Model IT) 


| Ib (5,413,100 kJ/kmol\| Вель 
Ej = тке“ =| 0.004 —— 
poA ( 5 Х 11422 kg/kmol ЛЕ kJ/kg 





| = а 
5 


The exergetic efficiency is then 





( 50 hp вап, 1h 
e NSLSBtus/| 1hp ||3600s 





© = 0.434 (43.4%) 


@ The entering air has chemical exergy that can be calculated from Eq. 13.41b СЛ Skills Developed 
using the known oxygen and nitrogen mole fractions together with their "е... 
chemical exergies from Table A-26. The result is 55 Btu рег kmol of air. АРИЙ to... 

Compared to the chemical exergy of the fuel, such a value is negligible. О devise and evaluate an 
exergetic efficiency for ап 


Ө Тһе exergy of exhaust gas and engine coolant of internal combustion engines internal combustion engin 
Ine. 


may be utilizable for various purposes — for instance, additional power might 
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be produced using bottoming cycles as considered in Problem 9.10D. In most cases, such additional power 
would be included in the numerator of the exergetic efficiency expression. Since a greater portion of the 
entering fuel exergy is utilized in such arrangements, the value of = would be greater than that evaluated in 
the solution. 


© Approximating the chemical exergy by the higher heating value of liquid octane from Table A-25E, 20,610 
Btu/lb, we get Ер = 82.4 Btu/s and e = 0.429 (42.9%). 


Using a rationale paralleling that for the internal combustion 


engine, devise and evaluate an exergetic efficiency for the gas turbine power 
plant of Example 13.5. Ans.0.332 (33.2%). 






»»»»»*: nlant nf Evamnla 126 Ane fA 229 (22 39) || | | | ҙӛҙҺҙ ,ц  %-еееееесегесесеееееееееееееееееееееееееееееееееееее 





In the next example, we evaluate an exergetic efficiency for a reactor. In this case, 
the exergy of the combustion products, not power developed, is the valuable output. 


EXAMPLE 13.17 ОООО О О Г ОГ О КТ Т О О ТГ Г ГТ 


Evaluating Exergetic Efficiency of a Reactor Fueled by Liquid Octane 


For the reactor of Examples 13.8 and 13.9, determine the exergy destruction, in kJ per kmol of fuel, and devise 
and evaluate an exergetic efficiency. Consider two cases: complete combustion with the theoretical amount of 
air, and complete combustion with 400% theoretical air. For the fuel, use the standard chemical exergy value 
from Table A-26 (Model П). 


SOLUTION 


Known: Liquid octane and air, each at 25°С and 1 atm, burn completely in a well-insulated reactor operating at 
steady state. The products of combustion exit at 1 atm pressure. 


Find: Determine the exergy destruction, in kJ per kmol of fuel, and evaluate an exergetic efficiency for complete 
combustion with the theoretical amount of air and 400% theoretical air. 


Schematic and Given Data: See Fig. E13.9. 


Engineering Model: 
1. See assumptions listed in Examples 13.8 and 13.9. 


2. The environment corresponds to Model II of Table A-26. 


3. Air entering the reactor at 25°C, 1 atm with the composition 21% О», 79% № has negligible exergy. 

9 

Analysis: Ап exergy rate balance can be used іп formulating ап exergetic efficiency: At steady state, the rate 
at which exergy enters the reactor equals the rate at which exergy exits plus the rate at which exergy is 
destroyed within the reactor. With assumption 3 exergy enters the reactor only with the fuel. The reactor is 
well insulated, so there is no exergy transfer accompanying heat transfer. There is also no work W,,. Accord- 
ingly, exergy exits only with the combustion products, which is the valuable output in this case. The exergy 
rate balance then reads 


Ер A Eon F Éa (a) 


where Ер is the rate at which exergy enters with the fuel, M is the rate at which exergy exits with the 
combustion products, and E, is the rate of exergy destruction within the reactor. 
An exergetic efficiency then takes the form 


= E products (b) 
Er 
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The rate at which exergy exits with the products can be evaluated with the approach used in the solution to 
Example 13.15. But in the present case effort is saved with the following approach: Using the exergy balance for 
the reactor, Eq. (a), the exergetic efficiency expression, Eq. (b), can be written alternatively as 
Е-Е Е 

F—=1-= (c) 

Er Er 





= 


The exergy destruction term appearing in Eq. (b) can be found from the relation 


Eq Ow 
a = To 5 
ПЕ ПЕ 





where Те is the temperature of the environment and со; is the rate of entropy production. The rate of entropy 
production is evaluated in the solution to Example 13.9 for each of the two cases. For the case of complete 
combustion with the theoretical amount of air 


Ey kJ kJ 
— = (298 K) | 5404 ~ | = 1,610,392 ——— 
Np (258%) ( kmol · x) 039 kmol 


Similarly, for the case of complete combustion with 400% of the theoretical amount of air 


Ey kJ 
— = (298)(9754) = 2,906,692 —— 
Пе ( X ) kmol 


Since the fuel enters the reactor at 25°C, 1 atm, which correspond to the values of Ту and p, of the environ- 
ment, and kinetic and potential effects are negligible, the exergy of the fuel is just the standard chemical exergy 
from Table A-26 (Model II): 5,413,100 kJ/kmol. There is no thermomechanical contribution. Thus, for the case 
of complete combustion with the theoretical amount of air, Eq. (c) gives 


ju ООН = 970s (70.3% ) 
ы 5,413,100 ` m 





Similarly, for the case of complete combustion with 400% of the theoretical amount of air, we get 


_ 2,906,692 
5.413,100 





ө є = = 0.463 (46.3%) 


@ The entering air has chemical exergy that can be calculated from Eq. 13.416 
using the known oxygen and nitrogen mole fractions together with their (vj Skills Developed 
chemical exergies from Table A-26. The result is 129 kJ per kmol of air. Com- И 
pared to the chemical exergy of the fuel, such а value is negligible. 


Ability to... 

О determine exergy destruc- 

@ The calculated efficiency values show that a substantial portion of the fuel tion for a reactor. 
exergy is destroyed in the combustion process. In the case of combustion О devise and evaluate an 
with the theoretical amount of air, about 3096 of the fuel exergy is destroyed. 
In the excess air case, over 50% of the fuel exergy is destroyed. Further 
exergy destructions would take place as the hot gases are utilized. It might 
be evident, therefore, that the overall conversion from fuel input to end use 
would have a relatively low exergetic efficiency. The vapor power plant 
exergy analysis of Sec. 8.6 illustrates this point. 


appropriate exergetic 
efficiency. 





For complete combustion with 30096 of theoretical air, would the 


exergetic efficiency be greater than, or less than, the exergetic efficiency 
determined for the case of 40096 of theoretical air? Ans. Greater than. 
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CHAPTER SUMMARY AND STUDY GUIDE DD 


Chapter 13 Reacting Mixtures and Combustion 


KEY ENGINEERING CONCEPTS 


In this chapter we have applied the principles of thermody- 
namics to systems involving chemical reactions, with empha- 
sis on systems involving the combustion of hydrocarbon 
fuels. We also have extended the notion of exergy to include 
chemical exergy. 

The first part of the chapter begins with a discussion of 
concepts and terminology related to fuels, combustion air, 
and products of combustion. The application of energy bal- 
ances to reacting systems is then considered, including con- 
trol volumes at steady state and closed systems. To evaluate 
the specific enthalpies required in such applications, the 
enthalpy of formation concept is introduced and illustrated. 
The determination of the adiabatic flame temperature is con- 
sidered as an application. 

The use of the second law of thermodynamics is also dis- 
cussed. The absolute entropy concept is developed to pro- 
vide the specific entropies required by entropy balances for 
systems involving chemical reactions. The related Gibbs 
function of formation concept is introduced. The first part of 
the chapter also includes a discussion of fuel cells. 

In the second part of the chapter, we extend the exergy 
concept of Chap. 7 by introducing chemical exergy. The stan- 
dard chemical exergy concept is also discussed. Means are 
developed and illustrated for evaluating the chemical exer- 
gies of hydrocarbon fuels and other substances. The presen- 


complete combustion, p. 806 
air-fuel ratio, p. 807 

theoretical air, p. 808 

percent of theoretical air, p. 808 
dry product analysis, p. 811 


fuel cell, p. 832 


КЕҮ ЕОЏАТ|ОМ5 "n B 


т Mair 
AF = АЕ | —— 
Mia 


enthalpy of formation, p. 816 
heating values, p. 825 
adiabatic flame temperature, p. 828 


tation concludes with a discussion of exergetic efficiencies 
of reacting systems. 

The following list provides a study guide for this chapter. 
When your study of the text and end-of-chapter exercises 
has been completed, you should be able to 


> write out the meaning of the terms listed in the margin 
throughout the chapter and understand each of the 
related concepts. The subset of key concepts listed below 
is particularly important. 


> determine balanced reaction equations for the combustion 
of hydrocarbon fuels, including complete and incomplete 
combustion with various percentages of theoretical air. 

> apply energy balances to systems involving chemical reac- 
tions, including the evaluation of enthalpy using Eq. 13.9 
and the evaluation of the adiabatic flame temperature. 

> apply entropy balances to systems involving chemical геас- 
tions, including the evaluation of the entropy produced. 

> evaluate the chemical exergy of hydrocarbon fuels and 
other substances using Eqs. 13.35 and 13.36, as well as 
the standard chemical exergy using Eqs. 13.44 and 13.45. 

> evaluate total exergy using Eqs. 3.46 апа 3.47. 

> apply exergy analysis, including chemical exergy and the 
evaluation of exergetic efficiencies. 


chemical exergy, p. 844 
standard chemical exergy, p. 849 
dead state, p. 854 


absolute entropy, p. 837 


Relation between air-fuel ratios 


(13.2) p. 808 on mass and molar bases 





A(T, p) = hi + [A(T, p) 


= h( Tiei Pret)| = he F Ah 


Evaluating enthalpy at T, p in 


(13.9) p. 817 terms of enthalpy of formation 





Energy rate balance for a con- 








cv = Wea 


ПЕ ПЕ P R 


= Sindhi + Ah). – Wn(hi-* Ah); 


trol volume at steady state per 
mole of fuel entering 


(13.15b) p. 819 








Q - W= У п(һ: + Ah) - У п(ћ + Ал) – RT, Уп + ЕТ dn 
P R 


P R 


Closed system energy balance, 
where reactants and products 
are each ideal gas mixtures 


(13.17b) p. 823 





Checking Understanding 865 


Absolute entropy of an ideal 
s(T, p) =s°(T) - Кіп (13.22) p. 837 | gas (molar basis) at T, p, 











iin where 5°(T) is from Tables A-23 
Absolute entropy for compo- 
_ E —. ур nent і of an ideal gas mixture 
5i(T, pi) = si(T) - R е | (13.23) р. 838 | (molar basis) at T, p, where 


SP (T) is from Tables A-23 





Evaluating Gibbs function at T, 
(Тур) = бе BULS =E (TeDe) = 8r Аг (13.28a) p. 843 | p in terms of Gibbs function of 
formation 
where 


(A(T, p) — h(Tas pe] — [T S(T, p) ^ TrepS(Trets Pret) | (13.28b) p. 843| (see Tables A-25 for g? values) 


> 
09 | 
| 





Total specific flow exergy 
4 including thermomechanical 
e; = h — hy — To(s — so) H А + gz + e (13.47) р. 854 and chemical contributions 
2 (see Secs. 13.6 and 13.7 for 
chemical exergy expressions) 


EXERCISES: THINGS ENGINEERS THINK УС ТЕА...................................... 


1. Is combustion an inherently irreversible process? Why ог 9. Why do oil companies still flare natural gas? What are the 
why not? alternatives? 





2. What steps, both indoor and outdoor, should homeowners 10. Why is it unnecessary to use enthalpies of formation in 
take to protect their dwellings from fire? writing energy balances for systems that do not involve 


| f OR 9 
3. What hurdles have to be overcome before ethanol is more chemical reaction— or is it necessary 


widely used to fuel vehicles? What are the prospects for 11. How do those instant hot and cold packs used by athletes 
overcoming these hurdles? to treat injuries work? For what kinds of injury is each type 


ited? 
4. Can coal be converted to a liquid diesel-like fuel? Explain. ре БЕ 


1 ? 
5. You read that for every gallon of gasoline burned by a car's а АДА алы 


engine, nearly 20 lb of carbon dioxide is produced. Is this 13. How might an exergetic efficiency be defined for the 
correct? Explain. hybrid power system of Fig. 13.5? 


6. What is the difference between octane rating and octane? 14. What barriers do fuel cell-powered vehicles for personal 
transportation have to overcome before being more widely 


7. How is the desired air-fuel ratio maintained in automotive | 
deployed? What are the prospects for overcoming these 


internal combustion engines? 


barriers? 
8. In K, how close to absolute zero have experimenters reached? 
{Де ICEBU I Dd: RP WNPIBICBEE-- e e e e e ncn n n n n n n n ÓÓÓRHRRRRRRRRIRIRRRRRRIHIRR 
1. When octane burns completely with 400% of theoretical air, (a) a liquid, 
each at 25°С, 1 atm, the adiabatic flame temperature is (b) a solid, 
(a) greater than, (c) a vapor, 
(b) equal to, (d) a two-phase mixture of liquid and vapor. 


(c) less than when complete combustion with the theoretical 


Е 3. Butane burns completely with 150% of theoretical air. The 
amount of air occurs. 


equivalence ratio is . The reactants form a 
2. The lower heating value of a hydrocarbon corresponds to (a) rich, (b) lean mixture. The dew point temperature of the 
the case where all of the water formed by combustion is combustion products when cooled at 1 atm is AC 
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4. Carbon dioxide gas at 400 K, 1 atm exits a combustor, which 
has carbon and oxygen (O2) entering in separate streams, 
each at 25°С, 1 atm. These are the only entering and exiting 
streams. To apply an energy balance to the combustor, the 
specific enthalpies of the carbon and carbon dioxide on a 
molar basis are _________ kJ/kmol and = 
kJ/kmol, respectively. Assume the ideal gas model. 


5. Referring to question 4, the absolute entropy of the carbon 
and carbon dioxide on a molar basis are 
kJ/kmol - K and kJ/kmol - K, respectively. 


6. When methane burns completely with 200% of theoretical 
air, the air-fuel ratio on a molar basis is 


7. The higher heating value of liquid octane at the standard 
state is kJ/kg. 


8. Methane burns completely with х% of theoretical air. The 
products are subsequently cooled at a pressure of 1 bar. As 
x increases from 100 to 150, the corresponding dew point 
temperature 


(a) increases, 

(b) decreases, 

(c) remains the same, 

(d) cannot be determined without more information. 


9. In a dry product analysis, the mole fractions are given for 
all gaseous products except 


(a) №, which is inert, 
(b) any unburned fuel, 
(c) water, 

(d) all of the above. 


10. At 25°С, 1 atm, how does the higher heating value of liquid 
octane compare to its standard chemical exergy, each in kJ/kg? 


11. Referring to Example 13.15, the chemical exergy at state 5, 
per kmol of mixture, is kJ/kmol. 


12. In Table A-25, why does the enthalpy of formation for 
monatomic oxygen, O(g), have a positive value while that 
for diatomic oxygen, O»(g), is zero? 


13. For each of the following reactions: 


(ii) Н, + ҰО; + 3.76N;) > НО(в) + 1.88N; 


determine the temperature, in ^C, at which water begins to 
condense when products are cooled at a pressure of 1 bar. 


14. Referring to the reactions of question 13, the enthalpy of 
combustion at 25°С, 1 atm for case (1) is 


(a) greater than, 
(b) equal to, 
(c) less than that for case (ii). Explain. 


15. Pulverized carbon at 25°С, 1 atm enters an insulated 
reactor operating at steady state and burns completely with 
200% of theoretical air entering at 25°С, 1 atm. The adiabatic 
flame temperature, in K, is closely 


(a) 1470, 
(b) 1490, 
(c) 1510, 
(d) 1530. 


16. At 25°С, 1 atm, water exists only as a liquid. Yet two values 
of the enthalpy of formation are given for water in Table 
А-25. Explain. 


17. 'The reactor shown in the accompanying figure operates adi- 
abatically at steady state and combustion is complete. As the 
percent of theoretical air in the reactants increases, the exer- 
getic efficiency 


(a) increases, 
(b) decreases, 
(c) remains the same. Explain. 


С.Н, 
25°C, 1 atm 


Insulation 






Air 4 
25°C, 1 atm 


Fig. P13.17C 


18. At 500 K and 1 atm, an ideal gas mixture consists of 1 kmol 
of O, and 1 kmol of №. The absolute entropy per kmol of 
mixture is kJ/kmol · К. 


19. In Table A-25, the higher and lower heating values for 
carbon are equal. Why? 


20. For the case of Example 13.5, if the power plant operates 
adiabatically, the net power developed is MW. 


21. An ideal gas mixture of 1 kmol of hydrogen (H;) and 2 kmol 
of oxygen (O;), initially at 25°C and 1 atm, burns completely 
in a closed, rigid cylinder. Finally, the cylinder contains an 
ideal gas mixture at 1516°C. The pressure of the mixture at 
its final state is atm. 


22. For the case of Example 13.1, if combustion occurs with 
200% of theoretical air, the air-fuel ratio on a mass basis is 


23. If the reactants form a rich mixture, then the percent of 
theoretical air for the combustion reaction is 


(a) greater than 10096, 

(b) less than 10096, 

(c) cannot be determined without more information. 
Explain. 


24. For the case of Example 13.16, the sum of the exergy 
destroyed within the engine and lost from the engine is 
hp. 


25. For the case of Example 13.3, the equivalence ratio is 


26. For complete combustion of hydrogen sulfide, HS, with 
the theoretical amount of air, the products consist of 


27. А fuel cell type well suited for powering automobiles is a 


(a) solid oxide fuel cell, 

(b) phosphoric acid fuel cell, 

(c) proton exchange membrane fuel cell, 
(d) molten carbonate fuel cell. 


28. When combustion is with 40096 of theoretical air and 
Ty = 298.15 К, po = 1 atm, the rate of exergy destruction 
within the reactor of Example 13.9, in kJ per kmol of octane 
consumed, is 


29. In words, stoichiometric coefficients are 





30. In an actual combustion process, the products of combustion 
and their relative amounts normally are determined by 


(a) measurement together with the second law of 
thermodynamics, 

(b) analysis using the first and second laws of thermodynamics, 
(c) measurement using an Orsat analyzer or other device, 
(d) analysis using the conservation of mass principle 
together with the first law of the thermodynamics. 


31. In symbols, the Gibbs function is 





(a) u * pv, 
(b) u — Ts, 
(c) А + TS, 
(d) h- Ts. 


32. In Eq. 13.46, what reference state and reference values are 
used for the terms V7/2 and gz? 





33. Assuming each system develops the same net power, which 
is expected to perform better thermodynamically, the simple 
gas turbine of Fig. 9.8a or the fuel-cell microturbine of 
Fig. 13.5? Explain. 


34. Which substance, H, or CH,, will store the greater total 
exergy, in kJ, in a closed tank of volume V when each 
substance is at 25°С, 1 atm? Explain. 


Indicate whether the following statements are true or false. 
Explain. 


35. Methane at 25°С, 1 atm enters a reactor operating at steady 
state and reacts with greater than the theoretical amount of 
air entering at the same temperature and pressure. Compared 
to the maximum adiabatic flame temperature, the measured 
temperature of the exiting combustion products is greater. 


Working with Reaction Equations 


13.1 Ten grams of propane (C3Hg) burns with just enough 
oxygen (O;) for complete combustion. Determine the 
amount of oxygen required and the amount of combustion 
products formed, each in grams. 

13.2 Ethane (C;H;) burns completely with the theoretical 
amount of air. Determine the air-fuel ratio on a (a) molar 
basis, (b) mass basis. 

13.3 A gas turbine burns octane (СН) completely with 
40096 of theoretical air. Determine the amount of N; in the 
products, in kmol per kmol of fuel. 
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36. An ultimate analysis of a coal sample gives the composition 
on a molar basis. 


37. Even very small amounts of oxides of nitrogen in the 
exhaust of an internal combustion engine can be a source of 
air pollution. 


38. The complete combustion of methane, CH4, with oxygen, 
О», results in products including H,O, H5, and CO). 


39, One hundred fifty percent of theoretical air is equivalent 
to 50% excess air. 


40. The conservation of mass principle requires that the total 
number of moles on each side of a chemical equation is 
equal. 


41. In a dry product analysis, the mole fractions are given for 
all gaseous products except water vapor. 


42. Тһе enthalpy of formation is the energy released or absorbed 
when a compound is formed from its elements, the compound 
and elements all being at the standard reference state. 


43. To apply an energy balance to a reacting closed system, it 
is necessary to evaluate the internal energies of the reactants 
and products using the internal energy of formation concept. 


44. The third law of thermodynamics states that at a 
temperature of absolute zero the entropy of a pure crystalline 
substance cannot be negative. 


45. A limiting thermal efficiency for fuel cells is imposed by 
the second law in the form of the Carnot efficiency. 


46. Chemical exergy is a measure of the departure of the 
composition of a system from that of the exergy reference 
environment. 


47. A fuel whose ultimate analysis is 85% C, 15% H is 
represented closely as СН,» 


48. For liquid methanol at 25°С, 1 atm, the higher heating 
value gives a plausible estimate of the standard chemical 
exergy, each in kJ/kg. 


49. Specific entropy values retrieved from the steam tables are 
absolute entropy values. 


50. When a fuel is burned with moist air, the amount of water 
vapor present is typically so small that it can safely be 
ignored when writing the combustion equation. 


еа... ee v 0 0 0 0 0 0:0 


13.4 A closed, rigid vessel initially contains a mixture of 4096 
CO and 60% О; on a mass basis. These substances react 
giving a final mixture of CO; and O;. Determine the balanced 
reaction equation. 


13.5 One hundred kmol of propane (C3Hg) together with 
3572 kmol of air enter a furnace per unit of time. Carbon 
dioxide, carbon monoxide, and unburned fuel appear in the 
products of combustion exiting the furnace. Determine the 
percent excess or percent deficiency of air, whichever is 
appropriate. 
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13.6 Propane (C3Hg) is burned with air. For each case, obtain 
the balanced reaction equation for complete combustion 


(a) with the theoretical amount of air. 

(b) with 2096 excess air. 

(с) with 2096 excess air, but only 90% of the propane being 
consumed in the reaction. 


13.7 Butane (СН, о) burns completely with air. The equivalence 
ratio is 0.9. Determine 


(a) the balanced reaction equation. 
(b) the percent excess air. 


13.8 A natural gas mixture having a molar analysis 60% СН,, 
30% СОН, 10% М; is supplied to a furnace like the one 
shown in Fig. P13.8, where it burns completely with 2096 
excess air. Determine 


(a) the balanced reaction equation. 
(b) the air-fuel ratio, both on a molar and a mass basis. 


Combustion 
products 


Combustion 
air 


Warm air 
supply duct | 








Condensate 
drain 




















Cold air return duct 
Fig. P13.8 
13.9 A fuel mixture with the molar analysis 70% СН,, 20% 


CO, 5% О», and 5% М; burns completely with 20% excess 
air. Determine 


(a) the balanced reaction equation. 
(b) the air-fuel ratio, both on a molar and mass basis. 


13.10 A gas mixture with the molar analysis 25% H5, 25% CO, 
50% O reacts to form products consisting of СО», H5O, and 
О» only. Determine the amount of each product, іп kg per 
kg of mixture. 


13.11 A natural gas with the molar analysis 94.4% СН,, 3.496 
C2H6, 0.6% Са, 0.5% СН, 1.1% М; burns completely 
with 2096 excess air in a reactor operating at steady state. If 
the molar flow rate of the fuel is 0.1 kmol/h, determine the 
molar flow rate of the air, in kmol/h. 


13.12 A natural gas fuel mixture has the molar analysis shown 
below. Determine the molar analysis of the products for 
complete combustion with 70% excess dry air. 

CH, H; NH; 

yi 25% 30% 45% 

13.13 Coal with the mass analysis 79.296 C, 5.7% Н;, 10% О», 
15% №, 0.6% 5,3% noncombustible ash burns completely 
with the theoretical amount of air. Determine 


Fuel 





(a) the air-fuel ratio on a mass basis. 
(b) the amount of SO; produced, in kg per kg of coal. 


13.14 A coal sample has a mass analysis of 80.4% carbon, 
3.9% hydrogen (H;), 5.0% oxygen (O;), 1.1% nitrogen (N;), 
11% sulfur, and the rest is noncombustible ash. For complete 
combustion with 12096 of the theoretical amount of air, 
determine (a) the air-fuel ratio on a mass basis, (b) the 
amount of SO; produced, in kg per kg of coal. 


13.15 A sample of dried feedlot manure is being tested for use 
as a fuel. The mass analysis of the sample is 42.7% carbon, 
5.5% hydrogen (H2), 31.3% oxygen (Оз), 2.4% nitrogen (N2), 
0.3% sulfur, and 178% noncombustible ash. The sample is 
burned completely with 120% of theoretical air. Determine 


(a) the balanced reaction equation. 
(b) the air-fuel ratio on a mass basis. 


13.16 A sample of dried Appanoose County coal has a mass 
analysis of 71.1% carbon, 5.1% hydrogen (H;), 9.0% oxygen 
(O2), 14% nitrogen (N2), 5.8% sulfur, and the rest 
noncombustible ash. For complete combustion with the 
theoretical amount of air, determine 


(a) the amount of SO; produced, in kg per kg of coal. 
(b) the air-fuel ratio on a mass basis. 


13.17 Dodecane (СН) burns completely with 15096 of 
theoretical air. Determine 


(a) the air-fuel ratio on a molar and mass basis. 
(b) the dew point temperature of the combustion products, 
in ^C, when cooled at 1 atm. 


13.18 Butane (СН) burns completely with 150% of theoretical 
air. If the combustion products are cooled at 1 atm to 
temperature 7, plot the amount of water vapor condensed, 
in kmol per kmol of fuel, versus T ranging from 20 to 60°С. 


13.19 Ethylene (C;H4) burns completely with air and the 
combustion products are cooled to temperature T at 1 atm. 
The air-fuel ratio on a mass basis is AF. 


(a) Determine for AF = 15 and T = 70°F the percent excess 
air and the amount of water vapor condensed, in lb per lbmol 
of fuel. 

(b) Plot the amount of water vapor condensed, in Ib per 
Ibmol of fuel, versus T ranging from 70 to 100°F, for AF = 
15, 20, 25, 30. 


с. 


с. 


Fuel 
70% СН,, 1096 Н», 
3% О», 5% СО», 12% Му 







Moist air 
д = 0.01 kg H5O/kg dry air 


2888 


Fig. P13.20 


13.20 A gaseous fuel mixture with a specified molar analysis 
burns completely with moist air to form gaseous products as 
shown in Fig. P13.20. Determine the dew point temperature 
of the products, іп °С. 


13.21 The gas driven off when low-grade coal is burned with 
insufficient air for complete combustion is known as producer 
gas. А particular producer gas has the following volumetric 
analysis: 3.8% CH4, 0.1% С-Н6, 4.8% СО», 11.7% Н», 0.6% 
О», 23.2% CO, and the remainder №. For complete 
combustion with the theoretical amount of air, determine 


(a) the molar analysis of the dry products of combustion. 
(b) the amount of water vapor condensed, in Ibmol/Ibmol 
of producer gas, if the products are cooled to 70°F at a 
constant pressure of 1 atm. 


13.22 Propane (C3Hg) burns completely with 180% of theoretical 
air entering at 40°С, 1 atm, 60% relative humidity. Obtain the 
balanced reaction equation, and determine the dew point 
temperature of the products, in “С, when cooled at 1 atm. 


13.23 Butane (СН) burns completely with 160% of theoretical 
air at 20°С, 1 atm, and 90% relative humidity. Determine 


(a) the balanced reaction equation. 
(b) the dew point temperature, in °C, of the products, when 
cooled at 1 atm. 


13.24 Methane (СН,) enters a furnace and burns completely 
with 15096 of theoretical air entering at 25?C, 0.945 bar, 7596 
relative humidity. Determine 


(a) the balanced reaction equation. 
(b) the dew point temperature of the combustion products, 
іп “С, when cooled at 0.945 bar. 


13.25 Propane (C3Hg) burns completely with the theoretical 
amount of air at 60°F, 1 atm, 90% relative humidity. Determine 


(a) the balanced reaction equation. 

(b) the dew point temperature of the combustion products 
at 1 atm. 

(c) the amount of water condensed, in ото! per Ibmol of 
fuel, if the combustion products are cooled to 75°F, at 1 atm. 


13.26 A liquid fuel mixture that is 40% octane (С; На) and 
60% decane (C;9H;;) by mass is burned completely with 
10% excess air at 25°С, 1 atm, 80% relative humidity. 


(a) Determine the equivalent hydrocarbon composition, 
C,H), of a fuel that would have the same carbon-hydrogen 
ratio on a mass basis as the fuel mixture. 
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Gaseous combustion products 
| СО»,Н»О, № at 1 atm 


(b) If the combustion products are cooled to 25°С at a 
pressure of 1 atm, determine the amount of water vapor that 
condenses, in kg per kg of fuel mixture. 


13.27 Hydrogen (H;) enters а combustor with a mass flow rate 
of 2 kg/h and burns with air entering at 30°С, 1 atm with a 
volumetric flow rate of 120 m*/h. Determine the percent of 
theoretical air used. 


13.28 Methyl alcohol (CH3OH) burns with 200% theoretical 
air, yielding СО», Н;О, О», and N;. Determine the 


(a) balanced reaction equation. 
(b) air-fuel ratio on a mass basis. 
(c) molar analysis of the products. 


13.29 Octane (СұН қ) is burned with 20% excess air, yielding 
СО», СО, О;, H,O, and М; only. If 5% of the dry products 
(molar basis) is О», determine 


(a) the balanced reaction equation. 
(b) the analysis of the products on a dry molar basis. 


13.30 Hexane (С%Н 4) burns with dry air to give products with 
the dry molar analysis 8.5% СО», 5.2% CO, 3% О», 83.3% 
М, Determine 


(a) the balanced reaction equation. 
(b) the percent of theoretical air. 
(c) the dew point temperature, in °C, of the products at 1 atm. 


13.31 The components of the exhaust gas of a spark-ignition 
engine using a fuel mixture represented as C4H,; have а dry 
molar analysis of 8.7% СО», 8.9% CO, 0.3% О;, 3.7% Н», 
0.3% СН,, and 78.196 N;. Determine the equivalence ratio. 


13.32 Тһе combustion of a hydrocarbon fuel, represented as 
С.Нь, results in products with the dry molar analysis 11% СО», 
0.5% CO, 2% СН,, 1.5% H5, 6% О;, and 79% №. Determine 
the air-fuel ratio on (a) a molar basis, (b) a mass basis. 


13.33 Decane (С) burns completely in dry air. The air- 
fuel ratio on a mass basis is 33. Determine the 


(a) analysis of the products on a dry molar basis. 
(b) percent of theoretical air. 


13.34 Butane (СН) burns with air, giving products having 
the dry molar analysis 11.0% СО», 1.0% CO, 3.5% Ox, 84.5% 
№. Determine 


(a) the percent of theoretical air. 
(b) the dew point temperature of the combustion products, 
in °C, at 1 bar. 
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13.35 А natural gas with the volumetric analysis 973% СН,, 
2.3% СО», 0.4% М» is burned with air in a furnace to give 
products having a dry molar analysis of 9.20% СО», 3.84% 
О», 0.64% CO, and the remainder №. Determine 


(a) the percent theoretical air. 
(b) the dew point temperature, in °F, of the combustion 
products at 1 atm. 


13.36 A fuel oil having an analysis on a mass basis of 85.796 
С, 14.2% Н, 0.1% inert matter burns with air to give products 
with a dry molar analysis of 12.29% СО», 3.76% О», 83.95% 
Nz. Determine the air-fuel ratio on a mass basis. 


13.37 Methanol (СНОН) burns with air. The product gas is 
analyzed and the laboratory report gives only the following 
percentages on a dry molar basis: 71% СО», 24% CO, 
0.84% CH3OH. Assuming the remaining components consist 
of O, and М, determine 


(a) the percentages of О» and N; in the dry molar analysis. 
(b) the percent excess air. 


13.38 A fuel oil with the mass analysis 87% C, 11% Н, 1.4% 
S, 0.696 inert matter burns with 120% of theoretical air. The 
hydrogen and sulfur are completely oxidized, but 95% of the 
carbon is oxidized to CO; and the remainder to CO. 


(a) Determine the balanced reaction equation. 

(b) For the CO and 5О,, determine the amount, іп kmol per 
10° kmol of combustion products (that is, the amount in 
parts per million). 


| 13.39 Pentane (СНВ) burns with air so that a fraction x of 


the carbon is converted to CO). The remaining carbon 
appears as CO. There is no free О; in the products. Develop 
plots of the air-fuel ratio and the percent of theoretical air 
versus x, for x ranging from zero to unity. 





Air Combustion 
products 





Fig. P13.44 


Condensate 


13.40 For each ofthe following mixtures, determine the equivalence 
ratio and indicate if the mixture is lean or rich: 


(a) 1 Ibmol of methane (СН,) and 8 Ibmol of air. 
(b) 1 kg of ethane (С-Н6) and 172 kg of air. 


13.41 Methyl alcohol (СН;ОН) burns in dry air according to 
the reaction 
CHOH + 3.3(0, + 3.76N;) > СО, + 29,0 
+ 1.80, + 12.4083 
Determine the 
(a) air-fuel ratio on a mass basis. 


(b) equivalence ratio. 
(c) percent excess air. 


13.42 Ethyl alcohol (C;H5OH) burns in dry air according to 
the reaction 
С-Н;ОН + 2.16(0; + 3.76N5) — 0.32СО; + 1.68CO 
+ 3H,O + 8.1216 N, 


Determine the 


(a) air-fuel ratio on a mass basis. 
(b) equivalence ratio. 
(c) percent theoretical air. 


13.43 Octane (С На) enters an engine and burns with air to 
give products with the dry molar analysis of СО», 10.596; CO, 
5.8%; CH,, 0.9%; Н», 2.6%; О», 0.3%; №, 79.996. Determine 
the equivalence ratio. 


13.44 Figure P13.44 shows four components in series. Coal, 


oxygen (О;), and steam аге fed to the gasifier, which produces 
syngas (synthesis gas) with the following molar analysis: 


CH,, 0.396; Н», 29.6%; СО», 10.0%; CO, 41.0%; 
№, 0.896; ЊО, 17.0%, H5S, 1.1%, NH, 0.2% 


ШШ 


The H5S and NH; are removed and the mixture then passes 
through a chiller that condenses 98% of the water present in 
the syngas stream. The condensate is removed and the resulting 
gas stream is fed to the combustor, where its burns completely 
with 400% of theoretical air. For the combustor, determine the 
amount of air required, in kmol per kmol of syngas. 


Applying the First Law to Reacting Systems 


13.45 Liquid octane (СНз) at 77°F, 1 atm enters a combustion 
chamber operating at steady state and burns completely with 
50% excess dry air entering at 120°F, 1 atm. The products 
exit at 1060?F, 1 atm. Determine the rate of heat transfer 
between the combustion chamber and its surroundings, in 
Btu per Ibmol of fuel entering. Kinetic and potential energy 
effects are negligible. 


13.46 Propane (C3Hg) at 298 К, 1 atm, enters a combustion 
chamber operating at steady state with a molar flow rate of 
0.7 kmol/s and burns completely with 200% of theoretical air 
entering at 298 K, 1 atm. Kinetic and potential energy effects 
are negligible. If the combustion products exit at 560 K, 
1 atm, determine the rate of heat transfer for the combustion 
chamber, in kW. Repeat for an exit temperature of 298 K. 


13.47 Methane (CH,) at 25°C, 1 atm enters a furnace operating 
at steady state and burns completely with 140% of theoretical 
air entering at 400 K, 1 atm. The products of combustion exit 
at 700 K, 1 atm. Kinetic and potential energy effects are 
negligible. If the rate of heat transfer from the furnace to 
the surroundings is 400 kW, determine the mass flow rate of 
methane, in kg/s. 


13.48 Methane gas (CH,) at 25°C, 1 atm and a volumetric flow 
rate of 27 m?/h enters a heat-treating furnace operating at 
steady state. The methane burns completely with 140% of 
theoretical air entering at 1279С, 1 atm. Products of 
combustion exit at 427°C, 1 atm. Determine 


(a) the volumetric flow rate of the air, in m?/h. 
(b) the rate of heat transfer from the furnace, in kJ/h. 


13.49 Liquid ethanol (C,H;OH) at 77°F, 1 atm enters а 
combustion chamber operating at steady state and burns 
completely with dry air entering at 340?F, 1 atm. The fuel 
flow rate is 50 16/5, and the equivalence ratio is 0.8. Products 
of combustion exit at 2000?E, 1 atm. Ignoring kinetic and 
potential energy effects, determine 


(a) the air-fuel ratio on a mass basis. 
(b) the rate of heat transfer, in Btu/s. 


13.50 Octane gas (С На) at 25°C, 1 atm enters a combustion 
chamber operating at steady state and burns with 120% 
theoretical air entering at 25°С, 1 atm. The combustion 
products exit at 1200 K and include only CO;, Н;О, O;, and 
М». If the rate of heat transfer from the combustion chamber 
to the surroundings is 2500 kW, determine the mass flow rate 
of the fuel, in kg/s. 


13.51 Liquid propane (C3Hg) at 25°C, 1 atm, enters a well- 
insulated reactor operating at steady state. Air enters at the 
same temperature and pressure. For liquid propane, 
ћу = —118,900 kJ/kmol. Determine the temperature of the 
combustion products, in K, for complete combustion with 


(a) the theoretical amount of air. 
(b) 30096 of theoretical air. 
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13.52 The energy required to vaporize the working fluid 
passing through the boiler of a simple vapor power plant is 
provided by the complete combustion of methane with 
110% of theoretical air. The fuel and air enter in separate 
streams at 25?C, 1 atm. Products of combustion exit the stack 
at 150°C, 1 atm. Plot the mass flow rate of fuel required, in 
kg/h per MW of power developed by the plant versus the 
plant thermal efficiency, т. Consider ту in the range 30-40%. 
Kinetic and potential energy effects are negligible. 


13.53 Liquid octane (CgHjg) at 25°С, 1 atm enters the 
combustor of a simple open gas turbine power plant and 
burns completely with 400% of theoretical air entering the 
compressor at 25°С, 1 atm. Products of combustion exit 
the turbine at 627°C, 1 atm. The rate of heat transfer from the 
gas turbine is estimated as 15% of the net power developed. 
Determine the net power developed, in kJ per kmol of fuel. 
Kinetic and potential energy effects are negligible. 


13.54 Octane gas CgHig at 25°C enters a jet engine and burns 
completely with 300% of theoretical air entering at 25°С, 
1 atm with a volumetric flow rate of 42 m/s. Products of 
combustion exit at 990 K, 1 atm. If the fuel and air enter 
with negligible velocities, determine the velocity of the 
exiting combustion products, in m/s. Neglect heat transfer 
between the engine and its surroundings. 


13.55 Propane gas (C3Hg) at 25°C, 1 atm enters a reactor 
operating at steady state and burns with 20% excess air 
entering at 25°С, 1 atm. Of the carbon entering with the fuel, 
9496 (molar basis) appears in the products as CO; and the 
rest as CO. Heat transfer from the reactor occurs at a rate 
of 1.4 X 10° kJ per kmol of propane. Ignoring kinetic and 
potential energy effects, determine the temperature of the 
combustion products exiting the reactor, in K. 


13.56 One lbmol of octane gas (CgHj) reacts with the theoretical 
amount of air in a closed, rigid tank. Initially, the reactants are 
at 77°Е, 1 atm. After complete combustion, the pressure in the 
tank is 3.98 atm. Determine the heat transfer, in Btu. 


13.57 A closed, rigid vessel initially contains a gaseous mixture 
at 25°С, 1 atm with the molar analysis of 20% ethane (C;H,), 
8096 oxygen (O;). The initial mixture contains one kmol of 
ethane. Complete combustion occurs, and the products are 
cooled to 25?C. Determine the heat transfer, in kJ, and the 
final pressure, in atm. 


13.58 A mixture of 1 kmol of hydrogen (Н;) and п kmol of 
oxygen (Оз), initially at 25°С and 1 atm, burns completely 
in a closed, rigid, insulated container. The container finally 
holds a mixture of water vapor and O; at 3000 K. The ideal 
gas model applies to each mixture and there is no change in 
kinetic or potential energy between the initial and final 
states. Determine 


(a) the value of n. 
(b) the final pressure, in atm. 


13.59 Calculate the enthalpy of combustion of gaseous pentane 
(С Ву), in kJ per kmol of fuel, at 25°C with water vapor in 
the products. 


13.60 Plot the enthalpy of combustion for gaseous propane 
(C3Hg), in Btu per Ibmol of fuel, at 1 atm versus temperature 
in the interval 77 to 500?E. Assume water vapor in the 
products. For propane, let c, = 0.41 Btu/lb - °R. 


С. 
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| 13.61 Plot the enthalpy of combustion for gaseous methane 
(CH,), in Btu per Ibmol of fuel, at 1 atm versus temperature 
in the interval from 537 to 1800°R. Assume water vapor іп 
the products. For methane, let c, = 4.52 + 7.37( 771000) 
Btu/Ibmol · °R, where T is in °R. 


13.62 Determine the lower heating value, in kJ per kmol of 
fuel and in kJ per kg of fuel, at 25°С, 1 atm for 


(a) gaseous ethane (C;H,). 
(b) liquid ethanol (СНОН). 
(c) gaseous propane (C3Hg). 
(d) liquid octane (С А). 


13.63 Liquid octane (CgHjg) at 77°F, 1 atm enters an insulated 
reactor operating at steady state and burns completely with 
400% of theoretical air entering at 77°Е, 1 atm. Determine 
the temperature of the exiting combustion products, in ^R. 
Neglect kinetic and potential energy effects. 


13.64 Methane (CH4) at 25°C, 1 atm enters an insulated 
reactor operating at steady state and burns with the 
theoretical amount of air entering at 25°С, 1 atm. Determine 
the temperature of the exiting combustion products, in K, if 
9096 of the carbon in the fuel burns to CO; and the rest to 
CO. Neglect kinetic and potential energy effects. 


13.65 Liquid octane (CgHjg) at 25°C, 1 atm enters an insulated 
reactor operating at steady state and burns with 90% of 
theoretical air at 25°C, 1 atm to form products consisting 
of СО», CO, H,O, and N, only. Determine the temperature 
of the exiting products, in K. Compare with the results of 
Example 13.8 and comment. 


13.66 Ethane (С-Н6) gas at 77°F, 1 atm enters а well-insulated 
reactor operating at steady state and burns completely with 
air entering at 240°F, 1 atm. Determine the temperature of the 
products, in °F. Neglect kinetic and potential energy effects. 


| 13.67 For each of the following fuels, plot the adiabatic flame 
temperature, in K, versus percent excess air for complete 
combustion in a combustor operating at steady state. The 
reactants enter at 25°C, 1 atm. 


(a) carbon. 
(b) hydrogen (H3). 
(c) liquid octane (СН). 


| 13.68 Propane gas (C3Hg) at 25°С, 1 atm enters an insulated 
reactor operating at steady state and burns completely with 
air entering at 25°С, 1 atm. Plot the adiabatic flame 
temperature versus percent of theoretical air ranging from 
100 to 400%. Why does the adiabatic flame temperature 
vary with increasing combustion air? 


| 13.69 Hydrogen (H;) at 77°F, 1 atm enters an insulated reactor 
operating at steady state and burns completely with х% of 
theoretical air entering at 77°F 1 atm. Plot the adiabatic 
flame temperature for x ranging from 100 to 400%. 


| 13.70 Methane gas (CH4) at 25°С, 1 atm enters an insulated 
reactor operating at steady state and burns completely with 
x96 of theoretical air entering at 25°С, 1 atm. Plot the 
adiabatic flame temperature for x ranging from 100 to 40096. 


13.71 Liquid octane (Са На) at 25°C, 1 atm enters an insulated 
reactor operating at steady state and burns completely with 
air entering at 227°C, 1 atm. The combustion products exit 


the reactor at 1127°C. Determine the percent excess air used. 
Neglect kinetic and potential energy effects. 


13.72 Repeat Problem 13.71 if the fuel and air enter at 77°F, 
1 atm and the products exit at 1500?F. 


13.73 Methane (СН,) at 77°F, 1 atm enters the combustor of 
a gas turbine power plant operating at steady state and 
burns completely with air entering at 400°F. Owing to 
metallurgical limitations, the temperature of the combustion 
products exiting the combustor to the turbine can be no 
higher than 1600°F. Determine the percent excess air that 
allows this constraint to be met. Neglect heat transfer from 
the combustor and kinetic and potential energy effects. 


13.74 Methane (СН,) at 77°F enters the combustor of a gas 
turbine power plant operating at steady state and burns 
completely with air entering at 400°F The temperature of the 
products of combustion flowing from the combustor to the 
turbine depends on the percent excess air for combustion. Plot 
the percent excess air versus combustion product temperatures 
ranging from 1400 to 1800°F. There is no significant heat 
transfer between the combustor and its surroundings, and 
kinetic and potential energy effects can be ignored. 


13.75 Air enters the compressor of a simple gas turbine power 
plant at 70°F, 1 atm, is compressed adiabatically to 40 Ibf/in.?, 
and then enters the combustion chamber where it burns 
completely with propane gas (C;Hs) entering at 77°F, 40 Ibf/in.? 
and a molar flow rate of 1.7 Ibmol/h. The combustion 
products at 1340°F, 40 Ibf/in.? enter the turbine and expand 
adiabatically to a pressure of 1 atm. The isentropic compressor 
efficiency is 83.3% and the isentropic turbine efficiency is 
90%. Determine at steady state 


(a) the percent of theoretical air required. 
(b) the net power developed, in horsepower. 


13.76 A mixture of gaseous octane (CgHjg) and 200% of 
theoretical air, initially at 25°С, 1 atm, reacts completely in 
a rigid vessel. 


(a) If the vessel were well-insulated, determine the 
temperature, іп °С, and the pressure, in atm, of the combustion 
products. 

(b) If the combustion products were cooled at constant 
volume to 25°С, determine the final pressure, in atm, and the 
heat transfer, in kJ per kmol of fuel. 


13.77 Methane gas (CH4) reacts completely with the theoretical 
amount of oxygen (O;) in a piston-cylinder assembly. 
Initially, the mixture is at 77°F, 1 atm. If the process occurs 
at constant pressure and the final volume is 1.9 times the 
initial volume, determine the work and the heat transfer, 
each in Btu per lbmol of fuel. 


13.78 А 5 х 1073 kg sample of liquid benzene (СНЕ) together 
with 20% excess air, initially at 25°С and 1 atm, reacts completely 
in a rigid, insulated vessel. Determine the temperature, in °С, 
and the pressure, in atm, of the combustion products. 


Applying the Second Law to Reacting Systems 


13.79 Carbon enters a well-insulated reactor at 25?C, 1 atm and 
reacts completely with excess air entering at 500 K, 1 atm. 
The products exit at 1200 K, 1 atm. For operation at steady 


state and ignoring kinetic and potential energy effects, 
determine (a) the percent excess air, (b) the rate of entropy 
production, in kJ/K per kmol of carbon. 


13.80 Pentane (C5H;;) gas enters a well-insulated reactor at 
25°С, L5 atm and reacts completely with excess air 
entering at 500 K, 1.5 atm. The products exit at 1800 K, 
1.5 atm. For operation at steady state and ignoring kinetic 
and potential energy effects, determine (a) the percent 
excess air, (b) the rate of entropy production, іп kJ/K per 
kmol of pentane. 


13.81 Ethylene (ОН,) gas enters а well-insulated reactor and 
reacts completely with 400% of theoretical air, each at 25°С, 
2 atm. The products exit the reactor at 2 atm. For operation 
at steady state and ignoring kinetic and potential energy 
effects, determine (a) the balanced reaction equation, (b) the 
temperature, in K, at which the products exit, (c) the rate of 
entropy production, іп kJ/K per kmol of ethylene. 


13.82 Methane (CH,) at 77°Е, 1 atm enters an insulated reactor 
operating at steady state and burns completely with air 
entering in a separate stream at 77°Е, 1 atm. The products of 
combustion exit as a mixture at 1 atm. For the reactor, 
determine the rate of entropy production, in Btu/°R per 
Ibmol of methane entering, for combustion with 


(a) the theoretical amount of air. 
(b) 20096 of theoretical air. 


Neglect kinetic and potential energy effects. 


13.83 A gaseous mixture of butane (САН) and 80% excess 
air at 25°С, 3 atm enters a reactor operating at steady state. 
Complete combustion occurs and the products exit as a 
mixture at 1200 K, 3 atm. Refrigerant 134a with a mass flow 
rate of 5 kg/s enters an outer cooling jacket as saturated 
liquid and exits the jacket as saturated vapor, each at 25°С. 
No stray heat transfer occurs from the outside of the jacket, 
and kinetic and potential energy effects are negligible. 
Determine for the jacketed reactor 


(а) the molar flow rate of the fuel, in kmol/s. 
(b) the rate of entropy production, in kW/K. 
(с) the rate of exergy destruction, in kW, for 70 = 25°С. 


13.84 Liquid ethanol (C,H;OH) at 25°C, 1 atm enters a reactor 
operating at steady state and burns completely with 130% of 
theoretical air entering in a separate stream at 25°С, 1 atm. 
Combustion products exit at 227°C, 1 atm. Heat transfer 
from the reactor takes place at an average surface 
temperature of 127°C. Determine 


(a) the rate of entropy production within the reactor, in kJ/K 
per kmol of fuel, 


{88% C, 6% H, 4% O, 
8 98 


{СО», H20, N5, 50) 


Fig. P13.90 
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(b) the rate of exergy destruction within the reactor, in kJ 
per kmol of fuel. Kinetic and potential energy effects are 
negligible. Let 70 = 25°С. 


13.85 A gaseous mixture of ethane (С-Н6) and the theoretical 
amount of air at 25°С, 1 atm enters a reactor operating at 
steady state and burns completely. Combustion products exit 
at 6279С, 1 atm. Heat transfer from the reactor takes place 
at an average surface temperature of 327°C. Determine 


(a) the rate of entropy production within the reactor, in kJ/K 
per kmol of fuel, 

(b) the rate of exergy destruction within the reactor, in kJ 
per kmol of fuel. Kinetic and potential energy effects are 
negligible. Let 70 = 25°С. 


13.86 Determine the change in the Gibbs function, in kJ per 
kmol of methane, at 25°С, 1 atm for CH, + 20; — CO, + 
20, using 


(a) Gibbs function of formation data. 
(b) enthalpy of formation data, together with absolute 
entropy data. 


13.87 Determine the change in the Gibbs function, in Btu per 
Ibmol of hydrogen, at 77°F, 1 atm for Н, + +O, — H;O(g), 
using 


(a) Gibbs function of formation data. 
(b) enthalpy of formation data, together with absolute entropy 
data. 


13.88 Streams of methane (CH,) and oxygen (O;), each at 
259С,1 atm, enter a fuel cell operating at steady state. Streams 
of carbon dioxide and water exit separately at 25°С, 1 atm. 
If the fuel cell operates isothermally at 25°С, 1 atm, determine 
the maximum theoretical work that it can develop, in kJ per 
kmol of methane. Ignore kinetic and potential energy effects. 


13.89 An inventor has developed a device that at steady state 
takes in liquid water at 25°С, 1 atm with a mass flow rate of 
4 kg/h and produces separate streams of hydrogen (H;) and 
oxygen (О;), each at 25°C, 1 atm. When the device operates 
isothermally at 25°С, the inventor says it requires an electricity 
input of 237180 kJ per kmol of hydrogen produced. Heat 
transfer with the surroundings occurs, but kinetic and potential 
energy effects can be ignored. Evaluate the inventor's claim. 


13.90 As shown in Fig. P13.90, coal with a mass analysis of 
8896 C, 696 H, 496 O, 196 N, 196 S enters a reactor where it 
burns with the theoretical amount of air to give a gas stream 
consisting of СО», Н;О, №, 50;. After the gas stream 
provides heating in an industrial furnace, it is directed at 
259С,1 atm to a cleanup device operating at steady state that 
removes the СО; and 5О;, each in a separate stream. The 


T, = 25°C 







[> SO», 25°C, 1 atm 
[> СО, 25°C, 1 atm 
(H50, №}, 25°C, 1 atm 


{CO , H20, №, S05], 
25°C, 1 atm 
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remainder is discharged to the atmosphere. Each of these 
three streams exits the device at 25?C, 1 atm, heat transfer 
to the surroundings occurs at 25°С, and the effects of kinetic 
and potential energy are negligible. Determine the minimum 
theoretical work input required by any such cleanup device, 
in kJ per kg of coal entering the reactor. Why is a work input 
required? 


Using Chemical Exergy 


13.91 Applying Eq. 13.36 for (a) carbon, (b) hydrogen (H3), 
(c) methane, (d) carbon monoxide, (e) nitrogen (N3), (f) 
oxygen (O;), and (о) carbon dioxide, determine the chemical 
exergy, in kJ/kg, relative to the following environment in 
which the gas phase obeys the ideal gas model: 


Environment 
То = 298.15 K (25°С), ро = 1atm 








Gas Phase: Component у“) 
№, 75.67 
0; 20.35 
H,0(g) 3.12 
CO; 0.03 
Other 0.83 


13.92 The accompanying table shows an environment 
consisting of a gas phase and a condensed water phase. The 
gas phase forms an ideal gas mixture. 


Environment 
To = 298.15 К (25°С), ро = 1atm 


Condensed Phase: H5O(l) at To, ро 











Gas Phase: Component у°(%) 
№, 75.67 
0, 20.35 
CO; 0.03 
Other 0.83 


(a) Show that the chemical exergy of the hydrocarbon C,H, 
can be determined as 


zd - b- _ 
e =|g& + PTT §0, — 48co, 


(уо | 


b. | = Р 
=з Bi + RT in| c xd 
к. i (усо,) 


2 
(b) Using the result of part (a), repeat parts (a) through (c) 
of Problem 13.91. 


13.93 Justify the use of Eq. 13.36 for liquid methanol, СЊОН, 
and liquid ethanol, C,H;OH, and apply it to evaluate the 
chemical exergy, in kJ/kmol, of each substance relative to the 
environment of Prob. 13.91. Compare with the respective 
standard chemical exergy values from Table A-26 (Model П). 


13.94 Showing all important steps, derive (a) Eqs. 13.41a, b 
(b) Eqs. 13.44 a, b. 


13.95 Using data from Tables A-25 and A-26, together with Eq. 
13.44b, determine the standard molar chemical exergy, in 
kJ/kmol, of propane С;Нұ(о). Compare this value with the 
standard chemical exergy from Table A-26 (Model II). 


13.96 Evaluate the total specific flow exergy of water vapor, 
in kJ/kg, at 320°C, 60 bar. Neglect the effects of motion and 


gravity. Perform calculations relative to the environment of 
Table A-26 (Model II). 


13.97 Nitrogen (N;) flows through a duct. At a particular 
location the temperature is 400 K, the pressure is 4 atm, and 
the velocity is 350 m/s. Assuming the ideal gas model and 
ignoring the effect of gravity, determine the total specific 
flow exergy, in kJ/kmol. Perform calculations relative to the 
environment of Table A-26 (Model II). 


13.98 Evaluate the total specific flow exergy of an equimolar 
mixture of oxygen (O;) and nitrogen (N;), in kJ/kg, at 227°C, 
1 atm. Neglect the effects of motion and gravity. Perform 
calculations 


(a) relative to the environment of Problem 13.91. 
(b) using data from Table A-26 (Model II). 


13.99 A mixture of methane gas (CH,) and 150% of theoretical 
air enters a combustion chamber at 77?F, 1 atm. Determine 
the total specific flow exergy of the entering mixture, in Btu 
per lbmol of methane. Ignore the effects of motion and 
gravity. Perform calculations 


(a) relative to the environment of Problem 13.91. 
(b) using data from Table A-26 (Model II). 


13.100 A mixture having an analysis on a molar basis of 8596 
dry air, 15% CO enters a device at 125?C, 2.1 atm, and a 
velocity of 250 m/s. If the mass flow rate is 1.0 kg/s, determine 
the rate exergy enters, in MW. Neglect the effect of gravity. 
Perform calculations 


(a) relative to the environment of Problem 13.91. 
(b) using data from Table A-26 (Model II). 


13.101 The following flow rates in lb/h are reported for the 
exiting syngas (synthesis gas) stream in a certain process for 
producing syngas from bituminous coal: 


CH, 429,684 Ib/h 
со, 9,093 Ib/h 
м, 3,741 Ib/h 
Н, 576 lb/h 
CO 204 Ib/h 
H,O 60 Ib/h 


If the syngas stream is at 77°F, 1 atm, determine the rate at 
which exergy exits, in MW. Perform calculations relative to 
the environment of Table A-26 (Model II). Neglect the 
effects of motion and gravity. 


Exergy Analysis of Reacting and Psychrometric Systems 


13.102 Propane (C3Hg) gas at 25°С, 1 atm and a mass flow rate 
of 0.67 kg/min enters an internal combustion engine 
operating at steady state. The fuel burns with air entering at 
259С, 1 atm according to 


C;Hg + 4.5[O; + 3.76N5] —2.7CO, + 0.3CO + 3.3H,0 
+ 0.7Н, + 16.92N; 


The combustion products exit at 1000 K, 1 atm and the rate 
of energy transfer by heat from the engine is 100 kW. For 
the hydrogen, c, = 29.5 kJ/kmol - К. The effects of motion 
and gravity can be ignored. Using the environment of Table 
А-26 (Model II), evaluate an exergetic efficiency for the 
engine. 


13.103 Liquid octane (Са На) at 25°C, 1 atm and a mass flow 
rate of 0.57 kg/h enters an internal combustion engine 
operating at steady state. The fuel burns with air entering 
the engine in a separate stream at 25°С, 1 atm. Combustion 
products exit at 670 K, 1 atm with a dry molar analysis of 
114% СО», 2.9% CO, 16% О», and 84.196 N;. The engine 
develops power at the rate of 3 kW. Determine 


(a) the balanced reaction equation. 
(b) the rate of heat transfer from the engine, in kW. 
(c) an exergetic efficiency for the engine. 


Use the environment of Table A-26 (Model II) and neglect 
the effects of motion and gravity. 


13.104 Carbon at 25?C, 1 atm enters an insulated reactor 


operating at steady state and reacts completely with the 
theoretical amount of air entering separately at 25°С, 1 atm. 
Combustion products exit at 2460 K, 1 atm. For the reactor, 
(a) determine the rate of exergy destruction, in kJ per kmol 
of carbon, and (b) evaluate an exergetic efficiency. Perform 
calculations relative to the environment of Table A-26 
(Model II). Neglect the effects of motion and gravity. 


13.105 Carbon monoxide (CO) at 25?C, 1 atm enters an 
insulated reactor operating at steady state and reacts 
completely with the theoretical amount of air entering in a 
separate stream at 25°С, 1 atm. The products exit as a mixture 
at 2665 K, 1 atm. Determine in kJ per kmol of CO 


(a) the exergy entering with the carbon monoxide. 
(b) the exergy exiting with the products. 
(c) the rate of exergy destruction. 


Also evaluate an exergetic efficiency for the reactor. Perform 
calculations relative to the environment of Table A-26 
(Model II). Neglect the effects of motion and gravity. 


13.106 Propane gas (C3Hg) at 25°C, 1 atm and a volumetric 
flow rate of 0.03 m?/min enters a furnace operating at steady 
state and burns completely with 200% of theoretical air 
entering at 25°С, 1 atm. The furnace provides energy by heat 
transfer at 227°C for an industrial process and combustion 
products at 227°C, 1 atm for cogeneration of hot water. For 
the furnace, determine 


(a) the rate of heat transfer, in kJ/min, and 

(b) the rate of entropy production, in kJ/K - min. 

(c) Also devise and evaluate an exergetic efficiency for the 
furnace relative to the environment of Table A-26 (Model 
II). Ignore the effects of motion and gravity. 


13.107 Complete the solution of Example 13.15 by providing 
details left to the reader for each of the following: 


(a) Evaluation of h4 and s4, each in the units given in the table. 
(b) Evaluation of the total flow exergy at state 4 assuming the 
hypothetical dead state, introduced in note 5 of the solution, 
where all water formed by combustion is in vapor form only. 


13.108 Methane gas enters a reactor and burns completely with 
140% of theoretical air, each at 77°Е, 1 atm. Combustion products 
exit at 282098, 1 atm. Assuming all water present in the 
combustion products is a vapor at the dead state and ignoring 
the effects of motion and gravity, evaluate the total specific flow 
exergy of the combustion products. Perform calculations relative 
to the environment of Table A-26 (Model П). 
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13.109 Consider a furnace operating at steady state idealized 


as shown in Fig. P13.109. The fuel is methane, which enters 
at 25°С, 1 atm and burns completely with 200% theoretical 
air entering at the same temperature and pressure. The 
furnace delivers energy by heat transfer at 600 K. 
Combustion products at 600 K, 1 atm are provided to the 
surroundings for cogeneration of steam. There are no stray 
heat transfers, and the effects of motion and gravity can be 
ignored. Assuming all water present in the combustion 
products is a vapor at the dead state, determine in kJ per 
kmol of fuel 


(a) the exergy entering the furnace with the fuel. 
(b) the exergy exiting with the products. 
(c) the rate of exergy destruction. 


Also devise and evaluate an exergetic efficiency for the 
furnace and comment. Perform calculations relative to the 
environment of Table A-26 (Model II). 


Combustion products 
at 600 K, 1 atm 


Methane 
(To; Po) 





Heat transfer 
Air Furnace 


(Tp, Po) 





Temperature = 600 K 


Fig. P13.109 


13.110 Figure P13.110 shows a coal gasification reactor making 


use of the carbon-steam process. The energy required for 
the endothermic reaction is supplied electrically at a rate of 
785 x 10* Btu per Ibmol of carbon entering. The reactor 
operates at steady state, with no stray heat transfers and 
negligible effects of motion and gravity. Evaluate in Btu per 
Ibmol of carbon entering 


(a) the exergy entering with the carbon. 

(b) the exergy entering with the steam. 

(c) the exergy exiting with the product gas. 
(d) the exergy destruction within the reactor. 


Also devise and evaluate an exergetic efficiency for the 
reactor. Perform calculations relative to the environment of 
Table A-26 (Model II). Assume all water vapor present in 
the combustion products is a vapor at the dead state. For the 
hydrogen produced, с, = 7.1 Btu/Ibmol · °R. 


Electrical 
input 





Carbon (Tp, po) 


=, 
Product gas at 


1700?F, 1 atm 
Water vapor at > 
600°F, 1 atm 

— 











С + 1.25H,O(g) > CO + H, + 0.25H,0(g) 
Fig. P13.110 
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13.111 Figure P13.111 shows a simple vapor power plant. The 
fuel is methane that enters at 77°Е, 1 atm and burns 
completely with 200% theoretical air entering at 77°Е, 1 atm. 
Steam exits the steam generator at 900°F, 500 Ibf/in? The 
vapor expands through the turbine and exits at 1 Ibf/in?, and a 
quality of 9796. At the condenser exit, the pressure is 1 Ibf/in.? 
and the water is a saturated liquid. The plant operates at 
steady state with no stray heat transfers from any plant 
component. Pump work and the effects of motion and 
gravity are negligible. Determine 


(a) the balanced reaction equation. 

(b) the vapor mass flow rate, in lb per Ibmol of fuel. 

(c) the cooling water mass flow rate, in lb per lbmol of fuel. 
(d) each of the following, expressed as a percent of the 
exergy entering the steam generator with the fuel, (i) the 
exergy exiting with the stack gases, (ii) the exergy destroyed 
in the steam generator, (iii) the power developed by the 
turbine, (iv) the exergy destroyed in the turbine, (v) the 
exergy exiting with the cooling water, (vi) the exergy 
destroyed in the condenser. 


Base exergy values on the environment of Table A-26 (Model IT) 
and assume all water present in the combustion products is 
a vapor at the dead state. 


13.112 For psychrometric applications such as those considered 
in Chap. 12, the environment often can be modeled simply 
as an ideal gas mixture of water vapor and dry air at 
temperature То and pressure po. The composition of the 
environment is defined by the dry air and water vapor mole 
fractions уб, уу, respectively. 


(a) Show that relative to such an environment the total 
specific flow exergy of a moist air stream at temperature 


Products at 
| sos 1 atm 





Methane (To, po) 
: = 
Air (То, po) 


Steam 
generator 

















| Condenser | 











Cooling water 
out at 90°F 
1 atm 


Fig. P13.111 
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T and pressure p with dry air and water vapor mole 
fractions y, and y, respectively, can be expressed on a 
molar basis as 


е = о, + уус) (5) 
(E 


ЕСЕТ 
Уа Уу 
where с 


pa and c, denote the molar specific heats of dry air 
and water vapor, respectively. Neglect the effects of motion 
and gravity. 
(b) Express the result of part (a) on a per unit mass of dry 
air basis as 





ер- Ты (о H oc) т 1 «(7 + (1+ КЕ, п) 


+ кту] (1 + (126) | өһ(%)) 


where R, = RIM, апа ё = wM,/M, = yy/ya 








13.113 For each of the following, use the result of Problem 
13.112(a) to determine the total specific flow exergy, in 
kJ/kg, relative to an environment consisting of moist air at 
209С, 1 atm, ф - 100% 


(a) moist air at 20°С, 1 atm, ф = 90%. 
(b) moist air at 20°С, 1 atm, ф = 50%. 
(c) moist air at 20°С, 1 atm, ф = 10%. 
(d) moist air at 20°С, 1 atm, ф = 0%. 


500 Ibf/in.? 






1 Ibf/in.? 
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13.1D Middle school science students may wonder how require the turbine inlet temperature to be no greater than 


gasoline powers their family's car. Prepare a 30-minute 
presentation suitable for an eighth-grade science class to 
explain the basic operation of a spark-ignition engine while 
touching on relevant chemical reactions and emission 
concerns. Include instructional aids and a group activity to 
enhance your presentation. 


13.2D Municipal solid waste (MSW), often called garbage or 
trash, consists of the combined solid waste produced by homes 
and workplaces. In the United States, a portion of the annual 
MSW accumulation is burned to generate steam for producing 
electricity, to heat buildings and water, and for other uses, 
while several times as much MSW is buried in sanitary landfills. 
Investigate these two MSW disposal approaches. For each 
approach, prepare a list of at least three advantages and three 
disadvantages, together with brief discussions of each advantage 
and disadvantage. Report your findings in a PowerPoint 
presentation suitable for a community planning group. 


13.3D As shown in Fig. P13.3D, the combustion products of 
two diesel engines, each generating electricity at a rate of 
8900 kW, provide energy by heat transfer to a heat-recovery 
power cycle as the combustion products cool from 350°C to 
a temperature no less than 130°C. A preliminary study has 
identified two types of power cycles suited for such duty: an 
Organic Rankine Cycle (ORC) and a Kalina Cycle. Of these 
cycle types, determine which technology is the better option 
thermodynamically, including identification of a working 
fluid if an ORC is selected. Fully document the analyses 
supporting your choice of technology. Report your findings 
in a PowerPoint presentation suitable for a technical audience. 








Fuel 
Air Combustion products at 350°C, 
mass flow rate - 35 kg/s 

Molar analysis: №, 75.796; О», 
11.796; H5O(g), 6.7%; CO», 5.9% 


] 


Fuel 
Air 





Interconnecting 
heat exchanger 


Exhaust << 


T21309€ 


Fig. P13.3D 


13.4D A proposed simple gas turbine will produce power at a 
rate of 0.5 MW by burning fuel with 200% theoretical air in 
the combustor. Air temperature and pressure at the 
compressor inlet are 298 K and 100 kPa, respectively. Fuel 
enters the combustor at 298 K, while products of combustion 
consisting of СО;, Н;О, O;, and М; exit the combustor with 
no significant change in pressure. Metallurgical considerations 


1500 K. Products of combustion exit the turbine at 100 kPa. 
The compressor has an isentropic efficiency of 85%, while 
the turbine isentropic efficiency is 90%. Three fuels are 
being considered: methane (CH4), ethylene (C;H4), and 
ethane (СН). With the aim of minimizing fuel use, 
recommend a fuel, turbine inlet temperature, and compressor 
pressure ratio for the gas turbine. Summarize your findings 
inareport supported by well-documented sample calculations 
and a full discussion of the thermodynamic modeling used. 


13.5D Many utilities are converting power plants from coal to 


alternative fuels due to economic and environmental 
considerations. Conduct a case study of a power plant in 
your geographic region that has converted or is planning to 
convert from coal to an alternative fuel. Provide a schematic 
of the coal-based system and the alternative fuel-based 
system and describe pertinent features of each. Investigate 
the physical plant changes with associated costs required 
to accommodate the new fuel, and the impact of the fuel 
change on system performance and operational cost. 
Summarize your findings in a PowerPoint presentation 
suitable for your class. 


13.6D Identify and research a fuel cell system for combined 


heat and power integrated with a building in your locale. 
Describe each component in the fuel cell system and create 
a schematic of the system to include fuel cell stack, its 
auxiliary components, and its integration with the building 
to provide electricity and heating. Contact the building 
supervisor to identify any installation, operational, and/or 
maintenance issues. Estimate total costs (components, 
installation, and annual fuel and operating costs) for the fuel 
cell system and compare to the prior system's cost, assuming 
the same annual electricity and heating requirements. 
Summarize your findings in a PowerPoint presentation. 


13.7D In 2012, the U.S. Environmental Protection Agency 


released the Mercury and Air Toxics Standards. These standards 
include regulations limiting mercury emissions from coal-fired 
power plants. Other hazardous pollutants are also curtailed, 
including lead, arsenic, hydrogen chloride, and hydrogen 
fluoride. Further, the standards establish maximum achievable 
control technology (MACT) limits for many such substances. 
Soon after the release some in the business community raised 
concerns about economic hardships that could result from 
implementation of the standards. Investigate the pros and 
cons of these standards and place your conclusions in the 
form of an op-ed (opinion-editorial) article for a local 
newspaper. Observe established practices for preparing op-ed 
articles and avoid technical jargon. While op-eds are aimed at 
a general audience, they should be supported with evidence. 


13.8D The chemical exergies of common hydrocarbons C,H, 


can be represented in terms of their respective lower heating 
value, LHV , by an expression of the form 





ach 
DH = сү + (Ма) — суа 
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where cj, су, and сз are constants. Evaluate the constants to 
obtain an expression applicable to the gaseous hydrocarbons 
of Table A-26 (Model II). 

13.9D As shown in Fig. P13.9D, a gaseous fuel of the form C,H, 
enters a well-insulated reactor at 25°C, 1 atm and reacts 
completely with the theoretical amount of air also entering at 
25°C, 1 atm. Products of combustion exit at Tp, 1 atm. Ignoring 
the effects of motion and gravity, evaluate the exergy 
destruction within the reactor, in kJ per kmol of fuel, for Н», 
СН,, C; Hs, СзН», СІН, and С-Н,;. Basing exergy values on 
the environment of Table A-26 (Model II), determine in each 
case the percentage of the fuel exergy destroyed upon 
combustion. Plot the percentages versus b, the number of 
hydrogen atoms per molecule, and interpret the plot. In a 
memorandum summarize findings and conclusions. 


C,H, 
25°C, 1 atm 


Insulation 







ча Combustion 
um. ~, products, 
| Та, Тр 


Air > 
25°С, 1 айт 


Fig. P13.9D 


13.10D Coal mining operations in certain regions of the United 
States have created vast amounts of waste coal known as culm. 
Some power plants have been built near culm banks to 
generate electricity from this waste resource. A particular culm 
sample has the following ultimate analysis: 44.1% C, 2.9% H, 
16% O,0.5% М, and 0.5% S. The higher heating value including 
moisture and ash is 15,600 kJ/kg; the higher heating value on 
a dry and ash-free basis is 32,600 kJ/kg. Estimate the chemical 
exergy of this sample, in kJ/kg. For comparison, also determine 
the chemical exergy value of anthracite coal. Investigate the 
advantages and disadvantages of using culm instead of coal in 
power plants. Write a report summarizing your findings, 
including a comparison of the chemical exergy values obtained, 
sample calculations, and at least three references. 


13.11D Shown in Fig. P13.11D is the schematic of a cogeneration 


system providing both power and steam. Develop a full 
exergy accounting of the exergy entering with the fuel. 
Evaluate the exergetic efficiency of each system component 
and the overall cogeneration system. Using these results, 
identify tweaks to the given system promising greater overall 
exergetic efficiency. Present your analyses, results, and 
recommendations in a technical article adhering to ASME 
standards with at least three references. 


The six-point engineering model to follow, which is based 
on a previous concept development design effort, gives key 
assumptions and data. Additional assumptions may be 
necessary. 


(1) The cogeneration system operates at steady state. The 
effects of motion and gravity at the numbered states can be 
ignored. 

(2) Air enters the compressor at 25°C, 1 atm. These values 
correspond to the temperature and pressure of the exergy 
reference environment of Table A-26 (Model II), which is 
assumed. The molar analysis of the air is 7748% №; 20.59% 
Oy; 0.03% CO»; 190% H5O(g). The molecular weight is 
28.649. The air forms an ideal gas mixture. 

(3) Natural gas, regarded to be methane modeled as an ideal 
gas, is injected into the combustor at 25°C, 12 bar. Combustion 
with excess air is complete. The combustion products form 
an ideal gas mixture. The pressure drop through the 
combustor is 5%. Heat transfer from the combustor is 2% 
of the fuel lower heating value. All other system components 
operate adiabatically. 

(4) For the regenerator there is a 5% pressure drop on the 
air side and a 3% pressure drop on the combustion product 
side. Preheated compressed air exits the regenerator at 850 K. 
(5) For the heat-recovery steam generator, feedwater enters 
at 25°C, 20 bar and saturated vapor exits at 20 bar with a 
mass flow rate of 14 kg/s. A pressure drop of 5% occurs on 
the combustion product side and the combustion products 
exit at 1 atm. 

(6) The compressor pressure ratio is 10. The isentropic 
compressor and turbine efficiencies are each 86%. The 
temperature at the turbine inlet is 1520 K. The net power 
developed is 30 MW. 


Process steam: 
Saturated vapor, 
20 bar, 14 kg/s 


Feedwater 








Regenerator 


Exhaust to 
surroundings 


Methane 


Power 


Fig. P13.11D Air 


The objective of the 
present chapter is to consider the concept of equi- 
librium in greater depth than has been done thus 
far. In the first part of the chapter, we develop the 
fundamental concepts used to study chemical and 
phase equilibrium. In the second part of the chapter, 
the study of reacting systems initiated in Chap. 13 
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is continued with a discussion of chemical equilib- 
rium in a single phase. Particular emphasis is 
placed on the case of reacting ideal gas mixtures. 
The third part of the chapter concerns phase equi- 
librium. The equilibrium of multicomponent, multi- 
phase, nonreacting systems is considered and the 
phase rule is introduced. 


• • • • о о со с с с с с о с с с с с с о с ос с о с с о с ос о с о с с о с с с о со со се с с со с с с о с с с о с с с с с с о со со со с о о o 


Chemical and 
Phase Equilibrium 


> LEARNING OUTCOMES 


When you complete your study of this chapter, you will be able to... 


explain key concepts related to chemical and phase equilibrium, 





> 
eM 2. including criteria for equilibrium, the equilibrium constant, and the 
dE Tr et NUES. Gibbs phase rule. 
"ал. ari 2-5. » apply the equilibrium constant relationship, Eq. 14.35, to relate 
ж NE pressure, temperature, and equilibrium constant for ideal gas mixtures 
% involving individual and multiple reactions. 


» apply chemical equilibrium concepts with the energy balance. 
determine the equilibrium flame temperature. 


» apply the Gibbs phase rule, Eq. 14.68. 
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thermodynamic equilibrium 


Fixed U, V 





Equilibrium Fundamentals 


In this part of the chapter, fundamental concepts are developed that are useful in the 
study of chemical and phase equilibrium. Among these are equilibrium criteria and 
the chemical potential concept. 


Introducing Equilibrium Criteria 
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А system is said to be in thermodynamic equilibrium if, when it is isolated from its 
surroundings, there would be no macroscopically observable changes. An important 
requirement for equilibrium is that the temperature be uniform throughout the sys- 
tem or each part of the system in thermal contact. If this condition were not met, 
spontaneous heat transfer from one location to another could occur when the system 
was isolated. There must also be no unbalanced forces between parts of the system. 
These conditions ensure that the system is in thermal and mechanical equilibrium, 
but there is still the possibility that complete equilibrium does not exist. A process 
might occur involving a chemical reaction, a transfer of mass between phases, or both. 
The objective of this section is to introduce criteria that can be applied to decide 
whether a system in a particular state is in equilibrium. These criteria are developed 
using the conservation of energy principle and the second law of thermodynamics as 
discussed next. 

Consider the case of a simple compressible system of fixed mass for which tem- 
perature and pressure are uniform with position throughout. In the absence of over- 
all system motion and ignoring the influence of gravity, the energy balance in dif- 
ferential form (Eq. 2.36) is 


dU = 80 – 8W 


If volume change is the only work mode and pressure is uniform with position 
throughout the system, ДУ, = p dV. Introducing this in the energy balance and solv- 
ing for 6Q gives 


8Q = dU + p dV 


Since temperature is uniform with position throughout the system, the entropy bal- 
ance in differential form (Eq. 6.25) is 


6 
as = 78 + бо 


Eliminating 60 between the last two equations 
TdS — dU — p dV = T ôo (14.1) 


Entropy is produced in all actual processes and conserved only in the absence of 
irreversibilities. Hence, Eq. 14.1 provides a constraint on the direction of processes. 
The only processes allowed are those for which бо > 0. Thus, 


TUS = 40 —p av =0 (14.2) 


Equation 14.2 can be used to study equilibrium under various conditions. 


алалы 2157 a process taking place in an insulated, constant-volume ves- 
sel, where dU - 0 and dV - 0, must be such that 


аи = 0 (14.3) 


14.1 Introducing Equilibrium Criteria 


Equation 14.3 suggests that changes of state of a closed system at constant internal 
energy and volume can occur only in the direction of increasing entropy. The expres- 
sion also implies that entropy approaches a maximum as a state of equilibrium is 
approached. This is a special case of the increase of entropy principle introduced in 
бес. 6.81. < 4 4 4 4 


Ап important case for the study of chemical and phase equilibria is one in which 
temperature and pressure are fixed. For this, it is convenient to employ the Gibbs 
function in extensive form 


G=H-TS=U+pV-TS 
Forming the differential 
dG = аи + pdV + V dp — T dS — S dT 
or on rearrangement 


dG — V dp + SdT = -(T dS — dU — p dV) 





Except for the minus sign, the right side of this equation is the same as the expres- 
sion appearing in Eq. 14.2. Accordingly, Eq. 14.2 can be written as 


dG —Vdp + SdT «0 (14.4) 


where the inequality reverses direction because of the minus sign noted above. G 
It can be concluded from Eq. 14.4 that any process taking place at a specified 
temperature and pressure (dT — 0 and dp - 0) must be such that 


dG];, <0 (14.5) 


This inequality indicates that the Gibbs function of a system at fixed Т and p 
decreases during an irreversible process. Each step of such a process results in a 
decrease in the Gibbs function of the system and brings the system closer to 
equilibrium. The equilibrium state is the one having the minimum value of the 


Gibbs function 


Fixed T, p 
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Gibbs function. Therefore, when 
dG]r.; = 0 (14.6) 


we have equilibrium. In subsequent discussions, we refer to Eq. 14.6 as the equilibrium 
criterion. 

Equation 14.6 provides a relationship among the properties of a system when it is at 
an equilibrium state. The manner in which the equilibrium state is reached is unimportant, 
however, for once an equilibrium state is obtained, a system exists at a particular T' and 
p and no further spontaneous changes can take place. When applying Eq. 14.6, therefore, 
we may specify the temperature Т and pressure p, but it is unnecessary to require addi- 
tionally that the system actually achieves equilibrium at fixed Т and fixed p. 


14.1.1 Chemical Potential and Equilibrium 


In the present discussion, the Gibbs function is considered further as a prerequisite 
for application of the equilibrium criterion 4Сі|т, = 0 introduced above. Let us begin 
by noting that any extensive property of a single-phase, single-component system is 
a function of two independent intensive properties and the size of the system. Select- 
ing temperature and pressure as the independent properties and the number of 
moles n as the measure of size, the Gibbs function can be expressed in the form 
G — G(T, p, n). For a single-phase, multicomponent system, G may then be considered 
a function of temperature, pressure, and the number of moles of each component 
present, written С = G(T, p, m, m, .. . , nj). 


equilibrium criterion 


multicomponent system 
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TAKE NOTE... 
Equatione 14.6 and 14.9 
correspond to Eqs. 11.107 
and 11.108, respectively. 





chemical potential 


TAKE NOTE... 

Equations 14.10 and 
14.11 are Special forms of 
Eqs. 11.112 and 11.1 13, 
respectively. 












If each mole number is multiplied by a, the size of the system changes by the same 
factor and so does the value of every extensive property. Thus, for the Gibbs function 
we may write 


aG(T, р, т,п,..., №) = G(T, p, an, ang, ..., ап) 


Differentiating with respect to a while holding temperature, pressure, and the mole 
numbers fixed and using the chain rule on the right side gives 
dG " dG 2 А dG 
= n n . 4. П; 
alanı) | alam) 7 (апр) ! 








This equation holds for all values of а. In particular, it holds for а = 1. Setting o = 1, 
the following expression results: 


i (aG 
G= > ni (8, (14.7) 
2 дп; T, p,m 
where the subscript n; denotes that all ms except n; are held fixed during differentiation. 
The partial derivatives appearing in Eq. 14.7 have such importance for our study 
of chemical and phase equilibrium that they are given a special name and symbol. 
The chemical potential of component i, symbolized by ш, is defined as 


Ж (40) (14.8) 
T, p,ni 


дп; 





The chemical potential is an intensive property. With Eq. 14.8, Eq. 14.7 becomes 
i 
G= > Nihi (14.9) 
ігі 


The equilibrium criterion given by Eq. 14.6 сап be written in terms of chemical 
potentials, providing an expression of fundamental importance for subsequent discus- 
sions of equilibrium. Forming the differential of G(T, p,m,...,n;) while holding 
temperature and pressure fixed results in 


i (aG 
Фа ју; = > ( ) dn; 
ї=1 T, p, nı 


дп; 





The partial derivatives are recognized from Eq. 14.8 as the chemical potentials, so 
1 
dG]r,p == > Іш ан; (14.10) 
(еті 
With Eq. 14.10, the equilibrium criterion dG]; , = 0 can be placed in the form 
j 
X шап, = 0 (14.11) 
зі 


Like Eq. 14.6, from which it is obtained, this equation provides а relationship among 
properties of a system when the system is at an equilibrium state where the tem- 
perature is Т and the pressure is p. Like Eq. 14.6, this equation applies to a particu- 
lar state, and the manner in which that state is attained is not important. 


14.1.2 Evaluating Chemical Potentials 


Means for evaluating the chemical potentials for two cases of interest are introduced 
in this section: a single phase of a pure substance and an ideal gas mixture. 
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SINGLE PHASE OF A PURE SUBSTANCE. An elementary case considered 
later in this chapter is that of equilibrium between two phases involving a pure sub- 
stance. For a single phase of a pure substance, Eq. 14.9 becomes simply 


а = пи 


Or 


=g (14.12) 


That is, the chemical potential is just the Gibbs function per mole. 


IDEAL GAS MIXTURE. An important case for the study of chemical equilibrium 
is that of an ideal gas mixture. The enthalpy and entropy of an ideal gas mixture are 
given by 


eu. 


NE 
Н- s nij hj (T) and S= nis; (T, pj) 
і-1 i=1 


1 


where p; = ур is the partial pressure of component i. Accordingly, the Gibbs function 
takes the form 


io j 
G-H-TS-YWnh/((T) -T V nis (Т, р) 
j=l i-1 


n; [h (T) — T s (T, p] (ideal gas) (14.13) 


M- 


i=1 


Introducing the molar Gibbs function of component i 
g(T. p) = h(T) - T s:(T, pi) (ideal gas) (14.14) 


Equation 14.13 can be expressed as 
j = 
С= ng, (Tp) (ideal gas) (14.15) 
ігі 


Comparing Eq. 14.15 to Eq. 14.9 suggests that 
ш = g(T, pi) (ideal gas) (14.16) 


That is, the chemical potential of component ; in an ideal gas mixture is equal to its 
Gibbs function per mole of i, evaluated at the mixture temperature and the partial 
pressure of i in the mixture. Equation 14.16 can be obtained formally by taking the 
partial derivative of Eq. 14.15 with respect to n; holding temperature, pressure, and 
the remaining n’s constant, and then applying the definition of chemical potential, 
Eq. 14.8. 

The chemical potential of component i in an ideal gas mixture can be expressed 
in an alternative form that is somewhat more convenient for subsequent applications. 
Using Eq. 13.23, Eq. 14.14 becomes 


ш = h(T) — TS(T, pi) 





R(T) – (si = Rm2) 


= ту TOT) RT In 
ref 


TAKE NOTE... 
Expressions for the internal 
energy, enthalpy, and entropy 
of ideal gas mixtures are 


summarized in Table 13.1. 
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where р is 1 atm and y; is the mole fraction of component i in a mixture at tem- 
perature T and pressure p. The last equation can be written compactly as 


ш = 8° + RTIn vn (ideal gas) (14.17) 


ref 


where g? is the Gibbs function of component i evaluated at temperature Т and a 
pressure of 1 atm. Additional details concerning the chemical potential concept are 
provided in Sec. 11.9. Equation 14.17 is the same as Eq. 11.144 developed there. 


The human body, as well as all living things, exists 
in a type of equilibrium that is considered in biology to be a dynamic equilib- 
rium called homeostasis. The term refers to the ability of the body to regulate 

2 its internal state, such as body temperature, within specific limits necessary for 

life despite the conditions of the external environment, or the level of exertion (see 

accompanying figure). Within the body, feedback mechanisms regulate numerous variables 

that must be kept under control. If this dynamic equilibrium cannot be maintained because 
of the severe influence of the surroundings, living things can become sick and die. 

The numerous control mechanisms in the body are varied, but they share some common 
elements. Generally, they involve a feedback loop that includes a way to sense a fluctuation 
of a variable from its desired condition and generate a corrective action to bring the vari- 
able back into the desired range. Feedback loops exist within the body at the levels of cells, 
body fluid systems (such as the circulatory system), tissues, and organs. These feedback 
loops also interact to maintain homeostasis much as a home thermostat regulates the heat- 
ing and cooling system in a house. The mechanisms are highly stable as long as the exter- 
nal conditions are not too severe. 

An example of the complexity of homeostasis is the way in which the body maintains 
the levels of glucose in the blood within desired limits. Glucose is an essential “fuel” for 
the processes within cells. Glucose absorbed by the digestive system from food, or stored 
as glycogen in the liver, is distributed by the bloodstream to the cells. The body senses the 
level of glucose in the blood and various glands produce hormones to stimulate the conver- 
sion of glucose from stored glycogen, if needed to supplement food intake, or to inhibit the 
release of glucose, as necessary to maintain the desired levels. Several different hormones 
and numerous organs within the body are involved. The result is a balance that is highly 
stable within the limits needed by the body for homeostatic equilibrium. 





14.2 Equation of Reaction Equilibrium 


Chemical Equilibrium 


In this part of the chapter, the equilibrium criterion dG]z = 0 introduced in Sec. 14.1 
is used to study the equilibrium of reacting mixtures. The objective is to establish the 
composition present at equilibrium for a specified temperature and pressure. An 
important parameter for determining the equilibrium composition is the equilibrium 
constant. The equilibrium constant is introduced and its use illustrated by several 
solved examples. The discussion is concerned only with equilibrium states of reacting 
systems, and no information can be deduced about the rates of reaction. Whether an 
equilibrium mixture would form quickly or slowly can be determined only by con- 
sidering the chemical kinetics, a topic that is not treated in this text. 


Equation of Reaction Equilibrium 
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In Chap. 13 the conservation of mass and conservation of energy principles are 
applied to reacting systems by assuming that the reactions can occur as written. How- 
ever, the extent to which a chemical reaction proceeds is limited by many factors. In 
general, the composition of the products actually formed from a given set of reactants, 
and the relative amounts of the products, can be determined only from experiment. 
Knowledge of the composition that would be present were a reaction to proceed to 
equilibrium is frequently useful, however. The equation of reaction equilibrium intro- 
duced in the present section provides the basis for determining the equilibrium com- 
position of a reacting mixture. 


14.2.1 Introductory Case 


Consider a closed system consisting initially of a gaseous mixture of hydrogen and 
oxygen. A number of reactions might take place, including 


ІН, + 10, е 1H,O (14.18) 
1H, 2 2H (14.19) 
10522 20 (14.20) 


Let us consider for illustration purposes only the first of the reactions given above, 
in which hydrogen and oxygen combine to form water. At equilibrium, the system 
will consist in general of three components: Н,, Оҙ, and H,O, for not all of the hydro- 
gen and oxygen initially present need be reacted. Changes in the amounts of these 
components during each differential step of the reaction leading to the formation of 
an equilibrium mixture are governed by Eq. 14.18. That is 


dny, = —dny,0, dno, = —idngpo (14.21a) 


where dn denotes a differential change in the respective component. The minus signs 
signal that the amounts of hydrogen and oxygen present decrease when the reaction 
proceeds toward the right. Equations 14.21a can be expressed alternatively as 


—dng,  —dno, про 


Lo 4 1 








(14.21b) 


which emphasizes that increases and decreases in the components are proportional 
to the stoichiometric coefficients of Eq. 14.18. 

Equilibrium is a condition of balance. Accordingly, as suggested by the direction of 
the arrows in Eq. 14.18, when the system is at equilibrium, the tendency of the hydrogen 
and oxygen to form water is just balanced by the tendency of water to dissociate into 
oxygen and hydrogen. The equilibrium criterion dG]; = 0 can be used to determine 
the composition at an equilibrium state where the temperature is Т and the pressure is p. 
This requires evaluation of the differential dG]; ь in terms of system properties. 


887 
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extent of reaction 


For the present case, Eq. 14.10 giving the difference in the Gibbs function of the 
mixture between two states having the same temperature and pressure, but composi- 
tions that differ infinitesimally, takes the following form: 


dGjr., = PH, dng, + Мо, апо, F MH,O апн,о (14.22) 
The changes іп the mole numbers are related by Eqs. 14.21. Hence, 


dG]r,p = (—1ин, – 30, + инњо) dro 


At equilibrium, dG]7z = 0, so the term in parentheses must be zero. That is, 


—lug, — juo, + lugo = 0 


When expressed in a form that resembles Eq. 14.18, this becomes 


Тин, + 310, = luno (14.23) 


Equation 14.23 is the equation of reaction equilibrium for the case under consideration. 
The chemical potentials are functions of temperature, pressure, and composition. 
Thus, the composition that would be present at equilibrium for a given temperature 
and pressure can be determined, in principle, by solving this equation. The solution 
procedure is described in Sec. 14.3. 


14.2.2 General Case 


The foregoing development can be repeated for reactions involving any number of 
components. Consider a closed system containing five components, A, B, C, D, and E, 
at a given temperature and pressure, subject to a single chemical reaction of the form 


VAA. + vgB 2 vcC + гр (14.24) 


where the v’s are stoichiometric coefficients. Component E is assumed to be inert 
and thus does not appear in the reaction equation. As we will see, component E does 
influence the equilibrium composition even though it is not involved in the chemical 
reaction. The form of Eq. 14.24 suggests that at equilibrium the tendency of A and 
B to form C and D is just balanced by the tendency of C and D to form A and B. 

The stoichiometric coefficients ид, vg, vc, and vp do not correspond to the respec- 
tive number of moles of the components present. The amounts of the components 
present are designated ид, пв, Nc, Np, and ng. However, changes in the amounts of the 
components present do bear a definite relationship to the values of the stoichiomet- 
ric coefficients. That is, 


-dna —4пв dnc апр 





(14.25a) 





VA УВ WE Vp 


where the minus signs indicate that A and B would be consumed when C and D are 
produced. Since E is inert, the amount of this component remains constant, so dng = 0. 
Introducing a proportionality factor de, Eqs. 14.25a take the form 





—dna — dng dnc апр 
= = = = de 
VA Vp vc Vp 
from which the following expressions are obtained: 
dna = —va de, dng = —vg de 
[M „чш. (14.25Ь) 
dnc = vc de, апр = vp de 


The parameter в is sometimes referred to as the extent of reaction. 
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For the system under present consideration, Eq. 14.10 takes the form 
dG]r,p = ma dna + ив dng + uc dnc + up dnp + ug dng 
Introducing Eqs. 14.25b and noting that dng = 0, this becomes 
dG\r,p = (-РАМА- РУвив + veuc + vpu) de 
At equilibrium, 4017, = 0, so the term in parentheses must be zero. That is, 
—VAMA T УвИв + Усис + vpup = 0 


or when written in a form resembling Eq. 14.24 
РАША + Урив = Vcc + УрИир (14.26) 


For the present case, Eq. 14.26 is the equation of reaction equilibrium. In principle, 
the composition that would be present at equilibrium for a given temperature and 
pressure can be determined by solving this equation. The solution procedure is simpli- 
fied through the equilibrium constant concept introduced in the next section. 


Calculating Equilibrium Compositions 
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The objective of the present section is to show how the equilibrium composition of a 
system at a specified temperature and pressure can be determined by solving the equation 
of reaction equilibrium. An important part is played in this by the equilibrium constant. 


14.3.1 Equilibrium Constant for Ideal Gas Mixtures 


The first step in solving the equation of reaction equilibrium, Eq. 14.26, for the equi- 
librium composition is to introduce expressions for the chemical potentials in terms 
of temperature, pressure, and composition. For an ideal gas mixture, Eq. 14.17 can be 
used for this purpose. When this expression is introduced for each of the components 
A, B, C, and D, Eq. 14.26 becomes 


УАР _ = Увр 
+ о -RTIn ) 
aP) G (z Pret 


) d» (ss + RT n 5 ) (14.27) 


ref 








VA (2 + RTIn 








= (е: + RTIn rer 

ref 

where g? is the Gibbs function of component i evaluated at temperature T and the 

pressure Pret = 1 atm. Equation 14.27 is the basic working relation for chemical equi- 

librium in a mixture of ideal gases. However, subsequent calculations are facilitated 
if it is written in an alternative form, as follows. 
Collect like terms and rearrange Eq. 14.27 as 





(vege + VpED — УАВА — Ув8в) 


= -Rr (vem Ри ОВЕН vs in 222) (14.28) 


ref ref ref ref 








The term on the left side of Eq. 14.28 can be expressed concisely as AG”. That is, 





AG? = vcgc + РРЕЂђ — РАБА — VBER (14.29а) 


which is the change in the Gibbs function for the reaction given by Eq. 14.24 if 
each reactant and product were separate at temperature Т and a pressure of 1 atm. 


equation of reaction 
equilibrium 
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equilibrium constant 


This expression can be written alternatively in terms of specific enthalpies and 
entropies as 


AG? = ус(ћс — Т5?) + vp(hp — Ts$) — va(ha — T352) — рр(ћа — Ts$) 


= (vchc sp урћрђ = vaha = вв) == T(vcsc + VpSD = VASA = ив в) (14.29b) 











Since the enthalpy of an ideal gas depends on temperature only, the h’s of Eq. 14.29b 
are evaluated at temperature T. As indicated by the superscript °, each of the entropies 
is evaluated at temperature Т and a pressure of 1 atm. 

Introducing Eq. 14.29a into Eq. 14.28 and combining the terms involving logarithms 
into a single expression gives 


AG? (Де. PD VctVp-VA-—Vp 
E = па SEP.) | (14.30) 
ЕТ YAYB Pret 





Equation 14.30 is simply the form taken by the equation of reaction equilibrium, 

Eq. 14.26, for an ideal gas mixture subject to the reaction Eq. 14.24. As illustrated by 

subsequent examples, similar expressions can be written for other reactions. 
Equation 14.30 can be expressed concisely as 


AG? 
Е я 


where К is the equilibrium constant defined by 


Vc. Ур Vc Vp—VA-—Vpg 
Kit) = УН Р (14.32) 
улув Pret 


Given the values of the stoichiometric coefficients, ид, ув, vc, and vp and the 
temperature T, the left side of Eq. 14.31 can be evaluated using either of Eqs. 14.29 
together with the appropriate property data. The equation can then be solved for the 
value of the equilibrium constant K. Accordingly, for selected reactions K can be 
evaluated and tabulated against temperature. It is common to tabulate log;)K or In 
K versus temperature, however. A tabulation of log;9K values over a range of tem- 
peratures for several reactions is provided in Table A-27 which is extracted from a 
more extensive compilation. 

The terms in the numerator and denominator of Eq. 14.32 correspond, respectively, 
to the products and reactants of the reaction given by Eq. 14.24 as it proceeds from 
left to right as written. For the inverse reaction vcC + vpD @ vAA + vgB, the equi- 
librium constant takes the form 








РА, ,VB ТАЗ Vg —Vc—Vp 
K* = z | ) (14.33) 
Ус Ур “Рег 


Comparing Eqs. 14.32 and 14.33, it follows that the value of K* is just the reciprocal 
of К. K* = 1/К. Accordingly, 


logo K* = —logioK (14.34) 


Hence, Table A-27 can be used both to evaluate K for the reactions listed proceeding 
in the direction left to right and to evaluate K* for the inverse reactions proceeding in 
the direction right to left. 

Example 14.1 illustrates how the log; )K values of Table A-27 are determined. Sub- 
sequent examples show how the logioK values can be used to evaluate equilibrium 
compositions. 
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EXAMPLE 14,1 —aECEE кыныны налық мыны ыншы шананы қыннан 


Evaluating the Equilibrium Constant at а Specified Temperature 


Evaluate the equilibrium constant, expressed as log;oK, for the reaction CO + 10, = CO, at (a) 298 К and 
(b) 2000 K. Compare with the value obtained from Table A-27 


SOLUTION 
Known: The reaction is CO + 10, = СО,. 


Find: Determine the equilibrium constant for Т = 298 К (25°С) апа Т = 2000 К. 
Engineering Model: The ideal gas model applies. 


Analysis: The equilibrium constant requires the evaluation of AG? for the reaction. Invoking Eq. 14.29b for this 
purpose, we have 








AG? = (hco, — hco iho,) T(SCo, — 5со- 256.) 


where the enthalpies are evaluated at temperature Т and the absolute entropies are evaluated at temperature T 
and a pressure of 1 atm. Using Eq. 13.9, the enthalpies are evaluated in terms of the respective enthalpies of 
formation, giving 


0 


AG? = [(А?) со, = (А?) со = (Жо + [(AA)co, = (Ал)со = X(Ah)o,] = Т($со, = Sco 7 2$0,) 


where the Ah terms account for the change in specific enthalpy from Ты = 298 К to the specified temperature 
T. The enthalpy of formation of oxygen is zero by definition. 

(а) When T — 298 K, the АЛ terms of the above expression for AG? vanish. The required enthalpy of formation 
and absolute entropy values can be read from Table A-25, giving 


AG? 


[(—393,520) — (110,530) — 1(0)] — 298[213.69 — 197.54 — 1(205.03)] 
—251253 kJ/kmol 


With this value for AG”, Eq. 14.31 gives 


(—257,253 kJ/kmol) 
Ink = — = 103.83 
(8.314 kJ/kmol - K)(298 К) 





which corresponds to logigK = 45.093. 

Table A-27 gives the logarithm to the base 10 of the equilibrium constant for the inverse reaction: 
CO; 2 CO + О». That is, logigK* = —45.066. Thus, with Eq. 14.34, logigK = 45.066, which agrees closely with 
the calculated value. 


(b) When T = 2000 K, the Ah and 5° terms for О,, CO, and CO, required by the above expression for AG? are 
evaluated from Tables A-23. The enthalpy of formation values are the same as in part (a). Thus, 


AG? 


[(—393,520) — (—110,530) — 1(0)] + [(100,804 - 9364) — (65408 — 8669) 
1(67,381 — 8682)] — 2000[309.210 — 258.600 — 2(268.655)] 
= —282,990 + 5102 + 167,435 = —110,453 kJ/kmol 


| 


With this value, Eq. 14.31 gives 


heel . cud 
. (8.314)(2000) ^" 





which corresponds to logyK = 2.885. 
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At 2000 K, Table A-27 gives log;9K* = —2.884. With Eq. 14.34, log;9K = 2.884, 
which is in agreement with the calculated value. (vf Skills Developed 

Using the procedures described above, it is straightforward to determine у 
log;o9K versus temperature for each of several specified reactions and tabulate 
the results as in Table A-27 


Ability to... 

Ц evaluate log46K based оп 
Eq. 14.51 and data from 
Tables А-25 and А-25. 

О use the relation of Eq. 

14.34 for inverse reactions. 





: If In K = 23.535 for the given reaction, use Table A-27 to deter- 
2244424 mine Tin Ans. 1000 K. mAA——————————————— 


14.3.2 Illustrations of the Calculation of Equilibrium 
Compositions for Reacting Ideal Gas Mixtures 


It is often convenient to express Eq. 14.32 explicitly in terms of the number of moles 
that would be present at equilibrium. Each mole fraction appearing in the equation has 
the form y; = пуп, where n; is the amount of component i in the equilibrium mixture 
and п is the total number of moles of mixture. Hence, Eq. 14.32 can be rewritten as 


(14.35) 


R= пеп? (pup 
n 


nAng 


The value of п must include not only the reacting components A, B, C, and D but 
also all inert components present. Since inert component E has been assumed present, 
we would write n = na + ng + nc + np + ng. 

Equation 14.35 provides a relationship among the temperature, pressure, and com- 
position of an ideal gas mixture at equilibrium. Accordingly, if any two of temperature, 
pressure, and composition are known, the third can be found by solving this equation. 


25207 2712827 suppose that the temperature Т and pressure p are known and 
the object is the equilibrium composition. With temperature known, the value of K 


can be obtained from Table A-27 The п% of the reacting components A, B, C, and 
D can be expressed in terms of a single unknown variable through application of 
the conservation of mass principle to the various chemical species present. Then, 
since the pressure is known, Eq. 14.35 constitutes a single equation in a single 
unknown, which can be solved using an equation solver or iteratively with a hand 
calculator. « 4 4 4 4 


In Example 14.2, we apply Eq. 14.35 to study the effect of pressure on the equi- 
librium composition of a mixture of CO;, CO, and O;. 


EXAMPLE 14.2 Ж О О О О О Т ree rere О ror ror terre rrr errr errr rr 


| Determining Equilibrium Composition Given Temperature and Pressure 


One kilomole of carbon monoxide, CO, reacts with 5 kmol of oxygen, О», to form an equilibrium mixture of СО, 
CO, and О; at 2500 K and (а) 1 atm, (b) 10 atm. Determine the equilibrium composition in terms of mole fractions. 


SOLUTION 


Known: A system initially consisting of 1 kmol of CO and £ kmol of О, reacts to form an equilibrium mixture 
of СО», CO, and О. The temperature of the mixture is 2500 К and the pressure is (a) 1 atm, (b) 10 atm. 


Find: Determine the equilibrium composition in terms of mole fractions. 
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Engineering Model: The equilibrium mixture is modeled as an ideal gas mixture. 


Analysis: Equation 14.35 relates temperature, pressure, and composition for an ideal gas mixture at equilibrium. 
If any two are known, the third can be determined using this equation. In the present case, T and p are known, 
and the composition is unknown. 

Applying conservation of mass, the overall balanced chemical reaction equation is 


1 
1CO + 50, 2CO + 20, + (1— 2)СО, 


where z is the amount of CO, in kmol, present in the equilibrium mixture. Note that 0 = z = 1. 
The total number of moles п in the equilibrium mixture is 








z 2d 
=z+2+(1-z)= 
п=2+5 ( z) 2 
Accordingly, the molar analysis of the equilibrium mixture is 
|. 2224 X1 — z) 
Усо $751 2? JCORk— Hg 


2+: 2+{ 


At equilibrium, the tendency of CO and O, to form CO, is just balanced by the tendency of СО; to form 
CO and О», so we have CO; @ CO + * О». Accordingly, Eq. 14.35 takes the form 


K- n p[D«« l^ EP | z y p y 
(1-2) [(2 + 2)/2 1=-:42 +5 Pret 


At 2500 K, Table A-27 gives log;9K = 21.44. Thus, K = 0.0363. Inserting this value into the last expression 


1/2 1/2 

Z £ P 
0.0363 — a 
1-7 (5 + 2) (2) | | 


(а) When р = 1 atm, Eq. (a) becomes 

















1/2 
2 z 
0.0363 = 
1=z (5 + -) 


Using an equation solver or iteration with a hand calculator, z = 0.129. The equilibrium composition in terms 
of mole fractions is then 








2(0.129) 0.129 2(1 — 0.129) 
Усо- 72129 = 0.121, YO: = 2429 = 0.061, Veo; 2.129 = 0.818 


(b) When p = 10 atm, Eq. (a) becomes 








2 КЕ үн 
| = 12 Ski 
0.0363 = 1- Е (5 E -) (10) (vj ills Developed 


Ability to... 

U apply Eq. 14.55 to deter- 
mine equilibrium composition 
given temperature and 


@ Solving, 2 = 0.062. The corresponding equilibrium composition in terms of mole 
fractions is усо = 0.06, yo, = 0.03, усо, = 0.91. 


© Comparing the results of parts (а) and (b) we conclude that the extent to which 5 к 
the reaction proceeds toward completion (the extent to which CO; is formed) ты use data from 
айе А- У 


is increased by increasing the pressure. 


If z = 0.0478 (corresponding to p = 22.4 atm, T = 2500 K), 


what would be the mole fraction of each constituent of the equilibrium 
mixture? AnS. yco = 0.0467, yo, = 0.0233, yco, = 0.9300. 
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In Example 14.3, we determine the temperature of an equilibrium mixture when 
the pressure and composition are known. 


EXAMPLE 14,3 O—M——————— о" ——' 


Determining Equilibrium Temperature Given Pressure and Composition 


Measurements show that at a temperature Т and a pressure of 1 atm, the equilibrium mixture for the system of 
Example 14.2 has the composition yco — 0.298, yo, — 0.149, усо, - 0.553. Determine the temperature T of the 
mixture, in K. 


SOLUTION 
Known: The pressure and composition of an equilibrium mixture of CO, О», and СО» are specified. 


Find: Determine the temperature of the mixture, in K. 
Engineering Model: The mixture can be modeled as an ideal gas mixture. 


Analysis: Equation 14.35 relates temperature, pressure, and composition for an ideal gas mixture at equilibrium. 
If any two are known, the third can be found using this equation. In the present case, composition and pressure 
are known, and the temperature is the unknown. 

Equation 14.35 takes the same form here as in Example 14.2. Thus, when p — 1 atm, we have 


Z 7 1/2 


where z is the amount of CO, in kmol, present in the equilibrium mixture and T is the temperature of the 
mixture. 

The solution to Example 14.2 gives the following expression for the mole 
fraction of the CO in the mixture: yco = 2z/(2 + 2). Since yco = 0.298, z = 0.35. (vf Skills Developed 








Inserting this value for z into the expression for the equilibrium constant Ability to... 
@ gives К = 0.2078. Thus, logo K = —0.6824. Interpolation in Table A-27 then C apply Eq. 14.55 to deter- 


gives T — 2881 K. mine temperature given 
pressure and equilibrium 
| | | composition. 
Q Comparing this example with part (a) of Example 14.2, we conclude that О retrieve and use data from 
the extent to which the reaction proceeds to completion (the extent to which Table A-27. 


СО; is formed) is decreased by increasing the temperature. 


Determine the temperature, іп K, fora pressure of 2 atm if the | 


PAY equilibrium composition were unchanged. Ans. =2970 К. | 





еееееееееееееееееееееееееееееееееееееееееееееееееее: 





Іп Example 14.4, we consider the effect of an inert component on the equilibrium 
composition. 


EXAMPLE 14.4 О О ОО О Г О Т ГК Г ГГ ГТ ГЕ 


: Considering the Effect on Equilibrium of an Inert Component 


One kilomole of carbon monoxide reacts with the theoretical amount of air to form an equilibrium mixture of 
СО», CO, О», and N, at 2500 К and 1 atm. Determine the equilibrium composition in terms of mole fractions, 
and compare with the result of Example 14.2. 
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SOLUTION 


Known: A system initially consisting of 1 kmol of CO and the theoretical amount of air reacts to form an equi- 
librium mixture of СО», CO, О», and N;. The temperature and pressure of the mixture are 2500 К and 1 atm. 


Find: Determine the equilibrium composition in terms of mole fractions, and compare with the result of Exam- 
ple 14.2. 


Engineering Model: The equilibrium mixture can be modeled as an ideal gas mixture wherein №, is inert. 
Analysis: For a complete reaction of CO with the theoretical amount of air 
CO +10, + 1.88N, — CO, + 1.88N, 


Accordingly, the reaction of CO with the theoretical amount of air to form СО», CO, О», and №, is 


CO + 10; + 1.88N, > zCO + 29: + (1 — 2)СО; + 1.88N; 
where z is the amount of CO, in kmol, present in the equilibrium mixture. 


The total number of moles n in the equilibrium mixture is 


5.76 +z 


z 
=z +2 +(1-—z) +1.88 = 
пе +2 ( 2) 2 


The composition of the equilibrium mixture in terms of mole fractions is 


2z 2 2(1 =) 3.76 








Jo" ыл 7^ 57-2 7 57642? УӘ 535. 
At equilibrium we һауе CO; == CO + + О. So Eq. 14.35 takes the form 
жы „| PlPset | 
(T-— x) (9.76 :5-2)72 
The value of K is the same as in the solution to Example 14.2, K — 0.0363. Thus, 
since p — 1 atm, we have (Vf Skills Developed 
Т И 
0.0363 = © ( 2 ) ility to... 
1—z\5.76 +z U apply Eq. 14.35 to deter- 


. . P E . mine equilibrium composition 

Solving, z — 0.175. The corresponding equilibrium composition is yco — 0.059, for given temperature and 

уво; — 0.278, Убу ~ 0.029, Ум. = 0.634. pressure in the presence of 
Comparing this example with Example 14.2, we conclude that the presence of an inert component. 

the inert component nitrogen reduces the extent to which the reaction proceeds {Q retrieve and use data fon 

toward completion at the specified temperature and pressure (reduces the extent Table A-27. 


to which CO; is formed). 





Determine the amounts, in kmol, of each component of the equi- 


т librium mixture. ANS. лсо = 0.175, No, = 0.0875, co, = 0.8250, My, = 1.88. ........................................... 


In the next example, the equilibrium concepts of this chapter are applied together 
with the energy balance for reacting systems developed in Chap. 13. 


EXAMPLE 14.5 О О Л О О Г О Г К К К ССГ ГГ 


Using Equilibrium Concepts with the Energy Balance 


Carbon dioxide at 25°С, 1 atm enters a reactor operating at steady state and dissociates, giving an equilibrium 
mixture of CO», CO, and О; that exits at 3200 К, 1 atm, Determine the heat transfer to the reactor, in kJ per 
kmol of CO; entering. The effects of kinetic and potential energy can be ignored and W,, = 0 
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SOLUTION 


Known: Carbon dioxide at 25°С, 1 atm enters a reactor at steady state. An equilibrium mixture of СО», CO, and 
О» exits at 3200 К, 1 atm. 


Find: Determine the heat transfer to the reactor, in kJ per kmol of CO; entering. 


Schematic and Given Data: 


Engineering Model: 














д, 
1. The control volume shown оп the accompanying sketch by а 
таа 1 dashed line operates at steady state with Way = 0. Kinetic 
| | energy and potential energy effects can be ignored. 
CO | (CO, СО, O5) 
25°С, те | 3200 К, 1 atm Th : : deled ideal 
| | 2. The entering CO; is modeled as an ideal gas. 
| 
| ї=—========^ 3. The exiting mixture of СО», CO, апа О» is an equilibrium 
Fig. E14.5 ideal gas mixture. 


Analysis: The required heat transfer can be determined from an energy rate balance for the control volume, but 
first the composition of the exiting equilibrium mixture must be determined. 
Applying the conservation of mass principle, the overall dissociation reaction is described by 





T === 
CO, > zCO, + (1 – z)CO + ( 5 2)о, 


where z is the amount of СО», іп kmol, present іп the mixture exiting the control volume, рег kmol of CO, 
entering. The total number of moles n in the mixture is then 


qp Dues 
=72+(1—2)+ = 
п= = + ( 2) ( 2 ) 2 


The exiting mixture is assumed to be an equilibrium mixture (assumption 3). Thus, for the mixture we һауе 
СО, е CO + 40). Equation 14.35 takes the form 


(1— z)[(1 – z)/2]'” | DID ret |^" 
ы (3 = 2)/2 


EE 


At 3200 K, Table A-27 gives ЈовоКк = —0.189. Thus, K = 0.647 and the equilibrium constant expression becomes 


_ _ „ү 
0.647 = ( 9G У 
2 2/5. 4 
Solving, 2 — 0.422. The composition of the exiting equilibrium mixture, іп kmol per kmol of СО; entering, is 


then 0.422CO,, 0.578CO, 0.2890;. 
When expressed per kmol of СО; entering the control volume, the energy rate balance reduces by assumption 1 to 











К = 


Rearranging and noting that p = 1 atm 








. . 9 
Qov W, 35 T ТА T 
0- GE + hco, — (0.422hco, + 0.578hco F 0.289ho,) 
"co, CO; 


Solving for the heat transfer per kmol of СО; entering, and evaluating each enthalpy in terms of the respec- 
tive enthalpy of formation 





j ES = = Е 0 0 
9. = 0.422(h + Ah)co, + 0.578(h? + Ah)co + 0.289 (he + Ah)o, — (А + А со, 
"co, 
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The enthalpy of formation of O; is zero by definition; Ah for the CO; at the inlet vanishes because CO; enters 


at 25°С. 


With enthalpy of formation values from Tables A-25 and Ah values for О, CO, and CO, from Table A-23 


Ó 


"co, 
+ 0.289(114,809 — 8682) - (—393,520) 
[1] = 322,385 kJ/kmol( CO;) 


© For comparison, let us determine the heat transfer if we assume no dissociation — 

namely, when СО; alone exits the reactor. With data from Table A-23, the heat 
transfer is 

Qw = a 1 

=== = hc (3200 K) — ћсо (298 K) 


"co, 
— 174,695 — 9364 — 165,331 kJ/kmol(CO;) 


The value is much less than the value obtained in the solution above because the 
dissociation of CO; requires more energy input (an endothermic reaction). 


Determine the heat transfer rate, in kW, and the molar flow 


rate of mixture exiting, in kmol/s, for a flow rate of 3.1 х 10 ? kmol/s of 
CO, entering. Ans. 10 kW, 4 X 10 ? kmol/s. 


....... 


14.3.3 Equilibrium Constant for Mixtures and Solutions 


The procedures that led to the equilibrium constant for reacting ideal gas mixtures 
can be followed for the general case of reacting mixtures by using the fugacity and 
activity concepts introduced in Sec. 11.9. In principle, equilibrium compositions of 
such mixtures can be determined with an approach paralleling the one for ideal gas 
mixtures. 

Equation 11.141 can be used to evaluate the chemical potentials appearing in the 
equation of reaction equilibrium (Eq. 14.26). The result is 


vA(g& + ЕТ пал) + ур(25 + RTInag) = vc(ge + ЕТІпас) + ур(25 + RTIn ap) 
(14.36) 


where 2; is the Gibbs function of pure component i at temperature Т and the pres- 
sure р = 1 atm, and а; is the activity of that component. 
Collecting terms and employing Eq. 14.29a, Eq. 14.36 becomes 


АС? (282) 
BE = Ш VA QV 
RT акав 
This equation can be expressed in the same form as Eq. 14.31 by defining the equi- 
librium constant as 





(14.37) 


Кеб (14.38) 


agag 





... 


=== = 0.4221 –393,520 + (174,695 - 9364)] + 0.578[—110,530 + (109,667 — 8669)] 


Ability to... 

О apply Eq. 14.35 together 
with the energy balance 
for reacting systems to 
determine heat transfer 
for a reactor. 


О retrieve and use data 
from Tables A-23, A-25, 
and A-27. 





$09000000090000090900090900990000090090000099 ө ‹ 


ТАКЕ МОТЕ... 

Study of Sec. 14.3.3 
requires content from 
See, 145) 
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Since Table A-27 and similar compilations are constructed simply by evaluating 
-АСФ”ЕТ for specified reactions at several temperatures, such tables can be employed 
to evaluate the more general equilibrium constant given by Eq. 14.38. However, 
before Eq. 14.38 can be used to determine the equilibrium composition for a known 
value of К, it is necessary to evaluate the activity of the various mixture components. 
Let us illustrate this for the case of mixtures that can be modeled as ideal solutions. 


IDEAL SOLUTIONS. For an ideal solution, the activity of component i is given by 


_ yif 
fi 
where f; is the fugacity of pure i at the temperature Т and pressure p of the mixture, 


апа f?is the fugacity of pure i at temperature T and the pressure p,e Using this 
expression to evaluate a4, ag, ac, and ap, Eq. 14.38 becomes 


ee (усје је) Yo fol fb)"” (14.39a) 


(YA fAlfA) “(уһ fel fR)” 


which can be expressed alternatively as 


(fclp)'* (fo | (Бары) рыу" E р ia me 
CfAlp)'^ (falp)'* (Тарн Pipa)” уйур (= (14.39b) 


The ratios of fugacity to pressure in this equation can be evaluated, in principle, 
from Eq. 11.124 or the generalized fugacity chart, Fig. A-6, developed from it. In 
the special case when each component behaves as an ideal gas at both T, p and T, 
Pret, these ratios equal unity and Eq. 14.39b reduces to the underlined term, which 





(11.142) 


а; 








К = 





is just Eq. 14.32. 


A HORIZONS 


While carbon dioxide is often mentioned by the 

media because of its effect on global climate 

change, and rightly so, other gases released to the 

atmosphere also contribute to climate change but get less 

publicity. In particular, methane, CH,, which receives little 

notice as a greenhouse gas, has a Global Warming Potential of 
25, compared to carbon dioxide’s GWP of 1 (see Table 10.1). 

Sources of methane related to human activity include fossil- 
fuel (coal, natural gas, and petroleum) production, distribu- 
tion, combustion, and other uses. Wastewater treatment, land- 
fills, and agriculture, including ruminant animals raised for 
food, are also human-related sources of methane. Natural 
sources of methane include wetlands and methane hydrate 
deposits in seafloor sediments. 

For decades, the concentration of methane in the atmo- 
sphere has increased significantly. But some observers report 
that the increase has slowed recently and may be ceasing. 
While this could be only a temporary pause, reasons have 
been advanced to explain the development. Some say govern- 
mental actions aimed at reducing release of methane have 
begun to show results. Changes in agricultural practices, such 


Methane, Another Greenhouse Gas 


as the way rice is produced, also may be a factor in the reported 
reduction of methane in the atmosphere. 

Another view is that the plateau in atmospheric methane 
may at least in part be due to chemical equilibrium: Methane 
released to the atmosphere is balanced by its consumption in 
the atmosphere. Methane is consumed in the atmosphere prin- 
cipally by its reaction with the hydroxyl radical (OH), which is 
produced through decomposition of atmospheric ozone by 
action of solar radiation. For instance, OH reacts with methane 
to yield water and CH3, a methyl radical, according to 
CH, + OH — H,O + CH,. Other reactions follow this, leading 
eventually to water-soluble products that are washed out of the 
atmosphere by rain and snow. 

Understanding the reasons for the apparent slowing rate of 
growth of methane in the atmosphere will take effort, including 
quantifying changes in the various sources of methane and 
pinpointing natural mechanisms by which it is removed from 
the atmosphere. Better understanding will enable us to craft 
measures aimed at curbing release of methane, allowing the 
atmosphere’s natural ability to cleanse itself to assist in main- 
taining a healthier balance. 





14.4 Further Examples of the Use of the Equilibrium Constant 


Further Examples of the Use 
of the Equilibrium Constant 
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Some additional aspects of the use of the equilibrium constant are eroded in this 
section: the equilibrium flame temperature, the van’t Hoff equation, and chemical 
equilibrium for ionization reactions and simultaneous reactions. To keep the presen- 
tation at an introductory level, only the case of ideal gas mixtures is considered. 


14.4.1 Determining Equilibrium Flame Temperature 


In this section, the effect of incomplete combustion on the adiabatic flame tempera- 
ture, introduced in Sec. 13.3, is considered using concepts developed in the present 
chapter. We begin with a review of some ideas related to the adiabatic flame tem- 
perature by considering a reactor operating at steady state for which no significant 
heat transfer with the surroundings takes place. 

Let carbon monoxide gas entering at one location react completely with the theo- 
retical amount of air entering at another location as follows: 


CO + 10, + 1.88N, — СО, + 1.88N, 


As discussed in Sec. 13.3, the products would exit the reactor at a temperature we 
have designated the maximum adiabatic flame temperature. This temperature can be 
determined by solving a single equation, the energy equation. At such an elevated 
temperature, however, there would be a tendency for CO, to dissociate 


СО, > CO + 10, 


Since dissociation requires energy (ап endothermic reaction), the temperature of the 
products would be less than the maximum adiabatic temperature found under the 
assumption of complete combustion. 

When dissociation takes place, the gaseous products exiting the reactor would not 
be CO, and N, but a mixture of СО», CO, О», and N;. The balanced chemical reaction 
equation would read 


CO + 10, + 1.883, — zCO + (1 — z)CO, + 20: + 1.88N, (14.40) 


where 2 is the amount of CO, іп kmol, present in the exiting mixture for each kmol 
of CO entering the reactor. 

Accordingly, there are two unknowns: z and the temperature of the exiting stream. 
To solve a problem with two unknowns requires two equations. One is provided by 
an energy equation. If the exiting gas mixture is in equilibrium, the other equation 
is provided by the equilibrium constant, Eq. 14.35. The temperature of the products 
may then be called the equilibrium flame temperature. The equilibrium constant used 
to evaluate the equilibrium flame temperature would be determined with respect to 
СО, 2 CO +?О;. 

Although only the dissociation of СО; has been discussed, other products of com- 
bustion may dissociate, for example, 


H,O 2H, + 40, 
H,O 2 OH + iH; 


O, 220 
H, 2 2H 
N, 2 2N 


When there are many dissociation reactions, the study of chemical equilibrium is 
facilitated by the use of computers to solve the simultaneous equations that result. 


equilibrium flame 
temperature 
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Simultaneous reactions are considered in Sec. 14.4.4. The following example illustrates 
how the equilibrium flame temperature is determined when one dissociation reaction 
occurs. 


EXAMPLE 14.6 ZAREE TEE ere намен А РРА Ри  ——— 


Determining the Equilibrium Flame Temperature 


Carbon monoxide at 25°C, 1 atm enters a well-insulated reactor and reacts with the theoretical amount of air 
entering at the same temperature and pressure. An equilibrium mixture of СО», CO, О», and М; exits the reactor 
at a pressure of 1 atm. For steady-state operation and negligible effects of kinetic and potential energy, determine 
the composition and temperature of the exiting mixture, in K. 


SOLUTION 


Known: Carbon monoxide at 25°С, 1 atm reacts with the theoretical amount of air at 25°С, 1 atm to form an 
equilibrium mixture of СО», СО, О», and М at temperature T and a pressure of 1 atm. 


Find: Determine the composition and temperature of the exiting mixture. 


Schematic and Given Data: 


25°С, 1 at . 
bes 1. The control volume shown on the accompanying 


sketch by a dashed line operates at steady state 
with О. = 0, Waw = 0, and negligible effects of 
kinetic and potential energy. 


CO | Engineering Model: 


Insulation 


2. The entering gases are modeled as ideal gases. 


3. The exiting mixture is an ideal gas mixture at 
equilibrium wherein М is inert. 





Fig. E14.6 


Analysis: The overall reaction is the same as in the solution to Example 14.4: 
CO + 20, + 188N, > 2 СО + 502 + (1 — z)CO, + 1.88N; 


By assumption 3, the exiting mixture is an equilibrium mixture. The equilibrium constant expression developed 
in the solution to Example 14.4 is 








Cae КЕ ү 
KUN (=z) (== + oz) (9) 
Since р = 1 atm, Eq. (а) reduces to 
12 
22202 2 
Кы (1- 2) (zs + -) (6) 


This equation involves two unknowns: 2 and the temperature 7 of the exiting equilibrium mixture. 
Another equation involving the two unknowns is obtained from an energy rate balance of the form Eq. 13.12b, 
which reduces with assumption 1 to 


hg = ћр (с) 
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where 


in tj Mgt ag eani + эй, 
and 


- e - = = 270) m 

hp = z(h? + Ah)co + 204 + Ah)o, + (1 — z)(h? + Ah)co, + 1.88(# + Ал), 

The enthalpy of formation terms set to zero are those for oxygen and nitrogen. 

Since the reactants enter at 25°С, the corresponding АЛ terms also vanish. Collect- (vf Skills Developed 
ing and rearranging, we get у 


па веле јаја о E icy еве эд у 


Ability to... 
АҒ АҒЫ + (1 — 2)(АЕ)со, + 186 АЖ, 242. 
2 | | with the energy balance 
%(1- z)[(/t)co, – (Л сој] = 0 (9) ade 1 
Equations (b) and (d) are simultaneous equations involving the unknowns Bx Qum 
temperature. 


2 and Т. When solved iteratively using tabular data, the results are 2 = 0.125 
and Т - 2399 K, as can be verified. The composition of the equilibrium mixture, 
іп kmol рег kmol of CO entering the reactor, is then 0.125СО, 0.06250;, 
0.875СО;, 1.88N;. 


If the CO and air each entered at 500°C, would the equilibrium 


өөө flame temperature increase, decrease, or stay constant? Ans. Increase. 


О retrieve and use data from 
Tables A-23, A-25, and 
T 





Фееееевееееееееееееееееееееееееееееееееееее: 

















As illustrated by Example 14.7 the equation solver and property retrieval features 
of Interactive Thermodynamics: IT allow the equilibrium flame temperature and com- 
position to be determined without the iteration required when using table data. 


EXAMPLE 14.7 ЖҮ О О ИК Г Г Г К ГГ ГС ЕЕ 


Determining the Equilibrium Flame Temperature Using Software 


Solve Example 14.6 using Interactive Thermodynamics: IT and plot equilibrium flame temperature and z, the 
amount of CO present in the exiting mixture, each versus pressure ranging from 1 to 10 atm. 


SOLUTION 
Known: See Example 14.6. 


Find: Using 77, plot the equilibrium flame temperature and the amount of CO present in the exiting mixture of 
Example 14.6, each versus pressure ranging from 1 to 10 atm. 


Engineering Model: See Example 14.6. 
Analysis: Equation (a) of Example 14.6 provides the point of departure for the ГТ solution 





(ГІ ipee TU 
K(T) = Id (a) 


(1-2) [(576 + 2 


For a given pressure, this expression involves two unknowns: 2 and T. 
Also, from Example 14.6, we use the energy balance, Eq. (c) 


hg = hp (c) 


where 


hg = (Лсо)к + 5(Ло„)к + 1.88(Лх„)в 
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and 
hp = z(hco)e + (2/2)(ћојр + (1 — 2)(Лсојр + 1.88(Ay,)p 


where the subscripts R and P denote reactants and products, respectively, and z denotes the amount of CO in 
the products, in kmol per kmol of CO entering. 

With pressure known, Eqs. (а) and (c) сап be solved for Т and z using the following IT code. Choosing SI 
from the Units menu and amount of substance in moles, and letting hCO_R denote the specific enthalpy of CO 
in the reactants, and so on, we have 


// Given data 

TR = 25 + 273.15 // K 
p = 1 // atm 

pref = 1 // atm 


// Evaluating the equilibrium constant using Eq. (a) 
К = ((2 * (z/2)^0.5) / (1 2)) * ((p / pref) / (5.76 + 2) / 2))40.5 


// Energy balance: Eq. (c) 

hR = hP 

hR = hCO В + (1/2) * hO2 В + 1.88 * hN2_R 

hP = z * hCO_P + (z/2*hO2 Р + (1—2) * hCO2 Р + 1.88 * hN2 P 


hCO В = ћ T(*CO",TR) 
hO2_R = h T(*O2",TR) 
hN2_R = h_T(“N2”,TR) 


hCO_P = h T(*CO",T) 
hO2_P = h_T(“02”,T) 
hCO2_P = h_T (“CO2”,T) 
hN2_P = h_T (“N2”,T) 


/* To obtain data for the equilibrium constant use the Look-up Table 
option under the Edit menu. Load the file “eqco2.lut”. Data for 

@ со, = СО + 1/2 O2 from Table A-27 are stored in the look-up table 
as Tin column 1 and log10(K) in column 2. To retrieve the data use */ 


log(K) = lookupvall(eqcoa, 1, 1,2) 


Obtain a solution for p — 1 using the Solve button. To ensure rapid convergence, restrict 7 and K to positive 
values, and set a lower limit of 0.001 and an upper limit of 0.999 for 2. The results are T = 2399 K and z = 
0.1249, which agree with the values obtained in Example 14.6. 

Now, use the Explore button and sweep p from 1 to 10 atm in steps of 0.01. Using the Graph button, construct 
the following plots: 


























2500 - 02 - 
2450 |- 0.15 H 
М 2400 м NN. 
ы |_ |_ 
2350 |- 0.05 E 
sago Eee desde ape + p С С 4 (y. ЕЕ НЕ e ШЕН npe de epe jo oi or qe СЕТ БЕ e qst 
12 3 4 5 6 7 8 9 1 2 3 4 5 6 7 8 9 10 
p (atm) p (atm) 


Fig. E14.7 
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From Fig. E14.7 we see that as pressure increases more CO is oxidized to CO; 
(z decreases) and temperature increases. 


@ Similar files are included in JT for each of the reactions in Table A-27 


If the CO and air each entered at 500°C, determine the equi- 


librium flame temperature in K using /nteractive Thermodynamics: IT. 
тези Ans. 2575. 





14.4.2 Van't Hoff Equation 


The dependence of the equilibrium constant on temperature exhibited by the values 
of Table A-27 follows from Eq. 14.31. An alternative way to express this dependence 
is given by the van't Hoff equation, Eq. 14.43b. 

The development of this equation begins by introducing Eq. 14.29b into Eq. 14.31 
to obtain on rearrangement 








RTIn К = —[(vche == vp Ap vaha РВћв) T(vc se + т 5% = VAS А = Vg$5)] 


Each of the specific enthalpies and entropies in this equation depends on temperature 
alone. Differentiating with respect to temperature 


— dink — dhe ex (2 e) 
= esp + ae 
RT +Rink «d ІТ Vp T ІТ 


(dh. га) (4%. та) 
РААТ ат BUAT dT 


Зи => =o ___, <0 
+ (vest + vpsD T VASA Vg$B) 























From the definition of 5°(T) (Eq. 6.19), we have 4574Т = с,/Т. Moreover, 
dhldT — c,. Accordingly, each of the underlined terms in the above equation van- 
ishes identically, leaving 


— dinK 
dT 





RT 





+ Rin К = (ис: + vps — vas — vps?) (14.42) 


Using Eq. 14.41 to evaluate the second term on the left and simplifying the resulting 
expression, Eq. 14.42 becomes 


dK | (vchc + vphp — vaha — vghg) 








JT PT (14.43a) 
Or, expressed more concisely, 
dn _ Ave 
“ат. = RT? (14.43b) 


which is the van't Hoff equation. 

In Eq. 14.43b, АН is the enthalpy of reaction at temperature T. The van't Hoff equa- 
tion shows that when AH is negative (exothermic reaction), K decreases with tempera- 
ture, whereas for AH positive (endothermic reaction), K increases with temperature. 


Ability to... 

U apply Eq. 14.35 together 
with the energy balance 
for reacting systems to 
determine equilibrium flame 
temperature. 

О perform equilibrium calcula- 
tions using Interactive 
Thermodynamics: IT. 





van’t Hoff equation 
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SOLUTION 


Known: An equilibrium mixture of Cs, Cs*, е is at 3600°R. The value of the equilibrium constant at this tem- 
perature is known. 
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The enthalpy of reaction AH is often very nearly constant over a rather wide 
interval of temperature. In such cases, Eq. 14.43b can be integrated to yield 


к; АН( 1 1 ) 
In = 14.44 
К, RAT, Т, ( ) 


where К; and K, denote the equilibrium constants at temperatures T; and 75, respec- 
tively. This equation shows that In K is linear in 1/7. Accordingly, plots of In К versus 
ШТ can be used to determine AH from experimental equilibrium composition data. 
Alternatively, the equilibrium constant can be determined using enthalpy data. 








14.4.3 lonization 


The methods developed for determining the equilibrium composition of a reactive 
ideal gas mixture can be applied to systems involving ionized gases, also known as 
plasmas. In previous sections we considered the chemical equilibrium of systems where 
dissociation is a factor. For example, the dissociation reaction of diatomic nitrogen 


N, 2 2N 


can occur at elevated temperatures. At still higher temperatures, ionization may take 
place according to 


Мем +е- (14.45) 


That is, a nitrogen atom loses an electron, yielding a singly ionized nitrogen atom М” 
and a free electron e . Further heating can result in the loss of additional electrons 
until all electrons have been removed from the atom. 

For some cases of practical interest, it is reasonable to think of the neutral atoms, 
positive ions, and electrons as forming an ideal gas mixture. With this idealization, 
ionization equilibrium can be treated in the same manner as the chemical equilibrium 
of reacting ideal gas mixtures. The change in the Gibbs function for the equilibrium 
ionization reaction required to evaluate the ionization-equilibrium constant can be 
calculated as a function of temperature by using the procedures of statistical thermo- 
dynamics. In general, the extent of ionization increases as the temperature is raised 
and the pressure is lowered. 

Example 14.8 illustrates the analysis of ionization equilibrium. 


Considering lonization Equilibrium 


Consider an equilibrium mixture at 3600°R consisting of Cs, Св”, and e , where Cs denotes neutral cesium atoms, 
Cs* singly ionized cesium ions, and е free electrons. The ionization-equilibrium constant at this temperature for 


Cs2@Cs* + е 


is K = 15.63. Determine the pressure, in atmospheres, if the ionization of Cs is 95% complete, and plot percent 
completion of ionization versus pressure ranging from 0 to 10 atm. 


Find: Determine the pressure of the mixture if the ionization of Cs is 95% complete. Plot percent completion 
versus pressure. 


Engineering Model: Equilibrium can be treated in this case using ideal gas mixture equilibrium considerations. 
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Analysis: The ionization of cesium to form a mixture of Cs, Св”, and е is described by 
Cs — (1— z)Cs + z Св“ + ze^ 
where 2 denotes the extent of ionization, ranging from 0 to 1. The total number of moles of mixture п is 
n=(1-z)+z+z=1+2z 


At equilibrium, we have Cs 2 Cs* + е , so Eq. 14.35 takes the form 


к 70900) © 


Solving for the ratio p/p,.; and introducing the known value of K 








П 2 
E e (15.63) ( = ) 
Pret Z 


For P,e = 1 atm and z = 0.95 (95%), p = 1.69 atm. Using an equation solver and plotting package, the following 
plot can be constructed: 























100 

95 = 

90 = 

5 ж 

p: (Vf Skills Developed 
E Ability to... 

Е Б U apply Eq. 14.55 to deter- 
E mine the extent of ioniza- 

E | | | | | | tion of cesium given tem- 
0 2 4 6 8 10 


perature and pressure. 





p (atm) Fig. E14.8 


Figure E14.8 shows that ionization tends to occur to a lesser extent as pressure is raised. Ionization also tends 
to occur to a greater extent as temperature is raised at fixed pressure. 


Solving Eq. (a) for z, determine the percent of ionization of 


ТТГ (Сс at IF = 2880°R (K = 0.78) апа р = 1 atm. Ans. 66.296. Феееевевееееевеегеееееесеееееееееееегеееееееее: 





14.4.4 Simultaneous Reactions 


Let us return to the discussion of Sec. 14.2 and consider the possibility of more than 
one reaction among the substances present within a system. For the present applica- 
tion, the closed system is assumed to contain a mixture of eight components A, B, C, 
D, E, L, M, and N, subject to two independent reactions: 


(1) vAA + vgB 2 vcC + рО (14.24) 
(2) АА t v L 2 рум + ом (14.46) 
As in Sec. 142, component E is inert. Also, note that component A has been taken 


as common to both reactions but with a possibly different stoichiometric coefficient 
(vy is not necessarily equal to va). 
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The stoichiometric coefficients of the above equations do not correspond to 
the numbers of moles of the respective components present within the system, 
but changes in the amounts of the components are related to the stoichiometric 
coefficients by 


Е апд = апв апс апр 














(14.25а) 
VA Vp Рс Vp 
following from Eq. 14.24, and 
— dna — dni, апм dny (14 47a) 
VA! VL VM VN ` 


following from Eq. 14.46. Introducing a proportionality factor de,, Eqs. 14.25a may 
be represented by 

dn, = —va dg, dng = —vg de 

d — yc d Pi = yp dea | (14.25b) 
Similarly, with the proportionality factor de», Eqs. 14.47a may be represented by 

dna = —vy dep, ап = -ғ de; 

йпм = Ум dE» dny = vy ЧЕ» (14.47b) 
Component А is involved in both reactions, so the total change in А is given by 

dna = —vade, — va: d£; (14.48) 


Also, we have dng — 0 because component E is inert. 
For the system under present consideration, Eq. 14.10 is 


dG Ју = Ua dna + ив dng + ис пс + up dnp (14.49) 
+ ug dng + udn, + им dny + uy dny | 
Introducing the above expressions giving the changes in the n’s, this becomes 
dG]r., = (-РАМА — УвИв + Vcc + vpup) dei 
+ (Va Ma T Ру, + Умим + УхИм) dez (14.50) 


Since the two reactions are independent, de, and de; can be independently varied. 
Accordingly, when 40 Ју, = 0, the terms in parentheses must be zero and two equations 
of reaction equilibrium result, one corresponding to each of the foregoing reactions: 


Vata + УвИв = Vcc + Урир (14.266) 


Va ША + Vp, = РУмим + VNUN (14.51) 


The first of these equations is exactly the same as that obtained in Sec. 14.2. For 
the case of reacting ideal gas mixtures, this equation can be expressed as 








AG? Рс, ус Vp -—VvA-—Vg 
( == ) = m| 2238 ( 2 | (14.52) 
RT A YAYB \Pret 
Similarly, Eq. 14.51 can be expressed as 
A о ум УМ VM + VN — рд Vp 
(26 ) = ш 220 ( E ) | (14.53) 
RT р УА“ Ут \Pret 


In each of these equations, the AG? term is evaluated as the change in Gibbs function 
for the respective reaction, regarding each reactant and product as separate at tem- 
perature Т and a pressure of 1 atm. 

From Eq. 14.52 follows the equilibrium constant 


2с +,2р ус + vp — ПА — Vp 
x, - 2E (P-) (14.54) 
YAYB Pret 
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and from Eq. 14.53 follows 








VM УМ VM t VN — Var Vp 
K = УМУ ( 4 ) (14.55) 
УА Yr \Pret 


The equilibrium constants К; and К, can be determined from Table A-27 or a 
similar compilation. The mole fractions appearing in these expressions must be eval- 
uated by considering all the substances present within the system, including the inert 
substance E. Each mole fraction has the form y; = п/п, where n; is the amount of 
component і in the equilibrium mixture and 


n =n, + ng + пс np + ng np ny + ny (14.56) 


The n’s appearing in Eq. 14.56 can be expressed in terms of two unknown variables 
through application of the conservation of mass principle to the various chemical 
species present. Accordingly, for a specified temperature and pressure, Eqs. 14.54 and 
14.55 give two equations in two unknowns. The composition of the system at equilib- 
rium can be determined by solving these equations simultaneously. This procedure is 
illustrated by Example 14.9. 

The procedure discussed in this section can be extended to systems involving sev- 
eral simultaneous independent reactions. The number of simultaneous equilibrium 
constant expressions that results equals the number of independent reactions. As 
these equations are nonlinear and require simultaneous solution, the use of a com- 
puter is usually required. 


EXAMPLE 149 | ПО Са ee rer ee er re rr fe errr eT Toe errr Tere er re ren 


Considering Equilibrium with Simultaneous Reactions 


As a result of heating, a system consisting initially of 1 kmol of СО», 1 kmol of О», and 1 kmol of М» forms ап 
equilibrium mixture of СО», CO, О», М», and NO at 3000 К, 1 atm. Determine the composition of the equilibrium 
mixture. 


SOLUTION 


Known: A system consisting of specified amounts of СО», О», and N; is heated to 3000 К, 1 atm, forming ап 
equilibrium mixture of СО», СО, О», №, and NO. 


Find: Determine the equilibrium composition. 

Engineering Model: The final mixture is an equilibrium mixture of ideal gases. 
Analysis: The overall reaction has the form 

[1] 1СО» + 20, + IN; — aCO + bNO “СОО; + dO; + ем, 


Applying conservation of mass to carbon, oxygen, and nitrogen, the Нуе unknown coefficients can be expressed 
in terms of any two of the coefficients. Selecting a and Ь as the unknowns, the following balanced equation 
results: 


1СО» + 50, + IN; ә aCO + bNO + (1 – а)СО, + 1(1 + a — b)O; + (1 — b)N; 
The total number of moles n in the mixture formed by the products is 


4+a 
2 





n=a+b+(1—-a)+3(1t+ta—b)+3(1-b)= 


At equilibrium, two independent reactions relate the components of the product mixture: 
1 CO, 2 СО + 20, 
2. 10, + iN; 2 NO 
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For the first of these reactions, the form taken by the equilibrium constant when p — 1 atm is 


a[;(1 а= ШЕ | 1 ІШЕ a Е p= 25 
(1 — a) (4 + а)/2 | 4+a 








1 = 
—a 


Similarly, the equilibrium constant for the second of the reactions is 
b 1 1-1/0-1/2 2Ь 
201 + @ — ыс 51% la * 58! dU eb 5^ 


At 3000 K, Table A-27 provides 10210 Кү = —0.485 апа logio К = —0.913, giving К; = 0.3273 and K, = 0.1222. 
Accordingly, the two equations that must be solved simultaneously for the two 
unknowns a and b are 








К = 








„НЕ ~ o» 
03273 = ^ ( и = >) | 0.1222 = = — Ability to... 
8 y [1 + a — Б)(1 – 5j] O apply Eqs. 14.54 and 
The solution is a = 0.3745, b = 0.0675, as can be verified. The composition of 14.55 to determine 
the equilibrium mixture, in kmol per kmol of СО, present initially, is then equilibrium composition given 


0.3745СО, 0.0675ХО, 0.6255СО:, 0.6535О:, 0.4663N;. VARI Зна 
a e a for two simultaneous 


equilibrium reactions. 
@ If high enough temperatures are attained, nitrogen can combine with oxy- О retrieve and use data from 


gen to form components such as nitric oxide. Even trace amounts of oxides Table A-27. 
of nitrogen in products of combustion can be a source of air pollution. 


Determine the mole fractions of the components of the equi- 


librium mixture. Ans. усо = 0.171, умо = 0.031, Усо> = 0.286, yo; = 0.299, 
....... Ум = 0.213. Peosoccocccccsococosocccoccocsocecccccocccoccccccccoe 





Phase Equilibrium 


In this part of the chapter the equilibrium condition dG]r „ = 0 introduced in Sec. 14.1 
is used to study the equilibrium of multicomponent, multiphase, nonreacting systems. 
The discussion begins with the elementary case of equilibrium between two phases 
of a pure substance and then turns to the general case of several components present 
in several phases. 


Equilibrium between Two Phases 


«* о ө ө ө е ө ө ө ө ө е е ө ө ө ө ө ө е ө е ө ө ө е е ө ө ө ө ө е ө е е ө ө ө е с ө ө ө о ө ө ө е е ө ө ө ө ө ө ө ө ө ө ее 


Consider the case of a system consisting of two phases of a pure substance at equi- 
librium. Since the system is at equilibrium, each phase is at the same temperature 
and pressure. The Gibbs function for the system is 


G = n'g'(T, p) + n"g"(T, p) (14.57) 


where the primes ' and " denote phases 1 and 2, respectively. 
Forming the differential of G at fixed T and p 


dG]rp = g' dn' + g" dn" (14.58) 


Since the total amount of the pure substance remains constant, an increase in the 
amount present in one of the phases must be compensated by an equivalent decrease 
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in the amount present in the other phase. Thus, we have dn" — —dn', and Eq. 14.58 
becomes 


dG |r,» = (g' — 8") ап 
At equilibrium, dG]7,, = 0, so 


gg (14.59) 
At equilibrium, the molar Gibbs functions of the phases are equal. 


CLAPEYRON EQUATION. Equation 14.59 can be used to derive the Clapeyron 
equation, obtained by other means in Sec. 11.4. For two phases at equilibrium, varia- 
tions in pressure are uniquely related to variations in temperature: p = ра( T); thus, 
differentiation of Eq. 14.59 with respect to temperature gives 


га js Е. арқа = Е) Æ Е) арқа 
oT p др Т ат oT p др Т ат 


With Eqs. 11.30 and 11.31, this becomes 








т! AP sat = 5" + 1" AD sat 





=5 tv 
dT ат 
Or on rearrangement 
арқа _ s" = 5 
ат v" — v 


This can be expressed alternatively by noting that, with g = h — T's, Eq. 14.59 
becomes 


ћ' = Ту = h" = Те! 


or 





s"—s- (14.60) 


Combining results, the Clapeyron equation is obtained 


Фра 1 (E - z) 
meN та (14.61) 


gg 





An application of the Clapeyron equation is provided in Example 11.4. 

A special form of Eq. 14.61 for a system at equilibrium consisting of a liquid 
or solid phase and a vapor phase can be obtained simply. If the specific volume of 
the liquid or solid, v', is negligible compared with the specific volume of the vapor, 


” 


v", and the vapor сап be treated as an ideal gas, 9" = R Пра, Eq. 14.61 becomes 


AD sat _ h" = ћ' 


dT RT Шын 





or 


GID jeg Ж =Й 
= == 14.62 
ат RT- HAM 





which is the Clausius-Clapeyron equation. The similarity in form of Eq. 14.62 and the 
van't Hoff equation, Eq. 14.43b, may be noted. The van't Hoff equation for chemi- 
cal equilibrium is the counterpart of the Clausius-Clapeyron equation for phase 
equilibrium. 


Clapeyron equation 


Clausius-Clapeyron 
equation 


TAKE NOTE... 
Equations 11.40 and 
11.42 are special cases 
of Egs. 14.61 and 14.62, 
respectively. 
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Phase 1 
Component A, n4. LA 
Component B, пв, HB 


Phase 2 
Component A, n^, ША 
Component B, n$, ив 


Fig. 14.1 System consisting of two dG]r, = dG' |r, + dG" |r, 


components in two phases. 





Equilibrium of Multicomponent, 
Multiphase Systems 
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The equilibrium of systems that may involve several phases, each having a number 
of components present, is considered in this section. The principal result is the Gibbs 
phase rule, which summarizes important limitations on multicomponent, multiphase 
systems at equilibrium. 


14.6.1 Chemical Potential and Phase Equilibrium 


Figure 14.1 shows a system consisting of two components A and B in two phases 
1 and 2 that are at the same temperature and pressure. Applying Eq. 14.10 to 
each of the phases 


dG' |rp = wh апд + uh dns 
dG"]r, = WA dn + us апр (14.63) 


where as before the primes identify the two phases. 

When matter is transferred between the two phases in the absence of chem- 
ical reaction, the total amounts of A and B must remain constant. Thus, the 
increase in the amount present in one of the phases must be compensated by 
an equivalent decrease in the amount present in the other phase. That is, 


dn = —dn^, dn = =апь (14.64) 
With Eqs. 14.63 and 14.64, the change in the Gibbs function for the system is 


А " , n " id 14.65 
= (ид — ША) dn + (ив — ив) dng ( ) 
Since na and ng can be varied independently, it follows that when 4С|т, = 0, the 
terms in parentheses are zero, resulting in 


НА = MA апа ив = BB (14.66) 


At equilibrium, ће chemical potential of each component is the same in each phase. 

The significance of the chemical potential for phase equilibrium can be brought 
out simply by reconsidering the system of Fig. 14.1 in the special case when the 
chemical potential of component B is the same in both phases: ив = ив. With this 
constraint, Eq. 14.65 reduces to 


dG]r, = (wA — МА) dna 


Any spontaneous process of the system taking place at a fixed temperature and pres- 
sure must be such that the Gibbs function decreases: Дају, < 0. Thus, with the 
above expression we have 


(и — wa)dny < 0 
Accordingly, 


» when the chemical potential of A is greater in phase 1 than in phase 2 (ил > ша), 
it follows that dn < 0. That is, substance A passes from phase 1 to phase 2. 

> when the chemical potential of A is greater in phase 2 than in phase 1 (ил > мд), 
it follows that dn > 0. That is, substance A passes from phase 2 to phase 1. 


At equilibrium, the chemical potentials are equal (ил = иа), and there is no net 
transfer of A between the phases. 

With this reasoning, we see that the chemical potential can be regarded as a measure 
of the escaping tendency of a component. If the chemical potential of a component is not 
the same in each phase, there will be a tendency for that component to pass from 
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the phase having the higher chemical potential for that component to the phase hav- 
ing the lower chemical potential. When the chemical potential is the same in both 
phases, there is no tendency for a net transfer to occur from one phase to the other. 

In Example 14.10, we apply phase equilibrium principles to provide a rationale for 
the model introduced in Sec. 12.5.3 for moist air in contact with liquid water. 


EXAMPLE 14.10 Ж УО О О ОУ —————————— Ó 
| 
: 


Modeling Equilibrium of Moist Air in Contact with Liquid Water 


A closed container holds a gas phase consisting of water vapor and dry air in equilibrium with a pure liquid 
water phase. The contents are at temperature T and pressure p. (a) Derive an expression for the change in par- 
tial pressure of the water vapor, p,, accompanying a change in total pressure, p, while temperature remains 
constant. (b) Applying the result of part (a) to the case 7 = 70°F and p = 1 atm, determine how much the 
presence of the dry air alters the partial pressure of the water vapor from the saturation pressure at 70°F, which 
is observed when no air is present. Comment. 


SOLUTION 
Q Known: A liquid water phase is in equilibrium with moist air at T, p. 


Find: (a) Derive an expression for the change in partial pressure of the water vapor accompanying a change in 
total pressure. (b) For a specified case, apply this expression to determine how much the presence of the dry air 
alters the partial pressure of the water vapor from the saturation pressure. 


Schematic and Given Data: 





Engineering Model: 

LE à Gas phase: water 1. At each pressure p, the water vapor and liquid water are in phase 
WE vapor and dry air equilibrium. 

2. The water vapor is modeled as an ideal gas. 


@ 3. The liquid phase is pure water only. Its specific volume is 
у = ик(Т). 





Fig. Е14.10 


Analysis: 


(a) For phase equilibrium, the chemical potential of the liquid water and water vapor phase are equal: ша = My 
Applying Eq. 14.12 for the chemical potential of the liquid water and Eq. 14.16 for the chemical potential of the 
water vapor, we get 


Big Т, р) = &(T, Py) (a) 


© Since the chemical potentials remain equal as the total pressure, p, changes, they must change in the same 


amount. That is, 
даћ 0g, 
2) dp = = ) dp, 
др T др, Т. 


Viig( T, p)dp = w(T, py)dpy 








Then, with Eq. 11.30 


With assumptions 2 and 3, this becomes 





RT 
dpy 


«(Туар = р 
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Integrating from p, to p» at fixed temperature 





Pv, 
v(p; — pi) = ктщ >) (b) 
Рул 


Alternatively, 





ps2 _ ехр( OO = Р?) 


~ RT (© 


Eq. (c) gives the change in partial pressure p, accompanying a change in total pressure, as required in part (а). 

А special case faciliates part (b): Since Eq. (c) is obtained assuming the water vapor and liquid water phases 
are in equilibrium, it applies in particular when no dry air is present initially. For that case, ру = руу = Dsat(T). 
Eq. (c) then becomes 








Ру = ехр( MOP = pa) (d) 


Psat RT 
where p denotes the total pressure and p, is the accompanying partial pressure of the water vapor. 


(b) At 70°F, Table A-2 gives ра = 0.3632 Ibf/in? and и; = 0.01605 ft?/Ib. Then, when p = 1 atm, Ед. (d) gives 








ру 0.01605 ft/1b(14.696 — 0.3632) (Ibf/in.”)|144 in."/ft^| 
— exp 
Psat 1545 ft - ы) 
— — (530%. 
(1% lb -°R | ) 
= 1.00073 


Ө Accordingly, for the specified conditions the departure of p, from Psa owing to the presence of the dry air is 
negligible. 


© The term moist air refers to a mixture of dry air and water vapor in which the dry air is treated as if it were 
a pure component (Sec. 12.5.1). 


Ө For phase equilibrium there would be a small, but finite, concentration of air in the liquid water phase. How- 
ever, this small amount of dissolved air is ignored in the present development. 


Ө To increase the pressure, we think of adding dry air while keeping tem- 
perature constant. 







Ө The departure of p, from Psat is negligible at the specified conditions. This — 77:5: 
suggests that at normal temperatures and pressures the equilibrium between Ability to... 
the liquid water phase and the water vapor is not significantly disturbed by Q apply the concept of phase 
the presence of the dry air. Accordingly, the partial pressure of the water equilibrium to an air-water 
vapor can be taken as equal to the saturation pressure of the water at the vapor mixture in equilibrium 
system temperature. This model, introduced in Sec. 12.5.3, is used extensively with liquid water. 
in Chap. 12. 


Using the methods of Sec. 12.5.2, determine the humidity 


ratio, о, of the air-water vapor mixture of part (b). Ans. 0.01577 lb(vapon/ 
lb(dry air). 


весеве« ((Ш(ОТУЛЯІ).) д д1Тт)/7: ТТТ NMeeoocccccoccececcecccccccocccccscoccccecscso0000099099090099 


14.6.2 Gibbs Phase Rule 


The requirement for equilibrium of a system consisting of two components and two 
phases, given by Eqs. 14.66, can be extended with similar reasoning to nonreacting 
multicomponent, multiphase systems. At equilibrium, the chemical potential of each 


14.6 Equilibrium of Multicomponent, Multiphase Systems 


component must be the same in all phases. For the case of N components that are 
present in P phases we have, therefore, the following set of N(P — 1) equations: 




















Р-1 
Шеш = иі = = ш 
1 2 NR Р 
N Ma к? M2 к? (14.67) 
BN = MX T MN = = их 


where и denotes the chemical potential of the ith component in the jth phase. This 
set of equations provides the basis for the Gibbs phase rule, which allows the deter- 
mination of the number of independent intensive properties that may be arbitrarily 
specified in order to fix the intensive state of the system. The number of independent 
intensive properties is called the degrees of freedom (or the variance). 

Since the chemical potential is an intensive property, its value depends on the 
relative proportions of the components present and not on the amounts of the com- 
ponents. In other words, in a given phase involving N components at temperature Т 
and pressure p, the chemical potential is determined by the mole fractions of the 
components present and not the respective n’s. However, as the mole fractions add 
to unity, at most N — 1 of the mole fractions can be independent. Thus, for a system 
involving N components, there are at most N — 1 independently variable mole frac- 
tions for each phase. For P phases, therefore, there are at most P(N — 1) indepen- 
dently variable mole fractions. In addition, the temperature and pressure, which are 
the same in each phase, are two further intensive properties, giving a maximum of 
P(N — 1) + 2 independently variable intensive properties for the system. But because 
of the N(P — 1) equilibrium conditions represented by Eqs. 14.67 among these prop- 
erties, the number of intensive properties that are freely variable, the degrees of 
freedom F, is 


E= [AN = 1) е БҮ КЕШ DE р (14.68) 


which is the Gibbs phase rule. 

In Eq. 14.68, F is the number of intensive properties that may be arbitrarily spec- 
ified and that must be specified to fix the intensive state of a nonreacting system at 
equilibrium. 


МУ И ШЫ let us apply the Gibbs phase rule to a liquid solution consisting 
of water and ammonia such as considered in the discussion of absorption refrigeration 


(Sec. 10.5). This solution involves two components and a single phase: N = 2 and P = 1. 
Equation 14.68 then gives F — 3, so the intensive state is fixed by giving the values 
of three intensive properties, such as temperature, pressure, and the ammonia (or water) 
mole fraction. + 4 4 4 4 


The phase rule summarizes important limitations on various types of systems. For 
example, for a system involving a single component such as water, N — 1 and Eq. 14.68 
becomes 


F=3-P (14.69) 


> The minimum number of phases is one, corresponding to P = 1. For this case, Eq. 14.69 
gives F = 2. That is, two intensive properties must be specified to fix the intensive 
state of the system. This requirement is familiar from our use of the steam tables 
and similar property tables. To obtain properties of superheated vapor, say, from 
such tables requires that we give values for any two of the tabulated properties, 
for example, Т and p. 

» When two phases are present in a system involving a single component, N — 1 and 
P — 2. Equation 14.69 then gives F — 1. That is, the intensive state is determined 


degrees of freedom 


Gibbs phase rule 


913 
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by a single intensive property value. For example, the intensive states of the sepa- 
rate phases of an equilibrium mixture of liquid water and water vapor are com- 
pletely determined by specifying the temperature. 

» The minimum allowable value for the degrees of freedom is zero: F — 0. For a 
single-component system, Eq. 14.69 shows that this corresponds to P — 3, a three- 
phase system. Thus, three is the maximum number of different phases of a pure 
component that can coexist in equilibrium. Since there are no degrees of freedom, 
both temperature and pressure are fixed at equilibrium. For example, there is only 
a single temperature 0.019С (32.022Е) and a single pressure 0.6113 kPa (0.006 atm) 
for which ice, liquid water, and water vapor are in equilibrium. 


The phase rule given here must be modified for application to systems in which 
chemical reactions occur. Furthermore, the system of equations, Eqs. 14.67 giving the 
requirements for phase equilibrium at a specified temperature and pressure can be 
expressed alternatively in terms of partial molal Gibbs functions, fugacities, and 
activities, all of which are introduced in Sec. 11.9. To use any such expression to 
determine the equilibrium composition of the different phases present within a system 
at equilibrium requires a model for each phase that allows the relevant quantities — 
the chemical potentials, fugacities, and so on—to be evaluated for the components 
present in terms of system properties that can be determined. For example, a gas 
phase might be modeled as an ideal gas mixture or, at higher pressures, as an ideal 


solution. 


In this chapter, we have studied chemical equilibrium and 
phase equilibrium. The chapter opens by developing criteria 
for equilibrium and introducing the chemical potential. In the 
second part of the chapter, we study the chemical equilibrium 
of ideal gas mixtures using the equilibrium constant concept. 
We also utilize the energy balance and determine the equilib- 
rium flame temperature as an application. The final part of the 
chapter concerns phase equilibrium, including multicompo- 
nent, multiphase systems and the Gibbs phase rule. 

The following list provides a study guide for this chapter. 
When your study of the text and end-of-chapter exercises 
has been completed, you should be able to 


> write out the meaning of the terms listed in the margin 
throughout the chapter and understand each of the 
related concepts. The subset of key concepts listed below 
is particularly important. 


KEY ENGINEERING CONCEPTS ........ 


Gibbs function, p. 883 
equilibrium criterion, p. 883 
chemical potential, p. 884 


p. 889 


» 


equation of reaction equilibrium, 


equilibrium constant, p. 890 


CHAPTER SUMMARY AND STUDY GUIDE SOARE .Г....... 


apply the equilibrium constant relationship, Eq. 14.35, to 
determine the third quantity when any two of tempera- 
ture, pressure, and equilibrium composition of an ideal 
gas mixture are known. Special cases include applica- 
tions with simultaneous reactions and systems involving 
ionized gases. 


apply chemical equilibrium concepts with the energy bal- 
ance, including determination of the equilibrium flame 
temperature. 

apply Eq. 14.43b, the van't Hoff equation, to determine 
the enthalpy of reaction when the equilibrium constant is 
known, and conversely. 


apply the Gibbs phase rule, Eq. 14.68. 
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equilibrium flame temperature, 
p. 899 
Gibbs phase rule, p. 913 


....... 
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дају» = 0 (14.6) р. 883 Equilibrium criterion. 
д 
ш = (©) (14.8) р. 884 Chemical potential of component / in a mixture. 
п; T, p; т 
G= Ж п,8 (7, р) (14.15) р. 885 
i=1 
ш = BAT, p) (14.16) p. 885 Gibbs function and chemical potential relations for ideal 
gas mixtures. 
ш- + RTIn => (14.17) p. 886 
ref 
РУС, YD Vc Vp —VA-—Vg 
AUT) = ка ( Р ) (14,32) р. 890 
YAYB “Ре Equilibrium constant expressions for an equilibrium mixture 
Yen? f plp, рус РА ов of ideal gases. 
K- es (Шу (14.35) p. 892 
nang n 
ИВЕ (14.436) p. 903 | уап” Hoff equation 
dT ЕТ? dicla ана 
g =g" (14.59) p. 909 Phase equilibrium criterion for a pure substance. 
"E "TA" Phase equilibrium criteria for two-component, 
MA ША MB Ив (14.66) p. 910 two-phase systems. 
К==> РМ =P (14.68) р. 913 Gibbs phase rule. 
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1. Why is using the Gibbs function advantageous when 8. For each of the reactions listed in Table A-27 the value of 
studying chemical and phase equilibrium? the equilibrium constant K at 298 K is relatively small. What 


52% А 
2. For Eq. 14.6 to apply at equilibrium, must a system attain UOS USD POE 


equilibrium at fixed T and p? 9. If a system initially containing СО; and Н;О were held at 
3. A journal article says (4А)ту = 0 is an equilibrium criterion, E и E 

where A = U — TS is the Helmholtz function. Is this a valid шч 

statement? Explain. 10. Using Eq. 14.12 together with phase equilibrium 
d d siehe ibas a aad | Gaal or Ois bedai considerations, suggest how the chemical potential of a 

. 2 2 . 
ambient temperature and pressure. After 100 hours only an IUUD component could ре ушне: 
insignificant amount of CO; has formed. Why? 11. Note 2 of Example 14.10 refers to the small amount of air 


that would be dissolved in the liquid phase. For equilibrium, 
what must be true of the chemical potentials of air in the 
liquid and gas phases? 


5. Why might oxygen contained in an iron tank be treated as 
inert in a thermodynamic analysis even though iron oxidizes 
in the presence of oxygen? 


6. For СО, + Н, = CO + HO, how does pressure affect the 12. Can liquid water, water vapor, and two different phases of 


БОВЕ composition? ice exist in equilibrium? Explain. 


7. For each of the reactions listed in Table A-27 the value of logıoK 
increases with increasing temperature. What does this imply? 
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1. With reference to equilibrium criteria, express each of the 
following as an inequality: 


(a) асы, 
(b) dS]u. у 
(c) Таз – dU – p dV 


2. In words, what do the symbols Т and p in the expression of 
question 1(a) signal? 


3. In words, what do the symbols U and V in the expression 
of question 1(b) signal? 


4. A closed system at 20°С, 1 bar consists of a vapor phase 
including water vapor and dry air in equilibrium with a 
liquid water phase. The partial pressure of the water vapor 
(a) equals the saturation pressure of water at 1 bar, (b) is 
less than the saturation pressure of water at 20°С, 
(c) closely equals the saturation pressure of water at 20°С, 
(d) cannot be determined without additional information. 


5. The ionization of argon, Ar, to form a mixture of Ar, Ar^, 
ande is described by 





Ar—(1-z)Ar- z Аг + ze^ 
where z denotes the extent of ionization. Derive an 
expression for z in terms of the ionization-equilbrium 


constant K(T) and pressure ratio р/р, „е. 


6. For the case of question 5, if pressure increases while 
temperature remains constant, the value of z (a) increases, 
(b) decreases, (c) remains unchanged, (d) may increase, 
decrease, or remain constant depending on the value of 
temperature. 


7. Referring to Example 14.1, if In K — 6.641 for the given 
reaction, the temperature is K. 


8. Referring to Example 14.7 if the pressure is 2 atm, the 
amount of CO present in the exiting equilibrium mixture is 
closely (a) 0.09, (b) 0.10, (c) 0.11, (d) 0.12. 


9. If T — 2500 K and p — 22.4 atm, the amount of CO present 
in the equilibrium mixture of Example 14.2 is kmol. 


10. If p = 4 atm and Т = 3600" R, the extent of ionization in 
the equilibrium mixture of Example 14.8 is closely (a) 0.85, 
(b) 0.87 (c) 0.89, (d) 0.91. 


11. For the following reaction, log;9K at 25°C is 
2H;O(g) == 2H; + О, 


12. Referring to Example 14.3, if the composition is unchanged 
but the temperature is 3000 K, the pressure of the equilibrium 
mixture is atm. 


13. If the temperature of the equilibrium mixture of Example 
14.4 is 3500 K while pressure remains 1 atm, the amount of 
CO, in kmol, present in the mixture is 


14. If the pressure of the equilibrium mixture of Example 14.5 
is 1.3 atm, while the temperature remains 3200 K, the heat 
transfer to the reactor, in kJ per kmol of CO, entering, is 


CHECKING UNDERSTANDING ЛЕКЕНИК EEEE EEEE EEEE 


15. Referring to Example 14.2, if the amount of CO in the 
equilibrium mixture at 2500 K is 0.10 kmol, the pressure is 
atm. 


16. Referring to Example 14.7 if the amount of CO present in 
the equilibrium mixture is 0.10 kmol, the equilibrium flame 
temperature is closely (a) 2400 K, (b) 2425 K, (c) 2450 K, 
(d) 2475 K. 


17. At a specified temperature, the equilibrium constant for 
the following reaction is 0.2: 


10, + IN, ә NO 
The equilibrium constant at this temperature for the 
following reaction is then 
О, + № е 2NO 
18. Repeat question 17 if the second reaction is 


NO 2 10, + iN; 


For each of the specified systems, determine N, P, and F in 
accordance with the Gibbs phase rule. 


System N P F 


19. Water vapor 


20. Liquid solution of water and ammonia 
21. Water vapor and ice 
22. Liquid water 


23. Ammonia-water liquid solution 
together with an ammonia vapor- 
water vapor mixture 


24. Liquid solution of water and lithium 
bromide 


25. Water vapor, liquid water, and ice 


26. Liquid water and liquid mercury 
together with a water vapor-mercury 
vapor mixture 


27. Liquid water and water vapor 


Match the appropriate expression in the right column with 
each term in the left column. 











28. din K _ A. пету (Bey 
aT ПАРА п 

AG? 
29. In Ki - B. – = 

БЕБЕ (7) ЕТ 
АН 
30. CK = C. == 
RT 


Indicate whether the following statements are true or false. 
Explain. 


31. Processes taking place in an insulated constant-volume 
tank can occur only in the direction of increasing entropy. 


32. Eq. 14.6 applies only when the system achieves equilibrium 
at fixed T and p. 


33. As a result of the high temperatures achieved during 
combustion some combustion products may dissociate, 
thereby reducing the product temperature. 


34. The Clausius-Clapeyron equation for phase equilibrium is 
the counterpart of the van't Hoff equation for chemical 
equilibrium. 

35. In Eq. 14.54, the mole fractions are evaluated considering just 


the reacting substances A, B, C, D, and the inert substance E. 


36. In engineering and the sciences, the concept of equilibrium 
is primarily associated with the subfield of chemical 
thermodynamics. 


37. The chemical potential of a component can be regarded as 
a measure of its escaping tendency. 


38. Eq. 14.24 is known as the equation of reaction equilibrium. 


39, When two phases of a pure substance are in equilibrium, 
the chemical potential of the substance is the same in each 
phase. 


40. Ideal gas mixture principles apply to cases of practical 
interest involving plasmas. 


PROBLEMS: DEVELOPING ENGINEERING SKILLS podio 


Working with the Equilibrium Constant 


14.1 Determine the change in the Gibbs function AG? at 25°C 
in kJ/kmol, for the reaction 


CH4(g) + 20; 2 CO, + 2H50(g) 
using 
(a) Gibbs function of formation data. 
(b) enthalpy of formation and absolute entropy data. 


14.2 Calculate the equilibrium constant, expressed as logi;oK, 
for CO; == CO + 30, at (а) 500 K, (b) 1800°R. Compare 
with values from Table A-27 


14.3 Calculate the equilibrium constant, expressed as logjoK, 
for the water-gas shift reaction CO + H,O(g) 2 СО, + Н, 
at (a) 298 K, (b) 1000 K. Compare with values from Table A-27 





14.4 Calculate x equilibrium constant, expressed as logioK, 
for ЊО €H, + 10, at (a) 298 K, (b) 3600°R. Compare 
with values А Table A-27 

14.5 Using data from Table A-27 determine logıọoK at 2500 K 
for 
(а) Н,О->Н,-30.. 

(b) Н, + 10, £2 HO. 
(с) 29,0 2H, + О;. 


[146 In Table A-27 logioK is nearly linear іп 1/T: logioK = 


C; + СЫТ, where С, and С; are constants. For selected 
reactions listed in the table. 


(a) verify this by plotting 105) K versus 1/7 for temperature 
ranging from 2100 to 2500 K. 
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41. The equilibrium flame temperature corresponds to the 
maximum adiabatic flame temperature considered in Chap. 13. 


42. When the value for the degrees of freedom is zero, the 
number of phases must be greater than two. 


43. The chemical potential is an intensive property. 


44. An inert component has no influence on the composition 
at equilibrium. 


45. According to the van't Hoff equation, when the enthalpy 
of reaction, AH, is positive the equilibrium constant increases 
with temperature. 


46. In Eq. 14.35, n accounts for the total number of moles of 
the reacting components A, B, C, and D. 


47. In general, the composition of the products actually formed 
from a given set of reactants, and their relative amounts, can 
be determined only from experiment. 


48. The composition that would be present in an equilibrium 
mixture at T and p for a given set of reactants can be 
determined by solving the Clapeyron equation. 


49. ш Example 14.9, М; is assumed to be inert. 


50. The number of degrees of freedom for a system consisting 
of liquid water and water vapor in equilibrium is one. 


(b) evaluate С, and С; for any pair of adjacent table entries 
in the temperature range of part (a). 


14.7 Determine the relationship between the ideal gas 
equilibrium constants Кү and K, for the following two 
alternative ways of expressing the ammonia synthesis 
reaction: 


1. IN; + Н, = NH; 
2. № + ЗН, ә 2NH; 


14.8 Consider the reactions 


1. CO + H,O = H, + СО, 
2. 220; 22CO + О, 
3. 20 = 26, + О, 


Show that Ку = (K3/K)'”. 


14.9 Consider the reactions 


1 СО + H, => СО + H,O 
2. СО, 2 СО + 10, 
3. HO г Н, + 10; 


(a) Show that К, = Кука. 

(b) Evaluate 1og;9K, at 298 K, 1 atm using the expression 
from part (a), together with 10010К data from Table А-27 
(c) Check the value for logj9K, obtained in part (b) by 
applying Eq. 14.31 to reaction 1. 


14.10 Evaluate the equilibrium constant at 2000 K for 
CH, + ЊО € ЗН, + CO. At 2000 K, logigK = 7469 for 
C + 10, 22 CO, and logi; = —3.408 for C + 2H, СН. 
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14.11 For each of the following dissociation reactions, determine 
the equilibrium compositions: 


(a) One kmol of МО, dissociates to form an equilibrium 
ideal gas mixture of N;O, and NO; at 25°C, 2 atm. For 
N50, £2 23ъО,, AG? = 5400 kJ/kmol at 25°С. 

(b) One kmol of CH, dissociates to form an equilibrium 
ideal gas mixture of CH4, Н;, and C at 1000 K, 5 atm. For 
С * 2H; = CH, logijK = 1.011 at 1000 K. 


14.12 Determine the extent to which dissociation occurs in the 
following cases: Опе Ibmol of H5O dissociates to form an 
equilibrium mixture of H5O, Н», and О» at 4740°F, 1.25 atm. 
One Ibmol of CO, dissociates to form an equilibrium mixture 
of СО», CO, and О» at the same temperature and pressure. 


14.13 One Ibmol of carbon reacts with 2 Ibmol of oxygen (O;) 
to form an equilibrium mixture of СО», СО, and О, at 
4940°F, 1 atm. Determine the equilibrium composition. 


k. 14.14 The following exercises involve oxides of nitrogen: 


(а) One kmol of МО, dissociates at 25°C, 1 atm to form an 
equilibrium ideal gas mixture of МО, and МО; in which the 
amount of N,O, present is 0.8154 kmol. Determine the 
amount of МО, that would be present in an equilibrium 
mixture at 25?C, 0.5 atm. 

(b) A gaseous mixture consisting of 1 kmol of NO, 10 kmol 
of O;, and 40 kmol of N; reacts to form an equilibrium ideal 
gas mixture of NO;, NO, and О, at 500 K, 0.1 atm. Determine 
the composition of the equilibrium mixture. For 
NO + 10, => МО», K = 120 at 500 К. 

(c) Ап equimolar mixture of O; and М; reacts to form an 
equilibrium ideal gas mixture of О», №, and NO. Plot the 
mole fraction of NO in the equilibrium mixture versus 
equilibrium temperature ranging from 1200 to 2000 K. 


Why are oxides of nitrogen of concern? 


бча» One kmol of CO, dissociates to form an equilibrium 


ideal gas mixture of СО», CO, and О» at temperature Т and 
pressure p. 


(a) For T — 3000 K, plot the amount of CO present, in 
kmol, versus pressure for 1 = p = 10 atm. 

(b) For p = 1 atm, plot the amount of CO present, in kmol, 
versus temperature for 2000 = T = 3500 К. 


D. 1416 One Ibmol of H5O dissociates to form an equilibrium 


ideal gas mixture of H,O, F5, and O, at temperature Т and 
pressure p. 


(a) For T = 5400°R, plot the amount of Н» present, in Ibmol, 
versus pressure ranging from 1 to 10 atm. 

(b) For p = 1 atm, plot the amount of H, present, іп Ibmol, 
versus temperature ranging from 3600 to 6300°R. 


| 14.17 One Ibmol of H,O together with x Ibmol of N, (inert) 


forms an equilibrium mixture at 5400°R, 1 atm consisting of 
ЊО, Н,, О», and №. Plot the amount of H, present in the 
equilibrium mixture, in Ibmol, versus x ranging from 0 to 2. 


| 14.18 An equimolar mixture of CO and О, reacts to form ап 


equilibrium mixture of СО», CO, and О» at 3000 К. 
Determine the effect of pressure on the composition of the 
equilibrium mixture. Will lowering the pressure while 


keeping the temperature fixed increase or decrease the 
amount of CO; present? Explain. 


14.19 An equimolar mixture of CO and H,O(g) reacts to form 
an equilibrium mixture of СО», CO, Н;О, and Н» at 1727°C, 
1 atm. 


(a) Will lowering the temperature increase or decrease the 
amount of H, present? Explain. 

(b) Will decreasing the pressure while keeping the 
temperature constant increase or decrease the amount of H, 
present? Explain. 


14.20 Determine the temperature, in K, at which 9% of diatomic 
hydrogen (H2) dissociates into monatomic hydrogen (Н) at a 
pressure of 10 atm. For a greater percentage of Н» at the same 
pressure, would the temperature be higher or lower? Explain. 


14.21 Two kmol of CO, dissociate to form an equilibrium 
mixture of СО», CO, and O, in which 1.8 kmol of CO, is 
present. Plot the temperature of the equilibrium mixture, in 
К, versus the pressure p for 0.5 = р = 10 atm. 


14.22 One kmol of H,O(g) dissociates to form an equilibrium 
mixture of ЊО (о), Н», and О» in which the amount of water 
vapor present is 0.95 kmol. Plot the temperature of the 
equilibrium mixture, іп K, versus the pressure p for 1 = p = 
10 atm. 


14.23 A vessel initially containing 1 kmol of H,O(g) and x kmol 
of М; forms an equilibrium mixture at 1 atm consisting of 
H,O(g), H5, О», and №, in which 0.5 kmol of H;O(g) is present. 
Plot x versus the temperature T for 3000 = T = 3600 К. 


14.24 A vessel initially containing 2 Ibmol of № and 1 lbmol 
of О» forms an equilibrium mixture at 1 atm consisting of 
Nz, О», and NO. Plot the amount of NO formed versus 
temperature 7 for 3600 = T = 6300°R. 


14.25 A vessel initially containing 1 kmol of CO and 
4.76 kmol of dry air forms an equilibrium mixture of СО», 
СО, О», and М; at 3000 K, 1 atm. Determine the equilibrium 
composition. 


14.26 A vessel initially containing 1 kmol of О», 2 kmol of №, 
and 1 kmol of Ar forms an equilibrium mixture of О», №, NO, 
and Ar at 2727°C, | atm. Determine the equilibrium composition. 


14.27 One kmol of CO and 0.5 kmol of O; react to form a 
mixture at temperature Т and pressure p consisting of СО», 
CO, and QO). If 0.35 kmol of CO is present іп an equilibrium 
mixture when the pressure is 1 atm, determine the amount 
of CO present in an equilibrium mixture at the same 
temperature if the pressure were 10 atm. 


14.28 A vessel initially contains 1 kmol of H, and 4 kmol of 
№. An equilibrium mixture of Н;, Н, and N, forms at 3000 
К, 1 atm. Determine the equilibrium composition. If the 
pressure were increased while keeping the temperature 
fixed, would the amount of monatomic hydrogen in the 
equilibrium mixture increase or decrease? Explain. 


14.29 Dry air enters a heat exchanger. An equilibrium mixture 
of М, О», and NO exits at 3882°F, 1 atm. Determine the mole 
fraction of NO in the exiting mixture. Will the amount of 
NO increase or decrease as temperature decreases at fixed 
pressure? Explain. 


| 


с. 


с. 


с. 


14.30 A gaseous mixture with a molar analysis of 20% СО», 
40% CO, and 40% O; enters a heat exchanger and is heated 
at constant pressure. An equilibrium mixture of СО», CO, 
and О» exits at 3000 K, 1.5 bar. Determine the molar analysis 
of the exiting mixture. 


14.31 An ideal gas mixture with the molar analysis 30% CO, 
10% CO», 40% H5O, 20% inert gas enters a reactor operating 
at steady state. An equilibrium mixture of CO, СО», H,O, 
Н», and the inert gas exits at 1 atm. 


(a) If the equilibrium mixture exits at 1200 K, determine on 
a molar basis the ratio of the Н, in the equilibrium mixture 
to the ЊО in the entering mixture. 

(b) If the mole fraction of CO present in the equilibrium 
mixture is 7596, determine the temperature of the equilibrium 
mixture, in K. 

14.32 A mixture of 1 kmol CO and 0.5 kmol О, in a closed 
vessel, initially at 1 atm and 300 K, reacts to form an 
equilibrium mixture of СО», СО, and О» at 2500 К. 
Determine the final pressure, in atm. 


14.33 Methane burns with 90% of theoretical air to form 
an equilibrium mixture of СО», CO, H,O(g), Н;, and №, at 
1000 K, 1 atm. Determine the composition of the equilibrium 
mixture, per kmol of mixture. 


14.34 Octane (CgHjg) burns with air to form an equilibrium 
mixture of СО;, Н,, CO, H,O(g), and N, at 1700 K, 1 atm. 
Determine the composition of the products, in kmol per 
kmol of fuel, for an equivalence ratio of 1.2. 


14.35 Acetylene gas (С-Н;) at 25°C, 1 atm enters a reactor 
operating at steady state and burns with 40% excess air 
entering at 25°C, 1 atm, 80% relative humidity. An equilibrium 
mixture of СО», H5O, О;, NO, and N, exits at 2200 K, 0.9 atm. 
Determine, per kmol of C,H, entering, the composition of 
the exiting mixture. 


Chemical Equilibrium and the Energy Balance 


14.36 Carbon dioxide gas at 25°C, 5.1 atm enters a heat 
exchanger operating at steady state. An equilibrium mixture 
of СО», CO, and О» exits at 2527°C, 5 atm. Determine, per 
kmol of CO; entering, 


(a) the composition of the exiting mixture. 
(b) the heat transfer to the gas stream, in kJ. 


Neglect kinetic and potential energy effects. 


| 14.37 Saturated water vapor at 15 lbf/in? enters a heat 


exchanger operating at steady state. An equilibrium mixture 
of H;O(g), Н;, and О» exits at 4040°F, 1 atm. Determine, рег 
kmol of steam entering, 


(a) the composition of the exiting mixture. 
(b) the heat transfer to the flowing stream, in Btu. 


Neglect kinetic and potential energy effects. 


| 14.38 Carbon at 25°С, 1 atm enters a reactor operating at 


steady state and burns with oxygen entering at 127°С, 1 atm. 
The entering streams have equal molar flow rates. An 
equilibrium mixture of СО», CO, and О» exits at 2727°C, 
1 atm. Determine, per kmol of carbon, 
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(a) the composition of the exiting mixture. 
(b) the heat transfer between the reactor and its surroundings, 
in kJ. 


Neglect kinetic and potential energy effects. 


14.39 An equimolar mixture of carbon monoxide and water 
vapor at 200°F, 1 atm enters a reactor operating at steady 
state. An equilibrium mixture of СО», CO, H,O(g), and Н, 
exits at 2240?F, 1 atm. Determine the heat transfer between 
the reactor and its surroundings, in Btu per lbmol of CO 
entering. Neglect kinetic and potential energy effects. 


14.40 Carbon dioxide (CO;) and oxygen (O;) in a 1:2 molar 
ratio enter a reactor operating at steady state in separate 
streams at 1 atm, 127°C and 1 atm, 277°C, respectively. An 
equilibrium mixture of СО», CO, and О» exits at 1 atm. If 
the mole fraction of CO in the exiting mixture is 0.1, 
determine the rate of heat transfer from the reactor, in kJ 
рег kmol of СО; entering. Ignore kinetic and potential 
energy effects. 


14.41 Methane gas at 25°C, 1 atm enters a reactor operating [| 


at steady state and burns with 80% of theoretical air entering 
at 227°C, 1 atm. An equilibrium mixture of CO), CO, H5O(g), 
Н», and М; exits at 1427°C, 1 atm. Determine, per kmol of 
methane entering, 


(a) the composition of the exiting mixture. 
(b) the heat transfer between the reactor and its surroundings, 
in kJ. 


Neglect kinetic and potential energy effects. 


14.42 Gaseous propane (C3H;) at 25°С, 1 atm enters a reactor [| 


operating at steady state and burns with 80% of theoretical 
air entering separately at 25°С, 1 atm. An equilibrium 
mixture of СО», CO, H;O(g), Н, and М; exits at 1227°C, 
1 atm. Determine the heat transfer between the reactor and 
its surroundings, in kJ per kmol of propane entering. Neglect 
kinetic and potential energy effects. 


14.43 Gaseous propane (C3Hg) at 77°F, 1 atm enters a reactor [| 


operating at steady state and burns with the theoretical 
amount of air entering separately at 240°F, 1 atm. An 
equilibrium mixture of СО;, CO, H;O(g) О», and №, exits at 
3140°F, 1 atm. Determine the heat transfer between the 
reactor and its surroundings, in Btu per Ibmol of propane 
entering. Neglect kinetic and potential energy effects. 


14.44 One kmol of СО; in a piston-cylinder assembly, initially 
at temperature Т and 1 atm, is heated at constant pressure 
until a final state is attained consisting of an equilibrium 
mixture of СО», CO, and О» in which the amount of CO; 
present is 0.422 kmol. Determine the heat transfer and the 
work, each in kJ, if T is (a) 298 K, (b) 400 K. 


14.45 Hydrogen gas (Н;) at 25°С, 1 atm enters an insulated 0. 


reactor operating at steady state and reacts with 250% 
excess oxygen entering at 227°C, 1 atm. The products of 
combustion exit at 1 atm. Determine the temperature of the 
products, in K, if 


(a) combustion is complete. 
(b) an equilibrium mixture of HO, Н;, and О» exits. 


Kinetic and potential energy effects are negligible. 
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14.46 For each case of Problem 14.45, determine the rate of 
entropy production, in kJ/K per kmol of Н» entering. What 
can be concluded about the possibility of achieving complete 
combustion? 


R. 14.47 Hydrogen (H;) at 25°С, 1 atm enters an insulated reactor 


operating at steady state and reacts with 100% of theoretical 
air entering at 25°С, 1 atm. The products of combustion exit 
at temperature T and 1 atm. Determine T, in K, if 


(a) combustion is complete. 
(b) an equilibrium mixture of Н;О, Н», О», and М; exits. 


p. 1448 Methane at 77°F, 1 atm enters an insulated reactor 


operating at steady state and burns with 90% of theoretical 
air entering separately at 77°Е, 1 atm. The products exit at 
1 atm as an equilibrium mixture of СО», CO, H,O(g) Н, and 
N>. Determine the temperature of the exiting products, іп 
°R. Kinetic and potential energy effects are negligible. 


“Ж 14.49 Carbon monoxide at 77°F, 1 atm enters an insulated reactor 


operating at steady state and burns with air entering at 77°F, 
1 atm. The products exit at 1 atm as an equilibrium mixture of 
СО», CO, О», and №. Determine the temperature of the 
equilibrium mixture, in °R, if the combustion occurs with 


(a) 8096 of theoretical air. 
(b) 100% of theoretical air. 
Kinetic and potential energy effects are negligible. 


14.50 For each case of Problem 14.49, determine the rate of 
exergy destruction, in kJ per kmol of CO entering the 
reactor. Let Ty = 537°R. 


йч. Carbon monoxide at 25°С, 1 atm enters an insulated 


reactor operating at steady state and burns with excess 
oxygen (O;) entering at 25?C, 1 atm. The products exit at 
2950 К, 1 atm as an equilibrium mixture of СО», CO, and 
O,. Determine the percent excess oxygen. Kinetic and 
potential energy effects are negligible. 


Б. 14-52 A gaseous mixture of carbon monoxide and the 


theoretical amount of air at 260°F, 1.5 atm enters an insulated 
reactor operating at steady state. An equilibrium mixture of 
СО», СО, О» and М, exits at 1.5 atm. Determine the 
temperature of the exiting mixture, in ^R. Kinetic апа 
potential energy effects are negligible. 


р 1453 Methane at 25?C, 1 atm enters an insulated reactor 


operating at steady state and burns with oxygen entering at 
127°C, 1 atm. An equilibrium mixture of СО», CO, О», and 
H,O(g) exits at 3250 К, 1 atm. Determine the rate at which 
oxygen enters the reactor, in kmol per kmol of methane. 
Kinetic and potential energy effects are negligible. 


Б. 1454 Methane at 77°F, 1 atm enters an insulated reactor 


operating at steady state and burns with the theoretical 
amount of air entering at 77°Е, 1 atm. An equilibrium mixture 
of СО», CO, О;, Н;О(о), апа М; exits at 1 atm. 


(a) Determine the temperature of the exiting products, in ^R. 
(b) Determine the rate of exergy destruction, in Btu per 
Ibmol of methane entering, for Ty = 537°R. 


Kinetic and potential energy effects are negligible. 


| 14.55 Methane gas at 25°С, 1 atm enters an insulated reactor 


operating at steady state, where it burns with x times the 


theoretical amount of air entering at 25°С, 1 atm. An 
equilibrium mixture of СО», СО, О», HO, and N, exits at 1 
atm. For selected values of x ranging from 1 to 4, determine 
the temperature of the exiting equilibrium mixture, in K. 
Kinetic and potential energy effects are negligible. 


14.56 A mixture consisting of 1 kmol of carbon monoxide 
(CO), 0.5 kmol of oxygen (O;), and 1.88 kmol of nitrogen 
(N2), initially at 227°C, 1 atm, reacts in a closed, rigid, 
insulated vessel, forming an equilibrium mixture of СО», CO, 
О», апа №. Determine the final equilibrium pressure, in atm. 


14.57 A mixture consisting of 1 kmol of CO and the theoretical 
amount of air, initially at 60°С, 1 atm, reacts іп a closed, rigid, 
insulated vessel to form an equilibrium mixture. An analysis 
of the products shows that there are 0.808 kmol of СО», 
0.192 kmol of CO, and 0.096 kmol of О» present. The 
temperature of the final mixture is measured as 2465°С. 
Check the consistency of these data. 


Using the van't Hoff Equation, lonization 


14.58 Estimate the enthalpy of reaction at 2000 K, in kJ/kmol, 
for СО; == СО + 30, using the van't Hoff equation and 
equilibrium constant data. Compare with the value obtained 
for the enthalpy of reaction using enthalpy data. 


14.59 Estimate the enthalpy of reaction at 2000 K, in kJ/kmol, 
for ЊО == H, + jO;, using the van't Hoff equation and 
equilibrium constant data. Compare with the value obtained 
for the enthalpy of reaction using enthalpy data. 


14.60 Estimate the equilibrium constant at 2800 K for 
СО» => СО + 10, using the equilibrium constant at 2000 K 
from Table A-27 together with the van't Hoff equation and 
enthalpy data. Compare with the value for the equilibrium 
constant obtained from Table A-27 


14.61 Estimate the equilibrium constant at 2800 K for the 
reaction H;O = Н, + 20, using the equilibrium constant at 
2500 K from Table A-27 together with the van't Hoff equation 
and enthalpy data. Compare with the value for the 
equilibrium constant obtained from Table A-27 


14.62 At 25°C, Ловок = 8.9 for С + 2H; = CH,. Assuming 
that the enthalpy of reaction does not vary much with 
temperature, estimate the value of 1001К at 500°C. 


14.63 Iftheionization-equilibrium constants for Cs == Cs* + e^ 
1600 and 2000 K are К - 0.78 and К - 15.63, respectively, 
estimate the enthalpy of ionization, in kJ/kmol, at 1800 K 
using the van't Hoff equation. 


14.64 An equilibrium mixture at 2000 K, 1 atm consists of Cs, 
Cs*, and e'. Based on 1 kmol of Cs present initially, 
determine the percent ionization of cesium. At 2000 K, the 
ionization-equilibrium constant for Cs => Се +е is K = 
15.63. 


14.65 An equilibrium mixture at 18,000°R and pressure p 
consists of Ar, Ar^, and е”. Based on 1 Ibmol of neutral 
argon present initially, plot the percent ionization of argon 
versus pressure for 0.01 = р = 0.05 atm. At 18,000°R, the 
ionization-equilibrium constant for Ar = Ar* + e` is K = 
42 Xx 107". 


с. 


с. 


B. 14.66 At 2000 K and pressure p, 1 kmol of Na ionizes to form 
an equilibrium mixture of Na, Ма”, and e in which the 
amount of Na present is x kmol. Plot the pressure, in atm, 
versus x for 0.2 = x = 0.3 kmol. At 2000 K, the ionization- 
equilibrium constant for Na £2 Ма! + e` is К = 0.668. 


14.67 At 12,000 K and 6 atm, 1 kmol of N ionizes to form an 
equilibrium mixture of N, N+, and ег in which the amount 
of N present is 0.95 kmol. Determine the ionization- 
equilibrium constant at this temperature for N £2N* +e. 


Considering Simultaneous Reactions 


14.68 Carbon dioxide (CO;), oxygen (O2), and nitrogen (N2) 
enter a reactor operating at steady state with equal molar 
flow rates. An equilibrium mixture of СО», О, №, CO, and 
NO exits at 3000 K, 5 atm. Determine the molar analysis of 
the equilibrium mixture. 


| 14.69 An equimolar mixture of carbon monoxide and water 
vapor enters a heat exchanger operating at steady state. An 
equilibrium mixture of CO, СО», O;, H,O(g), and Н, exits 
at 2227°С, 1 atm. Determine the molar analysis of the exiting 
equilibrium mixture. 


| 14.70 A closed vessel initially contains a gaseous mixture 
consisting of 3 Ibmol of СО», 6 Ibmol of CO, and 1 Ibmol of 
Н,. An equilibrium mixture at 4220°Е, 1 atm is formed 
containing СО», СО, ЊО, Н,, and O;. Determine the 
composition of the equilibrium mixture. 


14.71 Butane (C4H;o) burns with 100% excess air to form ап 
equilibrium mixture at 1400 К, 20 atm consisting of СО», О», 
H,O(g), №, NO, and МО;. Determine the balanced reaction 
eguation: For N, + 20, = 2МО; at 1400 K, К = 84 X 
107%; 


14.72 One Ibmol of H;O(g) dissociates to form an equilibrium 
mixture at 5000°R, 1 atm consisting of H;O(g), H5, О, and 
OH. Determine the equilibrium composition. 


k. 14.73 Steam enters a heat exchanger operating at steady state. 
An equilibrium mixture of ЊО, Н,, О, H, and OH exits at 
temperature 7, 1 atm. Determine the molar analysis of the 
exiting equilibrium mixture for 


(a) T = 2800 K. 
(b) T — 3000 K. 


Considering Phase Equilibrium 


14.74 For a two-phase liquid-vapor mixture of water at 100°C, 
use tabulated property data to show that the specific Gibbs 
functions of the saturated liquid and saturated vapor are 
equal. Repeat for a two-phase liquid-vapor mixture of 
Refrigerant 134a at 20°С. 


14.75 Using the Clapeyron equation, solve the following 
problems from Chap. 11: (a) 11.32, (b) 11.33, (c) 11.34, (d) 
11.35, (e) 11.40. 


14.76 А closed system at 20°С, 1 bar consists of a pure liquid 
water phase in equilibrium with a vapor phase composed of 
water vapor and dry air. Determine the departure, in percent, 
of the partial pressure of the water vapor from the saturation 
pressure of pure water at 20°С. 
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14.77 Derive an expression for estimating the pressure at which 
graphite and diamond exist in equilibrium at 25°С in terms 
of the specific volume, specific Gibbs function, and isothermal 
compressibility of each phase at 25°С, 1 atm. Discuss. 


14.78 An isolated system has two phases, denoted by A and B, 
each of which consists of the same two substances, denoted by 
1 and 2. Show that necessary conditions for equilibrium are 


1 the temperature of each phase is the same, Тл = Tp. 

2. the pressure of each phase is the same, рд = рв. 

3. the chemical potential of each component has the same 
value in each phase, и“ = u}, uc и. 


14.79 An isolated system has two phases, denoted by A and B, 
each of which consists of the same two substances, denoted 
by 1 and 2. The phases are separated by a freely moving thin 
wall permeable only by substance 2. Determine the necessary 
conditions for equilibrium. 


14.80 Referring to Problem 14.79, let each phase be a binary 
mixture of argon and helium and the wall be permeable only 
to argon. If the phases initially are at the conditions tabulated 
below, determine the final equilibrium temperature, pressure, 
and composition in the two phases. 


T(K) p(MPa) n(kmol) Ул Уне 
Phase А 300 0.2 6 0.5 0.5 
Phase B 400 0.1 5 0.8 0:2 


14.81 Figure Р14.81 shows ап ideal gas mixture at temperature 
T and pressure p containing substance k, separated from a 
gas phase of pure К at temperature Т and pressure p' by a 
semipermeable membrane that allows only k to pass through. 
Assuming the ideal gas model also applies to the pure gas 
phase, determine the relationship between p and p' for there 
to be no net transfer of k through the membrane. 


Membrane permeable 








only to k 
Ideal gas mixture 
at T, p. Mole 
fraction of substance Ideal 545 k 
atT,p 


k is yy, partial 
pressure py = укр 








Fig. P14.81 


14.82 What is the maximum number of homogeneous phases 
that can exist at equilibrium for a system involving 


(a) one component? 
(b) two components? 
(c) three components? 


14.83 Determine the number of degrees of freedom for systems 
composed of 


(a) water vapor and dry air. 

(b) liquid water, water vapor, and dry air. 

(c) ice, water vapor, and dry air. 

(d) N, and О; at 20°С, 1 atm. 

(e) aliquid phase and a vapor phase, each of which contains 
ammonia and water. 

(f) liquid acetone and a vapor phase of acetone and N;. 
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14.84 Develop the pAase rule for chemically reacting systems. 
14.85 Apply the result of Problem 14.84 to determine the 
number of degrees of freedom for the gas phase reaction: 


CH, + ЊО == СО + 3H; 


14.86 For a gas-liquid system in equilibrium at temperature Т 
and pressure p, Raoult's law models the relation between the 
partial pressure of substance i in the gas phase, p;, and the 
mole fraction of substance i in the liquid phase, у;, as follows: 


Pi = У:Рваы\ T) 


where ра: (Т) is the saturation pressure of pure i at 
temperature T. The gas phase is assumed to form an ideal gas 


mixture; thus, p; = x;p where x; is the mole fraction of іп the 
gas phase. Apply Raoult's law to the following cases, which 
are representative of conditions that might be encountered in 
ammonia-water absorption systems (Sec. 10.5): 


(a) Consider a two-phase, liquid-vapor ammonia-water 
system in equilibrium at 20°C. The mole fraction of ammonia 
in the liquid phase is 80%. Determine the pressure, in bar, 
and the mole fraction of ammonia in the vapor phase. 

(b) Determine the mole fractions of ammonia in the liquid 
and vapor phases of a two-phase ammonia-water system in 
equilibrium at 40°С, 12 bar. 


DESIGN & OPEN-ENDED PROBLEMS: EXPLORING ENGINEERING PRACTICE ERK 


14.1D Spark-ignition engine exhaust gases contain several air 
pollutants including the oxides of nitrogen, NO and МО», 
collectively known as NO,. Additionally, the exhaust gases 
may contain carbon monoxide (CO) and unburned or 
partially burned hydrocarbons (HC). The pollutant amounts 
actually present depend on engine design and operating 
conditions, and they typically differ significantly from values 
calculated on the basis of chemical equilibrium. Discuss both 
the reasons for these discrepancies and possible mechanisms 
by which such pollutants are formed in an actual engine. In 
a memorandum, summarize your findings and conclusions. 


14.2D The Federal Clean Air Act and succeeding Clean Air 
Act Amendments target the oxides of nitrogen NO and NO), 
collectively known as NO,, as significant air pollutants. NO, 
is formed in combustion via three primary mechanisms: 
thermal NO, formation, prompt NO, formation, and fuel 
NO, formation. Discuss these formation mechanisms, 
including a discussion of thermal NO, formation by the 
Zeldovich mechanism. What is the role of NO, in the 
formation of ozone? What are some NO, reduction 
strategies? Write a report including at least three references. 


14.3D Using appropriate software, develop plots giving the 
variation with equivalence ratio of the equilibrium 
products of octane-air mixtures at 30 atm and selected 
temperatures ranging from 1700 to 2800 K. Consider 
equivalence ratios in the interval from 0.2 to 1.4 and 
equilibrium products including, but not necessarily limited 
to, СО», CO, Н;О, О», О, Н», М», МО, OH. Under what 
conditions is the formation of nitric oxide (NO) and 
carbon monoxide (CO) most significant? Write a report 
including at least three references. 


14.4D The amount of sulfur dioxide (SO;) present in off gases 
from industrial processes can be reduced by oxidizing the 
SO, to SO; at an elevated temperature in a catalytic reactor. 
The SO, can be reacted in turn with water to form sulfuric 
acid that has economic value. For an off gas at 1 atm having 
the molar analysis of 12% 5О;, 8% О», 80% №, estimate 
the range of temperatures at which a substantial conversion 
of SO; to 503 might be realized. Report your findings in а 


PowerPoint presentation suitable for your class. Additionally, 
in an accompanying memorandum, discuss your modeling 
assumptions and provide sample calculations. 


14.5D A gaseous mixture of hydrogen (Н;) and carbon 


monoxide (CO) enters a catalytic reactor and a gaseous 
mixture of methanol (CHOH), hydrogen, and carbon 
monoxide exits. At the preliminary process design stage, 
plausible estimates are required of the inlet hydrogen mole 
fraction, ун, the temperature of the exiting mixture, Те, and 
the pressure of the exiting mixture, pe, subject to the following 
four constraints: (1) 0.5 = yy, 0.75, (2) 300 = T, = 400 K, 
(3) 1 = p, = 10 atm, and (4) the exiting mixture contains at 
least 75% methanol on a molar basis. In a memorandum, 
provide your estimates together with a discussion of the 
modeling employed and sample calculations. 


14.6D When systems in thermal, mechanical, and chemical 


equilibrium are perturbed, changes within the systems can 
occur, leading to a new equilibrium state. The effects of 
perturbing the system considered in developing Eqs. 14.32 
and 14.33 can be determined by study of these equations. 
For example, at fixed pressure and temperature it can be 
concluded that an increase in the amount of the inert 
component E would lead to increases in nc and np when 
Ду = (vc + vp — v4 — vg) is positive, to decreases in nc 
and np when Ау is negative, and no change when Av - 0. 


(a) For a system consisting of NH3, №, and Н, at fixed 
pressure and temperature, subject to the reaction 


2NH3(g) == N»(g)  3H»(g) 


investigate the effects, in turn, of additions in the amounts 
present of NH3, Н, and №. 


(b) For the general case of Eqs. 14.32 and 14.33, investigate 
the effects, in turn, of additions of A, B, C, and D. 


Present your findings, together with the modeling assumptions 
used, in a PowerPoint presentation suitable for your class. 


14.7D With reference to the equilibrium constant data of 


Table A-27: 
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(a) For each of the tabulated reactions plot 1001К versus 
1/Т and determine the slope of the line of best fit. What is 
the thermodynamic significance of the slope? Check your 
conclusion about the slope using data from the JANAF 
tables.’ 

(b) A textbook states that the magnitude of the equilibrium 
constant often signals the importance of a reaction, and 
offers this rule of thumb: When K < 107°, the extent of the 
reaction is usually not significant, whereas when K > 10? the 
reaction generally proceeds closely to equilibrium. Confirm 
or deny this rule. 


Present your findings and conclusions in a report including 
at least three references. 


14.8D (a) For an equilibrium ideal gas mixture of №, H;, and 
NHs, evaluate the equilibrium constant from an expression 
you derive from the van't Hoff equation that requires only 
standard state enthalpy of formation and Gibbs function of 
formation data together with suitable analytical expressions 
in terms of temperature for the ideal gas specific heats of 
No, H5, NH3. 


(b) For the synthesis of ammonia by 
25 + 26; NH, 


provide a recommendation for the ranges of temperature and 
pressure for which the mole fraction of ammonia in the mix- 
ture is at least 0.5. 


Write a report including your derivation, recommendations 
for the ranges of temperature and pressure, sample 
calculations, and at least three references. 


14.9D U.S. Patent 5,298,233 describes a means for converting 
industrial wastes to carbon dioxide and water vapor. 
Hydrogen- and carbon-containing feed, such as organic or 
inorganic sludge, low-grade fuel oil, or municipal garbage, is 
introduced into a molten bath consisting of two immiscible 
molten metal phases. The carbon and hydrogen of the feed 
are converted, respectively, to dissolved carbon and dissolved 
hydrogen. The dissolved carbon is oxidized in the first 
molten metal phase to carbon dioxide, which is released 
from the bath. The dissolved hydrogen migrates to the 
second molten metal phase, where it is oxidized to form 
water vapor, which is also released from the bath. Critically 


!Stull, D. R., and H. Prophet, JANAF Thermochemical Tables, 2nd ed., 


NSRDS-NBS 37 National Bureau of Standards, Washington, DC, June 
1971. 


evaluate this technology for waste disposal. Is the technology 
promising commercially? Compare with alternative waste 
management practices such as pyrolysis and incineration. 
Write a report including at least three references. 


14.10D Figure P14.10D gives a table of data for a lithium 


bromide-water absorption refrigeration cycle together with 
the sketch of a property diagram showing the cycle. The 
property diagram plots the vapor pressure versus the lithium 
bromide concentration. Apply the pAase rule to verify that 
the numbered states are fixed by the property values 
provided. What does the crystallization line on the 
equilibrium diagram represent, and what is its significance 
for absorption cycle operation? Locate the numbered states 
on an enthalpy-concentration diagram for lithium bromide- 
water solutions obtained from the literature. Finally, develop 
a sketch of the equipment schematic for this refrigeration 
cycle. Present your findings in a report including at least 
three references. 





Temperature Pressure (тр) пв 
State CP (in. Hg) (%) 
1 115 0.27 63.3 
2 104 0.27 59:5 
3 167 1.65 59:5 
4 192 3.00 59:5 
5 215 3.00 64.0 
6 135 0.45 64.0 
7 120 0.32 63.3 





Pressure, inches of mercury 














Percent lithium bromide by mass 


Fig. P14.10D 
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TABLE А-1 


Atomic or Molecular Weights and Critical Properties of Selected 
Elements and Compounds 


Chemical M T рс г = РА: 
Substance Formula (kg/kmol) ( _ (ба) 4-8, 
Acetylene СН, 26.04 309 62.8 0.274 
Air (equivalent) — 28.97 133 977 0.284 
Ammonia NH; 17.03 406 112.8 0.242 
Argon Ar 39.94 151 48.6 0.290 
Benzene СН 78.11 563 49.3 0.274 
Виїапе СН 58.12 425 38.0 0.274 
Carbon C 12.01 — — — 
Carbon dioxide CO; 44.01 304 HS) 0.276 
Carbon monoxide CO 28.01 133 35.0 0.294 
Copper Cu 63.54 - - = 
Ethane CoH, 30.07 305 48.8 0.285 
Ethanol C,H;0H 46.07 516 63.8 0.249 
Ethylene ОН, 28.05 283 512 0.270 
Helium He 4.003 5.2 23 0.300 
Hydrogen H; 2.016 33.2 13.0 0.304 
Меїһапе CH, 16.04 191 46.4 0.290 
Methanol CHOH 32.04 513 79.5 0.220 
Nitrogen М; 28.01 126 33.9 0.291 
Осіапе СаНљв 114.22 569 24.9 0.258 
Oxygen 0, 32.00 154 50.5 0.290 
Propane С.Н 44.09 370 42.7 0.276 
Propylene СН 42.08 365 46.2 0.276 
Refrigerant 12 CCLF, 120.92 385 41.2 0.278 
Refrigerant 22 CHCIF; 86.48 369 49.8 0.267 
Refrigerant 134a CF3CH2F 102.03 374 40.7 0.260 
Sulfur dioxide SO; 64.06 431 78.7 0.268 
Water H,0 18.02 647.3 220.9 0.233 


Sources: Adapted from International Critical Tables and L. C. Nelson and E. F. Obert, Generalized Compressibility 
Charts, Chem. Eng., 61: 203 (1954). 


Sources for Tables A-2 through A-18. 


Tables A-2 through A-6 are extracted from J. H. Keenan, F. G. Keyes, P. G. Hill, and J. G. Moore, Steam Tables, 
Wiley, New York, 1969. 


Tables A-7 through A-9 are calculated based on equations from A. Kamei and S. W. Beyerlein, "A Fundamental 
Equation for Chlorodifluoromethane (R-22)," Fluid Phase Equilibria, Vol. 80, No. 11, 1992, pp. 71-86. 


Tables A-10 through A-12 are calculated based on equations from D. P. Wilson and R. S. Basu, “Thermodynamic 
Properties of a New Stratospherically Safe Working Fluid — Refrigerant 134a," ASHRAE Trans., Vol. 94, Pt. 2, 
1988, pp. 2095-2118. 


Tables A-13 through A-15 are calculated based on equations from L. Haar and J. S. Gallagher, “Thermodynamic 
Properties of Ammonia," J. Phys. Chem. Reference Data, Vol. 7, 1978, pp. 635-792. 


Tables A-16 through A-18 are calculated based on B. A. Younglove and J. F. Ely, “Thermophysical Properties of 
Fluids. Il. Methane, Ethane, Propane, Isobutane and Normal Butane,” J. Phys. Chem. Ref. Data, Vol. 16, No. 4, 1987, 
pp. 577-598. 
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TABLE A-2 
































Specific Volume Internal Energy Enthalpy Entropy 
— 0 ИЫ... жі кек. лт кк... RA 
Sat Sat Sat Sat Sat Sat Sat Sat 
Į Temp. Press. Liquid Vapor Liquid Vapor Liquid Evap. Vapor Liquid Vapor Temp. 

°C bar v; x 10? Ug Ur Ug hy hg h, S; 5: “Сс 
.01 0.00611 1.0002 | 206.136 0:002 18237573 0.01 | 2501.3 | 2501.4 | 0.0000 | 9.1562 .01 

4 0.00813 1.0001 157.232 16.77 | 2380.9 16.78 | 2491.9 | 2508.7 | 0.0610 | 9.0514 4 

5 0.00872 1.0001 147.120 20.97 | 2382.3 20.98 | 2489.6 | 2510.6 | 0.0761 | 9.0257 5 

6 0.00935 1.0001 137.734 25:19 8288356 25.20 | 2487.2 | 2512.4 | 0.0912 | 9.0003 6 

8 0.01072 1.0002 120.917 33.59 | 2386.4 93:608 527182552 251691 807121228 15 9501 8 
10 0.01228 1.0004 | 106.379 42.00 | 23892 42.01 | 2477.7 | 2519.8 | 0.1510 | 8.9008 10 
11 0.01312 1.0004 99.857 46.20 | 2390.5 46.20 | 2475.4 | 2521.6 | 0.1658 | 8.8765 11 
12 0.01402 1.0005 93.784 50.41 | 2391.9 50.41 | 2473.0 | 2523.4 | 0.1806 | 8.8524 12 
19 0.01497 1.0007 88.124 54.60 | 2393.3 54.60 | 2470.7 | 2525.3 | 0.1953 | 8.8285 13 
14 0.01598 1.0008 82.848 58.79 | 2394.7 58.80 | 2468.3 | 2527.1 | 0.2099 | 8.8048 14 
15 0.01705 1.0009 77.926 62.99 | 2396.1 62.99 | 2465.9 | 2528.9 | 0.2245 | 8.7814 15 
16 0.01818 1.0011 73.333 67.18 | 2397.4 67.19 | 2463.6 | 2530.8 | 0.2390 | 8.7582 16 
17 0.01938 1.0012 69.044 71.38 | 2398.8 741999 8276128 #2592: 6980725352 К5 7851 17 
18 0.02064 1.0014 65.038 75.57 | 2400.2 75.58 | 2458.8 | 2534.4 | 0.2679 | 8.7123 18 
19 0.02198 1.0016 61.293 79.76 | 2401.6 79.77 | 2456.5 | 2536.2 | 0.2823 | 8.6897 19 
20 0.02339 1.0018 57.791 83.95 | 2402.9 83.96 | 2454.1 | 2538.1 | 0.2966 | 8.6672 20 
21 0.02487 1.0020 54.514 88.14 | 2404.3 88.14 | 2451.8 | 2539.9 | 0.3109 | 8.6450 21 
22 0.02645 1.0022 51.447 92.32 | 2405.7 92.33 | 2449.4 | 2541.7 | 0.3251 | 8.6229 22 
23 0.02810 1.0024 48.574 96.51 | 2407.0 96.52 | 2447.0 | 2543.5 | 0.3393 | 8.6011 23 
24 0.02985 1.0027 45.883 100.70 | 2408.4 100.70 | 2444.7 | 2545.4 | 0.3534 | 8.5794 24 
25 0.03169 1.0029 43.360 104.88 | 2409.8 104.89 | 2442.3 | 2547.2 | 0.3674 | 8.5580 25 
26 0.03363 1.0032 40.994 109.06 | 2411.1 109.07 | 2439.9 | 2549.0 | 0.3814 | 8.5367 26 
27 0.03567 1.0035 38.774 1325124125 ПӘ-250| 2457560 | 2550588 Ко 5951 15 15156 27 
28 0.03782 1.0037 36.690 117.42 | 2413.9 117.43 | 2435.2 | 2552.6 | 0.4093 | 8.4946 28 
29 0.04008 1.0040 34.733 1215609 18241572 12/5618] 827132792 ОБА БИ КО А 2510 887/7739 29 
30 0.04246 1.0043 32.894 125.78 | 2416.6 125.79 | 2430.5 | 2556.3 | 0.4369 | 8.4533 30 
31 0.04496 1.0046 31.165 129.96 | 2418.0 129.97 | 2428.1 | 2558.1 | 0.4507 | 8.4329 31 
32 0.04759 1.0050 29.540 134.14 | 2419.3 134.15 | 2425.7 | 2559.9 | 0.4644 | 8.4127 32 
33 0.05034 1.0053 28.011 138.32 | 2420.7 138.33 | 2423.4 | 2561.7 | 0.4781 | 8.3927 33 
34 0.05324 1.0056 26.571 142.50 | 2422.0 142.50 | 2421.0 | 2563.5 | 0.4917 | 8.3728 34 
35 0.05628 1.0060 25.216 146.67 | 2423.4 146.68 | 2418.6 | 2565.3 | 0.5053 | 8.3531 B5 
36 0.05947 1.0063 23.940 150.85 | 2424.7 150.86 | 2416.2 | 2567.1 | 0.5188 | 8.3336 36 
38 0.06632 1.0071 21.602 159.20 | 2427.4 159.21 2411.5 | 2570.7 | 0.5458 | 8.2950 38 
40 0.07384 1.0078 19.523 167.56 | 2430.1 167-57 524067722 Куд 05725 | 822570 40 
45 0.09593 1.0099 15.258 188.44 | 2436.8 188.45 | 2394.8 | 2583.2 | 0.6387 | 8.1648 45 
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pos eh ape аре Volume Internal Energy Enthalpy Entropy 
=10 KPa ри |. dl UMEN жент A мены TENS, оза K acct 
' Sat Sat Sat Sat. Sat Sat Sat Sat 
Temp Press Liquid Vapor Liquid Vapor Liquid Evap Vapor Liquid Vapor Temp 
°C bar v; x 10? Ug ш и, ћ hi hg 5 Sg °С 
50 1235 1.0121 12.032 209.32 | 2443.5 20933238257 #2592 | 7038 | 8.0763 50 
55 1576 1.0146 9.568 230.21 | 2450.1 2802571 2287077 | 26009 7679 | 7.9913 55 
60 1994 1.0172 7.671 251.11 | 2456.6 251.13 | 2358.5 | 2609.6 8312 | 7.9096 | 60 
65 2503 1.0199 6.197 272.02 | 2463.1 272.06 | 2346.2 | 2618.3 8935 | 7.8310 65 
70 3119 1.0228 5.042 292.95 | 2469.6 202082182333: 02 82626:8 95490 0/7559 70 
75 3858 1.0259 4.131 313.90 | 2475.9 313.93 | 2321.4 | 2635.3 | 1.0155 | 7.6824 75 
80 4739 1.0291 3.407 334.86 | 2482.2 334.91 | 2308.8 | 2643.7 | 1.0753 | 7.6122 80 
85 5783 1.0325 2.828 355.84 | 2488.4 355.90 | 2296.0 | 2651.9 | 1.1343 | 7.5445 85 
90 7014 1.0360 2.361 376.85 | 2494.5 376.92 | 2283.2 | 2660.1 | 1.1925 | 7.4791 90 
95 8455 1.0397 1.982 397.88 | 2500.6 397.96 | 2270.2 | 2668.1 | 1.2500 | 7.4159 95 
100 1.014 1.0435 1.673 418.94 | 2506.5 4:19:042122257:02 12267619 121530691 735497 100 
110 1.433 1.0516 1.210 461.14 | 2518.1 Д6130 2280228 269157 11541859 723877| 77110 
120 1.985 1.0603 0.8919 503.50 | 2529.3 50357118 (2200268 8270652 152768 1972129691 1120) 
130 2.701 1.0697 0.6685 546.02 | 2539.9 56:919 19217422 027207593 12654233 127102598 130 
140 3.613 1.0797 0.5089 588.74 | 2550.0 5899818214772 273-2) 1773918 6:029 08 150 
150 4.758 1.0905 0.3928 631.68 | 2559.5 632.20 | 2114.3 | 2746.5 | 1.8418 | 6.8379 | 150 
160 6.178 1.1020 0.3071 674.86 | 2568.4 675.55 | 2082.6 | 2758.1 | 1.9427 | 6.7502 | 160 
170 7.917 1.1143 0.2428 718.33 | 2576.5 719.21 | 2049.5 | 2768.7 | 2.0419 | 6.6663 | 170 
180 10.02 1.1274 0.1941 762.09 | 2583.7 763.22 | 2015.0 | 2778.2 | 2.1396 | 6.5857 | 180 
190 12.54 1.1414 0.1565 806.19 | 2590.0 807.62 | 1978.8 | 2786.4 | 2.2359 | 6.5079 | 190 
200 15.54 1.1565 0.1274 850.65 | 2595.3 852.45 | 1940.7 | 2793.2 | 2.3309 | 6.4323 | 200 
210 19.06 1.1726 0.1044 895:53 | 25995 89776 | 1900.7 | 279815. |72:1248 | 6:3585 | 210 
220 23.18 1.1900 0.08619 940.87 | 2602.4 943.62 | 1858.5 | 2802.1 | 2.5178 | 6.2861 | 220 
230 27.95 1.2088 0.07158 986.74 | 2603.9 | 990.12 | 1813.8 | 2804.0 | 2.6099 | 6.2146 | 230 
240 33.44 1.2291 0.05976 1033.2 2604.0 | 1037.3 1766.5 | 2803.8 | 2.7015 | 6.1437 | 240 
250 39.73 1.2512 0.05013 1080.4 | 2602.4 | 1085.4 1716.2 | 2801.5 | 2.7927 | 6.0730 | 250 
260 46.88 1.2755 0.04221 1128.4 2599.0 | 1134.4 1662.5 | 2796.6 | 2.8838 | 6.0019 | 260 
270 54.99 1.3023 0.03564 1177.4 2593.7 | 1184.5 1605.2 | 2789.7 | 2.9751 | 5.9301 | 270 
280 64.12 1:3321 0.03017 1227.5 2586.1 | 1236.0 1543.6 | 2779.6 | 3.0668 | 5.8571 | 280 
290 74.36 1.3656 0.02557 1278.9 2576.0 | 1289.1 1477.1 | 2766.2 | 3.1594 | 5.7821 | 290 
300 85.81 1.4036 0.02167 1332.0 2563.0 | 1344.0 1404.9 | 2749.0 | 3.2534 | 5.7045 | 300 
320 11257 1.4988 0.01549 1444.6 D525759 eal 615 1238.6 | 2700.1 | 3.4480 | 5.5362 | 320 
340 145.9 1.6379 0.01080 1570.3 2464.6 | 1594.2 102702 7262207 | 3265947 85:83578 | E340 
360 186.5 1.8925 0.006945 | 1725.2 28515 9176075 720.5 | 2481.0 | 3.9147 | 5.0526 | 360 
0.003155 


v; — (table value)/1000 


TABLE A-3 











m?/kg | 
Sat Sat 
Liquid Vapor 
"С v X 10? Ug 


179.9 1.1273 0.1944 
198.3 1.1539 0.1318 
212.4 1.1767 0.09963 
224.0 1.1973 0.07998 
233.9 1.2165 0.06668 


242.6 1.2347 0.05707 
250.4 (152522 0.04978 
2575 1.2692 0.04406 
264.0 1.2859 0.03944 
275.6 1.3187 0.03244 


285.9 1.3513 0.02737 


295.1 1.3842 0.02352 
303.4 1.4178 0.02048 
311.1 1.4524 0.01803 











318.2 1.4886 0.01599 


v; — (table value)/1000 









жент BINE ы. 
Sat. Sat. 
Liquid Vapor 
Ur Ug 

[1217458 18924152 
51:599 2425-0 
ПИВ 182/932 
191.82 | 2437.9 
251.38 | 2456.7 
289.20 | 2468.4 
317.53 | 2477.0 
340.44 | 2483.9 
359.79 | 2489.6 
376.63 | 2494.5 
391.58 | 2498.8 
405.06 | 2502.6 
417.36 | 2506.1 
466.94 | 2519.7 
504.49 | 2529.5 
535.10 2537.2 
561.15 2543.6 
583.95 | 2546.9 
604.31 2553.6 
622.25 2557.6 
639.68 | 2561.2 
669.90 | 2567.4 
696.44 | 2572.5 
720. 221 257638 
741.83 | 2580.5 
761.68 | 2583.6 
843.16 | 2594.5 
906.44 | 2600.3 
959.11 2603.1 
1004.8 2604.1 
1045.4 2603.7 
1082.3 2602.3 
1116.2 2600.1 
1147.8 2597.1 
1205.4 2589.7 
1257.6 2580.5 
1305.6 2569.8 
1350.5 2557.8 
1393.0 2544.4 
1433.7 2529.8 
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(Continued) 


gure Сопуегвіоп5: ——————— À 


Specific Volume Internal Energy Enthalpy Entropy 
M | M — манты NN 2-7. 
Sat Sat Sat Sat. Sat Sat Sat Sat 
Press. Temp Liquid Vapor Liquid Vapor Liquid Evap Vapor Liquid Vapor Press 
bar “С v; x 10? Ug Ur Ug ћ hg hg 5 Sg bar 


120. 324.8 15267 0.01426 1473.0 2513.7 | 1491.3 1193.6 | 2684.9 | 3.4962 | 5.4924 | 120. 
130. 9809 1.5671 0.01278 1511.1 2496.1 1531.5 111505722 266220 183:560621185:7432312 8180: 


140. 336.8 1.6107 0.01149 1548.6 2476.8 1571.1 1066:52182697:68183:623221185:371722 7140: 
150. 342.2 1.6581 0.01034 1585.6 2455.5 | 1610.5 1000.0 | 2610.5 | 3.6848 | 5.3098 | 150. 
160. 347.4 1.7107 0.009306 | 1622.7 2431.7 | 1650.1 930.6 | 2580.6 | 3.7461 | 5.2455 | 160. 
170. 352.4 1.7702 0.008364 | 1660.2 2405.0 | 1690.3 856.9 | 2547.2 | 3.8079 | 5.1777 170. 
180. 357.1 1.8397 0.007489 | 1698.9 2374.3 | 1732.0 7771 | 2509.1 | 3.8715 | 5.1044 | 180. 
190. 361.5 1.9243 0.006657 | 1739.9 2338.1 1776.5 688.0 | 2464.5 | 3.9388 | 5.0228 | 190. 
200. 365.8 2.036 0.005834 | 1785.6 2293.0 | 1826.3 583.4 | 2409.7 | 4.0139 | 4.9269 | 200. 
































0.003155 


v; — (table value)/1000 
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TABLE А-4 





Properties of Superheated Water Vapor 





























T о и h s v u h s 
26 mike — Mike Юк — MK К т/Ке М/ж — M/kg — k/kg- K 
p — 0.06 bar — 0.006 MPa p — 0.35 bar — 0.035 MPa 
ПРИМ. Uum rds lhc НА "mM Vu osa РИОЯ 
Sat. 23.739 | 2425.0 | 2567.4 8.3304 725268 #2278: 00 182631: 7.7158 
80 27.132 | 2487.3 | 2650.1 8.5804 4.625 | 2483.7 | 2645.6 7.7564 
120 30.219 | 2544.7 | 2726.0 8.7840 551658 #2542 Ла | 2703801 7.9644 
160 33.302 | 2602.7 | 2802.5 8.9693 5.696 | 2601.2 | 2800.6 8.1519 
200 36.383 | 2661.4 | 2879.7 9.1398 6.228 | 2660.4 | 2878.4 8.3237 
240 39.462 | 2721.0 | 2957.8 9.2982 6.758 | 2720.3 | 2956.8 8.4828 
280 42.540 | 2781.5 | 3036.8 9.4464 7.287 | 2780.9 | 3036.0 8.6314 
320 45.618 | 2843.0 3116.7 9.5859 81582894255 3116.1 8.7712 
360 48.696 | 2905.5 31977. 9.7180 8.344 | 2905.1 3197.1 8.9034 
400 51.774 | 2969.0 | 3279.6 9.8435 8.872 | 2968.6 | 3279.2 9.0291 
440 54.851 | 3033.5 | 3362.6 9.9633 9.400 | 3033.2 | 33622 9.1490 
500 59.467 | 3132.3 | 3489.1 10.1336 10.192 3132.1 | 3488.8 9.3194 
nme ioe te | E 
ТРОЯ, (а = 89950 — 2, PNE та бас НИНА 
Sat. 2.365 | 2494.5 | 2660.0 7.4797 1.694 | 2506.1 | 2675.5 7.3594 
100 2.434 | 2509.7 | 2680.0 7.5341 1.696 | 2506.7 | 2676.2 7.3614 
120 2.571 | 2539.7 | 2719.6 7.6375 1.793 | 25373 | 2716.6 | 7.4668 
160 2.841 | 2599.4 | 2798.2 7.8279 1.984 | 2597.8 | 2796.2 | 7.6597 
200 3.108 | 2659.1 | 2876.7 8.0012 2.172 | 2658.1 | 2875.3 7.8343 
240 3.374 2719.3 | 2955.5 8.1611 2.359 | 2718.5 | 2954.5 7.9949 
280 3.640 | 2780.2 | 3035.0 8.3162 21546 Коло он | 303422 8.1445 
320 3.905 | 2842.0 31153 8.4504 2572208 028/7155 3114.6 8.2849 
360 4.170 | 2904.6 | 3196.5 8.5828 2.917 | 2904.2 | 3195.9 8.4175 
400 4.434 | 2968.2 | 3278.6 8.7086 3.103 | 2967.9 | 3278.2 8.5435 
440 4.698 | 3032.9 | 3361.8 8.8286 3.288 | 3032.6 | 3361.4 8.6636 
500 5.095 3131.8 | 3488.5 8.9991 3.565 3131.6 | 3488.1 8.8342 
ug 5. ысына vdd I EAE Ee 
— (а = 115370 — sss coros = 133,550) 0, 
Sat. 1.159 2519.7 | 2693.6 722233 0.606 | 2543.6 | 2725.3 6.9919 
120 1.188 | 25333 | 2711.4 7.2693 
160 1.317 | 2595.2 | 2792.8 7.4665 0.651 | 25871 | 2782.3 | 7.1276 
200 1.444 | 2656.2 | 2872.9 7.6433 0.716 | 2650.7 | 2865.5 | 7.3115 
240 1.570 | 27172 | 2952.7 7.8052 0.781 | 2713.1 | 29473 | 7.4774 
280 1.695 | 2778.6 | 3032.8 7.9555 0.844 | 2775.4 | 3028.6 7.6299 
320 1.819 | 2840.6 3113.5 8.0964 0.907 | 2838.1 3110.1 ТАП 
360 1.943 | 2903.5 3195.0 8.2293 0.969 | 2901.4 | 3192.2 7.9061 
400 2.067 | 2967.3 | 3277.4 8.3555 1032 |Е29065-6|3275.0 8.0330 
440 2.191 3032.1 | 3360.7 8.4757 1.094 | 3030.6 | 3358.7 8.1538 
500 2.376 3131.2 | 3487.6 8.6466 1.187 | 3130.0 | 3486.0 8.3251 
600 2.685 | 3301.7 | 3704.3 8.9101 1.341 | 3300.8 | 3703.2 8.5892 
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TABLE A-4 
(Continued) 
Т г и һ 5 
°С пука kJ/kg kJ/kg kJ/kg- К 
p = 5.0 bar = 0.50 MPa 
TE (а = 15186 € — 2, 
Sat. 0.3749 | 2561.2 | 2748.7 6.8213 
180 0.4045 | 2609.7 | 2812.0 6.9656 
200 0.4249 | 2642.9 | 2855.4 7.0592 
240 0.4646 | 2707.6 | 2939.9 7.2307 
280 0.5034 | 2771.2 | 3022.9 7.3865 
320 0.5416 | 2834.7 | 3105.6 7.5308 
360 0.5796 | 2898.7 | 3188.4 7.6660 
400 0.6173 | 2963.2 | 3271.9 7.7938 
440 0.6548 | 3028.6 | 3356.0 7.9152 
500 0.7109 | 3128.4 | 3483.9 8.0873 
600 0.8041 | 3299.6 | 3701.7 8.3522 
700 0.8969 | 3477.5 | 3925.9 8.5952 
Sat. 
200 
240 
280 
320 
360 
400 
440 
500 
540 
600 
640 
5 p = 20.0 bar = 2.0 MPa > 
mn (ја = 21242) —— as 
Sat. 0.0996 | 2600.3 | 2799.5 6.3409 
240 0.1085 | 2659.6 | 2876.5 6.4952 
280 0.1200 | 2736.4 | 2976.4 6.6828 
320 0.1308 | 2807.9 | 3069.5 6.8452 
360 0.1411 2877.0 | 3159.3 6.9917 
400 0.1512 | 2945.2 | 3247.6 7.1271 
440 0.1611 3015-49 6393535 7.2540 
500 0.1757 | 3116.2 | 3467.6 | 7.4317 
540 0.1853 | 3185.6 | 3556.1 7.5434 
600 0.1996 | 3290.9 | 3690.1 7.7024 
640 0.2091 | 3362.2 | 3780.4 7.8035 
700 0.2232 | 3470.9 | 3917.4 7.9487 








p — 7.0 bar - 0.70 MPa 
(Та = 164.97°C) 











p = 15.0 bar = 1.5 MPa 
(Taa = 198.32°C) 











p = 30.0 bar = 3.0 MPa 
(Т, = 233.90°C) 
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TABLE А-4 
(Continued) 
T о и h s о и h 5 
2С mkg — Кука — Mkg Квк m?/kg К/кв — k/kg — k/kg-K 
p — 40 bar — 4.0 MPa p - 60 bar - 6.0 MPa 
2. (Па = 250.0 pst 27560) 0-00 
Sat. 0.04978 | 2602.3 | 2801.4 6.0701 0.03244 | 2589.7 | 2784.3 5.8892 
280 0.05546 | 2680.0 | 2901.8 6.2568 0.03317 | 2605.2 | 2804.2 5.9252 
320 0.06199 | 2767.4 | 3015.4 6.4553 0.03876 | 2720.0 | 2952.6 6.1846 
360 0.06788 | 2845.7 3117.2 6.6215 0.04331 2811.2 | 3071.1 6.3782 
400 0.07341 2919.9 | 3213.6 6.7690 0.04739 | 2892.9 3177.2 6.5408 
440 0.07872 | 2992.2 | 3307.1 6.9041 0.05122 | 2970.0 | 3277.3 6.6853 
500 0.08643 | 3099.5 | 3445.3 7.0901 0.05665 | 3082.2 | 3422.2 6.8803 
540 0.09145 217/1519 553619 7.2056 0.06015 | 3156.1 3517.0 6.9999 
600 0.09885 | 3279.1 3674.4 7.3688 0.06525 | 3266.9 | 3658.4 7.1677 
640 0.1037 3351.8 | 3766.6 7.4720 0.06859 | 3341.0 | 3752.6 7.2731 
700 0.1110 3462.1 | 3905.9 7.6198 0.07352 | 3453.1 | 3894.1 7.4234 
740 0.1157 3536.6 | 3999.6 7.7141 0.07677 | 3528.3 | 3989.2 7.5190 
E gai ee imus ШЕТ ЛУТТУ ШЫП 
OPNS. (а = 295.060 ^ —^ | epis 31106°) —— ass 
Sat. 0.02352 | 2569.8 | 2758.0 БЕЛДІ» 0.01803 | 2544.4 | 2724.7 5.6141 
320 0.02682 | 2662.7 | 2877.2 5.9489 0.01925 | 2588.8 | 2781.3 5.7103 
360 0.03089 | 2772.7 | 3019.8 6.1819 0.02331 | 2729.1 | 2962.1 6.0060 
400 0.03432 | 2863.8 | 3138.3 6.3634 0.02641 | 2832.4 | 3096.5 6.2120 
440 0.03742 | 2946.7 | 3246.1 | 6.5190 0.02911 | 2922.1 | 3213.2 | 6.3805 
480 0.04034 | 3025.7 | 3348.4 6.6586 0.03160 | 3005.4 | 3321.4 6.5282 
520 0.04313 | 3102.7 | 3447.7 6.7871 0.03394 | 3085.6 | 3425.1 6.6622 
560 0.04582 | 3178.7 | 3545.3 6.9072 0.03619 | 3164.1 | 3526.0 6.7864 
600 0.04845 | 3254.4 | 3642.0 7.0206 0.03837 183241772 | 362528 6.9029 
640 0.05102 | 3330.1 | 3738.3 7.1283 0.04048 | 3318.9 | 3723.7 7.0131 
700 0.05481 | 3443.9 | 3882.4 7.2812 0.04358 | 3434.7 | 3870.5 7.1687 
740 0.05729 | 3520.4 | 3978.7 7.3782 0.04560 | 3512.1 | 3968.1 7.2670 
КОРК ОЛУГ и аттты 
mm (Ты = 3247590) — es epist = 336750 — ss 
Sat. 0.01426 2513.7 | 2684.9 5.4924 0.01149 | 2476.8 | 2637.6 55371172 
360 0.01811 2678.4 | 2895.7 5.8361 0.01422 2617.4 | 2816.5 5.6602 
400 0.02108 | 2798.3 | 3051.3 6.0747 0.01722 | 2760.9 | 3001.9 5.9448 
440 0.02355 | 2896.1 3178.7 6.2586 0.01954 | 2868.6 | 3142.2 6.1474 
480 0.02576 | 2984.4 | 3293.5 6.4154 0.02157 | 2962.5 | 3264.5 6.3143 
520 0.02781 | 3068.0 | 3401.8 6.5555 0.02343 | 3049.8 | 3377.8 6.4610 
560 0.02977 | 3149.0 | 3506.2 6.6840 0.02517 3133.6 | 3486.0 6.5941 
600 0.03164 | 3228.7 | 3608.3 6.8037 0.02683 | 3215.4 | 3591.1 6.7172 
640 0.03345 | 3307.5 | 3709.0 6.9164 0.02843 | 3296.0 | 3694.1 6.8326 
700 0.03610 | 3425.2 | 3858.4 7.0749 0.03075 | 3415.7 | 3846.2 6.9939 
740 0.03781 | 3503.7 | 3957.4 | 7.1746 0.03225 | 3495.2 | 3946.7 | 7.0952 
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TABLE A-4 
(Continued) 
T v u h s 
^C тука kJ/kg kJ/kg — kJ/kg- К 
p — 160 bar — 16.0 MPa 
— (ы = 347440) |, 
Sat. 0.00931 | 2431.7 | 2580.6 5.2455 
360 0.01105 2539:0818927/15*8 5.4614 
400 0.01426 | 2719.4 | 2947.6 5.8175 
440 0.01652 | 2839.4 | 3103.7 6.0429 
480 0.01842 | 2939.7 | 3234.4 6.2215 
520 0.02013 | 3031.1 3353.3 6.3752 
560 0.02172 3117.8 | 3465.4 6.5132 
600 0.02323 | 3201.8 | 3573.5 6.6399 
640 0.02467 | 3284.2 | 3678.9 6.7580 
700 0.02674 | 3406.0 | 3833.9 6.9224 
740 0.02808 | 3486.7 | 3935.9 7.0251 
2. RE TIE TT C EN 
Sat. 0.00583 
400 0.00994 
440 0.01222 
480 0.01399 
520 0.01551 
560 0.01689 
600 0.01818 
640 0.01940 
700 0.02113 
740 0.02224 
800 0.02385 
LP. 280 bar 28.0 Ма, 
400 0.00383 | 2223.5 | 2330.7 4.7494 
440 0.00712 | 2613.2 | 2812.6 5.4494 
480 0.00885 | 2780.8 | 3028.5 5.7446 
520 0.01020 | 2906.8 | 3192.3 5.9566 
560 0.01136 3015.7 | 3333.7 6.1307 
600 0.01241 3115.6 | 3463.0 6.2823 
640 0.01338 | 3210.3 | 3584.8 6.4187 
700 0.01473 | 3346.1 | 3758.4 6.6029 
740 0.01558 | 3433.9 | 3870.0 6.7153 
800 0.01680 | 3563.1 | 4033.4 6.8720 
900 0.01873 | 3774.3 | 4298.8 7.1084 























о и ћ 5 
m/kg kJ/kg kJ/kg kJ/kg- К 
p = 180 bar = 18.0 MPa 

заь Е ЗОР n. 
0.00749 | 2374.3 | 2509.1 5.1044 
0.00809 | 2418.9 | 2564.5 5.1922 
0.01190 | 2672.8 | 2887.0 5.6887 
0.01414 | 2808.2 | 3062.8 5.9428 
0.01596 | 2915.9 | 3203.2 6.1345 
0.01757 | 3011.8 | 3378.0 6.2960 
0.01904 | 3101.7 | 3444.4 6.4392 
0.02042 | 3188.0 | 3555.6 6.5696 
0.02174 | 3272.3 | 3663.6 6.6905 
0.02362 | 3396.3 | 3821.5 6.8580 
0.02483 | 3478.0 | 3925.0 | 6.9623 
Mc ни TOT 
0.00673 | 2477.8 | 2639.4 5.2393 
0.00929 | 2700.6 | 2923.4 5.6506 
0.01100 | 2838.3 | 3102.3 5.8950 
0.01241 | 2950.5 | 3248.5 6.0842 
0.01366 | 3051.1 | 3379.0 6.2448 
0.01481 | 3145.2 | 3500.7 6.3875 
0.01588 | 3235.5 | 3616.7 6.5174 
0.01739 | 3366.4 | 3783.8 6.6947 
0.01835 | 3451.7 | 3892.1 6.8038 
0.01974 | 3578.0 | 4051.6 6.9567 
ВРЕ DT 
0.00236 | 1980.4 | 2055.9 4.3239 
0.00544 | 2509.0 | 2683.0 5.2327 
0.00722 | 2718.1 | 2949.2 5.5968 
0.00853 | 2860.7 | 3133.7 5.8357 
0.00963 | 2979.0 | 3287.2 6.0246 
0.01061 | 3085.3 | 3424.6 6.1858 
0.01150 | 3184.5 | 3552.5 6.3290 
00:012780 2325748 | 378228 6.5203 
0.01350 | 3415.9 | 3847.8 6.6361 
0.01460 | 3548.0 | 4015.1 6.7966 
0.01633 | 3762.7 | 4285.1 7.0372 
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TABLE A-5 
Properties of Compressed Liquid Water 
T vx 10 u hh s v x 10? u ^h 
әсте — M/ke Кука — M/kg-K — — пук — M/kg — Ме — КУК 
p — 25 bar — 2.5 MPa p — 50 bar — 5.0 MPa 
— (ы = 223.99 0 nn epo lS = 263.990) — asses 
20 1.0006 83.80 86.30 .2961 9995 83.65 88.65 
40 1.0067 167.25 169.77 5715 1.0056 166.95 171.97 
80 1.0280 334.29 336.86 1.0737 1.0268 33372 338.85 
100 1.0423 418.24 420.85 1.3050 1.0410 417.52 422.72 
140 1.0784 587.82 590.52 1.7369 1.0768 586.76 592.15 
180 1,261 761.16 | 763.97 | 2.1375 1.1240 759.63 | 765.25 
200 1.1555 849.9 852.8 2.3294 1.1530 848.1 853.9 2.3255 
220 1.1898 940.7 943.7 2.5174 1.1866 938.4 944.4 2.5128 
Sat. 1.1973 959.1 962.1 2.5546 1.2859 | 1147.8 1154.2 2.9202 
к p=75bar=75MPa 7. = 100 bar = 10.0 MPa — 
mes (ы = 29059) e ЕРТЕН. тт” 
20 .9984 83.50 90.99 .2950 .9972 83.36 98:98 .2945 
40 1.0045 166.64 174.18 .5696 1.0034 166.35 176.38 5686 
80 1.0256 333.15 340.84 1.0704 1.0245 332.59 342.83 1.0688 
100 1.0397 416.81 424.62 1.3011 1.0385 416.12 426.50 1.2992 
140 1.0752 585.72 | 593.78 1.7317 1.0737 584.68 | 595.42 1.7292 
180 1.1219 758.13 766.55 2.1308 1.1199 756.65 767.84 | 2.1275 
220 1.1835 936.2 945.1 2.5083 1.1805 934.1 945.9 2.5039 
260 1.2696 1124.4 1134.0 2.8763 1.2645 11211 1133.7 2.8699 
Sat. 1.3677 1282.0 1292.2 3.1649 1.4524 1393.0 1407.6 3.3596 
NNUS ҮҮ ГҮЛ ree ыо cQ d и 
— M (ћи = 342240) ____. mU eec a 
20 .9950 83.06 97.99 .2934 .9928 LM 102.62 .2923 
40 1.0013 165.76 180.78 .5666 .9992 165.17 185.16 .5646 
80 1.0222 331.48 346.81 1.0656 1.0199 330.40 350.80 1.0624 
100 1.0361 414.74 430.28 1.2955 1.0337 413.39 434.06 1.2917 
140 1.0707 582.66 598.72 1.7242 1.0678 580.69 602.04 1.7193 
180 1.1159 753.76 | 770.50 | 2.1210 1.1120 750.95 | 773.20 | 2.1147 
220 1.1748 929.9 947.5 2.4953 1.1693 925.9 949.3 2.4870 
260 1.2550 1114.6 1133.4 2.8576 1.2462 1108.6 1133.5 2.8459 
300 1.3770 1316.6 18373 3.2260 1.3596 1306.1 1333.3 3.2071 
Sat. 1.6581 1585.6 1610.5 3.6848 2.036 1785.6 1826.3 4.0139 
"Pr 250 bar = 25 Ма LP 300 bar = 300 MPa 
20 .9907 82.47 107.24 .2911 .9886 82:17. 111.84 .2899 
40 .9971 164.60 189.52 .5626 .9951 164.04 193.89 .5607 
100 1.0313 412.08 437.85 1.2881 1.0290 410.78 441.66 1.2844 
200 1.1344 834.5 862.8 2.2961 1.1302 831.4 865.3 2.2893 
300 1.3442 1296.6 1330.2 3.1900 1.3304 1287.9 1327.8 3.1741 

















v — (table value)/1000 v — (table value)/1000 
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04601. 
498701 
1870: 


869701 
919701 
96401 


94701 
8/€' 0L 
8/€'0l 


оғ 








CLEVT 
6'O£vc 
#7676 
Vy'8tvc 


МАЛДА 
87477С 
46770 


CESTE 
69470 
9'09tc 


£'t9vc 
/:897С 
81/7С 


SLIT 
С`6/%С 
6'c8vc 


97987С 
£'06vcC 
07767С 


17167 
€'LOSC 
77104С 





6'8£8C 
06680 
L'é£8c 
L'é£8c 


L'é£8c 
06680 
06680 


6'8£8C 
L8E8T 
9°8E8T 


7'8Е8С 
C8£8C 
62686 


97686 
£'7£8C 
07:86 


9'9£8C 
С9Е8С 
L°GE8T 


64686 
87768С 
87768С 





OL lit — 
90'807— 
о7'707— 
11'007— 


86'96£— 
£C'£6£— 
S168£— 


79'а8Е — 
08'18£— 
Еб/ЛЕ- 


£0'77£— 
0L'02£— 
71:996- 


SCOPE 
7189 — 
60'vSE— 


©0`0%©— 
16'976— 
BL 17Е— 


COLES 
Су {Stats 
O EEE 





9°6LET 

V'ccec 
CSCEC 
0'8ct€c 


8'0£€C 
9'££€c 
Vy'otec 


С6еес 
0`сӯЄс 
#7766 


GLVET 
E'OSEZ 
L'ESEZ 


6°SSET 
2486566 
7196С 


cC uo9ec 
079£C 
86960 


IEZ 
ESEC 
ESEE 





ELET 
S'O£ZC 
9'6c4c 
75907 


87c4/c€ 
8'9c/c 
874</С 


877С/С 
UAE CAO 
CCIE 


9'LcZc 
V'OcZc 
б/с 


0`81/С 
8'9L/c 
S'SL/C 


с/с 
6° TLZZ 
9'LZc 


TOLT 
8780/С 
4'802C 





ОЛАР 

90'807— 

о7'707— 
11'007— 


86'96£— 
£C'€£6t£— 
S168£— 


7958865 
08'18£— 
ЕСІ/ЛЕ- 


£0't/£— 
0L'07£— 
7199 


SCIE- 
71898 — 
60 бе 


©0`0%©— 
L6°S7E— 
82176 — 


COLES 
ЕМДЕР 
OV GES 


7468 
1</9 
7174 
617? 


0096 
2766 
15176 


7'986! 
10791 
Vy'8SEl 


98си. 
4076 
0798/ 


87849 
74666 
27997 
77766 
Сусе 
8'Е8С 
2176 
£'90c€ 





0001//(әп|ел ә1483) = а 


17807. 
77801 
87801 
15807 


7580" 
85807 
19807 


798071 
89801 
801 


72801. 
84801 
188071 


78801 
88801 
168071 


76801 
86801 
10601 


70601 
80601. 
80601 








6CLO° 07- 
1910: 86- 
1020" 9Е— 
0500" 7Е— 
6060 CE 
1860” 0£— 
6970: 8c- 
7440" с 
1040' vr 
6580” s 
S£OV 0c— 
сас’ 81— 
оо 9L— 
SL8L у 
эле а= 
cooc 01— 
TOLE 8- 
6896 9- 
4/6” y— 
9114 C= 
8019 0 
819 LO" 
ed Jo 
ainssald "“Яшә1 








edW ro = зедт 
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- Properties of Saturated Refrigerant 22 (Liquid-Vapor): Temperature Table 





Specific Volume Internal Energy Enthalpy Entropy 
"T" ШАЛТ Ну өппекке, менее 2-2 7. 
Sat. Sat. Sat. Sat. Sat. Sat. Sat. Sat. 
Temp. Press. Liquid Vapor Liquid Vapor Liquid Evap. Vapor Liquid Vapor Temp. 





























v; — (table value)/1000 
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TABLE A-8 








Sat. 

Temp. Liquid 
“С v, x 10? 
—58.86 0.6847 
—54.83 0.6901 
—51.40 0.6947 
—48.40 0.6989 
=45.73 0.7026 
—43.30 0.7061 
—41.09 0.7093 
—36.23 0.7166 
—32.08 0.7230 
—28.44 0.7287 
—25.18 0.7340 
222212 0.7389 
— 195 0.7436 
—17.00 0.7479 
—14.66 0.7521 
—12.46 0.7561 
—10.39 0.7599 
—8.43 0.7636 
—6.56 0.7672 
—4.78 0.7706 
—3.08 0.7740 
БӨЛЕДІ; 0.7773 
0.12 0.7805 
1.63 0.7836 
3.08 0.7867 
4.49 0.7897 
5.85 0.7927 
10.91 0.8041 
15.45 0.8149 
19.59 0.8252 
23.40 0.8352 
30.25 0.8546 
36.29 0.8734 
41.73 0.8919 
46.69 0.9104 
51.26 0.9291 
59.46 0.9677 





Specific Volume 
m?/kg 


Vapor 





О... ын 
Sat. Sat. 
Liquid Vapor 
Ur Ug 

2220756 204.13 
=16:07 [205.76 
212739 207.14 
2291728 208534 
26.28 209.41 
—3.66 210.37 
—1.26 211.25 
4.04 213.16 
8.60 214.77 
12.61 216.18 
16.22 217.42 
19:51 218.53 
22.54 219/55 
25.36 | 220.48 
299 221.34 
30.47 222.13 
32.82 | 222.88 
35.06 | 223.58 
37.18 | 224.24 
39.22 | 224.86 
41.17 | 225.45 
43.05 | 226.00 
44.86 | 226.54 
46.61 227.04 
48.30 22758 
49.94 227.99 
51.53 | 228.44 
57.48 | 230.04 
62.88 231.43 
67.84 | 232.64 
72.46 233.71 
80.87 | 235.48 
88.45 | 236.89 
95.41 | 238.00 
101.87 | 238.86 
107.95 239.51 
119.24 | 240.22 











Entropy 
kJ/kg - K 
Sat. Sat. Sat. 
Vapor Liquid Vapor 
һ, 5; Sg 
224.36 =0.0907 (1.0512 
226.30 = 0.07098 01: 08951 
207,93 - 0.0542 | 1.0294 
229:35 ~ 0:0397 11110213 
230.61 z:0:02702 10744: 
231.74 — 0.0155 1.0084 
232.77 — 0.0051 1.0031 
234.99 0.0175 0.9919 
236.86 0.0366 | 0.9830 
238.47 0.0531 0.9755 
239.88 0.0678 | 0.9691 
241.15 0.0809 | 0.9636 
242.29 0.0930 | 0.9586 
243.33 0.1040 | 0.9542 
244.29 0.1143 0.9502 
245.18 0.1238 | 0.9465 
246.00 0.1328 0.9431 
246.77 0.1413 0.9399 
247.48 0.1493 | 0.9370 
248.16 0.1569 0.9342 
248.80 0.1642 0.9316 
249.40 0.1711 0.9292 
249.97 (05177772 0.9269 
250.51 0.1841 0.9247 
251702 0.1903 | 0.9226 
25151 0.1962 | 0.9206 
251.98 0.2019 | 0.9186 
253.64 0:2231 0.9117 
255.05 0.2419 | 0.9056 
256.25 0.2591 0.9001 
257.28 0.2748 | 0.8952 
258.94 0.3029 | 0.8864 
260.16 0.3277 | 0.8786 
261.04 0.3500 | 0.8715 
261.64 0.3705 | 0.8649 
261.98 0.3895 | 0.8586 
261.99 0.4241 | 0.8463 




































v; = (table value)/1000 
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TABLE A-9 





Properties of Superheated Refrigerant 22 Vapor 



































T v u h 5 v u h 
С па M/kg — Wkg — КУКЕК_______ поуке  Mk/kg — k/kg — kj/kg:K 
p — 0.4 bar — 0.04 MPa p — 0.6 bar — 0.06 MPa 
"WA. (Ка = —58.860 ^ ^^ о fa а TAO НИ 
Sat. 0.50559 | 204.13 | 224.36 10512 0.34656 | 207.14 | 227.93 
550 51532 | 2055927 7226553 1.0612 
50000527867 8208226318229 38 1.0741 0.34895 | 207.80 | 228.74 
—45 0.54037 | 210.63 | 232.24 1.0868 0.35747 | 210.20 | 231.65 
—40 0.55284 | 213.02 | 235.13 1.0993 0.36594 | 212.62 | 234.58 
—35 0.56526 | 215.43 | 238.05 TTHZ 0.37437 | 215.06 237:52 
—30 0.57766 | 217.88 | 240.99 1.1239 0.38277 | 217.53 | 240.49 1.0835 
=25 0.590021220351 24395 1.1360 0.39114 | 220.02 | 243.49 1.0956 
—20 0.60236 | 222.85 | 246.95 1.1479 0.39948 | 222.54 | 246.51 1.1077 
—15 0.61468 | 225.38 | 249.97 1.1597 0.40779 | 225.08 | 249.55 1.1196 
-10 0.62697 | 227.93 | 253.01 1.1714 0.41608 | 227.65 | 252.62 1.1314 
—5 0.63925 | 230.52 | 256.09 1.1830 0.42436 | 230.25 | 255.71 1.1430 
0 0.65151 233.13 | 259.19 1.1944 0.43261 | 232.88 | 258.83 1.1545 
шшш 71 MN REOR E Cre EE 
НЕТИ (Та = — 85.730) 2, NEW, ьон. ОИЕ 
Sat. 0.26503 | 209.41 | 230.61 1.0144 0.21518 21125 28270 1.0031 
—45 0.26597 | 209.76 | 231.04 1.0163 
0) (О) АБ) 2212921 234.01 1.0292 0.21633 211.79 233.42 1.0059 
—35 0.27890 | 214.68 | 236.99 1.0418 0.22158 | 214.29 | 236.44 1.0187 
—30 0.28530 | 217.17 | 239.99 1.0543 0.22679 | 216.80 | 239.48 1.0313 
—25 0.29167 | 219.68 | 243.02 1.0666 0.23197 | 219.34 | 242.54 1.0438 
—20 0.29801 | 222.22 | 246.06 1.0788 0:23712818221:908 18275761 1.0560 
=15 (230433 | 224778/| 24915 1.0908 0.24224 | 224.48 | 248.70 1.0681 
223108550731060238927:372 252222 1.1026 0.24734 | 227.08 | 251.82 1.0801 
—5 0.31690 | 229.98 | 255.34 1.1143 0.25241 229.71 254.95 1.0919 
0 0.32315 | 232.62 | 258.47 1.1259 0.25747 | 232.36 | 258.11 1.1035 
5 0.32939 | 235.29 | 261.64 1.1374 0.26251 | 235.04 | 261.29 1.1151 
10 0.33561 | 237.98 | 264.83 1.1488 0.26753 | 237.74 | 264.50 1.1265 
шш ти Ga E 
-———- (Ка = 73208 0 s dM е 2 Am 
Sat. 0.14721 214.77 (|| 236.86 0.9830 0.11232 217.42 | 239.88 0.9691 
ЗОР ОИ ЛЕЛОВ 8215358 7258716 0.9883 
=25 015232 ТЕБ 8271530) 1.0011 0.11242 217.51 240.00 0.9696 
-20 0.15588 | 221.07 | 244.45 1.0137 0.11520 | 220.19 | 243.23 0.9825 
—15 0.15941 | 223.70 | 247.61 1.0260 0.11795 | 222.88 | 246.47 0.9952 
—10 0.16292 | 226.35 | 250.78 1.0382 0.12067 | 225.58 | 249.72 1.0076 
—5 0.16640 | 229.02 | 253.98 1.0502 01123368 82285308 8252197 1.0199 
0 0.16987 | 231.70 | 257.18 1.0621 0.12603 | 231.03 | 256.23 1.0310 
52220-17358 2847120 260771 1.0738 0.12868 | 233.78 | 259.51 1.0438 
10 0.17674 237.15 | 263.66 1.0854 0.13132 | 236.54 | 262.81 1.0555 
15 0.18015 | 239.91 | 266.93 1.0968 0.13393 | 239.33 | 266.12 1.0671 
20 0.18355 | 242.69 | 270.22 1.1081 0.13653 | 242.14 | 269.44 1.0786 
25 0.18693 | 245.49 | 273.53 1.1193 0.13912 | 244.97 | 272.79 1.0899 

















R-22 
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- 2.5 bar - 0.25 MPa 
(Ты = —19.51°C) 








р = 3.5 bar = 0.35 MPa 





(Та = —10.39*C) 








p = 4.5 bar = 0.45 MPa 


TABLE A-9 
(Continued) 
F U 
°С m?/kg 
p 
Sat. 0.09097 
—15 0.09303 
—10 0.09528 
—5 0.09751 
0 0.09971 
5 0.10189 
10 0.10405 
15 0.10619 
20 0.10831 
25 0.11043 
30 0.11253 
35 0.1461 
40 0.11669 
Sat. 0.06605 
—10 0.06619 
—5 0.06789 
0 0.06956 
5 0.07121 
10 0.07284 
15 0.07444 
20 0.07603 
25 0.07760 
30 0.07916 
35 0.08070 
40 0.08224 
45 0.08376 
Sat. 0.05189 
О 50:05275 
5 0.05411 
10 0.05545 
15 0.05676 
20 0.05805 
25 0.05933 
30 0.06059 
35 0.06184 
40 0.06308 
45 0.06430 
50 0.06552 
55 0.06672 





(Ка = —3.08'C) 


























v u h s 
m/kg kJ/kg  kj/ks kJ/kg: К 
p = 3.0 bar = 0.30 MPa 

bn (Ка = — 14.660) en 
0.07651 221.34 | 244.29 0.9502 
0.07833 | 223.96 | 247.46 0.9623 
0.08025 | 226.78 | 250.86 0.9751 
0.08214 | 229.61 | 254.25 0.9876 
0.08400 | 232.44 | 257.64 0.9999 
0.08585 | 235.28 | 261.04 1.0120 
0.08767 | 238.14 | 264.44 1.0239 
0.08949 | 241.01 267.85 1.0357 
0.09128 | 243.89 | 271.28 1.0472 
0.09307 | 246.80 | 274.72 1.0587 
0.09484 | 249.72 | 278.17 1.0700 
0.09660 | 252.66 | 281.64 1.0811 
A кд T EA а E 
pn (Па = 76560 50 
0.05812 | 224.24 | 247.48 0.9370 
0.05860 | 225.16 | 248.60 0.9411 
0.06011 | 228.09 | 252.14 0.9542 
0.06160 | 231.02 | 225.66 0.9670 
0.06306 | 233.95 | 259.18 0.9795 
0.06450 | 236.89 | 262.69 0.9918 
0.06592 | 239.83 | 266.19 1.0039 
0.06733 | 242.77 | 269.71 1.0158 
0.06872 | 245.73 | 273.22 1.0274 
0.07010 | 248.71 276.75 1.0390 
0.07146 251.70 | 280.28 1.0504 
0.07282 | 254.70 | 283.83 1.0616 
| T 
—— Ma = 0120 n. 
0.04686 | 226.54 | 249.97 0.9269 
0.04810 | 229.52 | 253.57 0.9399 
0.04934 | 232.55 257:22 0.9530 
0.05056 | 235.57 | 260.85 0.9657 
0.05175 | 238.59 | 264.47 0.9781 
0.05293 | 241.61 | 268.07 0.9903 
0.05409 | 244.63 | 271.68 1.0023 
0.05523 | 247.66 | 275.28 1.0141 
0.05636 | 250.70 | 278.89 1.0257 
0.05748 | 253.76 | 282.50 1.0371 
0.05859 | 256.82 | 286.12 1.0484 
0.05969 | 259.90 | 289.75 1.0595 
































TABLE A-9 

(Continued) 

Г. © и h 5 

°C т?/Ке kJ/kg kJ/kg kJ/kg + K 

p = 5.5 bar = 0.55 MPa 
шын Coss m 
Sat. 0.04271 | 227.53 | 251.02 | 0.9226 
525010791728 822 GEO 5 28/6 0.9278 
ПО (2О0ЛАӘЗІ 18251-5118 [25620 0.9411 
15 0.04547 | 234.89 | 259.90 0.9540 
20 0.04658 | 237.95 | 263.57 0.9667 
25 0.04768 | 241.01 | 267.23 0.9790 
30 0.04875 | 244.07 | 270.88 0.9912 
95290:07409828 полу а 12779593) 1.0031 
40 0.05086 | 250.20 | 278.17 1.0148 
НӘР 051909 | БӘР | 261182 1.0264 
50 0.05293 | 256.36 | 285.47 1.0378 
55 0.05394 | 259.46 | 289.13 1.0490 
60 0.05495 | 262.58 | 292.80 1.0601 
ыы zo d M кн 
(Ta = 10.91°C) 

Sat. 0.03371 | 230.04 | 253.64 0.9117 
1528505037518 23270 | 256.86 0.9229 
20 0.03547 (235.92 8260775 0.9363 
25 0.03639 | 239.12 | 264.59 0.9493 
30 0.03730 | 242.29 | 268.40 0.9619 
35 0.03819 | 245.46 | 272.19 0.9743 
40 0.03906 | 248.62 | 275.96 0.9865 
НӘР 020900900 25157819 2/2079 0.9984 
50 0.04076 | 254.94 | 283.48 1.0101 
55 0.04160 | 258.11 | 28723 | 1.0216 
60 0.04242 | 261.29 | 290.99 1.0330 
65 0.04324 | 264.48 | 294.75 1.0442 
70 0.04405 | 267.68 | 298.51 1.0552 

wai cipe ШЫ 
rm. Ma = 19590 

Sat 10702623 | 282-647 | 256:25 0.9001 
20 0.02630 | 232.92 | 256.59 0.9013 
30 0.02789 | 239.73 | 264.83 0.9289 
40 0.02939 | 246.37 | 272.82 0.9549 
50 0.03082 | 252.95 | 280.68 0.9795 
60 0.03219 | 259.49 | 288.46 1.0033 
70 0.03353 | 266.04 | 296.21 1.0262 
80 0.03483 | 272.62 | 303.96 1.0484 
90 0.03611 279.23 311.73 1.0701 

100 0.03736 | 285.90 | 319.53 1.0913 

110 0.03860 | 292.63 | 327.37 1.1120 

120 0.03982 | 299.42 | 335.26 1.1323 

130 0.04103 | 306.28 | 343.21 1.1523 

140 0.04223 | 313.21 | 35122 | 1.1719 

150 0.04342 | 320.21 359.29 1.1912 











p — 6.0 bar - 0.60 MPa 


0.03923 


0.04015 
0.04122 


0.04227 
0.04330 
0.04431 


0.04530 
0.04628 
0.04724 


0.04820 


0.04914 
0.05008 


(Ка = 5.85°C) 











p = 8.0 bar = 0.80 MPa 


0.02953 


0.03033 


0.03118 
0.03202 
0.03283 


0.03363 
0.03440 
0.03517 


0.03592 
0.03667 
0.03741 

0.03814 


(Tsat = 15.45°С) 











= 10.0 ђаг = 1.00 МРа 


0.02358 


0.02457 


0.02598 
0.02732 
0.02860 


0.02984 
0.03104 
0.03221 


0.03337 
0.03450 
0.03562 
0.03672 
0.03781 

0.03889 


(Ка = 23.40°С) 
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TABLE A-9 

(Continued) 

T г и һ 5 

"С m?/kg k/kg — k/kg kJ/kg -K 

p = 12.0 bar = 1.20 MPa 
(Tsa = 30.25°C) 

Sat. 0.01955 | 235.48 | 258.94 0.8864 
40 0.02083 | 242.63 | 267.62 0.9146 
50 0.02204 | 249.69 | 276.14 0.9413 
60 0.02319 | 256.60 | 284.43 0.9666 
70 0.02428 | 263.44 | 292.58 0.9907 
80 0.02534 | 270.25 | 300.66 1.0139 
90 0.02636 | 277.07 | 308.70 1.0363 

100 0.02736 | 283.90 | 316.73 1.0582 
110 0.02834 | 290.77 | 324.78 1.0794 

120 0.02930 | 297.69 | 332.85 1.1002 

130 0.03024 | 304.65 | 340.95 1.1205 

140 0.03118 311.68 | 349.09 1.1405 

1502 009210 318677 | 35729 1.1601 

160 0.03301 | 325.92 | 365.54 ІЛ/ 99 

1/07 0.03392 | 38314. 379:84 1.1983 

эзи шалдан У чини 
(Tsat = 41.73°C) 

5а.. 0.01440 | 238.00 | 261.04 0.8715 
50 0.01533 | 244.66 | 269.18 0.8971 
60 0.01634 | 252.29 | 278.43 0.9252 
70 0.01728 | 259.65 | 287.30 0.9515 
80 0.01817 | 266.86 | 295.93 0.9762 
90 0.01901 274.00 | 304.42 0.9999 

100 0.01983 | 281.09 | 312.82 | 1.0228 
110 0.02062 | 288.18 | 321.17 1.0448 

1207 0021397 | 29528 | 329.51 1.0663 

130 0.02214 | 302.41 337.84 1.0872 

140 0.02288 | 309.58 | 346.19 1.1077 

150 0.02361 | 316.79 | 354.56 | 1.1277 

160 0.02432 | 324.05 | 362.97 1.1473 

1700025035 331257.) 37242 1.1666 

ne pud ddp 
(Та = 51.26?C) 

Sat. 0.01124 239.51 261.98 0.8586 
60 0.01212 247208 271. 23 0.8873 
702280013008 82557559 281036 0.9167 
80 0.01381 | 263.12 | 290.74 0.9436 
90 0.01457 | 270.67 | 299.80 0.9689 

100 0.01528 | 278.09 | 308.65 0.9929 
110 0.01596 | 285.44 317.37 1.0160 

120 0.01663 | 292.76 | 326.01 1.0383 

130 0.01727 | 300.08 | 334.61 1.0598 

140 0.01789 | 307.40 | 343.19 1.0808 

150 0.01850 | 314.75 | 351.76 | 1,013 

160 0.01910 | 322.14 | 360.34 | 1.1214 

170 0.01969 | 329.56 | 368.95 | 1.1410 


180 











0.02027 | 337.03 | 377.58 1.1603 




















© и h s 
m?/kg kJ/kg kJ/kg kJ/kg - K 
p = 14.0 bar = 1.40 MPa 
(Т, = 36.29°С) 
0.01662 | 236.89 | 260.16 0.8786 
0.01708 | 239.78 | 263.70 0.8900 
0.01823 | 247.29 | 272.81 0.9186 
0.01929 | 254.52 | 281.53 0.9452 
0.02029 | 261.60 | 290.01 0.9703 
0.02125 | 268.60 | 298.34 0.9942 
0.02217 | 275.56 | 306.60 1.0172 
0.02306 | 282.52 | 314.80 1.0395 
0.02393 | 289.49 | 323.00 1.0612 
0.02478 | 296.50 | 331.19 1.0823 
0.02562 | 303.55 | 339.41 1.1029 
0.02644 | 310.64 | 347.65 1.1231 
0.02725 | 317.79 | 355.94 1.1429 
0.02805 | 324.99 | 364.26 1.1624 
0.02884 | 332.26 | 372.64 1.1815 
NUT P eee eee RUE 
| (Т = 46.69?C) | 
0.01265 | 238.86 | 261.64 0.8649 
0.01301 | 241.72 | 265.14 0.8758 
0.01401 | 249.86 | 275.09 0.9061 
0.01492 | 257.57 | 284.43 0.9337 
0.01576 | 265.04 | 293.40 0.9595 
0.01655 | 272.37 | 302.16 0.9839 
0.01731 | 279.62 | 310.77 1.0073 
0.01804 | 286.83 | 319.30 1.0299 
0.01874 | 294.04 | 327.78 1.0517 
0.01943 | 301.26 | 336.24 1.0730 
0.02011 | 308.50 | 344.70 1.0937 
0.02077 | 315.78 | 353.17 1.1139 
0.02142 | 323.10 | 361.66 1.1338 
0.02207 | 330.47 | 370.19 1.1532 
— ETT CHA ин 
(Т = 59.46°C) 

0.00907 | 240.22 | 261.99 0.8463 
0.00913 | 240.78 | 262.68 0.8484 
0.01006 | 250.30 | 274.43 0.8831 
0.01085 | 258.89 | 284.93 0.9133 
0.01156 267.01 | 294.75 0.9407 
0.01222 | 274.85 | 304.18 0.9663 
0.01284 | 282.53 | 313.35 0.9906 
001343 829071189 18322535 1.0137 
0.01400 | 297.64 | 331.25 1.0361 
0.01456 | 305.14 | 340.08 1.0577 
0.01509 312.64 | 348.87 1.0787 
0.01562 | 320.16 357.64 1.0992 
0.01613 | 327.70 | 366.41 1.1192 
0.01663 | 335.27 | 375.20 1.1388 
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TABLE A-10 
Properties of Saturated Refrigerant 134a (Liquid-Vapor): Temperature Table 
Specific Volume Internal Energy Enthalpy Entropy 
МУКЕ NM EN ШЕ. NER. 21, ЕКЕ К | 
Sat Sat Sat Sat. Sat Sat Sat 

Vapor Liquid Vapor Liquid Evap Vapor Liquid Vapor Temp 
v; x 10° Ug Ur Ug ћ hig h; S Sg °C 
0.7055 0.3569 —0.04 204.45 0.00 222.88 222.88 0.0000 0.9560 —40 

0.2947 4.68 206.73 4.73 220.67 225.40 0.0201 0.9506 —36 
0.7172 0.2451 9.47 209.01 952 218.37 227.90 0.0401 0.9456 =32 
0.7233 0.2052 14.31 211.29 14.37 216.01 230.38 0.0600 0.9411 2298 
0.7265 0.1882 16.75 212-43 16.82 214.80 231.62 0.0699 0.9390 226 
0.7296 0.1728 19.21 213.57 19.29 213.57 232.85 0.0798 0.9370 —24 
0.7328 0.1590 21.68 214.70 21.77 212.32 234.08 0.0897 0.9351 =22 
0.7361 0.1464 24.17 215.84 24.26 211.05 235.31 0.0996 0.9332 —20 
0.7395 0.1350 26.67 216.97 26.77 209.76 236.53 0.1094 0.9315 —18 
0.7428 0.1247 29.18 218.10 29.30 208.45 237.74 0.1192 0.9298 —16 
0.7498 0.1068 34.25 220.36 34.39 205.77 240.15 0.1388 0.9267 E12 
0.7569 0.0919 39.38 222.60 39.54 203.00 242.54 0.1583 0.9239 E 
0.7644 0.0794 44.56 224.84 44.75 200.15 244.90 0.1777 0.9213 ЕА 

0.0689 49.79 227.06 50.02 197.21 247.23 0.1970 0.9190 0 
0.7801 0.0600 55.08 22977 55:85 194.19 249.53 0.2162 0.9169 4 
0.7884 0.0525 60.43 231.46 60.73 191.07 251.80 0.2354 0.9150 8 
0.7971 0.0460 65.83 233.63 66.18 187.85 254.03 0.2545 0.9132 12 
0.8062 0.0405 71.29 235.78 71.69 184.52 256.22 0.2735 0.9116 16 
0.8157 0.0358 76.80 237.91 77.26 181.09 258.36 0.2924 0.9102 20 
0.8257 0.0317 82.37 240.01 82.90 177.55 260.45 0.3113 0.9089 24 
0.8309 0.0298 85.18 241.05 85.75 175.73 261.48 0.3208 0.9082 26 
0.8362 0.0281 88.00 242.08 88.61 173.89 262.50 0.3302 0.9076 28 
0.8417 0.0265 90.84 243.10 91.49 172.00 263.50 0.3396 0.9070 30 
0.8473 0.0250 93.70 244.12 94.39 170.09 264.48 0.3490 0.9064 92 
0.8530 0.0236 96.58 245.12 07281 168.14 265.45 0.3584 0.9058 34 
0.8590 0.0223 99.47 246.11 100.25 166.15 266.40 0.3678 0.9053 36 
0.8651 0.0210 102.38 247.09 103.21 164.12 267.33 0.3772 0.9047 38 
0.8714 0.0199 105.30 248.06 106.19 162.05 268.24 0.3866 0.9041 40 
0.8780 0.0188 108.25 249.02 109.19 159.94 269.14 0.3960 0.9035 42 
0.8847 0.0177 111.22 249.96 112.22 157.79 270.01 0.4054 0.9030 44 
0.8989 0.0159 117.22 251.79 118.35 153.33 271.68 0.4243 0.9017 48 
0.9142 0.0142 123.31 253.55 124.58 148.66 273.2 0.4432 0.9004 52 
0.9308 0.0127 129.51 255.23 130.93 143.75 274.68 0.4622 0.8990 56 
0.9488 0.0114 135.82 256.81 137.42 138.57 275.99 0.4814 0.8973 60 
1.0027 0.0086 152.22 260.15 154.34 124.08 278.43 0.5302 0.8918 70 
1.0766 0.0064 | 169.88 262.14 172.71 106.41 279.12 0.5814 0.8827 80 
1.1949 0.0046 | 189.82 261.34 193.69 82.63 276.32 0.6380 0.8655 90 
1.5443 0.0027 218.60 248.49 | 224.74 34.40 259.13 0.7196 0.8117 100 




















v; — (table value)/1000 
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TABLE A-11 








Press Temp. 
bar °C 
0.6 2:37:07 
0.8 =31:21 
1.0 2226/9 
12 22:36 
(24 —18.80 
1.6 —15.62 
1.8 =12.73 
2.0 —10.09 
2.4 —5,37 
2.8 123 
9:2 2.48 
3.6 5.84 
4.0 8.93 
5.0 15.74 
6.0 21.58 
7.0 26.72 
8.0 31.33 
9.0 35.53 

10.0 39.39 

12.0 46.32 

14.0 52.43 

16.0 57:902 

18.0 62.91 

20.0 67.49 

25.0 71:59 








v; = (table value)/1000 


Units 


Specific Volume 


m?/kg 
Sat. 

Liquid Vapor 
v, x 10? Ug 

0.7097 0.3100 
0.7184 0.2366 
0.7258 0.1917 
0.7323 0.1614 
0.7381 0.1395 
0.7435 0.1229 
0.7485 0.1098 
0.7532 0.0993 
0.7618 0.0834 
0.7697 0.0719 
0.7770 0.0632 
0.7839 0.0564 
0.7904 0.0509 
0.8056 0.0409 
0.8196 0.0341 
0.8328 0.0292 
0.8454 0.0255 
0.8576 0.0226 
0.8695 0.0202 
0.8928 0.0166 
0.9159 0.0140 
0.9392 0.0121 
0.9631 0.0105 
0.9878 0.0093 
1.0562 0.0069 


0.0053 





kJ/kg 
Liquid Vapor 
Ur Ug 
3.41 206.12 
10.41 209.46 
16.22 212.18 
21.23 214.50 
25.66 216.52 
29.66 218.32 
33.31 219.94 
36.69 221.43 
42.77 224.07 
48.18 226.38 
53.06 | 228.43 
5725/12 2280208 
61.69 231.97 
70.93 235.64 
78.99 | 238.74 
86.19 241.42 
92.75 243.78 
98.79 245.88 
104.42 247.77 
114.69 251.03 
123.98 253.74 
132.52 256.00 
140.49 257.88 
148.02 259.41 
165.48 261.84 








185.30 

















Entropy 
kJ/kg - K 
Liquid Vapor 
5; 5: 

0.0147 0.9520 
0.0440 | 0.9447 
0.0678 | 0.9395 
0.0879 | 0.9354 
0.1055 0:9322 
0.1211 0.9295 
0.1352 0.9273 
0.1481 0.9253 
0.1710 0.9222 
0.1911 0.9197 
0.2089 | 0.9177 

02251 0.9160 
0.2399 | 0.9145 

0.2723 | 0.9117 

0.2999 | 0.9097 
0.3242 | 0.9080 
0.3459 | 0.9066 
0.3656 | 0.9054 
0.3838 | 0.9043 
0.4164 | 0.9023 
0.4453 | 0.9003 
0.4714 0.8982 
0.4954 | 0.8959 
0.5178 0.8934 
0.5687 | 0.8854 
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TABLE A-12 





Properties of Superheated Refrigerant 134a Vapor 



































T v u h 5 v u h 
fe Mk W/kg — M/kg — M/kg-K 0. m/kg — M/kg — M/kg К/КЕ-К 
p — 0.6 bar — 0.06 MPa p — 1.0 bar — 0.10 MPa 
КЕРЕШТЕ (Ба = –37070) 00. "METER m c Це 
Sat 0910087 82063128 182972772 0.9520 0.19170 212.18 231.35 
—20 0.33536 | 217.86 | 237.98 1.0062 0.19770 | 216.77 236.54 
—10 0.34992 | 224.97 | 245.96 1.0371 0.20686 | 224.01 244.70 
0 0.36433 | 232.24 | 254.10 1.0675 0.21587 | 231.41 252.99 
10 0.37861 | 239.69 | 262.41 1.0973 0.22473 | 238.96 261.43 
20 0.39279 | 247.32 | 270.89 1.1267 0.23349 | 246.67 270.02 
30 0.40688| 255.12 279.53 1.1557 0.24216 | 254.54 278.76 
40 0.42091 | 263.10 | 288.35 1.1844 0.25076 | 262.58 287.66 
50 0.43487 | 271.25 | 297.34 1.2126 0.25930 | 270.79 296.72 
60 0.44879 | 279.58 | 306.51 1.2405 0.26779 | 279.16 305.94 
70 0.46266 | 288.08 | 315.84 1.2681 0.27623 | 287.70 315.32 
80 0.47650 | 296.75 | 325.34 1.2954 0.28464 | 296.40 | 324.87 
90 0.49031 | 305.58 | 335.00 1.3224 0.29302 | 305.27 334.57 
о Peer oon егу F аа анаа SERRE 
"EE (а = —18.8000 —  — . su fa = 712730 ККЕ 
Sat. 0.13945 | 216.52 | 236.04 0.9322 0.10983 | 219.94 239.71 0.9273 
1088805175799 2285038022340 0.9606 0.11135 222.02 | 242.06 | 0.9362 
088503152198 230255 251.86 0.9922 0.11678 | 229.67 250.69 | 0.9684 
10 0.15875 | 238.21 | 260.43 | 1.0230 0.12207 | 237.44 | 259.41 | 0.9998 
20 0.16520 | 246.01 | 269.13 1.0532 0.12723 | 245.33 268.23 1.0304 
30 0.17155 253.96 | 277.97 1.0828 0.13230 | 253.36 2Y 747. 1.0604 
40 0.17783 | 262.06 | 286.96 1.1120 0.13730 | 261.53 286.24 1.0898 
50 0.18404 | 270.32 | 296.09 1.1407 0.14222 | 269.85 295.45 1.1187 
60 0.19020 | 278.74 | 305.37 1.1690 0.14710 | 278.31 304.79 1.1472 
70 0.19633 | 287.32 | 314.80 1.1969 0.15193 | 286.93 314.28 11753 
80 0.20241 | 296.06 | 324.39 1.2244 0.15672 | 295.71 323.92 1.2030 
90 0.20846 | 304.95 | 334.14 1.2516 0.16148 | 304.63 333.70 1.2303 
100 0.21449 | 314.01 | 344.04 | 1.2785 0.16622 | 313.72 | 343.63 | 1.2573 
ГСТУ наш I ШШШ 
-— —ÜÓ: (Ка = —10.09"0 ^ — ЕСТЕН... osse 
Sat. 0.09933 | 221.43 | 241.30 0.9253 0.08343 | 224.07 | 244.09 | 0.9222 
= 100350099383 221150 | 241238 0.9256 
O 0.10438 | 229.23 | 250.10 0.9582 0.08574 | 228.31 248.89 | 0.9399 
10 0.10922 | 237.05 | 258.89 0.9898 0.08993 | 236.26 257.84 | 0.9721 
20 0.11394 | 244.99 | 267.78 1.0206 0.09399 | 244.30 | 266.85 1.0034 
30 0.1856 | 253.06 | 276.77 1.0508 0.09794 | 252.45 275.95 1.0339 
40 0.12311 261.26 | 285.88 1.0804 0.10181 | 260.72 285.16 1.0637 
50 0.12758 | 269.61 295.12 1.1094 0.10562 | 269.12 294.47 1.0930 
60 0.13201 | 278.10 | 304.50 1.1380 0.10937 | 277.67 | 303.91 1.1218 
70 0.13639 | 286.74 314.02 1.1661 0.11307 | 286.35 313.49 1.1501 
80 0.14073 | 295.53 | 323.68 1.1939 0.11674 | 295.18 323.19 1.1780 
90 0.14504 | 304.47 | 333.48 1.2212 0.12037 | 304.15 333.04 1.2055 
100 0.14932 | 313.57 | 343.43 1.2483 0.12398 | 313.27 343.03 1.2326 

















R-134a 


R-134a 


946 


Tables in SI Units 








p - 3.2 bar - 0.32 MPa 
(Та = 2.48°С) 




















TABLE A-12 
(Continued) 
T г u h 5 
“С m'/ks kJ/kg kJ/kg kJ/kg -K 
p = 2.8 bar = 0.28 MPa 
(Та = —1.23°С) 
Sat. 0.07193 | 226.38 | 246.52 0.9197 
ОНО ОЛ 2ЛО 18822723 722 892 oe 0.9238 
10 0.07613 | 235.44 | 256.76 0.9566 
20 0.07972 | 243.59 | 265.91 0.9883 
30 0.08320| 251.83 | 275.12 1.0192 
40 0.08660 | 260.17 | 284.42 1.0494 
50 0.08992 | 268.64 | 293.81 1.0789 
60 0.09319 | 277.23 | 303.32 1.1079 
70 0.09641 | 285.96 | 312.95 1.1364 
80 0.09960| 294.82 | 322.71 1.1644 
90 0.10275 | 303.83 | 332.60 1.1920 
100 0.0587 | 312.98 | 342.62 1.2193 
ИТО 02108972 (322227 | 852218 1.2461 
120 0.11205 331.71 | 363.08 ДЕСІ) 
ipsis ene D ae 
ЖООК. (а = 8930 — e 
Sat. 0.05089 | 231.97 | 252.32 0.9145 
10 0.05119 | 232.87 | 253.35 0.9182 
20 0.05397 | 241.37 | 262.96 | 0.9515 
30 0.05662 | 249.89 | 272.54 0.9837 
40 0.05917 | 258.47 | 282.14 | 1.0148 
50 0.06164 | 267.13 291.79 1.0452 
60 0.06405 | 275.89 | 301.51 1.0748 
70 0.06641 | 284.75 | 311.32 | 1.1038 
80 0.06873 | 293.73 321523 1.1322 
90 0.07102 | 302.84 | 331.25 1.1602 
100 0.07327 | 312.07 | 341.38 1.1878 
110 0.07550 | 321.44 | 351.64 | 1.2149 
120 0.07771 | 330.94 | 362.03 | 1.2417 
130 0.07991 | 340.58 | 372.54 1.2681 
140 0.08208 | 350.35 | 383.18 1.2941 
MEE ы ш 
m (Та = 21580 ss 
Sat. 0.03408 | 238.74 | 259.19 0.9097 
30 0.03581 | 246.41 267.89 0.9388 
40 0.03774 | 255.45 | 278.09 0.9719 
50 0.03958 | 264.48 | 288.23 1.0037 
60 0.04134 | 273.54 | 298.35 1.0346 
70 0.04304 | 282.66 | 308.48 1.0645 
80 0.04469| 291.86 | 318.67 1.0938 
90 0.04631 | 301.14 | 328.93 161225 
ПОО 50:017903 102531833927 1.1505 
110 0.04946 | 320.03 | 349.70 1.1781 
120 0.05099 | 329.64 | 360.24 1.2053 
130 0.05251 | 339.38 | 370.88 1.2320 
140 0.05402 | 349.23 | 381.64 1.2584 
5006702055505 8359218 (392252 1.2844 
160 0.05698 | 369.32 | 403.51 1.3100 











0.06322 | 228.43 


0.06576 


0.06901 
0.07214 
0.07518 


0.07815 
0.08106 
0.08392 


0.08674 
0.08953 
0.09229 


0.09503 
0.09774 


234.61 


242.87 
251.19 
259.61 


268.14 
276.79 
285.56 


294.46 
303.50 
312.68 


322.00 
331.45 








p — 5.0 bar - 0.50 MPa 
(515.706) 


0.04086 


0.04188 


0.04416 
0.04633 
0.04842 


0.05043 
0.05240 
0.05432 


0.05620 
0.05805 
0.05988 


0.06168 
0.06347 
0.06524 








p — 7.0 bar — 0.70 MPa 
(Tsat = 26.72°C) 


0.02918 | 241.42 
0.02979 | 244.51 
0.03157 | 253.83 


0.03324 | 263.08 
0.03482 | 272.31 
0.03634 | 281.57 


0.03781 | 290.88 
0.03924 | 300.27 
0.04064 | 309.74 


0.04201 | 319.31 
0.04335 | 328.98 
0.04468 | 338.76 


0.04599 | 348.66 
0.04729 | 358.68 
0.04857 | 368.82 





261.85 
265.37 
25:93 


286.35 
296.69 
307.01 


317.35 
327.74 
338.19 


348.71 
359.33 
370.04 


380.86 
391.79 
402.82 








TABLE A-12 
(Continued) 
T v u h s 
"C тука  kj/kg kJ/kg kJ/kg - K 


Sat. 
40 
50 


60 
70 
80 


90 
100 
110 


120 
130 
140 


150 
160 
170 
180 


p = 8.0 bar = 0.80 MPa 
(Teat = 31.33°С) 


0.02547 | 243.78 | 264.15 0.9066 
0.02691 | 252.13 | 273.66 | 0.9374 
0.02846 | 261.62 | 284.39 | 0.9711 


0.02992 | 271.04 | 294.98 | 1.0034 
0.03131 | 280.45 | 305.50 1.0345 
0.03264 | 289.89 | 316.00 | 1.0647 


0205899 1829917374 182 6:52 1.0940 
0:035192 5308:93415337:08 | 1.1227 
0.03642 | 318.57 | 347.71 1.1508 


0.03762 | 328.31 | 358.40 | 1.1784 
0.03881 | 338.14 | 369.19 1.2055 
0.03997 | 348.09 | 380.07 1.2321 
0.04113 | 358.15 | 391.05 1.2584 
0.04227 | 368.32 | 402.14 1.2843 
0.04340 | 378.61 | 413.33 1.3098 
0.04452 | 389.02 | 424.63 1.3351 











р = 10.0 bar = 1.00 MPa 
(Т = 39.39°C) 


0.02020 | 247.77 | 267.97 | 0.9043 
0.02029 | 248.39 | 268.68 | 0.9066 
0.02171 | 258.48 | 280.19 0.9428 


0.02301 | 268.35 | 291.36 | 0.9768 
0.02423 | 278.11 | 302.34 1.0093 
0.02538 | 287.82 | 313.20 1.0405 


0.02649 | 297.53 | 324.01 1.0707 
0.02755 | 307.27 | 334.82 1.1000 
0.02858 | 317.06 | 345.65 1.1286 


0.02959 | 326.93 | 356.52 1.1567 
0.03058 | 336.88 | 367.46 1.1841 
0.03154 | 346.92 | 378.46 1.2111 


0.03250 | 357.06 | 389.56 1.2376 
0.03344 | 367.31 | 400.74 1.2638 
0.03436 | 377.66 | 412.02 1.2895 
0.03528 | 388.12 | 423.40 1.3149 











p = 14.0 bar = 1.40 MPa 
(Teat = 52.43*C) 


0.01405 | 253.74 | 273.40 | 0.9003 
0.01495 | 262.17 | 28310 | 0.9297 
0.01603 | 272.87 | 295.31 0.9658 


0.01701 | 283.29 | 30710 | 0.9997 
0.01792 | 293.55 | 318.63 1.0319 
0.01878 | 303.73 | 330.02 1.0628 


0.01960 | 313.88 | 341.32 1.0927 
0.02039 | 324.05 | 352.59 1.1218 
0.02115 | 334.25 | 363.86 | 1.1501 


0.02189 | 344.50 | 375.15 1.1777 
0.02262 | 354.82 | 386.49 1.2048 
0.02333 | 365.22 | 397.89 | 1.2315 
0.02403 | 375.71 | 409.36 1.2576 
0.02472 | 386.29 | 420.90 1.2834 
0.02541 | 396.96 | 432.53 1.3088 
0.02608 | 407.73 | 444.24 1.3338 











р = 9.0 Баг = 0.90 МРа 


0.02255 
0.02325 
0.02472 


0.02609 
0.02738 
0.02861 


0.02980 
0.03095 
0.03207 
0.03316 
0.03423 
0.03529 
0.03633 
0.03736 
0.03838 
0.03939 


(Та = 35.53°С) 








= 12.0 bar = 1.20 MPa 
(Ка = 46.32°C) 


0.01663 


0.01712 


0.01835 
0.01947 
0.02051 


0.02150 
0.02244 
0.02335 


0.02423 
0.02508 
0.02592 


0.02674 
0.02754 
0.02834 
0.02912 








= 16.0 bar = 1.60 MPa 
(Та: = 57.92°С) 


0.01208 
0.01233 
0.01340 


0.01435 
0.01521 
0.01601 


0.01677 
0.01750 
0.01820 


0.01887 
0.01953 
0.02017 


0.02080 
0.02142 

0.02203 
0.02263 





215733 
278.20 
29/5933 


303.74 
315.72 
327.46 


339.04 
350.53 
361.99 


373.44 
384.91 
396.43 
407.99 
419.62 
431.33 
443.11 
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TABLE А-15 
- P 


Specific Volume 


m?/kg 
Sat Sat. 
Temp Press Liquid Vapor 
“ һаг v; x 10? Ug 














v; — (table value)/1000 


NE 22 NN 

Sat. Sat. 

Liquid Vapor 
Ur Ug 

—43.94 | 1264.99 
2:22:09 1271.19 
—0.10 1277.20 
17.47 | 1281.87 
35.09 | 1286.41 
43.93 | 1288.63 
52.78 | 1290.82 
61.65 | 1292.97 
79.46 | 1297.18 
88.40 | 1299.23 
97.36 | 1301.25 
106.36 | 1303.23 
415 3741 1505-172 
124.42 | 1307.08 
133.50 | 1308.95 
142.60 | 1310.78 
151.74 1312.57 
160.88 | 1314.32 
170.07 | 1316.04 
179.29 1317.71 
188.53 1319.34 
197.80 | 1320.92 
207102 #1822 47 
216.42 | 1323.96 
PTT || 132542 
235.14 | 1326.82 
253.95 | 1329.48 
272.86 | 1331.94 
291.84 | 1334.19 
310.92 | 1336.20 
880. 071 1837.97 
349.32 | 1339.47 
368.67 | 1340.70 
393.01 1341.81 
1342.42 





roperties of Saturated Ammonia (Liquid-Vapor): Temperature Table 








1416.20 
1402.52 
1388.56 
1377.17 
1365.55 


1359.65 
1353.68 
1347.65 
1335.36 
1329.10 


1322.77 
1316.35 
1309.86 
1303.28 
1296.61 


1289.86 
1283.02 
1276.10 
1269.08 
1261.97 


1254.77 
1247.48 
1240.09 
1232.61 
1225.03 


1217.35 
1201.70 
1185.64 
1169.16 
1152.24 


1134.87 
1117.00 
1098.62 
1074.84 
1050.09 








1872732, 
1380.57 
1388.56 
1394.77 
1400.81 


1403.75 

1406.66 
1409.51 

1415.08 
1417.79 


1420.45 
1423.05 
1425.61 
1428.11 

1430.55 


1432.95 
1435.28 
1437.56 
1439.78 
1441.94 


1444.03 
1446.07 
1448.04 
1449.94 
1451.78 


1453.55 
1456.87 
1459.90 
1462.61 
1465.00 


1467.03 
1468.70 
1469.97 
1470.96 
1471.26 





Entropy 
TN HENCE ons 
Sat. Sat. 
Liquid Vapor 
St Sg 
=0.1922 (61543 
—0.0951 | 6.0523 
0.0000 | 5.9557 
0.0747 | 5.8819 
0.1484 | 5.8111 
0.1849 | 5.7767 
0.2212 | 5.7430 
0.2572 | 5.7100 
0.3287 | 5.6457 
0.3642 | 5.6144 
0.3994 | 5.5837 
0.4346 | 5.5536 
0.4695 | 5.5239 
0.5043 | 5.4948 
0.5389 | 5.4662 
0.5734 | 5.4380 
0.6077 | 5.4103 
0.6418 | 5.3831 
0.6759 | 5.3562 
0.7097 | 5.3298 
0.7435 | 5.3038 
0.7770 | 5.2781 
0.8105 | 5.2529 
0.8438 | 5.2279 
0.8769 | 5.2033 
0.9099 | 5.1791 
0.9755 | 5.1314 
1.0404 | 5.0849 
1.1048 | 5.0394 
1.1686 | 4.9948 
12310 29509 
1.2946 | 4.9078 
1.3569 | 4.8652 
1.4341 | 4.8125 
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TABLE А-14 


Specific Volume Internal Energy Enthalpy Entropy 
мын. ms о НИЕ ОРИОН. =. п ымыны МИНАМА. Шы А 
Sat Sat Sat Sat. Sat. Sat Sat Sat 
Liquid Vapor Liquid Vapor Liquid Evap Vapor Liquid Vapor | Press 
Up X 10° Ug и Ug h; ће hg 5; Sg bar 


1.4236 2.6795 | —45.52 | 1264.54 | —45.46 1417.18 137/5722 E0992 616186 0.40 
1.4330 2.1752 — 28788 |1269.81 —28.66 | 1406.73 | 1378.07 | —0.1245 | 6.0829 0.50 
1.4410 1.8345 | —14.51 1273.27 | —14.42 | 1397.76 | 1383.34 | —0.0622 | 6.0186 0.60 
1.4482 1.5884 =21 1276.66 2-01 1389.85 | 1387.84 | —0.0086 | 5.9643 0.70 
1.4546 1.4020 8:93 151279161 9.04 | 1382.73 1391.78 0.0386 | 5.9174 0.80 
1.4605 12559 КОЛЕ 12 2 28 19.04 | 1376.23 | 1395.27 0.0808 | 5.8760 0.90 


1.4660 1.1381 28.03 | 1284.61 28.18 1370.23 | 1398.41 0.1191 5.8391 1.00 
1.4782 0.9237 48.03 | 1289.65 48.22 | 1356.89 | 1405.11 0.2018 | 5.7610 1.25 
1.4889 0.7787 65.10 1293.80 65.32 | 1345.28 | 1410.61 0.2712 5.6973 1.50 
1.4984 0.6740 80.08 | 1297.33 80.35 | 1334.92 1415.27 0.3312 5.6435 1.75 
1.5071 0.5946 93.50 | 1300.39 93.80 | 1325.51 1419.31 0.3843 | 5.5969 2.00 


1.5151 0.5323 105.68 | 1303.08 106.03 | 1316.83 | 1422.86 0.4319 | 5.5558 225 
15225 0.4821 116.88 | 1305.49 117.26 | 1308.76 | 1426.03 0.4753 | 5.5190 2.50 
1.5295 0.4408 127.26 | 1307.67 127.68 | 1301.20 | 1428.88 0.5152 5.4858 275 
1.5361 0.4061 136.96 | 1309.65 137.42 | 1294.05 1431.47 0.5520 | 5.4554 3.00 
1.5424 0.3765 146.06 1311.46 146.57 | 1287.27 | 1433.84 0.5864 | 5.4275 3.25 


1.5484 0.3511 154.66 1313.14 155.20 | 1280.81 | 1436.01 0.6186 | 5.4016 3.50 
1.5542 0.3289 162.80 | 1314.68 163.38 | 1274.64 | 1438.03 0.6489 | 5.3774 3.45 
1,5597 0.3094 170.55 1316.12 171.18 | 1268.71 1439.89 0.6776 | 5.3548 4.00 
1.5650 0.2921 177.96 1317.47 178.62 | 1263.01 1441.63 0.7048 | 5.3336 4.25 
1.5702 0.2767 185.04 | 1318.73 185.75 1257.50 | 1443.25 0.7308 | 5.3135 4.50 





4.75 27/2 15752 0.2629 191.84 1319.91 192.59 | 1252.18 | 1444.77 0.7555 5.2946 4.75 
5.00 4.13 1.5800 0.2503 198.39 1321.02 199.18 1247.02 | 1446.19 0.7791 5.2765 5.00 
5.25 5.48 1.5847 0.2390 204.69 | 1322.07 205.52 | 1242.01 1447.53 0.8018 | 5.2594 5:25 
5.50 6.79 1.5893 0.2286 210.78 | 1323.06 211.65 1237.15 1448.80 0.8236 | 5.2430 5.50 
bb 8.05 1.5938 0.2191 216.66 | 1324.00 21758 | 1232.41 1449.99 0.8446 | 5.2273 5179 


6.00 9.27 1.5982 0.2104 222.37 | 1324.89 223.32 1227.79 1451.12 0.8649 | 5.2122 6.00 
7.00 13.79 1.6148 0.1815 243.56 | 1328.04 244.69 | 1210.38 | 1455.07 0.9394 | 5.1576 7.00 
8.00 17.84 1.6302 0.1596 262.64 | 1330.64 263.95 1194.36 | 1458.30 1.0054 | 5.1099 8.00 
9.00 21.52 1.6446 0.1424 280.05 | 1332.82 281.53 1179.44 | 1460.97 1.0649 | 5.0675 9.00 
10.00 24.89 1.6584 0.1285 296.10 1334.66 297.76 1165.42 | 1463.18 1.1191 5.0294 | 10.00 





| 12.00 30.94 1.6841 0.1075 324.09 1837-52 327.01 1139.52 | 1466.53 15215220 4 9625 12500 
| 14.00 36.26 1.7080 0.0923 3530:58 01839256 35297 1115.82 | 1468.79 1.2987 | 4.9050 | 14.00 
| 16.00 41.03 1.7306 0.0808 | 373.69 | 1340.97 376.46 | 1093.77 | 1470.23 1.3729 | 4.8542 | 16.00 
18.00 45.38 1.7522 0.0717 394.85 1341.88 | 398.00 | 1073.01 1471.01 1.4399 | 4.8086 | 18.00 
20.00 49.37 1.7731 0.0644 414.44 | 1342.37 417.99 | 1053.27 1471.26 1.5012 | 4.7670 | 20.00 


v; = (table value)/1000 
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TABLE А-15 





Properties of Superheated Ammonia Vapor 


kJ/kg 


kJ/kg 


kJ/kg - K 


p = 0.4 bar = 0.04 MPa 
(Та = —50.36°С) 


Sat. 


Sat. 


2.6795 1264.54 
2.6841 1265.11 
2.7481 1273.05 


2.8118 1281.01 
2.8753 1288.96 
2.9385 1296.93 


3.0015 1304.90 
3.0644 1312.88 
3.1271 1320.87 


3.1896 1328.87 
3.2520 1336.88 
3.3142 1344.90 
3.3764 1352:95 





137172 
1372.48 
1382.98 


1393.48 
1403.98 
1414.47 


1424.96 
1435.46 
1445.95 


1456.45 
1466.95 
1477.47 
1488.00 





p — 0.8 bar — 0.08 MPa 
(Т... = —37.94°С) 


1.4021 1279.61 
1.4215 1284.51 
1.4543 1292.81 


1.4868 1301.09 
1.5192 1309.36 
1.5514 1317.61 


1.5834 1825285 
1.6153 1334.09 
1.6471 1342.31 


1.6788 1350.54 
1.7103 1358.77 
1.7418 1367.01 
1.7732 1375.25 








1391.78 
1398.23 
1409.15 


1420.04 
1430.90 
1441.72 


1452.53 
1463.31 
1474.08 


1484.84 
1495.60 
1506.35 

1517.10 





р = 1.5 Баг = 0.15 МРа 
(Ты = —25.22°C) 


0.7787 1293.80 
0.7795 1294.20 
0.7978 1303.00 


0.8158 1311.75 
0.8336 1320.44 
0.8514 1329.08 


0.8689 1337.68 
0.8864 | 1346.25 
0.9037 1354.78 


0.9210 1363.29 
0.9382 1371.79 
0.9553 1380.28 
0.9723 1388.76 








1410.61 
1411.13 
1422.67 


1434.12 
1445.49 
1456.79 


1468.02 
1479.20 
1490.34 


1501.44 
1512.51 

1523.56 
1534.60 


1.8630 
1.9061 
1.9491 


1.9918 
2.0343 
2.0766 


2.1188 

2.1609 
2.2028 
2.2446 


p - 0.6 bar — 0.06 MPa 
(Teat = —43.28°С) 


127327 


1278.62 
1286.75 
1294.88 


1303.01 
1З1 13 
1319.25 


1327.37 
1335.49 
1343.61 
1351.75 








1383.34 


1390.40 
1401.12 
1411.83 


1422.52 
1433.19 
1443.85 


1454.50 
1465.14 
1475.78 
1486.43 


6.0490 
6.0946 
6.1390 


6.1826 
6.2251 
6.2668 


6.3077 
6.3478 
6.3871 





6.4257 


p — 1.0 bar — 0.10 MPa 
(Ты. = —33.60°C) 


1284.61 


1290.71 


1299/15 
1307.57 
1315.96 


1324.33 
1332.67 
1341.00 


1349.33 
1357.64 
1365.95 





1374.27 





1398.41 


1406.44 


1417.53 
1428.58 
1439.58 


1450.54 
1461.47 
1472.37 


1483.25 

1494.11 

1504.96 
1515.80 





p - 2.0 bar - 0.20 MPa 
(Та = —18.86°C) 


0.59460 


0.60542 
0.61926 
0.63294 


0.64648 
0.65989 
0.67320 


0.68640 
0.69952 
0.71256 
0.72553 


1300.39 


1307.43 
1316.46 
1325.41 


1334.29 
1343.11 
1351.87 


1360.59 
1369.28 
1377.93 





1386.56 





1419.31 


1428.51 
1440.31 
1452.00 


1463.59 
1475.09 
1486.51 


1497.87 
1509.18 
1520.44 
1531.67 


5.6328 
5.6781 
5.7221 


5.7649 
5.8066 
5.8473 


5.8871 
5.9260 
5.9641 





6.0014 
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TABLE A-15 
(Continued) 
T v u h 5 v u h 5 
6 п/е Mkg К/в — kkg-K — тәуке — M/kg — ЮКЕ ^ k/kg-K 
p — 2.5 bar — 0.25 MPa p — 3.0 bar — 0.30 MPa 
ПН. (Ка = = 13.670) 0 MAMMA Tec RR 
Sat. 0.48213 | 1305.49 | 1426.03 5,5190 0.40607 | 1309.65 1431.47 5.4554 
—10 0.49051 1312.37 | 1435.00 5.5534 
=5 0.50180 1321.65 | 1447.10 5,5989 0.41428 1317.80 | 1442.08 5.4953 
0 0.51293 1330.83 | 1459.06 5.6431 0.42382 | 1327.28 | 1454.43 5.5409 
5 0.52393 | 1339.91 1470.89 5.6860 0.43323 | 1336.64 | 1466.61 5,5851 
10 0.53482 | 1348.91 | 1482.61 | 5.7278 0.44251 | 1345.89 | 1478.65 | 5.6280 
15 0.54560 1357.84 | 1494.25 5.7685 0.45169 1355.05 | 1490.56 5.6697 
20 0.55630 | 1366.72 | 1505.80 5.8083 0.46078 | 1364.13 1502.36 5.7103 
25 0.56691 | 1375.55 | 1517.28 | 5.8471 0.46978 | 1373.14 | 1514.07 | 5.7499 
30 0.57745 | 1384.34 | 1528.70 | 5.8851 0.47870 | 1382.09 | 1525.70 | 5.7886 
35 0.58793 | 1393.10 1540.08 5.9223 0.48756 | 1391.00 | 1537.26 5.8264 
40 0.59835 | 1401.84 | 1551.42 | 5.9589 0.49637 | 1399.86 | 1548.77 | 5.8635 
45 0.60872 | 1410.56 | 1562.74 | 5.9947 0.50512 | 1408.70 | 1560.24 | 5.8998 
s viu pp нанела wirenpsc ced E Edd 
mm Ma = 75300 — PEE, сина, о RR 
Sat. 0.35108 1313.14 | 1436.01 5.4016 0.30942 | 1316.12 1439.89 5.3548 
0 0.36011 1323.66 | 1449.70 514522 (0521227 1319.95 | 1444.86 533731 
10 0.37654 | 1342.82 | 1474.61 5.5417 0.32701 1339.68 | 1470.49 5.4652 
20 0.39251 1361.49 | 1498.87 5.6259 0.34129 1358.81 1495.33 5,5515 
30 0.40814 | 1379.81 | 1522.66 | 5.7057 0.35520 | 1377.49 | 1519.57 | 5.6328 
40 0.42350 | 1397.87 | 1546.09 5.7818 0.36884 | 1395.85 | 1543.38 5.7101 
60 0.45363 | 1433.55 1592.32 5.9249 0.39550 1431:972 81590717 5.8549 
80 0.48320 | 1469.06 | 1638.18 6.0586 0.42160 | 1467.77 | 1636.41 5.9897 
100 0.51240 | 1504.73 | 1684.07 6.1850 0.44733 | 1503.64 | 1682.58 6.1169 
120 0.54136 1540.79 | 1730.26 6.3056 0.47280 | 1539.85 | 1728.97 6.2380 
140 0.57013 | 1577.38 | 1776.92 | 6.4213 0.49808 | 1576.55 | 1775.79 | 6.3541 
160 0.59876 | 1614.60 | 1824.16 6.5330 0.52323 1613.86 | 1823.16 6.4661 
180 0.62728 | 1652.51 | 1872.06 | 6.6411 0.54827 | 1651.85 | 1871.16 | 6.5744 
200 0.65572 1691.15 1920.65 6.7460 0.57322 | 1690.56 1919.85 6.6796 
ОТУ ее ано MEE ОД ME 
ПН (а = 1250 05 5 ПН —— 
Sat. 0.27671 131877512 81443:25 533195 0.25034 1321.02 | 1446.19 520/765 
10 0.28846 | 1336.48 | 1466.29 5.3962 0.25757 1333.22 | 1462.00 533990 
20 0.30142 | 1356.09 | 1491.72 5.4845 0.26949 | 1353.32 | 1488.06 5.4234 
30 0.31401 | 1375.15 | 1516.45 | 5.5674 0.28103 | 1372.76 | 1513.28 | 5.5080 
40 0.32631 | 1393.80 | 1540.64 | 5.6460 0.29227 | 1391.74 | 1537.87 | 5.5878 
60 0.35029 | 1430.37 | 1588.00 5.7926 0.31410 1428.76 | 1585.81 5.7362 
80 0.37369 | 1466.47 | 1634.63 5.9285 0.33535 | 1465.16 | 1632.84 5.8733 
100 0.39671 1502.55 1681.07 6.0564 0.35621 1501.46 | 1679.56 6.0020 
120 0.41947 | 1538.91 | 1727.67 | 6.1781 0.37681 | 1537.97 | 1726.37 | 6.1242 
140 0.44205 | 1575.73 | 1774.65 | 6.2946 0.39722 | 1574.90 | 1773.51 | 6.2412 
160 0.46448 | 1613.13 | 1822.15 | 6.4069 0.41749 | 1612.40 | 1821.14 | 6.3537 
180 0.48681 | 1651.20 | 1870.26 | 6.5155 0.43765 | 1650.54 | 1869.36 | 6.4626 
200 0.50905 | 1689.97 1919.04 6.6208 0.45771 1689.38 | 1918.24 6.5681 
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(Continued) 





100 


120 
140 
160 


180 
200 


Sat. 
20 
30 


40 
50 
60 


80 
100 
120 


140 
160 
180 
200 


Sat. 
30 
40 


50 
60 
80 


100 
120 
140 


160 
180 
200 


0.22861 
0.23227 
0.24335 


0.25403 
0.26441 
0.27454 


0.28449 
0.30398 
0.32307 


0.34190 
0.36054 
0.37903 


0.39742 
0.41571 


р = 5.5 bar = 0.55 MPa 
(Т = 6.79°C) 


1323.06 
1329.88 
1350.50 


1370.35 
1389.64 
1408.53 


1427.13 
1463.85 
1500.36 


1537.02 
1574.07 
1611.66 


1649.88 
1688.79 





1448.80 
1457.63 
1484.34 


1510.07 
1535.07 
1559.53 


1583.60 
1631.04 
1678.05 


1725.07 
1772:37 
1820.13 


1868.46 
1917.43 





p = 7.0 bar = 0.70 MPa 
(Tsa = 13.79°С) 


0.18148 
0.18721 
0.19610 


0.20464 
0.21293 
0.22101 


0.23674 
0.25205 
0.26709 


0.28193 
0.29663 
0.31121 
0.32571 


1328.04 
1341.72 
1362.88 


1383.20 
1402.90 
1422.16 


1459.85 
1497.02 
1534.16 


1571.57 
1609.44 
1647.90 
1687.02 





1455.07 
1472.77 
1500.15 


1526.45 
1551.95 
1576.87 


1625.56 
1673.46 
1721.12 


1768.92 
1817.08 
1865.75 
1915.01 





p — 9.0 bar — 0.90 MPa 
(Tsa = 21.52°C) 


0.14239 
0.14872 
0.15582 


0.16263 
0.16922 
0.18191 


0.19416 
0.20612 
0.21788 


0.22948 
0.24097 
0.25237 


1332.82 
1352.36 
1374.21 


1395.11 
1415.32 
1454.39 


1492.50 
1530.30 
1568.20 


1606.46 
1645.24 
1684.64 








1460.97 
1486.20 
1514.45 


1541.47 
1567.61 
1618.11 


1667.24 
1715.81 
1764.29 


1813.00 
1862.12 
1911.77 


0.21038 
0.21115 
0.22155 


0.23152 
0.24118 
0.25059 


0.25981 
0.27783 
0.29546 


0.31281 
0.32997 
0.34699 


0.36390 
0.38071 


p = 6.0 bar = 0.60 MPa 
(Та = 9.27°С) 


1324.89 
1326.47 
1347.62 


1367.90 
1387.52 
1406.67 


1425.49 
1462.52 
1499.25 


1536.07 
1573.24 
1610.92 


1649.22 
1688.20 








1451.12 
1453.16 
1480.55 


1506.81 
1532:23 
1557.03 


1581.38 
1629.22 
1676.52 


1723.76 
1771.22 
1819.12 


1867.56 
1916.63 





p — 8.0 bar — 0.80 MPa 
(Tsat = 17.84°C) 


0.15958 
0.16138 
0.16948 


0.17720 
0.18465 
0.19189 


0.20590 
0.21949 
0.23280 


0.24590 
0.25886 
0.27170 
0.28445 


1330.64 
1985759 
1357.71 


1378.77 
1399.05 
1418.77 


1457.14 
1494.77 
1532.24 


1569.89 
1607.96 
1646.57 
1685.83 








1458.30 
1464.70 
1493.29 


1520.53 
1546.77 
1572.28 


1621.86 
1670.37 
1718.48 


1766.61 
1815.04 
1863.94 
1913.39 





p = 10.0 bar = 1.00 MPa 
(Та = 24.89°C) 


0.12852 
0.13206 
0.13868 


0.14499 
0.15106 
0.16270 


0.17389 
0.18478 
0.19545 


0.20598 
0.21638 
0.22670 


1334.66 
1346.82 
1369.52 


1391.07 
1411.79 
1451.60 


1490.20 
1528.35 
1566.51 


1604.97 
1643.91 
1683.44 








1463.18 
1478.88 
1508.20 


1536.06 
1562.86 
1614.31 


1664.10 
1713.13 
1761.96 


1810.94 
1860.29 
1910.14 
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TABLE А-15 
(Continued)  — d 
T v u h 5 v u h 5 
„с m/kg — Ю/КЕ — Wks К/КЕ "К тука — Кук ^— kj/kg К/КЕ-К 
p — 12.0 bar - 1.20 MPa p — 14.0 bar — 1.40 MPa 
(Ta = 30.90 са зала Ma = 36.2600) 22, 
Sat. 0.10751 1337.52 | 1466.53 4.9625 0.09231 1339.56 | 1468.79 4.9050 
40 0.11287 1359.73 1495.18 5.0553 0.09432 | 1349.29 1481.33 4.9453 
60 0.12378 | 1404.54 1553.07 5.2347 0.10423 1396.97 | 1542.89 5.1360 
80 0.13387 1445.91 1606.56 5.3906 0.11324 1440.06 | 1598.59 5.2984 
100 0.14347 1485.55 1657.71 5.5315 0.12172 1480.79 1651.20 5,4433 
120 0.15275 1524.41 1707.71 5.6620 0.12986 1520.41 1702.21 5,5765 
140 0.16181 1563.09 1757.26 5,7850 0.13777 1559.63 1752.52 5.7013 
160 0.17072 1601.95 | 1806.81 5.9021 0.14552 1598.92 | 1802.65 5.8198 
180 0.17950 1641.23 | 1856.63 6.0145 0.15315 1638.53 1852.94 5.9333 
200 0.18819 1681.05 | 1906.87 6.1230 0.16068 | 1678.64 | 1903.59 6.0427 
220 0.19680 1721.50 1957.66 6.2282 0.16813 1719.35 1954.73 6.1485 
240 0.20534 | 1762.63 | 2009.04 6.3303 0.17551 1760.72 | 2006.43 6.2513 
260 0.21382 | 1804.48 | 2061.06 6.4297 0.18283 | 1802.78 | 2058.75 6.3513 
280 0.22225 1847.04 2113.74 6.5267 0.19010 1845.55 2111.69 6.4488 
cA страте emm egens 
(Ta = 41.030 2 -алида (Ta = 45.380 —— 55 
Sat. 0.08079 | 1340.97 | 1470.23 4.8542 0.07174 1341.88 1471.01 4.8086 
60 0.08951 1389.06 | 1532.28 5.0461 0.07801 | 1380.77 1521.19 4.9627 
80 0.09774 | 1434.02 | 1590.40 5,2156 0.08565 1427.79 1581.97 5,1399 
100 0.10539 1475.93 | 1644.56 5.3648 0.09267 | 1470.97 1637.78 5.2937 
120 0.11268 1516.34 | 1696.64 5.5008 0.09931 1512.22 | 1690.98 5.4326 
140 0.11974 1556.14 1747.72 5.6276 0.10570 1552.61 1742.88 5.5614 
160 0.12663 1595.85 | 1798.45 5.7475 0.11192 1592.76 | 1794.23 5.6828 
180 0.13339 1635.81 1849.23 5.8621 0.11801 1633.08 | 1845.50 5.7985 
200 0.14005 1676.21 1900.29 5.9723 0.12400 | 1673.78 | 1896.98 5.9096 
220 0.14663 1717.18 1951.79 6.0789 0.12991 1715.00 | 1948.83 6.0170 
240 0.15314 1758.79 | 2003.81 6.1823 0.13574 1756.85 | 2001.18 6.1210 
260 0.15959 1801.07 | 2056.42 6.2829 0.14152 1799.35 | 2054.08 6.2222 
280 0.16599 | 1844.05 2109.64 6.3809 0.14724 1842.55 2107.58 6.3207 

















p = 20.0 bar = 2.00 MPa 
(Tsat = 49.37°C) 


Sat. 0.06445 1342.37 1471.26 4.7670 
60 0.06875 | 1372.05 | 1509.54 4.8838 


80 0.07596 | 1421.36 | 1573.27 5.0696 


100 0.08248 | 1465.89 | 1630.86 5.2283 
120 0.08861 | 1508.03 | 1685.24 5.3703 
140 0.09447 | 1549.03 | 1737.98 5.5012 


160 0.10016 | 1589.65 | 1789.97 5.6241 
180 0.10571 | 1630.32 | 1841.74 5.7409 
200 0.11116 1671.33 | 1893.64 5.8530 


220 0.11652 1712.82 | 1945.87 5.9611 
240 0.12182 | 1754.90 | 1998.54 6.0658 
260 0.12706 | 1797.63 | 2051.74 6.1675 
280 0.13224 | 1841.03 | 2105.50 6.2665 
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Properties of Saturated Propane (Liquid-Vapor): Temperature Table 



















































Е Specific Volume Internal Energy Enthalpy Entropy 
ТЕРЕ м, MN m. M m 
Sat Sat Sat. Sat Sat Sat Sat Sat 

Temp Press Liquid Vapor Liquid Vapor Liquid Evap Vapor Liquid Vapor | Temp 

°C bar v, x 10° Ug ц и; hi hig hg 5 Sg "C 
—100 0.02888 1.553 11.27 =128Л зло 5 — 128 л 8907/2 189352108 6 — 076349 12:140 Е 100 
90 0.06426 1.578 5.345 ~ 107.8 113293 — 107:8 1 4714 | 3656 | 2051971 722055 590 
—80 0.1301 1.605 Du 2:97:08 83393 2207208 84627210375: 722 | 2 024087| 1:986 -80 
—70 0.2434 1.633 1:551 т 65.87 |3705 z:65:82 | Д53Л 387.37 | 0-301 1929 —70 
—60 0.4261 1.663 0.9234 —44.4 | 359.9 14:980 КАНУ БИ 39928 07198 1.883 —60 
—50 0.7046 1.694 0.5793 -22,5-| 370.4 —22.4 | 433.6 411.2 | —0.098 | 1.845 -50 
-40 1.110 1.728 0.3798 -0.2 | 381.0 0.0 | 423.2 | 423.2 0.000 | 1.815 -40 
—30 1.677 1.763 0.2585 22.6 | 391.6 22.9. | 4129 435.0 0.096 | 1.791 =30 
--20 2.444 1.802 0.1815 45.9 | 402.4 46.3 | 400.5 | 446.8 0.190 1.772 -20 
-10 3.451 1.844 0.1309 69.8 | 413.2 70.4 | 388.0 | 458.4 0.282 | 1.757 —10 
0 4.743 1.890 0.09653 9228 А2856 95.1 | 374.5 | 469.6 [ЕУ ДИ АБ 0 
4 5.349 1.910 0.08591 104.2 | 428.1 105.3 | 368.8 | 474.1 0.410 | 1.741 4 
8 6.011 1.931 0.07666 11/7329 1843273 1155 60562 OM 787 074460 712737 8 
12 6.732 1.952 0.06858 124.6 | 436.5 125:9 6356-80 78277 0.482 | 1.734 12 
16 7.515 1.975 0.06149 135.0 | 440.7 1364 350758 618639 0.519 1:731 16 
20 8.362 1.999 0.05525 145.4 | 444.8 1471 | 343.9 | 491.0 0.555 1.728 20 
24 9.278 2.024 0.04973 156.1 | 448.9 158.0 | 337.0 | 495.0 0.591 1725 24 
28 10.27 2.050 0.04483 166.9 | 452.9 169.0 | 329.9 | 498.9 0.627 | 1.722 28 
32 11:33 2.078 0.04048 177.8 | 456.7 180.2 | 322.4 | 502.6 0.663 | 1.720 32 
36 12.47 2.108 0.03659 188.9 | 460.6 191.6 | 314.6 | 506.2 0.699 | 1.717 36 
40 13.69 2.140 0.03310 200.2 | 464.3 ОВИ 50650 15096 0 86” | "zu 40 
44 15.00 2.174 0.02997 ЊУ || 4G PWAS) | 230 51279 OTZ | УЉЕ 44 
48 16.40 2211 0.02714 223 НИ ЛЕА 227.0 | 288.9 515.9 08091709 48 
52 17.89 2.250 0.02459 235.3 | 474.6 28980 1827932 851836 0.846 | 1.705 52 
56 19.47 2.293 0.02227 247.4 | 477.7 25192152692 52051 0.884 | 1.701 56 
60 21.16 2.340 0.02015 259.8 | 480.6 264.8 | 258.4 | 523.2 0.921 1.697 60 
65 23.42 2.406 0.01776 275.7 | 483.6 281.4 | 243.8 | 5252 0.969 | 1.690 65 
70 25.86 2.483 0.01560 292.3 | 486.1 298.7 | 2277 | 526.4 1.008 | 1.682 70 
75 28.49 2.573 0.01363 309.5 | 487.8 316.8 | 209.8 | 526.6 1.069 | 1.671 75 
80 31.31 2.683 0.01182 327.6 | 488.2 336.0 | 189.2 | 525.2 1122 1.657 80 
85 34.36 2.827 0.01011 347.2 | 486.9 356.9 | 164.7 | 521.6 1.178 1.638 85 
90 37.64 3.038 0.008415 369.4 | 482.2 380:8 | S3: 513.9 1.242 | 1.608 90 
95 41.19 3.488 0.006395 399.8 | 467.4 414.2 29:58 1949377. 1.330 | 1.546 95 

42.48 0.004535 





v; — (table value)/1000 
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Properties of Saturated Propane (Liquid-Vapor): Pressure Table 


Specific Volume 


m?/kg 
Sat. Sat 
Temp Liquid Vapor 
°C v; x 10? Ug 
—93.28 1.570 6.752 
—83.87 1.594 3.542 
—69.55 1.634 1.513 
—56.93 1.672 0.7962 
—48.68 1.698 0.5467 
—42.38 1.719 0.4185 
—25.43 1.781 0.2192 
—14.16 1.826 0.1496 
—5.46 1.865 0:1137 
1.74 1.899 0.09172 
7.93 1.931 0.07680 
13.41 1.960 0.06598 
18.33 1.989 0.05776 
22.82 2.016 0.05129 


26.95 2.043 0.04606 


30.80 2.070 0.04174 
34.39 2.096 0.03810 


37:77 2.122 0.03499 
40.97 2.148 0.03231 
44.01 2.174 0.02997 
46.89 2.200 0.02790 
49.65 2227 0.02606 
52.30 2.253 0.02441 
54.83 2.280 0.02292 
57.27 2.308 0.02157 
61.90 2.364 0.01921 
66.21 2.424 0.01721 
70.27 2.487 0.01549 
74.10 2.555 0.01398 
7472 2.630 0.01263 
86.01 2.862 0.009771 
93.38 32790 0.007151 
96.70 4.535 0.004535 





























v; = (table value)/1000 
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TABLE A-18 





Properties of Superheated Propane Vapor 









































T о и ћ 5 v u h 5 
26 mkg М/ж J/kg kg КЕ M/kg М/ж Қ/ж-К 
p — 0.05 bar — 0.005 MPa p — 0.1 bar — 0.01 MPa 
а Fa 5 723280 es] Ma = —83.870 0. 
Sat. 6.752 326.0 | 359.8 2.081 3.542 3967229 83703 2.011 
—90 6.877 329.4 | 363.8 2.103 
ES 7.258 339.8 | 376.1 2.169 3.617 88954 137577. 2.057 
—70 7.639 350.6 | 388.8 2.233 3.808 350.3 | 388.4 2.101 
—60 8.018 361.8 | 401.9 2.296 3.999 361.5 | 401.5 2.164 
—50 8.397 373.3 | 4153 2.357 4.190 3732 415.0 2.226 
-40 8.776 885419 129% 2.418 4.380 385.0 | 428.8 2.286 
E230) 9.155 897 N ЛЛ? 2.477 4.570 397.3 | 443.0 2.346 
2220 9.533 410.1 457.8 2.536 4.760 410.0 | 457.6 2.405 
—10 9.911 423.2 | 472.8 2.594 4.950 423.1 | 472.6 2.463 
0 10.29 436.8 | 488.2 2.652 5.139 436.7 | 488.1 2.520 
10 10.67 450.8 | 504.1 2.709 5.329 450.6 | 503.9 2.578 
20 11.05 270.6 | 520.4 2.765 5.518 4651 | 520.3 2.634 
—— qe qa дының пи Coe eT ШИН 
КҮРТ (Ка = 756930 — „(а = 42380 ss 
Sat. 0.796 363.1 | 402.9 1.871 0.4185 37858 842023 1.822 
=50) 0.824 Sills) 1225 1.914 
БЕЛ) 0.863 383.4 | 426.6 1.976 0.4234 381514238 1657 
—30 0.903 396.0 | 441.1 2.037 0.4439 394.2 | 438.6 1.899 
—20 0.942 408.8 | 455.9 2.096 0.4641 407.3 | 453.7 1.960 
—10 0.981 422.1 471.1 2.155 0.4842 420.7 | 469.1 2.019 
0 1.019 435.8 | 486.7 2.213 0.5040 434.4 | 484.8 2.078 
10 1.058 449.8 | 502.7 2.2/1 0.5238 448.6 | 501.0 2.136 
20 1.096 464.3 519.1 2326 0.5434 463.3 517.6 2.194 
30 1.135 479.2 | 535.9 2.384 0.5629 478.2 | 534.5 2.251 
40 1473 494.6 | 553.2 2.440 0.5824 493.7 551.9 2.307 
50 1.211 510.4 | 570.9 2.496 0.6018 | 509.5 | 569.7 2.363 
60 1.249 526.7 | 589.1 2.551 0.621 525.8 | 587.9 2.419 
И қылы eT eT ыны пина 
"me. (Ба = 725.570 00 (ва = – 14.160) use 
Sat. 0.2192 396.6 | 440.4 1.782 0.1496 408.7 | 453.6 1.762 
E20 0.2251 404.0 | 449.0 1.816 
- 10) 0.2358 417.7 | 464.9 ШӨЛІ 0.1527 414.7 | 460.5 1.789 
0 0.2463 431.8 | 481.1 1.938 0.1602 429.0 | 477.1 1.851 
10 0.2566 | 446.3 | 497.6 1.997 0.1674 | 443.8 | 494.0 1.912 
20 0.2669 | 4611 | 514.5 2.056 0.1746 | 458.8 | 5112 1.971 
30 0.2770 276238 855/572 2.113 0.1816 АЛА 052897 2.030 
40 0.2871 491.9 | 549.3 2.170 0.1885 490.1 | 546.6 2.088 
50 0.2970 | 5079 | 5673 2227 0.1954 | 506.2 | 564.8 2.145 
60 0.3070 524.3 | 585.7 2.283 0.2022 522.7 | 583.4 2.202 
70 0.3169 541.1 | 604.5 2.339 0.2090 539.6 | 602.3 2.258 
80 0.3267 558.4 | 623.7 2.394 0.2157 557.0 | 621.7 2.314 
90 0.3365 576.1 | 643.4 2.449 0.2223 574.8 | 641.5 2.369 
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TABLE А-18 
(Continued) NINE RR E E 
T v u h s о и ћ 5 
26 КЕ М/ж  k/kg  M/kg-K т/ю K/kg ККЕ — K/kg - K 
p — 4.0 bar — 0.4 MPa p — 5.0 bar — 0.5 MPa 
VE (Ба = —546 0 5o КОО. Phi NR 
СЕЊ OEV 418.0 | 463.5 1.751 0.09172 | 425.7 | 471.6 1.743 
0 0.1169 | 426.1 | 472.9 1.786 
10 0.1227 | 4412 | 490.3 1.848 0.09577 | 438.4 | 486.3 1.796 
20 0.1283 | 456.6 | 507.9 1.909 0.1005 | 454.1 | 504.3 1.858 
30 0.1338 | 472 | 525.7 1.969 0.1051 | 470.0 | 522.5 1.919 
40 0.1392 | 488.1 | 543.8 | 2.027 0.1096 | 486.1 | 540.9 1.979 
50 0.1445 | 504.4 | 562.2 | 2.085 0.1140 | 502.5 | 559.5 2.038 
60 0.1498 | 5211 | 5810 | 2.143 0.1183 519.4 | 578.5 2.095 
70 0.1550 | 538.1 | 600.1 2.199 0.1226 | 536.6 | 597.9 | 2.153 
80 0.1601 555.7 | 619.7 | 2.255 0.1268 | 554.1 | 617.5 2.209 
90 0.1652 | 573.5 | 639.6 | 2.311 0.1310 | 572.1 | 637.6 | 2.265 
100 0.1703 | 591.8 | 659.9 | 2.366 0.1351 590.5 | 658.0 | 2.321 
100 0,754 | 610.4 | 680.6 | 2.421 0.1392 | 609.3 | 678.9 | 2.376 
S cis ТІ и Er = E 
nS Uta: MS —— s o ЖОК 
Sat. 0.07680 | 432.2 | 478.3 1.737 0.06598 | 438.0 | 484.2 1.733 
10 0.07769 | 435.6 | 482.2 1.751 
20 0.08187 | 451.5 | 500.6 1.815 0.06847 | 448.8 | 496.7 1.776 
30 0.08588 | 467.7 | 519.2 1.877 0.07210 | 465.2 | 515.7 1.840 
40 0.08978 | 484.0 | 537.9 1.938 0.07558 | 481.9 | 534.8 1.901 
50 0.09357 | 500.7 | 556.8 1.997 0.07896 | 498.7 | 554.0 1.962 
60 0.09729 | 517.6 | 576.0 | 2.056 0.08225 | 515.9 | 573.5 2.021 
70 0.1009 | 535.0 | 595.5 | 2.113 0.08547 | 533.4 | 593.2 | 2.079 
80 0.1045 | 552.7 | 615.4 | 2.170 0.08863 | 551.2 | 613.2 | 2.137 
90 0.1081 | 570.7 | 635.6 | 2.227 0.09175 | 569.4 | 633.6 | 2.194 
100 0.1116 589.2 | 656.2 | 2.283 0.09482 | 587.9 | 654.3 | 2.250 
100 0.1151 608.0 | 677.1 2.338 0.09786 | 606.8 | 675.3 | 2.306 
120 0.1185 627.3 | 698.4 | 2.393 0.1009 | 626.2 | 696.8 | 2.361 
лынын а ae E cer eT наның 
— (ы = 18.380) 00 и (ва = 22820) 0. 
Sat. 0.05776 | 443.1 | 489.3 1.729 0.05129 | 447.2 | 493.8 1.726 
20 0.05834 | 445.9 | 492.6 1.740 
30 0.06170 | 462.7 | 512.1 1.806 0.05355 | 460.0 | 508.2 1.774 
40 0.06489| 479.6 | 531.5 1.869 0.05653 | 477.2 | 528.1 1.839 
50 0.06796 | 496.7 | 551.1 1.930 0.05938 | 494.7 | 548.1 1.901 
60 0.07094 | 514.0 | 570.8 1.990 0.06213 | 512.2 | 568.1 1.962 
70 0.07385 | 531.6 | 590.7 | 2.049 0.06479 | 530.0 | 588.3 | 2.022 
80 0.07669 | 549.6 | 611.0 | 2.107 0.06738 | 548.1 | 608.7 | 2.081 
90 0.07948 | 567.9 | 631.5 | 2.165 0.06992 | 566.5 | 629.4 | 2.138 
100 0.08222 | 586.5 | 652.3 | 2.221 0.07241 | 585.2 | 650.4 | 2.195 
110 0.08493 | 605.6 | 673.5 2.277 0.07487 | 604.3 | 671.7 | 2.252 
120 0.08761 | 625.0 | 695.1 2.333 0.07729 | 623.7 | 693.3 | 2.307 
130 0.09026 | 644.8 | 717.0 | 2.388 0.07969 | 643.6 | 715.3 | 2.363 
140 0.09289 | 665.0 | 739.3 | 2.442 0.08206 | 663.8 | 7377 | 2.418 
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р = 12.0 bar = 1.2 MPa 




















TABLE А-18 
(Continued) 
T г и һ 5 
"С т?/Ке kJ/kg kJ/kg kJ/kg - К 
p = 10.0 bar = 1.0 MPa 
a Та 26.950) 0. 
Sat. 0.04606 | 451.8 | 497.9 1,723 
30 0.04696 | 457.1 | 504.1 1.744 
40 0.04980 | 474.8 | 524.6 1.810 
50 0.05248 | 492.4 | 544.9 1.874 
60 0.05505 | 510.2 | 565.2 1.936 
70 0.05752 | 528.2 | 585.7 1.997 
80 0.05992 | 546.4 | 606.3 2.056 
90 0.06226 | 564.9 | 627.2 2.114 
100 0.06456 | 583.7 | 648.3 251772 
110 0.06681 | 603.0 | 669.8 2.228 
120 0.06903 | 622.6 | 691.6 2.284 
130 0.07122 | 642.5 /13.7 2.340 
140 0.07338 | 662.8 | 736.2 2.395 
— ТҮТУ ніні 
"EUN CS 5, E 
Sat. 003231 (265.2 115104 1.714 
50 0.03446 | 482.6 | 530.8 1.778 
60 0.03664 | 501.6 | 552.9 1.845 
70 0.03869 | 520.4 | 574.6 1.909 
80 0.04063 | 539.4 | 596.3 1.972 
90 0.04249 | 558.6 | 618.1 2.033 
100 0.04429 | 577.9 | 639.9 2.092 
110 0.04604 | 597.5 | 662.0 2.150 
120 0.04774 | 617.5 | 684.3 2.208 
130 0.04942 | 637.7 | 706.9 2.265 
140 0.05106 | 658.3 | 729.8 2:321 
150 0.05268 | 679.2 | 753.0 2.376 
160 0.05428 | 700.5 | 776.5 2.431 
е. КЕЛ TT E 
ss Ag = 523070) s 
Sat. 0.02441 | 474.9 | 518.8 1.705 
60 0.02606 | 491.1 | 538.0 1.763 
70 0.02798 511.4 | 561.8 1.834 
80 0.02974 | 531.6 | 585.1 1.901 
90 0.03138 551.5 | 608.0 1.965 
100 0.03293 | 571.5 | 630.8 2.027 
110 01024458 85915722 1865272 2.087 
120 0.03586 | 612.1 | 676.6 2.146 
130 0.03726 | 632.7 | 699.8 2.204 
140 0.03863 | 653.6 | 723.1 2.262 
150 0.03996 | 674.8 | 746.7 2.318 
160 0.04127 | 696.3 | 770.6 2.374 
170 0.04256 | 718.2 | 794.8 2.429 
180 0.04383 | 740.4 | 819.3 2.484 











0.03810 


0.03957 


0.04204 
0.04436 
0.04657 


0.04869 
0.05075 
0.05275 


0.05470 
0.05662 
0.05851 

0.06037 


(T. = 34.39*C) 











p — 16.0 bar - 1.6 MPa 


(Та = 46.890) 


0.02790 
0.02861 
0.03075 


0.03270 
0.03453 
0.03626 


0.03792 
0.03952 
0.04107 


0.04259 
0.04407 
0.04553 
0.04696 








0.02157 
0.02216 
0.02412 


0.02585 
0.02744 
0.02892 


0.03033 
0.03169 
0.03299 


0.03426 
0.03550 
0.03671 


0.03790 
0.03907 


470.4 | 515.0 
476-7 |5225 
496.6 | 545.8 
516.2 | 568.5 
535.7 | 590.9 
555.2 | 613.2 
BEES 69575 
594.7 | 657.9 
614.8 | 680.5 
635.3 | 703.4 
656.0 | 726.5 
677.1 749.9 
698.5 | 773.6 
= 20.0 bar = 2.0 
(Ка = 57.27%) 
478.7 | 521.8 
484.8 | 529.1 
506.3 | 554.5 
527.1 578.8 
547.6 | 602.5 
568.1 625.9 
588.5 | 649.2 
609.2 | 672.6 
630.0 | 696.0 
651.2 719.7 
672.5 | 743.5 
694.2 | 767.6 
716.2 | 792.0 
738.5 | 816.6 
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TABLE А-18 
(Continued) RN IIR RR И 
T v u h 5 v u h 5 
„С m/kg — M/kg Кука  k/ke-K — ә kg Кук Кука — kj/kg-K 
p — 22.0 bar — 2.2 MPa p — 24.0 bar — 2.4 MPa 

(Та = 61.90°C) ___(Па = 6620) 
Sat. 0.01921 481.8 | 524.0 1.695 0.01721 484.3 | 525.6 1.688 
70 0.02086 | 500.5 | 546.4 1.761 0.01802 | 493.7 | 536.9 1722 
80 0.02261552241572 1.834 0.01984 517.0 | 564.6 1.801 
90 0.02417 | 543.5 | 596.7 1.903 0.02141 539.0 | 590.4 1:873 
100 0.02561 | 564.5 | 620.8 1.969 0.02283 | 560.6 | 615.4 1.941 
110 0.02697 | 585.3 | 644.6 2.032 0.02414 581.9 | 639.8 2.006 
120 0.02826 | 606.2 | 668.4 2.093 0.02538 | 603.2 | 664.1 2.068 
130 0.02949 | 627.3 | 692.2 2153 0.02656 | 624.6 | 688.3 2.129 
140 0.03069 | 648.6 | 716.1 2:211 0.02770 | 646.0 | 712.5 2.188 
150 0.03185 | 670.1 740.2 2.269 0.02880 | 667.8 | 736.9 2.247 
160 0.03298 | 691.9 | 764.5 2.326 0.02986 | 689.7 761.4 2.304 
170 0.03409 | 714.1 789.1 2.382 0.03091 711.9 | 786.1 2.360 
180 0.03517 | 736.5 813.9 2.437 0.03193 | 734.5 811.1 2.416 

"ES ПИ ЕЕЕ 

„(Та =7027 Оу yj aaa (Ка = 77720) 2. 
Sat. 0.01549 | 486.2 | 526.5 1.681 0.01263 | 488.2 | 526.0 1.664 
80 0.01742 Sit 01556: 1.767 0.01318 495.4 | 534.9 1.689 
90 0701903 1534225837 1.844 0.01506 | 522.8 | 568.0 1.782 
100 0.02045 | 556.4 | 609.6 1.914 0.01654 547.2 | 596.8 1.860 
110 0.02174 | 578.3 | 634.8 1.981 0.01783 | 570.4 | 623.9 1.932 
120 0.02294 | 600.0 | 659.6 2.045 0.01899 | 593.0 | 650.0 1.999 
130 0.02408 | 621.6 | 684.2 2.106 0.02007 | 615.4 | 675.6 2.063 
140 0.02516 | 643.4 | 708.8 2.167 0.02109 | 637.7 | 701.0 2.126 
150 0.02621 | 665.3 | 733.4 2.226 0.02206 | 660.1 726.3 2.186 
160 0.02723 | 687.4 | 758.2 2,283 0.02300 | 682.6 751.6 2.245 
170 0.02821 | 709.9 | 783.2 2.340 0.02390 | 705.4 777. 2.303 
180 0.02918 | 732.5 | 808.4 2.397 0.02478 | 728.3 | 802.6 2.360 
190 0.03012 | 755.5 | 833.8 2.452 0.02563 751.5 | 828.4 2.417 



































Sat. 0.00977 | 486.3 | 520.5 1.633 0.00715 | 474.7 | 503.3 1.574 
90 0.01086 | 502.4 | 540.5 1.688 
100 0012/08 8552-08 085773 1.788 0.00940 | 512.1 | 549.7 1.700 
110 0.01408 | 558.9 | 608.2 1.870 0.01110 | 544.7 | 589.1 1.804 
120 0.01526 | 583.4 | 636.8 1.944 0.01237 | 572.1 | 621.6 1.887 
130 0.01631 | 607.0 | 664.1 2.012 0.01344 | 597.4 | 651.2 1.962 
140 0.01728 | 630.2 | 690.7 2.077 0.01439 | 621.9 | 679.5 2.031 
150 0.01819 | 653.3 | 717.0 2.140 0.01527 | 645.9 | 707.0 2.097 
160 0.01906 | 676.4 | 743.1 2.201 0.01609 | 669.7 | 734.1 2.160 
170 0.01989 | 699.6 | 769.2 2.261 0.01687 | 693.4 | 760.9 2.222 
180 0.02068 | 722.9 | 795.3 2.319 0.01761 717.3 | 787.7 2.281 
190 0.02146 | 746.5 | 821.6 2.376 0.01833 | 741.2 | 814.5 2.340 
200 0.02221 | 770.3 | 848.0 2.433 0.01902 | 765.3 | 841.4 2.397 





Propane 
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TABLE А-19 


Properties of Selected Solids and Liquids: с,, p, and к 


Specific Density, Thermal 
Heat, c, p Conductivity, к 
Substance MEUM ыны (gm) ss NM o esi 
Selected Solids, 300K 
Aluminum 0.903 2700 237 
Coal, anthracite 1.260 1350 0.26 
Copper 0.385 8930 401 
Granite 0.775 2630 2.79 
Iron 0.447 7870 80.2 
Lead 0.129 11300 8558 
Sand 0.800 1520 0.27 
Silver 0.235 10500 429 
Soil 1.840 2050 0.52 
Steel (AISI 302) 0.480 8060 15.1 
Tin (02227. 7310 66.6 
Building Materials, 300K 
Brick, common 0.835 1920 0.72 
Concrete (stone mix) 0.880 2300 1.4 
Glass, plate 0.750 2500 1.4 
Hardboard, siding 1.170 640 0.094 
Limestone 0.810 2320 2.15 
Plywood 1.220 545 0.12 
Softwoods (fir, pine) 1.380 510 0.12 
Insulating Materials, 300K 
Blanket (glass fiber) - 16 0.046 
Согк 1.800 120 0.039 
Duct liner (glass fiber, coated) 0.835 32 0.038 
Polystyrene (extruded) 1.210 55 0.027 
Vermiculite fill (flakes) 0.835 80 0.068 
Saturated Liquids 
Ammonia, 300K 4.818 599.8 0.465 
Mercury, 300K 0.139 13529 8.540 
Refrigerant 22, 300K 1:267 1183.1 0.085 
Refrigerant 134a, 300K 1.434 1199.7 0.081 
Unused Engine Oil, 300K 1.909 884.1 0.145 
Water, 275K 4.211 999.9 0.574 
300K 4.179 996.5 0.613 
325K 4.182 987.1 0.645 
350K 4.195 973.5 0.668 
375K 4.220 956.8 0.681 
400K 4.256 937.4 0.688 





Sources: Drawn from several sources, these data are only representative. Values can vary depending on 
temperature, purity, moisture content, and other factors. 





TABLE A-20 
Ideal Gas Specific Heats of Some Common Gases (kJ/kg: K)  —  — 
са с, k £y С k Cp с; k 
ш ааа ааа - 
K Air Nitrogen, N; Oxygen, 0; K 




















Temp. Carbon Carbon Temp. 
K Dioxide, CO; Monoxide, CO Hydrogen, H; K 
































Source: Adapted from K. Wark, Thermodynamics, 4th ed., McGraw-Hill, New York, 1983, as based on "Tables 
of Thermal Properties of Gases," NBS Circular 564, 1955. 
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TABLE A-21 


Variation of c, with Temperature for Selected Ideal Gases 


с, 
у пат eor eor 


T is in K, equations valid from 300 to 1000 K 


Gas a В x 10? y x 10% ó x 10? g x 10" 
CO 3.710 —1.619 3.692 222-032. 0.240 
CO; 2.401 8.735 — 6.607 2.002 0 
Н, 82057 2.677 — 57510 5:521 =1812 
H50 4.070 —1.108 4.152 —2.964 0.807 
0; 3.626 —1.878 7.055 —6.764 2.156 
N2 3.675 —1.208 2:324 — 0.632 —0.226 
Air 3.653 =1:337 3.294 =1.913 0.2763 
SO; 3.267 5.324 0.684 -5.281 2.559 
CH, 3.826 —3.979 24.558 222733 6.963 
С.Н, 1.410 19.057 24-501 16.391 47155 
ОН, 1.426 11383 7.989 —16.254 6.749 
Monatomic 

gases’ 2.5 0 0 0 0 


“Ғог monatomic gases, such as He, Ne, and Ar, c, is constant over a wide temperature range and is very nearly 
equal to 5/2 R. 


Source: Adapted from К. Wark, Thermodynamics, 4th ed., McGraw-Hill, New York, 1983, as based on NASA SP-273, 
U.S. Government Printing Office, Washington, DC, 1971. 
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TABLE A-22 


Ideal Gas Properties of Air 











when As - 0! when As — 

p h u s? р: U, T h u s? р: =, 
200 199.97 142.56 1.29559 0.3363 1707. 450 451.80 822 6202 1116] 5777598922956 
210 209.97 149.69 1.34444 0.3987 1512; 460 462.02 329.97 2.13407 6.245 211.4 
220 219.97 156.82 1.39105 0.4690 1346. 470 472.24 337.32 2.15604 6.742 200.1 
230 230.02 164.00 1.43557 0.5477 1205. 480 482.49 344.70 2.17760 7.2268 189.5 
240 240.02 Vara 1.47824 0.6355 1084. 490 492.74 352.08 2.19876 7.824 179.7 
250 250.05 178.28 1.51917 0.7329 979. 500 503.02 359.49 2.21952 8.411 170.6 
260 260.09 185.45 1.55848 0.8405 887.8 510 513.32 366.92 2.23993 9.031 162.1 
270 270.11 192.60 1.59634 0.9590 808.0 520 523.63 374.36 2.25997 9.684 154.1 
280 280.13 199.75 1.63279 1.0889 738.0 530 533.98 381.84 2.27967 10.37 146.7 
285 285.14 203.33 1.65055 1.1584 706.1 540 544.35 389.34 2.29906 11.10 139.7 
290 290.16 206.91 1.66802 1.2311 676.1 550 554.74 396.86 2.31809 11.86 1884 
295 29517 210.49 1.68515 1.3068 647.9 560 565.17 404.42 2.33685 12.66 127.0 
300 300.19 214.07 1.70203 1.3860 621.2 570 575.59 ДАО КЕ ЖӘБ5ЗЛ 13.50 20152 
305 305.22 217.67 1.71865 1.4686 596.0 580 586.04 419.55 2.37348 14.38 11527 
310 310.24 221525 1.73498 1.5546 57273 590 596.52 427.15 2.39140 15251 110.6 
315 315.27 224.85 1.75106 1.6442 549.8 600 607.02 434.78 2.40902 16.28 105.8 
320 320.29 228.42 176690 1.7375 528.6 610 617.53 442.42 2.42644 17.30 101.2 
325 325.31 232.02 1.78249 1.8345 508.4 620 628.07 450.09 2.44356 18.36 96.92 
330 330.34 235.61 1.79783 1.9352 489.4 630 638.63 457.78 | 2.46048 19.84 92.84 
340 340.42 242.82 1.82790 2.149 454.1 640 649.22 465.50 2.47716 20.64 88.99 
350 350.49 250.02 1.85708 2.379 42222 650 659.84 473.25 2.49364 21.86 85.34 
360 360.58 257.24 1.88543 2.626 393.4 660 670.47 481.01 2.50985 2348 81.89 
370 370.67 264.46 1.91313 2.892 367.2 670 681.14 488.81 2.52589 24.46 78.61 
380 380.77 271.69 1.94001 SS 343.4 680 691.82 496.62 2.54175 25.85 75.50 
390 390.88 278.93 1.96633 3.481 825 690 70252 БОД АБИ 2 55/31 27.29 72.56 
400 400.98 286.16 1.99194 3.806 301.6 700 713.27 512.33 2.57277 28.80 69.76 
410 411.12 293.43 2.01699 4.153 283.3 710 724.04 520.23 2.58810 30.38 67.07 
420 421.26 300.69 2.04142 4.522 266.6 720 734.82 528.14 2.60319 32.02 64.53 
430 431.43 307.99 2.06533 4.915 251.1 730 745.62 536.07 2.61803 33.72 62.13 
440 441.61 315.30 2.08870 5.332 236.8 740 756.44 544.02 2.63280 35.50 59.82 





1. p, and v, data for use with Eqs. 6.41 and 6.42, respectively. 
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TABLE A-22 

(Continued) 

DEREN RR ТЮ, h and u(kj/kg), 5° (КЈ/КЕ VQ д e 
when As - 0! when As — 

T h u s? р: U, T h u s? р: о; 
750 767.29 551.99 2.64737 8735 57.63 1300 5 95297 81022 3228835273715 330.9 11.275 
760 778.18 560.01 2.66176 39.27 55.54 1320 1419.76 1040.88 3.29160 352.5 10.747 
770 789.11 568.07 2.67595 41.31 53.39 1340 1443.60 1058.94 3.30959 5*3 10.247 
780 800.03 576.12 2.69013 43.35 51.64 1360 1467.49 1077.10 3.32724 399.1 9.780 
790 810.99 584.21 2.70400 45,55 49.86 1380 1491.44 1095.26 3.34474 424.2 9:387 
800 821.95 592.30 2.71787 47.75 48.08 1400 1515.42 1113.52 3.36200 450.5 8.919 
820 843.98 608.59 2.74504 52.59 44.84 1420 1539.44 1131.77 3.37901 478.0 8.526 
840 866.08 624.95 2.77170 57.60 41.85 1440 1563.51 1150.13 3.39586 506.9 8.153 
860 888.27 641.40 2.79783 63.09 39.12 1460 1587.63 1168.49 3.41247 537.1 7.801 
880 910.56 657.95 2.82344 68.98 36.61 1480 1611.79 1186.95 3.42892 568.8 7.468 
900 932.93 674.58 2.84856 75.29 34.31 1500 1635.97 1205.41 3.44516 601.9 7:152 
920 955.38 691.28 2.87324 82.05 32.18 1520 1660287 12285872 3. 16120 636.5 6.854 
940 977.92 708.08 2.89748 89.28 30.22 1540 1684.51 1242.43 3.47712 672.8 6.569 
960 1000.55 725.02 2.92128 97.00 28.40 1560 1708.82 1260.99 3.49276 710.5 6.301 
980 1023.25 741.98 2.94468 | 105.2 26.73 1580055173317 1279.65 3.50829 750.0 6.046 
1000 1046.04 758.94 2.96770 | 114.0 25.17 1600 1757.57 1298.30 3.52364 791.2 5.804 
1020 1068.89 776.10 2.99034 | 123.4 23.72 1620 1782.00 1316.96 3.53879 834.1 5.574 
1040 1091.85 793.36 3.01260 | 133.3 22.39 1640 1806.46 1335.72 3.55381 878.9 5.355 
1060 1114.86 810.62 3.03449 | 143.9 21.14 1660 1830.96 1354.48 3.56867 925.6 5.147 
1080 1137.89 827.88 3.05608 | 155.2 19.98 1680 1855.50 1373.24 3.58335 974.2 4.949 
1100 1161.07 845.33 3.07732 167.1 18.896 1700 1880.1 1392.7 3.5979 1025 4.761 
1120 1184.28 862.79 3.09825 | 179.7 17.886 | 1750 1941.6 1439.8 3.6336 1161 4.328 
1140 1207.57 880.35 3.1883 193.1 16.946 | 1800 2003.3 1487.2 3.6684 1310 3.944 
1160 1230.92 897.91 3.13916 20722 16.064 | 1850 2065.3 1534.9 3.7023 1475 3.601 
1180 1254.34 915.57 3.15916 2222 15.241 1900 2127.4 1582.6 3.7354 1655 3.295 
1200 1277.79 933.33 3.17888 | 238.0 14.470 1950 2189.7 1630.6 3.7677 1852 3.022 
1220 1301.31 951.09 3.19834 | 254.7 13.747 2000 2252.1 1678.7 3.7994 2068 2.776 
1240 1324.93 968.95 3.21751 272.3 13.069 | 2050 2314.6 1726.8 3.8303 2303 2.555 
1260 1348.55 986.90 3.23638 | 290.8 12.435 2100 2377.4 1775.3 3.8605 2559 2.356 
1280 1372.24 1004.76 3.25510 310.4 11.835 2150 2440.3 1823.8 3.8901 2837 2.175 

220088250372 1872.4 3.9191 3138 2.012 
2250 2566.4 1921.3 3.9474 3464 1.864 











Source: Table A-22 is based on J. H. Keenan and J. Kaye, Gas Tables, Wiley, New York, 1945. 
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066 | c9s'Lc |96641 | 29271. 808'scc | 60/21. | 6091 026412 | YEL'SL 66002 | 26912 | Log'zL | 7061 407270 | 2069. | 10812 06s | 
086 | 670°LLZ | 6212! | T9691 90300 | 1971 | 0604 солис | 958'7/ 849'6L ДС | 1841. | €007L 50917С | 416%) 16616 084 
0/4 | 804012 | €C6'lL | 7999. | 807926 | 22001! | 17691 GLO'LLZ | 674% 812'61 679912 | L96'1L | LOZ‘OL | 687092 | LEL‘OL |048'02 | 045 
09S | 666602 | ZOZ‘LL | 69691 9VL'77Z | 86611 | 75992 | OtvtzOLC | 20277 646481. GLL'OLZ | 2720. | 66891 | 796660 | LSZ‘SL 20702 | 095 
099 197602 | (67 | #9091 9/S'€CC | S9/'lL | 8€€'9L 467602 | 820% L09'8L ас | 76504 | Z60'9L SEL'6£C | CZE€'SL St 6'6L 099 


074 7,6802 | 22018. | 99/4 466'ccc | ее“ | cco'9L 6EL'6OZ | SSZ'EL 2708! OZO°SLZ | ZOE‘LL | 767441 c6C8€C | 966'vL 98961 074 
059 8s€'80c | 9041. | 69741. 60trccc | LOE‘LL | 80/74. 4/77800 | (871. 68871 097% | 06041. | 76% 6E7 LET | CC9'tL 6c0'6L 059 
ozs с6270С | 878'0L | СЛ авісс | шои | S6E‘SL 66770С | ƏС 76441 O68°ELZ | %/8%1. | 76/41 S/S'9€C | 65071 97681 ozs 
OLS 9,2702 | 9901 | 978% 900126 | 278'0! | Z80‘SL 247706 | 096%. 18141 OLEELZ | 85901 | 868'tL 00Z'SEC | S88'€L 9cL'8L OLS 
00S | 069900 | £Cv'OL | 186° 68400С | #1901 | 077471. 6197902 | 149“ 808%, 6001 | EYY‘OL | 009'vL 7,8776С | LCS'EL 8/91 008 


067 | 0902 | OLC'OL | S8C'vL 69661 | 98601. | 097%! 40/:402 | €Ot'CL LLy'9L ағас | 820'0! | cOE'vL 9L6'€€C | 84761. ZET LL 067 
087 | vct'sOc | 7666 | 886°EL 9TE6LZ | 09101 | LSLYL 286%00 | SEL'CL 921'91 7OS'LLZ | vLO'OL | 007 700766 | 008“. 167%! 087 
0/7 | 087702 | 98/6 €69°EL 9/9`81б | 4666 778°EL L77°707 | 69871. 22444, 0887010 | 0086 8041 080'C€£C | 77%, 1691 0/7 
097 0417702 | 9/66 66€'£L 9LO'8lZ | OLZ'6 сес“ 46760С | £09'1L 80%“ EYT'OLZ | 7846 ГАЗ) утс | 16041. 9L6'SL 097 
047 6С“602 | 6966 SOL'EL СТЕ. |28976 8cc'€L VELTOT | 6еСи 080%. €65°607 | SZE‘6 9LL'EL Y6L'OEZ | CHLLL £8t'SL 0st 


077 | 69872002 | 6916 иза 94979,0 | 7906 €76°ZL SS6'LOZ | SZO‘LL РЕД 6c6'80c | 69/6 158%. Otc'ócc | €6E'lL 7S0°GL 077 
oey 68200 | 276'8 814“ 66467446 | 270'6 8L9'cL 09110 | ELS‘OL 8827. 242802 | 156'8 941 cSC'8CC | 64041. 809%) 0Е7 
осу | 66v'l0c | €e/'8 SCC'CL ІМС-ШС | cc8'8 ГЄ С 046002 | LSS‘OL 270") 67470С | Ov/'8 | 2202 842726 | 7110! 902%. 0ct 
017 767002 | £cS'8 | C£6L 014716 | €09'8 2101 1С9'661 | 0601 6691 0587902 | 6648 | SE6‘LL 042926 | 8/01 487“ от 
007 07002 | 7/68 ОЛО 59766 | 9868 LLZ‘LL £/9'86L | 060%! OSE‘EL сс1`90 | 6/68 | vv9'1L SCC SCC | 990%. [44304 007 


06€ L£€'66L | VOL'S | 2721 200781С | 99/8 |607 108461 | 1726 710% 686502 | 80/8 LSE'LL 87727 | 81/6 096‘ZL 06€ 
08€ 244861. | 4684 SS0'LL ССС | 6764 60L'LL 026'96! | £LS'6 249“1 2097702 | 6687 8404. CCVECC | <666 essi ОВЕ 
OZE | 76426! | 7894 69/01 сети | EELZ 60801 с10'961 | 552'6 єє“ TYS'EOZ | 68977 S9Z‘OL 7707<СС | 890'6 аут OLE 
096 | S66°96L | 8/77 173% 7090С | 8144 LLS*0L L80°S6L | 866'8 266. 070602 | 0877 2170 8v76'0cc | 2528 7/71 096 
OSE £/L'96L | 0/27 08L'0L 69/60С | 6067 €LZ‘OL GCL'V6L | cv/'8 cS9'LL 012006 | Mc 181701. 168 61С | 6678 Е 056 


OVE | 82656! | 19077 8886 7067802 | 0604 916'6 7726! | 287'8 vLE'LL 6102 | c907 6886 769'812 | 18/8 646%. OVE 
066 | 697'%61 | 648%9 2646 020:800 | 7789 | 029% 96561 | c€c'8 9/6'0L 0047002 | 758'9 4646 764710 | 9284 02901 ОСЕ 
ОСЕ 29%'26! | 4799 | 9066 TLL'ZOZ | 7999 GCE'6 86016L | 8/67 669%. £09'66L | 4799 | 9066 18691С | 9657 981401. ОСЕ 
OLE 859'26! | Z£v'9 7106 2477902 | 6479 | 0606 0£0'06L | 5027 ZOE‘OL 849'86L | 7699 710'6 ОЛЕ | 0662 4086 OLE 
006 | 2897161 | 6cc'9 £c/'8 £LC'SOC | 2729 9£7'8 876 88V | 217 996'6 62116) | 6cc'9 2218 SLÓ'ELC | 6669 1Е7'6 00€ 


860 | 20416 | 06/9 | 699'8 6607502 | 6029 |c89'8 02188! | 277 706'6 67576; | 06/9 | 699'8 689810 | S88'9 7966 867 
06Z | S69°06L | 109 | cev'8 8SlCvOC | c£0'9 | 78 161/81 | 6124 L£9'6 S£/'96L | 0009 | ZEY‘S 09912 | 1499 6906 06c 
082 | £Z9'68L | 61844 1918 1617602 | cc8'G 04148 919'981 | 896%9 96c'6 £ZL'S6L | 2184 0918 9/£llz | 6969 269% 08c 
04с 7,9788. | 7094 | 678Z 8cL'COC | 6194 8484 66€S8L | 91/9 L968 769761 | v09'S | 678Z 290701с | 1609 GEE'S ozz 
09c 714781 | 9664 8444 220102 | 40% 9944 681781 | 9979 2298 7647661. | 96644 8444 4807 | 2184 6/64 09c 


046 | 0/€'98L | 881/4 9927 58866 | 2615 4/7 1687581. | SIZ‘9 76С8 LLv'C6L | 881746 9927 LZEELOT | 8tS'G 4294 Osc 
оус 0817681 | 626'7 4/69 969'86L | 686% | 786°9 1497181 | 4964 1964 10016! | 626% 4/69 006:50С | 58274 0827 OVC 
OEZ | 8E6'ESL | 07/47 | €89°9 199461 | 2827 | 1699 740708 | 41/4 8097 08668. | //%у | 899 797702 | 92044 8669 OEZ 
Occ | 86981 | 294% 1669 1961 | 4/44 | 707'9 9/48/71 | 9974 S6C' £89'88L | 294% 1669 996502 | 211'7 109%9 0cc 
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82/400 | 17442 | €og'ec 
986€7cC | 82640 | 9/76С 
790`4сс |98040 | LSL‘6Z 
82/792С | 778%02 | 9©8°8С 
686920 | €09'0c | LOS'8c 
Lv0'9cc | Z9E‘OZ | 8/1°8С 
10/:426 | ccV'Oc | 75872 
6467426 | 8861 | TESZT 
200'522 | 77961 | 0172 
499%2< | 10961 | 06892 
88С%(С | 89/61 | 89597 
256 %<< | 16681. | 87092 
296676 | S69'8L | 8c6'sc 
9761606 | 64781. | 01940 
CC8'CCC | 72081 | c6C'Sc 
49” (СС | 06641 | 7L6‘7Z 
7907<с | 76/71. | 85977 
789106 | 7252. | Cue vc 
86с1сс | 2604! | Zco'vc 
406'0cc | 19041. | т/с 
cIS'Occ | O£8'9L | 866 << 
ELL'OZZ | 66491 | S80'€c 
60766 | 0Z€'9L | cZZ'ec 
106612 | 19191 | 099726 
688°8LZ | €L6'SL | 67126 
c4v'8alc | 98941. | 65816 
6S0°8LZ | 097'4! | 66512 
70912 | v€C'SL | 02510 
26212 |80041 | 216'02 
95/'912 | 787%) | v09'0c 
716916 | 09671. | Z6c'Oc 
998'417 | ZEEL | L66'6L 
сира | УЙ | 589'6/ 
9467710 | 2681. | OSE‘EL 
68S vlc | 17951. | SZ0'6L 
810'%1с | 06761. | 277481 
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0891 | 272'577 | 90766 | E6EʻES cEVC9C | vv6'Ly | 216'55 67874646 | 9t9'CG 7,999 | 606240 | 70666 | 46864 1877862 | 0/79 0/98 0891 
0991 | 726<47С | v88'8€ | 989406 | 069192 | 07647 | cZL'sG 060540 | 17844 679449 106142 | 28666 | v8l'ES 270:86С | (66499 | 98708 | 099! 
079: | 9687770 | TEBE | 08644 270190 | 66/07 | 76775 £0Z'vSC | 66044 GZ9°79 | 027152 | ZES BE | CZt'CS 966760 | 899449 | 20662 0791 
091 | 7977772 | 90876 | S/C'LG 1672092 | 220'07 | 969% Ш/%66 | 072504 60/49 | 60142 | <6286 | 69/44 069796 | 649%79 20781 029! 
0091 | 8007772 | 89076 | 1/4%04 ЕЕС09С | 859'65 | L96'cG ELDEST | о77'67 87/9 664046 | 04/76 | 64044 106:46С | 19/49 | %%6%9/ 0091 


089, | S8S'EYZ | 267796 | 69867 | 0/8642 | 88066 | vcC'CG 21646 | 46989 | 26/49 47046 | 70276 | vve'oa 19196 | 06949 | /9/'9/ 0851 
099; | /76/6%2 | 76/96 | 89/67 | 207642 | 025486 | 06714 606240 | 89877 86809 |4696%2 | 499%6 | S£9'6t LLg't6c | 00949 064%/ 094! 
0791 | 6897272 | 499446 | 027'87 | 826840 | 25626 | 94/04 | 669140 |78027 | 88864 0726%С | %421/96 | 806487 | vso'cóc | 61909 Д4 0991 
оса | SZCZYT | EELSE | 14/73 047860 | 78676 | vcO'OS 770140 | %069% | 276'85 87477870 | 9786456 | 260587 | 8887260 | 60964 9vyc'cZ оса 
OOSL | 897190 | 109°УЄ | Є/0'/ў 496740 | 108996 | 26067 |04042 | 80447 | 66674 TLE'SYZ | 97046 | 416/9 7706С | 90986 | 8/017 ооа 


O8vL | 0СІУС | LZO'v€ | С Оу 7/77/40 | 95296 | 19487 | Oc8'6vC | 94/47 | c90'76 6687/%С | 804%6 | 218'97 | ЕЕСІ6С | 90976 LL6'69 087! 
097) | 7087072 | ЕУ“ЕЕ | 289'57 8767946 | 269'55 | 12877 687670 | 686'27 80/94 | 096/%0 | LZ6'€€ | OLL'Ot 274062 | 609'95 87/'89 097 
077). | 0460%72 | 71066 | 886'77 S/i'9sC | 60146 | 20127 66870 | 97227 861/44 9/8'9vC | 7676 | 80974) 27268% | 919446 98479 0771. 
0271. | 498660 | 687(6 | 6077 | 896466 | 29S 7€ | 9/697 | 4687/У0 | 9977 6105 686970 | O06'C€ | 20277 | v£6'88C | 19%4 22799 Oct 
0071. | SLEGEZ | 79646 | 509'27 7417460 | 800%76 | 879'57 2 | Wy 16664 | 688'572 | LIETE | 200'77 901886 | L£9'£G 172749 007! 


0861 | 8/8'8€C | '4Е | 4647 | c£6 vSC | 67722 | 22677 | 286970 | 096'07 | 72775 | 88€'SvC | 96846 | 6066? | €8CZ8C | 6/94 9,479 O8EL 
O9EL | 9/£€'8€C | 61606 | 22027 | vOv SC | L68'C€ | 86: 77 6470 | 212'07 1644 0887770 | 90646 | 21927 | 667980 | 94946 £96'c9 095! 
OVEL | 798770 | 86606 | 66517 89840 | YEETE | 9277 | €vC SC | 0/t'6€ 21904. | 99€'vvc | 8/7'0€ | 61647 984680 | 2/9%04 61849 076! 
OZEL | ESE'ZEZ | 8/8'6C | 258'07 GCEEST | 87746 | 65227 | v9s voc | 267486 | 70/67 | v8 £vc | LSC'OE | 99217 CC£'V8C | 16967 | 999'09 OZEL 
OOEL | 1687960 | 19660 | 04/07 | 977242 | 92546 | EEOTY | ZL8'EYZ | 000586 | Z08'85 9LE'EYZ | SC/'6C | 76407 | Zv8'£8C | 6/87 |20464 OOEL 


0821 | COE 9EZ | S78'8c | 88766 612'052 | 079'0€ | ZLEʻLY ESL'EYZ | 0777€ 21627 08Z/'CvC | LOC'6C | v88'6€ 29680 | 65177 186484 ова, 
0921 | cec | 16686 | 708486 | 649140 | 8LL'OE | 964097 | c8trcvc | 97496 | 70027 96С07С | 8/9°8С | 74/66 | 9907280 | 89/97 | 99076 0921. 
0721. | <СС56С | 61820 | 6017486 | 670140 | 8946С | //8%66 ELL 177 | 268446 46/97 | 989192 | 90780 | 99786 847180 | 66/'st 80199 0721. 
осе! | €Z9'v€C | 80520 | 5746 267'052 | 8L0'6c | Z9OL‘6E 440176 | ZLL‘SE 95057 80170 | 76972 | 08/76 86С080 | 728'77 | 7/6%76 оса; 
OOZL | SiL vec | 66497 | 7777496 | 906672 | 69v'8c | 277'8Е ЕЕСОУС | 07976 | OSE | 699090 | 8472 | 96075 2066765 | М8%% |87864 0081 


ови. | 674 260 | 16292 | 70/96 | Z0€6vC | 8670 | v€/'7€ 009°6EZ | 869't€ 60467 | 686°6EZ | ©09°9© | 90796 | TIELT | Е16'27 72744 ови 
09и | EL6°ZEZ | 98247 | 067446 | 8697870 | 67672. | EZOZE 648:86С | 26626 |779%7 | 707660 | 88097 | СЕЛ ЧЕ 607770 | 74647 20944 091 
OvLL | 166266 | C8C'SC | 09/46 180'872 | 9€8°97 | vie'oe OL'SEZ | 10626 | 08/47 418'8€C | 47442 | 740446 067972 | 90047 78%7%04 OVLL 
оси. | 66Z°LEZ | 08/°уб | 260'75 97/90 | 76797 | 909‘SE TSELEZ | 4946 226'07 112880 | 490446 | ZLEE | virieszc | 760507 | 692'67 оси 
OOLL | 6611 | OBC'vc | 9276 8187972 | ESL‘SZ | 668'v€ | 984960 | SCÓ'OE 14007 | 609760 | 744% | 20/46 Spy tuc | СИ'БЕ 84087 OOLL 


080L | L6S'OEZ | C8/'EC | C9/'C€ 419% | 91‘ | Y6L YE | 908°SEZ | EVZ‘OE | €CC'6€ c66'9€c | 670%2 | 6TOʻEE | OEV'ELT | 74:85 69127 080! 
0901. | £Z6'6cC | 88С6С | 1016 61557 | 7/9%С | 06766 | OcO'sEC | 79460 | 08686 | 796960 | vHS‘EZ | 764606 | 009272 | 86С76 16097 | 0901 
0901 | vv€£'6cC | S67'CC | cvv'Le 7987770 | 27172 | 68/6 ЕССУЕС | 6688806 | 27575 80/766С | LYOʻEZ | 88916 VSE'L/C | 90696 6464 0701. 
020! | 902°82Z | vOE'CC | 78/06 79/76 | Z09'€c | 88026 4 7660 | 8005802 | 60/96 | 670756 | 09442 | OcO'LE £6C0/C | 8/€'S€ 658'27 0201. 
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OSZE | €9769c | 899'28 | 069'01L | v1978c | 70868 | Zc8'9IL | 96/°06С | OSZ‘EZL | ZZZ‘OSL | 76797С | 215'78 | 72914 | 690°6EE | 108064. | 22822: | osce 
OOZE | 981:69с | vcc'C8 | 0684801. | 686980 | €0c'88 | 60871. | 78868С | 168001. | #5727) | vL6'SZC | 19048 | 799601. | 60L'8€€ | 6809871. | S69'v/L | OOZE 
0516 | 109°89С | 282'08 | ZZ6°90L | 646980 | 10998 | S6Z‘ZLL | 666°88Z | 8S7'8lL | 879'77/ | 9c€'S/C | 21918 | 20820! | vCLZ€E | 98691 | 9491/1 | OSLE 
OOLE | Z00°89Z | 17667 | SLL'SOL | €LZ'S8C | 60048 | v8/'01L | cOL'88Z | CZO'9IL | 998471. | OEZtZC | 791708 | 666401. | 9017966 | 18971. | 947891. | OOLE 
OSOE | 707/9С | ©06'// | O9c'€OL | 0907586 | 61768 | 8//'80L | v6LZ8c | С69°Є | 140661. | 22726 | SLZ'8/ | EZO‘VOL | vIL'SEE | C86'6€L | 1764691. | OSOE 
000€ | €62°99Z | 797%9/ | 709401. | 666786 | 76848 | 08/'90L | 6709806 | СЕЧА | v9c'9€L | 804676 | 29774 | OLZ‘ZOL | 7807766 | 28026! | 9cc'c9L | 000€ 
0566 | 04L'99c | 8с0*</ | 94466 98c/€8C | 852'08 | <8/*%01 | 866480 | 6464801. | 987' 22! | 7887276 | SC8'S/ | CSE'OOL | ZEO'EEE | 68S 7€EL | ZLL'6SL | 0566 
0067 | 864590 | £6S'£/ | 40/76 | 870'£8C | 289'82 | €6/'COL | O6€'v8c | S09'90L | ALZ'OEL | 6%с'с/с | €8€'94 | S67'86 SZ6'LEE | 868461. | 600°9SL | 0067 
0582 | 5687790 | 6917 | 658'56 ZSE°78Z | 0124 | 808'00L | 607686 | 9640%01. | 25672! | 209176 | Sv6'cZ | 66996 | 9680€€ | ZLZ‘6ZL | 806'25! | 0582 
0082 | Lv t 9c | 76707 | #106 | 749180 | 97447 | 9c8'86 | €ev'c8c | /16101 | 8614401. | 676076 | 70542 | 78/76 | 0086С6 | 8cs'9cL | 808671. | 008Z 
05/2 | LZS°€97 | 90669 | 1416 | Z76087 | Z86°EZ | (5896 | 997186 | 88466 29720) | <8С0/С | 990'0/ | 06646 | 789'8ZE | 678601. | €LZ'9vL | 04/6 
00/2 | С069С | 08879 | 8c€'06 6/С08с | EEY‘ZZ | 188'v6 | с97'08 | 69076 ZIL‘6LL | 96469С | 8989 | 77046 679/06 | 22112! | 02971. | 0022 
05992 | 6ІС(9С | 557'99 | 887'88 | S8t76/C | 28802 | 916'26 97676 | 856'76 L66‘9LL | 40689С | 76/79 | 060668 | 9669С6 | 00480. | 666071. | 0592 
0092 | (1419С | 660449 | 04998 | 86/78/20 | 66669 | 95606 | /0%°8/С | 959'26 21070. | с0с'89с | 997449 | 28278 ©сСасє | c£E8'SIL. | 67725! | 0097 
OSSZ | 662°09Z | 61969 | 718'78 | 62644c | С0879 | 70068 VvS€7/C | 79606 49411. | G8779c | 46679 | 698 |9007%С6 | 99L'ELL | 896761. | OSSZ 
0052 | </0709С | 46129 | 186<8 | Z0CZZC | 17299 | 75078 987927 | 80588 | 8984801 | 66/`99С | 90609 | (6968 |80806 | vOS'OLL | 06215! | 0046 
0470 | c€€'6SC | 67709 | 67148 Vycr940 | 27279 | cu'sg 102'522 | 4858 £81'90L | 2107990 | (8719 | 25818 994106 | 678701 | 614801. | 0576 
0072 | O8S'8Sc | 99664 | OcE'6Z SC9'S/C | 6669 | 71:68 |860%/С | 64668 | 804601. | 6427490 | 09009 | 4008 | cO€'OcE | Z6L'SOL | с“ | 0076 
OSEZ | 0187756 | 84674 | 96774 60877/С | 70419 | 27218 8/6°С/© | 80218 978'00L | 087'792 | 079'85 | 821'8/ LLO'GLE | cSS'COL | 16001 | 0566 
OOEZ | ZCO'ZSC | <46%6 | 9/9'4/ L86°EZZ | 661709 | 912'6/ 6€8'1/7 | 920°6Z 661486 | c69'£9c | 20045 | 576'9/ G69'ZLE | 01666 SEOʻ6LL | OOEC 
OSTZ | 100 996 | 671'55 | 958'2/ 96672 | 069'85 | 16241 679707 | 558'9/ 296446 | 7887290 | 608444 | 9157 946916 | 77776 786и | OSTZ 
OOZZ | cLv'Ssc | 6%/*< | OtO'CZ 8/CC/C | 06125 | 787'4/ 004692 | 679%/ | 0v6'c6 | s90'c9c | 966%74 | 889TL |886%16 | 879%6 | 6Є6'СИ | 00сс 
OSLZ | 8/89 7SC | LSE‘TS | 92007 | 66E1LZ | 26944 | EZS‘EZ 10689С | 7577 06606 | 92192 | 886%<4 | 79807 | 68-66 | 20076 | 868'60L | OSIC 
0012 | 9cZ'€SC | /4604 | 17:89 | %040/С | 800774 | 8994/ 18079С | SZ/c'0Z 42178 0/609С | 78644 | 770'69 09/16 | 70768 | 798°90L | 0012 
OSOZ | 868746 | 299'67 | (1999 | 88«69c | /2/“Са | (7/69 | 868496 | 1:89 941448 | 9767646 | 61106 | 72229 07016 | 16798 | <68%01 | OSOZ 
0002 | 696'1Sc | 181787 | 018479 449:89С | 64244 | 18879 1767796 | 49649 66658 |009'852 | 08/87 | 80749 01260 | 481478 | 708%01. | 0002 
086L | 709146 | 7977 | 060479 S/C89C | 499%0< | 77179 650°79Z | LLL'S9 с/448 960840 | 12087 | 78949 | %097806 | 771768 | 90966 086L 
096L | суслас | 47077 | L8€'€9 16879С | 810'05 | 7/99 | TTET | 65079 446408 | 89874С | 49977 | 19649 |<66706 | SOL'C8 10786 0961 
0961 | v/8'OSC | 7с<9% | 7599 404790 | 06767 | 02949 ccO'£9c | LLv'€9 | 097462 467/74С | 80/77 | 8Ez‘E9 7/67/06 | 79048 16146 0961 
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TABLE A-24 


Constants for the van der Waals, Redlich-Kwong, and Benedict-Webb-Rubin Equations of State 











АСАН аудыны И FEMME ИЯ 
a b a b 
т? 2 m? 342 ih m? 

"NERIS ba) kmol bar( ) қ kmol 
Air 1.368 0.0367 15.989 0.02541 
Butane (C,H4j) 13.86 0.1162 289.55 0.08060 
Carbon dioxide (CO;) 3.647 0.0428 64.43 0.02963 
Carbon monoxide (CO) 1.474 0.0395 17.22 0.02737 
Methane (CH,) 2.293 0.0428 32.11 0.02965 
Nitrogen (N;) 1.366 0.0386 15.53 0.02677 
Oxygen (0,) 1.369 0.0317 1722 0.02197 
Propane (СН) 9.349 0.0901 182.23 0.06242 
Refrigerant 12 10.49 0.0971 208.59 0.06731 
Sulfur dioxide (SO;) 6.883 0.0569 144.80 0.03945 
Water (H50) 5.531 0.0305 142.59 0.02111 
Source: Calculated from critical data. 
2. Benedict-Webb-Rubin: Constants for pressure in bar, specific volume in m?/kmol, and temperature in K 
Substance — а... а азы ды M c——— Еден DES NEM Tu 
C, Hio 1.9073 10.218 0.039998 0.12436 3.206 x 10? 1.006 x 10° ІЛІП 53 ТТ” 0.0340 
со, 0.1386 2.7737 0.007210 0.04991 1.512 x 10* 1.404 x 10? 8.47 x10? 0.00539 
со 0.0371 1.3590 0.002632 0.05454 1.054 x 10? 8.676 x 10? 1.350 x 10 ^ 0.0060 
CH, 0.0501 1.8796 0.003380 0.04260 2.579 x 10? 2.287 x 10^ 1.244 x 10 ^ 0.0060 
№, 0.0254 1.0676 0.002328 0.04074 7.381 x 10? 8.166 x 10? 1:272 x 107" 0.0053 


Source: H. W. Cooper and J. C. Goldfrank, Hydrocarbon Processing, 46 (12): 141 (1967). 
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TABLE A-25 
Thermochemical Properties of Selected Substances at 298K and 1 atm 
Heating Values 
Enthalpy of Gibbs Function Absolute Higher, Lower, 
Molar Mass, Formation, h? of Formation, Entropy, s? HHV LHV 
Substance | mew | М (Кє/кто) | МЕТКЕ Sr Cdr nat) | (kmol: | (MURO ОҚЫ. 
Сагһоп C(s) 12.01 0 0 5.74 925770 32,770 
Hydrogen На) 2.016 0 0 130.57 141,780 119,950 
Nitrogen Ме) 28.01 0 0 191.50 - - 
Oxygen 0,(g) 32.00 0 0 205.03 -- - 
Carbon monoxide CO(g) 28.01 —110,530 —137,150 197.54 - - 
Carbon dioxide CO;(g) 44.01 —393,520 —394,380 213.69 - - 
Water H,O0(g) 18.02 —241,820 —228,590 188.72 — - 
Water H50(l) 18.02 —285,830 —237,180 69.95 = — 
Hydrogen peroxide H,0,(g) 34.02 —136,310 —105,600 232.63 - - 
Ammonia NHs(g) 17.03 —46,190 —16,590 192.33 - - 
Oxygen O(g) 16.00 249,170 231,770 160.95 - - 
Hydrogen H(g) 1.008 218,000 203,290 114.61 - - 
Nitrogen N(g) 14.01 472,680 455,510 153.19 - - 
Hydroxyl OH(g) 17.01 39,460 34,280 183.75 - - 
Methane CH,(g) 16.04 —74,850 —50,790 186.16 55,510 50,020 
Acetylene C;H5(g) 26.04 226,730 209,170 200.85 49,910 48,220 
Ethylene C;H,(g) 28.05 52,280 68,120 219.83 50,300 47,160 
Ethane C;H«(g) 30.07 —84,680 —32,890 229.49 51,870 47,480 
Propylene CsHe(g) 42.08 20,410 62,720 266.94 48,920 | 45,780 
Propane C3H,(g) 44.09 —103,850 —23,490 269.91 50,350 46,360 
Butane CyHio(g) 58.12 —126,150 —15,710 310.03 49,500 45,720 
Pentane C; Hi; (g) 72.15 —146,440 —8,200 348.40 49,010 45,350 
Octane СаНља(2) 114.22 —208,450 17,320 463.67 48,260 | 44,790 
Octane С.Н. (0) 114.22 —249,910 6,610 360.79 47,900 | 44,430 
Benzene СеНе(2) 78.11 82,930 129,660 269.20 42,270 40,580 
Methanol CH30H(g) 32.04 —200,890 —162,140 239.70 23,850 21,110 
Methanol снаон(ђ 32.04 — 238,810 —166,290 126.80 22,670 19,920 
Ethanol C;H;OH(g) 46.07 2223579110 —168,570 282.59 30,590 27,720 
Ethanol C;H,OH(l) 46.07 —277,690 —174,890 160.70 29,670 26,800 


Source: Based on JANAF Thermochemical Tables, NSRDS-NBS-37, 1971; Selected Values of Chemical Thermodynamic Properties, NBS Tech. Note 270-3, 
1968; and API Research Project 44, Carnegie Press, 1953. Heating values calculated. 





TABLE A-26 

Standard Molar Chemical Exergy, е“ (kJ/kmol), of Selected Substances at 298 K and p, 
Substance Formula Model I° Model 11° 
Nitrogen №(ә) 640 720 
Oxygen 0-(е) 3,950 3,970 
Carbon dioxide CO;(g) 14,175 19,870 
Water H,O(g) 8,635 9,500 
Water H,O(l) 45 900 
Carbon (graphite) C(s) 404,590 410,260 
Hydrogen H,(g) 235,250 236,100 
Sulfur S(s) 598,160 609,600 
Carbon monoxide CO(g) 269,410 275,100 
Sulfur dioxide SO,(g) 301,940 313,400 
Nitrogen monoxide NO(g) 88,850 88,900 
Nitrogen dioxide NO,(g) 55,565 55,600 
Hydrogen sulfide H5S(g) 799,890 812,000 
Ammonia NHs(g) 336,685 337,900 
Methane CH,(g) 824,350 831,650 
Acetylene C;H;(g) - 1,265,800 
Ethylene C;H,(g) - 1,361,100 
Ethane C;He(g) 1,482,035 1,495,840 
Propylene CsHe(g) — 2,003,900 
Propane СаНа(2) — 2,154,000 
Butane C,H«o(g) — 2,805,800 
Pentane C; Hio (g) — 3,463,300 
Benzene СеНе(е) — 3,303,600 
Octane СН,в(1) — 5,413,100 
Methanol CH30H(g) 715,070 722,300 
Methanol снаон(ђ 710,745 718,000 
Ethanol C;H,OH(g) 1,348,330 1,363,900 
Ethanol C;H;OH(l) 1,342,085 1,357,700 


^J. Ahrendts, *Die Exergie Chemisch Reaktionsfáhiger Systeme," VDI-Forschungsheft, VDI-Verlag, Dusseldorf, 579, 
1977. Also see "Reference States," Energy—The International Journal, 5: 667-677, 1980. In Model I, ро = 1.019 atm. 
This model attempts to impose a criterion that the reference environment be in equilibrium. The reference sub- 
stances are determined assuming restricted chemical equilibrium for nitric acid and nitrates and unrestricted 
thermodynamic equilibrium for all other chemical components of the atmosphere, the oceans, and a portion of the 
Earth's crust. The chemical composition of the gas phase of this model approximates the composition of the nat- 
ural atmosphere. 


8); Szargut, D. В. Morris, апа Е. В. Steward, Exergy Analysis of Thermal, Chemical, апа Metallurgical Processes, 
Hemisphere, New York, 1988. In Model Il, py = 1.0 atm. In developing this model a reference substance is 
selected for each chemical element from among substances that contain the element being considered and that 
are abundantly present in the natural environment, even though the substances are not in completely mutual 
stable equilibrium. An underlying rationale for this approach is that substances found abundantly in nature have 
little economic value. On an overall basis, the chemical composition of the exergy reference environment of Model 
Il is closer than Model I to the composition of the natural environment, but the equilibrium criterion is not always 
satisfied. 
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TABLE A-27 
Logarithms to the Base 10 of the Equilibrium Constant K 
logi; K 
ПНП И У Eun ыы a E а fan 
N, = 2N = NO Н, + 20; со + 50, со + H,0 °R 
—159.600 =A —40.048 —46.054 —45.066 25:018 537 
—92.672 —8.783 —22.886 —26.130 E254025 —2:189 900 
— 43.056 – 4.062 —10.062 —11.280 51022241 — 0.159 1800 
E94. 757. 29:275 —7.899 — 8.811 —7.764 1T 0.135 2160 
— 28.812 —2.712 —6.347 —7.021 —6.014 +0.333 2520 
—24.350 —2.290 —5.180 —5.677 —4.706 T 0.474 2880 
522512 —2.116 —4.699 —5.124 —4.169 +0.530 3060 
– 20.874 —1.962 —4.270 — 4.613 —3.693 +0.577 3240 
—19.410 —1.823 —3.886 —4.190 —3.267 +0.619 3420 
—18.092 —1.699 —3.540 —3.776 —2.884 +0.656 3600 
—16.898 —1.586 — 92227 — 3.434 2.589 +0.688 3780 
—15:610 —1.484 —9 yn — 3.091 —2:226 +0.716 3960 
—14.818 —1.391 —2.682 —2.809 —1.940 0.742 4140 
—13.908 = 1.905 E2743 — 2.520 —1.679 +0.764 4320 
—13.070 22152277 2.224 T2270 —1.440 +0.784 4500 
—12.298 —1.154 =>2:021 —2.038 —1.219 +0.802 4680 
— 11.580 — 1.087 — 1.833 —1.823 —1.015 +0.818 4860 
— 10.914 =1.025 —1.658 —1.624 —0.825 +0.833 5040 
—10.294 —0.967 —1.495 —1.438 —0.649 0.846 5220 
—9.716 — 0.913 —1.343 —1.265 —0.485 T 0.858 5400 
—9.174 — 0.863 —1.201 = 1108 = 02830 +0.869 5580 
—8.664 220-915 —1.067 — 0.951 —0.189 +0.878 5760 
—8.186 22077771 —0.942 —0.809 —0.054 10.888 5940 
220272236 — 07720 – 0.824 – 0.674 +0.071 +0.895 6120 
2272212 —0.690 22077212. БОБА +0.190 +0.902 6300 





























Source: Based on data from the JANAF Thermochemical Tables, NSRDS-NBS-37, 1971. 
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TABLE A-1E 


Atomic or Molecular Weights and Critical Properties of Some Selected 
Elements and Compounds 





Chemical M T рс 2- Ра» 
энеге bein REOR beet RR d СН)... Rl, 
Acetylene СН, 26.04 556 62 0.274 
Air (equivalent) — 28.97 239 ВА) 0.284 
Аттопіа NH; 17.03 730 111.3 0.242 
Argon Ar 39.94 272 47.97 0.290 
Benzene C&Hg 78.11 1013 48.7 0.274 
Butane СН 58.12 765 37:5 0.274 
Carbon C 12.01 — — — 
Carbon dioxide со, 44.01 548 7219 0.276 
Carbon monoxide CO 28.01 239 345 0.294 
Copper Cu 63.54 — = = 
Ethane C2H6 30.07 549 48.2 0.285 
Ethanol C2H50H 46.07 929 63.0 0.249 
Ethylene C-H, 28.05 510 50.5 0.270 
Helium He 4.003 9.33 2.26 0.300 
Hydrogen Н, 2.016 59.8 12.8 0.304 
Methane CH, 16.04 344 45.8 0.290 
Methanol CH30H 32.04 924 78.5 0.220 
Nitrogen №; 28.01 227 33:5 0.291 
Octane CH; 114.22 1025 24.6 0.258 
Oxygen 05 32.00 278 49.8 0.290 
Propane С.Н 44.09 666 42.1 0.276 
Propylene Сане 42.08 657 45.6 0.276 
Refrigerant 12 CCLF; 120.92 693 40.6 0.278 
Refrigerant 22 CHCIF; 86.48 665 49.1 0.267 
Refrigerant 134a СР.СН;Е 102.03 673 40.2 0.260 
Sulfur dioxide 50, 64.06 775 ПИ 0.268 
Water H;0 18.02 1165 218.0 0.233 





Sources: Adapted from International Critical Tables and |. C. Nelson and E. F. Obert, Generalized Compressibility 
Charts, Chem. Eng., 617: 203 (1954). 
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Properties of Saturated Water (Liquid-Vapor): Temperature Table 


100 


110 
120 
130 
140 
150 


160 
170 
180 
190 
200 





Press. 
Ibf/in.? 


Specific Volume 


Internal Energy 





Btu/lb 
Sat. Sat 
Liquid Vapor 
ur Ug 
—.01 1021.2 
2:09 1022.2 
8.02 1023.9 


ft?/lb 
Sat. Sat. 
Liquid Vapor 
Ut Ug 
0.01602 | 3305 
0.01602 | 2948 
0.01602 | 2445 
0.01602 | 2037 
0.01602 | 1704 
0.01603 | 1589 
0.01603 | 1482 
0.01603 | 1383 
0.01603 | 1292 
0.01604 | 1207 
0.01604 1129 
0.01604 | 1056 
0.01604 988.4 
0.01605 925.8 
0.01605 867.7 
0.01606 813.7 
0.01606 763.5 
0.01606 716.8 
0.01607 673.3 
0.01607 632.8 
0.01608 595.0 
0.01608 559.8 
0.01609 527.0 
0.01609 496.3 
0.01610 467.7 
0.01611 440.9 
0.01611 415.9 
0.01612 392.4 
0.01612 370.5 
0.01613 350.0 
0.01617 265.1 
0.01621 203.0 
0.01625 157.2 
0.01629 122.9 
0.01634 97.0 
0.01640 77.2 
0.01645 62.0 
0.01651 50.2 
0.01657 41.0 
0.01663 33.6 











Btu/lb 
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Entropy 
Btu/lb - °R 
Sat. Sat. 
Liquid Vapor 
St Sg 

—.00003 2.1870 
0.00607 2.1764 
0.01617 2.1592 
0.02618 2.1423 
0.03607 21259; 
0.04000 2:1195 
0.04391 2.1131 
0.04781 2.1068 
0.05159 2.1005 
0.05555 2.0943 
0.05940 2.0882 
0.06323 2.0821 
0.06704 2.0761 
0.07084 2.0701 
0.07463 2.0642 
0.07839 2.0584 
0.08215 2.0526 
0.08589 2.0469 
0.08961 2.0412 
0.09332 2.0356 
0.09701 2.0300 
0.1007 2.0245 
0.1044 2.0190 
0.1080 2.0136 
0.1117 2.0083 
0.1153 2.0030 
0.1189 1.9977 
0.1225 1.9925 
0.1261 1.9874 
0.1296 1.9822 
0.1473 1.9574 
0.1647 1.9336 
0.1817 1.9109 
0.1985 1.8892 
0.2150 1.8684 
0.2313 1.8484 
0.2473 1.8293 
0.2631 1.8109 
0.2787 1,7932 
0.2940 1.7762 








100 


110 
120 
130 
140 
150 


160 
170 
180 
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200 
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TABLE А-2Е 





(Continued) 
Temp Press. 
?F Ibf/in.? 
210 14.13 
212 14.70 
220 17.19 
230 20.78 
240 24.97 
250 29.82 
260 35.42 
270 41.85 
280 49.18 
290 57:53 
300 66.98 
310 77.64 
320 89.60 
330 103.00 
340 117.93 
350 134.53 
360 152.92 
370 173.23 
380 195.60 
390 220.2 
400 247.1 
410 276.5 
420 308.5 
430 343.3 
440 381.2 
450 422.1 
460 466.3 
470 514.1 
480 565.5 
490 620.7 
500 680.0 
520 811.4 
540 961.5 
560 1131.8 
580 1324.3 
600 1541.0 
620 1784.4 
640 2057.1 
660 2362 
680 2705 
700 3090 
705.4 3204 





ft/lb 
Sat. Sat. 
Liquid Vapor 
о Ug 
0.01670 27.82 
0.01672 26.80 
0.01677 28115 
0.01685 1959 
0.01692 16.33 
0.01700 13.83 
0.01708 11.77 
0.01717 10.07 
0.01726 8.65 
0.01735 7.47 
0.01745 6.472 
0.01755 5.632 
0.01765 4.919 
0.01776 4.312 
0.01787 3.792 
0.01799 3.346 
0.01811 2.961 
0.01823 2.628 
0.01836 2.339 
0.01850 2.087 
0.01864 1.866 
0.01878 1.673 
0.01894 1.502 
0.01909 1.352 
0.01926 1.219 
0.01943 1.1011 
0.01961 0.9961 
0.01980 0.9025 
0.02000 0.8187 
0.02021 0.7436 
0.02043 0.6761 
0.02091 0.5605 
0.02145 0.4658 
0.02207 0.3877 
0.02278 0.3225 
0.02363 0.2677 
0.02465 0.2209 
0.02593 0.1805 
0.02767 0.1446 
0.03032 0.1113 
0.03666 0.0744 
0.05053 0.05053 





Btu/lb 

Sat. Sat. 

Liquid Vapor 
ur Ug 

178.1 1077.0 
180.1 1077.6 
188.2 1079.8 
198.3 1082.6 
208.4 1085.3 
218.5 1087.9 
228.6 1090.5 
238.8 1093.0 
249.0 1095.4 
259.3 1097.7 
269.5 1100.0 
279.8 1102.1 
290.1 1104.2 
300.5 1106.2 
310.9 1108.0 
321.4 1109.8 
331.8 1111.4 
342.4 1112.9 
353.0 1114.3 
363.6 1115.6 
374.3 1116.6 
385.0 1117.6 
395.8 1118.3 
406.7 1118.9 
417.6 1119.3 
428.6 1119.5 
439.7 1119.6 
450.9 1119.4 
462.2 1118.9 
473.6 1118.3 
485.1 1117.4 
508.5 1114.8 
532.6 1111.0 
548.4 1105.8 
583.1 1098.9 
609.9 1090.0 
638.3 1078.5 
668.7 1063.2 
702.3 1042.3 
741.7 1011.0 
801.7 947.7 
872.6 872.6 


Source: Tables A-2E through A-6E are extracted from J. H. Keenan, F. G. Keyes, P. G. Hill, and J. G. Moore, Steam Tables, Wiley, New York, 1969. 











Enthalpy 
Btu/lb 
Sat. 
Evap. Vapor 
" М. |. NM 
971.6 1149.7 


938.8 1167.6 
932.0 1170.9 
924.9 1174.1 
917.8 1177.2 


817.2 1203.1 
807.2 1204.1 
796.9 1204.8 


727.8 1203.7 
714.8 1202.5 
687.3 1198.9 
657.5 1193.8 





391.1 1105.5 
309.8 1066.7 
167.5 990.2 

0 902.5 


Entropy 
Btu/lb - °R 
Sat. Sat. 
Liquid Vapor 
5; Sg 
0.3091 1.7599 
0.3121 1.7567 
0.3241 1.7441 
0.3388 1.7289 
0.3534 АГ; 
0.3677 1.7001 
0.3819 1.6864 
0.3960 1.6731 
0.4099 1.6602 
0.4236 1.6477 
0.4372 1.6356 
0.4507 1.6238 
0.4640 1.6123 
0.4772 1.6010 
0.4903 1.5901 
0.5033 1.5793 
0.5162 1.5688 
0.5289 1.5585 
0.5416 1.5483 
0.5542 1.5383 
0.5667 1.5284 
0.5792 1.5187 
0.5915 1.5091 
0.6038 1.4995 
0.6161 1.4900 
0.6282 1.4806 
0.6404 1.4712 
0.6525 1.4618 
0.6646 1.4524 
0.6767 1.4430 
0.6888 1.4335 
0.7130 1.4145 
0.7374 1.3950 
0.7620 1.3749 
0.7872 1.3540 
0.8130 1:3317 
0.8398 1.3075 
0.8681 1.2803 
0.8990 1.2483 
0.9350 1.2068 
0.9902 1.1346 
1.0580 1.0580 








540 
560 
580 


600 
620 
640 
660 
680 


700 


705.4 
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Properties of Saturated Water (Liquid-Vapor): Pressure Table —— — — — — 
Specific Volume Internal Energy Enthalpy Entropy 
ft/lb Btu/lb Btu/lb Btu/lb - °R 
Sat Sat Sat Sat. Sat Sat Sat Sat 
Press Temp Liquid Vapor Liquid | Vapor | Liquid Evap Vapor | Liquid Evap Vapor Press 
Ibf/in.? SF Ur Ug шщ Ug ћ hg h, S, Sig S, Ibf/in.? 
0.4 72.84 | 0.01606 | 792.0 40.94 | 1034.7 | 40.94 | 1052.3 | 1093.3 | 0.0800 | 1.9760 | 2.0559 0.4 
0.6 85.19 | 0.01609 | 540.0 53.26 | 1038.7 | 53.27 | 1045.4 | 1098.6 | 0.1029 | 1.9184 | 2.0213 0.6 
0.8 94.35 | 0.01611 | 411.7 62.41 | 1041.7 | 62.41 | 1040.2 | 1102.6 | 0.1195 | 1.8773 | 1.9968 0.8 
1.0 101.70 | 0.01614 | 333.6 69.74 | 1044.0 | 69.74 | 1036.0 | 1105.8 | 0.1327 | 1.8453 | 1.9779 1.0 
1? 107.88 | 0.01616 | 280.9 75.90 | 1046.0 | 75.90 | 1032.5 | 1108.4 | 0.1436 | 1.8190 | 1.9626 1:2 
1.5 115.65 | 0.01619 | 227.7 83.65 | 1048.5 | 83.65 | 1028.0 | 1111.7 | 0.1571 | 1.7867 | 1.9438 15 
2:0 126.04 | 0.01623 | 173.75 94.02 | 1051.8 94.02 | 1022.1 1116.1 | 0.1750 | 1.7448 | 1.9198 2.0 
3.0 141.43 | 0.01630 | 118.72 109.38 | 1056.6 | 109.39 | 1013.1 | 1122.5 | 0.2009 | 1.6852 | 1.8861 3.0 
4.0 152.93 | 0.01636 | 90.64 120.88 | 1060.2 | 120.89 | 1006.4 | 1127.3 | 0.2198 | 1.6426 | 1.8624 4.0 
5.0 162.21 | 0.01641 73:53 130.15 | 1063.0 | 130.17 | 1000.9 | 1131.0 | 0.2349 | 1.6093 | 1.8441 5.0 
6.0 170.03 | 0.01645 61.98 137.98 | 1065.4 | 138.00 | 996.2 | 1134.2 | 0.2474 | 1.5819 | 1.8292 6.0 
7.0 176.82 | 0.01649 | 53.65 144.78 | 1067.4 | 144.80 | 992.1 | 1136.9 | 0.2581 | 1.5585 | 1.8167 7.0 
8.0 182.84 | 0.01653 47.35 150.81 | 1069.2 | 150.84 | 988.4 | 1139.3 | 0.2675 | 1.5383 | 1.8058 8.0 
9.0 188.26 | 0.01656 | 42.41 156.25 | 1070.8 | 156.27 | 985.1 | 1141.4 | 0.2760 | 1.5203 | 1.7963 9.0 
10 193.19 | 0.01659 | 38.42 161.20 | 1072.2 | 161.23 | 982.1 | 1143.3 | 0.2836 | 1.5041 | 1.7877 10 
14.696 | 211.99 | 0.01672 26.80 180.10 | 1077.6 | 180.15 970.4 | 1150.5 | 0.3121 | 1.4446 | 1.7567 14.696 
15 213.03 | 0.01672 26.29 181.14 | 1077.9 | 181.19 969.7 | 1150.9 | 0.3137 | 1.4414 | 1.7551 15 
20 227.96 | 0.01683 | 20.09 196.19 | 1082.0 | 196.26 | 960.1 | 1156.4 | 0.3358 | 1.3962 | 1.7320 20 
25 240.08 | 0.01692 | 16.31 208.44 | 1085.3 | 208.52 | 952.2 | 1160.7 | 0.3535 | 1.3607 | 1.7142 25 
30 250.34 | 0.01700 13:75 218.84 | 1088.0 | 218.93 | 945.4 | 1164.3 | 0.3682 | 1.3314 | 1.6996 30 
35 259.30 | 0.01708 11.90 227.93 | 1090.3 | 228.04 | 939.3 | 1167.4 | 0.3809 | 1.3064 | 1.6873 35 
40 267.26 | 0.01715 10.50 236.03 | 1092.3 | 236.16 | 933.8 | 1170.0 | 0.3921 | 1.2845 | 1.6767 40 
45 274.46 | 0.01721 9.40 243.37 | 1094.0 | 243.51 928.8 | 1172.3 | 0.4022 | 1.2651 | 1.6673 45 
50 281.03 | 0.01727 8.52 250.08 | 1095.6 | 250.24 | 924.2 | 1174.4 | 0.4113 | 1.2476 | 1.6589 50 
55 287.10 | 0.01733 7.79 256.28 | 1097.0 | 256.46 | 919.9 | 1176.3 | 0.4196 | 1.2317 | 1.6513 55 
60 292.73 | 0.01738 7.177 262.1 1098.3 | 262.2 915.8 | 1178.0 | 0.4273 | 1.2170 | 1.6443 60 
65 298.00 | 0.01743 6.647 | 267.5 1099.5 | 267.7 911.9 | 1179.6 | 0.4345 | 1.2035 | 1.6380 65 
70 302.96 | 0.01748 6.209 | 272.6 1100.6 | 272.8 908.3 | 1181.0 | 0.4412 | 1.1909 | 1.6321 70 
75 307.63 | 0.01752 5.818 277.4 1101.6 | 277.6 904.8 | 1182.4 | 0.4475 | 1.1790 | 1.6265 75 
80 312.07 | 0.01757 5.474 282.0 1102.6 | 282.2 901.4 | 1183.6 | 0.4534 | 1.1679 | 1.6213 80 
85 316.29 | 0.01761 5.170 | 286.3 1103.5 | 286.6 898.2 | 1184.8 | 0.4591 | 1.1574 | 1.6165 85 
90 320.31 | 0.01766 4.898 | 290.5 1104.3 | 290.8 895.1 | 1185.9 | 0.4644 | 1.1475 | 1.6119 90 
95 324.16 | 0.01770 4.654 | 294.5 1105.0 | 294.8 892.1 | 1186.9 | 0.4695 | 1.1380 | 1.6075 95 
100 327.86 | 0.01774 4.434 | 298.3 1105.8 | 298.6 889.2 | 1187.8 | 0.4744 | 1.1290 | 1.6034 | 100 
110 334.82 | 0.01781 4.051 305.5 ПЛО | 30529) 883.7 | 1189.6 | 0.4836 | 1.1122 | 1.5958 110 
120 341.30 | 0.01789 3.730 312.3 1108.3 | 312.7 878.5 | 1191.1 | 0.4920 | 1.0966 | 1.5886 120 
130 347.37 | 0.01796 3.457 318.6 1109.4 | 319.0 873.5 | 1192.5 | 0.4999 | 1.0822 | 1.5821 130 
140 353.08 | 0.01802 3.221 324.6 1110.3 | 325.1 868.7 | 1193.8 | 0.5073 | 1.0688 | 1.5761 140 
150 358.48 | 0.01809 3.016 330.2 1111.2 | 330.8 864.2 | 1194.9 | 0.5142 | 1.0562 | 1.5704 150 






































160 363.60 | 0.01815 2.836 | 335.6 1112.0 | 336.2 859.8 | 1196.0 | 0.5208 | 1.0443 | 1.5651 160 
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TABLE А-ЗЕ 


(Continued) 
Specific Volume Internal Energy Enthalpy Entropy 
ft?/lb Btu /lb Btu /lb Btu/lb - °R 
Sat Sat Sat Sat Sat Sat Sat Sat 
Press. | Temp. Liquid Vapor Liquid Vapor Liquid Evap. Vapor Liquid Evap. Vapor Press. 
Ibf/in.? ор Ur Ug и Ug h; hig h; 5; Sig Sg Ibf/in.? 


170 368.47 | 0.01821 | 2.676 340.8 1112.7 341.3 | 855.6 | 1196.9 | 0.5270 | 1.0330 | 1.5600 170 
180 973-1398 0201827 224559 345.7 1113.4 | 346.3 851.5 Hees 058298 1022800015552 180 
190 377.59 | 0.01833 | 2.405 350.4 1114.0 351.0 | 847.5 | 1198.6 | 0.5386 | 1.0122 | 1.5508 190 
200 381.86 | 0.01839 | 2.289 354.9 1114.6 | 355.6 | 843.7 1199.3 | 0.5440 | 1.0025 | 1.5465 200 
250 401.04 | 0.01865 | 1.845 375.4 116.7 | 376.2 | 825.8 | 1202.1 | 0.5680 | 0.9594 | 1.5274 250 


300 417.43 | 0.01890 | 1.544 393.0 1118.2 | 394.1 809.8 | 1203.9 | 0.5883 | 0.9232 | 1.5115 300 
350 431.82 | 0.01912 1.327 408.7 1119.0 | 409.9 | 795.0 | 1204.9 | 0.6060 | 0.8917 | 1.4977 350 
400 444.70 | 0.01934 | 1.162 422.8 1119.5 | 424.2 781.2 | 1205.5 | 0.6218 | 0.8638 | 1.4856 400 
450 456.39 | 0.01955 1.033 435.7 1119.6 | 437.4 | 768.2 | 1205.6 | 0.6360 | 0.8385 | 1.4745 450 
500 467.13 | 0.01975 | 0.928 447.7 1119.4 | 449.5 755.8 | 1205.3 | 0.6490 | 0.8154 | 1.4644 500 


550 477.07 | 0.01994 | 0.842 458.9 1119.1 | 460.9 | 743.9 | 1204.8 | 0.6611 | 0.7941 | 1.4451 550 
600 486.33 | 0.02013 | 0.770 469.4 1118.6 471.7 | 732.4 | 1204.1 | 0.6723 | 0.7742 | 1.4464 | 600 
700 503.23 | 0.02051 | 0.656 488.9 1117.0 | 491.5 710.5 | 1202.0 | 0.6927 | 0.7378 | 1.4305 700 
800 518.36 | 0.02087 | 0.569 506.6 1115.0 | 509.7 | 689.6 | 1199.3 | 0.7110 | 0.7050 | 1.4160 800 
900 532.12 | 0.02123 | 0.501 523.0 1112.6 | 526.6 | 669.5 | 1196.0 | 0.7277 | 0.6750 | 1.4027 | 900 


1000 544.75 | 0.02159 | 0.446 538.4 1109.9 | 542.4 | 650.0 | 1192.4 | 0.7432 | 0.6471 1.3903 | 1000 
1100 556.45 | 0.02195 | 0.401 552,9 1106.8 557.4 631.0 | 1188.3 | 0.7576 | 0.6209 | 1.3786 | 1100 
1200 567.37 | 0.02232 | 0.362 566.7 1103.5 571.7 612.3 | 1183.9 | 0.7712 | 0.5961 1.3673 | 1200 
1300 577.60 | 0.02269 | 0.330 579.9 1099.8 | 585.4 | 593.8 1179.2 | 0.7841 | 0.5724 | 1.3565 | 1300 
1400 587.25 | 0.02307 | 0.302 592.7 | 1096.0 | 598.6 575.5 1174.1 | 0.7964 | 0.5497 | 1.3461 | 1400 


1500 596.39 | 0.02346 | 0.277 605.0 1091.8 611.5 557.2 | 1168.7 | 0.8082 | 0.5276 | 1.3359 | 1500 
1600 605.06 | 0.02386 | 0.255 616.9 1087.4 | 624.0 | 538.9 | 1162.9 | 0.8196 | 0.5062 | 1.3258 | 1600 
1700 613.32 | 0.02428 | 0.236 628.6 | 1082.7 | 636.2 | 520.6 | 1156.9 | 0.8307 | 0.4852 | 1.3159 | 1700 
1800 621.21 | 0.02472 | 0.218 640.0 1077.7 | 648.3 | 502.1 1150.4 | 0.8414 | 0.4645 | 1.3060 | 1800 
1900 628.76 | 0.02517 | 0.203 651.3 1072.3 | 660.1 483.4 | 1143.5 | 0.8519 | 0.4441 | 1.2961 | 1900 


2000 636.00 | 0.02565 | 0.188 662.4 | 1066.6 671.9 | 464.4 | 1136.3 | 0.8623 | 0.4238 | 1.2861 | 2000 
2250 652.90 | 0.02698 | 0.157 689.9 1050.6 701.1 414.8 1115.9 | 0.8876 | 0.3728 | 1.2604 | 2250 
2500 668.31 | 0.02860 | 0.131 717.7 1031.0 | 730.9 | 360.5 1091.4 | 0.9131 | 0.3196 | 1.2327 | 2500 
2750 682.46 | 0.03077 | 0.107 747.3 1005.9 | 763.0 297.4 | 1060.4 | 0.9401 | 0.2604 | 1.2005 | 2750 
3000 695.52 | 0.03431 | 0.084 783.4 968.8 | 802.5 213.0 | 1015.5 | 0.9732 | 0.1843 | 1.1575 | 3000 



































3203.6 | 705.44 | 0.05053 | 0.0505 | 872.6 872.6 | 902.5 0 902.5 | 1.0580 0 1.0580 | 3203.6 
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Properties of Superheated Water Vapor 


s 
Btu/lb - °R 


Tables in English Units 


s 
Btu/lb · °R 


Sat. 
200 
250 


300 
400 
500 


600 
700 
800 


900 
1000 
1100 


Sat. 
250 
300 


350 
400 
500 


600 
700 
800 


900 
1000 
1100 





u h 
Btu/lb — Btu/lb 
р = 1 lbf/in? 


(Т. = 101.7°F) 











= 10 Ibf/in.? 
(Ћи = 193.2*F) 











p = 20 lbf/in.? 
(Т... = 228.0°F) 











u h 
Btu/lb — Btu/lb 
р = 5 lbf/in.? 


(Т. = 162.2°F) 








р = 14.7 Ibf/in.? 
(Т.а. = 212.0°F) 














р = 40 lbf/in2 
(T. = 267.3°F) 
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H,0 


H;0 
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TABLE А-4Е 
(Continued) 
T о и ћ 5 v u h s 
ор ть ^ Btu/lb Btu/lb Btu/lb-°R fÜ/lb — Btu/lb — Btu/lb — Btu/lb - ^R 
p = 60 lbf/in.? p = 80 Ibf/in.? 
——- (а-29.9) s ee ы 33227 P) 00, 
Sat 7.17 1098.3 | 1178.0 1.6444 5.47 1102.6 | 1183.6 1.6214 
300 7.26 1101.3 | 1181.9 1.6496 
350 7.82 1121.4 | 1208.2 1.6830 5.80 1118.5 | 1204.3 1.6476 
400 8.35 1140.8 | 1233.5 1.7134 6.22 1138.5 | 1230.6 1.6790 
500 9.40 1178.6 | 1283.0 1.7678 7.02 1177.2 | 1281.1 1.7346 
600 10.43 1216.3 | 1332.1 1.8165 7.79 1215.3 | 1330.7 1.7838 
700 1.44 | 1254.4 | 1381.4 1.8609 8.56 1253.6 | 1380.3 1.8285 
800 12.45 1293.0 | 1431.2 1.9022 9.32 1292.4 | 1430.4 1.8700 
900 13.45 1332.5 | 1481.8 1.9408 10.08 | 1332.0 | 1481.2 1.9087 
1000 14.45 1372.7 | 1533.2 1.9773 10.83 1372.3 | 1532.6 1.9453 
| 1100 15.45 1413.8 | 1585.4 2.0119 11.58 1413.5 | 1584.9 1.9799 
| 1200 16.45 1455.8 | 1638.5 2.0448 12.33 1455.5 | 1638.1 2.0130 
p = 100 lbf/in.” p = 120 lbf/in.? 
ess 32728 F) и не Ma = 3413 P) Áo 
Sat. 4.434 | 1105.8 | 1187.8 1.6034 3.730 | 1108.3 | 1191.1 1.5886 
350 4.592 | 1115.4 | 1200.4 1.6191 3.783 | 1112.2 | 1196.2 1.5950 
400 4.934 | 1136.2 | 1227.5 1.6517 4.079 | 1133.8 | 1224.4 1.6288 
450 5.265 | 1156.2 | 1253.6 1.6812 4.360 | 1154.3 | 12512 1.6590 
500 5.587 | 1175.7 | 1279.1 1.7085 4.633 | 1174.2 | 1277.1 1.6868 
600 6.216 | 1214.2 | 1329.3 1.7582 5.164 | 1213.2 | 1327.8 1.7371 
700 6.834 | 1252.8 | 1379.2 1.8033 5.682 | 1252.0 | 1378.2 1.7825 
800 7.445 | 1291.8 | 1429.6 1.8449 6.195 | 1291.2 | 1428.7 1.8243 
900 8.053 | 1331.5 | 1480.5 1.8838 6.703 | 1330.9 | 1479.8 1.8633 
1000 8.657 | 1371.9 | 1532.1 1.9204 7.208 | 1371.5 | 1531.5 1.9000 
1100 9.260 | 1413.1 | 1584.5 1.9551 7.711 | 1412.8 | 1584.0 1.9348 
1200 9.861 | 1455.2 | 1637.7 1.9882 8.213 | 1454.9 | 16373 1.9679 
р = 140 Ibf/in.? р = 160 lbf/in.? 
— (Та = 353.19) — Án Та = 363.8 T) 02, 
Sat. 3.221 | 1110.3 | 1193.8 1.5761 2.836 | 1112.0 | 1196.0 1.5651 
400 3.466 | 1131.4 | 12212 1.6088 3.007 | 1128.8 | 12178 1.5911 
450 3.713 | 1152.4 | 1248.6 1.6399 3.228 | 1150.5 | 1246.1 1.6230 
500 3.952 | 1172.7 | 1275.1 1.6682 3.440 | 1171.2 | 1273.0 1.6518 
550 4.184 | 1192.5 | 1300.9 1.6945 3.646 | 1191.3 | 1299.2 1.6785 
600 4.412 | 1212.1 | 1326.4 1.7191 3.848 | 1211.1 | 1325.0 1.7034 
700 4.860 | 1251.2 | 1377.1 1.7648 4.243 | 1250.4 | 1376.0 1.7494 
800 5.301 | 1290.5 | 1427.9 1.8068 4.631 | 1289.9 | 1427.0 1.7916 
900 5.739 | 1330.4 | 1479.1 1.8459 5.015 | 1329.9 | 1478.4 1.8308 
1000 6.173 | 1371.0 | 1531.0 1.8827 5.397 | 1370.6 | 1530.4 1.8677 
1100 6.605 | 1412.4 | 1583.6 1.9176 5.776 | 1412.1 | 1583.1 1.9026 
1200 7.036 | 1454.6 | 1636.9 1.9507 6.154 | 1454.3 | 1636.5 1.9358 




















Tables in English Units 


u h 
Btu/lb — Btu/lb 


s 
Btu/lb - °R 


Btu/lb — Btu/lb 


s 
Btu/lb - °R 


p = 180 lbf/in.” 
(T. = 373.1) 








1113.4 | 1197.8 
1126.2 | 1214.4 
1148.5 | 1243.4 
1169.6 | 1270.9 
1190.0 | 1297.5 
1210.0 | 1323.5 
1249.6 | 1374.9 
1289.3 | 1426.2 
1329.4 | 1477.7 
1370.2 | 1529.8 
1411.7 | 1582.6 
1454.0 | 1636.1 





p = 250 lbf/in.? 
(Та. = 401.0%) 


1116.7 | 1202.1 
TRU 123857 
1163.8 | 1263.3 
1185.3 | 1291.3 
1206.1 | 1318.3 
1246.7 | 1371.1 
1287.0 | 1423.2 
1327.6 | 1475.3 
1368.7 | 1527.9 
1410.5 | 1581.0 
1453.0 | 1634.8 
1496.3 | 1689.3 





p = 350 lbf/in.? 
(Та = 431.8°F) 


TABLE A-4E 
(Continued) 
Т v 
oF ft/lb 
ан 2588 
400 2.648 
450 2.850 
500 3.042 
550 3.228 
600 3.409 
700 3.763 
800 4.110 
900 4.453 
1000 4.793 
1100 5.131 
1200 5.467 
Sat. 1.845 
450 2.002 
500 2.150 
550 2.290 
600 2.426 
700 2.688 
800 2.943 
900 3.193 
1000 3.440 
1100 3.685 
1200 3.929 
1300 4.172 
Ба 1327 
450 1.373 
500 1.491 
550 1.600 
600 1.703 
700 1.898 
800 2.085 
900 2.267 
1000 2.446 
1100 2.624 
1200 2.799 
1300 2.974 








1119.0 | 1204.9 
112920121572 
1154.9 | 1251.5 
1178.3 | 1281.9 
1200.3 | 1310.6 
1242.5 | 1365.4 
1283.8 | 1418.8 
1325.0 | 1471.8 
1366.6 | 1525.0 
1408.7 | 1578.6 
1451.5 | 1632.8 
1495.0 | 1687.6 


p = 200 lbf/in.” 
(Та = 381.8°F) 











1114.6 | 1199.3 
1123.5 | 1210.8 
1146.4 | 1240.7 
1168.0 | 1268.8 
1188.7 | 1295.7 
1208.9 | 1322.1 
1248.8 | 1373.8 
1288.6 | 1425.3 
1328.9 | 1477.1 
1369:8: | “15293 
1411.4 | 1582.2 
1453.7 | 1635.7 





p = 300 lbf/in. 
(Ба = 417.4°F) 


1118.2 | 1203.9 
1135.4 | 1226.2 
d5958 12575 
1181.9 | 1286.7 
1203.2 | 1314.5 
1244.0 | 1368.3 
1285.4 | 1421.0 
1326.3 | 1473.6 
1367.7 | 1526.5 
1409.6 | 1579.8 
1452.2 | 1633.8 
1495.6 | 1688.4 











p = 400 Ibf/in.? 
(Ба = 444.7°F) 








1119.5 | 1205.5 
1122.6 | 1209.5 
1150.1 | 1245.2 
1174.6 | 1277.0 
1197.3 | 1306.6 
1240.4 | 1362.5 
1282.1 | 1416.6 
1323.7 | 1470.1 
1365.5 | 1523.6 
1407.8 | 1577.4 
1450.7 | 1621.8 
1494.3 | 1686.8 


981 


H,0 


H;0 


982 
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u h 
Btu/lb — Btu/lb 


s 
Btu/lb - °R 


Btu/lb — Btu/lb 


s 
Btu/lb - °R 


p = 450 Ibf/in.? 
(Tea = 456.4°F) 


1119.6 | 1205.6 
1145.1 | 1238.5 
ПАО 7720101272149 


1194.3 | 1302.5 
1238.2 | 1359.6 
1280.5 | 1414.4 


1322.4 | 1468.3 
1364.4 | 1522.2 
1406.9 | 1576.3 


1450.0 | 1630.8 
1493.7 | 1685.9 
1538.1 1741.7 











р = 600 lbf/in.” 

(Ка = 486.3°F) 
1118.6 | 1204.1 
1128.0 | 1216.2 
1158.2 | 1255.4 


1184.5 | 1289.5 
1231.5 | 1350.6 
1275.4 | 1407.6 


1318.4 | 1462.9 
1361.2 | 1517.8 
1404.2 | 1572.7 


1447.7 | 1627.8 
1491.7 | 1683.4 
1536.5 | 1739.5 





p = 800 Ibf/in.? 
(Ба = 518.3°F) 


TABLE A-4E 
(Continued) 
T о 
oF ft?/Ib 
Sat 1.033 
YOO) 105 
550 1.215 
600 1.300 
700 1.458 
800 1.608 
900 1.752 
1000 1.894 
1100 2.034 
1200 2.172 
1300 2.308 
1400 2.444 
Sat. 0.770 
500 0.795 
550 0.875 
600 0.946 
700 1.073 
800 1.190 
900 1.302 
1000 1.411 
1100 1.517 
1200 1.622 
1300 1.726 
1400 1.829 
Sat. 0.569 
550 0.615 
600 0.677 
650 0.732 
700 0.783 
800 0.876 
900 0.964 
1000 1.048 
1100 1.130 
1200 1.210 
1300 1.289 
1400 1.367 





MASO ee EES) 
ШВ6:88| (12290) 
1170.1 | 1270.4 


1197.2 | 1305.6 
1222.1 | 1338.0 
1268.5 | 1398.2 


1312.9 | 1455.6 
1356.7 1511.9 
1400.5 | 1567.8 


1444.6 | 1623.8 
1489.1 | 1680.0 
1534.2 | 1736.6 








p = 500 lbf/in.2 
(Па = 467.1°F) 








р = 700 lbf/in.? 
(Па = 503.2°F) 











p = 900 Ibf/in.? 
(Та = 532.1°F) 
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TABLE A-4E 
(Continued) 
apes si OR дная аны sei scsi нн oin 
AF ft?/lb — Btu/lb — Btu/lb — Btu/lb - ^R ft/lb — Btu/lb — Btu/lb Btu/lb - ^R 
p = 1000 lbf/in.” p = 1200 lbf/in.” 
PE (Toa = 544.7°F) Ss əннен la OTD, ИН 
Sat. 0.446 | 1109.0 | 1192.4 1.3903 0.362 | 1103.5 | 1183.9 1.3673 
600 0.514 | 1153.7 | 1248.8 1.4450 0.402 | 1134.4 | 1223.6 1.4054 
650 0.564 | 1184.7 | 1289.1 1.4822 0.450 | 1170.9 | 1270.8 | 1.4490 
700 0.608] 1212.0 | 1324.6 1.5135 0.491 | 1201.3 | 1310.2 1.4837 
800 0.688 | 1261.2 | 1388.5 1.5665 0.562 | 1253.7 | 1378.4 1.5402 
900 0.761 | 13073 | 1448.1 1.6120 0.626 | 1301.5 | 1440.4 1.5876 
1000 0.831 | 1352.2 | 1505.9 1.6530 0.685 | 1347.5 | 1499.7 1.6297 
1100 0.898 | 1396.8 | 1562.9 1.6908 0.743 | 1393.0 | 1557.9 1.6682 
1200 0.963 | 1441.5 | 1619.7 1.7261 0.798 | 1438.3 | 1615.5 1.7040 
1300 1.027 | 1486.5 | 1676.5 1.7593 0.853 | 1483.8 | 1673.1 1.7377 
1400 1.091 | 1531.9 | 1733.7 1.7909 0.906 | 1529.6 | 1730.7 1.7696 
1600 1.215 | 1624.4 | 1849.3 1.8499 1.011 | 1622.6 | 1847.1 1.8290 
p = 1400 lbf/in.? p = 1600 Ibf/in.? 
bd (Та = 5872P) — 5 e n Ta E бФӨЛ) 0, 
Sat. 0.302 | 1096.0 | 1174.1 1.3461 0.255 | 1087.4 | 1162.9 1.3258 
600 0.318 | 1110.9 | 1193.1 1.3641 
650 0.367 | 1155.5 | 1250.5 1.4171 0.303 | 1137.8 | 1227.4 1.3852 
700 0.406 | 1189.6 | 1294.8 1.4562 0.342 | 1177.0 | 1278.1 1.4299 
800 0.471 | 1245.8 | 1367.9 1.5168 0.403 | 12377 | 1357.0 1.4953 
900 0.529 | 1295.6 | 1432.5 1.5661 0.466 | 1289.5 | 1424.4 1.5468 
1000 0.582 | 1342.8 | 1493.5 1.6094 0.504 | 1338.0 | 1487.1 1.5913 
1100 0.632 | 1389.1 | 1552.8 1.6487 0.549 | 1385.2 | 1547.7 1.6315 
1200 0.681 | 1435.1 | 1611.4 1.6851 0.592 | 1431.8 | 1607.1 1.6684 
1300 0.728 | 1481.1 | 1669.6 1.7192 0.634 | 1478.3 | 1666.1 1.7029 
1400 0.774 | 15272 | 17278 1.7513 0.675 | 1524.9 | 1724.8 1.7354 
1600 0.865 | 1620.8 | 1844.8 1.8111 0.755 | 1619.0 | 1842.6 1.7955 
p = 1800 lbf/in.? p = 2000 lbf/in.? 
HT. (Ta = 6212F) — 5e а = 636.0) — i. 
Sat. 0.218 | 10777 | 1150.4 1.3060 0.188 | 1066.6 | 1136.3 1.2861 
650 0.251 1117.0 | 1200.4 1.3517 0.206 | 1091.1 | 1167.2 1.3141 
700 0.291 | 1163.1 | 1259.9 1.4042 0.249 | 1147.7 | 1239.8 1.3782 
750 0.322 | 1198.6 | 1305.9 1.4430 0.280 | 11873 | 1291.1 1.4216 
800 0.350 | 1229.1 | 1345.7 1.4753 0.307 | 1220.1 | 1333.8 1.4562 
900 0.399 | 1283.2 | 1416.1 1.5291 0.353 | 1276.8 | 1407.6 1.5126 
1000 0.443 | 1333.1 | 1480.7 1.5749 0.395 | 1328.1 | 1474.1 1.5598 
1100 0.484 | 1381.2 | 1542.5 1.6159 0.433 | 1377.2 | 15372 1.6017 
1200 0.524 | 1428.5 | 1602.9 1.6534 0.469 | 1425.2 | 1598.6 1.6398 
1300 0.561 | 1475.5 | 1662.5 1.6883 0.503 | 1472.7 | 1659.0 1.6751 
1400 0.598 | 1522.5 | 1721.8 1.7211 0.537 | 1520.2 | 1718.8 1.7082 
1600 0.670 | 1617.2 | 1840.4 1.7817 0.602 | 1615.4 | 1838.2 1.7692 
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TABLE А-4Е 







(Continued) 
T р и ћ 5 о и h s 
ор ft*/lb — Btu/lb — Btu/lb Btu/lb-°R fÜ/lb — Btu/lb — Btu/lb  Вш/р -°R 


p = 2500 Ibf/in.? p = 3000 1ЬҒ/іп.2 
(Та = 668.3°F) (Та = 695.5°F) 
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TABLE А-5Е 


Properties of Compressed Liquid Water 






































T v u h s v u h 5 
°F ft/lb Btu/lb Btu/lb Btu/lb - ^R ft/lb Btu/lb Btu/lb Btu/lb -°R 
p = 500 Ibf/in.? р = 1000 1ЬҒ/іп.2 
— HE. Ma = 467.19) КЕПКЕН ЗЫЛ ААНАР БЕККЕ 
32 0.015994 0.00 1.49 | 0.00000 0.015967 0.03 2.99 | 0.00005 
50 0.015998 | 18.02 19.50 | 0.03599 0.015972 17.99 | 20.94 | 0.03592 
100 0.016106 67.87 | 69.36 | 0.12932 0.016082 | 67.70 | 70.68 | 0.12901 
150 0.016318 | 11766 | 119.17 0.21457 0.016293 | 117.38 | 120.40 | 0.21410 
200 0.016608 | 167.65 | 169.19 0.29341 0.016580 | 167.26 | 170.32 | 0.29281 
300 0.017416 | 268.92 | 270.53 0.43641 0.017379 | 268.24 | 271.46 | 0.43552 
400 0.018608 | 373.68 | 375.40 | 0.56604 0.018550 | 372.55 | 375.98 | 0.56472 
Sat. 0.019748 | 447.70 | 449.53 0.64904 0.021591 | 538.39 | 542.38 | 0.74320 
р = 1500 Ibf/in.? p = 2000 lbf/in.? 
КЕНЕ ы, ЖУН КЕКТІ (Па = 660) 2, 
32 0.015939 0.05 4.47 | 0.00007 0.015912 0.06 5.95 | 0.00008 
50 0.015946 17.95 | 22.38 | 0.03584 0.015920 17.91 23.81 0.03575 
100 0.016058 | 67.53 71.99 | 0.12870 0.016034 | 67.37 | 73.30 | 0.12839 
150 0.016268 | 11710 | 121.62 | 0.21364 0.016244 | 116.83 | 122.84 | 0.21318 
200 0.016554 | 166.87 | 171.46 | 0.29221 0.016527 | 166.49 | 172.60 | 0.29162 
300 0.017343 | 267.58 | 272.39 | 0.43463 0.017308 | 266.93 | 273.33 | 0.43376 
400 0.018493 | 371.45 | 376.59 | 0.56343 0.018439 | 370.38 | 377.21 0.56216 
500 0.02024 | 481.8 | 487.4 0.6853 0.02014 | 479.8 | 487.3 0.6832 
Sat. 0.02346 | 605.0 611.5 0.8082 0.02565 | 662.4 | 671.9 0.8623 
p = 3000 lbf/in.? р = 4000 lbf/in.? 
MER (Та 69557) as ПИ ыы tm 
32 0.015859 0.09 8.90| 0.00009 0.015807 0.10 11.80 | 0.00005 
50 0.015870 17.84 | 26.65 | 0.03555 0.015821 17.76 | 29.47 | 0.03534 
100 0.015987 67.04 | 75.91 0.12777 0.015942 | 66.72 | 78.52 | 0.12714 
150 0.016196 | 116.30 | 125.29 | 0.21226 0.016150 | 115.77 | 127.73 0.21136 
200 0.016476 | 165.74 | 174.89 | 0.29046 0.016425 | 165.02 | 177.18 0.28931 
300 0.017240 | 265.66 | 275.23 | 0.43205 0.017174 | 264.43 | 277.15 0.43038 
400 0.018334 | 368.32 | 378.50 | 0.55970 0.018235 | 366.35 | 379.85 | 0.55734 
500 0.019944 | 476.2 | 487.3 0.6794 0.019766 | 472.9 | 487.5 0.6758 
Sat. 0.034310 | 783.5 | 802.5 0.9732 
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TABLE А-бЕ 
Properties of Saturated Water (Solid-Vapor): Temperature Table 
Specific Volume internal Energy | 7 Enthalpy E амы Entropy MM 
ft?/lb Btu/lb Btu/lb Btu/lb - °R 
Sat Sat Sat Sat. Sat Sat Sat Sat 
Temp. Press. Solid Vapor Solid Subl. Vapor Solid Subl. Vapor | Solid | Subl. | Vapor 
°F Ibf/in.? vi v, X 1073 Uj Uig Ug h; hg h; Si Sig Sg 
32.018 0887 | .01747 3.302 — 149. 348 ШӨБІ | поло 1/5 3/2 12197722 ПОБЕДИ 52024 12 2790 2 187 
32 0886 | .01747 3.305 125 У БИ IAG  ОЛОВ БЕЛӘ зор 1215 9722 10759719 Кора 27. M 2187 
30 0808 | .01747 3.607 АД ВБИ ППБ ОН 10205 1273850 1216508 ПОД 02028 2216508 ОБ 
25 0641 | .01746 4.506 —146.84 | 1165.7 | 1018.9 | —146.84 | 1219.1 | 1072.3 | —.299 | 2.515 |2.216 
20 0505 | .01745 5.655 —149.31 | 1166.5 | 1017.2 | —149.31 | 1219.4 | 1070.1 | —.304 | 2.542 |2.238 
15 0396 | .01745 7.13 —151.75 | 1167.3 | 1015.5 | —151.75 | 1219.7 | 1067.9 | —.309 | 2.569 |2.260 
10 0309 | .01744 9.04 =o || ЫЛ || WOES) || E157 1722891219198 1065/28 931/20 822597728 |2285 
5 0240 | .01743 11.52 1565 04 #16 8 9 И 1012.28 1567568 8122018 81065 5 25207 [27626 225506 
0 0185 01743 TATT 1589311695 101068 15 8303881220028 8106108 52 58 5276552022590) 
=5 0142 01742 19.03 — 161.27 | 1170.2 | 1008.9 | —161.27 | 1220.3 | 1059.0 | —.330 | 2.684 | 2.354 
=10 0109 01741 24.66 — 163.59 | 1170.9 | 1007.3 | — 163.59 | 1220.4 | 1056.8 | —.335 | 2.714 | 2.379 
—15 0082 | .01740 322 -165.89 | 1171.5 | 1005.6 | -165.89 | 1220.5 | 1054.6 | -.340 | 2.745 |2.405 
=20 0062 | .01740 42.2 1680168 АПУ И 100598 1685168 1220768 1052-7 M3 258 776 [2731 
25 0046 | .01739 557 1707/08 A I 1002538 17007102 181220768 050 2 251 275052 127/57 
—30 0035 01738 74.1 22172:698 8511/2320 1000-62 | 172-658 1220-69 1028100 5568 2:818 2265 
=35 0026 | .01737 99.2 —174.82 | 1173.8 | 998.9 | —174.82 | 1220.6 | 1045.8 | —.361 | 2.874 | 2.513 
—40 0019 01737 133.8 —177.00 | 1174.3 997.3 | -177.00 | 1220.6 | 1043.6 | —.366 | 2.908 |2.542 
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TABLE A-7E 


Properties of Saturated Refrigerant 22 (Liquid-Vapor): Temperature Table 





























Specific Volume Internal Energy Enthalpy Entropy 
ft/lb Btu /lb Btu/lb Btu/lb - °R 
и ea ыш ыш "T NE шј реи I e: B e B 

Temp. Press. Liquid Vapor Liquid Vapor Liquid Evap. Vapor Liquid Vapor Temp. 

°F lbf/in.? Ur Ug ur Ug h; hg h; S; Sg ор 
-80 4.781 0.01090 | 9.6984 | -10.30 87.24 510098 E510 611 95.82 | —0.0257 | 0.2538 —80 
—60 8.834 | 0.01113 5.4744 =5.20 89.16 —5.18 103.30 98.12 —0.0126 | 0.2458 —60 
=55 10.187 | 0.01120 4.7933 5:911 89.64 2:20:89 10155102758 98.68 | —0.0094 | 0.2441 =55 
=50 11.701 0.01126 4.2123 =262 90.12 =260 101.84 99.24 | —0.0063 | 0.2424 =50 
= 13.387 | 0.01132 3.7147 =1.33 90.59 —1.30 101.10 99.80 | —0.0031 | 0.2407 —Д5 
—40 15.261 0.01139 3.2869 —0.03 91.07 0.00 | 100.35 100.35 0.0000 | 0.2391 0 
—35 17.335 | 0.01145 2.9176 1.27 91.54 1.31 99.59 100.90 0.0031 | 0.2376 —35 
—30 19.624 | 0.01152 2.5976 2.58 92.00 2.62 98.82 101.44 0.0061 | 0.2361 =30 
= 25 22.142 0.01159 2.3195 3.89 92.47 3.94 98.04 101.98 0.0092 | 0.2347 =25 
—20 24.906 | 0.01166 2.0768 5.21 92.93 5.26 97.24 | 102.50 0.0122 | 0.2334 =20 
=15 27.931 0.01173 1.8644 6.53 93.38 6.59 96.43 | 103.03 0.0152 0.2321 —15 
=O 31.233 | 0.01181 1.6780 7.86 93.84 7205 95.61 103.54 0.0182 | 0.2308 =10) 
=5 34.829 | 0.01188 1.5138 9.19 94.28 927 94.78 | 104.05 0.0211 0.2296 =5 
0 38.734 | 0.01196 1.3688 10.53 94.73 10.62 93.93 | 104.55 0.0240 | 0.2284 0 

5 42.967 | 0.01204 1.2404 11.88 95.17 11.97 93.06 | 105.04 0.0270 | 0.2272 5 

10 47.545 | 0.01212 1.1264 13.23 95.60 [8:88 92.18 105.52 0.0298 | 0.2261 10 
15 52.486 | 0.01220 1.0248 14.58 96.03 14.70 91.29 105.99 0.0327 | 0.2250 15 
20 57.808 | 0.01229 | 0.9342 15.95 96.45 16.08 90.38 | 106.45 0.0356 | 0.2240 20 
25 63.529 | 0.01237 | 0.8531 17:31 96.87 17.46 89.45 106.90 0.0384 | 0.2230 25 
30 69.668 | 0.01246 | 0.7804 18.69 97.28 18.85 88.50 107.35 0.0412 | 0.2220 30 
35 76.245 | 0.01255 0.7150 20.07 97.68 20.25 87.53 107.78 0.0441 | 0.2210 35 
40 83.278 | 0.01265 | 0.6561 21.46 98.08 21.66 86.54 | 108.20 0.0468 | 0.2200 40 
45 90.787 | 0.01275 0.6029 22.86 98.47 23.07 85.53 108.60 0.0496 | 0.2191 45 
50 98.792 | 0.01285 | 0.5548 YN ITY 98.84 24.50 84.49 | 108.99 0.0524 | 0.2182 50 
55 107.31 0.01295 | 0.5112 25.68 99:22 25.94 83.44 | 109.37 0.055278012173 55 
60 116.37 0.01306 | 0.4716 27.10 99.58 27.38 82.36 109.74 0.0579 | 0.2164 60 
65 125.98 0.01317 0.4355 28.53 99598 28.84 81.25 110.09 0.0607 | 0.2155 65 
70 136.18 0.01328 | 0.4027 29.98 | 100.27 30.31 80.11 110.42 0.0634 | 0.2147 70 
75 146.97 0.01340 | 0.3726 31.43 | 100.60 31.79 78.95 110.74 0.0661 | 0.2138 75 
80 158.38 0.01352 0.3452 32.89 | 100.92 33.29 77.75 111.04 0.0689 | 0.2130 80 
85 170.44 0.01365 | 0.3200 34.36 101.22 34.80 76.53 111.32 0.0716 | 0.2121 85 
90 183.16 0.01378 | 0.2969 35.85 101.51 36.32 75.26 111.58 0.0743 | 0.2113 90 
95 196.57 0.01392 | 0.2756 37.35 101.79 37.86 73.96 111.82 0.0771 0.2104 95 
100 210.69 0.01407 | 0.2560 38.86 | 102.05 39.41 72.63 112.04 0.0798 | 0.2095 100 
105 225.54 0.01422 | 0.2379 40.39 | 102.29 40.99 71.24 112723 0.0825 | 0.2087 105 
110 241.15 0.01438 | 0.2212 41.94 | 102.52 42.58 69.82 112.40 0.0852 | 0.2078 110 
115 257.55 0.01455 0.2058 43.50 102.72 44.19 68.34 112.53 0.0880 | 0.2069 115 
120 274.75 0.01472 | 0.1914 45.08 | 102.90 45.83 66.81 112.64 0.0907 | 0.2060 120 
140 352.17 0.01555 0.1433 51.62 | 103.36 52.64 60.06 112.70 0.1019 0.2021 140 


Source: Tables A-7E through A-9E are calculated based on equations from A. Kamei and S. W. Beyerlein, "A Fundamental Equation for 
Chlorodifluoromethane (R-22)," Fluid Phase Equilibria, Vol. 80, No. 11, 1992, pp. 71-86. 
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TABLE А-8Е 


Press. 
lbf/in.? 


100 


110 
120 
130 
140 
150 


160 
170 
180 
190 
200 


225 
250 
275 
300 
325 
350 








ft?/lb 


0.01091 
0.01119 
0.01138 
0.01153 
0.01166 


0.01178 
0.01189 
0.01198 
0.01207 
0.01216 


0.01224 
0.01232 
0.01239 
0.01247 
0.01254 


0.01260 
0.01267 
0.01274 
0.01280 
0.01286 


0.01298 
0.01310 
0.01321 
0.01332 
0.01343 


0.01354 
0.01365 
0.01375 
0.01386 
0.01396 


0.01422 
0.01447 
0.01473 
0.01499 
0.01525 
0.01552 





Internal Energy 


Btu/lb 

Sat. Sat 

Liquid Vapor 
lon AM — ИИ 

9/95 87.37 
-4.08 89.58 
022 91.00 
2.78 92.07 
5.25 92.94 
7.38 93.67 
9.25 94.30 
10.94 94.86 
12.49 95.37 
13.91 95.82 
15.24 96.23 
16.48 96.62 
17.65 96.97 
18.76 97.30 
19.82 97.61 
20.83 97.90 
21.79 98.17 


23.61 98.67 
24.47 98.90 
26.11 99.33 
27.65 99.71 


30.50 100.39 
31.82 | 100.69 
33.09 | 100.96 
34.31 101.21 
35.49 101.44 
36.62 101.66 
3772 101.86 








42.79 102.63 
45.10 102.91 
47.30 103.11 
49.42 103.26 
51.45 103.35 





Enthalpy 
Btu/lb 





100.28 
101.52 
102.52 


103.35 
104.07 
104.70 
105.26 
105.76 


106.21 
106.63 
107.01 
107.37 
107.70 


108.00 
108.29 
108.56 
108.81 
109.05 


109.49 
109.88 
110.22 
110.54 
110.82 


111.08 
111.31 
111.52 
111.71 
111.88 


112.22 
112.47 
112.64 
11278 
11275 
112.71 





Епїгору 
Btu/lb - °R 
Sat. Sat. 
Liquid Vapor 
5; Sg 
—0.0248 | 0.2532 
—0.0098 | 0.2443 
—0.0004 | 0.2393 
0.0066 | 0.2359 
0.0123 0.2333 
0.0171 0.2313 
0.0212 0.2295 
0.0249 | 0.2280 
0.0283 | 0.2267 
0.0313 0.2256 
0.0341 0.2245 
0.0367 | 0.2236 
0.0391 0.2227 
0.0414 | 0.2219 
0.0435 | 0.2212 
0.0456 | 0.2205 
0.0475 | 0.2198 
0.0494 | 0.2192 
0.0511 0.2186 
0.0528 | 0.2181 
0.0560 | 0.2170 
0.0590 | 0.2161 
0.0618 | 0.2152 
0.0644 | 0.2144 
0.0669 | 0.2136 
0.0693 | 0.2128 
0.0715 0.2121 
0.0737 | 0.2115 
0.0757 | 0.2108 
0.0777 | 0.2102 
0.0824 | 0.2087 
0.0867 | 0.2073 
0.0908 | 0.2060 
0.0946 | 0.2047 
0.0982 | 0.2034 
0.1016 0.2022 


Press. 
Ibf/in.? 


100 


110 
120 
130 
140 
150 


160 
170 
180 
190 
200 


225 
250 
27b 
300 
325 





350 
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TABLE A-9E 





Properties of Superheated Refrigerant 22 Vapor 
































T о и ћ 5 о и h s 
oF ft?/tb Btu/lb — Btu/lb Btu/lb-°R ft?/lb — Btu/lb — Btu/lb — Btu/lb - ^R 
р-5 Ibf/in.? р = 10 Ibf/in.? 
—— (Ба = 778.62) — se Та T 755660 НК 
Sat. 9.3014 87.37 95.98 0.2532 4.8769 89.58 98.61 0.2443 
710 9.5244 88.31 97.13 0.2562 
—60 9.7823 89.43 98.48 0.2596 
—50 10.0391 90.55 99.84 0.2630 4.9522 90.23 99.40 0.2462 
—40 10.2952 91.69 | 101.22 0.2663 5.0846 91.39 | 100.81 0.2496 
—30 10.5506 92.84 | 102.61 0.2696 5.2163 92.57 | 102.23 0.2530 
—20 10.8054 94.01 | 104.01 0.2728 5.3472 55758 105165 0.2563 
ге 10) 11.0596 95.19 105.43 0.2760 5.4775 94,95 | 105.09 0.2595 
0 2153138 96.39 | 106.87 0.2791 5.6073 96.16 | 106.55 0.2627 
10 11.5666 97.60 | 108.31 0.2822 5.7366 97.39 | 108.01 0.2658 
20 11.8195 98.83 | 109.77 0.2853 5.8655 98.63 | 109.49 0.2690 
30 12.0720 | 100.07 111.25 0.2884 5.9941 99.88 | 110.98 0.2720 
40 12.3242 | 101.3 | 112.74 0.2914 6.1223 | 101.15 | 112.49 | 0.2751 
p = 15 Ibf/in.? p = 20 lbf/in.” 
—- (ш = —40.67°F) n se „СЕ 729.227) assess 
Sat. 3.3402 91.00 | 100.28 0.2393 2.5518 92.07 | 101.52 0.2359 
—40 3.3463 91.08 | 100.38 0.2396 
2230 3.4370 92.28 | 101.83 0.2430 
—20 3.5268 93.49 | 103.28 0.2463 2.6158 93.21 102.90 0.2391 
—10 3.6160 | 94.70 | 104.75 0.2496 2.6846 | 94.45 | 104.39 | 0.2424 
0 3.7046 95.93 | 106.22 0.2529 2.7528 95.69 | 105.89 0.2457 
10 3.7927 97.17 107.71 0.2561 2.8204 96.95 107.39 0.2490 
20 3.8804 98.43 | 109.20 0.2592 2.8875 98.22 | 108.91 0.2522 
30 3.9677 99.69 | 110.71 0.2623 2.9542 99.49 | 110.43 0.2553 
40 8.0546 | 100.97 | 112.23 | 0.2654 3.0205 | 100.78 | 111.97 | 0.2584 
50 4.1412 | 102.26 | 113.76 | 0.2684 3.0865 | 102.09 | 113.52 0.2615 
60 4.2275 | 103.57 | 115.31 0.2714 3.1522 | 103.40 | 115.08 | 0.2645 
70 4.3136 | 104.89 | 116.87 | 0.2744 3.2176 | 104.73 | 116.65 | 0.2675 
p = 25 Ibf/in.? p = 30 lbf/in.? 
КОККЕ И NON ЖОО NN Ta = NH n. 
Sat. 2.0695 92.94 | 102.52 0:2333 1.7430 93.67 | 103.35 0.2313 
—10 251252 94.18 | 104.02 0.2367 1.7518 93.91 103.64 0.2319 
0 2.1812 95.45 | 105.54 0.2400 1.7997 95.19 105.19 0.2353 
10 2.2365 96.72 107.07 0.2433 1.8470 96.48 | 106.74 0.2386 
20 2.2914 98.00 | 108.61 0.2466 1.8937 97.78 | 108.30 0.2419 
30 2.3458 99.29 110.15 0.2498 1.9400 99.09 | 109.86 0.2451 
40 2.3998 | 100.59 111.70 0.2529 1.9858 | 100.40 111.43 0.2483 
50 2.4535 101.91 (18:27 0.2560 2.0313 101.73 113.01 0.2514 
60 2.5068 | 103.23 114.84 0.2590 2.0764 | 103.06 | 114.60 0.2545 
70 2.5599 | 104.57 | 116.42 | 0.2621 2.1213 | 104.41 | 116.19 0.2576 
80 2.6127 105.92 118.01 0.2650 2.1659 105.77 117.80 0.2606 
90 2.6654 | 107.28 | 119.62 | 0.2680 2.2103 | 10713 | 119.41 0.2635 
100 2.7178 | 108.65 | 12124 | 0.2709 2.2545 | 108.52 | 121.04 | 0.2665 
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u 
Btu/lb 


Btu/lb 


5 
Btu/lb - °R 


u 
Btu/lb 


Btu/lb 


s 
Btu/lb - °R 


p = 40 lbf/in.? 
(T. = 1.54°F) 











p = 60 1ЬЕ/іп.2 
(T... = 21.96°F) 











p = 80 lbf/in.? 
(Па = 37.778) 


TABLE A-9E 
(Continued) 
7 о 
oF ft/lb 
Sat. S27 
10 1.3593 
20 1.3960 
30 1.4321 
40 1.4678 
50 1.5032 
60 1.5381 
70 1.5728 
80 1.6071 
90 1.6413 
100 1.6752 
10 1.7089 
120 1.7424 
Sat. 0.9014 
30 0.9226 
40 0.9485 
50 0.9739 
60 0.9988 
70 1.0234 
80 1.0476 
90 1.0716 
100 1.0953 
110 1.1188 
120 1.1421 
130 1.1653 
140 1.1883 
Sat. 0.6823 
40 0.6871 
50 0.7079 
60 0.7280 
70 0.7478 
80 0.7671 
90 0.7861 
100 0.8048 
110 0.8233 
120 0.8416 
130 0.8596 
140 0.8775 
150 0.8953 














p = 50 lbf/in. 
(Т. = 12.53°F) 




















95.82 | 105.76 
96.85 | 107.00 
98.22 | 108.65 
99.59 | 110.30 
100.97 | 111.95 
102.35 | 113.60 
103.74 | 115.25 
105.13 | 116.90 
106.53 | 118.57 
107.95 | 120.24 
109.37 | 121.91 
110.80 | 123.60 
p = 70 Ibf/in.? 
(T. = 30.26°F) 
97.30 | 107.37 
98.71 | 109.07 
100.15 | 110.81 
101.59 | 112.53 
103.03 | 114.25 
104.46 | 115.97 
105.90 | 117.68 
107.35 | 119.40 
108.80 | 121.12 
110.26 | 122.84 
111.73 | 124.57 
113.21 | 126.31 
p = 90 Ibf/in. 
(Toat = 44.49°F) 
98.43 | 108.56 
99.26 | 109.57 
100.77 | 111.39 
102.27 | 113.19 
103.76 | 114.98 
105.24 | 116.75 
106.73 | 118.52 
108.22 | 120.29 
109.71 | 122.06 
111.20 | 123.83 
112.71 | 125.60 
114.22 | 127.38 





0.2192 


0.2212 


0.2247 
0.2282 
0.2315 


0.2348 
0.2380 
0.2411 


0.2442 
0.2472 
0.2502 
0.2531 
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p = 100 lbf/in.? 
(Tea = 50.73%) 














р = 140 Ibf/in.? 
(T... = 71.80°F) 








(Continued) 
T v 
"F ft/lb 
Sat. 0.5482 
60 0.5645 
80 0.5980 
100 0.6300 
120 0.6609 
140 0.6908 
160 0.7201 
180 0.7489 
200 0.7771 
220 0.8051 
240 0.8327 
260 0.8600 
280 0.8871 
300 0.9140 
Sat. 0.3915 
80 0.4028 
100 0.4289 
120 0.4534 
140 0.4768 
160 0.4993 
180 0.5212 
200 0.5426 
| 220 0.5636 
240 0.5842 
260 0.6045 
280 0.6246 
300 0.6445 
320 0.6642 
Sat. 0.3023 
100 0.3154 
120 0.3369 
140 0.3570 
160 0.3761 
180 0.3943 
200 0.4120 
220 0.4292 
240 0.4459 
260 0.4624 
280 0.4786 
300 0.4946 
320 0.5104 
340 0.5260 

















p = 180 1ЬЕ/іп.2 
(Tsa = 88.78°F) 








Btu/lb — Btu/lb 


p = 120 lbf/in.? 
(Т = 61.92°F) 
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Btu/lb - °R 














p = 160 lbf/in.” 
(Та: = 80.69°F) 


104.26 | 115.08 
107.56 | 119.06 
110.81 | 122.94 
114.03 | 126.77 
11725013057 
120.47 | 134.37 
123720113818 
126.99 | 142.00 
130.30 | 145.84 
133.63 | 149.70 
137.00 | 153.60 
140.41 157.62 








р = 200 lbf/in.? 
(Teat = 96.24^F) 








991 


R-22 


R-22 


992 Tables in English Units 
































TABLE A-9E 
(Continued) 
T о и h s v u h s 
Е ель Btu/lb_ Бш/ЛЬ  Btu/lb:°R НОЛЬ Btu/ib — Btu/ib — Btu/lb - ^R 
р = 225 lbf/in.” p = 250 lbf/in.” 
nm (бы = 104.820) ae Sell) n 
Sat. 0.2386 102-285 112522 0.2087 0.2126 102.63 112.47 0.2073 
120 0.2539 105.17 115.75 0.2149 0.2198 104.10 (11415272 0.2104 
140 0.2722 108.78 | 120.12 0.2223 0.2378 107.90 | 118.91 0.2183 
160 0.2891 112.26 | 124.30 | 0.2291 0.2540 111.51 | 123.27 | 0.2255 
180 0.3050 115.67 | 128.38 0.2356 0.2690 115.02 | 127.48 0.2321 
200 0.3202 119.06 | 132.40 0.2418 0.2833 118.48 | 131.59 0.2385 
220 0.3348 122238 136.38 0.2477 0.2969 121.91 135.66 0.2445 
240 0.3490 1257878 15140235 0.2535 0.3101 125.33 | 139.69 0.2504 
260 0.3628 129.20 | 144.32 0.2591 0.3229 128.76 | 143.71 0.2560 
280 0.3764 132.61 | 148.29 0.2645 0.3354 132.21 147.73 0.2616 
300 0.3896 136.05 | 152.28 0.2699 0.3476 135.67 151.76 0.2669 
320 0.4027 139.51 156.29 0.2751 0.3596 139.16 155.81 0.2722 
340 0.4156 143.00 | 160.32 0.2802 0.3715 142.67 | 159.87 0.2773 
360 0.4284 146.33 | 164.38 0.2852 0.3831 146.22 | 163.95 0.2824 
a о ПИ. ene Creo ШШ 
nw chio da ЈЕНИ И eanna (ы = 12694 P) 0, 
Sat. 0.1912 102.91 112.64 0.2060 0.1732 103.11 212573 0.2047 
140 0.2092 106.96 117.61 0.2144 0.1849 105.93 | 116.20 0.2105 
160 0.2250 110.73 | 122.19 0.2219 0.2006 109.89 | 121.04 0.2185 
180 0.2395 144.35 | 126.54 0.2288 0.2146 133.64 | 125.56 0.2257 
200 0.2530 117.88 | 130.77 0.2353 0.2276 117.26 | 129.91 0.2324 
220 0.2659 121.38 | 134.91 0.2415 0.2399 | 120.83 | 134.15 0.2387 
240 0.2782 124.85 | 139.02 0.2475 0.2516 1245552 138339 0.2447 
260 0.2902 28:522 А8510, 052532 0.2629 РАТ НИ "УЛ, 0.2506 
280 0.3018 131.80 | 147.17 0.2588 0.2739 131.38 | 146.59 0.2562 
300 0.3132 135.29 151.24 0.2642 0.2845 134.90 | 150.71 0.2617 
320 0.3243 138.80 | 155.32 0.2695 0.2949 138.44 | 154.83 0.2671 
340 0.3353 142.34 | 159.41 0.2747 0.3051 142.00 | 158.95 0.2723 
360 0.3461 145.90 | 163.53 0.2798 0.3152 145.58 | 163.09 0.2774 
ux али LL 2 7 тии 
НЕНА (Та = 139.49%) 
Sat о 1577 103.26 (212775 0.2034 0.1444 103.35 112.71 0.2022 
140 0.1637 104.78 | 114.63 0.2066 0.1448 103.48 | 112.86 0.2024 
160 0.1796 109.00 | 119.81 0.2151 0.1605 107.90 | 118.30 0,2113 
180 0.1934 112.89 | 124.53 | 0.2226 0.1747 112.06 | 123.38 | 0.2194 
200 0.2061 116.62 | 129.02 0.2295 0.1874 115.95 | 128.10 0.2267 
220 0.2179 120.26 | 133.37 0.2360 0.1987 119.65 | 132.53 0.2333 
240 0.2291 123.84 | 137.63 0.2422 0.2095 123531 136.89 0.2396 
260 0.2398 127.40 | 141.83 0.2481 0.2199 126.93 | 141.18 0.2457 
280 0.2501 130.96 | 146.01 0.2538 0.2297 130.52 | 145.41 0.2514 
300 0.2602 134.51 150.17 0.2593 0.2393 134.12 149.62 0.2571 
320 0.2700 138.08 | 154.33 0.2647 0.2486 137.71 153.82 0.2626 
340 0.2796 141.66 | 158.49 | 0.2700 0.2577 141.32 | 158.02 | 0.2679 
360 0.2891 145.26 | 162.66 0.2752 0.2666 144.95 | 162.23 0.2730 
380 0.2983 148.89 | 166.85 0.2802 0.2754 148.59 | 166.43 0.2781 




















__ TABLE A-10E 




















95 
100 
105 
110 

115 


120 
140 
160 
180 
200 
210 











Press. 
Ibf/in.? 





Specific Volume 


ft?/lb 
Sat. Sat. 
Liquid Vapor 
Ut Ug 

0.01130 5.7173 
0.01143 | 4.3911 

0.01156 3.4173 
0.01163 | 3.0286 
0.01170 2.6918 
0.01178 2.3992 
0.01185 2.1440 
0.01193 1.9208 
0.01200 | 1.7251 

0.01208 | 1.5529 
0.01216 1.4009 
0.01225 1.2666 
0.01233 1.1474 
0.01251 0.9470 
0.01270 | 0.7871 
0.01290 | 0.6584 
0.01311 0.5538 
0.01334 | 0.4682 
0.01346 | 0.4312 
0.01358 | 0.3975 
0.01371 0.3668 
0.01385 | 0.3388 
0.01399 | 0.3131 

0.01414 | 0.2896 
0.01429 | 0.2680 
0.01445 | 0.2481 
0.01520 | 0.1827 
0.01617 | 0.1341 

0.01758 | 0.0964 
0.02014 | 0.0647 
0.02329 | 0.0476 








Internal Energy 


Properties of Saturated Refrigerant 134a (Liquid-Vapor): Temperature Table 
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Enthalpy 
Btu/ lb 





Btu/ lb 
Sat. Sat. 
Liquid Vapor 
Ur Ug 

—0.02 87.90 
2.81 89.26 
5.69 90.62 
7.14 91.30 
8.61 91.98 
10.09 92.66 
11.58 93:33 
13.09 94.01 
14.60 94.68 
16.13 95.35 
17.67 96.02 
19.22 96.69 
20.78 97:85 
23.94 98.67 
27.14 99.98 
30.39 101.27 
33.68 102.54 
37.02 103.78 
38.72 104.39 
40.42 105.00 
42.14 105.60 
43.87 106.18 
45.62 106.76 
47.39 107.33 
49.17 107.88 
50.97 108.42 
58.39 110.41 
66.26 111.97 
74.83 112.77 
84.90 111.66 
91.84 108.48 











Entropy 
Btu/lb - °R 








100 
105 
110 
115 


120 
140 
160 
180 
200 
210 








Source: Tables A-10E through A-12E are calculated based on equations from D. P. Wilson and R. S. Basu, *Thermodynamic Properties of a 
New Stratospherically Safe Working Fluid — Refrigerant 134a," ASHRAE Trans., Vol. 94, Pt. 2, 1988, рр. 2095-2118. 
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Press. 
Ibf/in.? 


100 
120 
140 
160 


180 
200 
220 
240 
260 


280 
300 
350 
400 
450 
500 





TABLE А-ПЕ 





Specific Volume 





ft?/Ib 
Sat. Sat. 
Liquid Vapor 
Ur Ug 

0.01113 8.3508 
0.01143 4.3581 
0.01164 2.9747 
0.01181 2.2661 
0.01209 1.5408 
0.01232 1.1692 
0.01252 0.9422 
0.01270 | 0.7887 
0.01286 | 0.6778 
0.01302 | 0.5938 
0.01317 0.5278 
0.01332 | 0.4747 
0.01360 | 0.3941 
0.01386 | 0.3358 
0.01412 0.2916 
0.01438 | 0.2569 
0.01463 | 0.2288 
0.01489 | 0.2056 
0.01515 0.1861 

0.01541 0.1695 
0.01568 | 0.1550 
0.01596 | 0.1424 
0.01671 0.1166 
0.01758 | 0.0965 
0.01863 | 0.0800 
0.02002 | 0.0657 





Internal Energy 


Btu/lb 
Sat Sat 
Liquid Vapor 
mm NL E 
ЗА 86.07 
2.89 89.30 
7.36 91.40 


Properties of Saturated Refrigerant 134a (Liquid-Vapor): Pressure Table 











Enthalpy 
Btu/lb 








Entropy 
Btu/lb - °R 








Press. 
Ibf/in.? 


100 
120 
140 
160 


180 
200 
220 
240 
260 


280 
300 
350 
400 
450 
500 
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TABLE А-12Е 





|| Properties of Superheated Refrigerant 134a Vapor 





























T v u h s о и ћ 5 
| ЈЕ f?/lb — Btu/lb — Btu/lb — Btu/Ib - ^R ть — Btu/lb — Btu/lb — Btu/lb - ^R 
| p = 10 lbf/in.2 р = 15 lbf/in2 
| КӨКЕТ... Rm (Т: = 1425P 
Sat. 4.3581 89.30 | 97.37 | 0.2265 2.9747 91.40 | 99.66 | 0.2242 
| —20 4.4718 90.89 | 99.17 | 0.2307 
0 4.7026 | 94.24 | 102.94 | 0.2391 3.0893 | 93.84 | 102.42 | 0.2303 
| 20 4,9297 97.67 | 106.79 | 0.2472 3.2468 97.33 | 106.34 | 0.2386 
40 5.1539 | 101.19 | 110.72 | 0.2553 3.4012 | 100.89 | 110.33 | 0.2468 
12-60 5.3758 | 104.80 | 114.74 | 0.2632 3.5533 | 104.54 | 114.40 | 0.2548 
80 5.5959 | 108.50 | 118.85 | 0.2709 3.7034 | 108.28 | 118.56 | 0.2626 
100 5.8145 | 112.29 | 123.05 | 0.2786 3.8520 | 11210 | 122.79 | 0.2703 
120 6.0318 | 116.18 | 127.34 | 0.2861 3.9993 | 116.01 | 127.11 | 0.2779 
140 6.2482 | 120.16 | 131.72 | 0.2935 4.1456 | 120.00 | 131.51 | 0.2854 
160 6.4638 | 124.23 | 136.19 | 0.3009 4.2911 | 124.09 | 136.00 | 0.2927 
180 6.6786 | 128.38 | 140.74 | 0.3081 4.4359 | 128.26 | 140.57 | 0.3000 
200 6.8929 | 132.63 | 145.39 | 0.3152 4.5801 | 132.52 | 145.23 | 0.3072 
не Heat ШЫ аттты 
ma ШИЕ ры аъ tc о. 
Sat. 2.2661 93.00 | 101.39 | 0.2227 1.5408 95.40 | 103.96 | 0.2209 
0 22816 93.43 | 101.88 | 0.2238 
20 2.4046 | 96.98 | 105.88 | 0.2323 1.5611 96.26 | 104.92 | 0.2229 
12-40 2.5244 | 100.59 | 109.94 | 0.2406 1.6465 99.98 | 10912 | 0.2315 
60 2.6416 | 104.28 | 114.06 | 0.2487 1.7293 | 103.75 | 113.35 | 0.2398 
| 80 2.7569 | 108.05 | 118.25 | 0.2566 1.8098 | 107.59 | 117.63 | 0.2478 
100 2.8705 | 111.90 | 122.52 | 0.2644 1.8887 | 111.49 | 121.98 | 0.2558 
| 120 2.9829 | 115.83 | 126.87 | 0.2720 1.9662 | 115.47 | 126.39 | 0.2635 
| 140 3.0942 | 119.85 | 131.30 | 0.2795 2.0426 | 119.53 | 130.87 | 0.2711 
160 3.2047 | 123.95 | 135.81 | 0.2869 2.1181 123.66 | 135.42 | 0.2786 
180 3.3144 | 128.13 | 140.40 | 0.2922 2.1929 | 127.88 | 140.05 | 0.2859 
200 3.4236 | 132.40 | 145.07 | 0.3014 2.2671 | 132.17 | 144.76 | 0.2932 
220 3.5323 | 136.76 | 149.83 | 0.3085 2.3407 | 136.55 | 149.54 | 0.3003 
кек» E S аттты ы 
|. xs Man PDOT es. TaSi PEE 
Sat. 1.1692 97.23 | 105.88 | 0.2197 0.9422 | 98.71 | 107.43 | 0.2189 
40 1.2065 99.33 | 108.26 | 0.2245 
| 60 1.2723 | 103.20 | 112.62 | 0.2331 0.9974 | 102.62 | 111.85 | 0.2276 
| во 13357 | 107.1 | 117.00 | 0.2414 1.0508 | 106.62 | 116.34 | 0.2361 
100 1.3973 111.08 | 121.42 | 0.2494 1.1022 | 110.65 | 120.85 | 0.2443 
| 120 1.4575 | 115.11 | 125.90 | 0.2573 1.1520 | 114.74 | 125.39 | 0.2523 
| 140 1.5165 119.21 | 130.43 | 0.2650 1.2007 | 118.88 | 129.99 | 0.2601 
160 1.5746 | 123.38 | 135.03 | 0.2725 1.2484 | 123.08 | 134.64 | 0.2677 
180 1.6319 | 127.62 | 139.70 | 0.2799 1.2953 | 127.36 | 139.34 | 0.2752 
| 200 1.6887 | 13194 | 144.44 | 0.2872 1.3415 131.71 | 144.12 | 0.2825 
| 220 17449 | 136.34 | 149.25 | 0.2944 1.3873 | 136.12 | 148.96 | 0.2897 
| 240 1.8006 | 140.81 | 154.14 | 0.3015 1.4326 | 140.61 | 153.87 | 0.2969 
260 1.8561 | 145.36 | 159.10 | 0.3085 1.4775 | 145.18 | 158.85 | 0.3039 
280 1.9112 | 149.98 | 164.13 | 0.3154 1.5221 | 149.82 | 163.90 | 0.3108 




















R-134a 


R-134a 


996 


Tables in English Units 


ТАВІ.Е А-12Е 


Btu/lb Btu/lb 


5 
Btu/lb - ^R 


Btu/lb Btu/lb 


5 
Btu/lb - ^R 





р = 60 Ibf/in.? 
(T. = 49.89°F) 











p = 80 ibf/in.? 








(Continued) 
Т. г 
ы ft*/lb 
Sat. 0.7887 
60 0.8135 
80 0.8604 
100 0.9051 
120 0.9482 
140 0.9900 
160 1.0308 
180 1.0707 
200 1.1100 
220 1.1488 
240 1.1871 
260 12251 
280 1.2627 
300 1.3001 
Sat. 0.5938 
80 0.6211 
100 0.6579 
120 0.6927 
140 0.7261 
160 0.7584 
180 0.7898 
200 0.8205 
220 0.8506 
240 0.8803 
260 0.9095 
280 0.9384 
300 0.9671 
320 0.9955 
Sat. 0.4747 
80 0.4761 
100 0.5086 
120 0.5388 
140 0.5674 
160 0.5947 
180 0.6210 
200 0.6466 
220 0.6716 
240 0.6960 
260 0.7201 
280 0.7438 
300 0.7672 
320 0.7904 





p = 100 lbf/in.” 
(Ба = 79417) 











р = 70 lbf/in.? 
(Та = 58.35°F) 











101.05 | 109.83 
101.40 | 110.23 
105.58 | 114.96 
109.76 | 119.66 
113.96 | 124.36 
118.20 | 129.07 
122.49 | 133.82 
126.83 | 138.62 
131.23 | 143.46 
135.69 | 148.36 
140.22 | 153.33 
144.82 | 158.35 
149.48 | 163.44 
154.22 | 168.60 
p = 90 lbf/in 
(Т., = 72.83°F) 
102.89 | 111.68 
104.46 | 113.47 
108.82 | 118.39 
113.15 123.27 
117.50 | 128.12 
121.87 | 132.98 
126.28 | 137.87 
130.73 | 142.79 
135.25 | 147.76 
139.82 | 152.77 
144.45 | 157.84 
149.15 | 162.97 
153.91 | 168.16 
158.73 | 173.42 











p = 120 lbf/in.? 
(T, = 90.54°F) 





105.06 | 113.82 
107.26 | 116.32 
111.84 | 121.52 
116.37 | 126.61 
120.89 | 131.66 
125.42 | 136.70 
129.97 | 141.75 
134.56 | 146.82 
139.20 | 151.92 
143.89 | 157.07 
148.63 | 162.26 
153.43 | 167.51 
158.29 | 172.81 
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TABLE A-12E 
(Continued) 
T v u h s U u h 5 
°Е ft?/lb Btu/lb — Btu/lb Btu/lb-°R ft?/\b Btu/lb — Btu/lb Btu/lb-°R 
р = 140 lbf/in.? p = 160 lbf/in.? 
(Та; = 100.56°F) (Та; = 109.55°F) 
Sat. 0.3358 |106.25 | 114.95 0.2161 0.2916 | 107.28 | 115.91 0.2157 
120 0.3610 | 110.90 | 120.25 0.2254 0.3044 |109.88 | 118.89 0.2209 
140 0.3846 | 115.58 | 125.54 0.2344 0.3269 | 114.73 | 124.41 0.2303 
160 0.4066 | 120.21 | 130.74 0.2429 0.3474 | 119.49 | 129.78 0.2391 
180 0.4274 | 124.82 | 135.89 0.2511 0.3666 | 124.20 | 135.06 0.2475 
200 0.4474 | 129.44 | 141.03 0.2590 0.3849 | 128.90 | 140.29 0.2555 
220 0.4666 |134.09 | 146.18 0.2667 0.4023 | 133.61 | 145.52 0.2633 
240 0.4852 |138.77 | 151.34 0.2742 0.4192 | 138.34 | 150.75 0.2709 
260 0.5034 | 143.50 | 156.54 0.2815 0.4356 | 143.11 | 156.00 0.2783 
280 0.5212 [148.28 | 161.78 0.2887 0.4516 | 147.92 | 161.29 0.2856 
300 0.5387 | 153.11 | 167.06 0.2957 0.4672 | 152.78 | 166.61 0.2927 
320 0.5559 | 157.99 | 172.39 0.3026 0.4826 | 157.69 | 171.98 0.2996 
340 0.5730 | 162.93 | 177.78 0.3094 0.4978 | 162.65 | 177.39 0.3065 
360 0.5898 | 167.93 | 183.21 0.3162 0.5128 | 167.67 | 182.85 0.3132 
ыкыс шаны aaa и ~ ни 
(Tay = 117.74°F) (Та; = 125.28°F) 
Sat. 0.2569 |108.18 | 116.74 0.2154 0.2288 |108.98 | 117.44 0.2151 
120 0.2595 |108.77 | 117.41 0.2166 
140 0.2814 | 113.83 | 123.21 0.2264 0.2446 | 112.87 | 121.92 0.2226 
160 0.3011 | 118.74 | 128.77 0.2355 0.2636 | 117.94 | 127.70 0.2321 
180 0.3191 |123.56 | 134.19 0.2441 0.2809 | 122.88 | 133.28 0.2410 
200 0.3361 |128.34 | 139.53 0.2524 0.2970 | 127.76 | 138.75 0.2494 
220 0.3523 | 133.11 | 144.84 0.2603 0.3121 | 132.60 | 144.15 0.2575 
240 0.3678 | 137.90 | 150.15 0.2680 0.3266 | 137.44 | 149.53 0.2653 
260 0.3828 | 142.71 | 155.46 0.2755 0.3405 | 142.30 | 154.90 0.2728 
280 0.3974 | 147.55 | 160.79 0.2828 0.3540 | 147.18 | 160.28 0.2802 
300 0.4116 | 152.44 | 166.15 0.2899 0.3671 | 152.10 | 165.69 0.2874 
320 0.4256 | 157.38 | 171.55 0.2969 0.3799 | 157.07 | 171.13 0.2945 
340 0.4393 |162.36 | 177.00 0.3038 0.3926 |162.07 | 176.60 0.3014 
360 0.4529 | 167.40 | 182.49 0.3106 0.4050 | 167.13 | 182.12 0.3082 
ne р MM на шшш 
(Т = 156.17°F) 
Sat. 0.1424 | 111.72 | 119.62 0.2132 
160 0.1462 | 112.95 | 121.07 0.2155 
180 0.1633 | 118.93 | 128.00 0.2265 0.0965 | 112.79 | 119.93 0.2102 
200 0.1777 | 124.47 | 134.34 0.2363 0.1143 | 120.14 | 128.60 0.2235 
220 0.1905 | 129.79 | 140.36 0.2453 0.1275 | 126.35 | 135.79 0.2343 
240 0.2021 | 134.99 | 146.21 0.2537 0.1386 | 132.12 | 142.38 0.2438 
260 0.2130 | 140.12 | 151.95 0.2618 0.1484 | 137.65 | 148.64 0.2527 
280 0.2234 | 145.23 | 157.63 0.2696 0.1575 | 143.06 | 154.72 0.2610 
300 0.2333 | 150.33 | 163.28 0.2772 0.1660 | 148.39 | 160.67 0.2689 
320 0.2428 | 155.44 | 168.92 0.2845 0.1740 | 153.69 | 166.57 0.2766 
340 0.2521 |160.57 | 174.56 0.2916 0.1816 | 158.97 | 172.42 0.2840 
360 0.2611 | 165.74 | 180.23 0.2986 0.1890 |164.26 | 178.26 0.2912 
380 0.2699 | 170.94 | 185.92 0.3055 0.1962 | 169.57 | 184.09 0.2983 
400 0.2786 |176.18 | 191.64 0.3122 0.2032 | 174.90 | 189.94 0.3051 
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Properties of Saturated Ammonia (Liquid-Vapor): Temperature Table 








Temp Press. 
?F Ibf/in.? 
—60 5.548 
5-55 6.536 
=50 7.664 
—45 8.949 
—40 10.405 
=35 12.049 
=30 13.899 
=25 15.972 
=20 18.290 
= 15 20.871 
10 23.738 
=5 26.912 
0 30.416 
5 34.275 
10 38.512 
15 43.153 
20 48.224 
25 53.752 
30 59.765 
35 66.291 
40 73.359 
45 81.000 
50 89.242 
55 98.118 
60 107.66 
65 117.90 
70 128.87 
75 140.60 
80 153.13 
85 166.50 
90 180.73 
95 195.87 
100 211.96 
105 229.02 
110 247.10 
115 266.24 
120 286.47 


Specific Volume 





ft/lb 
Sat. Sat. 
Liquid Vapor 
Ur Ug 

0.02278 | 44.7537 
0.02288 | 38.3991 
0.02299 | 33.0880 
0.02310 | 28.6284 
0.02322 | 24.8672 
0.02333 | 21.6812 
0.02345 | 18.9715 
0:02357 | 16:6577 
0.02369 | 14.6744 
0.02381 12.9682 
0.02393 11.4951 
0.02406 | 10.2190 
0.02419 9.1100 
0.02432 8.1430 
0.02446 7.2974 
0.02460 6.5556 
0.02474 5.9032 
0.02488 5.3278 
0.02503 4.8188 
0.02517 4.3675 
0.02533 3.9664 
0.02548 3.6090 
0.02564 3.2897 
0.02581 3.0040 
0.02597 2.7476 
0.02614 2.5171 

0.02632 2.3095 
0.02650 2.1220 
0.02668 1.9524 
0.02687 1.7988 
0.02707 1.6593 
0.02727 1.5324 
0.02747 1.4168 
0.02768 1.3113 

0.02790 1.2149 
0.02813 1.1266 
0.02836 1.0456 





Internal Energy 








Btu/lb 
Sat. Sat. 
Liquid Vapor 
Ur Ug 
— 21.005 | 543.61 
221577653 АБИ 
10525 8546259 
—5.295| 548.04 
—0.045| 549.46 
5.20 550.86 
10.46 552.24 
15.73 553.59 
21.01 554.91 
26.31 556.20 
31.63 557.46 
36.96 558.70 
42.32 559.91 
47.69 561.08 
53.09 562.23 
58.52 563.34 
63.97 564.43 
69.43 565.48 
74.93 566.49 
80.44 567.48 
85.98 568.42 
91.55 569.33 
9713 570.21 
102.73 571.04 
108.35 571.83 
113.99 572.59 
119.65 573.29 
125.33 573.95 
131.02 574.57 
136.73 575.13 
142.46 575.65 
148.21 576.10 
153.98 576.51 
159.76 576.85 
165.58 577.13 
171.41 577.34 
177.28 577.48 


Enthalpy 
Btu/lb 








95 
100 
105 
110 

115 








Entropy 
Btu/lb - °R 

Sat. Sat. 

Liquid Vapor 
St Sg 

— 0.0512 1.4765 
—0.0381 1.4627 
20:025 || A492 
—0.0126 1.4361 
0.0000 | 1.4235 

0.0124 1.4111 
0.0247 | 1.3992 
0.0369 | 1.3875 
0.0490 | 1.3762 
0.0610 1.3652 
0.0729 | 1.3544 
0.0847 | 1.3440 
0.0964 | 1.3338 
0.1080 1.3238 
0.1196 1.3141 
0.1311 1.3046 
0.1425 1.2953 
0.1539 1.2862 
0.1651 1.2774 
0.1764 1.2687 
0.1875 1.2602 
0.1986 1.2518 
0.2096 | 1.2436 
0.2205 | 1.2356 
0.2314 12227 
0.2422 | 1.2199 
0.2530 1.2123 
0.2636 | 1.2048 
0.2742 1.1973 
0.2848 | 1.1900 
0.2953 | 1.1827 
0.3057 1.1756 
0.3161 1.1685 
0.3264 | 1.1614 
0.3366 | 1.1544 
0.3469 | 1.1475 
0.3570 1.1405 





120 


Source: Tables A-13E through A-15E are calculated based on equations from |. Haar and J. S. Gallagher, “Thermodynamic Properties of Ammonia,” 
J. Phys. Chem. Reference Data, Vol. 7, 1978, pp. 635-792. 


TABLE A-14E 


Properties of Saturated Ammonia (Liquid-Vapor): Pressure Table 





Specific Volume 





Press. Temp. 
Ibf/in.? ор 
5 —63.10 
6 5/63 
JU —52.86 
8 —48.63 
9 —44.81 
10 —41.33 
12 —35.14 
14 —29.74 
16 —24.94 
18 —20.60 
20 —16.63 
25 205 
30 E2057 
35 5.89 
40 11.65 
45 16.87 
50 21.65 
55 26.07 
60 30.19 
65 34.04 
70 37.67 
15 41.11 
80 44.37 
85 47.47 
90 50.44 
100 56.01 
110 61.17 
120 65.98 
130 70.50 
140 74.75 
150 78.78 
175 88.02 
200 96.31 
225 103.85 
250 110.78 
275 117.20 
300 123.20 





ft/lb 

Sat. Sat. 
Liquid Vapor 

Uf Ug 
0.02271 | 49.320 
0.02283 | 41.594 
0.02293 | 36.014 
0.02302 | 31.790 
0.02311 28.477 
0.02319 | 25.807 
0.02333 | 21.764 
0.02345 | 18.843 
0.02357 | 16.631 
0.02367 | 14.896 
0.02377 | 13.497 
0.02399 | 10.950 
0.02418 9.229 
0.02435 7.984 
0.02450 7.041 
0.02465 6.302 
0.02478 5.705 
0.02491 5.213 
0.02503 4.801 
0.02515 4.450 
0.02526 4.1473 
0.02536 3.8837 
0.02546 3.6520 
0.02556 3.4466 
0.02566 3.2632 
0.02584 2.9497 
0.02601 2.6913 
0.02618 2.4745 
0.02634 2.2899 
0.02649 2.1309 
0.02664 1.9923 
0.02699 1.7128 
0.02732 1.5010 
0.02764 1.3348 
0.02794 1.2007 
0.02823 1.0901 
0.02851 0.9974 





Internal Energy 





Btu/lb 
Sat. Sat. 
Liquid Vapor 
Ur Ug 

—24.24 | 542.67 
—18.51 544.32 
—13.52 | 545.74 
—9.09 | 546.98 
2.0900 ЕБД8:09 
-1.44 | 549.09 
5.06 | 550.82 
10.73 | 552.31 
15.80 | 553.60 
20.38 | 554.75 
24.58 | 555.78 
33.81 557.97 
41.71 559.77 
48.65 561.29 
54.89 | 562.60 
60.56 | 563.75 
65.77 | 564.78 
70.61 565.70 
75.13 | 566.53 
79.39 | 567.29 
83.40 | 567.99 
87.21 | 568.63 
90.84 | 569.22 
94.30 | 569.77 
97.62 | 570.28 
103.87 571.21 
109.68 | 572.01 
115.11 572.73 
120.21 573.36 
125.04 | 573.92 
129.63 | 574.42 
140.19 575.45 
149.72 | 576.21 
158.43 | 576.77 
166.48 | 577.16 
WELD | пун 
181.05 577.54 
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Enthalpy 
Btu/lb 
Sat. 

Liquid Evap. 
T QM NR NE 
2/420 612.56 
—18.49 | 609.02 
— 18200 605:92 
—9.06 | 603.13 
—5.05 | 600.60 
—1.40 | 598.27 

5.11 594.08 
10.79 | 590.36 
15.87 587.01 
20.46 | 583.94 
24.67 581.10 
3992 | En 
41.84 | 569.20 
48.81 | 564.22 
55.07 559.69 
60.76 555,50 
66.00 | 551.59 
70.86 | 547.93 
75.41 544.46 
79.69 541.16 
83.73 | 538.01 
87.57 535.00 
91:222 532510 
94.71 529.31 
98.05 | 526.62 

104.35 521.48 
110.20 516.63 
115.69 512.02 
120.85 507.64 
125.73 | 503.43 
130.37 | 499.39 
141.07 | 489.89 
150.73 | 481.07 
159.58 | 472.80 
167.77 | 464.97 
175.43 | 457.49 
182.63 ! 450.31 








Entropy 
Btu/lb - °R 
Sat. Sat. 
Liquid Vapor 
St Sg 
—0.0593 | 1.4853 
—0.0450 | 1.4699 
—0.0326 | 1.4569 
— 0.0218 1.4456 
— 0.0121 1.4357 
—0.0033 | 1.4268 
0.0121 1.4115 
0.0254 | 1.3986 
0.0371 1.3874 
0.0476 | 1.3775 
0.0571 1.3687 
0.0777 1.3501 
0.0951 1.3349 
0.1101 1.3221 
0.1234 1.3109 
0.1354 1.3011 
0.1463 1.2923 
0.1563 1.2843 
0.1656 1.2770 
0.1742 1.2703 
0.1823 1.2641 
0.1900 1.2583 
0.1972 1.2529 
0.2040 | 1.2478 
0.2106 1.2429 
0.2227 | 1.2340 
0.2340 | 1.2259 
0.2443 | 1.2184 
0.2540 | 1.2115 
0.2631 1.2051 
0.2717 1.1991 
0.2911 1.1856 
0.3084 | 1.1737 
0.3240 | 1.1630 
0.3382 | 1.1533 
0.3513 1.1444 
0.3635 1.1361 





999 


100 
110 
120 
130 
140 
150 


175 
200 
225 
250 
275 
300 
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TABLE A-15E 





Properties of Superheated Ammonia Vapor 




















T v u h s v u h s 
oF ft?/tb Btu/lb — Btu/lb Btu/lb-°R ft/lb Btu/lb — Btu/lb — Btu/lb - ^R 
р = 6 lbf/in.” p = 8 Ibf/in.? 
—— ды. (ы = 75763 sss: ШЕННЕН ы 2 же 
Sat. 41.594 | 544.32 | 590.54 1.4699 31.790 | 546.98 | 594.08 1.4456 
—50 42.435 547.22 | 594.37 1.4793 
—40 43.533 551.03 | 599.40 1.4915 32.511 550.32 | 598.49 1.4562 
—30 44.627 | 554.84 | 604.42 1.5033 33.342 | 554.19 | 603.58 1.4682 
—20 45.715 558.66 | 609.45 1.5149 34.169 558.06 | 608.68 1.4799 
—10 46.800 | 562.47 | 614.47 1.5261 34.992 | 561.93 | 613.76 1.4914 
0 47.882 | 566.29 | 619.49 1.5372 35.811 565.79 | 618.84 1.5025 
10 48.960 | 570.12 | 624.51 1.5480 36.627 | 569.66 | 623.91 1.5135 
20 50.035 | 573.95 | 629.54 1.5586 37.440 | 573.52 | 628.99 1.5241 
30 51.108 577.78 | 634.57 1.5690 38.250 577.40 | 634.06 1.5346 
40 52.179 581.63 | 639.60 1.5791 39.058 | 581.27 | 639.13 1.5449 
50 53.247 | 585.49 | 644.64 1.5891 39.865 | 585.16 | 644.21 1.5549 
60 54.314 589.35 | 649.70 1.5990 40.669 | 589.05 | 649.29 1.5648 
а ПУНЯ М —— 
mE (Т = TABIA e Ast m ЗБ)... 
Sat. 25.807 | 549.09 | 596.87 1.4268 21.764 | 550.82 | 599.18 1.4115 
—40 25.897 | 549.61 | 597.56 1.4284 
—30 26.571 553.54 | 602.74 1.4406 22.056 | 552.87 | 601.88 1.4178 
-20 27241 557.46 | 607.90 1.4525 22.621 556.85 | 607.12 1.4298 
—10 27.906 | 561.37 | 613.05 1.4641 23.182 | 560.82 | 612.33 1.4416 
0 28.568 | 565.29 | 618.19 1.4754 23.739 | 564.78 | 617.53 1.4530 
10 29.227 | 569.19 | 623.31 1.4864 24.293 | 568.73 | 622.71 1.4642 
20 29.882 | 573.10 | 628.43 1.4972 24.843 | 572.67 | 627.88 1.4750 
30 30.535 577.01 | 633.55 1.5078 25.392 | 576.61 | 633.03 1.4857 
40 31.186 | 580.91 | 638.66 1.5181 25.937 | 580.55 | 638.19 1.4961 
50 31.835 | 584.82 | 643.77 1.5282 26.481 | 584.49 | 643.33 1.5063 
60 32.482 | 588.74 | 648.89 1.5382 27.023 | 588.43 | 648.48 1.5163 
70 33.127 592.66 | 654.01 1.5479 27.564 | 592.38 | 653.63 1.5261 

















р = 14 Ibf/in.? 
(Та = —29.74^F) 


Sat. 18.843 552.31 | 601.16 1.3986 
=20) 19:32 556.24 | 606.33 1.4105 
-10 19.807 | 560.26 | 611.61 1.4223 


10 20.768 568.26 | 622.10 1.4452 
20 21.244 572.24 | 627.31 1.4562 


30 21.717 576.22 | 632.52 1.4669 
40 22.188 580.19 | 637.71 1.4774 
50 22.657 58416 | 642.89 1.4877 


60 23.124 588.12 | 648.07 1.4977 
70 23.590 592.09 | 653.25 1.5076 
80 24.054 596.07 | 658.42 1.5173 
90 24.517 600.04 | 663.60 1.5268 
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TABLE A-15E 
(Continued) 
са ннен» ы cM айыл M puse poseen je 
ор ft/lb Btu/lb — Btu/lb Btu/lb - °R ft/lb Btu/lb Btu/lb Btu/lb - ^R 
p = 18 lbf/in.? p = 20 lbf/in.? 
— (Ка = -20.60T) — 0, нады 7 —16.6Ру ИИИ 
Sat. 14.896 | 554.75 | 604.40 1.3775 13.497 | 555.78 | 605.76 1.3687 
720 14919 555.00 | 604.72 1.3783 
—10 15.306 559.13 610.14 1.3905 13.730 558.55 | 609.40 1.3769 
0 15.688 563.23 | 615.52 1.4023 14.078 562.70 | 614.84 1.3888 
10 16.068 567.31 | 620.87 1.4138 14.422 566.83 | 620.24 1.4005 
20 16.444 | 571.37 | 626.18 1.4250 14.764 | 570.94 | 625.61 1.4118 
30 16.818 57524218 8691/72 1.4359 15.103 575.02 | 630.95 1.4228 
40 17.189 579.46 | 636.75 1.4466 15.439 579.09 | 636.26 1.4335 
50 17.558 583.48 | 642.00 1.4570 ISIS 583.14 | 641.55 1.4440 
60 17.925 | 587.50 | 647.25 1.4672 16.105 587.19 | 646.83 1.4543 
70 18.291 591.52 | 652.48 1.4772 16.436 | 591.23 | 652.10 1.4643 
80 18.655 | 595.53 | 657.71 1.4869 16.765 | 595.26 | 657.35 1.4741 
90 19.018 599.55 | 662.94 1.4965 17.094 599.30 | 662.60 1.4838 
—— ОЛ шш MEE диши ылы Ны ME 
ОООО (ы=-—057 Р) ^s (ва 169) sss 
Sat. 9.2286 | 559.77 611.04 1.3349 7.0414 | 562.60 | 614.76 1.3109 
0 9.2425 | 560.02 | 611.36 1.3356 
10 9.4834 | 564.38 | 617.07 1.3479 
20 9.7209 | 568.70 | 622.70 1.3598 7.1965 | 566.39 | 619.69 1.3213 
30 9.9554 | 572.97 | 628.28 1.3713 7.3795 | 570.86 | 625.52 1.3333 
40 10.187 577.21 | 633.80 1.3824 7.5597 | 575.28 | 631.28 1.3450 
БО КОЛО ДТУ 581.42 | 639.28 1.3933 7.7376 | 579.65 | 636.96 1.3562 
60 10.645 585.60 | 644.73 1.4039 7.9134 | 583.97 | 642.58 1.3672 
70 10.871 589.76 | 650.15 1.4142 8.0874 | 588.26 | 648.16 1.3778 
80 11.096 593.90 | 655.54 1.4243 8.2598 | 592.52 | 653.69 1.3881 
90 11.319 598.04 | 660.91 1.4342 8.4308 | 596.75 | 659.20 1.3982 
100 11.541 602.16 | 666.27 1.4438 8.6006 | 600.97 | 664.67 1.4081 
110 11.762 | 606.28 | 671.62 1.4533 8.7694 | 605.17 | 670.12 1.4178 
A cud gem и A 
piles: (а = 2165) 2, "DEUM o o ——— 
Sat. 5.7049 | 564.78 | 617.60 1.2923 4.8009 | 566.53 | 619.87 1.2770 
40 5.9815 | 573.30 | 628.68 1.3149 4.9278 | 571.25 | 626.00 1.2894 
60 6.2733 | 582.31 | 640.39 1.3379 5.1788 | 580.60 | 638.14 1.3133 
80 6.5574 | 591.10 | 651.82 1.3595 5.4218 | 589.66 | 649.90 1.3355 
100 6.8358 | 599.75 | 663.04 1.3799 5.6587 | 598.52 | 661.39 1.3564 
120 7.1097 | 608.30 | 674.13 1.3993 5.8910 | 607.23 | 672.68 1.3762 
140 7.3802 | 616.80 | 685.13 1.4180 6.1198 615.86 | 683.85 1.3951 
160 7.6480 | 625.28 | 696.09 1.4360 6.3458 | 624.44 | 694.95 1.4133 
200 8.1776 | 642.27 717.99 1.4702 6.7916 | 641.59 717.05 1.4479 
240 8.7016 | 659.44 | 740.00 1.5026 7.2318 | 658.87 | 739.21 1.4805 
280 9.2218 | 676.88 | 762.26 1.5336 7.6679 | 676.38 | 761.58 1.5116 
320 9.7391 | 694.65 | 784.82 1.5633 8.1013 | 694.21 | 784.22 1.5414 
360 10.254 712.79 | 807.73 1.5919 8.5325 712.40 | 807.20 1.5702 
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TABLE A-15E 
| (Continued) 
е енен нт M aaa pae g 
°F f/lb Btu/lb — Btu/lb Btu/lb-°R f/lb Btu/ib — Btu/lb — Btu/lb - ^R 
р = 70 lbf/in.” p = 80 lbf/in.” 
summ MEME Ау) Сураншы. (Та = MATT) casse 
| Sat. 4.1473 | 567.99 | 621.74 1.2641 3.6520 | 569.22 | 623.32 1.2529 
| 40 4.1739 | 569.15 | 623.25 1.2671 
| 60 4.3962 | 578.85 | 635.84 1.2918 3.8084 | 577.06 | 633.48 1.2727 
80 4.6100 | 588.19 | 647.95 1.3147 4.0006 | 586.69 | 645.95 1.2963 
100 4.8175 | 597.26 | 659.70 1.3361 4.1862 | 595.98 | 657.99 1.3182 
120 5.0202 | 606.14 | 671.22 1.3563 4.3668 | 605.04 | 669.73 1.3388 
140 5.2193 | 614.91 | 682.56 1.3756 4.5436 | 613.94 | 681.25 1.3583 
160 5.4154 | 623.60 | 693.79 1.3940 4.7175 | 622.74 | 692.63 1.3770 
200 5.8015 | 640.91 | 716.11 1.4289 5,0589 | 640.22 | 715.16 1.4122 
240 6.1818 | 658.29 | 738.42 1.4617 5,3942 | 657.71 | 737.62 1.4453 
280 6.5580 | 675.89 | 760.89 1.4929 5,7256 | 675.39 | 760.20 1.4767 
320 6.9314 | 693.78 | 783.62 1.5229 6.0540 | 693.34 | 783.02 1.5067 
360 7.3026 | 712.02 | 806.67 1.5517 6.3802 | 711.63 | 806.15 1.5357 
400 7.6721 | 730.63 | 830.08 1.5796 6.7047 | 730.29 | 829.61 1.5636 
— € PUT TE жананын ~ и 
ПОТТЕР. (a 508) Sc КЕНЕН, кте 
Sat. 3.2632 | 570.28 | 624.66 1.2429 2.9497 | 571.21 | 625.82 1.2340 
60 3.3504 | 575.22 | 631.05 1.2553 2.9832 | 573.32 | 628.56 1.2393 
80 3.5261 | 585.15 | 643.91 1.2796 3.1460 | 583.58 | 641.83 1.2644 
100 3.6948 | 594.68 | 656.26 1.3021 3.3014 | 593.35 | 654.49 1.2874 
120 3.8584 | 603.92 | 668.22 1.3231 3.4513 | 602.79 | 666.70 1.3088 
140 4.0180 | 612.97 | 679.93 1.3430 3.5972 | 611.98 | 678.59 1.3290 
160 4.1746 | 621.88 | 691.45 1.3619 3.7401 | 621.01 | 690.27 1.3481 
200 4.4812 | 639.52 | 714.20 1.3974 4.0189 | 638.82 | 713.24 1.3841 
| 240 4.7817 | 65713 | 736.82 1.4307 4.2916 | 656.54 | 736.01 1.4176 
280 5.0781 | 674.89 | 759.52 1.4623 4.5600 | 674.39 | 758.82 1.4493 
320 5.3715 | 692.90 | 782.42 1.4924 4.8255 | 692.47 | 781.82 1.4796 
360 5.6628 | 711.24 | 805.62 1.5214 5,0888 | 710.86 | 805.09 1.5087 
400 5.9522 | 729.95 | 829.14 1.5495 5,3503 | 729.60 | 828.68 1.5368 
ИИ се ume cc н 
"WE = а. m (Ты = 6598 T) — 
Sat. 2.6913 | 572.01 | 626.83 1.2259 2.4745 | 572.73 | 627.71 1.2184 
80 2.8344 | 581.97 | 639.71 1.2502 2.5744 | 580.33 | 637.53 1.2369 
100 2.9791 | 592.00 | 652.69 1.2738 2.7102 | 590.63 | 650.85 1.2611 
120 3.1181 | 601.63 | 665.14 1.2957 2.8401 | 600.46 | 663.57 1.2834 
140 3.2528 | 610.98 | 677.24 1.3162 2.9657 | 609.97 | 675.86 1.3043 
| 160 3.3844 | 620.13 | 689.07 1.3356 3.0879 | 619.24 | 687.86 1.3240 
| 200 3.6406 | 638.11 | 712.27 1.3719 3.3254 | 637.40 | 711.29 1.3606 
240 3.8905 | 655.96 | 735.20 1.4056 3.5563 | 655.36 | 734.39 1.3946 
280 4.1362 | 673.88 | 758.13 1.4375 3.7829 | 673.37 | 757.43 1.4266 
320 4.3788 | 692.02 | 781.22 1.4679 4.0065 | 691.58 | 780.61 1.4572 
360 4.6192 | 710.47 | 804.56 1.4971 4.2278 | 710.08 | 804.02 1.4864 
| 400 4.8578 | 729.26 | 828.21 1.5252 4.4473 | 728.92 | 827.74 1.5147 
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Btu/lb X Btu/lb 


Btu/lb - °R 











TABLE A-15E 
(Continued) 

T о 

ор УЛ 
Sat. 2.2899 

80 2535939 
100 2.4824 
120 2.6048 
140 2.7226 
160 2.8370 
180 2.9488 
200 3.0585 
240 3.2734 
280 3.4840 
320 3.6915 
360 3.8966 
400 4.1000 
Sat 1.9923 
100 2.1170 
140 2.3332 
180 2.5343 
220 2.7268 
260 2.9137 
300 3.0968 
340 902773) 
380 3.4558 
420 3.6325 
460 3.8079 
500 3.9821 
540 4.1553 
580 4.3275 


u h 
Btu/lb — Btu/lb 
p = 130 lbf/in.” 
Maps 70.50°F) ЖИ 
573.36 | 628.48 
578.64 | 635.30 
589.23 | 648.98 
599.27 | 661.97 
608.94 | 674.48 
618.34 | 686.64 
627.57 | 698.55 
636.69 | 710.31 
6571977728 857/3:32572 
672.87 | 756.73 
691.14 | 780.00 
709.69 | 803.49 
728.57 | 827.27 
p = 150 lbf/in.” 
(а = 78.786) | 
574.42 | 629.76 
586.33 | 645.13 
606.84 | 671.65 
625.95 | 696.35 
644.43 | 720.17 
662.70 | 743.63 
681.02 | 767.04 
699.54 | 790.57 
718.35 | 814.34 
737.50 | 838.39 
757.01 | 862.78 
776.91 887.51 
797.19 912.60 
817.85 | 938.05 








Sat 1.2007 
140 1.3150 
180 1.4539 
220 1.5816 
260 1.7025 
300 1.8191 
340 1.9328 
380 2.0443 
420 2.1540 
460 2.2624 
500 2.3695 
540 2.4755 
580 2.5807 


р = 250 lbf/in.” 
(T. = 110.78°F) 








p = 140 lbf/in.? 
(Га = 74.75^F) 














p = 200 lbf/in.? 
(Т. = 96.31°Е) 








р = 300 lbf/in.? 
(Та = 123.20°Е) 
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Propane 
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TABLE A-16E 


Properties of Saturated Propane (Liquid-Vapor): Temperature Table 





100 
110 
120 


130 
140 
150 
160 
170 


180 
190 
200 
206.1 





Press. 


0.6053 
1.394 
2.888 
5.485 
9.688 


16.1 
25.4 
38.4 
46.5 
55.8 


66.5 
78.6 
92,9) 
107.7 
124.9 


144.0 
165.2 
188.6 
214.3 
242.5 


273.3 
306.9 
343.5 
383.3 
426.5 


473.4 
524.3 
579.7 
616.1 


Tables in English Units 


Specific Volume 





ft/lb 

Sat. Sat. 
Liquid Vapor 

о Ug 
0.02505 | 128.00 
0.02551 58.88 
0.02601 29198 
0.02653 16.52 
0.02708 9875 
0.02767 6.08 
0.02831 3.98 
0.02901 2.70 
0.02939 2:25 
0.02978 1.89 
0.03020 1.598 
0.03063 1.350 
0.03110 1.161 
0.03160 0.9969 
0.03213 0.8593 
0.03270 0.7433 
0.03332 0.6447 
0.03399 0.5605 
0.03473 0.4881 
0.03555 0.4254 
0.03646 0.3707 
0.03749 0.3228 
0.03867 0.2804 
0.04006 0.2426 
0.04176 0.2085 
0.04392 0.1771 
0.04696 0.1470 
0.05246 0.1148 
0.07265 0.07265 








Internal Energy 
Btu/lb 
Sat. Sat. Sat. 
Liquid Vapor Liquid 
Ur Ug h; 
— 51838 139.22 — 51:55 
—41.44 | 143.95 —41.43 
—31.34 | 148.80 2231,33 
216 153.73 =2113 
=10.73 158.74 —10.68 
—0.08 | 163.80 0.00 
10.81 168.88 10.94 
21.98 | 174.01 22.19 
27.69 | 176.61 27.94 
33.47 | 17915 33.78 
39.34 181.71 89:71 
45.30 | 184.30 45.75 
51.36 | 186.74 51.89 
57.53 189.30 58.16 
63.81 191.71 64.55 
70.20 | 194.16 71.07 
76.72 | 196.46 77.78 
83.38 | 198.71 84.56 
90.19 | 200.91 91.56 
97.16 | 202.98 98.76 
104.33 | 204.92 106.17 
111.70 | 206.64 113.83 
119.33 | 208.05 121.79 
127.27 | 209.16 130.11 
135.60 | 209.81 138.90 
144.50 | 209.76 148.35 
154.38 | 208.51 158.94 
166.65 | 204.16 172.28 
186.99 | 186.99 195.27 


Btu/lb 











Entropy 
Btu/lb - °R 
Sat. Sat. 
Liquid Vapor 
5; Sg 
9051592 07501 
—0.109 | 0.481 
—0.080 | 0.465 
—0.053 | 0.452 
—0.026 | 0.441 
0.000 | 0.433 
0.025 | 0.427 
0.050 | 0.422 
0.063 | 0.420 
0.074 | 0.418 
0.087 | 0.417 
0.099 | 0.415 
0.111 0.414 
0.123 | 0.413 
0.135 0.412 
0.147 | 0.411 
0.159 | 0.410 
0.171 0.410 
0.183 | 0.409 
0.195 | 0.408 
0.207 | 0.406 
0.220 | 0.405 
0.233 | 0.403 
0.246 | 0.401 
0.259 | 0.398 
0.273 | 0.394 
0.289 | 0.387 
0.309 | 0.376 
0.343 1 0.343 





100 
110 
120 


130 
140 
150 
160 
170 


180 
190 
200 
206.1 

















TABLE A-17E 





Properties of Saturated Propane (Liquid-Vapor): Pressure Table 


30 
40 
50 


60 
70 
80 
90 
100 


120 
140 
160 
180 
200 


220 
240 
260 
280 
300 


320 
340 
360 
380 
400 


450 
500 
600 
616.1 





Specific Volume 


ft/lb 
Sat Sat 
Liquid Vapor 
Uf Ug 


0.02516 104.8 
0.02556 54.99 
0.02603 28.9 
0.02644 18.00 
0.02682 12.36 


0.02711 9.468 
0.02796 4.971 
0.02858 3.402 
0.02909 2.594 
0.02954 2.099 


0.02995 1.764 
0.03033 1.520 
0.03068 1.336 
0.03102 1.190 
0.03135 1.073 


0.03198 0.8945 
0.03258 0.7650 
0.03317 0.6665 
0.03375 0.5890 
0.03432 0.5261 


0.03489 0.4741 
0.03547 0.4303 
0.03606 0.3928 
0.03666 0.3604 
0.03727 0.3319 


0.03790 0.3067 
0.03855 0.2842 
0.03923 0.2639 
0.03994 0.2455 
0.04069 0.2287 


0.04278 0.1921 
0.04538 0.1610 
0.05659 0.1003 








0.07265 0.07265 





Internal Energy 
Btu/lb 

Sat. Sat. 

Liquid Vapor 
Ur Ug 

—48.93 | 140.36 
—40.44 | 144.40 
20787 149.06 
022975 152.96 
—15.60 156.40 
—10.10 159.04 
4.93 | 166.18 
15.15 170.93 
23.19 174.60 
29.96 177.63 
35.86 | 180.23 
41.14 182.50 
45.95 184.57 
50.38 | 186.36 
54.52 188.07 
62.08 191.07 
68.91 193.68 
75:17 195.97 
80.99 197.97 
86.46 199.77 
91.64 | 201.37 
96.56 | 202.76 
101.29 | 204.07 
105.83 | 205.27 
110.21 206.27 
114.47 207.17 
118.60 | 207.96 
122.66 | 208.58 
126.61 209.07 
130.51 209.47 
140.07 | 209.87 
149.61 209.27 
172.85 | 200.27 
186.99 | 186.99 
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Btu/lb 











Entropy 
Btu/lb - °R 
Sat. Sat. 
Liquid Vapor 
5; 5: 
E0192 0.496 
—0.106 0.479 
—0.079 | 0.464 
2201057. 0.454 
—0.038 | 0.446 
—0.024 | 0.441 
0.012 0.430 
0.035 0.425 
0.053 0.422 
0.067 | 0.419 
0.079 | 0.418 
0.090 | 0.416 
0.100 0.415 
0.109 0.414 
0.117 0.414 
0.131 0.412 
0.144 0.412 
0.156 0.411 
0.166 0.410 
0.176 0.409 
0.185 0.408 
0.194 0.408 
0.202 0.407 
0.210 0.406 
0.217 0.405 
0.224 0.404 
0.231 0.403 
0.238 0.402 
0.245 0.401 
0.251 0.400 
0.266 | 0.396 
0.282 0.391 
0.319 0.367 
0.343 0.343 








100 


120 
140 
160 
180 
200 


220 
240 
260 
280 
300 


320 
340 
360 
380 
400 


450 
500 
600 
616.1 











Propane 


Propane 


1006 Tables in English Units 


TABLE A-18E 





Properties of Superheated Propane Vapor 




















T о и ћ 5 v u h s 
ор ft?/lb Btu/lb  Btu/lb Btu/lb-°R ft?/lb Btu/lb  Btu/lb — Btu/lb - ^R 
р = 0.75 Ibf/in.? р = 1.5 lbf/in.? 
— E (Ба = TBPP a mU жел ЖОС 
Sat. 104.8 140.4 | 154.9 0.496 54.99 144.4 | 1597 0.479 
—130 106.5 141.6 | 156.4 0.501 
—100 113.1 146.6 | 162.3 0.518 56.33 146.5 | 162.1 0.486 
-90 119.6 151.8 | 168.4 0.535 59.63 151.7 | 168.2 0.503 
-70 126.1 157.2 | 174.7 0.551 62.92 1571 | 174.5 0.520 
—50 1327 162.7 | 181.2 0.568 66.20 162.6 | 181.0 0.536 
—30 1392 168.6 | 187.9 0.584 69.47 168.4 | 187.7 0.552 
—10 145.7 174.4 | 194.7 0.599 72.74 174.4 | 194.6 0.568 
(1015279 180.7 | 201.9 0.615 76.01 180.7 | 201.8 0.583 
30 158.7 1871 | 209.2 0.630 79.27 1871 | 209.1 0.599 
50 165.2 193.8 | 216.8 0.645 82.53 193.8 | 216.7 0.614 
70 171.7 200.7 | 224.6 0.660 85.79 200.7 | 224.5 0.629 
90 1782 207.8 | 232.6 0.675 89.04 207.8 | 232.5 0.644 
ET NT камы е 
(Ты = 783097) oss NUN кш RE 
Sat. 18.00 153.0 | 169.6 0.454 9.468 159.0 | 176.6 0.441 
—80 18.15 153.8 | 170.6 0.456 
—60 19.17 159.4 | 1774 0.473 
—40 20.17 165.1 | 183.8 0.489 9.957 164.5 | 183.0 0.456 
—20 21.17 1711 | 190.7 0.505 10.47 170.5 | 190.0 0.473 
0 22.17 177.2 | 1977 0.521 10.98 176.7 | 197.1 0.489 
20 23.16 183.5 | 205.0 0.536 11.49 183.1 | 204.5 0.504 
40 24.15 190.1 212.5 0.552 11.99 189.7 | 212.0 0.520 
60 25.14 196.9 | 220.2 0.567 12.49 196.6 | 219.8 0.535 
80 26.13 204.0 | 228.2 0.582 12.99 203.6 | 227.8 0.550 
100 27.1 211.3 | 236.4 0.597 13.49 210.9 | 236.0 0.565 
120 28.09 218.8 | 244.8 0.611 13.99 218.5 | 244.4 0.580 
140 29.07 226.5 | 253.4 0.626 14.48 226.2 | 253.1 0.594 






































Sat. 

2220 

0 
20 5.648 182.4 | 203.3 0.471 2.723 180.6 | 200.8 0.436 
40 5.909 189.1 211.0 0.487 2.864 187.6 | 208.8 0.453 
60 6.167 195.9 218.8 0.502 3.002 194.6 216.9 0.469 
80 6.424 203.1 226.9 0.518 Sum 201-88 225-1 0.484 
100 6.678 210.5 2352 0.533 3.271 209.4 | 233.6 0.500 
120 6.932 218:0 |2437 0.548 3.403 27:000 827252 0.515 
140 7.184 225.8 252.4 0.562 3.534 224.9 251.1 0.530 
160 7.435 233.9 261.4 0.577 3.664 232.9 | 260.1 0.545 
180 7.685 242.1 270.6 0.592 3.793 241.3 | 269.4 0.559 
200 7.935 250.6 | 280.0 0.606 3.921 249.8 | 278.9 0.574 
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TABLE A-18bE 
(Continued) 
ыы pam Pape : : ; = : 
ор ft/lb Btu/lb Btu/lb Btu/lb-°R ЛР Btu/lb Btu/lb Btu/lb-°R 
р = 60.0 Ibf/in.? p = 80.0 lbf/in.? 
—— NÓÀ (Ба = 2478) 0. PEE Г э ТҚ. NEN 
Sat. 1.764 180.2 | 199.8 0.418 1.336 184.6 | 204.3 0.415 
30 1.794 182.4 | 202.3 0.384 
50 1.894 189.5 | 210.6 0.400 1.372 187.9 | 208.2 0.423 
70 1.992 196.9 | 219.0 0.417 1.450 195.4 | 216.9 0.440 
90 2.087 | 204.4 | 227.6 0.432 1.526 | 203.1 | 225.7 0.456 
110 2.179 212.1 | 236.3 0.448 1.599 210.9 | 234.6 0.472 
130 2.271 220.0 | 245.2 0.463 1.671 218.8 | 243.6 0.487 
150 2.361 228.0 | 254.2 0.478 1.741 227.0 | 252.8 0.503 
170 2.450 | 236.3 | 263.5 0.493 1.810 235.4 | 262.2 0.518 
190 2.539 244.8 | 273.0 0.508 1.879 | 244.0 | 271.8 0.533 
210 2.626 253.5 | 2827 0.523 1.946 | 252.7 | 281.5 0.548 
230 2.713 262.3 | 292.5 0.537 2.013 261.7 | 291.5 0.562 
250 2.800 271.6 | 302.7 0.552 2.079 | 270.9 | 301.7 0.577 
TERN Pig Шш а са 
EC U diae (Tat = 67.2%) 
Sat. 1.073 188.1 | 207.9 0.414 0.8945 | 191.1 | 210.9 0.412 
60 1.090 189.9 | 210.1 0.418 
80 1.156 197.8 | 219.2 0.435 0.9323 | 196.2 | 216.9 0.424 
100 1.219 205.7 | 228.3 0.452 0.9887 | 204.3 | 226.3 0.441 
120 1.280 213.7 | 237.4 0.468 1.043 212.5 | 235.7 0.457 
140 1.340 221.9 | 246.7 0.483 1.094 | 220.8 | 245.1 0.473 
160 1398 | 230.2 | 256.1 0.499 1.145 229.2 | 254.7 0.489 
180 1.454 | 238.8 | 265.7 0.514 1.194 2379 | 264.4 0.504 
200 1.510 247.5 | 275.5 0.529 1.242 | 246.7 | 274.3 0.520 
220 1.566 256.4 | 285.4 0.544 1.289 255.6 | 284.3 0.534 
240 1.620 | 265.6 | 295.6 0.559 1.336 | 264.8 | 294.5 0.549 
260 1.674 274.9 | 305.9 0.573 1.382 274.2 | 304.9 0.564 
280 1728 | 284.4 | 316.4 0.588 1.427 | 283.8 | 315.5 0.579 
ин pog пина и а 
(tcu MERE HACER а 
Sat. 0.7650 | 193.7 | 213.5 0.412 0.6665 | 196.0 | 215.7 0.411 
80 0.7705 | 213.3 | 214.5 0.413 
100 0.8227 | 222.9 | 224.2 0.431 0.6968 | 2012 | 221.9 0.422 
120 0.8718 | 232.4 | 233.8 0.448 0.7427 | 209.9 | 231.9 0.439 
140 0.9185 | 242.1 | 243.5 0.464 0.7859 | 218.4 | 241.7 0.456 
160 0.9635 | 2517 | 2532 0.480 0.8272 | 2272 | 2517 0.472 
180 1.007 261.4 | 263.0 0.496 0.8669 | 235.9 | 261.6 0.488 
200 1.050 271.4 | 273.0 0.511 0.9054 | 244.9 | 2717 0.504 
220 1.091 281.5 | 283.2 0.526 0.9430 | 254.0 | 282.0 0.519 
240 1.132 291.7 | 293.5 0.541 0.9797 | 263.4 | 292.4 0.534 
260 1.173 3021 | 303.9 0.556 1.016 272.8 | 302.9 0.549 
280 1.213 312.7 | 314.6 0.571 1.051 282.6 | 313.7 0.564 
300 1.252 323.6 | 325.5 0.585 1.087 | 292.4 | 324.6 0.578 

















Propane 


Propane 
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TABLE A-18bE 

(Continued) 

парна. E fee : : à : : : 
ор ft?/lb Btu/lb  Btu/lb Btu/lb-°R ft?/lb Btu/lb  Btu/lb — Btu/lb - ^R 

p = 180 Ibf/in.? p = 200 Ibf/in.? 
— € (Та = 965) -. салаларда Та = 1046 P) — scs 
Sat 0.5890 | 198.0 | 217.6 0.410 0.5261 | 199.8 | 2192 0.409 
100 0.5972 | 199.6 | 219.5 0.413 
120 0.6413 | 208.4 | 229.8 0.431 0.5591 | 206.8 | 227.5 0.424 
140 0.6821 | 2171 | 239.9 0.449 0.5983 | 215.8 | 238.0 0.441 
160 0.7206 | 226.1 | 250.1 0.465 0.6349 | 224.9 | 248.4 0.458 
180 0.7574 | 234.9 | 260.2 0.481 0.6694 | 233.9 | 258.7 0.475 
200 0.7928 | 244.0 | 270.4 0.497 0.7025 | 243.1 | 269.1 0.491 
220 0.8273 | 253.2 | 280.8 0.513 0.7345 | 252.4 | 279.6 0.506 
240 0.8609 | 262.6 | 291.3 0.528 0.7656 | 261.7 | 290.1 0.522 
260 0.8938 | 272.1 | 301.9 0.543 0.7960 | 271.4 | 300.9 0.537 
280 0.9261 | 281.8 | 312.7 0.558 0.8257 | 281.1 311.7 0.552 
300 0.9579 | 291.8 | 323.7 0.572 0.8549 | 291.1 | 322.8 0.567 
320 0.9894 | 301.9 | 334.9 0.587 0.8837 | 301.3 | 334.0 0.581 
MER o CU PRU Мера T EUR TUNE 
Ta = 12007) (T. = 119.2°F) | 

Sat. oere ОЛИ 207 0.408 0.4303 | 202.8 | 221.9 0.408 
120 0.4906 | 205.1 | 225.1 0.416 0.4321 | 203.2 | 222.4 0.409 
140 0.5290 | 214.4 | 236.0 0.435 0.4704 | 212.9 | 233.8 0.428 
160 0.5642 | 223.6 | 246.6 0.452 0.5048 | 222.4 | 244.8 0.446 
180 0.5971 | 232.9 | 2572 0.469 0.5365 | 231.6 | 255.5 0.463 
200 0.6284 | 242.1 | 267.7 0.485 0.5664 | 241.1 | 266.3 0.480 
220 0.6585 | 251. | 278.3 0.501 0.5949 | 250.5 | 277.0 0.496 
240 0.6875 | 261.0 | 289.0 0.516 0.6223 | 260.1 | 287.8 0.511 
260 0.7158 | 270.6 | 299.8 0.532 0.6490 | 269.8 | 298.7 0.527 
280 0.7435 | 280.5 | 310.8 0.547 0.6749 | 279.8 | 309.8 0.542 
300 0.7706 | 290.5 | 321.9 0.561 0.7002 | 289.8 | 320.9 0.557 
320 0.7972 | 300.6 | 333.1 0.576 0.7251 | 300.1 | 332.3 0.571 
340 0.8235 | 311.0 | 344.6 0.591 0.7496 | 310.5 | 343.8 0.586 



































Sat. 0.3604 | 205.3 | 223.9 0.406 
130 

150 0.3932 | 214.5 | 234.9 0.424 
170 0.4253 | 224.4 | 246.5 0.443 
190 0.4544 | 234.1 257.7 0.461 
210 0.4815 | 243.8 | 268.8 0.477 
230 (0750724 825352 279.8 0.494 
250 0753/1722 18263 *312 1829079. 0.510 
270 05553 | 278287 1802 1 0:525 
290 0.5783 | 283.4 | 313.4 0.540 
310 0.6007 | 293.5 | 324.7 0.555 
330 0.6226 | 304.0 | 336.3 0.570 
350 0.6441 | 314.6 | 348.0 0.585 
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TABLE A-18bE 
(Continued) 
T о и ћ 5 о и ћ 5 
°F ft?/lb Btu/lb Btu/lb Btu/lb-°R ft?/lb Btu/lb Btu/lb — Btu/lb -°R 
p = 320 lbf/in.? p = 360 lbf/in.? 
ee, баз MPP MMC TC А? БЕНЕН 
бай 0.3067 | 207.2 225.3 0.404 0.2639 | 208.6 | 226.2 0.402 
150 0.3187 210.7 229.6 0.412 
170 0.3517 ӘЛЕН ДУР 0.432 0.2920 217.9 237.4 0.420 
190 0.3803 | 2317 254.2 0.450 0:3213 | 228,8 | 250.2 0.440 
210 0.4063 | 241.6 265.7 0.468 0.3469 | 239.3 | 262.4 0.459 
230 0.4304 | 251.6 2774 0.485 0.3702 | 249.5 274.2 0.476 
250 0.4533 261.6 | 288.5 0.501 0.3919 259.8 | 285.9 0.493 
270 0.4751 2717 299.9 0.517 0.4124 | 270.1 297.6 0.509 
290 0.4961 281.9 8113 01532 0.4320 | 280.4 | 309.2 0.525 
310 0.5165 292.3 322.9 0.548 0.4510 | 290.8 | 320.9 0.540 
330 0.5364 | 302.7 334.5 0.563 0.4693 | 301.4 | 332.7 0.556 
350 0.5559 313.4 | 346.3 0.577 0.4872 | 312.2 | 344.7 0.570 
370 0.5750 | 324.2 358.3 0.592 0.5047 | 323.0 | 356.7 0.585 
НИ : соны mE ^ шш 
-—— (Toot = 16407) 00 ME т ЗЕ) — 
Sat. 0.2287 | 209.5 226.5 0.400 0.1921 209.9 225.9 0.396 
170 0.2406 | 213.6 231.4 0.408 
190 0527252256 245.8 0.430 0222058 182202722 1233981 0.416 
210 0.2985 | 236.7 258.8 0.450 0.2486 | 233.0 | 253.7 0.439 
230 0.3215 247.4 271.2 0.468 0.2719 244.3 267.0 0.458 
250 0.3424 257.8 | 283.2 0.485 0.2925 255.2 279.6 0.476 
270 0.3620 | 268.3 295.1 0.502 0.3113 266.0 | 292.0 0.493 
290 0.3806 | 278.8 307.0 0.518 0.3290 | 276.8 | 304.2 0.510 
310 0.3984 | 289.4 318.9 0.534 0.3457 | 287.6 316.4 0.526 
330 0.4156 | 300.1 330.9 0.549 0.3617 | 298.4 | 328.5 0.542 
350 0.4322 311.0 | 343.0 0.564 0.3772 | 309.4 | 340.8 0.557 
370 0.4484 | 321.9 355.1 0.579 0.3922 | 320.4 | 353.1 0.572 
390 0.4643 | 333.1 367.5 0.594 0.4068 | 331.7 | 365.6 0.587 

















p = 500 Ibf/in.? 
(Teat = 185.3°F) 




















Sat 0.1610 | 209.3 | 224.2 0.391 

190 0:1727 213:8 822918 0.399 

210 0.2066 | 228.6 | 247.7 0.426 0.1307 | 214.3 | 228.8 0.394 
230 0.2312 | 240.9 | 262.3 0.448 0.1661 | 232.2 | 250.7 0.426 
250 0.2519 | 252.4 | 275.7 0.467 0.1892 | 245.8 | 266.8 0.449 
270 0.2704 | 263.6 | 288.6 0.485 0.2080 | 258.1 281.2 0.469 
290 0.2874 | 274.6 | 301.2 0.502 0.2245 | 269.8 | 294.8 0.487 
310 0.3034 | 285.6 | 313.7 0.519 0.2396 | 281.4 | 308.0 0.505 
330 0.3186 | 296.6 | 326.1 0.534 025968 8292139 1532150 0.521 
350 0.3331 | 307.7 | 338.6 0.550 0.2669 | 304.2 | 333.9 0.538 
370 0.3471 | 318.9 | 351.0 0.565 0.2796 | 315.7 | 346.8 0.553 
390 0.3607 | 330.2 | 363.6 0.580 0.2917 | 32733 | 359.7 0.569 
410 0.3740 | 341.7 | 376.3 0.595 0.3035 | 338.9 | 372.6 0.584 





Propane 
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TABLE A-19E 


Properties of Selected Solids and Liquids: c,, p, and « 


Specific Density, Thermal 
Heat, c, p Conductivity, к 
Substance (Btu/lb - °R) (lb/ft) (Btu/h - ft - ^R) 
Selected Solids, 540°R 
Aluminum 0.216 169 137 
Coal, anthracite 0.301 84.3 0.15 
Copper 0.092 557 232 
Granite 0.185 164 1.61 
Iron 0.107 491 46.4 
Lead 0.031 705 20.4 
Sand 0.191 94.9 0.16 
Silver 0.056 656 248 
Soil 0.439 128 0.30 
Steel (AISI 302) 0.115 503 8.7 
Tin 0.054 456 38.5 
Building Materials, 540°R 
Brick, common 0.199 120 0.42 
Concrete (stone mix) 0.210 144 0.81 
Glass, plate 0.179 156 0.81 
Hardboard, siding 0.279 40 0.054 
Limestone 0.193 145 1.24 
Plywood 0.291 34 0.069 
Softwoods (fir, pine) 0.330 31.8 0.069 
Insulating Materials, 540°R 
Blanket (glass fiber) - 1.0 0.027 
Cork 0.43 7.5 0.023 
Duct liner (glass fiber, coated) 0.199 2.0 0.022 
Polystyrene (extruded) 0.289 3.4 0.016 
Vermiculite fill (flakes) 0.199 5.0 0.039 
Saturated Liquids 
Ammonia, 540°R 1.151 37.5 0.269 
Mercury, 540?R 0.033 845 4.94 
Refrigerant 22, 540?R 0.303 74.0 0.049 
Refrigerant 134a, 540°R 0.343 75.0 0.047 
Unused Engine Oil, 540°R 0.456 55.2 0.084 
Water, 495°R 1.006 62.42 0.332 
540°R 0.998 62.23 0.354 
585°R 0.999 61.61 0.373 
630°R 1.002 60.79 0.386 
675°R 1.008 59.76 0.394 
720°R 1.017 58.55 0.398 





Source: Drawn from several sources, these data are only representative. Values can vary depending on tempera- 
ture, purity, moisture content, and other factors. 
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TABLE A-20E 


Ideal Gas Specific Heats of Some Common Gases (Btu/lb · °R) 












































Source: Adapted from К. Wark, Thermodynamics, 4th ed., McGraw-Hill, New York, 1983, as based on “Tables of 
Thermal Properties of Gases," NBS Circular 564, 1955. 
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TABLE A-21E 


Variation of c, with Temperature for Selected Ideal Gases 


C 
= =a + ВТ + уто + 6D + єТ* 
T is in °R, equations valid from 540 to 1800 °R 
Gas a B x 10? y x 106 5 x 10? е x 107 
CO 3.710 —0.899 1.140 —0.348 0.0228 
CO; 2.401 4.853 — 2.089 0.343 0 
Н, 3.057 1.487 — 17798 0.947 01/26 
H20 4.070 —0.616 1.281 —0.508 0.0769 
0; 3.626 —1.043 2.178 —1.160 0.2053 
№, 3.675 —0.671 0.717 —0.108 — 0.0215 
Air 3.653 —0.7428 1.017 —0.328 0.02632 
МН; 3.591 0.274 2.576 —1.437 0.2601 
NO 4.046 —1.899 2.464 —1.048 0.1517 
NO; 3.459 1.147 2.064 — 1689 0.3448 
50; 3.267 2.958 0.211 —0.906 0.2438 
SO; 2.578 8.087 2992 — 0.136 0.1878 
CH, 3.826 2:241 7.580 —3.898 0.6633 
С.Н, 1.410 10.587 —7.562 2.811 —0.3939 
ОН, 1.426 6.324 2.466 – 2.787 0.6429 
Monatomic 
gases^ 245 0 0 0 0 





“For monatomic gases, such as He, Ne, and Ar, c, is constant over а wide temperature range and is very nearly 
equal to 5/2 R. 


Source: Adapted from К. Wark, Thermodynamics, 4th ed., McGraw-Hill, New York, 1983, as based on NASA SP-273, 
U.S. Government Printing Office, Washington, DC, 1971. 
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TABLE A-22E 


Ideal Gas Properties of Air 











when As = 0! 

: А " a pe | | а Д M И 4 : " 

360 85.97 61.29 0.50369 0.3363 396.6 940 226.11 161.68 0.73509 
380 90.75 64.70 0.51663 0.4061 346.6 960 231.06 165.26 0.74030 
400 95.53 68.11 0.52890 0.4858 305.0 980 236.02 168.83 0.74540 
420 100.32 71.52 0.54058 0.5760 270.1 1000 240.98 172.43 0.75042 
440 105.11 7459320755172 0.6776 240.6 1040 250.95 179.66 0.76019 
460 109.90 78.36 0.56235 0.7913 215.33 1080 260.97 186.93 0.76964 
480 114.69 81.77 0.57255 0.9182 193.65 1120 271.03 194.25 0.77880 
500 119.48 85.20 0.58233 1.0590 174.90 1160 281.14 201.63 0.78767 
520 124.27 88.62 0.59172 1.2447 158.58 1200 291.30 209.05 0.79628 
537 128.34 91.53 0.59945 1.3593 146.34 1240 301.52 216.53 0.80466 
540 129.06 92.04 0.60078 1.3860 144.32 1280 311.79 224.05 0.81280 
560 133.86 95.47 0.60950 1.5742 131.78 1320 322.11 231.68 0.82075 
580 138.66 98.90 0.61793 1.7800 120.70 1360 332.48 239.25 0.82848 
600 143.47 102.34 0.62607 2.005 110.88 1400 342.90 246.93 0.83604 
620 148.28 105.78 0.63395 2.249 102.12 1440 353.37 254.66 0.84341 
640 153.09 109.21 0.64159 2.514 94.30 1480 363.89 262.44 0.85062 
660 157.92 112.67 0.64902 2.801 87,27 1520 374.47 270.26 0.85767 
680 162.73 116.12 0.65621 3.111 80.96 1560 385.08 278.13 0.86456 
700 167.56 119.58 0.66321 3.446 75.25 1600 395.74 286.06 0.87130 
720 172.39 123.04 0.67002 3.806 70.07 1650 409.13 296.03 0.87954 
740 177.23 126.51 0.67665 4.193 65.38 1700 422.59 306.06 0.88758 
760 182.08 129.99 0.68312 4.607 61.10 1750 436.12 316.16 0.89542 
780 186.94 133.47 0.68942 5.051 57.20 1800 449.71 326.32 0.90308 
800 191.81 136.97 0.69558 5.526 53.63 1850 463.37 336.55 0.91056 
820 196.69 140.47 0.70160 6.033 50.35 1900 477.09 346.85 0.91788 
840 201.56 143.98 0.70747 6.573 47.34 1950 490.88 357.20 0.92504 
860 206.46 147.50 0.71323 7.149 44.57 2000 504.71 367.61 0.93205 
880 211.35 151.02 0.71886 7.761 42.01 2050 518.61 378.08 0.93891 
900 216.26 154.57 0.72438 8.411 39.64 2100 532.55 388.60 0.94564 
920 22118 158.12 0.72979 9.102 37.44 2150 546.54 399.17 0.95222 





1. p, and v, data for use with Eqs. 6.41 and 6.42, respectively. 
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TABLE А-22Е 
(Continued) 


2200 560.59 409.78 0.95868 744.48 1.10991 
2250 574.69 420.46 0.96501 756.04 1.11393 
2300 588.82 431.16 0.97123 767.60 1.11791 
2350 603.00 441.91 0.97732 779.19 1.12183 
2400 617.22 452.70 0.98331 790.80 1.12571 


2450 631.48 463.54 0.98919 
2500 645.78 | 474.40 0.99497 
2550 660.12 485.31 1.00064 
2600 674.49 496.26 1.00623 
2650 688.90 507.25 1.01172 


802.43 1.12955 
814.06 1.13334 
825.72 1.13709 
837.40 1.14079 
849.09 1.14446 


2700 703.35 518.26 1.01712 

2750 717.83 529.31 1.02244 
2800 732.33 540.40 1.02767 
2850 746.88 551.52 1.03282 
2900 761.45 562.66 1.03788 


860.81 1.14809 
884.28 1.15522 
907.81 1.16221 
931.39 1.16905 
955.04 1.17575 


2950 776.05 573.84 1.04288 
3000 790.68 585.04 1.04779 
3050 805.34 596.28 1.05264 
3100 820.03 607.53 1.05741 

3150 834.75 618.82 1.06212 


978.73 1.18232 
1002.5 1.18876 
1026.3 1.19508 
1050.1 1.20129 
1074.0 1.20738 


3200 849.48 630.12 1.06676 
3250 864.24 641.46 1.07134 
3300 879.02 652.81 1.07585 
3350 893.83 664.20 1.08031 
3400 908.66 675.60 1.08470 


1098.0 1.21336 
1122.0 1.21923 





3450 923.52 687.04 1.08904 
3500 938.40 698.48 1.09332 
3550 953.30 709.95 1.09755 
3600 968.21 721.44 1.10172 

3650 983.15 732.95 1.10584 
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TABLE А-24Е 


Constants for the уап der Waals, Redlich-Kwong, апа Benedict-Webb-Rubin Equations of State 














clade Beer I TTE Re Ты 
a b a b 
ft? 2 ft ft? 2 — ft? 
TENA (si) то! (o PN то! 
Air 345 0.586 5,409 0.4064 
Butane (C,H4j) 3,509 1.862 98,349 1.2903 
Carbon dioxide (CO;) 926 0.686 21,972 0.4755 
Carbon monoxide (CO) 372 0.632 5,832 0.4382 
Methane (СН,) 581 0.685 10,919 0.4751 
Nitrogen (М;) 346 0.618 5,280 0.4286 
Oxygen (0;) 349 0.509 5,896 0.3531 
Propane (C5Hg) 2,369 1.444 61,952 1.0006 
Refrigerant 12 2,660 1.558 70,951 1.0796 
Sulfur dioxide (SO;) 1,738 0.910 49,032 0.6309 
Water (H50) 1,400 0.488 48,418 0.3380 
Source: Calculated from critical data. 
2. Benedict-Webb-Rubin: Constants for pressure in atm, specific volume in fP/Ibmol, and temperature іп °R 
Substance — нае MENU. OMNES. A E ORE nes. P n 
C, Hio 7736.7 2587.6 10.26 1.9921 4.214 x 10? 8.254 x 10? 4.527 8.724 
со, 562.3 702.4 1.850 0.7995 1.987 x 10? 1.152 x 108 0.348 1.384 
CO 150.6 344.1 0.675 0.8737 1.385 x 10” 7.118 x 10° 0.555 1.540 
CH, 203.0 476.0 0.867 0.6824 3.389 x 10” 1.876 x 10” 0.511 1.540 
№, 103.2 270.4 0.597 0.6526 9.700 х 10$ 6.700 x 106 0.523 1.360 





Source: H. W. Cooper and J. C. Goldfrank, Hydrocarbon Processing, 46 (12): 141 (1967). 
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TABLE А-25Е 


Thermochemical Properties of Selected Substances at 53798 and 1 atm 




















Lo LN Heating Values 
Enthalpy of Gibbs Function Absolute Higher, Lower, 
Molar Mass, Formation, Р? of Formation, Entropy, s? HHV LHV 
Substance Formula M (lb/Ibmol) (Btu/lbmol) 9: (Btu/lbmol) (Btu/lbmol - ^R) | (Btu/lb) (Btu/lb) 
Carbon C(s) 12.01 0 0 1.36 14,100 14,100 
Hydrogen H,(g) 2.016 0 0 31.19 61,000 51,610 
Nitrogen Ме) 28.01 0 0 45.74 — — 
Oxygen 0,(g) 32.00 0 0 48.98 — - 
Carbon monoxide CO(g) 28.01 —47,540 —59,010 47.27 — - 
Carbon dioxide CO;(g) 44.01 —169,300 —169,680 51.03 - - 
Water H,O0(g) 18.02 —104,040 —98,350 45.08 — — 
Water H;0(D 18.02 —122,970 —102,040 16.71 - - 
Hydrogen peroxide H,0,(g) 34.02 —58,640 —45,430 55.60 — — 
Ammonia NHs(g) 17.03 —19,750 —7,140 45.97 - - 
Oxygen O(g) 16.00 107,210 99,710 38.47 — — 
Hydrogen H(g) 1.008 93,780 87,460 27.39 - - 
Nitrogen N(g) 14.01 203,340 195,970 36.61 — — 
Hydroxyl OH(g) 17.01 16,790 14,750 43.92 — — 
Methane CH,(g) 16.04 —32,210 —21,860 44.49 23,880 21,520 
Acetylene C;H5(g) 26.04 97,540 87,990 48.00 21,470 20,740 
Ethylene C;H,(g) 28.05 22,490 29,306 52.54 21,640 20,290 
Ethane C;H«(g) 30.07 —36,420 —14,150 54.85 22,320 20,430 
Propylene C3H,(g) 42.08 8,790 26,980 63.80 21,050 19,700 
Propane CsHa(g) 44.09 —44,680 —10,105 64.51 21,660 19,950 
Butane C, Hio(g) 58.12 —54,270 —6,760 74.11 21,300 | 19,670 
Pentane C; Hi; (g) 72.15 — 62,960 —3,530 83.21 21,090 19,510 
Octane CgHig(g) 114.22 —89,680 7,110 111.55 20,760 19,270 
Octane CgHig() 114.22 —107,530 2,840 86.23 20,610 19,110 
Benzene СН, (е) 78.11 35,680 55,780 64.34 18,180 17,460 
Methanol CH30H(g) 32.04 —86,540 —69,700 57.29 10,260 9,080 
Methanol снаон() 32.04 —102,670 = [1570 30.30 9,760 8,570 
Ethanol C;H;OH(g) 46.07 —101,230 —72,520 67.54 13,160 11,930 
Ethanol C;H,OH(l) 46.07 —119,470 27552 40) 38.40 12,760 11,530 





Source: Based on JANAF Thermochemical Tables, NSRDS-NBS-37, 1971; Selected Values of Chemical Thermodynamic Properties, NBS Tech. Note 
270-3, 1968; and API Research Project 44, Carnegie Press, 1953. Heating values calculated. 
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Figure A-1 Generalized compressibility chart, рр = 1.0. Source: Е. F. Obert, Concepts of Thermodynamics, McGraw-Hill, 
New York, 1960. 
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Figure A-3 Generalized compressibility chart, 10 = pg = до. Source: E. F. Obert. Concepts of 
McGraw 
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-4 Generalized enthalpy correction chart. Source: Adapted from 6. J. Van Wylen 
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Fundamentals of Classical Thermodynamics, 3rd. ed., English/SI, Wiley, 


and R. E. Sonntag, 
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Figure A-5 Generalized entropy correction chart. Source: Adapted from 
б. J. Van Wylen and В. E. Sonntag, Fundamentals of Classical Thermodynamics, 
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Figure A-7 Temperature-entropy diagram for water (SI units). Source: J. Н. Keenan, F. 6. Keyes, 
P. G. Hill, and J. G. Moore, Steam Tables, Wiley, New York, 1978. 
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Figure А-7Е Temperature-entropy diagram for water (English units). Source: J. Н. Keenan, 


F. G. Keyes, P. G. Hill, and J. G. Moore, Steam Tables, Wiley, New York, 1969. 
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Figure A-8 Enthalpy-entropy diagram for water (SI units). Source: J. B. Jones and G. A. 
Hawkins, Engineering Thermodynamics, 2nd ed., Wiley, New York, 1986. 
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Figure A-9 Psychrometric chart for 1 atm (SI units). Source: Z. Zhang and M. B. Pate, “А Methodology for 
Implementing a Psychrometric Chart in a Computer Graphics System," ASHRAE Transactions, Vol. 94, Pt. 1, 1988. 
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Figure A-9E Psychrometric chart for 1 atm (English units). Source: 7. Zhang and M. B. Pate, “А Methodology for 
Implementing a Psychrometric Chart in a Computer Graphics System," ASHRAE Transactions, Vol. 94, Pt. 1, 1988. 
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A 
Absolute entropy, 837-838 
Absolute pressure, 14, 16, 17 
Absolute zero, 261 
Absorber (absorption refrigeration systems), 
626-627 
Absorption refrigeration systems, 626-628 
Additive pressure rule, 700, 736 
Additive volume model, 737 
Additive volume rule, 700-701 
Adiabatic flame temperature (adiabatic 
combustion temperature), 828-832 
Adiabatic processes, 57 60-61 
Adiabatic-saturation temperature, 763-764 
Aerodynamic drag, 46 
Afterburners, 562 
Air: 
atmospheric, 733 
and combustion, 807-810 
compressed, for energy storage, 166, 187 194 
compressed, storing, 211-213 
dry, 733 
excess, 808 
excess, burning natural gas with, 813-814 
ideal gas properties of, 963, 1013 
as ideal gas undergoing a cycle, 133-135 
isentropic process of, 328-330 
moist, 753-754, 756-762 
polytropic compression of, 342-343 
saturated, 754 
theoretical, 808 
Air-conditioning processes, 767—784 
adiabatic mixing of two moist air streams, 
781—784 
applying mass and energy balances to, 767—768 
dehumidification, 772-775 
evaporative cooling, 778—781 
humidification, 776—778 
moist air at constant composition, 769—771 
Aircraft cabin cooling, 638 
Aircraft propulsion, gas turbines for, 562-566 
Air-fuel ratio, 807-808 
Air-source heat pumps, 629, 630 
Air-standard analysis, 511—512, 526 
Air-standard dual cycle, 522-524 
Algae growth, 479 
Amagat model, 737 
Ammonia: 
heating, at constant pressure, 106-107 
as natural refrigerant, 104, 621-622 
pressure table for saturated, 949, 999 
standard chemical exergy of, 853-854 
superheated (table), 950-953, 1000-1003 
temperature table for saturated, 948, 998 
Anaerobic digestion, 435 
Analysis, engineering, 23-24 
Apparent molecular weight (average molecular 
weight), 733 
Archimedes' principle, 16 
Arrhythmia, 178 
Atkinson cycle, 591 
Atmospheric air, 733 
Atmospheric pressure, 17 18 
Atomic weights, of selected elements/compounds 
(table), 926, 974 
Automotive air conditioning systems, 622, 638-639 
Avogadro's number, 14 


B 
Back pressure, 477, 574-576, 579-581 
Back-pressure heating plants, 477 478 
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Back work ratio (bwr), 447 
Bar: 
hot metal, quenching, 313-315 
solid, extension of, 52 
Barometer, 15-16 
Base units, 11 
Batteries, 76, 77, 836. See also specific types of 
batteries, e.g.: Lithium-ion 
safe disposal, 76 
Beattie-Bridgeman equation, 661—662 
Benedict-Webb-Rubin equation, 662, 969, 1019 
Bernoulli equation, 341 
Binary vapor power cycle (binary cycle), 476 
Biomass-fueled power plants, 439 
Biomechanics, 682 
Blood pressure measurements, 18 
Body forces, 53 
Boiler: 
in Rankine cycle, 447, 453-455 
at steady state, 406-408 
Boiling-water reactors, 444 
Boil-off gas, 526 
Boltzmann relation, 316 
Boltzmann's constant, 58, 316 
Bore (of engine cylinder), 510 
Boundaries, 4, 7-8 
Bourdon tube gage, 16 
Brayton cycle, 526-537 
ideal, 528-534 
with irreversibilities, 534—537 
power plants based on, 439, 440 
with regeneration, 537-541 
Brayton refrigeration cycle, 633-638 
Building-related illness, 753 
Buoyancy, 16-17 
Bypass flow (turboprop engine), 565, 566 


С 
Calorimeters, 828 
constant-volume, 62 
throttling, 201-202 
Cap-and-trade programs, 441 
Carbon capture and storage, 448, 477-479 
Carbon dioxide: 
in automotive air conditioning systems, 622, 
638-639 
carbon capture and storage, 477-479 
from coal combustion, 448, 478 
emissions trading, 441 
and enhanced oil recovery, 479 
as natural refrigerant, 104, 622 
Carnot corollaries, 257-259, 260 
Carnot cycle, 270-273, 302-303 
ideal Rankine cycle vs., 454-455 
power cycles, 257-259, 265-267, 270-272 
Carnot efficiency, 265 
Carnot heat pump cycle, 260-261, 267-268, 
269—270, 2772, 629 
Carnot refrigeration cycle, 260-261, 267-268, 272, 
611-612 
Cascade refrigeration systems, 625-626 
Cellulosic ethanol, 402 
Celsius temperature scale, 22 
CFCs, see Chlorofluorocarbons 
Change in entropy, see Entropy change 
Change in exergy, 378 
Chemical equilibrium, 887-904 
and equation of reaction equilibrium, 
887-880 
with ideal gas mixtures, 889-898 
and ionization, 904—905 


with mixtures and solutions, 897-898 
with simultaneous reactions, 905-908 
Chemical exergy, 375, 844-854 
conceptualizing, 845-846 
evaluating, 847-849 
exergy reference environment, 844, 845 
standard, 849-854 
working equations for, 847 
hemical potential, 706-707, 713-714 
defined, 884 
and equilibrium, 883-884 
Chemotherapy, 57 
Chlorine-containing refrigerants, 104, 621 
Chlorofluorocarbons (CFCs), 621, 690 
Choked flow, 575 
Clapeyron equation, 672-675, 909 
Classical thermodynamics, 8 
С 
С 
С 
С 
С 


а 


ausius-Clapeyron equation, 674–675, 909 
ausius inequality, 273—275, 306 
ausius statement, 245 
osed feedwater heaters, 470-471 
osed systems, 4, 6 
energy balance for, 60-72 
entropy balance for, 305-312 
entropy change in internally reversible 
processes of, 302-305 
entropy rate balance for, 310-312 
exergy balance for, 378-387 
processes of, 64-65 
Coal, 438, 448 
Coal-fueled power plants, 439, 448, 477, 478, 
561, 562 
Coefficient(s) of performance, 75-76 
of heat pump cycle, 629, 630 
of refrigeration cycle, 611, 613 
Cogeneration, 477 
Cogeneration system, exergy costing of, 408-412 
Cold air-standard analysis, 511 
Cold storage, 624-625 
Combined power cycle (combined cycle), 553-560 
exergy accounting for, 555—559 
H-class power plants, 555 
Combustion, 806-815 
and air, 808-810 
of coal, 448 
complete, 806 
determining products of, 810-814 
enthalpy of, 825-828 
of fuels, 807 
of methane with oxygen at constant volume, 
824-825 
in power plants, 439 
Complete combustion, 806 
Compounds, atomic/molecular weights of, 
926, 974 
Compressed air: 
for energy storage, 187 194 
storing in tanks, 211-213 
Compressed liquids, 102 
Compressed liquid tables, 105 
Compressibility: 
isentropic, 681 
isothermal, 681 
Compressibility factor (Z), 127-131, 658, 659 
Compressible flow(s), 566—585 
and area change in subsonic and supersonic 
flows, 571-573 
defined, 566 
effects of back pressure on mass flow rate, 
574-576 
and flow across normal shock, 576-577 





for ideal gases with constant specific heats, 
577-585 
in nozzles and diffusers, 571-585 
sound waves, 568-570 
steady one-dimensional flow, 567, 568, 571-577 
Compression-ignition engines, 510 
Compression ratio, 510 
Compression work: 
minimum theoretical, 309-310 
modeling, 48-50 
Compressors, 190-191, 194 
defined, 190 
exergetic efficiency of, 403 
and intercooling, 544-548 
isentropic efficiency of, 337-339 
modeling considerations with, 190 
power of, 190-191 
and refrigerant performance, 620-621 
Condensation, 102, 757-758 
Condensors, 195-198 
in Rankine cycle, 446-447 453-455 
vapor cycle exergy analysis of, 485-486 
Conduction, 57 58 
Conservation of energy, 43-44, 61, 178-180 
Conservation of mass, for control volumes, 
170-178 
Constant-temperature coefficient, 686 
Constraints, design, 23 
Continuum hypothesis, 13 
Control mass, 4 
Control surface, 4 
Control volume(s), 4, 6-7 
analyzing, at steady state, 181—183 
compressors/pumps, 190 
conservation of energy for, 178-180 
conservation of mass for, 170-178 
energy rate balance for, 178-179 
evaluating work for, 179 
exergy accounting for, at steady state, 395—399 
exergy balance for, at steady state, 387-399 
heat exchangers, 195-196 
nozzles/diffusers, 183-186 
and system integration, 202-205 
throttling devices, 200—202 
and transient analysis, 205-215 
turbines, 188-189 
Control volume entropy rate balance, 317-325 
Convection, 59 
Cooking oil, measuring calorie value of, 125-126 
Cooling: 
biomedical applications of, 195-196 
cold storage, 624—625 
evaporative, 778—781 
of gas, in piston-cylinder, 64-65 
Newton's law of, 59 
of superconducting cable, 386 
thermoelectric, 623-624 
in vapor power plants, 446—447 
Cooling towers, 445, 784—787 
Corresponding states, principle of, 128 
Cost engineering, 405-406 
Costing, 405-406 
and cap-and-trade programs, 441 
of cogeneration systems, 408-412 
cost engineering, 405-406 
environmental costs in, 406 
Cost rate balance, 409 
Criteria, equilibrium, 882-883 
Critical point, 99 
Critical pressure, 99, 574 
Critical specific volume, 99 
Critical temperature, 99 
Cryobiology, 22 
Cryopreservation, 22 
Cryosurgery, 104 
Currents, power generation from, 439, 440 
Cutoff ratio, 519 
Cycles, 72—76. See also specific types of cycles, 
e.g.: Brayton 


defined, 72 

heat pump, 74-76 

power, 73-74 

refrigeration, 74—75 
thermodynamic, 72, 256-275 


D 
Dalton model, 736-737, 753-754 
Dead state, 372, 375 
Deaeration, 471 
Degrees of freedom, 913 
Dehumidification, 772-775 
Density, 13-14 
Design: 
concurrent, 506 
engineering, 22-23 
using exergy in, 406-408 
Design constraints, 23 
Dew point temperature, 757—758 
Diastolic blood pressure, 18 
Diesel cycle, 518—521 
and effect of compression ratio on performance, 
519-520 
Diesel engines, 525 
Diffusers, 183-186 
defined, 183 
flow of ideal gases in, with constant specific 
heats, 577-579, 581—582 
modeling considerations with, 184 
one-dimensional steady flow in, 571-577 
Direct-methanol fuel cells, 835 
Disorder, 293, 316—317 
Displacements, generalized, 54-55 
Displacement volume (internal combustion 
engine), 510 
Distributed generation, 442, 687 
District heating, 477 478 
Drafting, 47 
Drag coefficient, 46 
Drag reduction, 47 
Dry air, 733 
Dry-bulb temperature, 764—765 
Dry product analysis, 811-812 
Dual cycle, 522-524 
Ducts, heating moist air in, 769—771 


E 
E, see Exergy 
E, see Energy 
Efficiency, thermal, 74 
Elastic waves, 682 
Electricity: 
demand for, 76, 194 
from hydropower, 186, 438, 439 
from renewable resources, 439 
storage and recapture of, 76-77, 116 
US. generation of, by source, 438 
from wind-turbine plants, 186, 187 
Electric power, 53 
distributed generation systems, 442, 687 
generation of, 438-442 
from renewable and nonrenewable sources, 439 
smart grids, 442 
superconducting cable for, 386 
Electrolysis, 253, 728 
Electrolysis reaction, 77 
Elements, atomic/molecular weights of selected, 
926, 974 
Emergency power generation, using steam for, 
209-210 
Emissions trading, 441 
Energy (Е), 40-44, 55-56 
conservation of, 43-44, 61, 178-180 
exergy vs., for control volumes at steady state, 390 
internal, 55-56 
kinetic, 40-41 
net amount of transfer, 61 
potential, 42 
units for, 43 
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Energy balance(s), 60-72, 178-183 
in air-conditioning systems, 768 
applying, 115-117 
for closed systems, 60—72 
for control volumes, 178-183 
cycle, 73 
defined, 61 
and dehumidification, 773 
and property tables, 116-119 
for reacting systems, 817-825 
and software, 119-121 
time rate form of, 62 
transient analysis of control volumes, 
206-207 
Energy rate balance: 
for control volumes, 178-193 
defined, 180 
integral form of, 180 
Energy resources, 4, 6 
coal, 438, 448, 477 478, 561, 562 
currents, 439, 440 
hydropower, 186, 438, 439 
natural gas, 438, 526, 813-814 
nuclear, 438, 439, 442 
oil, 402, 438, 479, 512-513 
and power generation, 438-442 
solar, 116, 439, 440, 442, 444-445 
tides, 439, 440 
waves, 439, 440 
wind, 186-187, 341, 439 
Energy storage, 76—77 
compressed-air, 187, 194 
pumped-hydro, 187 194 
thermal, 116 
Energy transfer by heat, 56. See also Heat 
transfer 
Engineering analysis, 23-24 
Engineering design, 22-23 
Engineering models, 23-24 
English base units, 12-13 
Enhanced oil recovery, 479 
Enthalpy (H), 111-113 
evaluating, for reacting systems, 815-817 
generalized charts for, 692-695, 1023 
of ideal gas mixture, 737—738 
of moist air, 755 
stagnation, 571 
Enthalpy departure, 692-695 
Enthalpy-entropy diagram, 296, 1028-1029 
Enthalpy of combustion, 825-828 
Enthalpy of formation, 816-817 
Entropy (S), 292-296 
absolute, 837-838 
data retrieval for, 293-296 
defined, 292 
and disorder, 316—317 
evaluating, 293 
evaluating, for reacting systems, 837-838 
generalized departure chart for, 695-698, 1024 
heat transfer and transfer of, 307 
of ideal gas mixture, 738-739 
and increase of entropy principle, 312-315 
of moist air, 756 
and Mollier diagram, 296, 1028-1029 
and probability, 293, 315-316 
production of, 306-307, 319-320, 323-325 
statistical interpretation of, 315-316 
transfer accompanying heat, 306 
Entropy balance, 305 
closed system, 305-312 
control volumes, 317-325 
for reacting systems, 838-843 
Entropy change, 292-293 
of ideal gas, 299-302 
of incompressible substance, 208-299 
in internally reversible processes of, closed 
systems, 302-305 
T ds equations for determining, 296-298 
Entropy departure, 695-698, 1024 
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Entropy rate balance: 
closed system, 310-312 
control volume, 317-325 
integral form of, 317-318 
steady-state form of, 318 
Entropy statement of the second law, 247-248 
Environment: 
costs related to, 406 
as exergy reference environment, 372, 844, 845 
thermal pollution, 445 
Environmental impacts: 
of coal combustion, 448 
of power plants, 438, 439, 441 
of refrigerants, 621, 622 
Equation of reaction equilibrium, 887-889 
Equation(s) of state, 656-662 
comparing, 660—661 
defined, 657 
ideal gas, 132 
multiconstant, 661—662 
two-constant, 657—659 
virial, 131-132, 657 
Equilibrium, 10, 882-914 
chemical, 887—908 
and chemical potential, 883-884 
criteria for, 882-883 
defined, 10 
homeostatic, 886 
phase, 908-914 
thermal, 19 
thermodynamic, 882 
Equilibrium constant: 
defined, 890 
for ideal gas mixtures, 889-897 
logarithms to base 10 of, 972 
for mixtures and solutions, 897-898 
Equilibrium flame temperature, 899—903 
Equilibrium state, 10 
Equivalence ratio, 809 
Ericsson cycle, 552 
Ethylene, 243 
Eutectic (molten) salts, 116 
Evaporative cooling, 778—781 
Evaporator, 195, 612 
Evapotranspiration, 202-203 
Exact differentials: 
defined, 662 
principal, 666 
property relations from, 666-671 
Exergetic efficiency(-ies), 399-404 
of heat exchangers, 403-404 
and matching end use to source, 400-402 
of turbines, 402—403 
using, 404-405 
Exergy (E), 370-378 
aspects of, 375 
chemical, 375, 844-854 
defined, 372 
destruction/loss of, 379—383, 384—385, 390-395 
energy vs., for control volumes at steady state, 
390 
specific, 376 
specific flow, 388-389 
of a system, 372-378 
total, 854-860 
transfer of, 380 
and work, 371 
Exergy accounting, 386-387 395-399 
for combined cycle, 555-559 
of vapor power plant, 480-486 
Exergy balance: 
for closed systems, 378-387 
for control volumes at steady state, 387-399 
developing, 379 
steady-state form of, 383-385 
Exergy change, 378 
Exergy reference environment (environment), 
372, 844, 845 
Exergy transfer accompanying heat, 380 


Exergy transfer accompanying work, 380 
Exergy unit cost, 409 

Expansion work, modeling, 47-52 
Expansivity, volume, 681 

Extensive properties, 9-10 

Extent of reaction, 888-889 

External irreversibilities, 249 

External reforming, 833 

Extraction district heating plants, 478 


F 
Factory farms, 375 
Fahrenheit temperature scale, 21, 22 
Fanno line, 577 
Feedwater heater, at steady state, 174-175, 465-475 
First law of thermodynamics, 60-61 
First T dS equation, 297 
Fissionable material, production peak for, 438 
Flame temperature, equilibrium, 899-903 
Flash chambers, 627 
Flow: 
choked, 575 
one-dimensional, 172 
Flow rates: 
mass, 170-172 
volumetric, 173 
Flow work, 179, 389 
Fluid mechanics, 15, 341 
Flux, mass, 173-174 
Flywheels, 77 
Food production and transportation: 
fossil fuels used in, 126 
ripening, 243 
Forces, generalized, 54-55 
Fossil-fueled power plants, 74, 438-445 
carbon dioxide emissions from, 478 
fuel processing and handling for, 445 
Fourier's Law, 58 
Fracking, 438 
Free body, 4 
Friction, 250-251, 456 
friction factor, 252 
Fuels, 807 See also specific fuels 
Fuel cells, 439, 440, 832-836 
direct-methanol, 835 
internal reforming, 833 
molten carbonate (MCFCs), 834 
phosphoric acid (PAFCs), 834 
proton exchange membrane, 834-836 
solid oxide, 836 
stacks, 832 
vehicles, 835 
Fuel processing and handling, 445 
Fuel-tank-to-wheel efficiency, 405 
Fugacity, 709-712, 1025 
defined, 709 
generalized chart, 710, 1025 
of a mixture component, 712 
in single-component systems, 709-712 
Fundamental thermodynamic functions, 671-672 
developing tables by differentiating, 689-692 


G 
Gage pressure, 17,18 
Galileo Galilei, 40 
Gases: 
cooling, in a piston-cylinder, 64-65 
exergy of exhaust, 376-378 
ideal gas properties of, 965, 1015 
ideal gas specific heats of, 961, 1011 
microscopic interpretation of internal energy 
for, 56 
Gas mixtures, p-v-T relations for, 699-703, 
732-740 
Gas refrigeration systems, 633-639 
Gas thermometer, 263-264 
Gas turbine power plants, 525-566 
for aircraft propulsion, 562-566 
and Brayton cycle, 526-537 


combined with vapor power cycle, 553—559 
and Ericsson cycle, 552 
fueled with methane, 821-823 
integrated gasification combined-cycle, 560-562 
modeling, 525-526 
regenerative, 537-541 
and Stirling engine, 552-553 
Gearboxes: 
exergy accounting for, 386-387 
at steady state, 68-69 
Generalized compressibility chart, 128-131, 
1021-1022 
Generalized displacements, 54-55 
Generalized forces, 54-55 
Generator (absorption refrigeration systems), 628 
Geothermal power plants, 439, 440, 442, 444, 445 
Gibbs-Duhem equation, 707 
Gibbs function, 666, 883 
Gibbs function of formation, 843-844 
Gibbs phase rule, 912-914 
Gliders, thermal, 255 
Global climate change, 438 
and coal use, 448 
and methane in atmosphere, 898 
Global warming, 41, 621 
Global Warming Potential (GWP), 621-622 
Gram mole (mol), 14 
Gravimetric analysis, 732 
Gravitational potential energy (PE), 42 
Greenhouse gases, 448. See also specific gases, 
e.g. Carbon dioxide 
GWP (Global Warming Potential), 621-622 


H 
H, see Enthalpy 
HCFCs (hydrochlorofluorocarbons), 104, 621 
H-class power plants, 555 
Head injuries, 682 
Heart, human, 177-178 
Heat: 
energy transfer by, 56. See also Heat transfer 
exergy transfer by, 380 
Heat exchangers, 195-200 
in computers, 198-200 
exergetic efficiency of, 403-404 
exergy destruction in, 392-394 
modeling considerations with, 196 
power plant condensers as, 197-198 
types of, 195 
vapor cycle exergy analysis of, 482-484 
Heat flux, 57 
Heat (thermal) interaction, 19 
«Неа! islands," 260-261 
Heat pump components, entropy production in, 
323-325 
Heat pump cycles, 74—76 
Carnot, 272, 629 
coefficient of performance for, 75-76 
corollaries of the second law for, 260-261 
limits on coefficients of performance for, 259 
maximum performance measures for, 267-268, 
269-270 
vapor-compression, analyzing, 629-632 
Heat pump systems, 629-631 
Heat rate, 447 
Heat-recovery steam generator, 397-399 
Heat transfer, 56-60 
area representation of, 303 
by conduction, 57 58 
by convection, 59 
entropy transfer accompanying, 306 
in internally reversible, steady-state flow 
processes, 339-340 
for moist air at constant volume, 761—762 
and Newton's law of cooling, 59 
by radiation, 58-59 
rate of, 57 
sign convention for, 56 
from steam turbine, 188-189 


Helmholtz function, 666 
Higher heating value (HHV), 825-826 
Holes (electron vacancies), 623, 624 
Homeostasis, 886 
Hooke's law, 85 
Human-health impacts: 
of coal combustion, 448 
of power plants, 438, 441 
Humidification, 776—778 
Humidity: 
relative, 755 
specific, 754 
Humidity ratio, 754—755 
calculating, 765 
defined, 754 
evaluating, using adiabatic-saturation tempera- 
ture, 763—764 
and influenza, 756 
Hybrid vehicles, 41 
nanotechnology-based batteries for, 76 
ultra-capacitors for, 77 
Hydraulic fracturing, 438 
Hydraulic turbines, 186-187 
Hydrocarbons: 
as fuels, 807 
as natural refrigerant, 622 
reforming, 833 
Hydrochlorofluorocarbons (HCFCs), 621 
Hydroelectric power (hydropower), 186, 438 
Hydroelectric power plants, 439 
Hydrogen: 
as energy storage medium, 77 
production by reforming, 833 
and second law, 253 
Hypersonic flow, 570 


I 
Ideal gases: 
entropy change of, 299—302 
and polytropic processes, 146-148 
variation of c, with temperature for, 135-138, 
962, 1012 
Ideal gas equation of state, 132 
Ideal gas mixtures, 732-753 
adiabatic mixing at constant total volume, 
741—150 
adiabatic mixing of two streams, 750-752 
and Amagat model, 737 
apparent molecular weight of, 733 
calculation of equilibrium compositions for 
reacting, 892-897 
and chemical exergy, 847-849 
compression of, 742—744 
constant composition, mixture processes at, 
740—747 
and Dalton model, 736-737 
describing mixture composition for, 732-735 
energy, enthalpy, and entropy for, 815 
equilibrium constant for, 889-897 
evaluating entropy of, 738-740 
evaluating internal energy and enthalpy of, 
737-740 
evaluating specific heats of, 738 
expanding isentropically through nozzle, 
744—747 
gravimetric analysis of, 736 
molar analysis of, 733 
property relations on mass basis for, 739 
relating p, V, and T for, 736-737 
volumetric analysis of, 733, 737 
Ideal gas model, 132-133 
and isentropic processes, 326-328 
specific heat in, 135-138 
specific internal energy in, 135-136 
Ideal gas tables, 138-140, 299-301, 741, 963, 965, 
1013, 1015 
Ideal Rankine cycle, 449-452 
Ideal solution, 712-713 
Ideal vapor-compression cycle, 613-616 


IGCC, see Integrated gasification combined-cycle 
plant 
Incompressible substances, entropy change of, 
298-299 
Incompressible substance model, 124-126 
Increase of entropy principle, 312-315 
Indoor air quality, 753 
Influenza, 756 
Integrated gasification combined-cycle plant 
(IGCC), 448, 560-562. 
Intensive properties, 9-10, 96-97 
Intensive state, of closed systems, 96 
Interactive Thermodynamics (software tool), 114 
Intercoolers, 544—548 
Intercooling, multistage compression refrigeration 
system with, 626-627 
Internal combustion engines, 510-525 
air-standard analysis of, 511 
compression-ignition, 510 
and Diesel cycle, 518-521 
and dual cycle, 522-524 
exergetic efficiency of, 861-862 
fueled with liquid octane, 819-821 
and Otto cycle, 513-517 
spark-ignition, 510 
terminology related to, 510-513 
Internal energy (U), 55-56 
of ideal gas mixture, 737-738 
microscopic interpretation of, 56 
thermal energy as, 116 
Internal irreversibilities, 249, 456 
Internally reversible processes: 
heat transfer and work in steady-state, 
339-343 
and second law of thermodynamics, 253-254 
of water, 303-305 
Internal reforming, 833 
International Temperature Scale of 1990 
(ITS-90), 264 
Interpolation, linear, 105 
Inverse reaction, 77 
Ionization, 904—905 
Irreversibilities, 249—252 
Brayton cycle with, 534-537 
Brayton refrigeration cycle with, 636-637 
demonstrating, 250-252 
in Rankine cycle, 455-459 
Irreversible processes, 248-252 
Isentropic compressibility, 681 
Isentropic efficiencies: 
of compressors and pumps, 337-339 
of nozzles, 335-337 
of turbines, 332-335 
Isentropic processes, 325-331 
of air, 327-331 
and ideal gas model, 326-328 
Isolated systems, 6 
Isothermal compressibility, 681 
ITS-90 (International Temperature Scale of 1990), 
264 


J 

Joule (J), 43 

Joule, James Prescott, 60—61 
Joule-Thomson coefficient, 685-687 
Joule-Thomson expansion, 200, 686 


K 

Kalina cycle, 877 

Kay's rule, 699—700 

KE, see Kinetic energy 

Kelvin Planck statement, 245-247, 254-255 
analytical form of, 254 
and thermodynamic cycles, 254-256 

Kelvin temperature scale, 21, 261-262 

Kilogram, 11 

Kilojoule (kJ), 43 

Kinetic energy (KE), 40-41 
translational, 56 
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L 
Lb (pound mass), 13 
Lbf (pound force), 13 
Lead-acid batteries, 76 
Lenoir cycle, 591 
Lewis-Randall rule, 712-713 
LHV (lower heating value), 825-826 
Linear interpolation, 105 
Liquids: 
compressed, 102, 105-106 
evaluating properties of, 123-126 
properties of, 960, 1010 
saturated, 123-124 
Liquid data (for entropy), 294-295 
Liquid film, stretching of, 52-53 
Liquid-in-glass fever thermometers, 20 
Liquid питовеп,103, 104 
Liquid octane: 
adiabatic flame temperature for complete 
combustion of, 830-832 
evaluating chemical exergy of, 851-853 
Liquid states, 101-102 
Liquid tables, 105-106 
Liquefied natural gas (LNG), 438, 526 
Lithium bromide, 628-629 
Lithium-ion batteries, 76 
Living things: 
as control volumes, 7, 177 201—202 
and disorder, 317 
elastic waves causing injury in, 682 
as integrated systems, 201-202 
mimicking processes of, 479 
LNG, see Liquefied natural gas 
Logarithms to base 10, of equilibrium constant 
(table), 972 
Lower heating value (LHV), 825-826 
Low-wind turbines, 187 


M 
M, see Mach number 
m (meter), 11 
Machines, nanoscale, 45, 316 
Mach number (M), 570, 682 
Magnetization, work due to, 53 
Manometer, 15-16 
Mass: 
conservation of, for control volumes, 170-171 
control, 4 
Mass balance: 
in air-conditioning systems, 768 
for control volumes, 170-171 
and dehumidification, 772-773 
Mass flow, entropy transfer accompanying, 317 
Mass flow rates, 170-172 
Mass flux, 173-174 
Mass fractions, 732, 734—735 
Mass rate balance: 
applications of, 174-178 
defined, 170 
integral form of, 173-174 
one-dimensional flow form of, 172-173 
steady-state form of, 173 
Maxwell relations, 668-671 
MCFCS (molten carbonate fuel cells), 834 
Mean effective pressure, 511 
Melting, 103 
MEMS (microelectromechanical systems), 182 
Mercury-filled thermometers, 20 
Meso-scale systems, 182 
Metal bar, quenching a hot, 313-315 
Meter (m), 11 
Methane, 375 
in atmosphere, 898 
enthalpy of combustion of, 826-827 
gas turbines fueled with, 821-823 
steam reforming of, 833 
Methane hydrate, 898 
Methanol, and fuel cell performance, 832 
Method of intercepts, 705 
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Microelectromechanical systems (MEMS), 182 
Microscopic interpretation of internal energy, 56 
Microstates, 316 
Micro systems, 182 
Mixture enthalpy, 738, 755 
Mixture entropy, 739, 756 
Moist air, 753-754, 756-762 
conditioning, at constant composition, 769—771 
cooling, at constant pressure, 758-759 
cooling, at constant volume, 759—761 
equilibrium of, in contact with liquid water, 
911-912 
heat transfer for, at constant volume, 761—762 
Mol (gram mole), 14 
Molar analysis, 733-735 
Molar basis, 14 
Molecular weights: 
apparent of mixtures, 735 
of selected elements/compounds (table), 926, 974 
Mole fractions, 732-735 
Mollier diagram, 296, 1028-1029 
Molten carbonate fuel cells (MCFCs), 834 
Molten (eutectic) salts, 116 
Momentum equation, 567—568 
Motor, transient operation of, 70-72 
Multicomponent systems, 704-714, 883 
chemical potential of components in, 706-707, 
713-714 
fugacity in, 709-712, 1025 
fundamental thermodynamic functions for, 
707—709 
modeling of, as ideal solution, 712-713 
multiphase, equilibrium of, 910-914 
partial molal properties for, 704—706 
Multiconstant equations of state, 661—662 
Multiple feedwater heaters, 471-475 
Multistage vapor-compression refrigeration 
systems, 626-627 


N 
N (newton), 12 
Nanoscale machines (nanomachines), 45, 316 
Nanoscience, 15 
Nanotechnology, 15, 45 
batteries, nanotechnology-based, 76 
and second law, 316 
National Institute of Standards and Technology 
(NIST), 620, 690 
Natural gas: 
burning, with excess air, 813-814 
electricity generation by, 438 
for power generation, 438, 526 
production peak for, 438 
uses of, 438 
Natural gas-fueled power plants, 439 
Natural refrigerants, 104, 622 
Newton (N), 12 
Newton, Isaac, 40 
Newton’s law of cooling, 59 
Newton’s second law of motion, 12, 567-568 
Nickel-metal hydride batteries, 76 
NIST (National Institute of Standards and 
Technology), 620, 690 
Nitric oxides, from coal combustion, 448, 525 
Nitrogen,103 
Nitrogen oxides (NO), 448, 525 
Nonrenewable energy, in power generation, 
438-439 
Normal shock, 576-577 
Normal stress, 15 
NO, (nitrogen oxides), 448, 525 
Nozzles, 183-186 
and choked flow, 575 
defined, 183 
exit area of steam, 185-186 
flow in, of ideal gases with constant specific 
heats, 577-585 
gas mixture expanding isentropically through, 
744—747 
isentropic efficiency of, 335—337 


modeling considerations with, 184 

one-dimensional steady flow in, 571-577 
Nuclear-fueled power plants, 439, 442-445 
Nuclear power, 438 


о 
Off-peak electricity demand, 194, 624 
Oil: 
electricity generation by, 438 
enhanced oil recovery, 479 
Oil-fueled power plants, 439 
Oil supply: 
oil shale and oil sand deposits, 402 
production peak for, 438, 512-513 
One-dimensional flow, 172 
One-inlet, one-exit control volumes at steady 
state, 181, 318-319 
On-peak electricity demand, 194 
Open feedwater heaters, 465-469 
Open systems, 4 
Optical pyrometers, 20 
Organs, as control volumes, 7, 177 
Organic Rankine cycles, 476 
Otto cycle, 513-517 
cycle analysis, 514-501 
and effect of compression ratio on 
performance, 515 


P 
Pa (Pascal), 17 
PAFCs (phosphoric acid fuel cells), 834 
Paraffins, 121 
Partial molal properties, 704-706 
Partial pressure, 736 
Partial volume, 737 
Particle emissions, from coal combustion, 448 
Pascal (Pa), 17 
PCMs (phase-change materials), 121 
PE (gravitational potential energy), 42 
Peak loads, 442 
Peltier effect, 623 
PEMFCs (proton exchange membrane fuel cells), 
834-836 
Percent excess air, 808 
Percent of theoretical air, 808 
Perfectly executed processes, 252 
Phase(s): 
defined, 96 
single-phase regions, evaluating, 675-680 
Phase-change materials (PCMs), 121 
Phase changes, 101-104 
and Clapeyron equation, 672-675 
Phase-change systems, energy storage in, 116 
Phase diagrams, 100 
Phase equilibrium, 908-914 
of multicomponent, multiphase systems, 
910-914 
between two phases of a pure substance, 
908-909 
Р-һ diagrams, 620, 1032-1035 
Phosphoric acid fuel cells (PAFCs), 834 
Photosynthesis, 7 
Piezoelectric effect, 16 
Pipe friction, 251-252 
Piston-cylinder, cooling of gas іп, 64-65 
Plasmas, 904 
Plug-in hybrid vehicles, 41 
Polarization, work due to, 53 
Pollution, thermal, 445 
Polycrystalline turbine blades, 555 
Polytropic processes, 146-148 
defined, 50 
work in, 341—343 
Potential energy (PE), 42 
Poultry industry, 375 
Pound force (Ibf), 13 
Pound mass (Ib), 13 
Power: 
of a compressor, 190-191 
defined, 46 


electric, 53, 76-77 
transmission and distribution of, 441—442 
transmission of, by a shaft, 53 
units for, 46 
Power cycles, 73-74 
Carnot, 257-259, 265-267, 270-273 
Carnot corollaries for, 257-259 
limit on thermal efficiency for, 256-257 
maximum performance measures for, 264—270 
Power generation, 438-442 
emergency, using steam for, 209-210 
future issues in, 439—440 
and power plant policy making, 440-441 
and power transmission and distribution, 
441-442 
in the United States, 438-439 
Power plants. 
combustion, 439 
distributed generation systems, 687 
environmental impacts, 438, 439, 441 
human-health impacts, 438, 441 
life cycles of, 440 
natural resources for, 438 
policy making for, 440, 441 
using nonrenewable and renewable resources, 
439 
Pressure, 14-18 
absolute, 15, 17, 18 
atmospheric, 17 18 
back, 574-576 
critical, 99, 574 
defined, 14 
gage, 17 
mean effective, 511 
measuring, 15-16 
partial, 736 
reduced, 128 
saturation, 99 
stagnation, 571 
units of, 17-18 
vacuum, 17 
Pressure table, 107 
Pressurized-water reactors, 443-444 
Primary dimensions, 11 
Principle of corresponding states, 128 
Probability, thermodynamic, 316 
Processes, defined, 9 
Products (of combustion), 806, 810-814 
Propane: 
pressure table for saturated, 955, 1005 
as refrigerant, 104, 622 
superheated (table), 956, 1006 
temperature table for saturated, 954, 1004 
Property(-ies): 
defined, 9, 10 
extensive, 9-10 
intensive, 9-10 
retrieving, 104 
using software to evaluate, 113-121 
Property tables, 116-119 
Proton exchange membrane fuel cells (PEMFCs), 
834-836 
Pseudoreduced specific volume, 129 
Psychrometers, 764—765 
Psychrometric charts, 766-767, 1030-1031 
Psychrometrics, 753—787 
air-conditioning processes, 767—784 
cooling towers, 784—787 
defined, 753 
dew point temperature, evaluation of, 757-758 
humidity ratio, 754—755, 763—764 
mixture enthalpy, 755 
mixture entropy, 756 
moist air, 753—754, 756—757 
relative humidity, 755 
Pump(s), 190, 192-193 
analyzing, 192-193 
defined, 190 
exergetic efficiency of, 403 
isentropic efficiency of, 337-338 


modeling considerations with, 190 

in Rankine cycle, 447, 455-456 

vapor cycle exergy analysis of, 484—485 
Pumped-hydro energy storage, 187 194 
Pure substance, defined, 96 
P-v diagrams, 100 
P-v-T surface, 98-101 


Q 
Quality (of a two-phase mixture), 102 
Quasiequilibrium (quasistatic) processes: 
defined, 48-49 
and internally reversible processes, 253-254 
and state principle, 97 
work in, 48-54 


R 
Radiation, thermal, 58-59 
Radiation therapy, 57 
Radiation thermometers, 20 
Ram effect, 562 
Rankine cycle, 445-459 
Carnot cycle vs., 454-455 
effects of boiler and condenser pressures on, 
453-455 
ideal, 449-452 
and irreversibilities/losses, 455-459 
modeling, 446-448 
organic, 476, 877 
power plants based on, 439, 440 
in vapor power systems, 442-443 
Rankine temperature scale, 21 
Rayleigh line, 577 
Reactants, 806 
Reacting systems: 
energy balances for, 814—815, 817-825 
entropy balances for, 814-815, 838-843 
evaluating enthalpy for, 815-817 
evaluating entropy for, 837-838 
evaluating Gibbs function for, 843-844 
exergetic efficiencies of, 860-861 
Rectifier (absorption refrigeration systems), 628 
Redlich-Kwong equation, 659-661, 969, 1019 
Reduced pressure, 128 
Reduced temperature, 128 
Reference states, 113 
Reference values, 113 
Reforming, 253, 833 
КЕЕРКОР, 620, 690 
Refrigerants, 104, 620—624 
environmental considerations, 621—622 
natural, 104, 622 
performance of, 620 
refrigeration without, 623-624 
types and characteristics, 621 
Refrigerant 12, 104, 621 
Refrigerant 22, 622 
pressure table for saturated, 938, 988 
superheated (table), 939, 989 
temperature table for saturated, 937 987 
Refrigerant 134a, 621, 622 
pressure table for saturated, 944, 994 
superheated (table), 945, 995 
temperature table for saturated, 943, 993 
Refrigerant 407-C, 622 
Refrigerant 410A, 620, 622, 1034-1035 
Refrigeration capacity, 612 
Refrigeration cycles, 74-75 
Carnot, 272, 610-611 
coefficient of performance for, 75-76 
corollaries of the second law for, 260-261 
limits on coefficients of performance for, 259 
maximum performance measures for, 268-269 
Refrigeration systems, 610-629, 633-639 
absorption, 627-629 
gas, 633-639 
vapor-compression, 612-620 
without refrigerants, 623-624 
Regeneration, 465-475 
with closed feedwater heaters, 470-471 


with multiple feedwater heaters, 471—475 
with open feedwater heaters, 465-469 
Regenerative hybrid vehicle components, 41 
Regenerators (regenerative gas turbines), 537—541 
and Brayton cycle, 539-541 
effectiveness of, 538-539 
with intercooling, 544-551 
with reheat, 542—543, 548-551 
Reheat, 459-465, 542-543 
regenerator with, 542-543, 548-551 
Relative humidity, 755 
Renewable energy resources, 186 
electricity generation by, 438 
hydropower, 186 
in power generation, 438-440 
Resistance temperature detectors, 20 
Reversible processes, 249, 252-253 
entropy change in, 302-305 
of water, 303-305 
Rockets, 566 


S 
S, see Entropy 
Sand deposits, oil from, 402 
Saturated air, 754 
Saturated liquids, 101—103, 123-125 
Saturation data (for entropy), 294 
Saturation pressure, 100 
Saturation state, 99 
Saturation tables, 107-108 
Saturation temperature, 100 
SBS (sick building syndrome), 753 
Secondary dimensions, 11 
Second law of thermodynamics, 242-275 
aspects of, 244-245 
and Clausius inequality, 273-275 
Clausius statement of, 245 
entropy statement of, 247—248 
and internally reversible processes, 253 
and International Temperature Scale of 1990, 264 
and irreversible processes, 248-254 
Kelvin-Planck statement of, 245-247 255-256 
and Kelvin temperature scale, 261—262 
and opportunities for developing work, 244 
and reversible processes, 248, 252-253 
and spontaneous processes, 242-243 
and thermodynamic cycles, 256-275 
uses of, 244—245 
violation of, 316, 317 
Second T 45 equation, 297 
Servel refrigerator, 728 
Shaft, transmission of power by, 53 
Shale: 
natural gas from, 438 
oil from, 402 
Shear stresses, 15 
Shock, normal, 576-577 
SI base units, 11-12 
Sick building syndrome (SBS), 753 
Sign convention(s): 
for heat transfer, 56 
for work, 45 
Silicon chip, at steady state, 69-70 
Simple compressible systems, 96-97 
Simultaneous reactions, 905-908 
Single-crystal turbine blades, 555 
Smart grids, 442 
Sodium-sulfur batteries, 76 
SOFCS (solid oxide fuel cells), 834-836 
Solar-concentrating power plants, 439 
Solar energy, storage of, 116 
Solar-photovoltaic power plants, 439 
Solar power plants, 440 
Solar thermal power plants, 442, 444-445 
Solids: 
defined, 10 
phases of, 10 
properties of, 124, 960, 1010 
Solid bar, extension of, 52 
Solid oxide fuel cells (SOFCs), 834-836 
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Solid wastes, from coal combustion, 448 
Solutions, 703 
equilibrium constants for, 897-898 
ideal, 712-713 
Sonic flow, 570 
Sonic velocity, 568, 682 
Sound: 
medical uses of, 570-571 
velocity of, 568—571, 682 
Sound waves, 568-570, 682 
Spark-ignition engines, 510 
Specific exergy, 376-378 
Specific flow exergy, 388-389 
Specific heats (heat capacities), 122-123 
of common gases (table), 961, 1011 
constant, and entropy change of ideal gas, 301 
as constants, 140-146 
of ideal gas mixture, 738 
in ideal gas model, 135-137 
and Joule-Thomson coefficient, 685-687 
relations involving, 682-685 
Specific heat ratio, 122 
Specific humidity, 754 
Specific volume, 13-14, 681 
pseudoreduced, 129 
Spontaneous processes, 242-243 
Stacks, fuel cell, 832 
Stagnation enthalpy, 571 
Stagnation pressure, 571 
Stagnation state, 571 
Stagnation temperature, 571 
Standard chemical exergy, 849-854 
of ammonia, 853 
of hydrocarbons, 850-853 
Standard molar chemical energy, of selected 
substances, 971 
Standard reference state, 816 
State principle, 96—97 
Statistical thermodynamics, 8, 315 
Steady one-dimensional flow: 
momentum equation for, 567-568 
in nozzles and diffusers, 571—577 
Steady state: 
control volumes at, 181-183 
defined, 9, 173 
one-inlet, one-exit control volumes at, 318-319 
Steady-state entropy rate balance, 318 
Steady-state systems, 9, 68-70 
Steam: 
for emergency power generation, 209-210 
in supercritical vapor power plants, 460 
withdrawing, from a tank at constant pressure, 
207—209 
Steam nozzle, calculating exit area of, 185-186 
Steam quality, measuring, 201—202 
Steam-spray humidifiers, 776—778 
Steam tables, 104, 927—936, 975-986 
Steam turbines: 
calculating heat transfer from, 188-189 
entropy production in, 319-320 
exergy accounting of, 396—397 
Stefan-Boltzmann law, 58 
Stirling cycle, 552-553 
Stirling engine, 553 
Stoichiometric coefficients, 806 
Stresses: 
normal, 15 
shear, 15 
Stroke (internal combustion engine), 510 
Subcooled liquids, 101 
Sublimation, 103 
Subsonic flow, 570 
Sulfur dioxide, from coal combustion, 448 
Superconducting magnetic systems, 77 
Superconducting power cable, 386 
Supercritical vapor power cycle, 448, 459-460 
Superheat, 459 
Superheated vapors, 102 
Superheated vapor tables, 105-106 
Supersonic flow, 570 
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Surface, control, 4 
Surroundings, 4 
Syngas (synthesis gas), 561 
Synthetic refrigerants, 620 
System(s), 4, 6-10 

closed, 4, 6 

defined, 4 

describing, 8-10 

disorder of, 316 

exergy of, 372-378 

isolated, 6 

open, 4 

selecting boundary of, 7-8 

steady-state, 9, 68-70 
System integration, 202-205 
Systolic blood pressure, 18 


T 
Tables of thermodynamic properties, constructing, 
687—692 
by differentiating a fundamental thermody- 
namic function, 689—692 
by integration, using p-v-T and specific heat 
data, 688-689 
Tanks: 
air leaking from, 330-331 
storing compressed air in, 211-213 
well-stirred, temperature variation in, 214-215 
withdrawing steam from, at constant pressure, 
207-209 
T dS equations, 296-298 
Temperature, 18-22 
adiabatic flame, 828-832 
adiabatic-saturation, 763-764 
critical, 99 
defined, 19 
dew point, 757-758 
dry-bulb, 764—765 
equilibrium flame, 899-903 
reduced, 128 
saturation, 100 
stagnation, 571 
wet-bulb, 764—765 
Temperature-entropy diagram (75 diagram), 
295-296, 1027-1028 
Temperature table, 107 
Test for exactness, 662-664 
Theoretical air, 808 
Thermal blankets, 195-196 
Thermal conductivity, 58 
Thermal efficiency, 74 
limit on, for power cycles interacting with two 
reservoirs, 256-259 
of Rankine cycle, 447, 453 
Thermal energy storage, 116 
cold storage, 624—625 
Thermal equilibrium, 19 
Thermal glider, 255 
Thermal (heat) interaction, 19 
Thermal pollution, 445 
Thermal radiation, 58 
Thermal reservoir, 245-246 
Thermistors, 20 
Thermochemical properties, of selected substances 
(table), 970, 1020 
Thermocouples, 19 
Thermodynamic cycles, 72, 256-275. See also Cycles 
Thermodynamic equilibrium, 882 
Thermodynamic probability, 316 
Thermodynamics. See also Second law of thermo- 
dynamics 
classical, 8 
first law of, 60-61 
and future sustainability challenges, 4, 6 
macroscopic vs. microscopic views of, 8-9 
refrigeration and heat pump cycles, 259-261, 272 
statistical, 8, 315 
third law of, 837 
using, 4, 5 
zeroth law of, 19 


Thermodynamics problems, solving, 24-26 
Thermoeconomics, 405-412 
Thermoelectric cooling, 623-624 
Thermometers, 19-20, 263-264 
Thermometric properties, 19 
Thermometric substances, 19 
Thermoregulation, 801 
Third law of thermodynamics, 837 
Throat, 573 
Throttling calorimeter, 201-202 
Throttling devices, 200-202 
Throttling processes, 201 
Throttling valve, exergy destruction in, 391—392 
Tides, power generation from, 439, 440 
Time rate form of the energy balance, 62 
Топ of refrigeration, 612 
Total exergy, 454-860 
Transient analysis, 205-215 
applications of, 207-215 
energy balance in, 206—207 
mass balance in, 205-206 
Transient operation, 71-72 
Translational kinetic energy, 56 
Transonic flow, 570 
Trap (closed feedwater heater), 470 
Triple line, 99 
Triple point, 21, 22, 100 
T-s diagram, see Temperature-entropy diagram 
Turbines, 186-189. See also Gas turbine power 
plants 
cost rate balance for, 409-410 
defined, 186 
exergetic efficiency of, 402-403 
heat transfer from steam, 188-189 
hydraulic, 186-187 
isentropic efficiency of, 332-335 
low-wind, 187 
modeling considerations with, 188 
in Rankine cycle, 446, 455 
reheat cycle with turbine irreversibility, 463-465 
steam, entropy production in, 319-320 
steam, exergy accounting of, 396-397 
vapor cycle exergy analysis of, 484-485 
wind, 186, 187 
Turbofan engine, 565-566 
Turbojet engine, 562-566 
Turboprop engine, 565—566 
T-v diagrams, 100-101 
Two-phase liquid-vapor mixtures, 102 
Two-phase regions, 98, 99 


U 

U, see Internal energy 

Ultimate analysis, 807 

Ultra-capacitors, 76—77 

Ultrasound, 570-571 

Ultra-supercritical vapor power plants, 460 
Unit conversion factors, 12 

Universal gas constant, 127 


У 
Vacuum pressure, 17, 18 
Van der Waals equation of state, 657—658, 
660—661, 969, 1019 
Van't Hoff equation, 903-904 
Vapors, superheated, 102 
Vapor-compression heat pumps, 629-632 
Vapor-compression refrigeration systems, 
612-620 
cascade, 625-626 
and ideal vapor-compression cycle, 614-615 
irreversible heat transfer and performance of, 
616-620 
multistage, 626-627 
performance of, 613-620 
principal work and heat transfers for, 612-613 
Vapor data (for entropy), 294 
Vaporization, 102 
Vapor power systems, 437-487 
and binary vapor power cycle, 476 


carbon capture and storage, 477-479 
in closed feedwater heaters, 470-471 
cogeneration systems, 477 
exergy accounting for, 480-486 
in open feedwater heaters, 465-470 
Rankine cycle, 445-459 
regeneration in, 465-475 
reheat in, 459-465 
and supercritical cycle, 459-460 
superheat in, 459 
vapor power plants, 442-445 
and working fluid characteristics, 475-476 
Vapor refrigeration systems, 610-620 
Vapor states, 102-103 
Vapor tables, 105-106 
Velocity of sound, 568-571, 682 
Virial equations of state, 131-132, 657 
Volts, 53 
Volume(s): 
control, 4, 6-7 
partial, 737 
specific, 13-14, 681 
Volume expansivity, 681 
Volumetric analysis, 733, 737 
Volumetric flow rate, 173 


W 
W (watt), 46 
Waste-heat recovery systems, 203-205 
exergy accounting of, 397-399 
Water: 
compressed liquid (table), 935, 985 
equilibrium of moist air in contact with, 
756-757, 911-912 
filling a barrel with, 175-177 
heating, at constant volume, 109-111 
internally reversible process of, 303-305 
irreversible process of, 308-309 
saturated, pressure table for, 929-930, 977-978 
saturated, temperature tables for, 927, 936, 
975, 987 
stirring, at constant volume, 117-118 
superheated (table), 931, 979 
as working fluid, 476 
Water-gas shift reaction, 833 
Watt (W), 46 
Waves, power generation from, 440, 441 
Wearable coolers, 121 
Well-to-fuel-tank efficiency, 405 
Well-to-wheel efficiency, 405 
Wet-bulb temperature, 764—765 
Wind chill index, 765 
Wind farms, 187 341 
Wind power plants, 439 
Wind turbines, 186, 187 
environmental concerns with, 439 
low-wind, 187 
Woods Hole Oceanographic Institute, 255 
Work, 41, 44-55 
for a control volume, 179 
examples of, 52-54 
and exergy, 371 
exergy transfer accompanying, 380 
expansion/compression, 47-52, 309-310 
flow, 179 
in internally reversible, steady-state flow 
processes, 340-341 
in polytropic processes, 341-343 
and power, 46-47 
in quasiequilibrium processes, 48—54 
second law of thermodynamics and 
opportunities for developing, 244 
sign convention for, 45 
thermodynamic definition of, 44 
Workable designs, 23 
Working fluids, 442-445, 475-476 


Z 
Z (compressibility factor), 127-131 
Zeroth law of thermodynamics, 19 


Symbols 
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Ке, КЕ 
1,1, 
HV 


С 


2558 


acceleration, activity 

area 

air-fuel ratio 

back work ratio 

specific heat of an incompressible substance, 
velocity of sound 

unit cost 

cost rate 

hydrocarbon fuel 

specific heat at constant pressure, ӘЛ/д Т), 

specific heat at constant volume, du/dT), 

specific heat c, at zero pressure 

energy per unit of mass, energy 

exergy per unit of mass, exergy 

specific flow exergy, flow exergy rate 

exergy destruction, exergy destruction rate 

exergy transfer accompanying heat transfer, rate 
of exergy transfer accompanying heat transfer 

exergy transfer accompanying work 

electric field strength 

electrical potential, electromotive force (emf) 

fugacity 

fugacity of component ; in a mixture 

degrees of freedom in the phase rule 

force vector, force magnitude 

fuel-air ratio 

acceleration of gravity 

Gibbs function per unit of mass, Gibbs function 

Gibbs function of formation per mole at 
standard state 

enthalpy per unit of mass, enthalpy 

heat transfer coefficient 

magnetic field strength 

enthalpy of formation per mole at 
standard state 

enthalpy of combustion per mole 

higher heating value 

electric current 

specific heat ratio: с/с, 

Boltzmann constant 

equilibrium constant 

kinetic energy per unit of mass, kinetic energy 

length 

lower heating value 

mass 

mass flow rate 

molecular weight, Mach number 

magnetic dipole moment per unit volume 


Рат 
Di 


Pr 
PR 


pe, PE 


e = 


p 


қымыз X 


mean effective pressure 

mass fraction 

number of moles, polytropic exponent 

number of components in the phase rule 

pressure 

atmospheric pressure 

pressure associated with mixture component i, 
partial pressure of i 

relative pressure as used in Tables A-22 

reduced pressure: р/р, 

number of phases in the phase rule 

electric dipole moment per unit volume 

potential energy per unit of mass, potential 
energy 

heat flux 

heat transfer 

heat transfer rate 

conduction rate 

convection rate, thermal radiation rate 

compression ratio 

cutoff ratio 

gas constant: R/M, resultant force, electric 
resistance 

universal gas constant 

entropy per unit of mass, entropy 

entropy function as used in Tables A-22, 
absolute entropy at the standard reference 
pressure as used in Table A-23 

time 

temperature 

reduced temperature: T/T, 

torque 

internal energy per unit of mass, internal energy 

specific volume, volume 

velocity vector, velocity magnitude 

relative volume as used in Tables A-22 

pseudoreduced specific volume: v/(RT.Ip.) 

volume associated with mixture component i, 
partial volume of i 

work 

rate of work, or power 

quality, position 

extensive property 

mole fraction, mass flow rate ratio 

elevation, position 

compressibility factor, electric charge 

cost rate of owning/operating 


Greek Letters 


ез Maa EER әз % 
© B 


S 


isentropic compressibility 

coefficient of performance for a refrigerator, 
volume expansivity 

coefficient of performance for a heat pump, 
activity coefficient 

change = final minus initial 

exergetic (second law) efficiency, emissivity, 
extent of reaction 

efficiency, effectiveness 

temperature 

thermal conductivity, isothermal compressibility 

chemical potential 

Joule-Thomson coefficient 

stoichiometric coefficient 

density 

entropy production, rate of entropy production 

normal stress, Stefan-Boltzmann constant 

summation 

surface tension 

relative humidity 

Helmholtz function per unit of mass, 
Helmholtz function 

humidity ratio (specific humidity), angular velocity 


Subscripts 


a 
ad 
as 
ave 


dry air 

adiabatic 

adiabatic saturation 

average 

boundary 

property at the critical point, compressor, 
overall system 

control volume 

cooling water 

cold reservoir, low temperature 

dry bulb 

state of a substance exiting a control volume 

exergy reference environment 

property of saturated liquid, temperature of 
surroundings, final value 

fuel 

difference in property for saturated vapor and 
saturated liquid 


g property of saturated vapor 

H hot reservoir, high temperature 

i state of a substance entering a control volume, 
mixture component 

i initial value, property of saturated solid 

I irreversible 

ig, if difference in property for saturated vapor 
(saturated liquid) and saturated solid 

isol isolated 

int rev internally reversible 

j portion of the boundary, number of components 
present in a mixture 

n normal component 

р ришр 

ref reference value or state 

reg regenerator 

res reservoir 

P products 

R reversible, reactants 

5 isentropic 

sat saturated 

surr surroundings 

t turbine 

tp triple point 

0 property at the dead state, property of the 
surroundings 

stagnation property 
у уарог 
water 

wb wet bulb 

x upstream of a normal shock 

y downstream of a normal shock 

1,2,3 different states of a system, different locations 
in space 

Superscripts 

ch chemical exergy 

e component of the exergy reference environment 


bar over symbol denotes property on a molar 
basis (over X, У, H, S, О, №, G, the bar denotes 
partial molal property) 

dot over symbol denotes time rate 

property at standard state or standard pressure 

ideal gas, quantity corresponding to sonic velocity 


